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PREFACE. 

In  the  use  and  design  of  machinery  in  all  lines^  America  has^  in  the  last  few 
years,  taken  a  leading  place  among  tiie  nations;  that  used  in  ore  dressing  is  no 
exception  to  this  rule.  The  existing  authorities  on  this  subject  treat  chiefly 
of  European  practice^  and  since  the  time  of  their  publication,  new  researches 
have  been  made,  revising  and  throwing  light  upon  the  laws  governing  separation. 
On  all  these  accounts,  therefore,  the  present  seems  an  opportime  time  for  the 
appearance  of  a  work  on  ore  dressing. 

The  aim  of  the  author  has  been  to  present  to  the  reader  the  modem  American 
practice,  referring  for  comparison  to  the  European;  and  to  so  expound  the  princi- 
ples of  the  art,  as  at  present  understood,  as  to  make  advances  easy  in  the  future. 
In  making  the  book  he  has  had  in  mind  the  student,  the  teacher,  the  expert,  the 
mill  man  and  the  manufacturer. 

The  ground  covered  by  the  book  includes  the  mechanical  preparation  of  useful 
minerals  other  than  coal.  The  cleaning  of  coal  calls  for  a  distinct  and  specialized 
treatment  requiring  on  the  part  of  the  author  added  travel,  experiment,  study  and 
correspondence,  so  much  so  that,  although  the  underlying  principles  of  treating 
coal  are  largely  the  same  as  those  of  other  minerals,  the  added  time  required 
would  have  postponed  the  appearance  of  the  book  much  beyond  the  date  which 
to  both  author  and  publisher  already  seems  extremely  tardy.  Hydraulicking, 
although  a  branch  of  mineral  dressing,  is  omitted  because  it  is  well  treated  in  the 
work  by  A.  J.  Bowie.  Gold  milling  has  been  less  dwelt  upon  for  two  reasons: 
(1)  the  excellent  works  of  Lock,  Louis,  Bickard  and  Rose,  taken  together,  have 
placed  in  the  hands  of  the  reader  a  very  complete  treatment  of  the  subject;  (2) 
an  exhaustive  treatment  of  amalgamation  appears  to  belong  more  to  metallurgy 
than  to  ore  dressing. 

The  dividing  line  between  metallurgy  and  ore  dressing  is  that  between  chem- 
ical and  mechanical  treatment,  the  smelter  dealing  with  chemical  reactions  and 
the  mill  man  only  with  physical  phenomena.  There  are  several  reasons,  how- 
ever, why  it  is  difficult  to  exclude  amalgamation  from  a  book  on  ore  dressing, 
although  the  formation  of  the  amalgam  alloys  may  be  claimed  by  the  metallurgist. 
First,  the  amalgamated  plate  and  the  treatment  of  amalgam  are  the  only  sub- 
jects in  the  gold  mill  whose  place  in  a  book  on  ore  dressing  can  be  doubted,  but 
it  would  not  be  wise  to  describe  all  the  other  parts  of  the  gold  mill  and  refer  the 
reader  to  metallurgy  for  the  plate  amalgamation ;  second,  the  amalgamating  pan 
is  the  only  doubtful  object  in  a  "combination"  silver  mill.  The  argument  for 
putting  it  in  is  the  same  as  that  in  regard  to  the  amalgamated  plate  above  men- 
tioned. The  Washoe  process  is  but  briefly  referred  to  because  it  is  generally 
classed  as  a  metallurgical  process. 

The  sources  from  which  the  information  has  been  derived  are:  personal  visits 
to  the  mills,  correspondence  with  the  mill  men  and  the  manufacturers  of  mill 
machinery,  the  laboratory  and  the  literature.  The  author  wishes  especially 
to  express  his  gratitude  to  mill  owners  and  managers  and  to  the  manufacturers 
of  machinery  for  the  warm  interest  they  have  taken  in  making  contributions  to 
the  book.  He  would  have  made  but  a  sorry  showing  without  their  help.  The 
laboratory  has  been  freely  used  for  testing  and  revising  the  laws  of  separation, 
and,  thereby,  two  settling  ratios  are  believed  to  have  oeen  established,  namely 
the  free  settling  and  the  hindered  settling  ratios;  a  third,  the  agitation  ratio, 


vi  PREFACE. 

has  also  oeen  investigated  to  some  extent;  the  laws  of  jigging  have  been  revised; 
the  behavior  of  slimes  in  spitzkasten  and  on  the  slime  table  have  been  studied. 
The  literature  from  1870  to  date  has  been  systematically  reviewed. 

The  arrangement  of  the  book  is  based  on  the  natural  division  of  the  subject 
into:  (a)  severing  or  breaking  the  ores;  (b)  separating  the  valuable  minerals 
from  the  waste.  Each  of  these  great  groups  also  subdivides  itself  into  prelim- 
inary, final,  and  auxiliary  treatment.  For  example,  where  Blake  breaker  and 
rolls  are  used,  the  former  is  the  preliminary  crusher  and  the  latter  the  final ;  and 
where  trommels  and  jigs  are  used,  the  former  are  the  preliminary  and  the  latter 
the  final  separators.  The  term,  auxiliary,  is  added  for  the  machines  used  to 
recrush  and  concentrate  middlings.  Since  hand  picking  yields  smelting  ore  for 
shipment,  this  scheme  places  it  among  the  final  separators — a  later  point  than  is 
usual  with  other  authors. 

The  student  can  intelligently  study  the  theory  of  machines  only  after  their 
construction  and  operation  are  understood.  Therefore,  wherever  possible,  the 
discussion  of  theory  is  given  later  than  the  description. 

Criticism  may  be  made  upon  the  machines  described  in  the  chapter  on  fine 
grinders  because  so  many  of  them  are  not  used  in  ore  dressing.  The  answer  the 
author  would  give  is  that  it  is  impossible  to  say  at  what  moment  any  one  of 
these  machines  may  be  needed  in  ore  dressing,  and  that  there  is  no  book  upon 
grinding  to  which  the  reader  can  be  referred. 

The  eflSciency  of  the  various  milling  processes  is  very  imperfectly  indicated, 
for  lack  of  reliable  data  the  publication  of  which  is  authorized. 

A  system  of  numbering  both  mills  and  machines  has  been  adopted  for  the 
convenience  of  the  reader  and  the  saving  of  space.  For  example,  all  jigs  doing 
.  the  same  work  in  a  mill  are  given  the  same  number.  Where  jig  No.  2  in  Mill  44 
is  mentioned,  this  specifies  to  the  reader  all  the  jigs  in  that  mill  that  are  treat- 
ing the  product  from  the  first  spigot  of  the  hydraulic  classifier,  and  the  reader 
can  always  inform  himself  as  to  the  identity  of  both  the  mill  and  the  jig  by 
reference  to  Chapter  XX.  The  numbers  given  to  machines  are  according  to  a 
uniform  system,  and  vary  in  many  cases  from  those  actually  used  by  the  mills. 
''Mill  44,  No.  2  jig,  four  of  them,**  means  that  there  are  four  No.  2  jigs  in 
parallel  in  the  portion  of  the  mill  under  consideration.  In  order  that  the  reader 
may  readily  identify  any  mill  referred  to  by  number,  a  table  has  been  placed 
just  preceding  Chapter  I.,  which  gives  the  name  and  location  of  each  mill,  together 
with  the  kind  of  ore  treated  and  the  capacity. 

All  dimensions  of  tanks,  tubes,  boxes  or  other  hollow  vessels  are  invariably  in- 
side measures  unless  otherwise  stated.  All  slopes  are  measured  from  the  horizon- 
tal, A  ton  everywhere  indicates  the  short  ton — 2,000  pounds.  All  meshes  of 
sieves  are  meshes  to  the  linear  inch.  The  dimensions  of  machines  are  generally 
given  in  feet  and  inches  because  these  are  best  understood  by  American  mill  men. 
The  metric  system  has  been  adopted  for  the  holes  in  screens  because  it  is  well 
adapted  to  them,  and  mill  men  are  already  more  or  less  familiar  with  the  use  of 
millimeters  for  this  purpose.  The  metric  units  have  been  used  in  the  discussion 
of  hydraulic  classifiers  because  of  the  great  ease  and  speed  with  which  linear 
measures  can  be  transformed  into  volumes  and  weights,  a  facility  most  needed 
in  this  line  of  investigation.  Data  for  computing  from  one  system  to  the  other, 
together  with  other  useful  information,  are  given  in  the  appendix. 

The  name  breaker  has  been  adopted  rather  than  crusher  for  the  coarse  crush- 
ers— ^f or  example,  the  Blake  and  Gates  breakers—because  the  word  crusher  has 
a  more  generic  meaning,  and  it  may  also  be  used  for  the  fine  crushing  machines. 
The  word  classifier  has  been  adopted  for  all  the  apparatus  that  separate  grains 
in  hydraulic  currents  without  recourse  to  other  mechanism,  although  there  is 
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an  inherent  di£Scnlty  in  the  use  of  this  word.  Bittinger,  the  great  leader  and 
expounder  of  ore  dressing,  adopted  "^classiren"  to  signify  sizing  by  sieves,  and 
'^soriiren'^  to  sipiify  separation  by  hydraulic  current,  but  in  America  we  have 
adopted  the  unfortunate  combination  of  ^'sorting^'  to  define  the  work  of  the 
^'classifier" ;  that  is  to  say,  our  name  of  the  operation  agrees  with  Bittinger  while 
our  name  of  the  apparatus  conflicts.  The  word  classifier  has  been  accepted  in 
this  work  because  it  is  universally  adopted  in  the  mills  of  the  United  States 
with  few  exceptions,  namely  in  those  of  the  Lake  Superior  copper  district,  where 
the  word  "separator''  is  used.  The  adoption  of  Anglicised  foreign  words  has 
been  avoided  in  nearly  all  cases,  but  three  exceptions  are  made:  the  words  trom" 
met,  spihkasten  and  spitzlutte  have  become  so  universally  used  in  the  United 
States,  particularly  in  the  West  (and  they  are  found  in  French  as  well  as  in 
Engli^  books),  that  they  are  used  in  this  work. 

Bibliography  relating  to  the  subject  of  each  chapter  is  given  at  the  end  of  the 
chapter,  the  references  being  numbered  consecutively.  Wherever  in  the  text  it 
is  desired  to  refer  to  the  bibUography,  a  small  elevated  number  is  inserted,  which 
corresponds  to  the  proper  number  in  the  bibliography.  The  names  of  text-books 
and  periodicals  from  which  quotations  are  made,  are  given  in  alphabetical 
order  at  the  beginning  of  the  book,  together  with  the  abbreviations  adopted. 

The  preparation  of  such  a  book  as  this  is  a  very  different  problem  from  that 
of  one  on  smelting.  In  the  latter  case  the  description  of  any  one  first  class 
smelter  would  give  lines  approximately  of  all,  from  which  others  would  differ 
somewhat  according  to  the  price  and  acidity  of  ores  and  the  opinions  of  the  man- 
agers. In  the  case  of  ore  dressing,  two  mills  of  totally  different  construction 
may  be  treating  the  same  minerals  in  different  localities,  but  if  either  mill  was 
substituted  for  the  other  it  might  make  a  complete  failure.  This  is  owing  to 
the  different  modes  of  occurrence  of  the  minerals,  which  require  the  mill  to  be 
especially  adapted  to  the  characters  of  the  miuerals  in  each  case.  For  example, 
the  mill  used  to  separate  galena,  blende  and  gangue  in  Leadville,  Colorado, 
would  fail  in  Joplin,  Missouri,  and  that  in  Joplin  would  fail  in  Leadville,  while 
each  is  well  suited  to  its  own  district. 

Although  eight  years  have  elapsed  since  the  author  made  his  systematic  visit 
to  the  mills,  he  has,  as  far  as  possible,  kept  in  touch  with  practice  by  means  of 
frequent  correspondence.  He  has  preferred  to  spend  more  time,  and  so  make  the 
book  satisfactory,  both  to  himself  and  to  the  reader,  rather  than  to  hurry  matters 
and  produce  only  an  indifferent  book.  He  has  made  every  effort  to  have  all  data 
reliable,  but  knows  that  errors  are  likely  to  occur  in  collecting  from  so  many 
sources;  that  in  many  of  the  mills  there  has  been  more  or  less  change  which  he 
has  not  noted;  that  some  mills  have  been  destroyed  and  rebuilt;  others  have  been 
superseded  by  the  building  of  a  new  mill.  Nevertheless,  he  believes  that  the 
conclusions  drawn  are  reliable. 

The  appearance  of  the  Wilfley  table,  while  a  most  fortunate  event  for  the 
cause  of  ore  dressing,  has  been  most  unfortunate  for  the  preparation  of  this 
book.  It  could  not  have  happened  at  a  more  inopportune  moment,  for  in  the 
summer  of  1895  the  author  visited  nearly  100  mills,  obtaining  careful  data  from 
them;  on  returning  home  the  data  was  written  out  in  systematic  form,  mailed 
to  the  mill  managers  for  their  criticism  and  correction,  and,  when  it  had  all  been 
returned  and  placed  on  file  for  the  preparation  of  the  book,  the  first  Wilfley  table 
appeared.  From  that  day  to  this  it  has  been  finding  its  way  into  the  mills  of 
almost  all  descriptions.  Where  it  has  been  possible  the  author  has  put  in  the 
mill  changes  and  has  so  indicated  in  the  text.  The  appearance  of  the  Wilfley 
table  is  an  event  of  such  importance  that  the  book  should  either  have  been  put  on 
the  market  in  1896,  before  the  first  Wilfiey  table  appeared,  or  have  waited 
until  1905,  when  the  adaptation  of  the  mills  to  the  newcomer  would  be  complete. 
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The  art  of  ore  dressing  is  constantly  developing^  and  there  are  many  questions 
that  require  investigation.  In  order  that  future  publication  may  present  the 
best  information^  the  author  will  be  glad  to  receive  criticisms  of  the  present 
volume  and  suggestions  for  future  publication.  For  example,  mill  data  along 
almost  any  line  will  be  welcomed^  but  particularly  in  the  direction  of  eflSciency  of 
crushing  and  of  concentration;  adjustments  to  meet  special  conditions;  the 
elements  of  wear^  life  and  attendance^  which  contribute  so  largely  to  estimates 
of  cost 

The  author  wishes  again  to  refer  to  the  help  he  has  received.  He  is  indebted 
to  the  owners  and  managers  of  the  more  than  ninety  mills  which  are  r^erred 
to  in  the  text,  first,  for  the  permission  to  examine  and  take  notes  upon  their  mills, 
and  later  for  the  careful  revision  of  his  mill  notes  by  them;  he  is  dso  indebted 
to  the  manufacturers  of  mining  machinery  of  the  United  States  who  have  fur- 
nished him  with  the  latest  practical  information  upon  milling  machinery.  They 
are  not  mentioned  here  on  account  of  their  number,  but  their  names  appear  in 
the  text.  Finally,  he  desires  to  thank  many  members  of  the  mining  profession 
for  help  which  has  been  freely  and  cordially  given.  The  number  is  too  great  for 
individual  mention,  but  he  is  especially  indebted  to  the  following,  who  have  lent 
their  aid,  either  by  critical  examination  of  the  manuscript  or  in  making  investi- 
gations upon  the  principles  of  ore  dressing: 

A.  Agassiz,  of  the  Calumet  &  Hecla  Mining  Company;  Ms.  of  Steam  Stamps. 
Earle  C.  Bacon,  of  the  Farrel  Foundry  &  Machine  Company ;  Ms.  of  Breakers. 
M.  P.  Boss ;  Ms.  of  Amalgamating  Pans.  F.  W.  Bradley,  of  the  Bunker  Hill  & 
Sullivan  Mining  Company;  samples  of  sized  and  sorted  mill  products.  H.  E. 
Clifford,  of  the  Massachusetts  Institute  of  Technolo^;  Ms.  of  Principles  of 
Screen  Sizing.  Louis  Derr,  of  the  Massachusetts  Institute  of  Technology;  Ms. 
of  Magnetic  Separation.  W.  6.  Dodd,  of  the  Union  Iron  Works ;  Ms.  of  Amal- 
gamating Pans.  R.  M.  Edwards,  of  the  Tamarack  Mining  Company;  Ms.  of 
Steam  Stamps.  P.  W.  Oates,  of  the  Gates  Iron  Works;  Ms.  of  Breakers,  Bolls 
and  Tremain  Stamp.  C.  W.  Goodale,  of  the  Boston  &  Montana  Mining  Company ; 
samples  of  sized  and  sorted  mill  producte.  S.  I.  Hallett,  of  the  Smuggler  Mining 
Company ;  Ms.  on  Bolls ;  making  of  jig  tests ;  samples  of  sized  and  sorted  mill 
producte.  J.  E.  Hardman;  Ms.  of  Gravity  Stemps  and  Amalgamation.  H.  C. 
Holtpff,  of  the  Edward  P.  Allis  Company ;  Ms.  of  Steam  Stemps  and  of  Amal- 
gamating Pans.  W.  S.  Hutchinson ;  Ms.  of  Gravity  Stemps,  Amalgamation  and 
Classifiers.  G.  M.  Hyams,  of  the  Bigelow  group ;  Ms.  of  Steam  Stemps.  Louis 
Janin,  Jr. ;  Ms.  of  Amalgamation.  E.  D.  Leavitt,  Jr.,  of  the  Calumet  &  Hecla 
Mining  Company;  Ms.  of  Steam  Stemps.  H.  S.  Munroe,  of  Columbia  Uni- 
versity; Ms.  of  Screens'.  C.  Q.  Payne;  Ms.  of  Magnetic  Separation.  Dwight 
Porter,  of  the  Massachusetts  Institute  of  Technology ;  Ms.  of  Launders.  Edwin 
Reynolds,  of  the  Edward  P.  Allis  Company ;  Ms.  of  Steam  Stamps  and  of  Amal- 
gamating Pans.  Risdon  Iron  Works ;  Ms.  of  Amalgamating  Pans.  Max  Rotter, 
of  Fraser  &  Chalmers;  Ms.  of  Breakers  and  of  Amalgamating  Pans.  J.  Son- 
dericker,  of  the  Massachusette  Institute  of  Technology ;  Ms.  of  Theory  of  Crush- 
ing and 'of  Rolls.  Arthur  Thateher,  of  the  Central  I^ead  Company;  making  of 
jig  teste;  samples  of  sized  and  sorted  mill  producte.  Henry  A.  Vezin;  Ms. 
of  Rolls. 

The  author  has  been  efficiently  assisted  in  the  preparation  of  the  book  by 
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Luquer,  L.  M.    "Minerals  in  Rock  Sections."    Van  Nostrand,  New  York,  1898. 
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Rickard,  T.  A.    "The  SUmp  Milling  of  Gold  Ores."    The  Scientific  Publishing  Company, 

New  York,  1897. 
Rittinger,  P.  R.  Von.    "Lehrbuch  der  Aufbereitungskunde."    Von  Ernst  &  Korn,  Berlin, 
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Stahl,  A.  W.    "Transmission  of  Power  by  Wire  Ropes."    Van  Nostrand,  New  York,  1893. 
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Ala,  Oeol,  8urvey=Geologica\  Survey  of  Alabama.     Irregularly.    Montgomery,  Alabama. 

State  publication. 
Ala.  Ind,  d  8ci.  £foc.=Alabama  Industrial  and  Scientific  Society.    Annually.    Tuscaloosa, 

Alabama. 
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Science.    Annually.    By  the  Secretary. 
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Au9tr.   Inat.   Min.   ^fi^.=Transactions   of   the   Australasian    Institute    of   Mining   En- 

*   gineers.    Annually.     Melbourne,  Australia. 
Austr.  Min.  fiftondorccr^Australiaii  Minins   Standard,   Electrical   Record   and   Financial 

Review.     Weekly.     Melbourne,  AustreJia.     C*ritchley  Parker. 
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an-der-8aale,  Germany.    Knapp. 


xxii  LI8T  OF  BOOKS  AND  PERIODICALS. 

Dingler*a  Polyt,  Jour.=;Dingler'B  Poljrtecbnisches  Journal.  Semi-monthly.  Stuttgart» 
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Genie  Civil=iLe  Genie  Civil  et  la  Society  des  Ingenieurs  Civils  de  France.  Weekly, 
Paris. 
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Min,  Ind,  d  Review=: 
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Min.  Rea,  of  U,  £r.=Mineral  Resources  of  the  United  States.  Annually.  Washington. 
United  States  Geological  Survey. 

Min.  Boc,  N,  Scotia=Journa.\  of  the  Mining  Society  of  Nova  Scotia.  Annually.  Hali- 
fax, Nova  Scotia. 

Min,  d  Sci.  Pre«a=Mining  and  Scientific  Press.  Weekly.  San  Francisco,  California.  J. 
F.  Halloran. 

Mittheil.  kglch,  tech,  Verauohanatalten  Berlt9t=Mittheilungen  aus  dem  k5niglichen 
technischen  Hochschule  zu  Berlin.  Annually.  Berlin.  Technischen  Hochschule. 
Springer. 

Mittheil.  fnech.-tech.  Lab,  tech.  Hochachule  If t2nc^en=Mittheilungen  aus  dem  mechan- 
isch-technischen  Laboratorium  der  k{)niglichen  technischen  Biochschule  Mdnchen. 
Annually.    Munich.    Technische  Hochschule.    Ackermann. 

N.  Carolina  Geol,  Survey  Bu{Z«=North  Carolina  Geological  Survey  Bulletin.  Irr^fularly. 
State  Publication. 

y.  E.  Coaat  Inat,  Eng,  d  Shipbuilder8=:'!^0Tt}\eAst  Coast  Institution  of  Engineers  and 
Ship-builders.    Annually.    Newcastle-upon-Tyne,  England. 

Vmo  Zealand  Inat,  Min,  £7n^.=rNew  Zealand  Institute  of  Mining  Engineers. 
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VoriK  Eng.  Inai.  Min,  d  Mech,  Engj=^oTih  of  England  Institute  of  Mining  and  Me- 
chanical Engineers.     Annually.     Newcastle-upon-Tyne,  England. 

0€9t.  Zeit.=:0e8terreichi8che  Zeitschrift  fUr  Berg-  und  Httttenwesen.  Weekly.  Vienna. 
G.  J.  Manz'sdien. 

Ontario  Aep.=Report  of  the  Bureau  of  Mines^  Ontario.    Annually.    Toronto,  Canada. 

Praci.  Mech.  Jourj=:^rhe  Practical  Mechanic's  Journal.  Record  of  the  Great  Exhibition, 
1862.    London. 

Prod.  Gold  d  Silver  in  V.  £f;=Seport  on  the  Production  of  the  Precious  Metals  in  the 
United  States,    Annually.     Washington.     Director  of  the  Mint. 

Raymond's  i2^.=Comnussioner  of  Mining  Statistics,  Annual  Report.  Annually.  Wash- 
ington. 

Rep.  Min.  Inap,  of  N.  Fj=Report  of  the  Mining  Inspector  of  New  York. 

Rev.  dea  If tfiec=ReTue  Uviverselle  des  Mines,  de  la  M6tallurgie,  des  Travaux  Publics, 
des  Sciences'  et  des  Arts  Applique  a  Tlndustrie.    Monthly.    Paris.    C.  Borrani. 

Rev.  Indu8trielle=iReTae  Industrielle.    Weekly.    Paris. 

Royal  Inai.  Oreat  Britain=pToeeedukga  of  the  Royal  Institution  of  Great  Britain. 
Annually.    London. 

8.  Afric.  Aaaoo.  Eng.  d  Arcfct<ecia=Prooeeding8  of  the  South  African  Association  of 
Engineers  and  Architects.    Annually.    Johannesbunr. 

8.  Afr.  Min.  Joiir.r=:South  African  Mining  Journal  and  Financial  News.  Weekly.  Johan- 
nesburg.   J.  Stuart. 

8ch.  Minea  Ottar#.=School  of  Mines  Quarterly.  Quarterly.  New  York.  Columbia  Col- 
lege. 

8ci.  Ammcan=Scientifie  American.    Weekly.    New  York.    Munn. 

8c%.  American  i9«»p.=Scientific  American  Supplement.     Weekly.     New  York.     Munn. 

Second  Oeol.  Survey  Pa.^3econd  Geological  Survey  of  Pennsylvania.  Irregularly. 
Harrisburg,  Pennsylvania. 

8oo.  Arta  Jour.  Loiuioti=Journal  of  the  Society  of  Arts.  Weekly.  London.  George  Bell 
ft  Sons. 

Soc.  CKem.  Ind.  Jour^=JoixnBl  of  the  Society  of  Chemical  Industry.  Semi-monthly. 
London.    Watson  Smith. 

Sidhl  tt.  ^Mefi=Stahl  und  Eisen.    Monthly.     Dasseldorf,  Germany.     A.  Bagel. 

Tech.  Soo.  Poo.  Coa«f=Transactions  (and  Proceedings)  of  the  Technical  Society  of  the 
Pacific  Coast.     Irregularly;  after  Vol.  X.,  annually.     San  Francisco,  California. 

Tenth  U.  S.  Cen«iM=^enth  Census  of  the  United  States  (1880).  Washington.  United 
States  Government. 

Teata  at  Waiertown  Araenal=:'RjtpoTi  of  the  Tests  of  Metals  and  other  Materials  for 
Industrial  Purposes  made  with  the  United  States  Testing  Machine  at  Watertown 
Arsenal,  Massachusetts.  Annually.     Washington.     United  States  Government. 

The  EngineerrrfThe  Engineer.    Weekly.    London. 

Thon-Ind.  Z«t^.=:^rhonindustrie  Zeitung.     Weekly.     Berlin.     Cramer. 

U.  S.  Oeol  Survey  BuU;==United  States  Geological  Survey  Bulletin.  Irregularly.  Wash- 
ington. * 

U.  S.  Oeol.  Survey f  Min.  Beaouroetf=Vnited  States  Geological  Survey,  Mineral  Resources 
of  the  United  States.  Annuallv.     Washington. 

Ver.  Bef.  Getrer5^^l0Mse8=Verhanalungen  des  Vereins  zur  BefOrderung  des  Gkwerbe- 
fieisses.    Annually.    Berlin.    S.  Simion. 

Zeit.  angewandte  Ci^efnie=Zeit8chrift  ffir  angewandto  Chemie.  Semi-monthly.  Berlin. 
F.  Fischer. 

Zeit.  Berg'  HUtt-  u.  £fa2inefi-ioe9e».=:Zeit8chrift  fdr  das  Berg-  Htltten-  und  Salinen-wesen 
im  Preussichen  Staate.     Bi-monthly.     Berlin.     William  Ernst  u.  Sohn. 

Zeit.  Elektrochemie=dZeitac\kritt  fflr  Elektrochemie.  Weekly.  Halle-an-der-Saale,  Ger- 
many.    Wilhelm  Knapp. 

Zeit.  Oeat,  Ing,  Fer.==Zeit8chrift  des  Oestorreichischen  Ingenieur  und  Architekten  Ver- 
eines.     Weekly.    Vienna. 

Zeit.  Ver.  Deut.  /ii^.=Zeitschrift  des  Vereines  Deutsjcher  Ingenieure.     Weekly.     Berlin. 
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Mm 

No. 

Name. 

Location. 

Economic  Minetmk. 

Gangue. 

Capacity 
Hours.  Tons. 

I 

Genewe-Vandcrbilt 

Guston, 
Cclondo, 

Gold  and  silver  bearing  py-  Quarts,  porphy- 
nte.  galena,  blende  and  a  ry.    bante   and 
Uttle  polybasite.                      clay. 

a 

Gnuby  Hand  Jig. 

Granby.^ 
Missouri. 

in  coarse  crystallisation. 

OuarU.  flint, 
caldte  and  dol- 
omite. 

8(a) 

J 

Hell  upon  Earth. 

f&n. 

Blende  and  galena  in  coarse 
crystallization. 

Limestone 
and  flint. 

so  (6) 

4 

fienxttnger  s 
Ltmonite  Washer. 

Trcxler  Town, 

Linlonite 

5. 

Lunonita  Waiher. 

»*• 

structure. 

Clay  and  shale 
with  sandstone 
and  pebbles. 

8oo 

6. 

Peace  River 
Phoephate  Company 

HuU, 
Plonda. 

Phosphate. 

Sand. 

7. 

i^and  Pebble  Phoa- 
phate  Company. 

Pebble. 
Florida. 

Phosphate. 

Hard  blue  clay. 

8. 

Dunnellon  Phonphate 

Dunellon. 
Florida. 

Phosphate. 

Sand,  clay,  etc. 

400(c) 

9. 

Henry  Faust. 

Galena.  Kansas. 

id) 

(d) 

60-100  (c) 

xo. 

IKnow  Mining 
Company. 

t&i 

Blende  and  galena. 

Flint  and 
limestone. 

zoo-xao  (c) 

XI. 

Alma  Emmons 
ShidgeMin. 

Galena, 

Unfinished  blende  ore. 

FUnt     and 
limestone. 

60(c) 

xa. 

Priedensville 
Zinc  Company. 

Priedensville. 
Pennsylvania. 

Blende. 

Limestone, 
quarts. 

iao-i3S  (0 

13. 

Eustts  Mining 
Compaxiy. 

Ettstis.  P.  0.. 
Canada. 

Pyrite,  chaloopyrite,  arseno- 
pyrite.  enaxgite. 

Quartz  and 
mica  schist. 

(e) 

14. 

Nichols  Chemical 
Company. 

Capelton.  P.  Q., 

Pyrite.     chalcopyrite,      and 
arsenopyrite. 

Quartz  and 
mica  schist. 

Variable. 

IS. 

Kohinoor  Mill,  Empixt 
Zinc  Company. 

i^liri. 

Blende. 

Flint. 

34(0 

x6. 

•ad 

17. 

Granby  Mining  and 
Sffnwting  Company. 

SS^ 

Blende,  calamine,  smithson- 
ite.  galena,  cerrusite.  pyro- 
morphite    and  other  oxida- 
tion producU. 

FUnt  and 
quartz;  some 
dolomite   and 
caldte. 

60(c) 

xS. 

MinmeandA.Y.     ' 
MilL 

Leadville. 
Colorado. 

Argentiferous  galena, 
pyrite,  blende. 

Quarts. 

95 

«9 

MoyerMill. 

Leadville. 
Colorado. 

Argentiferous  galena. 

QuarU. 

aoo 

30. 

Old  Jordan  and 
Galena  Mining 
Company. 

Bina^bam* 
UtaE 

Class  ii.:  pyrite.  galena.  ( 
and  blende.                      ) 

Quarts,  and 
porphsrry. 

175 

ax. 

SUver  Age  MilL 

Idaho  Springs. 
Colorado. 

Pyrite,  galena,  gray  copper, 
chalcopyrite     and     blende; 
carrying  gold  and  silver. 

feldspar. 

40-So 

a  a. 

Central  Lead 
Company. 

Flat  River,  St. 
Francois  County. 
Missouri. 

Galena,  a  little  pyrite. 

Limestone. 

17$ 
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MiU 
No. 

Name. 

Location. 

Economic  Minerals. 

Gangue. 

Capacity 

per  24 

Hours.  Tons. 

33 

Plat  River  Lead 
Company. 

Plat  River, 
Missotxri. 

Galena,  a  little  pyrite. 

Dolomite. 

100 

34 

MinelaMotte. 

MineUMotte. 
Missouri. 

Galena,  a  Uttlepyrite. 

Limestone  with 

xoo(/) 

as 

St.  Joseph  Lead 
Company. 

Bonne  Terre, 
Missouri. 

Galena,  a  little  pyrite. 

Dolomite. 

900 

26 

BulUon  Beck  and 
Champion  Mining 
Company. 

Eureka.  Utah. 

azurite.  silver  (as  sxilphide 
chloride,  arsenite  and  arse- 
niate).    gold,    arsenite    anc 
arseniate  of  copper. 

Quarts, 
limestone. 

aoo 

27 

Revenue  Tunnel 
Mines  Company. 

Mt.  Sneffies, 

Ouray, 

Colorado. 

Argentiferous  galena,  tetra- 
hedrite.      pyrite       blende 
chalcopyrite. 

Quartz  and 
porphyry. 

120 

a8 

Smuggler  Mining 
Company. 

Aspen.  Colorado. 

Native  silver,   argentiferous 
galena,  pyrite.  argentiferous 
barite.  Slende    and    smith- 
sonite. 

Blue  limestone 
and  quartz. 

xoo  (c) 

39 

Ute  and  Ulay  Mill. 

Lake  City. 
Colorado. 

Pyrite.  blende,  chalcopyrite. 
tetrahedrite,    and    argentif- 
erous galena. 

Quarts. 

350 

30. 

Bunktf  Hill  and  Sulli- 
van  Mining  and  Con- 
centrating Company. 

KeUogg.  Idaho. 

Quartziteand 
siderite. 

S30 

3x. 

Gem  MiU  of  the  MU- 
waukee  Mining  Compa^ 
ny. 

Gem.  Idaho. 

Argentiferous  galena  and 
blende. 

Quartz. 

aoo 

Z2. 

Helena  and  Frisco 

Gem.  Idaho. 

(I.  Cerrusite  and  pyromor- 

phite. 
•  II.  Argentiferous  galena, 

pvrite,  chalcopyrite  and 

I.  Quartz  and^ 
iron  oxide, 
n.  Quarts. 

600 

33. 

Last  Chance  MiU. 

Wardner.  Idaho. 

Argentiferous  galena. 

Quartz. 

75 

34. 

Company. 

MuUan.  Idaho. 

Argentiferous  galena,  pyritt 
and  blende. 

Siderite  with 
some  quarts. 

300 

35. 

Union  Mill  of  the 
Standard  Mining 
Company. 

WaUace.  Idaho. 

Argentiferous  galena,  pyriu 

Slate  and 
quartz. 

250-300 

36. 

Stem  Winder  Mill. 

KeUogg.  Idaho. 

Argentiferous  galena. 

Quartz. 

75 

37. 

Buffalo  Hump  Mining 
Company.    Tiger    and 
Poorman  Branch. 

Burke.  Idaho. 

blende. 

Quartz. 

550 

38. 

Boston  and  Montana 
Consolidated  Copper 
and  Silver  Mining 
Company. 

Great  FaUs. 
Montana. 

Chalcopyrite,  pyrite,    enar- 
gite,  and  bomite. 

Quartz  and 

feldspar. 

U) 

39- 

Butte  and  Boston 

Butte.  Montana. 

Bomite.  chalcopyrite,  enar- 
gite,    pyrite,    blende    with 
some  stiver  minerals. 

Quartz  and 
decomposed 
feldspar. 

500 

40. 

Colorado  Smelting  and 
Mining  Company. 

Butte.  Montana. 

Pyrite.  blende,  bomite.  enar- 
gite.  chalcopyrite,  chalcocite, 
tetrahedrite  and  tennantite. 

Quartz,  decom- 
posed granite, 
and  barite. 

(A) 

41- 

Parrot  Silver  and  Cop- 

Butte.  Montana. 

Chalcocite,  bomite,  chalco- 
pyrite, enargite  and  blende. 

Quartz  and  de- 
composed   fekl- 
spar. 

300-350 

4». 

Anaconda  Copper 
Mining  Company. 

CarroU, 
Montana. 

Chalcocite,  chalcopyrite, 
pyrite,  enargite.  blende. 

Quarts  and  de- 
composed feld- 
i«par. 

8500-2700 

- 
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Mill 
No. 

Name. 

Location. 

Economic  Minerals. 

Qangue. 

Capacity 
Hours.  ToMk, 

4J 

Butte  Reduction 
Works. 

Butte. 
Biontana. 

Chalcodte,  bomite.  chalcopy- 
rite,  pyrite,  blende. 

Quarts  and 
decomposed 
feldspar. 

150 

44. 

CaltixnetandHecla 

Calumet. 
Michigan. 

Native  copper, 
native  silver. 

Rhyolite  con- 
glomerate 
with  calcite. 
eiudoteand 
martite. 

a64o(t) 

45. 

Company. 

Hancock, 
Michigan. 

Native  copper, 
native  silver. 

§oft 

4SO 

46. 

Osceola  ConaoUdated 
Mining  Company. 

Houghton 

County. 

Michigan. 

Native  copper. 

Amygdaloid. 

I>rehnite. 
magnetite. 

xa6o 

47. 

Quincy  Mining 
Company. 

Hancock. 
Michigan. 

Amygdaloid. 

1700 — X900 

48. 

Tamarack  Mining 

Houghton  County. 

Same  as  Mill  44. 

fc" 

1500 

49. 

New  Smuggler 
Concentiator. 

Co^o. 

Same  as  Mill  a8. 

Same  as 
BftiUaS. 

12S 

50. 

ABartlettMill. 

Arizona. 

Galena,  chalcopyrite.  blende. 

Hornblende 
and  quartz. 

ao(*) 

s«. 

(/) 

Ywka. 
California. 

Native  gold. 

Gravel. 

(m) 

Sa. 

Kia  OraGold  Dredgin« 
Company. 

Oroville. 
California. 

Native  gold. 

Gravel. 

(») 

S3. 

Hector  Mining 
Company. 

Telluride, 
Colorado. 

Pyrite,  chalcopyrite.   tetrahe- 
nte.  galena  and  free  gold. 

White  and 
blue  quarts. 

90 

$4. 

Homsilver  Mining 
Company. 

Frisco.  Uuh. 

Native  silver,  aigentite,  oeraxg- 
yrite.  and  cerrusite. 

Quartz,  cal- 
cite and 
siderite. 

100 

55. 

Pandora  Mill  of 
Smuggler-Unian 
Mining  Company. 

Telluride, 
Colorado. 

Pyrite,    chalcopyrite.    galena, 
sphalerite,  several  arsenical  sil- 
ver minerals,  occasionally  na- 
tive gold  and  silver. 

Quartz,    rho- 
docrosite,  cal- 
dte    and 
barite. 

X30  U>) 

S6. 

Company. 

Placervillc, 
CaHforma. 

Native  gold. 

Conglomer- 
ate, with 
black  sand. 

60 

S7. 

Company. 

Grass  Valley. 
California. 

Free  gold,  auriferous  pyrites. 

Quarts. 

64 

S8. 

Maryland  Mining 
Comipany. 

Grass  VaUey. 
California. 

Free  gold,  auriferous  pyrites. 

Quartz  and 
slate. 

80 

59. 

Empire  MilL 

Grass  Valley. 
California. 

Native  gold,  auriferous  pyrites. 

Quartz  and 

slate. 

60 

60. 

W.Y.O.D.  Mill 

Grass  VaUey. 

California. 

Native  gold,  auriferous  pyrites. 

Quarteand 

slate. 

34 

6x. 

Taylor  Mine  of  Idle, 
wild  Gold  Mining 
Company. 

Greenwood. 
California. 

Native  gold,  auriferous  pyrites. 

Quartz  and 

ixs-xsS 

6a. 

Gnmd  Victory 
Mining  Company. 

PlacerviUe. 
California. 

Native  gold,  auriferous  pyrites. 

Quartz  and 
trap-like 

X 00-150 

63. 

Bay  State  Mining 
Company. 

Cosurones  River, 
California. 

Native  gold  and  auriferous 
pyrite. 

Quartz  in 

slate. 

so 

64. 

WQdmanGold 

Sutter  Creek, 
California. 

Native  gold  and  auriferous 
pyrite. 

Quarts^  or 

quartsm 

date. 

93  (P) 
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Name. 

Location. 

Economic  Minermls. 

Gangue. 

Capacity 
Hours.  Tons. 

6s. 

BiadiaonMiUofthe 
Utica  Company. 

Calaveras  County, 
California. 

Native  gold  and  auriferous 
pyrite. 

Softsktte 
with  quarts. 

13s  («) 

66. 

Homestake  Mining 
Company. 

Lead  City, 
South  Dakote. 

Native  gold  and  auriferous 
pyrite  and  arsenopyrite. 

Quarts  sn 
mica  schist. 

400 

67. 

West  Waverly  Gold 
Mining  Company, 
Limited. 

Waverly, 
Nova  Scotia. 

Native  gold  and  arsenopyrite. 
galena,  pyrite.  chalcopynte, 
sphalerite. 

Quartz. 

50-65 

68. 

Montana  Mining 
Company,  Limited. 

Marysville, 
Montana. 

Native  gold,  tetrahedrite.  py- 
nte.  chalcopyritc,  blende,  gale^ 
na.  arsenical  polybasite.  argen- 
tite. 

Quarto. 

slate, 

granite. 

caldte. 

manganese 

oxide. 

los 

69. 

American  Developing 
and  Mining  Company. 

GibboQSville, 
Idaho. 

Auriferous  pyrites,  argentifer- 
ous chalcopyrite. 

Slate,  quarto, 

caldte, 

hematite. 

97-"  a 

.. 

Newton  Gold  MiU. 

Idaho  Springs. 
Colorado. 

Auriferous  pyrites  and  native 
gold. 

Quarto 

71. 

Kennedy  Mining  and 
Milling  Company. 

Jackson.  Amador 
County.  Cali- 
fornia. 

Native  gold  and  auriferous 
pyrites. 

Quarto  and 

slate. 

96  (r) 

7a. 

Keygtone  Consolidated 
Mining  Company. 

Amador  City. 
California. 

Native  gold  and  auriferous 
pyrite. 

Quarto  in 
slate,  or 
quartz. 

lao 

73. 

Utica  Mill  of  the 
Utica  Company. 

Angel's  Camp. 
Calaveras  County, 

Native  gold  and  auriferous 

Quartz  in 
slate 

aio  is) 

74- 

Stickles  MUl  of  the 
Utica  Company. 

Angel's  Camp, 
Calaveras  County, 
California. 

(0 

(0 

aio 

75. 

Zeile  Mining  Company. 

Jackson.  Amador 

County, 

California. 

Native  gold  and  auriferous 
pyrites. 

Quarto,  with 
slate  and  tal- 
cose  slate. 

ISO 

76. 

Gentle  Annie  Mill. 

Placerville, 
California. 

Native  gold  and  auriferous 
pyrites. 

Quartz  in 

slate. 

tS-as 

77. 

Hidden  Treasure  Mill. 

Black  Hawk. 
Gilpin  County. 
Colorado. 

als       (pyrite,       chalcopyrite, 
blende,  tetrahedrite.  arsenopy- 
rite. galena.) 

Quartz  and 
feldspathic 
material,  cal- 
dte, siderite. 

85 

78. 

Gates  Canvas  Plant  of 
Kennedy  Mining  and 
Milling  Company. 

Jackson, 
Amador  County. 
California. 

(«) 

(«) 

100 

79. 

Keystone  Consolidated 
Biining  Company. 

Amador  Gty. 
California. 

(V) 

iv) 

119 

80. 

Utica-Stickles 
Canvas  Plant. 

Angel's  Camp, 
Calaveras  County. 
California. 

M 

(w) 

410 

81. 

Stephen  Lavagnino's 
Arrastras. 

Angel's  Camp, 
California. 

(ar) 

(*) 

i8-ao 

8a. 

Montana  Mining 
Company.  Limited. 

Marysville. 
Montana. 

Like  Mill  68. 

Like  Mill  68. 

IXO 

83. 

Eureka  Hill 
Mining  Company. 

Eureka,  Tintic 
District.  Utah. 

Native  silver,  cenu^gyrite,  gale- 
na, ccrrusite,  angledte,  mala- 
chite, azurite.  chrysocolla,  ar- 
senite  and  arsemate  of  copper. 

Quarto,     cal- 
dte.   siderite 
andrhodo- 
crosite. 

zao 

84. 

Mammoth  Mining 
Company. 

Mammoth.  Tintic 
District.  Utah. 

Native  silver,  ceratgyrite,  ar- 
gentiferous barite.  malachite, 
arsenite  and  arseniate  of  cop- 
per. 

Quarto  and 
caldte. 

xoo 

85. 

Newton  Jigging  Mill. 

Idaho  Springs. 
Colorado. 

Like  Mill  70. 

Like  MiU  70. 
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No. 

Name. 

Location. 

Economic  Minerals. 

Capacity 
Hours.  Tona. 

86. 

Rocky  Mountain  Mill. 

Boick  Hawk.  Gil. 
pin  County. 

Gold  and  silver  bearing  pyrite, 
chalcopyrite.  blende,  and 
galena. 

Quartz  and 

disintegrated 

granite. 

75 

87. 

North   Star  on  Sultan 
Mill.  Silverton  Mining 
Company. 

Silverton. 
Colorado. 

Native  gold,  pyrite,  chalcopy- 
rite. galena,  tetrahedrite.  bor- 
nite,  stibnite. 

QuarU.  cal- 
cite, rhodo- 
chrosite  and 
barite. 

las 

88. 

Victoria  MUl.. 

Silverton. 
Colorado. 

Galena,     chalcopyrite.    pyrite 
and  tetrahedrite. 

Quartz  and 
•porphyry" 
(quartz 
andesite). 

7S 

89. 

Hartzell  Concentrating 
Company. 

Alburtis. 
Pennsylvania. 

liagnetite. 

SiUceotis 
with  no 
phosphorus 
or  sulphur. 

ias(c) 

90. 

New  Jersey  Iron 
Mim'ng  Company. 

Port  Oram. 
New  Jersey. 

Magnetite. 

Quartz  with 
some  apatite. 

01. 

Edison  Magnetic  Con- 
centrating Plant.  New 

vania  Concentrating 
Company. 

Edison. 
New  Jersey. 

Magnetite. 

Feldspar 
with  a  Uttle 
quartz  and 
apatite. 

4000  (y) 

9»- 

Wetherill  Magnetic 
Concentrating  Plant. 
Sterling  Iron  and  Zinc 
Company. 

franklin  Furnace, 
New  Jersey. 

Pranklinite.  willemite.  fowler- 
ite.  sincite.  tephroite. 

Quartz. 

calcite. 

garnet. 

mica, 

graphite. 

200  («) 

93 

Wythe  Lead  and  Zinc 
Mine  Company. 

Austinville. 
Virginia. 

Limonite.  smithsonite.  wille. 
mite,  cerrusite. 

Dolomite 
and  quartz. 

80  (0 

94. 

Leadville  Gold  and 
Stiver  Extraction 
Company. 

Leadville. 
Colorado. 

Native  gold  and  cerrusite. 

Gray  por- 
phyry with 

75 

<a)  Probably  in  10  hours.  (6)  In  9  hours.  (O  In  xo  houTBL  (.d)  Similar  to.  but  richer  than  in  Biill  zo. 
(«)  Rock  house.  60  tons  in  10  hours;  mill,  50  tons  in  xo  hours.  (/)  In  aa  houm.  (c)  Capacity  of  each  roll 
section.  300  tons  in  34  hours;  of  steam  stamp  section.  350  tons  in  24  hours.  (A)  375  to  300  tons  per  24  hours 
for  the  section  treating  ore  from  the  company  mine,  and  i  a  5  to  z  50  for  the  section  treating  custom  ores,  (f)  For 
each  of  the  two  mills,  (ik)  In  11  hours.  (/)  A  gold  dredging  plant,  (m)  Theoretical,  a.ooo  cubic  yairds  in 
34  hours;  actual  z.6oo  or  less.  (»)  Theoretical,  3,500  cubic  yards  per  34  hours;  average,  less  than  half  this 
amo|unt.     (o)  Since  increased  to  aoo.     {f>)  Since  enlarged  to  145  tons,     (q)  Since  changed  to  about  300  tons. 


(r)  Since  mlaiged  to  about  135  tons. 


Mills  73  and  74.     (')  Material  is  tailings  from  Mill  80. 
company  has  a  capacity  of  1.400  tons  in  ao  hours. 


(5)  Since  changed  to  300  tons. 
— '"  " — '-  ""--  "-ilings  of  Mill  7 

(y)  In  30  hours. 


(«)  The  mill 


treats  the  tailings  p^^Mill  7Z;  ^  (p)  The  mill  treats  the  tailiiigs  of  ^iJMa.     M  The  mill  tr^ts  the  tailings  of 


Similar  to  Mill  73. 

*  The  mill  treats 

A  second  mill  erected  by  this 


\ 


CHAPTER  I. 

GENERAL  PRINCIPLES. 

§  1.  The  preparation  of  ores  for  the  smelter  by  mechanical  means,  whereby 
the  valuable  minerals  are  concentrated  into  smaller  bulk  and  weight  by  the  separa- 
tion of  some  of  the  waste,  or  whereby  two  valuable  minerals  are  separated  from 
each  other,  is  called  Ore  Dressing  ( Aufbereitung,  Ger. ;  Preparation  MechaniquCj 


Pr.).  Several  other  names  are  also  in  common  use  in  the  English  language, 
namely,  "concentration  of  ores,"  "washing  of  ores,"  and  "reduction  of  ores/' 
The  latter  phrase  is  not  to  be  commended,  as  it  really  belongs  to  metallurgy, 
and  its  use  in  ore  dressing  produces  a  confusion  of  ideas. 

The  advantages  gained  by  concentrating  the  valuable  minerals  into  a  smaller 
bulk  are :  first,  that  the  cheaper  mechanical  method  of  rejecting  the  waste  material 
is  substituted  for  the  more  expensive  chemical  method  of  the  smelting  furnace; 
and  secondly,  the  rejected  waste  material  is  not  shipped,  and  this  saves  freight. 
In  the  case  of  non-metalliferous  ores,  such  as  graphite,  emery  and  precious 
stones,  the  mechanical  method  is  the  only  one  available. 

The  advantage  gained  by  separating  two  valuable  minerals  from  each  other 
lies  in  the  fact  that  the  mineral  of  less  prominence  is  advanced  from  being  of  no 
value  or  even  a  positive  detriment,  to  being  a  standard  ore,  salable  to  smelting 
works ;  while  the  mineral  of  more  prominence  has  advanced  in  selling  value  from 
being  a  poorer  grade  of  ore  to  being  a  better  one,  and  commands  a  higher  price  in 
consequence. 

To  illustrate  the  advantage  of  smelting  a  concentrated  ore  over  direct  smelting, 
let  us  assume  an  ore  containing  8%  of  lead;  cost  of  mining,  $2  per  ton;  con- 
centrating, $0.60  per  ton;  smelting,  $9  per  ton  for  mine  ore  and  $8  per  ton 
for  concentrates,  (in  some  cases  concentrates  are  smelted  without  charge,  par- 
ticularly where  they  contain  much  iron) ;  freight  charges,  $1.50  per  ton ;  100 
tons  of  ore  concentrated  into  10  tons;  loss  of  metal  15%  in  concentrating,  10% 
in  smelting  mine  ore  and  8%  in  smelting  concentrates.  Then  the  account  for 
treatment  by  direct  smelting  will  stand: 

Cr.    Mining  100  tons  ore  at  $2.00  per  ton $200.00 

Freight  on  100  tons  ore  at  $1.50  per  ton 150.00 

Smelting  100  tons  ore  at  $9.00  per  ton 900.00 

$1,250.00 

Dr.   Return  from  14,400  pounds  lead  at  3 J  cents  per  poimd $504.00 

Balance  of  loss $746.00 


2  ORE  DRE8BINQ.  §  2 

The  account  for  treatment  by  concentrating  and  smelting  will  stand: 

Cr.    Mining  100  tons  ore  at  $2.00  per  ton T. $200.00 

Concentrating  100  tons  ore  at  $0.60  per  ton 60.00 

Freight  on  10  tons  concentrates  at  $1.60  per  ton 15.00 

Smelting  10  tons  concentrates  at  $8.00  per  ton 80.00 

$355.00 
Dr.    Return  from  12^512  pounds  lead  at  3^  cental  per  pound 437.92 

Balance  of  profit ■    $82.92 

If  there  was  no  freight  to  be  paid  in  either  case,  there  would  still  be  a  loss 
of  $596  on  100  tons  of  ore  by  direct  smelting,  while  the  combined  processes  would 
yield  a  profit  of  $97.92. 

§  2.  Ore  dressing  makes  use  of  the  physical  properties  of  minerals  and  rocks; 
and  the  diflference  in  behavior  between  the  valuable  and  waste  minerals  affords 
methods  for  the  separation  of  the  former  from  the  latter.  Physical  properties 
of  interest  in  ore  aressing  are: 

si    Hardness. 

Tenacity  and  brittleness. 
^     Structure  and  fracture. 
Aggregation. 
Color  and  luster. 

Specific  gravity  and  settling  power.  i 

Adhesion. 
J  Greasiness. 
4  Magnetism. 
Change  in  condition  by  heat  from  non-magnetic  to  magnetic. 
Change  in  mechanical  condition  by  heat  from  dense  to  poroiUb 
;  Decrepitation  by  heat. 

Some  facts  about  these  physical  characters  are  given  in  the  following  pages. 

The  properties  that  have  most  effect  upon  crushing  will  be  taken  up  first.  , 

Hardness. — Minerals  differ  greatly  in  their  hardness,  ranging  from  the  hard-  \ 

ness  of  the  diamond  to  the  softness  of  talc,  their  ability  to  scratch  one  another  | 
being  considered  the  measure  of  hardness.    The  table  of  hardness  adopted  by 

Dana  in  his  "Mineralogy"  is  as  follows:  ! 

10  Diamond         8  Topaz  6  Feldspar  4  Pluorite         2  Gypsum  ' 

9  Sapphire  7  Quartz  5  Apatite  3  Calcite  1  Talc 


c 


I 


Each  mineral  in  the  list  can  scratch  all  those  below  it.    Hardness  affects  the  . 

wear  of  crushing  machines — the  harder  the  mineral  the  greater  the  wear.     It  1 

does  not  necessarily  affect  the  tendency  of  the  mineral  to  produce  fine  slimes  in  | 

crushing. 

Tekacity  and  Brittleness. — Some  minerals,  such  as  horn  silver,  native  I 

copper,  mica,  talc  and  gypsum,  are  very  tough,  though  they  may  at  the  same 
time  be  soft,  and  this  makes  them  difficult  to  break.  Some  forms  of  hornblende 
and  feldspar  exhibit  extraordinary  toughness,  although  they  are  not  very  hard ;  I 

other  minerals  are  brittle  and  break  up  with  comparative  ease,  as,  for  example, 
some  varieties  of  quartz.  A  hard,  brittle  mineral  will  slime  much  more  thapi 
one  which  is  soft  and  tough.  ' 
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Stbucture  and  Fracture. — The  structure  of  a  mineral  tends  to  modify  the 
shape  of  the  particles  resulting  from  crushing.  Cleavable  minerals  may  break 
into  cubical  blocks,  as  galena;  into  elongated  fragments^  as  galena^  feldspar, 
calcite  and  sphalerite ;  into  needle-like  or  thread-like  shapes^  as  asbestos ;  or  into 
flat  scales,  as  galena,  mica,  graphite  and  talc.  Granular  minerals  will  drop 
naturally  into  separate  rounded  grains  when  broken  up,  as  magnetite,  garnet  and 
some  varieties  of  galena.  Minerals  with  massive  structure,  free  from  any  special 
tendency  to  break  in  pne  more  than  in  another  direction,  may  have  earthy  f  rac* 
ture,  as  hematite;  or  ccmchoidal  (oyster  shell-like),  as  pyrite  crystal,  quarts 
crystal  and  obsidian.  The  shapes  of  these  grains  have  an  important  bearing 
upon  their  power  to  settle  in  water  or  in  air. 

Mineral  Agoreqation. — The  valuable  minerals  may  occur  in  pure  masses, 
as  in  the  banded  vein  structure  and  in  pockets  or  vugs.  They  may  also  be  in 
large  crystals  mixed  with  the  waste  minerals.  Both  these  conditions  are  favor- 
able for  complete  separation.  On  the  other  hand  they  may  occur  much  inter- 
mingled with  the  waste  minerals:  either  in  granular  structure,  that  is  to  say, 
rounded  grains  or  small,  compact  crystals;  or  of  an  acicular  structure,  in  long 
needle-like  crystals,  the  valuable  and  waste  minerals  penetrating  each  other  in 
all  directions,  to  the  eye  a  hopeless  tangle ;  or,  finally,  of  laininated  structure,  in 
thin  layers  alternately  of  good  and  worthless  mineral.  All  of  the  latter  struc- 
tures add  difficulty  to  the  problem  of  ore  dressing. 

The  physical  properties  that  have  most  to  do  with  separation  will  be  con- 
sidered next. 

Color  and  Luster. — ^These  qualities  are  of  the  greatest  value  in  hand  pick- 
ing. Slight  differences  in  color  or  in  luster — ^for  instance,  the  brass  yellow  of 
chalcopyrite,  the  pale  yellow  of  pyrite,  the  white  of  arsenopyrite,  the  vitreous 
luster  of  quartz,  the  resinous  of  sphalerite,  the  adamantine -of  diamond  and 
cemssite,  the  dull  of  chalk  and  the  pearly  of  talc — ^furnish  valuable  aids  in 
hand  picking. 

Specific  Gravity. — ^The  difference  in  specific  gravity  of  minerals  affords  one 
of  the  surest  means  of  separating  them  from  each  other.  Specific  gravity  may 
be  defined  as  the  ratio  of  the  weights  of  equal  volumes  of  substances.  For 
convenience,  distilled  water  at  60°  F.  is  usually  taken  as  the  standard  of  compari- 
son. One  cubic  centimeter  of  quartz  weighs  2.653  grams,  while  one  cubic  centi- 
meter of  water  weighs  1  gram.  One  volume  of  quartz,  therefore,  weighs  2.663 
times  as  much  as  one  volume  of  water  at  60°  F.  In  like  manner  one  volume  of 
copper  is  found  to  be  8.8  times  as  heavy  as  one  volume  of  water.  The  specific 
gravity  of  quartz  is,  therefore,  said  to  be  2.653,  while  that  of  copper  is  8.8. 

We  can  go  still  further  and  compare  the  copper  with  the  quartz,  with  the 
above  figures  as  a  basis,  and  divide  8.8  by  2.653,  which  gives  3.317,  from  which 
we  conclude  that  one  volume  of  copper  is  3.317  times  as  heavy  as  one  volume  of 
quartz. 

Liquids  also  vary  in  specific  gravity.  Ocean  water  is  denser  than  fresh  water; 
Great  Salt  Lake  water  is  denser  than  ocean  water.  Unless  some  adverse  condi- 
tion is  introduced,  the  denser  the  water  the  better  will  it  serve  for  the  separation 
of  minerals. 

A  table  of  specific  gravities  of  minerals  taken  from  Dana's  ''System  of 
Mineralogy,"  1892,  is  given  in  the  appendix,  comprising  minerals  which  are 
more  or  less  apt  to  be  present  in  the  ore  deposits  of  this  country.  A  few 
artificial  products  are  also  included  for  convenience.  Against  many  of  the 
minerals  two  figures  are  given — thus,  the  specific  gravity  of  quartz  is  said  to  be 
from  2.653  to  2.660,  which  shows  that  its  specific  gravity  is  not  absolutely  con- 
stant, but  varies  from  one  figure  to  the  other. 

As  already  stated,  the  differences  in  specific  gravity  of  the  minerals  furnish 
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the  most  valuable  means  for  their  separation,  and  this  property  may  be  employed 
in  two  different  ways,  namely,  as  affecting  settling  power,  or  as  anecting 
momentum. 

Settling  Power  of  the  Particles  in  Air,  Water,  or  Other  Media. — In  general 
it  may  be  said  that  of  two  particles  of  the  same  size  and  shape,  the  heavier  will 
settle  faster  than  the  lighter,  and  of  two  particles  of  different  specific  gravities 
and  the  same  settling  velocity,  that  with  the  higher  specific  gravity  will  be  of 
smaller  diameter  than  the  other.  The  ratio  between  these  two  diameters  will 
have  an  approximately  constant  value  under  similar  conditions,  and  these  arc 
called  settling  ratios. 

Momentum. — ^When  a  particle  is  given  a  high  velocity  in  a  horizontal  direc- 
tion, the  path  it  follows  is  called  its  trajectory.  Of  two  particles  of  the  same 
size  and  shape,  the  heavier  will  have  the  longer  trajectory,  and  of  two  particles 
with  different  gravities  but  the  same  trajectory,  that  with  the  higher  gravity 
will  be  of  smaller  diameter  than  the  other. 

Adhesion  has  its  place  in  plate  amalgamation.  When  clean  particles  of 
gold  are  coated  with  mercury  and  brought  into  contact  with  an  amalgamated 
copper  plate,  the  gold  adheres  to  the  plate,  while  the  quartz  particles  with  which 
the  gold  was  associated  do  not  adhere.  The  gold  is  thereby  separated  from  the 
quartz.  If  the  mercuir  is  clean  the  capillarity  is  concave  or  positive,  like  that 
of  water,  and  the  gola  adheres  strongly;  if  the  mercury  is  sick  or  foul,  the 
capillarity  is  convex  or  negative,  and  the  gold  is  lost.  It  is  purely  a  matter  of 
capillarity  and,  therefore,  belongs  among  the  physical  properties  of  the  minerals. 

Diamonds  adhere  to  a  greasy  surface,  while  quartz  cloes  not,  effecting  thereby 
an  economical  separation. 

Greasiness. — This  is  the  term  used  to  express  the  tendency  of  minerals  to 
float  on  the  surface  of  water  as  if  they  were  greasy.  It  is  caused  by  the  aver- 
sion of  the  surface  of  the  particle  to  become  wetted.  The  particle  may  carry 
an  air  bubble  down  with  it,  which  later  floats  it  to  the  surface,  or  its  dry  surface 
may  prevent  its  sinking  at  all,  the  particle  floating  at  the  base  of  a  little  dimple 
or  depression  on  the  surface  of  the  water.  This  causes  much  trouble  in  ore 
dressing.  All  minerals  exhibit  the  tendency,  but  with  some  species  it  is  very 
marked;  for  instance,  in  native  copper,  native  gold,  cassiterite,  sphalerite, 
graphite,  and  some  of  the  silver  minerals.  This  property  may  be  regarded 
rather  as  a  difficulty  to  overcome  than  as  a  help,  for  the  reason  that  it  cannot 
be  depended  upon — ^at  one  moment  a  given  grain  will  float,  at  another  it  will 
sink.  An  approach  toward  a  useful  effect  may  be  gained  by  forcing  large 
quantities  of  air  in  fine  bubbles  to  the  bottom  of  the  sand  in  a  water  tank.  The 
floating  scum,  when  caught  by  gently  dipping  transverse  gates,  often  gives  a 
higher  assay  than  any  product  in  a  mill. 

Maonetism. — ^The  attraction  to  the  magnet  is  quite  strong  in  some  minerals 
and  metals,  notably  magnetite,  some  forms  of  pyrrhotite,  cast  iron,  wrought 
iron,  steel,  nickel  and  cobalt.  Other  minerals,  such  as  franklinite,  chromite, 
serpentine,  black  blende,  garnet,  etc.,  have  very  weak  magnetism.  Still  others, 
such  as  quartz,  calcite,  gypsum,  feldspar,  etc.,  exhibit  no  attraction  at  all.  By 
using  properly  constructed  magnets  this  property  may  be  made  of  great  value, 
not  only  separating  the  magnetic  from  the  non-magnetic,  but  those  that  are 
more  magnetic  from  those  that  are  less  so. 

Change  op  Magnetism  by  Heat. — Certain  minerals,  especially  those  of 
iron,  when  heated,  lose  oxygen,  carbonic  acid  or  sulphur,  and  are  changed 
from  being  non-magnetic  or  only  slightly  magnetic  to  strongly  magnetic.  The 
magnet  may  then  be  employed  for  separating  them  from  non-magnetic  minerals. 

Change  of  Porosity  by  Heat. — Certain  minerals,  for  example,  pyrite,  if 
heated  gradually  sufficiently  high  and  for  a  sufficient  time,  part  with  some 
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volatile  ingredient^  for  example  sulphur^  and  by  becoming  porous  they  change 
to  a  lower  specific  gravity,  and  can  then  be  separated  from  minerals  whose 
specific  gravity  was  equal  to  theirs  before  the  heating  took  place. 

Decrepitation. — Some  minerals,  when  laid  upon  a  hot  plate,  decrepitate  or 
fly  to  pieces  through  the  unequal  expansion  which  overcomes  the  cohesion  of  the 
molecules.  Calcite,  fluoiite  and  barite  are  examples  of  this.  A  mineral  which 
decrepitates  may  be  separated  from  one  which  does  not,  by  decrepitating  and 
sifting;  the  latter  mineral  will  be  found  on  the  sieve,  while  that  which  was 
finely  decrepitated  will  have  gone  through. 

The  Use  of  Supplehektaby  Principles. — ^A  process  usually  consists  of 
two  or  more  successive  steps,  in  which  the  later  is  supplementary  to  the  earlier. 
Thus,  sorting  in  classifiers  is  followed  by  sizing  on  slime  tables;  and  sizing  by 
screens  is  followed  by  sorting  on  jigs.  In  each  case  the  first  step  prepares  the 
ore  for  the  second,  and  the  second  supplements  and  completes  the  work  which 
the  first  step  was  incapable  of  performing  alone.  Neither  step  is  complete 
without  the  other. 

The  use  of  graded  crushing  and  graded  separation  to  diminish  the  amount  of 
slimes  produced  is  quite  frequently  resorted  to  with  brittle  minerals. 

§  3.  Ore  dressing  is  divided  into  two  parts,  severing  and  separating: 

1.  Severing  or  Detaching, — The  valuable  minerals  as  they  occur  in  the  rock, 
are  attached  to  waste  minerals,  and  to  sever  the  one  from  the  other,  the  various 
steps  of  breaking,  crushing  and  comminuting  are  used. 

2.  Separating. — ^After  the  crushing  has  severed  the  valuable  minerals  from 
the  waste,  the  two  are  still  mixed  together ;  and  the  true  separation,  which  puts 
the  good  ore  into  the  store  bin  and  sends  the  waste  to  the  dump,  must  then  take 
place. 


PART  I. 
BREAKING,  CRUSHING,  COMMINUTING. 
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BREAKING,  CRUSHING,  COMMINUTING. 

The  valuable  minerals  occur  associated  with  and  attached  to  waste  rock,  and 
•before  any  separation  can  take  place  the  one  mineral  must  be  severed,  detached 
or  unlocked  from  the  other,  and  this  is  done  by  one  or  more  of  the  following 
means:  blasting  in  the  mine;  calcining  by  fire;  steam  hammers;  drop  hammers; 
hand  hammers;  rock  breakers;  crushing  rolls;  steam  stamps;  gravity  stamps; 
and  the  various  fine  grinders.  The  several  operations  and  machines  will  be 
taken  up  somewhat  in  the  order  of  sizes  of  rock  which  they  treat,  those  which 
treat  larger  lumps  being,  as  a  rule,  considered  earlier. 

Crushing  machines  may  be  divided  into  three  great  groups,  namely:  those 
which  break  by  pressure;  those  which  break  by  a  blow;  and  those  which  break 
by  abrading  or  grinding.    These  principles  are  discussed  in  Chapter  VII. 


CHAPTER  II. 

PBELIMINARY  CBUSHINO. 

Preliminary  craBhing  is  done  by:  blasting  in  the  mine;  calcining  for  fria- 
bility,  with  or  without  quenching;  by  sledging,  spalling  and  cobbing  hammers; 
steam  hammers  and  drop  hammers;  rock  breakers;  special  forms  of  rolls;  log 
washers  and  wash  trommels. 

§4.  Blasting  in  the  Mine. — ^Though  strictly  speaking  this  operation  lies 
outside  the  realm  of  ore  dressing,  it  may  be  made  to  help  or  to  hinder  the  con- 
centration which  follows,  according  to  the  manner  in  which  it  is  conducted. 
For  example,  high-power  explosiyes  break  the  rock  much  smaller  than  those  of 
low  power,  and  lessen  the  work  of  the  hammer  and  rock  breaker  very  mate- 
rially. On  the  other  hand,  if  the  yaluable  minerals  are  brittle,  a  high  explosive 
may  cause  too  large  an  amount  of  fines,  leading  to  subsequent  loss  in  the  mill. 
The  occurrence  of  the  ore  in  the  yein  is  often  in  a  pay  streak  of  limited  width, 
and  when  this  happens  the  bore  holes  may  be  put  in  barren  adjacent  rock.  With 
this  precaution,  the  pulyerizing  effect  of  the  high-power  explosives  may  extend 
to  barren  rock  only,  and  the  advantage  of  breaking  small  be  obtained  from  its 
use,  without  the  disadvantage  of  pulverizing  the  ore.  In  deposits  where  the 
above  precaution  cannot  be  taken,  and,  as  a  result,  an  undue  quantity  of  fines 
is  being  formed,  a  lower  power  explosive  may  be  resorted  to  as  a  cure  for  the 
eviL 

§  5.  Calcinino  for  Fbiability,  with  or  without  Quenching  by  Water. 
— When  an  ore  is  heated  by  fire  the  minerals  are  cracked  and  fissured  in  all 
directions  by  the  unequal  expansion,  rendering  them  very  friable,  and  if  they 
are  dropped  into  water  when  hot  the  effect  is  increased.  This  operation 
increases  the  capacity  of  the  crushing  machines  which  follow,  but  at  the  same 
time  it  increases  the  tendency  to  slime,  and  also  the  tendency  of  sulphides  and 
other  minerals  to  decompose  in  such  a  way  as  to  affect  the  subsequent  treatment, 
either  favorably  or  unfavorably.  An  instance  is  recorded  in  which  calcined 
quartz  yielded  15%  more  slimes  than  raw  quartz,  when  crushed  by  stamps.** 

At  Ammeberg,  Sweden,  in  the  works  of  the  Vieille  Montague  Co.,  coarse  ore 
is  "softened"  by  heating  in  kilns,  in  order  to  lessen  wear  on  the  crushing 
machinery.  Quenching  with  water  was  tried,  but  the  blende  decrepitated  to 
such  an  extent  as  to  cause  serious  loss  in  slimes,  and  it  was,  therefore,  given 
up.**  At  AUevard,  Prance,  spathic  iron  ore  is  "softened"  by  calcining,  so  that 
schist  and  quartz  can  be  separated  much  more  easily  than  without  calcining.^* 
At  Altenberg,  Saxony,  tin  ore  is  sometimes  made  friable  by  heap  roasting,  with 
fagots,  chips  and  roots  for  fuel.*  At  some  of  the  corundum  mines  in  North 
Carolina,  the  large  blocks  of  hornblende,  feldspar  and  gneiss  are  prepared  for 
the  rock  breakers  by  building  a  fire  on  them,  and  then  suddenly  throwing  on 
water.*' 

Breaking  by  Hammers,  with  or  without  Hand  Picking. 

§  6.  Hammers  are  used  for  breaking  the  lumps  that  are  too  large  for  the 
machine  breakers;  or  to  aid  hand  picking,  by  which  clean  ore  is  set  aside  for 
the  smelter,  and  clean  waste  for  the  dump.  Hammers  of  several  kinds  are 
used:  sledges,  spalling  hammers,  cobbing  hammers,  steam  hammers,  and  drop 
hammers. 
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Hand  Sledges. — These  are  two-hand  hammers  and  are  used  in  all  mining 
regions  for  sledging,  ragging  or  breaking  the  larger  rocks  to  bring  them  to  a 
size  which  will  enter  the  jaws  of  the  machine  breaker.  Where  the  valuable 
mineral  cleaves  from  the  waste  rock  in  compact,  rich  fragments  of  sufficient 
size,  hand  picking  accompanies  this  work. 

Two  chief  types  of  hammers  appear  to  find  favor:  those  with  beveled  edges 
are  shown  in  Fig.  1 ;  those  with  sharp  edges  are  shown  in  Fig.  2L    One  hammer 


<ii 


of. 


FIG.  1. 


no.  8. 


FIG.  8. 


with  a  sharp  pean  running  at  right  angles  to  the  handle  is  shown  in  Fig.  3. 
The  advantage  of  two  faces  on  a  hammer  is  that  it  can  be  used  twice  as  long 
before  it  has  to  be  re-faced.  The  claim  for  the  sharp-edged  face  is  that  a  skill- 
ful operator  can  cleave  the  rock  with  the  edges  and  thus  effect  a  more  perfect 
separation  of  the  valuable  mineral  from  the  waste.  To  maintain  the  edges, 
these  hammers  have  to  be  faced  up  more  often  than  those  with  beveled  edges. 
The  sharp  pean,  set  at  right  angles  to  the  handle,  such  as  is  used  in  Mill  28, 
(see  Fig.  3),  has  the  advantage  that  cleavage  strokes  of  great  accuracy  can  be 
made  with  it.  Some  managers  claim  that  the  skill  of  the  workman  is  all 
important,  and  that  the  shape  of  the  hammer,  whether  square  faced  or  beveled, 
is  a  matter  of  indifference.    Others,  maintaining  the  virtues  of  the  square  face, 

TABLE   2. — SLEDGES   USED  IN   THE   MILLS. 


Mill 
No. 


Localftr. 


Face. 


Weight. 
Poundfl. 


Length 
of  handle. 


Shown  In 
Fig. 


18 
88 
80 
40 
48 


P.Q 

Aepen,  Colo. 

CkBur  d*Al8ne,  Idaho. 
Butte,  Hont. 


Lake  Superior,  Blich. 
SUTorton,  Colo.* 


Sharp  edges. 
Sharp  edges  and 

sharp  pean. 
Beveled  edges. 

Beveled  edges. 

Sharp  edges. 
Beveled  edges. 


19  to  16 

18 

18 
10  for  soft  rock. 
16  "  hard  ** 


1^ 


98 
88 
84 

86 

84 

80 


*  19,000  feet  above  sea  level 


dissent  from  the  latter  proposition,  while  they  agree  to  the  former.  Table  2 
gives  some  sizes  and  forms  of  sledges,  and  the  localities  in  which  they  are  used. 

It  is  noteworthy  that  the  lightest  sledge  recorded  (10  pounds),  is  used  in  the 
light  air  of  a  very  high  altitude — 12,000  feet  above  sea  level.  It  will  be  noticed 
that  Mill  40  uses  a  lighter  hammer  for  soft  rock  and  a  heavier  one  for  hard  rock. 

In  regard  to  the  length  of  handle,  the  mill  practice  as  found,  ranges  from  28 
to  36  inches  gross  length.  As  a  general  principle,  the  longer  the  handle  the 
greater  the  speed  of  the  blow,  but  beyond  36  inches  the  heavy  sledges  become 
unwieldy. 

In  most  of  the  mills  where  sledges  are  used,  they  serve  only  to  facilitate  hand 
picking  (see  Chapter  XIII.),  the  principal  part  of  the  breaking  being  done  by 
machine;  but  in  Mills  2  and  14  all  of  the  breaking  is  done  by  hand.  In  Mill 
77  such  ore  as  needs  to  be  broken  before  being  fed  to  the  stamps,  is  broken  by 
sledges.    The  machine  breaker,  in  this  case,  however,  would  be  used  if  there 
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were  suflScient  height.*  In  Mill  25,  ore  is  broken  by  sledges  small  enough  to 
feed  to  the  9X  15-inch  Blake  breakers. 

§  7.  Spallino  Hammbbs. — ^These  are  two-hand  hammers,  but  are  much  lighter 
than  sledges;  and  the  operation  of  spalling  is  the  breaking  of  moderate  sized 
lumps  down  to  a  uniform  size,  with  swift,  light  blows;  for  example,  bringing 
pyrite  down  to  a  suitable  size  for  kiln  roasting,  with  the  minimum  production 
of  fines.  The  spalling  hammers  used  at  Mill  13  (Fig.  4)  are  of  two  sizes,  which 
weigh  2  and  3  pounds  respectively,  each  of  which  has  a  27-inch  handle.  The 
larger  hammer  is  of  If-inch,  the  smaller  of  IJ-inch  square  steel,  expanded  at 
the  eye  for  strength.  Each  is  6  inches  long  and  the  faces  are  rounded  almost  to 
a  hemisphere,  and  with  them  5-inch  cubes  are  broken  to  2  inches  in  size.  What 
appears  to  be  the  best  form  of  handle  for  a  spalling  hammer  is  much  smaller 
in  the  middle  than  at  the  ends.  It  is  30  to  36  inches  long,  about  \^  inches 
thick  at  tiie  hand  end,  about  1  inch  thick  at  the  hammer  end,  but  shaved  down 
to  i  inch  for  a  distance  of  10  inches,  beginning  6  inches  from  the  hammer.  Such 
a  handle  has  withstood  five  months  of  constant  use  by  a  careful  man,  while  the 
average  life  of  an  ordinary  handle  is  scarcely  four  days.'*  In  addition  to 
increasing  the  life  of  the  handle,  the  flexibility  saves  the  shock  to  the  workman's 
hands. 

The  capacity  of  a  man  for  spalling  is  given  by  the  authorities  as  follows: 


Poonds  per  hour. 

Material. 

SIse  of  product 

Petere 

Bittinger... 

1,450 

1,400                   .♦ 
960  to  eas  (1^  to  <^  cubic  feet). 

OrdinaiT  ful|>hlde  ore. 
Average  orw. 

6    inches. 

§  8.  Cobbing  Hammers. — These  are  small  one-hand  hammers,  and  the  object 
of  cobbing  is  to  cleave  and  to  hand  pick  the  good  ore  from  the  refuse.  The 
cobber  generally  sits  down  to  his  work.  A  good  form  of  cobbing  hammer  has 
at  one  end  a  sharp  wedge-shaped  pean  placed  either  parallel  to  or  at  right  angles 
with  the  handle;  and  at  the  other  end,  a  flat  face  with  sharp  edges;  and  weighs 
from  2  to  4  pounds.  The  flat  face  is  used  for  the  harder  strokes,  the  sharp 
pean  for  the  finer  work.  The  sharp-edged  pean  at  right  angles  to  the  handle 
has  the  advantage  that  one  can  strike  a  truer  blow,  and  cleave  the  good  ore 
from  the  refuse  more  perfectly.  The  pean  parallel  to  the  handle  has  the 
advantage  that  the  fragments  fly  to  right  and  left  instead  of  toward  and  away 
from  the  operator.  No  cobbing  hammers  were  found  in  use  in  the  mills  visited 
by  the  autnor.  Various  sizes  of  hammers,  quoted  from  different  authors,  are 
indicated  in  Table  3. 

TABLE  3. — ^HAMMERS  QUOTED  FROM  AUTHORS. 


Sledging. 

8paUin«r. 

Cobbing. 

Weight. 
Bounds. 

Handle  length. 
Inchee. 

Weight. 
Pounds. 

Handle  length. 
Inches. 

Weight. 
Pounds. 

Handle  length. 
Inches. 

IVN*er 

10  to  IS 

atom 

4  or  5 

(8  to  4. 
«to8for 
(toughest  rock 

J%to4H 

l8to4for 
,  hard  rock. 
2.9  to  2.6 
About  8.6 

■10  to  19 

Baton  deUOoupilUere. 

About  48 

TitnirM^tmrb     ., 

8 

86 

About  18 

Louis 

'a 

8  to4 

80 

Peters.*  •••.•>•••.■>.... 

RittlDger 

8 

80  to  86 

2to4 

t  Sometimes  as  light  as  6  pounds. 


*8ince  the  above  was  written  it  has  been  found  possible  to  introduce  machine  breakers,  and  they  are  now 
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§  9.  Steam  Hammers  of  large  size  were  formerly  used  in  the  Lake  Superior 
region,  at  Mine  44.  These  hammers  weighed  a  ton  or  more  and  were  lifted  and 
forced  downward  by  steam  cylinder  and  piston^  in  the  same  manner  as  large 
forging  hammers.  For  convenience,  the  anvil  was  placed  on  a  level  with  the 
floor  to  make  easy  the  placing  of  rock  masses  and  the  removal  of  the  fragments. 
The  use  of  higher  power  explosives  in  the  mine,  and  of  larger  rock  breakers  in 
the  rock  houses  has  done  away  with  this  machine. 

A  small  steam  hammer,  made  by  William  Sellers  &  Co.,  is  used  in  the  rock 
house  of  Mine  47  for  cleaning  mass  copper  from  adhering  rock.  The  cylinder 
is  10  inches  in  diameter,  with  stroke  18  inches  long.  The  steam  pressure  is 
60  pounds  per  square  inch;  the  number  of  strokes  is  144  per  minute,  more  or 
less,  and  it  consumes  about  eight  horse  power.  The  weight  of  the  striking  part 
is  400  pounds.  The  anvil  weighs  about  3,000  pounds.  The  shoe  is  made  of 
gray  cast  iron,  which  lasts  90  days  and  is  more  durable  than  chilled  cast  iron. 
Three  men  working  with  this  hammer,  can  dress  one  ton  of  mass  copper  per 
hour.     It  yields: 

Clean  copper  (about  76%  copper)  to  smelter. 

Rich  copper  rock  (7  to  10%  copper)  to  the  stamps. 

Drop  Hammers,  operated  on  the  principle  of  a  pile  driver,  are  used  to  a  con- 
siderable extent  in  the  Lake  Superior  district  for  breaking  large  lumps  and 
cleaning  mass  copper  preparatory  to  smelting.  They  are  used  in  the  rock  houses 
of  Mines  46,  47  and  48.  The  hammer  is  lifted  between  guides  by  a  rope,  an 
overhead  sheave  and  a  winding  drum.  When  at  the  top,  the  drum  is  released 
and  the  hammer  falls,  unwinding  the  rope  as  it  goes  down.  The  hammer  has  a 
shoe  in  the  form  of  a  truncated  cone.  The  die  is  supported  upon  heavy  founda- 
tions to  withstand  the  shock,  and  is  placed  on  a  level  with  the  floor  for  conven- 
ience in  bringing  masses  of  rock  and  removing  the  resulting  fragments.  The  shoe 
and  die  are  replaceable  when  worn  out.  Details  of  the  drop  hammers  in  the 
mills  are  given  in  Table  4. 

TABLE  4. — ^DROP   HAMMERS. 


Mill 
No. 

Entire  Hammer. 

Shoe  Alone. 

rvWt. 

LsDKth. 

Diameter. 
iDchee. 

Weight 
Pounds. 

?^^ 

TqpDlam. 
Inches. 

Bottom  Dlam 
Inches. 

Wei|^t(aboutV 

46 

47 

:t 

IS 

2,000 
8,000 
8.000 

18 

18 

8 

SCO 

6 
6to80 

48 

¥ 

IS 

18 

18 

8 

860 

6 

§  10.  Advantages  op  Hand  Breaking. — ^Breaking  by  hand  is  more  expensive 
than  by  machines  if  any  considerable  quantity  of  work  is  being  done ;  but  if  the 
enterprise  is  temporary  or  on  a  small  scale,  or  if  the  valuable  mineral  is  of  high 
value,  or  cleaves  in  compact,  clean  lumps,  hand  work  may  be  the  cheaper. 

Hand  breaking  makes  much  less  fines  than  breaking  by  machine;  and  with 
certain  classes  of  ores,  for  example  preparing  pyrite  for  making  sulphuric  acid, 
this  has  at  times  been  considered  a  sufficient  gain  to  offset  the  advantage  of  the 
cheaper  machine  work.  Hand  breaking  has  the  important  additional  advantage 
of  intelligence — it  severs  the  different  minerals  from  each  other  in  a  manner 
most  favorable  for  making  clean  products  by  hand  picking.  This  fact  is  utilized 
in  Mills  13,  17,  4G,  47  and  48,  altliough  they  use  machines  for  the  principal  part 
of  their  breaking. 

The  relative  proportion  of  fines  was  shown  by  a  test  of  2,220  tons  of  average 
copper  ore,  half  of  which  was  broken  by  hand,  and  half  by  a  breaker  set  at  64 
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mm.  opening,  everything  smaller  than  6  mm.  having  been  first  screened  out." 
The  proportions  of  coarse  to  fine  made  by  the  operations  were  as  follows: 


B^hand. 
00.09  per  cent. 

By  breaker. 
88.68  per  oent 

Through  64  mm.  on  6  mm. 

Through  6  mm. 

9.81    "     " 

17.82  *•      " 

showing  that  the  breaker  produced  nearly  twice  as  muth  fines  as  the  hammer. 

The  advantage  of  the  intelligence  that  is  coupled  with  hand  breaking,  over 
the  mere  mechanical  breaking  done  by  machines,  is  shown  by  a  test  where  49% 
of  clean  products  was  picked  out  in  connection  with  the  former,  while  only  17% 
was  picked  out  in  connection  with  the  latter.'*^ 

The  question  as  to  whether  hand  or  machine  breaking  is  preferable  in  any 
given  case  must  be  decided,  of  course,  by  the  net  profit. 

ROCK  BREAKERS. 

§  11.  These  machines,  as  a  rule,  constitute  the  first  step  in  systematic  crushing 
for  mill  work.  They  all  act  upon  the  principle  of  approaching  and  receding 
jaws  which  crush  the  rock.  They  are  fed  with  ore  of  mixed  sizes  up  to  the  maxi- 
mum diameter  that  the  mouth  or  receiving  opening  can  take,  and  they  break  it 
to  a  uniform  maximum  size,  which  latter  is  determined  by  the  distance  apart  of 
the  Jaws  at  the  throat  or  discharge  opening.  Since  the  large  size  and  irregu- 
larity of  the  feed  rock  generally  precludes  automatic  feeding,  they  are  fed  by 
hand  or  by  shovel,  in  many  cases  by  chute  sloping  from  the  bottom  of  a  bin, 
the  attendant  easily  pulling  forward  the  ore  in  the  chute  by  a  rake  or  hoe. 

There  are  two  chief  classes  of  machines: 

I.  The  jaw  breakers,  which  are  intermittent  machines. 

II.  The  spindle  or  gyrating  breakers,  which  are  continuous  machines. 

I. — Jaw  Breakers. 

The  jaw  breakers  are  divided  into  three  types  according  to  the  movement  of 
the  jaw: 

(a)  Those  which  are  pivoted  above  so  as  to  give  the  greatest  movement  on  the 
smallest  lump. 

(6)  Those  which  have  an  equal  movement  on  all  sizes. 

(c)  Those  which  are  pivoted  below  and  have  the  greatest  movement  on  the 
largest  lump. 

(a)   JAW  BREAKERS  WITH  GREATEST  MOVEMENT  ON  SMALLEST  LUMP. 

§  12.  The  Blake  Breaker,  as  finally  adopted  by  its  inventor,  Mr.  Eli  Whitney 
Blake,  was  the  first  successful  jaw  breaker,  and  it  has  held  its  place  as  the 
standard  machine  ever  since.  The  original  form,  patented  June  15,  1858, 
gave  the  greatest  movement  at  the  mouth.  "The  inventor  quickly  saw  that  for 
rapid  crushing  of  rock  the  conditions  of  movement  of  jaw  should  be  reversed, 
— ^that  the  lower  part  of  the  crushing  face  should  have  the  greatest  move- 
ment.'*"*^ The  standard  form  which  is  in  the  catalogues  of  all  the  manufac- 
turers, has  the  greatest  movement  on  the  smallest  lump. 

The  Blake  breaker  (see  Figs.  5,  6  and  7)  is  made  up  of  the  parts  described 
as  follows:  The  frame  1  (Pig.  7)  is  made  of  strong  cast  iron  or  cast  steel,  strongly 
ribbed,  and  amply  thick  to  resist  great  stresses  and  shocks.  Below  and  forming 
parts  of  the  same  casting,  are  the  four  legs  0  (Fig.  5)  with  feet  having  bolt 
holes  for  holding  down  the  machine.  Upon  the  top  of  the  frame  are  the  boxes 
for  the  swing  jaw  shaft  35,  and  the  eccentric  shaft  36.     At  the  rear  is  a  hori- 
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zontal  web  43,  for  the  support  of  the  toggle  wedge  10,  and  toggle  block  8.  The 
fixed  jaw  4,  is  bedded  with  ^  inch  of  zinc  against  the  end  of  the  frame  1.  The 
fixed  jaw  plate  5  is  held  in  its  place  by  the  two  cheek  plates  13,  which  are  wedge 
shaped  and  are  driven  to  a  bearing  between  the  fixed  jaw  plate  and  recesses  in 
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8. 

9. 
10. 
11. 
12. 
18. 
14 
15. 
16. 


Legs. 
Frame. 
Swing  jaw. 
Pitman. 
Fixed  jaw. 

"   plate. 
Swing 


7.  Toggle. 


block. 

'*      bearing. 
Wedge. 
Fly-whoeL 
Pullev. 
Cheek  plate. 
Pitman  half -box. 
Spring  bar. 

'*      rod. 


KEY  TO  FIGS.  6,  6  AND  7. 

17.  Rubber  spring. 

18.  Washer. 
19. 

20.  Thumb  nut. 

21.  Hopper. 

22.  Key. 
28.  Bolt. 

24.  " 

25.  " 

26.  Eye  bolt. 

27.  Lock  wrench. 

28.  " 

29.  Bolt. 

80.  " 

81.  Set  screw,  for  key. 

82.  Bolt. 


88.  Set  screw. 

84.  Nut. 

85.  Swing  jaw  shaft. 

86.  Eccentric  shaft. 

87.  Cap  for  swing  jaw  shaft. 

88.  **      *'  eccentric. 

89.  Key  for  fly-wheel 

40.  Gib. 

41.  Key. 

42.  Supporting  bolt. 
48.  Web. 

44.  Adjusting  bolt. 

45.  Throat. 

46.  Mouth. 

47.  Oil  tubes. 

48.  Recesses  for  cheek  platea 


the  frame  48.     (See  Fig.  7.)     Chilled  cast  iron  with  longitudinal  90®  corru- 
gations appears  to  be  the  most  usual  material  and  form  for  the  jaw  plates. 

The  swing  jaw  2,  is  of  steel  and  is  held  to  its  shaft  35,  by  the  gib  40,  and  key 
bolt  41.  It  is 'furnished  with  a  jaw  plate  6,  which  is  hejd  by  dovetails  to  the 
jaw.  At  the  rear  of  the  jaw  is  a  steel  toggle  bearing  9,  and  near  the  bottom  is 
an  eye  for  the  spring  rod  16. 
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The  pitman  3,  is  of  steel  and  is  suspended  from  the  eccentric  shaft  36,  with 
bearing  surfaces  of  babbitt  metal  above  and  below  which  can  be  taken  up,  as  they 
wear,  by  the  key  22.  It  is  made  very  strong  to  resist  great  tensile  stress.  It 
has  two  steel  toggle  bearings  9.  The  toggle  block  8,  supported  by  the  bolt  42, 
is  also  furnished  with  a  steel  toggle  bearing  9.  All  four  toggle  bearings  arei 
held  in  place  by  set  screws^  30.    The  wedge  10  is  elevated  or  depressed  by  the 
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bolt  44.  The  two  toggles  7,  are  supported  by  the  toggle  block  8,  the  pitman  3, 
and  swing  jaw  2,  respectively. 

The  two  spring  rods  16,  are  furnished  with  rubber  springs  17,  which  are  held 
in  compression  against  the  spring  bar  15.  The  four  toggle  bearings  9,  are  fur- 
nished with  oil  tubes  47.  These  and  all  the  oil  holes  in  the  boxes  are  kept 
plugged  to  avoid  grit.  The  half  hopper  21  (see  Fig.  6),  covers  the  boxes,  key 
and  oil  holes  of  the  swing  jaw  shaft  and  shields  the  pitman  and  toggles.  The 
heavy  fly-wheel  11  is  attached  to  the  eccentric  shaft  36  by  a  key  39,  and  the 
pulley  12,  is  bolted  to  the  fly-wheel. 

The  receiving  space  46,  is  called  the  mouth  and  is  measured  by  the  width  of 
the  jaw  plates,  that  is  to  say,  the  distance  between  the  cheek  plates;  and  by  the 
gape  or  opening,  that  is  to  say,  the  distance  between  the  tops  of  the  jaw  plates. 
The  discharging  space  45  is  called  the  throat  and  is  measured  by  the  width  of 
the  jaw  plates  and  the  opening  botwoon  the  jaws  when  they  are  farthest  apart. 
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§  13.  Operation  and  Adjustment. — The  operation  of  the  machine  is  as  fol- 
lows: As  the  eccentric  lifts  the  pitman,  it  straightens  out  the  toggles,  lengthen- 
ing the  distance  between  their  outer  ends.  This  forces  the  swing  jaw  to  ap- 
proach the  fixed  jaw,  crushing  the  rock.  When  the  eccentric  lowers  the  pitman, 
it  unlines  the  toggles  and  the  swing  jaw  is  free  to  recede  from  the  fixed  jaw. 
It  is  forced  to  do  so  by  the  rubber  spring  and  it  then  allows  the  crushed  rock 
to  slide  down  to  a  new  bearing  preparatory  for  the  next  nip. 

The  power  is  brought  by  a  belt  to  the  pulley  and  is  consumed  by  the  crushing 
of  rock,  for  a  period  slightly  less  than  one-half  a  revolution,  because  it  requires 
an  instant  of  time  to  settle  the  rock  to  a  bearing  against  the  jaws.    During  the 
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other  one-half  revolution,  the  power  is  being  accumulated  in  the  fly-wheel. 
Hence  its  action  is  intermittent. 

When,  by  the  wear  of  the  jaw  plates,  the  space  at  the  throat  becomes  too  great 
and  the  crushed  rock  too  coarse,  the  jaws  can  be  brought  nearer  to  each  other  by 
raising  the  wedge  by  means  of  its  nut.  When  the  wear  is  too  great  for  this 
adjustment  to  be  effective,  longer  toggles  can  be  used,  care  being  taken  to  choose 
them  of  lengths  to  keep  the  pitman  vertical.  Later,  the  jaw  plates  may  be  in- 
verted and  the  whole  thing  repeated,  and  finally,  new  jaw  plates  must  be  pro- 
vided. 

§  14.  Details  of  Sizes. — Table  5  shows  the  details  of  the  different  sizes  of 
Blake  breaker  made  by  the  Farrel  Foundry  and  Machine  Co.,  some  of  which  are 
illustrated  in  Fig.  8. 

The  capacities  stated  in  the  list  are  approximate,  and  are  based  on  a  rock  or 
ore  that  is  hard  and  friable,  diligently  fed,  and  that  will  clear  itself  quickly  at 
outlet,  and  they  vary  somewhat  according  to  the  nature  of  material  to  be  broken. 
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Hard  rock  that  breaks  with  a  snap  breaks  faster  than  sandstone.  The  capacity 
varies  with  the  number  of  revolutions  per  minute,  so  that,  where  the  breakers 
are  run  at  300  revolutions,  the  capacity  will  be  ^  more  than  that  given  in 
Table  6.  The  horse  power  required  to  drive  breakers  varies  somewhat,  accord- 
ing to  the  character  of  material  and  size  to  which  it  is  broken,  but  that  given 
in  the  table  is  a  fair  average,  and  is  equivalent  to : 

11  to  12  tons  per  horse  power  per  24  hours,  crushed  to  IJ  inches. 

15i  to  19  tons  per  hors^  power  per  24  hours,  crushed  to  2  inches. 

18  to  22  tons  per  horse  power  per  24  hours,  crushed  to  2^  inches. 

TABLE    6. — 8IZB8    OF    BLAKE    BREAKERS,    MADE    BY    THE    PARREL    FOUNDRY    ANT 

HACHINE  CO.      (From  the  Catalogue.) 

Abta«?iatioiifl.— H.  P. shone  power;  lD.=iiichee;  Ft.=feet;  BeT.srerolatioiis. 


No. 


I 
I 


Approximate  oapadtj  in  tons  per 
day  of  84  hours  to  siaee  stated. 


Extreme  dimensions. 


I 


of 
pulley. 


IS 

>  a 


Total 
Weight. 


^ 


1 
S 
8 
4 
6 
• 

8 

10* 

18» 
18* 


F 
8x8 
10x4 
10x7 
80x6 
80x4 
lSx9 
18x10 
80x10 
84x16 
80x18 
80x15 
86x80 
86x81 


Tons. 

or 
84 
84 
180 
80O< 
ISO' 


480< 
600 

780< 

860- 

1,880' 

8,400- 


In. 
Labo 
to8 
"  8 
»*  8 
"  8 

N 

8 
8 

?*" 

10 


Ft. 
1 
8 
4 
6 
6 
5 
7 
7 
7 
7 
8 
8 
9 
0 


Ft.    In, 
1       0 


Ft.    In. 
1       8 


875 
276 
876 
876 
876 
875 
875 
876 
875 
875 
875 
875 
875 
875 


Pounds. 
100 
1,800 
4,660 
8,800 
11,800 
18,000 
16,000 
16J0O 
18,800 
86,000 
87,600 
87,600 
60,000 
60,000 


Pounds. 

40 

660 

8,700 

4,460 

6,600 

7,600 

7,600 

9300 

10,800 

18,000 

88,000 

88,000 

86,700 

86,900 


•These  siaes  have  two  drifing  pullet. 


PIO.  8. — STYLE  OF  BLAKE  NUMBERS  6^  TO  13  INCLUSIVE^  TABLE  6. 
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PIO.  9. — PLAN  OP  NO.  13  BREAKER,  IN  TABLE  6. 


The  large  breaker,  No.  13,  with  jaw  opening  36X24  inches  (see  Pigs.  9 
and  10),  is  used  by  Mill  44  to  crush  ^e  large  lumps  down  to  12  inches,  work 
which  was  formerly  done  by  a  steam  hammer. 

§  15.  Instructions  for  Mounting  a  Blake  Breaker,  taken  from  a  number  of 
trade  catalogues,  are  as  follows: 

1.  Place  the  frame  1  (Pig.  5)  level  on  the  floor  or  on  the  timbers,  lengthwise. 


FIG.  10. — ELEVATION  OF  NO.  13  BREAKER,  IN  TABLE  5. 


§  15 
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2.  Put  in  swing  jaw  2,  tighten  the  caps  37  on  swing  jaw  shaft  tight  enough 
to  keep  the  shaft  from  moving,  then  put  on  the  lock  nuts. 

3.  Put  in  pitman  3,  with  large  end  of  key  nearest  the  toggle  block  8.  Let 
it  drop  on  a  block  of  wood  high  enough  to  clear  bearings  about  six  inches,  then 
slide  in  the  shaft  36.  Notice  the  marks  on  one  end  of  the  shaft,  so  as  to  get 
the  pulley  end  on  the  driving  side. 

4.  Put  in  the  lower  box  with  thin  wood  packing.     (This  packing  keeps  the 


FIO.    11. — SECTION   OF   THE   BLAKE   CHALLENGE   BBEAKER. 


A,  Lower  timber  frama 

B.  Upper      ** 
C  Clainps. 

D.  Flywheels. 

E.  PuUev. 

F.  Fixed  jaw  block. 

O,  Pitman  toggle  block. 


H,  Pitman  half -box. 
J.  Cheeks. 
J.  Swing  jaw. 
JST.  Jaw  shaft. 
L.  Spring. 
M.  Oil  chamber. 
N.  Main  tension  bolts. 


O.  Toggles. 

P.  Jaw  plates. 

iR  Pitman  rod  nuts. 

3,  Main  eccentric  shaft 

r.      "     toggle  block. 

U.  Fixed  jaw  back. 

V.  Spring  rod. 


key  from  tightening  the  lower  box  to  the  shaft.)     Next  put  in  key  from  the 
back  and  tighten  set  screw. 

6.  Lower  shaft  into  bearings  and  put  on  caps,  having  a  piece  of  thin  wood 
or  leather  under  the  caps,  to  keep  them  from  being  screwed  down  too  tight  on  the 
shaft 

6.  Put  on  fly-wheels  according  to  marks  on  the  shaft.  Key  them  tight  to 
clear  the  side  of  the  bearings  about  A  inch^  and  bolt  on  the  driving  puUey  to 
its  place. 

7.  Put  in  the  toggles  7,  the  longer  in  front,  or  between  the  swing  jaw  2  and 
pitman  3.  Let  the  wedge  10  be  screwed  down  to  the  lowest  point.  By  raising 
or  lowering  the  wedge  10  with  nut  44,  the  size  of  the  product  is  changed.  If 
this  will  not  give  the  required  size,  change  either  front  or  back  toggle,  keeping 
the  pitman  3  about  upright  Put  in  the  spring  rod  16  and  the  rubber  spring 
17,  compressing  the  rubber  only  tight  enough  to  bring  back  the  swing  jaw  2. 

8.  Tighten  the  toggle  block  8  with  the  nut  42.  Oil  bearings  by  the  tubes 
47,  set  in  for  the  purpose.  Apply  power  and  breaker  is  ready  for  use.  Keep  iron 
plugs  in  the  oil  tubes  to  exclude  the  dust. 

9.  If  the  fixed  jaw  4  should  require  to  be  cast  up,  use  zinc,  about  \  inch  thick. 
When  the  jaw  plates  are  worn  at  the  lower  ends,  they  can  be  reversed.    If  the 


20 


ORE  DRESSING. 


§  16 


steel  toggle  bearings  should  wear,  they  can  also  be  reversed.  It  will  then  be 
necessary  to  drill  oil  holes  on  the  other  side  for  the  oil  tubes. 

§  16.  Othbb  Breakers  of  the  Blake  Type. — ^After  the  original  patents 
of  the  Blake  breaker  ran  out  in  1878,  manufacturers  of  mining  machinery 
throughout  the  country  began  to  seek  improvements  upon  the  original.  Some 
of  these  changes  are  indicated  in  the  extracts  given  below,  from  trade  catalogues 
and  from  correspondence. 

§  17.  The  "Blake  Challenge  Rock  Breaker,  or  Sectional  Cushioned  Crusher^' 
is  a  new  design  put  forward  by  Theodore  A.  Blake.  It  combines  hard  wood  beams 
and  wrought-iron  bolts  with  the  requisite  cast-iron  blocks.  The  object  is  to  make 
a  sectional  breaker  of  great  lightness  and  strength.  The  parts  of  it  are  indi- 
cated in  Fig.  11. 

The  wear  of  the  jaws  is  taken  up  by  the  main  tension  bolts  N.  Rubber  cushions 
I  inch  thick  are  placed  beneath  the  ends  of  the  upper  frame  B,  to  relieve  the 


FIO.  12. — ^MONARCH  (BLAKE  TYPE)  BREAKER,  MADE  BY  THEODORE  A.  BLAKE. 


C  damps. 
F.  MainfiHme. 
H.  Pitman. 
/.  Cheeka 


J,  Swing  jaw. 

K.  Swing  jaw  shaft. 

L.  Spring. 

N,  Tension  bolt. 


O.  Toggles. 

P.  Jaw  plates. 

S.  Main  eccentric  shaft 

T,  Toggle  block. 


frame  in  case  of  undue  stress.  In  the  pitman  head  under  the  main  eccentric 
bearing  there  is  a  chamber  M,  for  oiled  cotton  waste  for  lubricating  the  pitman 
head. 

§18.  Monarch  Breaker. — ^Theodore  A.  Blake  has  also  made  a  large-sized 
^aker,  which  he  calls  "Monarch,"  with  an  inverted  pitman,  this  form  being 
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chosen  in  order  to  lighten  the  weight  of  the  frame.    It  is  illustrated  in  Fig.  12, 
and  ita  details  are  given  in  Table  6. 

TABLE  6.-H9IZBS  OF  THE  MONARCH  BBEAKEB.    (From  the  Catalogue.) 


Mouth  Bixe. 
Ttirttmff, 

AniraximAte  Weight 

DriTiiiR  Pullegr. 

Hone  Power 
required. 

SQslS 
80x16 
80x19 
60x90 

9hcl6 
S7Z14 
67kl8 

80 
96 
96 

At  Pittsburg,  Pa.,  a  30X18  machine  running  at  300  revolutions  per  minute 
and  using  45  to  60  horse  power,  is  reported  to  crush  16-inch  cube  limestone  to 
4-inch  cube,  at  the  rate  of  30  tons  per  hour  and  at  a  cost  of  2f  cents  per  ton. 
The  same  machine  on  hard  Vermillion  hematite,  crushes  600  tons  per  24  hours 
to  3  inches  at  a  cost  of  3^  cents  per  ton;  on  softer  ores  it  crushes  750  tons  per 
24  hours. 

§  19.  S.  R,  Krom  makes  Sectional  Breakers  of  the  Blake  Type  with  two  or 
four  tension  bolts.  He  uses  toggles  with  cylindrical  faces  rolling  upon  plane 
surfaces  to  do  away  with  the  friction,  thus  saving  wear,  power,  ana  oil.  As 
shown  in  Pig.  19,  the  toggles  are  supported  at  each  end  by  flattened  gear  teeth 
which  occupy  only  22.5%  of  the  horizontal  width  of  the  bearing  surface.  To 
guard  the  machine  against  breaking  by  the  feeding  of  a  hammer  head  or  other 
hard  object,  he  uses  upon  the  tension  bolts  either  breaking  cups  of  cast  iron  which 
yield  by  breaking  or  malleable  washers  which  yield  by  bending,  or  he  puts  an 
elastic  connection  into  his  pitman  by  means  of  a  car  spring.  For  lubricating 
the  xmder  side  of  the  eccentric  journal,  he  uses  a  paclong  (Pig.  19),  held  in 
place  by  a  spring.  His  jaw  plates  are  made  up  of  tempered  steel  bars  running 
across  the  jaws,  as  in  Fig.  19. 

§  20.  The  Union  Iron  Works  Breaker  has  both  the  jaw  plates  keyed  at  the  top 
by  keys  running  the  whole  width  of  the  jaw.  The  opposing  grip  is  obtained 
from  a  dovetail  in  the  back  of  the  jaw  plate  and  running  across  it,  which  is 
forced  against  the  edge  of  a  dovetail  socket  in  the  jaw. 

§  21.  A  Duplex  Breaker  made  by  the  Parrel  Foundry  and  Machine  Co.  serves 
to  increase  the  capacity  of  the  machine.  This  is,  in  effect,  two  breakers  in  one. 
Table  7  gives  the  sizes.  The  two  jaws  come  forward  alternately,  each  in  its  own 
compartment. 


1 

rABLB  7. — SIZES  OF  FABREL  DUPLEX  BBEAKEB.    (From  the  Catalogue.) 
Abbrevlatloiis.— H.  P.shorse  power;  In.sinchee;  Ber.sreroluUoiia. 

No. 

Month 
Size. 

Capacity  in  Tons  per  Day  of  94  Hours 
toSiaesStal^. 

Size  of 
Pulleys 

Ber.  per 
Biinuto. 

H.P. 
required. 

Weight. 

Weight  of 
Heaviest  Piece. 

15 
16 

Inches. 
40x6 
40x10 

Tons.  In. 
480  to8 
M0to8 

Tons.  In. 
268  tol 

noto9 

Tons.  In. 
144  to    U 
480  to  1)2 

Inches. 
80x9 
80x10 

800 
800 

90 
80 

Pounds. 
81,600 
84,C00 

Pounds. 
19,400 
19,600 

§  22.  Brennan  &  Young  make  a  breaker  which  has  its  movable  jaw  divided 
vertically ;  one  half  advances  while  the  other  retreats.  The  two  jaws  are  adjacent 
to  each  other  in  the  same  compartment.  For  details  of  this  as  found  in  the  mills, 
see  Table  9,  Mill  89,  breakers  Nos.  1  and  2. 

§  23.  The  lever  pattern  of  Blake  breaker  (see  Fig.  13)  is  lighter  and  has 
parts  more  accessible  than  the  pitman  pattern  for  the  same  work.  It  has  a  large 
eccentric  stroke  causing  undue  wear.    The  power  is  transmitted  through  a  belt, 


22 


ORE  DRESSING. 


§  24 


a  pulley,  a  crank  2,  a  connecting  rod  3,  a  lever  4,  pitman  5,  and  a  pair  of  toggles 
6,  to  the  swing  jaw  7. 

§  24.  The  Oiant  Rock  Breaker,  made  by  the  Parke  &  Lacy  Co.,  is  of  the  Blake 
type  and  has  a  sectional  cast-iron  frame  and  four  strong  tension  rods. 

The  jaw  plates  of  this  breaker,  called  pin  plates,  are  made  of  cast  steel,  studded 
with  special  steel  pins  which  are  made  very  hard  and  driven  into  holes  drilled 
in  the  plates.  The  cast  steel  wears  more  rapidly  than  the  special  steel  pins,  which 
therefore  furnish  projecting  points.  The  take-up  shell  of  the  pitman  in  which 
the  eccentric  shaft  works  is  provided  with  springs  (see  Fig.  18),  and  as  the 
eccentric  wears  out  of  true  the  springs  take  up  the  lost  motion  and  thereby 
prevent  poimding,  so  that  the  machine  may  be  run  at  a  higher  speed.  The  pit- 
man is  made  hollow  to  lighten  it. 


FIO.  13. — SECTION  OF  A  9  X  13-INCH  BLAKB  BRBAKBR  OP  THE  LEVEB  PATTERN. 


§  26.  The  Risdon  Iron  Works  use  four  or  six  tension  rods  on  the  cast-iron 
frame,  making  the  breaker  sectional.  They  place  the  wedge  for  adjusting  the 
jaw  opening  at  the  bottom  of  the  pitman,  moving  the  toggle  bearings  apart  or 
together,  according  as  decreased  or  increased  space  between  the  jdws  is  desired. 
The  wedge  bolt  is  on  a  cast-iron  plate  which  serves  as  breaking  piece  for  the 
machine.  A  babbitted  gib  and  spring  key-bolt  are  used  under  the  main  shaft 
at  the  head  of  the  pitman  to  take  up  wear  and  prevent  pounding.  The  pitman  is 
made  hollow  to  lighten  it. 

§  26.  The  Joshua  Hendy  Machine  Works  use  four  tension  bolts  with  cast-iron 
frame,  making  their  machines  (the  Hercules  Eock  Breaker)  of  the  sectional 
pattern.    They  also  use  cast  steel  jaw  plates. 

§  27.  In  the  breaker  made  by  the  Fulton  Iron  Works  the  fixed  jaw  is  held 
in  place  by  four  eye-bolts  which  act  as  the  chief  tension  pieces  of  the  machine. 
Py  loosening  the  two  upper  eye-bolts  and  slipping  them  to  one  side,  the  fixed  jaw 
can  be  quickly  revolved  down  to  a  horizontal  position  for  repairs.  The  jaw  plates 
consist  of  horizontal  steel  bars  placed  one  above  the  other.  A  key-bolt  and  spring 
gib  hold  the  babbitt  and  the  under  side  of  the  eccentric  at  the  head  of  the  pit- 
man to  take  up  lost  motion  and  prevent  pounding.  A  spiral  spring  is  used  for 
opening  the  jaw.  They  also  make  a  breaker  with  two  heavy  tension  rods  below 
and  two  shorter,  lighter  rods  above,  with  a  view  to  lightening  the  frame. 
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§  28.  In  a  Blake  breaker  made  by  the  Gates  Iran  Works,  the  toggle  block  8 
(see  Fig.  5)  ie  made  adjustable  upland  down,  which  affords  a  means  of  varying 
the  angle  between  the  toggles  and  consequently  the  amount  of  throw.  The  varia- 
tion is  given  in  Table  17. 

§  29.  A  2SX30'inch  Blake  breaker  used  at  the  Minnesota  Iron  Mine  was 
modified  so  as  to  overcome  trouble  from  stalling  on  hard  ore.  The  angle  be- 
tween the  toggles  was  flattened  as  much  as  possible  and  the  throw  of  the  eccentric 
was  increased  to  2  inches  in  order  to  retain  a  movement  of  1^  inches  at  the 
throat.  The  jaw  plates  were  also  made  in  four  sections  so  that^  as  the  bottom 
section  wears  faster  than  the  others,  it  is  only  necessary  to  take  it  out,  move  the 
other  three  sections  down  one  position,  and  put  a  new  section  in  at  the  top. 

§  30.  Walburn  &  Swensen  use  hammered  steel  for  the  eccentric  shafts. 
Friedrich  Krupp  Orusonwerk  of  Germany  has  some  600  different  models  for 
chilled  cast-iron  jaws.  The  Colorado  Iron  Works  use  suitable  oil  cellars  in  all 
the  boxes,  to  better  the  lubrication. 

§  31.  The  Buchanan  Rock  Breaker  (see  Fig.  14),  made  by  the  (Jeorge  V. 
Cresson  Company,  of  New  York,  has  its  fixed  jaw  B  pivoted  at  P*,  which  enables 
the  adjustment  of  the  space  between  the  jaws  to  be  made  through  the  cross  bar 
L  and  the  tension  bolts  and  lock  nuts  E.  V-washers  slip  over  tiie  tension  bolts 
between  L  and  the  frame  and  keep  the  fixed  jaw  firmly  in  place.  This  arrange- 
ment allows  a  variation  in  adjustment  of  3  or  4  inches  without  changing  the 
toggles.  This  breaker  is  built  largely  of  steel  and  is  made  sectional  for  ease  of 
transportation,  and  to  give  greater  strength  to  the  parts  needing  it. 

In  an  older  type  of  this  breaker,  the  two  jaws  were  both  movable,  one  being 
pivoted  at  L  and  the  other  at  a  point  about  two-thirds  the  distance  from  the 
toggle  up  to  P.  The  tops  of  the  jaws  P  and  P'  were  connected  by  two  double 
eye-bars,  the  result  being  that  the  motion  at  P'  was  about  one-half  tnat  imparted 
to  the  other  jaw  at  the  end  of  the  toggle.  The  respective  movements  of  the 
jaws,  measured  on  a  figure,  were  as  shown  in  Table  8. 

TABLB  8. — ^MOVEMENTS  OF  OLD  BUCHANAN  BBEAEEB. 


HoTement 

of  jaw  B. 

Inches. 

MoTomont 

of  JawB'. 

Inches. 

Ghnn  of  two 

MoTonieotSi. 

Inches. 

Atthetopof  jawB... 
}4ftomtqp..r 

0.876 
0.200 
0.187 
0.000 

0.000 
0.187 
0.876 
0.760 

0.876 
0.487 
0.S6B 
0.760 

^thSSiom'^\V,\\\\\ 

The  defects  of  this  breaker  were  that  the  movement  was  such  as  to  cause 
more  or  less  grinding  which  increased  the  wear  of  the  jaw  plates  and  the  per- 
centage of  fines  in  the  product.  Also  the  eye-bars  wore  in  a  short  time  so 
that  there  was  much  lost  motion. 

A  Buchanan  breaker  is  used  as  the  No.  1  breaker  in  Mill  90,  but  the  author 
is  unable  to  state  whether  it  is  of  the  old  or  new  type. 

§  32.  Details  of  Blake  Type  of  Breakers  from  the  Mills. — Table  9  gives  the 
details  of  breakers  of  the  Blake  type  used  in  the  mills  visited  by  the  author. 

It  will  be  seen  that  out  of  142  breakers  114  are  of  pitman  pattern  and  28  are 
of  lever  pattern,  and  that  out  of  136  breakers  116  are  with  solid  cast-iron  frame 
and  20  are  with  sectional  cast-iron  frame.  Two  columns  for  capacity  are  given. 
The  "Actual  Capacity**  is  the  work  the  machine  actually  does  during  24  hours. 
It  is  a  common  practice  to  work  the  breaker  for  only  one  shift  or  even  less  per 
day.  The  "Estimated  Capacity*'  is  the  work  it  is  capable  of  doing  if  worked 
constantly  24  hours  per  day.  A  breaker  with  jaw  opening  of  about  9X16  inches 
appears  to  be  much  the  commonest  size.    The  column  marked  "Wet  or  Dry," 
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TABLE  9. — ^DETAILS  OF    BLAKE    TYPE  OF    BREAKERS    GATHERED  FROM  THE    KILLS 

VISITED. 

Abbrerlatlons.— 0.=8olid  cast-iron  frame;  Cap.=oapacity;  Eatsestimated:  jin'<x-=ffri»l7;  H.  P. shone 
power;  h.s  hours;  lQ.=inclies;  L.=lever  pattern;  Min.ss minute;  P.sPitman  pattern;  p.sper;  plokedBpoor 
residue  left  after  picking;  Rer.s revolutions;  S.=seotk>nal  bolted  frame. 


1^ 


FeedSian 


II 


8 
10 
19 
18 
15 
Id 
17 
18 
10 
90 
'  91 
98 
94 
96 
97 
98 
90 
80 
80 
81 
88 
88 
86 
87 
88 

80 

40 

41 

44 

46 
46 

47 


?) 


P.C. 
L.C. 
P.C. 
P.C. 
L.C. 
L.C. 
P.C. 
P.C. 
P.S. 
P.C. 
PC. 
L.C. 
L.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.O. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.O. 
P.C. 
P.C. 
P.C. 
P.C. 
P.S. 
P.C. 
P.C. 
P.C. 
L.C. 
P.C. 
P.C. 

L. 
P.C. 
P.C. 
L.C. 
P.S. 
P.C. 
P.C. 
P.S. 
P.C. 


P.S. 
P.S. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 
P.C. 

p.a 

P.O. 
P.O. 
P.O. 
P.O. 


10 


6x8 

10x18 

6x8 

10x16 

6x10 

6x0 

6x0 

7x10 

0x11 

8x10 

7x10 

0x16 

0x15 

0x16 

0x16 

7x18 

8x10 

0x16 

0x16 

7x10 

0x16 

7x11 

7x19 

0x16 

10x90 

7x10 

Oxlfi 

4fl0 

0x16 

7x10 

0x15 

7x10 

94x86 

17x94 

14x98 

18x90 

18x94 

0x15 

18x90 

18x94 

8x15 

10x15 

0x15 

0x14 

8x18 

0x19 

0x19 

10x16 

0x15 

0x16 

19x16 

19x16 

0x15 

0x15 

7x0 

7x10 

8x12 

0x15 

7x19 

19x94 

19x94 

0x17 

0x16 

15x80 

(9) 
0x15 


460 
860 
600 
960 
860 
195 
400 
890 


Mine  ore., 


'  over  1%  in. 
'  over  9 


«in^s.. 
I  m.  gns. . . . 


60 
100-190 


196 
800 


Dry.. 
Wet.. 


pidced. 


60 

80 

87^^ 


150 
900 

11^-120 


Dry.. 
Wet.. 
Wet.. 


$100 
"(c)" 
None.. 


800 
960 


914 


950 
400 
840 
840 
800 
980 
994 


800 
800 
860 
960 
975 
975 
950 
950 
100 
900 

84 
140 

84 
190 
108 
188 
816 
950 
900 
900 
940 
960 
800 
900 
960 


105 
105 
950 
900 
990 
990 
988 
960 


970 
970 
970 
900 

970 
976 


'picked 

'  over  1^  in.  griz. . 


05 


'  picked 

'  over  1^  in.  gris. . 


Selected  shipping  ore 

Mine  ore  picked,  over  1^  in.  griz. 

"      **5cked :....:.... 

"      *' over  1^  in.  griz 


100 
40-60 
100 
100 


100 
860 


ora 


Dry.. 
Wet. 


|*overlMin.gris 


**      "  over  1  in.  griz 

(fc)  On  No.  1  trommel  1^  inches. 

Mine  ore 

(ft)  On  No.  1  trommel,  9^  inches. 

Mine  ore 

(k)  On  No.  1  trommel,  90  nun. . . . 

Mine  ore 

(fc)On  No.  1  trommel,  3^  inch. 
Mine  ore,  over . 
(IOOnNo.9gri 
Mine  ore  over  • 

"      "  over  4  in.  griz. 
Mass  copper  rock  (m). . . 

From  No.  1  breaker 

Copper  rock  (m) 

Mine  ore  over  4  in.  gris. 

'*      **  over  4  in.  griz. 


1  trommel,  3^  inch 

>ver  8U  in.  gnz 

I  grizzly,  8U  inches 

ver4in.  griz 


*'  "  over  9 in.  griz... 

••  ••  over 8 in.  griz... 

"  "  over  lU in.  griz., 

"  "  overgriz. 


ir^:: 


"     "  over  9 

•*      "  over  lU  iiL  griz. 

"      "  over9ln.gA... 

"     "  over  9 in.  griz... 

*'      **  over 9 in.  griz... 

"  "  over  m  in.  gris. 
(n)On  trommel,  I  inch. ... 
Mine  ore , 


Mine  ore 

Product  of  No.  1  breaker. 
"       '' No.  9  breaker. 

Mine  ore , 

"      »  overlain,  gris. 

Mine  ore.... !..!.. !.!!!!!!! 


9 

1 

9 

1 

19 

4 
6 

f 

9 

t\ 

i 

i; 
1' 

1 
1 
1 
1 
1] 
1 
1 


4no 

950 
75 
60 


800 


960 


800 
80 
800 


480 


50 

15 

90 

94 

15 
116 
110 

48 
100 

75 

76 

48 
underSO 


76 


195 
75 
196 
195 
89 


80 


140 
195 
160 


980 
850 


400 
100 
400 
100 


180 
75 


50 

"ioo* 


100 


800 
800 
150 


900 


Wet.. 
Dry.. 
Wet.. 
Dry.. 


Wet.. 
Diy.. 
Wet. 
Dry.. 


Dry. 


Wet. 
Wet.. 
Wet.. 
Wet.. 

ss- 

Dry.. 

S2- 

El- 
Dry.. 

Dry.. 

Dry.. 

Dry.. 

Dry.. 

Diy.. 

SlZ- 

Dry.. 
Wet.. 

S2- 

Dry.. 
Dry.. 
Dry.. 
Dry.. 

S2- 

Dry.. 
Dry.. 

S!Z' 
Diy.. 
Wet. 
Wet. 


Dry.. 
Diy.. 
Wet. 
Dry.. 
Dry.. 

52- 

Dry.. 
Dry.. 
Wet. 


r 


None. 


None. 
None. 
SmaU 


(«) 


1^ 


is) 


PO 


(r) 


^{ 


None.. 


10 
95- 

7 
19 


10 


15 


(a)  fVir  shipping  ore.  (b)  For  concentrating  ore.  (e)  Rubber  -prings,  cost  98.50  each,  last  9^  weeks.  (d> 
Sampler,  (e)  u  dajs  a  year.  (/)  Less  than  $90  per  breaker  per  year.  Jg)  Very  hard  ore,  so  that  pitman  some- 
times breaks,  (h)  Babbitt  for  bearings.  Jaw  springs.  U)  Product  of  No.  1  breaker,  picked;  also  stuff  through 
lyi  inch  grissly  on  ^  inch  grizzly,  picked,  (k)  Through  No.  1  breaker,  (m)  Over  9M  incb  grizdy  and  from  fin 
hammer,  (n)  Through  Comet  breaker,  8  inches,  (p)  Babbitt  once  in  9  years,  nothing  else.  (9)  This  is  a  Duplex 
breaker  with  each  mouth  6x90  inohea.   (r)  Babbitt  bearings  annually,  cost  $10. 
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indicates  whether  water  is  or  is  not  fed  with  the  ore.    This  question  is  discussed 
later  in  §  56. 
§  33.  Wear  of  Blake  Breakers, — Table  10  has  been  constructed  to  show  the 


PIO.   14. — NEW  BUCHANAN  BBEAEEB. 

wear  of  metal  in  Blake  breakers.  Four  columns,  gross  and  net  wear,  and  gross 
and  net  cost  per  ton,  have  been  computed.  The  gross  wear  is  foUnd  by  dividing 
the  weight  of  the  new  piece,  for  example,  a  jaw  plate,  by  the  number  of  tons  it 
crushes^  called  its  life  in  tons.  In  computing  net  wear,  however,  the  weight  of 
the  worn-out  piece  is  subtracted  from  its  weight  when  new  before  dividing  by  the 
life  in  tons  crushed.  The  gross  cost  is  found  by  dividing  the  cost  of  the  piece 
by  the  number  of  tons  it  crushes  before  being  worn  out.  In  computing  the  net 
cost  per  ton,  the  value  of  the  worn-out  piece  is  substracted  from  its  cost  when 
new,  before  dividing.  The  cost  of  changing  jaw  plates  should  be  included  as 
part  of  the  original  cost  in  computing  the  cost  of  the  plates.  The  reader  is 
referred  to  §  53,  under  spindle  breakers,  where  the  importance  of  this  item  is 
fully  demonstrated. 

(6)      JAW  BREAKERS  WITH  EQUAL  MOTION  ON  THE  COARSE  AND  PINE  LUMPS. 

§  34.  The  Western  Wheeled  Scraper  Co,  advertise  a  breaker  with  cast-iron 
frame,  fixed  jaw  and  movable  jaw.  In  this  machine,  the  movable  jaw  is  mounted 
upon  a  frame  running  upon  rollers.  The  frame  and  movable  jaw  are  pushed 
forward  twice  each  revolution  of  the  fly-wheel  a  distance  of  about  0.4  inch,  by 
an  elliptical  cam  acting  upon  a  roller  tappet ;  the  jaw  is  returned  in  the  usual 
way  by  rod  and  rubber  spring. 

§  35.  The  Forster  Breaker,  made  by  Totten  &  Hogg  (see  Fig.  15),  has  oscil- 
lating about  a  vertical  pin  L,  a  horizontal  lever  A  N,  with  its  long  arm  about 
seven  times  the  length  of  the  short  one  on  the  center  line,  or  4.7  times  the  dis- 
tance from  the  pin  L  to  the  lateral  edges  of  the  jaw  plates.  The  power  is  applied 
by  the  belt  pulley,  D,  the  eccentric  H,  and  the  horizontal  connecting  rod  v^,  to 
the  end  of  the  lever  arm  A.  This  requires  a  ball  and  socket  joint  at  0;  and  in 
addition  the  eccentric  strap  has  a  lateral  motion  on  the  eccentric.  The  movable 
jaw  N  is  placed  across  the  end  of  the  short  arm  and  oscillates  sidewise  in  front 
of  the  fixed  jaw  plate  B.    The  motion  given  is  of  the  same  amount  and  kind  at 


26 


QBE  DRESSING. 


§  35 


TABLE  10. — WEAR  FOB  BLAKE  BREAKERS. 

Abbreriatlons.— B.sbnM8:  Ch.  C  L=cbll]6d  cast  iron;  Ch.  F.  L- chilled  frankiinite  Iron;  Ch.  L=diilled 
Iron;  Chr.  8.=chrom6  steel;  C  I.=cutiron;  C  M.  S.=ca8t  maDganese  steel;  C.  P.=cheek  plates;  C  ascast 
steel;  I.=iroii;  J.  P.sjaw  plates;  lb.=poand;  M.=movabIe  Jaw  plates;  Ma.  8.= machinery  steel;  M.  C  I.= 
malleable  cast  iron;  M.  a^manfpanesesteel;  S.=Bteel;  8.  C.  I.=soit  cast  iron;  8. 1.=softiron;  Stsstalkmarr 
jaw  plate;  T.=tQggle;  T.  B.=togsle  bearing;  Wh.  I.=:white  Iron;  W.  L= wrought  iron;  W.  8.=  wrought  steei; 
yrB.=]rearaL 


Mill 

No 

1^ 

\t 

Material. 

Total  Weight 
Pounds. 

Si 

Life. 

Wear  per  ton. 
Pounds. 

Cost  per  ton. 
Cenfen 

New. 

Old. 

Days. 

Tboa. 

OrosB. 

Net 

Gross. 

Net 

10 

1 

1 

1 

1 

1 

1 
1 

1 
1 

1 

1 

w« 

(0 

^> 

1 
1 

2 

1 
2 
1 

2 

1 
2 

J.  P. 
2  J.  P. 
2CP. 
2T. 

Sh^ 

J.  P. 
CP. 
J.  P. 
CP. 

J.  p. 

2  J.  p. 

2C.P. 

2T. 

4T.  a 

2  J.  P. 

2CP. 

2  J.  P. 

2C.P. 

2T. 

4T.B. 

2  J.  P. 

2CP. 

2T. 

4  T.B. 

2  J.  P. 

2C.P. 

T. 

CP. 

T. 

T.B. 

2  J.  P. 

CP. 

2J.P. 

2  J.  P. 

2CP. 

T. 

T.B. 

2  J.  P. 

2CP. 

2T. 

4T.B. 

2  J,  P. 

2  J.  P. 

2  J.  P. 

2  J.  P. 

2  J.  P. 

2C.P. 

2T. 

4  T.B. 

2  J.  P. 

2CP. 

2T. 

4  T.B. 

2  J.  P. 

2CP. 
2T. 
4  T.B. 

2  J.  P. 

2CP. 
2T. 

Ch.L 
kk 

ca 

Gh.L 

kk 

kk 

c  M.  a  (c) 

CL 
kk 

W.aorL 

Chr.  a 
kk 

Ch.L 
CL 

ca 

Ch.L 

kk 
•t 
kt 

Chr.  a 
CL 

W.L 

Ch.L 
«k 

CL 
kk 

Ch.L 
k* 

•k 

CL 

kk 

M.CL 

a 

Ch.L 
Ch.  L 

ca 

kk 

M.a 

L 

M.a 
kk 

kt 

L 

M.a 

kk 
»k 
It- 

(a) 
16 

0.8 
0.8 
0.8 

10 
800 
800 
150 
800 

18 

15 

988 
60 

104 
80 

900 
40 

100 
78 

10,000 
10.000 
5,000 
10,000 

0.0988 
0.005 
O.O206 
0.008 

O.0U28 
0.001 
0.0008 
0.0006 

0.265 
0.0187 
0.079 
0.12 

0.188 

0.U105 

0.088 

1 

12 

16 

^ 

— 

IV 

18 

yo 

800 

75 

"4" 

4 

6 

12.1 
10 

0.8 
0.6 
0.6 
0.6 
0.4 
0.4 

0I 

180 

10,000 
(e) 

0.08 

0.0126 

'ft 

144 
80 

800 
40 

21 
84 

280 
90 
640 
ISO 
110 

'"470  ■ 
140 
106 

8,800 
6.400 
8,260 
10,000 
4.800 

0.0875 

0.0140 

0.166 

0.015 

0.086 

aims 

0.0015 
0.0004 

1.06 
0.14 
0.54 
0.041 
0.067 

oiso" 

0.080 
0.061 

26 
27 

416 
76 

184 
60 

600 

140 

869 

60 
90 
82 
800 
110 

6 

1 

800 
160 
660 
800 
48 
70 

8} 

27,000 
14,400 
49,500 
27,000 
8,800 
6,600 

0.016 

0.0058 

0.0088 

0.0088 

0.179 

0.086 

0.0084 
0.0011 
0.0009 

0.0010 

O.QSS 
0.0064 

0.064 

0.018 

0.0096 

0.0078 

1.07 

0.047 

0.016 

0.0088 

O.OO18 

2.07 

.... 



28 

0 
0 
0 
0 

28 

800 

0) 



80 
81 

400 
860 
200 

800 
260 
160 

k 

t 

810 

21 

21 

860 

180 

14 

14 

21 

16 

80 

70 

46 

85 

70 

90 

180 

120 

126 

90 

180 

120 

56 

14 

16 

120 

120 

80 

16 
886 

26,000 
4,800 
4,800 
78,000 
89,000 
8>00 
8,600 
6,000 
4,000 
8,000 

0.016 
0.078 
0.048 

0.004 
0.081 
0.010 



0.064 
0.888 
0.187 

0.068 
0.889 
0.168 

88 

400 

4 
4 
4 
10 

0.114 

0.467 

8R 

160 
78 

270 
M.  500,  St.  616 
M.  180,  St.  206 

166 

8 

0.085 
0.018 
ai86 

0.100 
0.180 

88 

88 

11,876 

0.080 

88 

40 

450 
140 

^^ 

21,000 

27,000 

54,000 

86,000 

8,780 

2,700 

6,400 

8,600 

20,000 

6,000 

6,000 

86,000 

86,000 

d.aib 

0.006 

0.014 
0.001 

a88 
0.061 

40 

84 
240 
60 

"iio" 

60 

15 

dobs 

0.068 
0.088 

daw* 

0.00S7 

0.085 
0.60 
0.29 

66 

(     M.  384 

1     St.  428 

180 

112 

64 
i     M.  182 
1     St  150 

66 

80 

0.016 

0.0406 

0.162 

0.087 

0.008 

0.UU18 



0.004* 
0.018 
0.0038 



0.487* 
0.78 
0.12 
0.014 

41 

846( 
880f 
140 

1 

6;«  * 

0.108 

1151 
60 

1H 

A 

41 

(a)  |15.20  per  set.  (6)  For  years,  (c)  Th6«e  are  pin  plates  with  pins  of  tool  st^l  which  are  set  In  ^-ioch 
drilled  holes  and  are  spaced  ^  inch  apart  (d)  180  to  MO  days,  (e)  10.000  to  20,0(10  tons.  (/)  Several  years, 
(o)  1  to  180  days;  break  and  cut.  (/i)  Used  only  in  case  of  emergency,  (t)  For  shipping  ore.  (J)  8^  cents  at 
Chicago;  6.4  cents  at  mill,    ik)  For  concentrating  ore;  used  only  in  case  of  emergency.    (I)  SNght  loss. 
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TABLE  10. — WEAS  FOB  BLAKE  BBEAKBBS. — Concluded. 


^ 

<• 

Total  Weight. 

£'^ 

Ufa, 

Wear  per  ton. 

Cost  per  ton. 

urn 

No. 

¥ 

|(5 

Material 

Poundi. 

Pounds. 

Cents. 

New. 

Old. 

Days. 

Tons. 

Gross. 

Net. 

Gross. 

Net 

41 

8 
1 
8 

1 

4T.R 
8  J.  P. 
8  J.  P. 
8  J.  P. 

8. 
Ch.L 

Ch.F.  L 

40 

226 

44 

' 

44 

46 

8,000 

900 



46 

8 
1 

8  J.  P. 
8  J.  P. 

GIlL 

1,900 
(  M.  8,186 
1  St.  1.100 

. . . . 

800 
jl90 
1270 

900 

f» 

H 

47 

8 

8 

1 

8C.P. 
8T. 

8  J.  P. 

8C.P. 
8T. 

J.  P. 

BC.P. 
«T. 
8  J.  P. 

C.I. 
Ch.L 

I* 
C.L 
Ch.L 

tt 

Ck'p.l. 

488 

406 

i     M.810 

600 

846 

(     M.  780 

\    8.gJ 

688 

(m) 

800 

'*  «6* 
880 

aoo 

840 
600 
TOO 
800 

8 
8 

8 

8 

90 

600 

I   90 

60 

600 

(190 

1280 

90 

600 

/St.  90 

47 

47 

48 

64 

1 

2  J.  P. 

Chr.a 

760 

800 

6 

0 

5S?} 

0.148 

0.080 

0.857 

0.8W 

1 

8C.P. 
8T. 
4T.B. 
8  J.  P. 

•• 
It 

Ch.I. 

180 
ISO 

6 
6 
6 
4 

0 
0 
0 

67 

457 

800 

865 

5,476 

0.088 

0.089 

0.88 

0.851 

8C.P. 

»• 

118 

6 

1? 

866 

5.475 

0.090 

0.108 

1 

8T. 
4T.B. 
2  J.  P. 

'E 

66 

C.I. 

670 

860 

4 

\^ 

6,000 

0.006 

0.063 

0.88 

0.89 

2C.P. 

t* 

670 

800 

6 

800 

6.000 

0.112 

0.078 

0.56 

0.48 

-  Chr.  K 

10 

0 

60 

1,440 

0.806 

0.800 

8.06 

11.06 

68 

1 

8  J.  P. 

441 

140 

r" 

0 

45 

960 

0.450 

0.807 

4.50 

4.60 

Wh.1. 

0 

80 

rao 

0.618 

0.418 

1.68 

1.68 

8C.P. 

8. 

88 

41 

jjC 

0 

180 

4,890 

0.019 

0.009 

0.918 

0.818 

ST. 

C.8. 

96 

80 

8V4 

0 

865 

8.760 

0.011 

0.008 

0.088 

0.088 

4T.B. 

8. 

40 

86 

9 

0 

865 

8,760 

0.004 

0.001 

0.041 

0.041 

M.8. 

10 

0.85 

104 

12,000 

0.089 

0.097 

0.89 

0.88 

64 

1 

8  J.  P. 

-^Chr.S. 

488 

140 

•    8 

0.86 

66 

7,600 

0.068 

0.044 

0.60 

0.49 

Ch.L 

6 

8 

26 

8,000 

0.166 

0.109 

0.78 

0.60 

M.8. 

10 

0.86 

180 

15,000 

0.006 

0.001 

0.060 

0.068 

8C.P. 

•  Chr.  8. 

90 

79 

•    8 

0.85 

78 

9,000 

0.010 

0.008 

O.OSO 

0.077 

Ch.I. 

6 

8 

21 

2,260 

0.040 

0.006 

0.84 

0.160 

8T. 

8.1. 

180 

180 

6 

8 

620 

72,000 

0.002 

0.0001 

0.011 

0.0075 

4T.B. 

Ma.  8. 

68 

48 

10 

0 

620 

72,000 

0.001 

0.0008 

0.009 

0.009 

66 

1 

8  J.  P. 

Chr.  8. 

M.  440,  St.  860 

400 

9)7 

^\i 

160 

7,800 

0.101 

0.076 

0.912 

0.886 

8  a  P. 

Ch.I. 

144 

70 

r)^A 

h 

180 

7,800 

0.018 

0.009 

0.074 

0.088 

8T. 

C.8. 

188 

100 

«>44 

i 

180 

7,800 

0.016 

0.008 

0.094 

0.067 

T 

4T.a 

60 

88 

<*)4« 

» 

180 

7,800 

0.006 

0.004 
0.150* 

0.046 

iVebb' 

0.044 

8 

2  J.  P. 

Ch.I. 

800 

600 

4 

a^ 

56 

8,000 

0.400'* 

1.412 

8C.P. 

t* 

100 

40 

4 

'  4 

84 

8,000 

0.068 

0.080 

0.188 

0.128 

8T. 

CI. 

100 

60 

8 

2 

865 

18,000 

0.0076 

0.008 

0.088 

0.019 

4T.B. 

W.I. 

100 

80 

5 

0 

866 

18,000 

0.0076 

0.0015 

0.088 

0.068 

86 

1 
iv) 

1 

J.  P. 
8  J.  P. 
BC.P. 

8  J.  P. 

Ch.L 
*« 

11 

iChr.S. 
iCh.  L 

^ 

87 

800 
60 

[          400 

160 
40 

800 

8 
8 

]-8- 

190 
80 

15,000 
10,000 

0.026 
0.040 

0.007 
0.010 

87 

0.82 

0.80 

8C.P. 

iChr.a 
1Ch.I. 

80 

60 

\i- 

H 

180 
120 

28,600 
15,000 

0.004 
0.006 

0.001 
0.001 

0.048 

0.041 

T. 

8.C.L 

T.B. 

W.L 



.... 

88 

1 
1 

J.  P. 

a  J.  P. 

Ch.  I. 
Ch.C.L 

S 

1.880 

18 

H 

900 

112,600 

0.011 

0.06 

C.P. 

t«      tt 

12 

900 

119,600 

8 
8 
1 

T. 

T.B. 
J.  P. 
J.  P. 
8  J.  P. 

Wh.L 

B. 

Ch.C.L 
1*      It 

Ch.  I. 

88 

* 

88 

90 

(w) 

8,000 

o.m 

0.856 

n 

1 
1 

il: 

98 

'(X) 

26 

iiooo 

6.168 

(m)  2,700  to  8.O00 


for  an  16x24-iDch  breaker  and  1,800  for  an  8xl5-{nch.    (n)  100  to  150  days,    (o)  Over 

now  used.    (9)  Plus  9  cents  freight,    (r)  Plus  ^  cent  freight.    («)  Plus  \\i  cents  freight. 

le  as  for  Mill  68,  breaker  No.  1.    (u)  100  to  126  days,    (v)  Sampler,    (w)  m  to 

(«)  One  weicha  126,  the  other  200  pounds. 


it)  The  data  for  this  Is  Just  the  same'as  for  Mill  68,  breaker  No.  1. 
TBOpounda.  ^  .,.—  .,. — ^ 
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the  top  and  bottom  at  any  one  vertical  section  of  the  mouth  and  throat,  but  it 
varies  greatly  in  both  respects  between  the  sides  and  the  middle  of  the  jaws. 

In  Mill  67,  a  Forster  breaker  is  used  for  dry  crushing  mine  ore  preparatory 
to  stamping.  Its  mouth  is  12X24  inches  and  it  crushes  to  1^  inches  running  at 
200  revolutions  per  minute.    Its  actual  stint  is  40  to  60  tons  per  day  of  10  hours, 


FIG.    15. — PLAN  OF  FORSTEB  BBEAKEB. 

equal  to  96  to  144  tons  per  24  hours.  It  uses  12  indicated  horse  power.  Its 
maximum  capacity  is,  however,  somewhat  higher  than  the  above  figure.  Mill 
67  substitutes  for  the  single  jaw  plates  usually  furnished,  "soft  back  pieces  of  cast 
iron,  containing  the  dovetail  sockets  into  which  are  slipped  the  dovetails  of  the 
little  blocks  which  form  the  wearing  surfaces.  These  blocks  are  of  manganese 
iron  and  are  eight  in  number  for  the  movable,  and  ten  for  the  stationary  jaw. 
The  wear  of  these  blocks  is  shown  in  Table  11. 

TABLE  11. — VITEAB  FOB  FOBSTEB  BBEAKEB  IN  MILL  67. 
AbbreTiations.— Lbs. = pounds;  Ct8.=cent8. 


WetrlBcFiurt 


VMariaL 


k 


it 


Life. 


Morable  Jaw  Plates... 
Btationary  Jaw  Plates. 


_  iron... 

Manganese  Iron 


Lbs. 
540 
600 


Lbs. 
840 
890 


Cts. 
8 
8 


Cts. 
0.6 
0.6 


16 


Tons. 
820 
890 


Lbs. 
0.668 
0.600 


Lbs. 
0.944 
0.910 


Cts. 
1.96 
1.89 


Cts. 

1.7S 
1.60 


§  36.  The  Blake  Multiple  Jaw  Breaker  (see  Fig.  16)  belongs  to  class  (6).  In 
this  machine  three  pairs  of  jaws,  I,  J,  J,  J,  30  inches  wide,  are  caused  to  approach 
one  another  by  the  toggles  0,  0,  and  are  caused  to  recede  from  each  other  by 
rods  and  springs. 

(c)      JAW  BBEAKEBS  HAVING  THE  OBEATEST  MOVEMENT  ON  THE  LABOBST  LUMP, 
WITH   THE    SWING    JAW    PIVOTED   BELOW. 

§  37.  The  Dodge  Bbeakeb,  invented  by  M.  B.  Dodge,  and  now  manufactured 
in  an  improved  form  by  Parke  &  Lacy  Co.,  is  shown  in  Figs.  17  and  18.    It 
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consists  of  a  solid  cast-iron  frame  2,  carrying  boxes  for  the  fulcrum  pin  4  and 


FIG.  16. — SECTION  OF  THB  BLAKE  MULTIPLE-JAW  BREAKBB. 


no.   17. — ^PERSPECTIVE  OF  THB  DODGE  BREAKEB. 

the  eccentric  shaft  8.    Bolted  to  this  frame  is  the  fixed  jaw  plate  3.     The  moTa- 


30 


OSE  DBEBSINQ. 


§  37 


ble  jaw  1',  to  which  is  bolted  the  jaw  plate  3',  oscillates  upon  the  fulcram  pin  4 
and  the  lost  motion  in  the  pin  and  boxes  is  taken  up  by  the  springs  14.  The 
operation  depends  upon  the  use  of  the  powerful  lever  1,  of  which  1"  is  the  long 
arm  and  1'  is  the  short  arm.  This  lever  consists  of  a  web  strengthened  by  heavy 
flanges.  The  upward  or  crushing  movement  is  imparted  to  the  long  arm  of  the 
lever  by  an  eccentric  8,  acting  through  a  connecting  rod  7  and  the  bearing  on 
the  head  of  7.  Projecting  pins  7'  which  are  a  part  of  7,  are  connected  to  the  long 
arm  by  connections  and  springs  15,  thus  providing  for  the  return  movement  of 
the  long  arm  and  also  to  take  up  lost  motion.  The  cap  of  the  connecting  rod  is 
provided  with  springs  to  take  up  the  wear  of  the  eccentric.  The  width  of 
opening  at  the  throat  is  adjusted  to  take  up  for  wear  by  removing  plates  16  from 
front  to  back  of  the  fulcrum  boxes  at  the  same  time  setting  up  the  set  screw  6. 
Power  is  applied  by  a  belt  on  the  pulley  10.  The  machine  consumes  power  in 
crushing  rock  for  a  little  less  than  half  a  revolution  and  absorbs  power  in  the 
fly-wheel  for  the  remainder.  It  is  therefore  an  intermittent  machine. 
The  sizes  in  which  the  machine  is  made  are  given  in  Table  12. 


TABLE 

12. — SIZES  OF  DODQB  BREAKEH 

t.    (From  Psrke  ft  Lacy  Catalogue.) 

No. 

Mouth  Size. 
Inches. 

Capacity  per 
84  Hours.    Tone. 

Size  of  Pulley. 
Inches. 

BeTolutioDs 
per  minute. 

Horse  power 
Required. 

W^gfat. 
Pounds. 

1 
t 
8 

6x6 
7x8 
8x18 

84  to  46 
78to  96 
86  to  144 

18x5 
16x6 
84x8 

860 
800 
860 

8 
5 
7 

1,800 
8,800 
4,600 

FIG.   18. — SECTION  OF  THE  DODGE  BBSAEER. 


TABLE  13. — ^DETAILS  OF  DODGE  TYPE  OF  BBEAKEBS  GATHERED  FROM  MILLS  VISITED. 

AbbreriationB.  — C.ssolld  cast-iron  frame;  cs 
power;  h.=hottrs;  ln.=lnches;  L.ssleTer  pattern; 


AbbreriationB.  — C.ssolld  cast-iron  frame;  cap. s capacity;  EBt.=:estimated:  Kti^-«tiKdy\  H.  P.^horse 
■    *        *  "  m;  min.s2minute;  P. =pitman  pattern;  Rev. =reToiutionflL 


i 


<&\ 


01 


BepaSn 

lesides  wei 
lag  parti. 


P.  (a) 

L. 

L. 
L.  C. 

if) 


8x16 
11x16 
9x16 
6x- 
8x80 


866 

214 
180 
800 
840 


Mine  ore  over  1  in.  grls. 

(c) 
Mine  ore  on  \\i  in.  gris. 
Run  of  mine. 

ig) 


800 
80-60 
60-7P 

80 

80 


840 
160-170 


188 


Dry. 
Dry. 
Dry. 
Dry. 


86 
WW 

6 


(a)  Made  bv  S.  R.  EJrom.  (b)  Broken  8  Jaws  in  8  years;  put  in  8  jaw  shafU;  used  8  sets  cast-steel  stuffing 
box  g^nds  on  jaw  shaft;  rod  breaks  every  8  months;  spring  breaks everr 6  months,  (e)  Through  Comet  ^  in. 
on  No.  1  trommel  IMin.  (d)  Trunnion  blocks  last  8  years;  nusoeOaneous  bolts,  (e)  This  is  the  result  of  actual 
measurement,  (n  Buchanan  granulator;  split  Jaw;  made  by  Becker  Foundry  and  Machine  Co.;  this  breaker 
chokes  if  OTsr-fed.   (y)  Through  No.  1  breaker  on  No.  1  trommel 94  in. 
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S.  R  Krom  makes  a  breaker  of  this  class  (see  Pig.  19),  in  which  the  lever 
is  replaced  by  pitman  and  toggles.  The  Colorado  Iron  Works  Co.  makes  a  modi- 
fied Dodge  breaker  which  they  call  the  "Black  Hawk." 


FIG.  19. — SECTION  OF  KBOM's  STANDABD  ROCK  BREASEB. 


§  38.  Sizes  and  Wearing  Parts  of  Dodge  Breakers. — Tables  13  and  14  show 
the  data  obtained  on  the  Dodge  type  of  breakers  from  the  mills  visited.  The 
general  explanations  of  Tables  9  and  10  (Blake  type  of  breakers),  in  §  32  and 
§  33,  also  apply  here. 

TABLE  14. — ^WBAB  OF  DODOE  BBEAEXRS. 

A\itmwitMooB.'~<A.  LscfaiUed  iron;  C.  Lscast  iron;  C.  P.=cheek  plates;  O.  8.=:os8t  tteel;  F.  S-sforged 
■teel;  H.  8.=hamniered  steel:  J.  P.=Jaw  plates;  lb.=pound;  M.  8. = manganese  steel;  No.=number;  8.=steel; 
8.  C.=steel  casting;  T.=toggles;  T.  B.= toggle  bearings;  W.  8. s wrought  steel. 


Mill 
No. 

1 
2 

1 

1 
2 

Wear- 
Part. 

Mate- 
riaL 

Total  Weight 
Pounds. 

Cost 
Cents. 

B 

Life. 

Wear  per  Ton. 

Cost^jon. 

New. 

Old. 

Days. 

Tons. 

Gross. 

Net. 

Gross. 

Net 

22 

96 

98 
R8 

2  J.  P. 

2C.P. 

2T. 

4T.B. 

2  J.  P. 

2C.P. 

T. 

T.B. 
2  J.  P. 
2a  P. 

T. 

T.B. 

J.  P. 

J.  P. 

W.8. 

C.  L 
8.C. 

C.a 

None. 

None. 

M.8. 

8. 

None. 

None. 

F.8. 

Ch.L 

100 

V      470 
U4 

260 
60 

680"** 

10 
41 

40 

82 
86 

100 
40 

8 

6 

(d)10 

0 

0 

0 

0 

0.65 

0.65 

0.6B 

0.65 

0 
0 

0 

60 
75 
65 
85 
160 

866 

210 

12,000 
86,000 
12,(100 
18,000 
6,000 
4,6U) 
8.900 
2,100 
9,000 

20,000 
12,500 

o.ooas 

0.0081 

0.006 

0.005 

0.018 

0.104 

0.121 

0.224 

0.018 

0.0125 
0.0048 

0.0027 
0.0006 
0.001 

6:086* 
0.090 
0.186 
0.008 

0.0062 
0.0016 

0.068 

0.019 

0.0125 

0.044 

0.106 

1.09 

1.14 

1.84 

0.076 

(d)  0.125 
Vd)  0.048 

0.058 
.  0.019 
0.0125 
0.044 
0.106 
1.08 
1.18 
1.81 
0.070 

(d)0.126 
(d)0.048 

90 

24 

1,900 

0.868 

1.790 

(a)  This  has  8  wrought  steel  bars  1x8x16  inches  and  a  top  plate  of  wrought  steel,  as  shown  in  Fig.  19. 
(5)  Bemofed  more  often  from  breaklnir  than  from  wear,   (e)  Loses  littla.   (d)  Plus  the  freight 

§  39.  The  Schranz  Breaker"^  is  of  the  Dodge  type  and  has  a  movable  jaw 
with  cylindrical  surface^  as  shown  in  Fi^.  20.     It  approaches  and  recedes  from 
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the  fixed  jaw  with  a  combined  rolling  and  sliding  motion.    Maurice  Bellom  com- 
mends it. 


FIG.  20. — SECTION  OP  THE  8CHRANZ  BREAKER. 

§  40.  Sturtevant  Boll  Jaw  Rocker  Breaker  and  Fine  Crusher,  made  by 
the  Sturtevant  Mill  Co. — ^This  machine  has  a  large  capacity  for  crushing  to  a 


FIG.  21. — sturtevant  bbeakbb. 


Bitiall  size.    Its  description  is  as  follows:  (See  Fig.  21).    It  has  a  frame  1,  with 
a  fixed  jaw  2,  pivoted  at  3,  capable  of  reeoiving  slight  movement  at  4,  througli 
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the  link  5,  the  pin  6,  the  spring  7,  the  opposing  wedges  8,  the  shims  9,  and  the 
adjusting  bolt  10.  These  connections  are  provided  to  furnish  two  classes  of 
movement:  (1)  The  spring  allows  the  jaws  to  open  in  case  a  hard  object  gets 
in.  (2)  The  adjusting  bolt,  wedges  and  shims  furnish  a  means  of  taking  up 
the  wear  on  the  jaw. 

Motion  is  conveyed  to  the  movable  jaw  through  the  several  parts  as  follows: 
Power  is  furnished  to  the  pulley  20,  which  is  bolted  to  the  fly-wheel  21,  and 
drives  the  pitman  18  by  the  eccentric  19,  causing  a  vertical  oscillation  to  the 
lever  17-16,  about  the  center  16.  This  in  turn,  through  the  pin  16,  imparts  mo- 
tion to  the  piece  11,  which  is  supported  by  the  pin  12,  the  link  13  and  the  pin 
14.  The  machine  is  a  toggle  machine  and  its  two  toggles  are  respectively  16-15 
and  23-15.  When  these  are  lined  up  by  the  rising  of  17,  it  causes  the  surface  23, 
which  is  a  cylinder  of  radius  23-15,  to  roll  from  below  upward  upon  the  surface 
22,  which  is  also  a  cylinder  with  radius  22-16,  crushing  all  the  particles  lying 
between  these  two  great  roll  surfaces.  In  the  meantime  the  two  surfaces  24  and 
25  approach  on  the  Dodge  principle,  the  greatest  movement  on  the  greatest  lump, 
and  break  the  large  lumps,  the  fragments  falling  into  tKe  space  between  22-23 
as  soon  as  the  lower  jaws  open  preparatory  to  the  next  fine  crushing  act. 

A  Quincy  granite  cobblestone  weighing  2.563  kilos,  measuring  4X5X6  inches 
approximately,  was  crushed  in  6  seconds  by  a  machine  with  jaws  5X10  inches  at 
the  mouth,  widening  to  iX20  inches  at  the  throat,  and  yielded:  On  3  mesh,* 
0.2% ;  through  3  on  4  mesh,  2.2% ;  through  4  on  8  mesh,  32.1% ;  through  8  on 
16  mesh,  24.5% ;  through  16  on  30  mesh,  14.8%  ;•  through  30  on  60  mesh,  11.0% ; 
through  60  on  120  mesh,  7.5% ;  through  120  mesh,  7.7% ;  total,  100.0%. 

This  machine  is  only  just  coming  on  the  market  so  that  a  full  table  of  sizes  and 
capacities  is  not  to  be  had.    The  following  data  are  said  to  be  reliable: 

2X4  inches.    Laboratory  size. 

6X10  inches.  No  longer  made.  Crushed  from  40  to  70  tons  per  24  hours  from 
4-inch  cube  down  to  J-inch  when  running  at  250  revolutions  per  minute. 

6X16  inches.  Crushes  from  48  to  72  tons  per  24  hours  of  hard  granite  to 
J-inch,  and  half  the  product  will  pass  through  |-inch  hole.  Speed  is  250  revo- 
lutions per  minute,  requiring  about  15  horse  power.  The  frame  is  of  cast  iron 
and  weighs  6  tons. 

6X24  inches.  Crushes  96  tons  in  24  hours  of  granite  or  hard  quartz  to  J  inch, 
running  at  225  revolutions  per  minute.  It  uses  20  to  25  horse  power,  and  weighs 
12  tons. 

For  the  crushing  of  samples  of  20  kilos  and  less  the  author  has  found  the 
smallest  size  very  efiScient. 


GENERAL  REMARKS  UPON  JAW   BREAKERS. 

There  are  two  lines  of  thought  along  which  discussion  may  be  profitable : 
(a)  A  comparison  of  the  Blake  type  with  the  Dodge  type  of  breakers. 
(6)  The  necessity  for  simplicity  of  action. 

§  41.  (a)  The  Comparison  op  the  Blake  and  Dodge  Type  op  Breakers. — 
Much  discussion  has  taken  place  over  the  question:  Should  the  swing  jaw  be 
pivoted  above  or  below  ?  As  a  contribution  to  the  discussion  the  author  submits 
Tables  15,  16,  17,  and  18. 

*  For  actual  sixes  of  these  acreens*  see  Table  258. 
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TABLE  15. — MOVEMENTS  ON  THE  BLAKE  BREAKER  MADE  BY  THE  FAHREL  FOUJ^^DRY 
AND  MACHINE  CO.     (See  Fig.  22.) 


Number  of 
Breaker. 

Mouth  size. 
Inches. 

DistADoe 

absradius. 

Inches. 

Distance 

acsradius. 

Inches. 

Movement 

ate. 

Inches. 

MoTement 

atb. 

Inches. 

4 
10 

7x10 
0x15 
10x90 
18x80 

1 

H=o.fa 

A=0.818 
A=0.818 
A=0.818 

.078 
.094 
.OW 
.066 

TABLB   16. — MOVEMENTS  ON  THE  DODGE  BREAKER  MADE  BT  THE  PARKE  ft  LAOT 

CO.     (See  Fig.  23.) 


Number  of 
Breaker. 

Mouth  Siae. 
Inches. 

Distance 

ab=  radius. 

Inches. 

Distance 

ac= radius. 

Inches. 

Morement 

atb. 

Inches. 

ate. 
mchet. 

1 
8 
8 

6x6 
7x8 
8x19 

1 

: 

¥ 

0.888 
0.897 
0.947 

1 
1 
H 

TABLB  17. — ^MOVEMENTS  ON  THE  BLAKE  BREAKER  MADE  BT  GATES  IRON  WOBXa 


Mouth  Sixe. 
Inches. 

MoTement  at  Mouth.* 
Inches. 

Movement  at  Throat.* 
Inches. 

4x10 
7x10 
9x16 

Bl 

I 
r 

I 

^toU 

Atofl 

UtoX 

*  This  breaker  has  an  adjustment  for  regulating  the  amount  of  throw.    (See  1 96.) 


TABLB  18. — MOVEMENTS  ON   DODGE   BREAKER  MADE  BT  GATES  IRON   WORKS. 


^ 


Month  Siie. 
Inches. 

Movement  at  Mouth. 
Inches. 

Movement  at  Throat. 
Inches. 

4x6 
6x6 
8x19 
10x15 

1 

i 

i 

FIG. 


cfS^ 


FIG.    23. 


FIG.   24. — HOPPER  ON 
DODGE  BREAKER. 


Mill  22  gives  movement  for  an  8X  16-inch  Krom  breaker  as  i  inch  at  the 
mouth  and  J  inch  at  the  throat. 

A  7  X  10-inch  Blake  and  a  7  X 8-inch  Dodge  have  in  common  a  gape  of  7  inches 
and  for  the  purpose  of  computation  may  both  be  treated  as  if  they  were  7 X 7-inch 
breakers,  crushing  1  seven-inch  cube  of  sandstone  at  the  mouth  and  7  one-inch 
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cubes  of  sandstone  at  the  throat.  The  breaking  strength  of  sandstone  being 
taken  as  6,457  pounds  per  square  inch,  (see  Tahle  170),  the  7-inch  cube  will 
require  49X6^457=316,393  pounds,  and  the  7  one-inch  cubes  will  require  7X 
6,457=45,199  pounds,  respectively  to  crush  them.  The  movements  and  speed 
of  the  two  machines  are  taken  from  Tables  5,  12,  15  and  16,  and  are  as  follows: 


MoTemeBt  at  month.  •  •  •  • 

Movement  at  throat 

BerolutloDS  per  minute. . 


Blake.  Dodig*. 

>  0.078  faich.  1        inch. 

,  0.86  inch.  0.897  inch. 
975  800 


Then  the  total  movements  and  the  total  foot  pounds  of  work  per  minute  for 
each  when  treating  1  seven-inch  cube  at  the  mouth  and  7  one-inch  cubes  at  the 
throat  would  be  as  follows: 


Tbtal  Forwanl  MoTement 
per  Minute, 
■peet. 

Force  to 

Crush  Rook. 

FOundi. 

Footpounds 

Of  Work  per 

Minute: 

j^^^  tAtthemouth.. 
"■"•Ut  the  throat.. 
1)^0-  1  At  the  mouth.. 
*^**®1  At  the  throat... 

0.078x875-i-l«=  1.T8 
0.25  xa75^18=  6.78 
1.      XS00-»-18=8S.00 
0.897x3004-12=  9.^5 

810,898 
45,199 

816,898 
tf,199 

566,848 
966,090 

448,600 

From  which  it  appears  that  the  Dodge  breaker  is  working  at  17.64  times  the 

(7  909  825  \ 

Iac  L^r.  =17.64  I,  while  the 
448,600  / 

Blake  is  working  at  only  2.19  times  the  rate  at  the  mouth  that  it  is  at  the 

.,       .     /  566,343      ^,^\ 

*^^^'   (258t990  =  ^-^V- 

If  this  line  of  argument  is  correct,  a  machine  so  unevenly  loaded  as  the  Dodge 
cannot  fail  to  be  more  expensive  in  use  of  power  than  one  as  evenly  loaded  as 
the  Blake.  It  will  doubtless  be  argued  that  this  statement  is  not  fair,  because  the 
Dodge  breaks  the  piece  long  before  it  has  gone  its  1  inch.  This  is  true,  but  in 
reply  it  may  be  stated  that  while  it  was  breaking  the  rock,  it  was  doing  work  at 
the  above  computed  rate. 

Again,  let  us  assume  that  our  7-inch  cubes  actually  report  at  the  throat  at  the 
rate  of  7  one-inch  cubes  for  each  crushing  act  and  that  these  cubes,  and  no  more, 
are  crushed  fine  enough  to  drop  through  when  the  throat  opens,  then  it  will  take 
49  crushing  acts  at  the  throat  to  clear  away  what  one  crushing  act  does  at  the 
mouth.  In  other  words,  the  capacity  at  the  mouth  is  49  times  as  great  as  that 
at  the  throat.  Is  it  not  clear  then  that  the  Blake  method,  which  diminishes  the 
exertion  at  the  mouth  until  several  revolutions  are  often  taken  to  make  the  first 
break,  and  increases  it  at  the  throat,  is  more  in  harmony  with  the  demands  of 
the  operation  than  the  Dodge  method  which  multiplies  the  already  too  great  ca- 
pacity of  the  mouth,  and  diminishes  the  already  too  little  capacity  at  the  throat, 
thereby  tending  to  create  the  choking  effect  which  is  often  complained  of  in  run- 
ning Dodge  breakers.  In  Mill  26  on  an  11 X  15-inch  Dodge  breaker,  running  at 
214  revolutions  per  minute,  fed  with  rock  between  3  inches  and  1  inch  in  size, 
set  to  crush  to  1  inch  the  choking,  which  had  given  much  trouble,  was  stopped  by 
putting  in  a  hopper  of  the  form  shown  in  Pig.  24. 

This  difference  in  crushing  is  apparent  in  listening  to  the  two  machines.  The 
Dodge  breaker  snaps  the  lumps  apart  with  a  report  like  a  pistol  shot,  while  the 
Blake  works  more  quietly.  Another  evidence  of  the  momentary  high  power 
required  by  the  Dodge  is  the  massive  lever  arm  which  was  developed  from  the  fact 
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that  the  earlier  Dodge  breakers  gave  much  trouble  from  the  breaking  of  the 
lever  arm. 

The  commonly  expressed  comparison  between  the  two  machines  is  that  the 
Dodge  gives  a  more  even  product  while  the  Blake  has  a  larger  capacity.  This 
however,  could  hardly  be  true  with  machines  built  with  the  movements  quoted  in 
Tables  15  and  16,  but  it  is  true  with  those  quoted  in  Tables  17  and  18.  This 
common  conclusion  may  be  due  to  the  fact  that  the  Dodge  breakers  are  usually 
set  to  do  a  little  finer  work  than  the  Blake  breakers. 

There  seems  little  doubt  that  the  Dodge  gives  a  higher  percentage  of  fines  than 
the  Blake  with  the  same  movement  at  the  throat,  especially  when  run  at  nearly 
full  capacity.  This  may  be  accounted  for  by  the  fact  that  the  Dodge  is  putting 
in  more  work  at  the  mouth  than  is  needed  to  prepare  the  lumps  for  the  throat. 
This  excess  of  work  is  making  fines  and  the  machine  is  acting  under  the  con- 
ditions of  choked  crushing.  (See  §  97.)  The  choking  or  stopping  of  the  Dodge 
is  probably  due  to  this  excess  of  fines,  combined  with  the  large  movement  at  the 
mouth.  Each  machine  has  its  place,  however,  and  the  one  to  be  used  will  de- 
pend upon  the  special  conditions  of  each  case. 

§42.  (6)  The  Necessity  for  Simplicity  of  Action. — ^A  breaker  which 
mixes  two  kinds  of  action  in  handling  its  charge,  will  generally  be  found  to  be 
wasting  either  power  or  time  by  so  doing.  If,  for  example,  a  breaker  crushes 
the  coarser  lumps  in  one  part  of  the  jaw  by  pressure  and  in  another  by  grinding 
action,  either  the  pressure  is  better  than  the  grinding  or  the  grinding  better  than 
the  pressure.  Whichever  method  proves  best  for  that  lump,  it  would  be  economy 
of  power  to  treat  all  the  lumps  by  that  method. 

^^^reaker  may  be  built  up  of  two  parts  which  work  upon  different  principles. 
In  such  machines  the  first  or  upper  part  prepares  the  ore  for  the  second  or  lower 
part.  It  will  generally  be  found  that  the  first  part  has  a  vastly  greater  capacity 
than  the  second  and,  in  consequence,  it  is  either  clogged  with  ore  that  it  cannot 
discharge  into  the  second  part,  wasting  power  thereby,  or  it  must  be  underfed, 
and  so  wastes  time.  The  Sturtevant  roll  jaw  breaker  seems  to  overcome  this  ob- 
jection better  than  any  of  the  others,  as  the  portion  devoted  to  fine  crushing  has 
a  very  large  capacity,  probably  as  large  as  that  of  the  coarse  crushing  portion. 
The  widening  of  the  jaws  at  the  throat  is  made  to  contribute  toward  this  end, 

II. — ^The  Spindle  or  Gyrating  Breakers. 

Of  these  machines  there  are  three  types: 

(a)  Those  which  have  the  greatest  movement  on  the  smallest  lump. 
(6)  Those  which  have  equal  movement  on  small  and  large  lumps. 
(c)  Those  which  have  the  greatest  movement  on  the  largest  lump. 

(a)  the  spindle  breakers  having  the  greatest  movement  on  the  smallest 

LUMP. 

Examples  of  this  type  are:  The  Gates,  the  Comet  and  the  McCully  breakers. 

§  43.  The  Gates  Breaker  is  manufactured  by  the  Gates  Iron  Works,  in  the 
sizes  shown  in  Table  19.  It  consists  of  a  bottom  plate  1  (see  Pig.  25),  a  bottom 
shell  2,  including  the  chute  for  the  crushed  ore,  a  top  shell  3,  supporting  the  dies 
or  concaves  19,  which  are  of  chilled  cast  iron  or  steel,  a  three-armed  spider  6, 
furnishing  a  bearing  for  the  upper  end  of  the  spindle  25.  In  the  very  latest 
design  the  spider  has  but  two  arms.  The  bearing  is  cylindrical  and  the  spindle 
tapers  upward  at  the  angle  of  gyration.  These  parts  are  all  suitably  flanged, 
fitted  and  bolted  to  each  other  as  indicated  in  the  figure.  The  bottom  plate  1  is 
made  to  be  dropped,  for  ease  of  inspection  and  repair.    The  spindle  25,  with  a 
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shoe  or  crushing  head  18  of  chilled  cast  iron  or  steel,  standing  upon  the  steel  step 
28  and  the  octagon  step  24  can  be  raised  and  lowered  by  the  lighter  screw  29 


FIO.  26. — SECTIONAL  PERSPECTIVE  VIEW  OF  GATES  BREAKER. 


1.  Bottom  plata 

2.  Bottom  shelL 

3.  Top  shell. 

4.  Bearing  cap. 

5.  Oil  cellar  capi 

6.  Spider. 

7.  Hopper. 

8.  Eccentric. 

9.  Bevel  wheel. 
10.  Wearing  ring. 


,  11.  Bevel  pinion. 

112.  PuUey. 

[18.  Break-pin  hub. 

14.  Break -pin. 

16.  Oil  bonnet 

16.  Dust  ring. 

17.  Dust  cap. 

18.  Head. 

19.  Concaves. 

22.  Chilled  wearing  plates. 


24.  Octaffonstep. 

25.  Spindle. 

26.  Upper  ring  nut 

27.  Lower  ring  nut 

28.  Steel  step. 

29.  Lighter  screw. 

80.  Lighter  screw  jam  nut. 

81.  Countershaft 
88.  Oiling  chain. 


and  the  jam  nut  30.    The  lower  end  of  this  spindle  is  a  journal  and  finds  a  bear- 
ing in  the  eccentric  hub  8  of  the  bevel  gear  9.     The  eccentric  hub  is  made  of 
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brass  firmly  attached  to  the  gear ;  it  is  babbitted  inside  and  out  on  the  thick  side, 
where  all  the  wear  comes.  While  the  interior  surface  of  the  hub  is  an  eccentric 
bearing  for  the  spindle  journal,  the  exterior  surface  is  a  journal  which  is  con- 
centric with  the  gear  and  finds  its  bearing  in  the  bottom  plate  1. 


TABLE   19. — BOBTAILS  OF  GATES   BREAKER. 

1 

Dimenskyuof 
each  reoelT- 

Dlmeoaioosof 
tbreo  roociT- 

oombiEmd. 

III 

Capacity  per  84 
houn   in    tons 
of  8,000  Dounds 
nuKiog^ioch 
lioff  acconUnff 
to  character  or 
rock. 

Dlmensiooa 
ofdriWog 

III 
III 

Indicated   home- 
power  of  engine 

dri^e  breaker. 
elCTator  and 

screeo.t 

1 

Diam- 
eter. 

Face. 

00 
0 

J 

8 
4 
6 
6 

8x4 

4x10 
5x18^ 
6x14 
7x16 
8x18 
10x80 
11x84 
14x80 
18x48 

8x18 
4X80 
6x80 
6X48 

7x46 

8x54 
10x60 
11x78 
14x00 
18x186 

850 
8,000 
5,600, 
8.000-^ 
14,000 
81,000 
80,000 
40,000 
61,000 
90,000 

48  to      86 

86  "     188 

144  «*     888- 

840  "     480 

860  **     780 

600  "     860 

780  "  1,440 

1,800  "  8,000 

8,400   '*  8,600 

8 
16 
80 
84 
88 
88 
86 
40 
44 
48 

7 
8 
10 
18 
14 
16 
18 
80 

700 
600 

476 
460 
486 
400 

876 
860 
890 
850 

8  "    10  , 
18  "     16^ 
80  '•    86 
86  "    80 
80  "    40 
40  "    60 
76  "  185 
100  "  160 

876 

t,800 
8,600 

slooo 

7,000 

*  The  Noa.  1  to  8  breakera  are  now  built  with  only  two  openings  in  whteh  caae  the  alia  of  each 
la  half  the  combined  openings,  that  ia,  5x16.  6x81,  7x88,  etc. 

tlliia  is  a  general  figure.    For  fine  crushing  the  capacity  will  be  leas  and  the  power  greater. 

The  beveled  gear  9  is  driven  by  the  bevel  pinion  11  on  the  shaft  31,  through 
the  break-pin  hub  13  and  the  cast-iron  break-pin  14,  by  the  pulley  12,  which  has 
a  loose  fit  on  the  hub  13.  The  speed  ratio  of  these  gears  is  usually  2\  to  1. 
In  Mills  60  and  61,  it  is  2  to  1.  Around  the  pinion  11  is  a  large  opening  for 
oiling  and  tending  the  machine. 

To  prevent  dust  from  injuring  the  bearings  and  gears,  an  oil  bonnet  15  and  a 
dust  ring  16,  both  of  cast  iron,  gyrate  with  the  t^pindle  and  make  dust-tight 
joints  at  those  two  parts.  In  the  bonnet  15  is  placed  an  oil  hole.  The  oil  so 
fed  fills  the  spaces  down  to  the  step  28,  the  rotation  of  the  machine  now  causes 
an  upward  current  in  the  journals  of  the  eccentric  8  and  completes  the  ciieiila- 
tion  by  returning  in  the  vertical  tubes  shown,  of  which  there  are  four.  A  horizon- 
tal pipe  (not  shown)  leading  in  at  the  level  of  the  step  28  serves  as  a  means  of 
pumping  in  oil  from  below  and  also  for  draining.  The  dust  cap  17  protects  the 
upper  bearing  of  the  spindle  from  dust.  If  the  oil  gets  thick  or  dirty,  it  may  be . 
drained  out  from  the  drain  pipe,  and  hot  water  poured  into  the  oil  hole  in  the 
bonnet  15.  This  washes  out  the  oil  and  any  dirt  that  may  have  got  into  the 
bearings.    This  in  turn  is  replaced  by  fresh  oil  and  work  proceeds  as  usual. 

The  spindle  is  of  forged  steel  or  preferably  of  wrought  iron.  The  head  is  of 
chilled  iron,  with  soft  slats  cast  inside  for  ease  of  boring.  The  spindle  is  turned 
on  a  taper  to  fit  the  head,  which  is  driven  to  a  solid,  conical  fit.  The  lock-nut 
rings  26  and  27,  are  then  screwed  down  to  hold  the  head  in  place.  The  head 
is  generally  made  with  fine  corrugations  while  the  concaves  are  smooth ;  sometimes 
both  are  smooth. 

There  are  twelve  dies  or  liners  6  (Pig.  26).  The  space  1,  behind  and  between 
them  is  run  with  zinc.  One  of  them,  15,  is  called  the  key  liner  and  is  rectangu- 
lar in  section ;  behind  it  in  the  top  shell  is  a  groove  2,  for  a  wedge  to  drive  it 
inward  for  removal.  After  this  one  is  removed  the  rerf;  can  be  pried  off  one  at 
a  time.    The  ring  4  and  the  wedges  5  are  only  used  when  putting  in  new  dies. 

When  it  becomes  necessary,  owing  to  the  wear,  to  decrease  the  size  of  the 
opening,  the  spindle  25  and  head  18  are  raised  by  the  lighter  screw  29,  which 
lifts  the  octagon  step  24  and  i«  hold  by  the  jam  nut  30.  The  total  amount  of 
raise  possible  is  2  inches  on  the  Nos.  6  and  1  breakers;  2\  inches  on  Nos.  2,  3 
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and  4;  3  inches  on  Nos,  5  and  6,  and  3^  inches  on  Nos.  7^  and  8.  It  is  cus- 
tomary to  have  several  sets  of  dies  or  concaves  of  different  thickness.  A  new 
crusher  head  will  be  mated  with  a  thin  set  of  dies  and  when  the  head  and  dies 
wear  beyond  the  limit  of  the  lighter  screw  29,  the  spindle  is  restored  to  its  start- 
ing height,  and  either  a  thicker  set  of  dies  is  put  in,  or  the  same  set  of  dies  with 
a  narrower  key  die,  are    reset  with  thicker  backing.    This  is  repeated  until  the 
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head  is  worn  out.  In  the  former  case,  three  sets,  in  the  latter,  two  sets  of  dies 
wear  out  a  head. 

Since  a  certain  point  in  the  top  of  the  spindle,  which  is  at  the  fulcrum,  has 
no  motion  of  trandation,  while  a  point  in  the  lower  end  of  the  spindle  gyrates 
in  a  circle,  it  follows  that  the  axis  of  the  spindle  describes  in  its  gyrations  a 
very  acute  cone.  Half  the  apex  angle  of  this  cone  will  be  called  the  angle  of 
gyration,  and  is  shown  in  Fig.  25.     This  angle  is  about  1 :  100  or  O"*  34'. 

§  44.  The  action  of  the  machine  is  as  follows :  When  the  bevel  wheel  9  re- 
volves, the  spindle  25  is  free  to  gyrate  or  rotate  in  the  eccentric  8.  Practically 
it  rotates  until  ore  is  fed  between  the  crushing  surfaces  18  and  19;  it  then 
gyrates.  This  gyrating  motion  causes  the  head  18  to  approach  and  recede  from 
the  concaves  19 ;  and,  owing  to  the  fact  that  the  spindle  25  acts  as  a  lever  with 
its  fulcrum  in  the  spider  6,  it  will  cause  a  greater  movement  at  the  lower  end  of 
18  than  at  its  upper  end.  This  causes,  upon  the  lumps  of  rock,  which  are  fed 
into  the  space  between  18  and  19,  a  crushing  action  by  pressure  which  has  a 
greater  movement  upon  the  smaller  lumps  than  upon  the  larger.  The  fulcrum 
of  the  Gates  is  located  at  the  lowest  margin  of  the  upper  journal  of  the  spindle. 
This  rises  and  falls  inside  the  box  of  the  spider  in  adjusting  the  height  of  the 
spindle  and  head.  It  follows  then  that  with  this  adjustment,  the  angle  of  gyra- 
tion shown  by  the  central  vertical  lines  in  Fig.  25  (and  also  the  leverage)  varies, 
requiring  a  little  play  in  the  upper  and  lower  journals.  The  total  vertical 
movement  of  the  spindle  is  only  3^  inches  in  the  large  breakers,  and  2  inches 
in  the  small,  and  the  journals  are  fitted  for  the  halfway  position,  making  the  play 
never  over  0.02  inch,  which  is  claimed  to  be  no  more  tnan  is  customary  on  any 
machinery. 
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The  large  lump  as  broken^  falls  a  little  to  a  fresh  bearing  to  be  broken  again 


FIG.  27. — SECTION  AND  PLAN  OF  COMET  BREAKEB. 
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A.  Capi 

B.  Oscillating  bos. 

C.  Tripod  beuing. 

D.  Hopper. 

E.  liners  or  dies. 

F.  Crashing  head  or  shoeL 

G.  Spindle. 
H.  Dust  cover. 

/.  Dust  cover. 

J,  Hub  bolted  to  bevel  wheel 
K:  Bevel  wheeL 
L.  Bevel  pinion. 
M.  Steel  toe. 

N,  Loose  self-adjustiiig  but- 
ton. 
O.  Stepi 

P.  liner  seotioiL 
Q.  Bftnd  wheel 


KEY  TO   PIG.   27. 

8,  autch.  16. 

T.  Removable  breaking  pins.  17. 
U.  Driving  shaft.  20. 

V.  Drainpipe.  21. 

W,  Oil  feed. 

X  Friction  ringSb  22. 

Y.  Dowel  pins  for  friction  23. 
rings.  24. 

Z.  Guaidplata 

1.  Hole  in  shell  for  forcing  25. 

out  liners.  26. 

2.  Baseplate.  28. 
5.  Throat.  29. 
8.  Staple  for  guard  plate  Z.  80. 
0.  Ringbolt.  81. 

10.  Ringbolt.  82. 

11.  Kev  for  head.  88. 
14.  Bdt&  86. 


Bolta 
Bolta 

Foundation  bolts. 
Wearing  plate  on  chute 

plate. 
Chute  plate. 
Stepsirpport. 
Cap    for    bevel    pinion 

journal. 
Outer  pillow  block. 
Collar. 

Main  body  or  skirt. 
Sleeve. 
Mandril 
Collar. 
Draw  bolt. 
Diaw  bolt. 
Edge  of  box. 


by  the  next  act  of  compression,  and  this  is  repeated  until  it  is  broken  fine  enough 
to  pass  the  throat  of  the  machine,  that  is,  between  the  concaves  and  the  head  at 
the  narrowest  point.    The  ore  then  passes  out  over  the  chute  22. 

The  Oates  breaker  Cu^n  be  designed  for  finer  crushing  with  a  smaller  throw  than 
the  ordinary  jaw  breaker.  This  is  due  to  the  fact  that  the  corrugations  on  the 
head  are  creeping  backward  all  the  time  in  a  full  fed  crusher,  and  any  tendency 
to  pack  is  broken  np  by  the  constantly  changing  difference  in  the  parts  of  the 
head  and  of  the  concaves  which  are  opposite  one  another. 

See  Tables  25  and  26  for  details  from  mills. 

§  45.  The  Comet  Breakeb  (Fig.  27  and  Table  20)  is  manufactured  by  Fraser 
ft  Chalmers,  and  is  like  the  Gates  in  design  and  action.  There  are,  however, 
certain  differences  in  the  detail  of  the  construction  to  which  reference  will  now 
be  made.  The  chute  22  can  be  removed,  giving  free  access  in  front  to  the  beveled 
gears.  The  entire  chute  is  covered  with  a  boiler  iron  wearing  plate  21,  to  be 
removed  when  worn  out.  The  spindle  0  is  turned  a  true  cylinder  above  to  fit 
the  oscillating  box  B  and  a  true  cylinder  below  to  gyrate  in  the  hub  of  the  gear 
K.  The  steel  spindle  toe  M  is  fitted  tight  into  the  spindle  and  is  turned  concave 
on  its  under  side  to  fit  the  convex  side  of  the  loose  button  N,  giving  perfect  self- 
adjustment  between  these  two  parts.  The  button  N  is  flat  on  the  under  side,  as 
is  the  step  0  on  its  upper  side.  N  is  therefore,  free  to  slide  on  0.  These  two 
surfaces  will  always  wear  flat.  The  bevel  wheel  K  has  a  cast-iron  hub,  the  inside 
surface  of  which  is  eccentric  and  acts  as  bearing  for  the  lower  end  of  the  spindle. 
The  outside  acta  as  journal  for  the  gear  and  is  therefore  concentric  with  the 
latter.  For  any  point  in  the  spindle  the  radius  of  gyration  is  xiir  of  the  dis- 
tance of  said  point  from  the  fulcrum.    Both  these  surfaces  are  babbitted  on 


table  20. — ^details  of  comet  breaker.   (IVtkeu  from  Catalogue.) 


Inches. 
0x18 
7x14 
5^x17 
10x20 
»x84 


TODR. 

96to  19S 
144to  240 
SWto  576 
480  to  720| 
960  to  1440 


K« 


Ft.In. 
4-10 
5-6 
6-6 
7-8 
02 


Outside  Dimen- 

Ssi 

sions  of  Frame 

XiH 

Sent  with 

|« 

Breaker. 

Ft.  In.  Ft.  In. 

Pounds 

6-  1x8-9 

6,500 

6-10x3-2 

7,600 

8-0x4-0 

14,000 

9-1x4-10 

84,000 

10-10x6-8 

80,000 

Pulley  Diam- 
eter and  Face. 


ll 
It 


Ft.In. 
3-0 
8-0 
4-0 
4-6 
5-0 


400 
400 
400 

4()0 
400 
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the  spot;  the  sleeve  29  serves  for  babbitting  the  outer  surface,  and  the  mandril 
30,  for  the  inner.  The  velocity  ratio  of  the  gears  is  2:1  in  Mills  26  and  84. 
Friction  rings  X,  three  in  number,  furnish  the  gear  K  with  anti-friction  support. 
The  upper  and  under  rings  are  of  bronze  and  are  dowelled  to  the  gear  K  and 
the  base  2  respectively.  The  middle  ring  is  of  steel  and  is  free  to  revolve.  On 
the  dust  collar  /,  protecting  the  eccentric  hub  J  is  a  tight  leather  joint  attached 
to  the  spindle  G.  Oil  is  fed  to  the  main  spindle  bearing  by  the  pipe  W,  and 
drained  from  it  previous  to  lubricating  by  opening  the  pipe  F.  By  filling  the 
pipe  W  to  the  level  of  the  tops  of  the  bearings,  perfect  lubrication  of  the  in- 
side and  outside  bearings,  as  well  as  the  friction  rings,  will  be  obtained.  For 
larger  machines  one  pint  of  oil  four  times  a  day  will  be  needed;  in  starting  a 
new  machine,  the  oil  should  be  drained  every  two  days  and  the  support  23  taken 
off  and  cleaned.  This  oil  can  be  used  again  on  other  bearings.  At  U  is  another 
dust  collar  similar  to  I,  but  protecting  the  gear  teeth  from  ore. 

The  clutch  S  and  cast-iron  clutch  toes  T,  serve  to  put  on  and  take  off  power 
and  also  as  a  breaking  part,  so  that  if  a  hammer  head  is  fed  to  a  breaker,  the 
machine  stops  while  the  fly-wheel  and  pulley  go  on  revolving. 

The  oscillating  box  B  is  turned  true  cylinder  inside  but  is  tapered  upward  on 
the  outside  at  the  exact  angle  of  gyration  of  the  spindle  (4J,n  100).  The  lower 
edge  of  this  box  35  is  the  fulcrum,  the  position  of  which  is  "Constant.  The  set 
screw  12  prevents  it  from  rotating.  When  the  spindle  is  raised  for  adjustment, 
the  box  does  not  rise  with  it,  thus  keeping  a  constant  leverage  and  a  uniform 
alignment  between  upper  and  lower  bearings  and  the  spindle.  In  the  figure  the 
spindle  is  shown  at  its  highest  position. 

A  guard  plate  Z  is  put  in  to  protect  the  gears  on  the  rear  side  from  harm. 
This  is  kept  locked  and  opened  only  for  oiling  or  repairs.  The  gears  are  of  steel 
cast  as  smoothly  as  possible  and  not  planed.  The  head  F  fits  the  spindle  on  a 
tapered  seat  and  is  held  by  a  key  11.     It  is  removed  by  the  draw  bolts  32  and  33. 

The  dies  or  concaves  are  put  in  place  after  cleaning,  drying,  warming  them  in 
cold  weather,  and  stopping  the  cracks ;  they  are  then  backed  by  running  in  molten 
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FIG.  29. 


FIO.  28. 

SINGLE        SECTIONAL 
PIECE  LINER       LINER. 
FOR  SIZE  £. 


FIG.  30. 

SINGLE 
PIECE  HEAD 
FOR  SIZE  E. 


FIG.  31. 

SECTIONAL 

(8-PIEOE) 

HEAD. 


FIG.  82. 

SECTIONAL 

(6-PIECE) 

HEAD. 


zinc.  The  wanning  helps  the  zinc  to  flow.  Each  liner  is  made  in  one  piece 
(Fig.  28),  or  in  two  pieces  (Fig.  29)  on  account  of  the  greater  wear  at  the  lower 
end.  In  the  latter  form  the  upper  section  lasts  twice  as  long  as  the  lower  section. 
The  head  is  also  made  in  several  forms.  The  ordinary  is  all  in  one  piece,  as 
shown  in  Fig.  30.  Later,  composite  forms,  jointed  by  zinc  and  providing  for 
the  greater  wear  at  the  tips,  are  shown  in  Figs.  31  and  32.     The  lower  part  will 
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perhaps  wear  twice  as  fast,  and  the  upper  part  half  as  fast  as  the  middle  part. 
This  plan  sends  less  metal  to  the  scrap  heap  than  when  the  head  is  in  one  piece. 
9  and  10  (Fig.  27)  are  ring  bolts  used  for  lifting  out  the  various  parts;  8  is  the 
staple  for  fastening  the  plate  Z, 

§  46.  Adjustment  for  Wear. — The  Amount  of  Throw. — In  the  earlier  forms, 
the  wear  of  the  head  and  liners  is  taken  up  by  raising  the  spindle  by  the  introduc- 
tions of  buttons  under  the  step  piece  0.  When  this  has  reached  its  limit,  the 
liners  or  head  have  to  be  changed  as  in  the  Gates  breaker,  and  the  spindle  lowered 
again  to  its  starting  point.  The  button  adjustment  was  a  clumsy  arrangement, 
and  in  the  later  form  (see  Fig.  33)  there  is  a  ram  K  provided  with  a  steel  toe  d\ 
on  which  stands  the  hemispherical  button  g  and  the  spindle  0.    At  the  lower 


FIG.  33. — COMET  BREAKER  WITH 
NEW  CHAIN  ADJUSTMENT. 


FIG.  34. — SECTION  OF  THE 
MoCULLY  BREAKER. 


end  of  the  ram  are  two  supporting  sheaves  T,  and  running  through  a  slot  in  the 
ram  is  the  drum  shaft  U.  A  crank  shaft  C"  turns  the  screw  B'  of  the  worm  gear 
and  by  it  the  gear  W  and  the  grooved  drum  V,  upon  which  the  chain  R  winds. 
This  chain  passes  under  one  sheave  T,  over  the  loose  sheave  0,  under  the  other 
sheave  T  and  up  to  be  attached  to  the  frame  at  m.  In  the  largest  breaker  E, 
the  spindle  can  be  lifted  by  this  mechanism  9  inches  vertically.  The  whole  is 
enclosed  in  the  casing  J/' 
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Some  of  the  dimensioiiB  and  the  amount  of  movement  of  the  Comet  breaker 
are  given  in  Table  21. 

TABLE  21. — ^DIliENSIONS  OF  COKBT  BREAKEB. 


8iM. 

Vertical  Dto- 
tanoefrom  Ful- 
crum to  Top 
of  linen  or 
Concavee. 
iDchea. 

Vertical  Dis- 
cruin to  Bottom 
of  liners  or 
Ooncavea. 
iDcfaee. 

Vertical  Dis- 
tance from  Ful- 
crum to  Center 
of  Eccentric 
Journal. 
Inches. 

Total  Movement,  or  Throw.         | 

At  Top  of 
Uners. 
Inches. 

At  Bottom 

of  Uners. 

Inches. 

At  Center 
of  Eccen- 
tric Joum*L 
Inches. 

▲ 

B 

% 

8 
10 

14 

18 
M 
87 
88 

88 

86 

87 
78 
98 
106 

.16 
.90 
.81 
.96 
.98 

.80 
.48 
.64 

.66 
.76 

1.19 
1.84 

1.68 
1.84 
9.16 

See  Tables  25  and  26  for  details  of  Comet  breakers  in  the  mills. 

§  47.  The  McCully  Gyhatino  Bheakbh  (Table  22  and  Fig.  34)  is  manu- 
factured by  B.  McCully.  This  breaker  is  in  principle  like  the  Gates  and  Comet, 
but  it  has  certain  differences  for  which  advantage  is  claimed.  They  are  as 
follows : 

The  spindle  C  is  not  supported  on  a  step  below  but  is  suspended  from  the  tripod 


suit  the  raising  or  lowering  of  the  crushing  head.  The  top  journal  of  the  spindle 
is  turned  cylindrical  while  the  inside  of  the  sleeve  6'  is  conical  to  suit  the  angle 
of  gyration.  The  fulcrum  is  at  6*.  The  effect  of  this  combination  is  that  the 
weight  of  spindle  and  head  are  carried  upon  the  tripod  with  greatly  reduced 
friction,  while  in  the  Gates  and  Comet  breakers  this  weight  causes  the  sliding 
friction  of  the  step  below.  The  machine  has  a  side  manhole  which  enables  it 
to  be  safely  lubricated  while  running.  The  bearing  of  the  large  gear  can  be 
removed  for  repairs  by  lowering  the  bottom  by  bolts  without  taking  down  the 
machine.    A  flexible  canvas  hood  0  excludes  the  dust  from  the  bearings  below. 


TABLB  22. — SIZES  OF  MoCULLY  BBEAKBB.    (Frmb  GatalcsiM.) 


hresker. 
Pounds. 


SISBofeacfa 
feedopei 
In 


SIseof  com* 
Mnedfeed 


Inches. 


Gapacitj  per  94 
hours  in  tons  of 
9,000  pounds  to 
macadam  or 
hallast  sise(9^ 
inches). 


Dimensions  of  drir 
inic  puUeys. 


Diameter 
Inches. 


Face. 
Inches. 


Berohittons 

of  driring 

pulley  per 

minute. 

Gears  reduce 

thisH. 


Siseofenfcfne 
in  horsepow- 
er for  break- 
er, elevator 
and  screen. 


6,600 
7,900 
14,000 
91,000 
97,fi00 
49,000 
M,000 
91,000 
100,000 


5x19 
«zl4 
7x15 
8x18 
10x90 
11x94 

90x44 


6x80 
6x49 
7x45 
8x64 
10x00 
11x79 

i«4xgo 

18x196 
90x189 


l€8to   904 

168  "    988 

800  »    480 

480  "    790 

790  "    960 

960  '*  1,440 

1,440  "8,000 

9,400  "8,000 

9,880  '*  4,900 


90 
94 
98 
89 
86 
40 
44 
48 


4 
6 
6 
8 
10 
19 
14 
16 
18 


600 
476 
450 
486 
400 
875 
876 
876 
870 


6to  6 

8"  10 

19"  16 

16  "  90 

18"  99 

96  "  80 

40"  00 

60"  75 

80  "  110 


An  older  form  of  the  McCully  breaker  has  no  ball  and  socket  joints  but  simply 
has  two  large  lock  nuts  upon  the  threaded  upper  end  of  the  spindle.  The  lower 
lock  nut  rests  directly  upon  the  sleeve  6*  (Fig.  34).  This  has  the  disadvantage 
that  the  sleeve  bears  only  at  one  point  at  a  time  and  there  is  more  or  less  of  an 
up  and  down  or  seesaw  motion  of  the  head. 
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§  48.  CoMPABisoN  OF  THE  GATES  AND  McCuLLY  BREAKERS. — A  comparative 
test  made  by  the  Gates  Iron  Works  on  the  regular  Gates  breaker,  a  Gates  breaker 
supplied  with  a  suspended  shaft  so  made  as  to  obviate  any  seesaw  motion,  and 
an  old  style  McCuUy  breaker,  gave  the  results  shown  in  Table  23.  The  conditions 
with  regard  to  speed,  amount  of  throw  and  leverage  were  the  same,  and  the  same 
crushing  head  was  used  for  all  three  tests. 


TABLB 


I. — COMPARATIVE  TESTS  OF  SPINDLE  BREAKERS. 


Style  of  Breakar. 

No. 

Opting 

Throat 
Inches. 

Bock 

Used. 

Founds. 

Time 
Consum- 
ed. 
Minutes. 

Net 

Power 

Used. 

Amperes. 

B<ilAtlTe 
Work  Used. 

Bmlar  Gfttes,  No.  0 

GiSbs  No.  0,  with  nupended 

shaft..... rrrrr. 

Saiid4 

6and« 
7,8aiid9 

0.17 

0.17 
0.17 

600 

BOO 

600 

9.08 

10.88 
18.61 

10.64 

9.87 
8.77 

106.6 

100.0 
116.0 

Old  stjle  MoCully 

The  rock  used  was  hard,  close-grained  granite,  all  between  3  and  IJ  inches 
diameter,  and  had  a  compressive  strength  of  about  30,000  pounds  per  square  inch. 
The  '*Net  Power  Used"  is  obtained  by  subtracting  the  power  used  in  running 
empty  from  the  total  used  in  crushing.  The  "Relative  Work  Used  in  Crushing'* 
expresses  the  ratio  of  the  products  of  power  multiplied  by  time.  Sizing  tests 
of  the  products  are  given  in  Table  24. 

TABLE  24. — SIZING  TESTS  OF  PBODUGTS  FBOM  SPINDLE  BBEASEBS. 


TestsNQfl.8and4. 

Tests  Nos.  6  and  6. 

Tests  Nos.  7,  Sand  9.| 

Pounds. 

Percent. 

Pounds. 

Far  Cent. 

Founds. 

Percent. 

Orsrllnch 

1.6 
60.6 

SM.O 
09.6 

198.0 

0.80 
10.16 
46.00 
90.00 
94.68 

1.6 
69.6 

818.6 
99.0 

190.0 

0.80 
11.94 
48.88 
19.86 
94.07. 

0.68 
98.60 
198.80 
190.70 
161.90 

89.70 
96.80 
80.18 

IhroiighlonM-looli-*** 

Through  94  on  4-inch. 

^nuroQII^  i2  on  j  -Inch 

Itotal 

497.6 

100.01 

498.6 

100.00 

600.7 

99.99 

This  table  shows  that  the  extra  work  done  by  the  old  McCully  breaker  as  shown 
in  Table  23^  has  made  its  appearance  in  a  finer  crushed  product. 

{h)    SPINDLE  BBEAKEBS  WITH  EQUAL  MOVEMENT  ON  LABGE  AND  SMALL  LX7MPS. 

§  49.  BuTTEB  Breakeb. — S.  B.  Krom  has  in  his  catalogue  a  figure  called  the 
improved  Butter  breaker.  It  places  the  crusher  head  directly  upon  a  long  eccen- 
tric running  its  whole  length.  The  spindle,  therefore,  revolves  and  the  crusher 
head  gyrates  upon  the  spindle.  This  is  the  earliest  form  from  which  the  modem 
spindle  breakers  have  been  developed.* 


(C)   SPINDLE    BBEAKEBS    V7HIGH    HAVE    THE    GREATEST    MOVEMENT    UPON    THE 

LABGEST  LUMP. 

§  60.  The  Lowbt  National  Bbbakeb^  the  rights  of  which  are  now  owned  by 
the  Gates  Iron  Works,  represents  this  class.  The  spindle  has  a  pivot  consisting 
of  a  ball  and  socket  bearing  placed  just  below  the  crusher  head.  Breaker  No. 
4  in  Mill  89  is  of  this  pattern.     (See  Table  25.) 

•  RuUer^B  Ore  KiU,  patented  March  93, 1809.    Brown's  Improved  Mill,  March  96, 1878;  relMued  Septemher  7. 
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§  51.    COMPARISOK    OF    SpINDLE    BREAKERS    OF    ClASS    (a)     WITH    ThOSB    OF 

Class  (c). — The  remarks  made  in  comparing  the  Blake  and  Dodge  types  of 
breakers,  (J541),  apply  here  with  equal  force. 

§  52.  Mill  Data  on  Spindle  Breakers. — Table  25  gives  the  details  of  the 
spindle  breakers  in  the  mills  visited  by  the  author.  These  machines  are  all  fed 
dry.  It  is  noticeable  that  they  are  all  of  them  machines  of  large  capacity,  but 
are  run  much  below  their  limit.  In  the  mills  using  Comet  breakers  the  new 
worm-gear  adjustment  is  evidently  becoming  a  favorite  means  of  adjustment  for 
taking  up  wear,  the  old  Comet  adjustment  with  buttons  being  used  only  on 
machines  of  earlier  date. 

TABLE  25. — ^DETAILS  OF  SPINDLE  BREAKERS. 

AbbroriatloDS.— Br.sbreaker;  C.=oomet;  Cap.s:capaci^;  Est.=e8tlmated;  0.=Gate8;  gris.=griiily; 
H.  P.=horae  power;  ln.=incheB;  L.=IjOwry;  Max. = maximum;  No.=Dumber. 


Revolu- 
tions per 
Minute. 


BinoCFted. 


Crushed 

to. 
iDofaes. 


if 


Head 


890 
MO 


600 


160 
170 
818 
960 


Mine  ore.. 


over  1^-ln.  grii. 
over  lU  in.    '' 
over  1-Si. 
overl^-in.    " 


495 

iio 


818 

'iio 


over  M-in.    '* 


over  1^-in.  gris. 


800 
980 
110 
80O 
75 
17 
186 
80O 
00 
100 


(6-)  960 
960 


(c)  ,(d)80 
(«)|80-98 


Worm  I 


480 


880 


90 
'i2* 


40 


Screw  to  0  in. 
Screw  to  6  1b. 
Screw  to  6  in. 
Shims  up  to  0  In. 
Worm  gt-ar. 


<  a)  These  are  estimates  by  the  mill  managers;  for  capacities  quoted  by  manufacturers,  see  Tables  18  and  90. 
(h)  Twa  can  probably  crush  1,440  tons  in  84  hours,    (c)  Repairs,  oil  and  other  incidentals,  8800  per  year,      -  —  - 


is  the  result  of  actual  measurement.    (e)None  except  occadonal  babbitting.  , 

—  -      •  ...  ^. .-         ^^  Through  No.  8  breaker  on  No.  1 


^--.._.    (d)ThiB 

,  _^      (/)  Babbitt  eccentric  every  6 

months,    (g)  Bevel  gear  and  ptnkm  gear,   (h)  Babbitting  bearingM.    "^  "^ •-  *'-    •  '^ — '^ ~     - 

trommel,  1  id. 

Table  26  shows  the  wear  and  cost  of  parts  in  the  spindle  breakers  and  is  com- 
puted in  the  same  manner  as  described  under  the  Blake  breaker^  §  33. 


TABLE   26. — WEAB   FOR   SPINDLE  BREAKERS. 


Iron;  C.  H.  8. »case hardened  steel;  C.  L=castiron;  E.seach;  H.=: 
babbitt;  P.splvots. 

B.W.  L=best  white  liOD 
Head;  L.=:Lineni;  U.  G 

;  Ch.  LsdilUed 
.  B.smain  gear 

1 

1 

1 
1 

1 

1 
1 
1 

Wearing 
part 

Material. 

Tbtal  weight 
Pounds. 

Cost 

pound. 
New. 
Cento. 

SeU 
per 

pound. 

*01d. 

Cento. 

Ute. 

Wear  per  ton. 
Pounds. 

Coat  per  too. 
Cento. 

New. 

Old. 

Day^ 

Tons. 

Qross. 

Net 

Grow. 

Net 

86 

H. 

L. 

B.P. 

H. 

L. 

g-u 

B.P. 

H. 

L. 

M.  0.  a 

H. 

L 

H. 

L. 

H. 

L. 

P. 

M.  O.  B. 

B.  P. 

CJh.L 
Gh.1. 

u 
u 

•• 

8,800 

J  1,440 

1 1.760 

(a) 

8,700 
[l»840 

6 
6 

0.66 
0.66 

860 
(180 
1160 

60,400 
18,000 
84,000 

0.0665 

0.111 

0.078 

0.0119 
0.0077 
0.0175 

0.881 
0.066 
0.440 

0.846 
0.697 
0.408 

80 

845 
846 
140 
886 

16 
108 

90 

I 

90,000 

oaooo 

42,000 
67;800 

90E. 
800 
600 

% 

768 

TOE. 
600 
400 

as 

0.018 
0.0009 

0.005 
0.0080 

0.107 
0.045 

61 

Cb.L 
It 

C.  H.  B. 
IstO.  B. 

C3h.I. 
»« 

B.W.L 
It 

CSlL 
ti 

C.L 

500 
500 

7 
7 

\ti 

18,750 
11,860 

0.060 
0.066 

0.0396 
0.0834 

0.48 
0.475 

0.41 
0.897 

m 

88 

1,800 
1,875 
1,000 
8,000 

7 
7 

4 
4 

S 

180 
180 
180 
180 

ib,866 

10,800 
16,000 
16,000 

0.167 
0.187 
0.0686 
0.186 

*6!6iw' 

0.0376 

1.167 
0.881 
0.860 
0.600 

64 

700 
1,400 

0.817 
0.484 

88,000 

C.  L 

6 

(a)  8  X  8  X 10  Inches,    (b)  $80.00  per  set.    (c)  1^  X  7  inches,    (d)  Long  time. 
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§  53.  Routine  of  Managing  Heads  and  Concaves  on  Spindle  Breakers. — In 
Mill  66,  three  sets  of  concaves  of  varying  thickness  are  used.  A  new  head  is 
first  mounted  and  with  it  the  thinnest  set  of  concaves,  and  the  screw  adjustment 
is  used  to  regulate  size  until  the  head  is  raised  to  its  highest,  then  the  process  is 
repeated  with  a  medium  set  of  concaves,  and  finally  with  a  thick  set.  At  the 
end  of  the  third  period  the  head  is  worn  out  and  the  routine  is  gone  over  again. 

In  Mill  83,  two  thicknesses  of  concaves  only  are  used  during  the  cycle  and  the 
spindle  is  raised  by  six  buttons,  each  1  inch  thick,  one  at  a  time. 

In  Mill  26  a  Comet  D  breaker  wore  its  parts  as  indicated  in  Table  27.  The 
cost  of  removing  old  concaves  and  putting  in  new  ones  was  about  $24.50,  includ- 
ing zinc  for  backing.    The  cost  for  changing  a  head  was  about  the  same. 

TABLE  27. — SHOWING  WEAR  OF  PARTS  IN  MILL  26. 


Ooncares. 

Head. 
Weight. 
Pounds. 

Chilled  iron  made  l^ 

Cost  per 

Life. 

Date. 

Thickness. 
Inches. 

Weight. 
Pounds. 

Days. 

Tons. 

May  W,  KK^  . , . 

9^ 

1.440 

Fraser  &  Chalmers. 
hi                t» 

Lake  Superior  Iron  Works. 

ti                       %4                        it                        M 

U                  »•                  tt                  tt 
t*                   t»                    M                   «t 

Local  foundry. 

109 
807 
118 
84 
148 

12«874 

8,800 

88,809 
18,947 

Sept.  16, 1886... 
Jan.  6, 1890..... 

i 

1,440 
1,780 
1,760 

6 
6 
6 

6 

4,154 
84,809 

Feb.  8, 1806 

April  1,1896.... 

8,800 

July  6,  1896.... 

8» 

1,760 

General  Consideration  about  Breakers  and  Breaking. 

§  54.  Quality  of  Crushing  by  Breakers. — Two  sizing  tests  are  given  as 
follows : 

In  Mill  25,  breaker  No.  1,  a  9  X  15-inch  Blake,  set  to  cnish  ran  of  mine  con- 
taining dolomite  with  disseminated  galena  H  inches  in  size,  yielded  the  following 
sizes:  On  IJ  inches,  61.2% ;  through  IJ  on  J  inch,  16.7% ;  through  J  on  f  inch, 
7.3% ;  through  f  on  f  inch,  7.9%  ;  through  f  on  i  inch,  6.2%  ;  through  i  inch  on 
4  nun.,  4.8% ;  through  4  mm.  on  1  mm.,  4.4% ;  through  1  mm.  on  J  mm.,  0.4% ; 
through  i  mm.,  1.1% ;  total,  100.00%. 

K.  Von  Beytt*'*  gives  the  following  sizes  as  produced  by  a  jaw  breaker  running 
at  230  revolutions  and  crushing  lumps  of  Przibram  ore  all  about  64  mm.  size. 
Through  64  on  32  mm.,  22.36% ;  through  32  on  22  mm.,  24.12% ;  through  22 
on  16  mm.,  18.85%;  through  16  on  12  mm.,  4.22%;  through  12  on  8  mm., 
10.15% ;  through  8  on  6  mm.,  5.03% ;  through  6  on  4  mm.,  1.40% ;  through  4 
on  3  mm.,  1.40% ;  through  3  on  2  mm.,  1.91% ;  through  2  on  1  mm,,  3.60% ; 
through  1  on  i  mm.,  1.70% ;  through  ^  on  J  mm.,  1.94% ;  through  J  on  Vir 
mm.,  1.23% ;  through  ^  mm.,  2.10% ;  total,  100.00%. 

For  other  sizing  tests  see  §  48  and  §  63. 

Too  much  importance  should  not  be  given  to  the  foregoing  figures,  as  the  per- 
centages vary  much  according  to  circumstances ;  for  example,  whether  the  mine 
fines  are  sifted  out  or  not,  whether  the  ore  is  tough  and  brittle,  or  soft  and  granu- 
lar, whether  the  machine  is  set  to  crush  small  or  large,  whether  it  is  of  Blake 
or  Dodge  type,  whether  the  crushing  surfaces  are  sharply  corrugated  or  smooth. 

As  an  example  of  this  last  condition  we  have  Mill  13,  where  a  Blake  breaker 
(see  Table  9)  is  used  to  crush  pyrite  for  kiln  roasting.  New  jaws  with  sharp 
corrugations  make  approximately  14%  of  fines  in  crushing  rock  to  pass  through 
a  hole  i  inch  in  diameter,  while  old  round  and  smooth  plates  make  30%  of 
fines.     Hence  the  very  short  life  allowed  for  plates  in  that  mill. 
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With  the  Gates  breaker  it  has  been  found  possible  to  do  "choke''  crushing  (see 
§97),  and  so  crush  the  material  finer  than  the  opening  at  the  throat  would 
indicate.  As  a  specific  example,  a  No.  4  Gates  breaker,  set  at  1^  inches,  sent 
its  product  to  a  trommel  with  J-inch  round  holes  and  the  oversize  which  was 
large  in  amount  was  returned  and  mixed  with  the  large  lumps  of  feed.  This 
mixing  of  the  large  and  small  lumps  is  essential  to  produce  the  "choke''  crushing. 
The  capacity  of  this  system  is  144  to  168  tons  of  granite  in  24  hours.     The 

froduct  contains  less  fines  and  fewer  elongated  or  flattish  lumps  than  where  the 
reaker  is  set  to  crush  to  J  inch  in  the  ordinary  way. 

§  55.  Material  for  Wearing  Parts. — A  glance  at  Tables  10,  14  and  26 
shows  that  chilled  iron  is  by  far  the  most  common  metal  used.  The  detailed 
statement  is  as  follows :  Spindle  breakers — all  use  chilled  iron.  Dodge  breakers 
— 3  use  steel  jaws  and  cheeks,  2  use  chilled  iron  jaws  and  cheeks,  2  use  steel  jaws 
and  iron  cheeks,  3  use  steel  jaws  (cheeks  not  given).  Blake  breakers — 12  use 
steel  jaws  and  cheeks,  42  use  iron  jaws  and  cheeks,  9  use  steel  jaws  and  iron  cheeks, 
4  use  steel  jaws  (cheeks  not  stated),  48  use  iron  jaws  (cheeks  not  stated). 

Mills  ^1  and  64,  in  Table  10  (Blake  breakers)  and  Mill  26,  in  Table  14  (Dodge 
breakers),  show  the  superiority  of  manganese  steel  over  chrome  steel,  hammered 
steel,  cast  steel  and  chilled  iron.  Mill  40  reports  the  same,  without  furnishing 
complete  figures.  Mill  62,  in  Table  10  (Blake  breakers),  shows  more  favorably 
for  chilled  iron  as  against  chrome  and  manganese  steels.  The  ore  is  very  hard 
to  crush. 

Averaging  up  the  figures  of  gross  cost  of  jaw  plates  from  Table  10,  we  get  the 
averages  given  in  Table  28. 

TABLE  28. — COMPARATIVE  WEAR  OF  METALS  FOR  JAW  PLATES  OF  BLAKE  BRBAS:£R8. 


ATorage 
of 

Oroas  oMt  of 
metal  per  ton. 

GbronM  Bteel.................. 

6 

a 

6 

1 
10 

Cents. 
1.488* 
0.8M 

0.856 

Out  iron  (probably  chilled) 

White  liroa 

Chilled  iron 

*  Tills  flgurs  Is  onfaTorably  influenced  by  one  very  high  figure  (Hill  88)  wTiich,  wlien  omitted, 
the  average  to  0.879  cents. 

t  This  contains  one  Tery  high  figure  (Mill  0?)  which  if  left  out  would  reduce  the  average  to  0.4M  cents. 

•  The  figures  in  Table  28  do  not  quite  fairly  represent  the  relative  costs,  for 
the  following  reasons:  Mills  crushing  soft  ores,  as  the  Missouri  limestones,  are 
all  given  chilled  cast-iron  jaw  plates,  while  mills  with  a  hard,  tough  ore  to  treat 
use  one  of  the  steels.  If  the  applications  were  reversed,  it  is  probable  that  costs 
given  for  the  steels  would  be  greatly  reduced,  and  that  for  chilled  cast  iron  pro- 
portionately increased. 

For  jaw  breakers,  Gates  Iron  Works  recommend  manganese,  chrome  or  John- 
son steel  for  hard  work ;  otherwise,  chilled  iron.  Fraser  &  Chalmers  recommend 
manganese  and  chrome  steel  for  longest  life  and  cheap  repairs.  T.  A.  Blake 
says  that  everything  considered,  chilled  cast  iron  is  most  satisfactory  and  eco- 
nomical, giving  better  results  than  cast  steel.  For  fine  multiple  jaw  breakers,  he 
uses  best  tool  steel;  for  coarse  multiple  jaw  breakers,  chilled  iron.  For  large 
breakers,  Blake  recommends  corrugated  jaws;  for  small,  smooth  or  plane  jaws. 

For  the  qualities  of  the  various  met&ls,  the  reader  is  referred  to  the  discussion 
given  under  rolls  (§79),  bearing  in  mind  that  the  tendency  of  chilled  iron  to 
become  pitted  when  used  for  roll  shells  does  not  affect  it  adversely  for  the  wear- 
ing parts  of  breakers  and  that  the  quality  of  manganese  steel,  that  it  does  not 
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fully  return  to  its  form  after  expansion  by  heat  and  work,  will  be  no  disad- 
vantage in  jaw  breakers,  but  may  cause  difficulty  in  spindle  breakers. 

The  higher  priced  metals  have  longer  life  than  chilled  cast  iron  and,  in  con- 
sequence, the  charge  against  changing  the  parts  is  reduced^  as  it  occurs  less  often. 

§  66.  Use  of  Water. — Water  is  sometimes  fed  to  the  rock  breaker  with  the 
ore.    The  custom,  by  mills,  is  as  follows : 

With  water— 16  Blake,  0  Dodge,  0  spindle. 

Without  wateT^-39  Blake,  6  Dodge,  11  spindle. 

The  addition  of  water  is  made  under  two  considerations :  First,  it  is  sometimes 
necessary  to  add  the  water  to  the  system  to  move  the  ore  in  the  chutes,  and  if 
BO,  why  not  feed  it  in  the  breaker?  Secondly,  crushing  is  hastened  and  the 
production  of  slimes  is  lessened  by  adding  water  to  get  the  fines  out  of  the  way,  • 
particularly  when  the  ores  are  soft,  muddy  or  talcose.  For  example,  in  Mill 
87  the  Blake  has  water  connections  which  are  used  only  when  talcose  or  soft 
ore  is  fed.  Water  prevents  packing  of  a  breaker  from  clayey  ores  and  for  this 
reason  a  stream  of  water  from  a  1-inch  pipe  is  kept  running  into  the  breakers 
which  treat  soft  ore  in  Missouri.  It  is  even  said  that  pouring  a  cup  of  water 
into  a  breaker  clogged  with  clayey  ore  will  often  start  it.  Water  may  also  be 
used  to  lay  dust  in  case  of  need. 

§  67.  Lasge  vebsus  Small  Breakers. — The  tables  show  that,  as  a  rule,  the 
breakers  are  run  far  below  their  capacity  and  for  a  few  hours  only  out  of  the 
twenty-four. 

The  advantages  of  a  large  breaker  are  that  it  saves  cost  of  sledging;  that  it 
will  do  its  day's  work  in  a  short  time  and  leave  the  attendant  free  for  other  work, 
thus  saving  labor.  The  disadvantage  is,  that  it  costs  more  at  the  start  and  needs 
a  larger  engine,  but  it  does  not  on  that  account  consume  more  power  per  ton. 

§  68.  Essentials  of  a  Good  Breaker. — It  should  be  strong  enough  to  resist 
the  stresses  and  heavy  enough  to  work  steadily.  It  should  be  of  ample  size  to 
take  the  largest  lump.  Its  action  should  be  simple  and  its  wearing  parts  accessi- 
ble and  easily  removed.  There  must  be  no  possibility  of  contact  of  oil  with 
the  ore.  The  jaw  breakers  need  heavy  fly-wheels.  All  breakers  need  a  cheap 
breaking  point.  Sahlin**  for  jaw  breakers  recommends  this  to  be  the  bolts  which 
hold  the  cap  of  the  pitman,  whereas  in  the  spindle  breakers,  it  is  a  special  break- 
ing pin  connecting  the  driving  pulley  and  fly-wheel  with  the  driving  shaft  of  the 
machine. 

§  69.  Cost  op  Crushing. — ^Estimates  for  the  cost  of  crushing  have  been  pre- 
pared for  different  sizes  of  both  jaw  and  spindle  breakers,  and  are  shown  in 
Tables  29  and  30.  The  basis  for  the  estimates  given  on  the  jaw  breakers  is  as 
follows : 

1.  Sizes,  capacities,  powers  and  original  costs  are  taken  from  the  catalo^e 
figures  given  in  Table  5. 

2.  Oil,  costing  36  cents  per  gallon*  is  estimated  to  be  used  at  the  rate  of  1  ^ 
quart  per  24  hours,  on  a  13  X  30-inch  breaker,  crushing  540  tons  in  24  hours.           ^ 
Tlie  cost  per  ton  is  35Xi-r-540=0.016  cents.     The  cost  per  ton  for  a  4X  10-inch 
breaker,  estimated  to  use  i  pint  per  24  hours,  crushing  84  tons  is  36X-jV^84:= 

0.026  cents.    The  average  of  these  two  figures  is  0.021  cents. 

3.  Interest  and  Depreciation  at  10%  per  annum. — For  a  4XlO-inch  breaker 

this  would  be  $27.50  per  year.     On  a  basis  of  308  operating  days,  84  tons  being 

$27  50 
crushed  per  day  the  cost  per  ton  would  be^Qg*    .=0.106  cents.     Other  sizes 

are  calculated  in  the  same  way. 

*  Tftken  from  catalogue  of  Gates  Iron  worka. 
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4.  Power  is  estimated  to  cost  $40  per  horse  power  per  year  of  308  days,*  or 

$0.1298  per  day.     For  a  4X10-iiich  breaker,  using  5  horse  power  and  crushing 

$0  1298X5 
84  tons  per  day,  the  cost  per  ton  would  be  g . =0.773  cents.    Other 

sizes  are  figured  in  like  manner. 

5.  Laior. — It  is  assumed  that  the  breaker  is  fed  by  a  sloping  chute  and  can 

therefore  be  fed  by  one  man  at  a  cost  of  $2  per  12-hour  shift,  or  $4  per  24 

$4 
hours.    The  cost  per  ton  for  a  4 X  10-inch  breaker  would  be  gj  =4.762  cents. 

6.  Wear  is  estimated  at  0.815  cents  per  ton,  which  is  the  average  of  the  gross 
cost  per  ton  from  18  mills  in  Tables  10  and  14  (Blake  and  Dodge  breakers). 

7.  Repairs  other  than  Wearina  Parts. — The  maximum  figure  given  is  that  of 
$165  per  year  for  Mill  24  (Table  9).    This  breaker  treats  109  tons  per  day  or 

33,572  tons  per  year  of  308  days,  making  the  cost  per  toUgg  Kna^^  0.462  cents. 

TABLE  29. — ^BSTIHATED  COST  OF  ORUSHINO  BY  JAW  BRWAKKB. 

SiieofmoutliinliichM 4x10  rslO  tel6  lOitt  tMaOO 

IVuiionudiedinMhoun 84  190  198  800  640 

Honepower 5  ^8  18  ^    »  80. 

Oostoftyreaker |87B  $600  $760  $1,OGO  ft^BO 


Cost  moabtiiMrtooforoa o.oei     o.OBi     o.oei     o.aei      o.osi 

••           ^^           *'  intsrwtaaddepraelatloii O.IOO  0.180  0.127  0.114  0.1» 

9        *•             MM  power 0.778  0.866  0.811  0.8S6  0.781 

••*•''  UOior 4.708  8.888  8.068  1.888  0.741 

••••••  wMur 0.816  0.815  0.816  0.816  0.816 

M             ••             "  lepalrs 0.408  0.408  0.408  0.408  0.4B8 

TottloOitlDMBtipflrtoo 0.980      6.881       4.819      8.610      S.8B8 

The  basis  for  the  estimates  given  on  spindle  breakers  is  as  follows : 

1.  Sizes,  capacities  and  costs  are  taken  from  catalogue  figures  of  Oates  breaker, 
given  in  Table  19. 

2.  Power  is  estimated  by  Gates  rule  that  it  takes  1  horse  power  to  crush  1 
ton  per  hour  to  2^  inches  m  size. 

3.  Oil  is  estimated  at  0.021  cents  per  ton,  as  with  jaw  breakers. 

4.  Interest,  power  and  lahor  are  calculated  as  in  the  other  case. 

5.  Wear  is  ^imated  at  0.971  cents  per  ton^  which  is  the  average  of  the  gross 
cost  per  ton  from  5  mills  in  Table  26.  Since  so  few  quotations  are  available 
the  figures  on  both  Gates  and  Comet  breakers  have  been  taken,  although  the 
latter  average  a  little  higher. 

6.  Repairs  other  than  Wearing  Parts. — ^The  maximum  figure  given  in  Table 
25  is  $200  per  year,  including  oil,  for  Mill  26.  Deducting  $25  for  oil,  we  have 
$175  for  repairs  on  a  breaker  which  treated  28,363  tons  of  ore  from  January  5 

to  July  5,  1896,  as  shown  in  Table  27.    The  cost  per  ton  is  ^ollo^«F^0.308 

<6o,«5ooXi9 

cents. 

TABLB  30. — ^BSTDCATBD  COST  OF  OEUSHINO  BT  SPINDLE  BBBAKSRS. 

Number  of  bratkv 0           8           4            0  8 

gnof  mooUiteJndM ^80       ftir48       8i64      11x78  18x186 

T()iiaon]diedin84hoan 78         810         640       1,080  8»000 

Honepower 8            0          88          46  186 

Oootofbreiacer $875       $780    $1,800     $8^00  $7,000 


OosttaOWtimrtOBferoiL 0.081  O.OSl  O.OBl  O.OSl  0.081 

•»             M             '*  interaiitaaddeiirBdatioD 0.100  0.114  0.108  O.OBO  0.070 

"              "              1  I»^« OMl  0-841  0.641  0.641  0.641 

**              **             ^Ubor 6.666  1.808  0.741  0.870  0.188 

n              ^             "  ^»«» 0.071  0.071  0.071  O.Wl  0.971 

**             '^            ~  reiwin O.806  O.806  O.806  O.808  O.806 

Total  cort  to  ceatB  per  ton. 7.800  Tj^  8.078  Tiio  8.080 

•  Eent's  "  Meoh.  Bog.  Focketbook,''  p.  700.    ;<r  ] 
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The  two  tables  are  not  intended  to  cover  all  eases  of  crushing — in  fact,  such 
a  thing  is  impossible — but  rather  to  show  the  way  the  calculation  of  the  various 
items  should  be  made  under  various  conditions.  For  example,  these  figures 
are  baaed  upon  one  man  to  attend  the  breaker,  while  it  is  not  uncommon  to  re- 

?[iiiie  two  or  even  three  men.  Thus,  at  Mill  24  a  9X15-inch  Blake  requires 
our  feeders  in  24  hours  to  crush  109  tons  of  ore.  The  men  are  paid  $1.30  each^ 
or  a  total  of  $5.20,  which  is  equivalent  to  4.77  cents  per  ton.  Substituting  this 
figure  for  the  2.083  cents  given  in  Table  29  we  get  7.006  cents  as  the  estimated 
total  cost  of  crushing  in  uiat  mill. 

These  tables  are  also  based  upon  24  hours  per  day,  whereas  the  usual  custom 
is  to  run  10  hours  or  less  per  day.  This  change,  however,  would  not  greatly  affect 
the  computations.  It  should  be  borne  in  mind  that  these  figures  cover  merely 
the  act  of  feeding  and  crushing,  without  regard  to  the  cost  of  elevating  and 
screening,  which  must  be  added  in  figuring  for  a  complete  crushing  plant. 

It  is  noticeable  that  the  larger  the  breaker,  the  lower  is  the  cost  per  ton  given 
in  the  tables,  principally  owing  to  the  lower  cost  for  labor.  The  following  quota- 
tions show  actual  costs  of  crushing  in  different  localities : 

At  the  plant  of  the  Minnesota  Iron  Co.^'*  110,447  tons  of  hard  hematite  were 
crushed  during  three  months,  ending  January  1,  1895.  Of  this  perhaps  60% 
actually  needed  crushing.    The  cost  was  as  follows : 

SappMes $8,096.00  4.64  cents  per  too. 

OtberMOOuntt 8,716.47  8.86  cents  per  toa. 

Totsl $8,748.47  ToO  cents  per  too. 

The  plant  consisted  of  three  Blake  breakers  each  with  a  mouth  28X30  inches 
and  driven  by  a  14  X  26-inch  Rejrnolds  Corliss  engine  of  125  horse  power. 

Gates  Iron  Works  give  a  rough  figure  for  getting  a  ton  of  road  metal  tl^rocigh 
2^  inch  ring  sized  further  on  2,  1^  and  1  inch  screens : 

Cost  of  quarrying 20  cents  to  50  cents. 

Cost  of  crushing,  including  hauling  up,  dumping,  crush- 
ing, elevating  and  sizing 10  cents  to  40  cents. 

Totals   30  cents  to  90  cents. 

At  the  Atlantic  mill,"*  J.  Birkiiibine  states  that  the  cost  of  transporting  to 
rock  house,  picking  poor  rock  and  crushing  the  copper  rock  is  less  than  7  cents 
per  ton. 

A  quotation  on  cost  of  crushing  by  the  Monarch  breaker  has  been  given  at  2f 
cents  per  ton.     (See  §  18.) 

E.  D.  Peters,  Jr.,**  deducing  an  average  from  handling  large  amounts  under 
varying  conditions,  gives  the  following  estimate  of  cost  for  a  plant  of  200  tons 
capacity  in  10  hours : 

«^        ^  ^       ^.     ^  .  PBTBhlft.    Pertoo. 

Power.    FMrdavof  ten  hours,  St  leeot  per  too.. $8.00     $0.0100 

Lsbor.    Four Isborers at $8.00 u.OO       O.OOOO 

RsMtav.    Toggles,  Jaw  plates,  etc $0.66 

Wearof  tools,  babbftt^etc 75 

""  ' ••  80 

.75 


Dailj  slight  repairs  on  machinery.. 80 

Misoettaneoas  items,  sampling,  eto  .  ~ 


1 


Total $18.66     $0.0887 

CoHPABisoN  OF  Jaw  AND  Spindle  Breakbrs  wiU  be  made  along  the  follow- 
~  lines: 


^  60.  (a)  Number  Used. — The  Blake  breaker  of  the  pitman  pattern  with 
iolld  cast-iron  frame,  is  the  old  standard  breaker  of  the  country,  while  the  Gates, 


i 
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Comet  and  McCully  are  more  recent.  The  latter  are,  however,  growing  in  favor 
on  account  of  their  great  capacity.  Tables  9,  13  and  25  show  that  fifty-two  of 
the  mills  use  the  Blake,  five  use  the  Dodge  and  eleven  use  the  spindle  type. 

§  61.  (6)  Principle  of  ActioA. — The  spindle  breaker  acts  upon  large  elongated 

lumps  on  the  principle  of  a  beam  supported  at  the 
ends  and  loaded  in  the  middle  (see  Fig.  35),  saving 
power  thereby.  This  is  true  of  the  large  lumps,  but 
in  regard  to  the  small  lumps  that  are  down  near  the 
throat,  the  curvature  of  the  space  is  too  little  with 
reference  to  the  length  of  the  lump  for  this  prin- 
ciple to  eflEect  any  appreciable  result.  The  jaw 
breaker  has  large  corrugations  on  its  jaws  which  are 
arranged  alternately,  and  in  consequence  the  elon- 
gated lumps  near  the  throat  are  treated  on  the  beam 
principle,  tending  toward  the  formation  of  cubical 
forms.  The  spindle  breaker  has  this  action  of  the 
corrugations  on  the  small  lumps  only  to  a  slight 
extent  since  its  corrugations  are  very  small  or  else 
there  are  none  at  all. 
§  62.  (c)  Taper. — The  taper  or  decrease  of  width  between  the  shoe  and  die 
per  foot  of  depth  must  be  small  enough  to  hold  the  rock  well  and  prevent  it 
from  snapping  out.  At  the  same  time  the  less  the  taper  the  deeper  must  be  the 
jaw  in  order  to  effect  a  given  reduction,  and  the  deeper  the  jaw  the  greater  the 
movement  at  the  end  which  has  the  greatest  movement  and  the  greater  the 
liability  to  pack.  The  action  of  the  jaw  breakers  is  such  that  they  must  have 
less  taper  than  spindle  breakers.  The  ordinary  taper  for  Gates  breakers  is  4^ 
inches  per  foot,  but  it  is  found  that  5  inches  on  a  Gates  is  as  good  as  4^  on  a 
Blake. 

§  63.  {d)  Power,  Cost,  Capacity  and  Weight. — ^The  only  complete  Bet  of 
figures  that  is  available  is  the  commercial  statements  given  in  the  tables  under 
the  machines.  Those  adopted  by  the  Farrel  Foundry  and  by  the  Gates  Iron 
Works,  are  compared  in  Ta6le  31.  It  is  obvious  that  too  much  weight  shoidd 
not  be  placed  upon  this  comparison. 


FIG.   35. — ^AOIION   OF 
GATES  BBEAKEB. 


TABLE  31. — COMPABISOX  OF  BLAKE  AND  GATES  CATALOGUE  FIGUBBS. 


Mouth  SIfo. 


Weifirhts  of  the 
noachines. 


Cost  of 
machine!. 


Hone 
power  on 
granite. 


Capacity  pef  94  houn. 


Oatea. 


Blake. 


Gatea. 


Blake. 


Gatea. 


Blake. 


Inches, 
4x80 
6x48 
10x00 
14x90 


Inches. 
4x10 
6x20 

10x90 


18x196 


18x80 
'90x86' 


Founds. 

8,800 

7,800 

80,000 

66.800 


Founds. 
4,660 
114300 
18,800 


89,000 


8r,600 

56^666 


$400 

800 

9,500 

6.000 

'7.000' 


9275 

660 
1.060 

'9',9Sb' 

9,875 


4 

5 

15 

15 

50 

90 

196 

80 

160 

40 

Tons.  I 
90to  40toS 
60to  190  to  S 
9S0to  400  toS 
600to  1,250  toS 


Tons.  Inches. 
86  to  9 
196  to  9 
150  to  1^ 


1,000  to  1,500  to  9Hi 


850  to  8^ 


600  to  6 


Prom  the  table  we  find  the  two  smaller  sizes  of  Blake  weigh  more  (141  and 
144%),  cost  less  (69  and  81%),  and  crush  about  the  same  quantity,  employing 
about  the  same  horse  power  to  drive  them.  The  three  larger  sizes  of  Blaki* 
weigh  less  (61,  57  and  56%),  cost  less  (42,  37.5  and  41%),  require  less  power 
(40,  24  and  27%)  and  crush  less  rock  (46,  40  and  40%).     In  all  five  sizes  the 
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Blake  has  less  width  of  jaw  for  the  same  gape  (33,  48,  33,  33  and  29%).  The 
power  and  capacity  given  for  the  two  smaller  machines  are  unjust  to  the  Blake, 
for  that  machine  is  crushing  to  2  inches  diameter,  while  the  Gates  is  crushing 
to  2i  inches.  The  power  and  capacity  given  for  the  three  large  sizes  are  unfair 
to  both  machines;  to  the  Blake  because  a  15-inch  gape  is  compared  with  a  14-inch 
and  a  20-inch  gane  with  an  18-inch;  and  on  the  other  hand,  to  the  Oates,  because 
the  Blake  is  crusning  to  3^  inches  diameter  and  5  inches  diameter,  while  the 
Grates  is  crushing  to  2^  inches  diameter. 

A  good  rule  to  remember  is  that  a  machine  of  either  class  uses  on  the  aver^^ 
about  1  horse  power  for  every  ton  of  rock  crushed  per  hour  to  2^  inches  in  size. 

The  Oates  Iron  Works  have  made  tests  of  the  Oates  breaker  and  a  Blake  type 
of  breaker  manufactured  by  them.  The  rock  used  was  a  hard,  close-grained 
granite  with  a  compressive  strength  of  about  30,000  pounds  per  square  inch. 
It  was  in  lumps  as  large  as  the  machines  would  take.  The  results  are  given 
in  Table  32. 

TABLB  32.— COHPABATIVE  TESTS  OF  SPINDLE  AND  JAW  BBEAKEBS. 
AbbreYiatioii8.—H.  P.shorae  power;  Iii.=lnches;  Lbs.spoiind8;  Miii.Bmiimte8. 


Kind  of 


Width  of 
Throat. 


Rerolu- 


of 

DriTlDg 

PuU^ 

per 

HinuteCa) 


Ktaidof 


Khidof 
Die. 


Kate- 
rial 
Used. 


Capao- 


Net 
Power 
Used. 


Belativa 
Work 

UMdln 
CruBh- 


Qates,  Na  a. 

Blake 

Gates,  No.  8.. 
Blake 


In. 
4x88 
4x10 
7x48 
7x10 


600 
860 
460 
860 


OoiTopted 


Smooth. 
Corrugated 

Smooth. 
Corrugated 


Lbe. 
1,000 
UOOO 
8,000 
8,000 


Min. 


Lbe. 

18,000 
11,800 
46,000 
18,100 


H.P. 

6.8 

8.1 

81.7 

18.46 


100 
187 
100 
144 


(a)  To  get  the  revolntioiis  of  the  q;)indle  in  the  Oates  machine  divide  faj  1^. 

The  "Jfet  Power"  was  obtained  by  subtracting  the  power  used  in  running 
empty  from  the  total  power  used  in  crushing.  .  The  "Relative  Work  Used  in 
Crushing"  expresses  the  ratio  of  the  product  of  the  time  by  the  net  power  used. 
Sizing  tests  of  the  products  are  given  in  Table  33. 

TABLE  33. — SIZING  TESTS  OF  PRODUCTS  OF  SPINDLE  AND  JAW  BBEAKEBS. 


Qates  (4x88). 

Blake  (4x10). 

Oates  (7x48). 

Blake  (7x1(9. 

Onfti-inch 

8.Q)C 
6.8 
84.8 
86.0 
8.8 
8.4 
8.8 
8.8 
4.7 

7.0j< 
10.0 
88.0 
88.8 
6.4 
8.8 
8.7 
4.6 
7.8 

6.0j( 
17.6 
87.0 
80.8 
8.7 
7.8 
8.0 
8.7 
4.0 

6.69t 
88.0 
81.1 
17.8 
4.8 
7.8 
8.8 
4.1 
8.8 

TbnM]glil^on8.inch  .... 

.T*-r»»  IH" 

••       IH"  1     " 

••       1     "    «" 

•'      « ••   8  " 

••        S-imdi?.. 

lOO.QjC 

lOO.QjC 

lOO.QjC 

lOO.QK 

The  sizing  tests  show  that  the  extra  work  put  into  the  Blake  has  made  itself 
evident  in  the  increased  amount  of  fine  material.  The  author  has  given  these 
tests  as  the  best  reliable  data  of  what  the  machines  will  do,  rather  than  to  laud  the 
merits  of  any  particular  breaker,  and  in  studying  them  for  comparison,  the  reader 
.«?hould  bear  in  mind  that  while  they  appear  to  favor  the  Gates  breaker,  the  Blake 
was  handicapped  by  its  small  size,  low  capacity,  and  the  smaller  width  of  throat. 
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The  author  believes  that  for  comparative  tests  the  capacities  should  be  more 
nearly  equal  and  the  tests  should  be  continued  over  a  greater  length  of  time. 
In  a  test  given  by  Bilharz,*  the  results  appear  to  be  favorable  to  the  Blake  breaker 
over  the  Gates. 

§  64.  (e)  Size  and  Shape  of  Mouth, — The  gyrating  spindle  breaker  in  its 
annular  crushing  mouth  has  a  much  wider  opening  around  the  circle  and,  there- 
fore, a  much  greater  surface  acting  per  revolution,  than  that  of  the  jaw  breaker 
with  the  same  gape  of  opening,  that  is  to  say,  receiving  the  same  size  of  stone. 
The  advantageous  effect  of  this,  however,  is  reduced  by  the  fact  that  the  number 
of  gyrations  per  minute  of  the  spindle  breakers  is  less  than  the  revolutions  of 
the  jaw  breakers.  On  small  machines  the  jaw  breakers  have  a  small  area  of 
mouth,  while  the  spindle  breakers,  with  the  same  gape,  have  a  much  larger  area, 
owing  to  their  annular  form  and  are  much  heavier  and  cost  more.  This  makes 
jaw  breakers  commendable  for  small  mills. 

§  65.  (/)  Distribution  of  the  Crushing  in  the  Mill. — ^Where  centralization  of 
the  rock  breaking  at  one  spot  is  desirable,  the  large  spindle  breakers  appear  to 
have  the  advantage,  but  where  the  process  is  better  carried  out  by  having  the 
rock  breaking  located  at  several  points,  this  advantage  disappears. 

At  Mine  44,  there  are  eleven  shafts  each  with  a  24 X 36-inch  Blake,  breaking 
to  12  inches  and  an  18  X  24-inch  Blake,  breaking  to  3  inches.  These  are  accom- 
panied by  grizzlies  and  hand  pickiiig  of  nugget  copper.  One  large  spindle 
breaker  would  be  out  of  the  question  liere,  because  the  graded  crushing  is  needed 
to  help  the  hand  picking  of  the  nuggets  and  two  large  spindle  breakers  instead 
of  the  two  Blakes  would  probably  not  be  so  economical. 

§  66.  {g)  Running  Cost. — The  Tables  29  and  30,  showing  the  estimated  cost 
of  crushing,  bear  out  the  commonly  accepted  idea  that  for  small  breakers  the 
jaw  pattern  has  the  advantage,  while  for  large  breakers  the  spindle  pattern  has 
the  advantage.  This  is,  of  course,  mainly  due  to  the  large  hoppers  which  can 
be  used  with  the  large  spindle  breakers  and  which  economize  labor. 

It  is  interesting  to  note  that  the  figure  representing  the  average  cost  per  ton 
for  wearing  parts  of  jaw  breakers  is  considerably  below  that  for  spindle  breakers. 
Whether  this  is  a  rule  or  merely  a  result  of  chance,  the  author  is  unable  to 
decide  without  further  tests  and  figures. 

The  advantage  of  the  large  spindle  machines  is  illustrated  by  the  experience 
at  the  Caledonia  Mill,*^  where  a  No.  6  Gates  breaker,  tended  by  one  man,  cnishes 
210  tons  of  ore  in  10  hours.  Three  No.  5  Blakes  formerly  required  20  hours  and 
5  men  to  do  the  same  work.  The  Gates  uses  about  the  same  horse  power  as  the 
3  Blakes.     The  saving  made  by  the  change  was  $27  per  day. 

In  r^ard  to  repairs,  the  jaw  breaker  would  seem  to  be  much  easier  of  access. 
The  spindle  breaker  would  probably  cause  fewer  repairs  on  the  building  and 
foundation,  as  it  runs  with  less  vibration  than  a  jaw  breaker.  It  is  for  this 
reason  that  it  can  be  placed  higher  up  in  the  mill  and  on  a  lighter  foundation. 

§  67.  (hy  Fine  Crushing. — The  claim  that  the  spindle  breaker  can  crush  finer 
than  the  jaw  breaker  for  the  same  gape  is  logical.  The  creeping  of  the  crusher 
head  upon  the  dies  or  concaves  will  prevent  packing  by  constantly  opposing  new 
surfaces  to  each  other,  while  the  limit  to  fine  crushing  with  the  jaw  breaker  is 
its  packing. 

§  68.  (i)  Friction.— In  comparing  the  two  breakers  as  to  the  friction  of  the 
mechanism,  we  have  in  the  spindle  breaker  great  journal  friction  on  the  driving 
pinion  bearing,  and  upon  the  two  gear  hub  journals.  We  also  have  the  friction 
of  the  pair  of  bevel  gears.  On  the  other  hand  in  the  jaw  breaker  we  have  great 
journal  friction  divided  between  the  two  boxes  of  the  driving  shaft,  great  journal 
friction  on  the  eccentric  and  the  friction  of  the  toggles.  No  data  exist  for  giving 
values  to  these  quantities.    Tabulated  for  comparison  they  are: 
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Blake.  Oates. 

Driving  support  journal  friction.  |  jn^L  bMtfines   [      ^®  pinion  pillow  blocks. 

Driven  support  journal  friction.     Swing  jaw  pivot.   {  So^  ^^''^i^^ 
Transmitting  friction.  Toggle  sockeia.        Gear  teeth  friction. 

§  69.  (j)  CofUinuous  Compared  with  Intermittent  Action. — Spindle  breakers 
are  continuous;  that  is^  they  are  working  all  the  time.  Jaw  breakers  are  inter- 
mittent ;  that  is  to  say^  they  are  working  a  little  less  than  half  the  time.  To  make 
this  comparison  complete,  however,  we  must  introduce  the  amount  of  surface 
being  used  for  crushing.  The  complete  statement  will  therefore  be:  The  jaw 
breaker  is  crushing  with  its  whole  surface  for  nearly  half  the  time.  The  spindle 
breaker  is  crushing  with  nearly  half  its  surface  all  the  time.  The  word  "nearly'^ 
means  identically  the  same  thing  in  both  cases,  and  cuts  off  a  little  time  in  the 
former  case  and  a  little  surface  in  the  latter  while  the  grains  are  coming  to  a 
bearing. 

The  continuous  action  of  the  spindle  breaker  is  undoubtedly  a  meclianical 
advantage  to  the  credit  of  the  machine,  in  that  uniform  transmission  of  energy 
is  more  economical  than  intermittent. 

The  intermittent  machine  brings  in  the  element  of  stored  energy  which  is 
obtained  by  the  heavy  fly-wheels  and  high  speed.  The  higher  the  speed,  t!.y 
greater  the  stored  energy,  and  the  less  the  variation  in  speed  and  consequently 
the  less  the  throb  which  is  sent  back  through  the  belts  to  the  engine.  If  a 
Blake  breaker  is  slowed  down  while  it  is  crushing,  its  lowest  limit  of  speed  will 
be  passed  and  the  machine  will  stop,  because  the  accumulated  energy  does  not 
add  enough  to  the  transmitted  energy  to  crush  the  rock.  Reasoning  the  other 
way,  the  faster  the  machine  revolves,  the  greater  is  the  ratio  of  the  accumulated 
to  the  transmitted  energy.  This  ratio  approaches,  but  never  reaches,  equality. 
This  would  indicate  that  the  faster  a  Blake  breaker  runs,  the  better  and  more 
economical  it  will  be  up  to  the  mechanical  limit  that  is  possible.  This  is  shown 
as  follows:  If  a  breaker  crushes  240  tons  in  24  hours,  this  at  60  revolutions  ]wt 
minute  would  be  6.5  pounds  per  revolution,  while  at  300  revolutions  it  would  be 
1.1  pounds  per  revolution.  That  is,  the  variation  in  the  power  consumed  from 
instant  to  instant  and  in  the  speed  is  less  in  the  latter  than  the  former  case. 

LOG  WASHERS,  WASH  TROMMELS  AND  HYDRAULIC  GIANTS. 

§  70.  Log  washers  and  wash  trommels  are  disintegrators  of  clayey  ores,  an  1 
therefore  .deserve  mention  in  this  chapter.  Since,  however,  their  chief  duty  i ; 
separation  of  fine  material  from  coarse,  they  are  described  in  Chapter  VIIl. 
The  usual  purpose  of  hydraulic  giants  is  to  disintegrate  ore  in  place,  but  the 
author  has  treated  them  in  Chapter  VIII,  §  266. 
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crushing.    Mechanical   versus  hand   breaking. 

31.  Rose,  T.  K.,  (1894).  "Gold,"  p.  93.    Description  and  capacity  of  Blake  and  Schrani 

breakers.    Description  of  Dodge  and  Gates.    Material   for  jaws. 
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32.  Am,  Inst,  Min,  Eng.,  Vol.  VI.,    (1877),  p.  478.    J.  C.   F.  Randolph.    Capacity  of 

Blake  breaker  at  Clausthal. 

33.  Ibid,,  Vol.    VIII.,   (1879),  p.  651.    R.  P.  Rothwell.    Attendance  for  Blake  breaker 

in  Ontario  mill. 
3i.  /did..  Vol.  IX.,    (1881),  p.  420.    E.  Clark,  Jr.    Dimensions  of   Blake  breaker  at 
Przibram. 

35.  Ibid,,  p.  722.    T.  Egleston.    Attendance  for  Blake  breaker. 

36.  Ibid,,  Vol.  X.,  (I88I),  p.  87.    A.  J.  Bowie,  Jr.    Details,  capacity  and  advantages  of 

Blake  breaker  at  Father  de  Smet  mill. 

37.  Ibid.,  Vol.  XIII.,    (1884),  p.  210.     T.  A.  Blake.     Description  of  Blake  breaker,  of 

Blake  multiple  jaw  breaker,  and  of  some  plants  for  fine  crushing,  with  figures 
on  capacity. 

38.  Ibid.,  Vol.  XIV.,  (1885),  p.  497.    S.  R.  Krom.    Krom's  improvements  on  the  Blake 

breaker. 

39.  Ibid,,  Vol.  XVI.,    (1888),  p.  609.     F.  S.  Ruttman.     Blake  multiple  jaw  plant 

40.  Ibid,,  p.  753.    T.  A.  Blake.     Description  and  capacities  of  several  plants  using  Blake 

multiple  jaw  breaker.    Advantages. 

41.  Ibid,,  Vol.  XVII.,    (1889),  p.   498.    H.   O.   Hofman.     Details,   capacity,   wear,   and 

attendance  of  Blake  and  Gates  breakers  in  the  Black  Hills.  Advantages  and  dis- 
advantages of  each. 

42.  Ibid,,  p.  659.    H.  S.  Munroe.    Details,  capacity,  attendance,  wear  and  sizing  tests  on 

Blake  breakers  at  Bonne  Terre,  Mo. 

43.  Ibid,,  p.  733.    J.  Birkinbine  and  T.  A.  Edison.     Cost  of  crushing  by  Blake  system. 

44.  Ibid,,  Vol.  XVIII.,    (1889),  p.  263.    J.  M.  Deslogc.    Comparison  of  eccentric  and 

lever  patterns  of  Blake  breakers.    Wrought  iron  used  for  jaw  plates. 

45.  Ibid,,  p.  278.    E.  D.  Peters,  Jr.    Capacity  of  Blake  breaker  at  Sudbury,  Canada. 

46.  Ibid.,  Vol.  XXI.,  (1892),  p.  521.    Axel  Sahlin.    Power  for  breaker  and  plant.    Points 

of  a  good   breaker. 

47.  Ibid.,  p.  537.    E.  C.  Huxley.    Power  for  Hoagland  breaker. 

48.  Ibid.,  p.  540.    R.  W.  Raymond.    Wrought  iron  for  jaw  plates. 

49.  Ibid.,  p.  545.    A.  L.  Inman.     Capacity  of  multiple  jaw  breaker  plant. 

50.  Ibid.,  p.  546.    W.  P.   Blake.    Discussion  of  jaw  pivoted  above  and  jaw  pivoted 

below. 

51.  Ibid,,  p.  550.    J.  Birkinbine.    Cost  of  crushing  at  Atlantic  mill. 

52.  Ibid.,  p.  583.    Axel  Sahlin.    Power  and  list  of  machines  used  in  Gouverneur  district, 

New  York. 

53.  Ibid.,  Vol.  XXIL,   (1893),  p.  321.    Jas.  Douglas.    Principles  of  the  Blake,  Dodge, 

Forster,  Comet  and  Gates  breakers. 

54.  Ibid.,  Vol.  XXIII.,    (1893),  p.   171.    R.  A.  Hadfield.     Figures  showing  longer  life 

of  manganese  steel  over  cast  iron  for  jaw  and  cheek  plates. 
56.  Ibid.,  Vol.  XXrV.,    (1894),  p.  490.     P.  G.  Lidner.     Description  of  the  roasting  of 
a  blende  ore  to  make  the  quartz  friable  and  to  oxidize  tne  pyrite  for  subsequent 
removal  by  washing. 

56.  Ibid.,  p.  756.    C.  E.  Dewey. '  Argument  that  a  Blake  breaker  can  make  as  uniform 

product  as  a  Dodge. 

57.  Ibid.,  Vol.  XXV.,  (1895),  p.  903.    J.  V.  Lewis.    Heating  and  quenching  for  friabil- 

ity at  Corundum  Hill,  N.  C. 
68.  Ibid.,  Vol  XXVII.,   (1897),  p.  350.    F.  W.  Denton.    Crushing  plant  at  MinnesoU 
Iron  mine. 

60.  Ann.  dea  Mines,  Series  VI.,  Vol.  XIX.,   (1871),  p.  295.    A.  Henry.    Description  of 

hand  breaking  and  a  short  note  on  jaw  bresikers  in  Belgium. 
00.  Ibid,,  Series  VIII.,  Vol.  XX.,   (1891),  p.  7.    M.  Bellom.     Comparison  of  hand  and 
machine  breaking  preparatory  to  hand  picking.     Description,  power  and  capacity 
of  the  Schranz  breaker. 

61.  Berg,  u,  Hutt,  Zeit.,  Vol.  XXV.,    (1866),  p.  40.    No  author.     Description  of  the 

Dyckhoff  and  the  Gardiner  breakers,  which  are  of  the  Dodge  type;  also  of  the 
Thomas  breaker,  which  consists  of  a  revolving  roll  with  projections  upon  it  which 
break  the  ore  in  a  confined  space. 

62.  Ibid,,  Vol.  XXIX.,  (1870),  p.  98.    No  author.     Description  of  the  Marsden  breaker. 

63.  Ibid,,  Vol.  XXXI.,  (1872),  p.  401.    No  author.    Description  of  the  Archer  breaker, 

in  which  the  movable  jaw  approaches  and  recedes  from  a  revolving  corrugated 
roll. 

64.  Ibid,,  Vol.  XXXII.,    (1873),  p.  342.    Abstract  from  the  Eng.  d  Min,  Jour,,  Vol. 

XIII.,  p.  106. 

65.  Ibid.,  Vol.   XXXVI.,    (1877),   p.  213.    No  author.    Description  of   Hall's    (Blake 

type)  breaker. 
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66.  Ibid.,  Vol.  XLIII.,  (1884),  p.  57.    No  author.    DeBcription  of  Baxter*!  (Blake  type) 

breaker. 

67.  Ibid.,  p.  549.    No  author.    Description  of  the  Baxter  breaker,  which  has  the  mora- 

ble  jaw  moving  up  and  down  in  front  of  a  roll. 

68.  Ibid.,  Vol.  XLV.,   (1886),  p.  158.     No  author.     Description  of  Blake-Marsden  coarse 

breaker,  lever  pattern,  working  on  the  Blake  principle,  and  the  fine  breaker  work- 
ing on  the  Dodge  principle. 

69.  IbidT,  p.  225.     No  author.    Principle  of  the  Archer  breaker. 

70.  Ibid.,  Vol.  XLVIII.,   (1889),  p.  53.    No  author.    Description  and  capacity  on  coal 

of   the  Ijowry   breaker. 

71.  Ibid.^  p.  121.     No  author.    A  compound  jaw  breaker  with  sieve  attachment. 

72.  Ihid.,  Vol.  XLIX.,    (1890),  p.  264.    No  author.     Description  of  Brinje's  breaker. 

73.  Ibid.,  Vol.  LI  v.,   (1895),  p.  272.    No  author.    Description,  power  and  capacity  of 

Gates  breaker. 

74.  Bull  8oc.  Ind.  Min.,  Series  III.,  Vol.  VII.,   (1893),  p.  467.    G.  Gromier.    Descrip- 

tion of  the  roasting  of  spathic  iron  ore   for  magnetism  and   for   friability  at 
Allevard,  France. 

75.  Cal.  Bull.,  No.  6,   (1895),  p.  14.    E.  B.  Preston.     Comparison  of  Blake  and  Gates 

breakers  in  principles,  power,  and  capacity.     Essentials  of  a  good  breaker. 

76.  Clay  Worker,  Vol.  XXVII.,   (1897),  p.  351.     No  author.     Description  of  Champion 

breaker,  which  has  the  movable  jaw  pivoted  above,  motion  being  imparted  to  it 
through  a  cam,  lever  and  toggle. 

77.  Coll.  Eng.,  Vol.   XVII.,    (1896),   p.    164.     H.  Van   F.   Furman.     Description,   with 

catalogue  figures,  of  Blake,  Dodge  and  Comet  breakers.    Description  of  Schrans 
breaker. 

78.  Ibid.,  p.  308.    No  author.    Notice  of  the  Royal  breaker,  which  is  of  the  spindle 

type. 

79.  Coll.  Guard.,  Vol.  LXIII.,   (1892),  p.  249.    Short  abstract  of  Inst.  Civ.  Eng.,  Vol. 

CVIIL,  p.   100. 

80.  Deut.  Topf.  u.  Zeigl.  Zeit.,  (1891),  No.  41. 

81.  Dingler'a  Polyt.  Jour.,  Vol.  198,   (1870),  p.  196.     No  author.    Description  of  Cam- 

roux  breaker,  which  has  two  very  flat  conical  discs  which  revolve  against  each 
other  on  axes  slightly  inclined  to  one  another. 

82.  Ibid.,  Vol.  202,   (1871),  p.  89.    No  author.    Description  of  the  improved  Marsden 

breaker. 

83.  Ibid.,  p.  189.    No  author.    Description,  capacity  and  power  of  Codman  breaker,  in 

whicn  the  jaw  has  combined  forward  and  back,  and  up  and  down  motion. 

84.  Ibid.,  Vol.  235,  (1880),  p.  260.     No  author.    Description  of  Brown's  spindle  breaker 

which  is  much  like  Gates. 
86.  Ibid.,  pp.  424,  465.    No  author.     Description  of  Wolf's  breaker,  in  which  the  movable 
jaw  moves  up  and  down  and  forward  and  back  while  the  fixed  jaw  has  a  spring 
behind  it. 

86.  Ibid.,  Vol.  242,   (1881),  p.  147.    No  author.     Description  of  the  Baxter  breaker. 

87.  Ibid.,  Vol.  250,   (1883),    p.  152.     No  author.     Description  of  Blake  breaker. 

88.  Ibid.,  Vol.  254,    (1884),  p.  58.     No  author.    Description  of  Baxter  breaker. 

89.  Ibid.,  Vol.  265,   (1887),  p.  591.     No  author.    Description  of  Schranz  breaker. 

90.  Engineering,  Vol.  XVI.,  (1873),  p.  430.     No  author.    Description,  power  and  capacity 

of  Marsden    (Blake  type)   breaker. 

91.  Ihid.,  Vol.  XXVI.,   (1878),  p.  77.    No  author.    Description  of  Hall's  portable  stone 

breaker,  with  engine  connected.    This  is  a  Blake  machine  with  a  split  jaw,  one 
half  advancing  while  the  other  half  is  receding. 

92.  Ibid.,  p.  163.     No  author.     Description  of  Motte's  stone  breaker,  which  is  a  spindle 

breaker  with  greatest  movement  on  largest  lumps. 

93.  Ibid.,  Vol.  XXX.,  (1880),  p.  255.    T.  Egleston.     (Capacity  of  and  labor  for  a  Blake 

breaker. 

94.  Ibid.,  Vol.   XLIX.,    (1887),  p.   635.    No  author.    Description  of  a  Lowry  spindle 

breaker,  made  in  England.     Capacity  for  coal. 

95.  Ibid.,  Vol.  LI.,    (1891),  p.   723.     No  author.    Description,  power  and  capacity   of 

Gates  breaker. 

96.  Ibid.,  Vol.  LXIII.,   (1897),  p.  371.    No  author.    Description  of  Dragon  breaker,  is 

which  the  movable  jaw  is  pivoted  above  and  moved  directly  by  a  cam. 

97.  Eng.  d  Min.  Jour.,  Vol.  IX.,  (1870),  p.  241.     No  author.    Description  and  capacity 

of  Blake  breaker  with  picking  table  attached. 

98.  Ibid.,  Vol.   XI.,    (1871),  p.   353.     No  author.    Description,  capacity  and  labor   for 

feeding  a   Blake  breaker  with  revolving  screen   attached. 

99.  Ibid.,  Vol.  XIII.,   (1872),  p.  106.    G.  W.  Baker.    Figures  giving  capacity  and  cost 

of  crushing  by  a  Blake  breaker. 


PRELIMINARY  CRUaHINQ.  59 

100.  /Md.,  Vol.  XXn.,   (1876),  p.  311.    No  author.    Description,  power  and  capacity 

of  Blake  breaker. 

101.  /did.,  Vol.  XXIV.,    (1877),  p.  419.    No  author.    Description,  power  and  capacity 

of  the  Alden  brc»eUcer.  Both  jaws  are  pivoted  above  and  connected  below  by  a  con- 
neeting  rod,  which  is  given  a  horizontal  reciprocating  motion  by  an  eccentric.  This 
motion   crushes   the  ore   by   combined    pressuie   aud   grinding. 

102.  Ihid.,  Vol.  XXVI.,  (1878),  p.  184.    No  author.    Description  and  capacity  of  Brown's 

breaker,  a  spindle  breaker  from  which  the  Gates  was  developed. 

103.  Ihid,,  Vol.  XXVIII.,   (1878),  p.  53.    No  author.    Description  of  Phelps  breaker,  a 

breaker  of  the  Dodge  type  with  only  one  toggle. 

104.  Ihid,,  p.  393.    No  author.    Description  of  Blake's  Challenge  breaker  with  toggles 

above  eccentric. 

105.  Ihid,,  Vol.  XXIX.,  (1880),  p.  84.    No  author.    Description,  capacity  and  power  of 

the  Buchanan  Universal  breaker.  Jaw  pivoted  above.  Motion  imparted  to  one 
jaw  by  eccentric  and  lever.  This  jaw  is  connected  u)  other  at  bottom  by  a  con- 
necting rod.    Motion  of  both  jaws  produces  combined  pressure  and  grinding. 

106.  Ihid.,  Vol.  XXXV.,    (1883),  p.  360.    No  author.    Result  of  comparative  tests  on 

capacities  of  Gates  and  Blake  breakers. 

107.  Ihid,,  Vol.  XXXVI.,   (1883),  p.  147.    No  author.    Description  of  Comet  breaker. 

108.  Ihid,,  Vol.  XXXVII.,  (1884),  p.  43.    No  author.     Description  of  Buchanan  breaker, 

which  is  of  Dodge  type  and  has  toggles  above  eccentric. 

109.  Ihid.,  Vol.  XXXVIII...  (1884),  p.  188.    T.  A.  Blake.    Same  as  A,  /.  M,  E,,  XIII., 

p.  210. 

110.  Ihid.,  Vol.  XXXIX.,    (1885),  p.   171.    No  author.    Description  of  a  multiple  jaw 

breaker  of  the  Dodge  type. 

111.  Ihid,,  p.  295.    £.  D.  Peters,  Jr.    Comparison  of  hand  versus  machine  breaking  with 

regard  to  amounts  of  fines  produced.  Itemized  estimate  of  cost  of  crushing  by 
breakers. 

112.  Ihid,,  p.  297.    No  author.    Description  of  Griffiths'  New  rock  breaker.    Dies  are  in 

the  shape  of  a  trough,  while  the  shoe  has  a  cylindrical  corrugated  surface  on  the 
bottom  and  grinds  the  ore  by  a  backward  and  forward  rotation. 

113.  Ihid,,  Vol.  XL.,  (1885),  pp.  257,  303,  350  and  382.    S.  R.  Krom  and  T.  A.  Blake.    Im- 

provements in  breakers  claimed  to  have  been  made  by  Krom,  and  discussion  con- 
cerning the  same. 

114.  Ihid,,   Vol.   XLI.,    (1886),   p.   213.    No   author.    Description   and   capacity   of   the 

Brennan  rock  breaker,  a  machine  of  the  Blake  type  with  toggles  above  the  eccentric. 

115.  Ihid,,  Vol.  XLIII.,    (1887),  p.  96.    No  author.    Description  of  the  Lancaster  rock 

breaker,  a  machine  acting  somewhat  like  the  Blake,  but  having  a  grinding  as  well 
as  a  crushing  action. 

116.  Ihid,,  Vol.  XLVL,   (1888),  p.  370.    T.  A.  Blake.    Details  of  Blake  breakers  in  the 

crushing  plant  of  the  Chateaugay  Ore  and  Iron  Co. 

117.  Ihid,,  Vol.  LI.,  (1891),  p.  87.    No  author.    Description  and  capacity  of  the  Buchanan 

granulator,  a  fine  breaker  which  has  its  movable  jaw  pivoted  below  and  its  toggles 
above  the  eccentric.  Its  movable  jaw  is  split  in  halves  so  that  one  half  is  advanc- 
ing while  the  other  is  receding. 

118.  Ihid,,  Vol.  LII.,    (1891),  p.  638.    No  author.    Description  of  the  Lowry  spindle 

breaker. 

119.  Ihid,,  Vol.  LV.,   (1893),  p.  323.    No  author.    Description,  capacity  and  purpose  of 

the  Buchanan  granulator. 

120.  Ihid,,  p.  581.    No  author.    Description  and  capacity  of  the  American  rock  breaker. 

The  upper  end  of  the  movable  jaw  is  driven  direct  by  an  eccentric,  the  lower  is 
supported  on  a  toggle.    This  gives  both  a  crushing  and  a  grinding  action. 

121.  Ihid,,  Vol.  LVI.,   (1893),  p.   106.    R.  A.  Hadfield.    Same  as  A,  I,  M,  E„  XXIII., 

p.  171. 

122.  Ihid,,  p.  315.    No  author.    Description  and  capacity  of  the  McCully  breaker. 

123.  Ihid,,  Vol.  LVIL,  (1894),  p.  273.    No  author.    Description  of  Blake  type  of  breaker, 

made  by  Farrel  Foundry  and  Machine  Co. 

124.  Ihid,,  Vol.  LX.,  (1895),  p.  470.    No  author.    Description  and  capacity  of  the  New 

Comet  breaker. 
126.  Ihid.,  Vol.  LXI.,  (1896),  p.  161.    No  author.    Description  and  capacity  of  the  Taylor 
hand  rock  breaker  for  samples,  in  which  the  movable  jaw  has  greater  motion 
upon  the  larger  than  upon  the  smaller  lumps. 

126.  Inst.  Civ.  Eng,,  Vol.  CVIII.,  (1892).  p.  100.     A.  H.  Curtis.     Description,  power  and 

capacity  of  Blake  (pitman)  and  the  Gates  and  Comet  breakers.  Description 
of  the  Dod(?e  and  the  Marsden   (lever)  breakers. 

127.  Ihid.,  p.   167.     J.  P.  Ogle.     Advocates  a  fine  jaw  breaker. 

128.  Ihid.,  p.  170.    W.  Beaumont.    Description  of  Cole's  stone  breaker. 
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129.  Ihid.,  p.   178.    M.   Bellom.    Descriptions,  details,   power  and  capacity  of  Schruii 

breaker. 

130.  Ihid,,   p.    179.  R.   Bolton.    Description   of   Lancaster   breaker. 

131.  Ihid.f  p.  182.  R.  E.  Commans.    Advantages  of  Schranz  breaker. 

132.  Ihid.,  p.  186.  R.  A.  Hadfield.    Comparison  between  ordinary  steel  and  manganese 

steel  for  jaw  plates. 

133.  Iron  Age,  Vol.  LI.,   (1893),  p.  12.    No  author.     Description  of  the  Lowry  breaker. 

134.  Iron  d  Steel  Inst.,  (1884),  Part  II.,  p.  694.    T.  A.  Blake.    Outline  of  Blake  system 

of  fine  crushing. 

135.  Ibid.,   (1885),  Part  II.,  p.  705.    S.  R.  Krom.     Abstract  from  A,  I.  M.  E,,  XIV.,  p. 

497. 

136.  L.  Superior  Min.  Inst.,  Vol.  IIL,  (1895),  p.  93.    H.  J.  Wessinger.    Ck>8t  of  crushing 

hard  hematite  at  the  Minnesota  Iron  mine. 

137.  Meoh.  Mag.,  Vol.  XCIII.,  p.  8. 

138.  Ibid.,  Vol.  XCIV.,  p.  457. 

139.  Min.  Jour.,  Vol.  XLI.,   (1871),  p.  58.    J.  Darlington.    General  article  on  breakers. 

Ck>mpari8ons  with  hand  breaking.     Few  figures  on  capacity.    Description,  power 
and  capacity  of  a  machine  which  has  its  jaws  moved  by  hydraulic  power. 

140.  Ibid.,  p.  275.     E.  G.  Spilsbury.    Description  of  Dodge  breaker. 

141.  Ibid.,  Vol.  XLII.,   (1872),  p.  905.     No  author.    Description  of  the  Marsden   (Blake 

type)    breaker  with  engine  connected. 

142.  Ibid.,  Vol.  XLIII.,  (1873),  p.  189.    No  author.    Mention  of  a  double-acting  breaker. 

143.  Ibid.,  p.  549.     No  author.    Description,  capacity  and  power  of  Blake  breaker. 

144.  Ibid.,    p.    632.    No    author.    Description,    capacity    and    power    of    Blake-Marsden 

breaker. 

145.  Ibid.,  Vol.  XLV.,   (1875),  p.  1101.    No  author.    Description  and  capacity  of  Mars- 

den's  breaker. 

146.  Min.  Soc.  N.  Scotia,  Vol.  I.,  Part  II.,   (1892),  p.  35.    J.  E.  Hardman.    Details  of 

Forster  breaker  as  used  in  Oldham  and  Waverly  mills,  and  its  advantages  over 
other  forms. 

147.  Min.  d  Sci.  Press,  Vol.  XLIX.,   (1884),  Oct.  18.     No  author.     Description  of  Brodie 

breaker,  in  which  the  movable  jaw  rises  when  receding  and  falls  when  approaching 
the  fixed  jaw,  thus  causing  pressure  and  grinding. 

148.  Ibid.,  Vol.  LXII.,   (1891),  p.  216.    No  author.     Short  description  of  Dodge  breaker 

and  pin  plates. 

149.  Ibid.,  Vol.  LXIV.,    (1892),  p.   185.    No  author.    Description  of  the  Booth  breaker 

of  the  Blake  type,  and  of  the  Booth  Combination  breaker,  which  is  practically 
a  Blake  breaker  set  over  a  Dodge. 

150.  Ibid.,  Vol.   LXV.,    (1892),   p.   41.    No   author.    Description   and   capacity   of   the 

Comet  breaker. 

151.  Ibid.,  Vol.  LXIX.,    (1894),  p.   193.    No  author.    Description  of  Lowry  breaker. 

152.  Ibid.,  p.  337.    No  author.    Capacity  and  applicability  of  Gates  breaker. 

153.  Iron,  Vol.   VI.,    (1875),   p.    101.    No   author.    Description   of   the   Blake-Marsden 

breaker. 

154.  Ibid.,  Vol.  VII.,   (1876),  p.  72.    No  author.    Description  and  capacity  of  Marsden 

breaker  with  engine  connected. 

155.  Ibid.,  p.  260.     No  author.     Description,  capacity  and  power  of  the  Excelsior  stone 

breaker,  which  acts  on  the  Blake  principle  through  an  eccentric,  connecting  rod, 
lever  and  toggle. 
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185.  /Md.,  p.  476. 


CHAPTER  III. 

BOLLS. 

Final  Crushiko. — Chapters  III.  to  VI.  inclufiive,  deal  with  Rolls,  Steam 
Stamps,  Pneumatic  Stamps,  Spring  Stamps,  Gravity  Stamps  and  Grinders. 
Many  of  these  machines  are  used  not  only  for  final  crushing  but  also  for  auxiliary 
crushing. 

§  71.  Principles  and  Purpose  of  Bolls. — Crushing  rolls  consist  of  two  iron 
cylinders  AA,  (Fig.  36),  revolving  upon  the  shafts  BB  in  the  direction  of  the 

arrows  and  acting  upon  the  lump  of  ore  C  on 
the  principle  of  the  toggle  joint.  The  revolving 
rolls  being  held  in  position  in  their  journals, 
act  radially  upon  the  lump,  gradually  drawing 
it  toward  the  narrowest  space  between  them,  ana 
finally  breaking  it  by  virtue  of  a  compressive 
force  superior  to  the  breaking  strength  of  the 
lump.  The  ore  is  therefore  broken  by  compres- 
sion. 

FIG.  36. — PRINCIPLE  OF  ROLLS.       These  machines  receive  ore  from  the  rock 

breakers  or  middlings  from  the  jigs  and  crush 
to  sizes  that  are  suitable  for  severing  the  rich  minerals  from  the  waste 
preparatory  to  the  washing  machines.  Since  they  act  on  the  principle  of  crush- 
ing by  direct  pressure  and  since,  when  they  are  set  to  crush  to  any  particular 
size,  the  particles  smaller  than  that  size  can  tumble  through  without  being  further 
crushed,  rolU  yield  a  very  small  percentage  of  fines,  and  are  therefore  especially 
adapted  to  crushing  galena^  chalcopyrite,  blende  and  all  the  soft  brittle  ores, 
proaucing  from  them  the  minimum  amount  of  fines. 

Bolls  when  crushing  malleable  substances,  as,  for  instance,  native  copper,  native 
silver,  etc.,  or  homsilver  and  minerals  of  like  character,  may  either  help  or  hinder 
the  dressing.  Three  examples  of  this  are  given.  (1)  The  flattening  of  grains 
which  are  malleable,  while  the  brittle  rock  is  broken  to  a  smaller  size,  mav  be 
made  a  direct  means  of  concentration  by  screening  out  the  flattened  cakes  from 
the  finely  broken  rock.  (%)  On  the  other  hand  in  crushing  native  copper  rock 
by  rolls  it  is  found  that  copper  is  liberated  from  its  rock  in  leaves,  flakes  and  thin 
arborescent  forms,  wholly  unsuited  to  jigging,  causing  great  waste  in  the  tailings. 
(3)  In  crushing  native  gold  ore  by  rolls  the  gold  fails  to  be  brightened  pre- 
paratory to  free  amalgamation,  the  thin  flakes  fail  to  be  broken  up  preparatory 
to  concentration,  and  finally  it  is  difficult  to  reduce  the  ore  to  a  suflSciently  fine 
state  of  division  to  liberate  the  gold.  Bolls  therefore  do  not  find  favor  for  crush- 
inggold  ores  preparatory  to  amalgamation. 

while  this  machine  depends  upon  simple  principles,  it  has  reached  a  posi- 
tion of  such  importance  in  concentration  that  every  piece  of  metal  entering  into 
its  construction  and  every  principle  controlling  its  action  has  been  the  subject 
of  much  study.     These  parts  and  principles  will  now  be  considered. 
%  72.  Classification. — In  the  first  place,  a  classification  is  here  attempted 
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in  the  hope  of  bringing  to  light  any  fruits  of  natural  selection  resulting  from 
the  empirical  method  which  has  been  generally  employed  in  developing  this  class 
of  mill  machinery.  Rolls  may  be  divided  into  four  classes  according  to  the 
work  they  have  to  do. 

I.  Rolls  which  crush  the  Product  of  a  Breaker, — ^The  coarsest  product  going 
to  the  rolls  of  this  class  contains  grains  ranging  from  63.5  mm.  to  0 ;  the  finest, 
grains  from  12.7  mm.  to  0.  Perhaps  the  most  common  contains  grains  ranging 
from  38.2  mm.  to  0.  These  products  are  not  sized  but  the  rolls  take  the  coarse 
and  fine  materials  as  they  come. 

II.  Rolls  which  crush  the  Oversize  of  a  Coarse  Trommel  Fed  by  a  Breaker. — 
The  coarsest  product  fed  to  these  rolls  contains  grains  ranging  from  63.5  mm.  to 
8  mm. ;  the  fuiest,  grains  ranging  from  8  mm.  to  3.6  mm.  The  fine  stuff  in  all 
cases  has  been  sifted  out. 

III.  Rolls  which  crush  the  Product  of  a  Preceding  Pair  of  Rolls  from  which 
the  Fines  m^y  or  may  not  have  been  removed, — These  are  generally  called  the 
No.  2  rolls  in  a  mill.  The  distinctive  feature  of  the  feed  is  that  while  its  largest 
size  of  grain  may  range  from  30  to  60  mm.  in  diameter,  it  has  only  a  few  scatter- 
ing grains  of  that  size.    The  most  of  its  grains  are  smaller. 

IV.  Rolls  that  are  crushing  Jig  Middlings. — The  feed  of  these  rolls  runs  as 
high  as  40  mm.  and  as  low  as  4  mm.  for  its  maximum  size,  and  in  many  instance? 
it  has  some  admixture  of  very  fine  grains.  This  product  is  generally  a  diflScult 
one  to  crush,  as  it  contains  the  hardest  grains  of  gangue,  and  the  freeing  of 
included  grains  by  these  rolls  is  much  less  perfect  than  with  the  others,  because 
the  most  friable  grains  were  mostly  freed  by  the  earlier  crushing. 

Table  34  gives  the  feed  and  the  product,  as  well  as  some  of  the  dimensions  and 
capacities  obtained  from  rolls  in  the  mills  visited  by  the  author.  It  also  shows 
the  class  to  which  they  belong. 

§  73.  Maximum  Size  of  Feed  to  Bolls. — By  inspecting  Table  34  we  see 
that  while  63.5  mm.  or  2.5  inches  is  a  maximum  feed  to  rolls;  they  are  rarely 
fed  with  lumps  larger  than  38.1  mm.  or  1.5  inches;  and  that  while  it  is  common 
to  feed  fiine  dust  to  rolls  because  it  is  easier  to  do  so  than  to  sift  it  out  before 
feeding,  only  one  instance  occurs  of  feeding  anything  finer  than  2.12  mm.  or 
0.083  inch  diameter  with  the  intention  of  further  reducing  its  size,  and  that 
is  in  Mill  31,  where  the  middlings  of  the  jig  treating  the  product  from  the  third 
spigot  of  a  hydraulic  classifier,  which  is  fed  with  2^  mm.  to  0  grains,  are  sent 
to  rolls.     This  product  is  probably  as  fine  as  1  mm.  in  diameter. 

§  74.  General  Constbuction. — (See  Figs.  48  to  52.)  The  chief  parts  which 
enter  into  the  construction  of  a  pair  of  rolls  are  a  pair  of  shafts  upon  which 
are  usually  mounted  permanent  cores  of  soft  cast  iron  carrying  shells  of  hard 
iron,  which  constitute  the  crushing  surfaces.  These  two  shafts  are  of  two  kinds, 
one  revolves  in  fixed,  the  other  in  movable  boxes.  The  movable  are  held  up 
toward  the  fixed  boxes  by  powerful  springs  or  by  levers  and  weights,  the  degree 
of  approach  being  regulated  by  shims  between  the  boxes  or  by  compression  bolts. 
All  the  boxes,  springs  and  shims  rest  upbn  a  strong  cast-iron  frame.  The 
springs  are  held  up  to  their  work  by  strong  bolts  or  by  the  tensile  strength  of 
the  frame.     The  shafts  are  driven  by  gears  and  pulleys  or  directly  by  pulleys. 

§  75.  Frames. — The  working  parts  of  rolls  are  placed  upon  frames  of  cast 
iron.  These  may  be  either  two  separate  parts,  the  one  carrying  the  two  boxes 
at  one  end  of  the  roll  shafts,  the  other  carrying  the  other  two  boxes,  as  in  Fig. 
49rf;  or  the  two  frames  may  be  imited  by  two  pieces  across  the  ends,  in  which 
case  the  four  parts  are  all  made  into  one  casting,  as  in  Fig.  49c.  This  latter 
construction  is  much  to  be  preferred,  since  the  settling  of  the  mill  building  will 
not  disturb  the  alignment  of  the  shafts  and  boxes.  The  former,  sectional,  form 
is  preferable  where  transportation  is  made  on  mule  back. 
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TABLE  34. — GENERAL  TABLE  OF  ROLL  DATA  FROM  THE  MILLS. 

Abbre?iAUoiit.—Bl.=: Blake  breaker;  Cap.=Capadt7:  Est. = Estimated;  Q.=Qate6  breaker;  gr.sgriixly; 
h.=hour8;  In.slnches;  J. M.=JigmiddliDfl[s;  UsLowry  breaker;  mafr.=ma{?n«tic;  nuuc. —maximum;  mkl.= 
middlings;  Oy.sOTersize;  (S.) = sectional ;Th.=airougii;  No.=nuniber;  tr.=troamiel. 
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Tmm  Blake, 

Th   Bl.,  %  In.,  on  Ko.  1  tr.,  M  In. 

Jip  MiiddtTDg^  thfouEh  %  in. 

Hi.  Bl.,  1  in.,  on  No.  1  tr.,  9  meih. 

ThiouEh  Blake,  1  id. 

Jig  middUa^,  1  to  0.09  in. 

ib) 

icj 
Th.  BUmiD,»ooNo.ltr-,0441  In. 
Tbrouj^b  BLake. 
OverftiEe  No,  !  CitMiiniet*  3  mesh. 

<*^ 
OTeralru  of  Ni>.  t  trommdr  0,fisa  tn, 

$i^  mMdtiTvf^,  0  aiyi  to  o.oeo  la. 

Through  UloJce.  I  itt. 

Ovursiie  No.  1  trommel,  OITT  In. 

Tbrougb  Krom  bi^aker,  liD. 

(0 
Tbrongli  Blake,  l^in. 

<Ji 
Th.  Bl.,  W  In.,  m  No.  1  tn,  10mm. 
Ov.  No.  3  tr,  7  mm.;  J. M.JO  to  0  mm. 
Th.  Bl.,  I>i  In.:  Ot,  No,  1  tr.,  C  mm, 
Jii^  fiklinintitg^,  C  mm  1»  0. 
Vrom  Ondp-  hr.-.ikiT,  1  lii. 
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Jig  mirlilliti^'s,  l^in.  to8mm. 

Jig  inJ^MJings,  BtoSmm. 
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(m) 
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(n) 
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jTm  ,  %  toTi  in.;  Or.  W  6  tr.,  H  in. 
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Jj[.,  Hin.  to  0;  Ov.  No.  5  tr.,  0.1  in. 
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njv 
rv 

I 
m 
n 

I 
m 

IV 

rv 

I 

IV 
IV 

I 

IV 
IV 
IV 

a 

IV 

I 

IV 

I 
ra,  IV 

IV 

n 

IV 
IV 
IV 
IV 
IV 
IV 
IV 
IV 

I 

IV 

rv 

I 

m 

IV 
IV 
IV 

195      IV 

lOOi      IV 
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TABLB  34. — OBNBRAL  TABLE  OF  BOLL  DATA  FROM  THE  MILLS. — Concluded. 


86 


88 


90 


Th.  Bl.,  IMi  in.,  od  No.  1  tr.,  4 
Throufffa  Blake,  \\i  in. 
Ovenise  No.  1  troaunel,  0.8M  in. 
ThrouKh  Blake,  \%  in. 
Otrenise  of  No.  1  tr.,  8  and  4  mesh. 
Through  Blake,  1^  in. 
Oversiae  of  No.  1  trommel,  8  meah. 
Th.  L.,  «  In.;  Th.  No.  1  tr.,  1  In. 
OverKiae  No.  2  trommel,  1  to  A  in. 
BUd.  of  mag.  wparator,  ^  in.  to  0. 
From  Buchanan  fine  breaker,  1  in. 
From  No.  1  rolls. 
(See  text,  %  102  et  teq.) 
Th.  BL.  fi  in.,  on  No.  8  tr.,  M  in. 
Th.No.8  tr.,^  in..on  No.8  tr.,1).060  in 
Th.No.0tr..Min.,onNo.4tr.,0.068in. 
Through  Blake,  1}^  in. 
<«) 


Prodnetta 


No.  1  trammel, 
Mo.  1  trommel. 

No.  1  tr.,  8  and 

No.  1  trommel, 

4»  44 

No.  8  trommel, 


4  mesh. 
0.281  in. 

44 

4  mesh. 

44 

8  mesh. 

44 

AIn. 


No.  8  rolls. 
No.  8  trommel. 


(P) 


No.  8  tronunel. 
No.  4  trommel. 


o.oeo  in. 
0.066  in. 


Log  washer. 

No.  1  trommel,  0  nmi. 


Close. 

Clone. 

Close. 
Close. 
Close. 
Close. 


Close. 

Close. 

Clobe. 

1|^ 


28 
80 
40 


90 
100 
100 
100 
180 


84 
180 
180 
25 
80 


Cap.  per 

Tons, 
(a) 


75 


Claa8. 


n 

I 
m 

I 
m 

I 
m 

I 
ni 

IV 

I 
m 


n 
n 
n 
I 

lU 


(a)  AcUuU  capacity  is  what  the  rolls  actually  do  in  84  hours;  maximum  capacity  is  what  it  is  estimated  thej 
would  do  If  run  at  their  maximum  capacity.  (6)  Through  Blake,  20  mm. ;  No.  1  Jig  tailings,  80  to  10  mm. ;  No.  8 
JU  middlings,  10  to  8  mm.  (c)  Through  No.  1  trommel,  15  mm.  on  No.  2  trommel,  10  mm.;  Jig  middlings,  10 
to  0  mm.  (d)  One  roll  makes  44  revolutions,  the  other  45.  (e)  Through  griszly,  \%  hiches,  and  Blake,  m  inches, 
on  No.  1  tronunel,  0.252  inch.  (/)  102  revolutions  per  minute  caused  excessive  wear,  {g)  40  tons  for  hard  ore, 
00  for  soft.  (A)  At  85  revolutions  the  rolls  became  glased,  (t)  Oversize  No.  1  tronunel,  12  mm.:  Jig  middlings, 
12  to  8  mm. ;  poor  sand  from  trunking  noachine;  poor  settling  table  heads,  ij )  Overslse  No.  1  trommel,  7  mm. ; 
Jig  tailings,  7  to  8  mm. ;  Jig  middlings,  8  to  0  mm.  {k)  This  is  Uie  result  of  actual  measurement  (0  Through 
I>odge,  \\i  Indies,  on  No.  1  trommel,  40  mm.;  Oversize  No.  8  trommel,  16  mm.;  Jig  tailings,  40  to  60  mm. 
(m)  Jig  mkldlings,  85  mm.  to  sand;  Oversiae  No.  5  trommel,  2^  mm.  (n)  Jig  mkldlings,  %  inch  to  S^  mm.; 
Oversiae  No.  6  tronmiel,  2^  mm.  (o)  Jig  taiUngs,  1^  inches  to  15  mesh;  Oversise  No.  8  trommel,  1^  inches. 
(P)  This  vartet  from  34  inch  down  to  80  mesh.    (9)  Overeim  No.  1  trommel,  6  mm.,  which  treats  No.  1  roil  stuff. 


§  76.  Shafts. — ^They  are  ijsually  of  mild  steel  or  wrought  iron,  as  shown  in 
Table  40,  occasionally  of  cast  iron.  The  greatly  added  weight  of  cast  iron  tends 
to  offset,  by  heavy  axle  friction,  the  advantage  of  the  cheaper  material.  It  is 
best  to  have  but  two  bearings  for  a  shaft,  since  with  three  bearings  the  shaft 
causes  greater  friction  if  it  gets  out  of  line.  In  some  cases,  however,  where  an 
overhanging  pulley  or  gear  is  so  heavy  as  to  cause  excessive  strains  in  the  shaft, 
it  is  necessary  to  have  three  bearings. 

§  77.  The  Crushing  Cylinders  are  made  either  of  one  solid  casting  bored 
to  fit  the  shaft,  all  of  which  must  be  discarded  when  the  surface  is  worn  off; 
or  they  consist  of  a  permanent  central  core  of  soft  iron  which  is  forced  on  the 
shafts  by  hydraulic  pressure,  and  to  the  trued  surface  of  which  a  movable  shell 
or  wearing  part  is  fastened.  The  former  method  is  now  pretty  much  abandoned, 
even  where  the  foundry  is  next  door. 

S.  B.  Krom  makes  his  core  and  tires  as  follows:  The  core  is  in  two  parts  (see 
Pig.  37),  each  a  little  less  than  half  the  length  of  the  face  of  the  roll  shell; 
they  are  slightly  conical,  having  their  lesser  diameters  inward.  One  part  is 
shrunk  on  permanently  to  the  shaft  and  fixes  the  position  of  the  roll,  the  other 
is  drawn  into  place  by  four  powerful  draw  bolts.  The  inside  of  the  tire  has  two 
corresponding  conical  surfaces.  The  movable  half  core  is  split  on  one  side, 
which  springs  enough  by  the  pressure  of  the  tire  to  tightly  hug  the  shaft.     The 
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§  78 


cores  are  lightened  by  substituting  a  design  with  hub,  with  eight  heavy  spokes 

and  a  tire,  for  the  solid  casting.  This  form  is  now 
quite  generally  adopted  by  other  manufacturers. 
The  half  cores  should  not  be  so  narrow  as  to  leave 
any  considerable  part  of  the  tire  unsupported  in 
the  middle,  that  is,  not  over  4  or  5  inches. 

§  78.  Roll  Shells  or  Tires. — The  thickness 
of  the  shell  varies  from  2  to  5^  inches,  the  width 
and  diameter  are  matters  of  design,  and  will  be 
taken  up  later.  (See  §  89  and  §  90.)  An  idea  of 
the  sizes  used  may  be  gained  by  reference  to 
Table  35.  The  crushing  surfaces  are  either  those 
produced  in  the  foundry  or  they  are  turned  down 
in  a  lathe  to  true  cylinders.  The  inside  surface 
of  the  shell  is  generally  turned  slightly  conical  to 
fit  the  core.  In  Mill  10  this  difference  in  inside 
diameter  amounts  to  ^  inch  in  14  inches  of  width. 
Other  measurements  can  be  found  under  Mills 
24  and  30,  in  the  table.  To  make  this  inside  turn- 
ing easy  in  chilled  cast-iron  shells,  gibs  or  staves  of  wrought  iron  are  placed  in 
the  moulds  and  the  shells  cast  around  them.  For  example,  Mill  35,  roll  No.  1, 
has  eight  soft  gibs  of  wrought  iron.     These  soft  staves  can  be  turned  to  conical 


FIG.  37. — KROM's  method  op 
ATTACHING   ROLL   SHELLS. 


TABLE    35. — ROLL   SHELLS. 

Abbreviations.— Act =actuAl:  Cap.=capacity;  Ch.  L=chilled  iron;  Chr.  S.schrome  tteel;  Ch.  8.=cliill6d 
steel;  C.  orR.  S.=ca8t  or  rolled  steel;  C.  S.scast  steel:  D.=Dry;  E8t.=E8tiraaUHl;  F.  S.=For»ed  steel;  H.= 
hours;  H.  S.sHammerod  steel:  In.=:inches;  M.  S.sManganese  steel;  O.  H.  R.  S.=Open  hearui  rolled  steel; 
R.  S.=rolled  steel;  R.  T.  S.=RoU  tire  steel;  S.=Steel;  S.  8.=: Semi-steel;  W.=Wet. 


8 

10 

12 
15 

Id 
17 

18   1 
19 


90 


31 


25 


26 


27 


112 

122 

218 

26 

22 


8 
2» 


8 
8 


4(c) 

4(c) 
8 


4 


Material. 


Ch.L 


Ch.L 


as. 

H.a 
M.S. 
H.  S. 
M.  S. 

o.a 


Ohr.  S. 

O.H.RS. 
Ch.  L 
Ch.  L 
(3h.  S. 

Ch.L 


aorB.S. 
Chr.S. 


Weight  of  both 
Shells.    Pounds. 


OMt 

per 
Pound 
CentB. 


New. 


1,2B0 
800 


1,600 

1.600 

800 

800 


(d>l,711 

{d)h7\\ 

{dim 

2,000 

1.700 
8,200 
8,200 


1,800 
1,780 
5  2,660 
K0B,442 
2,660 
8.200 
8,200 
8,200 
2,862 
2,862 


Old. 


800-^00 
800-600 


(d)868 
(cr)268 


1,000 

1,260 

2,096 

2,096 

2,442 

700 

700 

800-400 


9.8 
10 


(17)8V4 


(«)6oi 

(fc)6or7 

<fc)6or7 

6 

6 


Life. 


Days.        Tons. 


20-80 
180 


2,600-8,760 


'V 


90-800 

90-800 

180-250 

460 

860 
540 
COO 


106 
120 
480 
860 
860 
180 
180 
60 
120 
90-100 


720 
141,000 
21,000 


)  (c)18,400 

1      27,600 

9,000 

108,000 


7,500 
14,500 
45,000 
40,500 

6,000 
18,000 
18,000 
10,000 

9,000 

8,000 


60 
125 


40 


60 
45 
100 


100 
60-80 


(c)40 


25 

200 


100 


75 

142 

105 

50 
100 
lU) 

jjno 

150 


Wear  per 
Ton.    Pounds. 


Gross. 


0.400 


2.2» 
0.0067 
0.0879 


t  0.1901  to 
:  0.0570 
U.2728  to 
0.0815 


j(e)0.1087 
1      0.0785 
0.1801 
0.0296 


0.1788 
0.1227 
\  0.0591 
)  0.0659 

0.2461 

0.2461 

0.820 

0.8109 

0.8566 


Net. 


0.2720 


0.1608  to 
0.0481 
0.2ai9to 
0.0687 


0.040 
0.0868 
0.0125 
0.0042 


0.1928 
0.1928 
0.296 


Gross 
Cost 

Tbn. 
Cents. 


(b)0.aS8 


(e)1.065 
0.7101 
1.804 
0.1111 


0.5683 

0.8089 

0.102 

0.196 

1.441 

1.7227 

1.7>a7 

2.24 

1.9014 

2.139 


§  ?s 


ROLLS. 


6? 


TABLE  35. — ^ROLL  SHELLS. — Concluded. 


1 

i 

i 

- 
1 

5 

m 

m 

M 

i 

_ 

14 

10 
14 

U 
tfi 

U 

m 

IS 

la 

L€ 
14 
14 
14 
16 

m 

14 

14 
H 

IG 

16 
15 
16 
1* 
12 
IS 
Ifi 

li 
le 

16 

ifl 

16 

le 

16 
16 
16 
16 
14 
10 
14 
14 
14 
14 
IB 

m 

14 

m 

lA 

le 

14 
IB 

^ 

Material 

Wi-ii-ht  of  both 
Shttlls.    Pouuds, 

Co«t 

round 
OantLi 

Life- 

1^ 

Wear  per 

Ton.    Pounda. 

OroM 

OosI 

t™. 

Centa. 

New. 

Old, 

Itoys, 

Tons, 

Grow. 

Net. 

3 

0. 

D. 

w. 

w. 
w. 
w. 

u. 
w. 
w. 

J  Oh.  I. 

>  H.  a. 

as. 

(pKrli.I 

ysjc.  s. 

4i        II 
1*        kl 

R.  T.  S. 
»*  »»    It 

^ik  u   «k 

1,600 

2,eou 
\  ^^^ 

^   1J)0 

a,oc« 
i,aw 

2,700 

%m 

1,JM» 

^i,aoo 

iMo 
200 
aoo 

SIO 

2eo 
11a 

168 

8.400 

in)  7,000 

8,000 

£0.000 

18.C00 

80,000 
6,MK1 

sa^ooo 

10,000 
14,000 
80,QO0 
»5,00Q 
45,000 
46,000 

94 

2S0 

ao 
m\ 

"m 

360 
150 
ISO 

JO.1905 

0.06aa 
0.QM4 

0.1)788 

0.9Q16 

0.0626 
O.l^DO 
0.857 
O.OfiO 

o.oeo 

0.02HO 
0.0&<0 

1.048 

IH 

2471 

4.000 

m 

0  912 

0.6tS] 

Ffe> 

o.sisa 

St: 

800 

aoo 

600 
fiOO 
TOO 
600 

o.ce]6 

O.U600 
0.0429 
O.OQQ 
0,0040 
0,0178 
0.017S 

?h?i 

m 

1 

31 
3*1 

m 
ao 

4a : 
m  1 

SD 
90 
90 

so 

sa 
ao 

90 

BO 
BU 

«o 

ST 

w 
m 
ao 

f7 

*> 

311 
^1 

ao 

u 

m 

M 

4 

(rjlO 
<r)10 
(r)10 

00 
BOO 
WOO 

0.66 
0.600 
0.2a9 
O.Sa*9 

CIlL 

^1 

(nJlOfODO 

(fDTao 

* 

35 

m 

D. 

w. 

Ch.L 
1  Chr.  S. 

ia,too 

2,300 

*,soo 

1,800 

4 
4 

120 

m 

(n>rao 

ao,Qoo 

2,000 

800 

0.2444 

0.01^ 
0.0144 

OLr.;ii 

TT 

w. 
w. 

w., 
w. 

, 

...»..»., 

!|ES' 

Ch-L 

a 
c.  s. 

R.8. 

c.a 

,SL8. 
Ch.  L 

^  as. 

J  C.  8, 
■  R.S. 
Chr.  S. 
JM.S. 
( Cli.  1. 
H.  8. 
Ch.I. 

It    II 

Chr.  S. 

Ch.  L 
III     *- 

s. 

s4ao 
a;ieo 

S4 
Bd 
56 
f» 
100 

iia 

114 
222 
30 

m 

112 

m 

30 
106 

* 

tB 

9,100 
g,700 
2.600 
2L6iO 
2.650 

3;aoo 

a620 

a,6flo 
a.700 

82.700 
HGOO 

20,000 
10.000 
21.000 
53,000 
SvOOO 
18,776 
aflv4fll 
18,70B 
22,657 

4r^ 

m 

w. 
w. 

541 

""m> 

660 

*4 

'  60' 

rojseo 

0.2600 

■  OJO^ 
0,0510 

1  0.3125 

■  0.1395 
OJOlft 

1  0,1400 

o.ionj 

0.011 

0,8760 

0.0821 
O.0»8fi 

o.Tom 

0.5UI 
1.0B4 

O.OHh 

ooiu 

40 

0,if06 

43 

l 

4 

w. 

w. 
w, 

w, 

L>. 

D. 

D. 

D. 
W. 

2,660 
8,400 

600 

vf)a,aoo 

6,000 
100 

^« 

10,688 
U/J21,0 

0.86 
1.0 

"■""■" 

67 

jsno 

£»6t>0 
a.400 

300 

mi 
1,000 

600 

(iriaeo 

18D 
2S0 

18,000 
12.000 

mooo 

15,000 

76 

"166 
60 
75 

0.0606 
O.0666 
0,1444 
0.160 

0.060O 
0.(M16 
0.0^ 

o.iao 

'.       um^m,..* 

ftn 

2,7r» 

2,7X10 
2.U10 
UltJO 
2.^00 
2.8^10 
2.IJ00 
2,000 
1,000 

W7 

E3J 

90-150 
180 

4,000 
4,000 

60 
flO 
00 
25 
26 
HO 
10 

9^ 

w 

i,rao,oQO 
2,000,000  1 

0.002 
0.0006 

(a)  Eighteen  /ears.  (6)  This  mill  did  not  give  the  cost  of  iron  per  pound,  so  this  is  calculated  on  an 
assumed  value  of  4  cents  per  pound  merelv  to  show  the  very  low  cost  per  ton.  (c)  ^  to  9^  inch  thick  when 
worn  out  (d)  Means  computed,  not  weighed,  (e)  The  two  values  given  are  for  hard  and  soft  ore  respectivelv. 
(/)  Two  Inches  at  one  end,  3  inches  at  other,  (y)  Sell  for  ^  cent,  (h)  2^  inches  at  one  end,  dfi 
inches  at  other,  (i)  From  No.  8  rolls.  {J)  Gk>es  to  No.  1  rolls  when  worn  uneven.  (See  footnote  to  Table  36.^ 
{k)  Sell  for  0.86  cent.  (Z)  Shells  are  worn  down  to  H  inch,  if  possible,  (m)  Sell  for  U  cent,  (n)  Not  vet  worn 
out  (o)  Three  Inches  at  one  end,  m  inches  at  otner.  (p)  These  materials  cost  about  the  same  delivered. 
(q)  21^  inches  at  one  end,  8U  inches  at  other,  (r) ''  Free  on  Board  '*  at  Ch  cage.  («)  Chilled  iron  sells  for  fi 
cent  per  pound,  steel  for  0.  [t)  Qave  out  after  40  hours;  did  not  wear  out.  (u)  This  is  the  life  of  an  unusually 
good  pair.    Sometimes  they  develop  holes  and  cracks,  and  do  not  last  half  this  time. 
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,  surfaces  much  more  easily  than  the  chilled  cast  iron.    The  shells  are  mounted 

j  and  centered  upon  the  cores  by  drawing  them  into  place  with  draw  bolts,  which 

i  may  also  act  as  keys,  or  they  are  wedged  up  into  line  by  driving  in  wooden 

wedges.  The  former  are  to  be  preferred  as  the  wooden  wedges  are  troublesome 
to  put  in  and,  if  the  rolls  are  run  wet,  troublesome  to  take  out.  The  nuts  on  the 
bolts  holding  the  shells  in  place  should  be  frequently  inspected,  as  the  shells  are 
likely  to  expand  and  work  loose  on  the  hubs. 

§  79.  Matebial  fob  Koll  Shells. — ^A  material  for  roll  shells  to  be  satis- 
factory should  be  as  hard  as  possible  to  avoid  attrition,  tough  enough  not  to 
chip  and  not  so  malleable  as  to  flow.  Roll  shells  are  made  of  cast  iron  deeply 
chilled  on  the  outside;  also  of  cast  steel,  rolled  or  hammered  steel,  chrome 
steel  and  manganese  steel.  Ferro-aluminum  and  projectile  steel  have  also 
been  tried.  The  following  summary  has  been  made  from  Table  35  to  show 
the  extent  to  which  various  materials  are  used :  Chilled  iron,  38 ;  cast  steel,  13 ; 
steel  (kind  not  given),  6;  chrome  steel,  5;  hammered  steel,  5;  manganese  steel, 
5 ;  rolled  steel,  4 ;  cast  or  rolled  steel,  3 ;  roll  tire  steel,  3 ;  semi-steel,  3 ;  chilled 
steel,  2 ;  forged  steel,  2 ;  open-hearth  rolled  steel,  1.  It  will  be  noticed  that  there 
are  52  steels  of  various  kinds  against  38  chilled  irons. 

Chilled  cast  iron  has  the  advantage  of  low  first  cost  (2  to  4  cents  per  pound), 
and  if  a  foundry  is  near  by,  the  worn-out  shells  have  a  market  value  {\  to  J 
cent  per  pound).  It  has  the  disadvantage  of  short  life  and  uneven  wear,  be- 
coming at  times  deeply  pitted  on  the  surface,  so  much  so  as  to  seriously  hinder 
the  work  of  crushing,  long  before  the  shells  are  otherwise  worn*  out,  and  con- 
.  sequently  the  weights  of  old  shells  are  greater  than  with  steel.  It  also  chips 
at  the  edges  with  hard  ore.  Its  hardness  prevents  it  from  being  easily  trued  up, 
a  difficulty  which  is  not  met  with  in  the  steels  of  mild  or  medium  hardness. 

Wrought-iron  and  mild  steel  shells  have  a  tendency  to  flow  or  bead  over  at 
the  ends  too  much,  extending  the  length  of  the  shell  at  both  ends.  On  this 
account  these  metals  do  not  find  favor. 

Cast  steel  is  a  medium-priced  material  (6  to  6^  cents  per  pound)  and  has  a 
medium  life ;  the  surface  is  not  as  reliable  as  that  of  the  next  tnree  materials. 

Forged  steel,  either  rolled  or  hammered,  is  the  most  reliable  material  that 
exists.  With  reasonable  attention  it  wears  evenly.  It  costs  6^  to  10  cents  per 
pound.  It  wears  very  thin  before  the  shells  are  rejected,  but  the  latter  generally 
have  no  commercial  value.  The  author  quotes  Mill  26,  however,  where  they  sell 
for  $7  per  ton. 

Chrome  steel,  made  by  the  Chrome  Steel  Works,  is  forged  steel  containing 
chromium.  It  has  all  the  advantages  of  forged  steel  and  the  manufacturers 
claim  that  it  has  longer  life.     It  costs  about  10  cents  per  pound. 

Manganese  steel,  made  by  the  Taylor  Iron  &  Steel  Co.,  has  extraordinary  hard- 
ness and  toughness.  It  costs  about  10  cents  per  pound  and  the  manufacturers 
pay  about  1  cent  per  pound  for  old  shells  delivered  at  the  factory.  Mill  40 
reports  one  remarkable  record  of  length  of  life,  given  in  Table  35,  but  could  not 
repeat  it.  One  of  the  worn-out  shells  in  this  test  weighed  250  pounds,  and  was 
tV  inch  thick.  The  other  weighed  400  pounds  and  was  1^  to  l\  inches  thick. 
The  later  shells  gave  out  by  cracking  when  but  half  worn  out.  The  large  size 
of  the  casting  was  thought  to  be  the  cause  of  the  difficulty.  Others  have  had 
the  same  experience  due  to  the  uneven  quality  of  the  metal.  The  manufacturers 
claim  that  while  shells  4  inches  thick  crack,  shells  3  inches  thick  do  not.  Their 
reason  for  this  is  that  they  cannot  anneal  perfectly  up  to  4  inches.  When  the 
material  comes  from  the  mould  it  is  brittle  and  this  brittleness  is  removed  by 
annealing,  which  consists  of  heating  to  redness  and  plunging  into  cold  water. 
On  thick  pieces  there  is  apt  to  be  a  core  separated  in  this  operation  which  impairs 
the  strength  of  the  whole  piece.     It  is  also  claimed  that  roll  shells  of  this  metal, 
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that  have  become  heated  by  work,  expand  and  do  not  return  to  their  original  size 
when  cool.  They  are  liable,  therefore,  to  cause  trouble  by  working  loose  on 
their  cores.  This,  however,  might  possibly  be  prevented  in  wet  crushing  by  the 
use  of  wooden  wedges  between  the  shell  and  the  core.  Sometimes  this  expansion 
causes  the  roll  to  split  longitudinally. 

Chrome  steel  and  forged  steel  appear  to  be  excellent  for  roll  shells,  and  if  the 
difficulties  of  casting  and  stretching  can  be  overcome,  manganese  steel  will  prob- 
ably rank  even  higher.  The  final  decision  as  to  which  will  be  used  must  be 
decided  by  the  ledger.  The  items  besides  life  which  enter  into  this  computa- 
tion, are  cost  of  shells  at  the  works,  the  freight,  the  time  lost  in  repairs,  and  the 
value  of  the  old  shells.  Mr.  Argall  reports  an  exception  in  the  case  of  chrome 
steel.  He  has  found  it  too  brittle  for  roll  shells.  One  set  lasted  only  eight 
hours  and  one  shell  cracked  entirely  through  and  dropped  off  the  core,  A  second 
set  was  tougher,  but  even  these  broke  in  a  week's  service,  large  pieces  cracking 
oflf  on  the  edges,  in  one  case  14  inches  long  by  \\  inches  wide. 

In  Table  35  the  wear  of  shells  is  given  in  two  columns.  The  gross  wear  makes 
no  allowance  for  the  metal  that  is  left  in  the  worn-out  shell,  while  the  net  wear 
does  so.  The  cost  given  in  the  table  is  the  gross  cost,  allowing  nothing  for  the 
sale  of  the  old  shells.  A  few  figures  of  net  cost  were  obtained  and  are  given  in 
Table  36  with  the  corresponding  gross  cost.  It  should  be  noted  that  Mills  24 
and  25  are  treating  soft  lead  ores  in  Missouri. 

TABLE  36. — NET  COST  OF  SHELLS. 


MiU 
No. 

RoU 
No. 

ICaterlal. 

Coetper. 
pound. 

Oro68coet 
per  ton. 

Netcoet 
per  ton. 

84 
86* 

80 

40t 

1 
8 

1 

8 

1&8 

8 

ChiUediron 

Cento. 

8J4 
[       8  or? 

Cento. 
0.6684 
0.8990 
j      0.198 
1      0.198 

Cento. 
0.6894 
0.8774 
)      0.1804 
f      0.188 
0.0018 
1.7044 
8.888 

Chilled  iron 

Cast  or  rolled  Bteel 

j      1.7887 
1      8.84 

*  In  Mai  9S,  No.  8  rolls  send  their  shells  after  cnishing  6,000  tons  to  No.  1  rolls  where  they  crush  40,600  tons, 
but  there  are  not  enough  of  these  shells  to  supply  all  the  No.  1  rolls,  hence  some  of  the  latter  receive  new  shells 
and  with  them  crush  4^000  tons. 

t  The  net  cost  is  the  same  as  the  fcrofls  cost  in  Table  85  for  all  materials  except  chilled  iron. 

The  rolls  which  show  the  more  favorable  gross  wear  in  Table  35,  running  from 
0.0005  to  0.2  pounds  of  iron  per  ton,  are  nearly  all  of  them  crushing  mine  ore 
and  mostly  galena  associated  with  limestone.  For  example,  Mill  16,  roll  1; 
22,  1;  24,  1  and  2;  25,  1;  28,  1;  30,  1,  2  and  3;  31,  1,  2  and  3;  32,  1,  2  and 
3 ;  35,  1 ;  and  Mill  93,  rolls  1  and  2.  The  rolls  which  show  unfavorable  gross 
wear,  0.3  to  0.6  pounds  of  iron  per  ton  crushed,  are  mostly  middlings  rolls  or 
those  that  are  called  upon  to  crush  hard,  gritty,  cutting  ores.  For  example. 
Mill  17,  roll  1 ;  25,  2 ;  26,  3 ;  27,  2 ;  28,  2  and  Mill  43,  roll  1.  Mill  40  has  given 
the  most  complete  figures  on  comparison  of  metals  of  any  mill  in  Table  35.  Mill 
20  reports  that  chilled  iron  wears  60  to  120  days,  cast  steel  90  to  300  days, 
forged  steel  120  to  300  days,  ferro-aluminum  less  than  cast  iron.  Mill  39 
reports  that  if  the  life  of  chilled  iron  in  tons  crushed  be  taken  as  100,  then 
the  life  of  cast  steel  was  149;  rolled  steel,  158;  manganese  steel,  154,  and 
ferro-aluminum,  94. 

§  80.  Truino  Eoll  Shells. — The  greatest  care  is  needed  to  make  the  rolls 
wear  evenly.  If  the  ends  of  the  rolls  are  not  in  the  same  plane  then  each  roll 
will  lap  beyond  the  other.  This  state  of  things,  if  allowed  to  continue,  will 
make  flanges  on  each  of  the  two  protruding  ends.     These  flanges  may  be  re- 
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moved  in  the  machine  shop  by  turning  down  the  roll,  or  buffing  it  down  with 
an  emery  wheel.  They  may  be  removed  on  the  spot  with  an  emery  block,  a 
lever  and  a  weight,  as  in  Mill  25  (see  Fig.  38).     S.  R.  Krom  has  a  slide  rest 

and  lathe  tool  adapted  to  truing  up  the  roll 
nM|   shells  in  place.     To  keep  the  mill  running  and 

I       save  time,  it  is  well  to  have  spare  shafts  with 

^....^^       /i  I  ^3    rolls  and    boxes   upon    them.     The    worn  rolls 

(^\(^\  f|ioop«d.  Lv  ^^°  ^  quickly  hoisted  out  and  the  new  low- 
(OHO)       L-J  W^   ered  into  place.     Each  shaft  should  run  only 

^^^ — X  V^.^  in  its  own  boxes. 

FIG.  38. — ^ARRANGEMENT  OF  It  is  far  better  to  prevent  the  formation  of 
EMERY  BLOCK.  flanges  if  one  can,  and  so  avoid  the  loss  of  time 

caused  by  removing  them.  If  rolls  are  fed 
with  the  cheek  pieces  of  the  hopper  close  against  the  ends  of  the  rolls,  so  that 
feed  lumps  1^  inches  in  diameter  cannot  be  nipped  by  the  rolls  nearer  than  J 
inch  from  the  end,  then  it  follows  that  the  idle  ends  of  the  rolls  will  wear  less  and 
will  become  flanged  and  presently  need  to  be  turned  down.  This  formation  of 
flanges  can  be  avoided  by  placing  the  cheek  pieces  a  little  more  than  the  half 
diameter  of  the  largest  feed  lump  from  the  ends  of  the  rolls,  which  guarantees 
that  the  roll  shells  will  wear  to  the  very  ends.  Coupled  with  this  a  little  hori- 
zontal grate  with  movable  bars  is  placed  in  the  steep  sloping  feed  trough  and  cer- 
tain of  the  bars  are  removed  to  guide  the  feed  stream  and  therefore  the  wear  of  the 
rolls.  If  the  central  bars  are  removed  the  rolls  are  fed  mainly  at  the  center ;  if  the 
end  bars  are  removed  the  rolls  are  fed  mainly  at  the  ends.  In  this  way  the  wear  can 
be  directed  to  the  highest  part.  In  Mill  39,  for  No.  1  roll,  this  grate  is  made  of 
i-inch  round  bars,  1^  inches  apart.  It  is  generally  considered  best  to  keep 
the  ends  worn  slightly  smaller  than  the  middle  and  so  to  forestall  flange  making, 
for  if  the  edges  are  flanged  and  the  rolls  are  pressed  tight  together  there  is  great 
danger  that  the  edges  will  be  nicked.  This  is  particularly  true  with  chiUed 
iron.  At  Mill  20  the  rolls  are  fed  by  a  trommel,  the  rotation  of  which  in  one 
direction  one-half  the  time  delivers  the  ore  toward  one  end  of  the  rolls,  while 
its  rotation  in  the  opposite  direction  the  other  half  of  the  time  delivers  toward 
the  other  end  and  thus  keep  the  rolls  true. 

Another  method  of  keeping  the  rolls  true  is  to  set  them  one  day  with,  say  \ 
inch  end  laps,  the  next  morning  set  the  laps  at  the  opposite  ends;  the  rolls  ends 
are  said  to  wear  more  on  the  wearing  day  than  they  lose  on  the  rest  day.  In 
Mills  20  and  25,  the  plan  has  been  adopted,  with  favorable  results,  of  wearing 
the  shells  on  the  fine  rolls  until  they  have  lost  their  surfaces  too  much,  then  to 
hand  them  over  to  the  coarse  rolls,  where  the  inequalities  are  of  much  less 
moment.  To  effect  this  with  the  least  loss  of  time,  all  of  the  rolls  of  a  mill 
must  be  of  the  same  diameter,  face  and  make,  and  spare  shafts  and  boxes  should 
be  used.  An  instance  is  reported  to  the  author  of  the  avoidance  of  the  evils 
of  flanges  by  having  one  roll  1\  inches  longer  than  the  other.  The  long  roll 
soon  forms  two  flanges,  one  at  each  end,  and  the  short  roll  fits  into  the  space 
between  them.     This  roll  is  known  as  the  Geyer  roll. 

Out  of  24  pairs  of  rolls  in  the  mills  we  find  that : 

Nine  pairs  of  rolls  are  kept  true  by  placing  the  cheek  plates  oflf  and  carefully 
guiding  the  feed. 

Four  pairs  are  kept  true  by  placing  the  cheek  plates  off  and  running  an  evenly 
distributed  feed. 

Two  are  kept  as  true  as  possible  with  the  cheek  plates  close  by  guiding  the 
feed. 

Two  pairs  of  fine  rolls  send  their  shells  to  the  coarse  rolls. 

'^ne  pair  is  trued  by  lapping  tho  ends  on  alternate  days. 
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Two  pairs  are  traed  by  the  emery  block,  leyer  and  weight. 

One  pair  has  flanges  removed  by  emery  block.  The  complete  surface  is  trued 
by  periodically  running  one  roll  backward  and  feeding  quartz  sand. 

Three  pairs  are  trued  up  in  the  machine  shop. 

At  Mill  23,  the  edges  of  the  No.  1  rolls  are  made  beveled  to  prevent  the  edges 
from  chipping.  This  is  after  the  design  given  by  Rittinger.  Gates  Iron  Works, 
if  desired,  bevel  roll  shells  of  chilled  iron  so  that  the  faces  are  1  inch  narrower. 

The  thin  edges  resulting  from  flowing  or  beading  over  at  the  ends,  particularly 
upon  wrought-iron  and  mild  steel  rolls,  can  be  removed  by  hammer  and  cola 
chisel. 

§  81.  Side  Adjustment. — ^To  facilitate  adjusting  the  rolls  endwise,  the  Gates 
Iron  Works  furnishes  special  collars  which  are  placed  on  the  roll  shafts  on  both 
ends  of  the  bearing  of  that  end  of  the  roll  shaft  which  is  opposite  to  the  driving 
pulley.  They  are  in  the  form  of  a  split  clutch  nut.  When  loosened  they  can, 
by  turning  them  upon  the  shaft,  give  a  very  perfect  end  adjustment.  When 
tightened  they  act  as  guiding  collais.  Side  thrust,  which  makes  guiding  col- 
lars necessary,  is  said  by  Gates  to  act  in  a  direction  toward  the  driven  side. 
The  Colorado  Iron  Works  put  guiding  collars  of  iron  on  the  outer  ends  of  each 
bearing.  They  fasten  these  to  the  shaft  by  taper  pins  and  then  place  loose  brass 
collars  between  them  and  the  ends  of  the  boxes. 

§  82.  Feedebs. — A  sudden  rush  of  ore  will  choke  the  best  rolls  unless  they  an? 
provided  with  an  extraordinary  amount  of  power  and  strength;  a  deficit  of  ore 
causes  loss  of  time.  A  feeder  furnishes  the  simplest  corrective  for  both  of  these. 
This  is  obtained  in  practice  either  by  taking  the  rock  direct  from  some  machine 
which  limits  output,  for  example,  a  breaker,  or  by  using  some  of  the  feeders, 
such  as  the  Tullock  with  feed  sole  shaken  by  cam  and  spring;  the  Vezin,  witli 
feed  sole  shaken  by  an  eccentric ;  the  Hendy,  the  roller  feeder,  the  pushing  block 
feeder,  or  the  Gates  swing  stirrup  feeder.  The  Hendy  feeder,  if  used,  should 
have  a  feed  chute  in  which  the  stream  can  spread  to  the  width  of  the  rolls.  It 
is  important  that  the  feeder  should  deliver  an  almost  continuous  stream  to  the 
rolls.  Bittinger's  rule  is  that  the  feeder  should  give  not  less  than  four  times  as 
many  impulses  as  the  rolls  make  revolutions  per  minute.  Vezin  finds  that  250 
impulses  per  minute  makes  a  virtually  continuous  stream.  Where  the  ore  con- 
tains considerable  clay  which  causes  the  ore  to  slip  and  prevents  it  from  being 
drawn  down  between  the  rolls,  to  hasten,  the  crushing  an  oscillating  ram'*  has 
been  used  which  forces  the  clayey  material  down  between  the  rolls. 

§  83.  Pillow  Blocks  and  thei^  Alignment. — Means  must  be  provided  for 
regulating  the  distance  apart  of  the  rolls  to  suit  the  crushing  and  to  compensate 
for  the  wear  of  the  roll  shells.  The  mechanism  must  be  such  that  on  the  one 
hand  the  rolls  when  crushing  cannot  approach  nearer  than  the  distance  at  which 
they  are  set,  and  on  the  other  that  they  will  not  recede  at  all  with  the  ordinary 
work  of  crushing,  but  if  a  hard  object  like  a  drill  point  is  fed,  they  will  open 
and  let  it  through  to  save  breaking  the  machine.  It  is  for  this  purpose  that 
the  boxes  of  one  of  the  rolls  are  made  movable.  There  are  three  ways  of  doing 
this  and  of  maintaining  the  alignment  or  parallelism  of  the  rolls. 

(1)  (See  Figs.  4:Sa,  49a  and  49d.)  To  have  the  boxes  of  the  movable  roll  slide 
in  guides  independently  of  each  other.  The  rolls  are  held  up  to  their  work 
by  springs,  the  alignment  of  the  rolls  being  accomplished  either  by  putting  in 
shims  of  equal  thickness  on  each  side  to  hold  the  boxes  the  required  distance 
apart,  or  by  using  compression  bolts  which  enable  the  rolls  to  stay  apart  the 
proper  distance. 

(2)  To  connect  the  two  movable  boxes  by  a  rigid  frame  which  slides  upon 
long  guides  on  the  two  sides  of  the  machine  and  gives  perfect  alignment.  They 
nre  held  up  to  their  work  by  tension  rods  and  springs  and  prevented  from 
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coming  too  close  by  shims  or  compression  bolts.  The  Jackson  roUs^  made  by 
McFarlane,  and  Wild's  patent  rolls,  made  by  the  Union  Iron  Works,  are  instances 
of  this  form. 

(3)  (See  Figs.  49c,  50  and  61.)  To  support  the  two  movable  boxes  npon  two 
vertical  levers  swinging  upon  pivots  below  called  swinging  pillow  blocks,  and 
to  hold  the  rolls  up  to  their  work  by  tension  rods  and  springs,  and  to 
hold  them  apart  by  lock  nuts  on  the  tension  rods.  In  the  Buchanan  rolls, 
made  by  the  George  V.  Cresson  Co.,  of  New  York,  there  are  special  adjusting 
bars  or  rods  which  pass  from  the  swinging  pillow  block  back  through  a  bracket 
cast  on  the  end  of  the  main  frame.  By  turning  up  lock  nuts  on  the  outer  ends 
of  these  rods  the  rolls  can  be  opened  and  held  at  any  desired  distance  apart 
These  rods  are  so  arranged  as  to  allow  the  rolls  to  spring  apart  in  case  of 
necessity.  These  swing  levers  are  mounted  in  two  ways:  (1)  The  two  levers 
are  united  below  in  one  solid  casting,  making  a  swing  (J  lever  which  swings 
upon  a  pin  perfecting  the  alignment  of  the  movable  roll.  S.  R  Krom's  rolls 
(see  Fig.  50)  are  of  this  form.  With  this  construction  it  is  difSeult  to  make 
the  swing  {J  lever  of  sufficient  rigidity  to  keep  the  boxes  perfectly  in  line  and 
avoid  heating.  (2)  The  swing  levers  are  pivoted  below  independently  of  each 
other,  self-lining  boxes  being  used  and  the  alignment  of  the  shaft  being  obtained 
either  by  lock  nuts  or  right  and  left  coupling  nut  on  the  tension  rods.  Bolls 
made  by  the  E.  P.  Allis  Co.  (see  Fig.  51)  and  those  made  by  the  F.  M.  Davis 
Iron  Works  Co.,  are  of  these  two  classes  respectively. 

The  fixed  pillow  block  is  either  bolted  to  the  main  frame  or  it  is  cast  with 
the  main  frame  and  lined  up  with  it  in  the  machine  shop,  or  lastly,  a  pedestal 
is  cast  on  the  main  frame  into  which  a  tubular  box  is  dropped. 

§  84.  Boxes  ob  Beabikos. — The  boxes  or  bearings  for  the  shafts  are  either 


TABLE  37. — JOUBNALS  FOB  BOLLS. 


MiU 
No. 

Boll 
No. 

Diameter 

of 
Journal. 

Journal. 

Projected 
Area  of 
Journal. 

Pressure  of 
Springs. 

Siaeof 
Bolls. 

M^ute. 

10 
10 
17 
20 
21 
21 
28 
24 
24 
25 
25 
26 
26 
27 
27 
28 
28 
80 
80 
80 
80 
81 
81 
81 
86 
42 
48 
40 
40 
40 
40 
86 
86 
87 

Inches. 

8 

6^ 

6 
8 
5 
0 

Inches. 
6 

Sq.  Inches. 

82 
26 

Pounds. 

Inches. 
28x14 
28x14 
20x14 
24x12 
27x14 
24x14 
80x16 

80x14 
80x14 
86x16 
86x16 
86x14 
86x14 
26x14 
80x16 
86x14 
24x14 
80x16 
24x14 
86x18 
2txl2 
94x12 
26x15 
22x16 
80x16 
80x16 
80x16 
80x16 
80x16 
27x14 
20x10 
86x14 

28 
18 
20 
92 
80 
80 
28 
24 
24 

42 

50 
42 
100 
40 
86 
40 
26 
80 
85 
40 
86 

12 
12 
10 
0 
0 
9 
2 
10 
10 
18 
18 

54 
60 
80 
68 
68 

80 
80 

12,000  • 

4*6,000  to  60,000 
40,000  to  60,000 

0 
7 
2 
7 
12 
10 
10 
16 
10 
8 
10 
10 
10 
10 
10 
10 

54 
85 
T2 

as 

108 

45 

45 
144 

60 

56 

70 

70 

70 

70 

45 

4894 

02 

50 
60 
81 
81 
81 
60 
82 
80 
40 

6,000 

*  These  rolls  have  lever  and  weight  instead  of  springs. 
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divided,  with  a  cap  and  base,  or  they  are  made  in  one  solid  tube ;  in  either  case 
they  are  babbitted  over  the  portion  which  takes  the  wear.  Where  a  tubular 
box  is  used,  it  is  aligned  upon  the  pillow  block  by  fitting  it  to  the  pedestal  by 
cylinder  and  socket  joint  with  vertical  axis,  or  by  ball  and  socket  joint.  Oates 
Iron  Works  use  this  design  on  their  best  rolls.  The  angle  for  the  dividing 
plane  between  the  cap  and  base  varies  in  different  makes  from  45^  to  50°  with 
the  horizontal.  It  is  intended  to  conform  to  the  resultant  force  obtained  by 
combining  the  weight  of  the  rolls,  etc.,  with  the  pressure  of  resistance  to  crush- 
ing of  the  rock.  Krom  puts  a  water  jacket  on  his  boxes  and  by  running  water 
into  this  a  hard-worked  roll  may  be  kept  cool.  By  making  the  bearing  surfaces 
of  sufGcient  size  and  keeping  out  the  grit  there  is  no  need  of  water  cooling. 
Over  the  ends  of  the  boxes  shields  are  usually  placed  to  prevent  the  entrance 
of  dust  and  grit.  A  groove  in  the  end  of  the  box  with  cotton  waste  in  it  also 
prevents  entrance  of  grit.  For  speed  in  rebabbitting  boxes  the  spare  set  of  shells, 
shafts  and  boxes  already  recommended  will  serve.  In  addition  to  these  a  travel- 
ing truck  overhead,  with  a  differential  hoist,  will  lift  the  old  parts  and  carry 
them  out,  bringing  back  the  new  roll  shaft,  shell  and  boxes.  The  time  lost  in 
changing  may,  with  these  precautions,  be  reduced  to  perhaps  one-quarter  of 
what  it  would  be  without  them. 
The  sizes  of  journals  used  on  rolls  are  given  in  Table  37.    A  discussion  of 

the  sizes  of  journals  will  be  found  later  in 
§  95  under  "Journal  Friction." 

§  85.  Springs  or  Weights. — The  use  of 

a  weight  and  bent  lever  (see  Fig.  39),  to 

hold  the  movable  box  in  position  has  nearly 

gone  out  of  practice  in  this  country   (see 

Table  40),  the  difficulty  being  that  unless  the 

FIG.  39. — ^HOLLS  WITH  LEVEB  AND    roUs  are  run  very  slowly,  as  in  Mill  25,  roll 

WEIGHT.  No.  1,  the  weights  will  not  have  time  to  act 

in  case  a  drill  point  is  fed.     In  Mill  16, 

No.  1  rolls,  which  have  a  lever  and  weight,  run  fast,  because  the  ore  is  very  soft 

and  free  from  dangerous  lumps. 

Springs  are  of:  (1)  Para  rubber,  usually  in  sections  with  iron  plates  be- 
tween; or  (2)  of  steel.  Rubber  is  used  where  rolls  of  minimum  cost  are  desired 
for  short-lived  operations.  Steel  springs  are  the  standard  for  permanent  work 
and  the  forms  used  are  those  known  as  spiral  car  springs.  A  sufficient  number 
of  these  are  put  together  to  give  the  necessary  compressive  force.  Steel  springs 
should  be  long  enough  so  that  there  shall  be  no  danger  of  the  spirals  ever  closing 
together.  The  mode  of  applying  the  springs  is  to  put  them  outside  the  movable 
box  with  the  frame  or  bolts  as  the  tension  part  (see  Figs.  49c  and  49ci),  or 
outside  the  fixed  pillow  block  with  bolts  to  transmit  the  force  (see  Fig.  50). 
The  latter  arrangement  appears  to  be  most  favorable.  Springs  should  be  given 
equal  tension  on  each  side  to  make  the  rolls  wear  evenly.  The  nest  of  springs  is 
sometimes  compressed  between  two  plates  by  special  bolts  called  compression 
bolts,  as  shown  for  the  main  springs  in  Figs.  52a  and  52&.  This  takes  the  ten- 
sion off  from  the  main  bolts  and  is  to  be  commended,  although  it  adds  slightly 
to  the  first  cost.  It  makes  the  setting  up  of  the  great  tension  bolts  very  easy, 
since  the  springs  do  not  have  to  be  relaxed  as  is  the  case  where  shims  are  used ; 
they  are  simply  moved  intact  to  such  a  position  that  they  will  bear  when  the 
rolls  are  the  desired  distance  apart.  Two  compression  bolts  are  best,  as  it  is 
difficult  to  distribute  the  load  evenly  on  more  than  two. 

The  average  resistance  to  crushing  is  probably  less  than  5,000  pounds  pressure, 
(see  §  254).  This  pressure  will  riso  much  lusher  and  fall  to  nothing,  a(tcorcling 
to  the  rate  and  size  of  feed.     This  pressure  is  sustained  by  the  main  tension  bolts 
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and  by  the  inertia  of  the  rolls.  The  pressure  of  springs,  on  the  other  hand,  may 
be  from  15,000  to  100,000  pounds.  The  spring  pressure  is  usually  taken  up  by 
the  shims  or  compression  bolts.  The  springs  yield  only  when  the  resistance  to 
crushing  reaches  their  limit  of  compression.  They  then  act  as  the  safety  valve 
on  a  boiler  does,  by  preventing  the  pressure  from  rising  greatly. 

When  rolls  are  set  close  it  is  common  to  remove  the  shims  altogether.  This  is 
a  costly  practice,  for  the  great  spring  pressure  is  by  this  means  transferred  from 
the  shims,  where  it  belongs,  to  the  journals  of  the  rolls  which,  in  consequence, 
have  to  work  with  a  constant  pressure  of  15,000  to  100,000  pounds  upon  them, 
instead  of  a  variable  pressure  which  generally  averages  less  than  5,000  pounds. 
Brunton  finds  that  not  only  the  babbitt  but  also  the  shells  wear  out  much  faster 
under  this  treatment.  Even  when  the  whole  spring  pressure  is  required  for  the 
crushing  the  shims  should  still  be  used  to  prevent  the  rolls  from  quite  coming 
in  contact  in  case  the  feed  stops. 

Table  38  shows  the  total  pressure  exerted  by  the  springs  used  by  the  Gates 
Iron  Works  upon  their  26  X  15-inch  and  their  36  X  15-inch  rolls,  as  determined 
by  a  hydraulic  press.  To  get  the  pressure  for  each  battery  of  springs  the  figures 
given  in  the  table  should  be  halved.  These  springs  are  7|4  inches  long  normally 
and  5^  inches  when  compressed  solid. 

TABLE  38. — SPRINGS  ON  THE  GATES  BOLLS. 


Length  of 
Spring. 

Amount  of 
OompreBsion. 

Pressure  Exerted. 

On  26-Inch  BoU. 

On  86-inch  Roll 

Inches. 

Inches. 
0 

Pounds. 
0 
16,000 
80,000 
41,880 
48,760 

Pounds. 
0 
83,600 
87,800 
68,600 
71,860 

The  total  pressures  used  by  the  Colorado  Iron  Works  for  27X14  and  20X12- 
inch  rolls  (see  Figs.  52a  and  62b),  are  given  in  Table  39. 

TABLE  39. — SPRINGS  ON   BOLLS   OF   COLOBADO   IBON   WOBKS. 


Amount  of 
Compression. 

Total  Pressure  be- 
tween 87xl4-iDch  Rolls. 

Total  Pressure  be- 
tween 80xl2-inch  BoUs. 

Inches. 

Tons. 
10 
81 
88 
66 

Tons. 

6 

18 

10 

88 

It  is  not  intended  that  the  high  values  given  in  Table  39  shall  be  used  in 
running,  as  the  rolls  are  designed  for  only  30-tons  constant  pressure  between 
the  27X  14-inch  rolls  and  20  tons  between  the  20X  12-inch  rolls,  the  factor  of 
safety  of  the  compression  bolts  being  7^  in  the  former  and  8  in  the  latter. 

Roger  has  designed  crushing  rolls  to  do  away  with  springs  when  crushing  soft 
rock.  One  roll  is  placed  above  the  other,  as  shown  in  Pig.  40.  The  plane  of 
the  axes  slopes  45®. 

The  Sturtevant  centrifugal  rolls  also  do  away  with  springs.  In  these  each 
roll  consists  of  a  shaft  with  a  loose  roll  shell  encircling  it.     The  shell  is  lined 
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up  and  prevented  from  end  motion  by  two  large  flanges  keyed  to  the  shaft,  one 
on  each  side.    The  space  between  the  shaft  and  the  shell  is  nearly  filled  with 

sector-block  weights  of  cast  iron 
with  slots  in  them,  through  which 
iron  pins  parallel  to  the  shaft  are 
passed  to  guide  them  in  their 
radial  journey  toward  and  away 
from  the  shaft.  When  the  rolls 
are  run  rapidly  the  weights  fly 
out  until  they  come  to  a  bearing 
on  the  inner  surface  of  the  roll 
shell,  line  up  the  latter  and  re- 
volve it  by  friction.  The  above 
mentioned  flanges  have  rims  on 
their  outer  edges  and  when  the 
rolls  are  running  normally  there 


FIG.   40. — SECTION   OF   ROGER'S    ROLLS. 


FIG.   41. — METHOD   OF 
APPLYING    SCRAPERS. 


is  a  space  of  ^  inch  radially  between  these  rims  and  the  sector-block  weights. 
If  for  any  reason  the  roll  shell  becomes  moved  eccentrically  out  of  line  more 
than  "sV  inch  then  part  of  the  sector-block  weights  bear  against  the  rims  and 
not  against  the  roll  shell.  The  rolls  do  away  with  springs  and  movable  boxes, 
for  when  a  hard  object  ♦is  fed  it  overcomes  the  centrifugal  force  of  the  weights 
that  should  do  the  crushing,  and  the  roll  shells  yield  and  let  the  piece  through. 

§  86.  Scrapers  of  iron  are  sometimes  used  to  remove  adhering  fines  from  the 
face  of  the  roll  at  the  lowest  point  in  its  revolution  (see  Fig.  41).  They  are 
necessary  in  fine  wet  crushing  with  greasy  ores  like  serpentine,  which  cause 
trouble  by  forming  a  slippery  coating  of  slime  on  the  surface  of  the  roll.' 

§87.  Driving  Mechanism. — Rolls  are  called  geared  rolls  when  driven  by 
belts  and  gears,  or  belted  rolls  when  driven  by  belts  alone.  The  former  appear 
to  be  preferred  for  slow  speed  coarse  crushing,  the  latter  for  high  speed  fine 
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fig.  42. — design  a. 
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fig.  43. — design  d. 


crushing.  This  classification,  however,  is  not  by  any  means  universal,  as  will 
be  seen  by  Table  40,  which  gives  the  classes  to  which  the  rolls  belong  and  the 
mechanism  by  which  they  are  driven. 
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TABLE  40. — ^DRIVING  MECHANISM. 


Abbreviatioii8.~C.  Lsscast  iron:  Oo.scompany;  Diam.=diameter;  Fdy.sfoundry;  t=lroD;  In.sindiM; 
Mat. = material;  Mch.= machine;  2lifi[.= manufacturing;  Min.sminute:  M.  S.=mild  steel;  No.=number;  R.=s 
rubber;  Rev. = revolutions;  R.  S-sroued  steel;  S.=Bteei;  W^ I. = wrought  iron;  Wk8.=work8. 
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TABLE  40. — DBiviNQ  MECHANISM. — Concluded. 
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87.    (c)  Now  Walburn-Swensoa  Co.    id)  ^ 
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(6)  This  refers  to  the  eleven  desiffus  as  explained  in 
xx>Us  have  lever  and  weight,    (e)  Now  Gates  Iron  Works. 


(a)  This  refers  to  the  four  dasses  as  ez^ained  in  1 72. 
.  .  .,       .        ^  «       ,d)  These      "    " 

»y  one  pul 

_-^-_      .^ rthep&ic   ^ 

from  two  tfiaf ts.    (J)  These  three  dimensions  are  at  the  pulley,  at  the  journal  and  at  the  roll  respectively. 
(Ir)  This  shaft  has  a  core  bored  out  8  inches  in  diameter.    (0  This  is  an  &-ply  belt,    (m)  One  belt  is  8,  the  other 


The  pinions  of  both  roUs  are  driven  by  one  pulley  0  feet  in  diameter  with  a  11  W-inch  belt,    (g)  Reduced  from 
by  the  jrear.    Ch)  The  revolutions  of  the  pinions  are  seven  times  this,    (t)  This  is  driven  by  two  open  belts 

"       tfiafts.    (j)  "-^  —  -■" —  " ' -^ " -*--  •     ^    '    •        ••  '•    • 

,, Jiafthasacoi _     

is  10  inches  wida  (n)  Now  Aiisconda  Copper  Mining  Co.    (o)  This  is  sometimes  A,  but  usually  O.  Cp)  6^  inches 
In  the  JoumaL    (g)  (^  inches  in  the  jouraaL    (r)  One  pulley  is  72  inch,  s  diameter,  the  other  88. 


There  are  eleven  designs  which  the  author  has  found  for  driving  mechanisms. 
Of  these  the  first  seven  are  for  geared  rolls  and  the  last  four  for  belted  rolls. 

A.  Bolls  connected  by  finger  gears  on  one  side,  one  roll  being  driven  by  pinion 
gear  on  the  other  side  (see  Figs.  42  and  48c).  In  this  design  the  belt  shaft 
is  placed  on  tiie  same  level  with  the  roll  shafts,  its  speed  is  reduced  by  one  gear 
transmission  to  one  of  the  roll  shafts,  this  shaft  again  in  turn  transmitting 
power  to  the  other  roll  shaft  by  long-toothed  gears  called  finger  gears  or  star 
gears.  These  finger  gears  have  little  work  to  do  except  when  no  ore  is  fed,  as 
9ie  chief  driving  of  9ie  second  roll  is  done  by  the  friction  of  the  ore.  These 
gears  admit  of  a  certain  amount  of  wear  on  the  roll  shells  before  the  teeth  of 
one  gear  bottom  the  spaces  of  the  other.  When  this  happens  a  second  smaller 
pair  of  finger  gears  is  mounted,  and  when  the  roll  shells  have  worn  too  small 
for  these,  a  third.    These  last  serve  until  the  shsUs  are  worn  out. 

B.  Same  as  A,  except  that  both  gears  are  on  the  same  side. 

C.  Same  as  A,  except  that  the  pinion  gear  is  replaced  by  a  pulley. 
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710.  48a. — BIDE  ELEVATION  OF  FRASEB  A  CHALIfEBS'  FINOEB-OEARED  ROLLS. 
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FIG.  486. — ^END  ELEVATION. 
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FIG.  48i. — ^END   FIG.  48e. — SECTION 
VIEW  OF  BOLL.       OF  BOLL. 
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FIG.  48c. — PLAN. 
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PIG.  49a. — 8IDB  BLEVATION  OP  THE  GATES  *^HIGH-GRADE'^  ROLLS  WITH  PEEDEB 

ATTACHED. 

TABLE  41. — SIZES  AND  WEIGHTS  OF  BELTEB  AND  GEARED  ROLLS  AS  RECOMMENDED 

BT  FRASER   A   CHALMERS. 


Dlsmeter.     Face. 

Kind. 

Weight. 

Inches.      Inches. 

Pounds. 

96      z      18 

Belted. 

19,000 

96      z      14 

Geared. 

20,000 

Belted. 

17,400 

80      z      18 

Geared. 

17,000 

Belted. 

14,800 

86      z      16 

Belted. 

10,200 

96      X       12 

Geared. 

18.200 

Belted. 

18,400 

91       X       14 

Geared. 

0,500 

Belted. 

8,000 

99       X       10 

Geared. 

8,000 

Belted. 

7,100 

90       X       10 

Geared. 
Belted. 

7,800 
8,900 

18       X       10 

Geared. 
Belted. 

5,000 
4,000 

18       X       10 

i     Geared. 
1     Belted. 

4200 
4,000 

12       X       12 

j     Geared. 

8,000 

1     Belted. 

8,000 

9x9 

Belted. 

1,000 

TABLE  42. — SIZES  OP  ROLLS  AND  PULLEYS  AND  SPEEDS  OF  BELTED  ROLLS  RECOM- 
MENDED BY  GATES  IRON  WORKS. 


Design. 

Diameter.     Face. 

SiieofBeltPuUey. 

Rerolutions  of  Bolls 
per  Minute. 

Hlsh-grade 

Inches.       Inches. 
9x4 
98       X       15 
88       X       16 
18       X       10 
94       X       14 
80       X       14 
18       X       10 

Inches. 
15x8 
72x12 
96x15 
42x6 
80x8 
72x10 
42x6 

800 
140 
100 
180 
140 
110 
200 

mS-Kde.;..:;.:::: 

lflgh.fp«ilA  , 

Eoononio 

Economic. 

Sectional 
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D.  Each  roll  driven  separately  by  a  pinion  gear  (see  Fig.  43). 

E.  Geared  rolls  with  a  pair  of  counter  shafts  below  (see  Fig.  44).  In  this 
design  the  belt  shaft  is  placed  below  one  of  the  rolls  and  drives  the  fixed  roll 
above  it  through  one  reducing  gear  transmission,  while  it  drives  the  movable  roll 
by  one  equal  speed  transmission  to  a  counter  shaft  on  a  level  with  it,  and  then 
by  one  reducing  gear  transmission  to  the  roll.  In  this  form  the  driving  pinion 
of  the  movable  roll  is  about  plumb  under  the  gear,  so  that  the  roll  can  be  moved 
in  sufficiently  to  completely  wear  out  the  shells  without  seriously  disturbing  the 
meshing  of  the  teeth  of  the  gears.    On  this  account  finger  gears  are  not  needed. 

F.  Same  as  E,  except  that  the  counter  shafts  are  above.  It  is  probable  that 
the  loss  of  power  in  designs  E  and  F  by  the  extra  gear  transmission  is  balanced 
by  the  loss  from  finger  gears  of  preceding  designs. 

G.  Same  as  A,  except  that  the  finger  gears  are  removed  and  the  second  roll 
is  driven  by  friction  from  the  first  (see  Fig.  45).  This  design  may  be  made  from 
any  of  the  preceding  designs,  except  C,  by  removing  all  the  gears  except  the 
single  transmission  from  the  belt  shaft  to  the  fixed  roll.  Making  these  changes 
on  C  makes  it  become  design  K.  In  using  design  G  for  coarse  crushing,  some 
device,  such  as  Vezin's  auxiliary  spring  (design  K),  should  be  used  to  keep  the 
movable  roll  in  motion  and  prevent  shocks  which  would  otherwise  result  from 
intermittent  feeding. 

H.  Each  roll  driven  by  a  large  pulley  (see 
Figs.  46,  49a,  49c  and  49(i).  These  pulleys 
are  driven  either  by  one  open  and  one  crossed 
belt  from  the  same  shaft,  or  by  two  open 
belts  from  separate  shafts  running  in  oppo- 
site directions.  Where  a  crossed  belt  is  used, 
it  always  drives  the  movable  roll. 

I.  Similar  to  H,  except  that  one  pulley  is 
made  smaller  than  the  other  (see  Figs.  47, 
50  and  51).  The  small,  narrow  pulley  is 
put  upon  the  movable  roll  and  does  little 
work.  It  merely  serves  to  keep  the  roll  in 
motion  should  the  feed  cease  to  come.  This 
design,  which  crosses  the  narrow  belt,  has 
the  advantage  over  the  preceding  that  it 
saves  the  use  of  an  extra  shaft  for  two  open 
belts  and  it  avoids  the  crossing  of  a  wide 
belt 

J.  Similar  to  I,  except  that  both  pulleys 
are  on  the  same  side  of  the  rolls.  This 
makes  the  rolls  more  convenient  to  approach 
and  handle,  but  requires  an  outside  bearing 
which  introduces  a  complication  in  the  lin- 
ing of  boxes. 

K.  Similar  to  H,  except  that  there  is  but  one  pulley,  the  movable  roll  being 
driven  by  friction  from  the  fixed  roll.  This  design  has  the  advantage  that  it 
halves  the  number  of  belts  and  pulleys,  which  take  up  space  in  the  mill  and  fre- 
quently interfere  with  the  spouts.  Where  the  rolls  are  not  set  close  together  it 
has  the  disadvantage  that  the  movable  roll  will  stop  when  feed  ceases  and  start 
with  a  jump  when  feed  starts  again.  Vezin  has  overcome  this  by  the  use  of 
auxiliary  springs  (see  Figs.  52a  and  626),  which  put  the  rolls  in  contact  when 
the  ore  feea  lets  up  and  by  so  doing  keep  the  loose  roll  running.  The  total  pres- 
anre  exerted  by  these  auxiliary  springs  is  IJ  to  2\  tons  on  20 X  12-inch  rolls  and 
^  Z\  tons  on  the  27 X  14-inch  rolls.     This  method  guarantees  that  the  periph- 


FIG.496. — DETAILS  OP  THE  GATES 
PEDESTAL  AND  PILLOW  BLOCK 
FOR  "high  grade''  ROLLS. 
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cry  speed  of  both  rolls  shall  be  the  same.     It  is  applicable  only  to  rolls  that  have 
compression  bolts  and  no  shims. 

The  following  summary  shows  the  number  of  each  design  appearing  in  Table 
40 :  Design  A,  23 ;  design  B,  2 ;  design  C,  1 ;  design  D,  2 ;  design  E,  0 ;  design 
P,  2 ;  design  G,  6 ;  design  H,  20 ;  design  I,  7 ;  design  J,  2 ;  design  K,  1. 


IIG.  49c.— GATB8  ^^BCONOMIC"  ROLLS  WITH  ONE  PULLET  BEHOVED. 


PIG.  49i. — GATES  "sectional"  BOLLS  WITH  PEEDEB  AND  WITH  ONE  PULLEY 

REMOVED. 
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FIO.  50. — KROM^S  BELTED  ROLLS. 


FIG.   51. — ^THB  ALLIS   RELIANCE   CRUSHING  ROLLS. 
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In  summing  up  the  geared  and  belted  rolls  the  following  points  are  worthy  of 
note.  Geared  rolls  have  the  advantage  where  slow  speed  is  desired  on  account 
of  the  multiplication  of  force  by  the  gears.  Belted  rolls  would  require  extraor- 
dinarily wide  belts  or  large  pulleys  to  do  the  same  work  at  slow  speed.  This 
quality  of  geared  rolls,  however,  makes  them  more  liable  to  break  in  case  they  are 
overfed.  For  high  speed,  belted  rolls  may  have  great  advantage  on  account  of 
their  fewer  moving  parts  and  consequent  less  loss  of  power. 

§  88.  HoppEBS  AND  Housing. — As  before  stated  (see  §  88)  rolls  need  special 
feeders  to  limit  quantity,  to  prevent  choking  by  overfeeding,  to  keep  up  a  suflB- 
cient  rate  of  feeding,  and  also  to  regulate  wear.  The  ore  so  fed  is  received  in  a 
hopper  placed  directly  over  the  rolls  to  retain  flying  fragments.  This  hopper 
may  or  may  not  be  a  part  of  the  housing.  The  replaceable  ends  of  the  hopper 
extended  downward  by  the  ends  of  the  rolls  form  the  cheek  plates  which  prevent 
lumps  of  ore  passing  by  imcrushed.  These  cheek  plates  are  made  adjustable,  in 
a  direction  at  right  angles  with  the  shafts  to  keep  up  with  the  wear  of  the  roll 
shells.  The  distance  between  the  cheek  plates  and  the  ends  of  the  rolls  should 
also  be  adjustable,  although  it  is  not  generally  made  so. 

A  housing  of  cast  or  plate  iron  enclosing  the  rolls  to  retain  the  dust,  is  some- 
times used  and  may  be  so  complete  as  to  deliver  the  crushed  ore  in  a  spout  below. 
It  is  made  so  as  to  be  easily  removable.  Housings  with  a  door  for  oiling  are 
also  sometimes  used  to  protect  gears. 

§  89.  Width  of  Face  ob  Width  oe  Kolls. — In  deciding  this  matter  several 
considerations  are  involved.  Wide  rolls  of  the  same  speed  have  more  surface  and 
hence  greater  capacity.  But  as  the  width  and  capacity  increase,  so  also  do  the 
stresses  to  which  the  frame  is  subjected  and  which  must  be  met  by  a  greater  first 
cost  of  the  machine.  With  the  increase  in  stresses  and  weight  there  is  an  in- 
crease in  journal  friction.  On  the  other  hand  narrow  rolls  are  much  easier  to 
keep  true,  and  by  running  them  faster,  provided  the  speed  does  not  exceed  the 
limit  for  good  work,  the  capacity  lost  by  narrowing  can  be  regained ;  the  stresses 
are  less  and  the  first  cost,  weight  and  friction  are  reduced.  The  experience  in 
Mill  20  leads  the  manager  to  conclude  that  10-inch  rolls  crush  as  much  as  14-inch 
and  wear  much  smoother.  In  this  case  the  ore  probably  covered  the  whole  width 
of  the  roll  more  evenly  and  a  greater  pressure  per  square  inch  was  probably 
exerted. 

The  widths  in  common  use  in  this  country  are  shown  in  Table  43,  which  covers 
the  different  mills  visited.  The  classes  are  those  defined  in  §  72.  For  the 
widths  of  rolls  in  each  mill  the  reader  is  referred  to  Table  34. 


table 

43. — SUMMARY  OP  WIDTHS  OP  BOLLS. 

width. 

Number 

Number 

Number 

Number 

Sum. 

Inches. 

inClaasL 

inClasBiL 

in  Clam  m. 

in  Claw  IV. 

18 

S 

J 

4 

18 

6 

29 

16 

8 

9 

14 

14 

14 

14 

89 

IS 

9 

6 

14 

10 

0 

8 

6 

9 

0 

1 

1 

§  90.  Diameter  op  Rolls. — Rolls  are  used  of  diameters  varying  from  9  inches 
up  to  42  inches  (see  Table  34).  Rolls  of  large  diameter  apparently  possess  three 
advantages  over  those  of  small  diameter :  (1)  The  increased  surface  allows  more 
rock  to  be  crushed  with  a  single  pair  of  shells,  but  the  gain  is  not  important 
unless  the  renewals  in  the  case  of  the  smaller  rolls  are  so  frequent  as  to  cause 
serious  delay  and  added  cost.     The  wear  of  shells  per  ton  crushed  would  probably 
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be  the  same  in  both  cases.  (2)  The  larger  rolls  can  make  a  greater  reduction 
in  size  of  lump  with  one  passage  of  ore  through  the  rolls  than  the  smaller,  the 
angle  of  nip,  which  will  be  explained  later,  and  the  periphery  speed  being  the 
same  in  both  cases.  But  since  the  larger  rolls  cost  more  on  account  of  the  larger 
parts  and  the  greater  strength  required  for  the  additional  pressure,  we  may  say 
in  favor  of  small  rolls  that  two  pairs  of  them  in  series  can  make  the  same  reduc- 
tion as  one  pair  of  larger  rolls  with  less  first  cost  and  much  less  sliming  of  the 
ore.  Besides  this  the  smaller  rolls  are  more  easily  run  and  handled,  the  shells 
are  more  easily  and  securely  centered  and  they  wear  more  evenly.  The  journal 
friction  and  the  power  will  probably  be  the  same  in  both  cases.  (3)  Larger  rolls 
have  a  greater  capacity  than  smaller  rolls,  the  reduction  being  the  same,  since 
they  can  be  run  at  a  higher  rate  of  speed  on  account  of  their  more  advantageous 
angle  of  nip.  In  case  both  the  reduction  and  periphery  speed  are  the  same  for 
the  large  and  small  rolls,  then  the  former  will  make  the  reduction  more  gradually 
and  hence  with  less  shock. 

The  diameters  of  rolls  used  in  the  mills  visited  are  shown  in  Table  44  in  their 
respective  classes  of  §  72. 


TABLE  4 

A. — SUMMARY  OP  DIAMETBR8  OF  ROLLS. 

Diameter. 

Number 

Number 

Number 

Number 

Sum. 

Inches. 

in  dan  L 

in  Class  n. 

In  Class  m. 

in  Class  rv. 

4S 

0 

0 

86 

6 

8 

81 

1 

0 

SO 

8 

9 

17 

28 

0 

1 

87 

4 

0 

96 

1 

8 

94 

9 

8 

22 

1 

1 

91 

9 

1 

90 

0 

9 

18 

1 

0 

16 

0 

0 

19 

1 

0 

One  large  manufacturer  of  rolls  places  24X14  inches,  another  places  26X14 
or  16  inches  as  the  best  standard  roll.  An  argument  against  excessively  large 
rolls  may  be  based  upon  the  facts  given  in  Table  52,  which  shows  that  large  rolls 
have,  in  the  majority  of  cases,  a  more  favorable  angle  of  nip  than  is  necessary. 

§  91.  Periphery  Speed. — By  reference  to  Table  34,  it  will  be  seen  that  for 
coarse  rolls  the  revolutions  per  minute  vary  from  8^  to  100,  and  for  fine  rolls 
from  24  to  130.  From  these  widely  diverging  figures  obtained  from  practice 
it  is  clear  that  no  law  for  revolutions  is  as  yet  developed.  Moreover  a  moment's 
thought  upon  the  subject  brings  out  the  fact  that  speed  of  revolution  is  not  as 
good  a  criterion  for  comparison  as  periphery  speed,  for  a  roll  10  inches  in  diame- 
ter, making  90  revolutions,  and  a  roll  30  inches  in  diameter,  making  30  revolu- 
tions per  minute,  vary  greatly  in  number  of  revolutions,  yet  the  length  of  surface 
acting  is  the  same  in  either  case,  viz. :  235.5  feet  per  minute.  Again,  considered 
from  a  mathematical  standpoint,  the  same  pair  of  rolls  must  run  twice  as  fast 
to  crush  i-inch  cubes  down  to  i  inch  as  they  must  to  crush  1-inch  cubes  down 
to  i  inch,  the  amount  crushed  being  the  same'  in  both  cases. 

Table  45  contains  the  opinions  of  different  authors  as  to  periphery  speed,  and 
Table  46  those  of  manufacturers. 

Table  47  contains  the  size  and  periphery  speed,  together  with  the  class  of  rolls, 
of  the  different  rolls  in  mills  visited  by  the  author.  The  reader  will  find  in 
Table  34  the  sizes  of  ore  crushed,  which  will  be  of  assistance  in  comparing  tibesa 


§  91 


ROLLS. 
TABLE  45. — FEBIPHEBY  SPEED  OF  BOLLS  GIVEN  BY  AXTTUOBS. 


87 


lUttinger 

Dayles  (QenDany ) . . 
Davies  (France). . . . 
q»hMn 


Gaetaehmaim 

Kunhardt  (Europe). . . 


Diameter. 
Meters. 


1 
0-8 


Revolutiona 
per  Minute. 


88 
19 


Perfpheij  Speed. 
Feet  per  Minute. 


80  to  180 

90  to  180 
160 

000  to  700 
197 

98 
179 

99 
(894 


TABLE  46. — PEBIPHEBT  SPEED  OF   ROLLS  GIVEN  BT   MANUFAOTUREBS. 


Diameter. 
Inches. 

Design. 

Periphery  Speed. 
Ftot  per  Minute. 

(lolondo  Iron  Works 

190 
140 

910 

625 

958  to  814 

900 

900 

800 

835  to  467 

187  to  188 
864  to  1.900 
885to471 

188  to  197 
814  to  868 

8.R.Krom 

Flraoer  ft  Ghahnem 

1  Coarse  roHs. 
1  Fine  rolls. 
(Belted. 
lOeared. 

Bteams-Boser  Manuf aoturioff  Co. .... 

Farrel  Foundry  and  Machine  Co 

F.  M.  DaTis  Iron  Works 

. 

j  Belted. 

1  Geared. 

Geared. 

Jackson 

TABLE  47. — ^BEYOLUTIONS  AND  PEBIPHEBT  SPEED  OF  E0LL3. 
Abbreviations.— ATcr.saverage;  Ftsfeet;  Min.sminute;  No.=number;  Per.=speriphery. 


CL&S3  L 

CLASS  n. 

CLASS  in. 

CLASS  IT, 

Mm 

1 

gljCd. 

II 

11 

Mill 

i 

Sfie. 

1^ 

is 

Mm 

1 

Size. 

g| 

If 

Mill 

1 

Slie. 

|| 

h 

No. 

:^ 

tnckee. 

"SS 

No., 

' 

Inch  e  a. 

-5^ 

-i 

No. 

S 

iDcbes, 

is 

No. 

1 

2 

Inchea. 

oS 

« 

11 

lOQ 

10 

I& 

££ 

20 

100 

u 

10 

a 

k£ 

A 

XZxH 

014 

22xH 

3fl 

m 

24x12 

ew 

:8x14 

22 

^ 

n 

2Sxl4 

Ai 

2IS 

1ft 

esxi2 

Sfl 

lao 

ai 

it 

24xH 

mi 

503 

10 

1 

lrtxl4 

T^ 

in 

1^214 

75 

8sa 

IT 

E0xl4 

SO 

471 

!« 

2 

aOxlO 

40 

314 

17 

1 

mxH 

90 

*^JS 

t\ 

S7zl4 

80 

605 

ts 

d^xU 

45 

424 

S3 

2 

27JCM 

100 

7iT0 

SO 

8 

lr3i9 

IM^J 

5Ul» 

n 

90x16 

sn 

890 

SO 

2ix1i2 

W 

.^7.S 

24 

<i 

30x12 

24 

I8tf 

^"J 

y 

aifltio 

40 

314 

98 

^xH 

100 

706 

n 

I'^x-iV 

S4 

m 

20 

3 

aoxic 

ifi 

471 

if:i 

2 

27x14 

100 

706 

«n 

802 14 

84 

67 

27 

43 

SiJfl 

27 

2 

21x10 

40 

S20 

ii-l 

^' 

;^Qxl2 

Hi 

188 

«9 

88x]« 

4? 

806 

«« 

CflxN 

JO 

273 

att 

2 

'MXH 

2ti 

loa 

25 

2 

3<,>x]4 

m 

m 

M 

se^ie 

43 

396 

H8 

.Ti:>]£lfl 

ailt 

m 

41 

2 

30x15 

y4 

iJtS 

*^ 

K 

^^1x14 

]tni 

^ 

SU}^ 

tft 

fcir 

!rr 

20x15 

J.J 

273 

♦*5 

2 

5(>xlrt 

^w 

157 

]  3« 

1 

20x14 

40 

m 

AO 

86x11 

40 

377 

13r!3 

armir- 

.3t 

KW 

87 

2 

30x14 

374 

SkVl 

2Ct 

e 

soxia 

3,^j 

!S 

m 

06]Eia 

40 

?77 

95^ 

li 

iMxie 

1*0 

SIT 

tfll 

2 

aoiifl 

lO'i 

042 

'  ao 

a 

!»X16 

UO 

KM 

m 

3tXl6 

2R 

«27 

n 

a 

34X10 

100 

817 

QO 

2 

isiia 

130 

6ri 

.so 

4 

34x14 

a.5 

an 

34 

1 

SOtU 

■  4fl 

»7T 

93 

2 

21x13 

IK) 

IttH 

31 

2 

mxl2 

■^ , 

Sid 

96x15 

soxie 

fi2 
<^1 

sua 

AT«r. 

fiS7 

32 

2 

B0xl4 

55 

615 

Aver. 

as 

3 

S0I14 

00  1 

in 

4/) 

!^ 

aoim 

31 

S43 

40».5 

32 

4 

30x14 

m 

471 

41 

3CMC15 

lA 

laft 

33 

2 

30x10 

4^ 

280 

m 

«Txl4 

«2 

lAft 

a7 

^ 

26x15 

47  1 

27« 

H7 

SOxU 

40 

ar? 

37 

a 

S0xl2    1  43 

220 

m 

97x14 

40 

m 

s: 

4 

42x12  I  KT 

m 

B» 

80x18 

00 

7U7 

3B 

1 

iMxl5      00 

90 

94x14 

ion 

ess 

3H 

2 

20x15 

tH> 

4m 

98 

mxXA 

95 

m 

3tt 
89 

3 

1 
2 

20X1.-5 
!«)il3 
26x15 

38 
40 

403 
296 

Arer. 

273 

W6.7 

40 
40 
42 
4d 

2 
4 

1 
I 
3 

aoiio 

SOllO 
32x10 

aoxlfJ 

30xlfl 

31 
fiO 

50 

m 
m  ! 

243 
471 

4Tt 
1M2 

Av«r, 
SS».t 
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figures.  It  is  clear  that  averages  taken  from  such  widely  diverging  figures  can 
be  of  little  value^  although  the  table  shows  that,  as  a  general  rule,  fine  rolls  have 
a  greater  speed  than  coarse  rolls.  The  reason  for  this  is  that  where  the  ore  ie 
coarse  and  the  feed  is  more  or  less  uneven,  the  rolls  jump  more  and  there  are 
greater  strains  produced,  so  that  they  cannot  be  run  so  fast  as  rolls  treating  fine 
material  evenly  fed.  The  average  speed  of  all  the  rolls  is  379.2  feet  per  minute. 
For  practical  use.  Table  48  has  been  prepared,  showing  the  number  of  revolu- 
tions per  minute  that  rolls  of  different  diameter  must  have  to  produce  different 
periphery  speeds. 

TABLE  48. — ^BEVOLtTTIONS  RBQUIBED  FOB  VABYING  PBBIPHEBY   SPEEDS. 


Diametar 
oCBoltoiii 

Feripbeiy  Qpeed  Id  fBet  per  Mtamte^ 

fiO 

100 

160 

800 

800 

400 

600 

600 

700 

800 

000 

1000 

Inebet. 

9 

91 

« 

64 

85 

187 

170 

818 

865 

807 

840 

881 

484 

16 

IS 

M 

80 

48 

7S 

00 

110 

148 

107 

101 

815 

880 

» 

10 

10 

80 

88 

OT 

76 

00 

115 

184 

168 

178 

101 

M 

16 

M 

88 

48 

64 

80 

00 

111 

187 

148 

180 

M 

16 

88 

80 

44 

60 

74 

88 

108 

118 

188 

147 

80 

18 

10 

80 

88 

51 

64 

70 

80 

108 

115 

187 

as 

11 

16 

81 

88 

48 

68 

64 

74 

85 

06 

100 

« 

0 

14 

18 

87 

80 

46 

65 

64 

78 

88 

01 

There  seems  to  be  a  tendency  in  some  quarters  toward  high  speed  rolls. 
Another  argument  for  this,  in  addition  to  those  which  have  been  brought  out  in 
the  preceding  sections,  is  that  high  speed  rolls  are  much  smoother  running,  owing 
to  their  greater  inertia  which  at  the  instant  the  lump  is  nipped  supplies  more  or 
less  force  to  aid  in  the  crushing.  How  great  this  force  is  may  be  understood 
by  considering  it  equivalent  to  tne  force  necessary  to  move  the  mass  of  one  roll 
away  from  another  a  very  short  distance  in  an  extremely  small  fraction  of  a  sec- 
ond. No  data  is  at  hand  to  compute  this  force,  but  under  certain  conditions  it 
may  become  very  considerable  (thousands  of  pounds)  where  the  speed  is  high 
and  the  lump  yields  with  difficulty.  This  force  is  entirely  supplementary  to  that 
exerted  by  the  springs  and  it  varies  as  the  square  of  the  periphery  speed  of  the 
rolls,  other  things  being  equal. 

Some  authorities  advocate  running  one  of  the  rolls  slightly  faster  than  the  other 
in  order  to  prevent  the  exact  mating  of  the  rolls  and  consequent  possible  uneven- 
ness  of  wear  resulting  therefrom.  This  is  especially  true  with  geared  rolls.  The 
E.  P.  Allis  (Reliance)  rolls  are  geared  differentially  1  in  60,  which  is  reported  to 
work  advantageously  on  gears  and  rolls.  S.  R.  Krom's  belted  rolls  (see  Fig. 
60)  drive  the  small  pulley  1  in  100  faster  than  the  large  pulley.  This  is  prob- 
ably intended  to  prevent  the  former  from  lagging  behind.  The  use  of  any  con- 
siderable differentiation  of  this  kind  to  produce  grinding,  with  a  view  of  increas- 
ing the  crushing  power,  has  been  proved  fallacious  on  hard  brittle  ores,  requir- 
ing increased  power  without  corresponding  benefit.'"^  In  regard  to  soft  clayey 
ores,  however,  the  case  is  different.  S.  I.  Hallet,  of  Aspen,  Colo.,  reports  a 
special  case  of  rolls  used  in  a  sampler  which  had  run  33  months  and  crushed 
82,000  tons.  They  were  fed  with  2-inch  lumps  from  a  breaker  and  crushed  to 
1  inch.  The  shells  were  soft  steel  and  were  never  trued  up  and  were  in  fair  shape 
at  the  time  of  reporting.  One  roll  runs  25%  faster  than  the  other.  The  ore 
which  is  soft,  being  largely  composed  of  limestone  and  clay,  when  crushed  by 
ordinary  rolls,  forms  ribbons  or  "pancakes,*'  while  the  above  differential  adjust- 
ment tears  the  ore  apart,  completely  overcoming  the  difficulty.     The  differentia* 
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lion  was  found  to  be  almost  absolutely  necessary,  as  it  saved  a  great  deal  of  labor 
afterward.    The  wear  of  the  roll  shells  was  slightly  increased. 

§  92.  Space  B:2Tween  Rolls  and  Angle  of  Nip. — Spaces  vary  from  rolls 
close  together  or  practically  no  space,  up  to  %  inch  apart  (see  Table  34).  The 
relation  between  the  diameter  of  ore  fed  to  rolls  and  the  space  between  them, 
that  is  to  say  the  amount  of  reduction,  is  most  important  if  rolls  are  to  do  their 
best  work.    A  common  rule  for  coarse  rolls  is  that  the  space  should  be  one-half 


FIQ. 


53. — ANOLB 
OP  NIP. 


FIO.  64. 


FIG.  55. 


the  diameter  of  the  maximum  lump  fed.  This,  however,  is  an  Imperfect  rule, 
as  it  does  not  include  the  consideration  of  the  angle  of  nip. 

Angle  of  Nip. — If  rolls  Cj  D,  (see  Fig.  53)  be  fed  with  a  sphere  of  rock  E 
the  tangents  to  the  rolls  at  aa,  the  points  of  contact  with  the  sphere,  meet  below, 
forming  an  angle  2Nj  the  half  of  which,  N,  is  called  the  angle  of  nip. 

This  angle  may  have  values  from  0°,  where  the  space  between  the  rolls  is  as 
large  as  the  feed  lump,  increasing  upward  until  the  angle  is  so  large  that  the 
TOUB  cannot  nip  the  fragments.    This  angle  of  nip  in  any  case  will  depend 


FIG.  58. 

for  its  value  upon  the  diameter  of  the  rolls,  the  diameter  of  the  lump  of  ore 
fed  and  the  distance  apart  to  which  the  rolls  are  set,  and  it  is  affected  in  the 
following  ways:  It  is  diminished  by  increasing  the  diameter  of  the  rolls,  by 
increasing  the  space  between  the  rolls,  and  by  diminishing  the  size  of  the  lumps 
fed  to  the  roUs.  Figs.  54  and  55  show  that  the  larger  rolls,  acting  on  a  given 
sphere,  have  smaller  angles  of  nip.  Figs.  54  and  56  show  that  larger  spaces 
give  smaller  angles  of  nip.  Figs.  54  and  57  show  that  smaller  feed  lumps  give 
a  smaller  angle  of  nip. 
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All  relations  between  size  of  feed,  space  between  rolls,  radius  of  rolls  and 
angle  of  nip  can  be  expressed  by  a  simple  formula,  which  is  derived  as  follows 
(see  Fig.  58) :     If  &=radius  of  sphere  to  be  crushed,  a=^  space  between  rolls^ 

iV=angle  of  nip  and  r=radius  of  roll=J  diameter,  then --t-^=  Cosine  N. 

There  are  two  values  of  this  angle  of  nip  which  are  of  special  interest  to  the 
ore-dresser,  namely,  when  it  equals  the  angle  of  friction  and  the  rolls  do  no 
work ;  and  the  practical  angle  of  nip,  at  which  rolls  will  work  satisfactorily.  The 
angle  N  becomes  the  angle  of  friction  when  it  is  of  such  a  value  that  a  sphere 


TABLE  49. — SPACE  BETWEEN  BOLLS  AND  ANGLE  OF  NIP. 
AbbreTiations.— Deg.sdegree;  Hin.=: minute;  No.=number;  Tr.= trommel. 
GLASS  I.  " 


ri 

i 

m 

% 

1 

1 

IS 

10 

SI 

9fl 

m 

m 

m 

m 

m 

m 

ti 

m 

» 

#0 

40 

m 

R7 

H« 

«8 

QO  Jll 

90 

'1 

feed  SI  so, 


1-0  (SS.  4-0  mm,) 
0.7S7-0.079  m-^  mm,) 
1^(95,4-43  turn.} 
lM)(ift*4-ODjmO 
-  -0(88J-Omiii.> 

-0(%.l-Omm.} 

(S&,4-0  mm.) 


14»i«5.4^mm.> 

o.6a&onr-0mm,) 

(US  iWlmml 
m)  mm.) 
0(88.1-0  mm.) 
(25.4-0  mm.) 
l.Oi5jfK4-Omm.> 
t^  (ie&.4-0  mm.) 
l^.S94(SB.4'1.&Smm.) 
fSS^l^mSQ.) 
(88, 1-4  mm,) 
(i8B.4-0  mm) 
-0(19.1-0  mm.) 
(SS.l-Omm.) 


mi 

-0(26 


^n^.l  mm.) 

Close. 

\i  (O.flS  mm.) 

0.4  (10 .fl  mm.) 

Close. 

A(3.lM.7a 

UO^-7  mmJ 
U  {1^.7  mm,) 
''(I2.7mra.) 

(3. 18  mm.) 

(12.7  mm.> 

(a.lBmm.) 

-3.iamm.) 
U  (IS.?  Dim.) 
U  fG.35  mm,) 

^4-^as.T-lO.l  mm.) 
11^(31.8  mm;) 


Blze  of  Umlttnff 

Trommol. 

Iccbefl. 


0.4^(19.4  mm.) 
t.l8{aOmm.> 
0.1G7f4/-Hrom,) 
0.47^' US  mm.) 
0.J70  (7  mm.) 
O.^l^lOmm) 
mm.).0.g»4f5.70mm.) 
i,rQ.^;^i5.70mm,J 


0.315  (3  mm.) 
□i.9&  f25  mm.) 
0.7OD(iamm.) 
0.4ra(!Snim.) 
O.eao  (16  mm.) 
0.787  (»  mm.) 
0.7B7{r»mm.) 
0.244  5.54  mm.) 
4  mi^fib. 

5,  (^.11  mm.) 
CM?B  to  No.  v  m^lla. 
Gioei  to  lo^  maj^h^r. 


Batlo  of 


Feed 

to 
8pa£«. 


i,m 


4 


ir 


Feed 

Hole. 


9.0 

e.o 

6.4 

e.a 

4.5 
SI 

2fi 
%A 
8.S 

3.d 

1.3 
1.3 
4.« 


li.D 


Tr.Hole 
to  Roll 

Space. 


O.M 


OUT 
1,18 


i.a-a.t 

0.63 
2.0 
1,4 
3.S 

^M 

e.s9 
a,4fi 


Aerie  of 
Nip. 


s  fr 

ifi  n 

18  37 

11  17 


IT     4S 
IS  SO^ltt 


T 
IS 
IS 
16 
11 
18 
13 
10 
II 
II 
14 


10 

1ft 
41 
16 

m 
m 

SI 
3! 
60 
8S 


§*0 
7      13 


CLASS  U. 


10 
19 

Ji-44  (19.1-19.7  mm.) 
1  W.4  mm.M  mesh. 

U  (12.7  mm.) 
CHose. 

U  (12.7  mm.) 
2  mesh. 

1.5 

1.5 

1 

8       9 
15     89 

17 

0.601-0  (1<M)  mm.) 

(^ose. 

0.&91  (15  mm.) 

1.0 

18     59 

18 

lU-0.141  (88. 1-8.68  mm.) 

^(6.85  mm.) 
U  (12.7  mm.) 

0.068  (2.11  mm.) 

6 

18.0 

0.88 

14      61 

90 

IH-k  (88.1-6.4  mm.) 

0.262  (6.4  mm.) 

8 

6.0 

0.5 

16       5 

94 

^i-0.8M  (19.7-10  mm.) 

V2-H  (8.6-12.7  mm.) 
ij  (12.7  mm.) 
i|  (3.18  mm.) 

0.876  (7  mm.) 

IJi-l 

1.8 

0.6&0.82 

6  9-0 

27 

(o) 

56  (15  86  mm.) 
0.630  (16  mm.) 
0.236  (6  mm.) 

8 

94 

1.25 

13      16 

9R 

m-0.680  (81.75-16  mm.) 
0.815-O.S86  (8-6  mm.) 

10 

9.0 

5.08 

94       5 

99 

Cioee. 

1.8 

90      13 

98 

94-0.109(19.1-9.69  mm.) 

Close. 

0.060  (1.68  mm.) 

19.5 

14      41 

99 

0. 109-O.060  (2.69-1 .68  mm.) 
0.109-0.068  (2.6^1.47  mm.) 

Close. 

0.058  (1 .47  mm.) 
0.056  (1.47  mm.) 

1.8 

5      IT 

99 

Close. 

1.8 

5      17 

(a)  This  is  through  a  Blake  breaker  set  at  l^  inches  (88.1  mm.)  and  on  a  trommel  with  l^  inches. 

CLASS  IIL 


90 

9 

91 

2 

92 

2 

98 

2 

24 

2 

96 

8 

99 

2 

80 

2 

86 

2 

87 

2 

88 

2 

89 

2 

90 

2 

98 

2 

lU-0.269  (88.1-6.4  mm.) 
1-0.167(25.4-4.25  mm.) 
1-0  (25.4-0  mm.) 
lH-0(88.1^mm.) 
^-0  (12.7-0  mm.) 
1-0.224  (25.4-5.7  mm.) 
0.669-0.816  (17-8  mm.) 
t>U-0.064  (68.5-26  mm.) 
lU-0.224  (88.1-6.54  mm.) 
lU  (88.1  mm.)-4  mesh. 
lU  (88.1  mm.>-8  mef<h. 
^-A  (19.1-2.11  mm.) 
14-0  (19.1-0  mm.) 
15^0.229(38.1-6  mm.) 


^  (6.35  mm.) 

C^lose. 

Close. 

Close. 

M-A  (6.85-4.76  mm.) 

(Jlose. 

(6.85  mm.) 

(12.7  mm.) 
Close. 
Close. 
Close. 
Close. 
Close. 
Vi  (6.86  mm.) 


I, 


0.2SiJ  (6.4  mm.) 
0.167  (4.25  mm.) 
0.472  (12  mm.) 
0.276  (7  mm.) 
0.276  (7  mm.) 
0.224  (5.7  mm.) 
0.816  (8  mm.) 
0.964  (26  mm.) 
0.224  (5.64  mm.) 
4  mesh. 
3  mesh. 
(2.11  mm.) 
6^86mm.)-20  mesh 
"  (6  mm.) 


O   1 

0.1 


6 

6.0 
6.0 
2.1 
5.4 

1.006 

9-8« 

1.8 
4.5 

1.1-1.47 

2.7 

2.1 

1.96 

5 

2.5 
6.9 

9 

9.1 

8 

6 

6.8 

0.94 

18  1 
16  57 
14     86 

18     40 

7  21-8  18 

18     21 


8 

98  24 

21  82 

16  15 

18  40 

19  81 
16  16 
18  1 
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TABLE  49. — SPACE  BETWEEN  BOLLS  AND  ANGLE  OF  NIP. — Concluded. 

CLASS  IV. 


FeedSise. 


SpMO. 

IncbeB. 


Sice  of  LImitiDg 

Trommel. 

Inches. 


Batioof 


Feed 

to 
Space. 


Feed 
toTr. 
Hole. 


Tr.Hole 
toBoU 
Space. 


Aiifrleof 


Deg. 


Nip. 
Min. 


24 
25 
27 
28 
28 
80 
80 
81 
81 
88 


88 

86 
88 
88 

88 
SO 
SO 
40 
40 
48 
48 
80 


4-0  (19.7-0  mm.) 
-0.00  (95.4-8.28  mm.) 
0.787-0  '20^  mm.) 
0.591-0(15-0  mm.) 
0.959-0.000  (0.4-1.58  mm.) 
1-0  (95.4-0  mm.) 
1H-O(88.1-Omm.) 
U-€  (19.7-0  mm.) 
0!988-O(6-0mm.) 
''(15.»^.85mm.)i 
680(81.76-16  mm.) 
0.188  (16-8^  mm.) 
0.984-0.276  (96-7  mm.) 
0.876-0(7-0  mm.) 
lH-0.158  (88.1-4  mm.) 
0.168-0  (44)  mm.) 
IU^.816  (88.1-8  Bom.) 
0.816-0.197(8-6  mm.) 
0. 197-O.079  (6-8  mm.) 
>0  (19.7-0  nim.) 
1.964  (96  mm.)  to  saod. 
\^Hi2».U9&M  mm.) 
1^-0(88.1-0  mm.) 
"  ^.098  (9.51-8.5  mm.) 


Close. 
Close. 
Close. 
Close. 
Close. 
Close. 
Close. 

HV  (6.86-4.36  mm. 

lose. 
(8.17  mm.) 


^ 


lU-0.591  (88.1-15  mm.) 
0.691-0.886(15-^  mm,) 
0.787-0.970  (20-7  mm.) 
0.978-0  (7-0  mm.) 
^-0  (6.86-0  mm.) 
1-0. 118  (95.4-8  mm.) 
^H)(S*n-Omm. 


Close. 
Close. 
Close. 

J  (6.86  mm.) 
oee. 
aose. 
Close. 
Close. 
Close. 
Close. 

(19.7  mm.) 

(6.85  mm.) 

lose. 

(4.76  mm.) 

lose. 

K  (1.50  mm.) 
Jlose. 
Close. 
Close. 
Close. 


M 


H  (12.7  mm.) 
6.487  (19.4  mm.) 
1.18  (80  mm.) 
0.591  (15  mm.) 
0.060  (1.52  mm.) 
0.479  (12  mm.) 
0.276  (7  mm.) 
0.276  (7  mm.) 

H  (8.85  mm.) 

0.680(16  mm.) 

0.188  (8^  mm.) 

(a 
lb 


ie)  id) 
0.098  (8U  mm.) 
0.815Al#r(a5mm.) 
0.815,0.197(6.5mm.) 
0.816,0.197(8^mm.) 

0.098  (9^  mm.) 
To  No.  9  rolls. 
0.107  (5  mm.) 
0.098(9)4  mm.) 
(7)  id) 


mid) 
0.787  (20  mm.) 
0.118  (8  mm.) 
0.1  (2.54  mm.) 
0.118  (8  mm.) 
,^(2.11  mm.) 


9-2H 


8 
18.6* 


1.0 

2.0 

0.66 

1.0 

4.9 

2.1 

5.4 

1.8 


1.9 
2.0 
4.6 
1.0 
1.4 
2.1 
1.6 
4.7 
1.0 
0.6 
2.5 
10.0 


7.6 
8.8 
1.0 
0.4 
J.O 
9.8 
9.6 
8.5 
1.0 


1.-1.47 
'2.68 


2.8 


0.79 


18     91 

16     67 
16     89 


18 
10 
14 


50 

6 

86 


18     40 

7  21-8  18 

7     80 


0 
24 
11 
14 

8 
18 

6 


29 
6 
88 
29 
89 
1 
88 


16     16 
8     16 


8 
18 

16 


84 
41 
81 


18     11 


17 
9 


80 

40 


16  88 

11  17 

12  48 

7  44 

8  86 


14 

4 


86 
16 


(a>0.984,0.&01,0.8040»,16,10mm.).    (6) 0.197, 0.098 (6,  2U  mm.),    (c) 0.709, 0.691, 0.168 (18, 15^ 4 mm.).    {d)Tbla 
tronunel  Is  secttomO.    (e)  0.9,  0.18  (6.08, 8.80  nun.).    (/)  Ui,  C  -'  —  -  - 


,0.601  (88.1, 16  imn.). 


fed  to  the  rolls  will  just  slip  upon  the  points  of  contact  and  therefore  fail  to  be 
crushed. 

Table  49  shows  the  spaces  and  the  angles  of  nip  used  by  the  rolls  in  the  mills 
visited  by  the  author,  the  rolls  being  divided  into  classes  according  to  §  72. 

A  study  of  the  figures  given  in  the  table  shows  angles  of  nip  ranging  from 
4^  16',  up  to  24**  5 ,  with  an  average  of  about  13**  30'.  The  rolls  having  the 
lower  values  undoubtedly  have  more  favorable  angles  of  nip  than  is  necessary. 
The  rolls  having  the  higher  values  are  able  to  work  probably  through  some  favor- 
able condition  of  the  minerals  referred  to  below.  Between  these  extremes  there 
must  be  some  standard  angle  of  nip  which  can  be  referred  to  as  safe  for  average 
conditions.  Practically  the  size  fed  to  the  first  coarse  rolls,  that  is  to  say,  the 
rolls  fed  by  the  rock  breaker,  is  pretty  well  settled  by  the  practice  in  the  mills  to 
be  1^  inches  (38.1  mm.)  diameter,  although  this  may  not  be  theoretically  the 
best  size ;  there  are  then  left  the  two  variables,  namely,  the^  diameter  of  the  rolls 
and  the  space  between  them.  Throwing  out  the  larger  values  of  those  rolls 
which  work  under  very  favorable  conditions,  we  may  assume  that  the  angle  of 
nip  of  rolls,  24  inches  in  diameter  when  set  at  i  inch  apart  and  crushing  l|-inch 
lumps,  is  the  standard  maximum  safe  angle.  And  then  by  making  tables  we  can 
see  under  what  conditions  the  different  sizes  of  rolls  can  realize  this  angle  and 
to  what  extent  under  other  conditions  they  will  differ  from  it.  This  angle  is 
practically  16**  (actually  16^  12'). 

To  exhibit  the  relations  between  the  diameter  of  rolls,  the  size  of  feed  and  the 
space  between  the  rolls,  when  the  angle  of  nip  is  le"*,  Tables  50  and  51  have  been 
constructed.    Table  50,  for  different  spaces,  gives  the  size  of  feed  that  will  give 
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16^.  It  shows,  for  example,  that  24-ineh  rolls  set  with  ^-inch  space  should  be 
fed  with  lumps  whose  maximum  size  is  not  larger  than  1.48  inches  in  diameter 
in  order  to  get  an  angle  of  nip  not  larger  than  IG"*. 

TABLE  60. — SIZES  OP  FEED  WHICH  WILL  GIVE  AN  ANOLB  OP  NIP  OP  16*"  ON  DIF- 
FERENT  BOLLS. 


Space  Between  the  Rolls  IB  InehM.                              | 

Diunster 

oCBoUflin 
iBdm. 

H 

M 

H 

H 

H 

M 

0 

The  Siie  of  Feed  in  iDchee  to  the  BoUfl  wUl  be 

as 

8.88 

8.10 

1.96 

1.84 

1.71 

1.S7 

1.46 

80 

l.OB 

1.86 

1.78 

1.60 

1.47 

1.84 

1.81 

M 

1.88 

1.70 

1.66 

1.44 

1.81 

1.17 

1.05 

M 

1.74 

1.61 

1.48 

1.86 

1.88 

1.10 

0.06 

90 

l.fi8 

1.46 

.  1.88 

1.80 

1.06 

O.M 

0.60 

16 

1.48 

1.8B 

1.16 

l.OB 

0.90 

0.77 

0.64 

9 

1.14 

1.01 

0.88 

0.75 

0.68 

0.49 

0.86 

Table  61,  for  the  different  sizes  of  feed  gives  the  spaces  which  will  yield  an 
angle  of  nip  of  16*^.  It  shows,  for  example,  that  24-inch  rolls,  which  are  fed 
with  l^-inch  lumps,  should  have  a  space  as  large  as  0.512  inch  between  the  rolls 
to  get  an  angle  of  nip  of  not  over  16^. 

TABLE  61. — SPAOES  WHICH  WILL  OIVE  AN  ANGLE  OP  NIP  OP  IS""  ON  DIFFERENT 

ROLLS. 


Dluneter 

of  Rolls  in 

Inches. 

8lie  of  Feed  to  Rolls  In  Inches. 

IH 

IM 

1 

H 

H 

M 

Space  between  Rolls,  (a) 

S 

9 

.046 
.980 
.438 
.518 
.666 
.888 
1.198 

.088 
.191 
.870 
.494 
.580 
.851 

********** 

.061 
.185 
.840 
.618 

.101 
.878 

' 

.188 



(a)  Where  bbuik  spaces  are  left  the  angle  of  nip  is  less  than  16*  with  the  rolls  set  elose  togethar. 

As  previously  stated,  the  mill  man  wishes  to  decide  what  reduction  he  can 
make  with  the  rolls  he  has  in  his  mill  and  at  the  same  time  keep  the  angle  of 
nip  within  a  favorable  value.  Table  52  has  been  prepared  to  enable  him  to  make 
this  decision  at  a  glance. 

For  example,  suppose  his  rolls  are  26  inches  in  diameter  (left  column) ;  if  he 
wishes  to  reduce  his  feed  lumps  to  one-fourth  their  size  (first  line),  then  IJ-inch 
lumps  (second  line)  will  be  the  largest  size  that  he  can  feed,  which  will  yield  an 
angle  of  nip  below  16°,  namely  16  7',  Prom  this  table  he  will  see,  that  if  his 
rolls  are  24  inches  in  diameter,  he  can  crush  from  l^-inch  feed  to  J-inch  space 
and  still  have  practically  the  favorable  angle,  namely  16°  6';  and  that  if  his 
rolls,  are  16  inches  diameter,  he  can  crush  from  1-inch  feed  down  to  •(-inch 
space  and  still  be  practically  within  the  favorable  angle,  16°  6'.  The  table 
further  shows  the  amount  of  reduction  the  different  rolls  can  effect  at  one  pas- 
sage of  the  ore;  for  example,  9-inch  rolls  cannot  reduce  l|-inch  lumps  below 
if  inch  space  (angle  of  nip=15°  21')  without  overstepping  the  safe  angle  of 
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nip,  while  24-inch  rolls  can  reduce  l^inch  lumps  down  to  i-mch  space  (angle  of 
nip=16**  6')  and  36-inch  rolls  can  reduce  l^-inch  lumps  down  to  f|-inch  space 
(angle  of  nip=15*'  12')  without  overstepping  the  tafe  angle  of  nip.  The  use 
of  Table  52  for  deciding  questions  of  graded  crushing  is  explained  in  §  99. 
The  angle  of  nip  may  be  studied  mathematically  as  follows : 
Let  E  (see  Fig.  69)  be  the  lump  of  ore  to  be  crushed.  The  elementary  forces 
acting  on  JEf  are  £  and  T,  which  act  normally  and  tangentially  to  the  roll  respec- 

TABLE  52. — ^ANGLES  OF  NIP  FOB  VABIOUS  SIZES  OF  FEED  AND  VARIOUS  REDUCTIONS 

ON  DIFFERENT   ROLLS. 


Redi 

lotion 

or  Ratio  of  Finish  Sise  to  Size  BM  to  the  EoOa. 

% 

H 

« 

SiJBes  Fod  to  the  Rolls,  in  Inches. 

mamflter 

of 

BoUa. 

1^ 

m 

1 

Ix 

H     »   1  m 

IH        1 

H        li 

H 

m 

IM 

1 

Space  between  the  Rolls  in  Inches. 

1J6 

u 

^       A 

%        ^          ^ 

% 

H      H 

h 

% 

H 

A 

H 

AuKles  of  Nip. 

IncfaM. 

t§i 

II 

11 

ti 

i^ 

ii 

ll 

ii 

a 

ii 

a 

ti 

II 

ti 

86 
80 
96 
M 
90 
16 
0 

8     6 

8  68 

9  98 
0    50 

10  48 

11  68 
15    91 

7  S6 

8  7 

8  41 

9  1 
9   60 

10   66 
14    11 

6  40 

7  14 

7  4! 

8  e 

8  61 

9  60 
19   60 

6    48 
6    90 

6  47 

7  8 

7  48 

8  84 
11    15 

4  45 
6    11 
6    84 

5  48 

6  90 

7  6 
9    18 

8   » 

8    41 
8    57 
4     7 
4    80 
6     2 
6    40 

11    90 
U    80 
18    93 
13    66 

15  10 

16  60 
91    47 

10  89 

11  88 
19    19 
19    48 
18    57 
15    90 
90     8 

0    86 

10  18 

11  8 
11    89 
19    81 
13    66 
18    19 

8    11 

8  57 

9  86 
9    59 

10    64 
19     0 
15    66 

6  18 

7  80 

7  63 

8  11 

8  67 

9  59 
18    10 

4  45 

5  19 

5  86 

6  49 

6  96 

7  7 
9   96 

18  15 

14  98 

15  80 

16  6 

17  87 

19  8S 
25    18 

18    1« 
18    IB 
14    15 
14    48 

16  8 

17  K^ 

10  54 

11  54 
18    68 
18    15 
14    98 
16     0 
81      9 

Reduction 

or  RaUo  of  Finish  Size  to  Size  Fed  to  the  Rolls. 

% 

M 

1 

Sizes  Fed  to  tbe  Rolls  in  Inches. 

Diameter 

1 

of 

H 

H 

M 

IH 

tH 

1 

H      M 

^ 

IH 

m      1 

H   \    H   \   H 

BoUs. 

Space  between  the  Rolls  in  Inchss. 

M        i 

A 

% 

ft 

H       A 

% 

ft 

ft 

A 

% 

ft 

ft 

ft 

Angles  of  Nip. 

Incbea. 

ti 

ti 

i^ 

ii 

ll 

ii 

ll 

ii 

ii 

ll 

a 

ti 

i 

fl 

s 

1 

1 

is 

86 

9   81 

7   46 

5    80 

14     4 

19    66 

11    88 

10     6 

8    18 

5    50 

15    18 

13    68 

19    99 

10 

63 

8 

58 

6    18 

80 

10   94 

8   99 

6     9 

15    91 

14      7 

19    88 

11      9 

9     0 

6    98 

16    8C 

15    14 

18    89 

11 

54 

9 

48 

6    54 

96 

11    11 

9     6 

6    27 

16    97 

15     7 

18    38 

11    49 

9    89 

6    51 

17    46 

16    19 

14    87 

18 

46 

10 

96 

7    94 

94 

11    86 

9   98 

6    48 

17     6 

15    48 

14      4 

19    15 

9    63 

7     8 

18    88 

16    57 

15    10 

13 

15 

10 

51 

7    « 

90 

19   86 

10   94 

7    91 

18    37 

17     7 

15    91 

13    94 

11      9 

7    48 

80      7 

18    80 

16    87 

14 

99 

11 

51 

8    86 

16 

14     9 

11    88 

8    18 

90    40 

18     0 

17     5 

14    6S 

19    14 

8    38 

98    90 

90    88 

18    88 

10 

4 

18 

18 

9    94 

9 

18   98 

15    14 

10    68 

96   46 

94    48 

99    90 

19    85 

16     9 

11    88 

98    67 

96    45 

94      9 

91 

8 

17 

97 

19    99 

tively.    The  force  T  will  be  a  certain  part  of  B  depending  upon  the  coefficient 
of  friction.    Assuming  the  latter  to  be  0.3,*  then  r=0.3  R, 

Besolving  each  force  into  vertical  and  horizontal  components  we  get 

e=zR  cosine  N. 
f=R  sine  N. 
c=0.3  R  cosine  N. 
d=0.3  R  sine  N. 
The  forces  e  and  d  simply  compress  the  lump,  being  equal  and  opposite  to  the 

*  Kent,  p.  999,  gi^es  stone  on  Iron  as  0.8  to  0.7. 
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horizontal  components  of  the  forces  exerted  by  the  other  roll.    The  force  / 
tends  to  move  the  lump  up,  while  c  tends  to  force  it  down. 

If  iV^=5°  and  fi=100  pounds,  then  /=S  sine  N=S,1  pounds,  and  c=0.3  B 

cosine  JV=29.7  pounds,  and  the  lump  will  go  down.    The  action  of  the  other 

roll  is  to  double  these  forces  /  and  c,  so  that  the  total 

force  acting  upward  is  17.4  pounds  and  the  total  force 

downward  is  59.4  pounds. 

If  N=\b''  and  5=100  pounds,  then  f=iR  sine  iV=25.8 
pounds,  and  c=0.3  B  cosine  iV=:28.8  pounds,  and  the 
lump  will  still  go  down. 

If  N=W  30'  and  jB=100  pounds,  then  f=B  sine 
iV=28.4  pounds,  and  c=0.3  B  cosine  iV=28.6  pounds, 
and  the  lump  will  be  almost  in  equilibrium. 

If  ^^^=20°  and  fi=:100  pounds,  then  f=B  sine  N= 
34.20  pounds,  c=0.3  B  cosine  iV=28.19  pounds,  and  then  the  lump  will  fly  out. 

If  the  coefficient  of  friction  is  larger  than  0.3  then  the  angle  at  which  the 
lump  is  in  equilibrium  will  be  greater.  Thus,  for  a  coefficient  of  friction  of  0.7 
the  angle  becomes  35°.  Practically  the  coefficient  would  probably  never  even 
approach  0.7  in  any  case.  The  results  of  preceding  calculations  are  arranged  in 
tabular  form  in  Table  53. 

TABLE  53. — LVALUE  OF  FORCES  ACTING  AT  DIFFERENT  ANGLES. 


FIG.  59. 


N. 

R. 

/. 

a/. 

c. 

2  c. 

2C.-8/. 

Motion  of 
Lump. 

Deerrees. 

Founds. 

Pounds. 

Pounds. 

Pounds. 

Pounds. 

Pounds. 

6 

100 

8.7 

17.4 

29.7 

60.4 

48.0 

DOWD. 

15 

100 

85.8 

61. e 

88.8 

67.6 

6.0 

Down. 

lOHi 

100 

e8.4 

66.8 

88.6 

57.0 

0.2 

Down. 

70 

100 

84.S 

68.40 

88.19 

66.88 

-12.01 

Up. 

The  different  minerals  vary  greatly  in  their  coefficient  of  friction,  as  follows  : 
(1)  Minerals  that  are  tough  and  tenacious,  as  certain  combinations  of  pyrite 
and  siderite,  require  a  narrower  angle  of  nip  than  brittle  minerals  like  calcite, 
barite  and  quartz,  since  with  the  latter  there  is  a  crumbling  of  small  particles 
which  "sand  the  track."  (2)  Minerals  that  are  slippery,  as  frozen  ore,  graphite,, 
anthracite  and  talc  have  a  small  coefficient  of  friction  and  therefore  require  a 
narrow  angle  of  nip,  while  gritty  rocks  like  sandstone  have  a  high  coefficient  and 
can  use  a  wide  angle  of  nip.  (3)  When  rolls  are  fed  wet,  adhering  sand  may 
increase  the  coefficient  of  friction  and  make  a  greater  angle  of  nip  possible  than 
when  the  ore  is  fed  dry  and  there  is  no  adhering  sand. 

Bolls  treat  flat  grains  from  a  given  sieve  more  favorably  than  they  do'  the 
cube  or  sphere. 

§  93.  Relation  of  Speed  to  Angle  of  Nip. — Theoretically,  increase  of  speed, 

Provided  the  reduction  in  size  is  little  enough,  can  be  made  to  almost  any  extent^ 
ut  practically,  high  speed  with  much  reduction  will  give  trouble,  owing  to  the 
refusal  of  the  rolls  to  nip  the  lumps.  The  latter  fly  back  until  a  dangerous 
amount  collects  and  then  the  rolls  choke. 

This  may  be  explained  as  follows :  A  lump  of  ore  falling  under  the  influence 
of  gravity  from  heights  of  6,  12,  18  and  24  inches  will  have  final  velocities  of 
340,  481,  589,  and  681  feet  per  minute  respectively.  Now  if  the  rolls  are  revolv- 
ing at  900  feet  per  minute  periphery  speed,  then  a  certain  part  of  the  friction 
must  be  used  to  accelerate  the  lump  of  ore  to  this  speed  before  it  will  be  nipped. 
This  amount  will  be  greater  or  less  according  as  the  periphery  speed  of  the  roll 
exceeds  the  velocity  of  the  particle  by  much  or  little.  This  use  of  a  part  of  the 
friction  for  the  purpose  of  accelerating  the  particle  does  not  in  itself  prevent  the 
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particle  from  being  finally  nipped  but  merely  delays  the  nipping.  It  is  this 
delay  daring  the  time  necessary  for  accelerating  the  particle,  which  prevents 
the  nipping,  for  until  accelerated  to  the  speed  of  the  rolls,  the  particle  is  neces- 
sarily slipping  and  this  slipping  smooths  the  particle  to  a  certain  extent  which 
causes  the  coefficient  of  friction  to  be  reduced  and  thereby  prevents  the  particle 
from  going  through. 

To  further  illustrate  how  reducing  the  periphery  speed  raises  the  practical 
angle  of  nip  and  prevents  slipping,  the  author  cites  the  following  experiences  iji 
three  different  mills: 

The  Chicago  &  Aurora  Smelting  and  Refining  Co.,  for  crushing  matte,  uses 
belted  rolls  24X14  inches.  The  feed  lumps  are.  IJ  to  IJ  inches  in  size  and  the 
matte  comes  in  two  forms,  weathered  and  uriweathered;  the  latter  has  probably 
at  least  four  times  as  many  of  the  large  lumps  in  it  as  has  the  former.  The 
spaces  used  are  i  to  f  inch  for  weathered,  i  to  f  inch  for  unweathered.  This 
gives  extremes  for  angle  of  nip  from  17°  0'  to  19**  22'.  The  matte  will  not  be 
nipped  with  less  spaces,  showing  that  this  is  maximum  working  angle  of  nip. 
One  hundred  and  thirty  revolutions  per  minute  (817  feet  periphery  speed)  seems 
to  give  the  best  result.  They  were  formerly  run  at  300  revolutions  (1,885  feet 
periphery  speed),  but  they  did  not  bite  as  well  as  at  the  present  speed,  and  gav(^ 
trouble  from  choking. 

In  Mill  20,  No.  1  rolls  crushing  pyrite  with  quartz  and  porphyry,  the  latter 
more  or  less  weathered,  when  running  at  102  revolutions  per  minute  (640  feet 
periphery  speed)  gave  excessive  wear.  When  reduced  to  92  revolutions  (678  feet 
periphery  speed),  they  gave  normal  wear.  The  excessive  wear  wa»  undoubtedly 
caused  by  the  slipping  of  the  ore  which  took  place  at  102  revolutions,  but  which 
did  not  occur  at  92  revolutions. 

In  Mill  22,  No.  1  rolls  when  running  at  35  revolutions  per  minute  (275  feet 
]>eriphery  speed)  on  galena  and  limestone,  became  glazed;  when  reduced  to  28 
revolutions  (220  feet  periphery  speed)  this  difficulty  disappeared.  The  glazing 
was  very  likely  due  to  slipping  of  the  ore,  which  ceased  as  soon  as  the  speed  wab 
reduced. 

§  94.  Batio  of  the  Diahbteb  of  the  Hole  in  the  Trommel  to  the  Spacj: 
Between  the  Bolls. — Since  the  wider  the  space  the  more  favorable  is  the  angle 
of  nip,  and  the  greater  the  tendency  to  run  freely  and  avoid  the  making  of  fines, 
the  mill  man  will  naturally  wish  to  know  how  wide  a  space  he  can  use  between 
his  rolls  and  still  get  a  large  proportion  of  the  crushed  material  to  go  through 
his  screen.  This  ratio  in  Table  49  ranges  from  0.33  to  12.5.  Where  it  is  less 
than  1.00,  the  rolls  are  either  doing  choke  crushing  (see  §  97),  or  are  not  crushing 
finely  enough  to  put  the  ore  through  the  screen.  In  those  cases  where  it  is  larger 
than  1.5,  the  rolls  are  either  running  with  loose  springs  or  they  are  sending 
their  product  to  a  coarser  screen  than  the  size  for  which  they  are  crushing. 
In  so  great  a  range  of  values  it  is  impossible  to  get  an  average  that  is  worth 
anjrthing.  The  author  is  inclined  to  the  opinion  that  IJ  would  be  a  safe  value. 
For  example,  ^-inch  space  between  rolls  would  crush  finely  enough  for  most  of 
the  product  to  pass  through  a  f-inch  hole  in  the  trommel,  because  §  inch  is  1^ 
times  J  inch.  This  ratio  may  prove  satisfactory  for  free  crushing,  but  a  much 
less  ratio  will  serve  for  choke  crushing.     (See  No.  6  rolls  in  Mill  91,  §  105). 

§  95.  Journal  Friction. — By  this  is  meant  the  resistance  to  revolving  due  to 
the  pressure  between  the  bearing  and  the  shaft.  There  are  several  causes  which 
contribute  to  increase  this. 

(1)  The  weight  of  the  roll,  shaft  and  gear  or  pulley. 

(2)  The  reaction  from  the  pull  of  the  belt  or  gear. 

(3)  The  reaction  from  crushing  the  rock,  which  may  include  spring  pressure. 

(4)  Speed.     High  speed  increases  it,  low  diminishes  it. 
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(5)  Lubrication.    Neglect  of  lubrication  increases  it,  attention  diminishes  it. 

The  resultant  of  the  forces  mentioned  will  cause  a  pressure  between  the  journal 
and  the  bearing,  and  the  loss  of  power  due  to  friction  will  increase  as  this  force 
increases. 

In  this  connection  there  are  three  considerations  of  importance  to  the  mill 
man.  (1)  The  lubrication  is  under  his  control  and  should  receive  his  careful 
attention.  (2)  The  spring  pressure  should  never  be  allowed  on  the  roll  journal 
in  coarse  crushing  rolls  under  free  crushing  conditions^  except  when  necessary 
to  do  the  crushing  at  the  moment  of  choke  feed  or  :when  a  drill  point  or  other 
hard  object  is  passing  through  the  rolls ;  this  he  can  control  by  judicious  use  of 
shims  between  the  boxes  or  of  compression  bolts.  In  fine  crushing  with  choke 
feed  it  is  necessary  to  have  the  full  pressure  of  the  springs  to  do  the  work  except, 
of  course,  when  no  feed  is  coming  to  the  rolls.  (3)  The  area  of  the  journal 
bearing  surface  is  fixeu  by  the  original  design  of  the  rolls.  A  large  journal 
surface  may  not  save  anything  on  the  loss  due  to  friction,  but  it  certainly  will 
save  on  wear,  and  the  life  of  the  babbitt  may  be  lengthened  greatly  by  using 
large  journals.  Table  40  gives  the  practice  in  this  respect.  The  table  is  not  as 
conclusive  as  is  desirable  on  one  point,  namely,  while  it  is  certain  that  all  the 
rolls  using  a  space  are  held  apart  by  shims  or  by  compression  bolts,  it  is  not 
certain  whether  the  rolls  that  are  said  to  be  set  up  close  do  or  do  not  prevent  the 
whole  pressure  of  the  springs  from  acting  on  the  journals.  Rolls  which  have  the 
whole  pressure  of  the  springs  acting  on  the  jonmals  at  all  times  are  wasting 
power  and  wearing  out  babbitt  faster  than  is  necessary.  Table  37  gives  the 
diameters  and  lengths  of  jonmals  used  in  the  millB  visited,  and  in  a  few  instances 
the  estimated  spring  pressures. 

To  demonstrate  Sie  importance  of  duly  considering  the  size  of  the  journals, 
the  following  computation  has  been  made:  In  Mill  26,  the  roll,  shaft,  core  and 
shell  weigh  about  5,000  pounds,  and  we  may  assume  from  the  results  given  in 
§  254  that  the  average  normal  pressure  due  to  crushing  is  not  over  5,000  pounds. 
The  resultant  of  6,000  pounds  weight  and  5,000  pounds  crushing  pressure  on 
the  two  journals  is  7,071  pounds.  If  each  journal  is  8X10  inches  or  80  square 
inches  of  projected  area,  the  pressure  on  one  of  the  journals  will  then  be 
7  071 
g'     Q=44  pounds  per  square  inch.    But  when  a  sudden  rush  of  ore  or  a  drill 

point  comes  and  the  rolls  are  sprung  suddenly  apart  we  have  momentarily  acting 
upon  the  two  journals  a  resultant  amounting  to  60,249  pounds,  due  to  the  whole 
spring  pressure  of  say  50,000  pounds,  and  the  weight  of  5,000  pounds.    This 

7^^^  QnKva=^^^  pounds  per  square  inch.    A  4X8-inch  journal,  the  size  used 

on  some  of  the  rolls,  if  doing  the  same  work  as  above,  would  have  pressure  of 
110  pounds  and  785  pounds  per  square  inch  respectively.  Going  to  the  other 
extreme,  a  9  X  16-inch  journal,  which  is  the  largest  given  in  the  table,  would,  if 
doing  the  same  work,  have  pressures  of  24  pounds  and  174  pounds  per  square 
inch  respectively.  When  we  consider  that  with  rolls  set  close  and  with  shims 
left'  out,  the  larger  pressure  is  acting  all  the  time  upon  the  journals  we  see  the 
importance  of  always  using  shims  or  compression  bolts. 

Kent*  says  that  it  is  almost  impossible  to  have  over  200  pounds  constant  pres- 
sure per  square  inch  as  the  box  heats  and  the  oil  squeezes  out.  This  shows  the 
importance  of  using  large  sized  journals.  Vezin  designs  his  rolls,  used  in  Mill 
94,  for  li  maximum  pressure  when  the  whole  spring  force  is  on,  as  when  a  ham- 
mer head  is  passing  through,  of  264  to  633  pounds  per  square  inch  of  projected 
area.    He  does  not  expect  a  pair  of  27  x  14-inch  rolls  to  have  more  than  300  or 

•  Kent,  "Mech.  Eng.  Pocketbook,"  ^  0801 
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350  pounds  even  when  doing  choke  crushing  on  very  hard  rock.  This  amounts 
to  a  pressure  of  60  tons  between  the  rolls.  Argall  uses  only  20  tons  pressure  on 
rolls  of  the  same  size.  There  is  a  decided  tendency  toward  the  use  of  larger 
journals. 

The  Oates  Iron  Works  has  succeeded  by  lengthening  the  journals  of  rolls,  in 
prolonging  the  life  of  the  babbitt  from  30  days  to  9  months.  Their  tubular  self- 
lining  boxes  make  this  possible.  The  ordinary  rigid  boxes,  however,  if  length- 
ened would  be  liable  to  heat  more  and  have  their  babbitt  cut  faster  owing  to  the 
flexure  of  the  shaft,  imless  the  diameter  of  the  shaft  is  increased  at  the  same  time. 

It  is  hardly  necessary  to  add  further  that  it  is  important  to  have  the  journals 
wdl  protected  from  dust  and  to  keep  them  well  oiled. 

§  96.  Power. — Power  used  by  rolls  may  be  divided  into  two  parts,  that  used 
in  crushing,  and  that  used  up  in  friction.  The  former  depends  upon  the  hard- 
ness of  the  rock,  the  amount  of  ore  fed,  the  specific  gravity,  and  the  amount  of 
reduction.  The  latter  includes  journal  friction  and  friction  of  the  gears  when 
used.  An  approximate  idea  of  the  power  required  is  given  in  Table  54.  For  the 
capacities  of  these  rolls  see  Table  34. 


TABLE 

54. — ^POWER  FOR  ROLLS. 

Mm  No. 

Ron  No. 

Hone 
F0««r.  (a) 

MIU  No. 

Bon  No. 

Horao 

IMwor.Ca) 

16 

4 

80 

9 

6 

IT 

4 

80 

8 

10 

n 

10 

80 

4 

4 

a 

10 

81 

1 

10 

n 

90 

81 

8 

7 

n 

90 

81 

8 

7 

m 

8 

88 

1 

8 

25 

6 

88 

8 

7 

96 

0 

88 

8 

^    4 

96 

0 

Stt 

4 

4 

98 

0 

85 

1 

10 

98 

5 

85 

8 

16 

80 

10 

48 

1 

10 

(a) 


aie  aU  Mtimated,  except  thow  of  lim  86,  which  w«fo  meuorad  b7  indieat^ 


The  manufacturers  use  certain  estimated  values  for  the  power  required  by  rolls 
when  planning  the  engines  for  mills.  For  example,  the  Colorado  Iron  Works 
allow  12  horse  power  for  their  27  X  14-inch  rolls  and  8  horse  power  for  their 
20  X  12-inch  rolls  when  crushing  medium  hard  ore.  Fraser  &  Chalmers  make 
allowance  for  rolls  as  given  in  Table  55.  ^They  are  probably  correct  for  a 
moderate  spring  pressure  only. 


TABLE  55. — POWER  FOR  FRASER  ft  CHALMERS  ROLLS. 


Slae  of  Boils. 

Size  of  Rolls. 

Inchee. 

Allowed. 

Inches. 

Allowed. 

0z9 

96x10 

19x19 

94x14 

16x10 

96x15 

[16x10 

80x19 

90x10 

80x14 

98x10 

86x16 

In  regard  to  the  belts  and  pulleys,  however,  rolls  are  furnished  with  sizes  which, 
according  to  Nagle's  formula,*  can  safely  transmit  two  to  four  times  the  power 


•  Kent, "  Heeh.  Eiiff.  Pocketbook/'  p.  87& 
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named.  This  excessive  width  of  belt  and  pulley  are  to  provide  for  the  increase 
of  power  demanded  by  a  moment  of  choke  feed,  a  drill  point  or  other  hard 
object.  With  two  pairs  of  rolls,  one  of  which  is  doing  coarse  crushing  and  the 
other  fine,  the  former  running  at  one-half  the  speed  of  the  latter,  the  leverage 
of  the  belt  over  the  resistance  to  crushing  must  be  twice  as  great  in  the  former 
as  in  the  latter,  the  power  used  being  the  same  for  both.  This  may  be  obtained 
by  doubling  the  width  of  the  belt,  by  doubling  the  diameter  of  the  pulley  or  by 
putting  in  gears. 

For  elaborate  results  of  tests  for  power  used  by  rolls  see  Von  Keytt's  work  in 
Table  177  and  §  251.  ^  cM^ 

§  97.  Quality  op  Crushing  by  EoLLS^This  depends  to  a  considerable  ex- 
tent upon  the  way  that  rolls  are  run.  /iloUs,  when  run  slowly  upon  a  given 
quantity  of  ore,  may  be  so  crowded  that  the  fine  particles  cannot  tumble  away 
from  the  coarse  as  soon  as  sufficiently  broken.  In  consequence,  such  fine  particles 
may  be  subjected  to  still  further  crushing  due  to  the  action  of  the  particles  one 
upon  another.  This  condition  will  be  called  "choke''. crushing.  If  now  the 
speed  of  the  rolls  be  gradually  increased,  the  percentage  of  fines  will  gradually 
decrease  until  a  speed  is  reached  at  which  the  particles  are  treated  individually, 
and  there  is  plenty  of  room  for  the  crushed  fine  ore  to  drop  away  from  the  coarser 
part  under  the  acceleration  of  gravity  and  so  escape  further  fine  crushing.  This 
condition  will  be  called  "free"  crushing,  and  it  is  the  condition  under  which  the 
maximum  coarse  and  minimum  fine  material  will  be  made.  Further  increase  of 
speed  beyond  this  point  gains  nothing.  In  fact,  it  may  cause  the  percentage  of 
fines  to  rise  again,  since  a  given  lump  is  crushed  in  a  shorter  period  of  time  and 
hence  shattered  more. 

The  speed  at  which  "free"  crushing  begins  depends  mainly  upon  two  things: 
(1)  The  rate  at  which  the  ore  is  fed  to  the  rolls;  for  example,  the  faster  it  is  fed 
the  higher  the  speed  at  which  "free"  crushing  begins.  (2)  The  amount  of  re- 
daction in  diameter  of  the  grains  by  one  passage  through  the  rolls ;  for  example, 
to  do  "free"  crushing,  rolls  will  have  to  run  faster  when  crushing  1 J  inch  lumps 
to  i  inch  than  when  crushing  the  same  to  f  inch  with  like  rate  of  feed. 

Bolls  acting  under  "free"  crushing  conditions  stand  pre-eminently  at  the  head 
of  the  list  among  crushers  for  producing  a  large  proportion  of  coarser  sizes  with 
a  small  proportion  of  fines.  "Free"  crushing,  when  practicable,  is  the  more 
advantageous  of  the  two  methods.  It  cannot  be  used,  however,  for  crushing  veiy 
fine,  on  account  of  the  impracticability  of  maintaining  space  small  and  the  sur- 
faces true.  For  fine  work  the  feed  must,  therefore,  be  increased  so  as  to  produce 
"6hoke"  crushing,  and  even  this  will  not  give  a  high  efficiency.  For  example, 
the  author  cites  the  finest  pair  of  rolls  in  a  cyanide  plant  crushing  to  40  mesh. 
These  rolls  are  set  up  so  that  they  do  not  quite  touch  and  when  crushing  they 
stand  from  i  to  f  inch  apart  under  the  full  pressure  of  the  springs.  The  amount 
that  is  returned  to  them,  that  is,  the  oversize  f)f  a  40-mesh  trommel,  amounts  to 
at  least  66%  and  probably  75%  of  what  comes  to  the  trommel. 

Crushing  with  rolls  set  close  and  springs  at  moderate  tension  is  a  method  often 
adopted  for  crushing  a  little  coarser  than  the  space  between  the  rolls  would  indi- 
cate. The  product,  however,  will  be  uncertain,  for  if  the  rolls  are  fed  faster  it 
will  be  coarser.  Moreover,  constant  working  of  springs  shortens  their  life  and 
increases  wear  of  boxes  in  guides.  Crushing  with  moderate  reduction  tends 
toward  maximum  coarse  grains,  minimum  fines,  and  this  seems  to  be  the  line 
which  deserves  most  attention.  Crushing  with  great  reduction  tends  to  pulver- ' 
ize  and  to  increase  the  proportion  of  fines.  This  question  of  fines  will  appear 
again  under  "Capacity,"  §  98,  and  "Graded  Crushing,"  §99. 

A  few  examples  of  sizing  tests  of  the  product  of  rolls  are  here  given.    They 
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aie  not  of  great  value.  The  conditions  under  which  they  were  obtained  are  not 
known^  and  these  conditions  are  all  important  for  the  interpretation  of  the  result. 
For  we  may  have  rolls  crushing  with: 

(1)  Small  reduction  or  large  reduction  of  size. 

(2)  Loose  springs  or  tight  aprings. 

(3)  Shims  or  no  shims. 

(4)  Space  or  no  space. 

(5)  Favorable  or  unfavorable  angle  of  nip. 

Gradations  on  all  the  above  five  lines  affect  the  percentages  of  coarse  and  fine 
grains. 

At  Mill  25y  dolomite  with  disseminated  galena  after  passing  through  a  Blake 
breaker  set  at  1\  inches  is  crushed  by  No.  1  rolls  which  are  30  inches  diameter, 
14  inches  face,  set  close,  making  8^  revolutions  per  minute  and  therefore  doing 
choke  crushing.  The  product  yields :  Through  15.88  on  9.53  mm.,  1% ;  through 
9.53  on  6  mm.,  12.6%  ;  through  6  on  4  mm.,  15.1% ;  through  4  on  3  mm.,  14.6% ; 
througlr  3  mm.,  60.7% ;  total,  100.0%. 

No.  4  rolls  of  Mill  30  are  24  inches  diameter,  14  inches  face,  make  48  revolu- 
tions per  minute,  are  set  close  and  treat  30  tons  per  24  hours  of  ore  containing 
quartzite,  siderite,  galena,  etc.,  (fine  jig  middlings).  The  feed  has  all  been 
through  8  mm.  and  the  product  goes  to  a  5-mm.  trommel,  the  oversize  being  fe- 
tumed.    Sizing  tests  of  the  feed  and  product  yielded: 


Feed. 

Product. 

Tlifwigh  S  nmi.  m  7 mm •....t. 

Per  Cent. 
0.689 
89.794 
44.478 
8.484 
9.W9 
8.968 
8.881 
0.880 

0.197  ■ 

Percent. 
0.568 
18.880 
84.784 
8.674 
6.896 
14.811 
15.841 
B.776 
5.878 
8.518 
6.971 

**        6  mm.  on  8mm • 

••        8  mm.  on  Smosh .•••••••■..• 

**         8  mesh  on  10  mesh 

**       10  nmh  on  16  mesh. • 

**       16  mesh  on  80  mesh 

••       80  mesh  on  84  mesh 

«       84  mesh  on  80  mesh 

**       80  nmh  Off  40  mmh 

••       iOmflsfa 

100.000 

100.000 

A  sizing  test  was  made  on  Newfoundland  chromite  in  a  serpentine  gangue 
that  had  been  crushed  through  a  20-mesh  screen  by  successive  passes  through 
rolls  at  the  Massachusetts  Institute  of  Technology.  The  rolls  were  9X9  inches, 
run  at  60  revolutions  per  minute,  set  close,  crushing  material  from  a  breaker 
all  below  f  inch  in  diameter.  The  product  yielded:  On  20  mesh,*  0.41%; 
through  20  on  30  mesh,  20.55% ;  through  30  on  40  mesh,  14.84% ;  through  40 
on  50  mesh,  12.39% ;  through  50  on  60  mesh,  9.87% ;  through  60  on  80  mesh, 
9.05% ;  through  80  on  100  mesh,  10.03% ;  through  100  on  120  mesh,  3.59% ; 
through  120  on  140  mesh,  4.08% ;  through  140  mesh,  15.25% ;  total,  100.06%. 

Coxheath  ore  containing  chalcopyrite  in  a  siliceous  gangue  and  assaying  4.44% 
copper  was  sized  by  Mr.  R.  G.  Hall,  at  the  Massachusetts  Institute  of  Technology. 
The  ore  was  passed  through  a  Blake  breaker,  set  at  1  inch,  then  through  a  Gates 
breaker,  set  at  i  inch,  and  finally  through  a  pair  of  9  X  9-inch  rolls,  set  close. 
All  below  3  mesh  was  sifted  out  after  each  operation  and  only  the  oversize  was 
crashed  further.    The  final  product  yielded : 


•  For  actual 


of  lioleA  in  these  fKnvena,  see  Table  998. 
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V 

Welcht. 

Aflseyski 
Copper. 

nunousta  8  meeh  on  Mheeh  (a) 

Percent. 
41.47 
10.00 
81.80 
7.00 
8.87 
1.87 
16.18 

FtnrCeot. 
8.48 
4.86 
4.48 
4.64 
4.61 
4.70 
7.16 

^^^^  4  meeb  ob  sSS,.  ......... ...  WW 

6iiieehoii  8HH^ 

**        8  meeh  on  10  meih!^ 

"        10  meeh  on  14  meeh.  .^^^ 

•"       14  meeh  on  18  meeh... ^Hki.* 

^ 

100.09 

(a)  For  actual  size  of  bolee  In  ih» 

With  the  same  ore,  middlings  and  tailings 
assaying  2.8%  copper  were  crushed  by  successive^ 
sieve.    The  product  yielded : 


s  Table  866. 

_|n  3  and  8  mesh  and 
go  through  an  S-mesh 


Weight. 

Oopptr. 

nurou^  8  on  10  meeh  (a). 

PerOant 
87.8 
88.8 
18.0 
86.1 

Percent 

8.8 
8.6 
8.6 
8.4 

"        10onl4mei(h 

14  on  16  meeh , 

18  meeh 

100.1 

(a)  For  actual  slsea  of  holea  in  these  acreens,  lee  Table  858. 

Sahlin*^  reports  that  Port  Henry  magnetite  ore  crushed  by  breakers  and  rolls 
to  pass  through  a  10-mesh  (0.075  inch)  screen  yielded:  Through  10  on  16 
mesh,  31%;  through  16  on  24  mesh,  21%;  through  24  on  40  mesh,  7.9%; 
through  40  on  60  mesh,  17.5% ;  through  60  mesh,  20.9% ;  loss,  1.7% ;  total, 
100.0%. 

Krom'*  says  that  when  crushing  Port  Henry  magnetite  ore  through  10  mesh 
only  3i%  of  the  product  would  pass  through  100  mesh,  and  when  crushing 
through  16  mesh  only  6^%  would  pass  100  mesh. 

At  the  Geddes  &  Bertrand  mill,  Nevada,  Krom  rolls  crushing  silver  ore  yielded: 
On  0.8  mm.,  22% ;  through  0.8  on  0.7  mm.,  6% ;  through  0.7  on  0.6  mm.,  6% ; 
through  0.6  on  0.5  mm.,  6% ;  through  0.5  on  0.4  mm.,  8% ;  through  0.4  on  0.3 
mm.,  7%;  through  0.3  on  0.2  mm.,  9%;  through  0.2  on  0.1  mm.,  11%; 
through  0.1  mm.,  27% ;  total,  100%.  In  previous  tests  there  has  been  no  special 
ratio  for  the  sizes  of  sieves  used.  In  this  it  will  be  noticed  that  the  sieve  scale 
has  an  arithmetical  ratio. 

Mr.  C.  W.  Goodale*®  gives  the  following  sizing  tests  on  Butte  ore  which  had 
passed  through  a  Blake  breaker,  rolls  and  limiting  screen.  The  sieve  scale  in 
this  test  has  a  geometrical  ratio  of  1.4. 


Weight 

SUver 
Aiiaj. 

flirouflM     (Ml 8.8  mm.. 

Percent 
0.08 
84.70 
16.81 
11.70 
7.48 
11.44 
0.60 

Ounoee 
PtorlVML 

18.7 

14.8 

18.8 

14.1 

16.8 

17.6 

88.6 

••       8.8on8      mm 

••       8    on  1.4  mm....... 

."       1.4  on  1      mm 

•*        I     oDQt6  mm.. .... ................. 

••       0.6  on  0.16  mm 

"       016  mm...., 

100.00 

elaborate  sizing  tests  of  the  produ( 

3t  of  rolli 

3  under  i 

tions,  see  Table  178. 

§  98.  Capacity  or  Quantity  Crushed  by  Rolls. — ^The  capacity  or  the  quan- 
tity crushed  by  rolls  is  the  number  of  tons  that  can  be  crushed  from  a  given  size 
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to  pass  through  a  certain  size  of  hole  in  a  given  tinM^In  free  crushing,  pro- 
vided the  spring  is  sufficiently  stiff  to  hold  the  roll||p  their  work,  provided  also 
that  the  angle  of  nip  is  favorable,  the  capacity  ij^Ependent  upon  the  speed,  the 
width  of  face  and  the  space  or  distance  the  rolW^e  set  apart ;  also  perhaps  to  a 
slight  extent  in  slow  moving  rolls  upon  wj|^t^  or  not  water  is  fed  to  aid  the 
discharge  of  the  crushed  material ;  where J^^capacity  is  given  in  tons  the  specific 
gravity  of  the  ore  will  also  affect  it^^T  choke  crushing  the  capacity  depends 
upon  the  measures  given  above  an^^pF the  pressure.  The  greater  the  pressure, 
the  greater  will  be  the  reducti^^HRze ;  for  example,  in  Mill  91  the  pressure 
upon  the  No.  6  rollsisgo^^^Biy  periodical  sizing  tests  of  the  crushed  ore. 
If  the  rolls  are  makiii|||(g^Hprover8ize  more  pressure  is  put  on.  The  capaci- 
ties of  rolls  in  the  mills  are  given  in  Table  34. 

To  illustrate  the  capacity  of  rolls,  let  the  reader  imagine  that  the  rolls  are 
rolling  out  dough  in  the  form  of  a  long  ribbon.  It  is  clear  that  if  the  rolls  are 
speeded  to  twice  the  rate,  the  ribbon  delivered  per  minute  will  be  twice  as  long; 
again  if  the  faces  of  the  rolls  are  twice  as  wide,  the  ribbon  will  also  be  twice  as 
wide;  and,  finally,  if  the  rolls  are  set  twice  as  far  apart,  the  ribbon  will  be 
twice  as  thick.  Either  of  the  changes  will  have  increased  the  quantity  of  dough 
put  through  to  twice  the  amount.  In  dealing  with  ore,  however,  we  have  a  non- 
plastic  material,  the  volume  of  mixed  coarse  and  fine  broken  ore  being  about  one 
and  three-fourth  times  the  volume  of  the  same  weight  of  solid  ore.  In  other 
words,  a  given  volume  of  broken  ore  weighs  only  about  57%  of  what  it  would 
if  it  were  solid.  Prom  this  it  follows  that  the  maximum  which  can  be  obtained 
in  practice  is  only  about  57%  of  the  theoretical  solid  ribbon  which  would  be 
obtained  if  the  ore  were  plastic.  The  compression  of  the  ore  by  the  rolls  would 
tend  to  raise  this  figure  somewhat,  but  on  the  other  hand  the  impossibility  of 
obtaining  an  exactly  uniform  rate  of  feed  which  would  correspond  to  the  maxi- 
mum ribbon  would  tend  to  lower  it.  It  will  be  of  interest  to  note  how  near  the 
authorities  and  mill  men  approach  this  figure. 

Stutz**  quotes  Pemolet  as  saying  this  factor  should  be  20  to  25%  of  the  full 
ribbon.  Stutz  himself  says  that  his  experience  has  been  that  33%  is  the  proper 
factor.  Table  66  shows  the  practice  as  calculated  by  the  author  from  the  mills 
visited. 


TABLE 

56.— THEORETICAL  AND  ACTUAL  CRU8HIN0  RIBBONS. 

Mill 
Efo. 

Rcitl 

No. 

Ribbon 
per  Minute, 

Actual 

Ribbon 

per  llllnute. 

Factor=j< 
the  Actual 

is  of  the 
Calculated. 

Rolls 

set 

Close  or 

Spaced. 

MIU 
No. 

Roll 
No. 

CaiciilRtftd 

Actual 

Ribixjn 

per  Minute. 

Fsctor=)( 

the  Actual 

Is  of  the 

Calculated. 

Rolls 

set 

Closeor 

Spaced. 

Cli.  Jn, 

Cu.  In. 

^.. 

Da.  In. 

Cu.  In. 

L 

IQ 

mA4S 

5.399 

c 

80 

ai.€67 

S,(W4 

8. 

IS 

m,m 

440 

1.4 

B. 

13,789 

tlB 

6.8 

a. 

16 

4«,519 

060 

1.4 

C. 

7.&4t 

»S0 

4.6 

c. 

17 

m.'m 

41^ 

1.1 

c. 

81 

4^,714 

8,193 

6.4 

B. 

IS 

vtjm 

tow 

6.S 

t. 

88 

6.'i5S 

6,5ge 

(6)181  0 

S. 

20 

43.010 

1,099 

9.6 

s. 

86 

ST.eai 

a,8fla 

8.7 

B. 

sa^tiog 

eeo 

8.9 

t. 

40 

5,e4S 

wo 

9.4 

8. 

£1 

83,750 

(a)1.9» 
(o)«.8f 

t. 

8.1»1 
&.849 

S85 
660 

88.8 
9.4 

B. 
8. 

14,108 

276 

1.9 

0. 

io.6aa 

1,870 

16.7 

C 

« 

i<h4e9 

fijog 

18.0 

t. 

48 

h,m 

1.S7B 

84.9 

c. 

M 

S.GQS 

«S9 

9.6 

t. 

48 

10,086 

1,009 

10.8 

e. 

a,<]e» 

LFfflJ 

80.8 

s. 

86 

i8,ooa 

326 

5-5 

B. 

«9 

SfSGO 

\,\u 

48.6 

0. 

87 

15,689 

1.099 

6.8 

8. 

90 

9;S0Q 

ijm 

11.6 

B. 

88 

23,7M 

6SK 

8.6 

B. 

Q.600 

1.09fl 

11.6 

8. 

89 

19,723 

8,109 

17.8 

c. 

m,m 

%m 

10.9 

C. 

14,187 

J*S 

16.6 

e. 

« 

sasso 

1,&49 

6.0 

8. 

14,187 

8,199 

16.6 

c. 

SS 

* 

6.717 

1,05S 

18.6 

B. 

90 

66,000 

669 

1.0 

8. 

7.3TO 

«§4 

8.6 

C. 

98 

8 

8,884 
9,046 

990 
876 

84.8 
8.0 

C. 

c. 

(a)  Hiese  two  flcpine  are  for  hard  *nd  seft  ore  respectively.    (6)  This  roU  is  probably  run  with  a  loose  spring. 
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In  preparing  this  table  the  rale  used  for  space  rolls  is: 

<x  100X2,000 
1,440X0.036089X3.5  ^     ^  i    .,_i_       .      ^ 

/^.Xdxrx»        =  P^'  «^*-  *^*^  "^•^^  ^«  ^' 
theoretical,  where 

<=ton8  treated  in  24  hours. 
100=factor  to  change  to  per  cent. 
2,000=nuniber  of  pounds  in  a  ton. 
l,440=number  of  minutes  in  a  day. 
0.036089=weight  in  pounds  of  a  cubic  inch  of  water. 
3.5=:assumed  specific  gravity  of  ore. 
I=length  of  rolls  in  inches. 
»=ratio  of  diameter  to  circumference=3.1416. 
dzzrdiameter  of  rolls  in  inches. 
r=revolutions  per  minute. 
s=the  space  the  rolls  were  set  apart  in  inches. 
ZX'4rXdxrX«=cubic  inches  in  calculated  ribbon. 

=cubic  inches  in  actual  ore  ribbon. 

1,440X0.036089X3.6  nuuuu. 

In  making  the  computation  for  rolls  set  close,  the  diameter  of  the  holes  of  the 
limiting  trommel  was  substituted  for  the  space  s,  for  since  the  theoretical  value 
of  s  was  zero,  no  ore  could  go  through  the  rolls  until  they  were  sprung  apart. 
The  diameter  of  the  hole  in  the  trommel  seems  a  natural  figure  to  use.  The 
great  variation  shown  in  the  table  is  due  to  the  fact  that  practice  has  not  been 
guided  by  a  uniform  rule  in  this  matter.  An  inconsistency  occurs  in  Mill  32,  roll 
No.  1,  which,  if  the  quantity  quoted  by  the  author  is  not  set  too  high,  could  only 
exist  with  loose  springs  and  the  rolls  sprung  apart  most  of  the  time.  It  is  prob- 
able also  that  other  rolls  are  run  with  loose  springs,  in  which  case  the  percent- 
ages quoted  for  them  would  be  high.  The  spaces  given  are  supposed  in  every 
case  to  be  the  beginning  set,  which  wears  to  a  little  larger  before  the  rolls  are  set 
up  again.  This  also  would  make  the  percentage  in  the  table  high.  The  tons 
per  24  hours  used  in  the  table  are  everywhere  the  estimated  work  actually  done, 
not  the  amount  that  in  the  opinion  of  the  mill  owners  could  be  done.  The  rolls 
are  thought  by  their  owners,  in  nearly  all  cases,  to  be  worked  somewhat  below 
their  capacity.     This  would  tend  to  make  the  percentage  in  the  table  low. 

For  24  X  14-inch  rolls  revolving  75  times  per  minute,  crushing  l|-inch  lumps, 
set  at  i  inch,  Fraser  &  Chalmers  estimate  the  capacity  to  be  240  tons  in  24  hours. 
This  gives  an  actual  ribbon  which  is  6.7%  of  the  theoretical. 

In  regard  to  the  capacity  of  rolls,  the  feeding  is  all  important,  an  even  feeder 
apportioning  the  ore  evenly  to  the  roll  surfaces,  an  uneven  feeder  overcrowding 
the  rolls  at  one  moment  and  allowing  them  to  be  idle  the  next. 

In  order  that  fine  rolls  may  have  even  a  moderate  capacity  when  under  free 
crushing  conditions  high  speed  is  necessary.  This  is  clear  from  the  ribbon  theory 
which  shows  that  capacity  is  proportional  to  the  space  at  which  rolls  are  set.  In 
practice,  however,  fine  rolls  are  apt  to  be  run  on  the  choke  crushing  basis  with 
the  space  widened  by  the  thickened  ribbon  of  ore,  and  in  this  way  the  demand 
for  high  speed  is  somewhat  lessened. 

When  the  reduction  is  not  too  great  and  the  angle  of  nip  is  advantageous,  a 

soft  granular  mineral  should  have  no  advantage  in  capacity  over  a  hard  brittle 

one.     But,  on  the  other  hand,  when  the  reduction  is  great  and  the  angle  of  nip 

^^sadvantageous,  the  hard,  brittle  mineral  will  jump  into  the  a<r  after  the  first 

tact  and  waste  time,  while  the  soft  granular  mineral  will  go  through  in  spite 
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of  the  fact  that  the  rolls  seem  to  be  working  at  a  disadvantage.  The  granular 
mineral  usually  breaks  easier  since  its  fracture  is  generally  the  fracture  of  that 
material  only  which  cements  the  grains^  while  the  fracture  of  a  compact,  flinty 
or  vitreous  specimen  is  the  fracture  of  the  whole  mass. 

At  the  dry  crushing  plant  of  the  Metallic  Extraction  Co.,  at  Florence,  Colo.,*'* 
there  is  a  Blake  breaker,  a  Blake  multiple  jaw  breaker,  and  three  pairs  of  26  X 
15-inch  rolls  in  series,  each  making  100  revolutions  per  minute.  The  first  pair 
of  rolls  is  fed  with  4  to  6-mesh  stuff  containing  also  some  material  coarser  than 
4  mesh,  the  second  with  6  to  15-mesh  stuff  and  the  third  with  15  to  40-mesh 
stuff.  There  are  screens  after  each  pair  of  rolls.  The  ore,  which  is  hard 
andesitic  breccia  and  phonolite,  is  crushed  to  40  mesh  at  the  average  rate  of  125 
tons  per  24  hours.    At  times  they  crushed  160  tons  per  24  hours. 

At  Mill  94,  for  the  arrangement  of  which  see  Chapter  XX.,  the  ore  is  reduced 
from  1  inch,  through  20  mesh  at  the  rate  of  75  tons  in  24  hours.  The  plant  is 
run  much  below  its  full  capacity,  however,  and  it  is  estimated  that  it  can  crush 
180  tons  in  24  hours. 

§  99.  Graded  Crushing. — In  crushing  rock  by  rolls  we  may  either  reduce  it 
by  one  passage  through  rolls  set  close,  making  the  whole  reduction  at  this  one 
time,  or  the  rock  may  be  put  through  two  or  more  pairs  of  rolls  in  series  with 
spaces  graded  to  suit  the  work,  the  space  in  the  second  finer  than  that  in  the 
first,  the  third  finer  than  the  second,  and  so  on,  the  fines  being  sifted  out  between 
each  crushing.  The  former  method  is  called  single-stage  crushing,  the  latter  is 
called  graded  crushing  or  crushing  by  stages.  The  effect  upon  the  rock  crushed 
is  that  the  greater  the  number  of  stages  the  less  fines  to  be  lost  in  the  concentra- 
tion and  greater  saving  of  values,  also  capacity  and  economy  of  power. 

Table  52  shows  how  graded  crushing  may  be  planned.  For  example,  20-inch 
rolls  reducing  one-half  will  crush  l^-inch  stuff  down  to  f  inch  with  f -inch  space 
and  angle  of  nip  of  15**  10',  and  16-inch  rolls  following  will  crush  f-inch  stuff 
down  to  f  inch  with  f-inch  space  and  12°  9'  angle  of  nip;  while  30-inch  rolls 
would  be  required  t  bring  l|  inch  down  to  f  inch  at  one  passage  with  f-inch 
space  and  15®  21'  angle  of  nip.  Of  these  two  arrangements  the  former  will 
keep  the  roll  shells  in  better  condition  continuously,  will  have  less  wear  and  tear, 
and  the  two  machines,  each  making  a  reduction  of  one-half,  will  make  much  less 
fines  than  one  machine  crushing  to  one-fourth  the  diameter.  The  first  cost  will 
not  be  materially  lessened  by  using  the  two  small  machines  to  replace  the  one 
large  one,  but  the  power  will  be  less  for  equal  capacity. 

From  'Table  49  it,appears  that  in  rolls  of  Class  I.  the  maximum  lump  of  the 
feed  ranges  from  63.5  to  17  mm.  and  the  maximum  lump  of  the  product  from 
30  to  2.11  mm. 

Class  II.,  feed,  38.1  to  2.59  mm. ;  product,  16  to  1.47  mm. 

Class  III.,  feed,  63.5  to  12.7  mm.;  product,  25  to  2.11  mm. 

Class  IV.,  feed,  38.1  to  2.11  mm. ;  product,  38.1  to  1.52  mm. 

By  inspecting  rolls  of  Classes  I.  and  II.,  it  is  clear  that  the  feed  is  largely  of 
the  coarsest  size  and  tapers  downward,  while  that  for  rolls  of  Class  III.  is  largely 
of  the  intermediate  sizes,  with  a  few  scattering  lumps  of  the  larger  size  which 
have  passed  by  the  ends  of  the  rolls.  To  set  the  rolls  with  an  angle  of  nip  that 
is  suitable  for  this  product,  one  must  either  suit  the  few  large  lumps  and  slight 
the  greater  quantity  of  smaller  sizes,  which  will  be  a  waste  of  crushing  capacity, 
or  set  the  rolls  to  suit  the  smaller  sizes,  in  which  case  they  will  be  unsuited  to 
the  larger  ones.  This  latter  plan  can  be  done  where  large  rolls  are  used.  But 
if  the  advantage  of  graded  crushing  is  sought  with  the  lower  cost  of  small  rolls, 
it  seems  to  the  author  that  the  sizing  apparatus  should  be  so  arranged  as  to  return 
the  few  larger  lumps  to  the  rolls  of  Classes  I.  and  II.,  and  allow  the  rolls  of 
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Class  III.  to  have  an  even  product  to  crash ;  in  other  words,  make  each  roll  clean 
np  its  own  oversize. 

The  great  irregularities  in  these  tables  show  clearly  that  while  an  appreciation 
of  the  advantage  to  be  derived  from  graded  crushing  is  on  the  increase  in  this 
country,  the  mills  have  not  yet  fully  adapted  themselves  to  it.  For  example,  note 
the  rolls  of  Class  I.,  the  feed  of  which  in  some  cases  contains  lumps  ranging  all 
the  way  from  63.5  mm.  down  to  0  mm.  They  do  not  make  the  rolls  of  Class  I. 
and  in  some  cases  the  rolls  of  Class  II.  clean  up  the  oversize  of  their  trommels, 
and  they  feed  much  coarse  and  fine  stuff  mixed  together  to  the  rolls  of  Class  lY. 
or  the  middlings  rolls. 

§  100.  Cost  op  Repairs  on  Bolls  poe  Othbe  than  Weabing  Parts. — ^The 
figures  obtained  from  the  mills  are  shown  in  Table  57. 


TABLE 

57. — ^BEPAIBS  POR  ROLLS. 

KQl  Na 

BoUNa 

Ooit  per  Year. 

Oortpe^T^ 

i 

88 

1 
8 
1 
8 

850 
18B 
50 

0.400 

0.S78 
0.506 

§  101.  Cost  op  Crushing  by  Bolls. — It  seems  to  the  author  that  100  tons 
per  24  hours  is  a  good  average  of  the  work  done  by  rolls.  This  would  require 
about  10  horse  power.    The  various  items  of  cost  for  these  rolls  are  as  follows : 

Power,  1.30  cents  per  ton* ;  attendance,  1.50  cents  per  tonf ;  wear  of  roll  shells, 
0.02  to  4.00  cents  per  tonj ;  repairs,  oil,  babbitt,  etc.,  0.37  to  0.60  cents  per  ton§ ; 
total,  3.19  to  7.40  cents  per  ton. 

These  figures  do  not  include  the  cost  of  truing  roll  shells,  as  the  author  has 
no  data  on  this.  Moreover  this  item  is  believed  to  be  unnecessary  where  proper 
material  is  used  for  shells  and  the  rolls  are  properly  run.  These  figures  are  very 
general  and  are  given  more  to  indicate  the  separate  items  to  be  considered  than 
to  give  accurate  figures  on  cost.  Thus  in  Mill  94  it  takes  no  more  men  to  look 
after  eight  pairs  of  rolls  than  after  four  pairs.  Again,  the  specific  gravity  and 
hardness  of  the  ore  treated  will  make  a  great  difference  in  the  power  and  capacity, 
as  shown  in  §  255,  and  consequently  in  the  cost. 

C.  W.  Goodale*®  gives  the  cost  of  crushing  tailings  at  the  Colorado  Concentrator 
as  4.6  cents  per  ton,  which  includes  the  expenses  for  screens  and  elevators  as  well 
as  rolls,  but  does  not  include  power. 

R.  Hunt*  gives  the  cost  of  crushing  by  Cornish  rolls  in  Cornwall.  The  rolls 
are  21  inches  diameter  and  19  inches  face,  make  8  revolutions  per  minute,  and 
crush  40  to  60  mm.  stuff  down  to  0  to  6  mm.  at  the  rate  of  60  tons  per  24  hours. 
The  two  shells  weigh  2,700  pounds  when  new,  1,600  pounds  when  discarded 
and  last  2,000  tens.  The  items  per  ton  were  as  follows:  Boll  shells,  1^  pence; 
labor,  2^  pence;  steam  power  (5  horse  power),  5  pence;  wear  and  oil,  1  penny; 
total  cost  per  ton  crushed,  9^  pence=19  cente. 

Specie  Forms  op  Bolls. 

Special  forms  of  rolls  have  been  designed  for  both  coarse  and  fine  crushing. 
§  102.  Bolls  with  Sluggers  and  Knobs. — ^The  No.  1  rolls  of  Mill  91,  shown  in 
Figs.  60,  61,  62a  and  ^ib,  are  6  feet  in  diameter  with  6  feet  face,  with  flat  topped 

•  ABBaminfT  the  coet  of  a  horae  power  to  be  $40  per  year  of  808  days,  of  94  hours  each.  (Kent**  **  Mech. 
Eng.  Pocketbook/*  p.  7W.) 

t  Assumlnff  that  labor  costs  $8  per  man  per  shift  of  18  hovrs,  and  that  one-quarter  man  is  requlrsd  per 
shift       t  Taken  from  Tftble  35  of  roll  shells.       $  Taken  from  Table  57  of  repairs. 
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FIG. 


SectloiL 
60. — METHOD  OP  DRIVING  EDISON'S  GIANT  ROLLS. 


conical  knobs  a,  2  inches  high  and  2  inches  in  diameter  at  the  top,  cast  upon  the 
surface  in  longitudijaal  rows,  eight  knobs  in  a  row.  One  roll  has  also  placed 
diametrically  opposite  each  other,  two  longitudinal  rows  of  sluggers  6  six  in  each 
row.  These  are  striking  pieces  4  inches  high  and  they  are  frustrums  of  flattened 
pyramids,  the  upper  bases  of  which  are  6X2  indies,  and  the  lower  are  about 
23X6  inches,  lliey  are  curred  to  conform  to  the  cirde  of  the  roU.  These  dug- 
gers  and  knobs  are  cast  upon  segments  c  which  are  bolted  to  the  permanent  cores. 
The  segments  are  3 
inches  thick;  those  for 
the  sluggers  are  23 
Inches  wide  by  36 
inches  long.  Two  of 
these  fill  the  length  of 
the  roll.  The  knob  seg- 
ments are  11  inches 
wide  and  of  two  lengths, 
27  and  45  inches  re- 
spectivdy,  which  alter- 
nate, and  so  break  joint 
around  the  cirde.  The 
slugger  roll  has  16  knob 
segments  and  two  slug- 
ger segments.  The  oth- 
er roU  has  20  knob 
segments;  all  of  the 
segments  are  of  chilled 
cast  iron.  It  is  esti- 
mated that  the  slugger 
plates  will  wear  for 
400,000  tons. 

The  rolls  are  7  feet 
2  inches  center  to  cen- 
ter, making  them  10 
inches  apart  between 
the  ends  of  the  knobs, 
or  14  inches  apart  be- 
tween the  surfaces. 
They  make  150  revolu- 
tions per  minute,  which 
corre4>onds  to  a  periph- 
ery speed  of  2,827  feet 
per  minute.  The  weight 
of  the  two  moving 
parts  is  about  167,- 
000  pounds.  The  jour- 
nals  d   are   30   inches 
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PIG.  62a. — SECTION  OP 
ONE  OP  EDISON'S  GIANT  ROLLS. 


PI0.  636. —  FACE  OP 

ROLL    (unrolled), 

SHOWING  SLUGGERS 

AND   KNOBS. 


The 


long  and  16  inches  in  diameter  and  made  in  the  form  of  thrust  bearings, 
shafts  are  made  of  horseshoe  hammered  iron. 

Driving  pulleys  e  are  placed  on  both  ends  of  both  roll  shafts.  They  are  6  feet 
6  inches  in  diameter  and  24  inches  wide.  They  can  run  loose  on  the  roll  shafts, 
but  do  not  do  so  until  they  have  overcome  the  friction  of  the  band  brakes  f 
which  connect  them  with  smaller  pulleys  g  3  feet  diameter,  4  inches  face,  keyed 
to  the  shafts.  The  band  brakes  are  held  up  with  springs  h  of  2,500  pounds  ten- 
sion.    The  friction  is  estimated  at  500  pounds,  which  is  the  driving  force  upon 
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the  roll.  This  force  is  insufficient  to  start  the  rolls;  they,  therefore,  have  to  be 
started  with  a  bar.  The  driving  is  by  a  special  design  using  a  tightening  pulley 
which  enables  both  rolls  to  be  driven  by  the  same  belt,  which  is  made  of  six-ply 
rubber.  The  pillow  blocks  are  placed  upon  guides  i  and  are  held  together  by 
two  powerful  bolts  ;  one  above  and  one  below.  The  bolts  have  wooden  washers 
and  lock  nuts  at  each  end ;  the  pillow  blocks  are  held  apart  by  shims. 

The  average  skip  load  in  this  mill  weighs  6^  tons.  This  is  fed  to  the  rolls 
over  a  roller  feeder.  The  rolls  can  take  an  8-ton  lump  of  rock,  but  the  maximum 
lump  that  they  practically  get  weighs  5  tons.  These  are  broken  by  the  blows  of 
the  slugger  plates  to  J-ton  lumps,  or  2-foot  cubes,  and  these  lumps  are  in  turn 
seized  and  crushed  between  the  knobs.  The  blow  of  the  slugger  is  equivalent 
to  that  which  would  be  given  by  a  weight  equal  to  that  of  the  rolls,  falling  nearly 
40  feet.  The  capacity  when  run  at  150  revolutions  per  minute  is  300  tons  per 
hour,  or  7,200  tons  per  24  hours.  When  running  empty  at  150  revolutions,  they 
consume  50  horse  power.  With  the  feeding  of  every  skip  load,  however,  the 
speed  is  reduced  to  135  revolutions  on  an  average,  and  the  full  transmitting  power 
of  the  four  band  brakes,  or  80  horse  power,  is  called  upon.  This  period  of  re- 
tarding and  accelerating  is  estimated  to  be  about  one-sixth  of  the  time,  making 
the  average  total  power  used  by  the  rolls  when  crushing  300  tons  per  hour,  to 

be     55     horse     power. 
^LLtwDbbicr  These      powers      were 

measured  with  amme- 
ter and  voltmeter  on  a 
motor. 

§  103.  Rolls  with 
Knobs.— In  Mill  01, 
the  No.  2  rolls  are  4 
feet  in  diameter  with  5 
feet  face  and  have 
knobs  upon  them  2 
inches  high,  like  those 
of  the  No.  1  rolls,  only 
smaller.  In  fact  the 
whole  mounting  of 
plates  and  connection 
of  power  is  the  same  as 
that  of  No.  1  rolls,  with  the  exception  that  there  are  no  slugger  plates  and  the 
rolls  are  driven  from  one  end  only  by  pulleys  30  inches  in  diameter  and  18  inches 
face.  The  two  rolls,  weighing  9(5,000  pounds,  are  set  7  inches  apart  between  the 
faces,  or  3  inches  between  the  knobs.  The  journals  are  14  inches  in  diameter 
and  30  inches  long.  The  knobs  show  but  little  wear  after  crushing  90,000  tons. 
Their  capacity  is  300  tons  per  hour  crushing  what  has  passed  through  the  No.  1 
rolls.  They  require  38  horse  power  when  crushing,  and  30  horse  power  when 
running  empty. 

§  104.  Corrugated  Rolls. — Mill  91  has  three  such  rolls,  Nos.  3,  4  and  5. 
The  arrangement  of  the  No.  3  rolls  is  shown  in  Fig.  63.  They  are  geared  to 
bring  the  ridge  of  one  roll  opposite  the  groove  of  the  other.  Their  dimensions 
are  given  in  Table  58. 

All  three  sets  of  rolls  have  mechanism  of  design  C  (see  §  87).  In  this  case, 
however,  finger  gears  are  not  used,  but  carefully  cut  gears,  since  the  distance 
between  the  roll  shafts  is  kept  constant.  These  gears  run  in  oil  kept  warm  by 
a  steam  pipe.  The  shells  are  made  in  segments,  of  chilled  cast  iron.  Spaces  of 
about  4rJ  inches  at  each  end,  with  no  corrugation,  are  cut  down  thinner  to  save 
wearing  the  heads  of  the  bolts  which  hold  the  segments  to  the  cores.     These 
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rolls  are  all  driven  through  split  wobblers  (see  QQ',  Fig.  646),  with  shearing 
safety  pins  q.  No.  3  rolls  has  a  fly-wheel  (see  Fig.  63)  6  feet  diameter  with  a 
rim  4  inches  wide  and  5  inches  thick.  It  is  connected  through  a  split  wobbler 
to  the  roll  shaft  which  receives  the  power.  The  roll  shafts  are  all  of  horseshoe 
hammered  iron  and  they  all  have  thrust  bearings.  The  arrangement  of  pillow 
blocks,  bolts,  shims  and  washers  in  No.  3  rolls  is  like  the  rolls  with  sluggers  and 
knobs.  No.  4  rolls  has  springs  which  are  not  used,  as  they  rely  upon  the  split 
wobblers  for  safety.  No.  5  uses  also  springs  for  safety,  six  on  each  side,  16 
inches  long,  made  of  l^-inch  round  steel.  They  exert  a  pressure  of  80,000 
pounds.  No.  3  rolls  is  fed  with  material  which  has  passed  through  No.  2  rolls, 
No.  4  with  what  passes  No.  3,  and  No.  6  with  what  passes  No.  4. 

TABLB  68. — COEBUOATED  ROLLS. 

AbbroviatioDS.— C.soenter;  Cap.=capacity;  Cor.=oomiKstion;  Crus-sscrushing;  Dist.sdistaDce;  Emp.= 
emptv;  Hol.=hollowB;  H.P.=hor»e  power;  Ht.=height;  ni.=iiichee;  Min.= minute;  No.=Number;  R.C.= 
rounded  corrugations;  8eg.= segments;  S.G.=s<iuare  grooves. 


Bon 

Di- 
ame- 
ter. 

Face. 

Space 
betw*n 
SheUs. 

Thick- 
ness of 
Shells. 

Kind 

of 

Surface 

Ht. 

of 

Oor. 

I>ist.C. 

toC.  of 

Hoi. 

Width 
of 
Seg. 

Revolu- 
tions 
perMin. 

Cap. 
Hour. 

sue 
of  Jour- 
nals. 

Siseof 
Pulley. 

Total  Total 
H.  P.  H.  P. 
Cms.  Bmp. 

8 

4 
6 

In. 
86 
86 
84 

Id. 
86 
86 
80 

4 

In. 
8 
8 

RC. 
R.C. 

8.G.(6) 

In. 

In. 

7 

8 

8 

186 
185 
186 

Tons. 
800 
800 
800 

In. 

In. 
64x18 
64x18 
86x18 

14 

89 
189 

4 
4 

4 

(a)  The  space  here  mentioned  Is  the  distance  between  the  ridge  of  one  roll  and  the  groove  of  the  other. 
(6)  These  are  square  grooves  \i  Inch  deep  and  H  Inch  wide. 

§  105.  Three  High  Bolls. — (See  Figs.  64a  and  646.)  As  the  name  indi- 
cates, this  machine  consists  of  three  rolls  B,  C,  D,  one  above  the  other.  Mill  91 
has  four  sets  of  these  rolls,  two  of  No.  6  rolls  and  two  of  No.  7.     One  set  of  No. 


FIQ.   64a. END  SECTION   OF   EDISON'S       FIG.   (j^h. — SIDE  ELEVATION   OF  EDISON'S 

THBEE    IIIGII   BOLLS.  THREE  HIGH  KOLLS. 
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6  and  one  set  of  No.  7  are  run  at  a  time.  These  rolls  are  36  inches  diameter, 
30  inches  face^  and  are  run  at  90  revolutions  per  minute.  The  shaft  L  of  the 
lower  roll  is  driven  by  beveled  gears  running  in  oil.  These  have  wooden  teeth 
which  do  not  show  any  wear  after  doing  their  ^are  of  work  on  90^000  tons, 
while  metal  gears  depreciate  18%  in  a  year.  The  power  is  transmitted  to  the 
roll  by  a  split  wobbler  QQ'  and  a  shearing  safety  pin  q.  The  roll  shaft  has  fixed 
babbitted  boxes.  The  upper  two  rolls  are  driven  by  friction  from  the  lower,  and 
have  boxes  that  are  free  to  slide  vertically  in  guides  A,  On  each  end  of  the 
lower  and  upper  roll  shafts  are  loose  sheaves  F,  over  each  of  which  run  seven 
passes  of  ^-inch  wire  rope  with  19  wires  to  the  strand,  made  of  plough  steel.  A 
bight  of  the  rope  passing  over  an  overhead  pulley  J  furnished  with  a  piston 
tightener  K,  driven  by  compressed  air,  supplies  a  pressure  of  125,000  to  150,000 
pounds  to  do  the  crushing.  The  use  of  these  ropes  eliminates  almost  all  fric- 
tion except  that  in  the  journals  of  the  lower  roll,  due  to  the  weight  of  the  three 
rolls  which  amounts  to  20,000  pounds.  The  journals  of  all  these  rolls  are  12 
inches  in  diameter,  18  inches  long,  made  of  horseshoe  hammered  iron  with  thrust 
bearings.  The  boxes  are  tubular,  in  halves,  bolted  together  and  put  into  the 
pillow  blocks,  all  babbitted  with  pure  babbitt. 

The  shells  are  made  of  soft  gray  cast  iron  which  costs  2  cents  per  pound. 
Steel  shells  were  found  to  flow  at  the  ends  2  inches  per  day.  Chilled  iron  shells 
will  not  bite  the  ore.  The  edges  are  beveled  about  45°  for  about  2  inches  from 
the  ends  to  prevent  chipping.  Each  shell  is  a  true  cylinder  outside  and  inside 
and  is  keyed  in  place.  It  weighs  4,500  pounds,  and  is  8  inches  thick  when  new, 
and  wears  down  to  6i  inches  before  being  discarded.  It  has  to  be  trued  every 
three  days.  This  is  done  by  reducing  the  speed  of  the  roll  shaft  to  that  of  a 
lathe,  using  pulley  and  reducing  gears  driven  from  the  other  set  of  rolls.  To 
accomplish  this,  gears  which  mesh  together  are  placed  at  the  ends  of  all  three 
roll  shafts.  When  the  truing  is  done,  the  gear  from  the  middle  shaft  is 
unbolted  and  removed,  while  the  upper  and  lower  gears  are  allowed  to  remain, 
since  they  do  not  interfere  with  the  crushing.  Tungsten  steel  tools  are  used 
for  truing;  they  work  rapidly  and  keep  their  edges.  The  wear  of  shells  is  0.25 
cents  per  ton  crushed  for  the  No.  6  rolls  and  less  for  the  No.  7. 

To  get  a  speed  that  would  be  slow  enough  for  the  rolls  to  bite  the  ore,  90  revo- 
lutions per  minute  was  decided  upon.  The  ore  is  fed  by  roller  feeder  8  to  the 
upper  apron,  which  conducts  it  horizontally  forward  between  the  upper  and 
middle  rolls  and  the  lower  apron  U  catches  it  and  feeds  it  horizontally  backward 
between  the  middle  and  lower  rolls.  The  rolls  are  set  close  together  until  the 
feed  comes,  which  opens  the  No.  6  rolls  to  IJ-inches  apart  and  the  No.  7  to  ^ 
inch  apart.  The  No.  6  rolls  crush  of  {-  inch  stuff  from  No.  5  corrugated  rolls, 
300  tons  per  hour  to  pass  a  so-called  14-mesh  (0.060X0.5-inch  slot)  screen.  The 
oversize  comes  back  at  the  rate  of  200  tons  per  hour,  making  the  amount  handled 
by  these  rolls  to  be  500  tons  per  hour. 

The  No.  7  rolls  treat  material  which  has  been  through  14-mesh  screen  (0.060 
x0.5-inch  slot),  reducing  it  to  ^  inch  (0.020X0. 5-inch  slot)  screen  at  the  rate 
of  135  tons  per  hour,  to  which  must  be  added  the  oversize  which  is  returned  to 
the  rolls. 

Each  set  of  roUs  requires  horse  power  as  follows: 


WhenEmp^. 
Horse  Power. 

When  Cnuhlng. 
Hone  Power. 

No.  6  rolls 

10 
10 

280 

ISO 

No  7  rolla 
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These  rolls  are  claimed  to  have  remarkably  high  efficiency  as  compared  to  or- 
dinary crashing  rolls,  owing  to  the  almost  complete  elimination  of  journal  fric- 
tion. As  determined  by  the  rise  in  temperature  of  the  ore  passing  through,  they 
give  85%  mechanical  efficiency  against  15%  of  ordinary  rolls. 
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67.  /bid..  Vol.  XXXVI.,  (1883),  p.  128.  No  author.  Gates  rolls  are  described.  Two 
pairs  of  rolls,  one  above  the  other,  and  a  raff  wheel  sizes  the  product  and  returns 
the  oversize. 

58.  /Wd.,  Vol.  XXXVIII.,   (1884),  p.  57.    No  author.    Description  and  capacity  of  the 

Geyer  rolls.     One  roll  has  flanges  at  its  ends  between  which  the  otlier  narrower 
roll  runs. 

59.  Ibid,,  p.  307.    C.  A.  Stetefeldt.     Similar  to  A.  L  M.  E,,  Vol.  XIII.,  p.  114. 

60.  Ibid.,  Vol.  XXXIX.,    (1885),  p.  245.    No  author.    Description  of  rolls  with  finger 

gears  made  by  Fort  Scott  Machine  Works. 

61.  IbSd.,  Vol.  XL.,  (1885),  p.  257.     S.  R.  Krom.    Extracts  from  A,  I.  M.  E.,  Vol.  XIV., 

p.  497. 

62.  Ibtd.,  p.  305.     No  author.    Description  of  rolls  with  finger  gears  made  by  J.  W. 

Jackson. 

63.  Ibid.,  Vol.  XLIX.,    (1890),  p.  735.     No  author.     Description  of  Bower's  rolls.    One 

roll  has  a  concave  surface,  the  other  a  convex. 

64.  Ibid.,  Vol.  LIX.,    (1895),  p.  561.     No  author.     Description  of  Rfeliance  belted  rolls 

made  by  E.   P.   AUis  Co. 
66.  Ibid.,  Vol  LX.,   (1895),  p.  587.     No  author.     Description  of  Roger's  improved  crush- 
ing rolls. 

66.  Ibid.,  Vol.  LXI.,    (1896),  p.   159.     No  author.     Description  of  Davis  rolls. 

67.  Ibid.,  Vol.  LXII.,   (1896),  p.  146.     No  author.    Gives  capacity  of  rolls  at  Florence, 

Colo.,  and  the  effect  of  forcing  rolls  to  do  hard  work. 

68.  Ibid.,   Vol.   LXIII.,    (1897),   p.    480.     No    author.     Description    of    corrugated    rolls 

speeded  differentially  and  having  the  corrugations  of  different  shape  on  the  two  rolls 
and  crossing  each  other  at  an  angle. 

69.  Inst.  Civ.  Eng.,  Vol.  CVIII.,   (1892),  p.  97.     A.  H.  Curtis.     Description,  dimensions, 

capacity,  power,  wear,  advantages  and  adaptability  of  Krom's  rolls.     Comparison 
with  stamps.    Advantages  of  graded  crushing. 

70.  Inat.  Mech.  Eng.,   (1873),  p.  119.     H.  T.  Ferguson.    Description  and  dimensions  of 

rolls  in  Cornwall  using  lever  and  weight. 

71.  Iron,  Vol.  VI.,    (1875),  p.  8.     No  author.     Description  of  Milburn's  crusher,  which 

consists  of  two  square  shafts  acting  as  rolls  above  and  a  pair  of  toothed  rolls  below. 

72.  Ibid.,  Vol.  XXI.,    (1883),  p.   55.     No  author.     Description  of  the  Odell   roller  mill 

which  has  special  arrangements  for  fine  grinding. 

73.  Ibid.,  Vol.  XXXVI.,    (1890),  p.   178.    No  author.    Description  of  Krom  rolls  and 

advantages  over  stamps. 

74.  Iran  Age,  Vol.  LX.,   (1897),  October  28,  p.  6.    No  author.    Description  of  Edison's 

special  forms  of  rolls. 
76.  Iron  and  Coal  Trade  Rev.,   (1897),  p.  477.    F.  Toldt.    Composition  and  casting  of 
chilled  iron  shells. 

76.  McClure's  Mag.,  (November,  1897),  p.  75.    Description  of  Edison's  special  forms  of 

rolls. 

77.  Min.  Ind.,  Vol.  I.,    (1892),  p.  253.    L.  Janin,  Jr.    Advantages  of  dry  crushing  by 

rolls  for  cyanide  process. 

78.  Ibid.,  Vol.  v.,   (1896),  p.  263.    J.  E.  Rothwell.    Directions  for  care  and  adjustment 

of  rolls  for  fine  crushing  for  chlorination. 

79.  Min.  Jour.,  Vol.  XLI.,    (1871),  p.   276.     J.   Darlington.    General   article  giving  de- 

scriptions, dimensions,  capacity,  power,  wear  and  cost. 

80.  Min,  d  8ci.  Press,  Vol.  LX.,    (1890),  p.   229.     No  author.    Description  of  Eckart 

belted  rolls  made  by  Union  Iron  Works. 

81.  Ibid.,  Vol.  LVIII.,  (1894),  p.  49.     No  author.     Description  of  Wall's  finger  gear  rolls. 

These  have  intermeshing  corrugations  on  the  surfaces  of  the  shells. 

82.  Ibid.,  Vol.  LXXIV.,   (1897),  p.  433.    No  author.     Description  of  Roger's  rolls. 

83.  Ibid.,  p.  458.     No  author.     Description  of  Edison's  special  forms  of  rolls. 

84.  Iforih  Eng.  Inst.  Min.  d  Mech.  Eng.,  Vol.  XLIII.,    (1893-4),  pp.   346,  348.     A.   G. 

Charleton.  Comparison  with  Sturtevant  mill  and  with  stamps  with  regard  to 
principle  of  action,  capacity,  cost,  wear,  quality  of  work,  applicability  to  different 
ores,  etc. 

85.  Oest.  Zeit.,  Vol.  XXVII.,  (1879),  p.  234.    J.  Habermann.    Description  of  conical  roll 

shells  used  at  Przibram. 

86.  Ibid.,  Vol.  XXIX.,   (1881),  p.  677.    W.  R.  Scharmann.    Improvements  in  crushing 

rolls. 

87.  Ibid.,  Vol.  XXXI.,   (1883),  p.  31.    J.  Habermann.    Description,  capacity,  power  and 

cost  of  double  rolls  at  Przibram. 
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88.  Ibid.,  Vol.  XXXVI.,   (1881),  p.  229  et  seq.    K.  von  Reytt.    Elaborate  article  show- 

ing relations  between  power  used  and  the  quality  of  the  product  in  cruslHng  by 
rolls  and  other  machines.  * 

89.  Ibid.,  p.  456.    C.  Barth.    Comparison  of  Krom's  rolls  with  stamps. 

90.  Ibid,,  Vol.  XLV.,   (1897),  p.  381.    Abstract  from  Iron  <£  Coal  Trade  Rev.,  1897,  p. 

477. 

91.  Prod.  Gold  d  Silver  in  U.  S,,    (1883),  p.   738.    C.  A.   Stetefeldt.    Comparison  of 

stamps  and  Krom's  rolls  with  respect  to  cost  of  erection,  and  wear  and  tear. 

92.  Raymond's  Rep.,  (1876),  p.  419.    S.  R.  Krom.    Improvements  made  in  Cornish  rolls. 

Comparison  with  stamps.    Figures  for  wear. 

93.  Second  Oeol,  Survey  Pa.,  ( 1883 ),  Vol.  AC,  p.  466.    H.  M.  Chance.    Description  of 

spiked  rolls  used  for  coal. 

94.  Thon-Ind.  Zeit.,  Vol.  XV.,   (1891),  p.  83.    A.  von  Pein.    Description  of  rolls  which 

use  no  springs,  but  have  tension  rods  constructed  as  breaking  pieces  in  case  the 
pressure  becomes  too  great. 

95.  Ib*d.,  Vol.  XVIII.,   (1894),  p.  628.    Mr.  Hotop.    Description  of  an  oscillating  ram 

used  to  push  clay  into  rolls  to  hasten  the  crushing. 

96.  Ibid,,  Vol.  XIX.,   (1895),  p.  622.    No  author.    Description  of  finger-geared  rolls  in 

which  the  two  bolts  for  setting  the  spaces  are  connected  by  chain  and  sprocket  to 
give  equal  motion. 

97.  Z^t.  Berg.  Butt.  u.  Salinentoeaen,  Vol.  XXVI.,    (1878),  p.  133.    E.  Althans.    His- 

torical review  of  development.    Description  and  dimensions  of  Krom'i  rolls  and  of 
coal  rolls. 

98.  Zeit.  Ver.  Deut.  Ing.,  Vol,  XXV.,  p.  271. 


CHAPTER  IV. 

STEAM,  PNEUMATIC  AND  SPRING  S'MMPS.V^ 

§  106.  Stamps — Their  Principle,  Purpose  and  Classification. — Stamps 
are  probably  the  oldest  devices  for  fine  crushing  preparatory  to  concentration. 
They  are  used  both  with  and  without  water/but  chiefly  with  water  when  crushing 
preparatoiy  to  concentration.  While  the  earlier  forms  were  very  crude  and 
inefficient,  the  later  types  show  great  perfection.  They  occupy  in  the  scheme 
of  mill  work  the  position  either  of  final  crushers  or  of  auxiliary  crushers. 

In  all  forms  of  stamps  the  crushing  is  done  by  the  blow  struck  by  a  pestle 
or  stamp  upon  the  rock  which  is  resting  in  a  mortar.  The  stamp  invariably 
comes  down  with  accelerated  motion,  reaching  its  maximum  velocity  at  the 
moment  it  strikes  the  blow.  The  momentum  of  the  stamp  is  then  spent  in 
crushing  the  rock.  It  follows  that  the  main  wear  will  come  upon  the  end  of 
the  stamp  and  upon  the  bottom  of  the  mortar:  these  parts  are  made  repkceable 
and  are  called  shoe  and  die  respectively. 

Stamps  are  best  fed  with  a  product  which  has  a  uniform  maximum  size  of 
lumps,  such  as  will  be  received  from  a  breaker.  Automatic  feeders  are  therefore 
not  only  practicable  but  advantageous. 

The  product  of  stamps  passes  usually  through  a  screen,  and  the  larger  frag- 
ments are  retained  in  the  mortar  until  they  are  crushed  small  enough  to  pass 
through.  Stamps  are  especially  applicable  to  crushing  ores  of  gold  and  silver 
preparatory  to  amalgamation  and  concentration,  native  copper  rock  preparatory 
to  concentration,  and  a  variety  of  ores,  such  as  cassiterite,  chromite,  graphite, 
etc.,  preparatory  to  concentration.  Stamps  are  particularly  useful  where  fine 
crushing  in  one  operation  is  desired.  They  are  not  suitable  for  crushing 'or^ 
in  which  the  valuable  mineral  is  coarsely  disseminated  and  friable. 

According  to  the  mode  of  applying  power  for  striking  the  blow,  stamps  are 
divided  into: 

(a)  Steam  stamps;  which  are  lifted  and  forced  down  by  a  steam  piston. 

(6)  Pneumatic  and  spring  stamps^  in  which  the  power  for  lifting  and  forcing 
down  the  stamp  is  applied  by  a  crank,  while  the  shock  to  the  machine  and  the 
variation  of  length  of  stroke  are  taken  up  bv  an  air  cushion  or  by  a  spring. 

(c)  Gravity  stamps,  which  are  lifted  by  cams  and  allowed* to  fall  by  their 
own  weight.  The  velocity  of  fall  of  gravity  stamps  is  limited  to  that  which 
can  be  acquired  from  gravity.  The  velocity  of  the  other  stamps  is  limited  by 
the  amoimt  of  wear  to  which  it  is  economical  to  subject  the  machinery  and  the 
mortal. 

Steam  Stamps. 

§  107.  Pringiples  op  Action. — These  machines  consist  of  a  vertical  stamp 
shaft  which  is  forced  down  to  strike  its  blow,  and  lifted  up  preparatory  to  strik- 
ing  the  next,  by  a  steam  piston.  The  stamping  is  done  in  a  mortar  provided 
with  a  screen  to  prevent  the  particles  from  issuing  until  they  are  reduced  to 
standard  size.  The  blow  is  received  upon  a  die  placed  in  the  bottom  of  the 
mortar.    The  ore,  being  on  the  die,  is  broken  small  by  the  blow.    Water  is  fed 
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with  the  rock.    The  large  machines  are  of  enormous  capacity,  and  with  these 
the  limiting  screen  has  holes  iVinch  (4.76  mm.)  in  diameter  or  larger. 

Six  designs  of  large  steam  stamps  have  been  piit  in  use  in  the  mills :  The  Ball 
(Fig.  65),  the  Leavitt  (Figs.  66a,  666  and  Q&c),  the  Allis  (Fig.  6T),  the  Fraser  & 
Chalmers,  the  Union  Iron  Works  (Fig.  68),  and  the  Cuyahoga.  The  Ball  stamp 
was  the  first  to  gain  a  permanent  foothold  and  was  for  many  years  the  standard 
machine  in  the  Lake  Superior  copper  mills.  The  Leavitt  stamp  was  designed 
to  give  a  more  economical  use  of  steam  and  a  more  efficient  blow.    The  Allis 

stamp  was  designed  to  give  a  very 
powerful  blow,  and  to  use  a  more 
efifective  mortar  bed.  Of  later 
construction  are  the  Fraser  & 
Chalmers,  the  Union  Iron  Works, 
which  are  almost  identical  stamps, 
and  the  Cuyahoga.  The  six 
types  of  stamps  have  so  much  in 
common  that  they  will  be  de- 
scribed as  one  machine  except 
where  diflferences  call  for  special 
remark. 

§  108.  Foundation,  Mortak 
Beds  and  Sills  and  Girders. — 
For  the  foundation,  bed  rock  is 
leveled  oflf  or  a  concrete  bed  is 
made.  Upon  this  is  placed  a  tim- 
ber foundation  made  of  square 
timbers  lying  close  together  in 
layers,  those  of  one  layer  being  at 
right  angles  to  those  above  and 
below  it,  and  the  whole  bolted 
together  with  vertical  2-inch 
bolts.  The  timbers  in  a  layer  are 
often  placed  2  inches  apart  with 
the  spaces  filled  up  with  cement. 
For  mortar  beds,  the  Ball,  the 
Fraser  &  Chalmers,  and  the 
Union  Iron  Works  stamps  have 
comparatively  small  blocks  of  cast 
iron  on  which  the  mortars  stand. 
The  weights  of  these  mortar  beds 
are  sufficient  to  absorb  only  a 
small  portion  of  the  effect  of  the 
blow,  and  on  this  account  it  is  considered  necessary  to  place  under  them  spring 
timbers  of  oak  (see  Fig.  65).  The  earlier  Leavitt  stamps  used  the  same  com- 
bination. The  spring  timbers  are,  on  native  copper  rock,  a  source  of  serious 
expense,  being  made  of  the  finest  white  oak,  and  lasting  only  about  three 
months.  The  Allis  stamp  substituted  for  the  light  block  and  spring  timbers 
a  mortar  bed  built  up  of  several  blocks  of  cast  iron  weighing  60  to  90  tons  in 
all,  resting  directly  upon  the  foundation.  They  are  12X10  feet  below  and 
narrow  upward  to  4X6  feet.  With  this  improvement  the  capacity  in  rock 
crushed  per  24  hours  was  increased  about  2hyo.  The  Leavitt  stamp  followed 
with  mortar  beds  of  120  tons  each  with  the  same  result,  so  that  the  introduction 
of  heavy  mortar  beds  has  completely  obviated  the  necessity  for  spring  timbers, 
and  in  most  cases  replaced  them.    The  Cuyahoga  bed  is  similar  to  the  Allis. 


FIG.  65. — BALL  STEAK  STAMP. 
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FIG.  66a. — PABTIAL  SECTION 
OP  LEAVITT  STEAM  STAMP 
ON  LINE  AA  OP  PLAN 
AND    PARTIAL    ELEVATION. 

FIG.  666. — HALF  SECTION  ON 
LINE  BB  AND  HALF  ELE- 
VATION. 

FIG.   66c. — ^PLAN. 
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Fraser  &  Chalmers  placed  a  rubber  cushion  1  inch  thick  between  the  mortar 
bed  and  the  spring  timbers.  Table  59  contains  some  details  of  foundations  and 
mortar  beds. 


FIG.   67. — ^ALLIS   STEAM   STAMP. 

The  sills  and  girders  serve  to  connect  the  foundations  with  the  frames.  In 
all  but  the  Leavitt  and  Allis  stamps  there  are  three  sets  of  these :  (a)  two  main 
sills  resting  on  the  foundation  at  right  angles  to  the  top  timbers,  (b)  two  first 
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PIG.  68. — ^UNION  IRON  WORKS  STEAM  STAMP. 

girders  resting  on  the  two  main  sills  and  at  .right  angles  to  them,   (c)  two 
second  girders  resting  on  the  first  girders  and  at  right  angles  to  them.     The 
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Leavitt  and  AUis  stamps  omit  the  two  second  girders, 
each  design  of  stamp  are  given  in  Table  60. 


The  details  of  these  for 


TABLE  59. — FOUNDATIONS  AND  HORTAR  BEDS. 
Abbn^iatioas.— Ft.=feet;  lo.sincbei;  Lb.=pouDd8. 


Mill 
No. 


Number 

ofStampfl 

Used. 


48 

48 
48 


46 


46 
47 


48 


Destgn  of  Stamp. 


Fraser  ft  Chal- 
mers andUnlon 
Iron  Works, 
treating    bard 


Ditto,  treating 
soft  ore 

Ball.  treating 
middlings 

Fraser  A  Chal- 
mers.   


LeaTitt., 


BaU.. 


Cujrahoga. 

AlUs. 

Allis 

Allls 


Foundation 


Concrete,  86  ft. 
long,  80  ft  wide, 
8  ft.  deep. 


Natural      sand- 
stone bed  rock. 


Concrete. 
Same  as  Mill  46. 


Foundation. 


14  X  14-in.  timbers 
with  8  m.  of  ce- 
ment between 
them.  18  ft.  long 
18  ft.  wide. 


Same  as  Mill  48. 


Timber  block  86  ft. 
long,  80  ft  wide, 
15  It  deep. 


Timber  and  ce- 
ment block  15U 
ft  long,  14U  tL 
wide,  IS^  ft. 
deep. 


Timber  block. 
Same  as  MiU  46. 


SameasMlU48. 


Mortar  Bed. 


Blocks  wei^ng  78 
ton^  (seeFlg.  6Bj 
1=82,600  lbs.  ( 
piece);  8=68,400 
lbs.  (8  pieces): 
3=71,400  lbs.  C( 
pieces). 


Weighs  180 
(see  Fig.  70).  1= 
cylinder  4  ft  di- 
ameter and  4  in. 
high;8=8ft8in. 
z8ft8in.zlft 
6in.;8=8ft8in. 
z8ft8in.z8ft; 
4=8ft8in.zl6ft 
z  1  ft  10  in.  (8 
pieces). 

Under  8  stamps 
(those  with 
spring  timbers) 
blocks  weigh  80 
tons  each,  under 
8  stamps  60  tons 
each. 

Blocks  weighing  60 
tons. 

Blocks  weighing  90 
tons,  18  z  10  ft  at 
the  base. 

Weighs  60  tons. 


Spring  TImbera. 


Swhiteoaktimben 
14  ft  long,  16  in. 
deep,  14  in.  wide. 
Laatlsrear. 


8  white 
ben  (s 


oak  tim* 
Fig.  71). 


used  and 


Only  8  stamps,  UM 
spring  timben 
which  last  8 
months. 


None  used. 


TABLE  60. — SILLS  AND  OIRDEBS. 
Abbreviations.— Ft =feet;  In.=inches. 


Design  of 
Stamp. 


The  two  main  Sills. 


The  two  first  Girders. 


The  two  second  Girders 


The  Frame 
stands  on 


BaU.. 


LeaTitt... 


Fraser  ft  Chal- 


Union  Iron 
Worics. .. 


Flanged  iron  sills  held  to  timber 
block  by  18  bolts. 

Flanged  tubular  sills  of  cast  iron 
16z^z8fthigh.  18  ft.  8 in. 
center  to  center. 


Flanged  tubular  sills  14  ft  8  in.  z 
1  ft.  9Kin.  z8ft  Sin.  high,each 
held  down  by  sizteen  8-ui.  foun- 
dation bolts.  18  ft  8U  in.  cen- 
ter to  center  and  held  together 
by  two  4-in.  tie-bolts. 

Flanged  ribbed  sills,  each  held 
down  to  the  wooden  block  by 
18  bolts. 

Flanged  ribbed  siUs  held  down 
by  bolts. 


Wooden  timbers  14  in. 
wide,  18  in.  hirh,  each 
fastened  to  suls  by  8 
bolts. 

Cast-iron  double  tubu- 
lar girders  each  held 
to  the  sills  by  twelve 
l^-in.  bolts.  10  ft 
center  to  center. 

CasMron  girders  14  ft. 
8in.zlFt0in.z8ft 
high,  rounding  off 
at  the  ends,  each  held 
down  by  eight  Ifj-in. 
bolts. 

Double  tubul^  girders, 
each  held  down  by 
SbolU. 

Double  tubular  girders. ! 
each  held  down  by  8 
boHs. 


Wooden  timbers,  each 
fastened  to  first  tim- 
bers by  4  bolts. 

None  used. 


None  used. 


The  two 
girders. 


Pedestals  8  ftz 
lft6in.zlft 
4in.high,ca8t 
upon  the  two 
first  girders. 

Hie  two  first 
girders. 


Double  tubular  girders, 
each  held  down  by  16 


Double  tubular  girders, 
each  held  down  by 
6  bolts. 


on  the  second 
girders. 
Pedestals  cast 
ontheseoood 
girders. 


§  109.  Frame. — The  Ball  stamp  frame  (see  Fig.  65)  consists  of  two  heavy 
rtical  timbers  with  cross-timbers  upon  which  are  placed  the  stamp  shaft  guides, 
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the  piston  rod  guide,  the  cylinder  and  the  valve  gear.    These  timbers  stand  upon 
and  are  strongly  braced  to  the  upper  girders. 

The  Leavitt  stamp  frame  (see  Figs.  66a  and  666)  consists  of  four  posts  of 
cast  iron  standing  upon  and  bolted  to  pedestals  on  the  ends  of  the  two  first 
girders.  These  posts  lean  toward  the  center  so  that  the  top  is  44%  of  the  width 
of  the  bottom.  The  frame  is  in  three  sections,  lower,  middle  and  upper,  with 
suitable  cross-bars,  flanged  and  bolted  together.    The  middle  part  carries  the 
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FIO.  69. — ^MORTAR  BED  OF  FRA8EB  Sf  CHALMBB8  STAMP.      FIG.  70. — MORTAB  BED  OF 
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guides,  the  upper  carries  the  dash  pot  and  piston  rod  guide,  the  cylinder  and 
valve  gear. 

Fraser  ft  Chalmers,  Union  Iron  Works,  and  the  more  recent  Ball,  use  this 
same  frame. 

The  AUis  stamp  (see  Fig.  67)  consists  of  two  heavy  cast-iron  posts  with  cross- 
bars, made  up  of  three  sections,  lower,  middle  and  upper,  flanged  and  bolted 
together.  The  lower  part  is  widened  to  give  a  stable  foot. 
The  middle  part  carries  the  guides.  The  upper  part  carries 
the  valve  gear,  the  steam  cylinder  and  the  piston  rod  guide. 
The  frame  is  braced  from  the  upper  ends  of  the  middle  part 
to  the  ends  of  the  sills  by  four  iron  braces. 

The  frames  of  the  original  Ball  and  of  the  Allis  stamps 
admit  of  screens  on  two  sides  of  the  mortar  only ;  that  of  the 
other  three  allow  screens  on  all  four  sides,  if  desired. 

§  110.  MoRTAB  AND  ScBEENS. — The  mortar  is  in  two  parts ; 
the  mortar  proper,  which  is  below  and  takes  most  of  the  wear, 
and  the  mortar  housing  which  is  above  and  confines  the 
splash. 

The  mortar  proper  is  a  cylindrical  pot  of  cast  iron  (see  Figs.  66a,  666,  and 
67).  Upon  the  mortar  proper,  and  bolted  to  it,  stands  the  mortar  housing  which 
in  the  Ball  and  Allis  stamps  is  wedge-shaped,  with  two  sides  vertical,  and  the 
other  two  sides  sloping  inward  downward  to  suit  the  screens.  This  housing  is 
built  up  of  castings  and  plate  iron  riveted  together,  and  on  the  two  sloping 
sides  it  is  provided  with  screen  frames,  and  outside  the  screen  frames  it  is  closed 
in  with  shields  (see  Fig.  65),  and  has  a  discharge  spout  below  out  through  which 
the  stamp  stuff  which  passes  through  the  screens  is  discharged.  In  the  Leavitt, 
the  Fraser  ft  Chalmers,  the  Union  Iron  Works  and  the  Cuyahoga  stamps,  the 
four  sides  of  the  mortar  housing  slope  downward  and  inward  to  suit  the  screens, 
and  the  housing  has  four  re-entering  angles  to  give  room  for  the  four  posts. 
This  combination  gives  the  section  of  the  top  of  the  housing  the  form  of  a  cross 
(see  Fig.  72).  The  housing  is  closed  in  on  top  with  an  iron  cover  with  three 
holes  in  it,  one  for  the  stamp  shaft,  one  for  the  feed  hopper,  and  one  for  the 
water  pipe.  The  housing  has  a  lining  in  two  parts,  upper  and  lower,  the  lives 
of  which,  for  the  Ball  stamp,  are  shown  in  Table  61. 
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IffU. 

Upper  Lining. 

MaterisL 

Thidc- 

Life. 

Material 

Thick. 
nesB. 

Life. 

Cahimet  A  Heda. . 

Inches. 

Months 
6 
8 
18 

Chilled  cast  iron 

Inches. 

Months 

Alloues. 

ChiUecl  oast  ironi  I  ^ . . . .  I ." . .' . 

1 

ChUledcastixxMi 

1 

4 

Atlantic............ 

6 

The  details  of  the  mortar  proper  are  shown  in  Table 
mortar  housing  in  Table  63. 


ij  and  those  of  the 


TABLE  62. — BOBTAILS  OF  THE  MORTAR  PROPER. 


MiU 
No. 

Design  of  Stamp. 

Diameter. 

Depth. 

Thickness 
of  Sides. 

Thicknew 
of  BoUom. 

48 
48 
44 

46 
46 
48 

[FVaser  ft  Chalmers 

Ft.  In. 
8   6 
8   7 
s  ^ 

s  ^ 

Inches. 

81 

88 

Inches. 
8 

5 

8 

8 

Ihebes. 
6 

6 

bsSl!?.;;.';;!!:*.*.'.*.'.' 

Iaims. 

1^^"* 

TABLE  ( 

13.— DETAILS 

OF  THE  MORTAR  HOUSING. 

''SSS^ 

Outside  Heifl^t 

Outside  at  Top. 

Outside  at  Bottom. 

Altii.......... 

Ft.    In. 

4  8 

5  8M 

Length.  Width. 
JVIn.   Ft.  In. 
8    11^x4   6 

14    8      z4   8*  f 

Length.  Width. 
FtTn.    Ft.  In. 
6    1^x4  6 

4    8x48 

Leavitt 

•8eeF|g.raL 

The  screens  are  of  steel  plate  punched  with  holes  that  are  usually  round. 
The  screen  frame  (see  Fig.  67) ,  is  of  cast  iron  with  vertical  bars,  commonly 
three,  running  from  the  top  part  to  the  bottom  part  of  the  frame ;  this  gives  four 
panels  in  which  the  four  parts  of  a  screen  plate  are  fastened  with  bolts  and  bind- 
ers. The  screen  frame  is  bolted  to  the  housing  upon  a  face  trued  to  receive  it 
Spare  screen  frames  with  screens  upon  them  are  Kept  on  hand  to  save  time  in 
changing.  When  the  lower  part  of  a  screen  plate  is  too  much  worn,  it  is  turned 
end  for  end  and  what  was  the  upper  end  is  placed  below  to  take  the  wear.  The 
details  of  screens  and  their  life  are  given  in  Table  64. 

§  111.  Die,  Ring,  Staves  and  Shoes. — In  the  mortar  (see  Fig.  666),  is 
placed  a  die  which  is  a  flat  disc  in  the  form  of  a  truncated  cone  with  the  smaller 
diameter  uppermost.  This  receives  the  blow  and  bottom  wear.  Around  the  die 
is  placed  a  ring,  which  serves  to  fill  the  space  and  to  support  the  staves  which  are 
in  section  wedge-shaped  and  lie  together  around  the  circle  like  arch  bricks.  The 
staves  take  the  side  wear.  The  last  stave  put  in,  called  the  key  stave,  is  a  re- 
versed wedge,  and  is  held  in  place  by  a  bolt  through  the  sides  of  the  mortkr.  The 
two  adjacent  staves  have  special  forms  to  conform  to  this  key. 

The  shoes  (see  Fig.  80)  are  in  geometrical  form,  namely,  cvlindrical  discs 
from  which  two  opposite  segments  have  been  removed;  this  makes  a  long  and 
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TABLE  64. — ^DETAILS  OF  SCREENS. 

AbteevtatiaaB.— 0. 8.  P.scastffteel  ^tes;  Cuy.=Cuyahoga;  Deg.=Degree8;  F.ftC.=Fim8erft  Chalmen; 
In.BincliflB:  No.ssiiumbar;  R=round;  B-ssloto;  8er.=r8craeD;  S.P.s=8teelplAte;  8q. In.  =8quare  inches;  Stam. 
]  U.  L  W.s Union  Iron  Works;  V«rt.=Tertical;  V.  8.=Tertical  slots. 


p  Stamps 


Slope 
ofSSr. 


Vert. 
Dei?. 


Kate- 
(riaL 


Tliick. 
'ST' 


Kind. 


Hole. 


Area  of  Screen. 
In. 


In. 


No.  of 
Screens 

in 
Frame. 


No.  of 
Frames 

in 
Stamp. 


Total 
Screen 


Sq.In. 


Life. 
Days. 


Life. 
Tons. 


1 
4 

1 

11 

S 
4 
1 
1 
6 
5 
4 


44 


47 
48 


np.ftc.. 

(a) 

Ball(c) 
VAC 
Leavitt 
BaU.... 
Ball.... 
Cot 

aSL.. 


87 
97 


18 
97 


S.P. 


^. 


B. 

v.a 
& 

V.S. 
B. 

B.(e) 


8z« 

8x48 

8x48 

(d)7x41 

8^x44 


88 

87 


0.107 
0.107 
0.107 


Ball. 


C.S.P./ 


0.107 


11 

B. 

B.(e) 

S.(/) 


|x45net 
Sx45net 
Sxtf  net 


/HxA 


c% 


^x45net 


8,078 
8,078 
8»078 
8,840 
6.964 


8,000 
8,000 
8,000 


8,000 
8,190 


84 
84 
84 

04C 
18 
48 


7,800 
1,800 
0,800 
9,800 
10,800 

Kioo 

8.880 


(a) F.ft  C. and U. I.  W.  on  hard  ore. 
(e)  Three-eighth  inch  center  to  center, 
mch  lap  alTaiound.   (»*)  Then  patched  b 


Ditto  on  soft  ore.    (c)  On 
»ted  from  Sharplees.**   (a)  W( 
1 8  days  more.   (i)Atlanao. 


(<D  1  inch  lap  all  around. 
10  pounds,   ih)  One-half 


narrow  shoe  along  the  sides  of  which  rock  can  settle  to  be  crushed  later  as  the 
stamp  rotates  to  new  positions.  Since  the  outside  margin  of  the  shoe  does  the 
main  work  of  crushing  and  in  consequence  wears  faster  than  the  center,  it  is 
common  to  make  a  slight  depression  in  the  center  of  the  shoe  to  equalize  the 
conditions.  Fraser  &  Chalmers  make  this  depression  in  the  form  of  an  ellipse 
with  axes  13  and  8  inches  long.  Its  depth  is  one  inch  at  the  center  and  tapers 
to  0  at  the  edges.  Upon  the  top  of  the  shoe  is  a  dovetail  which  is  straight  on 
one  side  and  curved  on  the  other.  This  finds  its  counterpart  in  the  stamp  shaft. 
The  spare  space  is  taken  up  by  driving  in  a  key  with  shims  along  the  straight 
face. 

In  changing  a  shoe  when  it  is  worn  out,  the  stamp  is  stopped  and  lowered  so 
as  to  rest  on  uie  rock.  The  key  is  driven  out  and  the  shims  are  removed.  The 
stamp  shaft  is  now  lifted  by  steam  pressure,  the  old  shoe  removed,  and  a  new  one 
put  in.  The  shaft  is  lowered,  the  dovetail  entered,  the  shims  and  key  put  in. 
The  stamp  is  now  lightly  dropped  a  few  times  to  set  the  shims.  If  needed, 
more  shims  are  put  in  and  the  key  set  up  hard.  The  stamp  is  now  raised,  **c5ver 
work''*  removed,  screens  replacea  and  stamping  resumed. 

The  die,  ring,  staves  and  shoes  are  all  made  of  a  fine  chilled  cast  iron,  cast 
from  mottled  and  white  charcoal  pig  capable  of  taking  a  very  deep  chill,  and  they 
cost  at  Butte^  for  instance,  about  4  cents  a  pound.  The  rejected  worn-out  parts 
at  both  Lake  Superior  and  Butte  are  shipped  back  to  the  foundry,  and  perhaps 
bring  about  three-fourths  of  a  cent  per  pound.  This  metal  has  proved  far  bet- 
ter than  any  other  material  to  withstand  wear  of  heavy  stamps.  Table  65  shows 
the  comparison  of  various  metals  for  shoes  in  Mill  43.  The  details  of  these 
wearing  parts  with  figures  on  life  and  computed  wear  per  ton  are  given  in  Tables 
66,  67,  68  and  69. 

The  dies  wear  down  to  half,  or  less,  of  their  thickness,  and  toward  the  end 
of  their  life  to  some  degree  lessen  the  capacity  of  the  stamp.  The  wear  is  com- 
paratively slow,  due  to  the  fact  that  the  die  is  always  protected  with  4  to  6 
inches  of  rock.  - 

The  shoes  wear  to  a  form  somewhat  like  that  shown  by  the  dotted  lines  in 
Pigs.  73a  and  736,  and  toward  the  end  of  the  life  of  a  shoe  the  mortar  has  to 

•  The  local  nama  forthe  lumps  of  copper  too  large  to  pass  the  screen  and  which  accumulate  in  the  bottom 
of  the  mortar. 
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FIG.  73a. — SIDE  VIEW.      FIG  736. — ^END  VIEW. 


be  filled  fuller  with  rock  in  order 
to  reach  the  shoe.  This  fact,  and 
the  deformed  shape  of  the  worn- 
out  shoe,  cut  down  the  capacity 
of  the  stamp  considerably  toward 
the  last  hours  of  a  shoe. 

§112.  Steam  Cylinder, 
Valve  and  Valve  Motion. — 
The  usual  size  of  Ball  stamp  has 
a  cylinder  15  inches  diameter 
and  practical  stroke  of  about  24 


TABLE  65. — ^METALS  FOR  SHOES  IN  MILL  43. 


Material. 

Arerage  Weight 

Time  to  Wear 
Out. 

Rock  stamp- 
ed in  Se 
Time. 

Beforehand. 

Afterward. 

Armor  plate  steel. . 

Forged  steel 

Manganese  steel... 
Chilled  csst  iron... 

Pounds. 
840 
840 
840 
840 

Pounds. 
148 
148 
148 
148 

Hours. 

a? 

40 

eot^To 

Tons. 
175 
960 
278 
460 

TABLE  66. — ^DETAILS  OF  DIES  FROM  THE  MILLS. 
AbbreTiations.— In.sslnche8;  Lbs. = pounds;  Mos.=months;  No. = number. 


i 

Design  of  Stamp. 

Diameter. 

Height 

Weight. 

life. 

WesroflroD 
per  Ton.  (a) 

1 

Lowe. 

Upper. 

New. 

Did, 

Gross. 

Net 

48 

Fraser  ft  Chalmers  and  Union 
Iron  Works,  on  hard  ore 

Fraser  ft  Chalmers  and  Union 
Iron  WorloB,  on  soft  ore 

RrII   on  middlinffs 

In. 
» 
89 

In. 

90 

90 

In. 

8 

6 

Lbs. 

660 

660 
450 

Lbs. 

Mos. 
19 

Tons. 

Lbs. 

Lbs. 

48 

48 
48 
44 

45 
46 
46 
46 
47 

48 

84 

8 

6 

6 

18 

18 

16 

94 

PmoAr  Jb  Chalmers t ...  t 

IS^MO 
89,000 
88,500 
68,600 
117,000 
190,000 
180,000 
18,000 

Leavitt 

Bull        

«1« 

1<% 

t% 

745 

400 

00191 

00068 

Ball     

760 
760 
760 

175 
175 
175 

00145 
00066 
00063 

0*0111 

0*0060 

Auli  ^.:;;'.;;::'.::::'.'.;;'.;::" 

0*0049 

pjW^         

Allls 

22 

80 

8 

750 

100  ] 

0.0416 

0*0061 

to  88,800 

to  0.0900 

to  0*0896 

(a)  Qtoss  wear  does  not  take  Into  account  the  weight  of  the  worn-out  piece,  while  net  wear  does. 


TABLE  67. — DETAILS  OF  RINGS  FROM  THE  MILLS. 
A  bbreviatipns.— Lbs. = pou  nds ;  No. = numlter. 


Mill 
No. 

Design  of  Stamp. 

Weight. 

Life. 

Wear  of  Iron 
per  Ton. 

New. 

Old. 

Gross. 

Net 

44 

46 
46 
46 
46 
47 
48 

Leavitt 

Lbs. 

856 

Lbs. 
600 

Years. 

2 

Several 

Over  5 

4 

Tons. 
71,600 

Lbs 
0.0120 

Lbs. 
0.00858 

Ball 

Ball 

ft.H) 
82(1 
820 

415 
415 
415 

58,500 
1.56,000 

0.0156 
0.0068 

o.oorr 

0.0086 

Cuyahoga 

AIMS 

Allls 

AlllR 

820 

415 

.W).n6n 

6.0028* 

'6!66ii' 

§  112  STEAM,  PNEUMATIC  AND  SPRING  STAMPS. 

TABLE  68. — ^DETAILS  OF  STAVES  FBOH  THE  HILLS. 
Abbreviatloiis.— In.=iiichjee;  Lbe.=pouxidB;  Mo0.=montlu;  No.=Dumber. 
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1 
i 

DMigD  of  Stamp. 

Number 

of 
Staves. 

Thick- 
ness. 

Weight  of 
EachStaTB. 

Life. 

Wear  of  Iron 
per  Ton. 

New. 

Old. 

Gross. 

Net. 

42 

uvaser  A  Chalmers  and  Union  Iron 
Works,  on  hard  ore 

In. 
8 
8 

Lbs. 

Lbs. 

Mm. 

Tons. 

Lbs. 

Lbs. 

48 

Friuer  s.  Chalmers  and  Union  Iron 
Works,  on  soft  ore 

48 

Ball,  on  middlin^T ..................... 

48 

TTrajawi  Jb  f!hn.lmftr«. , 

8 

819 
154 

•  "io* 

6 
6 
4 
81 
18 

18  to 
15 

84 

18  to 

15 

27,880 
89,000 
80,000 
106,000 
117,000 
90,000 

to 
116,000 
180,000 
90,000 

to 
116,000 

0.0114 
0.0896 

44 

LeaTitt 

10 

0.0164 

46 

Ball 

46 

Ball 

4 
10 

8 

474 
190 

287 

860 
100 

0.0181 
O.OKB 
0.0210 

to 
0.0164 

0.0066 

46 

Cny  ahofl^ 

0.0077 

46 

Allis ............ t 

0.0099 
to 

47 

A11is....Tw...t........... 

0.0078 

48 

AllV!.......tT...........  .......... 

8 

887 

186 

0.0210 

to 
0:0164 

0.0099 
to 

0.0W8. 

TABLE  69. — ^DETAILS  OF  SHOES  FROK  THE  MILLS. 
AbbreTiatlons.— In.sinches;  Lbs. = pounds. 


i 

Design  of  Stamp. 

Dimen- 
sions. 

Weight. 

Life. 

Wear  of  Iron 
per  Ton. 

1 

New. 

Old. 

Gross. 

Net 

48 

Fraser  ft  Chalmers  and  Union  Iron  Works,  on 
hard  ore 

In. 

22x14x8 
22x14x8 

Lbs. 

660 

660 
460 
600 
600 
TOO 
700 
700 

600 

700 

Lbs. 
150 
160 

"aoo" 
"iao" 

880 
880 

««| 

880 

Days. 
6 

Tons. 

Lbs. 

Lbs. 

42 

Fraser  &  Chalmers  and  Union  Iron  Works,  on 
soft  ore 

48 

■R*ll.  nn  nnlHHKnvfi 

80 

86 
25 

20 
16 
too 
8 

44 

TS«y??T       ;;;;:;:;;;!!;;;;;;;:;;;;; :;: 

22xl4xflH 

1,600 
8,600 
6,800 
6,500 
6,000 
4,500 
to  6,000 
900 

0.40 
0.189 
0.0111 
0.108 
0.117 
0.188 
to  0.100 
0.778 

0  20 

46 

Ball 

46 

Ball ............  r 

82x14x8 
22x14x8 
22x14x8 

22x14x8 

28x14x8 

0  0587 

46 

GuTahosa. 

0.0669 

46 

aSs"!!^:;.:;....;;:.::;.;:..v.:::;;...:::;^ 

0.0617 

47 

AIliS.,,.-t-    -T -,,.    r. 

0.067 

48 

Allls 

to  0.050 
0.411 

inches  (see  Pig.  74).  A  simple  slide  valve  is  used  which  is  given  accelerated  and 
retarded  motion  by  eccentric  gears  BB,  driven  from  a  separate  source  of  power. 
The  eccentric  C  makes  its  slowest  motion  when  the  valve  admits  steam  for  the  up 
stroke,  and  its  quickest  when  it  admits  steam  for  the  down  stroke.  The  latter 
is  to  give  quickly  a  full,  wide  opening  of  the  valve,  admitting  almost  full  boiler 
pressure  for  striking  the  blow.  The  valve  of  this  stamp,  and  of  the  others  also, 
is  given  a  lead  for  the  down  stroke  which  is  greater  than  is  customary  on  ordinary 
engines,  in  order  to  furnish  the  necessary  cushion  for  stopping  the  upward  move- 
ment of  the  stamp.  The  retardation  of  the  stamp  caused  by  its  striking  its  blow 
prevents  the  lower  end  of  the  cylinder  from  needing  any  lead  at  all.  The  throw 
and  lap  of  the  valve  is  so  adjusted  as  to  give  a  wide,  full  opening  of  the  valve  at 
the  upper  end,  and  only  about  -^  inch  at  the  lower.  As  the  piston  has  no  crank 
motion  to  stop  it  at  an  exact  point,  its  motion  being  arrested  at  the  top  end  by 
steam  cushion  and  at  the  bottom  by  the  blow  on  the  rock,  it  requires  a  large 
clearance,  2^  inches  at  the  top  end  and  4  inches  at  the  bottom,  with  full  stroke. 
The  licavitt  stamp  (see  Fig.  75)  has  diflerontial  cylinders  with  two  pistons. 
The  upper  piston  is  21^  inches  in  diameter;  the  lower  is  14  inches.  For  the 
down  stroke  steam  is  admitted  and  exhausted  above  the  upper  piston  by  two  grid- 
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iron  valves  (see  Fig.  76),  standing  on  edge,  moving  horizontally,  opened  and 
shut  by  two  cams  each  with  adjustable  cut-off.  The  cams  are  driven  from  an  in- 
dependent source  of  power.  The  admission  valve  cuts  off  the  feed  at  about 
40%  of  the  down  stroke.  The  piston  then  runs  by  expansion  to  the  end. 
The  exhaust  is  opened  at  the  same  instant  as  the  blow  is  given,  and  on  the  return 
the  exhaust  is  closed  and  the  feed  opened  at  about  90%  of  the  return  stroke,  to 
cushion  the  piston.  The  steam  for  the  return  stroke  is  admitted  below  the 
lower  piston  through  a  pressure  regulator  which  allows  it  to  pass  when  the  pres- 
sure falls  below  50  pounds  per  square  inch.  The  pressure  under  this  lower 
piston  will  range  from  a  maximum  of  60  to  a  minimum  of  50  pounds  per  square 
inch  for  each  stroke,  with  a  mean  of  55  pounds.  The  upper  piston  therefore 
always  acts  against  this  nearly  constant  pressure  of  the  lower  cylinder.  The 
cylinder  has  therefore  only  i  inch,  which  is  the  usual  clearance  of  a  carefully 
made  engine,  at  its  upper  end,  avoiding  all  the  amount  of  clearance  at  its  lower 
end  due  to  variable  height  of  rock  in  the  mortar.    The  steam  exhausting  from 


PIG.  74. 


PIG.  76. 


FIG.  75. 

PIG.     74. — ^BALL    STEAM    STAMP    CYLINDER.      PIG.     75. — ^LEAVITT    STEAM    STAMP 
CYLINDEB.      FIG.    76. — ^VALVE   MOTION  FOB   LEAVITT   STAMP. 


the  upper  end  of  the  large  cylinder  and  that  which  leaks  into  the  between  space 
is  exhausted  into  pipes  for  heating  the  mills  in  winter,  and  into  a  jet  condenser 
with  air  pump  in  summer,  giving  a  vacuum  of  24J  inches  of  mercury,  equivalent 
to  12.14  pounds  per  square  inch. 

The  Allis  stamp  has  a  cylinder  20  inches  in  diameter  with  a  practical  stroke 
of  24  inches  (see  Figs.  77  and  78).  The  cylinder  is  provided  with  double  bal- 
anced piston  valves  at  each  end;  each  valve  feeds  and  exhausts  the  steam  at  its 
end.  These  valves  are  driven  by  independent  eccentrics.  The  earlier  forms  of 
Allis  stamps  have  rotary  valves.  The  eccentric  of  the  upper  valve  is  driven  by 
a  disc  and  link  transmission  (see  Fig.  67),  giving  accelerated  and  retarded 
motion.  The  admission  is  made  while  the  eccentric  is  at  its  highest  speed,  which 
gives  a  quick,  wide  opening  of  the  valve,  cutting  off  at  about  33%  of  the  stroke 
~  ^  running  by  expansion  the  remainder  of  the  stroke.  The  exhaust  opens  when 
>)w  is  struck,  and  the  slow  motion  of  the  valve  comes  during  the  exhaust 
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FIG.    77. — SECTION   OF   VALVES   FOB   ALLI8   STAMP. 
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The  exhaust  closes  and  the  feed  opens  in  time  to  cushion  the  piston.  The  valve 
at  the  lower  end  is  driven  by  an  ordinary  eccentric  without  acceleration ;  it  admits 
steam  partially  throttled  for  about  one-sixth  of  the  stroke^  and  runs  by  expansion 


FIQ.  T8. 


FIG.  79. 


FIG.  78.- 


-SECTION  OF  CYLINDER  AND  PISTON  OF  ALLI8  STAMP. 
POT   FOR   LEAVITT   STAMP. 


FIG.   79. — ^DASH 


the  remainder.     No  steam  is  admitted  below  until  after  the  blow  is  struck.     The 
stamp  therefore  strikes  an  entirely  uncushioned  blow. 

The  Fraser  &  Chalmers  and  Union  Iron  Works  stamps  (see  Fig.  68)  have 
rotary  valves  above  and  below,  driven  by  independent  eccentrics,  and  these  are 
driven  by  a  pair  of  eccentric  elliptical  gears,  receiving  therefrom  accelerated  and 


TABLE   70. — ^DETAILS   OF   STEAM   CYLINDERS,   WATER  USED,   AND  CAPACITY. 

Abbraviations.— Gals. = gallons;  In.=loches;  Lbs.=pounds;  Max. = maximum. 
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(a)  The  work  of  the  stamps  may  rary  25,  or  even  80,  tons  from  day  to  day,  _      

conflict  between  some  of  these  flf^res  and  those  stated  elsewhere  in  the  bo^.  (5)  AocidentaUy  only,  (fij^ 
pulley,  (d)  Upper,  21  ^;  lower,  14  inches.  («)  This  is  for  the  upper  cylinder:  the  lower  is  46  to66  pounds.  (/) 
By  pulley  once  In  six  strokes,  (g)  CifrKin,!*  in  1888.  (h)  By  pulley  once  in  60  strokes,  (i)  Three  stamps  are  » 
inches  and  two  are  18.    U )  Atlantic,  quoted  from  Sharpless.** 
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retarded  motion  at  both  ends  of  the  cylinder.    The  Fraser  &  Chalmers  cuts  off 
at  20  to  30%  on  the  down  stroke  and  33%  on  the  up  stroke. 

Details  of  steam  cylinders  are  given  in  Table  70.  The  details  of  the  valve 
actions  showing  the  times  at  which  the  valve  motions  occur  are  given  in  Table 
71. 

TABLE  71. — ^DETAILS  OF  VALVE  ACTION. 
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Design  of  Stamp. 


4S|Fn8er  &  Clialmen  and 
Union  Ironworks,  on 

hard  ore 

42)  Fraser  &  Chalmers  and 
Union  Iron  Works,  on 

soft  ore. 
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(a)  Stesm  is  throttled  for  the  whole  stroke  and  there  is  no  expansion.  (5)  The  Talues  for  these  stamps 
are  calculated  from  the  indicator  cards,  Figs.  88, 64, 86, 86, 87.  (c)  There  is  an  almost  constant  pressure  in  the 
lower  part  of  this  cylinder  all  the  time,  (tf)  Four  balanced  piston  and  one  rotary,  (e)  Wiro  drawn  from  19j( 
to  48!|C  of  up  stroke. 


§  113.  Safety  Devices. — ^Ab  these  machines  have  no  crank  and  connecting 
Tod  to  stop  the  motion  at  the  two  ends  of  the  stroke^  other  means  besides  the 
steam  cushions  already  mentioned  must  be  provided,  to  prevent  the  piston  from 
going  too  far. 

In  the  Ball  stamp  (see  Fig.  74),  the  lower  portion  of  the  steam  cylinder  is 
counter-bored  to  about  0.32  inch  larger  diameter  than  the  remainder,  and 
there  is  an  extension  below  the  port  opening  into  which  the  stamp  can  enter  and 
it  acts  as  a  dash  pot.  This  will  stop  the  stamp  in  case  the  mortar  gets  empty. 
This  counter-bore,  however,  seriously  increases  the  clearance.  For  the  upper 
end  of  the  stroke  (see  Fig.  66),  a  guard  is  provided  by  a  buffer  on  the  upper  side 
of  the  coupling  and  an  elastic  cushion  on  the  cross-bar  above  to  receive  it,  in 
case  the  steam  cushion  fails  to  stop  the  upward  motion. 

The  Leavitt  stamp  has  a  plunger  and  dash  pot  (scj  Fig.  79),  3  feet  diameter, 
3|  inches  deep,  at  the  coupling  between  the  piston  rod  P  and  the  stamp  shaft  S, 
which  arrests  the  upward  movement,  and  beneath  the  small  cylinder  (see  Fig.  75), 
there  is  a  cup  or  extension  into  which  the  small  piston  can  enter  and  act  as  a 
dash  pot  in  case  the  mortar  gets  empty  and  the  stamp  tends  to  fall  too  far. 
Neither  of  these  dash  pots  adds  to  clearance. 

In  the  AUis,  the  Fraser  &  Chalmers,  and  Union  Iron  Works  stamp,  the  danger 
of  breakage  is  averted  by  a  bonnet  on  the  flange  at  the  upper  end  of  the  stamp 
shaft.  In  this,  the  flange  on  the  piston  rod  plays  between  rubber  cushions 
above  and  below  (see  Fig.  80).  The  rubber  cushion  for  the  downward  thrust 
is  4  inches  thick  and  11  inches  diameter;  that  for  the  return  is  an  annular  disc 
2\  inches  thick,  11  inches  outer  diameter,  5  inches  inner.  Half  an  inch  clear 
space  is  left  around  these  two  rubber  springs.  In  the  walls  of  the  Allis  cylinder 
(see  Fig.  78),  at  its  lower  end,  are  eight  vertical  grooves  1  inch  deep,  4  inches 
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wide,  11|  inches  high,  which  give  the  effect  of  the 
counter-bore  of  the  Ball  stamp,  and  stop  the  ma- 
chine if  the  rock  in  the  mortar  gets  too  low.  The 
piston  is  10  inches  thick.  The  Fraser  &  Chalmers 
uses  a  steam  cushion  in  the  lower  end  of  the  cylin- 
der. 

§114.  The  Stamp  Shaft,  Pullet  and  Guides. 
— The  shaft  of  the  AUis  stamp  is  shown  in  Fig.  80. 
In  all  designs  of  stamps  the  shaft  is  about  8  inches 
in  diameter,  serving  to  give  weight  to  the  blow.  In 
every  instance  it  has  a  dash  pot  or  bonnet  connec- 
tion with  the  piston  rod  above,  and  is  widened  to 
a  foot  or  hub  below,  which  is  of  the  same  cross- 
section  as  the  shoe.  On  the  under  surface  of  the 
foot  is  a  dovetail  mortise  curved  on  one  side,  into 
which  the  tenon  of  the  shoe  is  keyed.  The  shaft 
has  two  keyways  in  which  slide  the  feathers  of  the 
rotating  pulley.  In  the  AUis  stamp  these  are  |X 
}X66  inches.  Table  72  gives  details  of  stamp 
shafts  and  their  life.  The  wear  is  chiefly  at  the 
foot.  In  Mill  48,  the  foot  wears  away  on  the 
shoulder  from  13  inches  high  at  the  start  to  6 
inches  at  the  end  of  its  life^  The  shaft  itself  also 
becomes  worn  down  somewhat  in  diameter.  It 
goes  by  cracking  either  in  the  stem  or  in  the  foot. 
The  later  designs  have  the  shafts  made  larger  near 
the  foot  and  the  foot  made  higher. 

On  the  shaft,  between  the  stamp  shaft  guides, 
there  is  a  little  loose  flanged  pulley  through  the 
bore  of  which  the  stamp  shaft  moves  up  and  down. 
There  are,  however,  two  grooves  in  the  sfamp  shaft 
and  two  feathers  fixed  to  the  pulley,  which  force 
the  stamp  to  tarn  with  the  pulley.  A  belt  driven  slowly  by  the  mill  engine 
turns  the  pulley  once  in  four  blows  of  the  stamp,  or  less  often  as  shown  in 
Table  70.  This  pulley  is  sometimes  omitted  from  the  Fraser  &  Chalmer's 
stamp,  which  revolves  therefore  only  accidentally. 

TABLE  72. — ^DETAILS  OP  STAMP  SHAPT. 
Abbreyiations.— Ft=feet;  Iii.sinches;  Lbs-spounds;  No.=number. 


FIG.  80. — STAMP  SHAFT  AND 
SHOE  OF  THE  ALLIS  STAMP. 
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(a)  This  shaft  has  a  4-inoli  hole  bored  through  its  center.  (6)  Two  shafts  out  of  fire  haTe  broken  in  five 
years,  both  from  flaws. 

The  guides  (see  Figs.  65-68)  are  siniply  babbitted  boxes  in  which  the  stamp 
shaft  makes  its  journey  up  and  down.  They  are  supported  on  heavy  cross4)ars 
on  the  main  frame. 

§  115.  Floors,  Bins,  and  Feeding  Arrangements. — ^There  are  usually 
*our  floors  for  operating  these  stamps  (see  Fig.  65).     The  upper  gives  means 
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to  tend  the  cylinder  and  valve  mechanism.  The  second  is  for  the  dash  pot  or  bon- 
net. The  third  is  the  feeding  floor  for  water  and  rock,  and  alifo  for  the  guides 
and  rotary  pulley.     The  fourth  is  to  tend  the  screens  and  conveying  launders. 

To  the  rear  of  the  stamp  is  placed  a  bin,  which  at  Lake  Superior  holds  rock 
sufficient  for  over  14  hours'  feeding.  It  is  supplied  from  a  track  above  it  and  the 
bottom  slopes  three  ways  toward  the  discharge  gate. 

A  chute  is  provided  to  convey  the  rock  from  the  gate  to  the  stamp.  This  chute 
slopes  at  an  angle  such  that  the  rock  will  either  just  slide  or  just  not  slide.  Mill 
48  wets  the  rock  in  this  chute  to  make  it  run  easier.  The  head  feeder  (man  who 
feeds  the  stamp)  therefore  simply  allows  the  rock  to  move  when  the  stamp  needs 
it,  or  pushes  it  forward  with  but  little  exertion.  The  chute  also  gives  oppor- 
tunity to  pick  out  high-grade  rock  for  smelting  direct,  and  chips  of  wood,  rope 
ends  and  such  fiber-making  materials  as  interfere  with  the  washing,  and  thus  to 
prevent  them  from  getting  into  the  stamp  screens  and  classifier  spigots. 

An  indicator  bell  is  struck  by  the  flange  of  the  stamp  shaft  when  the  rock  gets 
to  its  low  limit  and  it  is  time  to  feed  more.  This  indicator  is  kept  at  the  same 
height  throughout  the  life  of  a  4shoe  and  die. 

§  116.  DisoHABQB. — The  flow  of  the  sand  and  water  through  the  screens  is 
increased  by  the  swash  and  splash  of  the  stamp.  Steam  stamps  give  a  greater 
splash  than  the  gravity  stamps,  not  only  because  they  are  wider,  heavier,  and 
swifter,  but  they  are  lifted  above  the  level  of  the  water  at  every  stroke.  A  stone 
dropping  in  water  stirs  the  mud  when  it  reaches  the  bottom.  A  stone  dropping 
into  water  makes  a  great  splash  and  wave  on  the  surface  in  addition  to  stirring 
the  mud  below. 

The  height  of  discharge,  so  important  in  the  gravity  stamp  mill,  is  also  of  in- 
terest here.  In  Mill  44,  the  edge  of  the  mortar  is  13^  inches  above  the  new  die, 
and  if  the  edge  of  the  screen  frame  is  2\  inches  wide  then  the  height  of  discharge 
is  16  inches  above  the  new  die.  If  the  die  wears  down  from  8  inches  high  to  4 
inches  high,  this  will  make  the  height  of  discharge  20  inches  above  the  worn-out 
die.  Again,  if  6  inches  of  rock  are  always  kept  on  the  surface  of  the  new  die, 
then  the  height  of  discharge  above  this  surface  will  be  10  inches,  and  this  level 
will  remain  the  same  with  the  old  die  when  10  inches  of  rock  will  be  upon  its 
surface. 

The  area  of  discharge  is  shown  in  Table  64.  In  Mill  44,  with  four  screens 
and  four  panels  (8^X44  inches)  in  each  screen,  the  total  screen  area  is  5,984 
square  inches.  This  has  ^-mch  holes,  f  inch  center  to  center,  laid  out  in  rows 
at  right  angles,  making  19.63%  holes,  or  1,175  square  inches  of  opening.  If 
the  screen  holes  were  laid  out  in  rows  at  60°  (see  §  147),  they  would  have  22.67% 
or  1,357  square  inches  of  opening.  If  two  of  these  screens  were  blanked,  causing 
the  stamp  to  discharge  on  two  sides  only,  then  the  gross  screen  area  would  be 
2,992  square  inches,  and  the  square  inches  of  opening  would  be  587.  This  last 
area  of  opening  is  about  the  running  average  of  most  of  the  stamps.  Coggin 
proved  that,  under  precisely  the  same  conditions  in  other  respects,  discharging  on 
four  sides  added  7%  increase  of  capacity  over  discharging  on  two  sides. 

§  117.  Wateb  Used. — ^The  amounts  of  water  used  are  given  in  Table  70.  An 
increase  of  the  quantity  of  water  will  increase  to  some  extent  the  capacity  of 
stamps,  by  removing  at  an  earlier  moment  the  grains  ready  to  depart  from  the 
mortar.  The  increase,  however,  is  liable  to  give  great  embarrassment  in  the  mill 
below,  where  the  washing  machinery  will  be  called  upon  to  handle  the  resulting 
increased  quantity  of  water.  The  argument  for  much  water,  provided  the  wash- 
ing machinery  could  handle  it  satisfactorily,  would  be  exactly  opposite  in  the 
case  of  the  brittle  sulphides  of  copper  from  what  it  would  be  with  the  native 
copper  rock,  for  in  the  former  a  particle  of  soft  sulphide,  left  to  receive  another 
blow,  may  be  made  wholly  into  slimes,  while  with  native  copper  the  thin  leaves. 
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flakes,  and  arborescent  forms  need  a  little  more  stamping  to  break  them  up  to  a 
state  in  which  gravity  will  act  properly,  even  at  the  expense  of  some  sliming. 

It  will  be  interesting  to  compare  the  amount  of  water  used  in  these  stamps 
with  that  in  the  gravity  stamps.  The  average  quantity  of  water  used  for  gravity 
stamps  in  21  mills  in  Table  135  is  6.68  tons  water  to  one  ton  of  ore.  The  water 
quantity  used  by  the  steam  stamps,  for  the  crushing  only,  is  a  little  less  in  the 
case  of  two  milk  and  about  four  times  as  great  in  the  case  of  a  third. 

§  118.  Capacity  of  Steam  Stamps. — The  figures  on  this  as  obtained  from 
the  mills  are  given  in  Table  70.  The  capacity  is  greater  in  those  mills  which 
crush  soft  amygdaloid  rock  than  in  those  which  crush  hard  conglomerate.  The 
capacities  for  all  the  mills  except  38,  42  and  43  are  under  the  condition  of  crush- 
ing through  a  ^-inch  (4.76  mm.)  round  hole.. 

Experiments  made  on  hard  conglomerate  rock  of  Mill  48  gave  results  shown 
in  Table  73.     In  the  first  two  of  the  tests  the  pulp  that  issued  from  the  mortar 

TABLE  73. — CAPACITIES  OF  STEAM  STAMP  ON  ORB  OF  MILL  48. 
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(a)  This  does  not  include  the  returned  overslae  of  the  trommel    (6)  In  this  test  there  was  a  great  deal  of 
choking  in  the  jigs  by  long  pieces  of  rock. 


passed  directly  to  hydraulic  classifiers  and  thence  to  jigs  as  in  the  usual  scheme 
of  Lake  Superior  mills.  In  the  rest  of  the  tests,  however,  the  pulp  from  the 
mortar  passed  first  to  a  little  hydraulic  classifier  with  one  spigot.     This  took 
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Bottom  of  fttU  Mroke 
FIG.  81. — INDICATOB  CARDS  AND  VELOCITY  CARD  OP  OLD  BALL  STAMP. 

out  of  the  total  pulp  only  a  small  percentage  as  a  spigot  product  consisting  of 
rich  copper  concentrates.    The  remainder  went  over  as  overflow  to  a  trommel 
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with  i-inch  holes.  The  oversize  of  this  trommel,  amounting  to  about  20%  in 
the  case  where  a  A  -inch  screen  is  used  in  the  mortar,  was  returned  to  the  mortar 
by  an  elevator.  The  undersize  of  the  trommel  passed  to  the  classifiers  and  jigs 
as  in  the  old  scheme.  The  table  shows  not  only  an  increased  capacity  by  the 
new  scheme  but  also  a  decrease  in  the  copper  lost  in  the  tailings  of  the  mill. 
On  soft  amygdaloid  rock  of  Mill  46,  using  a  ^  -inch  round  hole  screen  in  the 
mortar  and  a  ^-inch  trommel^  the  capacity  was  487  tons  in  24  hours  and  the 


AaidiM 
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PIG.  82. — INDIOATOB  CARD  OF  LEAVITT  STAMP. 


percentage  of  copper  in  the  mill  tailings  was  0.196.    The  mortar  used  was 
round,  that  is,  cylindrical,  having  a  curved  screen.* 

§  119.  PowBR  AND  Efficiency. — From  the  indicator  cards  given  in  Figs. 
81^  82,  84,  85,  86  and  87,  and  the  data  given  in  Table  70  the  horse  powers  have 

TABLB  74. — ^POWBR  FOB  STEAM  STAMPS. 


ICUor 
Authority. 

Kind  of 
Stamp. 

Indicated  Horae  Power. 

Upstroke. 

Down  Stroke. 

Total. 

Coggn... 

44 

48 

Old  Ball 

NowBaU 

Leavltt 

Allis. 

84 

as 

46 

es 

47 
68 

109 

81 
06 
149 
171 

(a)  The  total  of  the  upper  end,  calculated  from  the  card  in  Fig.  88,  is  149  horse  power,  but  of  this,  46  horM 
pcywer  is  uaed  in  compreinng  steam  in  the  lower  cylinder  and  receiver  and  is  used  hiter  for  lifting  the  piston  on 

been  computed  and  are  given  in  Table  74.  Fraser  &  Chalmers  estimate  3  horse 
power  for  moving  the  valves  and  rotating  the  stem.  The  Allis  balanced  valve 
would  probably  use  much  less  than  the  slide  valves.  It  should  be  noted  here 
that  the  indicated  horse  power  does  not  take  account  of  clearance,  which  increases 
the  steam  consumption  and  which  is  largest  in  the  Ball  stamp  and  least  in  the 
Leavitt. 

Tables  75  and  76  show  the  relative  eflBciency  of  the  various  types  of  steam 
stamps  with  respect  to  the  weight  acting  per  square  inch  of  shoe  area,  the  tons 
crushed  per  horse  power  per  24  hours,  the  velocity  at  the  time  of  striking  the 

•  since  writing  tha  above  the  new  ajtibem  has  been  introduced  into  the  new  Osceola  mill  and  into  the  new 
Arcadian  mfD. 
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PIG.  83. — ^VBLOCITY  OABD  OF  THE  LEAVITT  STAMP. 
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FIG.  84. — INDICATOR  GABD  OF  THE  NEW  BALL  STAMP^  UPPEB  END. 
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FIG.  85. — INDICATOR  CARD  OF  THE  NEW  BALL  STAMP,  LOWER  END. 
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Fia  86. — ^INDIOATOB  CABD  OP  THE  ALLIS  8TAMP>  UPPER  END. 
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FIG.  87. — INDICATOR  CARD  OF  THE  ALLIS  STAMP,  LOWER  END. 


TABLE  75. — ^EFFICIENCY  OF  STEAM  STAMPS. 


Mill  or 
Authority. 

Deiign  of  Stamp. 

Compete  Striking 
weight. 

Area  of  Shoe. 

Weight  of  Stamp 

per  Square  In^ 

of  Shoe  Area. 

Capacity  per  84 

Hours  per 
HorM  Power. 

48 

Fkvaer  ft  Chalmen 
Leavitt 

|lil!llll 

Square  Inches. 

Pounds. 

Tbna. 

44 

285.68 

18.66 

1.745 

46 

Ball..... 

46 

Ball 

885.68 
886.68 
286.68 
885.68 

18.83 
18.87 
19.60 
19.50 

1.786 

40 

OnTahoffa.^ ,, 

48 

m^!T::::::.\\\ 

1.764 

48 

AlUa. 

Coggin.>« 

OMBaU 

i.8n 

TABLE  76. — ^EFFICIENCY  OF  STEAM  STAMPS. 
AbbreTiation8.'Ft.sfeet;  Lb8.spound8;  Secsseoonds;  Sq.saquaie. 


urn  or 

Anthor- 

ity. 

stamp. 

Velocity 
when 

Striking 
Blow. 

Virtual 

Stamp. 

Energy 

Blow, 
(a) 

Energy  of 
Blow  per 
Sq.Inchof 
Shoe  Area. 

Momentum  per 

Square  Inch  of 

Shoe  Area. 

(&) 

of 
Stamp. 

«r 

LeaTitt 

Old  Ball.... 

Ft  per  Sec. 
80 
16 

Feet. 
6.81 
8.98 

Lbs. 
5800 
4,500 

Foot  Lbs. 
88,013 
17,910 

Foot  Lbs. 
115.22 

871.06 

60.61 
68.74 

(a)  Obtained  by  multiplyiog  the  weight  by  the  virtual  height  of  fall.  (b>  Obtained  bv  multiplying  the 
weight  by  the  Telocity  of  striking  the  blow,  (e)  Calculated  by  dividing  the  energy  of  the  blow  In  foot  pounds 
by  the  inolcated  foot  pounds  of  up  and  down  stroke. 
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blow,  the  virtual  height  of  free  fall  which  would  be  necessary  in  order  for  the 
stamp  to  acquire  this  velocity,  etc.  The  column  of  eflSciency  in  Table  76  in 
one  way  does  not  do  the  Ball  stamp  justice,  because  the  modem  Ball  uses  higher 
steam  pressure,  and  would  therefore  have  higher  velocity  and  possibly  higher 
efSciency.  But  on  the  other  hand,  when  we  consider  that  the  Ball  stamp  has 
very  high  clearance  and  the  Leavitt  very  low,  if  this  was  included  in  the  compu- 
tation the  disparity  would  be  much  greater.  Coggin^"  in  1886  stated  that  the 
saving  in  fuel  of  the  Leavitt  over  the  old  Ball  was  10%  and  the  gain  in  capacity 
was  25%. 


TABLE  77. — ^EFFICIENCY  OF  STEAM  AND  GRAVITY  STAMPS  COMPARED. 


Weight  of 

Stamp  per 

Square 

Inch  of 

Shoe  Area. 


Velocity 
when 

Striking 
Blow. 


Height,  or 

V&tual 
Hcdght  of 


Energy 

of 
Blow. 


Energy  of 

Blow  per 

Square 

Inch  of 

Shoe  Area. 


Momentum 
per  Square 

Inch  of 
Shoe  Area. 


Capaci^ 
per  94 

Hours  per 
Horse 
Power. 


California  stamps  (a\ . 
Colorado  stamps  (6).. . 
Leavitt  steam  stamp. . 


Lbs. 
16.88 
1S.96 
18.66 


Ft.  per  Sec. 
6.06 
8.97 
flO.O 


Inches. 
6.86 
16.0 
74.6 


Foot  Lbs. 
489 
987 
82,918 


Foot  Lbs. 
8.42 
17.27 
115.2 


91.60 
124.89 
871.05 


Tons. 

i.n 

(c)1.4 
1.746 


(a)  Average  of  24  mills  from  Table  189.    (b)  Average  of  two  mills  from  Table  188.    (e)  Only  one  mill  gavo 
capacity. 


In  Table  77  are  given  comparative  figures  of  California  gravity  stamps^  Colo- 
rado gravity  stamps  and  the  Leavitt  steam  stamp,  which  is  the  only  one  on 
which  the  author  has  complete  figures.  The  table  shows  close  agreement  be- 
tween the  gravity  and  steam  stamps  in  weight  per  square  inch  in  pounds,  and 
also  in  tons  crushed  per  24  hours  per  horse  power,  but  the  other  columns  show 
the  great  power  of  the  steam  stamp  blow.  The  great  difference  in  the  sizes  of 
material  treated  by  the  two  machines  should  be  borne  in  mind  in  comparing 
tons  crushed  per  horse  power.  The  California  stamps  are  crushing  to  about 
it  inch  (0.7  mm.)  while  the  steam  stamps  are  crushing  to  -^  inch  (4.76  mm.) 

§  120.  Cost  of  Crushing  by  Steam  Stamps. — An  approximate  idea  of  cost 
may  be  obtained  from  studying  Table  78.  As  the  cost  will  vary  more  or  less 
according  to  the  conditions,  it  is  clear  that  too  much  reliance  should  not  be 
placed  on  these  figures.  Two  columns  are  given,  one  for  soft  amygdaloid  rock, 
and  one  for  hard  conglomerate  rock. 

Douglas**  gives  for  the  Atlantic  mill  in  1892,  the  cost  of  25.09  cents  for 
stamping  and  washing  a  ton  of  rock. 

Goodale**  states  that  the  cost  of  crushing  by  steam  stamps  is  much  less  than 
with  breakers  and  rolls  when  trommels  and  elevators  are  taken  into  account. 

§  121.  Clean  Up. — In  the  mills  stamping  native  copper  it  is  customary  to 
clean  out  the  mortar  as  soon  as  small  masses  of  copper  have  collected  enough  to 
cause  sliming  and  loss  of  copper.  The  small  mass  copper  which  has  been  hand 
picked  from  the  feed  chute  and  has  rock  adhering  to  it,  is  fed  into  the  mortar 
just  before  cleaning,  to  sever  the  rock  from  it.  The  stamp  is  then  stopped  and 
held  at  the  top  of  its  stroke  while  the  screen  is  removed  and  the  accumulation 
called  cover  work  is  taken  out.  The  periods  at  which  cleaning  up  occurs  are  as 
follows:  Mill  44,  12  hours;  Mill  45,  periodically;  Mill  46,  8  hours;  Mill  47,  6  to 
12  hours;  Mill  48,  3  days  (when  shoe  is  changed). 

§  122.  Uses  for  which  Steam  Stamps  are  Adapted,  and  Quality  op 
THEIR  Work. — These  machines  are  the  most  powerful  crushers  known.  For 
rock  carrying  native  copper  they  seem  indispensable,  even  though  they  slime  a 
great  deal  of  copper.     For  crushing  brittle  ores  preparatory  to  jigging,  engineers 
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are  generally  of  the  opinion  that  they  slime  the  ore  too  much.  The  stamps 
are  used,  however,  on  brittle  ores  in  three  mills,  (38,  42  and  43) ;  of  these,  Mill 
43  has  just  been  rebuilt  to  use  rolls  for  crushing.  Mill  38  seldom  uses  the  stamp^ 


TABLE  78. — ^ESTIMATED  COST  OF  CRUSHIKO  BT  STEAM  STAMPS. 


Average  Cost  per  Ton  Crushed. 

On  Amygdaloid  Bock. 

On  Cbnglomerate 
Bock. 

Labor  (a).................... 

Cents. 
1.600 

12.168 
0.180 
0.476 
0.064 
0.041 
0.071 
0.885 
1.689 

Cents. 
1.846 

18.168 
0.858 
8.850 
0.118 
0.088 
0.108 
0.886 
1.689 

Power  (6) 

Screens  (e) 

Shoes (d) 

Dies  (d) 

Rings  (dX 

Staves  (eft 

BeDairste) 

toSt  (/).........;;;.:!;; 

Total 

16.566 

18.878 

(o)  Labor  is  based  on  the  Atlantic  niill>«,  where  about  18  men,  who  are  probably  paid  an  average  of  f8 
per  shift,  are  required  to  run  flve  stamps.  From  Table  70,  five  stamps  will  treat  about  1,600  tons  of  aooygda- 
loid,  or  about  1,800  tons  of  conglomerate  per  84  hours,  (b)  Power  from  Kent*  is  assumed  to  cost  S66.7B  per 
horse  power  per  3rear  of  308  days  of  84  hours  each.  Table  76  shows  that  the  stamps  treat  an  average  of  1.784 
tons  per  84  hours  per  horse  power,  (c)  For  screens  the  unpunched  steel  plate  is  assumed  to  cost  4  cents  per 
pound  and  punching  to  coat  36  cents  Mr  square  foot.  Screen  area  and  life  are  taken  from  Table  64,  being  an 
average  of  Mills  44  and  48  for  conglomerate  rock,  and  of  Mills  45,  46,  47  and  the  Atlantic  for  amygdaloid, 
(d)  Qroes  wear  of  shoes,  dies,  rings  and  staves  in  pounds  per  ton  crushed  is  taken  from  Tables  66,  07,  66  and  69, 
Mills  44  and  48  for  conglomerate  and  Mills  45,  46  and  47  for  amygdaloid.  The  cost  is  figured  by  assuming  tiie 
new  parts  to  cost  4  cents  per  pound  and  allowing  nothing  for  the  worn-out  parts,  (e)  Repairs  are  estimated  to 
amount  to  about  8800  per  year,  and  an  average  stamp  is  estimated  to  crush  about  78.000  tons  per  vear.  (/) 
Pumping  is  estimated  from  Kent's*  figures  to  cost  i4B  per  horse  power  per  year  of  806  days  of  84  houre 
each,  and  it  is  further  aasomed  that  86  tons  of  water  are  lifted  100  feet  for  every  ton  of  ore  stamped. 

•  Kent's  "Mech.  Bng.  Pocketbook,''  p.  790. 


and  Mill  42  settles  the  whole  of  its  fine  overflow  slimes  as  smelting  ore.*  Table 
79  shows  to  what  extent  the  ore  is  slimed.  It  is  interesting  to  compare  this 
sizing  test  with  that  of  the  same  ore  in  §  97  crushed  by  breakers  and  rolls. 

TABLE  79. — SIZING  TEST  ON"  BUTTE  ORB  CRUSHED  BY  STEAM   STAMPS**. 


Weight 

Analysis 
for  Silver. 

Analysis 

Analysis 
forQangue. 

Oz.perTon. 

% 

% 

Through^,     on  8.8  mm 

8.40 

8.0 

8.8 

07.8 

8.8  on  8.0     "  

8.28 

9.9 

8.5 

68.4 

"       8.0  on  1.4     "  

8.28 

10.8 

61.4 

••        1.4  on  1.0     "  

0.18 

10.88 

66.8 

••        1.0  on  0.6     •'  

8.86 

9.98 

57.8 

"        0.6  on  0.48    "  

7.77 

10.8 

68.0 

"        0.48on0.«6    "  

9.66 

11.9 

48.1 

••        0.a6on0.18    *• 

6.84 

14.1 

46.7 

••        0.18 

89.58 
100.00 

18.9 

4.8 

46.8 

These  large  steam  stamps  have  not  proved  successful  for  stamping  gold  ore. 
A  seven  months*  trial  at  the  Black  Hills*  "^  '*  showed  that  the  stamp  crushed 
too  fast  for  the  number  of  plates  with  which  it  was  provided,  also  that  the  jar 
from  the  stamp  loosened  the  amalgam  on  the  plates;  but  the  former  difficulty 
could  have  been  overcome  by  centrifugal  pumps  and  banks  of  plates  and  the 

*  Since  writing  the  above  the  steam  stamps  have  been  taken  out  of  Mills  88  and  48,  and  the  crushing  is 
(lone  by  breakers  and  rolls.    Mill  48  will  probably  follow  suit. 
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latter  by  suitable  framing.  The  stamp  used  had  an  11-inch  cylinder^  and 
22-inch  stroke^  made  95  strokes  per  minute  and  used  900  gallons  (3.75  tons) 
of  water  per  ton  of  ore.  The  steam  pressure  was  85  pounds  per  square  inch 
and  the  capacity  was  125  to  135  tons  per  24  hours^  crushing  through  a  No.  7 
needle  (0.024  inch)  slot  screen.  With  a  steam  pressure  of  110  pounds  the 
capacity  rose  to  192  tons  per  24  hours.  The  screen  lasted  six  days.  A  finer 
screen  caused  the  ore  to  bank  in  the  battery  and  break  the  screen.  On  account 
of  scouring  action  no  inside  plates  could  be  used.  The  outside  plates  were  12 
feet  long,  4  feet  wide,  and  sloped  1 J  inches  per  foot.  The  capacity  per  unit 
of  fuel  was  the  same  as  with  the  Homestake  (gravity)  stamp,  but  the  latter 
crushed  finer,  which  is  to  its  advantage. 

The  suggestion  has  been  made  to  the  author  to  use  a  large  steam  stamp  to 
reduce  gold  ore,  to  say  ^V  i^^h  in  size,  and  Himtington  mill,  or  some  similar 
mill,  to  take  the  coarser  portion  and  bring  that  down  to  gold  mill  sizes.  This 
would  make  a  much  more  compact  plant  than  the  usual  gravity  stamps. 

Small  Steam  Stamps. 

§  123.  Small  Steam  Stamps  have  been  designed  for  gold  milling  and 
prospecting.  The  special  advantages  which  they  offer  for  this  purpose  are: 
they  have  light  weight  for  transportation ;  they  can  be  quickly  erected  without 
a  permanent  building  and  as  quickly  dismounted;  on  these  accounts  they  are 
particularly  valuable  for  tiding  over  the  period  of  doubt  in  starting  new  enter- 
prises. Among  the  designs  that  have  been  brought  forward  are  the  Tremain, 
the  Sharpneck,  the  Hammond  and  the  Wood.  The  first  is  a  good  representa- 
tive of  the  class  and  will  therefore  be  described. 

§  124.  The  Tremain  Steam  Stamp  Mill  (see  figs.  88a  and  886),  is  a  light 
battery  with  two  steam  driven  stamps,  especially  adapted  for  proving  up  prop- 
erties, but  which  may  also  prove  suitable  for  permanent  milling.  The  informa- 
tion obtained  is  mainly  derived  from  Gates  Iron  Works  Catalogue,  No.  8. 
Sperry"  gives  results  derived  from  a  year's  work  with  one  of  these  mills. 

The  mill  has  two  stamps  in  one  mortar,  each  weighing  300  pounds.  The 
stamp  drops  from  5  to  8  inches.  The  mortar  has  a  base  23^X21  J  inches.  The 
inside  dimension  at  thfe  discharge  lip  is  12X20  inches,  the  outside  at  the  lip 
is  14X24  inches.  On  the  top  are  four  sockets,  into  which  four  iron  rods  are 
keyed;  upon  the  upper  ends  of  these  rods,  long  screw  threads  are  cut  and  the 
two  steam  cylinders  in  one  casting  are  held  in  place  by  lock  nuts  above  and 
below,  thus  giving  an  easy  vertical  adjustment  of  the  same.  The  casting  com- 
prising the  two  cylinders  is  hung  on  two  trunnions,  giving  it  perfect  freedom 
to  line  itself  with  the  stamp  guides  below.  Lower  down,  on  the  two  rear  rods, 
the  wooden  stamp  guides  and  the  automatic  feeder  (not  shown),  are  attached. 
For  the  latter  either  a  Hendy,  a  TuUock  or  a  special  Gates  feeder  may  be  used. 

The  shoe  and  die  are  7^  inches  diameter.  The  new  shoe  weighs  112  pounds 
and  is  9  inches  high.  The  new  die  weighs  62  pounds  and  is  5  inches  high,  with 
discharge  lip  2  inches  above  it.  This  Mr.  Sperry  raised  to  6  inches  by  a  4-inch 
chuck  block.  The  area  of  the  screens,  which  are  placed  at  the  ends  and  front 
of  the  mortar,  is  640  square  inches  outside  the  frames.  The  net  sizes  of  screens 
inside  the  frames  are:  One  front  screen,  12X19^  inches,  234  square  inches; 
two  side  screens,  each  12X8  inches,  192  square  inches;  total,  426  square  inches. 
The  raising  of  the  height  of  discharge  reduced  this  to  256  square  inches,  but 
did  not  materially  affect  the  speed  of  crushing.  The  screen  slopes  11**.  Sperry 
used  a  20-mesh  iron  wire  screen  which  lasted  150  to  250  hours,  or  for  75  to  125 
ions,  when  it  would  break  along  the  lower  member  of  tlie  screen  frame.  The 
frame  can  then  be  inverted  and  used  until  the  other  edge  breaks.    The  shoe 
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FIG.  88a. — FBONT  ELEVATION  OP  TREMAIN  STAMP. 

FIG.  886. — SIDE  ELEVATION  OF  TREMAIN  STAMP. 
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does  the  duty  of  the  boss  and  shoe  together  of  the  California  gravity  stamp. 
The  rough  cast  conical  socket  in  the  upper  end  is  fitted  to  the  turned  conical 
end  of  the  stem  by  brass  shims. 

A  collar  bolted  to  a  recess  in  the  stem  serves  to  actuate  the  feeder.  This 
collar  is  made  cup-shaped  to  keep  the  cylinder  oil  from  the  amalgam.  A  care- 
ful engineer  who  feeds  the  required  amount  of  oil — ^namely,  one  drop  in  three 
to  five  minutes — will  have  no  trouble  with  the  amalgamated  plates.  Cotton 
waste^  soap  chips  and  pearline^  to  catch  and  emulsify  cylinder  oil^  may  be  used. 

The  stamp  shaft  revolves  accidentally  either  way.  It  has,  however,  three  slots 
or  key  seats  with  wooden  keys  to  run  in  the  same,  to  be  used  in  case  the  stamp 
persists  in  dropping  in  one  position.  When  this  happens,  the  shaft  is  revolved 
to  the  opposite  position  and  held  there  by  the  wooden  key  until  the  difficulty  is 
overcome.  Shoes  and  dies  wear  equal  amounts  and  very  evenly.  Sperry  found 
the  wear  to  be  about  J  inch  or  10  pounds  per  100  tons.  The  available  wearing 
length  of  the  shoe  is  4|  inches,  that  is,  up  to  the  bottom  of  the  socket  for  the  stem. 

The  stamp  is  self-contained,  bolted  together  in  one  compact  part  and  has  a 
total  height  of  7  feet  6  inches.  The  piston  is  6^  inches  diameter,  with  three 
sets  of  piston  rings  to  make  it  tight;  the  rod  is  4  inches  diameter;  the  total 
striking  weight  of  piston,  stem  and  shoe  is  300  pounds  when  the  shoe  is  new. 
Each  stamp  can,  with  100  pounds  per  square  inch  pressure  of  steam,  make  200 
strokes  per  minute  of  6  inches  in  height.  The  stroke  can  be  increased  to  6J 
inches  and  decreased  to  5  inches,  and  even  less  if  necessary.  It  is  maintained 
constant  in  running  by  adjusting  the  cylinder.  The  number  of  drops  per 
minute  varies  with  the  steam  pressure  in  the  boiler.  For  a  6-inch  stroke  it  is 
as  given  in  Table  80. 

TABLE   80. — NUMBER  OF  DROPS  OP  A  TREMAIN   STAMP. 


BoUor  Pressure  per  Square  Inch. 
Pounds. 

Number  of  Drope  of  Each  Stamp 
per  Minute. 

eo 

140 
180 
900 

The  two  cylinders  are  alternately  fed  with  steam  below  the  pistons,  having 
an  annular  area  of  11.19  square  inches.  As  the  lower  edge  oi  No.  1  piston 
reaches  a  point  1.7  inches  from  the  top  of  its  stroke,  it  passes  a  port  into  which 
the  live  steam  rushes  and  throws  the  main  slide  valve.  The  throwing  of  this 
valve  produces  simultaneously  the  following  actions:  (1)  It  cuts  off  the  steam 
from  the  under  part  of  No.  1  cylinder;  (2)  it  connects  the  under  part  of  No.  1 
cylinder  with  the  upper  part;  (3)  it  closes  the  exhaust  port  of  the  upper  part 
of  No.  1  cylinder;  (4)  it  opens  steam  feed  to  the  under  part  of  No.  2  cylinder; 
(5)  it  opens  the  exhaust  port  to  the  upper  part  of  No.  2  cylinder;  (6)  it  breaks 
the  connection  between  the  upper  and  under  parts  of  No.  2  cylinder.  A  difEer- 
ential  action  then  takes  place  in  No.  1  cylinder;  the  steam  is  pressing  down  on 
23.76  square  inches  of  surface  while  it  is  pressing  upward  on  only  11.19  square 
inches.  There  results  a  cushioning  of  the  up  stroke  followed  by  a  rapid  and 
powerful  down  stroke  in  which  the  steam  acts  wholly  expansively.  The  throw 
of  the  valve  to  admit  steam  below  No.  1  piston  is  caused  by  No.  2  piston  and  it 
takes  place  after  the  blow  is  struck  by  No.  1  piston  and  stem.  The  cycle  of 
No.  2  piston  is  precisely  the  same.  The  blow  is  said  to  be  equal  to  that  of  an 
800  or  1,000-pound  gravity  stamp  falling  8  inches. 

The  capacity  of  crushing  through  40-mesh  is  given  by  Gates  as  8  to  20  tons 
per  24  hours  according  to  the  rock,  average  10  to  15  tons  for  ordinary  quartz, 
consuming,  according  to  speed,  7  to  10  horse  power.     Gates  furnishes  either 
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10  or  15  horse  power  boiler,  but  recommends  the  latter,  to  meet  the  extra  calls 
it  may  be  asked  for,  for  example,  pumping  water  for  the  mill.  One  cord  of  good 
pine  wood  runs  it  24  hours  and  IJ  miner's  inches,  or  800  gallons  of  water  per 
hour  suffice.  It  is  better  to  allow  1,000  gallons  if  it  is  to  be  had.  Sperry  found 
the  capacity  to  be  9.6  tons  on  hard  and  19.2  tons  on  soft  quartz  ore  through  20 
mesh  per  24  hours ;  he  needed  3,000  gallons,  or  12^  tons  water  per  ton  ore  when 
apron  plates  sloped  IJ  inches  per  foot,  owing  to  much  iron  in  the  ore,  but  reduced 
it  to  1,000  gallons  or  4  tons  water  per  ton  ore  by  adopting  2  inches  per  foot 
slope  of  apron  plates. 

Gates  claims  that  80%  of  the  total  amalgam  is  caught  on  the  lip  plate  and  inside 
the  battery,  using  small  plates  in  the  corners.  Sperry  found  the  scour  on  these 
comer  plates  too  great,  even  when  protected  by  a  screen,  also  that  a  plate  up  on 
the  high  chuck  block  was  not  satisfactory,  so  that  very  little  amalgamation  was 
accomplished  inside  the  mortar.  Gates  now  recommends  a  plate  at  the  rear 
sloping  45°.  Sperry  found  that  he  used  2.4  cords  dry  spruce  and  pine  per  24 
hours,  or  ^  cord  of  wood  per  ton  of  ore.  This  indicates  12  horse  power  re- 
quired for  his  stamps,  but  it  could  have  beeen  greatly  reduced  if  the  boiler  had 
been  covered  with  non-conductor. 

This  stamp  mill  can  be  erected  in  four  to  eight  days.  It  is  made  in  two 
forms,  portable  or  not.  The  machine  weighs  3,300  pounds,  is  complete  in  itself 
and  only  needs  a  substantial  mortar  block. 

Sperry  obtained  from  Gunnison  (Colorado)  ore  stamped  through  20-me8h 
screen: 


Weight. 

Assay  per  Ton. 

Per  Cent  of  Total 

Gold. 

SUver. 

Gold. 

SIlTer. 

On  40  m«6h 

4.0JK 
10.5)( 
S.Sjt 

S14.00 
18.00 
14.00 
16.00 
80.40 

1.00 

.92 

1.87 

18.07jf 
66.7W 

W.7% 
8.4)C 

6.5jt 

rhroiiffh40on    60 mesh....*.. 

•     "        60  on    80     "    

80  on  100     "    

"      100  mesh 

loo.oi 

lOO.OOjr 

lOO.OjC 

The  ore  by  careful  laboratory  test,  yielded  48  to  60%,  average  50%,  of 
its  gold  to  amalgamation.  The  mill  yield  ranged  from  40  to  55%,  averaging 
45%.  During  the  last  month  the  laboratory  test  yielded  52%  and  the  mill 
yielded  49.8%. 

Paul  Hanson  and  M.  C.  Davis,  of  Wolf  Creek,  Oregon,  each  of  whom  had 
run  a  machine  for  a  year,  testify  that  there  has  been  no  expense  for  repairs, 
while  Sperry's  only  expense  during  a  year,  was  for  a  few  bolts. 

The  machine  has  to  be  properly  cared  for  in  order  to  do  good  work.  If  the 
shoes  and  dies  are  not  of  the  same  height  for  both  stems,  it  will  give  trouble. 
For  these  reasons  it  has  been  condemned  by  some  who  have  attempted  to  run  it 
in  the  careless,  go-as-you-please  fashion  which  frequently  occurs  with  gravity 
stamps. 

Pneumatic  and  Spring  Stamps. 

§  125.  These  machines  aim  to  get  the  heavy  blow  and  high  speed  of  the  light 
steam  stamps,  combined  with  the  simplicity  and  economy  of  power  of  fall  stamps 
derived  from  driving  many  stamps  by  one  engine  of  economical  design.  Power 
is  transmitted  by  crank,  connecting  rod,  cross  head,  air  cylinder  or  spring  to  the 
stamp.  They  all  seek  to  deliver  their  blows  at  high  velocity  before  the  crank 
has  reached  its  lower  dead  center,  and  partly  on  this  account  and  partly  also 
owing  to  the  variable  height  of  rock  upon  the  die,  they  require  an  elastic  con- 
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ncction  between  the  cross  head  and  the  stamp  head  which  strikes  the  blow. 
The  design  of  a  satisfactory  elastic  connection  has  been  the  chief  obstacle  to  the 
introduction  of  these  stamps ;  beside,  they  all  have  high  costs  for  repairs.  They 
are  suited  for  medium  rather  than  fine  crushing,  owing  to  the  difficulty  of  using 
fine  screens  on  large  sorfacea.  Brief  mention  will  be  made  of  several  varieties 
of  these  stamps. 


FIG.  89J.— 

CYLINDER 

OF  THE 
PH(ENIX 
STAMP. 


FIO.    89a. — PH(ENIX   ATMOSPHERIC    STAMP. 


§  126.  The  Phoenix  Atmospheric  Stamp. — For  many  years  a  pneumatic 
stamp  was  used  on  native  copper  rock  at  the  Phoenix  mine  of  Lake  Superior. 
Its  discontinuance  there  was  due  to  the  shutting  down  of  the  mine.  In  this 
stamp  (see  Figs.  89a  and  896),  the  stamp  heads  are  air  cylinders  with  pistons, 
the  rods  of  which  are  given  a  reciprocating  motion  in  guides  by  a  crank  shaft. 
The  motion  is  communicated  to  the  stamp  head  by  the  compression  of  the  air 
alternately  above  and  below  the  piston.  At  the  lower  end  of  the  cylinder  or 
stamp  head  is  attached  the  shoe  which  takes  the  wear.  The  mortar,  dies  and 
scnvns  are  mounted  much  in  tlie  same  way  as  in  a  California  gold  stamp  mill, 
except  that  six  stamps  are  used  in  a  mortar  instead  of  five.     The  crank  shaft 
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has  six  cranks  which  divide  equally  the  circle.  The  order  of  drop  appears  from 
the  figure  to  be  1,  6,  3,  6,  2,  4.  Each  battery  has  its  own  independent  engine 
attached  to  it.  The  cylinders  have  stuffing  boxes  above  and  are  stopped  off  air 
tight  at  14  inches  down,  giving  the  piston,  which  is  4^  inches  in  diameter,  a 
cylinder  14  inches  long  in  which  to  travel.  The  whole  length  of  the  head,  with 
shoe  attached,  is  54  inches.  The  head  runs  in  guides  in  the  cover  of  the  mortar. 
The  cylinders  each  have  two  sets  of  small  holes  for  admission  and  emission  of 
air.  These  ensure  a  more  elastic  air  cushion,  increase  the  force  of  the  blow  and 
reduce  the  jar  and  noise.  The  stamp  strikes  130  blows  per  minute  and  the  six 
stamps  reduce  40  tons  of  amygdaloid  rock  in  24  hours  to  pass  through  a  ^-inch 
diameter  hole.    The  mill  is  said  to  be  expensive  in  repairs. 

Krause's  Pneumatic  Stamp. — This  stamp  was  used  at  the  Hecla  tail  house 
of  the  Calumet  &  Hecla  Co.  for  many  years  to  crush  included  grains  of  native 
copper  from  iV  i^ch  in  diameter  down  to  tV  inch  in  diameter.  The  machine 
was  ntpunted  one  stamp  to  a  mortar  much  like  a  small-sized  Ball  steam  stamp. 
The  frame  consisted  of  two  strong  posts  with  cross  timbers  to  guide  the  stamp 
rod  and  cross  head,  and  at  the  top  having  a  shaft,  a  driving  pulley,  a  fly-wheel 
and  a  crank.  The  power  from  the  crank  was  conveyed  by  connecting  rod  and 
cross  head  to  a  large  piston  playing  up  and  down  in  a  pneumatic  cylinder  some- 
thing like  12  inches  diameter  and  20  inches  long.  The  condition  of  the  lifting 
air  cushion  and  striking  air  cushion  was  regulated  by  placing  admission  check 
valves  and  emission  check  valves  as  well  as  air  cocks  in  suitable  places  in  the 
wall  of  the  cylinder,  the  idea  being  to  strike  a  hard  blow  and  at  the  same  time 
to  raise  the  cylinder  as  high  as  possible.  This  pneumatic  cylinder  was  con- 
nected with  the  stamp  rod,  which  was  widened  below  and  keyed  to  the' 'shoe  in 
the  same  manner  as  the  Ball  stamp.  The  capacity  of  this  stamp  was  15  to-  25  tons 
in  24  hours,  crushed  to  pass  through  a  -jV-i^ch  hole,  according  to  the  condition 
of  the  shoe  and  the  care  with  which  it  was  fed.  Its  best  work  was  done  with  a 
layer  ^  inch  thick  on  the  die.  This  stamp  was  finally  replaced  by  Heberli  mills, 
which  required  less  repairs  and  had  greater  capacity. 

The  Husband  and  Sholl  Stamps  are  of  this  class  and  are  much  like  the 
Krause  stamp.  The  Husband  stamp  has  a  constant  stream  of  water  fiowing 
through  the  piston  to  keep  it  cool.  A  battery  of  four  Husband  stamps  crushed 
100  tons  of  moderately  hard  Cornish  tin  ore  in  24  hours  through  a  No.  36  screen, 
using  93.6  indicated  horse  power.  The  cost  of  repairs  for  12  months,  including 
shoes  and  dies,  was  9  cents  per  ton"*'. 

MoBisoN^s  High  Speed  Stamp  is  a  recent  invention  and  combines  the  prin- 
ciples of  a  pneumatic  and  gravity  stamp. 

§  127.  Spring  Stamps  replace  the  cylinder  and  piston  of  the  pneumatic  stamp 
by  some  form  of  spring.  Three  designs  of  this  class  of  stamps  are  here  noted : 
the  EUenbecker,  the  Patterson  Elephant  ore  stamp,  and  Dunham's  spring  stamp. 

The  EUenbecker  stamp  was  used  many  years  at  the  Calumet  &*  Hecla  tail 
houses  for  crushing  included  grains,  ^-inch  maximum  diameter,  to  about  i^iiich 
diameter.  In  this,  the  flexible  connection  was  made  by  a  spring  somewhat  like 
a  carriage  spring  consisting  of  many  layers  of  rubber  belt,  wound  in  elliptical 
form.  The  difficulty  met  with  in  this  machine  lay  in  the  heating  of  the  spring, 
for,  after  it. had  been  run  a  few  hours,  it  had  to  be  stopped  to  cool  off.  The 
rubber  also  rapidly  deteriorated.  For  this  reason  it  was  replaced  by  the  Krause 
pneumatic  stamp. 
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CHAPTER  V. 

GBAVITY  STAMPS. 


§  128.  Principle  of  Action. — Gravity  stamps  are  lifted  by  cams  and  drop 


A.  Mortar  block. 

B.  Mudsills. 
C  Cross  sills. 

D.  Posts. 

E.  Platform. 

F.  G.  Buokstaves. 

H.  Lower  guide  timbers. 
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M.  Shoe. 
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O.  Stem. 

P.  Tappet. 

R.  Camshaft. 


8.    Collars. 
T.    Cam  shaft  boxes. 
t7.   Cams. 
V.   Pulley. 
W.  Main  shaft. 
X.   Tightener. 
Y.   Water  pipes. 
Z.    Feeder. 


FIG.   90. — PERSPECTIVE  VIEW  OF  GRAVITY  STAMPS. 

by  their  own  weight.     The  most  highly  developed  mill  of  this  class  is  called  the 
California  Stamp  Mill  (see  Figs.  90,  91a  and  916).     This  stamp  mill  consists 
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of  a  mortar  J,  standing  upon  a  mortar  block  A.  The  stamps  are  lifted  by  cams 
U,  keyed  to  a  cam  shaft  A>  and  drop  in  the  mortar.  A  strong  frame  supports 
the  cam  shaft  and  the  driving  gear.  A  single  mortar  has  from  one  to  six  stamps 
dropping  in  it.  Five  is  the  almost  universal  number  in  this  country.  One 
mortar  with  the  accompanying  stamps^  cams,  frames^  etc.,  is  called  a  stamp 
battery.    This  machine  may  be  described  in  detail  as  follows: 

§129.  Foundation. — The  foundation  of  a  battery  is  of  prime  importance; 
if  it  is  not  well  made  the  battery  cannot  be  run  at  full  capacity  lest  it  sha^e  to 
pieces.  A  trench  ia  generally  dug  in  gravel  or  blasted  in  rock  to  receive  the 
mortar  block.  This  trench  is  usually  the  length  of  the  mortar  block  plus  two 
feet  at  each  end  and  may  be  the  width  plus  two  feet  at  each  side,  more  or  less. 
This  is  sometimes  walled  in  with  masonry,  as  in  Fig.  92.  The  bottom  is  gen- 
erally leveled  with  a  layer  of  concrete  or  sand  or  clay  well  tamped  in.  In  regard 
to  the  use  of  concrete,  Hardman  says  it  should  not  be  less  than  30  inches  thick, 
otherwise  it  may  crumble  and  give  trouble.  Its  use  saves  the  more  accurate 
leveling  of  the  rock,  which  is  necessary  when  sand  is  used.  The  use  of  sand  is 
simply  to  level  up  with  a  thin  layer  the  last  of  the  irregularities  of  the  rock.  On 
the  sand  or  concrete  may  be  placed  two  layers  of  2-inch  plank  spiked  together. 
These  planks  also  save  time  in  construction  by  avoiding  the  necessity  of  smooth- 
ing the  rock. 

The  North  Star  Mill  (see  Fig.  92)  has  beneath  the  mortar  block  a  layer  of  con- 
crete 2  feet  thick  and  walls  of  ashlar  masonry  3  feet  thick  around  the  sides  of 
the  trench.** 

§  130.  The  Mortab  Block  (see  Figs.  90  to  92  inclusive)  consists  of  timbers 
or  planks  on  end  which  stand  upon  the  sand  tamping,  the  planks  or  the  concrete, 
or  they  may  be  carved  out  to  fit  the  rough  surface  of  the  rock.  It  may  be  made 
of  a  length  suitable  for  5,  10  or  20  stamps.    The  first  is  the  usual  construction. 


TABLE   81. — MOBTAB  BLOCKS. 
AbbrevlatSons.— Ftsfeet;  In.=l]]che8;  No.=number. 


Min 

No. 

Depth. 

Leoffth. 

Width. 

Foundation. 

Material 

How  Fastened, 

66 

Ft    In. 
IS      0 
9       0 
14       0 
18       0 
18       9 

Ft. 

Id. 

Ft. 

In. 

8 
4 
6 
0 
6 

8*lnch  olank  on  end.  (o!\ 

M 

4 
4 

6 
6 

10 
0 

SoUdrock.... 
Concrete  (b).. 
Solid  rock.... 

8-Inch  planks 

Ur^.T^ 

ffT 

80x80-inch  timbers 

m 

m 

Solid  rock.... 

80x8O-{nch  timbers. 

By  1-inch  bolts. 
Bj  l-inch  bolts. 

m 

in 

14       0 
19       0 

18*^0 
18       0 
9       8 
10       0 

16' *  "6' 

9       0 
10       0 

•  <'>4 
14       0 
10       0 

9       0 
18       0 

4 

el8 

el8 

el8 

4 

4 

10 
8 

11 

4 
7 
0 
0 
0 
10 
6 

6 
8 

4 

0 
0 
0 
6 

4 

SoUdrock.... 
SoUdPock.... 
Solid  rock  or 
concrete... 
SoUdrock.... 

S8K80-tnch  timbers 

m 

8xl8-inch  planks 

By  ao-penny  spikes. 

By  keys  and  six  l^-inch  bolts. 

By  spikes  5  inches  long. 

6R 

Spruce,  pine  or  sugar  pine,  80z  ( 

80  inches. f 

Spruce  6x8  in.,  and  12x8  in.  (d). . 
8  Umbers 

71 

Concrete 

By  six  linch  bolts. 

78 

SoUdrock.... 
SoUd  rock.. . . 

Pine 

74 

TO 

7n 

SoUdrock(/) 

Pine  timbers  89x80  inches. 

By  three  1^-inch  bolts. 

77 

R8 

4 

el8 
5 

elO 

4 

7 
0 
0 
0 

8 

4 
6 
0 
6 
8 

SoUdrock.... 
SoUdrock.... 

8  timbers 

m 

84 

SoUdrock.... 
SoUdrock.... 
SoUdrock.... 

84x80-inch  timbers 

87 

ISxia-inch  timbers. 

88 

Planks 

(a)  With  width  paraUel  to  cam  shaft.  (6)  8  feet  thick,  (c)  For  four  batteries  (see  Fig.  98).  (d)  Planed  and 
jointed.  («)  This  is  the  length  over  all.  The  author  is  in  doubt  whether  these  are  individual  or  combined 
mortar  blocks.    (/)  Leveled  by  sand,    (g)  Horizontal  stick  of  Oregon  pine  2  feet  square,  laid  on  six  transverse 


As  shown  by  Table  81,  mortar  blocks  vary  in  size  from  squared  timbers  30X30 
inches  down  to  planks  2X12  inches  on  end  laid  together,  breaking  joint  and 
held  together  by  bolts,  or  timber  buckstavcs  and  bolts.     Planks  are  better  than 
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PIG.   91a.— BIDE  ELEVATION   OP  STAMP   MILL. 

timbers,  because  sounder  wood  can  be  chosen,  their  ends  are  more  easily  carved 
to  fit  the  rock  and  they  are  easier  to  take  down.  The  timber  which  is  used  in 
the  mortar  blocks  is  exposed  to  hard  usage  as  to  vibrations,  stresses,  and  decay. 
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It  will  be  a  proper  matter  for  the  millwright  to  consider  whether  one  of  the 
methods  of  preserving  timber,  for  example,  creosoting,  kyanizing,  Bumettizing, 
or  tarring  may  not  be  employed  to  advantage.    The  last-mentioned  is  reported 
to  have  been  used  beneficially  in  a  number  of  instances. 
The  top  of  the  mortar  block  should  be  made  perfectly  flat  to  avoid  a  convex 


no.   916. — ^FRONT   ELEVATION   OP   STAMP   MILL. 

or  concave  bearing  either  of  which  might  crack  the  mortar.  It  is  not  con- 
sidered good  construction  to  connect  the  mortar  blocks  rigidly  to  the  frame  on 
account  of  the  additional  jar  produced. 

The  mortar  blocks  extend  1\  inches  more  or  less  beyond  the  sides  of  the 
mortar  flanges.     They  are,  however,  of  the  same  length  as  the  mortar.    They 
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are  held  vertical  by  tamping  stamp  sand,  rock,  loam  or  concrete  all  around  them 
to  fill  the  pit. 

In  a  recent  addition  to  Mill  55  the  mortars  each  rest  upon  a  7-ton  block  of 
cast  iron  and  these  blocks  are  imbedded  in  a  mass  of  concrete.  A  similar  ar- 
rangement occurs  in  the  new  300-8tamp  mill  recently  added  to  the  Alaska-Tread- 
well  plant  on  Douglas  Island,  Alaska. 

Concrete  mortar  blocks  are  cheaper  and  more  durable  than  those  made  of 
wood.  It  is  claimed  that  they  lack  the  resilience  of  timber  on  end,  which  gives 
greater  life  to  the  parts.  On  the  other  hand,  at  the  Lake  Superior  copper  mills 
it  has  been  proved  for  steam  stamps  that  the  more  solid  the  foundation,  the 
greater  will  be  the  capacity,  without  causing  increased  breakage  (see  §  108). 

The  mill  of  the  Banner  mine,  Oroville,  Cal.,  has  just  put  in  a  solid  concrete 
mortar  block  for  20  stamps,  of  the  dimensions  shown  in  Fig.  94,  and  the  first 
month's  run  with  it  leads  to  the  expectation  that  5  tons  in  24  hours  can  be 
crushed  per  stamp.  It  is  estimated  that  the  improvement  due  to  concrete  over 
wood  will  be  at  least  |  ton  per  stamp  per  24  hours.  Except  for  an  intervening 
rubber  sheet  of  pure  gum  J  inch  thick,  the  mortar  rests  directly  on  the  concrete, 
the  holding  down  bolts  bemg  bedded  in  the  concrete.  The  stamps  weigh  1,065 
pounds  each  and  drop  4  inches  110  times  per  minute.  The  height  of  ^scharge 
is  4  inches  and  the  screen  is  30  mesh.  The  diameter  of  the  shoe  is  9  inches. 
A  single  discharge  mortar  is  used.  The  ore  is  hard  quartz  in  thiirparallel  veins, 
with  stringers  of  slate  between. 

When^  it  is  necessary  to  found  a  mortar  on  marshy  or  unreliable  ground  a 
pit  is  dug  1  to  3  feet  deep  and  large  enough  to  hold  the  horizontal  frame  about 
to  be  described.  The  bottom  is  carefully  leveled,  and  bottom  timbers  12X12 
inches  X18  feet  are  laid  horizontally  at  right  angles  to  the  cam  shaft  at  dis- 
tances apart  corresponding  to  the  posts.  For  five  stamps  two,  and  for  ten 
stamps  three,  bottom  timbers  are  used.  If  the  ground  is  very  unreliable,  the 
space  between  these  bottom  timbers  is  filled  up  with  like  timbers.  If  not  so 
bad,  the  space  immediately  underneath  the  mortars  is  filled  with  short  blocks 
12X12X24  inches,  parallel  to  the  bottom  timbers.  Next  above,  six  mud  sills 
of  12  X  12-inch  timbers  are  laid  parallel  to  the  cam  shaft.  Two  are  in  contact 
with  each  other  and  lie  under  the  mortars.  Two  more  divide  the  space  to  the 
ends  of  the  bottom  timbers  and  the  remaining  two  are  placed  at  those  ends. 
Upon  the  mud  sills  lie  the  cross  sills,  which  are  like  the  bottom  timbers.  All 
ttiree  sets  are  now  strongly  bolted  together  by  vertical  bolts  and  the  spaces  be- 
tween the  timbers  are  filled  with  stones,  gravel  or  loam.  The  mortar  block  is 
now  made  by  laying  a  horizontal  timber,  20X20  inches  to  30X30  inches,  par- 
allel to  the  cam  shaft,  upon  the  frame  just  described,  and  long  enough  to  support 
the  one  or  two  mortars  and  the  two  or  three  posts.  The  mortar  block  is  bolted 
to  the  frame  and  the  posts  are  mortised  into  the  mortar  block. 

In  the  Dahlonega  district  of  Gkorgia^^,  with  stamps  weighing  only  450  pounds 
each,  the  above  construction  is  common  even  in  solid  ground  (see  Figs.  95a  and 
956).  In  Mill  77  the  mortar  block  is  a  horizontal  timber,  24X24  inches,  of 
Oregon  pine,  lying  on  six  cross  sills  8  feet  long.  In  this  mill  the  mortar  blocks 
of  timbers  on  end  gave  trouble  by  breaking  stamp  stems,  owing  to  the  long, 
high  drop  of  the  stamps.    This  type  of  mortar  block  is  illustrated  in  Fig.  96. 

§  131.  Placino  the  Mortab. — ^Upon  the  mortar  block  three  thicknesses  of 
common  house  blankets,  costing  $9  per  pair,^®  coated  with  tar  on  both  sides,  are 
placed,  or  blankets  may  be  used  without  tar,  or  sheet  rubber  i  to  f  inch  ti&ick 
may  be  used.  This  packing  ^ves  an  even  bearing,  reduces  the  jar  to  a  minimum 
and  prevents  dirt  from  entering  to  destroy  the  level.  Vertical  bolts.  If  to  1\ 
inches  in  diameter  and  3  to  4  feet  long,  for  holding  down  the  mortar  are  set  into 
the  mortar  block.    These  may  have  nuts  and  washers,  or  keys  and  washers 
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FIG.    92. — ^NOBTH   8TAE   8TAMP   MILL. 


no.   94. — CONCRETE   MORTAR   BLOCK   AT   THE   BANNER   MINE. 
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below,  for  which  recesses  have  been  cut  in  the  side  of  the  mortar  block  (see  Figs. 
91a  and  916)  or  they  may  be  eye-bolts  which  have  been  let  into  the  sides  of  the 
mortar  blocks,  and  which  are  held  by  horizontal  2-inch  bolts  passing  through 
the  eyes  and  through  the  mortar  block.  With  the  latter,  the  mortar  is  more 
securely  and  evenly  tied  to  the  block,  and  the  block  is  more  easily  replaced.** 
Table  82  shows  the  kind  and  size  of  bolts  recommended  by  manufacturers.    In 


wo.  95a. — BIDB  ELEVATION  OF  THE  HALL  STAMP  MILL  USED  IN  THE  DAHLONEOA 

DISTRICT,    GEORGIA. 

TABLE   82. — ^BOLTS   FOB   HOLDING   DOWN    THE   MORTAR. 


Manufacturer. 

Kind  of  Bolt. 

Number  of  Bolts 
per  Mortar. 

Diameter  of  Bolt. 
Inches. 

LensrthofBolt. 

Fraserft  Chalmers 

McFarlane 

Key  and  washer. 

Eye  bolt 

Ke>  and  washer. 

8 

i 

89 
88 

80 

Union  Iron  Works 

8 
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PIO.   956. — FBONT   ELEVATION   OF   THE   SAME. 
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Mill  67^  12  threads  to  the  inch  were  found  to  hold  better  than  6  threads  to  the 
inch  on  l|-inch  bolts. 

The  Dahlonega  light  mortars  with  stamps  weighing  450  pounds  are  held  down 
by  wedges  across  the  top  of  the  mortars  and  are  held  against  lateral  moTement 
by  a  rib  running  lengthwise,  cast  upon  the  bottom  of  the  mortar  and  let  into 
the  mortar  block  (see  Fig.  95(i). 

The  Stamp  Frames. — ^These  structures  are  made  to  support  the  cam  shafts 
and  generally  the  main  shaft,  and  also  to  guide  the  stamps.  Th^  are  made 
of  wood,  cast  iron,  steel  or  wrought  iron.  They  consist  of  the  mud  sills,  cross 
sills,  posts,  braces  and  guide  timbers. 


A.  Dia  D.  Position  of  rear  inside  plate.     H.  AnmWni^ng  tabla 

B.  Shoe.  F.  Boss.  K,  Position  offiont  inside 

C.  Mortar.  O,  Stem.  plate. 

WO.  96. — A  OILPIK  COUNTY    (COLORADO)    STAMP  MILL. 


§132.  Mud  Sills.— (See  Figs.  90-92).— These  are  commonly  three  or  four 
in  number;  six  are  sometimes  used.  They  are  12X12  inches  to  24X24  inches 
in  section,  according  to  the  weight  of  the  stamps,  and  they  run  the  whole  lengtii 
of  the  mill  parallel  to  the  cam  shafts.  Sometimes  they  rest  upon  and  are 
bolted  to  masonry.  Two  of  them  are  near  the  mortar  blocks,  one  on  each  side. 
The  others  are  distributed  to  suit  the  frame.  Table  83  shows  the  sizes  of  mud 
sills  recommended  by  manufacturers  and  authors. 
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MIU,  Hannfoctorer, 
or  Author. 

Number  of 
BUls. 

Size  of  Sm. 

Length. 

Weight  of 
Stamps. 

Hill  57 

8or4 

Inches. 
14x16 

18x18 

14x14 
18x18 
14x16 
16x16  or  16x18 
84x18 
84x84 

Feet.  Inches. 

Pounds. 
860 

(•» 
|» 

[  1,000 
800 

Mffl64(a). 

J        86        0 
(4  batteries.) 

7       10 
(1  battery.) 

Fraser  ft  Chahners. . 
McFftrlane 

Union  Iron  Works. . . 
Loul8>* 

(        80        4 
1    <4batteriee.> 
Length  of  the  mill. 
1        88        0 
1   (4  batteries.) 

Egie8ton*(5). 

EisslerT 

(a)  Laid  in  concrete.    (&)  Consolidated  Virginia  miU. 

§133.  Gross  Sills  (see  Figs.  90-92)  are  12X16  inches  to  20X24  inches, 
according  to  the  weight  of  the  stamps,  and  13  to  29  feet  long,  according  to  the 
demands  of  the  frame.  They  are  laid  horizontally  across  the  mud  sills,  to  which 
they  are  notched  and  bolted.  They  are  placed  one  under  each  post  and  conse- 
quently there  should  be  two,  or  one  of  double  si29e,  under  the  center  post  of  two 
adjacent  batteries,  where  the  weight  is  double  that  upon  the  end  sills.  Table  84 
diows  the  sizes  of  cross  sills. 

TABLB   84.— GROSS    BILLS. 


Hill,  Manufacturer 
or  Author. 

Sise. 

Length. 

lfinB7....  

Mill  Al  tn\ 

Inches. 

18x16 
j     14x18  and 
1     80x84 

18x18 

18x18 

18x18 

18x18 

16x16 
80x80  and  14x80 

18x84 

Ft    In. 

13  1 

14  0 
84       0 
89       0 

16  0 
10       0 

17  6 

MiU  67 

Fraser  &  Chataners. . 

McFarlane. 

Union  Iron  Works. . . 
Louis** 

SS^"!.^'^::::::-: 

88       0 
18       0 

(a)  TUi  mlD  has  twenty  stamps  in  one  firame  and  has  five  cross  sUls,  or  one  under  each  post  The  two  ont- 
iide  ones  are  14x18  inches,  and  84  feet  long.  Hie  middle  one  is  80x84  inches,  and  84  feet  long.  The  other  two 
are  14x18  inches,  and  14  feet  long.    They  are  made  of  spruce  or  sugar  pine.   (6)  Consolidated  Virginia  milL 

§  134.  The  Posts. — (See  Figs.  90-92). — Upon  the  cross  sills  stand  the  posts 
in  frames  for  ten  or  twenty  stamps.  The  end  posts  are  12X24  inches  in  section 
in  11  mills,  14X24  inches  in  2  mills  and  11^X23  inches  in  1  mill.  The  middle 
posts  are  24X24  inches  in  5  mills,  12X24  inches  in  5  mills,  20X24  inches  in  3 
mills,  and  23^x23i^  inches  in  1  mill.  When  four  batteries  are  framed  together, 
the  posts  next  the  end  are  the  same  size  as  the  end  posts.  A  12  X  24-inch  post 
may  be  made  from  two  12  X  12-inch  timbers,  but  the  surfaces  must  be  true  and 
they  must  be  pin  doweled  and  thoroughly  bolted.  Such  posts  were  in  good  con- 
dition after  six  years^  wear.^*    Table  85  shows  dimensions  of  posts. 


TABLE   85. — POSTS 

Mni  or  KaimflMtnTwr, 

Height 

Distance  from  Top  of 

Cross  Sill  to  Top  of 

Lower  Guide. 

Clear  Space  between 
QuMes. 

Distance  from  Tcip  of 

ter  of  Cam  Shaft 

Mm07.(a% 

Mm  64..... 

FIraeer  ft  CSialinen. . . . 

Union  Iron  Works 

Ft 

81 

81 

88 

10 

8B 

In. 
8 
8 
8 

4 
0 

Ft          In. 
10             8 

0              8 

10         10H 

Ft.         In. 

6  8 

7  6 
6             6 

6  8 

7  4 

Ft          In. 

1      \ 

8             8 

8             4 
8             8 

<a)  See  Figure  98. 
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The  posts  are  mortised  or  let  into  the  cross  sills.  Buckstaves  are  placed  over 
the  cross  sills  on  each  side  of  the  mortar  block  (see  Figs  91a  and  92),  and  are 
bolted  horizontally  through  the  posts  from  front  to  rear.     They  may  rest  on 


FIG.  97. — PLAIN  WOODEN  GUIDES. 


FIG.  98. — SECTIONAL  GriDES  OF  WOOD  AXD 
CAST  lEON. 


FIG.    100a. — FARGO   GUIDES. 


FIG*  99. — ^ACME  GUIDE. 


ft    tt    t 


FIG.   1006. — DETAILS  OF  FARGO  GUIDE. 


the  croBS  sills  and  be  bolted  vertically  to  them.  In  some  cases  (see  Fig.  90) 
there  are  also  horizontal  buckstaves  extending  about  \  inch  above  the  top  of  the 
mortar  block  and  serving  to  keep  the  rubber  from  squeezing  out.  From  12  to 
16  feet  above  the  top  of  the  cross  sill  the  posts  are  notched  in,  nearly  to  the 
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center,  to  receive  the  cam  shaft  boxes.  These  notches  may  be  cut  either  in  the 
front  or  the  rear  sides  of  the  posts,  according  as  front  cams  or  rear  cams  are 
used. 

§  135.  Guide  Timbers. — The  two  guide  timbers  (see  Figs.  90-92),  which  are 
about  14  inches  square,  are  notched  and  bolted  to  the  posts  upon  the  same  side 
as  the  cam  shaft  boxes,  and  are  in  the  clear,  about  3  feet  distant  above  and 
below  respectively  from  the  center  of  the  cam  shaft.  The  lower  timber  is  fre- 
quently made  a  little  larger  than  the  upper.  They  usually  extend  the  length 
of  the  two  or  four  batteries,  according  to  the  frame  used.  These  guide  timbers 
must  be  far  enough  apart  to  allow  for  the  sweep  of  the  cam,  plus  the  height  of 
the  tappet,  with  suflScient  clearance.  On  the  inner  side  of  the  guide  timbers 
are  the  guides  (see  Fig.  91a). 

§  136.  Guides  are  provided  to  keep  the  stamp  rods  vertical  while  they  rise 
and  fall ;  to  this  end  their  chief  duty  is  to  resist  the  side  thrust  of  the  cams.  In 
the  various  designs  that  have  been  adopted,  simplicity  and  the  reduction  of  fric- 
tion and  wear  are  the  main  features  sought. 

,  The  ordinary  guide  (see  Fig.  97)  is  of  two  planks,  each  3  to  8  inches  thick 
and  12  to  19  inches  wide,  yielding  a  bearing  of  that  length.  Half  the  bearing 
for  the  stamp  stem  is  cut  from  each  plank  with  the  grain  horizontal.  At 
the  Homestake  mill  they  are  held  to  the  guide  timbers  by  eight  J-inch  bolts.  At 
the  start  they  are  shimmed  apart  and  as  they  wear,  the  shims  are  thinned  in 
until  they  are  taken  out  altogether,  and  as  they  wear  further,  the  inner  surfaces 
are  planed  off  to  restore  the  diameter  of  the  holes.  During  this  period  they  are 
lined  up  by  putting  in  shims  between  the  rear  guide  and  the  guide  timbers.  The 
woods  are  preferred  in  this  order:  Oak,  hickory,  heart  of  maple,  and  pine.  At 
the  Oriental  mill,  Victoria,  eucalyptus  guides  last  16  years.*^ 

___  Wooden  guides  with  grain  parallel  to 

^r^^^^__^  i<^S?i^^^^^-\        ^^®  stamp  stem,  called  parallel  grain  bear- 

^*v.^.J^^^^  ^^'^^^'i^^^^  ^^S^'  S^^^  ^^^^  friction  and  last  longer  than 

(p    ^^  I^^^/''  ^''^in^'^P  those   with  horizontal   grain.'''      To  get 

^^r'^'^Ui^^t^n^  these  bearings,  sectional  guides  must  be 

1        JPi^tf  ^       used.      An  additional  advantage  of  seo- 

y  U-^£§  ^Pp      r,Q  tional  guides  is,  that  the  blocks  of  one 

^  ^^  y^^  i-^-^^  \~^^}  bearing  can  be  removed  without  disturbing 

\L-J^   Ls)^^  j^^Q^''^^  those  of  the  next,  and  adjustment  can  be 

^ ^^^  made  for  each  individual  stamp. 

FIG.  101.-ALLI8  GUIDE.  ^*  ^i"  ^l\  ordinary  guides  of  maple 

are  used  until  worn  out.  Then  square 
holes  are  cut  in  them  and  bushings  of  maple  or  beech,  made  in  halves,  are  put 
in  to  take  the  wear. 

A  soft  wood  guide  with  large  holes  and  four  hard  wood  keys,  forming  four 
parallel  grain  bearings  for  each  stem,  overcame  the  cost  of  renewing  soft 
wood  guides.'^'  The  take  up  of  this  and  all  the  preceding  forms  of  guides 
except  the  ordinary  form  is  to  allow  for  both  side  and  end  wear. 

A  cast-iron  guide  with  vertical  wood  bearings  is  shown  in  Fig.  98.  The 
Acme  guide  is  shown  in  Fig.  99.  The  Fargo  guide  is  shown  in  Figs.  100a  and 
1006.  The  take-up  of  the  Fargo  and  Acme  is  for  end  wear  only.  An  iron  guide 
lined  with  hard  wood,  with  end  grain  is  shown  in  Fig.  101.  The  take-up  of  this 
is  for  both  side  and  end  wear. 

Mill  64  uses  on  ten  stamps  plain,  sectional,  cast-iron  guides  without  babbitt, 
with  the  hard  scale  removed  by  an  emery  wheel.  They  are  called  the  Globe  bat- 
tery stem  guides.  After  six  months'  use  they  show  no  wear  on  the  guides  or 
stems,  and  are  very  handy  for  repairing  one  stamp  at  a  time,  and  they  keep  the 
stem  in  a  vertical  position  better  than  the  ordinary  form. 
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The  Tenth  TJ.  S.  Census***  gives  cast  iron  babbitted,  cast  iron  lined  with  raw- 
hide, and  brass,  as  being  used  for  guides,  but  notes  nine  instances  only  of  iron 
guides,  while  it  records  244  of  wood.  Iron  guides  are  quite  generally  used  in 
Australia.** 

Table  86  shows  the  details  of  the  guides  found  in  the  mills.  It  is  noteworthy 
that  the  ordinary  guide  occurs  in  17  out  of  26  mills.  The  millmen  prefer  it 
over  the  patent  guides  on  the  market  on  account  of  its  simplicity.  They  daim 
that  the  latter  have  too  many  bolts,  nuts  and  wedges  in  their  make  up,  and  are, 
therefore,  very  bothersome  to  change  and  readjust. 

TABLE   86.r— OUIDES. 


Mill 
No. 

Pattern. 

MateriaL 

U»g*^«.. 

Thickness. 
(Both  Halves.) 

Life. 

Greased  17 

W 

OrdiiMurT 

Pine 

Inches. 

Inches. 

j  Grease  scraped  from 

66 

Ordinary 

Ordinary 

Hard  wood  r  t  » •  t  r 

14 

8 

6 

(6) 

0  months 

1  year  or  more. 
lOyeara. 

R7 

Ordinaiy. 

Wood 

(a) 

Machine  oO. 

R8 

Ordinary<<  t . .  r , . , 

Maple 

fiO 

Ordinary 

Oak  or  hard  pine 
Oak 

AO 

Ordinary.. 

61 

Ordinary 

Oak 

7 

Over  6  years... 
8  years. 

Graphite  grease. 
j  WaAmn  of  gr^ihtte. 
)  tar  and  tallow. 
Albany  oompouMl. 

09 

Ordinary  

Ordinary..-  .T, 

Bfaple 

ifi) 

Oak  or  maple. . . . 

01 

Cast  iron.. I 

66 

Cast  iron  (/) 

m 

Oak  or  pine. ....  * 

Oak,  18  months 

Pine,  4  months. 

2  years  without 

planing 

Mixture    of    graphite 

and  Unseed  clfl. 
Hot  tallow  and  gim- 

67 

A^ome 

TeUowbiroh..... 
Wood 

14 

68 

phite  at  start,  {ft,) 

71 

Ordinary.  ■  ...•••■ 

Wood 

Tfl 

g^JcSonai.V. !!!!!! 

Wood 

...••• 

76 

Oast  iron (/).... 

74 

SeotlonaL 

Ordinary 

Cast  iron  (/).... 

7S 

MaSeT^.... 

76 

Ordinal 

oa£ ....:;:.::;. 

Boiled  in  tallow  at  start 

77 

Ordinary 

IMtchpine 

WoodrTT. 

IS 

6 

Fraser's  axle  grmse. 

m 

Acme 

86 

Fargo 

Wood 

84 

Farro 

Wood 

H7 

Ordinary 

Wood 

Axle  grease. 

88 

Ordinary 

Hard  wood 

(a)Top=18inches;  bottom =11^  inches.  (&)  Top= 11  inches;  bottom^U  inches,  (c)  Top=19  inches;  bot- 
tomsie  inches,  (d)  On  80  stamps,  (e)  On  10  stamps.  (/)  Wood  lined,  (p)  Held  to  guide  timbers  by  bolts  Vji^ 
inches  in  diameter  and  diagonal  cast-iron  washers  %  inch  thick,    ih)  LitUe  or  none  afterward. 

The  guides  are  lubricated  to  oTercome  friction  and  so  to  give  the  maximum 
speed  of  drop  of  the  stamps.  Fluid  animal  and  vegetable  oils  are  bad  because 
they  sicken  the  mercury  on  the  amalgamated  plates.  On  this  account  the  guides 
should  be  sparingly  lubricated^  and  that  with  solid  lubricants,  such  as  are  given 
in  the  table.  The  Albany  compound  mentioned,  is  much  like  axle  grease.  In 
Tasmania  an  instance  is  given  of  stamps  crushing  tin  ore  in  which  the  guides 
are  hollow  cast  iron  filled  with  tallow.  Hard  soap  is  used  by  many  and  com- 
mended because  soap  brightens  amalgamated  plates.  Hard  wood  guides  should 
be  soaked  with  linseed  oil  before  mounting  them.  Iron  guides  babbitted,  re- 
quire far  more  lubrication  than  wood. 

§  137.  Platforms. — These  are  needed  to  stand  upon  to  lubricate  the  guides 
and  cams,  and  to  tend  the  tappets  and  stamps  generally.  The  platform  must 
be  placed  on  the  opposite  side  from  the  cam  shaft  and  it  is  usually  continued 
around  the  other  side.  If  in  front,  it  is  liable  to  cut  off  light.  It  shoiQd  be 
strong,  have  a  tight  floor  and  a  railing. 

§  138.  Forms  of  Frames.— Braces  and  tie-rods  are  used  with  the  posts  and 
fiills  to  complete  the  frames,  and  the  frames  so  made  have  received  different 
names  according  to  the  way  in  which  they  are  combined.     Wooden  braces  stiffen 

^  frame,  but  iron  tie-bolts  occupy  less  room  and  can  be  tightened.     If  only 
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one  kind  can  be  used,  it  should  be  the  wooden  brace  bolted  to  the  cross  sills  and 
to  the  posts.     Probably  the  best  construction  is  a  combination  of  the  two. 
There  are  two  general  classes  of  frames :  A  frames  and  Knee  frames.    Each 
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FIG.  102. — FRONT  A  FBAME  WITH  CAMS       FIG.     103. — REVERSE    A     FRAME    WITH 
IN  FRONT.  CAMS  IN  FRONT. 


V\Q.     104. — ^DOUBLE     A     FRAME     WITH 
CAMS  IN  FRONT. 


FIG.  105. — FRONT  KNEE  FRAME  CONNECTED 
WITH    BIN,    CAMS    IN    FRONT. 
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of  these  has  different  varieties,  as  is  shown  by  the  following  list  of  frames  from 
mills  and  authors: 

1.  Front  A  frame  with  cams  in  front  revolving  away  from  the  bin  (see 
Fig.  102). 

2.  Front  A  frame  with  cams  behind  revolving  toward  the  bin. 

3.  Reverse  A  frame  with  cams  in  front  (see  Fig.  103). 

4.  Reverse  A  frame  with  cams  behind. 

5.  Double  A  or  double  brace  with  cams  in  front  (see  Fig.  104). 

6.  Front  Baiee  connected  with  bin,  cams  in  front  (see  Fig.  105). 

7.  Front  Knee  unconnected  with  bin,  cams  in  front  (see  Fig.  106). 

8.  Front  Knee  unconnected  with  bin,  cams  behind.* 

9.  Front  Knee  with  brace  put  down  and  with  cams  in  front  (see  Figs.  107). 

10.  Front  Knee  with  brace  put  down  and  with  cams  behind. 

11.  Back  Knee  or  single  post  frame  with  cams  in  front  (see  Fig.  108). 

12.  Back  Knee  or  single  post  frame  with  cams  behind. 

13.  Back  Knee  with  a  brace  with  cams  in  front  (see  Fig.  109). 

A  frames  (1  to  5)  are  adapted  for  light  stamps  under  750  pounds,  being 
simple  and  less  expensive.  Front  A  (1  and  2)  is  suitable  for  hand  feeding. 
Reverse  A  (3  and  4)  is  good  where  mechanical  feeder  is  used,  as  it  leaves  the 
front  open  for  observation.  Double  A  (5)  is  to  be  used  where  great  strength 
is  needed. 

The  Front  Knee  (6  to  10)  is  the  heaviest  and  most  expensive.  It  is  the  best 
for  heavy  stamps,  and  is  the  best  in  regard  to  solidity,  position  of  shafting  and 
wear  of  belting,  as  it  allows  large  pulleys  and  horizontal  belts  with  no  tightener. 
The  shafting  and  belt  are  out  of  the  way,  up  where  it  is  clean  and  dry. 

The  Back  Knee  frame  (11  and  12)  is  strong  and  compact,  but  the  main  shaft 
has  to  rest  on  the  sills,  which  is  an  inconveient  place.  It  is  not  suitable  for 
hand  feeding.  It  is  suitable  for  a  cam  shaft  driven  by  gears.  It  has  a  great 
advantage  in  its  uninterrupted  view  of  the  plates  of  the  whole  mill. 

These  forms  are  modified  and  combined  to  a  certain  extent;  for  example,  (13) 
is  a  back  knee  with  a  front  brace  which  is  shorter  than  that  of  the  front  A. 

F.  S.  Pheby*®*  condemns  framing  the  ore  bin  with  the  stamp  frame,  as  the 
latter  is  liable  to  be  thrown  out  of  line  with  the  settling  of  the  bin. 

The  frames  were  found  in  the  mills  as  follows:  Mills  55  and  64  use  No.  1 
frames.  Mills  27  and  87  use  No.  3  frames.  Mill  76  uses  No.  4  frame,  except 
that  the  belt  runs  horizontally  back  to  the  water  wheel.  Mill  56  uses  No.  6 
frame,  except  that  the  belt  is  connected  direct  to  water  wheel.  Mills  58,  59, 
65,  73,  74,  75  use  No.  6  or  No.  7  frames.  Mills  57,  61,  62  use  No.  7  frames. 
Mill  67  uses  No.  8  frame.  Mill  82  uses  No.  10  frame.  Mill  84  uses  No.  11 
frame.  .  Mill  68  uses  No.  12  frame.  Mills  77  and  88  use  special  forms  to  suit 
their  gear  transmission.  The  former  is  shown  in  Fig.  146.  Mill  72  uses  a 
back  Imee  frame  and  in  order  to  have  the  view  in  front  of  the  battery  as  unob- 
structed as  possible,  all  troughs,  lights,  etc.,  are  suspended  on  iron  rods. 

It  is  more  in  accordance  with  the  best  mechanical  engineering  practice  to 
drive  by  the  under  part  of  the  belt  where  a  horizontal  belt  is  used.  The  usual 
mill  practice  seems  to  have  ignored  this  principle  (see  Mills  57,  58,  59,  61,  62,  65, 
73,  74,  75),  while  on  the  other  hand.  Mills  67  and  82  have  conformed  to  this 
principle  by  using  front  knee  frame  with  back  cams, 

§  139.  Stamp  Frames  of  Iron. — These  have  been  made  by  a  number  of 
manufacturers  in  recent  years  for  use  in  districts  where  facilities  for  securing 
timber  and  having  it  framed  are  limited.     For  example,  the  Union  Iron  Works 

*  Sinoe  writinK  the  above  it  has  been  learned  that  Mill  00  forma  another  class,  haviog  front  knee  frames 
connected  with  the  bin,  cams  behind. 
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FIG.  106.-FRONT  KNEE  PIUME  UNCON.         .  ^^^^    107.-PBONT   KNEE   FRAME   WITH 


KECTED  WITH  BIN,  CAMS  IN  FBONT. 


'  BRACE  PUT  DOWN  AND  WITH  CAMS 
IN  FRONT. 


FIG.  108. — ^BACK  KNEE  OR  SINGLE  POST      FIG.   109. — BACK  KNEE  FRAME  WITH  A 
FRAME  WITH  CAMS  IN  FRONT.  BRACE  WITH  CAMS  IN  FRONT. 
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made  frames  of  ptot'l  channel   beams  for   100  stamps  for  the   Compania   de 
Huanchaca  de  Bolivia.     In  this  form  (see  Fig.  110)  each  post  is  composed  of 

four  channel  beams  on  end,  blocked 
apart  with  castings,  suitable  for  hold- 
ing: (a)  the  guides,  (6)  the  cam  shaft, 
(c)  a  flange  or  foot  upon  which  the 
post  stands  and  by  which  it  is  bolted 
to  the  cross  sills,  and  (d)  two  tie-rods 
connecting  its  top  to  the  cross  sill. 

A  simple  reverse  A  frame  is  made  of 
steel  in  which  the  cross  sills,  the  braces 
and  the  posts  are  compound  girders 
with  two  channel  beams  each."  Of 
this  several  have  been  sent  to  Africa. 

Cast  iron  is  especially  advocated  for 
frames,  as  it  does  away  with  tie-rods 
and  braces  and  makes  a  compact,  handy 
frame  which  has  not  the  elasticity  of 
steel. 

Iron  frames  are  not  uncommon  in 
Bendigo,  Australia.*^ 


8cAle-Hinch=lfoot 
FIG.   110. — ^IBON  STAMP  FKAME.       FIG  Ilia. — PLAN  OP  THE  HOMESTAKE  MORTAB. 


PIG.   lllC. — SECTION 
ON  EF, 


FIG.    1116. — HALF    SECTION    ON  j4  BCD 
AND   HALF   ELEVATION. 
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A  sectional  iron  and  wooden  stamp  frame  with  built  np  posts  was  made  in 
England  and  sent  to  Durango,  Mexico."®    The  posts,  the  cross  sills  and  the 

Tntnl.,!..! I i 1 ^  ^ 


FIG.    112a. — FRONT   VIEW   OF   THE    NORTH    STAR   MORTAR. 

braces  were  of  pitch  pine  planks,  3  to  4  inches  thick.    Between  the  planks  and 
on  the  outside,  were  thin  plates  of  mild  steel,  and  the  whole  was  bolted  together. 


FIG.    1126. — ^END   VIEW    OF   THE    NORTH    STAR   MORTAR. 

§  140.  Mortars  are  boxes  of  cast  iron,  or  of  wood  and  cast  iron,  in  which 
the  operation  of  stamping  takes  place.     They  have  the  following  functions:  (1) 
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FIG.    112c. — SCREEN   OF   NORTH   STAR   MOUTAH. 


PIO.    113a. — ^PLAN    OF   THE    OLDHAM    MORTAR.      , 


.4-— .--1-4 i-i- 
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FIO.    113c. — END    SECTION  FIG.   1136. — FEONT  VIEW  ON  CDEF. 

ON   GH. 
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to  receive  the  ore  from  the  feeder;  (2)  to  place  it  under  the  stamp;  (3)  to  give 
the  stamps  freedom  to  strike  their  blows;  (4)  to  discharge  the  water  and  pul- 


FIO.  1146.— END  SECTION. 
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FIG.  114a. — HALF  SECTION  AND  HALF 
FBONT  ELEVATION  OF  NEWTON 
MOBTAH. 


FIG.    115. — DOUBLE   DISCHABGE       FIO.  116a. — OBOSS  SECTION      FIG.  1166. — PABT 
MOBTAB.  OF  SECTIONAL  MOBTAB.  OF  LONGITUDI- 

NAL SECTION. 

verized  ore  or  pulp,  and  often  to  amalgamate  gold.    Various  designs  of  mortars 
are  shown  in  Figs.  Ilia  to  115. 
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The  mortar  proper  is  made  of  cast  iron.  The  best  material  to  withstand  the 
continual  vibration  is  a  tough,  uniformly  fine-grained,  gray  iron."  The  bottom 
should  be  planed  to  give  it  a  true  bearing  on  the  mortar  block. 

While  mortars  are  usually  cast  in  one  piece,  sectional  mortars  (see  Figs,  116a 
and  1166)  are  made  for  mule  back  transportation,  with  no  part  weighing  over 
300  pounds.  The  bottom  is  of  cast  iron  in  sections,  tongued,  grooved  and 
planed.  This  planing  is  so  true  that  there  is  no  leak  of  water  or  mercury,  and 
no  packing  is  needed.*  The  sections  of  the  bottom  are  bolted  together  with 
end  bolts,  the  sides  and  ends  of  the  housing  are  made  of  boiler  iron  and  are 
riveted  together  in  position.  The  joint  between  the  housing  and  the  bottom  is 
made  by  putting  in  a  thin  strip  of  copper,  which,  after  the  joint  is  riveted,  is 
caulked  to  a  tight  joint. '*'  In  some  designs  all  the  sections  are  of  cast  iron 
flanged,  planed  and  bolted  together. 

Mortars  of  wood  and  iron  (Mill  77)  are  used  in  Gilpin  County,  Colo.,  (see 
Fig.  96).  They  are  lighter  and  cheaper  in  first  cost  than  cast-iron  mortars. 
They  have  been  found  suitable  for  the  peculiar  problem  of  that  place. 

The  weight  of  the  mortar  should  be  proportional  to  the  weight  of  the  stamp 
to  get  like  conditions  of  impact.  Tables  87  and  88  show  the  ratios  advocated  by 
authors  and  also  those  used  by  the  mills. 


TABLB  87,  FBOM  LOUIS,^*  OIYiyG  WEIGHTS  OF  STAMPS  AND  M0BTAB8  TOOBTHSB 
WITH  RATIOS  OF  ONE  TO  THE  OTHER,  PROVED  BY  EXPERIENOE. 


Weight  of 
Stamps. 

Weight  of 
Mortars. 

Ratio. 

Weight  of 
Stampa. 

Weight  of 
Mortars. 

Ratio. 

Poiuids. 
960-1,000 

860 
780 
700 

|lllS! 

6.78-6.89 
6.88 
6.94 
6.97 
6.77 

Pounds. 
660 
660 
600 
400 

Pounds. 
8,606 
8>»0 
8,186 
8^464 

6.09 
6.11 
6.97 
6.16 

TABLE  88.— WEIGHTS  OF  STAMPS  AND  MORTARS,  TOGETHER  WITH  THE  RATIOS  OF 
ONE  TO  THE   OTHER,   TAKEN   FROM   THE   MILLS. 


MflL 


Weight  of 
Stamp. 


Weight  of 
Mortar. 


Ratia 


Homestake  (Hofman«*). . . 

Caledonia  (Hofman««) 

Homestake  (Riokard««). . . 
Father  de  Smet  ^Bowie**). 

Keystone  (Egleston'*) 

Bobtail  (R1ckard«*) 

Mill  27 

Mill  66 

Mill  66 

Mill  61 

Mill  64 

Mill  68 

MIU88 


Pounds. 
860 
860 
880 
786 
760 
660 
800 
860 
660 
960 
800 
800 
960 


Pounds. 
6,000 
6,700 
7,800 
6,000 
6,400 
6,000 
6,600 
6,900 
4,000 
6,600 
^600 
4,750 
6,980 


6.9 
6.7 
8.6 
6.6 
7.9 
9.1 
6.9 
6.1 
6.9 
6.8 
6.9 
6.7 
6.6 


Tables  89  and  90  show  the  dimensions  of  mortars  in  a  few  mills,  together 
with  the  rate  of  crushing. 


•  Fraser  &  Chataners,  private  communloatlon. 
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TABLE  89. — ^MOBTABS. 
Abbreriations.— Lbe.=poimdc;  Iii.=i]icheB. 


M"!, 


Homestake  (Hofman^*,  188B) 

Homestake  (Rickard««,  18S6) 

Caledonia  (Hof  man  ^i*) 

Father  de  Smet  (Bowfe  >•)  (6) 

Oldham  (Hardman  >••) 

North  Star  (Abadie«*)(c) 

North  Star  (Rickard««)(c) 

Bobtail  (wooden  sides)  (Rickard). 

Newton"* , 

Fh<Bnix>*« 

MiUM 

MiUflS 

Mill  64(6) 


Lbs. 
5,400 
7,800 
6,700 

cf4,goo 

^700 


6,000 


4,000 
5^600 


4 


Id. 

f 

'io' 


6iH 


64 

66 
57 


^1 
•sf 

1^ 


In. 


95 
88 


88 
88 


27 


In. 
60 


60H 

'Oh 
'is 


49 
48 


1^ 


^1 


In. 
16 


16 
18 


16 
16H 


In. 


8 
6 
6 

7H 


6W 


8» 


In. 
6 


6 
5 


s* 


I 
II 


In. 
8» 


8H 


In. 
H 


1*^ 

1 

1« 


S 


m 


(a)  At  ends,  9M  inches,    (b)  All  dimensions  ezclusiye  of  linings,    (c)  All  dimensions  exolusiye  of  a  lining 
liDchthiok.    (d)  Inchiding  lining,  (e)  Total,  49M  inches;  iron,  9  inches.  (/)  Iron,  9M  inches;  wood,  9^  inches. 


TABLE  90. — ^MOBTABS. 
Abbreviations.— In.sinches;  Lbs-spounds. 


Mm. 


spa. 


HomfisUkBjfHofinAn**,  1889).... 
Caledonta  (HofmSD ««). .......... 

Father  de  Snset  (Bowie  «*). . 

Oldham  (Hajrdmao  ^"l 

North  Star  (Abodfe «<>...... 

North  Star  (Rfckard  *»).... 

BobtaiJ  (wooden  sides)  (Rjckard) 

Newtoo  "*, 

FbrenI:Ri» , 

Golden  StajT  (Rickitrd",  IBWi). . . . 
Hlddea  Treasure  (Rickard,  189&). 

Mtll56       

Mm  66  (a) 

MlUftl... 

MIU  63................ ........... 

M0ie4 


\i 


Id. 


11 
10*4 


10 


\% 


m 

< 


10 


id} 


129^    I  Wa 


!  a 


In. 

m 


m 


8^ 


so 


10 

mi 

Hi 

mi4 


10 


8     lis 


^1 


I- 


Id 

17 
27 
W 
SOH 

21^ 


PS 


.^ 


In. 
10 
6 

g 

4-6 
g-6 


ft-ll 

13-15 

8 

21 


6-7 

6-m 


m 


Lbs 
8ft0 
850 
H50 

876 
850 


750 


8flO 
5A0 

Gfin 

non 

800 


3(> 


£3 


Totiii. 
4,5 

an 

4.5 
S.g-3 


1.6 


4 

1 
4 

6 
S 

2^ 
3.1 


(a)  Double  discharge,  (b)  Total  inside  width  at  level  of  discharge  is  16  inches,  (c)  Total  inside  width  at 
leYei  of  discharge  is  l^i  inches,    (d)  Total  inside  width  at  level  of  discharge  is  94  inches. 

The  mortars,  as  will  be  seen  from  Table  90,  vary  much  in  width  and  also  in 
height  of  discharge,  that  is,  the  height  of  the  lower  edge  of  the  screen  above  the 
top  of  the  die.  These  two  dimensions  are  most  important  in  considering  the 
duties  a  mortar  is  to  perform.  In  general,  we  may  say,  the  lower  the  discharge, 
the  more  rapid  will  be  the  stamping,  the  quicker  will  the  screens  wear  out,  the 
coarser  will  the  pulp  be,  and  the  poorer  will  be  the  battery  amalgamation. 
These  qualities  will  all  be  reversed  with  high  discharge.  Again,  the  narrower 
the  mortar,  the  faster  will  it  stamp.  By  combining  these  two  ideas,  we  see  that 
a  narrow,  somewhat  deep  mortar  (Fig.  111c),  is  the  best  combination  to  obtain 
rapid  stampings  and  good  battery  amalgamation.    The  space  behind  or  in  front 
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of  the  shoe  must  be  larger  than  the  maximum  size  of  ore  fed,  to  prevent  the 
stamp  from  becoming  wedged  against  the  side.  In  the  case  of  ores  which  re- 
quire extremely  fine  pulverization,  as  for  example,  the  Gilpin  County  ores  of 
Colorado,  the  slow  stamping,  deep,  wide  mortar  (Fig.  96)  still  finds  favor. 

§  141.  MOBTAR  Likings. — These  are  replaceable  parts  which  save  the  mortar 
from  wearing  out.  They  are  generally  made  of  chilled  iron  and  may  be  put 
upon  one  or  all  of  the  sides  of  the  mortar.  They  are  particularly  advantageous 
in  locations  remote  from  a  foundry.  If  the  mill  is  far  from  a  foundry,  there 
should  be  five  lining  plates,^^  four  around  the  bottom  and  one  in  the  mouth. 
These  will  have  a  total  weight  of  500  pounds.^^  The  comers  should  be  miteied 
with  46**  angle  to  hold  them  in  place.^®  The  life  as  given  by  Hofman,**  is  one 
year,  while  Eissler^  gives  three  to  six  months  for  chilled  cast  iron,  1  inch  thick. 
The  Australian  practice  is  to  use  liners  in  four  parts,  1  inch  thick.** 

The  practice  in  the  mills  is  as  follows:  Mills  27,  55,  56,  62,  67,. 76,  77,  87,  88 
use  no  liners.     Mills  58,  72,  75  use  replaceable  linings. 

Mill  57  (see  Figs.  112a  and  1126)  uses  chilled  iron  lining  1  inch  thick.  The 
end  liners  last  three  months  and  the  back  and  front  liners  last  a  year.  The  back 
liner  weighs  175  pounds,  end  66  pounds  and  front  75  pounds.  The  back  liner 
is  li  inches  thick  where  the  ore  drops  on  it  from  the  feed  chute.  Iron  oosts 
3}  cents  per  pound  and  sells  for  1^  cents. 

Mill  59  has  cast-iron  replaceable  linings  1  inch  thick.  They  cost  5  cents  per 
pound,  sell  for  1^  cents  and  last  six  months. 

Mill  61  has  wooden  liners  in  the  backs  of  four  mortars,  these  being  somewhat 
wider  than  the  other  four  mortars. 

Mill  64  uses  front,  back  and  end  liners  of  cast  iron  1  inch  thick.  A  set 
weighs  300  pounds  when  new,  200  pounds  when  worn  out  and  lasts  12  months. 
Iron  costs  3^  cents  per  pound  and  sells  for  2  cents. 

Mills  65,  73  and  74  formerly  had  no  linings,  but  Loring'®  reports  that  they 
were  afterward  put  in  when  the  thickness  of  the  sides  of  the  mortar  had  become 
worn  down  to  §  inch.  In  order  to  do  this  it  was  necessary  to  reset  the  stamps 
so  that  they  should  be  9^  inches  apart  center  to  center,  or  f  inch  apart  betwe^i 
shoes  instead  of  10  inches  apart  center  to  center  as  formerly.  This  gained  a 
space  of  li  inches  at  each  end,  into  which  the  end  linings  were  placed  and 
served  as  keys  for  the  front  and  back  linings.  The  back  lining  was  13  inches 
high  and  sloped  77^**,  the  foot  being  1^  inches  from  the  base  of  the  die,  therebv 
delivering  the  ore  better  upon  the  die.  It  was  made  with  an  iron  face  and 
wooden  backing  in  order  to  save  iron. 

Mill  66  has  liners  i  inch  thick  on  the  sides  and  ^  inch  thick  on  the  feed 
hopper. 

Mills  68  and  82  have  end  linings  only,  of  boiler  iron  i  inch  thick  and  12  inches 
high. 

Mill  84  has  end  linings  only.  They  are  of  steel  |  inch  thick.  Each  end 
weighs  31  pounds  when  new^  8  pounds  when  worn  out.  They  cost  5  cents  per 
pound. 

The  Father  de  Smet  mill  used  liners  1  inch  thick.*' 

§  142.  The  Mouth  or  Feed  Openings. — At  the  Homestake  mill  the  mouth 
begins  6^  inches  below  the  top  of  the  mortar  (Figs,  llla-lllc)  and  is  24  inches 
long,  4J  inches  wide,  15  inches  deep  before  entering  the  mortar.  Tinder  the 
feed  is  a  lip  1^  inches  thick,  designed  to  deliver  the  ore  against  the  top  of  the 
shoe.  The  line  of  this  lip  if  produced,  would  project  the  ore  three-quarters  of 
the  way  across  the  mortar.  This  lip  is  necessary  where  the  mortar  is  double 
discharge,  or  where  a  back  amalgamating  plate  is  used.  Some  authorities  think 
it  is  an  advantage  on  any  battery,  as  it  delivers  the  ore  nearer  the  center  of  the 
die  than  the  other  form. 
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The  Caledonia  mortar  has  a  mouth  3  inches  wide  extending  the  whole  length 
of  the  mortar.  The  North  Star  mortar  has  a  mouth  opposite  the  three  middle 
stamps  only.  The  latter  seems  to  represent  the  best  practice  in  this  country, 
while  Louis  recommends  that  it  extend  to  the  middle  of  the  end  stamps. 

§143.  MoRTAB  CovEBS. — (See  Figs.  114a  and  1146). — ^Two  planks  2  to  3 
inches  thick,  with  half  the  hole  for  each  stamp  cut  from  each  plank,  are  used 
to  cover  in  the  open  top  of  the  mortar.  Holes  are  also  cut  for  feeding  water. 
The  planks  rest  on  a  ledge  around  the  inside  of  the  mortar  top. 

§  144.  ScREBN  Openings. — These  are  provided  in  front  or  both  back  and 
front  of  the  mortar.  The  former  is  called  single  issue  (see  Figs,  llla-1146) 
and  is  conmionly  used  where  battery  amalgamation  is  practiced.  The  latter 
(see  Fig.  115)  is  called  double  issue,  and  is  used  chiefly  for  dry  crushing  or  in 
wet  crushing  where  maximum  crushing  capacity,  or  minimum  sliming  of  ore  is 
the  object  sought.  The  front  face  of  all  four  sides  of  this  opening  are  planed 
to  give  the  screen  a  flat  bearing  and  a  tight  joint. 

The  distribution  of  single  and  double  issue  batteries  among  the  mills  studied 
is  as  follows:  Mills  with  single  issue  are:  55,  57,  58,  59,  60,  61,  62,  63,  64,  66,  67, 
68,  70,  72,  73,  75,  76,  77,  85  and  88.     Mills  with  double  issue,  but  with  only  the 

front  one  used  are:   71,   74,   82,   83. 

Mills  with  double  issue  both  used  are: 

27,  53,  56,  84,  87 ;  the  reasons  for  these 

will  be  understood  by  referring  to  the 

outlines  of  these  mills  in  Chapter  XX. 

Mills  27,  84  and  87  bring  the  rear  dis- 

.  „_,_  ^^       charge  through  a  canal  4  inches  In 

L  diameter  cast  from  back  to  front  in  the 

FIG.  117.— CLEAR         FIG.  118.— BUHR     bottom  of  the  mortar,  as  shown  in  Fig. 

PUNCHED  HOLES.  PUNCHED  HOLES.    115^    while    Mill    56    has    front    and 

rear  outside  amalgamated  plates.  At 
Clunes,  Australia,  all  the  mills  use  double  issue  with  no  battery  amalgamation.** 
When  the  rear  discharge  is  not  used  it  is  closed  by  boards  which,  to  prevent  wear, 
are  faced  with  ^-inch  iron  plate  which  is  blocked  forward  near  the  stamps  to 
increase  rapidly  of  stamping. 

§  145.  The  Screen  (see  Fig.  90)  is  mounted  in  a  wooden  frame  and  is  often 
divided  into  several  panels  as  in  Fig  112a.  Screens  are  made  either  of  punched 
plate  or  wire  cloth.  The  holes  in  plate  are  either  roimd  or  slotted,  while  those 
in  cloth  are  square  or  nearly  so.*  The  efficiency  of  stamp  screens  depends  upon 
(1)  the  size  of  hole,  (2)  the  percentage  of  opening,  that  is,  the  ratio  of  open 
space  to  the  net  screen  area. 

§  146.  PXiATE  Screens. — The  method  of  punching  is  not  without  infliience. 
Round  holes  used  for  coarse  stamping,  namely  0.04  inch  (1  mm.)  in  diahieter 
and  above,  and  for  medium  stamping,  about  0.03  inch  (0.75  mm.)  in  diaijaeter, 
are  always  clear  punched,  likewise  slots  for  similar  work  (see  Fig.  117) ;  but 
for  fine  stamping,  0.02  inch  (0.5  mm.)  in  diameter  and  less,  the  latter  are  gen- 
erally buhr  punched  (see  Fig.  118),  because  a  thicker  plate  can  be  used.  A 
clear  punched  hole  is  made  by  a  tool  which  has  a  square,  sharp  edge  and  which 
cuts  out  a  wad  of  exactly  the  size  and  shape  of  the  hole.  The  buhr-punched 
hole  is  made  by  a  thicker  tool  which  makes  an  indentation  in  the  plate  when 
lying  on  a*socket  in  the  die,  just  deep  enough  to  tear  the  metal  asimder. 

The  smallest  practicable  clear  punched  hole  would  seem  to  be  about  jO.014 
inch  (0.35  mm.)  in  width.  The  limit  is  governed  by  the  fact  that  the  punching 
tool  is  more  liable  to  break,  thereby  increasing  the  cost  of  the  screen,  wlien  it 
is  attempted  to  punch  a  hole  of  much  less  diameter  than  the  thickness  of  the 

*  See  Table  268;  also  Loui8>*,  p.  127,  for  boles  made  purposely  obloiif;  Id  dotb  screens. 
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plate.  The  most  extreme  case  found  by  the  author  is  in  Mill  86,  Table  95, 
where  the  width  of  the  slot  is  54%  of  the  thickness.  Holes  less  than  0.014  indi 
wide  require  plate  so  thin  that  it  has  not  sufficient  strength.  The  size  of  holes 
in  buhr-punched  screens  is  limited  by  the  ability  to  regulate  the  space  torn. 

§  147.  Arrangement  op  Holes. — Slots  are  punched  either  vertical,  diagonal 
or  horizontal,  and  either  in  line  or  staggered.  When  the  slots  are  staggered, 
the  strains  due  to  punching  are  distributed.     For  discharging  the  particles  with 

diagonal  slots  or  horizontal  slots,  stag- 
gered, every  grain  which  slides  down 
the  screen  plate  passes  over  the  slots; 
with  the  vertical  slots  a  limited  num- 
ber of  grains  only  will  be  in  line  with 
the  slots.     This  apparent  advantage  of 

. the  former  two  classes  of  screen  may 

PIG.  120. — HOLES   be  partly  or  wholly  neutralized  by  the 
ARRANGED  IN   wash  of  the  stamps. 
90°  ROWS.  Round  holes  are  arranged  in  rows 

making  either  60**  or  90**  with  each 
other  (see  Figs.  119  and  120).  As  shown  in  Table  91  the  former  gives  1.154 
times  as  much  percentage  of  opening  as  the  latter  when  the  diameters  of  the 
holes  and  the  spaces  between  them  are  the  same.  Table  93  at  90**  gives  a  little 
higher  percentage  of  opening  than  Table  94  at  60°,  but  this  is  done  by  having 
narrower  spaces  between  the  holes. 

TABLE    91. — SHOWING   THE    PERCENTAGES    OP    OPENING    OBTAINED    WITH    HOLES 

LAID  OUT  IN  60**  AND  90**   ROWS,  WITH  VARYING  RATIOS  OP  SPACE 

TO  DIAMETER  OP  HOLE. 


ill 


FIG.  110.— HOLES 
ARRANGED  IN 
60**    ROWS. 


Space  between  Holes. 

Percentage  of  OpenlDg. 

RaUo  of  80»  to 

0O«ATTange- 

ment. 

With  W  Rows. 

With  80»  Bows. 

Equals  U  the  diameter. .. . 

84.91 
10.68 
8.78 

40.89 
88.07 
10.07 

1.164 
1.164 
1.164 

Tables  92,  93  and  94  give  the  proportions  used  by  different  manufacturers  in 
making  plate  screens;  Table  96  gives  details  of  plate  screens  from  the  mills. 

TABLE   92. — GIVING   HARRINGTON   A   KING'S   SCREENS   WITH   ROUND   HOLES   LAID 
OUT   IN   EQUILATERAL   TRIANGLES    (60''    ROWS). 


Number  of 
Needle. 


Diameter  of 
Hole. 


Inches. 
6.026 

o.oas 

0.088 
0.048 


Mm. 
0.686 
0.711 
0.818 
1.070 


Space  between 
Holes. 


Inches. 
0.064 
0.0S8 
0.027 
0.089 


Thickness  of 
Plate. 


Inches. 
0.01964 
0.01419 
0.01694 
0.0190 


Ratio  of  Holes 
to  Thickness. 


1.98 
1.97 
8.01 
8.81 


Percentage  of 
Opening. 


1^.4 
80.6 
96.8 
81.4 


TABLE  93. — GIVING  MUNDT'S  SCREENS  WITH  ROUND  HOLES  LAID  OUT  IN  SQUARES 

(90**  rows). 


Trade  Number. 

Diameter  of 
Hole. 

Space  between 
Holes. 

Thickness  of 
Plate. 

RaUo  of  Holes 
to  Thickness. 

Peroeotaeeof 
Opening. 

00 

Inches. 
0.090 
0.088 
0.087 
0.088 
0.089 
0.046 

Mm. 
0.606 
0.684 
0.680 
0.8S8 
0.990 
1.140 

Inches. 
0.000 
0.0187 
0.0880 
0.0886 
0.0877 
0.0817 

Inches 
0.0801 
0.0801 
0.08867 
0.08196 
0.0408 
0.0408 

1.00 
1.14 
1.90 
1.08 
O.W 
1.17 

1^.88 
88.96 
88.90 
87.71 
96.86 
86.78 
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TABLE  94. — GIYING  HABBIKOTON  A  KINO'S   SIZES   FOB  CLEAB  PUyCHED  SLOTTED 

SCREENS. 


Number  of 

Needle. 

Hole. 

Space  between 
Holes. 

Thickness. 

Ratio  of  Hole 
to  Thickness. 

Peroentage  of 
Opening. 

Inches. 

Mm. 

Inches. 

Russia  Gauge  No- 

Inches. 

th 

10 

0.018 

0.4OT 

0.079 

ll 

0.01864 

1.4S 

»• 

o.otn 

0.508 

0.077 

9 

0.01419 

1.41 

14.1 

0.088 

0.560 

0.078 

10 

0.01694 

1.88 

16.6 

0.096 

0.686 

0.071 

U 

0.01790 

1.40 

17.8 

0.088 

0.711 

0.115 

18 

0.01900 

1.47 

18.6 

0.088 

0.818 

0.111 

18 

O.O1900 

1.68 

16.0 

0.086 

0.889 

0.106 

18 

0.08010 

1.74 

16.0 

0.042 

1.070 

0.101 

14 

0.08195 

1.91 

90.8 

0.049 

1.880 

0.004 

15 

0.08484 

8.01 

88.6 

0.068 

1.470 

0.086 

16 

0.08000 

1.98 

88.0 

TABLE   95. — ^DETAILS  OF   PLATE   SCREENS   FROM   THE   MILLS. 

AbbreTiations.— B.  81.=Bahr  slot;  B  T  PIsBurned  thi  plate;  Dol8.= dollars;  D.  Sl.=Dlagonal  slot;  In.s 
inches;  NsNeedle;  No. = Number:  PI. s Plate;  R.  90<>=:Round  holes  arranged  in90»row8;  R.  I.=Russia  iron; 
SLsSlot;  8q.  In.=8quare  inches;  T.  Pl.=Tfai  plate;  U  T  Fl=Unbumed  tin  plate. 


m 

70 
7S 

74 
76 


66 


T.R 

BTPl 

UTPl 
UTPJ 

UTPl 

R.1 


fifiBTPl 


R.1. 
R.i 
PL 
B.L 

KTPl 
BTPI 
T.  PL 

TTIRL.;  ^ 


mn. 


B.  to 

B.  L 
PI. 


In. 
0.016 


E.90* 

a.9o» 


01&  R.  00» 

SL 
B.90- 


O.OIS 


H,«0* 
R.90" 


0.082 

o.oao 


<d> 


|(fc) 


a  81, 

8.  SI. 


In. 

0.094 

0.086 


0,094 

o,ase 


40  mesh 


D.3& 
0.095 
0.085 


m 


0.18 
0.08 


N0.6R 


N0.7N 
Ncj,6R 


N0.8K. 


a8meah 
N0.IM 


N0.7N. 
N0.6N. 


Size  of  Hola,  (a> 


In. 

0.081 

O.C^ 


0.083 

0.024 

0.039 
0.0»7iO.37B 

Q.fm 

0.QS4 
O,0!Sx0,B 


0,Qfi3xO,^ 
0,030 
0.030 


«   I 


i0.0l7i0.375 
>  0.03*0  375 
0.091x0.466 

0.Q95 

0.034 

0.02T 


Mm. 

0.787 

0.635 


o.eia 

0.615 

0.751 
D,e86x9.£S 

0.782 

0.610 
0.635x18,7 


0.55916.35 
0.763 
0.768 


i  0.432x9. 53 
J  0. 7^7x0.65 


1 0.432x9.53 
J  a 76^x9.53 
0.544x11.8 

0.63r3 

0.610 

0.686 


6 
4or5 


7 

11 

7 


lO^i 


In, 

9 

12ort 


m 

S 
0 


(e) 


4S 
(ff) 

54 


9-  88' 
10°  87' 


12»  64' 
9-  8&' 
4»  46' 


10"  0' 
10"  0* 


18"  Sfl' 


9*  28' 
0»  Qf 


10«0' 


Dolfl, 
0.50 

0.625 


0.62 


0.40 


9.60 


ft0.40 
0.40 


L€0 


U 

16 


20-^ 
c]4 
14 
18-^4 


39 

Ct4 

cl4 

20 

SI 


m 


10.91 
19.63! 


P 
1! 


39,4 
ort^.4 


26.06 

ie,4 

38.9 


8S.0 


18.8 
99.9 
29.9 


(m) 


(0  4.9 
fj)S6 
14.98 


70.5 
41  9 
50.0 


76.9 


59.7 
70.5 
70.  B 


in} 


(a)  Where  only  one  dimension  of  a  slot  isjriven,  it  is  the  width  that  is  meant  (6)  Two  end  panels  are  11^ 
fm^es;  two  middle  panels  are  18  inches,  (c)  Sometimes  as  high  as  80  days,  (d)  Diagonal  buhr  slot,  (e)  About 
98^  inches.  (/)rrwenty-one  dollars  per  dosen .  (a)  Two  end  panels  are  7  inches;  other  five  are  6  inches,  (h)  A 
dosen  sheets,  each  10x14  inches,  cost  $1.36.  (t)  when  new.  (j)  When  worn  out.  (k)  Horizontal  staggered 
buhr  slot,  a  inch  apart  horiaontallv,  A  inch  apart  verticallv.  (0  Three-eif  hths  of  an  inch  long  and  slightly  below 
0.017  inch  wide  when  new;  0.081x0.88  inch  when  worn  out.  (m)  Slightly  below  i.9%  when  new,  7.99(  when  worn  out. 
in)  Slightly  below  96  square  inches. '  (o)  These  are  screens  used  in  Huntington  mills  and  are  put  in  here  for  pur- 
poses of  comparison,   (p)  Vertical  staggered  buhr  slot.    (9)  Oldham  mill    (r)  Father  de  Smet  mill 

§  148.  Comparison  of  Bound  Holes  with  Slotted  Holes. — In  Tables 
92,  93,  94  and  96,  it  seems  that  for  fine  stamping  the  percentage  of  opening  is 
about  the  same  in  either  case;  for  medium  stamping  the  round  hole  has  much 
larger  percentage  of  opening ;  but  for  coarse  stamping,  that  is,  larger  than  0.04 
inch  (1  mm),  it  is  probable  that  the  slot  will  be  at  least  as  favorable,  and  may 
be  more  so  than  the  round  hole.  For  both  shapes  the  percentage  of  opening 
decreases  toward  the  fine  end.  For  very  fine  stamping,  where  buhr  slot  is  used, 
the  percentage  of  opening  is  very  low.* 

•  MiU  86,  Table  96,  has  a  screen  of  this  class  with  only  i.9jl  of  opening,  whUe  Rickard>*«  says  Oilpin  County 
mfflfl  UM  bdur  slot  witb  8.04j(. 
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Slots  should  be  less  inclined  to  blind  up  than  round  holes,  for  in  the  former 
a  particle  will  usually  have  but  two  points  of  bearing,  while  in  the  latter  it  will 
have  three. 

Bound  holes  strain  the  plate  more  in  the  punching  than  the  slotted,  owing  to 
the  method  of  punching.  For  this  reason  it  follows  that  for  a  given  width  of 
hole,  while  round  holes  may  have  a  greater  percentage  of  opening  than  slotted 
holes  when  the  plate  is  thin,  on  the  other  hand,  when  the  plate  is  thick,  slotted 
holes  which  do  not  have  to  increase  the  spaces,  will  have  a  much  greater  per- 
centage of  opening  than  round  holes,  which  do  require  an  increased  space  between 
the  holes.  For  example,  to  give  an  extreme  case,  Fraser  &  Chalmers  state  that 
to  punch  round  holes  0.07878  inch  (2  mm.)  in  No.  12  steel  (0.109  inch  thick), 
the  spaces  between  the  holes  would  have  to  be  quite  large,  say  ^  inch. 

Slots  will  pass  larger  flat  or  elongated  particles  than  round  holes,  in  fact  a 
more  uneven  product.  This  may  make  a  slotted  screen  advantageous  when 
stamping  graphite,  mica,  or  any  laminated  mineral. 

§  149.  Placing  the  Screen. — All  holes,  whether  clear  punched  or  buhr 
punched,  have  more  or  less  of  a  buhr,  and  this  buhr  is  always  placed  toward  the 
stamps  to  prevent  blinding  up  the  hole.  This  is  true  because  the  hole  is  slightly 
wedge-shaped  and  a  particle  which  can  enter  the  small  end  will  free  itself  at  the 
large,  while  the  movement  in  the  opposite  direction  might  blind  the  holes. 

§  150.  Cloth  Screens. — These  are  woven  of  wire.  They  are  single  crimp 
or  double  crimp.  In  double  crimp  cloth  the  woof  is  crimped  nearly  as  much  as 
the  warp;  in  single  crimp,  the  woof  is  nearly  straight.  Double  crimping  pre- 
vents spreading  of  the  wires.  The  cloth  screens  used  in  the  nulls  visited  are 
given  in  Table  96.    They  show  that  there  appears  to  be  no  definite  ratio  between. 


TABLB  96. — ^DETAILS  OF  OLOTH  SCREENS  FROM  THE  MILLS. 

AbbreTtatlona— B  W  GsBlrmingham  Wire  Gauge;  Dols-sdoUani;  Iii.aiodie8;  No.snu]nber;  84.  Ih.s 
gquaie  inches. 


Na 


68 
64 
66 
60 

68 

68 

06 


66 
88 

8ft 

07 


Blaterialor 
SoreeD. 


Stad.. 
Steel.. 
BraaB. 


Iron. 


Steel.. 
Bnos. 
BraM. 
Steel.. 
Brass. 
Brass. 

Steel.. 

Brass. 


BWO 


00 
or  81 


06 

99 
80 
88 


16 
16 
84 
14 

80 
80 
16 
80 
85 
40 
94 
or  80 
94 


NetSlseof 
Hole. 


In. 

0.0845 

0.0975 


0.0484 

0.068 

0.0818 

orO.0888 


0.0 


0.0 
0.0908 
0.0166 
0.016 


Mm. 
0.876 
0.606 


I.IO 
1.60 
0.541 
orO.SOS 


0.616 


1.18 
0.516 
0. 
0.406 


In. 
11 


91 
10 

19 


19 
18 


In. 
94 


60 


14 
14 


?•    S' 


90»    0' 
9»98' 


18»    V 


A*  46' 

18»96' 
10»    0* 


.1 
I* 


Dols. 


(a) 
8.00 


1.78 


1.78 
1.96 
8.00 


Days. 
1-5 


18-80| 


6 
80 
00 

6 

7 


% 

80.5 
10.4 


86.0 

95.4 

40.0 

or  48.0 


87.1 


60.7 
87.1 
88.6 
41.0 


^fo 


887.5 

018.8 

946.4 

or  990.4 


isr.o 


140.1 
908.6 


«9.1 


(a)  Tliis  screen  is  60  Inches  long,  indudlng  the  uprights 
foot   (6)  0.060  inches,  (e)  Caledonia  milL 


between  the  panels,  and  It  costs  16  oeots  per  linear 


the  diameter  of  the  wire  and  of  the  hole  for  this  class  of  screens.  The  screen 
of  Mill  53  is  noteworthy.  This  mill  has  double  discharge  at  the  level  of  the 
die  and  requires  heavy  wire  to  stand  the  wear.  The  heavy  wire  halves  the  per- 
centage of  opening,  but  the  double  discharge  restores  this,  leaving  the  net  gain 
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that  the  discharge  is  at  the  level  of  the  die  with  the  same  amount  of  opening  as 
single  discharge^  but  with  a  strong  screen. 


TABLE 

97. — ^TYLKB 

DOUBLB   CBIMPED   8TSEL   OR   IBON 

BATTERY   CLOTH. 

AbbreTialloiis.-W  Sl  Ms  Waehborn  A  Moen. 

Hediesper 

Diameter  of 

Diameter  of 

Diameter  of 

Diameter  of 

Ratio  of  Wire 

PeroeDta«eof 

linear  Xn^ 

Wire. 

Wire. 

Hole. 

Hole. 

to  Hole. 

Opening. 

W&MQaugeNo 

Inchee. 

Incfaee. 

Mm. 

t 

U 

19 

0.041 

0.0488 

1.07 

0.969 

86.80 

M 

80 

0.086 

0.0064 

0.985 

0.961 

86.01 

16 

as 

o.a» 

0.0848 

0.876 

0.818 

80.47 

18 

88 

0.086 

0.0806 

O.TT? 

0.818 

80.84 

20 

84 

0.088 

0.0870 

0.686 

0.868 

89.16 

« 

86 

O.O0O 

0.0S56 

0.648 

0.786 

81.86 

M 

86 

0.018 

0.0887 

0.608 

0.700 

88.87 

S6 

87 

0.017 

O.0B16 

0.546 

0.798 

81. IS 

m 

87 

0.017 

0.0187 

0.475 

0.906 

87.47 

80 

88 

0.016 

0.0178 

0.489 

0.988 

87.08 

86 

80 

0.014 

0.0146 

0.871 

0.961 

86.00 

40 

81 

0.0186 

0.0116 

0.898 

1.174 

81.15 

46 

88 

0.011 

0.0118 

0.884 

0.960 

86.49 

60 

84 

0.010 

0.0100 

0.864 

1.000 

86.00 

66 

86 

0.0086 

0.0067 

0.881 

1.045 

88.78 

60 

86 

0.0096 

0.0078 

0.188 

1.887 

18.45 

70 

87 

0.0066 

0.0068 

0.147 

1.468 

16.48 

80 

40 

0.007 

O.O066 

0.140 

1.878 

19.86 

TABLE   98. — ^TYLER   DOUBLE   CBIMPED   BRASS   BATTERY    CLOTH. 
Abbrevatlotts.— O.  E.s01d  English. 


MeBhasper 

Diameter  of 

Diameter  of 

Diameter  of 

Diameter  of 

RaUo  of  Wire 

Percentage  of 

Linear  IndL 

Wire. 

Wire. 

Hole. 

Hola 

to  Hole. 

Opening. 

O.E.  Gauge  No. 

Inches. 

Inchee. 

Mm. 

% 

18 

IfiT 

0.040 

0.0188 

1.10 

0.988 

87.06 

14 

80 

0.086 

0.0664 

0.986 

0.961 

86.01 

16 

81 

0.0616 

0.0810 

0.787 

1.016 

84.60 

18 

88 

0.0896 

0.0861 

0.668 

1.188 

81.98 

80 

88 

0.087 

0.0880 

0.684 

1.174 

81.16 

88 

8i 

0.085 

0.0006 

0.681 

1.898 

90.84 

84 

86 

0.068 

0.0187 

0.476 

1.888 

80.06 

80 

87 

0.01875 

0.0146 

o.sn 

1.886 

19.18 

86 

80 

0.0165 

0.0181 

0.888 

1.186 

80.98 

48 

80 

0.01875 

0.0118 

0.967 

1.9» 

80.84 

60 

88 

0.01186 

0.0068 

0.884 

1.886 

19.14 

88 

86 

0.009 

0.0077 

0.196 

1.178 

81.18 

S 

87 

0.0065 

0.0078 

0.196 

0.884 

89.78 

88 

0.00676 

0.0068 

0.178 

0.868 

89.16 

Tables  97  and  98  give  the  sizes  of  steel  and  brass  cloth  offered  by  one  of  the 
standard  makers,  and  show  that  the  ratio  of  the  thickness  of  the  wire  to  the 
diameter  of  the  hole  is  less  where  the  steel  or  iron  is  used  than  with  brass,  and 
consequently  the  steel  or  iron  screens  have  a  little  higher  percentage  of  opening. 

§151.  Comparison  op  Cloth  and  Punched  Plate  Screens. — ^The  most 
noteworthy  point  from  the  mills,  as  shown  in  Tables  95  and  96,  is  that  the  wire 
doth  screens  have  a  larger  percentage  of  opening  than  the  plate  screens.  This 
difference  is  not  so  marked  in  the  manufacturers'  lists  (see  Tables  92,  93,  94, 
97  and  98),  The  percentage  of  opening  in  fine  wire  screens  is  about  as  large  as 
in  coarse,  while  in  fine  plate  screens  it  is  greatly  reduced.  In  using  the  former, 
one  saves  percentage  of  opening  and  sacrifices  strength.    In  the  latter,  vice  versa. 

Cloth  screens  have  holes  that  are  approximately  square  and  therefore  discharge 
slightly  larger  grains  than  circular  holes  of  the  same  diameter.  The  plate 
screens  avoid  the  tendency  to  spread  seen  in  wire  cloth.  Wire  screens,  owing 
to  their  larger  percentage  of  opening,  cause  less  sliming  of  the  ore  than  the 
plate  screens,  because  the  particles  can  earlier  leave  the  battery.  Again,  wire 
screens  are  shorter  lived  and  there  is  therefore  less  discrepancy  between  the 
diameters  of  the  holes  in  the  new  and  the  discarded  screens  and  the  pulp  will 
be  more  uniform  than  with  plate  screens. 
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§  152.  Designation  of  the  Sizes  of  Holes  in  Stamp  Scbeens. — For  plate 
screens  there  are  four  methods,  as  follows:  (a)  By  giving  the  actual  size  of 
the  holes  in  decimals  of  an  inch  or  in  millimeters.  This  is  to  be  preferred, 
because  it  tells  the  mill  man  the  size  of  grain  the  screen  will  pass. 

(6)  By  numbering  the  screens  according  to  the  diameters  of  sewing  needles 
to  which  the  holes  purport  to  correspond.  This  is  indefinite,  because  the  needle 
sizes  of  one  firm  diffei?  from  those  of  another.^"'  The  majority  of  manufac- 
turers, however,  have  agreed  upon  the  sizes  shown  in  Table  99.    In  the  case  of 


TABLE  99. 

—SIZES  OF  NEEDLES  FOB  SCREENS. 

Needle 

ThickneM  of 

Diameter  of 

Diameter  of 

Needle 

ThlckneBS  of 

Diameter  of 

Diameter  of 

No. 

Plate,  (a) 

Hole. 

Hole. 

No. 

PUte. 

Hole. 

Hola. 

Inches. 

Inehee. 

Mm. 

iDchea. 

iDchea. 

Mm. 

0.0848 

0.068 

1.47 

7 

0.0191 

0.084 

0.61 

0.0848 

0.049 

1.85 

8 

0.0179 

0.088 

0.66 

0.0848 

0.048 

i.or 

9 

0.01504 

0.090 

0.61 

0.0848 

0.085 

0.89 

10 

0t01419 

0.018 

0.46 

0.0819 

0.089 

0.74 

11 

0.01864 

0.0165 

0.4S 

0.0901 

0.087 

0.09 

18 

0.01864 

0.015 

0.88 

(a)  The  thickneoB  of  the  plate  is  taken  from  Ftaser  ft  Chakners*  catalogua 

a  slotted  screen  the  width  of  the  hole  is  the  dimension  which  designates  the  size 
of  the  hole. 

(c)  By  the  meshes  of  sieves  which  purport  to  correspond  to  the  sizes  of  the 
holes.  This  method  is  misleading  and  should  be  abandoned^  since  sieves  with 
the  same  mesh  but  with  different  diameters  of  wire  have  different  diameters  of 
hole.  See  (a)  under  designation  of  cloth  screens  below.  This  method  is  all 
the  more  confusing,  since  some  manufacturers  use  the  term  mesh  to  express  the 
fractional  size  of  the  hole.    Thus  40-mesh  means  a  hole  jV  ii^ch  in  diameter. 

{d)  By  various  trade  numbers.  For  example,  screens  made  in  Central  City, 
Colo.,*  are  labeled  0,  1,  1^,  etc.,  the  size  1^  being  about  equivalent  to  SO-mesh 
brass  screen.  In  the  same  way  tin  screens  are  sold  under  three  numbers,  No.  0, 
No.  1,  No.  2.  Samples  of  these  measured  by  the  author  gave  the  diameter  of 
the  holes  as  0.026  inch  (0.668  mm.),  0.032  inch  (0.814  mm.)  and  0.040  inch 
(1.018  mm.)  respectively,  and  there  were  20,  18  and  15  holes  per  linear  inch 
laid  out  in  90**  rows.     The  plate  was  0.016  inch  thick  in  all  three  cases. 

The  designation  of  sizes  for  cloth  screens  is  made  in  three  ways: 

(a)  By  the  number  of  holes  to  the  linear  inch.  This,  if  the  size  of  wire  is 
given  in  decimals  of  an  inch,  defines  the  actual  size  of  hole,  otherwise  it  is  mis- 
leading. See  Mill  58,  Table  96,  and  diameters  of  holes  in  60-  and  YO-mesh 
brass  cloth,  Table  98.  There  is  another  objection  that  in  many  cases  an  actual 
count  of  the  holes  per  linear  inch  will  give  a  different  number  from  that  desig- 
nated. 

(6)  The  method  commonly  adopted  abroad  is  to  designate  the  number  of 
holes  in  a  square  centimeter.  This  is  more  unsatisfactory  than  the  use  of  the 
number  of  meshes  to  the  linear  centimeter;  first,  because  one  must  extract  the 
square  root  in  order  to  get  the  number  of  holes  per  linear  centimeter;  secondly, 
because  after  obtaining  the  number  of  holes  to  a  linear  centimeter,  one  does  not 
then  know  the  diameter  of  the  hole. 

(c)  In  South  Africa  the  number  of  holes  per  square  inch  is  given.  This  is 
open  to  the  same  objections  as  (6). 

§  153.  Gauges  for  thickness  of  plate  and  diameter  of  wire  lead  to  great  eon- 
fusion.  There  are  no  less  than  eight  gauges  in  the  market,  viz.:  (1)  American, 
or  Brown  &  Sharpe's  gauge.     (2)   Birmingham,  or  Stubs'  wire  gauge.     (3) 

*  Private  communication  from  T.  A.  Bickacd. 
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Ucited  States  standard  gauge  for  sheet  and  plate  iron  and  steel.  (4)  Roeb- 
ling's,  or  Washbum  &  Moen's  gauge.  (5)  Trenton  Iron  Co's  wire  gauge.  (6) 
Old  English  wire  gauge.  (7)  Russia  gauge  for  Russia  iron.  (8)  G.  W.  Pren- 
tiss' gauge. 

Fraser  &  Chalmers,  Catalogue  7,  3d  edition,  pp.  8  and  9,  give  gauges  Nos. 
1,  2,  4,  6,  6,  7  and  8.  Kent's  "Mech.  Eng.  Pocketbook,"  p.  28,  gives  gauges 
Nob.  1,  2,  3,  4  and  5.    Tyler's  Catalogue  p.  8,  gives  gauges  Nos.  1,  2,  4  and  6. 

All  of  these  gauges  are  arbitrary  and  their  numbers  do  not  express  directly 
the  actual  diameters  of  wires  and  thickness  of  plate  used.  The  Railway  Master 
Mechanics'  Association  and  the  American  Steel  Manufacturers'  Association 
have  both  decided  to  adopt  for  wire  and  plate  the  decimal  micrometer  gauge,"** 
and  it  would  seem  to  be  a  proper  time  for  the  ore  dresser  to  do  the  same.  In 
pursuance  of  this  idea,  the  author  has  given  both  inches  and  millimeters  for 
the  net  diameters  of  holes  in  screens,  whenever  obtainable. 

In  conclusion,  there  seem  to  be  three  facts  that  are  all  important  for  the  ore 
dresser  to  know  in  deciding  upon  the  kind  of  screen  to  use:  (a)  The  exact 
diameter  of  the  hole,  controlling  the  size  of  his  pulp;  (b)  the  percentage  of 
opening,  showing  the  freedom  of  discharge  and  the  strength  of  the  screen;  (c) 
the  thickness  of  the  plate  or  wire  indicating  the  strength  of  the  screen. 

§  154.  Material  and  Cost  op  Screens. — Plate  screens  are  made  of  Russia 
sheet  iron,  steel  plate,  burned  tin  plate  and  unbumed  tin  plate.  Besides  these, 
tin  bronze,  phosphor  bronze,  aluminum  bronze  (95%  copper  and  5%  aluminum), 
and  copper,  have  all  been  tried.  Cloth  screens  are  made  of  steel  wire  or  brass 
wire.  In  addition  to  these  phosphor  bronze  and  aluminum  bronze  wire  have 
been  tried. 

(a)  Iron  and  steel  plate  or  cloth  have  advantage  of  strength  and  cheapness 
of  first  cost,  but  they  are  liable  to  be  attacked  by  acid  water.  An  example*^  of 
the  effect  of  acid  water  in  shortening  the  life  of  Russia  sheet-iron  buhr-punched 
plate  screens,  is  shown  in  Table  100,  of  five  Gilpin  County  mills,  each  of  which 
receives  the  water  from  the  one  above.    The  water  acquires  acidity  in  each  mill 

table  100.— effect  of  aoid  water  on  screens. 


MOL 

Life  of  Screens. 

Hidden  Treasure 

76 

eo 

25 

16 

Priie 

NewYork 

Randolph 

from  oxidation  of  pyrite.  The  abnormally  high  drop  between  the  third  and 
fourth  mills  is  due  to  acid  water  from  a  mine  entering  the  creek  at  that  point. 
Bickard  recommendy  the  use  of  quicklime  for  neutralizing  the  acid.  At  Star 
of  East  mill,  Ballarat,  one-half  bucket  of  quicklime  to  each  battery  every  two 
hours,  prevents  black  scum  forming  on  the  plate.  At  Brittania  United  mill, 
Ballarat,  they  use  6  pounds  of  quicklime  to  each  battery  every  24  hours.  A  verv 
effective  way  to  neutralize  the  acid  would  be  to  run  lime  water  from  a  tank  which 
was  charged  with  a  little  fresh  slaked  lime  once  or  twice  a  day,  into  the  flume 
which  brings  water  to  the  mill,  at  a  point  far  enough  back  to  thoroughly  mix 
the  two  liquids.  Surface  ores  often  give  more  trouble  from  acid  water  than  those 
that  are  undecomposed. 

(h)  Tin  plate  screens  rank  as  low  first  cost  screens  (see  Mills  69  and  73, 
§  166).  The  iron  used  for  making  tin  plate  is  of  a  very  high  grade.  They 
seem  to  be  preferred  over  the  ordinary  untinned  or  ''blact*  plate,  which  is  of 
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equally  good  quality  and  would  save  the  cost  of  tinning.  The  reason  of  this 
may  be  that  the  tin  acts  as  a  rust  preventative  until  the  screen  is  to  be  used. 
It  is  common  to  burn  the  tin  coating  in  a  forge,  mainly  to  oxide,  to  prevent 
amalgamation  of  its  surface.  Some  mill  men  consider  this  diflSculty  insig- 
nificant, and  do  not  burn  the  tin. 

(c)  Brass  cloth  has  moderate  first  cost  and  resists  action  of  acids,  but  it  has 
not  the  strength  of  iron  and  steel  and,  therefore,  must  be  made  with  larger 
wire.  (See  Tables  97  and  98).  It  is  said  that  brass  wire  screens  have  less 
tendency  to  spread  than  steel.*^ 

Copper  plate  ^V  ^^^^  thick  is  used  in  one  Australian  mill.  It  has  long  life.*^ 

(d)  Tin  bronze,  phosphor  bronze  and  aluminum  bronze  plate  and  doth  have 
all  been  tried.     They  have  long  life  but  very  high  first  cost. 

The  cost  of  mill  screens  per  ton  of  ore  crushed  is  given  in  Table  101.  The 
great  variation  shown  there  in  cost  of  screens  per  ton  is  due  more  to  the  height 
of  discharge  than  to  the  quality  of  the  screen  or  the  ore.    This  table  shows 


TABLE  101. — COST  OF 

SCREENS  PER  TON  OF  ORE  CRUSHED,  FROM  MILLS  VISITED. 

^ 

Haterial  of  Screen. 

Cost  of  Full 
Screen. 

Capacity  of  5 

Stamps  per  84 

Hours. 

Life  of  Screen. 

Life  of  Screen. 

Ooetof  Sereeo 
cmsnea. 

66 

Iron  doth 

Dollars. 
9.88 
0.50 
0.685 
0.58 
1.90 
0.40 
8.60 
1.78 
1.75 
0.40 
0.40 
1.60 
1.78 
1.96 
8.00 

Tons. 
80.0 

8.0 

7.6 
16.0 
16.6 
17.6 
14.85 

8.76 
18.6 
17.6 
17.6 

6.7 
11.0 
10.0 
19.6 

80 
16 
16 

91 
6 
89 
14 
14 
81 
6 
7 

TODB. 

1,960 

119.5 

986 

496 

916 

801 

68.5 
400 
946 
946 
461.7 

66 

70 

48.75 

Gents. 
0.185 

57 
68 
61 
64 
66 

Unbumed  tin  plAte. 

Burned  tin  plate 

Unbumed  un  plate 

Russia  iron  plate 

Burned  tin  plate. .  •..»•«  * 

0.906 
0.660 
0.9K1 
0.445 
0.168 

67 
68 

Russia  iron'plate. ..."..  i 
Steel  cloth. 

0.866 
8.880 

79 
78 
74 
77 
88 
88 

Russia  iron  plate 

Burned  tin  plate 

Burned  tin  plate 

RuRsia  iron  plate 

Steel  cloth 

Brass  cloth 

0.497 
0.168 
0.168 

ins 

1.786 

81 

Brass  cloth 

6.867 

that  the  expense  for  screens  per  ton  crushed,  is  so  low  that  the  mill  man  will  do 
well  not  to  strive  for  too  long  a  life  of  screen,  because  he  may  be  losing,  in  the 
coarser  tailings  resulting,  several  times  as  much  as  an  earlier  change  oi  screens 
would  cost.     (See  §  155,  on  aluminum  bronze  at  Homestake  mill.) 

§  155.  Choice  of  Screens. — In  regard  to  choice  of  screens,  each  mill  man 
must  study  his  own  problem  for  himself.  In  general,  he  will  consider  four 
things:  (a)  High  capacity  in  tonnage;  (b)  high  percentage  of  extraction  of 
free  gold  on  amalgamated  plates;  (c)  high  percentage  of  extraction  of  sul- 
phurets  on  vanner;  {d)  low  cost  of  running. 

The  following  paragraphs  give  the  results  of  experience  in  some  mills: 

At  an  Amador  County  mill  unbumed  tin  screens  0.016  inch  thick,  punched 
with  round  holes  in  rows  at  90**,  0.031  inch  (0.787  mm.)  diameter,  having 
0.025  inch  space  between  the  holes  and  24.45%  of  opening,  crushed  21f  tons 
per  battery  in  24  hours;  while  diagonal  slotted  screens  0.026  inch  thick  with 
holes  0.023  inch  (0.584  mm.)  wide  and  0.25  inch  (6.35  mm.)  long  and  with 
14.16%  of  opening,  crushed  only  7^  tons  per  battery  per  24  hours,  au  the  other 
conditions  remaining  the  same. 

In  Mill  86  the  heavy  diagonal  slot  screen  which  proved  successful  in  the 
Huntington  mill  (see  Table  95),  failed  in  the  stamp  mUl  on  account  of  dioking, 
probably  due  to  the  thickness  of  the  metal. 

Mill  71  uses  30-mesh  brass  cloth.  With  this  they  netted  mors  concentrates 
on  the  vanner  than  with  40-mesh  brass  cloth.  Plates  vnQi  round  and  slotted 
holes  were  tried  and  condenmed  because  they  discharged  too  slowly. 
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Mill  61  found  slotted  black  iron  screens  gave  poorest  results.  Brass  wire 
screens  gave  better  results.  Tin  plate,  unburned  (see  Table  95),  proved  the 
best  both  in  freedom  of  discharge  and  cheapness.  The  holes  do  not  blind  up, 
and  the  soft  tin  protects  the  iron,  as  paper  does  under  a  sand  blast. 

Mill  67  found  that  woven  iron  wire  screens  had  too  short  life  and  rusted 
badly ;  that  clear  slot  Bussia  iron  and  aluminum  bronze  plate  wore  too  rapidly^ 
causing  coarse  crushing;  that  clear  slot  brass  split;  that  buhr-slot  Bussia  iron 
was  most  satisfactory,  as  the  slots  can  be  closed  up  when  worn  and  the  life 
thereby  increased  150  to  200%;  that  probably  buhr-slot  aluminum  bronze 
would  be  better  still. 

Mill  69  has  adopted  No.  0  punched  tin  instead  of  30-mesh  woven  steel  wire, 
because  it  is  cheaper  and  it  discharges  better.  The  former  costs  10  cents  per 
square  foot  delivered,  while  the  latter  costs  34  cents  per  square  foot  and  the  life 
is  not  materially  diflferent.  The  former  has  round  holes  0.026  inch  (0.658  mm.) 
diameter  and  21.0%  of  opening,  and  the  latter  has  square  holes  0.0178  inch 
(0.452  mm.)  diameter  and  28.5%  of  opening.  The  number  of  holes  remaining 
open  after  each  screen  had  served  its  time  in  the  battery  (about  10  days)  is  as 
follows : 


Na  0  PuBcbed  Tin  SoreeQ. 


Ist  inch  above  dtodhftige TQjf  of  bote  open. 

6th,0Ui,7th,8thiiidiai....'..'.!.r.'.!!w      ** 


SD-Meah  Steel  Wire  Screen. 


1st  taich  Above  disehaiKe 94(  of  bcdee  open. 

9d     ••       •*  *•      m      **         •• 

Sd     ••       ••  ••      fn^      ••         •* 

4lli   ••       ••  ••      .....TH       ••         •• 

fith,Mh.7th,8thlDchet. W       "*         ** 


At  the  (lover  mill,  Amador  County,  Cal.,**  for  medium  hard  ore  with  gold 
of  medium  fineness,  SO-mesh  brass  cloth  is  used,  and  lasts  35  to  55  days.  For 
ores  rich  in  pyrite,  20-mesh  steel  cloth  is  used,  giving  rapid  discharge  and  last- 
ing 20  to  30  days.  When  the  gold  is  very  fine  and  as  usually  happens,  the  ore 
is  very  hard,  punched  Russia  iron.  No.  7  needle  (0.025  inch  or  0.635  mm.),  is 
used.  This  retains  the  pulp  long  in  the  battery  and  causes  fine  crushing.  Such 
screens  last  40  to  60  days. 

At  the  Golden  Star  mill,  So.  Dak.,*^  wire  cloth  was  blinded  and  broken  by 
chips  and  the  diflSculty  was  overcome  by  changing  to  punched  plates. 

At  the  Phoenix  mill,  Otago,  New  Zealand,*^  plates  blinded  too  rapidly  and 
wire  screens  were  perferred. 

Bernard  McDonald  states  that  slotted  plates  for  equal  diameters  of  grain 
were  discarded  for  wire  screen,  30  mesh,  No.  29  wire,  0.0178-inch  (0.452  mm.) 
hole,  with  greatly  improved  results  in  diminution  of  slime  and  increased  capac- 
ity. The  mortar  is  very  narrow,  it  being  11  inches  wide  at  the  dies.  It  is  ^ 
driven  for  maximum  output  and  when  fed  with  f-inch  material,  yields  3^  tons 
per  stamp  per  24  hours. 

The  Mammoth  mill,  of  Arizona,*^  increased  its  stamping  capacity  20%  by 
substituting  wire  screen  24  mesh  with  No.  26  wire  for  a  diagonal  slotted  plate 
screen,  producing  the  same  size  of  grain. 

Aluminum  bronze  screen  0.035  inch  thick,  lasted  six  months  at  the  Home- 
stake  mill,*«  wearing  from  No.  7  (0.024  inch  or  0.61  mm.)  to  No.  5^  (0.028 
inch  or  0.715  mm.)  needle  without  breaking.  The  diagonal  slotted  Russia 
sheet  iron  screens  lasted  two  weeks  under  same  conditions.  The  bronze  cost 
45  cents  per  pound  unperforated. 

At  another  place,**  aluminum  bronze  cloth  lasted  17  weeks  while  Russia  iron 
lasted  three  weeks;  and  phosphor  bronze  cloth  lasted  several  times  as  long  as 
brass  cloth. 
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The  screen  at  Mill  73,  when  new,  measures  0.018  inch  thick  with  buhr  on, 
or  0.013  inch  with  the  buhr  filed  off.  After  being  worn  about  14  days  it  meas- 
ures 0.011  inch  and  although  the  holes  have  not  visibly  enlarged,  the  screen  is 
discarded,  because  it  is  so  thin  that  it  begins  to  tear.  This  indicates  that  the 
faces  of  the  plates  wear  faster  than  the  sides  of  the  holes.  At  this  mill  better 
results  have  been  obtained  with  burned  tin  plate  than  with  round  or  slotted 
Russia  iron  or  with  wire  cloth  and  at  the  same  time  it  is  much  cheaper.  Tin 
plate  costs  a  little  less  than  12  cents  per  square  foot^  while  Bussia  iron  costs  from 
40  to  75  cents  per  square  foot. 

§  156.  The  Slope  op  the  Screens  varies  in  the  table  from  vertical  to  20** 
from  the  vertical;  10*^  is  by  far  the  most  common.  The  vertical  screen  has 
hydraulic  pressure  alone  acting  to  discharge  the  particles  of  crushed  ore,  while 
a  sloping  screen  adds  the  force  of  gravity  which  increases  with  the  slope.  A 
sloping  screen  tends  to  retard  the  falling  grains,  thereby  hastening  discharge. 
The  greater  the  slope,  however,  the  greater  will  be  the  tendency  to  blind  the 
screen.    After  a  number  of  tests^*^  to  obtain  the  slope  of  greatest  eflSciency  of 
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PIG.   121. — FRONT  OF  MORTAR,  SHOWING  SCREEN  IN  PLACE. 

discharge,  the  screen  of  the  Newton  mortar  (see  Figs.  114a  and  1146)  was 
made  to  slope  12®  from  the  vertical. 

§157.  Screen  Frames. — (See  Fig.  112c.) — They  are  made  of  wood,  rarely 
of  iron.  The  wood,  from  IJ  to  2  inches  square,  is  framed  and  pinned  together 
at  the  comers.  They  may  be  shod  with  iron  plate  -ft  inch  thick  at  the  three 
or  four  parts  where  the  keys  bear.  The  frame  is  often  divided  by  vertical  bars 
f  to  2,\  inches  thick,  into  panels  which  range  from  2  to  8  in  number  (see 
Tables  95  and  96).  These  support  the  screen  but  lessen  the  area  of  discharge, 
(see  §  191.)  The  pieces  of  screen  are  tacked  to  the  inner  side  of  the  screen 
frame  so  as  to  fill  the  panels,  or  to  extend  continuously  behind  the  uprights, 
and  a  strip  of  sheet  rubber,  gunny  sack,  or  blanket,  is  nailed  to  the  screen 
frame  in  such  manner  as  to  make  tight  joints  against  the  planed  faces  of  the 
mortar. 

Mill  64  uses  a  double  screen  frame  (see  Fig.  121).  The  inner  or  main  frame 
A  is  keyed  tight  to  the  mortar,  as  is  usual.  The  outer  frame  B  carries  the 
screen  and  is  attached  to  the  main  frame  by  three  iron  cleats  C  below  and  two 
wooden  wedges  D  above.  The  advantage  of  this  lies  in  the  shortened  time  of 
changing  screens  and  the  greater  freedom  of  discharge.  Both  frames  have  to 
be  removed  at  the  clean  up. 

The  frames  may  be  inverted  to  even  the  wear  on  the  screen,  and  if  the  top 
bar  is  narrower  than  the  bottom,  the  additional  advantage  of  adjusting  the  height 
of  discharge  will  be  obtained. 


§  158 


ORA  VITY  STAMPS. 


17? 


In  Mill  68  a  graded  set  of  frames  is  used  in  which  the  bottom  bars  are  6,  3^ 
and  IJ  inches  wide  respectively. 

As  seen  in  Figs.  llla-114&,  the  frame  is  driven  carefully  down  in  the  two 
end  grooves  to  a  bearing  by  a  mallet  and  a  long,  vertical  key  wedge  is  driven  in 
the  groove  at  each  end,  forcing  the  end  bars  of  the  frame  to  a  tight  bearing 
against  the  planed  faces  of  the  mortar,  and  one  or  two  horizontal  keys  are  driven 
at  the  bottom  against  lugs,  doing  the  same  for  the  bottom  bar.  The  end  wedges 
have  large  heads  for  ease  of  removal.  The  bottom  wedges  can  be  driven  out 
backward. 

At  the  Homestake  (see  Figs,  lllo-lllc)  and  Caledonia  mills,  Mill  67  and  Mill 
77,  a  space  is  left  above  the  screen  frame  for  the  removal  of  chips,  rope,  grass, 
etc.  This  is  closed  with  a  board  which  comes  to  the  frame,  or  a  canvas  curtain 
which  laps  inside.  At  Mill  73  in  four  batteries  a  little  door  is  made  in  the  end 
panel  at  which  the  chips  collect.  In  the  eight  other  batteries  the  chips  are 
removed  from  above  the  screen.  These  chips  are  gathered  and  burned  from 
time  to  time  and  the  gold  extracted  from  the  ashes.  This  furnace  is  5X8  feet 
and  has  cement  floor,  15  inches  above  which  are  placed  the  grate  bars.  The 
top  of  the  arch  is  3  feet  above  the  grate  bars.  There  is  a  charging  hopper  at 
the  top,  with  a  door.  The  ashes  are  screened  to  remove  nails  and  then  ground 
in  the  clean  up  barrel  with  10  pounds  of  mercury  for  six  hours.  By  burning 
all  the  wood  used  around  the  mill  they  save  from  6  ounces  to  2  pounds  of  amal- 
gam per  month.  In  some  mills  old  screens  are  allowed  to  rust  to  pieces  under 
the  action  of  the  weather  assisted  by  salt,  and  a  considerable  amount  of  gold 
is  obtained. 

§  158.  A  Canvas  Shield  is  suspended  in  front  of  the  screen,  or  a  Splash 
Board  of  wood  (see  Fig.  437)  is  used  to  stop  the  spatter  caused  by  the  stamping. 
In  Mills  56,  61,  62,  63,  71  and  76  splash  boards  are  used  and  all  except  Mill 
63  have  amalgamated  copper  plates  upon  them.  In  Mills  56,  61,  62  and  76  the 
boards  are  14,  7,  12  and  8  inches  wide  respectively.  They  are  all  inclined 
upward  and  outward  so  that  the  attendant  can  view  the  screen.  At  the  South 
Clunes  United  mill,  however,  it  is  inclined  downward  and  outward.  Canvas 
shields  are  used  in  Mills  55,  57  and  67.  Mills  65,  73  and  74  have  a  combina- 
tion wooden  splash  board  and  canvas  shield.  A  board  i  inch  thick,  12  inches 
wide  and  extending  the  length  of  the  mortar,  is  suspended  vertically  from  the 
screen  frame  by  two  hooks  and  eye-bolts  so  as  to  swing  freely.  To  the  lower 
edge  of  the  board  is  tacked  a  strip  of  canvas  6  inches  wide,  which  confines  the 
splash  to  the  apron. 

TABLE    102. — CHUCK    BLOCKS. 


Mm  No. 

Number  Used. 

Height  of  Chuck  Blocks. 

m 

61 

« 

M 

« 

•7 

71 

64 

01dluun>*>. 

1-lnch  difference. 

1-inch  sections. 

8  and  6  inches. 

U-inch  difference. 

7  and  6  Inches. 

10,  8  and  6  inches. 

4  of  l^  inches,  1  of  S  inches. 

3,  2  and  1  Inch. 

14  inches,  downward. 

1.  in  fleotioQB 

9 

1,  In  sections 

8 

8 

1,  inSsecUons 

8 

Several 

§  169.  Chuck  Block. — This  is  a  block  commonly  made  of  two  pieces  of 
plank  of  the  forms  shown  in  Figs.  Ilia- 11 46.  When  used  it  is  put  under  the 
screen  frame  and  serves  to  raise  or  lower  the  height  of  discharge,  also  to  serve 
as  a  support  for  the  front  inside  amalgamated  plate.  It  is  generally  made  in 
either  two  or  three  heights,  interchangeable.     None  are  used  in  Mills  27,  55, 
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56,  08  and  82.  They  are  used  in  Mills  59,  62,  63,  64,  65,  67,  71,  72,  73,  74,  75 
and  83. 

The  different  heights  are  shown  in  Table  102.  The  high  wooden  chuck  block 
of  Mill  67  and  the  Oldham  mill  (see  Figs.  113&  and  113c)  gives  a  spring  which, 
though  slight,  settles  the  amalgam  layer  in  the  sand  to  2  inches  below  the  sur- 
face of  the  sand,  while  an  iron  chuck  block  settles  it  to  only  1  inch  below  the 
surface.  This  mortar  has  a  sill  only  2  inches  above  the  bottom  of  the  mortar. 
The  same  thing  would  be  true  in  comparing  this  wooden  chuck  block  with  a 
solid  iron  front. 

The  Oldham  chuck  block  is  made  of  wood  faced  with  thin  steel  plate,  and  a 
tight  joint  between  it  and  the  mortar  is  made  with  sheet  rubber  packing.  The 
chuck  block  of  Mill  62  is  faced  with  an  iron  plate. 

At  the  Gover  mill,  Amador  County,  Cal.,  a  curved  chuck  block  (see  Fig.  122), 
gave  more  rapid  discharge  of  the  pulp  than  a  straight  chuck  block  (see  Fig.  123). 

§  160.  Lip  Apron.— This 

is  a  cast-iron  extension  of 

QOPPiRPUTB^^"""  oo^PEft  PLATE  J  ^^""^       thc     lip     which     may     be 

«u..«.  -.cv...^^^""    oHucK  ^^ocK^mr^^      flanged,  faced  and  bolted  to 

OHUCK  BLocK^^y-?RAiic  MxU^  ^^^  mortar,  as  m  Fig.  112ft, 


ijp OF  MORTAR^^^^j**        ^^ Of  moirrAR.0MM^^  or  may  be  cast  directly  on 

the  mortar.     It  conveys  the 
pulp  from  the  screen  to  the 
amalgamated  plates  below. 
PIG.  122.  FIG.  123.  The  ordinary  lip  is  about  6 

FIG.     122.-CURVED    CHUCK    BLOCK.      FIG.     123.-  ^^^Jj^^r"^,^  ^"^  ^'^*  ^^^""^ 

STRAIGHT  CHUCK  BLOCK.  f  ^^j«  *J^/^P  ^proji  may  ex- 

tend  it  to  a  total  of  20 
inches  and  at  the  outer  end  it  may  be  supplied  with  a  distributing  box  the  full 
width  of  the  mortar,  with  holes  evenly  lined  and  spaced.  It  serves  for  dis- 
tributing pulp  evenly  to  the  plates  that  are  to  follow,  and  also  for  a  holder  for 
the  battery  cleanings  at  the  clean  up.  The  usual  practice  in  this  country  is  to 
dispense  with  the  wide  lip  apron  and  distributor. 

§  161.  Inside  Amalgamated  Plates. — These  are  generally  of  soft  annealed 
copper  plate  |  inch  thick,  simply  coated  with  quicksilver,  sometimes  also  silver 
plated.  Amalgam  accumulates  so  rapidly  on  them,  however,  that  silver  plating 
is  not  really  necessary.  They  are  used  to  catch  gold  in  the  battery,  utilizing 
the  impact  of  the  gold  particles  derived  from  the  swash  of  the  stamp,  as  a  means 
of  obtaining  contact  of  the  gold  with  the  plate.  If  placed  too  near  the  stamp, 
the  amalgam  is  scoured  off.  Custom  favors  a  single  plate  in  the  front  of  the 
mortar  between  A  and  B,  Fig.  1126.  A  few  mills  use  front  and  back  plates^ 
as  in  Fig.  1146.     One  mill.  Phoenix,  Arizona,  uses  back  plate  only." 

The  objections  to  the  use  of  back  plates  are:  (1)  They  widen  the  mortar, 
and  diminish  thereby  the  speed  of  stamping;  (2)  they  cannot  be  adjusted  easily 
to  suit  the  height  of  the  die,  and  (3)  they  are  ordinarily  out  of  sight  in  the  dark, 
and  difficult  to  care  for  properly.  The  E.  P.  Allis  Co.  partially  overcame  these 
objections  by  making  a  mortar  with  an  opening  in  the  recess,  for  removing  the 
back  plate  as  in  Fig.  1146. 

In  the  mills  visited  by  the  author  no  inside  plates  are  used  in  Mills  27,  55, 
56,  58,  68,  82,  83,  84  and  87.  They  were  formerly  used  in  Mills  6S,  82  and  83, 
but  were  condemned,  as  they  gave  extra  work  of  cleaning  up  with  no  extra  catch 
of  gold  to  compensate ;  in  fact  Mills  68  and  82  report  a  greater  extraction  when 
outside  plates  only  are  used.  Both  front  and  back  plates  are  used  in  Mills  70, 
77,  85  and  88.  In  Mill  77  they  are  of  plain  copper  -f^  inch  thick;  the  front  i? 
6X54  inches  and  is  vertical;  the  rear  is  12X54  inches  and  slopes  40^.     In  Mills 
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70  and  85  they  slope  50**  (see  Fig.  1146)  which  slope  was  the  result  of  experi- 
ment. In  the  remainder  of  the  stamp  mills,  front  plates  only  are  used  on  the 
chuck  block.    The  details  of  some  of  these  are  given  in  Table  103. 

TABLE    103. — INSIDE   PLATES. 


MiUNo. 

'IJSS.^ 

Width  of 

Thickoflw 
of  Plate. 

tefsKr 

60 
61 
fit 
64 
(t)2 

78 
74 
70 

Inohea. 

S 

BO 
40 

S 

s 

48 
48 

iDches. 
ft 

•• 

8 

Inches. 

surer  plated. 

H 

Plain  oopper. 

H 

\i 

Plain  oopper. 
Plain  oc^per. 

■■ 

■llh      ■ 


The  plates  are  curved  to  suit  the  chuck  block  in  Mills  61^  62,  64,  78  and  76. 
They  are  plane  surfaces  in  Mill  59,  to  avoid  scouring.  They  slope  45"*  in  Mill 
57.*  In  Mill  67 1  the  upper  IJ  inches  of  the  width  is  on  the  chuck  block,  and 
slopes  46**  upward  and  outward.  The  lower  J  inch  is  bent  at  right  angles  to 
form  a  90^  gutter  which  makes  an  eflScient  catcher  of  amalgam.  Mills  73  and  74 
have  the  upper  half  of  the  plate  sloping  45°,  while  the  lower  half  is  vertical. 
Below  the  lower  edge  of  the  plate  and  lapping  over  i  inch  on  the  plate  is  a  ^XS- 
inch  horizontal  iron  strip  bolted  to  the  chuck  block.  At  the  bend  in  the  copper, 
or  about  2  inches  above  the  bottom  iron^  is  bolted  a  second  strip  ^Xf  inch. 
These  strips  protect  the  plate  from  scouring  and  increase  the  catch  of  amalgam. 
It  is  natural  that  the  currents  should  more  perfectly  follow  a  curved  surface 
than  a  sharply  bent  angle,  such  as  is  needed  with  a  flat  plate.  The  back  plates 
are  generally  flat  and  are  placed  in  a  special  recess  under  the  feed  chute^  and 
are  held  in  place  by  bolts  or  wedges  (see  Fig.  1146). 

For  further  details  on  amalgamation  and  the  care  of 
.plates,  the  reader  is  referred  to  Chapter  XVII.  on 
amalgamation. 

•  §  162.  Dies. — These  are  the  wearing  parts  upon 
which  the  rock  is  crushed  by  the  falling  stamp.  They 
lie  in  the  bottom  of  the  mortar  and  relieve  it  from  the 
wear  due  to  crushing. 

Dies  are  made  cylindrical  with  axes  vertical.  They 
are  held  in  place  either  by  a  cylindrical  socket  in  the 
bottom  of  the  mortar,  by  lugs  cast  upon  the  dies  (see 
Fig.  124),  which,  when  turned  90°  under  flanges  on 
the  sides  of  the  mortar,  lock  the  dies  in  place  (used 
more  particularly  in  dry  crushing),  or  most  commonly  of 
all,  by  having  square  flanges  or  foot  plates  as  in  Fig.  125, 
cast  upon  the  bottom  of  cylinders  which  are  large 
enough  to  practically  fill  the  whole  space  of  the  bottom  of  the  mortar,  and, 
therefore,  line  up  the  dies.  Hexagonal  dies  with  sand  packed  around  them,  are 
used  at  South  Clunes.**  Dimensions  of  various  dies  are  given  in  Tables  104 
and  107. 

Mill  77  uses  cylindrical  dies  sitting  in  circular  sockets  with  tailings  packed 
around  them.  All  the  other  mills  visited  use  the  square  base  with  comers  left 
oflf  for  ease  of  removing  the  dies  with  a  bar.    New  dies  are  3  to  7J  inches  high 

•Fig.  1186.    tPlg.  iiac 


PIG.  124.     PIG.  125. 

PIG.  124. — DIB  WITH 
LUGS.  FIG.  125. — 
DIB  WITH  FOOT 
PLATB. 
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and  when  worn  are  ^  to  4  inches  high.  The  dies  are  8  to  9|  inches  in  diameter. 
In  New  Zealand,  one  mill  is  given  at  10  inches,  in  Australia,  one  at  lOJ  inches. 
They  range  from  47  to  160  pounds  weight  when  new,  and  from  17  to  50  pounds 
weight  when  worn  out.  The  materials  cost  from  2^  to  11  cents  per  pounds  and 
are  of  gray  to  mottled  **'  iron  chilled,  of  white  iron  chilled,  unchilled  cast 
iron,  wrought  iron,  high  manganese  cast  iron,  cast  steel,  forged  steel,  chrome 
steel  and  manganese  steel.     Cast  iron  is  chilled  only  above  the  foot  plate. 

Further  details  will  be  given  in  §  165^  where  shoes  and  dies  are  discussed 
together. 

TABLE   104. — ^DETAILS  OF  DISS. 


MUlNo. 

Space  between 
Diea. 

Space  between 

tMesandEnd 

of  Mortar. 

IXx>t  Plates. 

Crack  between 
Footplates. 

Diameter 

Len^. 

Width. 

Thickness. 

of  Die. 

87. 

Inches. 

Inches. 
2 

1 
2 

Inches. 

Inches. 

Inches. 

Inches. 
0 

1^ 

Inches. 

56. 

60. 

67. 

10 

10 

134 

9 

ei 

9 

68 

61 ,.... 

WtolM 

0 

io« 

IH 

f*- 

78. 

9 

8 

77. 

1 
1 

8 

88. 

0^ 

84. 

OM 

10 

134 

w] ' 

87. 

m 

Homeetake.... 
North  Star.... 

10 

10« 

134 

9 

Oldham 

Calpdonia 

1 

11% 

.3...... 

r* 

Llnoohi 

«< 

§  163.  False  Bottoms  may  be  used  to  raise  the  dies  when  the  latter  are  partly 
worn  to  compensate  for  the  wear  and  to  lengthen  the  life  of  the  die^  and  also  to 
protect  the  mortar.    The  practice  of  the  mills  is  as  follows :  None  are  used  in 
Mills  27,  55,  56*,  58,  59,  60,  61,  ^2,  67,  68,  76,  77,  82,  87  and  88. 
Mills  65,  73  and  74  use  them  simply  to  protect  the  mortar  and  keep 
them  in  all  the  time.     At  Mill  74  a  false  bottom  consists  of  five  cast- 
iron  blocks.     Mill  59  formerly  used  old  dies  to  block  up  half  worn 
dies.     Mill  57  has  false  bottoms  of  cast  iron  2  inches  thick  in  two 
pieces  in  each  mortar.     They  are  put  in  when  the  die  has  worn  2 
inches  and  add  10  days  to  the  life  of  the  dies.     They  break  oftener 
FIG.  126.  jjjj^j^  individual  blocks.     Mill  64  uses  false  bottoms  made  up  of  three 
SHOE,     pieces,  each  16  inches  long,  12  inches  wide  and  3  inches  thick.     They 
are  still  good  after  six  years.    Mill  ^%  uses  false  bottoms  of  cast  steel 
2^  inches  thick.     Mill  84  uses  false  bottoms  consisting  of  one  piece  for  a  mortar. 
It  is  51  inches  long,  10^  inches  wide  and  3^  inches  thick.     It  lasts  12  months. 

At  South  Spring  Hill  mine,  Amador  County,  Cal.,  a  3-inch  steel  false  bottom 
is  used  all  in  one  piece.*^  At  the  Phoenix  mill,  bars  3  inches  square  are  used 
with  sand  packed  aroimd  them.^^  At  South  Clunes,  Victoria,  sand  is  used  until 
the  layer  is  2  inches  thick.  Then  a  false  bottom  is  put  in  which  consists  of 
three  castings,  two  end  ones  for  two  dies  each,  and  a  middle  one  for  the  middle 
die.*^  This  use  of  sand  is  common  in  Australia.  Hardman  points  out  that  it 
is  unusual  to  bed  dies  upon  tailings  in  America,  since,  in  that  case,  the  dies 
being  not  on  a  solid  foundation,  do  not  receive  a  solid  blow,  cannot  be  depended 
upon  to  remain  at  uniform  height,  and  their  bottoms  wear  fast  and  eventually 
become  rounded. 

The  Father  de  Smet  mill  condemned  false  bottoms,  because  they  cut  down 
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the  capacity  of  the  mill.**  Since  the  effect  of  the  blow  of  a  stamp  is  largely 
dependent  upon  the  solidity  of  the  die,  the  false  bottoms  probably  diminish  the 
capacity  of  the  stamps,  and  it  is  questionable  whether  this  loss  is  not  greater 
than  the  gain  by  using  them. 

The  Stamps. — (See  Fig.  90.) — Each  consists  of  a  stamp  stem  or  rod,  a 
tappet  by  which  it  is  lifted,  a  shoe  to  strike  the  blow,  and  a  boss  or  stamp  head 
to  connect  the  shoe  to  the  stem  and  to  give  added  weight. 

§  164.  The  Shoe  (see  Pig.  126),  as  now  universally  adopted,  consists  of  a 
cylinder  or  butt,  surmounted  by  a  truncated  cone  or  shank.  The  diameter  of 
the  butt  is  generally  the  same  as  that  of  the  die,  and  ranges  from  8  to  9^  inches. 
In  Australia  they  reach  9|  inches.  The  author  notes  exceptions  to  the  above 
statement,  given  in  Table  105.    Loring^  reports  that  at  Mills  65,  73  and  74, 

TABLE  105. — ^diameters  OF  SHOES  AND  DIES. 


MUlNo. 

Diameter 
of  Shoe. 

Diameter 
of  Die. 

Authority. 

flB 

T7 

8< 

Inches. 
9 

Inches. 
Blightl^rger. 

10^ 

Author. 

Author. 

Author. 

F.  T.  8njrdnr>». 

F.  M.  DrakeiM. 

T.  a.  Biokardsi. 

Newton 

Wentworth  Gold  Fields  Co 

Sazon  MiU,  Thames  District,  N.  Z. 

he  has  obtained  better  results  with  an  8^-inch  shoe  and  an  8|-inch  die  than 
with  shoe  and  die  both  8^  inches.  The  reason  is  that  there  is  always  more  or 
less  play  in  the  stamp  stem  guides  and,  consequently,  where  the  shoe  and  die 
are  of  the  same  diameter,  the  shoe  may  overhang  the  die  and  the  whole  crushing 
surface  is  not  utilized.  A  greater  difference  in  diameter,  however,  than  i  inch 
will  cause  ''cupping'*  and  consequent  loss  of  eflBciency. 

The  butt  of  the  shoe  ranges  from  5^  to  10  inches  high  when  new  and  from  i 
to  2  inches  high  when  worn  out.  The  weights  range  from  85  to  198  pounds 
new,  and  from  20  to  56  pounds  when  worn  out.  The  details  of  the  slumks  of 
various  shoes  are  given  in  Table  106. 

TABLE   106. — SHOE   SHANKS  AND  BUTTS. 


Hill  or  Manufacturer. 


Oldham  MiU 

HomestakeMIIL 

Father  deSmet  Mill. 

ProYldenceMiU 

MIU  57 

MillOS 

Mill«7 

Mm  78  (a). 

MiUSf 

E.P.Am8Co. 

Fraser  A  Chalmere... 


Dbuneter 
of  Butt 


Inches. 


^ 


Height  of 
Butt. 


Inches. 
8 
10 
6 
7 
9 

9 
8 


Height  of 
Shank. 


Inches. 
5 

6 
5 
5 
5 
5 
5 


Diameter 

of  Lower 

Base  of 

Shank. 


Inches. 


Diameter 

of  Upper 

Base  of 

Shank. 


Inches. 


Taper  of 

Shank  per 

Foot 


Inches. 
8.4 
8.78 
8.67 


8.5 

1.66 

8.4 

8.4 

1.8 

8.4 

1.71 


Ratio  of 
Diameter 
of  Butt  to 
Diameter 
of  Lower 
Base. 


1.88 
1.79 
1.88 


1.60 
1.88 
1.88 
1.78 
1.80 


8.00 


(a)  Lorlng  reports  that  manganese  steel  shoes  in  this  mill  were  cast  with  a  SU-inch  hole  8^  inches  deep  In 
the  shank,  wDich,|nade  a  saving  of  ahout  8  pounds  of  metal  or  25  cents  plus  the  freight. 


The  rounding  of  the  junction  between  the  shank  and  the  butt  is  to  prevent 
fracture  at  that  point  and  also  to  prevent  contact  between  the  butt  and  the 
Some  manufacturers  consider  the  rounding  unnecessary  and  omit  it. 
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In  regard  to  the  taper  or  the  angle  of  the  shank^  the  more  acute  this  angle 
the  stronger  will  be  the  joint  between  the  boss  and  the  shoe,  but  the  greater  is 
the  tendency  to  split  the  boss  and  bottom  the  hole,  and  if  it  bottoms,  it  fails  to 
get  the  full  benefit  of  the  wooden  wedges. 

Shoes  are  made  of  chilled  cast  iron,  unchilled  cast  iron,  high  manganese  cast 
iron,  chrome  steel,  cast  steel,  Wilson's  pressed  steel,  fagot  iron,  manganese  steel. 
For  cast  steel,  that  with  0.5%  carbon  is  best.*"  If  of  chilled  cast  iron,  the  butt 
should  be  cast  in  heavy  chills,  the  shank  cast  in  sand.  This  gives  hardness  to 
the  butt  and  toughness  to  the  shanks.*' 

The  shoe  should  not  be  allowed  to  wear  so  thin  as  to  permit  undue  wear  on 
the  boss.    The  practice  is  shown  in  Table  107. 


TABUS   107. — STAMP   SHOES  AND  DIBS. 

AbbreriAtioiis.— B.  Chr.  8.sBe88emer  chrome  steel;  Ct8.=ceDt8;  Q.  M.  Ch.  I.  :sQt9^  to  mottled  eliOleil 
Iron:  H.  M.  C  LsHlgh  manKanese  cast  Iron;  In. s inches;  Lhs.=  pounds;  M.  C.  I.  &  asMized  cast  iron  and 
steel;  H.  F.  a=Midvale  forge  steel;  U.  H.  C.  I. = Unchilled  hard  cast  iron;  Wh.  Ch.  L= White  chUled  Iron: 
Wh.  C.  LaWhite  cast  iron;  wil.  P.  S.= Wilson  pressed  steeL 


87  Shoe.. 

Die,.. 
56  Sbm^. . 

Die  . . . 

Dki... 
Shoe.. 
He... 
Shoe.. 

Df.^  . . . 
Shoe.. 
Die  . . . 
Sho6.. 
Die  , . . 
SliOfl.. 
UW... 
Shoe.. 
Die  . . . 
essiioc 
?Die... 

Die  , . . 
Shoe.. 

me,.. 

Shoe. . 
Difl  , . . 
Shoe.. 

Shoe. . 
Di©  . . 
Shoe.. 
Die.., 
Shoe.. 
Die... 


72 


M&teriaL 


Die... 
Shoe.. 
Die... 

Shoe , . 
Die  . . , 
7B8hoe. 

Die  (e) 
Shoe,. 
Dio  , . . 

SIir«-.. 


Obronie  steel 
Chilled  iron. . 
Chrome  steel 
Cast  iron.,.., 
Wil  R  8,,., 
Chilled  iron.. 
Uastst^L... 

Oast  iron 

Chilled  Sroo.. 
Chilled  iron.. 
Chrome  tceel 
Chilled  iron., 
Chnied  iron.. 
Chilled  iron.. 
Chrome  steel 

U,  H.C.I 

Forjjed  Ht«el. 
Forjfed  iteel . 
CiuUediron.. 
Chilled  Iron.. 
ChllJediroti.. 
ChiUed  Iron, . 
Chrome  ateel 
White  iron.,. 
Chilled  iron., 
G.  M.  Ch.  L . . 
H  M.  CL... 
K,  M.  C,  I... 
B.Chr.  s..... 
B.  Chr.  8..... 
Chilled  Iron.. 
Chilled  Iron.. 
Chilled  iron.. 
Chilled  Iron.. 
Chiii^l  iron. , 
Chrome  steel 
Chilled  iron. , 
Chrome  ateel. 
Whit€  Iroo. . 
Chrome  steel 
White  iron,. , 
Wh.  a  r 

wh.cr 

Chilled  iron., 
M  C.  I  &8. 
J  hilled  Iron., 
r^hiiled  Iron, . 
Chrome  Bt^sel. 
Chroiuoft^wl. 


New. 


EC 


Lhe. 
1% 
123 
130 
90 
135 
JOO 
IBS. 

too  ^ 

175 
ISO 

im 
no 

ISO 


In. 

I" 

7 

m 


IBS 

tn 

150 

im 

150 
lOO 
170 

1% 


140 

If] 

128 
110 
130 
120 


IBO 
00 


IrreK 
IflO 
100 


1f«0 

\m 

47 
I1J0 
120 


7 
7 


ular 


0 
10 
7 

7 
7 


0 


m 


8 


il 


Ct8. 

0 


(fc)6 


C2.35 
C2.35 


1^ 


Worn  Out. 


40 

35 

40 

35 

30-40 


G 


.» 


2^-2^ 


t3 


m 


!»  1^ 

SCMO     MA 

30^  1     -IH 
VA  IHrtJ 

40;  4 

I 


■a 

0 


UBBb 


net  Dost 
per  Ton 
Cmfllied 


Tons, 
804 
Ilia 
480 
£10 
900 
000 
288 

ia» 

800 

aoo 

£S& 

00 


S14 
231. S 
280-SOO 
180-300 

190 

S82.6 

S79 


»70 
189 

isa 

12.V1CS.5 
157 
S45 


14d.4 
140,4 

17^810 


TtX) 
«10 


352,^ 

105 
171 
258 


1r 

56 

m 

60 
150 
100 
ISO 

m 

150 
ISO 
ISO 

eo 


98-140 

OO-BfT 

0(^150 

ao-i6u; 

QO 
60 
75 
iO 


8.00 

s.oo 

5.17-^.74 
S.9(M.» 


60 
43 

SI 
fiO 
90 
140 


ftl 
fil 

70^ 


300 
«0 


M 

too 

90 
75 
91 
95 
140 


Ceota. 

i.os 


1.09 
I.IS 
0.855 
0.016 
8.0S 


4.5 
S.9]e 


2.13 


S.37 


8.1A 


1.74 


l.Si 

0.8e8 

,70-9.7« 

1.4S 

s.sg 
i.4i 

6.16 
8.49 


KetWeftr 

of  IroD 
per  Too 
Cnuhed. 


Pounds. 

0.7SD 
0.819 

O.lg? 
0.187 
0.18S 
0.408 
0.409 


0.777 


0.89S 
0.848 

0.545-0.008 
O.4SO-O.0OO 
0,681 

o.5ea 

0.456 

o.8?a 


0.87D 
0.4fl0 
0.738 


1. 94-8.00  O.B0(M).49a 


0.8QS 

0.8^-0.307 


0.818 
0.17e 
0.800-4)  991 
0.811 
O.TOa 
0.886 
0.488 
0J17 


\ 
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TABLE  107. — Continued. 


i 

1 

IfateriftL 

New. 

Worn  Out. 

Life. 

Net  Cost 
per  Ton 
Crushed 

^ 

. 

l| 

t 

g 

A 

Net  Wear 
of  Iron 
per  Ton 

8S 

Shoe.. 
Die... 
Shoe.. 
Die... 
Shoe.. 
Die... 
Shoe.. 
Die... 
Shoe.. 

Chilled  iron.. 
Chilled  iron.. 

M.  F.  S 

Chilled  iroD.. 

ChiUed  iron  g 
Chilled  iron.. 

Lbs. 
150 
100 
175 
100 

^6 

4 
8 
7 
8 

In. 

.3 

Cts. 
5 

1^ 

Lbs. 
60 
80 
85 
80 

Inches. 
9 
9 

9 

Cts. 

Tons. 

84 

84 

997.5 
167.6 

Dajs. 

48 
91 
64 

Cents. 

Pounds. 
1.190 

84 
87 

0.888 
0.616 
0.444 

88 

Chilled  iron. . 

h 



8 

^ 

Die ... 

...J.. 

'"*88 

40-46 

48 

46 

'"iii 

160 
890 
8» 

......... 

80 
148 
66 
90 

80-85 
46-66 
90 
90 

"h'.ir" 

9.49 
8.71 
8.00 

i 

Shoe.. 
Die... 
Shoe.. 
Die... 

Shoe] 

Die... 
Shoe.. 
Die... 
Shoe.. 

Steel 

Cast  iron.... 
Chrome  steeL 
Cast  iron.... 
Steel 

160 
100 
188 
98 

0  466 

0.859 

J 

8 
5 

9 
9 

6 

il^ 

0.466 
0.644 

k 

Chilled  Iron.. 
Chilled  iron.. 
ChiUed  iron.. 
Wh.Cai.1.... 

196 
96 
140 
100 
194 
80 

7 
6)i 

^ 

f 

i 

800 
800 

0.860 

7 

6 

,§« 

4 
10 
5 

8 

88 

0.400 

M 

Die... 

1^ 

Shoe.. 
Die... 
Shoe.. 
Die... 
Shoe 

Chilled  iron  . 

0  900 

UnchiU^diron 

Cast  iron 

Wrought  iron 

159 

0.467 

Q 

1  090 

0.419 

P 

Dle..'l 

4 
9 
8» 

«w 

q 

Shoe.. 
Die... 

Cast  iron.... 
Wrought  iron 

199 
80 

1.190 

?••••• 

0»804 

(a)  The  height  of  a  shoe  does  not  include  the  shank;  that  of  a  die  includes  the  foot  ptate. 
cents  flreight.    (e)  Plus  0.16  cent  freight,    (d)  Delivered,    (e)  Steel  wears  9^  to  8  tlmes^as  long 
SUghtly  over  8  inches,    (o)  A  large  part  of  the  castings  now  used  are  furnished  bj 
win-ks.  (A)  Oldham,    (t)  North  Star  (Abadie).    ^    *  "'      '~ 


(6)  Plus  two 

long  as  iron.    (/) 

by  the  Brooklyn  Chrome  Steel 


FlatberdeSmet. 
(Australia) 


(n)thi 


(New  Zealand). 


(i)  North  Star  (Rickard).    (Ae)ProWdenoe.    (/)  Caledonia,    (m) 
(o)  Fortuna  (Australia),   (p)  Catherine  (Australia),    (g)  Pearl 


Table  108,  taken  from  Bickard,^^  shows  the  wear  of  shoes  and  dies  in  differ- 
ent districts^  as  affected  by  different  conditions. 


TABLE   108. — STAMP   SHOES  AND  DIES.    (From  Bickard.) 


plitrfct^ 


GOpln  County,  Cola 

(o) 
Qftm  Talfey,  Cal.  ih) 

ADgel't  Camp,  0^1= 

aSammolh.  Arisona. 

id) 
Bendig^,  Victoria  («) 

Oimes.  Victoria  (/) 

Thamn^Na  w  Zealand 


Shoe  or 
Die. 


Shoe...] 


Die*,. 

Shoe., 
Die . . . 
Shoe. , 

Dki  ,.. 
ghoe., 

Shoe., 
Die.. 
Shoe.. 
Pie.. 

Shoe* 
Di^  . . 


Materia] , 


Cast  irtM,,,,*. 
Chrome  steel  ■■ 

Caftt  iron . 

Chrome  steel. . 
Chmm^  eit'el,  * 
Cast  iron...... 

Cast  iron * 

Chrome  et^wl . . 
Cliroine  sEesL. 
Cast  iron.....* 

Wrought  troti.. 
Gaat  IroQ  —  *. 
Wrought  iron., 
C&it  iroii..*... 
Dtft  Irou...... 

Fmcot  Ifon..... 


Nct?. 


Weight 


Pounds 
S3 
lU 
4S 
59 

175 

a^ 

19G 
133 

iTiS 
11 


Cost 

per 

Pound, 


Worn  Out. 


Weight 


Bells 
for  per 
Found 


Pounds 
31 

eo 

4S 
45 
40 
35 

40 
37 
88 

m 

5S 
SO 
&1 
49 
33 
n7 


Life- 


Cost  per 

Ton 
Criislied 


Tons. 
SO 
902 

78 
150 
SSI 

585 
S75 
IDO 
1240 
115 
335 
105 
4m 

HI 
135 


Wearol 

Iron  per 

Too 
Crushed i 


Cents, 

4.39 
S.18 

±-m 

5.17 

2.70 
1.36 
T.64 

5.50 

s.ee 

0.71 
4.fl7 
0.S8 
3.40 
3,gS 
3.25 
1  47 


Pounds. 
0.7WJ 
O.aSfl 
0.282 
O.IBS 
0.114 

dim 

0,230 
0,£14 
0.484 
0,S4« 

i.sao 

0.815 

i.sio 

8.570 
0.878 

o.4«a 

O.TM 
0  235 


(a)  No  broaker.  no  feeder.  Ore  moderately  soft.  Long  drop.  Variable  wear.  (6)  Rock  breaker  and  feeder 
used.  Ore  rery  hard,  (c)  Rock  breaker  and  feeder  used.  Ore  soft.  Short  drop,  (d)  Rock  breaker  and  feeder 
used.  Ore  medium  hard,  (e)  No  breaker  or  feeder.  Ore  medium  hard.  (/)  Feeder  used,  no  breaker.  Ore 
Is  quartx  ore.    (p)  Feeder  used,  no  breaker.    Irregfular  wear,    (h)  No  breaker  or  feeder.    Ore  is  variable. 
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§  165.  Life  of  Shoes  and  Debs. — ^These  parts  diminiffh  by  the  catting  action 
of  hard  rock  and  by  the  breaking  off  of  their  edges.  The  hardness  of  the  metal 
resists  the  first,  toughness  resists  the  second.  Uniformity  of  structure  is  desir- 
able for  resistance  to  either  loss.  It  follows  that  the  metal  must  be  hard,  tough 
and  of  uniform  structure. 

The  shoes  wear  faster  than  the  dies;  with  California  short  drop  1.2  to  1.8 
times  as  fast,  using  the  same  material  for  both;  with  Colorado  high  drop  2.5 
times  as  fast.  The  reason  of  this  probably  is  that  in  transmitting  the  force  of 
the  blow  from  the  shoe  to  the  die  through  the  rock,  energy  is  absorbed  in  frac- 
turing the  rocky  which  is  shattered  before  it  can  transmit  the  force,  and  to  a 
certain  extent  it  cushions  the  blow.  This  action  is  emphasized  by  the  fact  that 
the  die  is  usually  protected  with  a  layer  of  rock  slightly  thicker  than  that  for 
miiTiTyiiiin  capacity,  in  order  to  prevent  the  dies  from  breaking.  The  life  of 
shoes  and  dies  is  increased  by  mechanical  feeders  and  by  preliminary  reduction 
with  rock  breakers,  as  is  shown  in  Table  108. 

The  shoes  and  dies  wear  to  uneven  surfaces,  but,  owing  to  the  revolution  of 
the  stamp,  the  unevenness  generally  has  a  certain  regularity  around  the  circle 
as  if  the  two  surfaces  were  turned  in  a  lathe.  Sometimes  the  shoe  wears  convex 
hemispherical  and  the  die  concave  to  fit  it,  but  perhaps  the  most  common  wear 
is  for  the  shoe  to  be  concave  in  the  center  and  convex  annular  around  the  edges^ 
while  the  die  is  the  reverse  (see  Fig.  127).  At  the  Homestake  mill,  shoes  wear 
more  evenly  than  dies.** 

Tables  107  and  108  show  the  results  obtained  in  different  mills 

Son  various  materials  for  shoes  and  dies,  together  with  the  com- 
puted net  cost  and  net  wear  of  iron  per  ton  crashed,   which 
form  the  proper  basis  of  comparison.    They  show  that  chilled 
p- — ^      iron  has  the  advantage  of  cheapness  of  first  cost,  and  if  a  foundry 
f'  If     is  near  by,  the  further  advantage  of  low  freight  charges  and  a 

Fio.  127. —  market  for  worn-out  parts.  It  has  shorter  life  than  the  steels. 
WORN  SHOE  The  various  steels,  of  which  forged  steel  is  perhaps  the  best,  add 
AND  DIE.  toughness  to  hardness  and  last  two  to  three  times  as  long  as  chilled 
iron,  and  therefore,  require  less  frequent  adjustment  of  drop.  In 
places  remote  from  a  foundry  where  chilled  iron  would  have  to  pay  freight,  steel 
has  a  great  advantage.  Steel  is  said  to  wear  to  less  even  surfaces  than  chilled 
iron.    Thus  Mill  69  reports  that  steel  dies  cup  badly. 

In  addition  to  the  data  given  in  the  tables,  Mill  73  reports  that  for  shoes 
weighing  160  pounds  white  iron  lasts  45  days,  while  chrome  steel  lasts  200  days. 
For  dies  weighing  100  pounds,  white  iron  lasts  60  days  while  chrome  steel  lasts 
90  days.  T^^ite  iron  costs  4|  cents  per  pound  and  chrome  steel  costs  8  cents 
per  pound.  The  white  iron  shoes  not  only  cost  more  per  ton,  but  they  neces- 
sitated a  much  more  frequent  setting  of  the  tappets.  Ferroaluminum  shoes 
were  tried  and  found  to  crack.  According  to  Loring'*  manganese  steel  shoes, 
which  are  now  used  in  Mill  73,  last  296  days.  They  are  10  inches  high,  8^ 
inches  in  diameter  and  weigh  177  pounds  each  when  new  and  28  pounds  when 
worn  out.  They  cost  about  8  cents  per  pound  plus  the  freight.  He  also  reports 
the  life  of  hard  iron  dies  as  120  days.  They  weigh  84  pounds  each  when  new 
and  41  pounds  when  worn  out.  They  cost  4|  cents  per  pound  delivered  and  the 
old  dies  sell  for  IJ  cents  per  pound.  These  figures  given  by  Loring  are  with 
stamps  9^  inches  apart  center  to  center,  with  dies  \  inch  larger  than  the  shoes 
and  with  linings  in  the  mortar,  while  those  obtained  by  the  author  are  with 
stamps  10  inches  apart  center  to  center,  with  dies  of  the  same  diameter  as  the 
shoes  and  with  no  linings. 

Mill  67  reports  that  steel  shoes  cost  6  cents  per  pound  and  last  twice  as  long 
"»  chilled  iron.     Manganese  steel  was  tried  for  dies  and  found  to  splinter.    Pitts- 
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burg  cast  steel  lasts  longer  than  chrome  steel  or  high  manganese  iron,  but  it 
costs  10  cents  per  pound,  while  the  iron  costs  2\  cents  per  pound.  The  high 
manganese  iron  is  made  from  a  mixture  of  special  manganese  iron  and  foundry 
pig,  and  is  very  tough  and  durable. 

Mill  77  reports  that  chilled  cast  iron  has  always  proved  itself  most  economical 
for  shoesy  dies  and  heads  for  the  slow  drop  stamps,  but  on  quick  drop  stamps 
which  have  been  recently  added,  manganese,  chrome,  and  the  Midvale  Go.'s  pro- 
jectile steel  have  all  proved  better  than  chilled  cast  iron. 

Mills  68  and  82  use  besides  chrome  steel,  various  makes  of  forged  steel,  such 
as  Bessemer,  English,  Wilson,  etc.  Iron  dies  are  preferred  in  connection  with 
steel  shoes. 

For  ease  of  managing  and  rapidity  of  crushing,  it  is  well  to  have  shoes  and 
dies  wear  out  together,  because  the  surfaces  are  then  always  mated.  The  more 
rapid  wear  of  the  shoe  may  be  counteracted  by  the  use  of  long  life,  hard  steel 
shoes,  mated  with  the  chilled  iron  dies,  or  chUled  iron  shoes  mated  with  cast- 
iron  dies,  etc.  An  approximate  balancing  of  the  lives  of  the  two  may  thus  be 
made.  In  addition,  this  combination  of  hard  shoes  and  tough  dies,  is  said  to 
give  flatter  surfaces  and,  therefore,  higher  capacity  of  the  stamp.  The  lives 
may  also  be  balanced  by  varying  thei?  vertical  dimensions. 

It  is  important  that  not  only  should  the  shoe  and  die  wear  out  together  as  a 
pair^  but  also  that  all  the  dies  should  be  nearly  if  not  quite,  the  same  height  in 
the  same  battery,  to  maintain  the  same  depth  of  rock  on  their  surfaces  and  the 
same  height  of  discharge.  For  this  reason,  in  case  a  die  breaks  between  clean 
ups  a  partly  worn  die  of  the  same  height  as  the  others  should  be  put  in  to 
take  its  place.  A  stock  of  partly  worn  dies  may  be  kept  on  hand  for  this  pur- 
pose. In  case  there  are  no  old  ones  on  hand,  a  complete  set  of  new  dies  should 
be  put  in.  Tho  same  procedure  is  to  be  recommended  for  shoes,  although  it 
is  not  so  important  as  with  dies.    The  practice  of  a  few  mills  is  as  follows : 

Mills  61,  62,  64,  67,  68,  82,  84  and  87  replace  a  broken,  half-worn 
shoe  or  die  by  another  of  the  same  size  from  the  stock  of  partly  worn 
shoes  and  dies.  Mills  27,  65,  73  and  74  keep  their  dies  even  by  the 
above  method,  but  are  not  so  particular  about  their  shoes.  Mill  77 
puts  in  a  new  shoe  or  die.  It  may  be  further  remarked  in  regard 
to  Mill  67  that  shoes  never  broke  until  they  were  worn  down  to  2 
inches  high  and  the  dies  never  broke  at  all.  In  Mills  61  and  67 
one  battery  is  kept  at  work  wearing  out  old  shoes  and  dies. 

Where  mortars  are  cleaned  out  once  a  fortnight  the  shoes  and  dies 
FIG.  128.     *^  °^*  *^P^  ^^  ^^  changed  between  clean  ups,  unless  there  is  a  break. 
At  the  clean  up,  if  a  set  of  shoes  and  dies  are  so  worn  that  they  will 
SECTioH     not  last  till  the  next  clean  up,  they  are  replaced  by  a  set  of  new  shoes 
OF  BOSS,     and  dies.     In  some  mills,  for  example,  68,  77,  82  and  83,  the  mortars 
are  only  cleaned,  up  when  the  shoes  and  dies  are  worn  out. 
§  166.  The  Boss  or  Stamp  Head  (see  Fig.  128)  is  cylindrical  of  the  diame- 
ter of  the  shoe  and  of  varying  lengths  (18  inches  is  common).     It  serves  to 
connect  the  stem  or  stamp  rod  with  the  shoes  and  also  to  bring  up  the  weight 
to  the  total  called  for.    It  has  a  socket  below  to  suit  the  shank  of  the  shoe,  and 
above,  for  the  taper  of  the  stem.    These  sockets  are  sometimes  connected  by  a 
small  hole  through  the  center  of  the  boss.    There  are  two  horizontal  keyways, 
generally  at  right  angles,  into  which  wedges  may  be  driven  for  removing  the 
shoe  and  the  stem. 

The  boss  is  made  of  a  tough  cast  iron,  or  less  frequently  of  steel.  Sometimes 
a  wrought  iron  ring  is  shrunk  on  the  top  or  bottom,  or  both,  to  prevent  splitting, 
the  boss  being  cut  away  to  receive  them  (see  Fig.  120).  If  tne  rings  are  too 
thick,  they  are  a  source  of  weakness  rather  than  strength.     When  bottom  rings  are 
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used,  they  shoald  be  set  i  to  ^  inch  up  from  the  bottom  of  the  boss,  to  guard 
them  in  case  a  shoe  comes  off,  and  prevent  them  from  being  loosened  by  the  bat- 
tering which  follows.  A  loosened  hoop  is  worse  than  none  at  all.  The  use  of 
rings  is  now  going  out  of  practice  except  for  dry  crushing.  From  Table  109 
we  see  10  miUs  out  of  13  use  no  rings,  two  mills  have  rings  on  top  only  and  one 
mill  has  rings  on  the  bottom  only. 

The  upper  socket  is  bored,  the  lower  is  left  rough.  The  joint  between  the 
boss  and  the  shoe  is  made  by  tying  on  a  set  of  staves  around  the  shank  of  the 
shoe  (see  Fig.  130).    These  are  f  to  f  inch  thick,  and  are  shaped  to  cover  the 


PIG.  129. — SECTION  OF  BOSS  WITH  BINQ8.        FIG.  130. — STAVES  ON  SHOE  SHANK. 

slope  surface  of  the  shank.  They  are  made  of  sawed,  dry  pine,  which  swells 
much  with  water,  A  plan  for  saving  time  at  the  clean  up,  is  to  wrap  a  strip  of 
canvas  around  a  shoe  shank  and  tack  the  staves  to  this.  The  points  of  the  tacks 
striking  the  shoe  shank,  turn  up,  clinch  and  hold  canvas  and  staves  together. 
These  so-called  bracelets  or  collars,  are  readily  slipped  off  the  shank  of  the  shoe 
and  kept  in  stock.  In  dry  crushing,  staves  of  wrought  iron  are  often  used 
instead  of  wood.  Bosses  wear  around  the  bottom,  due  to  the  scour  of  the  sand 
and  water,  especially  when  the  shoe  is  nearly  worn  out.  The  sockets  may  also 
gradually  become  enlarged.  In  this  weakened  condition  the  boss  bresJss  or 
splits.  The  final  break  may  be  hastened  by  an  accident,  such  as  a  shoe  falling 
off,  a  shoe  pounding  on  a  naked  die,  or  a  shoe  breaking  and  its  neck  being  driven 
up  into  the  head. 
Table  109  shows  the  details  of  the  bosses^  as  obtained  from  the  mills. 


TABLE  109. — ^DETAILS  OP  BOSSES. 

Mm 

No. 

MaterteL 

Weight. 

Diameter 

Li'ngth. 

Cost  (a) 

Life. 

Rings. 

97 

Oast  iron 

Pounds. 
S15 
960 
160 
820 
176 
SOO 
946 
980 
900  to  910 
940 
800 
940 
900 

lao 

180 
980 
940 
90O 
938 

Inches. 

Inches. 
18 
18 
14 

Dollars. 

Tears. 

On  top  onl7. 
None 

m 

Chrome  8t6el.. 

90.00 
7.90 

6 

10 

16 

6 

OYer6 

M 

Cast  Iron 

None. 

67 

Cast  iron 

None. 

68 

60 

11.00 

98.75 

14.80 

(b)Iron  10.00 

61 

Caststeel 

89 

Cast  steel 

8Hto8« 

98 

18 
18 

IS 

18 

None. 

64 

Iron  or  steel 

6 
6 

(c) 

(d)4 

On  top  only. 
None. 

66 

Cast  iron 

87 
68 

High  manganese  iron. 

Cast  iron.  ...............  t.«.. 

(e)8ialop 

7.60 
8.10 

None. 
None. 

78 

(/) 

76 

9.00 

StolO 
(d)90 

ItolM 

76 

Cast  iron 

8 
8 
8« 

99 
18 
10 

77 

Cast  iron 

11.90 
8.10 

10.00 
9.69 

89 

Cast  iron 

NOB«L 

83 

84 

Steel 

0 

18 

None 

87 

Cast  iron 

None. 

(a)  An  idea  of  the  value  of  worn-out  bosses  may  be  gained  by  reference  to  Table  107  of  Shoes  and  Diss.  (6) 
Steel  costs  |90.U0.  (c)  Two  out  of  80  spUt  in  5  years,  (d)  If  no  accidents  occur.  (s>  iyi  inches  at  the  bottom. 
( ^)  On  bottom  only. 
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TABLE  110. — SOCKETS  IN  BOSSES. 


Stem  Sockets. 

Shoe  Sockets. 

Length  of 
Boss. 

mnor  Mftnnftie- 
tnzer. 

Depth. 

Large 
Diame- 
ter. 

Small 
Diame- 
ter. 

Taper 

Depth. 

Large 
Diame- 
ter. 

Small 
Diame- 
ter. 

Taper 

Diametei* 
of  Bom. 

Mm  78 

Inches. 

Inches. 

"I 

Inches. 

Inches. 

"6:44" 
0.76 
0.48 

Inches. 
6 
6 

Inches. 
5 

i 

Inches. 

1 

Inches. 
2.5 
9.1 
2.18 
1.5 

Inches. 

18 

18 
17  to  18 

18 

Inches. 
(a)8  at  top 

Oldham  Mfll 

S.P.AUI8  00. 

Fkaser  ft  CauUmers.. 

(o)  m  inches  at  bottom. 

Comparing  Table  110  with  Tables  106  and  113  on  shoes  and  stems,  we  find 
that  the  stem  has  identically  the  same  taper  and  is  of  the  same  diameter  as  its 
socket,  while  the  shoe  shank  varies  a  little  from  that  of  its  socket,  being  rough 
cast.  With  the  stem,  the  socket  has  a  little  extra  length  to  take  up  the  jam  of 
the  stem.  With  the  shoe,  the  socket  has  also  spare  width  to  take  up  the  jam  of 
the  staves. 

§  167.  Stamp  Stem. — (See  Fig.  131.) — ^This  is  made  solid  of  wrought  iron  or 
mild  steel.  It  is  turned  to  true  cylinder  or  it  is  cold  rolled  and  has  a  taper  at 
both  ends,  so  that  it  can  be  reversed.  Its  duty  is  to  connect  the  tappet  with 
the  boss  and  transmit  rectilinear  oscillating  motion  from  the  cam  to  the  shoe. 


TABLE 

Ill 

— ^DETAILS   OP   1 

STAMP 

STEMS 

MaterlaL 

Length. 

Diameter. 

Taper. 

Amount 
of  Taper 
per  Foot. 

Weight 

Cost 

Mm 

No. 

Stem. 

At  End 

of 
Taper. 

Life. 

27 

Mild  steel 

Ft. 

18 

14 

12 

14 

14 

14 

16 

15 

14 

12 

14 

12 

18 

12 

14 

12 

12 

14 

In. 
0 
0 
0 
0 
0 
0 
0 
0 
0 

10 
0 
0 
0 
0 
0 
0 
0 
6 

Inches. 

i 

8 
d8H 

Inches. 
8H 

Inches. 
5 

Inches. 
0.60 

Pounds 
840 
800 
288 

863 
800 
860 
456 

600 
800 
860 
840 
800 
886 
280 
800 
800 
800 
864 
800 
880 
426 
860 
425 

Dollare. 

Tean. 

55 

Steel 

2 

Several 
10 

SeTeral 
(a) 

m 

Iron.. 

% 

8 
6 

0.75 
0.75 

57 

Iron •••• 

FA 

4.87 
16.60 
11.20 

59 

61 
62 

SteeL  

Mild  steel 

m 

5 

0.60 

64 

Iron  •.......•.••.••..•••.......•. 

flK 

4H 

1.00 

12.00  tol8.00 

1 

66 

8ft 

67 
68 

Hammerad  wrought  scrap 

8 

6 

0.50 

18.00 
28.20 

71 

7? 

78 

74 

75 

Refined  iron 

Many. 

78 

77 

Cold  rolled  iron  not  turned 

Wroaeht  Iron  - .  i- t .....  r 

11 
14 

12 
14 
.... 

0 
0 
0 
0 

p 

2H 

f" 

0.41 

6  to  100 

88 

28.80 

RR 

84 

StaeL 

^ 

^ 

0.52 
0.67 

21.25 

87 

(a)  Twrive  out  of  40  broken  in  5  years.   (6)  New  ends  welded  on  erery  8  years,    (c)  Eighteen  out  of  110 
break  per  year,    (d)  Tamed  to  Z^  inches,   (e)  Indefinitely. 

TABLE  112. — ^TAPERS  OP  STAMP  STEMS. 
(From  Authors  and  Manufacturers.) 


Diameter 
of  Stem. 

Diameter 
of  End. 

Length  of 
Taper. 

Taper 
per  Foot 

Refereoce. 

Inches. 

Inches. 

Inches. 

Inches. 
1.0 
0.9 
0.96 
0.75 
0.48 
0.40 

Loulsi*  (usualX 

Loui8»». 

r/>«i8»». 

E.  P.  Allis  Co. 

B'raser  &  Chalmers. 

Hardman>**  at  Oldham  Mill. 

i 

k 

6 

Si^f 

m 
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The  amount  of  taper  commonly  used  varies  from  0.40  to  1  inch  per 
•foot.  (See  Tables  111  and  112).  American  practice  seems  to  aver- 
age from  i  to  I  inch  per  foot^  while  the  English  practice  seems  to 
average  greater. 

A  stem  generally  breaks  just  above  the  head^  sometimes  just  below 
the  tappet,  the  points  of  greatest  strain.  In  the  former  case  it  can 
be  reversed  and  when  it  next  breaks,  it  can  have  new  pieces  welded 
on  the  ends  and  be  turned  down  anew,  or  be  turned  down  at  both 
ends  without  welding.  When  it  breaks  by  the  tappet,  the  two  parts 
can  be  welded  together  and  then  turned  down.  The  break  is  caused 
by  repeated  bending  stress  in  different  directions.  Some  authorities 
call  this  crystallization  due  to  shocks,  others  say  it  is  not.^*»  ***  At 
the  Owyhee  mill  this  breaking  was  partially  remedied  by  boring  out 
the  boss  and  enlarging  the  stem  at  the  end.  The  Fortuna  mill, 
Bendigo,  uses  this  same  scheme.*^ 

The  details  of  stamp  stems  from  the  mills  are  given  in  Table  111. 
The  figure  on  life,  unless  otherwise  specified  or  very  long,  is  to  the 
time  of  the  first  break.  Thus  at  Mill  64  the  stem  lasts  one  year  be- 
fore it  breaks,  if  the  ore  is  broken  reasonably  fine  by  the  rock  breaker. 
In  two  years  both  ends  have  broken  and  the  stem  has  lost  ten  inches 
of  its  length.  It  is  then  taken  to  the  blacksmith's  shop  and  heated 
to  nearly  a  welding  heat  and  a  new  taper  forged  on  both  ends.  This 
answers  as  well  as  turning  the  taper  in  a  lathe  and  at  the  same  time 
destroys  any  remains  of  the  so-called  crystallization.  This  process  is 
repeated  every  two  years.  Usually,  in  eight  years  the  stem  is  too 
short  and  the  part  running  in  the  guides  shows  some  wear,  so  that 
it  is  discarded,  although  when  the  wear  is  slight,  a  new  piece  is  some- 
times welded  on  the  ends  and  it  is  good  for  several  years  more. 

§  168.  The  Tappet  is  made  of  either  cast  iron  or  cast  steel,  bored 
to  fit  the  stem  loosely.  It  serves  to  transmit  the  lifting  power  of  the 
cam  to  the  stamp.  According  to  Louis,  good,  close-grained,  tough 
cast  iron  is  better  than  any  other  material,  but  the  tendency  in  this 
country  seems  to  be  toward  the  use  of  steel.  It  is  reversible,  having 
a  flange  above  and  below;  the  lower  flange  receives  the  lifting  force 
from  the  cam.  The  gib  tappet  (see  Fig.  132),  invented  by  Zenas 
Wheeler,  is  attached  to  the  stem  -4  by  a  wrought  iron  or  forged  steel 
gib  B  and  two  or  three  keys  K,  The  latter  number  should  be  used 
for  heavy  stamps.  There  is  a  rib  cast  upon  the  side  of  the  tappet  to 
give  the  requisite  backing  for  the  keys.  The  gib  is  flat  on  the  back, 
concave  cylindrical  in  front  to  fit  the  stem,  and  is  set  fn  a  recess  in 
the  tappet.  The  keys  are  of  steel,  slightly  wedge-shaped,  and  force 
the  gib  against  the  stem  sufficiently  to  lock  the  tappet  at  any  desired 
Sharpless  recommends  that  the  middle  part  of  the  key 
be  made  of  mild  steel  which  gives  a  good  grip  while  the  two  ends 
be  made  of  high  carbon  steel  and  then  hardened  so  that  they  will 
not  buhr  over  when  they  are  driven  in  or  out.  The  inside  of  the 
gib  should  have  a  curve  of  slightly  less  radius  than  that  of  the 
stem,  to  give  a  strong  grip.^* 

The  ends  of  the  tappet  are  counter-bored  about  1  inch  wide  and 
1  inch  deep,  to  prevent  it  from  wearing  conical  and  giving  a 
lateral  thrust  to  the  stamp.  The  wearing  surface  is  from  2  to  3 
inches  wide.  Details  of  tappets  from  mills  are  given  in  Table 
113,  and  a  few  dimensions  in  Tal»le  114. 

•  See  also  Howe's  "  MetaUursy  of  Steel,''  p.  10& 


FIG.   131 
STAMP 

STEM. 

height. 


PIG.  132.— 

SECTION  OF 
TAPPET. 
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MiU 
No. 

Material. 

Weight  of 
Tappets. 

Number  of 
Keys. 

Cost 

Life. 

Width  of 

Atiniiln.i' 

Wearing 
Face. 

Weight  ol 
Stamps. 

87 

OMt  Iran 

106 
150 
90 
118 
100 
170 

8and8 

8and8 
8 

DoUars. 

Tears. 

Inches. 
8 

Pounds. 
800 

66 

Chrome  steel 

18.00 

8e4ral. 
OverO 
10  to  18 
Serena. 

860 

68 

8 

660 

S7 

860 

68 

18.00 
11.00 

1,000 
900 

60 

60 

760 

61 

08 

Cest  steel 

CaststeeL 

106 
186 
186 

18.00 

Over  6. 

pt 

960 

1,100 

800 

64 
68 

Chrome  steel 

12.60 

Good  after  6. 7, 8 

66 

180 
180 
106 

ill 

860 

67 
6B 

10.40 
11.60 

y 

866 
800 

71 

860 

78 

750 

78 

160 

600 

74 

960 

n 

Pittshnrff  steel 

118 
110 
40 
186 
186 
188 

•••>•«.•••.. 

Very  long. 

818 

76 

StoS/T./TT. !!!!!.! 

780 

77 

Steel 

8.48 
18.00 

8.76 
10.80: 

8 
8 

650 

88 

Chrome  steel 

Many. 

980 

88 

900 

84 

Steel 

^ 

978 

87 

Cast  Iron........ 

860 

88 

660 

TABLE  114. — ^DIMENSIONS  OP  TAPPETS. 


MmorCtompaay. 

stamp. 

Length 

End 
Diame- 
ter. 

Middle 
Diameter 

Thickness  Flange 

Counterbore. 

Inside 
Diameter 

Gib. 

New. 

Old. 

Diameter 

Depth. 

HomestakeMni... 

Lbs. 
850 
860 
850 
860 
860 

Inches. 
12 
18 
18 
10 
10 

Inches. 
9 

9 
9ft 

Inches. 
6 

■P 

Inches. 

Inches. 

Inches. 

Inches. 

Inches. 

Inches. 

Mm  66... 

Mm  64 

ICRAllisCo 

Fkaser  ft  Chalmers 

4 

4 

About^ 

"W 

7 
7 

Screw  tappets  meshing  with  threads  upon  the  stem  and  held  in  place  by  a 
key  and  vertical  slots,  were  formerly  used,  but  have  pretty  much  disappeared 
from  the  United  States.  They  are  still  used  in  Australia.  At  Mill  77,  the 
Wheeler  gib  tappet  is  found  to  be  cheaper;  it  enables  cold  rolled  shafting  to  be 
used  for  stems,  which  cost  less  than  half  as  much  and  last  longer  than  the 
threaded  stems ;  the  gib  tappets  are  much  quicker  shifted  and  easier  kept  tight ; 
the  old  screw  tappets  were  always  becoming  loose  and  rattling.  The  screw 
tappet  stem  also  is  not  reversible. 

§  169.  Proportions  between  Weights  of  Parts  of  a  Stamp. — ^In  regard 
to  the  weights  of  the  parts,  it  would  seem  wise  to  concentrate  the  weight  at  the 
bottom  so  that  the  pull  upon  the  tappet  may  be  as  direct  as  possible  and  conse- 
quently, the  wear  on  the  guides  at  a  minimum.  This  weight  should  be  put  in 
the  head  rather  than  in  the  shoe  to  prevent  too  great  variation  in  weight  due  to 
wear  of  shoes.  Added  weight  is  sometimes  obtained  by  putting  on  extra  tappets 
at  the  top  of  the  stems.  This  is  not  to  be  commended,  as  it  makes  the  stamps 
top-heavy.  The  place  for  the  weight  is  in  the  boss.  The  stem  must  be  thick 
enough  to  prevent  bending. 

Table  115  shows  the  proportions  of  stamps  in  mills  visited  and  in  two  Aus- 
tralian mills. 
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TABLE  116.- 

—PROPORTIONS  OF 

STAMPS. 

Total 

WeiKlit 

of  Stamp. 

Pounda 

Shoei         1 

H«d. 

Steal. 

TNPpet. 

Dia. 

urn  No. 

■Pomids 

ofTotal 

Weight 
FOonds 

oTTotal 

FooDds  oflbtal 

WeiKhtl      % 
Pounds  or  <fttal 

Weight 
Pounds 

ofTbtal 

87 

800 
860 
660 
860 

900 

800 
8B0 
868 
800 
860 
800 
818 
750 
6S0 
930 
900 
978 
748 
888 

185 
180 

185 
ISO 

m 

180 

la 
uo 

150 
170 
140 
188 
180 
150 
100 
168 
160 
86 
180 
150 
175 
196 
196 

16 
1ft 

» 
18 

16 
14 

18 
SI 
16 
15 
16 
18 
80 
80 
81 
18 
18 
17 
18 
87 
81 

815 
860 
160 
880 
175 

aoo 

845 
880 

87 
80 
84 
86 

86 
86 

840 

888 

890 
860 
456 
500 

48 

« 
44 
43 
...  ^.. 

47 
45 

108 
150 
90 
118 
100 
170 
106 
185 

14 
18 
18 
18 

11 
18 

185 
90 
100 
100 
180 
110 
111 
180 
100 
185 
191 
110 
180 
90 
100 
119 
100 
47 
180 
lOU 
100 
158 
100 

16 

55 

10 

80 

» 

B7 

11 

58 

60 

19 

61 

19 

02 

11 

88 

19 

64 

aoolsio 

840 
800 
840 

86 
88 
85 
80 

800 
840 

aoo 

885 

880 
800 
804 
800 
8»J 
485 

aoo 

485 
885 
886 

87 
40 
85 
41 

as 

87 
44 
40 
40 
46 
40 
44 
48 
41 

185 

lao 

180 
105 

16 
15 
15 
13 

16 

06 

14 

87 

IS 

68 

Ift 

71      

10 

78 

800 
180 
180 
860 
840 
800 
888 
160 

86 
2;S 
84 
48 

90 
88 
94 
81 

88 

150 
119 
110 
49 
135 
185 
135 
66 
60 

19 
14 
15 
8 
15 
14 
14 
9 
7 

19 

75 

M 

75 

IS 

77 

T 

88 

IS 

88 

11 

64 

IS 

Fortuna 

LadyBarklj..... 

98 
IS 

§  170.  Cam  Shaft. — (See  Pig.  133.) — ^It  is  generally  long  enoQ^  for  two 
batteries  with  the  OTerhang  for  one  pulley.  The  object  for  this  lies  in  the  fact 
that  a  break  in  any  battery  causes  a  stop  of  ten  stamps  at  most^  and  of  five 


FIO.   133.— <3AM  shaft  FOR  TEN  STAMPS. 

stamps  only  as  soon  as  the  stamps  of  the  disabled  battery  can  be  hung  up.  The 
batteries  are  usually  driven  by  pairs,  because  driving  single  batteries  multiplies 
expense  of  belts  and  pulleys  too  much. 

The  cam  shaft  is  of  wrought  iron  or  steel  turned  true,  having  a  continuous 
longitudinal  slot  or  key  seat  for  each  battery  a  little  l(Higer  than  the  space  to 
be  occupied  by  the  cams.  The  cam  shaft  is  so  heavily  loaded  both  from  the 
weights  of  the  stamps  and  from  the  blows  which  the  cams  strike  upon  the  tappets, 
tiiat  it  must  be  made  very  strong.  The  diameters  obtained  by  the  author  range 
from  4J  inches  for  light  stamps  to  6  inches  for  heavy  stamps.  The  life  of  mild 
steel  cam  shafts  at  the  Homestake  mill  is  5  years  for  diameters  from  4^  inches 
to  4f  inches,  and  10  years  for  diameters  of  b\  inches.*®  At  Mills  66,  73  and  74 
a  spare  cam  shaft  with  cams  and  pulley  all  fitted  on  it,  is  kept  in  readiness  and 
when  a  break  occurs  it  is  rolled  into  position  in  3  hours  while  the  turning  and 
fitting  of  a  new  shaft  would  take  at  least  48  hours.  Details  of  cam  shaft  are 
given  in  Table  116. 

§  171.  Collars  and  Bbabinos.— Two  collars  (see  Pigs.  90  and  915)  attached 
by  set  screws  are  used  to  guide  the  shafts  inside  the  end  bearings. 

Three  bearings  for  a  ten-cam  shaft,  are  used  (see  Fig.  90).  In  dry  crushing 
mills  these  are  generally  not  babbitted.  In  wet  crushing  mills  the  author  found 
only  three  out  of  thirteen  not  babbitted. 

At  Mill  67  boxes  of  soft  graphitic  iron  in  connection  with  a  mild  steel  cam 
shaft  were  found  to  give  the  best  results.  The  only  lubricant  required  is  an 
occasional  drop  of  light  machine  oil.  This  is  preferred  to  babbitted  boxes  be- 
<«U8e:  (1)  there  is  no  babbitt  to  crack  and  fall  into  the  mortar  and  make  sludge 

'  the  amalgam;  (2)  the  alignment  of  the  shaft  is  more  constant^  the  wear  is 
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TABLE   116. — CAM  SHAFT 

AND  BEARINGS. 

Mill 
No. 

XaterlAl  of  Shaft. 

Length  of 
S&ft. 

Diameter 
of  Shaft. 

Position  of 
Shaft 

Length  of 
Bearings. 

Bearings 
wither 
without 
Babbitt. 

Bearings 

Closed  by 

Cover  or 

Open. 

Weight  of 
Stamp. 

27 

Iron 

Ft.    In. 
14       0 
14       2 
14       0 
14       6 

Inches. 
6 
5 
5 
5.4 

Front* ..... 

Front 

Front 

Front 

Front 

Inches. 
12 
12 
12 
12 

With 

With 

With. 

With. 

Closed. 

Closed 

Tin  cover.. 
Open 

Pounds. 
800 

KB 

Steel 

860 

M 

660 

57 

Iron 

860 

m 

1,000 

R9 

Front 

900 

61 

Machliie  steel 

Steel 

14       0 

12       0 

Front 

Front 

Front 

2=20,8=12 
10  and  12 

Without. . . 
Without... 

Open 

Open 

960 
1,100 

(HI 

880 

64 

65 

iKm. 

14       6 

5 

1 
P 

Front 

Front 

14 

With. 

Open 

800 

66 

Mfldfltf^l    

860 

67 

MildflteeL 

If       2 

Behind..... 
Behind..... 
Behind 

12 
12 

Without... 
With. 

Open 

Closed 

868 

6R 

800 

71 

860 

W 

Front 

760 

78 

Front 

800 

74 

Front 

060 

75 

Front 

818 

76 

Iron. 

18       0 
a20       6 

Behind 

Behind 

Behind 

12 
12 

12 

Open 

dosed....  . 
aosed. 

760 

T7 

Iron ••  ••«••«.. 

With 

With 

660 

88 

980 

88 

900 

84 
87 
86 

llaehine  steel 

Wrought  iron 

14       0 

18       0 

Front 

Front 

Front 

18 
12 

With. 

With. 

dosed 

Cloeed.... . . 

978 
860 
660 

1 i 

(a)  For  26  stamps. 


more  even  and  there  is  no  delay  from  babbitting  boxes  every  4  to  6  months;  (3) 
steel  running  on  cast  iron  requires  much  less  lubrication  than  iron  on  babbitt^ 
making  less  oil  to  be  guarded  against  and  less  oil  for  the  mill. 

These  boxes  are  some  times  covered^  as  in  Fig.  134^  and  sometimes  the  cap 
is  omitted^  as  in  Fig.  135.    The  use  of  the  cap  would  seem  desirable  for  keeping 
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FIG.  134.  FIG.  135.  FIG.  136a.  fig.  1366. 

FIG.     134. — COVERED     BEARING.      FIG.     135. — OPEN     BEARING.      FIG.     136a. — SIDE 
VIEW   OF   CAM.      FIG.    1366. — FRONT   VIEW. 

out  the  dust.  Diagonal  boxes  are  sometimes  used,  but  they  hardly  seem  neces- 
sary as  the  vertical  component  of  the  pressure  is  probably  four  times  the  hori- 
zontal, even  where  a  horizontal  driving  belt  is  used.  The  bearings  need  oil 
grooves  and  drip  pans  to  prevent  oil  from  getting  to  the  plates. 

For  details  of  bearings  as  found  in  the  mills,  see  Table  116. 

§  172.  Cams.— (See  Figs.  136a  and  1366.)— These  serve  to  lift  and  rotate 
the  stamps.  They  consist  of  one  or  more  (generally  two)  arms  cast  on  hubs 
which  are  held  to  the  shaft  usually  by  keys.  The  lifting  surfaces  of  the  arms 
are  made  spiral  to  suit  the  conditions  of  lifting.  They  are  backed  by  strengthen- 
ing ribs.    The  double-armed  cam  gives  less  journal  friction  than  the  single- 
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armed,  because  it  revolves  half  as  fast.  Sectional  cams  made  with  split  hubs 
bolted  together  can  be  changed  without  stripping  the  whole  shaft,  but  unless 
watched  they  are  liable  to  work  loose  and  are  therefore  not  favored.  The  details 
of  cams  as  found  in  the  mills  are  shown  in  Table  117. 

When  cast  iron  is  used  for  cams  a  close-grained,  strong  grade  of  metal  is 
chosen  and  the  bearing  or  lifting  surfaces  are  chilled.  The  author  finds  that 
out  of  17  mills^  9  use  steel  cams,  7  use  iron,  and  one  uses  both.  Open  hearth 
cast  steel  with  0.4%  carbon,  or  chrome  steel,  is  the  best  material  for  cams." 
On  account  of  their  superior  strength  they  need  not  be  made  as  heavy  as  cast  iron. 

TABLE    117. CAMS. 


lb. 

AbbreTiatloiia.-c=rceiitB:  Q.I.  CIl  F.= 
=poaiid;  p.=per;  P.  8.=Pitt8barg  steel; 

Cast  iron  with  chilled  face;  I.  or  Chr.  &asIron  or  dmme  steel; 
r.  C.  I-=Tough  cast  iroa;  Tr.  U.=Trent  UniversaL 

1 

1 

Style. 

MatoriaL 

Weight 

Cost 

Life. 

Diameter 

from 
Tip  to  Tip 

^Hdth 

Wearing 

Face. 

Granedby 

With  or 

Without 

Bfngon 

HobL 

W 

Oniinaiy !! 
Ordinary.. 
OrdiDary . . 

Cast  iron.... 
Chrome  steel 
Steel 

Pounds 
150 
830 
160 

Dollars. 

Tears. 

Inches. 
80 
86 
87 
89 

Inches. 

Axle  Kreaasu 

55 

56 

18.40 
18.00 

10  to  15 
10 
None  broken  fai6 

Axlegraaae 

Axle  grease..... 
Oil 

With^lL 
without 

57 

Steel 

Without. 

6S 
59 
61 
6?! 

5c.p.  lb. 
18.00 

Ordinary.. 

Ordinary".! 
Ordlnaiy.. 
Ordinary . . 
Ordinary.. 
Blanton.... 
Ordinary . . 

Cast  steel.... 
Cast  steel.... 

806 

81» 

(a) 

lb) 

(c) 
Axtegrewe..... 

(d) 
Axle  grease..... 

Without. 
Without 

64 
6G 
67 
6H 
79, 

Chrome  steel 

T.  C.  I. 

C.  LCh.F... 
Chrome  steel 

160 

"889* 
885 

16.00 
"i9!i2 

None  broken  in  8 

8 

None  broken  in  5 

Indefinitely  long. 

Itol4 

89 

80toS4 

84 

88 

Without. 
Without. 
Without. 
With. 

73 

Ordinary . . 

75 

P.  S 

Cast  iron.... 
C.I.Ch.F.(/) 
Chrome  steel 
I.  or  Chr.  S. . 

Tr.U 

Cast  iron.... 

"iTO* 
140 
885 
160 
880 

Indefinitely  long. 

84 

76 

Axle  grease..... 

77 
88 

Blanton.'.!! 
Ordinary.. 

8.06 

"lO.SO' 
80.00 

^ig^long. 

4 

89 
88 

8 
8 

with."  * 

H4 

^ 

?* 

Axle  wn'inM 

87 

(0 

88 

Ordinary.. 

Cast  iron.... 

.... 

(a)  Qraphite  gear  grease.  (5)  Mixture  of  graphite,  tar  and  tallow,  (c)  Albcmy  compound,  (d)  Oraphite 
and  tallow.  Oil.  (e)  Castor  ofl  or  axle  grease.  (/)In  the  quick  drop  stamps,  added  since  the  above  was  writ- 
ten, steel  cams  are  used,    ig)  Ten,  barring  accidents,    (h)  Fraser^s  axle  grease,    (t)  Hard  grease  or  soap. 

The  natural  life  of  these  steel  cams  is  indefinitely  long  unless  the  mill  is  very 
dusty,  when  they  gradually  wear  down.  They  generally  go  by  some  accident,  as 
a  stamp  dropping  on  the  cam.  They  generally  go  at  the  hub ;  sometimes  the  tip 
breaks  oflf."« 

A  ring  of  wrought  iron  is  sometimes  shrunk  upon  the  hub  to  receive  which, 
a  part  is  cut  away  (see  Figs.  136a  and  1366).  This  is  less  used  than  formerly, 
particularly  with  steel  cams. 

Cams  are  keyed  to  the  shaft  by  one  or  two  keys.  When  two  keys  are  used, 
they  are  120**  apart,  furnishing  three  lines  of  bearing,  while  one  key  gives  only 
two  lines  of  bearing.  The  former  gives  the  greater  stability,  but  the  latter  is 
almost  universally  used  in  this  country.  The  key  should  always  be  driven  toward 
the  stamp  stem.  Hardman  finds  that  by  using  a  key  6  inches  long,  IJ  inches 
wide  and  |  inch  thick,  with  a  taper  in  its  whole  length  of  slightly  less  than  4 
inch,  the  cams  never  get  loose  and  it  answers  much  more  satisfactorily  than 
when  the  taper  is  greater  and  the  key  smaller. 

It  is  customary  to  have  one  long  key  seat  in  the  shaft  for  each  of  the  two 
batteries  (see  Fig.  133),  and  to  cut  key  seats  in  the  cams  so  as  to  give  equal  in- 
tervals of  time  between  the  drops.  It  follows  that  where  two-armed  cams  are 
used,  the  key  seats  will  be  advanced  36®  on  the  hubs  of  consecutive  cams  for  a 
five-stamp  battery,  or  18**  for  ten  stamps.  In  the  latter  case  the  even  numbers 
will  be  in  one  battery  and  the  odd  in  the  other  (see  §  196). 
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A  template  for  laying  out  the  key  grooves  in  cams  is  shown  in  Fig.  137.  It 
consists  of  two  similar  discs  rigidly  fastened  to  a  connecting  pin,  and  an  arm 
which  swings  freely  on  the  pin.  The  under  disc  D  is  dropped  into  the  cam  hub ; 
the  arm  is  swung  around  till  the  pin  C  strikes  the  point  of  the  cam ;  the  upper 
disc  E  is  then  turned  until  the  desired  nimiber  of  the  cam  comes  opposite  the 
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PIG.    137. — CAM    TEMPLATE.      PIG.    138. — 
DRIPTING  PLUG. 


PIG.  138. 


mark  A  on  the  arm;  the  kejrway  is  then  marked  out  To  change  from  left 
hand  to  right  hand  cams  it  is  only  necessary  to  turn  the  apparatus  upside  down. 

After  the  key  way  has  been  marked  at  the  end,  a  drifting  plug  (see  Fig.  138) 
can  be  used  for  marking  the  remainder  and  for  calipering  its  depth  so  that  it 
will  exactly  suit  the  key  when  the  groove  is  completed. 

Cams  are  removed  by  driving  out  the  keys  by  a  drifting  tool  (see  Fig.  139). 
The  blow  acts  in  a  direction  opposite  to  that  which  set  the  keys  in  place. 

§  173.  Blanton  and  Other  Self-tightenino  Cams. — The  replacing  of 
broken  cams  of  the  ordinary  type  is  a  tedious  operation.  It  is  made  still  more 
so  by  the  fact  that  the  key  groove  has  to  be  cut  in  the  new  cam  after  the  break 
has  taken  place,  as  it  is  not  usual  to  keep  ten  spare  cams  with  the  grooves  cut  in 


FIG.    139. — DRIFTING   TOOL.  PIG.  140. — BLANTON  CAM  AND  CAM  SHAFT. 

the  ten  positions  to  meet  all  emergencies.  The  Blanton  cam  has  been  devised 
to  overcome  this  (see  Fig.  140).  This  cam  is  attached  to  the  shaft  by  a  taper 
bushing  or  wedge  with  very  acute  angle,  which  wraps  around  the  shaft  and  is 
held  in  position  by  two  pins.  The  action  of  the  wedge  is  such  that  when  the 
cam  does  its  work  of  lifting  it  slips  on  the  wedge,  becoming  tightened  thereby. 
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The  cam  may  be  loosened  by  knocking  it  backward.  R.  T.  Bayliss,  of  Marysville, 
Mont.,  states  that  a  shaft  with  ten  cams  can  be  stripped  and  refurnished  with 
new  cams  in  less  than  half  an  hour,  while  replacing  ten  cams  ordinarily  takes  a 
day. 

To  accomplish  the  symmetrical  arrangement  of  the  cams  around  the  shaft, 
the  pin  sockets  are  bored  36°  apart  for  the  single  battery  and  those  of  the  other 
battery  are  interspaced  between  them. 

For  these  cams,  therefore,  the  order  of  drop  is  settled  at  the  machine  shop  at 
the  time  of  manufacture.  To  have  the  order  of  drop  in  the  control  of  the  mill 
man,  extra  pin  sockets  would  be  needed.  These  extra  sockets  are  not  to  hk  com- 
mended as  tney  seriously  weaken  the  shaft  at  its  circimiference  where  it  can  least 
afford  to  be  weakened. 

The  New  Blanton  cam  (see  Fig.  141)  replaces  the  single  spiral  wedge  by  ten 

taper  faces  planed  on  the  shaft  and  ten  corresponding  faces  planed  in  the  bore 

of  the  cam.    The  new  form  not  only  makes  the  replacing  of  a  broken  cam  a  speedy 

operation,  but  it  places  the  order  of  drop  in  the  control 

of  the  mill  man,  to  be  changed  at  any  time.     There  is  one 

point  in  regard  to  the  New  Blanton  cam  that  will  be 

watched  with  interest,  namely,   since  great  accuracy   is 

needed  in  cutting  the  spiral  surfaces  both  on  the  shaft  and 

cam  bore,  any  irregularity  will  turn  up  in  the  form  of 

uneven  spacing  of  the  drops.     The  wear  of  cams  and  any 

PIG.  141.  difference  in  elasticity  of  the  metal  used  for  cam  hubs  will 

NEW  BLANTON  CAM     tend  in  this  same  direction. 

AND    PART    OP         Patent  cams  similar  to  the  Blanton  in  principle  but 
8HAPT.  differing  in  details,  are  now  made  by  other  manufactur- 

ers, among  whom  are  the  E.  P.  Allis  Co.,  the  Chrome  Steel  Works,  the  F.  M. 
Davis  Iron  Works  Co. 

§  174.  Friction  and  Lubrication  op  Cams. — The  rotation  of  the  stamp 
which  is  accomplished  by  the  friction  of  the  tappet  on  the  cam,  is  emploj'ed  to 
even  up  the  wear  on  the  shoe  and  die  by  causing  the  shoe  to  drop  in  a  different 
position  each  time.  With  rapid  stamps,  too  much  rotation  indicates  too  little 
lubrication.  This  rotation  is  greater  on  the  slow  dropping  stamps  than  on  the 
quick,  owing  to  the  inertia  of  rotation  of  the  stamps.  The  slow  dropping  stamps 
have  longer  cams,  and  this  also  causes  more  rotation.  Although  the  stamps 
are  rotating  when  they  leave  the  cams,  the  speed  of  drop  is  so  great  that  they 
are  practically  dropping  vertically  on  the  ore  and  probably  no  grinding  action 
takes  place  even  with  the  slowest  dropping  stamps. 

The  lubricants  used  are  axle  grease  or  other  hard  compounds,  oil,  tallow, 
molasses  and  water,  molasses  and  flour,  molasses  without  admixture,  and  soft 
soap  with  graphite.  The  last  is  best.*'  Axle  grease  is  made  from  the  grease 
skimmed  off  in  the  manufacture  of  glue  from  animal  matter.  Grease  is  to  bo 
avoided,  or  applied  very  carefully,  when  amalgamated  plates  are  used,  because  it 
sickens  the  mercury. 

Mill  67  reports  that  in  starting  a  new  mill,  it  is  well  to  first  grind  the  cams 
with  an  emery  wheel  with  face  parallel  to  the  cam  shaft,  then  the  use  of  axle 
grease  combined  with  graphite  gives  a  polish  and  finish  to  the  cam  and  the 
tappet,  if  continued  for  about  two  weeks.  After  that,  oil  from  drip  pans  of 
shafting  is  used,  and  there  is  not  the  slightest  trouble  if  the  oil  is  put  on  care- 
fully and  the  stems,  tappets  and  cams  wiped  two  or  three  times  a  day  equally 
carefully. 

The  lubricant  is  usually  applied  periodically  by  cotton  waste  nailed  to  a  stick. 
A  strip  of  canvas  nailed  under  the  guides  and  extending  beyond  them  laterally, 
or  a  wooden  shield  fastened  to  the  battery  posts,  is  used  in  most  of  the  mills  to 


§  175 


GRAVITY  STAMPS. 


195 


prevent  the  lubricant  from  getting  into  the  mortar  and  on  the  plates.  Mill  67 
reports  that  it  uses  a  canvas  shield  only  until  cams  and  tappets  are  faced.  Mill 
77  reports  that  no  shield  is  used,  as  the  cam  shaft  is  behind  the  stamps  and  the 
cams  revolve  away  from  the  plates.  Mill  27  uses  no  mercury  whatever  and 
hence^  has  no  shield. 

§  175.  Lateral  Thrust,  Bight  and  Left  Hand  Gams. — ^The  tendency  of 
the  tappet  is  to  push  the  cam  away  from  the  stamp  during  the  act  of  being  lifted 
(see  Fig.  142).  This  is  greatest  at  the  moment  of  leaving  the  cam.  If  the 
cams  on  one  battery  are  all  right  hand  cams,  while  those  on  the  other  are  all 
left  hand,  then  the  one  set  of  thrusts  will  balance  the  other.    In  this  way  the 


FIG.  142. — ^LATERAL  THRUST. 


RIGHT  HAND  CAM 

FIG.   143. 


LEFT  HAND  CAM 

FIG.    144. 


PIG.  145. — CAM  CURVE. 


thrust  upon  the  collars  is  brought  to  a  minimum.  This  thrust  is  greater  the 
greater  the  eccentricity  of  the  support.  For  this  reason  hubs  are  put  only  on 
one  side  of  the  cam.  The  stems  are  put  on  the  opposite  side  and  as  close  to  the 
cams  as  is  safe.  The  clearance  is  made  about  i  inch  by  Fraser  &  Chalmers,  i 
inch  by  Union  Iron  Works. 

A  right  hand  cam  (see  Fig.  143)  is  one  which  is  to  the  right  of  the  stem 
when  the  top  of  it  is  moving  from  the  observer;  the  hub  also  is  to  the  right 
of  the  cam.    A  lefthand  cam  (see  Fig.  144)  is  just  the  opposite. 

In  every  instance  except  two  in  the  mills  visited,  the  cams  are  paired  off  right 
and  left.  Mill  58  has  15  right  hand  and  5  left  hand  cams  on  each  shaft.  Mill 
77  has  15  right  hand  and  10  left  hand  cams,  arranged  on  alternate  batteries. 
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§  176.  Design  of  Cams. — The  lifting  surfaces  are  in  the  form  of  an  involute 
of  a  circle,  the  radius  of  which  is  equal  to  the  distance  between  the  stamp  stem 
and  the  cam  shaft  center  to  center.  Practically  this  curve  is  laid  out  by  unwind- 
ing a  string  with  a  marking  point  at  its  end,  from  a  circular  disc  of  wood  turned 
with  the  above  distance  as  its  radius  (see  Fig.  145).  The  length  of  string, 
as  BC,  unwound  from  any  given  point,  as  C,  represents  the  height  to  which  the 
stamp  will  be  lifted  by  the  corresponding  point  B  of  the  involute  surface,  pro- 
vided the  whole  of  the  surface  from  A  to  B  had  been  used  during  the  lift.  Tht 
radius  of  the  inscribing  circle  is  therefore  equal  to  the  radius  of  the  cam  shaft 
plus  that  of  the  stem  plus  a  small  amount  which  is  called  clearance,  which  pre- 
vents the  stem  from  rubbing  upon  the  cam  shaft.  Table  118  gives  the  values  of 
these  quantities  as  obtained  from  the  mills,  and  Table  119  gives  those  adopted 
by  manufacturers. 

TABLE  118. — INSCRIBING  CIRCLES  AND  CLEARANCE  USED  BY  MILLS. 


Diameter 

of 

loKribi^ir 
arde. 


MiU 
No. 


Diaiaeter 
of  Stem. 


Inches. 


Diameter 
of  Cam 
Shaft 


laches. 
6 
6 
6 

6.4 


^ 


Diameter 

of 

Ineeribi^ff 
Clrde. 


Inches. 
10 
16 
19 
ON 


lOM 


10 


Clear- 


Inches. 


IH 


^ 


Height  of 
Drop. 


Inches. 
6to6H 
7to9 
5to6U 

n<to8 

0 

7 
5to6 
7to% 

6to7 
6to9 


Mill 
No. 


Diameter 
of  Stem. 


Inches. 
8 

8 


Diameter 
of  Cam 
Shaft. 


Inches. 


'a 


11 
18 


dear- 


Inches. 


M 

(T 


Hi 


Height  of 
Drop. 


Indies. 

6to8 
6 


TABLE  119. — ^INSCBIBINO  CIRCLES  AND  CLEARANCE  ADOPTED  BY  MANUFACTURERS. 


Ifaaufaoturer. 


Diameter  of 
Camshaft. 


Diameter  of 


Diameter  of 

Inscrihing 

Cirda 


dearanoe. 


Fraser  A  Chalmers  (5  stamp  battery). 
Fraser  ft  Chalmers  (8  stamp  battery)., 

Gates  Iron  Works 

Joshua  Hendy  Machine  Works 

McFarlaoeAOo 

Union  Iron  Works 


6 


Inches. 


^ 


Inches. 

ir 
11 


(a)  This  is  the  minimum  ever  used  by  this  company. 

It  is  essential  that  the  distance  between  the  centers  of  the  cam  shaft  and  the 
stamp  stem  should  exactly  equal  the  radius  of  the  inscribing  circle;  otherwise 
the  cam  will  not  strike  fair  against  the  face  of  the  tappet  and  there  will  be  in- 
creased jar,  noise  and  breakage.  Hardman  reports  that  a  Xova  Scotia  mill  had 
15  cams  break  in  a  week^  owing  to  the  distance  between  cam  shaft  and  stamp 
stem  being  |  inch  too  much.  Even  chrome  steel  cams  and  tappets  were  pul- 
verized by  being  out  of  center. 

In  practice  there  is  a  dividing  point  at  about  7-inch  drop  (see  §  197).  As  we 
go  above  this  point,  the  diameter  of  the  inscribing  circle  is  increased  to  suit  the 
height  and  speed  of  drop,  to  do  which,  as  the  drop  increases,  the  clearance  can  be 
increased  by  any  desirea  amount.  Below  this  point  the  works  use  an  inscribing 
circle  the  diameter  of  which  is  nearly  constant  for  all  the  lesser  drops ;  the  figures 
given  are  from  llj  to  9  inches.  From  Table  118  of  mills,  it  appears  that  they 
are  following  the  rule  quite  closely  in  regard  to  their  inscribing  circles,  with  the 
exception  of  Mill  55,  which  was  probably  designed  for  the  Colorado  high  drop 
and  slow  speed. 

In  designing  cams  it  is  common  to  give  them  a  little  larger  inscribing  circle 


g  177 


OBA  VITY  STAMPS. 


197 


and  therefore  a  little  longer  curve  than  that  intended  to  be  used^  so  that  a  slight 
increase  of  drop  can  be  had  if  desired,  while  on  the  other  hand,  a  decrease  of 
drop  can  be  obtained  as  an  expedient  by  raising  the  tappet  and  thus  using  only 
a  part  of  the  cam  curve. 

On  the  last  2  to  4  inches  at  the  point  of  the  cam,  the  curve  becomes  sharper, 
departing  from  the  involute  and  approaching  the  arc  of  a  circle,  as  shown  in 
Fig.  145,  thereby  much  lessening  the  pressure  of  the  cam  upon  the  tappet.  The 
cam  is  cut  away  on  the  delivery  side  in  such  a  manner  that  the  tappet  will  leave 
the  cam  from  an  arc  of  contact  between  1  and  2  inches  in  length,  instead  of  from 
a  point  of  contact  (X  see  Fig.  1366).  These  two  provisions  are  planned  to  save 
both  the  tappet  and  the  cam  from  cutting  and  breaking  at  the  moment  of  parting 
company. 

The  face  of  the  cam  is  IJ  to  3  inches  wide  and  is  much  thicker  near  the  hub 
than  at  the  point.  It  is  backed  by  a  web  about  1\  inches  thick  which  gives  the 
requisite  support.  This  web  for  the  California  stamp  is  3  inches  wide  at  the 
point  and  widens  to  9  inches  at  the  hub.*^  Regarding  the  hub,  the  rule  of  the 
E.  P.  Allis  Co.  is  to  make  its  diameter  equal  to  the  diameter  of  the  inscribing 
circle  and  its  length  equal  to  half  the  distance  between  stems  center  to  center. 
Fraser  &  Chalmers'  standard  cam  has  a  hub  11  inches  diameter  and  5^  inches 
long,  and  Mill  56  has  a  hub  10  inches  diameter  and  5  inches  long,  which  figures 
approximately  follow  the  above  rule. 

The  reader  is  referred  to  the  most  thorough  discussion  of  the  whole  subject  of 
cam  curves  in  Louis'  ''Hand  Book  of  Gold  Milling."  See  also  §  197  under  height 
and  number  of  drops. 

§  177.  Driving  Mechanism. — The  cam  shaft  is  driven  by  belt  and  pulley 
(see  Fig.  90),  or  by  reducing  gears  from  the  main  shaft  (see  Fig.  96).  The 
former  is  the  more  usual  method,  reducing  gears  being  used  in  the  slow  speed 
Colorado  mills.  With  belts  the  usual  method  is  to  operate  two  batteries  of  ten 
stamps  with  one  cam  shaft.  This  is  driven  by  belt  from  the  main  shaft.  With 
gears,  however,  as  many  as  five  batteries  or  25  stamps,  are  mounted  on  one  cam 
shaft.  This  is  driven  by  a  reducing  gear  transmission  and  that  in  turn  by  a 
belt.     Rubber  belts  are  preferred  as  they  are  not  injured  by  moisture. 

The  Pulley  for  belt  transmission  in  all  the  mills  visited,  is  built  up  of  wood 
upon  a  hub  and  flanges  of  cast  iron,  as  in  Fig  916.  This  is  to  avoid  cracking 
due  to  vibration.  The  reader  is  referred  to  Louis'  thorough  discussion  of  this 
subject    Details  of  belts  and  pulleys  are  given  in  Table  120. 


TABLE  120. — ^BELTS  AND  PULLEYS. 


vm 

No. 


terof 
Pnllej. 


Inehes. 
7S 
81 
78 
72 
64 


8-ply  nA>ber.. 


84 
7S 
90 
09 
78 
79 


Material  of  Belt. 


4- ply  rubber. 


S-ply  rubber.. 
5-ply  rubber.. 
8-ply  rubber.. 


6-ply  rubber., 
(a) 


Width 
of  Beit 


Weiffht 
stamps 


Inches. 
14 
14 
16 
14 

T' 

16 
16 
14 

T 

14 


Pounds 
800 
860 
650 
850 

1,000 
900 
960 

1,100 
800 


860 


No.  of 
Drops 

MJmite. 


100 
100 
106 

86 

80 

96 

106 

100tol06 

90 

98 

86 
100 


Mill 
No 


Diame* 
terof 
Pulley. 


Inches. 

69 

78 

64 

71 

71 

T9 
Qeared. 

50 

74 

78 
Geared. 


Material  of  Belt. 


Width 
of  Belt 


Double  leather. . 


5-ply  rubber.. 

6-ply 

8-ply  rubber.. 


Weiffht 
Stamps 


Inches. 

14 

14 

14 

16 

16 

16 
Qeared. 

16 
(6)14 

14 
Oeared. 


Pounds 
800 

860 
760 
800 
960 
818 
660 
990 
900 
978 
650 


No.  of 
Drops 

per 
Minute. 


94 

88 

86 

90  to  108 

90  to  108 

86 

89 

96 
100 
108 

60 


(a)  0-ply  rubber  cross  aud  longitudinally  stitched,    (b)  16  Inches  would  be  better. 

The  Location  op  the  Main  Shaft.— rThis  may  have  the  following  positions: 
{a)  in  front  and  on  the  level  of  the  cam  shaft  (see  Figs.  105,  106  and  107)  ;  (h) 


! 
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behind  near  mortar  on  cross  sills  (see  Figs.  103,  104  and  108) ;  (c)  in  front  at  a 
distance  from  the  mortar  on  the  cross  sills  (see  Fig.  102) ;  {d)  behind  at  a  dis- 
tance from  the  mortar  on  the  cross  sills. 

The  distribution  in  the  mills  is  as  follows:  Mills  57,  58,  59,  61,  62,  65,  67, 
73,  74,  75  and  82,  have  the  main  shaft  forward  and  level  with  the  cam  shaft 
MUls  64,  71  and  72  have  it  forward  on  cross  sills  near  the  foot  of  the  plates. 
Mills  27,  55,  66,  68  and  84  have  it  behind  on  the  cross  sills.  Mill  56  belts  direct 
to  water  wheel.  Mill  76  belts  horizontally  backward  from  the  cam  shaft  to  the 
water  wheel.  Mill  77  has  it  30  feet  in  front  of  cam  shaft  and  4  feet  below  it  (see 
Fig.  146).    Mill  88  has  it  behind  on  cross  sills. 

Shafts  on  a  level  with  and  in  front  of  the  cam  shafts  shut  off  the  light  from 
the  plates  and  require  strong  frames,  but  the  shafts  are  well  placed  for  delivering 
power  and  for  good  attention.  Shafts  near  the  mortar  block  are  in  the  dark, 
exposed  to  dirt  and  inconvenient  to  tend,  and  they  require  tighteners  which  wear 
the  belts,  but  they  give  ample  light  for  the  amalgamated  plates.  Shafts  on  sills 
far  from  the  mortar  blocks  are  in  the  way  of  the  feeder  if  behind,  or  of  the  plates 
if  in  front.    They,  however,  avoid  the  tighteners. 

The  Tightener  (see  Figs.  90  and  91a)  is  a  pulley  mounted  upon  a  frame 


FIG.    146. — ^DRIVING   MECHANISM    AT    MILL    77. 

which  swinffs  on  a  hinge  or  slides  in  a  guide  in  such  manner  as  to  press  inward 
upon  the  belt  and  take  up  its  slack  when  it  is  desired  to  start  the  stamps. 

Clutches. — A  toggle  friction  clutch  attaching  the  driving  pulley  to  the  main 
shaft  is  sometimes  used.  It  enables  two  batteries  to  be  thrown  out  of  connection 
with  the  power  at  a  mementos  notice  without  stopping  the  mill.  Eissler  recom- 
mends a  beveled,  toothed  clutch  moved  by  a  fork  upon  the  cam  shaft,  for  con- 
necting the  pulley.  This  form  releases  the  connection  if  the  engine  is  turned 
backward  and  saves  the  cams  from  breaking.  Friction  clutches  are  used  in  Mills 
67  and  82.    At  Mill  74  friction  clutches  have  been  tried  and  discarded. 

Gearing. — Mill  77  (see  Fig.  146)  has  25  stamps  operated  by  one  cam  shaft, 
and  in  consequence,  uses  a  gear  on  the  cam  shaft  6  feet  diameter,  and  6  inches 
face,  revolving  14^  times  per  minute,  driven  by  a  pinion  gear  1  foot  in  diameter 
and  a  6-foot  pulley,  both  revolving  on  the  ^me  shaft  87  times  per  minute.  This 
pulley  receives  power  by  a  22-inch  belt  from  the  main  shaft,  30  feet  in  front  of 
the  cam  shaft  and  4  feet  below  it.  Mill  88  also  uses  gears,  each  set  driving  10 
stamps. 

"*  178.  Water  Pipes. — Water  is  fed  into  the  battery  in  wet  stamping  to  flush 
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out  the  pulp  and  to  carry  it  over  the  plates  to  the  vanner.  Mills  27,  56,  62,  64, 
68,  77,  82  and  87  have  one  feed  pipe  for  each  mortar,  while  Mills  55,  57,  61,  66, 
67,  71  and  84  have  two  pipes  for  each  mortar.  In  the  latter  case,  1-inch  pipes 
are  commonly  used.  The  pipes  deliver  at  the  rear,  and  each  pipe  should  have  a 
cock.  The  form  of  cock  has  been  a  matter  of  discussion  and  the  round  way  plug 
cock  with  a  removable  wrench,  which  will  remain  set  for  any  given  quantity,  is 
undoubtedly  the  best  f onn.  Fraser  &  Chalmers  prefer  to  add  a  dial  and  pointer 
to  this  cock,  so  that  if  shut  off  it  can  be  let  on  again  to  deliver  the  same  amount  of 
water.  The  common  water  faucet  or  valve  has  a  tendency  to  open  or  close  by 
the  jar  of  the  mill.  Another  method  of  applying  water,  lately  used  with  success 
at  Mill  67,  is  to  feed  in  from  the  front  through  |-inch  nipples,  pointing  upward, 
one  between  each  of  the  two  dies  at  the  level  of  the  top  of  the  foot  plate,  as  shown 
in  Fig.  147.  The  very  low  sill  of  this  mortar  allows  this.  This  avoids  the  hard 
packing  of  sulphurets,  allows  the  settling  of  the  amalgam,  and  is  an  aid  to  a 
rapid  clean  up.     Downward  pointing  jets  did  not  succeed  so  well. 

There  are  two  systems  of  piping  in  common  use.  Mill  66  has  a  3-inch  main  at 
about  the  level  of  the  floor,  running  in  front  of  the  eight  batteries.  From  this 
is  led  a  2-inch  upright  between  each  pair  of  batteries,  branching  at  the  top  either 
way  by  2-inch  pipe.  Each  branch  has  2  one-inch  feed  pipes  with  valves  for  each 
pipe  for  the  individual  battery.  Between  each  pair  of  batteries  there  is  also  a 
1-inch  pipe  with  hose  in  the  passageway  for  hosing  off  the  plates.  Mill  57  has 
the  water  main  running  just  below  the  lower  guide  timber  and  takes  the  2  one- 
inch  pipes  for  the  batteries  and  the  hose  pipes,  directly  from  the  main.  Arrange- 
ments for  heating  water  will  be  taken  up  later  in  §  541. 

§  179.  Feeders. — From  the  bins  the  ore  comes  by  chutes  to  the  automatic 
feeders  (see  Figs.  90  and  91a).  It  is  customary  to  feed  the  battery  by  the  fall  of 
one  of  the  stamps.  The  thickness  of  the  layer  of  ore  upon  the  die  determines 
the  lowest  position  the  stamp  can  take.  When  too  thin,  either  the  tappet  or  a 
collar  on  the  main  stamp  stem,  strikes  a  buffer  which  feeds  the  ore.  The  posi- 
tion of  this  buffer  can  be  graduated  by  a  hand  screw.  In  regard  to  the  choice  of 
stamp  for  operating  the  feeder,  there  seems  to  be  no  special  rule.  Mills  55,  56, 
61,  62,  64,  73  and  84  use  the  center  stamp.  Mills  57,  65,  67,  68  and  82,  use  the 
stamp  next  to  the  end.  Mills  71  and  76  use  the  end  stamp.  Mill  27  uses  either 
the  center  stamp  or  the  stamp  next  to  the  center. 

Hand  feeding  by  shovel  is  still  used  to  some  extent.  One  good  man  can  feed 
20  stamps  for  12  hours,^*  although  one  man  to  15  stamps  is  more  common.  At 
Mill  77,  which  uses  the  Colorado  system  and  has  low  capacity,  one  man  feeds  25 
stamps  per  12-hour  shift.  Machine  feeding  is  cheaper  than  hand  feeding,  gives 
more  uniform  wear  of  dies  and  shoes  and  larger  capacity,  and  reduces  wear  of 
screens.  .  The  distribution  of  feeders  in  the  mills  is  as  follows :  Hendy  Challenge 
feeder  used  by  Mills  27,  53,  54,  55,  56,  57,  58,  59,  60,  61,  62,  63,  64,  65,  66,  68, 
71,  73,  74,  75,  76,  82,  83  and  84;  Templeton  Boiler  feeder  by  Mill  72;  Ham- 
mond Corrugated  Cylinder  feeder  by  Mill  67 ;  hand  feeding  by  Mills  70,  77,  85, 
87  and  88.  The  Hendy  feeder  costs  the  most,  but  works  under  all  conditions. 
The  roller  and  TuUock  feeders  are  both  unreliable  with  clayey  or  sticky  ores.  For 
description  of  these  feeders,  see  the  chapter  on  "Accessory  Apparatus,"  §  624. 

§  180.  Finger  Babs,  Cam  Sticks  and  Overhead  Crab. — Finger  bars  are  used 
for  hanging  up  the  stamps  (see  Fig.  91a).  They  are  props  which  are  pivoted 
upon  a  jack  shaft  resting  in  brackets  bolted  to  the  posts,  and  can  be  swung  under 
the  tappets  to  support  them  on  the  sides  opposite  to  the  cams.  The  five  stand 
upon  one  jack  shaft  which  must  be  strong  enough  to  hold  up  five  stamps  together. 
Tlie  jack  shafts  are  3  inches  in  diametor  and  long  enough  to  reach  between  the 
posts.  The  finger  bars  are  shod  on  the  end  to  prevent  wear  and  are  provided 
with  handles.    The  stamp  is  lifted  above  its  usual  height  by  placing  a  skid  or 
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cam  stick  upon  the  cam,  and  at  the  instant  the  stamp  reaches  the  top  of  this  lift 
the  finger  bar  is  swung  under  and  so  supports  the  stamp  at  a  point  higher  than 
that  reached  by  the  cauL 

The  cam  stick  is  either  a  square  stick  of  wood^  greased  on  the  under  side  and 
shod  on  the  top  side  with  rubber  or  leather  to  prevent  slipping  on  the  tappet,  or 
it  is  sometimes  made  of  strips  of  belting  riveted  together.  In  Mill  73  the  handle 
has  a  flexible  connection  with  the  stick  by  means  of  a  piece  of  rubber  hose,  as 
shown  in  Fig.  148.     This  prevents  any  jar  from  coming  to  the  hand. 

An  overhead  track  with  a  truck  and  a  hook,  supports  a  diflEerential  hoist  which, 
attached  to  a  grip,  furnishes  means  to  hoist  any  stamp  along  the  Une.  Two  com- 
mon forms  of  this  grip  are  shown  in  Figs.  149  and  150, 

§  181.  Setting  Up  a  Stamp. — The  order  of  proceeding  as  described  by  Louis 
is  as  follows:  Put  the  dies  in  place;  lay  a  3-inch  plank  on  the  dies;  set  the  heads 
on  the  plank;  lower  the  stems  into  the  heads  without  packing  if  of  a  good  fit. 
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FIG.  149.— GBIP  USED 
AT  MILL  84. 


PIG.  160. — GBIP  USED 
AT  MILL  74. 


or,  if  the  socket  is  worn,  wrap  a  piece  of  canvas  or  sheet  iron  around  the  stem. 
Tap  the  stem  on  top  with  a  hammer  (guarding  it  with  a  board),  to  set  the  stem 
in  the  head.  Drop  the  stamp  a  few  times  at  a  very  low  drop  with  the  cam. 
Hoist  the  stamp  and  place  the  shoe  with  the  staves  in  position  and  again  drop 
several  times  on  the  plank  to  drive  the  shoe  home.  The  staves  expand  when  wet 
and  hold  the  shoe  firmly.  Take  out  the  plank  and  put  in  a  block  equal  to  the 
height  of  the  drop ;  slip  tappet  on  stem,  rotating  the  cam  until  the  tappet  rests 
upon  the  point  of  the  cam;  drive  the  tappet  keys  home  and  drop  the  stamp 
gently  a  few  times  upon  a  board  until  every  part  is  forced  into  place.  The 
tappets  will  have  to  be  set  again  very  soon. 

§  182.  Maintaining  Height  of  Dbop. — As  the  shoe  and  die  wear,  the  height 
of  drop  increases,  but  is  restored  to  its  normal  by  resetting  the  tappets.  The 
practice  in  the  mills  is  shown  in  Table  121. 

At  Mill  %%y  the  resetting  of  tappets  is  done  as  follows:  Suppose  the  finger 
bars  hold  the  tappets  1  inch  above  the  reach  of  the  cams,  then  blocks  1  inch- 
higher  than  the  desired  drop  are  set  on  the  dies,  the  stamps  are  let  down  on  these 

ocks,  the  tappets  are  let  down  to  the  finger  bars,  and  the  keys  driven  tight. 
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TABLB  121. — ^BESBTTINO  TAPPBT8. 


MiU 
No. 

Height  of 
Dropat  Start 

Height  when 

Tappets  are 

Beset. 

Frequency  of  Be- 
setting. 

Mm 

No. 

Height  of 
Drop  at  Start 

Height  when 

Frequenoy  of  Be- 
setting. 

Inches. 
6 
7 
5 

?* 
5 
S 
? 

T 
?< 

15  days. 

20  days. 

Monthly. 

todays. 

WeSlT. 

On  daily  inspection. 

On  dally  inspection. 

4  or  5  days. 

On  daUy  inspection. 
Weekly.  ^^ 
On  dafly  inspection. 
At  clean  up. 

58 
71 
78 
78 
74 
75 
76 
77 
88 
88 
84 
88 

Inches. 
6 

1 

6 
18 

Inches. 
9 

When  necessary. 
On  daily  inspection. 
When  necessary. 
On  daily  inspection. 
On  daily  insDoction. 

fW 

57 

58 

7 
7 

50 

When  necessary. 
Weekly. 

dO 

9 
8 
9 

61 

I1R 

6 

8 

Fortnightly. 
When  necessary. 
When  necessary. 
15  days. 
On  dally  inspection. 

It5 

m 

07 

6Hor7 

A  bar  may  be  used  for  lifting  the  stamps  when  necessary.  Mill  67  uses  the  same 
method  but  the  block  is  2  inches  higher  than  the  drop. 

At  Mill  73  the  preceding  method  is  employed  at  the  time  of  putting  in  new 
shoes,  but  the  periodic  shifting  of  tappets  to  allow  for  wear  of  shoes  and  dies, 
is  usually  done  without  hanging  up  more  than  one  stem  at  a  time,  except  that 
when  a  feed  stem  is  adjusted,  all  the  others  must,  of  course,  be  hung  up.  When 
the  battery  man  is  ready  to  set  tappets,  he  allows  the  battery  to  "pound  out," 
so  that  the  stamps  hit  the  dies.  He  then  measures  the  drop  with  a  stick  and 
notes  it  mentally.  Next  he  hangs  up  the  stamp  and  loosens  the  keys,  so  that 
the  tappet  can  be  moved  the  desired  amount  by  striking  it  from  below.  The 
keys  are  then  tightened  and  he  goes  on  to  the  next  stamp. 

§  183.  Putting  on  Nbw  Shoes. — At  Mill  73,  new  shoes  are  put  on  the  stamps 
as  follows :  Hang  up  the  stamps,  remove  screen  and  chuck  block,  shovel  out  the 
sand  into  a  box,  drive  out  the  old  shoes,  hoist  the  stems,  put  blocks  under  the 
bosses,  setting  tappets  at  the  same  time,  tighten  the  tappets,  lift  the  stems  to 
take  out  the  blocks  from  below,  put  new  shoes  with  staves  on  them  in  place  under 
the  bosses,  drop  stems  until  shoes  are  driven  in,  return  the  sand  to  the  battery 
and  close  it  up.  The  old  shoes  are  scraped  for  adhering  amalgam,  which  often 
lodges  in  cavities. 

§  184.  The  Clean  Up  consists  in  cleaning  out  the  mortar,  saving  the  amal- 
gam, replacing  worn  parts,  and  putting  in  false  bottoms,  if  used.  The  time 
of  cleaning  up  is  apt  to  be  determined  by  the  amount  of  amalgam  which  col- 
lects in  the  battery,  or  where  inside  amalgamation  is  not  practiced,  by  the  life 
of  the  shoes  and  dies.  The  practice  in  the  mills  is  shown  in  Table  122.  A  few 
examples  will  be  given  to  show  the  variations  in  procedure.  The  first  will  be 
given  in  full,  but  of  the  others  only  the  points  will  be  given  in  which  they  diflEer 
from  the  first. 

At  the  Golden  Star  Stamp  mill  the  clean  up  comes  at  the  first  and  middle 
of  the  month.  The  former  is  carried  on  as  follows  \*^  At  quarter  of  seven  in 
the  morning  feeding  is  stopped.  The  stamps  are  made  to  drop  slowly  so  that 
at  seven  o'clock  there  is  no  more  ore  in  the  mortar  above  the  screen  frame.  The 
splash  boards  are  removed;  the  stamps  are  hung  up,  the  water  is  shut  off,  and 
tne  engine  is  stopped.  The  mortars  on  one  side  of  the  mill  are  then  opened  by 
removing  the  canvas  shields,  screens  and  chuck  blocks.  The  canvas  shields  and 
screens  are  first  roughly  washed  by  playing  a  hose  over  them.  They  are  put 
aside  to  be  more  carefully  cleaned  later  on.  The  six  chuck  blocks  from  the 
batteries  facing  that  side  of  the  mill  which  is  being  cleaned  up,  are  placed  on 
two  apron  plates,  at  each  of  which  are  four  men  to  remove  the  amalgam,  undor 
the  supervision  of  the  head  amalgamator.    This  is  done  by  scraping  the  inside 
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TABLE    122. — ^DETAILS    OF    CLEAN    UP. 


MiU 
No. 


How  Often. 


Tools  Used. 


ProdactB. 


as 

64 
66 
78 

74 

66 

67 

68^ 
W$ 
70 
72 

75 
76 
77 


Weekly.. 
Monthly. 


Weekly 

Semi-monthly.. 
Semi-monthly.. 
Semi-monthly.. 


Monthly 

Monthly 

Monthly 

V  Semi-monthly.. 
Semi-monthly . . . 


Hand  pant 

Clean  up  barrel;  mechanical  batea; 

settling  tank;  clean  up  pan. 
Clean  up  barrel;  hand  pans 


When  a  lot  of  ore  is 
finished 


Small  grinding  pan ;  hand  pans;  amal- 
gamated plates;  settling  tanks. 

Clean  up  barrel;  sluices 

Clean  up  barrel;  clean  up  pan 

Clean  up  barrel;  hand  pans;  batea; 
settling  tanks. 

Clean  up  barrel;  hand  pans;  set- 
tling tanks. 

Rocker;  clean  up  pan. 


ilandpans.. 


Scrap  iron,  to  waste;  coarse  ore,  returned. 
Scrap  iron,  to  waste;    coarse  ore,  retamed; 

l^-mJalgftm. 

Scrap  iron,  to  waste;  coarse  ore,  retamed;  black 

sand,  panned  for  gold. 
Scrap  iron,  to  waste;  cocuve  ore,  returned;  fine 

pulp,  to  chlorination  worJu;  amalgam 
Scrap  iron,  to  waste;  heavy  sand,  to  smelter; 

amalgam. 
Coarse  oro,  returned;  coarse  pulp,  to  pan;  fine 

pulp,  to  chlorination  works;  amalgam 


When  dies  wear  out. 

Semi-monthly 

Monthly 


Screens  and  clean  up  i>an. 


Amalgam;  sulphides;  slimee. 

Qold  amalgam;  sulphides,  and  waste. 

Scrap  iron,  to  waste ;  cocuve  ore,  returned;  ooane 

Eulp,  for  next  barrel;  fine  pulp,  forchlorinat- 
ig  run;  amalgairi. 
Scrap  iron,  decomposed;  coarse  ore,  retamed; 

amalgam. 
Scrap  uxm,  to  waste;  ooarae  ore  and  sand,  re* 
turned;  amalgam. 

Scrap  iron,  to  waste;  black  sand,  to  market. 


Monthly 

Monthly 

When  ales  wear  out, 
When   necessary   to 

put  in  new  shoes 

and  dies. 

Monthly 

Semi-monthly 

Monthly 


Clean  up  barrel;  mechanical  batea; 

hand  pans;  amalgamated  plates. 

Clean  up,  barrel 


Scrap  iron,  to  waste;   coarse   ore,  returned; 

amalgam. 
S  ind,  roturned;  amalgam. 


None.. 


All  returned. 


Scrap  iron,  to  waste;  sand,  returned. 


plates  with  a  chisel.  The  hard  amalgam  drops  off  on  the  apron  plate  beneath. 
As  much  amalgam  is  removed  as  is  possible  without  exposing  the  copper.  Then 
quicksilver  is  sprinkled  on  the  plate  to  dilute  somewhat  the  remaining  adhering 
hard  amalgam.  This  is  then  spread  evenly  over  the  plate  and  brightened  by 
scouring  with  a  whisk  broom  and  tailings,  and  finally  smoothed  with  a  soft 
paint  brush.  The  amalgam  that  has  dropped  on  the  apron  plate  is  collected 
at  the  head  and  put  under  lock  and  key  by  the  head  amalgamator.  In  this 
same  manner  the  chuck  blocks  of  the  entire  mill  are  scraped  and  cleaned  in 
four  sets  of  six  each.  In  the  mean  time,  another  set  of  men  scrape  and  wash 
the  rim  and  flanges  of  the  mortar  and  collect  the  amalgam.  They  also  remove 
the  amalgam  from  the  outside  plates  which  has  settled  during  the  past  24  hours. 
This  is  then  also  taken  in  charge  by  the  head  amalgamator.  The  dressing  of 
the  outside  plates  does  not  take  place  as  yet.  In  order  to  keep  them  soft,  a 
little  quicksilver  is  sprinkled  over  them  and  evenly  distributed  with  the  brush. 
A  third  set  of  men  begin  with  the  work  on  the  mortar  as  soon  as  the  amalgam 
from  the  apron  plate  has  been  removed.  Two  small  platforms  are  placed  at 
its  head  on  the  wooden  frame  for  the  men  to  stand  on.  They  then  remove  the 
water  still  remaining  in  the  mortar  and  shovel  out  the  sands  above  the  dies  into 
a  heap  on  the  apron  plate  (as  these  sands  consist  simply  of  coarse  ore  and  do  not 
contain  any  amalgam,  they  are  returned  to  the  battery  after  the  dies  have  been 
put  again  in  place).  Before  the  die  can  be  taken  out,  the  stamp  has  to  be  raised 
higher  by  an  iron  bar  which  has  its  fulcrum  on  a  cross  piece  resting  on  the 
supports  for  the  splash  board.  To  keep  it  up,  a  4-inch  block  is  placed  on  the 
finger  bar.  The  dies  are  pried  up  with  an  iron  bar,  lifted  out  and  roughly 
cleaned.  Those  which  are  to  be  exchanged  are  taken  away  and  piled  up  to  be 
carefully  scraped  and  washed  in  due  time.  Those  that  are  still  good  are  re- 
0  the  mortar  without  further  cleaning.     After  the  dies  have  been  taken 
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out,  the  remaining  sand,  which  is  rich  in  amalgam  and  contains  pieces  of  iron 
that  have  accumidated  in  the  mortar,  is  shoveled  out  and  piled  up  in  a  con- 
venient place  to  be  treated  separately  in  the  rocker  and  the  pan.  Any  particles 
of  amalgam  that  have  adhered  to  the  rough  sides  of  the  mortar  are  removed  and 
added  to  the  sands.  The  dies  are  now  put  in  place  again.  If  new  shoes  are 
required,  they  are  put  on  as  previously  described  in  §  183.  Then  the  recesses 
for  the  chuck  block,  screen  frame,  etc.,  are  cleaned  by  directing  a  hose  upon 
them,  and  tiiese  are  put  in  place,  the  screens  having  first  been  cleaned  in  a 
wooden  box  with  brush  and  water.  When  the  chuck  block  is  in  place  the  sands 
first  removed  are  shoveled  in  to  fill  the  bottom  of  the  mortar,  up  to  the  top  of 
the  dies.  Tappets  are  set  as  previously  described.  When  the  engine  has  been 
started  up,  the  stamps  that  have  new  shoes  are  first  allowed  to  drop  several  times 
until  the  shoe  is  firmly  fastened  to  the  head.  The  splash  boards  are  put  back 
into  place,  ore  is  fed  into  the  mortar,  the  water  is  turned  on  and  the  stamps  of 
one  battery  after  another  are  let  down  from  the  finger  bars.  Special  care  has 
to  be  taken  by  the  feeders  to  regulate  the  ore  supply,  as  the  mortars  are  empty 
above  the  dies  when  the  mill  starts  up.  The  total  time  required  to  clean  up  this 
120-stamp  mill  is  seven  hours,  employing  both  the  night  and  day  shift.  After 
the  clean  up  is  over,  the  bottom  sands  are  treated  in  a  rocker.  Any  coarse  pieces 
of  iron  are  picked  up  and  collected  in  a  separate  heap.  When  the  sands  have 
been  rocked  for  a  little  while  and  the  hose  has  been  played  on  them,  the  residue 
on  the  hopper  is  broken  up  as  fine  as  possible  with  a  wooden  mallet.  The  prod- 
ucts obtained  by  rocking  are:  (1)  The  coarse  particles  remaining  finally  in  tlie 
hopper;  these  are  washed  in  a  coarse  screen  over  the  clean  up  pan  and  any 
amalgam  remaining  on  the  screen  is  picked  out  and  thrown  into  the  pan,  while 
the  residue  goes  back  to  the  battery.  (2)  The  heavy  sands  that  collect  on  the 
curtain  and  riffle,  which  are  taken  up  in  a  bucket  to  be  worked  in  the  pan.  (3) 
The  sands  settling  in  the  sluice  which  conducts  the  slimes  to  the  waste  flume, 
which  are  shoveled  out  and  returned  to  the  battery.  All  amalgam  goes  to 
clean-up  pan  and  is  treated  in  the  same  way  as  described  under  Mill  66  (§  217). 
The  pieces  of  iron  that  are  picked  out  from  the  sands  in  the  bottom  of  the 
mortar,  are  first  scraped  to  remove  any  amalgam  adhering  to  them;  they  are 
then  thrown  out  upon  a  heap  in  the  yard  and  left  there  to  be  corroded  by  atmos- 
pheric action.  The  rusting  is  hastened  by  adding  salt  to  the  heap  at  various 
times.  Once  a  year  the  iron  that  has  entirely  fallen  to  pieces  is  charged  with 
quicksilver  into  the  pan  and  its  gold  extracted.  At  the  middle  of  the  month 
the  clean  up  is  much  simpler,  as  only  the  chuck  blocks  are  taken  out  and  the 
mortar  is  left  intact,  except,  of  course,  when  any  break  has  occurred  in  shoe  or 
die. 

At  Mill  73  only  one  battery  is  cleaned  at  a  time.  The  water  remaining  in 
the  battery  is  siphoned  and  bailed  out  into  two  rectangular  pans,  15X14  inches 
and  3  inches  deep  on  one  side  and  2  inches  on  the  other.  The  low  side  is  slipped 
under  the  holes  at  the  edge  of  the  mortar  apron  and  as  the  bottom  rests  on 
a  slope  it  makes  the  top  of  the  sides  all  on  the  same  level.  The  screen  and  the 
chuck  block  and  amalgamated  plate  are  sent  to  clean  up  room.     The  outside 

Elate  on  the  mortar  lip  is  scraped  for  amalgam.  The  top  gravel  is  put  into  a 
ox  36X18X12  inches.  The  shoes  are  scraped  off  into  a  gold  hand  pan;  the 
under  gravel  is  put  into  buckets  and  goes  to  the  clean  up  barrel  (§  228).  The 
dies,  the  lip,  and  the  splash  board  are  scraped  and  the  scrapings  are  put  into 
one  of  the  two  rectangular  pans.  These  two  pans  go  to  the  clean  up  barrel.  A 
little  top  sand  is  put  in  the  mortar  before  the  dies  are  put  in,  and  then  the 
parts  are  all  replaced  and  stamping  resumed.  Total  time  required  is  40  minutes 
per  battery.  In  the  clean  up  room  the  chuck  blocks  arc  scraped  with  iron 
scrapers  made  of  old,  womout,  half  round  files,  ground  to  sharp  edges;  the 
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plates  are  re-amalgamated  by  the  use  of  a  little  cyanide  and  sent  back  to  the 
battery;  the  screens  are  cleaned  of  amalgam  and  then  sent  to  the  carpenter's 
shop  for  new  plates,  duplicate  screens  being  always  on  hand  to  go  to  the  battery. 
The  amalgam  obtained  is  ground  separately  for  each  battery  in  a  muUer  mortar. 
The  clean  up  batrel  is  also  here  and  is  described  in  §  228. 

At  Mill  67  the  outside  plates  are  dressed;  the  side  keys  loosened;  the  top 
board  and  screen  are  taken  out;  the  screen  is  dried,  cleaned  and  the  buhr  slots 
closed  up  by  the  foreman;  the  bottom  key  on  chuck  block  is  loosed  until  the 
water  has  all  drained  from  the  mortar,  taking  about  four  minutes;  the  chuck 
block  with  inside  V-amalgamated  plate  attached,  is  lifted  out,  put  on  the  table 
and  the  plate  scraped  and  cleaned;  the  mortar  sands  are  shoveled  into  a  tank 
alongside  the  battery;  the  dies  are  lifted  out  and  cleaned  on  planks  over  the 
long  plate ;  the  shoes  are  cleaned  and  the  final  sands  in  the  bottom  of  the  mortar 
are  taken  out  by  small  hand  shovels  and  added  to  those  in  the  tank.  One 
mortar  can  be  cleaned  thus  in  1^  hours.  The  cleaning  up  of  the  battery  residue 
in  the  tank  is  by  panning  tubs  and  sink,  gold  pans  and  sieve. 

At  Mill  77,  all  the  sand  in  the  mortar  is  returned  without  panning,  as  it 
rarely  carries  much  amalgam  (because  the  plates  collect  it),  and  never  any 
coarse  gold.  The  scrap  iron  waste  collects  upon  the  bottom  bar  of  the  screen 
frame  and  is  thrown  out  when  the  screens  are  changed  or  replaced.  On  all 
these  accounts,  the  clean  up  only  comes  when  the  dies  are  worn  out. 

At  Mill  57  the  residues  from  the  batteries  first  cleaned  are  fed  into  the  battery 
last  cleaned.  The  final  accumulation  from  this  battery  is  removed  in  buckets 
and  panned,  iron  being  picked  out  with  a  magnet.  The  heavy  stuff  from  the 
panning  goes  to  a  grindmg  pan,  while  the  light  stuff  is  treated  in  a  clean  up 
barrel. 

§185.  Power  fob  Stamps. — ^This  is  consumed  in:  (1)  Lifting  the  stamp. 
(2)  Friction  of  the  cam  on  the  tappet.  (3)  Friction  of  the  cam  shaft  in  its 
bearings.  (4)  Friction  of  the  stem  in  the  guides.  The  apparent  waste  of 
power  in  the  blow  which  the  cam  strikes  against  the  tappt  is  not  real,  for  prac- 
tically an  equivalent  amount  of  power  is  restored  by  bringing  the  stamp  to  rest 
at  the  top  of  its  lift. 

Louis  has  made  an  estimate  of  the  power  consumed  for  a  batteiy  of  ten 
900-pound  stamps,  dropping  7  inches  90  times  per  minute,  the  weights  for 
which  are  as  follows:  Weight  of  cam  shaft  (16  feet  X  5  inches),  1,000  pounds; 
weight  of  pulley,  2,050  pounds;  weight  of  10  cams,  1,410  pounds;  weight  of 
5.1  stamps  (the  average  number  being  lifted  all  the  time),  4,590  pounds; 
pull  of  belt,  900  pounds.  He  gets  the  following  results:  Lifting  stamp,  1.432 
horse  power  per  stamp;  friction  of  cam  on  tappet,  0.209  horse  power  per  stamp; 
friction  of  cam  shaft  in  bearings,  0.754  horse  power  for  10  stamps  or  0.075  hor^e 
power  per  stamp ;  friction  of  stem  in  guides,  0.005  horse  power  per  stamp ;  total, 
1.721  horse  power  per  stamp. 

In  designing  mills,  Fraser  &  Chalmers  make  rough  estimates  for  power  for 
stamps  weighing  650,  750,  850,  900  and  950  pounds  as  1,  IJ,  IJ,  If  and  1 J  horse 
power  respectively. 

It  is  easy  to  compute  from  tiie  weight,  the  height  of  drop,  and  the  nnmber 
of  drops  per  minute,  the  horse  power  expended  in  overcoming  gravity.  The 
portion  expended  in  overcoming  friction,  however,  is  not  so  easily  computed. 
We  may,  however,  obtain  a  ratio  between  the  total  horse  power  and  the  horse 
power  to  overcome  gravity,  and  the  ratio  will  prove  of  use  in  computing  power 
for  other  stamps.    A  few  determinations  of  this  ratio  are  given  in  Table  123. 

Table  124  shows  the  horse  power  required  by  the  mills  and  their  duty  per 
^orse  power  based  on  the  calculated  horse  power.     The  column  headed  "Actual 

"se  power**  contains  the  figures  either  estimated  or  measured,  as  furnished  by 
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TABLE    123. — SHOWING    RATIO    BETWEEN    TOTAL    HORSE    POWER    AND    THAT    RE- 
QUIRED   TO    OVERCOME    GRAVITY. 


Ratio. 

Authority. 

Total  Power,  how  Obtahied. 

1.197 
1.009 
1.900 

VonReyt«io» 

Mill  07.. 

Dynamoineter. 
Indicator  on  engine. 
Theoretical  calculation. 

LouiBi* 

the  mills.    The  column  headed  ^^Calcnlated  horse  power*'  is  computed  by  the 
formula, 

Weight  of  stamp  x  drop  in  feet  x  drops  per  minute 

horse  power= : — — X  1.127, 

33,000 
in  which  the  figure  1.127  is  from  Von  Eeytf  s  ratio  in  Table  123. 

TABLE   124. — POWER  FOR  STAMPS. 
AbbreTiation&— E.=B8timated;  H.P.=horsepower;  M.=Hea8ared. 


Mm  Mo. 

Weight  of 
Stamp. 

Heighten 
Drop. 

^wSS.^ 

AetualHoTM 

Power  per 

Stamp. 

Calculated 
Hor»e  Power 
per  Stamp. 

(Average.) 

Capacity  per 
Stamp  per 
94Houni. 

Duty  of 
per  H.  P.  (a) 

97 
68 
64 

FOnndfl. 
800 

760 
800 
880 
660 
860 

900 

780 
90O 
1,100 
880 
800 
860 
868 
800 
860 
860 
780 
800 
960 
818 
760 
660 
980 
900 
978 
880 
860 
660 

Inohe& 

6to(% 

7 
7to0 

7 

6 
6to6 
6to6 

7to% 

6 

«4to7 
4ito7 

6to0 

18 
5 
18 

100 
100 

96 
100 
105 

86 

80 

96 

94 

lOB 

100  to  106 

100 

96 

86 
100 

94 

90 

88 

88 
90  to  109 
90  to  109 

86 
100  to  104 

99 

96 
100 
103 

80 

85 

60 

m 

1.48 
1.28 
1.51 
1.96 
l.tt 
1.61 
1.88 
1.70 
1.90 
1.67 
1.76 
1.46 
1.09 
1.85 
1.86 
1.60 
1.80 
1.9B 
1.10 
1.48 
1.75 
1.60 
1.48 
0.91 
1.90 
1.98 
8.98 
0.94 
1.08 
1.90 

Tons. 
9 

l« 

4 
6 

1.6 
9 

}!f 

8 
9to8 
9 
8.1 

Tona 
1.4 
9.8 
9.9 

66 
68 

67 
68 
60 

9E. 
0.9  E. 
1«E. 

9.1 
6.4 
1.0 
1.5 
0.9 

80 

1.4 

61 
89 

68 

IME. 
1MB. 

1.9 
1.4 
1.4 

64 

86 

IHE. 

1.8 
9.4 

67 
08 
70 

(b)1.8M. 
1  E. 

9.1 
1.1 

71 

9.4 

1 

9.9 

S 

m 

1.9 

79 
78 

9.8 
9.4 

74 

2.0 

75 

8.5 

76 

1.4 

77 

1.8 

88 
88 

IHE. 

1.9 
1.0 

84 
86 

9S. 

1.1 

87 

88 

(a)  Average,  1 .88.    (6)  This  is  for  a  drop  of  6^  inches. 

g  186. — Cost  op  Crushing  by  Stamps. — ^It  is  impossible  to  give  a  general 
figure  to  cover  all  cases,  but  the  various  items  of  cost  can  be  discussed  one  by 
one,  and  the  effect  upon  them  of  varying  conditions  can  be  shown.  The  figures 
are  intended  to  cover  merely  the  cost  of  stamping  and  amalgamating  without 
including  the  preliminary  rock  breaking  or  subsequent  concentration.  The  items 
are  as  follows: 

(a)  Interest,  Taxes,  Insurance  and  Depreciations, — Assuming  $300  per  stamp 
as  the  cost  of  a  battery,  not  including  cost  of  transportation,  and  allowing  10% 
per  year  for  the  above  charges,  also  assuming  the  duty  of  one  stamp  as  2.7  tons 
per  24  hours,  running  350  days  per  year,  then  the  cost  per  ton  crushed  is  3.172 
cents,  which  would  be  increased  by  an  amount  depending  on  the  cost  of  trans- 
porting the  machinery  to  the  mill  site. 

{h)  Power. — ^An  average  of  26  mills  in  Table  124  gives  1.83  tons  of  ore 
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stamped  per  24  hours  per  horse  power.  Using  13  cents  as  the  cost  of  a  horse 
power  per  24  hours,*  the  cost  per  ton  becomes  7.136  cents.  This  is  probably 
low,  as  in  Mills  56,  59  and  72,  using  water  power,  one  horse  power  requires  1.67, 
1  and  1.67  miner's  inches  of  water  respectively,  and  costs  33.33  cents,  18  cents 
and  60  cents  respectively.  This  makes  the  cost  per  ton  stamped  18.213  cents, 
9.836  cents  and  27.322  cents  respectively.  At  Mills  68,  82,  83  and  84,  which 
employ  steam  power,  the  cost  for  fuel  and  attendance  alone  for  engines  and 
boilers  per  horse  power  is  28  cents,  24.7  cents,  11.625  cents  and  16.5  cents  re- 
spectively. This  makes  the  cost  per  ton  15.301  cents,  13.497  cents,  6.352  cents 
and  9.017  cents  respectively. 

(c)  Wearing  Parts. — Average  cost  for  shoes  and  dies  in  14  mills  of  Table 
107,  is  5.030  cents  per  ton. 

Average  cost  for  screens  in  15  mills  of  Table  101,  is  1.233  cents  per  ton. 

Cost  of  mortar  linings  estimated  from  Mills  57  and  64  at  0.5  cent  per  ton. 

Average  cost  for  bosses  in  13  mills  is  0.399  cent  per  ton. 

Cost  of  stems,  estimated  from  data  given  by  Mill  64,  is  0.276  cent  per  ton. 

Average  cost  for  tappets  in  9  mills  is  0.556  cent  per  ton. 

Average  cost  for  cams  in  7  mills  is  0.303  cent  per  ton. 

Cost  for  guides,  belts,  etc.,  may  be  estimated  at  1.000  cent  per  ton. 

(d)  Mercury  Consumed. — Seventeen  mills  give  figures  ranging  from  0.07  to 
8.00  ounces  per  ton.  Omitting  the  latter  amount,  which  is  far  above  all  the 
others,  the  average  is  0.339  ounces  per  ton.  With  mercury  at  $40  per  flask  (76.5 
pounds),  this  amounts  to  1.107  cents  per  ton.  J.  Hays  Hammond^*  states  that 
the  loss  of  mercury  is  i  ounce  per  ton  on  an  average.  This  amounts  to  1.634 
cents  per  ton,  with  mercury  at  $40  per  flask. 

(e)  Labor. — Figures  from  12  mills  range  from  3.2  cents  to  13.6  cents  per 
ton.  The  average  is  7.909  cents  per  ton.  If  hand  feeding  is  used,  it  greatly 
increases  the  cost  for  labor.  Thus,  at  Mill  77,  six  men  at  $3  each,  are  required 
per  24  hours  for  feeding  75  stamps,  crushing  85  tons.  This  amounts  to  21.176 
cents  per  ton,  almost  all  of  which  is  additional  to  the  above  average  figure. 

(f)  Water  Used. — The  average  water  used  in  the  mills,  as  shown  in  Table 
135,  is  6.68  tons  per  ton  of  ore.  The  cost  varies  greatly  in  different  mills.  In 
mills  which  use  mine  water,  the  cost  is  counted  as  nothing,  being  charged  oflE  as 
mining  expense.  At  Mills  56,  59,  72,  and  the  Gover  mill,**  water  costs  30 
cents,  18  cents,  20  cents  and  20  cents  respectively,  per  miner's  inch  per  24 
hours.  A  miner^s  inch  amounts  to  67,05,  67.10,  67.50  and  67.50  tons  of  water 
per  24  hours,  respectively.  For  6.68  tons,  the  cost  would  be  2.989  cents,  1.792 
cents,  1.979  cents  and  1.979  cents  respectively,  that  is,  these  figures  represent 
the  cost  per  ton  of  ore  crushed.  Mill  84,  which  is  in  a  very  dry  country,  has  to 
pump  its  water  18  miles  and  up  400  feet.  The  cost  for  fuel  alone  per  ton  of 
water  pumped,  is  1.097  cents.  The  cost  for  labor  and  incidentals  would  be  at 
least  as  much  more,  making  a  total  of  2.194  cents  per  ton  of  water  pumped. 
This  mill,  however,  by  a  system  of  settling  and  repumping  at  a  very  slight  cost, 
makes  the  water  go  a  long  way,  so  that  only  2.4  tons  of  water  are  actually  con- 
sumed per  ton  of  ore  crushed.  If  the  above  assumption  is  correct,  the  cost  per 
ton  of  ore  is  equal  to  5.266  cents,  but  it  is  probably  low,  because  the  water  main 
is  18  miles  long  and  this  will  have  more  than  ordinary  interest  diarges. 

Running  of  Stamps. 

This  includes  the  effects  of  the  various  conditions  and  adjustments  upon  the 
work  of  stamping,  with  respect  to  quantity  of  ore  broken,  and  the  quality  of  the 
pulp,  that  is  to  say,  whether  it  is  coarse  or  fine,  and  lastly,  the  efficiency  of  the 
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battery  amalgamation.  In  all  the  stamping  problems,  the  machine  will  either 
be  adjusted  so  as  to  put  through  the  greatest  amount  of  rock,  making  the  mini- 
mum of  slimes,  or  it  will  be  adjusted  to  stamp  finely,  making  a  large  percentage 
of  slimes,  sacrificing  quantity  somewhat  to  obtain  that  end.  The  adjustments 
lirill  now  be  taken  up  and  discussed  individually. 

§  187.  Kind  of  Orb. — The  harder  and  tougher  the  ore,  the  slower  will  be  the 
crushing;  the  softer  and  more  friable  or  granular  it  is,  the  more  rapid.  An 
example  of  this  is  in  the  Harshaw  mill,  which  stamped  at  the  high  rate  of  5 
tons  per  stamp  per  24  hours.  The  ore  consisted  of  horn  silver  and  decomposed 
quartz,  clay,  hydrated  oxide  of  iron,  and  black  oxide  of  manganese.  Very  clayey 
ores  tend  to  impede  crushing. 

§  188.  The  Size  of  Feed. — The  smaller  the  lump,  the  more  rapid  will  be  the 
stamping,  until  it  is  so  fine  as  to  be  unstable  upon  the  die.  A  layer  of  rock  one 
grain  deep  is  the  most  efficient  arrangement  for  any  size,  because  it  is  struck 
direct  by  the  shoe  and  cannot  change  its  form  without  fracture.  If  the  layers 
are  several  grains  deep,  they  constitute  a  mass  of  particles  which  can  yield  to 
change  of  form  with  diminished  amount  of  fracture. 

Practically,  however,  there  is  a  minimum  thickness  of  layer  below  which  the 
safety  of  the  die  would  be  imperiled.  This  thickness  would  be  greater  with  a 
heavier  stamp  or  high  drop  stamps,  but  an  average  would  be  about  1  inch. 
Hence,  in  wet  crushing  it  seems  clear  that  the  most  efficient  size  of  feed  is  that 
which  corresponds  to  this  minimum  safe  layer,  and,  since  preliminary  crushing 
by  breaker  is  much  cheaper  than  by  stamps  (less  than  one-fifth  the  cost,  accord- 
ing to  Louis),  the  diminished  cost  is  a  strong  argument  for  feeding  the  stamps 
with  this  small  size.  In  dry  crushing  the  conditions  are  different  and  the  limit 
will  be  lower,  say  f  inch,  or  less.  Some  authorities  claim  smaller  size  than  1-inch 
diameter  as  that  suitable  for  feeding  stamps.  For  example,  Louis  places  it  at 
f  inch  and  states  that  it  may  even  be  economy  to  use  two  breakers,  one  following 
Sie  other,  to  get  this.  Bernard  McDonald"*  reduces  the  ore  to  f -inch  maximum, 
with  crushing  rolls  preparatory  to  stamps  which  crush  3^  to  3^  tons  per  stamp 
per  24  hours.  Rose*"  recommends  J-inch  diameter  for  feed  for  light  stamps, 
i-inch  diameter  for  heavy  stamps.  Thus,  Rose  states  that  the  Huanchaca  Min- 
ing Co.  increased  the  capacity  20%  by  putting  rolls  between  the  breaker  and  the 
stamps. 

In  mill  practice  larger  sizes  than  1  inch  prevail,  as  is  shown  in  Table  125. 
The  three  smallest  sizes  in  the  table,  those  of  Mills  27,  85,  87  and  88,  are  mid- 
dling products. 

TABLE  125. — SIZES  OF  FEED  FOB  STAMPS. 


Ifaziinnm  Size  of  Feed. 
Incly». 

Mills. 

Maximum  Size  of  Feed. 
Inches. 

Mills. 

f{iin  of  mins 

B8,  70,  71,  78 
77 
56 
69 

64,  67,  60,  (K,  78,  78,  74 

1V4 

56,68,66,67,68,82,88,84 

4^4  (Broken  bv  hand) 

iVL 

4     rBroken  bv  hand) 

^ 

68 

jf 

27 

2B^ 

8  mesh 

88 

2^;:;;::::;;;::::::::::;:::::;: 

4  mesh 

86,87 

i*i 

§  189.  Method  of  Feeding. — ^Whether  it  is  done  by  hand  or  by  automatic 
feeder,  the  feeding  of  the  stamp  is  a  most  important  element  in  the  capacity  of 
a  mill.  The  attendant  judges  the  condition  of  the  layer  of  ore  upon  the  die  by 
taking  hold  of  the  stamp  stem  and  following  it  down  while  it  strikes  the  blow. 
If  the  layer  of  rock  is  too  thin  it  will  have  a  decided  rebound ;  if  too  thick,  it 
will  strife  with  a  dull,  sinking  blow ;  if  right,  it  will  strike  a  sharp,  hard  blow 
with  hardly  an  indication  of  a  rebound.     It  is  this  blow  which  stamps  the  most 
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rock  in  34  hours,  and  it  is  well  worth  the  expense  to  employ  enough  intelligent 
men  to  tend  the  feeders  closely  in  order  to  attain  this  end. 

At  Charleston,*^  Ariz.,  in  a  wet  stamping  silver  mill,  the  capacity  of  the  mill 
was  increased  5%  by  sifting  out  the  fine  ore  previous  to  stamping. 

§  190. — Mercury  Fed  to  Battery. — There  seems  to  be  a  number  of  reasons 
in  favor  of  feeding  mercury  to  the  battery.  Some  of  them  will  be  brought  out 
in  the  following  discussion :  A  nugget  of  gold,  lying  on  the  die  under  a  bed  of 
sand  is  violently  abraded  by  the  blow  of  the  stamp.  This  leaves  a  brightened 
nugget  of  gold  of  less  size  than  before  the  blow  and  a  number  of  fine  floating 
particles  which  have  been  scoured  from  the  surface  of  the  larger  nugget.  If 
on  the  other  hand  the  nugget  is  coated  with  quicksilver,  this  plastic  skin  greatly 
hinders  abrasion  and  weights  down  the  fine  particles  of  gold  which  are  abraded. 
As  a  consequence,  both  the  nuggets  and  the  fine  abrasives  are  in  better  condition 
to  be  caught  by  the  quicksilver  of  the  inside  or  outside  plates  than  if  they  had 
not  been  coated.  Commercially,  amalgam  is  a  paste  of  little  nuggets  of  gold, 
each  coated  with  quicksilver,  which  may  or  may  not  have  penetrated  to  the  center 
of  the  nuggets.* 

As  to  the  quantity  of  quicksilver  required,  the  mill  practice  (see  Table  11^6) 
runs  from  1  ounce  up  to  6  ounces  of  quicksilver  for  each  ounce  of  gold  caught 
The  majority  of  the  mills  appear  to  use  about  IJ  ounces  per  ounce  of  gold. 
Inside  amalgamation  as  a  whole,  that  is,  the  use  of  inside  plates,  as  well  as  the 
feeding  of  mercury,  is  used  in  the  majority  of  mills,  the  opinion  being  that  it 
is  better  to  catch  the  gold  as  early  as  possible  by  these  means,  even  though 
capacity  is  somewhat  diminished  by  the  higher  discharge,  or  wider  mortar  re- 
quired to  prevent  scouring  of  the  inside  plates.  No  rule  can  be  laid  down  for 
the  frequency  of  the  charging  or  the  amount  of  the  charge  of  mercury  for  the 
mortar.  The  only  safe  guide  is  the  appearance  of  the  outside  plates.  If  these 
plates  are  hard  and  the  amalgam  is  crumbly,  sufficient  mercury  has  not  been 
added.  On  the  contrary,  if  mercury  is  distinctly  visible  on  the  plates,  either  in 
drops  or  streaks,  or  if  patches  of  bright,  polished  plate  appear,  it  is  evident  that 
mercury  has  been  added  too  freely.  Mill  67  uses  an  enameled  iron  cup  or  bowl^ 
holding  i  pint  in  which  to  keep  the  mercury  and  charges  it  into  the  mortar  by 
pouring  a  sufficient  quantity  into  the  hollow  of  the  hand  and  scattering  it  into 
the  mouth  or  feed  opening  of  the  mortar. 

TABLE   126. — details  OF  MERCURY  FED  TO  BATTERISa 

None  is  fed  In  Mills  27,  68,  B8.  08, 88,  M,  87. 
Not  reported  in  Mills  54,  66,  00,  68, 70,  86, 88. 
lU  ounces  mercury  per  ounce  gold  in  Mills  68,  71. 76. 

Fed  as  required,  judging  from  appearance  and  bardnesB  of  the  ftmalgam  on  tiie  plateB  In  MJIlt  6S,  87, 78, 
78,  74,  78,  88. 

1  to  8  ounces  per  ounce  gold  in  Mill  OB. 

^  »»  \l  It  >t  »»         tl       M 

6  **       **       **         **     **     **    S7. 

i1^  tl  tt  M  tl        tt         tt      M 

lU         "       "       •*        "     "     "    61.' including  outside  plates.  * 

l«to9  "       "      "        ''     ''     '*   64,  according  to  appearance  and  hardness  of  amalgam,  or  M  to  ^ 
pouna  per  battery  per  94  hours,  according  to  appearance  of  amalgam  on  apron  plates. 
It  is  fed  hourly  in  Mills  66,  6B,  66,  71.  78,  74. 
It  is  fed  every  8  hours  in  MiU  75;  others  not  reported. 

The  amount  of  mercury  fed  may  be  used  to  calculate  the  probable  result  of 
a  clean  up  at  the  end  of  a  run.  Thus  W.  J.  Loring  at  Mill  73  takes  the  total 
amount  of  quicksilver  fed  during  the  run  and  assumes  a  product  of  $14  or  $15 
per  ounce  which  experience  has  shown  to  be  about  right;  to  this  he  adds  the 
value  of  hard  amalgam  removed  by  steel  scrapers  (see  §  533),  estimated  at  $70 
per  pound.  The  total  will  be  very  nearly  the  yield  of  the  clean  up.  Of  cofurse 
the  values  to  be  assumed  will  vary  in  different  mills  and  can  only  be  found  by 
experience. 

*  For  a  Tory  fuU  discussion  of  amalgams,  see  Louls,>*  p.  79. 
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With  any  given  ore,  the  amount  of  mercury  fed  and  the  concentrates  obtained 
day  by  day  will  usually  form  a  basis  for  estimating  the  assay  value  of  the  ore. 
If  one  of  these  factors  varies^  the  other  should  vary  likewise  provided  the  amal- ' 
gamated  plates  are  always  kept  of  the  same  consistency. 

§  191.  Abba  of  Dischabqb  is  the  total  area  of  openings  through  which  the 
water  actually  issues.  There  are  two  qualities  of  the  screen  which  affect  this: 
(a)  The  percentage  of  opening  in  the  screen,  and  (b)  the  horizontal  lengtii  of 
screen.  The  effect  of  the  former  upon  capacity  and  quality  of  crushing  has 
been  discussed  under  screens.  (See  §  145  et  seq.)  In  regard  to  the  latter,  since 
the  splash  rarely  exceeds  9  inches  in  height  on  the  screen,  the  available  height  is 
nearly  constant,  whatever  the  actual  height  may  be.  This  leaves  the  len^  of 
the  screen  as  ihe  measure  by  which  the  area  of  discharge  will  be  increased. 
Greater  length  can  be  gained  by  cutting  down  the  vertical  bars  between  the 
panels  to  the  narrowest  safe  limit,  but  double  discharge,  that  is,  discharging  in 
front  and  behind  (see  Fig.  115),  gives  the  largest  gain.  Double  discharge 
would  seem  logically  to  be  advisable  where  high  speed  of  crushing  is  sought. 
(See  §  144.)  It  has,  however,  not  found  favor  in  most  mills  for  the  following 
reasons:  (a)  It  requires  more  water  per  ton  of  ore  stamped,  which  may  dilute 
the  pulp  too  much  for  the  vanners,  while  the  capacity  is  only  slightly  increased. 
At  Clunes,  Australia,  double  discharge  batteries  use  8  to  10  gallons  of  water  per 
stamp  per  minute  for  2|  tons  of  ore  crushed  per  24  hours,  while  at  Ballarat, 
single  discharge  batteries  use  5  gallons  per  minute  to  crush  2  tons  in  24  hours 
per  stamp.^^  (b)  Double  discharge  gives  less  time  for  battery  amalgamation. 
(c)  The  splash  or  swash  in  the  wider  mortar  acts  less  violently  upon  iw  screens, 
wMch  are,  therefore,  more  likely  to  clog  up.  (d)  ^he  rear  screen  is  awkwardly 
situated  for  changing  and  in  consequence  is  liable  to  be  neglected*  Bernard 
McDonald,^'*  however,  commends  the  double  discharge.  He  finds  the  rear 
screen  lasts  as  long  as  the  front,  namely,  10  to  14  days.  Mill  66  also  finds  the 
rear  screen  lasts  as  long  as  the  front 
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mn 

No. 

TkitalScnen 
Area. 

Net  Length 
ofScraeiL 

NetAraaof 

Ca«MJlty 
perMhoure. 

d 

Total  Sereen 
Area. 

Net  Length 
of  Screen. 

Net  Area  of 
ppentngs 
in  Screen. 

perBtamp 
per94houra 

9r 

66 

Sq-Inehfla. 
1,066 

886 
600 

s 

498W 

Inohes. 

86 
AbODt60 
86 
46 
60 

88 

48 
48 
47 

887.6 

848.8 

09.1 

8l6i4  or  808.4 

76.4 

88.4 

70.8 

41.Sor60 

Tons. 
8.0 
4.0 
6.0 
1.6 
8.0 

8.0 

•  to8 

8.1 

8.876 

9.6  to  8.86 

66 
71 
72 
78 
74 
76 
76 
77 
88 
84 
87 

8,.  gob-. 

i  •" 

894 
198 
618 
646 

800 

Inchefl. 
48 

44 

49 
86 
64 

48 
96 
100 

8q.Ikiohe8. 

187.0 

S.4 

66 

m 

B8 

18 

68.7 
90.6 
149.1 

S:! 

8.6 

8.76 

9.9 

8.6 

61 
68 

64 

96.1 
908.6 
478.1 

66 

76.9 
About84.6 

87 

§192.  Triplb  Dischabob,  Two-Stamp  Mills. — Several  mannfacturers, 
among  whom  are  the  Joshua  Hendy  Machine  Works,  Fraser  &  Chalmers,  and 
the  Hammond  Manufacturing  Co.,  are  making  two-stamp  batteries,  which  have 
large  area  of  discharge.  They  are  especially  adapted  to  prospecting  and  develop- 
ment work.  In  the  Joshua  Hendy  design  (see  Pig.  151),  the  stamp  weighs  850 
pounds  and  drops  an  average  of  6  inches  100  times  per  minute.  The  moiiar  has 
two  end  screens,  the  area  of  each  of  which  is  115  square  inches,  and  a  front 
screen  whose  area  is  236  square  inches,  making  a  total  of  466  square  inches 
screen  area,  which  is  nearly  equal  to  that  of  their  ordinary  five-stamp  battery 
with  single  issue  (520  square  inches). 
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,The  Hammond  Manufacturing  Co.  two-stamp  battery  has  the  stamps  weighing 
850  pounds  each,  with  speed  and  parts  similar  to  regular  stamp  mill.  The 
L  capacity  of  the  mill  is  4  to  7  tons  per  day,  using  about  4  horse  power. 


FRONT  VIEW 

FIG.    151. — ^TWO-STAMP  MILL. 
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§  193.  Size  op  Holes  in  Screens. — Other  things  being  equal,  the  larger  the 
holes  in  the  screen,  the  greater  will  be  the  capacity  of  the  stamps,  and  the  less 
will  be  the  slimes.     To  illustrate  this  the  following  examples  are  given : 

(a)  The  results  of  trials  with  three  sizes  of  screen  made  at  the  Ontario  dry 
stamping  mill.*®"  The  stamps  weigh  850  pounds  each  and  drop  7^  inches  93 
times  per  minute. 

Mesh  of  screen  used 16 

Tons  crushed  per  stamp  per  24  hours 8.96 

SIZING  OF  THE  PRODUCTS. 

On  20  mesh 8 .  5j( 

Through  20  on  80  mesh. h.\% 

Through  80  on  60  mesh. \i.\% 

Through  60  ou  90  mesh 12.8)( 

Through  00  on  120  mesh ^.7% 

Through  120  mesh 64.^ 

(5)  A  trial  of  two  sizes  of  screen  at  Mill  67 : 

Size  of  battery  screen  used SOmesh 

SIZING  OF  PULP. 

On  60  mesh 9fL  0.5j( 

Through  60  on  60  mesh 5)(  2.6j( 

Through  60  on  80  mesh H  4.0i 

Through  80  mesh. ^  08. Oy 


20 
2.76 

«?.» 

0.0j< 
4.89t 
14.73J 
11.09( 
II.OJC 
60.(» 

O.OjC 

lO.Ojt 
18.6)t 
67.7JJ 
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This  led  to  the  adoption  of  the  30-mGsh  screen,  as  the  assays  showed  very 
little  difference  in  the  two  cases.  With  either  screen  the  tailings  above  80  mesh 
assayed  50  cents  per  ton  and  those  below  80  mesh  66  cents  per  ton. 

(c)  A  trial  of  two  sizes  of  screen  at  Mill  56: 

8ise  of  screen  UMd lOmesb  Mmeah 

T6n8  onuhed  per  M  hoars  per  stamp 4  8.0 

SIZING  TESTS  OF  PULP. 

OnSOmeeh Iflg^  O.QK 

Tlirooii:h90on40mesh aw  18.0M 

11irough40on60mesh iQjK  18.0M 

Through  60  on  80  mesh ^  0.00< 

Through  8U  mesh «y  SO.OQjt 

(d)  Another  test  at  Mill  66^  using  a  ll-mesh  screen  on  ore  that  contained 
12.46  ounces  of  silver  per  ton  and  0.59  ounce  gold. 

Abbreviation.— Oz.  sounces. 


PerCtent. 

AsBi^in 
Ox.   aiver 
per  Ton. 

Assay  in 
OzTGold 
per  Ton. 

Per  cent  of 

Total 

Silyer. 

Per  cent  of 
Total 
Gold. 

On  20  mesh 

1.18 
6.13 
5.66 
8.15 
1.44 
1.78 
4.14 
8.86 
68.88 

81.76 
6.76 
6.60 

81.80 

17.40 
8.80 
7.46 
0.41 

11.90 

S.08 
0.80 
1.48 
1.70 
0.68 
0.88 
1.86 
0.74 
0.80 

8.09 
8.47 
8.08 
14.86 
8.11 

i.ae 

8.60 
6.61 
68.06 

6.66 

8.11 

14.18 

88.48 

1.87 

0.98 

8.68 

10.88 

88.18 

Through  90  on  80  mesh 

Tlirough  80  on  40  mesh. 

Through  40  on  60  mesh \\,\,. 

Throu^  60  on  60  mesh. 

Through  60  on  70  mesh 

Through  70  on  80  mesh 

Through  80  on  100  mesh • 

T^FX^ngh  100  DMSh. i .  ^  i  ^  i  i  i !  i  i  i . 

(e)  A  sizing  test  at  Mill  77: 

On80mesh(0.60'mm.> 0.84]( 

Through  80  on  40  mesh  (0 .  60  to  0. 4S  mm.) 9 .  81  jt 

Through  40  on  60  mesh  (0.48  to  0.85  mm.) 8.96)t 

Through  60  on  OOmesh  (0.96  to  0.16  mm.) 1.96)^ 

Through  80  on  190  mesh  (0.16  to  0.18  mm.) 18.6SK 

Through  190  on  800  mesh  (0.19  to  0.068  mm.) 89.9e9( 

Through  800  mesh  (0.068  to  0  mm.). 87.96j( 

Total 100.0(M 

This  shows  the  quality  of  crushing  under  the  Colorado  system. 
(/)  Two  mills  in  Placer  County,  Cal.^« 


Name  of  Mm. 


Morning  Rtar  Cement  Gravel  Mine . 
Cement  Gravel  t)rif  t  Mining  Co 


Weight  of 
Stamp. 


Pounds. 

860 

1,160 


Height  of 
Drop. 


No.  of  Drops 
per  Minute. 


Inches. 
6to8 
6to8 


Size  of  Hole. 


96  to  100 
96 


Inches. 
A  (round) 

78 


Capacity  per 
Stamp  per 
84  hours. 


Tons. 
19 
8 


The  capacities  of  these  two  mills  are  exactly  proportional  to  the  sizes  of  holes^ 
even  ftough  the  one  which  has  less  capacity  has  much  the  heavier  stamp. 

(g)  Pi^her  sizing  tests  may  be  found  in  Tables  318  and  319. 

On  the  other  hand,  the  size  of  the  holes  should  be,  theoretically,  small  enough 
to  free  the  particles  of  gold  and  auriferous  sulphides  from  the  (juartz ;  practically 
this  can  rarely  be  done ;  we  simply  approach  nearer  to  the  desired  condition  the 
finer  we  crush.  Just  where  the  limit  should  be,  will  be  found  out  only  by  ex- 
periment. Thus,  at  Mill  75,  a  trial  of  a  finer  screen  (24  mesh),  slightly 
increased  the  yield  of  free  gold  and  also  slightly  reduced  the  loss  of  the  same  in 
the  tailings,  but  at  the  same  time,  the  value  of  the  concentrates  was  reduced  and 
the  loss  of  concentrates  in  the  tailings  was  increased.  As  this  netted  about  the 
same  total  loss  per  ton  in  the  tailings,  coarser  crushing  produced  the  best  results, 
all  tilings  considered. 
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Similarly,  Mill  69  uses  a  No.  0  punched  tin  screen  with  holes  0.026  inches 
(0.658  mm.)  in  diameter  and  21.0%  of  opening,  and  crushes  3.25  to  3.3  tons 
per  stamp  per  24  hours.  A  No.  1  tin  screen  with  holes  0.032  inches  (0.814  mm.  > 
in  diameter  and  26.2%  of  opening,  would  increase  the  capacity  about  \  ton  and 
would  effect  the  same  saving,  but  the  concentrates  would  be  enriched  at  the  ex- 
pense of  free  gold,  which  is  amalgamated  in  the  former  case. 

The  fineness  of  the  screen  affects  the  amount  of  attrition  of  the  gold  particles. 
A  particle  of  gold  resting  upon  the  die  is  powerfully  abraded  by  the  quartz  as 
the  stamp  falls  upon  the  latter;  the  longer  the  gola  nugget  remains  upon  the 
die  the  greater  the  abrasion.  The  abrasion  helps  extraction  to  the  extent  that 
it  brightens  the  gold  nugget,  but  the  fine  gold  particles  which  are  abraded, 
although  bright,  are  yet  so  light  as  to  be  caught  with  difficulty.  It  follows  that 
the  fine  screens  may  overdo  the  limit  of  good  work  when  the  gold  is  coarse. 

§  194.  Height  of  Discharge. — By  this  is  meant  the  height  of  the  top  of  the 
chuck  block  or  of  the  lower  bar  of  the  screen  frame  above  the  surface  of  the  die 
(see  Fig.  112&.)  It  will  be  seen  that  as  the  die  wears,  the  height  of  discharge 
will  increase.  For  uniformity  of  work  it  is  important  that  this  height  should  be 
kept  constant.  To  do  this,  four  methods  are  used,  (see  Table  128):  (1)  By 
replacing  a  higher  6y  a  lower  chuck  block.  (2)  By  reversing  the  screen  frame, 
to  replace  the  wide  bar  by  the  narrower.  (3)  By  removing  slats  from  the 
screens  either  outside  or  inside.     (4)  By  raising  the  die  by  false  bottoms. 

TABLE   128. — ^HBIGHTS  OF  DI8CHABGB. 


Mill 

No. 


Lifted  out  of 
Water  or  Not. 


Height  of  DiaehMge. 


How  Regulated. 


S4 
56 
66 

67 
66 
80 
00 
61 
« 
68 
64 
66 
88 
87 
86 
71 
7t 
78 
74 
75 
76 
77 
88 
88 
64 
87 
86 


Inches. 

lK2to6 

0 

4 

8 

9<to4 

4to6 

4 


Not  regulated. 


6tol 
6to7 


8  to  18  (usually  7) 
4to8H 

7 

10 

10 

7 

7to9 

18  to  15 

4to7« 

8to6 

8(wheB  dies  are  new) 

8 


Berersiag  aoreen  framei 

Falae  boSom  2  inehee  thiidc. 

Remoyabie  slats  on  outside  of  screen. 

Chuck  block  changed  for  1-inch  wear  of  die. 

Chuck  block  dianged  for  every  inch  wear  of  die. 

Chuck  block  made  of  l-Inch  secUons. 

Chuck  blocks  8  and  6  inches  high  and 

Variable  chuck  bk)ck. 

Chuck  block  with  U-indi 

Variable  chuck  block. 

Chuck  blocks  7  and  6  inches  hit 

Chuck  blocks  10^  6  and  6  inches 

Uses  screen  frames  6L IM  and  1^4 

Chuck  block  made  or  l^inch  seotkNiB. 
Variable  chuck  block, 
ariable  chuck  block. 
Variable  chuck  block. 
Variable  chuck  bkxsk. 
Reversing  screen  frame. 
No  regulation. 

Changre  screen  fimme  ^  to  IW 
Variable  chnok  block. 
Chuck  blocks  8, 8  and  1  taioh  high. 
No  regulation. 
Variable  chuck  blocks. 


(a)  Stamps  are  lifted  out  of  water,    (b)  Stamps  are  not  lifted  out  of  water. 

Height  of  discharge  affects  both  the  quantity  crushed  and  the  quality  of  tiie 
crushed  pulp,  probably  more  than  any  other  one  thing.  Low  discharge  is  rapid 
and  gives  great  capacity,  with  a  corresponding  absence  of  slimes.  The  particlea 
are  discharged  almost  as  soon  as  they  are  small  enough  to  pass  through  the  screen. 
High  discharge  is  slow  and  gives  much  increased  proportion  of  slimes.  It  acts, 
in  fact,  more  as  a  hydraulic  classifier  lifting  over  only  the  particles  that  will 
rise  in  the  current  produced  by  the  feed  water  and  the  swash  of  the  stamp, 
"^igh  discharge  with  30-mesh  screen  has  not  infrequently  been  foimd  to  give 
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90%  of  pulp  that  would  pass  through  SO-mesh  sieve.  High  discharge  may 
enable  a  coarse  screen  to  be  used  for  fine  crushing  and^  therefore,  diminishes  the 
cost  of  screens. 

If  battery  amalgamation  is  the  primary  object  sought  and  subsequent  concen- 
tration is  simply  auxiliary  to  it,  then  high  discharge  is  to  be  advocated,  that  is 
6  to  9  inches  in  California,  13  to  18  inches  in  Colorado,  and  the  diflBculty  of  con- 
centrating the  fine  slimes  is  condoned.  If,  on  the  other  hand,  the  battery  is 
considered  simply  as  a  crusher,  preparing  the  ore  for  subsequent  concentration, 
while  the  battery  amalgamated  plates  are  auxiliary,  then  low  discharge  should 
be  adopted.  Very  fine  stamping  under  these  conditions,  however,  is  hardly 
possible,  as  it  is  very  hard  to  maintain  the  fine  screen  required.  Whether  con- 
centration or  amalgamation  is  to  be  made  the  primary  object,  can  only  be  decided 
by  studying  the  problem  of  the  ore.  The  tendency  is  toward  the  former.  Three 
examples  are  given  for  illustration: 

Mill  61  reports  that  the  losses  increase  as  the  slimes  increase.  For  this 
reasoA  a  discharge  low  enough  to  diminish  sliming  and  high  enough  to  favor 
battery  amalgamation,  is  used. 

In  Mill  64,  by  varying  the  height  of  discharge  and  of  the  size  of  the  holes  in 
the  sieve,  the  conditions  giving  the  maximum  yield  were  found  as  shown  in 
Table  129.    Of  these,  the  No.  6  screen  with  6  inches  height  of  discharge,  was 

TABLB  129. — CONDITIONS  TBIBD  IN  MILL  64. 


Siae  or  Screen  Hola 

^ 

Value  of 
Tailings 
per  Ton. 

Needle  No. 
5 
6 
7 

s 

loohes. 
0.089 
0.0B7 
0.084 
0.088 

Inehee. 
6 
6 
7 
8 

Cents. 
Trace  to  80 
Trace  to  80 

40 

76 

adopted,  because  free  gold  was  found  in  the  concentrates  when  No.  5  screen  and 
5  inches  height  of  discharge  were  used. 

FhiUip^  reports  that  at  the  Morro  Velho  mine,  Brazil,  on  pyritic  ore,  using 
stamping  without  amalgamation  followed  by  concentration  on  strakes  and  barrel 
amalgamation  of  the  concentrates,  they  obtained  results  as  shown  in  Table  130. 

TABLB  130.— EZPERIENCB  AT  MORRO  VELHO  HINB. 


ES^. 

Pulp 

througnUO 

MeSb. 

^ssr 

Loos  of 
Odd. 

CaiMdtyof 

Stamp  per 

Day. 

Incbes. 
6 
80 

87.5 

00 

eo 

h 

Tods. 
1.8 
1.8 

The  height  of  the  water  in  a  battery  is  governed  by  the  height  of  disdiarge 
and  is  usually  from  2  to  6  incbes  above  the  top  of  the  chuck  block,  although  tibe 
splash  may  rise  as  high  as  16  inches  on  the  screen.*  It  follows  from  this  that  the 
stamps  may  or  may  not  rise  above  the  water  at  every  stroke.  In  speaking  of  this 
the  author  will  use  the  words  splash  and  swash.  The  splash  is  the  effect  produced 
when  the  stamp  is  lifted  out  of  the  water.  Swash  is  the  effect  produced  when  it 
is  not.  The  former  causes  a  much  more  violent  cutting  action  of  sand  and  water 
upon  the  plates,  screens,  mortar  sides,  etc.,  than  the  latter.  This  is  particularly 
true  with  a  low  cbscharge. 
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1 195.  Stay  Batteby  and  Overflow  Battery. — Where  water  is  very  scarce 

and  the  height  of  the  issuing  water  on 
the  screen  would,  therefore,  be  very 
small,  Rittinger  reports  that  a  stay  box 
is  used  outside  the  mortar,  which  has  a 
'vestricted  discharge  through  a  small 
nipple  Wj  (see  Fig.  162).  The  eflPect 
of  this  is  to  give  a  large  screen  area  for 
sifting,  and  a  very  much  thickened 
pulp  through  the  small  nipple.  It  has 
the  further  advantage  that  the  screen 
does  not  clog  by  chips  of  wood  and 
jthere  is  less  sliming  than  in  an  ordi- 


wm^w^ 


ittH- 


100    0  600  3( 

PIG.   152. — STAY  BATTEBY. 


1000 


FIG.    153. — OVERFLOW 
BATTEBY. 


nary  battery.    This  battery  is  called  Stamsatz,  or  stay  battery. 
Rittinger  also  describes  the  achuber- 
satz,  or  overflow  battery,  which  omits   Ka^^i?8i^^""i'*t*^  e 
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no.  164. 


the  screen  and  substitutes  a  narrow 
vertical  passage  gab  with  entrance 
•near  the  die,  and  exit  at  the  level  of 
the  water  in  the  mortar,  thus  dischar^ 
ing  fine  stuff  if  wide,  and  coarse  if 
(narrow  (see  Pig.  153). 

§  196.  Ordeb  OF  Dbop. — This  is  the 
most  efficient  means  of  distributing 
the  rock  evenly  upon  the  dies.  The 
blow  of  the  stamp  upon  the  die  should 
be  arranged  to  throw  ore  upon  the 
adjacent  dies  to  feed  the  next  following 
stamps.  The  wave  motion  and  the 
lengthwise  swash  must  be  evenly  bal- 
anced to  prevent  the  heaping  up  of  the 
ore  at  one  end  of  the  mortar,  leaving 
the  die  at  the  other  end  bare,  thereby 
decreasing  the  capacity. 


Bmekmad. 


FIG. 


These  flffures  are  intended  to  show  the  relative  poeitions  of  stampe  with  different  ordera  of  dro^  Thflf 
are  taken  from  Table  182,  which  jrives  the  eBtimated  time  for  an  8-inch  drop— 91  drops  i 
fuU  lines  ''  *  -...—  -.—. 


per  minute.    veitleS 


represent  time  for  lirtinK:  dotted  lines  represent  time  for  falling;  blanks  represent  rebomid  and 
■he  zigsag  lines  are  drawn  through  the  points  where  the  different  stamps  begin  to  rise,  and  thfltetqr 


-•pose.    Thezfgsag 
•Btrate  the  onler  of  drop. 
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Two  principles  for  governing  the  order  of  drop  have  been  given  by  the  authori- 
ties: (1)  Two  adjacent  stamps  should  never  fall  in  succession.  (2)  When  any 
stamp  is  striking,  its  neighbors  should  be  rising.  We  may  define  the  orders  by 
considering  that  the  observer  is  standing  behind  the  battery  and  facing  it,  then 
calling  the  stamps  1,  2,  3,  4,  6,  numbered  from  the  left  end  of  the  battery  toward 
the  right,  the,order  No.  1  is  1,  3,  6,  2,  4,  by  which  is  meant  that  No.  1  or  left 
hand  stamp  drops  first,  No.  3  or  middle  stamp  second,  No.  5,  or  right  hand 
stamp  third  and  so  on,  or,  numbered  backward,  that  is,  from  right  to  left  1, 
4,  2,  5,  3.  This  satisfies  both  the  above  principles  (see  Fig.  154.)  The  order 
No.  2,  is  1,  5,  2,  4,  3,  or,  numbered  backward  1,  4,  2,  3,  6,  and  does  not  quite 
fulfil  either  principle  (see  Fig.  155),  but  it  theoretically  follows  the  principles 
more  nearly  than  any  other  except  No.  1.  On  the  other  hand,  No.  2  seems  to 
give  a  more  symmetrical  treatment  of  the  whole  battery  than  No.  1. 

These  are  the  two  common  orders  in  the  mills  visited,  thus:  Order  No.  1, 
that  is,  1,  3,  5,  2,  4,  or,  written  backward,  1,  4,  2,  5,  3,  is  used  in  Mills  27, 
56,  57,  59,  60,  62,  63,  64,  ^^,  68,  69,  71,  72,  76,  77,  82,  83,  84,  88.  Order  No. 
2,  that  is,  1,  5,  2,  4,  3,  or  written  backward,  1,  4,  2,  3,  5,  is  used  in  Mills  58,  61, 
65,  67,  73,  74,  75.  When  other  orders  than  No.  1  or  No.  2  are  used,  they  gen- 
erally vary  the  height  of  some  stamp  or  stamps,  to  even  up  the  work  of  the  bat- 
tery.^* The  Tenth  U.  S.  Census  (1880),  Vol.  13,  adds  1,  3,  5,  4,  2,  or  backward, 
1,  2,  4,  5,  3,  as  in  common  use.  Eickard  gives  1,  3,  4,  2,  5  for  the  Fortuna  mill, 
in  which  1  and  5  drop  nearly  together,  also  2  and  4.  This  order  written  back- 
ward would  be  1,  5,  3,  2,  4.     It  appears  that  No.  1  order  is  the  favorite. 

Mill  67  found  by  actual  test  that  they  could  stamp  more  ore,  could  get  a 
better  wave  on  the  screen  and  better  prevent  banking  at  the  ends,  with  No.  2 
than  with  No.  1. 

After  extended  experiments.  Mill  73  adopted  No.  2  order  as  the  one  that  pre- 
vents banking  best.  Mill  69  was  built  with  No.  1  order  and  found  that  the  pulp 
piled  up  on  No.  5  die.  It  caused  also  an  uneven  wearing  of  the  dies,  the  No.  6 
wearing  most  rapidly,  so  that  their  positions  had  to  be  shifted  every  two  weeks. 
The  inside  plate  scoured  over  the  No.  5  die.  Recently,  ten  of  the  stamps  were 
changed  to  No.  2  order,  with  the  result  that  all  the  above  difficulties  were  over- 
come and  a  higher  capacity  obtained  per  stamp. 

Riekard^*  reports  that  at  the  Golden  Star  mill.  South  Dakota,  order  No.  2  gave 
trouble  from  banking  at  the  ends  and  was  replaced  by  order  No.  1.  He  also 
reports  that  1,  3,  5,  4,  2  scoured  the  Deadwood  Terra  plates  badly,  but  promotes 
rapid  crushing  bettter  than  any  other. 

Speed  of  drop  will  affect  the  tendency  to  heap  at  one  or  other  end  to  some 
extent,  for  the  currents  of  water  and  moving  gravel  from  one  blow,  will  have 
time  to  move  farther  with  slower  stamps  than  with  faster,  and  this  may  cause  a 
reverse  bank  or  a  balance  of  currents. 

Where  two  batteries  are  placed  upon  the  same  cam  shaft,  the  cams  are  inter- 
spaced so  that  No.  1  of  the  first  battery  is  followed  by  No.  1  of  the  second  battery 
and  so  on.  Sometimes  the  backward  or  reversed  order  is  used  on  the  second 
battery,  it  being  claimed  that  lateral  thrusts  of  the  cams  are  more  perfectly  bal- 
anced thereby. 

§  197.  Number  of  Drops  and  Height  of  Drop. — ^There  are  two  practices, 
known  as  the  California  and  the  Colorado  stamp  mills.  The  California  mill 
uses  a  short  drop  and  runs  its  cam  shaft  as  fast  as  it  can  without  danger  that  the 
rising  cam  shall  strike  the  falling  tappet.  They  run  from  80  to  110  drops  per 
minute  and  5  to  9  inches  drop.  The  Colorado  mill  (chiefly  in  Gilpin  County), 
uses  a  high  drop,' which  necessitates  fewer  drops  per  minute.  They  use  16  to 
20-inch  drop  and  run  26  to  32  drops  per  minute.*' 

As  a  general  principle,  the  greater  the  number  of  drops  per  minute  of  a  given 
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stamp^  the  greater  the  quantity  of  ore  crushed,  also  the  higher  the  drop,  the 
greater  the  capacity.  Tliese  two  principles,  however,  conflict  with  each  other. 
If  many  drops  are  sought,  the  height  of  drop  must  be  small,  else  the  falling  tappet 
will  strike  the  rising  cam.  The  California  practice  is  the  result  of  pushing  for 
many  drops ;  the  Colorado,  for  high  drop. 

Ltmits  Due  to  Power. — D.  B.  Morison*®*  has  by  the  use  of  an  indicator,  show- 
ing the  complete  cycle  of  velocity  of  a  stamp,  lately  made  an  investigation  which 
throws  a  great  deal  of  light  upon  the  number  and  height  of  drops  possible,  and^ 
at  the  same  time,  upon  the  diameter  of  the  inscribing  circle.  His  indicator 
consisted  of  a  drum  7  inches  in  diameter,  revolving  with  uniform  velocity.  The 
recording  4)encil,  running  between  vertical  guides,  was  attached  to  a  washer  on 
the  stamp  stem,  this  washer  being  loose  and  held  in  position  by  collars  above  and 
below.  The  battery  had  900-pound  stamps  and  Sandycroft  standard  cams,  and 
was  run  a  week  to  establish  practical  conditions  before  the  tests  were  made. 

TABLE  131. — ^ANALYSIS  OF  D.  B.  HORISON^S  CURVES  OF  THE  VELOCITY  OF  STAMPS. 


Mori- 

Drops 
Bfmute. 

Drop. 

Ascent  with  Uniform 
Velocity  A-B. 

Ascent  with  Re- 
tarding Veloc.  B-C 

Time  of 
Uniform 
iy  Accel- 
erated 
Descent 
0-D. 

Time 
of  Re- 
bound 

D-E. 

Thneof 

Total 

SOB'S 

FlateNo. 

Time. 

HeiKht 

Velocity 

per 
Second. 

Time. 

Height 

TimeoC 
Cycle. 

88 
88 
07 
80 
84 
SB 

Inches. 

8 

8 

0.88 

0.88 

0.812 

0.884 

0.878 

0.876 

Inches. 
6.88 
6.8 
6.T8 
7.64 
7.8 
8.18 

Inches. 
87.6 
88.8 
81.9  • 
86.0 
88.1 
80.6 

0.06 

0.07(a) 

0.06 

0.06 

0.067 

0.048 

Inches. 
0.5 

0.84(a) 
0.48 
0.66 
0.64 
0.48 

0.8 

0.21 

0.80 

0.88 

0.886 

0.888 

Seconds. 
0.11 
0.10 
0.008 
0.185 
O.OSS 
0.100 

OrtJW||^|||. 

0.716 
0.68 
0.615 
0.76 

o.n 

0.616 

0 
10 
11 
18 
18 
14 

0.18 
0.086 
0.06 
0.05 
0.10 
0.00 

(a)  These  flgoree  are  so  oat  of  the  harmony  with  the  others  that  they  have  been  thrown  out  in  the  oompo- 


TABLE    132. — COMPUTED    DROPS    PER    MINUTE    AND    DIAMETERS    OF    IN80BIBINO 
CIRCLES  FOR  VARYING  HEIGHT  OF  DROP. 


Height  oC  Drop  in  Inches. 

•Time  for  ascent  with  uniform  Telodty  in  seconds 
Time  for  ascent  with  retarded  velocicy  in  seconds 

Total  time  for  descent  in  seconds. 

Total  time  for  rebound  and  rex>ose  in  seconds. . 

""^ ir  minute 

r  of  inaoriblng  drole  in  inches. 


8. 

.078 
.066 
.186 
.160 
148.6 
6.00 


4. 

.110 
.065 
.168 
.160 
186.8 
7.80 


6. 

.141 
.066 
.178 
.160 
116.8 
8.46 


6. 

.178 
.065 
.188 
.150 
106.4 
9.67 


7 

.804 
.065 
.806 
.160 
87.6 
10.68 


8. 
.886 
.066 
.217 
.160 
01.8 
11.64 


Table  131  shows  the  results  obtained  by  analyzing  and  measuring  his  six  in- 
dicator cards,  of  which  two  are  given  in  Figs.  166  and  157.  The  cycle  in  Fig. 
156,  for  example,  may  be  thus  stated :  At  A,  the  condition  of  the  stamp  is  changra 
in  an  instant  from  repose  to  full  velocity  upward.  The  stamp  then  continues 
from  4  to  B  at  uniform  velocity.  From  B  to  C  its  upward  velocity  decreases 
to  zero  by  uniformly  retarded  motion.  From  C  to  D  the  stamp  falls  with  ap- 
proximately uniformly  accelerated  velocity.  At  D  it  strikes  the  blow  on  the 
quartz  and  rebounds  from  D  to  E,  and  finally,  the  stamp  is  in  repose  from  B  to 
A.  The  dotted- line  from  A  to  B  is  the  actual  line  traced  by  the  pencil  and 
shows  irregularities  due  to  vibrations  of  the  mill.  The  straight  black  line  is 
what  it  would  have  been  if  those  vibrations  had  not  existed.  The  dot  and  dash 
line  on  the  descending  side,  is  put  in  to  compare  the  actual  path  of  the  stamp 
with  that  of  a  body  falling  in  a  vacuum. 

From  Table  131  we  may  conclude  that  31.9  inches  per  second  is  a  maximum 
safe  lifting  velocity,  which  is  further  borne  out  by  Table  133  of  mills ;  that  0.055 
second  and  0.5  inch  are  the  time  and  height  respectively  of  retardation  corre- 
sponding to  this  velocity  (these  are  both  averages  of  five  out  of  the  six  figures 
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giyen) ;  that  0.150  second  is  a  sufficient  total  time  to  allow  for  rebound  and 
repose,  in  order  that  the  rising  cam  may  not  strike  a  falling  tappet  Using  thes^ 
figures,  we  can  compute  the  maximum  number  of  drops  possible  for  any  giyen 
height  of  drop.  The  values  in  Table  132  have  been  computed  thus :  With  a  lift 
of  4  inches,  for  example,  there  will  be  0.5  inch  of  retardation  at  the  end  of  Qie 
lift^  leaving  3.5  inches  of  uniform  ascending  velocity.    Dividing  this  3.5  inches 
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by  31.9  inches  per  second^  we  get  0.110  second  consumed  in  lifting  the  stamp  at 
uniform  velocity.  The  time  for  retardation  is  0.056  second,  as  assumed.  The 
total  time  of  descent  is  measured  on  the  card  (see  Pig.  156)  from  F  to  B.,  and 
is  0.158  second.  The  time  for  rebound  and  repose  is  0.150  second,  as  assumed. 
The  sum  of  all  these  is  0.473  second  and  is  the  total  time  of  one  cycle.    Divid- 
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ing  60  by  0.473  we  get  126.8  as  the  number  of  drops  per  minute  that  is  possible 
for  a  4-ineh  drop.  The  diameter  of  the  inscribing  circle  is  obtained  by  the  fol* 
lowing  proportion^  based  on  the  fact  that  the  height  of  lift  is  equal  to  WB  string 
unwound  (see  Pig.  146). 

0.110+0.055 : 0.473=4  inches:  x 
:r=11.47  inches  as  the  semi-circumference  of  the  inscribing  circle.    The 
2X11.47 

diameter  is =7.30  inches. 

3.1416 

The  figures  for  the  other  heights  of  drop  were  computed  in  the  same  way 
except  that  for  those  above  8  inches,  the  time  for  descent  was  obtained  by  mul- 
tiplying the  theoretical  time  of  fall  for  the  drop  in  a  vacuum  by  1.07,  an  aver- 
age factor  obtained  from  several  comparisons  on  the  diagrams  of  the  actual  and 
theoretical  curves. 

This  table  is  based  upon  31.9  inches  per  second  velocity  as  the  maximum  safe 
speed  of  lifting  a  stamp,  and  a  speed  that  should  be  maintained  to  waste  the  least 
time.  It  is  clear  from  the  figures,  that  to  maintain  this  condition,  the  diameter 
of  the  inscribing  circle  miist  be  exactly  suited  to  the  height  of  drop  and  speed. 
In  doing  this,  however,  for  average  stamps  of  850  pounds  weight,  with  heignt  of 
drop  less  than  the  dividing  limit  of  7-inch  drop,  it  is  impossible  to  use  the  first 
part  of  the  curve,  because  the  sum  of  the  radii  of  the  cam  shaft  and  stamp  stem, 
and  of  clearance  will  be  greater  than  the  radius  of  the  inscribing  circle.  There 
are,  then,  two  courses  possible :  (a)  to  use  a  large  inscribing  circle  with  a  shortened 
cam;  (5),  to  reduce  the  sizes  and  weights  of  the  parts  so  that  the  curve  from 
the  correct  inscribing  circle  can  be  used.  Considering,  for  example,  a  4-inch 
drop,  the  second  method  allows  of  the  theoretical  123  drops  per  minute,  but  cuts 
down  the  weights  of  the  parts  to  where  the  stamp  would  probably  be  of  no  prac- 
tical use.  The  first  method  is  the  only  alternative,  but  it  is  imposssible  to  get 
the  theoretical  123  drops  per  minute  without  greatly  oversteppping  the  31.9 
inches  per  second  maximum  safe  lifting  velocity. 

§  198.  Limits  of  Speed  and  Height  of  Drop  Due  to  the  Mortar. — Besides 
the  limits  due  to  the  mechanism,  there  is  an  upper  and  lower  limit  due  to  condi- 
tions in  the  mortar.  If  the  drop  is  too  low,  the  die  may  not  be  covered  by  ore 
preparatory  to  the  next  stroke.  If  too  high,  an  unreasonable  wear  on  the  dies 
will  take  place,  unless  a  harmful  thickness  of  layer  is  used  on  the  die.'^ 

The  rapid  drop  has  the  indirect  effect  of  increasing  capacity  by  creating  a  more 
violent  swash  of  the  water  which  holds  the  fine  stuff  in  suspension  and  enables 
the  water  to  carry  it  out  of  the  battery. 

Banking,  particularly  at  the  end  of  the  mortar,  may  be  prevented  upon  a 
given  die  by  increasing  the  height  of  the  corresponding  stamp,  or  the  effective- 
ness of  the  swash  to  discharge  through  the  screen  may  be  increased  by  varying 
the  drop  of  a  particular  stamp.  Thus,  at  the  Owyhee  mill  it  was  found  of  ad- 
vantage to  give  No.  3  stamp  i  inch  more,  and  No.  2  and  No.  4  stamps  i  inch 
more  drop  than  No.  1  and  No.  5  stamps.'*  This  expedient  is  not  to  be  recom- 
mended, however,  as  it  hinders  inside  amalgamation,  and  because  the  proper  use 
of  the  usual  adjustments  will  cure  the  evil. 

§  199.  Weight  op  Stamps  and  Effectiveness  op  Blow. — Closely  connected 
wifii  height  of  drop  and  number  of  drops  in  considering  the  efficiency  of  stamps, 
is  the  weight  of  the  stamp.  As  a  general  rule,  we  may  say  the  crushing  capacity 
of  a  single  blow  increases  almost  directly  as  the  weight  of  the  stamp  when  speed, 
height,  etc.,  remain  unchanged. 

The  effectiveness  of  the  blow  can  be  stated  for  comparison  in  two  ways:  (a) 
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as  pounds  weight  of  stamp  per  square  inch  of  die,  and  (6)  as  foot  pounds  per 
square  inch,  in  which  the  element  of  height  is  included.  Table  133  gives  both 
these  values  for  the  mills  visited  by  the  author.  The  first,  which  is  obtained  by 
dividing  the  weight  of  the  stamp  by  the  area  of  the  die  in  square  inches,  varies 
from  12.6  to  19.4.  Louis  recommends  from  11  to  14  to  be  used  in  designing 
stamps.  The  second  method,  which  is  by  far  the  better,  is  obtained  by  multi- 
plying the  weight  of  the  stamp  in  pounds,  w,  by  the  drop  in  inches,  h,  and  divid- 
ing the  product  by  12  times  the  area  of  the  dioe  in  square  inches,  a,  which  is 

wXA.  w  v' 

stated  by  the  fraction .    This  value  is  equal  to where  v  is  the  velocity 

12  Xa  64.4a 

in  feet  per  second  that  the  stamp  would  acquire  if  it  fell  freely  in  a  vacuum. 
The  values  in  Table  133  were  computed  by  the  first  of  these  two  expressions  and 
vary  from  6.20  to  18.3  foot  pounds  per  square  inch.  The  stamp  never  quite 
delivers  the  energy  indicated,  because  the  velocity  falls  a  little  short  of  the 
theoretical  on  account  of  the  friction  of  the  guides  and  water.  Morison  finds, 
comparing  the  dot  and  dash  and  the  full  line  (Figs.  156  and  157),  that  the  loss 
of  energy  is  17%  with  well  lubricated  stamps,  and  estimates  that  it  may  increase 
to  25%  under  average  conditions  of  work.    Louis,^*  in  discussing  Morison's 

TABLE  133. — ^EFFICIENCY  OF  STAMP  BLOW. 
AbbiVTiAtloiis.— In.=InchM;  Lbs.  =3 Pounds;  No.sNumber;  Sq.sSquare. 


06 
67 
08 
70 
71 
78 
78 
74 
75 
76 
77 
88 
88 
8« 
85 
87 


Weteht 
Stamp. 


Drop. 


Drops 

per 
Minute. 


Diameter 

of 

Die. 


Weight 

Bq.inch. 
(a) 


Average 
Foot  Lbs. 

Inchroi) 


Size  of 
Feed. 


Size  of 
Screen  Hole. 


Heiglit 
of  Dis- 
charge. 


Capacity 
84  Hoars. 


600 
780 
800 
860 
660 
860 

1,000 
900 
780 
900 

1,100 
860 
800 


860 
866 
800 
860 
860 
7B0 
800 
9G0 
818 
7B0 
660 
080 
900 
978 
8S0 
860 
660 


In. 

7 
7-0 

7 

6 
6-6 
fr-6 

6 

6 

0 
6-7 
6-0 

6 

^^ 

6-0 

»^ 

18 

5 
18 


100 
100 

96 
100 
105 

86 

80 

96 

04 

105 

100-105 

100 

96 

98 

85 
100 

04 

90 

88 

86 
90-108 
90-108 

86 
100-104 

90 

96 
100 
108 

80 

85 

60 


In. 
9i 


Lbs. 
14.96 


7.84 


Inches. 


14.96 
18.98 
18.86 
17.80 
14.15 
18.28 
15.00 
19.86 
14.96 
12.69 


8.90 
6.80 
8.68 
8.81 
8.86 
6.61 
6.98 
8.88 
7.49 
8.18 


18.86 
15.18 
14.06 
14.96 
14.96 
18.88 
15.98 
16.75 
14.40 
18.28 
18.98 
16.89 
15.86 
18.78 
14.96 
14.98 


10.08 
7.66 
8.81 
7.49 
8.18 
6.61 
8.96 
9.48 
9.01 
7.16 
18.89 
10.94 
10.84 
9.15 
16.94 
6.94 


Inches. 

.086  8q. 

.088  Sq. 

94medi. 

.048  8q. 

.068  8q. 

.08  round. 
.081  or  .088  8q. 

.085  round. 

40  mesh. 

.082  round. 
.084  or  .089  " 

85  mesh. 

.087  slot 

.080  round. 

.084  slot 

.085  slot. 

.080  Sq. 


Inches. 

4 

8 


5-6 
6-7 


10 

(0)8-18 
4-9W 


Tons. 
8 
8 

f* 

6 

1.6 

8 

r)^ 

8 

8-8 

8 

8.1 

S« 


Run  of  mine. 
Runofmine,4M 


Bon  of  mine. 
8  mesh. 


80  mesh. 
.088  slot. 
.080  round. 
.080  round. 
.046  Sq. 
86  mesh. 
.017  slot 
.080  Sq. 
.017  8q. 
.016  Sq. 


7 

7 

10 

10 

7 

7-9 

1&.16 

4-7J< 

8-6 


8.4 
8.5 
8.5 
8.5 

{# 

8.8 

8 


84  or  80  mesh. 
.096  slot. 


(.)| 


(a)  Aversge,  14.88.   (5)  Average,  aoa    (c)  Usually  7.    (d)  Through  4  mesh  on  18  mesh,    (a)  With  new  dies. 


paper,  says  that  the  loss  of  velocil^  amounts  to  between  15  and  37%.  Since 
energy  varies  as  the  square  of  the  velocity,  this  corresponds  to  a  loss  of  energy 
oi  from  28  to  60%. 

When  we  consider  that  of  all  the  work  put  in  to  a  stamp  only  88.73%  is 
applied  to  actual  lifting  (see  §  185),  and  that  of  this,  17%  at  least  is  not  re- 
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coveredy  we  have  73.65  %  left  as  the  final  efiSciency  of  the  gravity  stamp  under 
the  most  favorable  conditions. 

Referring  to  Table  133,  Mill  56  has  the  lowest  figure  of  6.20  foot  pounds  per 
square  inch.  This  is  a  gravel  mill,  crushing  very  coarse  where  the  cement  can 
be  perfectly  disintegrated  without  fine  stamping  vae  gravel.  On  the  other  hand^ 
Mills  77  and  85  have  the  highest  figures  of  18.32  and  16.24,  respectively.  These 
are  the  only  mills  using  the  Colorado  system,  and  they  are  seeking  for  the  finest 
possible  crushing  of  the  ore.  In  the  regular  CaUfomia  mills  &e  figures  run 
from  %.^  to  10.2. 

Hardman  has  found  at  the  Oldham  mill,  which  treated  custom  ores,  that  the 
blow  should  be  regulated  according  to  the  individual  character  of  the  ore,  and 
since  it  is  impossible  to  change  the  weight  of  the  stamp,  the  regulation  is  made 
by  changing  the  height  of  the  drop.  Thus,  for  example,  for  a  harder  ore,  8-inch 
drop  would  be  suitable,  while  a  6-inch  drop  would  suit  a  softer  ore.  The  former 
corresponds  to  10.08,  the  latter  to  7.56  foot  pounds  per  square  inch. 

Louis  calls  attention  to  the  fact  that  the  work  required  to  lift  a  stamp  weigh- 
ing W  pounds  through  a  height  H  feet  is  WH  foot  pounds,  while  the  momentum 
of  a  falling  stamp  is  TrF=Tf  y64.4  H.  Therefore  the  work  of  lifting  varies  as 
the  height,  while  the  work  given  out  by  the  blow  varies  as  the  square  root  of  the 
height.  In  consequence,  the  "most  economical  way  of  employing  power  in  a 
stamp  mill  is  by  making  the  weight  as  great,  and  the  height  of  drop  as  small, 
as  is  consistent  with  convenience  in  practice."  It  will  be  seen  that  this  is  borne 
out  in  mill  design. 

At  the  Penn  mill  and  Iron  City  mill,*  working  on  the  same  ore  from  the  Con- 
crete mine,  17^  cords  (a  cord  is  about  9  tons),  or  157^  tons,  took  9  days  at  tibe 
former  with  25  slow  drop  stamps,  while  at  the  latter,  18  cords,  or  162  tons,  took 
3^  days  with  25  fast  drop  stamps,  and  at  the  same  time  the  fast  drop  stamps 
yielded  7J  pennyweights  more  gold  per  cord  than  the  slow  drop  stamps.  The 
ore  ran  about  3  to  4  ounces  gold  per  ton.  The  ore  was  quartz,  containing  con- 
siderable iron  sulphide.  At  the  Iron  City  mill  the  ore  fed  was  from  a  grizzly 
with  l|-inch  spaces  and  a  Blake  breaker,  set  at  2  inches.  The  speed  of  the 
stamps  was  68  to  65  drops  per  minute  and  the  height  of  drop  was  from  8  to  12 
inches,  average  about  9  inches.  Each  stamp  weighed  700  pounds.  The  height 
of  discharge  was  8  inches.  The  screen  was  7X48  inches.  Each  stamp  used  2.2 
gallons  water  per  minute. 

The  Alaska-Treadwell  milP'*  has  adopted,  after  numerous  experiments,  1,000 
pounds  weight  as  the  maximum  that  can  be  satisfactorily  used.  Greater  weight 
gave  increased  capacity,  but  hindered  amalgamation  by  the  rapid  rush  of  the 
pulp  over  the  plates. 

California  practice  has  adopted  800  to  900  pounds  as  the  most  satisfactory 
weights  (see  Table  133). 

At  the  Oro  Pina  mine,t  Big  Canon,  Cal.,  1,450-pcund  stamps,  dropping  6 
inches,  95  drops  per  minute,  crushed  3  tons  per  stamp  per  24  hours.  Later 
1,130-pound  stamps,  dropping  6  inches,  107  drops  per  minute,  crushed  3  tons 
per  stamp  per  24  hours.  The  latter  stamps  were  much  easier  on  the  frame,  and 
figure  out  only  87.4%  of  the  power  of  the  former. 

The  difficulty  with  the  heavy  stamps  lies  in  the  fact  that  the  frame  must  be 
built  extremely  strong  to  resist  vibration,  and  the  expense  increases  out  of  pro- 
portion to  the  increased  duty  of  the  stamp. 

The  difficulty  with  extremely  light  stamps  is  that  they  do  little  work  unless 
giren  high  drop,  and  if  given  high  drop,  the  drops  per  minute  must  be  much  re- 

•  Private  oommtiiiloation.  Aufnwte  HaUm  and  a  V.  Kew«IL 
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duced  to  prevent  the  rising  cam  from  striking  the  falling  tappet  and  hence^  the 
advantage  is  lost. 

Light  stamps  and  short  drop  are  used  in  gravel  milling  (see  Mill  56) ;  also 
with  soft  ores,  for  example,  the  Dahlonega  district,  Georgia  (see  Figs.  95a  and 
956),  where  the  stamp  is  used  upon  lumps  that  are  not  disintegrated  by  hydrau- 
licking.    The  stamp  weighs  450  pounds  and  drops  9  inches,  80  times  per  minute. 


TABLE  134. — STAMP  HILL  PBACTICE  IN  SOUTH  AFRICA. 
Abbreriatlons.— d.=peiioe;  Iii.=iiich;  Lb0.=pound8;  8.=Ahilling8. 


lAimber 

of 
Stamps. 


Weight 
of  each 
Stamp. 


Number 
of  Drops 

M£ute. 


Height 
Drop. 


Average 
Depth  of 
Dlschance 


capacity 

Stamp 
Mr  94 
Hours. 


of 
Screen 
per  Lin- 
ear In. 


Cost  of 
MiUing 
per  Ton 


City  Sl  Suburban . 
Crown  Beef. 


Gektenhnia  Bitate 

Oeldenhuis  Deep 

JabOee  ft  Salisbury 

If eyer  ft  Charlton 

NewPrinutMe 

New  Comet 

Robinaoii 

Simmer  ft  Jack  (new  mill) . 
Simmer  ft  Jack  (old  mlU). . 
Wolhntar 


40 

ISO 

190 

80 

190 

900 

60 

50 

80 

100 

00 

40 

190 

980 

100 

100 


1460 

1,000 

966 

660 

960 

1,(«0 

960 

900 

1,000 

1,068 

1,060 

1,960 

980 

1,960 

1,000 

1,060 


96 
96 
97 
04 
97 
90 
96 
96 
94 
96 


Inches. 


Inches. 


4 

6 
6-7 

4 

k 


Tons. 
5.48 
5.01 
4.97 
4.88 
4.76 
4.88 
8.76 
8.76 
4.84 
6.98 


96 
96 
96 
98 
96 
96 
84 
94 


90 
97 
96 
96 
96 


8 
4-6 


4.91 
4.60 


7-8 


8M 


4.49 
4.69 


94 

98 
94 
94 


B.  d. 

4  8.60 

8  9.66 

t  8.18 

8  4.99 

3  5.09 

8  9.76 

9  4.00 
9  4.00 
9  0.74 
9  8.64 


8    1.88 
8    8.84 


8  11.06 
8    1.84 


The  height  of  discharge  is  2  inches  when  the  dies  are  new.  The  screen  has  121 
holes  per  square  inch.    The  mill  crushes  2  to  5  tons  per  stamp  in  24  hours. 

In  South  Africa,  where  the  aim  is  not  to  get  the  maximum  extraction  by  am- 
algamation but  rather  to  combine  amalgamation  with  cyaniding  and  at  the  same 
time  to  use  such  stamps  as  will  give  the  maximum  crushing  capacity,  crushing 
no  finer  than  is  necessary  for  the  cyaniding,  the  practice  in  the  recently  built 
mills  is  to  use  heavy  stamps,  weighing  from  1,100  to  1,250  pounds.  Table  134 
shows  the  weights  in  a  number  of  mills,  together  with  the  other  adjustments  and 
the  capacities. 

§  200.  Amount  and  Temperature  of  the  Water. — Only  the  former  will 
be  treated  here,  the  latter  being  reserved  until  the  chapter  on  "Amalgamation,'* 
(see  §  541.)  The  quantity  of  water  used  in  stamping  varies  with  the  amount 
that  is  available  and  also  with  the  treatment  which  is  to  follow.  The  greater 
the  quantity  of  water,  the  more  rapid  will  be  the  stamping,  and  the  less  the 
sliming,  for  the  reason  that  the  crushed  particles  will  be  taken  out  of  the  way  as 
soon  as  they  are  crushed,  by  a  large  quantity  of  water.  This  increase,  however, 
is  not  proportional  to  the  amount  of  water  and  as  water  increases,  very  soon 
reaches  a  practical  maximum.  With  a  small  amount  of  water,  the  crushing  of 
the  next  fragments  is  seriously  hindered  by  the  fine  ore  which  has  not  yet  been 
discharged,  and  which  is  crushed  finer  in  consequence.  If  we  carry  the  idea 
still  further  in  the  direction  of  diminution  of  water,  we  reach  a  condition  where 
the  mortar  is  filled  with  mud  and  the  stamp  ceases  to  crush  anything.  Beyond 
this  we  have  dry  crushing  used  in  dry  silver  mills.  For  this,  the  ore  must  be 
dried  preparatory  to  stamping.  The  mortars  are  double  issue  (see  Fig.  115), 
and  discharge  at  the  level  of  the  die.  The  screens  are  housed  in  to  confine  the 
dust  and  worm  conveyors,  running  in  front  and  behind  the  mortars,  collect 
the  crashed  ore  for  the  whole  mill.  The  dry  crushing  stamp  has  a  low  capacity 
with  about  double  tiie  cost  per  ton  compared  with  the  wet,  and  consequently. 
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makes  a  larger  percentage  of  fines,  as  is  well  shown  by  the  following  test  of  the 
product  of  the  Blue  Bird  mill  Butte,  Mont.  Through  20  on  30  mesh  (1.0  to 
0.6  mm.),  1.00% ;  through  30  on  40  mesh  (0.6  to  0.-12  mm.),  1.037o ;  through  40 
on  60  mesh  (0.42  to  0.25  mm.),  4.93% ;  through  60  on  120  mesh  (0.25  to  0.12 
mm.),  6.42%;  through  120  mesh  (0.12  to  0  mm.),  86.62%.  The  ore  was 
principally  silica  .and  was  crushed  by  800-pound  stamps,  making  90  drops  pr 
minute  of  8  inches.  Screen  used  was  20  mesh  with  0.61  mm.  holes.  Sizing 
tests  of  the  Ontario  dry  crushing  mill  have  already  been  given  in  §  193. 

The  treatment  which  is  to  follow  wet  stamping  limits  the  quantity  of  water, 
because  both  the  amalgamated  plates  and  the  concentrating  machines  work  at  a 
disadvantage  with  too  much  water. 

Table  135  gives  the  quantity  of  water  in  gallons  per  minute  per  stamp  and  in 


TABLE   135.— WATEB 

USED 

IN   STAMPING. 

Mill 
No. 

Capacity  per 

Water  Used 

Water  Used 

Mill 
No. 

Capacity  per 

Water  Used 

Water  Used 

Stamp  per  04 

per  Stamp  per 

per  Ton  of  Ore 

Stamp  per  24 
Hours. 

per  Stamp  per 

per  Ton  of  Ore 

Hours. 

Minute. 

Stamped,  (a) 

Minute. 

Stamped,  (a) 

Tons. 

Gallons. 

Tons. 

Tons. 

Gallons. 

Tons. 

66 

4.0 

8.64 

3.05 

68 

1.75 

8. 

6.85 

66 

6.0 

6.60 

6.68 

71 

8.4 

8. 

7.40 

87 

1.6 

8. 

7.40 

78 

8.5 

8.85 

7.40 

66 

2. 

4.7 

14.06 

78 

8.6 

1.7 

8.98 

69 

1.6 

4. 

16.07 

74 

8.5 

1.7 

8.98 

60 

1.7 

8. 

10.57 

76 

8.75 

S. 

8.19 

61 

8. 

8.6 

7.19 

77 

1.14 

8. 

10.61 

68 

8to8 

8. 

6.99  to  8.09 

88 

8.8 

8. 

5.45 

64 

8.1 

8. 

5.80 

84 

8.5 

!.(&) 

8.40 

66 

8.5 
4.6 

1.7 
8.85 

8.08 

4.88 

66 

67 

9.6  to  8.25 

8.6  to  8.85 

6.00 

(02.88 

(c)8.77 

(0)6.68 

(a)  1  gallon=8.8389  pounds;  1  jrallon  per  mlnute=6. 00809  tons  in  84  hours.    (6)  This  does  not  include  what 
it  re-pumped  to  the  stamps,    (c)  This  is  the  a  '   " 
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tons  of  water  per  ton  of  ore  crushed.  The  former  is  the  usual  mode  of  express- 
ing it.  Nineteen  mills  in  Australia  and  New  Zealand  (taken  from  Rickard**), 
when  averaged  gave  2.13  tons  of  ore  crushed  per  stamp  per  24  hours,  and  used 
5.43  gallons  of  water  per  stamp  per  minute,  or  15.87  tons  of  water  per  ton  of 
ore.  The  water  used  is  large,  due  to  the  fact  that  several  of  the  mills  use  double 
discharge.  Louis^®  gives  as  general  practice,  80  to  240,  or  an  average  of  150 
cubic  feet  of  water  per  ton  of  ore.  This  corresponds  to  2.5  to  7.5  tons,  or  an 
average  of  4.69  tons  wat/?T  per  ton  of  ore.       ^  v^ 

§201.  Advantage^nd  Disadvantages'^f  Gravitt  Stamps*^b  compared 
with  rolls  and  grinders  may  be  expressed  as  follows: 
AdvanicLges. 

1.  They  are  simple  in  design  and  simple  and  comparatively  economical  in 
operation,  not  requiring  skilled  mechanics^ 

2.  They  not  only  crush  fine  at  one  operation,  but  they  successfully  combine 
this  crushing  with  amalgamation.  They  are  more  successful  than  any  of  their 
competitors  in  the  way  they  brighten  the  gold  for  amalgamation;  i 

3.  They  are  adapted  to  the  treatment  of  a  great  variety  of  orea^'snd  in  many 
cases,  give  better  results  than  any  other  process. 

4.  There  is  no  great  loss  of  power  by  friction. 

6.  A  disabled  battery  may  be  hung  up  and  repaired  without  delaying  its 
associate. 
Disadvantdges. 

1.  The  first  cost  is  large  and  transportation  charges  are  hieh. 

2.  The  strains  are  excessive,  necessitating  heavy  frames  and  large  and  ezpen- 
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give  foundations.    In  consequence,  they  are  cumbersome  and  require  a  great 
deal  of  space. 

3.  .They  are  not  a  positive  machine,  that  is,  the  power  consumed  is  a  constant, 
whether  the  rock  is  broken  or  not 

4.  There  is  danger  of  over-stamping  and  sliming. 

5.  They  are  not  well  adapted  to  dry  crushing,  because  of  their  small  capacity 
when  80  used. 

These  disadvantages  are  not  so  important  as  they  at  first  appear.  The  exces- 
sive first  cost  and  cost  of  transportation  appear  much  smaller  when  based  on 
the  total  amount  of  ore  crushed.  Sliming  the  ore  may  be  avoided  to  a  great 
extent  by  making  suitable  adjustments.  In  some  cases  it  may  happen  that 
sliming  is  an  advantage. 

In  spite  of  the  frequent  attempts  to  replace  stamps  by  other  machines,  the 
advantages  of  the  former  so  greatly  exceed  their  disadvantages  that  their  con- 
tinued use  for  gold  extraction  is  quite  certain,  especially  for  hard  and  free-mill- 
ing ores;  though  for  some  ores  other  processes  are  more  suitable. 

BmUOGRAPHY  FOB  OBAVnT   STAMPS. 
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2.  Gallon,  J.,  (1886),  "Mining,"  Vol.  III.,  p.  38. 
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11.  Ibid.,  (1872),  Vol.  II.,  p.  631. 
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22.  Rittinger,  P.  R.  von,  (1867),  "Aufbereitungskunde,"  p.  58. 
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24.  Ibid.,  (1873),  "Zweiter  Nachtrag,"  p.  3. 
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27.  Zirkler,  H.,   (1895),  in  Berg.  u.  HUttentoesen  des  Oberharzes,  p.  219.    Details  and 

capacities  of  stamps  at  Clausthal. 

28.  Am.  Inat.  Min.  Eng.,  Vol.  I.,  (1871),  p.  40.     R.  W.  Raymond.    Elaborate  discussion 
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crushed  per  horse  power. 

29.  Ibid.,  Vol.   II.,    (1874),   p.    159.     J.    M.    Adams.     Advantages    of   preliminary   fine 

crushing  and  of  hand  feeding.    Details  of  stamps  at  Owyhee  wet  silver  mill. 
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30.  Ibid.,  VoL  VL,  (1877),  p.  470.    J.  C.  F.  Randolph.     Details  of  stamps  at  Clausthal. 

31.  Ibid.,  Vol.  VIII.,    (1880),  p.  362.    R.  H.  Richards.     Some  directions  for  running 

stamps. 
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39.  Ibid.,  Vol.  XIII.,  (1884),  p.  114.    C.  A.  Stetefeldt    Stamps  are  compared  to  Krom's 

rolls  with  respect  to  original  cost  and  running  cost. 
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in  the  stamp  mills  at  Przibram. 
60.  Berg.  u.  HUtt.  Zeit.,  Vol.  XXIX.,   (1870),  pp.  233  et  seq.    A.  Reicheneeker.    De- 
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61.  Ibid.,  Vol.  XXXI.,    (1872),  pp.  373,  445.     E.  Heberli.     Detailed  description  of  the 

stamps  in  the  ore  dressing  works  at  Falun  in  Sweden. 

62.  /did..  Vol.  XXXII.,   (1873),  p.  21.    Meinicke.     Detailed  description  of  iron  stamps 

at  Clausthal  and  comparison  with  the  old  wooden  stamps. 

63.  Ibid.,  Vol.  XL.,    (1881),  b.   101.    J.  Habermann.    Abstract  from  Oest.  Zeii,,  Vol. 

XXVIII.,  p.  325. 

64.  Ibid.,  Vol.  XLVI.,   (1887),  p.  437.    A.  Thir6.    Similar  to  Ann.  des  Mines,  Series 

VIII.,  Vol.  IX^  p.  282. 
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66.  Ibid.,  Vol.  XLVIII.,  (1889),  p.  167.    No  author.    Same  as  Zeit.  B,  H.  «.  8.,  Vol. 

XXXVI.,  p.  245. 

67.  Ibid.,  Vol.  L.,    (1891),  p.  406.    T.  Rauft.     Description  of  a  screw  tappet  and  a 

hollow  guide  filled  with  tallow  used  at  the  Mount  Bischof  tin  mines  in  Tasmania. 

68.  Ibid,,  Vol.  LIII.,    (1894),  p.  253.    R.  Helmhacker.    Description  of  stamp  running 

on  flosh  system,  that  is,  discharging  over  an  inclined  plane  with  no  screen.  Also 
a  description  and  dimensions  of  the  parts  of  a  California  stamp  with  figures  on 
capacity,  power  and  water. 

69.  Ibid.,  Vol.  LVI.,    (1897),  p.  346.    B.  Knochenhauer.    Figures  on   the  dimensions 
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70.  Bull  8oo.  Ind.  Min.,  Series  II.,  Vol.  I.,  (1872),  p.  97.     G.  Clerc.     History  of  stamps 
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eral California  mills.  Cost  of  building  and  cost  of  running  stamps  is  given  in 
detail. 
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75.  Can.  Min.  Rev.,  Vol.  XIV.,  (1896),  p.  84.     Same  as  A.  I.  M.  E.,  Vol.  XXIII.,  p.  645. 
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77.  Ibid.,  Vol.  XV.,  (1896),  p.  60.     F.  Hille.    Short  discussion  on  the  weight  and  height 

of  drop  of  stomps. 

78.  Ibid.,  p.  255.    J.  B.  Hobson.    Cost  of  milling  in  cement  gravel  mills. 

79.  Ibid.,  Vol.  XVI.,   (1897),  p.  160.    J.  E.  Hardman.     Several  notes  on  the  construc- 

tion and  running  of  a  stamp  mill. 

80.  Ibid.,  p.    165.     H.  W.   DeCourteney.     Discussion   of  properties   of  different  metals 

and  their  applicability  for  the  various  parts  of  a  stamp. 

81.  Coll.  Eng.,  Vol.  XVI.,    (1895-6),  p.   136.    No  author.    Description  of  the  Blanton 

cam. 

82.  Ibid.,  Vol.  XVII.,  (1896-7),  pp.  156,  203.     H.  Van  F.  Furman.    General  article  on 
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84.  Ibid.,  p.  356.    Abstract  from  A.  I.  M.  E.,  Vol.  XXV.,  p.  906. 

85.  Coll.  Guard.,   (1873),  p.  345. 
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89.  Ibid.,  Vol.  XLVII.,    (1889),  p.  226.    No  author.    Outline  of  stamp  mill  of  West 

Argentine  Gold  Co.,  having  an  iron  frame  battery. 
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92.  Ibid.,  Vol.  XV.,  (1898),  p.  401.    H.  H.  Webb  and  Pope  Yeatman.    Details  of  stamp 
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93.  Eng.  d  Min.  Jour.,  Vol.  IX.,   (1870),  p.  17.    No  author.    Description  of  Howland's 
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hj  a  revolving  cam  in  the  form  of  a  cylindrical  surface  cut  so  as  to  give  a  alow 

rise  and  an  unhindered  fall. 
94.  Ihid.,  Vol.  XV.,  (1873),  pp.  193,  225.    No  author.    Description  of  various  forma  of 

mortars. 
96.  /did.,  p.  241.    Wm.  Main,  Jr.    Theoretical  discussion  of  the  effect  of  velocity  upon 

efficiency  of  stamp  blow. 

96.  /6id.,  Vol.  XVII,,   (1874),  p.  305.    J.  M.  Adams.     Same  as  A.  /.  Jf.  «.,  Vol.  II., 

p.  159. 
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101.  Ibid,,  Vol.  XXXIII.,   (1882),  p.  209.    No  author.    Description  of  Hendrie  &  Bolt- 
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103.  Ibid.,  Vol.  XXXVI.,    (1883),  p.  182.    No  author.    DeUils  of  stamps  in  Australia 
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110.  Ibid.,  pp.  198,  222,  245.     T.  A.  Rickard.     History  and  details  of  construction  and 

running  of  stamp  mills  in  Gilpin  County,  Colo.,  with  capacity,  extraction,  losses, 
etc. 

111.  Ibid.,  pp.  534,  558.    T.  A.  Rickard.     Full  details  of  stamp  mills  at  Thames  in  New 

Zealand  with  comments  on  the  process  used. 

112.  Ibid.,  p.  629.    H.  Louis.     Abstract  of  A.  I.  M.  E.,  Vol.  XX.,  p.  324. 

113.  Ibid.,  p.  632.    T.  A.  Rickard.    Discussion  of  present  condition  of  stamp  mill. 

114.  Ibid.,  Vol.  LV.,   (1893),  pp.  78,  101.    T.  A.  Rickard.     Full  deteils  of  stamp  miUs 
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115.  Ibid.,  pp.  222,  247.    T.  A.  Rickard.    Full  details  of  stamp  mills  at  Otago,  New  Zea- 
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116.  Ibid.,  pp.  389,  416.    T.  A.  Rickard.    Full  details  of  stamp  mills  at  Ballarat»  Vic- 

toria, with  comparisons  and  comments. 

117.  Ibid.,  pp.  534,  560.    T.  A.  Rickard.    Full  details  of  stamp  mills  at  the  Ovens,  Vic- 

toria, with  comments. 

118.  Ibid.,  Vol.  LVI.,   (1893),  p.  51.    T.  A.  Rickard.    Discussion  of  the  end  discharge 

mortar  and  screens  of  the  Harrietville  mill. 
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Cal.,  with  comments. 

121.  Ibid.,  Vol.  LVII.,    (1894),  pp.   101,   128.    T.  A.  Rickard.    Table  giving  details  of 
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122.  Ibid.,  pp.  174,  198.    T.  A.  Rickard.    Full  details  of  stamp  mills  at  Bendigo,  Aus- 

tralia, with  comments. 

123.  Ibid.,  p.  227.    No  author.    Description  of  Blanton  cam. 

124.  Ibid.,  pp.  460,  486,  511.    T.  A.  Rickard.     Full  details  of  stamp  mills  at  Orass  Valley, 

Cal.,  with  comments. 

125.  Ibid.,  p.  535.    E.  E.  Olcott.     Same  as  A.  I.  M.  E.,  Vol.  XXIII.,  p.  549. 
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128.  Ibid,,  p.  489.    P.  M.  Drake.     Details  of  the  Wentworth  Gold  Fields  Proprietary  Co. 

stamps  at  New  South  Wales,  Australia.    Capacity.    Wear.    Mercury  used  and 

results  obtained. 
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dry  stamping.  Mortar  is  made  air-tight  with  hoods  over  the  screens  and  air  is 
forced  in  the  top. 
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137.  /bid.,  p.  615.    R.  O.  Brown.    Details  of  stamps  with  wear  and  adjustments  at 

Bodie,  Ol. 

138.  /6td.,  Vol.  LXII.,  (1896),  p.  242.    Editor.    Oindemnation  of  the  tise  of  gauge  num- 
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139.  Ihid,t  p.  319.    B.  McDonald.    Details  of  stamps  at  Gibbonsville,  Idaho.    Costs  of 

milling.    Results  obtained. 

140.  Wd.,  p.  410.    Editor.    Advocating  the  designation  of  the  sizes  of  wire  in  inches 

or  millimeters,  as  the  American  Steel  Manufacturers'  Association  has  done. 

141.  Ihid,,  Vol.  LXVI.,  (1898),  p.  217.    F.  F.  Sharpless.    Reconunends  making  the  ends 

of  tappet  keys  of  steel. 

142.  Qenie  Civil,  Vol.  XXIIL,   (1893),  pp.  189,  201.    P.  F.  Chalon.    Short  description 

of  stamps  and  discussion  of  their  application. 

143.  Ihid.y  Vol.  XXV.,  (1894),  p.  164.    P.  Ferrand.    Figures  on  capacity,  wear  and  cost, 

showing  advantages  of  California  stamps  over  Brazilian  at  Ouro  Preto,  Brazil. 

144.  /•••*.  Civ.  Eng,,  Vol.  CVIII.,    (1892),  p.  97.    A.  H.  Curtis.    Short  description  of 

gravity  stamps,  giving  the  effect  of  the  various  adjustments  on  capacity.  List 
of  advantages  and  disadvantages.  Description  of  Harvey's  stamp  with  second 
set  of  cams  for  accelerating  the  fall,  of  Hope's  compound  battery  with  two  rows 
of  stamps  in  one  mortar,  and  of  Huntington  oscillating  stamp,  in  which  a  heavy 
piece  liKC  an  inverted  U  is  made  to  strike  first  on  one  prong  and  then  on  the 
other.    Different  members  discuss  quality  of  crushing,  etc. 

145.  Hid.,  Vol.  CXIV.,   (1892),  p.  136.    M.  B.  Jamieson  and  J.  Howell.    Weight  and 

drop  of  stamps  at  Broken  Hill,  New  South  Wales. 

146.  Iron,  Vol.  II.,  (1873),  p.  552.    No  author.    Description  of  Walker's  stamp,  which 

has  double  cam,  lifting  on  both  sides  at  once. 

147.  /Wd.,  Vol.   XXXVI.,    (1890),  p.   445.    No  author.    Description   of  Harvey's  hiffh 

speed  stamp,  which  has  a  set  of  secondary  cams  to  accelerate  the  fall  of  the 
stamps: 

148.  Kamtener  Zeit,,  Vol.  X.,  p.  219. 

149.  Min.  Ind,,  Vol.  III.,  (1894),  p.  309.    L.  Janin,  Jr.    The  various  parts  and  adjust- 

ments of  a  battery  are  considered  in  full  detail.  Various  directions  for  running 
the  mill  are  given. 

160.  Ibid.,  Vol.  IV.,    (1895),  p.  319.    T.  A.  Rickard.    Discussion  of  sUmp  milling  in 

different  districts  of  tne  United  States,  Australia  and  New  Zealand,  including 
variations  in  costs,  wear,  weight  of  stamps,  height  of  drop,  depth  of  discharge, 
screens   etc. 

161.  Min.  Jour.,  Vol.  XLI.,  (1871),  p.  706.    No  author.    Advocating  an  air  exhaust  in 

dry  stamping.  ,     , 

162.  Ibid.,  Vol.  XUL,  (1872),  p.  159,    No  author.    Describes  a  mortar  with  discharge 

on  all  four  sides. 
153.  Ibid,,  p.  662.    Instead  of  a  fine  screen,  a  coarse  screen  is  recommended  with  a  fine 

limuing  trommel  separate  from  the  stamp. 
164.  Ibid,,  p.  687.    Describes  a  new  sUmp.  . .  .   ,        .    , ,  „^.. 

166.  Ibid,,  p.  997.    No  author.    Describes  Walker's  stamp,  which  has  double  cam  lifting 

on  Doth  sides  of  tappet  at  once. 
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156.  Jhia.y  Vol.  XLTII.,  (1873),  p.  1060.    No  author.    DeBcription  of  method  to  prevent 

sliming  by  washing  the  fine  ore  off  the  die. 
167.  Ihid.,  Vol.  XLIV.,    (1874),  p.   1049.    J.  T.  Rodda.    Description  of  a  new  form  of 

stamp. 

158.  Min,  8oc.  N.  Scotia,  Vol.  I.,  Part  2,   (1892),  p.  34.    J.  E.  Hardman.    Description 

of  Oldham  and  Waverly  mills,  giving  frame,  mortar  block,  mortar,  details  of 
stamps,  capacity  and  costs. 

159.  Omitted. 

160.  Min.  d  8ci.  Preha,  Vol.  XLIV.,   (1882),  June  24.    M.  Atwood.    Result  of  micro- 

scopic examination  of  pulp. 

161.  Ihid.,  Vol.  XLIX.,    (1884),  (Jctober  4.    Description  of  an  improved  battery  screen 

which  is  made  double. 

162.  Ihid.,  Vol.   LII.,    (1886),  n.   157.    No  author.    A  few  remarks  on  the  height  of 

drop,  the  height  of  discharge,  the  weights  and  proportions  of  stamps. 

163.  /&td.,  p.   238.    No  author.    Results  of  tests  on  light  and  heavy  stamps  and  on 

single  and  double  discharge. 

164.  Ihid.t  p.   421.    No  author.    Weight  and  height  of  drop  of  stamps  and  sizes  of 

screens  in  mills  crushing  cement  gravel. 

165.  Ihid,,  Vol.   LIII.,    (1886),   p.    181.    No   author.    Costs   of   milling   by   stamps  at 

several  mines  is  compared  with  the  cost  by  Huntington  mill. 

166.  Ihid.,  Vol.  LV.,  (1888),  p.  18.    W.  C.  Stiles.    An  article  in  which  the  disadvantages 

of  stamps  are  set  forth,  which  the  author  claims  to  be  overcome  by  the  Stiles 
pulverizer. 

167.  Ibid,,  p.   246.    No  author.    Discussion  of  the  amount  of   attrition  produced  by 

stamps. 

168.  Ihid,,  p.  325.    No  author.    Application  of  stamps  to  soft  ores  compared  to  that  of 

roller  mills. 

169.  Ibid.,  p.  425.    No  author.    Figures  showing  loss  of  time  in  running  stamps. 

170.  Ibid,,  Vol.  LIX.,   (1889),  p.  89.      W.  A.  Newcum.    Details  of  stamps  and  dimen- 

sions of  frames  in  the  Amador  mill. 

171.  Ibid.,  p.  128.    No  author.    Details  of  stamps,  wear,  cost,  and  results  obtained  at 

Smyth  mine  in  Angels,  Gal. 

172.  Ibid,,  Vol.  LX.,    (1890),  p.   169.    H.  O.  Hofman.    Description  of  Homestake  and 

Caledonia  mortars  taken  from  A,  /.  M.  E.,  Vol.  XVII.,  p.  498. 

173.  Ibid.,  Vol.  LXI.,   (1890),  p.  158.    No  author.    A  device  for  hanging  up  stamps. 

174.  Ibid.,  Vol.  LXII.,  (1891),  pp.  226,  274,  354.    A.  B.  Paul  and  others.    Discussion  of 

loss  of  gold  by  action  of  stamps.    Results  of  tests. 

175.  Ibid.,  Vol.   LXVI.,    (1893),  p.   84.    No  author.    Description  of   Bally  cam.    See 

E.  d  M.  J.,  Vol.  LIV.,  pp.  81,  107. 

176.  Ibid.,  p.  386.    No  author.    Details  of  stamps  in  Standard  Consolidated  mine  of 

Bodie,  Cal.,  with  capacity,  cost,  and  results  obtained. 

177.  Ibid.,  Vol.  LXVII.,    (1893),  p.  83.    No  author.    Weight,  and  height  of  drop,  size 

of  screen,  capacity,  and  cost  in  a  mill,  stamping  cement  gravel. 

178.  Ibid.,  p.    133.    J.   Thomas.    Details   of   California   stamps   used  in  Cornwall,  and 

their  advantages  over  Cornish  stamps  in  capacity  and  coal  consumed. 

179.  Ibid.,  p.   193.    No  author.    Description  of  ball-bearing  guides. 

180.  Ibid.,  pp.  214,  229.    T.  A.  Rickard.     Same  as  A.  /.  M.  E.,  Vol.  XXIII.,  p.  137. 

181.  Ibid.,  p.  262.    C.  P.  Stanford.     Story  of  the  first  California  rotating  stamp  mill 

with  outline  of  later  improvements. 

182.  Ibid.,  p.  405.    No  author.    Note  of  an  old  Grass  Valley  mill,  the  second  constructed 

in  California. 

183.  Ibid.,  Vol.  LXVIII.,  (1894),  p.  133.     Same  as  A.  /.  M.  E.,  Vol.  XXin.,  p.  646. 

184.  Ibid.,  p.  146.    No  author.    Description  of  iron  frame  battery  made  by  Union  Iron 

Works. 

185.  Ibid.,  p.  209.    No  author.    Comparative  results  obtained  from  California  and  Col- 

oraoo  systems  of  milling. 

186.  Ibid.,  p.  260.    A.  B.  Paul.    Discussion  of  California  and  Colorado  systems,  indud- 

ing  weights  of  stamps  and  losses. 

187.  Ibid.,  pp.  278,  294,  309.    Same  as  A.  I.  M.  E.,  Vol.  XXIII,  p.  545. 

188.  Ibid.,  p.  325.    No  author.    Description  of  Blanton  cam. 

189.  Ibid.,  Vol.  LXIX.,  (1894),  p.  215.     No  author.    Description  of  mortar  made  by  E. 

P.  Allis  Co.  for  the  Morning  mill.    Single  discharge  with  front  and  back  plates. 

190.  Ibid.,  p.  241.    No  author.    Details  of  stamps  in  Eureka  Hill  mill. 

191.  Ibid.,   vol.  LXX.,    (1895),  p.  376.     F.  S.  Pheby.    Discussion  of  various  forms  of 

battery  frames. 

192.  Ibid.,  Vol.  LXXI.,  (1896),  pp.  320  ei  seq.     E.  B.  Preston.     Same  as  Cal.  Bull.,  No.  6. 

193.  Ibid.,  p.  357.    No  author.    Table  showinsr  variation  of  sizes  of  needle  gauge  for 

screen  holes,  as  given  by  different  authorities. 
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194.  Ihid.,  Vol.  LXXII.,  (1896),  -p,  186.    No  author.    Description  of  Reliance  self-tighten- 

ing cam^  which  is  very  similar  to  the  Blanton  cam. 

195.  Ibid.,  Vol.  LXXIII.,  (1896),  p.  378.    C.  C.  Longridge.    Discussion  of  probable  future 

development  of  stamps. 
190.  Wd,^  p.  443.    No  author.    Description  of  the  triple  discharge  two-stamp  mill  made 


by  Joshua  J^ndy  Machine  WorluL 


197.  /did..  Vol.  LXXIV,    (1897),  p.  6.    J.  W.  Abbott.    Discussion  of  best  practice  in 
running  a  stamp  mill  in  r^;ard  to  height  of  drop,  height  of  discharge,  material 

of  shoes  and  dies,  etc. 

198.  Ibid,,  p.  49.    Wascott.    Comparative  capacity  of  slow  and  rapid  drop  stamps  in 

Gilpin  County,  Colo.,  and  remarks  on  the  tendency  toward  the  latter. 

199.  Ibid.,  p.   153.    Newell  &  Newell.    Advantages  of  fast  over   slow  drop  stamps   in 

capacity  and  amalgamation  at  the  Penn  mill,  Gilpin  County,  Colo. 

200.  Ibid,,  p.  305.    R.  A.  Parker.    Description  of  a  false  shoe  which  may  be  put  in  to 

restore  the  weight  of  the  stamp  as  the  true  shoe  wears.  It  has  a  shank  above 
to  fit  into  the  toss  and  a  socket  below  for  the  shank  of  the  true  shoe. 

201.  Ibid.,  Vol.  LXXV.,  (1897),  p.  45.    No  author.    Illustration  and  advantages  of  differ- 

ent forms  of  battery  frames. 

202.  Ibid.,  p.  606.    No  author.    Description  and  dimensions  of  a  concrete  mortar  block 

at  Oroville,  Cal. 

203.  Ibid.,  Vol.  LXXVII.,   (1898),  p.  160.    No  author.    Description  of  the  Globe  iron 

guide  for  stamp  stems. 

204.  79.  E,  Coast  Inst.  Eng.  d  Shipbuilders,  Vol.  XIII.,  April  30,  1897.    D.  B.  Morison. 

Description  of  stamp  battery.  Discussion  of  indicator  cards  taken  to  show  veloci- 
ties of  stamp. 

205.  North  Eng.  Inst.  Min.  d  Mech.  Eng.,  Vol.  XLIII.,  (1893-4),  p.  3.    A.  G.  Charleton. 

Details  of  stamps  in  various  parts  of  the  world. 

206.  Oest,  Zeit.,  Vol.  XXII.,  (1874),  p.  385.    J.  Habermann.    Details,  capacity,  etc.,  of 

stamps  at  Przibram. 

207.  Ibid,,  Vol.  XXVIII.,  (1880),  pp.  325,  335.    J.  Habermann.    Results  of  comparative 

tests  at  Przibram  on  iron  and  wooden  stamps. 

208.  Ibid.,  Vol.  XXXVI.,  ( 1888),  p.  168.    L.  Buchal.    A  few  detoils  of  stamps  at  Przibram 

and  sizing  tests  of  pulp. 

209.  Ibid.,  p.  229.    K.  von  Reytt.    Result  of  experiments  made  to  determine  the  efficienoj 

of  stamps  expressed  in  terms  of  increase  of  surface  of  product. 

210.  Ibid,,  p.  456.    C.  Barth.    A  few  figures  comparing  stamps  and  rolls. 

211.  Ibid,,  p.  507.    L.  Buchal.    Description  of  rope  driver  for  stamps  at  Przibram  and 

advantages  over  belt  drivers. 

212.  Ibid.,  Vol.  XXXVII.,  (1889),  pp.  553,  569,  578.    Translation  of  article  by  John  H. 

Hammond  in  Cal,  Rep.,  Vol.  VIII.,  p.  696. 

213.  Ibid.,  Vol.  XXXIX.,  (1891),  p.  519.    A.  Haussner.    Mathematical  discussion  of  the 

form  of  curves  for  cams  used  for  lifting. 

214.  Ibid.,  Vol.  XLII.,  (1894),  p.  485.    J.  von  Hauer.    Description  of  the  Blanton  cam. 

215.  Prod.  Cold  and  Silver  in  U.  S.,  (1880),  p.  350.    W.  A.  Skidmore.    Description  of 

Huntington's  oscillating  stamp  mill. 
210.  Ibid.,  p.  367.    J.  Richards.    Discussion  of  advantages  of  stamps  over  rolls  and  dis- 
integrators.   Wet  versus  dry  stamping. 

217.  Ibid.,    (1881),  p.  563.    C.  G.  Yale.    Description  of  Huntington  oscillating  stamp 

milL 

218.  Ibid.,  p.  692.    J.  Richards.    Stamps  are  compared  with  other  crushers. 

219.  Ibid,,  (1882),  p.  709.     (From  Min.  Jour.)     Description  of  stamps  invented  by  0.  J. 

Appleby. 

220.  Ibid.,  p.  737.     (From  Min.  d  Boi.  Press.)     Figures  on  the  amoimt  of  water  used  in 

battery. 

221.  Ibid.,  (1883),  p.  738.    C.  A.  Stetefeldt.    Similar  to  A.  I.  M.  E.,  Vol.  XIII.,  p.  114. 

222.  Raymond's  Rep.,  (1870),  p.  667.    W.  P.  Blake,    DeUiled  description  of  the  parts  of 

a  stamp  battery  and  of  the  battery  as  a  whole.  Howland's  stamp  battery  (see  B. 
d  M.  /.,  Vol.  IX.,  p.  17).  Details  of  several  stamp  mills  in  California,  Australia 
and  Brazil.    Description  of  German  overflow  battery  and  Rittinger  stay  battery. 

223.  Ibid.,  (1871),  p.  339.     A.  Reichenecker.    Same  as  B.  d  H.  Z.,  Vol.  XXIX.,  p.  233. 

224.  Ibid,,  p.  380.    R.  W.  Raymond.    Same  as  A.  I.  M.  B.,  Vol.  I.,  p.  40. 

225.  Ibid.,  (1872),  p.  32.    R.  W.  Raymond.    Description  of  Crocker's  stamps  which  act 

like  a  triphammer. 
226b  Ibid.,  (1873),  p.  319.    Q.  P.  Deetken.    Detailed  description  of  the  various  parts  of 

a  stamp  battery  with  the  method  of  operating  and  costs. 
227.  Ibid.,  p.  345.    W.  Main,  Jr.    Discussion  of  the  influence  of  the  velocity  of  impact 

on  the  effective  duty  of  stamps. 
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228.  Ihid.,  p.  476.    R.  W.  Raymond.    Description  of  mortars  used  in  1871. 

229.  Ihid.,  (1874),  p.  408.    J.  M.  Adams.    Same  as  A.  /.  M,  E.,  Vol.  II.,  p.  159. 

230.  Ibid.,  (1876),  p.  419.    S.  R.  Krom.    Comparison  of  stamps  and  rolls  with  respect 

to  the  slimes  produced  and  the  wear  and  tear. 

231.  Rev.  dea  Mines,  Vol.  XXI.,  (1893),  p.  287.    L.  Demaret.    DeUiled  description  of  old 

Cornish  stamps  and  modern  revolving  stamps  used  in  Oirnvrall.  Description  of 
floeh  system  of  discharge  and  of  high  speed  stamps,  using  secondary  cam  to  accel- 
erate the  fall. 

232.  8eh.  Mines  Quart.,  Vol.  V.,  (1883-84),  d.  359.    F.  D.  Browning.    A  few  details  of 

stamps,  wear,  and  cost  at  the  Proviaence  mill,  Nevada  City,  Cal. 

233.  Tenth  U.  8.  Census,  Vol.  XIII.,   (1880),  p.  247.    General  article  giving  details  of 

stamps  throughout  the  United  States. 

234.  Zeit.  Berg.  Hutt.  u.  Salinenwesen,  Vol.  XXV.,  (1877),  p.  242.    No  author.    Resulto 

of  experiments  at  Clausthal  on  stems  of  cast  iron,  wrought  iron,  cast  steel,  and 
Bessemer  steel.    Also  the  effect  of  weight  of  stamps  on  capacity. 

235.  Ibid.,  Vol.  XXVI.,   (1878),  p.  57.    Koch.    Detailed  description  of  stamps  used  in 

Comstock  mills. 

236.  Ibid.,  p.  139.    E.  Althans.    (General  description  of  German  and  California  stamps, 

with  special  reference  to  designs  of  cam  curves.  Figures  are  given  on  capaci^j 
water  and  wear. 

237.  Ibid.,  Vol.  XXVIII.,   (1880),  p.  210.    C.  Mosler.    Short  description  of  stamps  in 

Quincy  mill. 

238.  Ibid.,  Vol.  XXIX.,  (1881),  p.  270.    No  author.    Advantage  of  round  over  four-sided 

stamps. 

239.  Ibid.,  Vol.  XXXVI.,  (1888),  p.  245.    No  author.    A  few  detoils  of  a  stamp  mUl  at 

Tamowits. 


CHAPTER  VI. 

PULVEBIZEBS  OTHER  THAN  GBAVITT  STAMPS. 

§202.  Intboduotobt. — In  treating  this  subject,  the  author  has  described 
in  the  main,  machines  that  are  received  as  standard,  but  he  has  also  added  some 
of  those  that  are  not  so  received.  The  former  are  given  to  show  present  practice, 
the  latter  as  information  to  inventors  and  others  desiring  to  know  what  such 
and  such  a  machine  is  like.  The  line  is  drawn  in  nearly  every  case  at  machines 
which  have  been  adopted  for  a  longer  or  shorter  time  in  some  mill.  The  Patent 
Office  records  contain  descriptions  of  many  other  machines  not  included  in  this 
chapter. 

§  203.  PuBPOSB. — ^There  are  two  chief  purposes  for  which  these  machines  have 
been  designed:  (a),  to  replace  gravity  stamps  for  crushing  gold  ores  or  jig  mid- 
dlings and  (b),  for  grinding  soft  substances,  as  phosphates,  cement,  gypsum, 
talc,  etc. 

Iq  comparing  the  different  fine  pulverizers  there  are  several  qualities  that 
need  to  be  considered;  they  are:  Capacity,  cost  of  crushing,  the  brightening  of 
gold  preparatory  to  amalgamation,  ability  to  act  as  an  amalgamator  and  tend- 
ency to  form  slimes.  The  gravity  stamps  appear  to  stand  at  the  head  of  the 
list  for  all  cases  except  where  the  production  of  large  quantities  of  slimes  must 
be  avoided.  Machines  acting  on  tne  roller  principle,  by  pressure  mainly,  make 
less  slimes  than  the  others,  particularly  if  they  have  a  free  discharge. 

The  distribution  of  the  machines  in  the  gold  quartz  mills  of  California  for 
the  years  1895  and  1896  was  as  follows:*  Gravity  stamps  were  used  in  661 
establishments ;  Arrastras,  in  108 ;  Huntington  mills,  in  43 ;  roller  quartz  mills, 
in  4;  Tu^fcin  pulverizers,  in  4;  Bjyan  mills,  in  3;  Cannon  ball  mills  (ball  mills), 
in  3 ;  GriflSn  mills,  in  3 ;  Dodge  pulverizers,  in  2  and  Kinkead  mills,  in  2 ;  total, 
723.  This  list  indicates  how  far,  in  the  State  of  California,  fine  pulverizers 
have  succeeded  in  replacing  gravity  stamps. 

For  grinding  softer  materials,  as  phosphates,  cement  clinker,  etc,  fhe  fine 
pulverizers  are  standard,  the  gravity  stamps  not  being  used  for  these  purposes. 

§204.  Classification. — The  machines  have  been  arranged  in  groups  or 
cli^ses  (see  Table  136),  according  to  their  mode  of  attack  upon  the  rock,  of 
which  there  are  four  chief  principles:  (1)  abrading  or  true  grinding,  (2)  pres- 
sure, (3)  blow  upon  an  anvil,  (4)  blow  in  space;  and  also  according  to  their 
construction. 

In  this  classification,  under  the  column  headed  'Tlun,"  five  states  are  dis- 
tinguished: (1)  '*Dry,*'  that  is,  dry  or  only  very  slightly  moist,  as  mine  ore; 
(2)  "Thick  pulp,"  that  is,  pulp  that  will  adhere  to  a  stick,  as  in  amalgamating 
pans;  (3)  **Thin  pulp,*'  that  is,  liquid  pulp  like  cream,  which  runs  readily,  as 
in  an  arrastra;  (4)  "In  water,*'  that  is,  as  in  a  stamp  mill;  (6)  "With  water," 
that  is,  with  a  stream  of  water,  as  in  rolls. 

•  OompOed  from  CaL  Bep..  VoL  Zm. 
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TABLE    136. — CLASSIFICATION    OF   PULVEBIZSRS. 

Kachines  marked  with  an  asteriak,  thus/  are  described  later  in  the  texL 
AbbreriatloDB.— ContscoDtinaoas;  In.=inch;  Int.=intennlttent;  L.=largeBia8;  qtcsquarts;  8.Ksniall 


FriDoipio. 


Bun. 


r 


Capacity 

94  Hours. 
Tons. 


fi 


Uses  Designed  for. 


CXJL88     I. 


Arrastra.* 


Howland  mill 
Nafl. 


pan.^ 
Clean  np  pan. 


Horisontal  surfaces 
ninding  concentrically , 
VerUcaldiiTlngsbaft. 


Same  as  preceding,  with 
addition  of  vertical  sur- 
faces grinding  by  cen- 
trifugal force. 

Same  as  Arrastra 


•BameMArrafltnk. 


Usually 
stone. 


Iron. 


Iron. 


Iron. 


Thin  pulp. 


Id  water. 


Thick  pulp. 
Sometimes 
thin  pulp. 


Thick  pulp. 


Int 


times 
Cont 


Cont 


Int 
Some- 
times 
Cont 


9  to  6  of  ore 

80  of  quarts 
8to6ofore 


%^ 


8-10 


Fine  grinding  and 
'"'MMganiatIng  irf 
gold  and  silVer 
ores  from  tjttaidi 
to  100  mesh: 

Substitute  for 
stamp  miU. 


Fine  grinding  and 
amalgamating, 


usuallyf or  silTer 

from  '  ~ 
100 1 


ores. 


40  to 


Fine  grinder  and 
amalgamator  for 
▼arious  reskliMs 
from  40  mesh  to 
100 1 


Class  II. 


aa  Arrastra.. 


Grist    mill    or  Same 
Buhrstone 

mill* 


Ro(d[    emery  Same  as  Arrastfa.. 
milL* 


FrgbePs 
prored     fine 
grtadlngmiU. 


Carey  portable 
pulferlsing 

Kolshorn  ft 
8trecker*li 


fm- Similar  t 


r  to  preceding, 
oept  that  grinding 
feoeisshaped  like  the 
surface  of  a  much  flat- 
tened cone. 

Same  as  Buhrstone,  ex- 
cept that  upper  grind- 
er is  suspended  by  uni- 
versal Joint 

Deep  stationary  pan  with 
independent  revolving 
corrugated  bottom. 
Weight  of  pan  full  of 
ore  causes  errindlng. 


Stone. 

Any  state, 

but  usually 

dry. 

Cont 

9ottalo. 

90 

(a) 

u 

tt 

94  to  48  of 
rock. 

90 

W 

w 

M 

90  of  galena 
are. 

Buhr- 
stona 

w 

M 

Iron. 

Dry. 

M 

Fine  grinding  of 
soft  material,  as 
grain,  soft  rock, 
etc.,  from  M  inch 
to  100  mesh. 

Fine  grinding  on 
little  harder  ma- 
terial than  pre- 
ceding. 

Qrinding  soft  ores 
from  li  in.  to  90 


Same  as  preceding. 
Qrindlngc 


)  Combination  of  emery,  cement  and  buhrstone.   (6)  Oast  iron  with  furrows  of  wood. 


Class    IIL 

Iron. 

Any  state. 

Cont 

480    Of  ce- 
ment 

60 

(6) 

Any  state. 

M 

4  to  00  of 
rock. 

8-25 

gran 
milL* 
Vertical    rock 
Ma). 


Vertical  concentric  grind- 
ing surfaces.  Horison- 
tal driving  shaft 

Same  as  preceding 


Grinding  rock  from 
1  inch  to  ^  Inch. 

Grinds  moderately 
hard  rock  from 
^in.to00] 


(a) This  mill  is  described  hi  the  text' with  the  Bock  emery  mill  under  Glass  IL    (6)  Emeiy,  oementand 
buhrstone. 


Class  IV. 

• 

"KegehnUhle" 
or  oonemOl* 

^^Snder.* 

Concentric  grinding  sur- 
faces nearly  vertical. 
Vertical  driving  shaft 

Same  as  preceding 

Iron. 
Iron. 

Any  state. 
Usually  dry 

Cont 

M 

165  of  coal. 

8 
8 

Grinding  soft  snb> 
stancea,  as  coal, 
from  6  in.  to  M  in. 

FMne  grinding  oforo 
from  M  tau  to  eo 
mesh. 
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TABLE  136. — CLASSIFICATION  OF  PULVERIZERS. — CoflUnnsd. 
Hachioes  marked  with  an  asterisk,  thus,*  are  described  later  in  the  text 


FMnoiiito. 


Run. 


capacity 

84  Hours. 
Tons. 


4 


Uses  Designed  for. 


Class  V. 


Nicholas  pal 


Cylinder  with  horiaontal 
axis,  whkdi  grinds  b/ 
revolving  in  lower  half 
of  a  Btflktlonary  oylln- 
drioal  trough. 


Iron. 


In  water. 


Oont. 


6  of  tin  ore. 


IM 


In  Cornwall,  for 
fine  grinding  of 
middBngs  from 
50  to  lOOmesh. 


Class  VI. 


HeberUmill.* 


Vertical  ecoentrio  grind- 
ing surfaces.  Horiaon- 
tal  shaft 


Iron. 


Usually       Oont. 
with  water 


4  to  18  of 
middlings 


m^ 


from  '^  inch 
A  inch* 


Class  VII. 


Bogardua  ec 
oeatrfomUL* 


CannaGk*8  pul- 


Dingey  mill..,. 


Batter*s  patent 
grinding  and 
amalgamatp 
lag  pan. 

Neuerbc 
wet  mill. 


Horiaontal  eccentric 
grinding  surfaces. 
Vertical  shaft. 


Horiaontal  eccentric 
grinding  surfaces,  one 
of  which  is  a  station- 
ary pan.  Vertical  shaft. 

Like  preceding,  except 
pan  slowly  revolves. 

Differs  from  Cunnack^s, 

in  that  pan  revolves 

f ast«  driving  the  other 

discs  by  friction. 

berg's  Similar  to  Bogardus. . 


Iron. 

Iron. 

Iron. 
Iron. 

Iron. 


Any  state. 

In  water. 

In  water. 
In  water. 

With  water 


Cont. 


7  to  17  of 
soft  sub- 
stances. 


7of  tinore. 


18  of  mid- 

dUngs. 
12  of  quarts 


8-8 


IH 


M8 


Grinding  soft  sub- 
stances, as  fertil- 
izer, bones,  eta, 
from  H  hi.  to  00 
mesh. 

Fine  grinding  mid- 
dlings from  60  to 
100  mesh. 

Grinding  middlings 
from  A  in.  to  A  in. 
Substitute   for 
stamp  milL 


Similar  to  Bo- 
gardus. 


CLASS    VIII. 


Brilcknar 

mill* 


ball 


ball 


Orttson 
mm.* 

Jenlsoh 
mflL* 

Other  ball  mills 
and  tube  mills 
made  by  va- 
rious Arms. 

Dodge  improv- 
ed pnlvenzer.* 

Lowe*smill.... 

MicheUftTreg- 
oningpulver- 


Cylinder  revolving  on 
horiaontal  axis,  con- 
taining balls  which  act 
by  gravity. 


Same  as  preceding. , 
Same  as  preceding. . 
Same  as  preceding. , 


Bartle  pulver-Same 


Same  as  preceding. 
Same  as  preceding. 


Same  as  preceding,  ex- 
cept uses  scrap  iron  in- 
stead of  balls. 

as  preceding... 


Iron. 

Iron. 
Iron. 
Iron. 


Iron  and 
quarts. 
Iron. 

I  Iron. 


Iron. 


Dry  or  with 
water. 


Diyorwith 

water. 
Dry  or  with 

water. 
Dry  or  with 

water. 


Dry  or  with 

water. 
With  water 

In  water. 


In  water. 


Cont 


J4to81 

(a)  1  to  12 
6to82ofore 


10  to  00  of 

ore. 
14  to  18  of 

ore. 
5  to  0  of  tin 

ore. 

Oof  tinore. 


(2»)0-« 


8-14 


5-15 
10 


Fine  grinding  of 
soft  materials,  as 
cements,  clays, 
etc.,  from.  IH  in. 
to  100  mesh. 

Same  as  preceding. 

Same  as  preceding:. 
Same  as  preceding. 


Substitute  for 

stamp  mill. 
Same  as  preceding. 

Qrindine  middlings 
from  60  mesh  to 
100  mesh. 

Same  as  preceding. 


(a)  Of  chrome  iron  ore.    (6)  For  8-21  tons  capacity. 

CLASS     IX. 


Tu8tin*s  rotat- 
ing pulveris- 
ing mill.- 

Niagara  crush- 
er and  pul- 
veriser. 

Similar  to  GrOson,   but 

uses  rollers  instead  of 

balls. 
Similar  to  Tustin,  except 

roller  Is  weighted  by  a 

spring. 

Iron. 
Iron. 

Dry  or  with 
water. 

Dry. 

Cont 

u 

4to84ofore 

24  to  48  of 
ore. 

e-18 

Substitute  for 
stamp  mill. 

Fine    crushing  of 
ore  from  1  Inch 
to  100  mesh. 
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TABLE  136. — CLASSIFICATION  OF  PULVERIZERS. — Continued. 

Machines  marked  with  an  asterink,  thoB^*  are  described  later  in  the  text 


Firlndpto. 


Capacity 

SIHotts. 
Tods. 


for. 


Class  X. 


Cleanup    bar- 
r«L« 


oylln 


der.* 


Cylinder  revolTlng  on 
norisontal  axis  con- 
taining balls  which  act 
by  gniTity. 

Same  as  preoeding. . . 


Iron. 


(a) 


In  water. 


Dry. 


Int. 


S^to^of 

talc 


90 


Ghrlnding  battery 
residaes,  etc.. 
from  }i  Inch  to 
60  mesh. 

Pine  grinding  of 
talc,  etc,  from  80 
mesh  to  powder. 


(a)  Flint  pebbles.   Porcelain  lining. 


Class  ZI. 


Frisbee  Luoop 
milt* 


Waring  pulver- 
ator. 

Planet  pulTor- 
izingmilL 


Lion  mill 

Cyclops  mill.. 

Tnompson^ 

pulverizer. 


Cylinder  with  die  ring, 
naving  horizontal  axiSv 
in  whfoh  revolve  rollers 
driven  by  arms  and 
crushing  oy  centrifu- 
gal force. 

Similar  to  preoeding,  ex- 
cept that  it  uses  mUIi 
instead  of  rollers. 

Similar  to  preceding,  ex- 
cept ball  is  driven  by 
two  revolving  discs. 

Similar  to  preceding . 

Similar  to  preceding. 

Similar  to  preoeding. 


Iron. 


Iron. 
Iron. 


Iron. 
Iron. 
Iron. 


Dry  or  with 
water. 


Same. 
Same. 


Same. 

With  water 

Dry  or  with 

water. 


Cont 


19  to  94  of 
quarts. 


ao  of  phos- 
phate. 

48  to  79 
S-49  of  qtz. 
15-60  of  ore 


8-16 


8-16 
4-10 


Qrinding  nhoe- 
phate,  etc,  to  00 
mesh  and  as  sub- 
stitute  for  stamp 
mill  on  gold  ores. 

Grinds  ores  from  1 
in.  toOOi 


10    Same  as  preoeding 


Same  as  preoeding 
Same  as  preoeding 
Same  as  preoeding 


Class  XII. 


Orfffln  centrifu- 
gal stamp 
miU.* 


Similar  to  Frisbee  Lucop 
except  rollers  axe  cor- 
rugated and,  henoe, 
stnke  a  blow. 


Iron. 


Dry  or  with 
water. 


Cont 


180  of  cop- 
per matte 


80 


Orindhig  ore  trom 
IH  hi.  to  A  In. 
and  liner. 


Class  XIII. 


American  ball 

Horisontal  stationary 
pan,    around   which 
balls  are  driven  by  re- 

Iron. 

Dry    or  in 

Cont 

94  to  79  of 

4^ 

HinTtoOOmeah. 

pulverizer. 

water. 

quarts. 

volving  cover. 

Same  as  preceding 

Similar  to  preceding,  ex- 
cept balls  are  driven 

Iron. 
Iron. 

Same. 
In  water. 

ti 

Same  as  preoeding 
Same  as  preoeding 

Morey  A  Sper- 
ry  pulveriser. 

94  to  86  of 
quarts. 

11^15 

by  under  disc. 

Crawford  mill. 

Same  as  preceding 

Similar  to  preoeding,  ex- 
cept balls  are  driven 

Iron. 

Same. 

10  of  quartz 

19 

Pfeiffer  s  hori- 

Iron. 

Dry    or  In 

7  of  cement 

10-19 

Same  as  preoeding 

zontal    ball 

water. 

mill 

Morel  &  Hall's 

Same  as  preoeding 

Iron. 

SA-nie, 

ti 

ballmiU. 

Class  XIV. 


Jordan^s  oen- 
tri  f  u  gal 
grinder  and 
amalgamator 

Kbikead's  ball 
mill 


Pan  keyed  to  a  slightly 
inclined  shaft,  around 
which  balls  roll,  due  to 
rotation  of  shaft. 

Similar  to  preceding,  ex 
oept  that  the  shaft 
gyrates  at  its  foot. 


Iron. 


Iron. 


In  water. 


Same. 


Cont 


Same  as  preoeding 


Same  as  preceding 
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TABLE  136. — CLASSIFICATION  OF  PULVBBIZBBS. — Continued. 

Maohiiies  marked  with  an  asterisk,  thus,*  are  described  later  in  the  text 


Pruu!ipl& 


h] 


Capacity 

M  Hours. 
T<oiia. 


6 
I 

w 


Uses  Dedgned  for. 


Class  XV. 


Edgenmner^. 


Cylindrical  rollers  re- 
Tolving  on  boriaontal 
axis  and  gyrating  in  a 


Bryan  roller 
quarts  mill.  ^ 

I^Mig]ey*8  im- 
proved  dry 


Same  as  preoedtng.. 
Same  as  preceding. 


Menall^miU. 


WIsweD  elec-|8ame 
trie  ore  pal- 

HancCln*B  mill. 

'Wbod*8  mm. . . 


Compound 
edge  stone. 


Same  as  preceding . 
as  preceding. 


Same  as  preceding.. 
Same  as  preceding . 


Same  as  preceding.. 


Iron. 
Some- 


stone. 
Iron. 

Iron. 

Iron. 
Iron. 

Iron. 
Iron. 

Iron. 


Dry    or  in 
water. 


In  water. 


Cont 
Some- 
times 
Int 
Cont. 


Same. 
Sama 

Dry. 
In  water. 


Dry  or  with 
water. 


14  to  18  of 

ore. 

go  of 

quartsite. 

12  to  86  of 

ore. 
72  of  ore. 


54  of  ore. 

12  to  48  of 
ore. 

53ofoeme*t 


74  to  28  of 
cement 


}« 


6-10 
S-10 


86-40 


flue 
in.  to 


Usually  for 
grinding  H 
40  mesh. 


Substitute  for 

stamp  mill. 
Crushing  ores  fttnn 

IH  in.  to  78  mesh. 

Croshing  ore  from 
^in.  to  80  mesh. 

Substitute  for 
stamp  milL 

For  grinding  ce- 
ment 

For  grinding  ore 
from  M  inch  to 
00  mesh. 

Same  as  preceding 


Class  XVI. 


Sdhrans  mill*. 


Conical  rollers  revolTing 
on  fixed  axis  nearly 
horizontal  with  rcTol?- 
ing  disc  beneath. 


Iron. 


With 


Cont 


88  of  mid- 
dlings. 


8^4 


Class  XVIL 


Kinkeadmfll*. 


Llfl^tnermill. 


Pan    containing  muller 
keyed  to  gyranng  shaft. 

Same  as  preceding 


Iron. 


Iron. 


In  water. 


Same. 


Cont 


15  of  ore. 


For  gold  ores  and 
middlings,  from 
H  in.  to  40  mesh. 

Same  as  preceding 


Class  XVIII. 

Huntington 
centruugal 
LroilBrmill? 

Die  ring  with   vertical 
axis,  inside  of  which 

Iron. 

In  water. 

Cont 

12  to  25  of 

4-8 

Substitute  for 

era 

stamp  mm   and 

are  rollers  which  re- 

formiddlings 

Tolve  around  central 

crusher. 

shaft    and  rotate  on 

▼ertical  axes  by  fric- 

tion and  crush  by  cen- 

trifugal force. 

Hcfwiaiid    mm 

Similar  to  preceding,  ex- 

Iron. 

Same. 

«i 

12  to  24  of 

12-15 

Substitute  for 

Nal. 

cept  that  rollers  are 
driven  by  a  revolving 
under  disc. 

era 

stamp  milL 

Narad  pnlTer- 

Similar  to  Huntington. . . 

Iron. 

Dry   or  in 

24  to  96  of 

154» 

Same  as  preceding 

iaer.« 

water. 

ore. 

Propfe  mlQ.... 

Similar  to  Huntington, 
but  has  rollers  on  two 
levela 

Iron. 

Dry. 

«« 

10  to  15  of 
coal. 

8-2 

For  grinding  coal 
to  40  mesh. 

FriedebergmiU 

Similar  to  Huntington. . . 
Similar  to  Huntington, 

Iron. 

Same. 

»i 

6-8  of  coal. 

4-6 

Same  as  preceding 
For  fine  grinding  of 

Tregoning  pul- 

Iron. 

In  water. 

(t 

8  of  tin  ore. 

IM 

wiserT 

except  rollers  are  cor- 
ragaled  and  strike  a 
blow. 

ore. 

Class  XIX. 


Qriflin  roller|Simllar  to  Huntington, 
mill.*  I    except  that  roller   Is 

I    rotated  by  a  pulley. 


Iron. 


Dry    or   In 
water. 


Cont 


30  to  80  of 
quartz. 


15-25 


Substitute  for 
stamp  mill. 
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TABLE  136. — CLASSIFICATION  OP  PULVERIZERS. — Concluded. 

VLatAADOA  marked  with  an  asterisk,  thus«*  are  described  later  in  the  text. 


Prindpla 


Run. 


I  SI 


Capacity 

per 

9ti  Hours. 

Tons. 


1^ 


Uses  Dettgned  for. 


Class  XX. 


Carr  disinte-f 

grator.^ 
Brink  ft  Hilb- 
nerdlstnte- 
grator.* 
8  ted  man's 
di8int*grati^ 
SturteTant 

milL* 
Qydooepulver- 

Lerlathan  pal- 

▼eriaer. 
MeOie's  pnlTsr- 

iser. 
Jordan's    pul- 

▼erlaer. 


Impact  machine  hav- 
ing two  horisoDtal 
shafts  and  two  sets 
of  beaters  revolving 
in  opposite  directions 
in  a  chamber. 

Same  as  preceding ....  i 


Same  M  preceding., 

Same  as  preceding. . 
Same  as  preceding. , 
Same  as  preceding. , 


Iron. 

Iron. 
Iron. 

Iron. 
Iron. 
Iron. 


Dry. 

Dry. 
Dry. 

Dry. 
Dry. 
Dry. 


Cont. 


L,  175  to 
500  of 


S.    80    of 
mid- 

l^toTofof 

ore. 
5  to  13  of 

ore. 


86-186 
'80-75 


For 


grinding  soft 
iDstanoes,  as 
coal,  to  A  ioch; 
also  for  mid- 
dlings from  9 
to4mm. 

(Pushing  ore  fktim 
4  in.  to  90  mesh. 

Fine  grinding  of  soft 
mineralsfrom 
Min.tol00mebh. 

Same  as  preceding 

Same  as  preceding 
Same  as  preceding 


Class  XZI. 


Whelpley  & 
Storer  jpul 

■  9 


Rairmond  auto- 
matic pulver- 
iser. 

Walker  pulver- 

IMT. 

ByarsoDpul' 


Impact  machine  with  one 
horiaontal  shaft  and 
several  sets  of  beaters 
revolving  in  a  chamber. 

Same  as  preceding 


Same  as  preceding,  with 
but  one  set  of  beaters. 

Same  as  preceding... 


Iron. 

Iron. 
Iron. 
Iron. 


Dry. 

Dry. 
Dry. 
Dry. 


Cont 


18  of  ore. 

S^toSO 
96  of  quarts 


7,900 
els  wheat. 


16 


Grinding  01 

H  in.  to  100  mesh. 


Grinding  soft  ma- 
terials to  powder. 

Grinding  from  H 
fai.tolOOr  -" 


Grinding  soft  ma- 
terial, as  wheat, 
to  flour. 


Class  XXIt. 


**8ohIeude 


Vapart  disinte- 
grator.* 

Griffin  pulver- 
izer. 

Whelpley  & 
Storer   wnirl- 


Progressive 
pulveriser. 

"Bolsen- 
mOhla** 


Impact  machine  with  ho- 
rizontal disc  revolving 
rapidly  on  vertical 
shaft  Throws  ore  ra- 
dially outward. 

Same  as  preceding. . . 

Same  as  preceding. . . 
Same  as  preceding. . . 

Same  as  preceding. . . 
Same  as  preceding. . . 


Impact  machine,  where 
ore  is  struck  br  pro- 
jections on  rapidly  re- 
volving horiaontal  disc. 


Iron. 

Iron. 
Iron. 
Iron. 

Iron. 
Iron. 

Iron. 


Dry. 

Dry. 
Dry. 
Dry, 

Dry. 
Dry. 

Dry. 


Cont     14  of  ore. 


10  to  86  of 
soft  ores. 

94  to  78  of 
ore. 

800  of  ore. 


4-18 
16-80 


Grinding  ores  from 
34  in.  io  19  mesh. 


Same  as  preceding 

Same  as  preoeding 

Grinds  ore  from  4 
inches  to  M  iiM^ 


Grinds   ore 

:4in.tol00f 
Grinds  ore  from  U 

in.  to  100 1 


F>labl0-material« 
froin  19  Inch  to 


Class  XXIII. 


Pneumatic  pul- 
verizer. 


Impact  machine.  Id 
which  two  streams  of 
ore  meet  in  a  chamber. 


Ore. 


Dry. 


Cont 


7  to  10  of 
ore. 


(a) 


Crushes  ore  from 
M  in.  to  100  mesh 


(a)  Boiler  bums  0.99  to  0.49  tons  of  coal  to  crush  7  to  10  tons  of  ore. 
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Classes  I.  to  V.  are  concentric  in  their  action  and  act  upon  the  true  grinding 
principle  only.  Classes  I.  and  II.  have  vertical  axes;  III.  and  IV.  have  hor- 
izontal. The  former  are  used  for  very  fine  grinding  and  are  able  to  do  such 
work  because  the  particles  cannot  i  amble  away  from  the  surfaces  as  soon  as  the 
first  break  takes  place.  The  latter  do  not  grind  so  finely  because  the  particles 
can  drop  out  when  partly  broken.  The  wear,  when  hard  rock  is  ground,  is  high, 
and  since  they  are  employed  for  very  fine  grinding  their  capacity  per  horse 
power  is  necessarily  low.  These,  as  well  as  the  other  machines  that  crush  by 
grinding,  if  run  dry,  have  greater  tendency  to  heat  than  the  machines  which 
crush  by  pressure. 

Classes  VI.  and  VII.  have  eccentric  grinding  surfaces  and  they,  therefore, 
have  no  tendency  to  wear  in  grooves,  which  is  an  advantage.  The  remarks 
upon  concentric  grinders  in  other  respects  are  equally  applicable  here. 

Class  VIII.  includes  the  true  ball  mills  and  they  act  by  pressure,  by  grinding 
and  by  blows. 

Class  IX.  includes  machines  which  resemble  those  of  Class  VIII.,  but  they 
act  by  pressure  only.  The  effect  of  the  heavy  rollers  with  free  discharge,  is  to 
decrease  wear  and  the  tendency  to  make  slimes. 

Class  X.  represents  the  parent  form  of  ball  mills  and  the  intermittent  method 
of  action  makes  the  machines  of  this  class  extremely  fine  grinders.  They  are 
simple  and  are  good  amalgamators  and  are  used  for  very  fine  grinding  where 
small  capacity  is  not  objectionable. 

Class  XI.  includes  roller  and  ball  mills  using  pressure  mainly,  with  or  with- 
out grinding.  Class  XII.  acts  by  blow  only.  Class  XIII.  acts  by  pressure,  and 
to  a  less  extent  by  grinding.  Classes  XI.,  XII.  and  XIII.  have  not  met  with 
wide  adoption  on  account  of  complicated  parts. 

Class  XIV.  uses  both  pressure  and  grinding.  The  inclined  shaft  is  a  dis- 
advantage. 

Class  XV.  acts  mainly  .by  grinding  and  to  a  less  extent  by  pressure.  Class 
XVI.  is  like  class  XV.  in  action  except  that  the  conical  rollers  enable  it  to  act 
wholly  by  pressure.  Classes  XV.  and  XVI.  have  been  very  successful  for  moder- 
ately fine  work. 

Ciass  XVII.  acts  by  pressure  only  on  the  fine  grains,  but  it  introduces  a  slight 
grinding  action  while  breaking  the  coarse  lumps. 

Classes  XVIII.  and  XIX.  are  the  vertical  roller  mills  and  they  act  almost 
wholly  by  pressure.  They  have  been  the  chief  rivals  of  the  California  stamp 
mill. 

Classes  XX.,  XXI.,  XXII.  and  XXIII.  all  break  the  rock  by  striking  a  blow  in 
space.  They  have  found  favor  only  on  soft  material  because  of  the  high  cost 
of  power  and  wear  when  crushing  hard  substances.  Several  of  these  mills  are 
used  for  veiy  fine  grinding. 

Arrastra  OB  Drag-btone  Mill. 

§  205. — ^This  mill  consists  of  a  circular  pavement  from  6  to  20  feet  in  diame- 
ter with  a  retaining  wall  around  it  and  a  step  in  the  center.  Upon  the  step 
stands  a  vertical  revolving  spindle  or  shaft,  and  from  the  spindle  extend  hori- 
zontal arms  to  which  large  boulders,  called  drag-stones,  are  attached  by  chains. 
The  boulders  are  dragged  around  the  circle  by  the  arms  and  crush  the  ore  by  a 
true  grinding  action. 

The  arms  number  from  two  to  eight,  usually  four.  The  drag-stones  vary 
form  two  to  twelve,  commonly  four;  they  weigh  from  80  to  2,000  pounds,  aver- 
age about  300  pounds.  Holes  are  drilled  in  the  stones  and  plugged  with  dry 
wood  and  the  eye  rings  are  driven  into  these  plugs.    They  are  placed  so  that 
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the  Btone  shall  slide  on  its  largest  plane  surface  and  forward  of  the  center  of 
gravity  so  that  the  front  edge  of  the  stone  may  be  lifted  so  as  to  ride  over  the 
coarsest  of  the  ore  during  the  early  stage  of  grinding. 

To  prevent  leakage  of  quicksilver  the  pavement  is  built  upon  a  clay  or  con- 
crete foundation  which  is  always  wider  than  the  pavement.  The  latter  is  about 
1  foot  thick  of  granite,  basalt,  or  flinty  quartz,  a  rough  grained  rock  being  pre- 
ferred. The  joints  are  filled  with  fine  tailings,  or  better,  with  cement.  The 
retaining  wall,  2  to  4  feet  high,  is  made  of  stones  laid  in  cement,  of  wooden 
staves  bound  with  iron  hoops,  or  is  merely  a  clay  bank.  It  has  a  gate  or  a  series 
of  plug  holes  for  discharging  the  pulp  and  sometimes  screen  discharges  for 
continuous  work. 

The  speed  is  4  to  18  revolutions  per  minute,  usually  10  to  14  for  power 
arrastras.  Small  arrastras  are  driven  by  a  horse  or  mule  atttached  to  an  ex- 
tension of  one  of  the  arms,  the  animal  walking  around  the  circle.  Large 
arrastras  are  driven  by  a  horizontal  water  wheel,  suspended  from  cross  arms 
separate  from  the  dragging  arms  and  extending  outside  the  retaining  wall,  or 
they  are  driven  by  a  shaft  with  beveled  gears.  One  long  shaft  may  in  this 
way  connect  several  arrastras  with  a  single  driving  engine. 


FIG.   158. — SECTION  OF  ARRASTRA  AT  MILL  81. 

It  is  used  as  a  fine  grinder  and  amalgamator  with  both  gold  and  silver  ores, 
and  is  fed  with  material  seldom  above  |  inch  in  diameter,  often  much  below.  It 
is  used  where  cheapness,  both  of  installation  and  of  running,  is  essential  and  at 
the  same  time,  small  capacity  is  not  objectionable,  for  example,  in  regions  re- 
mote from  supplies.  It  is  often  used  for  re-treating  tailings  of  gold  mills, 
chiefly  by  lessees. 

At  Guanaxuato,  Mexico,  mule  power  arrastras  12  feet  in  diameter,  each  treat 
600  to  1,100  pounds  of  silver  and  gold  ore  per  charge,  taking  24  hours  and  using 
230  to  299  gallons  of  water.  At  Zacatecas,  a  charge  of  1,000  pounds  of  silver 
ore  is  treated  in  13  Hours;  at  San  Dimas,  1,500  pounds  in  three  days  at  a  cost 
of  $1  to  $1.40  per  ton.''  A  twelve-foot  power  arrastra  can  treat  two  charges  of 
2  tons  each  in  24  hours.*®  At  Smartville  and  Mooney  Flat,  Nevada  Coimty, 
California,  arrastras  12  feet  in  diameter,  making  14  revolutions  per  minute, 
witii  steam  power,  grind  7  tons  per  charge,  and  the  time  of  treatment  is  1  hour; 
cost,  8  cents  per  ton.  Louis*  gives  6  horse  power  required  for  a  12-foot  arrastra, 
making  12  revolutions  per  minute  and  treating  6  tons  in  24  hours. 

Mill  81,  visited  by  the  author,  consists  of  four  arrastras  which  grind  the  tail- 
ings from  Mills  65,  73  and  74.  These  arrastras  (see  Fig.  158),  consist  of  a 
pavement  A,  2  feet  thick,  built  of  stones  and  cement  with  an  underlying  bed  of 
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clay,  6  inches  thick-  The  inside  diameter  is  12  feet ;  in  the  center  is  a  step  B  of 
oak  timber,  projecting  one  foot  above  the  pavement  to  receive  the  central  shaft. 
Around  the  pavement  is  built  a  cemented  stone  wall  C  2  feet  thick,  4  feet  high 
and  2  feet  above  the  pavement.  Upon  the  center  step  stands  a  rough,  vertical 
shaft  or  spincUe  D  of  pine  wood,  2  feet  in  diameter,  8  feet  high,  with  a  toe  of 
3-inch  diameter  round  iron  at  the  lower  end  to  support  it  in  the  step,  and  an 
extension  of  2  feet  above  the  top,  of  3-inch  round  iron  to  act  as  the  top  journal. 
This  upper  journal  runs  in  a  wooden  bearing  bolted  to  the  side  of  a  horizontal 
round  timber  E,  which  is  16  inches  in  diameter,  32  feet  long,  strongly  supported 
and  braced  at  the  ends.  Four  timbers  F,  6X8  inches,  pass  horizontally  through 
the  vertical  shaft,  the  top  of  each  being  1  foot  above  that  of  its  predecessor  and 
one-eightii  of  the  circle  in  advance  of  it,  and  furnish  eight  arms,  each  of  12| 
feet  radius,  for  the  support  of  the  water  wheeL  At  the  end  of  each  arm  are  sus- 
pended two  vertical  timbers  ff,  2X6  inches,  supporting  a  horizontal  impact  water 
wheel,  24  feet  inside  diameter.  The  buckets  are  placed  between  two  rima  /,  8 
inches  apart ;  each  rim  is  made  of  two  thicknesses  of  1-inch  board  8  inches  wide 
which  by  breaking  joints,  maintains  the  circular  form.  The  buckets  ff  are  8 
inches  deep  and  are  made  of  two  parts,  the  upper  making  75°  with  the  hori- 
zontal, sloping  toward  the  water  jet ;  the  lower,  30°  with  the  horizontal  and  about 
right  angles  to  the  jet  of  water.  The  jet  of  water,  not  shown  in  the  figure,  is  5 
inches  wide,  10  inches  deep,  and  slopes  45"*,  with  a  head  of  12  to  16  feet  The 
speed  is  12  to  14  revolutions  per  minute. 

*  Four  drag  stones  J,  weighing  from  a  ton  down,  are  attached  by  chains  to  the 
horizontal  arms  and  the  length  of  the  stones  is  so  placed  with  reference  to  the 
radius  that  one  stone  causes  an  outward  current  while  another  causes  an  inward 
current.  The  stones  last  from  one  to  three  months,  according  to  their  size. 
Generally,  two  new  and  two  old  stones  are  run  together.  The  pavement,  2  feet 
thick,  lasts  4  months. 

The  charge  for  each  arrastra  is  estimated  to  be  4^  to  5  tons.  The  feed  sand 
is  tailings  which  have  passed  through  screens  with  0.030-inch  (0.76  mm.)  round 
holes,  bringing  water  enough  to  liquify  the  pulp.  The  treatment  lasts  twenty- 
four  hours  and  the  sand  is  mostly  ground  to  fine  mud. 

Computing  the  power  from  the  now  of  water,  and  assuming  the  efficiency  of 
the  water  wheel  to  be  40%*  and  that  of  the  jet  100%,  the  power  actually  used 
would  be  from  5.25  to  8.1  horse  power.  Three  men  per  24  hours  are  required 
to  run  the  four  arrastras.    For  further  particulars  see  Mill  81  in  Chapter  XX. 

A  small  arrastra  is  used  in  Mill  58  as  clean  up  pan  and  is  further  described 
under  that  bead. 

Amaloamatino  Pans. 

§206.  The  modem  combination  pan  (see  Figs.  159a-161b),  has  been  de- 
veloped along  the  lines  indicated  in  the  early  patents  of  1855  to  1875.  It  is  a 
flat  bottomed  pan  with  an  iron  cone  in  the  center,  with  high  sides  nearly  or 
quite  Vertical,  and  in  it  a  horizontal,  annular  disc,  called  a  muUer,  is  revolved. 

It  has  three  important  duties  to  perform:  it  grinds  the  ore,  it  furnishes  iron 
for  the  chemical  reactions  of  the  process,  and  it  mixes  the  mercury  with  the  ore 
in  order  that  amalgamation  may  follow.  Some  high  authorities,  among  whom 
is  M.  P.  Boss,  claim  that  the  reduction  in  size  should  be  completed  before  the 
ore  is  fed  to  the  pan  and  that  the  pan  should  not  be  used  as  a  grinder  except 
in  rare  instances. 

The  mixing  or  circulation  of  the  pulp  is  the  most  important  feature  in  the 
operation.    Upon  it  depend  all  the  others.    Two  kinds  of  circulation  are  required 
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in  a  pan:  the  whirling  of  the  pulp  around  in  a  circle,  due  to  the  rotation  of  the 
muUer.  This  is  simply  and  easily  done.  Secondly,  a  circulation  which  causes 
the  pulp  to  flow  outward  from  the  center  at  the  bottom,  then  to  rise  up  the 
sides,  next  to  return  toward  the  center  at  the  top  and  finally  to  fall  down  to 
the  bottom  to  start  over  again,  making  a  complete  and  continuous  mixing  up  and 
overturning  of  the  whole  pulp.  This  circulation  has  been  accomplished  by  the 
perfection  of  the  design  of  the  pan. 

§  207.  The  Foundation  Frame,  Pan  Bottom  and  Central  Cone. — Each 
pan  has  four  feet  A,  (Fig.  1616.)  These  are  bolted  to  two  long  timbers  B 
running  under  the  whole  row  of  pans ;  these  timbers  are  supported  by  two  posts 
under  each  pan,  which  in  turn  stand  upon  sills  below.  Cross  bars  notched  into 
the  posts  support  the  boxes  or  bearings  C  (Fig.  161a.)  Each  of  these  boxes  has 
three  parts:  a  step  for  the  vertical  shaft,  a  bearing  for  the  gear  end  of  its  own 
horizontal  shaft  and  another  for  the  pulley  end  of  its  neighbor's  shaft.  The 
Boss  pan  (see  Fig.  160a),  substitutes  two  cross  caps  at  each  pan  for  the  two  long 
timbers  and  uses  four  posts  instead  of  two.  It  also  has  a  different  style  of  box 
to  allow  the  use  of  one  long  horizontal  shaft  for  the  whole  row  of  pans. 


FIQ.  159(i.— DIB. 


PIG.  159c. — pan  bottom. 


FIG.  159e. — ^SHOB. 


The  pan  bottom  (Fig.  159c  and  Z>,  Fig.  1596)  is  a  cast  iron  disc  supported  on 
the  four  feet.  At  one  side  is  the  discharge  spout  E,  (Fig.  1596),  with  an  orifice 
about  3  inches  in  diameter.  This  is  placed  as  low  as  possible  to  drain  oflf  all 
the  mercury.  At  the  Lyon  mill,  Dayton,  Nevada,**  this  spout  was  found  to  wear 
out  much  faster  than  the  pan  bottom.  They  therefore,  used  a  larger  nipple,  in 
which  was  driven  an  oak  bushing  to  take  the  wear.  When  this  wore  out  it  was 
replaced  at  little  expense.  An  amalgam  well  may  be  attached  to  the  spout  if  the 
mercmry  is  to  be  settled  in  the  pan,  otherwise  the  pulp  is  run  dtrectly  into  the 
settler.    Settling  mercury  in  the  pan  is  now  practically  obsolete. 

The  bottom  supports  the  sides  F  (Fig.  1596),  the  dies  0,  and  the  central  cone 
ff.  The  central  cone  is  in  two  parts:  the  cylindrical  part  above,  carrying  the 
bearing  for  the  vertical  shaft,  and  the  conical  part  below,  to  prevent  a  stagnant 
center.  These  two  parts  are  generally  cast  in  one  piece.  The  union  between 
the  base  of  the  cone  and  the  pan  bottom  is  usually  made  by  flange  and  bolts; 
the  two  are,  however,  sometimes  cast  in  one  piece.    A  sleeve  is  sometimes  used 
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FIG.   161a. — SECTION  OP  UNION   IRON  WORKS  COMBINATION  PAN. 

to  protect  the  central  cone.     At  the  Lyon  mill,  this  was  1  inch  thick  and  36 
inches  high. 

In  the  pan  made  by  the  Union  Iron  Works,  protection  is  given  by  a  false  cone, 
not  shown  in  Fig.  161a,  which  at  its  base  fills  the  space  inside  the  die  ring.  It 
is  held  in  position  by  cement  which  is  poured  between  it  and  the  central  cone. 
For  details  of  the  pan  bottom  and  central  cone,  see  Table  137. 

TABLE  137. — ^DETAILS  OP  PAN,  PAN  BOTTOM  AND  CENTRAL  CONE. 
AbbreviationB.— C.  P. = Combination  pan;  lD.=inche8;  Lb.=pound8. 


HiU  or  Works. 


E.P.  AUIsCo.,C.P. 

Bo88  pan 

Fraaer  &  Chalmers,  C.  P. . 
Risdon  Iron  Works,  C.  P. , 
Union  Iron  Works,  C.  P.. . 
C.  P.,  Lyon  MiU»« 


Junction  of  Cone 
and  Bottom. 


Q 


Bolted 

Cast  together  (aV . . 
Bolted,8ee  Fig.lfidb 

Bolted 

Bolted,8ee  Fig.ieia 
BolKHl  with  gasket 


IS 


In. 
20 
96 
18 
84 


In. 

68 

61 


1^ 


In. 

40 

40 

40 
80-86 

42 

56 


III 


66-76 
75 
76 
75 
75 


I 

lii 


Tons. 


]:'->* 


In. 

60 

62^ 

60^ 

60 

60 

65 


Weight  of 
Pan. 


lis- 


Pounds. 

6,500 

9,800 

(b) 

G.600  to  8,000 

8,466 


Lb. 
476 


326 

1,600 

650 


II 


Lb. 
8,000 


1,866 

dim 


(a)  See  Fig.  160a.    (6)8,000 
6^  inches  at  the  bottom,    (d) 


pounds  with  steam  bottom;  7,000  pounds  without, 
vith  steam  bottom. 


(c)  58^  inches  at  the  top; 

§  208.  The  Steam  Jacket  and  Steam  Pipe. — These  are  devices  for  heat- 
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ing  the  contents  of  the  pan  to  aid  the  chemical  reactions  needed  for  amalgama- 
tion. The  former  is  a  space  to  be  filled  with  steam.  It  is  sometimes  made  by 
bolting  a  steam  tight  annular  disc  /,  (Fig.  161a),  on  the  bottom,  furnishing  a 
steam  space  between  the  two,  or  it  is  made  by  dropping  a  conical  lining  over 
the  cone  inside  the  pan.  The  steam  space  is  then  between  these  two  cones.  Still 
a  third  method  is  that  adopted  in  the  Boss  pan  (Fig.  160a),  which  has  the  pan 
bottom  and  conical  lining  cast  in  one,  and  slipped  over  the  permanent  cone,  and 
the  disc  steam  cover  below ;  this  gives  a  steam  jacket  to  both  the  bottom  and  the 
cone. 

In  case  live  steam  is  preferred  to  a  steam  jacket  for  heating  the  pulp,  a 
vertical  steam  pipe  is  arranged  at  one  side  to  deliver  dry  steam  within  5  or  6 
inches  of  the  bottom  of  the  pan.  A  chamber  and  drip  cock  must  be  placed  to 
dry  the  steam  just  before  it  is  admitted. 

The  steam  jacket  may  or  may  not  be  used.  The  advantage  of  the  steam  jacket 
is  that  the  heat  of  the  exhaust  steam  from  the  engine  may  be  saved  and  the  dilu- 
tion of  the  pulp  prevented.  The  advantage  of  the  steam  pipe  is  that  it  heats 
the  pulp  quickly.  The  disadvantages  are  that  it  is  more  costly  since  pure  steam 
must  be  used,  as  oil  in  the  exhaust  steam  would  hinder  amalgamation,  and  sec- 
ondly it  is  liable  to  liquify  the  pulp  too  much.  Both  methods  were  in  use  in 
the  mills  visited  by  the  author.  Mill  82  used  steam  jacketed  inner  cone,  bottom 
not  jacketed,  and  live  steam  in  the  pulp.  Mills  83  and  84  used  steam  jacketed 
bottom  and  live  steam  in  pulp. 

§  209.  Sides,  Flange,  Ring,  Lining  and  Covers. — The  sides  F  (Fig.  1596) 
are  generally  made  of  wooden  staves  2|  to  3  inches  thick.  They  rest  on  the 
bottom  and  are  held  together  by  two  or  three  hoops  J  (Fig.  169&).  The  com- 
monest form  of  hoop  is  |-inch  round  rods  with  the  ends  passing  through  rod 
binder  blocks  K  (Fig.  159a),  and  with  nuts  to  take  up  slack.  Mill  82  has 
hoops  of  2jX^-inch  flat  iron  riveted.  Boiler  iron  is  sometimes  used  for  the  sides. 
In  this  case  the  bottom  joint  is  caulked  with  some  form  of  packing.  Small  pans 
have  bottom,  sides  and  cone  all  cast  in  one  piece. 

Outside,  around  the  bottom,  and  cast  with  it,  is  a  flange  L  (Fig.  1596),  to 
hold  the  staves  in  place  and  give  a  water  tight  joint.  Between  this  and  the 
staves,  packing  may  be  caulked.  Inside  the  staves  is  a  ring  M  (Fig.  1596), 
which  may  or  may  not  be  cast  with  the  bottom.  This  ring  supports  the  staves, 
takes  the  wear  and  furnishes  iron  for  the  chemical  reactions,  and,  if  separate, 
may  be  replaced  before  the  bottom  is  worn  out  The  details  of  the  ring  are  given 
in  Table  138. 

TABLE  138. — BRINGS. 


MiUorWorka 


Height  of 
Rings. 


Weight  of 
Rings. 


ThlcknesB  of  Rings. 


Out  on  Bottom  or 
Separate. 


Mill  88 

Mill  88 

BIill84 , 

Lyon  mill 

E.  P.  AllisCo 

M.  P.  Boss 

Fraser  &  Chalmers. 
Riadon  Iron  Worlcs.. 
Union  Iron  Works. . 


Inches. 
10 

7 

7 
10 

6 

8 

8 

S 
16 


Pounds. 


410 


SSO 
400 
544 


H  at  top,  ^at  bottom. 


SeparatSL 

Separate. 

Separate. 

Separate. 

SeiMrate. 

Separate. 

Separate. 

Caist  on  bottom. 

Separate  and  in  halres 


At  the  Lyon  mill,  a  lining  of  1-inch  boards,  24  inches  long  was  nsed  to  take 
the  wear  off  the  staves. 

Pans  are  provided  with  covers  N  (Fig.  1596),  of  cast  iron,  wrought  iron  or 
wood  which  are  in  halves  for  ease  of  removing.  They  serve  to  keep  in  the  heat 
and  steam.    They  have  holes  with  lesser  covers  0  for  feeding,  sampling  and 
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inspecting  or  one-half  the  large  cover  may  be  removed  at  the  time  of  feeding. 
The  weight  of  the  cover  as  given  by  the  Union  Iron  Works  is  315  pounds. 

§  210.  Dies  (Pig.  159d  and  0,  Fig.  1696),  are  flat  pieces  of  iron  which  are 
laid  aronnd  the  bottom  of  the  pan  in  such  a  way  as  to  form  an  annular  ring.  A 
space  is  usually  left  between  them  which  acts  as  a  channel  for  the  outward  flow 
of  the  pulp.    These  channels  are  usually  oblique  to  the  radii. 

The  dies  are  made  of  chilled  iron  and  may  be  dovetailed  separately  to  the  bot- 
tom as  in  Figs.  159&  and  159c,  or  they  may  be  cast  in  a  single  annular  ring  witK 
channels  between  the  dies  as  in  Figs.  160a  and  160c,  or  finally,  a  single  die  rinff 
without  any  channels  is  used  as  in  Figs.  161a  and  161&.  This  is  either  cemented 
in,  or  held  by  dovetails  to  the  pan  bottoms,  or  by  lugs  on  it  and  in  the  pan. 
Where  no  channels  are  used  in  the  dies,  those  in  the  shoes  are  depended  upon 
wholly  for  feeding  the  ore  to  the  grinding  surfaces.  The  single  die  ring,  whether 
with  or  without  channels,  saves  much  time  in  changing  dies  over  the  independ- 
ent dies,  and  to  some  extent  protects  the  bottom  against  cutting  and  solution^ 
especially  when  cemented  in. 

There  are  two  depressions  in  the  bottom  of  the  pan  which  may  or  may  noi 
need  treatment  to  prevent  formation  of  pools  of  mercury.  They  are  the  annular 
spaces  inside  the  inner  die  circle  and  outside  the  outer  one.  The  Union  Iron 
Works  (Fig.  161a),  get  rid  of  the  inner  one  by  bringing  the  central  cone  down 
to  the  dies,  and  the  outer  by  driving  in  a  pavement  of  wooden  blocks  with  grain 
on  end  flush  with  the  top  of  the  dies.  The  E.  P.  AUis  Co.  run  in  cement  to  flU 
Wth  spaces  flush  with  the  die  tops.  Fraser  ft  Chalmers  (Fig.  1596),  leave  tiie 
two  spaces  unfilled  claiming  that  a  properly  run  pan  need  not  be  troubled  by 
pools  of  mercury. 

The  removal  of  the  worn-out  dies  is  effected  by  a  bar.  The  details  of  the 
▼arious  forma  of  dies  are  given  in  Table  139. 


TABLE  139.— DIBS. 
AbbraTiatloii8.'Deg.sdegree8;  Lb.spoonds. 


Wattiv 


M.  E  Boau 

Fraaor  A  ChalRi^fB. 
RlsdoD  Iron  Worlm,. 


B 
8 

e 
1 


Lb 
640 

6fJ0 


DeelffQ  of  Diaa 


OhflutiHwl  ring. . 
gpparafediea..., 
CbatiDeledHiig.. 
Solid  rlDfT 


terof 
Itisfdfl 

Me 
Circle. 


ler  of 
OuMd^i 

Die 
Circle, 


I  nch^sa  ^ 
2t 
SO 

n 
mi 


ADj?tr 

of 
Bevel 

of 
EdRBe 


54 

m 

54 


00 

m 

45 
None. 


Dpptb 

Ohan- 
nelB. 


tnclips, 

None. 
Hone. 


Horinon^ 

m 

width  of 
CliatiBeb 


plftEHflieror 
Orcleto 

wWch 
FYODt  Edgt 
of  Cbiu^iiel 
laTatij^oot. 


Noni?. 
None. 


Inohea. 

None, 

M  9  t4>  10 

Hooe. 


(a)  At  the  periphery.  (6)  The  channels  are  radial,  (c)  These  channels  are  outward  channels;  each  chan- 
neihastwo  round  rod  pieces.  H  iocl^  1°  diameter,  cast  in  to  strengthen  the  casting  for  shipping  (see  Fig.  160c). 
(d)  llieee  dies  in  position  make  a  solid  annular  ring  with  no  channels  in  it  whatever  (see  Fig.  160d).  (e)  These 
channele  are  inward  channels. 

§  211.  Wings,  Mulleb,  Shoes  and  Pulp  Current. — ^The  wings  are  deflectors, 
R  (Pigs.  161a  and  161&),  generally  four  in  number,  shaped  somewhat  like  inverted 
plough  shares.  They  are  bolted  or  dovetailed  upon  the  sides  of  the  pan  near 
the  top  of  the  pulp  and  deflect  the  revolving  current  toward  the  "center  of  the 
pan.  At  the  Lyon  mill,  five  vertical  strips,  3X4X30  inches,  were  tacked  upon 
the  wooden  linings  and  were  said  to  give  good  results. 

The  muller  or  muller  plate  8  (Fig.  1596),  is  an  annular  disc  of  cast  iron.  It 
serves  to  convey  the  power  to  the  shoes  or  upper  grinding  parts.  Formerly  when 
grinding  in  the  pan  was  the  rule,  the  shoos  (Fig  159e  and  T  Fig.  159&),  were 
invariably  attached  to  the  muller  by  wedging  dovetails  (see  Fi^  159a-1616), 
which  were  tightened  by  the  action  of  the  shoes  on  the  dies.    This  method  was 
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necessary  on  account  of  the  frequent  renewals  needed.  More  recently  where 
grinding  is  not  used  the  shoes  and  muller  are  often  cast  all  in  one  piece.  The 
shoes  are  oblique  sectors  of  circles,  that  is,  their  edges  are  oblique  to  the  radii. 
Table  140  shows  the  details  of  muller  and  shoes  in  the  different  styles  of  pana. 

TABLB  140. — ^MULLER  AND  SHOES. 
Abbreviations.— Deg.sdegrees;  Iii.stiicheB;  Lb.  pounds. 


(a)  With  spider.  (6)  3  inches  at  the  inner  end,  6  inches  at  the  outer,  (c)  4  inches  at  the  inner  end,  9M  Inches 
at  the  outer,   (d)  Spiral  channels,   (e)  These  channels  have  the  outer  end  m  adyanoe  of  the  inner  end. 

The  pulp  current  is  chiefly  generated  at  the  bottom  of  the  pan.  The  two  main 
causes  which  affect  the  current  are  the  centrifugal  force  due  to  the  revolution  of 
the  muller,  and  oblique  shoe  and  die  channels.  Shoe  and  die  channels  are  thus 
defined:  Outward  channels  for  shoes  are  those  in  which  the  inner  end  of  the 
revolving  channel  is  in  advance  of  the  outer,  that  is,  it  would  strike  a  stationary 
radial  arm  before  the  outer,  while  outward  die  channels  are  those  in  which  a 
revolving  radial  arm  would  strike  the  inner  end  of  the  channel  in  advance  of 
the  outer.  In  inward  channels  for  both  shoes  and  dies  the  obliquity  to  the 
radius  is  the  reverse  of  what  it  is  in  outward.  The  action  of  oblique  channels 
is  like  that  of  a  plow  which  in  outward  channels  throws  the  pulp  outward  and  in 
inward  channels  throws  it  inward.  Since  the  action  of  the  die  channels  is  much 
weaker  than  that  of  the  dioe  diannels  and  they  furnish  disadvantageous  settling 
basins  for  holding  mercury,  they  are  frequently  omitted.  The  central  cone  occu- 
pies the  space  where  the  centrifugal  force  would  be  weak,  and  which  would  other- 
wise be  occupied  with  a  sluggish  mass  of  pulp.  Obviously  the  larger  the  cone 
the  less  will  the  stagnant  center  hinder  the  action  of  the  centrifugal  force.  The 
thickness  of  the  pulp  affects  the  current  by  its  viscosity,  the  thicker  the  pulp 
the  slower  the  current  will  be  and  the  greater  the  power  required. 

There  are  two  classes  of  mills:  those  which  work  with  thin  pulp  and  those 
with  thick.  The  design  of  the  pans  has  to  be  made  to  suit  the  class  of  mill 
in  which  they  are  to  be  employed.  The  mills  using  thick  pulp  have  narrow 
cones,  outward  channels  in  shoes  and  likewise  in  dies  if  die  channels  are  used. 
Here  the  sluggishness  due  to  the  narrow  cone  requires  thick  pulp  to  support  the 
mercury,  and  the  thick  pulp  requires  that  the  centrifugal  force  be  supplemented 
by  outward  shoe  channels.  The  mills  using  thin  pulp  employ  wide  central  cones 
in  order  to  obtain  the  needed  activity  of  pulp.  Here  the  activity  derived  from 
thin  pulp  and  wide  cone  is  so  great  that  an  outward  channel  can  be  used  to  dam 
back  the  outward  current  in  the  channels  due  to  centrifugal  force,  which  then 
overflows  its  banks  and  finds  its  outlet  between  the  shoe  and  die  and  gives  a 
uniform  outward  current  acting  all  around  the  circle,  instead  of  mainly  in  the 
'channels  as  is  the  case  in  the  thick  pulp  pans.    This  uniform  outward  cnnent 
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sweeps  the  quicksilver  more  thoroughly  from  the  bottom,  and  consequently  carries 
more  in  suspension.  The  particles  of  quicksilver  being  smaller  and  more  numer- 
^  ^  ous,  it  is  claimed  that  the  contact  of  quicksilver  and 

pulp  is  better,  the  amalgamation  is  more  quickly  per- 
formed and  the  loss  of  quicksilver  is  less.  The  pans 
of  M.  P.  Boss  (Figs.  160a-160c),  of  the  Union  Iron 
Works  (Figs.  161a-16l6),  and  of  the  Bisdon  Iron 
Works,  are  designed  with  wide  central  cones  and  in- 
ward shoe  channels.  The  E.  P.  Allis  pan  has  inward 
shoe  channels  with  narrow  central  cone.  The  Fraser 
ft  Chalmers  pan  (Figs.  159a-159e),  has  outward  chan- 
nels and  narrow  central  cone.  The  designs  of  dies 
are  quite  variable.  Boss  uses  outward  die  channels. 
Bisdon  uses  inward  die  channels.  Allis  uses  radial 
die  channels.  The  Union  Iron  Works  and  Fraser  ft 
Chalmers  have  no  die  channels. 

§  212.  Spideb,  Driver  and  Cap,  Lubrication  and 
Grinding. — The  spider  U  (Fig.  1596),  by  which  mo- 
tion is  imparted  to  the  muller  is  in  the  form  of  a 
cone  above,  divided  into  legs  below,  the  spaces  be- 
tween which  allow  the  inward-flowing  pulp  current  to 
pass.  It  is  usually  cast  in  one  piece  with  the  mul- 
ler. Between  this  spider  and  the  central  cone  an  an- 
nular space  4  inches  wide,  more  or  less,  is  left.  At 
the  upper  end  of  the  spider  is  the  driver  V  (Fig. 
1696),  which  is  either  cast  in  one  piece  with 
it  or  more  commonly  bolted  to  it.  T4iis  has  in 
it  a  long  bearing  for  the  vertical  shaft,  on  one  side  of  which  is  a  keyway 
making  a  loose  fit  with  a  feather  on  the  shaft.  This  guarantees  that  the  muller 
shall  revolve  with  the  latter,  but  allows  it  to  be  raised  and  lowered  at  will.  It 
is  so  raised  and  lowered  by  a  hand  wheel  W  (Fig.  1596),  and  a  screw  threaded 
into  the  cap  X  which  is  usually  flanged  and  bolted  to  the  top  of  the  driver. 
This  screw  bears  on  the  top  of  the  central  shaft  Z.  The  screw  has  a  second 
hand  wheel  Y  upon  it  serving  as  a  lock  nut  to  maintain  the  muller  at  any  desired 
height    Weights  of  these  pieces  are  given  in  Table  141. 


FIG.  162. — ^Donahue's 

PATENT        oiling 

device. 


TABLE  141.— WEIGHTS  OF  SPIDER  AND  DRIVING  OONB. 

Spider. 

Driving  Oona 

E.P.  AlllsCb 

Pounds. 

i 

sro 

friuinr  it  f!hA.li¥iAMi. . »« .... 

966 

SdSnxmwSS.... .;.;.:.;;..:..;;.... 

UdIoq  IroD  Works.  *■.*•■*••••■•••*•»•••••* 

The  usual  method  of  lubricating  the  central  shaft  is  to  put  the  oil  in  a  cup- 
shaped  cavity  in  the  top  of  the  cap,  from  a  hole  in  the  bottom  of  which  it  triddes 
down  the  length  of  the  shaft.  P.  J.  Donahue  has  devised  a  special  arrange- 
ment, shown  in  Pig.  162,  for  lubricating  the  central  cone  bearing  by  a  cup  in 
the  upper  end  of  the  shaft  and  a  conducting  tube  in  the  same,  by  which  he  has 
made  a  saving  in  the  wear  on  the  babbitt,  the  expenditure  of  oil  and  the  loss  of 
quicksilver. 

The  grinding  takes  place  when  the  shoes  are  lowered  upon  the  dies.  As  each 
shoe  channel  filled  with  pulp  passes  over  the  die  surface,  it  smears  that  surface 
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with  ore;  the  shoe  immediately  following  grinds  the  ore  so  smeared.  The  die 
channels  when  used  act  upon  the  shoe  suiSace  in  the  same  way.  Add  to  this 
the  fact  that  the  pulp  is  circulating,  always  bringing  in  new  ore  particles,  and 
we  have  the  conditions  which  establish  the  pan  as  a  high  quantity,  fine,  wet 
grinder. 

§213.  Vertical  and  Horizontal  Shafts. — The  vertical  shaft  Z  (Fig- 
159&),  stands  in  the  center,  revolves  in  a  step  below  and  a  bearing  in  the  top  of 
the  central  cone.  It  receives  power  from  a  horizontal  shaft  by  a  beveled  gear 
below.  The  horizontal  shaft  of  the  combination  pan  is  mounted  below  the  pan 
and  has  two  bearings,  one  beneath  its  own,  the  other  beneath  the  adjacent  pan 
(see  Fig.  1696).  It  receives  power  from  a  line  shaft  below  by  a  slack  belt  and 
tightener  to  make  and  break  the  connection.  For  a  set  of  Boss  pans  one  con- 
tinuous shaft  is  used  and  the  individual  pans  are  connected  with  the  power  by 
friction  clutches  on  the  driving  pinions  (see  Fig.  160a),  thereby  effecting  the 
saving  of  one  long  line  of  shafting. 

§214.  Uses  and  Method  of  Working. — The  pan  is  used  for  the  amal- 
gamation of  silver  ores  with  or  without  preliminary  grinding.  When  grinding 
is  used  it  reduces  stamp  stuff  of  30  or  40  mesh  down  to  100  mesh  or  less.  The 
sizes  of  the  stamp  screens  in  the  mills  visited  are  given  in  Table  142.  Of  the 
size  of  ground  piup  no  measures  have  been  made.  The  practical  test  is  as  to  its 
feeling  between  the  thumb  and  finger;  the  grit  should  be  nearly  gone. 

There  are  three  mill  processes  which  employ  pans :  The  Washoe  process  in 
which  the  pan  grinds  and  amalgamates  pulp  after  wet  stamping;  the  Beese  Biver 
process  in  which  the  pan  amalgamates  stuff  which  has  been  dry  stamped  and 
roasted  with  salt,  and  the  Combination  process,  in  which  the  pan  amalgamates 
with  or  without  previous  grinding,  the  tailings  of  vanners  treating  pulp  from 
stamps  and  amalgamating  plates. 


TABLE  142. — SIZE  OF  STUFF  TREATED  BY  PAN& 
AbbreviattoDflL— B.  W.  Q.aaBirmliigham  Wtre  Gauge. 


Kill 
No. 


Linear  Inch 


Wire. 
B.W.O. 


Net  8iae  of 
Holes. 


Fan  Work. 


80 
86 

40 


80 
88 


Incheo. 
.08 
.0166 
.016 


Amalgamating  only. 
Grinding  and  amaliama 


There  are  two  methods  of  working:  (a)  Intermittent  or  tank  system,  (b) 
Continuous  or  Boss  qrstem. 

(a)  In  the  intermittent  system  the  muUer  is  raised  to  clear  the  shoes  and  dies 
f  to  I  inch,  then  it  is  started  and  water  and  ore  are  fed  alternately,  until  ttie 
whole  ore  charge  has  been  fed  and  the  pulp  is  so  thick  as  to  support  the  mer- 
cury well  and  yet  thin  enough  to  flow.  The  consistency  desired  will  depend 
upon  the  design  and  speed  of  the  pan  and  must  be  learned  by  experience.  If 
the  charge  is  to  be  ground,  the  muUer  is  now  lowered  to  bring  the  shoes  and 
dies  into  bearing.  The  charge  is  now  heated  up  by  jacket  or  direct  steam,  or 
both,  to  about  180^F.  (see  Table  143),  and  maintained  at  that  temperature 
throughout  the  grinding  and  amalgamating.  At  the  Lyon  mill'*  the  pan  was 
heated  to  a  point  just  bearable  to  the  hand  as  higher  heat  was  found  to  volatilize 
mercury.  W.  G.  Dodd  considers  that  heating  is  unnecessary  and  that  a  normal 
temperature  (60  to  70**F.)  is  preferable  to  any  other.  The  grinding,  if  used, 
continues  from  i  hour  to  4  hours  (see  Table  143). 

When  the  ore  is  suflSciently  ground  the  muller  is  raised,  mercury  is  added; 
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amalgamation  continues  4  to  8  hours.    The  pulp  is  then  diluted  and  run  into 
the  settler^  and  the  next  charge  is  added. 

Table  143  gives  the  routine  of  amalgamation  as  practiced  at  the  three  com- 
bination mills.  The  action  of  the  chemicals  will  not  be  discussed  here  as  it 
belongs  rather  to  metallurgy  than  to  ore  dressing. 

TABLE  143. — ^METHOD  OF  RUNNING  5-FOOT  PANS  IN  COMBINATION  MILLS. 
AMivevtatfoai.— F.sFkhrenheit;  ftsfeet;  hrB.=3hour8;  ln.=inches;lb8.=poiuids;min.=iniiiute8;os.soi]iioM. 


Diameter  And  height  of  pan.. 

Bevolatloiis  per  minute 

Ore  charge , 


Salt 

Sulphuric  acid  added. 


Sulphate  of  copper  i 

Fine  wrought  fron  borings  added.. . 

Oonoentnted  hre  added 

Mercury  added. 

Cyanide  of  potaaaium  added 

slaked  lime  added 

Total  time  of  grinding 

Total  time  of  amalgamating 

Total  time  of  discharging 

Total  time  of  charge 

Charges  per  94  hours 

Number  of  pans 

Half  the  pans  charged..... 

Number  of  settlers 

Cfeanup. 


Ufflsa. 


At  start 
At  start 
At  start. 
At  start. 
At  start 


At  start 


6and8ft 

66 

1  too. 

(a) 
70  lbs. 
2  lbs. 
Slbs. 


1001 


0 
4  hours. 


4hours^ 

6 

M 

BveryShrs. 


M1U88. 


At  start. 


At  start. 
At  start. 
At  start. 
At  start 
At  start 
AfterShrB. 


8  hours. 
6  hours. 


8  hours. 

8 

t4 

Every  4  his 

9  a  month. 


At  start 
after  80  min 
after  46  min 


Mill  84. 


At  start. 


Sftand88ln. 
76 

lbs. 


after  l^hrs 

At  start. 
After6hrB. 


i?.i 


10 


(a)  80  minutes  to  get  hot 

(h)  The  Boss  system  places  the  pans  and  settlers  in  a  series  all  on  the  same 
level.  The  pulp,  much  thinner  than  in  the  tank  system,  is  fed  from  stamps  to 
the  first  of  the  series,  flowing  continuously  through  them.  The  feed  and  dis- 
charge pipes  are  near  the  tops  of  the  pans  and  settlers.  The  earlier  pans  of  the 
series  do  the  grinding,  being  usually  of  special  design,  the  later  do  tne  amalga- 
mation, and  the  settlers  recover  the  amalgam. 

§  215.  Power,  Weab  and  Losses  of  Iron  and  Mercury. — The  power  for 
driving  a  pan  5  feet  in  diameter,  as  estimated  by  mills  and  manufacturers,  is 
given  in  Table  144. 

TABLE  144.— HORSE  POWER  NEEDED  FOR  DRIVING  PANS  5  FEET  IN  DIAMETER. 


For  Grind- 
ing. 

ForAmal- 
gamatlng. 

MJ1184 

5 
4 

8 
6 

E.  P.  AllisOo 

6 
6 
10 
6 

Frsfier  A  Ohalmeni. ............. 

Risdon  Iron  Works 

Union  Iron  Works 

The  wear  as  given  by  Egleston**  for  Comstock  mills  is  as  follows:  Brunswick 
mill  shdes  and  dies,  30  days;  Eureka  mill  shoes  and  dies,  30  days;  Stewards 
mill  shoes  and  dies,  3  to  4  months;  Nederland  mill  shoes  and  dies,  5  months; 
average  practice  the  whole  pan,  3  years. 

The  wear  as  given  by  Austin*"  at  the  Harshaw  mill  using  the  Boss  system  with 
8  shoes  and  dies  to  a  set  for  one  pan^  the  weight  of  a  set  being  1,504  pounds, 
was  as  follows:  No.  1  pan,  shoes  and  dies  last  13  to  18  days;  No.  2.  pan,  shoes 
and  dies  last  13  to  18  days;  No.  5  pan,  shoes  and  dies  last  18  months. 

The  loss  of  iron*^  varies  from  one-fifth  of  a  pound  when  the  ore  is  free,  poor 
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and  not  ground,  np  to  25  pounds  where  the  ore  is  base,  rich  and  roasted.  The 
loss  of  iron  when  free  ores  alone  are  ground  is  from  6  to  10  pounds  of  iron  per 
ton  of  ore  for  wear  and  chemical  action. 

In  regard  to  mercury  used/®  100  pounds  or  more  of  mercury  per  ton  of  ore 
appear  to  be  sufiScient  for  the  process  and  the  loss  of  mercury  is  from  ^  to  3 
pounds  of  mercury  per  ton  of  ore  treated ;  1^  pounds  is  a  reasonable  loss. 

§  216.  Cost  of  Pan  Amalgamation. — Assuming  that  a  pan  treats  six  charges 
of  one  ton  each  in  24  hours  (a),  the  various  items  of  cost  estimated  from  differ- 
ent sources  are  as  follows: 

Power. — 4  horse  power  (6)  at  13  cents  (c)  per  24  hours.     8.667  cents   per  ton 
Labor  (d) — 4   pan   men    at   $4.00=$16.00  per  24  hours 
2   pan  helpers  at  $3.00=$6.00     "     *'      " 
10  tank  men  at  $3.00=$30.00     **     **      ** 


a      «        u 


Total   for  24   pan8=$52.00 
Total  per  pan=  $2,167   ''     "       or  36.112     «        ••      " 

Chemicals  (e) — 70  pounds  of  salt  per  ton  at  J  cent  per 

pound    35.000     *'        «      " 

2  pounds  of  sulphuric  acid  per  ton  at  2 

cents  per  pound 4.000     "        "      ** 

2  pounds  of  copper  sulphate  per  ton  at 

3.75  cents'  per  pound 7.500     "        "      " 

Lose  of  Mercury. — IJ  pounds  (f)  at  50  cents  per  pound. 75.000     **        **      ** 
Wear. — Pan  weighs  4  tons   (g)   costs  $400.00    (g)   and 

lasts  2  years  (i)  or  2,000  tons  {%) 20.000     "        ''      « 

Shoes,  dies,  etc.,  10  pounds  (/)  per  ton  at  4  cents  per 

pound 40.000     «        **      « 

OH,  Interest,  Superintendence,  etc.  (i) 10.000 


a 


Total    236.279     «        «      « 

of  $2.36  per  ton. 

(a)  From  HOI  8S  of  Table  14a.  (b)Ayengo  estimated  from  Table  144.  (c)Ftom  Kent's  ''Mech.  Eng. 
Pocketbook,**  p.  790.  (d)  From  Mill  8S.  (e)AmouDt«  from  Mill  68;  prices  from  cmrent  reports.  (/)  Taken 
from  Tenth  U.  &  Oensus.**   (g)  Taken  from  catalogues.    (0  Estimated. 

Clean  TJp  Pan. 

§  217.  The  clean  up  pan  (see  Figs.  163  and  164)^  is  a  small  sized  pan  in 
which  the  sides^  bottom  and  central  cone  are  commonly  all  made  in  one  casting, 
the  bottom  being  very  thick  to  take  the  wear.  To  the  revolving  spider  or  driving 
cone  are  screwed  hard  wood  blocks  (see  Fig.  163),  which  are  well  adapted  to  give 
the  gentle  trituration,  the  special  need  for  which  will  be  referred  to  later.  A 
replaceable  die  ring  is  sometimes  used  as  in  Fig.  164.  As  the  charge  does  not 
rise  above  the  muller  no  attempt  to  obtain  a  systematic  pulp  current  is  made. 
In  other  respects  the  clean  up  pan  is  constructed  and  mounted  much  like  an 
amalgamating  pan.  Another  form  of  clean  up  pan  substitutes  two  rotating 
arms  and  two  drag-stones  for  the  spider  and  wooden  blocks. 

Amalgam  obtained  in  a  gold  mill  may  contain  particles  of  so-called  rusty  gold, 
that  is,  gold  which  is  more  or  less  coated  with  some  sulphide,  arsenide,  or  iron 
oxide.    The  stamping  process  has  cleaned  it  enough  so  that  one  comer  is  amal- 

nated  and  it  has  therefore  been  caught.  It  may  contain  particles  of  pyrites 
'ding  minute  specks  of  gold  which  are  amalgamated  and  caught  as  above. 
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It  may  contain  simply  enclosed  within  it,  black  sand,  magnetite,  etc.,  cast  iron 
and  graphitic  particles  from  the  wear  of  the  mill.  All  of  these  substances  make 
the  amalgam  impure  and  would  bring  down  the  fineness  of  the  gold  brick,  or 
carry  gold  into  the  slag  during  the  melting.  The  clean  up  pan  subjects  amalgam 
to  a  grinding  action  which  is  not  severe  enough  to  flour  the  quicksilver,  but 
cracks  the  shells  oflf  the  gold  particles  and  uncovers  the  iron,  graphite,  magnetite, 
etc.,  and  yields:  (1)  Glean  amalgam;  (2)  mud.    The  amalgam  is  strained,  re- 


Fio,  163. — 24-ixrii  clean  up  pan  made  by 

E.   p.   ALLIS  CO, 


FIG.   164. — CLEAN  UP  PAN  MADE  BY  BISDON  IBON 
WOBKS. 

torted,  melted  to  a  brick.  The  mud  can  be  settled  in  a  tank,  and  when  enough 
of  it  is  had,  sampled,  assayed,  and  if  rich  enough,  shipped  to  smelting  works. 
In  wet  or  dry  silver  mills,  mineral  enclosures  and  partially  amalgamated  particles 
may  also  be  obtained.  The  clean  up  pan  here  also  refines  the  amalgam  as  above. 
This  process  does  not  deal  with  amalgamated  lead  or  copper,  etc.,  which  form 
true  amalgams.  For  the  partial  removal  of  these  impurities,  the  reader  is  re- 
ferred  to  references  on  metallurp^y.* ^  ^ 

•  Prerentkm  of  base  bullion  due  to  manRaneae:  Am.  hut.  Min.  Bag.,  Vol.  XVn.  (1887),  pp  771,  T78,  C.  W. 
Ooodale;  iWA,  Vol.  11.  (1874),  p.  171,  J.  M.  Adams.  Effect  of  manf^nese  on  bullion:  Eng.  dt  Min,  Jour.,  Vol 
XLIX.  (18W),  p.  180,  A.  D.  Hodges,  Jr.  Removal  of  lead  and  copper:  Am,  hut.  Min.  Eng.,  Vol.  XI.  (1888),  pt 
106.  W.  L.  AusUn;  Eng.  <f  Min.  Jowr.,  Vol.  XLIX.  (1800),  p.  84,  L.  Janin,  Jr.;  Berg.  w.  Hiitt.  Zeit,,  VoL  XXV. 
aSH).  p.  a,  L.  Elch;  fieo.  de9  JAnes,  VoL  XXXI.  (1872\  p.  480,  Fonseoa. 
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Details  of  clean  ap  pans  and  their  uses  are  given  in  Table  145.  The  Bisdon 
Iron  Works  make  clean  up  pans  18,  24,  36,  48  and  60  inches  in  diameter.  The 
power  required  for  a  pan  4  feet  in  diameter,  making  30  revolutions  per  minute 
is  IJ  horse  power.*" 


' 

TABLE    145. — CLEAN   UP   PANS. 
Abbreviations, -In.=inche8;  Llq.=liquld;  Min.=minute;  No.= 

:number. 

1 
1 

Diam 
eter. 

Depth. 

Revolu- 
tions 
perMin. 

Grinders. 

Mercury 
Charged. 

Time  of 
Treating 
Charge. 

Feed. 

xToauctb 

DestlnatSoii. 

57 

In. 
84 

80 

60 

88 

80 
80 

Inches. 
18 

16 

18 
18 

18 
18 

90 
84 
80 

60 
60 

60 
60 

Founds. 

Houra 

Foul  ftn>^g%»w 

Heavy  sand.  Amalgam 
from  clean  up. 

Amalgam  from  chuck- 
blocn,  apron  plates, 
sluices,  mortar,  old 
shoes,  dies  &  screens. 
Heavy  sands  from 
curtain  and  riffle, 
mercury  traps. 

Foul  amalgam  from 
sluice  plates. 

Heavy  products  from 
Howland  riffles,  and 
cleaning  up  amalga- 
mating pans. 

Amalgam      scrai^ngs 

from   Airiftlgft-rpiLtlng 

pans. 
Heavy  sand  and  amal- 
gam from  pans  and 
traps. 

Uq.    amal 
gam.  Mud. 

Liq.    amal- 
gam. Mud. 

Liq.    amal- 
gam. 
Mud. 

Amalgam. 

Amalgam. 
Pulpr 

Iflzed. 

58 

Two  drag- 
stones. 
Regular  com- 
bination 
panshoes.  ; 

4 
8 

Hand  pan. 

Separator  box. 

Mudflnahed 
oft. 

R0toii1& 

6R 

600 
to  700 

ffil 

Hand  pan. 

BtTaimm. 

m 

84 

9 

Settien. 
Settlers 

(a)  This  mud  is  sampled;  if  rich  enough  it  goes  to  smelter,  otherwise  back  to  battery. 


Grist  Mill  or  Buhrstgne  Mill. 

§218.  The  Grist  mill   (see  Fig.  165),  is  called  Buhrstone  mill  when  the 
French  roughs  silicious  stones  are  used.     It  consists  of  two  horizontal  stone  discs 

AB,  of  which  either  the 
upper  A  or  the  lower 
B  revolves  concentrically 
against  the  other  sta- 
tionary disc.  In  Fig. 
165  it  is  the  upper  disc 
which  revolves,  being 
driven  from  the  shaft 
F  by  the  horizontal  arms 
(?.  The  material  to  be 
ground  is  fed  through  a 
hole  D  in  the  center  of 
the  upper  disc  and  pass- 
ing outward  between  the 
stones,  is  ground  during 
the  passage  and  dis- 
charged at  the  circum- 
ference E.  The  material 
is  pulverized  by  a  true 

FIQ.  165.-HALF  SECTION  AND  HALF  ELEVATION  OF  ^"ndlmer*"  Blanchard 

BUHRSTONE    MILL.  „^       ^^^^^^       ^^^      ^^^^ 

made  a  specialty  of  this  mill,  make  nine  sizes,  ranging  from  16  to  42  inches  in 
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diameter,  of  French  buhrstones,  requiring  from  1^  to  15  Horse  power  and  revolv- 
ing 450  to  275  times  per  minute  respectively.  Their  42-inch  mill  has  stones  8 
inches  thick.  The  eye  D  in  the  upper  stone  is  8  to  10  inches  in  diameter.  Six- 
teen to  twenty  main  furrows,  with 
about  two  branch  furrows  each, 
are  cut  in  the  two  grinding  sur- 
faces, oblique  to  the  radius,  run- 
ning from  the  eye  to  the  circum- 
ference (see  Fig.  166).  The 
outer  part  of  the  furrows,  lagging 
behind  the  inner  part,  causes  the 
particles  to  be  drawn  outward 
and  ground  as  previously  de- 
scribed under  amalgamating  pans, 
§  211.  They  are  i  to  f  inch  deep 
and  2  to  3^  inches  wide,  deepest 
at  the  edge  which  first  reaches 
the  particle  and  tapering  to  no 
depth  at  all  at  the  other  edge. 
These  mills  revolving  400  to  425 
times  per  minute,  grind  24  to  36 
tons  in  24  hours  to  60  mesh.  In- 
stances are  given  of  IJ  tons  of 
hard  white  quartz  per  hour  to  60 
mesh  by  a  42-inch  mill  running  at  340  revolutions ;  another  of  IJ  tons  of  hard 
phosphate  per  hour.  The  stones  require  dressing  every  10  to  14  days.  For 
wet  grinding  of  hard  substances  they  will  wear  18  to  20  months;  on  soft  ores 
they  may  last  ten  years. 

B.  Hunt  says  a  mill  4  feet  in  diameter,  making  100  revolutions  per  minute, 
grinds  5,376  pounds  from  10  mesh  through  60  mesh  in  24  hours.  Sahlin  gives 
9  tons  per  twenty-foujr  hours  as  the  capacity  of  a  Buhrstone  in  grinding  talc, 
using  20  horse  power.  The  stones  last  two  to  three  years  and  are  dressed  every 
two  weeks. 

The  mill  is  driven  by  pulley,  horizontal  shaft,  beveled  gears  and  vertical 
shaft,  which,  when  driving  the  upper  stone,  passes  up  through  the  lower  mill 
stone  and  is  attached  to  the  eye  of  the  upper  by  radial  arms  upon  the  shaft  and 
gaps  cut  in  the  stone,  or  when  driving  the  lower  stone,  is  attached  to  it  by  arms 
and  lugs,  and  notches  in  it.  Granite  stones  are  used  for  softer  substances.  The 
mill  works  well  on  soft  substances.  The  proper  size  of  feed  is  about  J  inch  in 
diameter. 


tlQ.   166. — FURROWS  ON   THE   FACE  OP  A 
BUHRSTONE. 


The  Book  Emeby  Mill. 


§219.  This  mill  made  by  the  Sturtevant  Mill  Co.,  works  upon  the  same 
principle  as  a  Buhrstone,  but  it  uses  emery  instead  of  quartz,  as  the  material  to 
withstand  the  wear.  The  millstones  are  mounted  to  run  either  horizontally  or 
vertically.    A  vertical  mill  is  shown  in  Fig.  167. 

It  is  well  known  that  the  skirt  or  outer  margin  of  buhrstones  wears  faster 
than  the  eye.  These  stones  correct  that  difficulty  by  having  an  eye  of  buhrstone 
and  a  skirt  of  emery  (see  Fig.  168).  This  emery  millstone  is  prepared  with  an 
iron  cup  or  shell  into  which  are  placed  large  blocks  of  emery  which  are  laid  as 
a  skirt  around  an  eye  of  buhrstone,  and  slabs  of  sandstone  on  edge  are  placed  in 
positions  through  the  emery  skirt  corresponding  to  the  furrows  of  the  buhrstone; 
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then  the  melted  metal  (zinc,  bronze  or  iron)  is  poured  around  the  blocks  of  emery 
and  sandstone,  fastening  them  firmly  in  their  places.  Such  metal  filling  is  used 
as  is  best  adapted  to  the  class  of  grinding  required.  These  millstones  need 
but  little  dressing,  the  furrows  are  easily  opened  because  they  are  made  of  softer 
material  than  the  rest. 


FIG.  167. — SECTION  OF  VERTICAL  ROCK  EMERY  MILL  WITH  MILLSTONES 
AND  PULLEY  REMOVED. 


Bock  emery  millstones  are  run,  as  before  stated,  in  vertical  or  horizontal  mills. 
The  stones  set  to  run  vertically  have  a  horizontal  shaft  and  the  stones  set  to  run 

horizontally  have  a  vertical  shaft. 
The  horizontal  mill  is  driven  by  a 
horizontal  pulley  on  the  vertical 
shaft  below  the  millstone. 

Rock  emery  millstones  are  con- 
structed in  four  sizes,  36,  42,  48  and 
54  inches,  to  fit  any  grist  mill  frame, 
either  as  upper  or  under  runners; 
but  the  manufacturers  make  the 
horizontal  mills  only  as  under  run- 
ners with  42-inch  millstones.  Their 
running  stone  is  firmly  secured  to 
the  vertical  shaft  and  the  face  of 
the  upper  stone  is  held  automatical- 
ly in  exact  parallelism  with  the  face 
of  the  running  stone.  Details  of 
horizontal  mills  using  rock  emery 
millstones  are  given  in  Table  146. 
For  a  42-inch  mill  the  stones  cost 
$200  per  pair  and  last  about  one 
year.  The  mill  does  not  require  any 
other  repairs  to  speak  of. 
Where  the  millstones  are  set  vertically,  one  stone  only  revolves.  This  is 
pressed  against  the  stationary  stone  by  a  regulating  screw.  Vertical  mills  are 
made  in  four  sizes.     Of  these,  the  figures  on  16-inch  and  30-inch  mills  are  given 


FIG.    168. — ^ROCK   EMERY  MILLSTONE. 
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TABLE  146. — HOBIZONTAL  MILLS. 


Diameter 
of  Stone. 


RerolutioQs 
per  Minute. 


Uateriol  Crushed. 


Size  of 
Feed. 


Size  of 
Crushed  Rock, 


Capacity  per 
SlHoun 


Hurse 
Power. 


Inches. 
86 
86 
86 
48 
48 
48 
48 
54 


400 
400 
400 
800 
800 
800 
180  ( 
100  f 


Phosphate  rock.., 
Portland  cement. , 

Hard  rock 

Phosphate  rock.. 
Portland  cement. 
Hard  rock 


Inches. 


T 


Mesh. 
60 
00 
00 
60 
60 


Tons. 
80 
84 
18 
48 
86 
84 


18 
18 
18 
80 
80 
80 


From  H  to  i  lesB  capacity  than  42-inch  under  runners,  and  use  80  to  80  horse  power. 


in  the  Table  147.  The  figures  for  the  20-  and  24-inch  sizes  range  between  these. 
The  stones  for  vertical  mills  cost  from  $60  to  $125  per  pair  and  wear  from  eight 
months  to  two  years. 

TABLE   147. — ^VEBTICAL   MILLS. 


Diameter 
of  Stone. 

Revolutions 
per  Minute. 

Material  Crushed. 

Size  of 
Feed. 

Size  of 
Crushed  Rock. 

""^^T 

Horse 
Power. 

Inches. 
16 

uooo 

1,000 
6B0 
660 
660 
6B0 

Tritharpi 

Inc 

hes. 

Mesh. 
100 
100 
60 
60 
60 
lOO 
60 

Ton. 

8.6 
4.8 

78 
48  to  78 

84 

60 

8 

14 

Plumhsffo 

8 

16 

SJSie!?;;..;..;:::;;:::;:;;:: 

8 

80 

GviMium 

85 

80 

phSSSteV. ....;;;.!:;;;;;;:; 

86 

80 
80 

iron  oxide 

Sulphate  of  soda 

85 
85 

Emery  millstones  running  vertically  can  be  run  at  high  speed  and  are  rapid 
fine  grinders  of  moderately  hard  materials;  but  millstones  running  horizontally 
are  capable  of  reducing  much  harder  rock  and  crush  finer  than  the  vertical  mills, 
but  not  so  rapidly. 

The  machine  is  adapted  for  crushing  i  to  ^  inch  grains  down  to  60  to  lOO 
mesh.  The  finer  the  product  desired^  the  smaller  should  be  the  grains  fed  for 
rapid  work. 

CuMMiNGs  Ore  Granulating  Mill. 

§  220.  This  is  a  vertical  disc  concentric  grinder.  An  annular  disc  36  inches 
in  diameter,  making  1,000  revolutions  per  minute  on  a  horizontal  shaft,  pressed 
against  a  stationary  annular  disc  within  J  to  f  inch  of  it,  reduces  1^-  to  2-inch 
cubes  down  to  -jV  ii^ch  diameter,  the  wear  being  taken  up  by  a  feed  screw.  Both 
discs  have  furrows  dressed  on  them,  similar  to  those  of  a  Buhrstone  mill.  Tlie 
ore  is  fed  by  a  hopper  through  the  stationary  disc  and  discharges  all  around  be- 
tween the  discs.  A  smaller  mill  crushed  1-inch  cubes  of  cement  clinker  to  wheat 
size  at  the  rate  of  20  tons  per  hour,  consuming  50  horse  power.  The  cost  of  re- 
newals of  wearing  plates  was  $10  per  month. 

''KBOELMttHLB/'  CONE  MiLL  OR  COPPEB  MiLL. 

§  221.  This  mill  (see  Figs.  169a  and  1696),  has  been  for  many  years  a  stand- 
ard machine  in  Europe  for  grinding  coal.  It  consists  of  a  fixed,  open,  cylindrical 
ring  9  as  a  die,  and  a  closed  conical  ring  2  revolving  concentrically  within  it,  as 
the  grinding  shoe.  The  axes  of  cylinder  and  cone  are  both  vertical ;  the  annular 
space  narrows  downward.  Upon  both  surfaces  are  placed  cutting  knives  or 
teeth  yz,  which  preferably  slope  downward  and  forward  in  the  direction  of  revolu- 
tion on  the  shoe,  and  downward  and  backward  on  the  die.  This  provision  is 
to  prevent  choking  of  the  machine  demanding  excess  of  power  and  packing  of 
the  channels  between  the  cutters,  which  might  stop  the  grinding  altogether. 

The  vertical  diaft  8  is  hung  in  a  s\('j^  below  and  a  bearing  above,  and  is  driven 
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by  bevel  gears,  horizontal  shaft  and  belt  pulley.  The  cylinder  is  42  inches  inside 
diameter  and  18  inches  high.  The  cone  is  39  inches  in  diameter  below  and  24 
inches  at  the  top.  The  cutting  knives  or  teeth  are  of  five  different  lengths,  all 
reaching  the  bottom,  but  extending  up  different  distances  according  to  their 


FIG.  169a. — ELEVATION  OF 
CONE  MILL. 


Jft ife lio 

yiG.  1696. — SECTION  OF  CONE  MILL. 


lengths.  They  project  out  2f  inches  at  the  top  and  taper  dovm  to  0.4  inch  at 
the  bottom.  Both  of  these  provisions  facilitate  the  reception  of  the  larger  lumps 
at  the  top  and  the  grinding  of  the  smaller  at  the  bottom.  To  complete  the 
grinding,  the  annular  space  is  prolonged  4  J  inches  with  rings  ^2  having  fine  cor- 
rugated surfaces  which  take  the  hardest  wear  and  are  therefore,  replaceable. 
The  step  below  has  a  vertical  adjustment  for  taking  up  wear  and  regulating  size 
of  product. 

The  machine  is  not  adapted  to  crushing  hard  substances  as  the  wear  is  exces- 
sive, but  has  been  found  advantageous  for  coal.  A  S^-foot  mill,  running  at  12 
to  16  revolutions  per  minute,  crushes  soft  coal  from  6  inches  diameter  down  to 
i  inch  diameter  at  the  rate  of  184  tons  per  24  hours,  using  3  horse  power.  The 
corrugated  rings  last  8  to  14  days.  The  shoes  and  dies  above  last  3  to  6  months. 
The  machine  can  be  run  wet  or  dry. 

Sample  Grindeb. 

§  222.  This  is  a  cone  mill  (see  Fig.  170),  capable  of  receiving  lumps  of  1  inch 
diameter  and  of  grinding  them  down  to  4  to  ^  inch  in  diameter  or  even  less 

by  one  passage  through  the  miU.  The 
coarser  the  finished  product,  the  more  rapid 
is  the  work. 

The  vertical  shaft  is  driven  by  beveled 
gears  and  pulley  below,  and  stands  upon  a 
movable  step  which  is  raised  by  a  lever  and 
hand  screw,  giving  a  quick  adjustment  of 
size  of  space  between  the  revolving  cone  or 
shoe  and  the  fixed  ring  or  die,  and,  there- 
fore, of  the  size  of  crushed  grain.  The 
coarser  crushing  is  done  by  slight  corruga- 
tions or  teeth  upon  the  upper  parts  of  the 
shoe  and  die,  while  the  lower  parts  are  smooth 
and  complete  the  crushing  by  a  simple  grind- 
ing action.  It  is  usual  to  put  the  sample 
FIG.  170. — SAMPLE  grinder.  "\  throucrh  several  times,  setting  the  surfaces 
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closer  each  time,  and  sifting  out  the  fine  ore  after  each  passage.  The  hopper, 
the  die  and  shoe  can  be  taken  out  and  cleaned  at  a  moment's  notice  before 
charging  a  new  batch.  With  some  ores  this  cleaning  is  best  done  by  grinding 
clean  quartz  in  the  mill. 

The  capacity  is  small  as  it  is  only  intended  for  laboratory  samples,  but  it  is 
an  extremely  handy  little  mill  for  its  purpose. 

This  mill  is  figured  and  described  in  the  catalogues  of  most  of  the  manufac- 
turers of  mill  machinery.  As  made  by  Fraser  &  Chalmers,  it  requires  3  horse 
power ;  the  cone  revolves  150  times  per  minute ;  the  total  weight  is  500  pounds. 

The  following  sizing  test*  of  chalcopyrite  and  calcite  ground  by  a  sample 
grinder  to  pass  through  a  20-mesh  screen  shows  the  quality  of  its  work:  On 
20  mesh  (over  0.86  mm.),  1.2%;  through  20  on  24  mesh  (0.85-0.708  mm.), 
1.4% ;  through  24  on  30  mesh  (0.708-0.535  mm.),  6.6% ;  through  30  on  40  mesh 
(0.535-0.374  mm.),  13.3% ;  through  40  on  50  mesh  (0.374-0.279  mm.),  10.0%; 
through  50  on  60  mesh  (0.279-0.232  mm.),  9.4% ;  through  60  on  70  mesh  (0.232- 
0.197  nmi.),  4.1%;  through  70  on  80  mesh  (0.197-0.171  mm.),  1.6%;  through 
80  on  90  mesh  (0.171-0.156  mm.),  5.3%;  through  90  on  100  mesh  (0.155- 
0.139  mm.),  6.6% ;  through  100  on  120  mesh  (0.139-0.110  mm.),  2.1% ;  through 
120  on  160  mesh  (0.110-0.093  nmL),  3.2%;  through  160  mesh  (0.093  mm.-0), 
36.3% ;  total,  100.0%. 

Hebebu  Mill. 

§  223.  This  machine  crashes  by  the  grinding  action  of  two  revolving,  vertical 
discs  that  are  placed  eccentric  to  each  other.  Its  chief  field  is  grinding  jig 
middlings. 

As  used  in  this  country  the  discs  are  of  cast  steel  and  are  30  inches  in  diameter 
4  inches  thick  with  the  center  part  made  cellular  to  help  it  wear  ahead  of  the 
periphery.  These  discs  are  mounted  upon  flanges  of  the  same  diameter,  and 
they  upon  horizontal  shafts  with  two  boxes  and  one  pulley  each,  the  one  slightly 
eccentric  to  the  other,  adjusted  by  sliding  the  boxes  of  one  of  the  shafts.  The 
pair  of  discs  are  housed  in  a  sheet  iron  housing  with  a  delivery  spout  below.  The 
discs  are  driven  at  varying  speeds,  sometimes  in  the  same  and  sometimes  in 
opposite  directions.  The  ore,  of  the  size  of  peas  or  wheat,  is  fed  with  water 
through  the  center  of  one  of  the  shafts  by  a  worm  feeder.  The  ground  ore  comes 
out  at  the  periphery  from  between  the  discs. 

The  pressure  for  crushing  and  also  the  movement  to  take  up  wear  of  the  discs, 
are  both  obtained  by  the  use  of  a  rack  pressing  against  the  end  of  the  solid  shaft, 
driven  by  a  pinion,  a  drum,  a  chain,  and  a  heavy  weight.  This  gives  a  con- 
stant pressure  of  any  desired  amount. 

Fraser  &  Chalmers  make  a  Heberli  mill  (see  Figs.  171a  and  1715),  which 
varies  slightly  from  the  preceding.  The  worm  feeder  is  omitted  and  the  rack 
and  pinion  are  replaced  by  a  rubber  spring.  The  figures  show  the  two  discs 
without  any  eccentricity,  but  they  are  given  a  small  eccentricity  before  starting 
to  grind. 

Mill  44  uses  two  Heberli  mills  fed  with  jig  middlings  -^  inch  to  0  in 
size,  consisting  of  copper  bearing  conglomerate  rock.  The  mills  reduce  this 
stuff  to  about  V'y-i^ch  maximum  grain,  guided  by  a  testing  hand  sieve.  The 
best  combination  of  the  many  tried  was  to  drive  one  shaft  forward  300  revolu- 
tions per  minute,  the  other  backward  at  60,  by  open  and  crossed  belts  respectively, 
and  to  use  an  eccentricity  of  1  inch.  They  are  fed  by  large  hopper  and  bucket 
elevators  delivering  to  the  screw  feeder.  The  capacity  of  each  is  33  tons  in  22 
hours. 

*  Courtenay  de  Ealb,  private  communication. 
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At  Mill  42,  the  Heberli  mill  has  been  tested  against  rolls  for  crushing  jig 
middlings,  showing  marked  advantage  in  favor  of  rolls.  The  capacity  of  rolls 
is  greater  and  the  cost  is  less.  A  pair  of  22  X  16-inch  rolls  is  used.  Shells  cost 
4  cents  per  pound  and  last  one  month.     The  Heberli  discs  weigh  500  pounds  per 


pair;  cost  10  cents  per  pound  and  last  16  days.    The  rolls  require  10  horse  power 
and  the  Heberli  mills  13  horse  power  each. 

Fraser  &  Chalmers*  give  sizing  tests  on  the  ground  conglomerate  jig  mid- 


*  PrlTate  communication. 


S  2*44 


PULVERIZERS  OTHER  THAN  GRAVITY  STAMPS. 


250 


dlings  as  follows:    The  wear  of  steel  was  4  pounds  per  ton  of  pulp  ground. 


Calumet  Mill 

HaclaBim. 

OnlOmesh 

nirough  10  on  16  mesh... 
Through  Won  80    "     ... 
ThroiighSOon  60    ••     ... 
Through 60 CO  100    ••    ... 
Throosh  100  mesh.  •■...... 

«'8 
86.8 

8.8 
6.9 

^8 

40.6 

6.8 
16.4 

100.0 

100.0 

These  mills  find  favor  in  Mill  44  partly  on  account  of  their  capacity  and  com- 
pactnesSy  but  chiefly  on  account  of  their  ability  to  crush  and  prepare  the  native 
copper  in  this  difficult  product  for  jigging. 

The  parent  form  used  in  Germany  S-ives  but  one  disc,  the  other  runs  in  the 
same  direction  by  friction.  These  machines  have  springs,  screws  and  hand 
wheels  for  setting  up  the  pressure.  The  center  parts  of  both  discs  have  a  line 
of  pockets  arranged  spirally  from  the  center,  to  advance  the  ore  and  to  enable 
the  center  to  wear  in  advance  of  the  periphery.  These  also  cause  a  suction  which 
enables  the  machine  to  be  run  without  a  worm  feed.  A  machine  at  Ammeberg, 
Sweden,**  treating  galena  and  blende  finely  disseminated  in  quartz  and  horn- 
blende, with  discs  revolving  300  times  per  minute,  crushes  30,624  pounds 
(13,920  kilos)  per  24  hours,  from  4  to  2  mm.  down  to  1  mm.  Twelve  steel  discs 
in  396  twelve-hour  shifts,  wearing  from  264  pounds  (120  kilos)  each  new  to  30.8 
pounds  (14  kilos)  old,  crushed  6,063,552  pounds  (2,766,160  kilos)  of  ore,  cor- 
responding to:  0.5223  kilo  gross  of  steel  worn  per  1000  kilos  ore  ground,  (1.044 
pounds  per  2,000  pound  ton),  and  0.4614  kilo  net  of  steel  worn  per  1000  kilos  ore 
groimd  (0.922  pounds  per  2,000  pound  ton).  Bepeated  experiments  show  about 
I  to  1  inch  (20  to  25  mm.)  to  be  the  best  eccentricity.  Water  used  is  about 
5|  gallons  (20  liters)  per  minute. 

The  power  required  at  Przibram*  for  a  two  disc  mill  is  2^  to  5  horse  power. 
This  will  crush  the  following  quantities  per  24  hours:  21,120  pounds  (9,600 
kilos)  from  4  mm.  to  2  mm, ;  10,032  pounds  (4,560  kilos)  from  6  mm.  to  2  mm. ; 
8,976  pounds  (4,080  kilos)  from  9  mm.  to  2  mm. 

Linkenbach  describes  another  form  with  three  discs,  one  large  disc  74.8  inches 
(1.9  m.)  diameter,  revolving  twice  per  minute,  and  two  small  discs  about  27.9 
inches  (708  mm.)  diameter,  revolving  250  to  300  times.  This  form  is  sometimes 
mounted  double  with  the  pressure  of  one  opposed  by  the  pressure  of  the  other. 
This  six  disc  mill  uses  21  metric  horse  power  or  5J  for  a  single  disc.  Capacity, 
power  and  water  for  the  three  disc  mills  are  about  double  that  required  for  two 
disc  mills. 

At  Anmieberg,  Sweden,  where  the  ore  is  galena  and  blende,  finely  disseminated 
in  quartz,  this  three  disc  machine  crushes  2,200  pounds  (1,000  kilos)  per  hour, 
and  in  318  twelve-hour  shifts,  crushed  8,395,200  pounds  (3,816,000  kilos). 
The  large  steel  disc  wore  from  1,373  pounds  (624  kilos)  down  to  101.2  pounds 
(46  kilos)  and  ten  small  steel  discs  wore  each  from  198  pounds  (90  kilos)  to  22 
pounds  (10  kilos),  giving  0.788  gross,  or  0.733  net  pounds  worn  per  ton  of 
2,000  pounds.  Using  discs  cast  from  scrap,  the  wear  was  0.826  pounds  per  ton 
gross  and  0.749  pounds  net. 

The  power  required  at  Przibram f  for  a  three  disc  mill  is  given  in  Table  148. 

James  Booardus  Eccentric  Mill. 

§  224.  This  mill,  invented  in  1832,  consists  of  two  circular,  horizontal  grind- 
ing plates,  the  lower  attached  by  a  flange  to  a  vertical  driving  shaft,  the  upper 

•  Berg-  u.  BUU.  Jahrb.,  Vol.  XXXI.  (1888),  p.  807.    fJbid. 
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TABLE  148. — POWER  FOR  A  THREE  DISC  HEBERLI  MILL. 


§  225 


Horse  Power 
Used. 

Capacity  per  84  hours. 

Size  of 
Feed. 

Slseof 
Product 

6  to  8 
5to8 
6to8 

Pounds.        Kilos. 
68,080           96,400 
81,680           14,400 
86,400           18,000 

Mm. 
4 
6 
0 

Mm. 
8 
8 
8 

placed  eccentric  with  the  lower,  running  in  a  bearing  in  the  cover  of  the  mill, 
and  driven  by  the  friction  with  the  lower  plate.  Power  is  applied  either  by 
pulley  on  the  vertical  shaft  or  by  pulley  on  a  horizontal  shaft  with  bevelled  gears 
transmitting  to  the  vertical  shaft. 

The  mill  has  the  advantage  over  concentric  mills  that  no  two  parts  can  come 
in  contact  consecutively,  and  hence  the  plates  will  wear  evenly.  The  eccentricity 
also  causes  an  even  feeding,  crushing  and  discharging  of  the  particles.  The 
eccentricity  when  grooved  plates  are  used,  causes  also  cutting  action  upon  the 
material  to  be  crushed. 

The  mill  is  made  with  a  variety  of  grooved  or  smooth  plates,  according  to  the 
work  to  be  done.  The  mill  is  fed  through  a  hole  in  the  upper  plate  and  dis- 
charges at  the  periphery  of  the  plate.  Pressure  is  maintained  by  a  weight  and 
levers  acting  upon  the  bottom  of  the  vertical  shaft.  It  is  used  for  grinding  fer- 
tilizers, drugs,  etc.  There  are  five  sizes,  numbered  from  2  to  6  inclusive.  No. 
2  takes  3  horse  power  and  No.  6,  8  horse  power.  No.  2  is  run  from  300  to  800 
revolutions  per  minute  and  crushes  from  2  to  8  tons  of  bones,  fire  brick  or  clay 
in  10  hours. 

Ball  Mills. 

§  225.  The  Bbucenbb  Ball  Mill  was  the  parent  form  of  the  Oriison  ball 
mill  and  consisted  of  a  cylinder  revolving  on  a  horizontal  axis  with  die  plates 
around  the  circumference.  The  ore  ground  by  balls,  passed  out  through  the 
spaces  between  the  die  plates  and  fell  upon  a  screen  surrounding  the  cylinder. 
The  oversize  of  this  screen  was  carried  back  to  the  feed  spout  by  spiral  end  ele- 
vators while  the  undersize  was  discharged  into  the  bin. 

The  GRtJsoN  Ball  Mill*  (see  Figs.  172a  and  172&),  is  a  cylindrical  mill 
revolving  on  a  horizontal  axis.  Inside  it  are  many  chilled  iron  or  steel  balls  of 
different  sizes.  The  ore  is  ground  by  the  attrition  of  the  balls  against  each  other 
and  against  the  die  ring.  The  die  ring  is  composed  of  five  perforated,  spiral, 
chilled  iron  plates  arranged  so  that  each  laps  the  next,  which  hy  forming  steps, 
give  the  balls  a  drop  from  one  to  the  next,  and  furnish  a  space  beneath  the  step 
for  the  return  of  the  oversize  of  the  outer  screens.  Outside  the  die  plate  is  a 
coarse  perforated  screen  to  take  the  wear,  in  five  parts  with  spaces  between,  and 
again,  outside  that  is  a  fine  gauze  screen.  A  deflector  or  shovel  is  placed  at  the 
end  of  each  section  of  fine  screen  to  convey  on  its  upward  journey  the  oversize 
of  the  screens  back  into  the  grinding  space.  The  ore  is  fed  through  a  hopper  at 
one  end  and  is  discharged  through  the  screens.  The  cylinder  is  enclosed  in  a 
plate  iron  housing  with  a  discharge  spout  below.  The  mill  is  driven  by  gear 
and  pinion  with  tight  and  loose  pulleys.  The  mill  can  be  run  wet  or  dry  and  is 
suitable  for  fine  grinding  of  cements,  fertilizers,  clays  and  soft  ores.  With  hard 
ores  the  quartz  grinds  the  balls  too  much.  It  is  fed  with  egg  size.  There  are 
eight  sizes  of  mills  of  which  three  are  given  in  Table  149. 

*  This,  In  its  latest  improved  form,  is  called  the  Krupp  ball  mill  and  is  manufacturedi  by  Fried.  Knipp 
-ilsonwerk. 
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PIO.   172a. — ^LONGITUDINAL  SECTION  OF  GRUSON 
BALL  MILL. 


a.  Die  ring. 

b.  Side  plates. 

c.  Coarse  screen. 

d.  Fine  screen. 


e.  Discharge  spout. 

f .  Deflector  or  shovel. 

g.  Back  deflecting  holes 

in  coarse  screen. 


FIG.  1726. — END  SECTION  OP 
GRUSON    BALL    MILL. 

h.  Feed  hopper, 
ill.  Manhole. 
k.  Dust  pipe. 


TABLE  149. — GRUSON  BALL  MILL. 


Diam- 
eter. 


Revo- 
lutions 


Mihate. 


BaUs. 


Total 
Weight.a 


Diam- 
eter. 


Horse 
Power 
Used. 


Capacity  per  84  Hours. 


On  Coarse  Work. 


On  Fine  Work. 


Meters. 
.660 


1.890 
1.880 


45 

80 


KUos. 

Mm 

1  15 

40 

45 

80 

100 

100 

-  100 

116 

lOO 

185 

917 

100 

.  817 

115 

817 

185 

H 

2H  to8 
Otoll 


Kilos. 

1,680  of  copper  ore  to  15 
mesh. 

14,400  of  brick  bats  to  80 
mesh. 

18,780  of  gold  ores  to  40 


Kilos. 

840  of  chrome  iron  ore  to  180 
mesh. 

1,880  of  emery  to  800  mesh. 

10300  of  chrome  Iron  ore  to  180 
mesh. 


(a)  No.  0  has  00  kilos.  No.  8  has  800,  and  No.  4  has  060  divided  as  shown,  as  mixed  sizes  do  better  than  one 
■Ixeonly. 

The  wear  of  balls  from  grinding  102,400  barrels  of  cement  was  1,345  kilos.  As- 
suming a  barrel  to  wdght  415  pounds,  this  gives  0.139  pounds  of  metal  worn 
off  the  balls  per  ton  crushed.     The  end  plates  last  18  months. 

The  Jenisch  Ball  Mill  is  similar  to  the  Griison  and  is  used  by  the  Common- 
wealth Mining  and  Milling  Co.  at  Pearce,  Arizona,  for  grinding  gold  and  silver 
ore  preparatory  to  pan  amalgamation.  The  plant  consists  of  three  No.  5  ma- 
chines having  cylinders  2,210  mm.  in  diameter  and  1,030  mm.  long,  and  one 
No.  2  machine  having  a  cylinder  1,640  mm.  in  diameter  and  800  mm.  long. 
The  capacity  of  the  whole  plant  is  about  80  tons  in  24  hours,  the  No.  5  machines 
grinding  about  23  tons  each  in  24  hours.  The  size  of  the  material  fed  is  about 
3  to  I  inches  in  rliaiTietor:  the  product  passes  throiigli  a  40-niosh  soroen.  One 
man  is  required  to  tend  the  four  machines.     The  power  is  estimated  at  5  horse 
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power  for  the  No.  2  machine  and  12  horse  power  for  the  No.  6  machine.  The 
pulp  is  much  more  uniform  than  that  from  a  stamp  mill.  The  machines  have 
not  been  running  long  enough  to  estimate  wear,  but  it  is  thought  from  present 
indications  that  it  will  be  low. 

The  Dodge  Improved  Pulverizeb. 

§  226.  This  is  a  hexagonal  barrel  revolving  on  a  horizontal  axis.  The  arrange- 
ment of  the  perforated  die  plates  and  screens  is  similar  to  the  Griison  Ball  Mill, 
except  that  it  has  but  one  thickness  of  screen  outside  the  die.  Within  it  are 
placf'd  steel  balls  of  15  and  30  pounds  weight  and  pieces  of  quartz,  or  the  former 
only.  It  is  used  for  wet  or  dry  crushing  and  the  results  are  similar  to  stamp 
mill  work,  as  shown  by  Table  150  and  the  following  sizing  test  from  Wagoner.^'' 

TABLE  150. — ^DODOB  IMPROVED  PULVERIZER. 


Siseof 
Mill. 

Capacity  per 
94  Hours,  (a) 

Horse 
Power. 

ReToluttons 
per  Minute. 

0 
1 
8 

Tons. 
40  to  00 
90  to  40 
10  to  90 

15 
10 
6 

18 
86 
88 

(a)  Depeuding  on  the  sise  of  screen. 


Quarts  Crushed 

QuarU  Crushed 

Quarts  Crashed 

"XffiSS^ 

Dr?  through 

D^groogh 

ThroughSOon  84  mesh 

'.0 

I5.O 

19.00 

"       84  "    80     "     

.0 

19.9 

88.85 

"       80  "    85    "     

.0 

9.8 

11.76 

-       85  "    60     "     

85.6 

18.5 

17.60 

••       60  "    flO     •»     

8.0 

8.5 

6.60 

••        00  "  100     "     

19.6 

7.0 

7.86 

»»      100  "  190     "     

7.6 

4.6 

5.85 

"      180  "  160     »•     

10.0 

4.6 

8.76 

"     nomeeh 

96.6 

88.0 

6.76 

100.0 

100.0 

100.00 

This  mill  is  modified  for  treating  cement  gravel  in  such  a  way  that  it'  is  dis- 
integrated without  breaking  the  pebbles,  which  pass  out  through  tiie  hollow 
trunnion. 

Tustin's  Rotating  Pulverizing  Mill. 

§  227.  This  consists  of  a  revolving  die  ring  or  tire  11,  with  horizontal  axis  in 
wluch  are  screening  slots  (see  Figs.  173a  and  1736).  Within  it  are  two  loose 
cylindrical  rollers  10,  which  crush  the  ore  by  their  weight.  Outside  of  the  die 
ring  is  the  fine  screen  14,  which  limits  the  size  of  crushing.  Two  sizes  are  made 
(see  Table  161). 

TABLE  161. — ^TUSTIN'S  MILL. 


Die  Ring. 

Large  RoUer. 

Small  Roller. 

Opadty 
Hours. 

Horse 
Power 
Used. 

Revohi- 

Siae. 

Insido 
Diameter. 

Length. 

Diam. 
eter. 

Length. 

Weight. 

Diam- 
eter. 

Length. 

Weight 

tlons 
M^te. 

&: 

Inches. 
64 
40 

Inches. 
18 
14 

Inches. 

IS" 

Inches. 
18 
14 

Pounds. 

1,200 
'    476 

Inches. 
14 
11 

Inches. 
18 
14 

Pounds. 
750 
350 

Tons. 
18  to  04 
4tol0 

« 

90 

a 
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The  die  ring  is  3f  inches  thick  aod  is  made  in  eight  sections,  of  chilled  cast 
iron  or  steel  and  has  slots  in  it  parallel  to  the  axis,  12  inches  X  ^  inch,  widening 


FIG.   173a.— CROSS   SECTION  OF  TUSTIN'S  ROTARY   PULVERIZING   MILL. 


outward.     The  slots  13  at  the  end  of  each  section  for  returning  the  oversize  of 
the  outer  screen  are  about  1  inch  wide.     The  screen  is  made  in  eight  sections, 


PIG.  1736. — SECTION  OF  TUSTIN's  ROTARY  PULVER- 
IZING MILL. 

each  18X18  inches  for  the  large  size.     The  revolving  part,  consisting  of  the 
die  ring  11  and  end  discs  7,  8,  is  mounted  on  two  hollow  trunnions  or  journals 
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§  228 


and  has  at  one  end  a  gear  wheel  5  driven  by  pinion  4  and  pulley  1.  Through 
the  gear  trunnion  a  shaft  20  passes  and  on  the  inner  end  is  keyed  an  indicator 
yoke  16  and  on  the  outer  end  an  index  pointer  22.  Through  the  opposite  hollow 
trunnion  a  tube  33  fed  by  hopper  31  and  water  jet  39,  brings  in  the  ore.  A 
water  jet  38  is  played  on  the  outside  of  the  screen  near  the  top  to  clear  it  For 
dry  crushing  the  two  water  jets  are  left  out.  A  plate  iron  housing  40  riveted 
together  encloses  the  whole  machine  and  delivers  the  pulp  in  a  spout  below.  The 
indicator  yoke  16  is  acted  upon  by  the  rollers.  When  the  machine  is  under  fed, 
the  rollers  oscillate  back  and  forth,  which  state  of  things  is  shown  by  the  index 
pointer.  By  placing  a  cam  on  the  pointer,  an  automatic  feeder  may  be  provided. 
Wagoner***  gives  the  capacity  of  the  large  mill  as  12  tons  in  24  hours,  crush- 
ing through  a  20-mesh  screen.  He  gives  the  following  sizing  test  of  the  pulp : 
Through  35  on  60  mesh  (0.45  to  0.305  mm.),  58.5%;  through  50  on  60 
mesh  (0.305  to  0.255  mm.),  13.5%;  through  60  on  100  mesh  (0.255  to 
0.176  mm.),  14.6%;  through  100  on  120  mesh  (0.176  to  0.120  mm.),  6.6%; 
through  120  on  150  mesh  (0.120  to  0.075  mm.),  3.0%;  through  160  mesh 
(0.075  mm.  to  0),  6.0%.  The  sizing  test  shows  that  this  machine  ranks  very 
high  as  a  non-sliming  crusher.  The  wear  of  iron  is  about  the  same  as  that  of 
gravity  stamps.  It  is  especially  adapted  to  crushing  gold  ores  where  the  sliming 
of  tellurides  is  to  be  avoided  and  concentration  is  the  chief  method  of  benefici- 
ation. 

Clean  Up  Barbels. 

§  228.  'In  cleaning  up  the  mortars  and  mercury  traps  of  gold  stamp  mills, 
much  valuable  amalgam  is  foimd  mixed  with  quartz,  iron  and  other  foreign 


PIG.   174. — CLEAN  UP  BARREL, 

matter.  These  cleanings,  upon  being  placed  in  the  clean  up  barrel,  with  addi- 
tional quicksilver  and  cast  iron  balls,  are  thoroughly  ground  and  worked,  the 
amalgam  being  taken  up  by  the  quicksilver  and  separated  from  the  waste 
matter."* 

They  work  intormittontly,  receiving  a  charge,  grinding  it  for  a  specified  time 

and  later  discharging  it.     They  are  ball  mills  consisting  of  plain  iron  cylinders 

'  'ing  on  horizontal  axes  (see  Fig.  174).     Heads  carrying  the  trunnions  or 

*  From  catalogue  of  Fulton  Engineering  Works. 
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journals  are  bolted  to  the  flanged  ends  of  the  cylinders.  They  are  sometimes 
driven  by  direct  pulleys^  sometimes  by  pinion  and  gear.  They  are  generally 
provided  with  a  manhole  on  one  side  and  a  hand  hole  on  the  other.  Both  are 
closed  by  covers  flush  with  the  inner  surface  of  the  cylinder,  made  tight  with 
rubber  gaskets  and  held  in  place  by  screw  clamps.  Sometimes  one  opening  only 
is  used.  A  few  large  spherical  balls  of  chilled  cast  iron  are  used.  A  barrel 
requires  2}  horse  power  when  running  at  30  revolutions  per  minute.  Figures 
upon  these  ball  mills  are  given  in  Table  152. 


TABLE  162. — CLEAN  UP  BABBSL8. 
AbbreriatioDB.— CLsCastlron;  Ft.sfeet;  IiLslDchee;  Lbs-sponnds;  No.sNumber. 


Material 

of 
BaireL 


i 


I 


il 


II 


i^ 


o 


III 

2S? 


Iron  Balls. 


n 


^^ 


Fed  by 


Product  goes  to 


Time 

of 
Treat- 


66 


C.L. 


Ft. 


In. 


In. 


In. 


In. 


In. 


In. 


(a) 


Lb8. 


BT 


66C.I.(e)., 

71 

T8C.L 


73 


C.t 


74IC.L 
7CC.L 


I;; 


fir  89 


15 
6  to  10     16 


^ 


16 


(d)12 
(eV* 


88 


Black   sand   from 
▼ariouB  machine 


Heavy  sand  from 
battery,  plates 
and  traps. 

Battery  residue 
and  stuff  from 
mercury  traps. 

LikeMillTS.... 


Yields  amalgam 
and  taiUuRS  treat- 
ed by  chlorina> 
tion  or  cyanide. 

Hosed  out  to  a 
mechanical  batea 

Clean  up  pan... 


Hours. 
ih) 


(d)12 


88 


Stuff  from  battery 
clean  up  and  mer- 
cury trap. 

See  text 


LikeMillTS 

Mechanical  batea., 


a6toM 


Heads  from  carpet 
tables. 


See  text 

Amalgamated 


86  to  46 
86  to  46 


(a)  Hard  round  stones.  (6)  Adds  a  little  sulphuric  acid  to  charge,  (e)  Hand  hole,  5  inches  diameter, 
(d)  White  iron,  (e)  Cast  iron,  4  inchee  diameter.  (/)  ElUptical  manhole,  18x18  inches;  discharge  hole,  \\i 
inches  diameter,  (o)  Inside.  (A)  After  18  hours  add  1  to  1^  pints  sulphuric  add;  after  81  hours  add  mercury 
and  water,    (t)  With  ends  bolted  in.  Tat-  f 


In  Mills  65,  73  and  74  the  feed  is  the  bottom  sand  from  the  twelve  stamp 
mortars,  snlphurets  from  the  clean  up  room,  and  unfinished  settlings  frdm  the 
No.  1  settling  tank  of  the  previous  run.  The  charge  is  put  in  with  balls,  and 
about  a  flask  of  mercury  (76^  pounds)  and  with  water  enough  to  cover  over  the 
sand  to  a  depth  of  12  inches.    The  doors  are  clamped  and  locked. 

The  discharging  is  done  by  opening  the  manhole  when  on  top.  Water  is  run 
in  with  a  hose  to  flush  out  the  finest  of  the  mud  to  a  catch  hopper  beneath.  The 
water  is  then  stopped  and  the  If-inch  hole  at  the  bottom  is  then  opened.  The 
amalgam  and  pulp  are  drawn  off  into  buckets  which  go  to  the  clean  up  room. 
The  catch  hopper  takes  the  overfiow  of  these  buckets.  A  man  then  enters  the 
barrel,  lifts  out  the  balls,  hoses  out  as  much  fine  pyrite  as  possible  into  the  bucket 
below,  and  finally,  scrapes  out  all  the  scrap  iron. 

The  catch  hopper  is  made  of  wood  and  is  water  and  mercury  tight,  6X5  feet 
area,  with  bottom  sloping  from  three  sides,  the  fourth  side  being  vertical,  and 
the  outlet  at  the  middle  of  the  bottom  of  the  fourth  side.  The  earlier  run  of 
fine  pulp  goes  directly  to  amalgamated  plates  below,  but  during  the  run  of  heavy 
stuff,  a  spigot  pipe  is  placed  in  this  outlet  and  mercury  is  caught  in  a  kettle 
while  the  water  and  fine  pulp  escapes  by  an  overflow  to  the  amalgamated  platcF. 
And  finally,  the  coarser  residue  is  hosed  from  the  catch  hopper  to  the  amal- 
^mated  plates.  These  plates  are  two  in  number,  the  first  12  foot  long  anfl  1 
foot  wide,  the  second  15  feet  long  and  1  foot  wide.  No.  1  settling  tank  (10X1 X2 
feet  deep)  is  placed  at  the  end  of  the  first  plate,  and  No.  2  settling  tank  (16X4 
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X3  feet  deep)  at  the  end  of  the  second.  A  tilting  tail  at  the  end  of  the  first 
plate  is  used  when  fine  pulp  is  passing,  to  bridge  everything  over  to  the  second 
plate  and  thence  to  the  No.  2  settling  tank.  When,  however,  coarse  pulp  is 
being  run  the  tilting  tail  is  elevated  and  the  pulp  traverses  only  the  upper  plate 
and  drops  into  No.  1  settling  tank.  The  amalgam  from  these  plates  goes  to  the 
clean  up  room  and  is  put  with  that  obtained  from  the  clean  up  barrel.  The 
coarse  settlings  in  the  No.  1  settling  tank  are  fed  to  i^e  barrel  in  the  next  fort- 
nightly clean  up.  The  settlings  from  the  No.  2  settling  tuik  go  to  the  dilorina- 
tion  plant  and  the  overflow  is  waste. 

The  series  of  buckets  ranging  from  the  first  with  sulphurets  and  amalgam,  to 
the  last  with  scrap  iron,  are  panned  in  the  clean-up  room  in  sinks  arranged  as 
follows:  Mercury  sink  is  of  cast  iron.  It  is  2^  feet  X  2  feet  X  IJ  inches.  This 
is  placed  at  the  left  of  the  operator.  In  front  is  a  wooden  panning  shelf,  5  feet 
long  by  2^  feet  wide  and  with  three  sides,  8  inches  high,  long  enough  for  two 
men  to  pan  at  the  same  time.  The  bottom  slopes  toward  and  discharges  into 
an  iron  tank  6  feet  long  X  2^  feet  wide  X  1^  feet  deep,  at  the  right 

The  process  is  as  follows :  The  contents  of  each  bucket  are  screened  wet  through 
a  gold  pan,  the  bottom  of  which  is  punched  with  round  holes  \  inch  diameter. 
The  oversize  is  hand  picked,  yielding:  (1)  Scrap  iron  which  is  waste;  (2) 
coarse  rock  to  stamps;  (3)  amalgamated  scrap  copper  which  is  retorted,  melted 
to  a  brick  and  sent  to  smelting  works ;  (4)  gold  nuggets  and  hard  amalgam  which 
are  put  with  soft  amalgam.  The  undersize  from  the  screen  is  caught  in  a  gold 
pan.  It  is  panned,  yielding:  (1)  Soft  amalgam  which  is  strained  wet  through 
strong  drilling  and  yields  hard  amalgam  to  retort  and  quicksilver  to  be  used 
over;  (2)  heavy  sulphurets  to  the  iron  tank  which  yields  heavy  settlings  to  barrel 
in  its  next  run  and  overflow  to  the  second  of  the  series  of  tanks  previously  men- 
tioned. 

This  mill  also  has  a  small  clean  up  barrel  15  inches  in  diameter  and  2  feet 
long  in  which  the  hard  amalgam  scraped  off  the  amalgamated  plates  just  previous 
to  the  fortnightly  clean  up,  is  ground  for  24  hours  with  some  mercury  and 
water  enough  to  make  a  thin  paste.  This  barrel  makes  28  revolutions  per 
minute  and  it  is  discharged  and  the  products  treated  in  the  same  way  as  in  the 
large  barrel. 

Mill  61  treats  battery  residue  in  a  clean  up  barrel  12  hours.  It  is  then  dis- 
charged over  a  gently  sloping  inclined  plane,  30  inches  wide,  upon  the  upper  end 
of  which  most  of  the  amalgam  lodges.  Thence  the  pulp  passes  to  a  riffle  sluice 
box,  10  feet  long,  which  catches  nearly  all  the  remainder  of  the  amalgam.  The 
remaining  pulp  is  run  into  a  tank  and  from  here  run  over  the  mill  sluice  plates 
to  catch  any  little  remaining  quicksilver. 

The  economical  importance  of  a  clean  up  barrel  is  frequently  lost  sight  of  in 
a  stamp  mill.  By  its  use  it  is  possible  to  save  a  remarkable  amount  of  gold 
which  would  otherwise  go  to  waste.  Among  the  things  treated  by  it  are:  (1) 
Old  screens  and  pieces  of  scrap  iron  from  the  mortars  which  are  first  allowed  to 
rust  to  pieces;  (2)  old  straining  cloths,  brooms,  chips,  etc.,  which  are  burned 
and  their  ashes  treated ;  (3)  the  sweepings  and  drainings  of  the  mill,  accumulated 
dust,  flue  dust,  etc.  Loring  states  that  many  thousand  dollars  may  be  saved  in 
this  way  around  a  large  plant. 

Alsino  Cylinder. 

§  229.  This  is  a  cylinder  which  grinds  by  flint  pebbles  and  is  used  for  grind- 
ing talc  after  a  Griffin  mill  or  a  Buhrstone  mill.  It  is  6  feet  in  diameter,  6  to 
^^  fret  long,  lined  with  porcelain  brick  and  filled  one-third  full  of  round  flint 
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pebbles,  If  to  2\  inches  in  diameter.  The  porcelain  lining  for  a  6  X  8-foot 
cylinder,  weighs  2,600  pounds;  costs  3^  cents  per  pound;  lasts  3  to  4  years. 
The  machine  uses  800  pounds  of  pebbles  per  year  which  cost  $21  per  ton.  It 
works  intermittently  and  has  a  manhole  for  charging  and  discharging.  A  charge 
equal  to  800  to  1,600  pounds  is  ground  in  3  to  4  hours  with  the  machine  revolv- 
ing 20  revolutions  per  minute  and  using  20  horse  power.  The  heat  generated 
is  very  great  and  sometimes  causes  pebbles  to  split. 

Prisbee  Lucop  Mill. 

§  230.  This  mill  (see  Fig.  175),  consists  of  a  stationary  die  ring  or  tire  with 
horizontal  axis.    Two  smaU  rollers^  loosely  held,  are  driven  by  two  arms  around 


FIG.  175.— <3R0SS  SECTION  THROUGH  CENTER  OF  FRISBEB  LUCOP  MILL. 


AA.  Arm.  CC,  Shell. 

BB,  Drivers.      DD,  Discs. 


FF.  Fan  blades.    H.    Feed  opening.      00,  Discharge. 
QQ.  Ring.  KK,  Wedge  bolts.       RR.  Rolls. 

inside  the  tire ;  their  speed  is  such  that  centrifugal  force  acts  energetically,  doing 
the  work  of  crushing  between  the  rollers  and  the  tire. 

The  machine  is  run  wet  with  two  screen  discs,  one  on  each  side,  or  it  is  run 
dry  with  exhaust  fans,  with  or  without  screens.  A  separate  suction  fan  may  be 
used*.  There  are  four  sizes  of  mill :  16,  20,  24  and  30  inches.  The  24-inch  mill 
has  a  die  ring  of  rolled  steel,  24  inches  inside  diameter,  6  inches  face,  and  3  inches 
thick.  The  rollers  are  8  inches  diameter,  6  inches  face  and  weigh  80  pounds 
each.  The  centrifugal  force  is  6,400  pounds  when  running  at  300  revolutions 
per  minute,  and  the  mill  grinds  1  ton  of  quartz  or  3  tons  of  soft  material  per 
hour  through  a  60-mesh  screen,  using  15  to  18  horse  power.  The  20-inch  mill 
makes  600  revolutions  per  minute,  grinds  ^  ton  per  hour  through  60  mesh,  using 
8  horse  power.  A  30-iDch  wet  mill,  running  at  300  revolutions  per  minute, 
crushes  4  tons  of  New  Jersey  bluestone  rock  per  hour  through  a  40-mesh  screen, 
using  12  horse  power.  Data  on  wear,  water,  and  size  of  feed  are  not  given. 
The  wear  will  probably  take  place  more  on  the  lower  part  of  the  die  ring  than 
on  the  upper,  due  to  the  action  of  gravity.  It  is  claimed  that  the  mill  is  Fuit- 
able  for  quartz  ores  of  all  kinds  whore  pulverization  to  40  or  60  mesh  is  needed. 
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The  Griffin  Centrifugal  Stamp  Mill. 


§  231 


§231.  This  mill  (see  Fig.  176) ,  consists  of  a  cylindrical  ring  or  die,  30 
inches  inside  diameter,  6  inches  face,  and  2  inches  thick,  with  horizontal  axis 
and  three  corrugated  rolls  or  stamps,  12  inches  diameter,  6  inches  face.    These 


fig.  176. — griffin  centrifugal  stamp  mill  with  front  case  and  screen 

REMOVED. 


stamps  weigh  110  pounds;  are  cast  chrome  steel,  with  2-inch  thick  cylindrical 
shell,  having  a  4-inch  hole  in  the  center  and  a  set  of  eight  teeth  or  stamp  shoes, 
2  inches  long,  2  inches  wide  and  6  inches  face.  The  space  between  the  teeth  or 
shoes  is  about  2f  inches  at  the  outside.  These  stamps  are  mounted  with  a 
loose  fit,  on  loose  shafts,  3  inches  in  diameter  and  about  10  inches  long.  The 
three  shafts  are  mounted  between  two  three-armed  spiders  keyed  to  central  hori- 
zontal driving  shaft,  one  spider  at  each  end  of  the  machine.  The  bearings  are 
so  constructed  that  they  compel  the  shaft  and  its  stamp  to  gyrate  about  the 
main  shaft,  preventing  them  from  lagging  or  hurrying,  allowing  the  stamp  to 
be  forced  out  against  the  die  by  centrifugal  force,  but  preventing  the  stamp  at 
the  top  of  the  revolution  from  tumbling  toward  the  center  when  at  rest  or 
slowly  revolving. 

On  the  discharge  side  are  three  scrapers  riveted  to  the  spider  ring.  The 
scrapers  are  plough  shaped  and  cause  the  pulverized  material,  whether  wet  or 
dry,  to  pass  through  the  screen.  On  the  feed  side  are  three  spouts,  each  one  in 
advanee  of  a  stamp,  providing  a  continuous  feed  around  the  whole  circle.  These 
three  spouts  are  fed  by  an  axial  feed  hopper  and  some  form  of  automatic  feeder 
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outside.  The  screening  surface  is  a  disc  34  inches  diameter  and  is  held  in  place 
by  a  front  case,  closed  all  around,  and  discharging  at  the  bottom.  The  die 
ring  or  tire  is  held  in  a  shell  of  cast  iron,  having  feet  with  which  to  bolt  it  to  the 
foundation.  It  is  in  halves  which  are  flanged  and  bolted  together  to  facilitate 
the  removal  of  the  die.  The  central  shaft  of  the  machine  is  driven  by  a  pulley 
and  provided  with  a  fly  wheel;  80  revolutions  of  the  machine  per  minute  gets 
contact  between  the  stamps  and  the  die  at  the  top  of  the  circle.  At  190  revolu- 
tions of  the  pulley,  its  capacity  is  7^  tons  per  hour  of  copper  matte  from  1|  inches 
in  size  t6  tSr  inch.    It  requires  30  horse  power. 

Edge  Bunnsbs. 

§  232.  These  mills,  sometimes  also  called  Edge  stone  mills,  have  vertical  roll- 
ers running  in  a  circular  enclosure  with  a  stone  or  iron  base  or  die.  Of  them 
there  are  two  classes:  (a)  Those  in  which  the  rollers  gyrate  around  a  central 
axis,  rolling  upon  the  die  as  they  go.  The  Chili  mill  is  the  parent  of  mills  of 
this  class,  (b)  Those  in  which  the  enclosure  or  pan  revolves  and  the  rollers 
placed  on  a  fixed  axis  are  in  turn  revolved  by  the  pan. 

The  action  of  the  Edge  runner  combines  true  grinding  or  abrasion  with  true 
rolling  or  pressure.  The  center  of  the  roller  is  rolling  upon  the  fragments 
while  the  two  margins  are  sliding  upon  them ;  the  outer  is  sliding  forward,  the 
inner  backward.  The  nearer  the  margin  the  greater  is  the  grinding  action.  It 
can  hardly  be  a  matter  of  doubt  that,  with  light  weight  rollers,  the  rolling  action, 
by  supporting  the  weight  of  the  roller,  impedes  the  grinding,  and  that  a  roller, 
with  the  central  part  cut  away,  would  grind  more  rapidly  than  the  usual  form. 
On  the  other  hand,  with  narrow,  heavy  weight  wheels,  where  the  pressure  per 
square  inch  is  very  high,  the  rolling  action  is  probably  fully  able  to  keep  up  with 
the  grinding.  For  example  T.  A.  Blake  has  reported  that  he  tripled  the  capacity 
by  making  the  runners  narrower,  thereby  increasing  the  weight  per  square  inch. 
The  Chilian  form  was  originally  used  as  a  coarse  grinder  to  prepare  the  ores 
for  the  arrastra.  The  modem  forms,  however,  have  been  used  as  fine  grinders. 
At  Guanaxuato,  Mexico,  there  is  an  example  of  the  primitive  form,  consisting 
of  a  single  roller  of  iron  or  stone,  rolling  upon  a  journal  on  a  short  horizontal 
arm  attached  to  and  revolving  with  a  vertical  spindle.  This  short  arm  passes 
through  the  spindle  and  forms  the  long  arm  by  which  one  mule  operates  the 
mill.  The  roller  is  5.51  feet  in  diameter,  1.25  feet  face  with  an  iron  tire  4 
inches  thick.  It  rolls  in  an  annular  gutter  1.62  feet  wide,  paved  with  iron. 
The  mill  ground  91^  tons  per  week,  to  pass  through  a  brass  wire  screen,  having 
holes  0.5  or  0.6  inch  diameter,  at  a  cost  of  56.79  cents  per  ton. 

At  the  Haile  gold  mine.  North  Carolina,  a  modern  Chili  mill,  shown  in  Fig. 
177,  was  used.  It  had  two  rollers  each  4  feet  diameter,  8  inches  face,  weighing 
about  one  ton,  with  hard  white-iron  tires,  8  inches  thick.  The  distance  from 
outside  to  outside  of  the  rollers  was  50  inches.  The  central  shaft  made  40 
revolutions  per  minute,  being  driven  by  overhead  beveled  gears  and  horizontal 
pulleys.  Its  capacity  per  24  hours  was  90  tons  of  hard,  tough  quartzite  crushed 
from  i  inch  diameter  through  40  mesh.  A  trommel  was  used  and  the  oversize 
was  returned  by  an  elevator.  Of  soft  ores,  240  tons  per  24  hours  have  been 
crushed.  The  wear  was  12  pounds  of  iron  per  ton  of  ore.  The  quality  of  crush- 
ing is  shown  by  the  following  sizing  test :  On  40  mesh,  8.30% ;  through  40  on 
50  mesh,  5.01%;  through  50  on  60  mesh,  1.09%  ;  through  60  on  70  mesh,  3.32%  ; 

through  70  on  80  mesh, % ;  through  80  on  90  mesh,  1.66% ;  through  90 

on  100  mesh,  1.66% ;  through  100  mesh,  78.98%. 

C.  W.  Goodale  reports  an  experiment  in  Montana  in  crushing  jig  middlings 
through  a  100-mesh  screen.     The  mill  was  8  feet  in  diameter,  had  two  rollers. 
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with  IG-inch  face,  weighing  ten  tons  each  and  making  12  revolutions  per  minute. 
They  crushed  1^  tons  per  hour.  The  speed  of  crushing  was  limited  by  inefficient 
discharge. 

The  Edge  runner,  when  grinding  clay,  has  a  die  perforated  with  holes  through 
which  the  crushed  material  is  discharged.  The  holes  are  |  inch  diameter  for 
hard  fireclays  and  larger  for  more  plastic  clays.  The  Edge  runner  is  used  in 
powder  mills,  and  the  rollers  are  held  up  from  contact  with,  the  dies  to  avoid 
striking  fire.  In  slow  rimning  Edge  runners  the  custom  has  sometimes  been 
adopted  of  having  the  rollers  at  different  distances  from  the  center  to  distribute 


FIG.   177. — SECTION  OF  CHILI  MILL. 


the  work  over  a  larger  die.  In  fast  running  machines  this  would  imbalance  the 
machine  and  is  not  therefore  adopted. 

The  E.  P.  AUis  Co.  make  an  Edge  runner  in  which  the  rollers  are  constructed 
on  the  caster  principle  so  that  they  will  adjust  themselves  automatically.* 

Chili  mills  with  three  rollers,  made  by  L.  C.  Trent  &  Co.,  are  used  in  Mill  49. 
A  6-foot  mill,  weighing  about  25  tons,  takes  the  ore  which  has  been  crushed  to 
J  inch  by  breakers  and  rolls,  and  reduces  it  to  60  mesh  at  the  rate  of  92.5  tons 
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in  24  hours  when  running  at  35  revolutions  per  minute  or  62.5  tons  when  run- 
ning at  22J  revolutions. 

Wethey*  increased  the  capacity  of  a*  Trent  Chili  mill  25%  by  using  moving 
feed  spouts  which  delivered  the  ore  continuously  in  front  of  each  roller  instead 
of  at  a  fixed  point. 

The  following  sizing  tests  show  the  quality  of  work  done  by  a  5-foot  Trent 
Chili  mill  on  oxidized  ore^  mainly  quartz^  crushed  to  pass  through  a  30-mesh 
sieye  at  the  rate  of  one  ton  per  hour. 


Before  Crashing. 

After  Crushing. 

On  4  mesh  (oTer  8.00  mm.) 

Through  4  on  6  mesh  (8.99  to  2.79  mm.) 

Through  0  on  10  mesh  (8.79  to  2.01  mm.) 

14.60 

10.86 

7.16 

C    9.46 

S     4.60 

\^   20.60 

O.llOO 

0.000 

0.000 

0.000 

O.OOO 

0.511 

r  18.761 

\    18.864 

;    07.864 

nirough  10  on  \A  mesh' (2.01  to  1 .40  mm.) 

Throuirh  14  on  20  mesh  (1  -40  to  0.99  mm.  i 

l%rough  20  on  80  mesh  (0.99  to  0.61  mm.) 

Through  60  on  180  mesh  (0.25  to  0.119  mm.). 

Throuffh  120  mesh  (0.119  to  0  mm.^ 

Total 

100.00 

100.000 

A  very  friable  lead  and  silver  ore  crushed  by  15  X  9-inch  Blake  breaker,  30  Xi 
14-inch  rolls  set  at  f  inch  and  a  5-foot  Chili  mill  running  at  40  revolutions  per 
minute  to  pass  through  an  S-mesh  screen  at  the  rate  of  4  tons  per  hour  gave  the 
following: 


After  the  Bolls. 

After  the  ChlU 
Mill. 

Tliromvlk  1  evn  4  iiMMh  (85,4  to  8.90  mm.). .. .......... 

89.809 
7.817 
2.814 
0.000 
O.OOO 
0.000 
0.000 

0.000 
0.000 
0.000 
7.910 
11.481 
11.802 
69.297 

Thmncph  Ann  R  niMdi  /S.9Q  fit  2.70  mtn.^ 

Hirough  6  on  10  mesh  (4r79  to  2.01  mm.). ........... 

ThroariilOon  14  mesh  (2.01  to  1.40  mm.). 

Through  14  on  20  mesh  (1.40  to  0.99  mm.)..  ........  t  t 

Thronarh  90  on  flO  m<wh  (0.99  to  0.61  mm.'>. . , 

IftrouBh  80  meffh  (0.01  to  0  mm.).  ......... ....•••... 

TbtAl 

100.000 

100.000 

Oct'' 


The  Bbtan  Roller  Quabtz  Mill. 

§  233.  This  is  an  Edge  stone  mill,  with  three  rollers.  The  mill  is  made  in 
two  sizes,  4- foot  and  6-foot  diameter  of  pan.     The  former  is  shown  in  Fig.  178. 

A  stationary  cylindrical  center  post  stands  up  in  the  middle  of  the  pan,  to 
the  top  of  which  is  keyed  a  branching  support,  which  carries  the  two  boxes  of  the 
horizontal  driving  shaft.  Below  this  is  fastened  the  horizontal  bevel  gear  which 
receives  power  from  the  pinion.  Still  lower  is  fastened  the  revolving  table 
which  carries  the  three  journals  of  the  rollers.  The  table  is  capable  of  vertical 
adjustment  to  compensate  for  the  wear  of  the  rollers.  The  rollers  are  joumalled 
into  the  table  with  ball  and  socket  journals.  After  each  roller  are  three  steel 
arms  carrying  wire  brushes  to  distribute  the  pulp.  These  may  be  made  to  assist 
or  retard  the  discharge  of  pulp.  Boiler  tires  of  rolled  steel  are  used  and  can 
be  replaced  when  worn  out.  The  die  ring  is  made  of  annular  sections,  also 
replaceable,  in  ten  parts  for  the  five-foot  mill,  in  eight  for  the  four-foot.  Amal- 
gamated plates  when  used  are  placed  around  the  conical  base  of  the  center  post. 
Table  153  shows  details.    The  4-foot  mill  is  also  made  sectional. 

•  Bng.  and  Uin.  Jour.,  Vol.  LXVUI.,  (1900)»  p.  8 
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Slseor 

Bevolutio'8 

of  Tftble 
per  Minute. 

Capacity 
Hours. 

Hollers. 

Weight 

of  each 

Roller 

Tire. 

Total 
Weight 
ofDfes. 

WaterUsed 
per  Hour. 

Horae 

Diameter 
of  Pan. 

Diameter. 

Width  of 
Face. 

Weight  of 
Each. 

Power 
Required. 

Feet 
5 
4 

40 
60 

Tons. 
25  to  86 
18  to  80 

Inches. 
44 

Inches. 
7 

Pounds. 
3,650 
1,200 

Pounds. 
1,100 
876 

Founds. 
1,750 
1,100 

QaUons. 
400  to  1,000 
800  to  750 

10 
5 

This  mill  is  especially  adapted  to  crushing  jig  middlings^  and  it  is  alEO 
claimed  to  work  well  in  crushing  gold  ores  preparatory  to  amalgamation. 

Mill  26  uses  three  5-foot  Bryan  mills  with  three  rollers,  each  weighing  3,800 
pounds,  making  37  revolutions  per  minute.  Each  mill  crushes  24  tons  in  24 
hours.    They  are  fed  by  Tulloch  feeders  with  jig  middlings  through  3  mesh.  No. 


PIO.  178. — PERSPECTIVB  VIEW  OF  BRYAN  MILL  WITH  THE  SCREENS  AND  PART  OF 

CASING    REMOVED. 

12  B.  W.  G.  wire,  and  on  14  mesh,  No.  22  wire,  or  in  size  0.224  to  0.043  inches. 
The  die  ring  is  made  of  chilled  cast  iron,  outer  diameter  28|  inches,  inner  diame- 
ter 21i  inches,  thickness  6  inches,  weight  1,540  pounds.  It  costs  5  cents  per 
pound  and  lasts  10  weeks,  crushing  1,700  tons.  The  wear  is  0.906  pound  per 
ton,  or  4.53  cents  per  ton.  The  roller  tires  are  attached  by  wooden  wedges. 
Both  chilled  cast  iron  and  rolled  steel  have  been  tried.  The  outer  diameter  of 
tires  is  44  inches,  inner  diameter  36  inches,  width  of  face  7  inches.  The  three 
tires  weigh  3,268  pounds.  Chilled  cast  iron  costs  5  cents  per  pound  and  lasts 
116  days  or  2,760  tons.  The  wear  is  1.18  pounds  per  ton,  or  5.91  cents  per  ton. 
Steel  tires  weigh  the  same,  cost  8.25  cents  per  pound,  last  190  days  or  4,560  tons. 
The  wear  is  0.7166  pound  per  ton,  or  5.911  cents  per  ton.    Repairs  other  than 
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dies  and  tires  amount  to  $300  per  year  for  each  mill  or  3.425  cents  per  ton. 
The  screen  is  30-mesh  brass  cloth,  No.  30  B.  W.  6.  wire,  making  the  net  size  of 
hole  0.0213  inch.  The  area  of  screens  is  14X36  inches,  and  there  are  two  of 
them  in  each  mill.  A  set  costs  $1.40  and  lasts  5  days  or  120  tons.  The  cost  is 
1.166  cents  per  ton.  Collecting  the  items,  we  have  the  following  cost  per 'ton: 
Boiler  shells,  5.911  cents;  die  rings,  4.53  cents;  repairs,  3.425  cents;  screen, 
1.166  cents;  total  for  wear  and  repairs,  15.032  cents;  power  (estimated),  4.14 
cents;  total  cost,  19.172  cents.  It  should  be  said  that  this  mill  is  located  where 
freights  are  high.  The  power  required  is  7^  indicated  horse  power.  The  pulp 
goes  to  vanners. 

Mill  26  has  compared  the  Huntington  and  the  Bryan  types  and  found  that 
the  capacity  and  power  are  the  same.  They  both  crushed  about  1  ton  per  hour 
through  30-mesh  wire  clotii  screen.  The  Bryan  mill  is  more  reliable  than  the 
Huntington.  The  Huntington  mill  requires  much  closer  attention  than  the 
Bryan,  as  it  is  much  more  easily  deranged  by  irregularities  of  feed  or  water. 
The  wear  is  much  higher  and  more  uneven  with  the  Huntington  than  with  the 
Bryan.  The  former  is  liable  to  more  stoppages  and  loss  of  time  than  the  latter. 
The  former  throws  away,  when  worn,  50%  of  the  wearing  parts,  the  latter  only 
25%. 

E.  A.  H.  Tays*  has  given  comparative  results  of  the  work  of  stamps  and  a 
Bryan  mill  in  crushing  and  amalgamating  a  gold  ore.  One  month's  record  was 
as  follows: 


Batteries  No.  1 
and  9  (10  Stamps). 


Batteries  No.  8 
and4(10Stami>B). 


4-Foot  Bryan 
MiU. 


Average  Yalne  of  ore  per  ton 

•*  "     "  taUtoRS  per  ton 

X^eroentage  of  extraction 

Tons  cmafaed  during  month  ...' 

Amftteain  taken  fh>m  mortars,  in  Troy  ounces < 

*r  ••        •*    apron  plates,  in  Troy  ounces 

Total  amalgam,  in  Troy  ounces 

Approximate  Talue  or  amalgam 

Ferbeotage  of  amalgam  caught  in  mortar 


$18.00 

Si" 

748 

096.079 
726.098 


$91.79 

614 

996.0400 
017.6817 


$99.49 

n.'45)( 
608 

417.90 
1,190.18 


1,728.600 
S7.88 


1,848.5996 
$10,875.86 
60.98 


1,647.09 

$8,706.94 

97.09 


Batteries  No.  1  and  2  used  round  punched  tin  screens  equivalent  to  lO-mesh 
wire  screens;  3  and  4  also  used  tin  screens  but  equivalent  to  20-me8h  wire 
screens ;  the  Bryan  mill  used  Eussia  iron  slot  punched  screens  equivalent  to  30- 
mesh  wire.  The  tin  screens  had  a  percentage  of  opening  of  about  44%  while 
the  slotted  screen  had  only  about  17%.  Tin  or  fine  wire  screens  did  not  have 
the  requisite  strength  to  stand  the  blows  of  coarse  rock  in  the  Bryan  mill.  All 
the  stamps  dropped  7  inches  and  the  height  of  discharge  was  10  inches.  Sizing 
tests  of  the  tailings  were  as  follows: 


Batteries 
No.  land 9. 

No.  8an<14. 

Bryan  Mni. 

rhroughOOon  40  mesh 

"      40  "    60     "     

••       60  "    60     "     

"       60  "    80     ••     

-       80  **  100     "     

•*     lOOmesh 

o.me 

0.8185 
1.9197 
8.8866 
17.8000 
77.0778 

..&7 
0.7895 
1.8877 
5.8820 
7.6989 
84.9979 

0.^ 
1.5488 
8.4860 
7.9010 
6.6700 
79.7757 

This  was  an  old  style  mill  in  which  a  pan  above,  keyed  to  the  vertical  shaft, 
rested  on  top  of  the  rollers.    Power  was  applied  by  a  horizontal  belt  passing 

•  Am,  Iiut  Min.  Bng.,  Vol  XXIX.,  (1899),  pp.  776|  1061 


274  ORE  DBSaamQ.  §  234 

around  this  pan.  A  ring  on  the  underside  of  the  pan  served  to  take  the  wear 
where  the  pan  traveled  upon  the  rollers.  Weights  were  put  in  the  pan  to  help 
the  crushing.  A  new  ring  weighing  560  pounds  and  3  new  tires  weighing  1,350 
pounds  total  were  worn  in  156  days  to  101  and  235  pounds  respectively  and 
were  discarded.  Dies  weighing  994  pounds  were  worn  to  497  poundiB  in  the  same 
time  and  were  put  back.  The  Bryan  mill  cost  for  iron  and  screens  $0,175  per 
ton,  while  the  stamps  cost  for  iron  and  screens  only  $0.06  per  ton.  This  is  due 
to  the  low  cost  of  iron  for  stamps.  The  actual  wear  of  irou  in  156  days  was 
3,400  pounds  for  10  stamps  and  only  2,904  pounds  for  the  Bryan  miU.  To 
wear  evenly  the  Biyan  mill  has  to  be  babbitted  periodically  to  keep  it  ruxming 
true. 

Langley'8  Impboved  Dby  Cbushbb. 

§  234.  This  is  a  double  Edge  stone  mill,  consisting  of  a  pan  with  two  rollers 
above  and  a  pan  with  four  rollers  below.  These  parts  are  combined  as  follows : 
The  vertical  main  shaft  passes  down  through  a  hole  in  the  upper  horizontal 
roller  shaft,  which  is  fixed.  The  upper  pan  is  keyed  to  the  main  shaft.  The 
four  lower  rollers  are  mounted,  two  on  each  end  of  a  single  shaft  which  is  at- 
tached to  the  jmder  side  of  the  upper  pan  by  bracket  hangers.  The  upper 
pan  and  the  lower  rollers  revolve  therefore  with  the  shaft.  The  upper  rollers 
are  revolved  on  fixed  horizontal  axis  by  contact  with  their  pan. 

The  upper  rollers  weigh  15  cwt.  (1,680  pounds)  each,  with  faces  10  inches 
wide.  The  lower  rollers  each  weigh  10  cwt.  (1,120  pounds)  to  which  may  be 
added  as  much  of  the  weight  of  the  upper  pan  and  rollers  as  is  desired,  the  upper 
pan  being  partially  supported  bv  adjustable  rods. 

Material  from  the  Blake  breaker  is  crushed  in  the  upper  pan  down  to  the  aifle 
of  shot,  the  lower  pan  then  brings  it  down  to  75  mesh  if  desired.  The  mill 
crushes  3  tons  per  hour  through  50  mesh,  consuming  8  to  10  horse  power. 

Thb  Sghbanz  Mill. 

§  236.  This  mill  acts  in  a  manner  similar  to  rolls  in  that  it  crushes  ore  by 
pressure.  Its  construction  (see  Figs.  179a  and  1796),  reminds  one  somewhat  of 
the  Chili  mill,  but  it  entirelv  avoids  the  grinding  action  of  that  machine. 

The  mill  consists  of  a  revolving  annular  horizontal  plate  a  with  inner  diameter 
of  450  mm.,  outer  diameter  1,000  mm.  and  50  mm.  thick,  weighing  412  kilos. 
The  plate  is  slightly  conical,  sloping  outward  1  in  10.  It  makes  12  to  14  revolu- 
tions of  the  disc  per  minute  and  is  driven  by  beveled  gears  RR'  which  reduce 
the  speed  4  to  1. 

Three  truncated  cones  wyz  with  axes  at  120°  with  each  other,  rest  upon  the 
disc  with  their  apexes  inward.  They  have  large  bases  750  mm.  and  small  bases 
475  mm.  diameter  respectively  and  275  nun.  slant  length.  They  revolve  30  to 
36  times  per  minute  on  shafts  X  hinged  on  adjustable  pins  H  at  the  center  and 
the  compression  springs  P  are  applied  at  the  outer  ends.  These  cones  consist 
of  permanent  cores  mounted  on  shafts,  with  bearings  at  each  end  and  wearing 
shoes  or  shells  weighing  198  kilos  each,  which  are  fastened  on  the  cores  by  draw 
bolts  and  are  55  mm.  thick. 

The  three  cones  treat  the  ore  successively,  the  ore  being  fed  in  front  of  the 
first  cone  x.  Each  is  pressed  down  by  a  spring  P  upon  the  revolving  plate 
with  greater  force  than  its  predecessor.  Thus  the  particles  which  fail  to  be 
crushed  by  the  first  cone  may  be  comminuted  by  the  second  or  by  the  third. 

Jets  of  water  play  upon  each  cone  or  upon  the  disc  behind  each  cone  anQ  wash 
away  the  finer  portions  that  have  been  sufiiciently  crushed.  Behind  the  first 
and  second  cones  and  their  water  jet  are  scrapers  to  bring  the  ore  toward  flie 
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center  in  front  of  the  next  cone,  counteracting  the  effect  of  the  water.    The  mill 
has  no  screen  and  requires  a  trommel  to  return  the  oversize. 


C8ed€  Vic) 


FIO.   179a. — SECTION  OF  SOHRANZ  MILL. 


CSode  V«o) 


w^ 


FIO.   1796. — ^PLAN   OF   SCHRANZ   MILL. 


The  mill  is  reported  as  crushing  1,460  kilograms  per  hour,  of  stuff  through  8 
on  8  mm.,  using  97  liters  of  water  per  minute  and  3  to  3^  horse  power,  yielding 
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the  sizes  here  given:  3.2  to  2.4  mm.,  6.95% ;  2.4  to  1.6  mm.,  21.07% ;  1.6  to  0.9 
mm.,  26.27% ;  0.9  to  0.5  mm.,  16.92% ;  0.5  to  0.2  mm.,  15.81% ;  0.2  to  0  mm., 
12.98%.  For  other  sizing  tests,  see  Table  178.  The  mill  is  especially  adapted 
for  crushing  particles  below  15  mm.  It  does  not  work  so  advantageously  d^ 
larger  sizes.     Kunhardt  says  that  the  mill  is  not  satisfactory  above  8  mm. 

The  wear  found  at  Laurenberg***  in  crushing  through  8  on  2  mm.  jig  mid- 
dlings, consisting  of  quartz,  spathic  iron,  galena,  blende,  etc.,  down  to  2  mm. 
and  less,  is  reported  as  follows :  The  three  cones,  weighing  each  198  kilograms, 
wore  in  982  days  of  10  hours  each,  from  60  mm.  thick  to  9,  16  and  '24  mm. 
respectively.  The  disc  weighing.  412  kilos  wore  in  613  days  of  10  hours  from 
50  mm.  to  15  mm.  thick.  By  computation  the  wear  per  ton  of  1,000  kilos  may 
be  obtained  as  follows: 


Diflo 

Three  cones. 


Ibtal. 


Metal  Left  Un- 
consumed. 


Kilos. 
888.5 
161.7 


NetWearper 
Ton  of  1,000  Kflos. 


Kfloe. 
0.0814 
0.0886 


0.0800 


This  is  equal  to  0.1217  pounds  of  steel  worn  per  ton  of  2,000  poimds-  A  sec- 
ond instance  is  given  in  the  same  article,  of  the  wear  when  crushing  softer  ore, 
which  is  0.035  lalo  per  1,000-kilos  ton  or  0.0718  pound  per  2,000-pound  ton. 

Thb  Kinksad  Mill. 

§  236.  This  is  a  pan  mill  (see  Pig.  180),  with  convex  conical  bottom  or  die 
with  an  apex  angle  of  145^.  Upon  this  operates  a  muUer  or  shoe  with  groes 
weight  of  1,946  pounds,  which  has  two  parts,  both  concave  conical.  The  inner 
has  an  apex  angle  of  82°  and  a  corrugated  surface  with  which  to  begin  the 
crushing  upon  the  ^-inch  feed  lumps.  The  outer  part  is  a  much  flatter  cone  or 
153°  apex  angle  and  does  the  fine  crushing.  The  mill  acts  upon  a  gyratory 
principle.  It  has  a  spindle  attached  to  the  muUer  which  gyrates  at  an  angle  of 
4°  away  from  the  the  vertical  line.  The  gyratory  action  gives  a  true  crushing 
between  the  shoe  and  die  at  the  center,  but  gives  crushing  modified  by  a  limited 
amount  of  grinding  between  the  fine  grinding  surfaces.  The  machine  has  the 
advantage  of  a  very  complete  redistribution  of  the  particles  after  each  nip. 
The  mill  is  adapted  for  crushing  gold  ores  preparatory  to  amalgamation  and 
also  for  crushing  jig  middlings. 

Its  capacity  is  15  tons  in  24  hours,  reduced  from  J-inch  diameter  through  40 
mesh  using  2  horse  power.  The  shoes  and  dies  are  of  crucible  steel.  The  outer 
shoes  for  fine  crushing  weigh  723  pounds,  the  inner  for  coarse  weigh  63  pounds. 
The  dies  are  in  three  parts:  the  coarse  crushing  die  at  the  center  weighs  97 
pounds,  the  fine  crushing  weighs  584  pounds  and  the  vertical  side  die  weighs 
238  pounds. 

This  mill  is  classified  among  roller  mills  because  of  its  action.  In  form  it 
would  appear  to  belong  with  the  amalgamating  pan. 

The  Huntington  Centrifugal  Bollbb  Mill. 

§  237.  This  mill  is  used  to  do  the  work  of  a  stamp  mill  in  crushing  gold  oies, 
and  serves  as  a  fine  grinder  for  recrushing  jig  middlings.  It  is  especially  adapt^ 
for  cmghing  clayey  ores. 

As  shown  in  Figs.  181a  and  1816,  it  works  upon  the  principle  of  Cornish 
tolls,  only  with  this  difference  that  the  angle  of  nip  is  much  more  acute,  the 
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pressure  is  probably  less  powerful  and  the  crushing  is  done  under  Water  while 
rolls  crush  dry  or  at  most  in  a  running  stream  of  water. 

This  mill  crushes  by  the  centrifugal  force  of  steel  rollers  revolving  against  the 


FIG.    180. — HALF    ELEVATION    AND    HALF  SECTION  OF  THE  KINKEAD  MILL. 

inner  surface  of  a  heavy  horizontal  steel  ring  or  die.  The  rollers  are  suspended 
upon  rods  from  horizontal  arms  by  short  trunnions  allowing  a  swing  of  the  rod 
and  roller  in  a  direction  radial  from  the  central  vertical  shaft    The  vertical 
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suspending*  rod  is  provided  with  a  head  at  the  lower  end  and  the  r«)ller  has  anti- 
friction washers,  babbitted  bearings  and  sleeve  permitting  free  rotation  upon  it. 
The  roller  therefore  takes  on  two  classes  of  motion,  namely,  gyration  around  the 
central  shaft  and  rotation  around  its  suspending  rod.  Theoretically,  the  pressure 
can  be  increased  indefinitely  by  increasing  the  speed  of  rotation,  but  practically 
the  available  pressure  is  limited  by  the  jar.  If  the  jar  was  overcome  it  would 
still  be  limited  by  strength  of  the  die  ring.    In  Table  164  the  centrifugal  force 

WRN 
has  been  computed  by  the  formula,*  F=^-q^  where  TF= weight  of  roller  in 

pounds;  B=radius  of  gyration  in  feet;  iV=revolutions  of  central  shaft  per 
minute;  and  jP=centrifugal  force  in  pounds. 


TABLE  154.— OBNTBIPUQAL  FOBOB. 


Size  of  Mill 


Mean  DUuneter 
of  Die  Ring. 


▼erage 
»terofE 


eter  of  Boiler. 


Total  Weight 
of  ItoUer  Avail 
able  for  Push. 


BevolutionBof 

Central  Shaft 

per  Minute. 


Radios  of  Gyra- 
tloo. 


EffecUTePosh 
of  Bolter. 


Feet. 
6 


Feet 
8.88 
4.75 
5.479 


Feet 
1.919 
1.886 
1.584 


Pounds. 
470 
606 
617 


90 
70 
66 


Feet 
1.067 
1.677 
1.917 


Pounda. 
1,8» 
1,418 
1,781 


Although  the  Huntington  mill  runs  on  the  principle  of  rolls,  it  does  not  have 
the  positive  spring  of  the  latter.  It  follows  that  it  must  be  even  more  carefully 
guarded  against  large  lumps.  It  is  fed  with  particles  not  larger  than  f  inch  in 
diameter. 

The  suspending  rods  incline  inward  and  downward,  causing  the  roller  to  be  J 
inch  above  the  bottom  at  its  outer  edge  and  If  inches  above  the  bottom  at  its 
inner  edge  with  the  new  roller.  A  removable  annular  disc  or  false  bottom  of  cast 
iron  is  placed  in  the  bottom  of  the  machine  to  take  the  wear.  The  roller  may 
be  raised  by  using  more  washers  above  the  head.  Mercury  is  fed  with  ore  on 
the  same  plan  as  in  the  stamp  mill.  An  adjustable  scraper  is  placed  in  front  of 
each  roller  to  break  up  the  inner  bank  and  throw  the  ore  in  front  of  the  roller. 

Since  the  machine  has  no  means  in  itself  of  automatic  control  of  a  feeder  and 
if  overfed  is  liable  to  choke,  it  follows  that  it  must  be  fed  at  a  regular  speed  by 
a  Hendy  Challenge  or  a  TuUoch  feeder  run  independently.  The  feeding  is 
done  through  a  hopper  at  one  side. 

The  advantages  claimed  for  the  mill,  as  compared  with  gravity  stamps,  are: 
Low  first  cost,  less  freight  charges,  small  cost  of  erection,  small  amount  of  power 
and  that  it  is  also  a  good  amalgamator.  The  running  cost,  however,  is  high 
compared  with  rolls. 

C.  W.  Goodale***  says  that  good  judgment  is  necessary  to  get  satisfactory  re- 
sults ;  any  overcrowding  of  the  mill  causes  the  rollers  to  slip  which  soon  destroys 
the  circular  form;  it  is  desirable  to  have  an  extra  mill  owing  to  the  frequent 
stopping  for  repairs;  in  regard  to  screens  it  behaves  like  a  stamp  mill  with  high 
discharge,  that  is  to  say,  a  screen  can  be  used  that  is  larger  than  the  limiting  size 
sought. 

The  machine  runs  much  like  a  free  crushing  roll  and  hence  makes  much  less 
slimes  than  the  stamp  mill.  The  mill  is  made  in  three  sizes  (see  Tables  154, 
155  and  156),  3^,  5  and  6  feet  in  diameter. 


•  From  Kenfa  "  Mech.  Eng.  Pocketbook,'*  p.  488L 
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FIG.     181a. — ^PEBSPEOTIVE    VIEW    OF    THE     HUNTINGTON     MILL    WITH    SOEBENS 

REMOVED. 


FIG.   1816. — HALF  SECTION  AND  HALF  ELEVATION   OF  THE  HUNTINGTON   MILL. 
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TABLE   155. — FRA8EB   A   CHALMERS   FIGURES   ON   HUNTINGTON   HILL. 


BlseofMUl. 

Weight 

'^^SLS" 

Water  Used 
per  Hour. 

Horse  Power. 

Revolutions 
per  Minute. 

Size  of  Feed. 

Screen  Used 

Feet 
8 

Pounds. 

8,000 

16,000 

84,000 

Tons. 
18 
96 

Gallons. 

750 

1.000  to  1,800 

4 

0 
8 

90 
70 
66 

Inches. 

%-« 

40  mesh. 

TABLE  156. — ^FRASER  A  CHALMERS  TABLE  OF  DIMENSIONS  AND  WEIGHTS. 


Size 

Die  Ring. 

Average 

Outside 

Diameter 

of  Rollers. 

RoUers. 

Weight 

Roller 
Shell. 

False 
Bottom. 

of 
Mill. 

Inside 
Diameter. 

Thick- 
ness. 

Height 

Weight 

Feet. 
6 

Ft  In. 
8    4 
4    9 
(Top.... 5    5 
1  Bottom  5   6H 

Inches. 

Inches. 
8 

Pounds. 
898 
668 

928 

Inches. 
19 

Inches. 
6 
6 

8J4 

Pounds. 
166 
170 

866 

Pounds. 
840 
785 

1406 

Tabulated  data  from  the  mills  visited  is  given  in  Tables  157  to  169. 
life  of  false  bottoms  is  about  a  year. 

TABLE    157. — ^PURPOSE,    POWER    AND   CAPACITY, 
Ahbreyfatlona.— J.M. = Jig  middlings;  J.T. = Jig  tailings;  No.=number;  Th.=Through;  T.T.=:Table 


The 


Mill 
No. 

Number 

of 

Machines 

Used. 

Size 
of 
Ma- 
chine 

Number 
of  RoUers 
in  Each 

llfA^hlffA, 

ReiFoIu- 
tions 

Min?te. 

Feed 
Material. 

Feed 
Size. 

H 

Product 

chine  per 
SIHoun. 

(6)81 
87 

8 

1 

1 

4 

4 

1 
1 
1 
1 

Feet. 

m 

6 
6 
6 
6 

6 

90 

75 

68 

66 

66 

90 
104 
70 
78 

J.T.  and  J.M. 
J.T. 
J.M. 
J.M. 
J.M. 
J.M. 

J.T.  and  T.T. 

8^  to  18  mesh 

&88toO 

6to8 

i^toO 

8J<to0 

4.76  too 

4.76  too 

4.76  too 

8  to  40  mesh 

6 

8 

Th.  0.68  mm.:  to  No.  8 
hydraulic  classifler. 

To  four  7-belt  Wood- 
bury  vanners. 

Th.  8  mm. ;  to  No.  1  hy- 
draulic classifier. 

Th.  lU  muL;  to  No.  8 
hydraulic  classifler. 

Th.  8U  mm.;  to  No.  8 
hydraulic  classifier. 

Th.  8.18  mm. ;  to  iigs. 

Th.  8.18  mm.;  to;ign. 

Th.  8.18  mm.;  to  jigs. 

Through  0.48  mm.;  to 
No.  5  trommel. 

Tons. 
16 

(c)8B 
88 
89 

(d)44 

80 

(a)8i 
90 
100 
16  9 

88 

84 

4 

40 

(a)  10  tons  in  10  hours,    (b)  Repairs  other  than  tires,  rolls  and  screens,  $100  per  year.    (c)Ottemi . 

rolls,  feeders,  Huntington,  and  tronmiels.    (d)  Letter  from  F.  O.  Coggin  to  Frasar  &  Chalmers.    This  mill  no 


longer  uses  them. 


TABLE  158. — ^DIE  RINGS  AND  ROLLER  SHELLS. 


Mill 
No. 

Piece. 

IMateriaL 

Total 
New. 

Cost,  New. 

SeU,01d, 
per  Ton. 

Life. 

Gran 

Oortpsr 

TottT 

81 

RiOff 

RoUedBteel 

II       **    ,  ,  , 
»•       •• 

Pounds. 
400 
800 

880.00 
84.75 

$8.00 
8.00 

Weeks. 
18 
6 
4 

Tons. 
680 

Oents. 
8.808 
8.988 

SR^lers 

87 

Ring 

4Roilers 

Chilled  cast  Iron. 
Rolled  steel 

0.00 
0.00 
0.00 

28 

Ring 

$48.40  at  Chicago 
$66.00 

68 

48 

18 

4 

6 

4 

86 

18 

8,000 
8,600 
7,680 
8,580 
8,500 
8,800 

1  44? 

4  Roufloni 

Chilled  cast  steel 

RoUed  steel 

Steel  

8.8 

88 

Ring 

820 
600 
610 
660 

4  RoUers 

Rim? 

89 

RoUed  steel 

Cast  steel 

4  Rulers 

Ring 

88 

4  Rollers 
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TABLE  159. — ^SCREENS. 

Abbreviatfonfl.— B.  SI.=Buhr  slot;  c.  to  c.=center  to  center;  Hor.  Sl.=Horiiontal  slot:  Hor.  8t  B.  81.& 
BotiBcmua  staggered  biihr  slot;  iii.=incb;  R.  I.  Pl.=RusBia  iron  plate;  St.  Pl.=Steel  plate. 


Mill 
No 


Material. 


Tblek- 


Hole. 


Area  of 

each 
Screen 


Cost 
per  Set. 


Life. 


Life. 


Cost  per 
Ton. 


B.  81.,  0.086x0.876  in.  (0.68x0.5  mm.)  A 
.  in.  apart. 


Inches. 
0x21 


$1.57 


D.J.. 


Tons. 
180 


Cents. 
1.806 


St.  PI... 
St.  PI... 

aLPL. 
(a) 


0.065 


0.040 
O.005 


0.QB7 


0.079  in.  (9  mm.)  round  holes,  A  iQ-  c. 

Slots 'o.OSOxm  in.  (1 .5x88.1  mm.) 

Hor.81.,  O.lxHfin.  (8.6x12.6  mm.)  M  in. 

c.  toe. 
Hor.  St.  B.  SI.,  O.OirK0.87B  in.  (0.48x0.5 

mm.)  (6) 


9x30 


6x28 
9x30 


3.88 


84  to  80 


4 

14 


240  to  860 

860 
1,400 


1.406to  0.989 


^  (a)  Since  writin/r  the  above  a  diagonal  slotted  screen  boa  boon  substituted.  It  is  0.0397  inch  thick  and 
baa  boles  0.0815x0.465  inch  (0.66x11 .8  mm.).  The  percentage  of  openiuf?  is  14.83  per  cent.  This  lasts  15  shifts  of  18 
bours  each  and  keeps  Its  size  excellently  until  worn  out  by  bursting  through,  which  was  not  the  case  with  the 
bnbr  punched  screen.  Wire  screens  were  found  to  dioke  in  the  Huntington  mill,  while  these  thick  heavy 
screens  do  not  The  latter  tried  in  the  stamp  mill  gave  trouble  from  choking,  llie  buhr  slot  screen  when 
worn  oat  bad  an  opening  about  0.080  inch  wide  and  about  8  per  cent  opening.  (6)  This  screen  has  4.00  per 
cent  of  opening. 

The  following  figures  on  the  estimated  cost  of  crushing  by  a  Huntington  mill 
are  given.  Since  the  items  may  vary  widely,  it  is  obvious  that  ihese  figures 
should  not  be  too  generally  applied. 

The  estimated  cost  per  ton  for  a  3^-foot  mill  crushing  through  ^inch  (0.63- 
mm.)  screen  at  the  rate  of  16  tons  per  24  hours  is:*  Die  ring,  2.303  cents  per 
ton;  rollers,  3.939;  power  ($40  per  308  days  at  16  tons  per  day),  0.865;  screens, 
1.308;  attendance  (jV  man  at  $3),  2.000;  repairs,  oil,  etc.  ($100  per  year), 
2.165;  total,  12.679  cents  per  ton. 

The  estimated  cost  per  ton  for  a  5-foot  mill  crushing  through  0.1  inch 
(2i  mm.)  at  the  rate  of  100  tons  per  24  hours  is:f  Die  ring,  1.447  cents  per  ton; 
rollers,  2.200;  power  ($40  per  808  days  at  100  tons  per  day),  0.129;  screens, 
0.939;  attendance  dV  ^^^  &t  $3),  0.800;  repairs,  oil,  etc.  ($100  per  year), 
2.165 ;  total,  7.180  cents  per  ton. 

The  Butte  and  Boston  mill,  Butte,  Montana,  found  the  cost  to  be  8.8  cents  per 
ton  exclusive  of  power,  as  against  4.2  cents  per  ton  for  rolls  at  the  Colorado 
Smelting  &  Mining  Co.  mill.*** 

A  3|-foot  Huntington  mill,  running  at  90  revolutions  per  minute,  gave,  when 
crushing  VV-iiich  conglomerate  gravel  in  the  Calumet  and  Hecla  mill  through 
two  screens  \  inch  and  one  screen  A  ii^ch  diameter  round  holes,  a  product  which 
by  sizing  yielded:  On  10  mesh,  4.8% ;  through  10  on  16  mesh,  22.2% ;  through 
16  on  30  mesh,  43.0% ;  through  30  on  60  mesh,  15.1% ;  through  60  on  100  mesh, 
7.2% ;  through  100  mesh,  7.7%.  The  wear  of  iron  was  1.06  pounds  per  ton  of 
gravel  ground.    Table  160  shows  a  few  capacities  from  other  sources.'*^    ^1 

TABLE   160.— CAPACITIES. 


Mine. 

Mill 
Diameter. 

ROTOlU- 

tlons  per 
Mtoule. 

Screen. 

Capacity 
Hours. 

Quaker  nine  (a) 

Feet. 
6 
5 
5 
5 

50  to  66 
BO 

Mesb. 
8&to401 
t6to80 

40 

40 

Tons. 
15  to  80 
10  to  19 

Snaw  Mine. ...........  t .. . 

Methinm  Or^k  . . ,  t . .  . .  r 

Monte  Crtoto 

(a)  The  ore  is  of  a  slaty  nature  with  quarts  and  a  soft  gouge. 


*  Data  mostly  taken  from  Mill  21  of  preceding  tables, 
t  Data  mosUy  taken  from  MiU  89  of  preceding  tablea 
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four  are  California  mines  on  or  near  the  mother  lode.  SchnabeF"  says  that 
a  Huntington  mill,  near  Tremnitz,  Hungary,  crushing  quartz  with  3%  pyrite, 
7  to  8  grams  gold,  and  20  grams  silver  per  1,000  kilos,  fed  by  a  Dodge  breaker 
with  lumps  5  cm.  and  less,  and  running  at  70  revolutions  per  minute,  crushed 
12  tons  in  24  hours,  to  pass  through  slotted  screen  with  0.8-nmi.  slots.  It  re- 
quired 8  horse  power. 

The  Huntington  mill  made  by  Davey  Paxman  &  Co.  in  England  is  known 
as  the  Paxman  mill.  It  differs  from  the  American  design  in  that  the  rollers 
are  supported  by  collars  upon  the  suspending  rods  instead  of  by  heads  at  the 
ends  of  them. 

Thb  Nabod  Pulvbbizeb. 

§238.  This  machine  works  on  the  principle  of  the  Huntington  mill  except 
that  it  is  driven  by  a  belt  and  pulley  directly  upon  the  central  shaft  extended 
upward.  There  are  some  differences  in  the  method  of  suspending  the  rollers. 
The  chief  difference,  however,  is  the  high  speed  of  revolution  and  consequent 
increase  of  output  due  to  the  increased  centrifugal  force.  Figures  given  in 
catalogue,  which  are  backed  by  testimonials  are  given  in  Table  161.    The 

TABLE  161. — NABOD  PULVBBIZEB. 


Oapaolty  per  9«  Bonn 
on  Quart!. 

Horae 

Power  Be- 

qulred. 

BavolutioDS 
per  Minute. 

Screen 
Area. 

Weight 

FeedSise. 

Screen 
Used. 

Oentriftigal 
Force. 

Tbns. 
48  to  00,  dry 

16  to  90 
15  to  90 

140 
140 

Sq.  Feet 
19 
19 

Pounds. 
8,000 
8,000 

Inches. 
Mtol 
Stol 

Mesh. 
80 
80 

Pounds 
8,000 
8,000 

Mto48.  wet 

weight  of  the  large  ring  or  die  is  500  pounds.    The  three  roll  shells  weigh  810 
pounds  each  and  have  a  total  swinging  weight  of  about  300  pounds. 

The  Gbiffin  Bollbb  Mill. 

§  239.  This  consists  of  a  single  roller  31,  suspended  upon  a  vertical  axis  1, 
rolling  upon  the  inside  of  a  die  ring  70.  (See  Fig.  182).  Power  is  applied  by 
a  belt  to  a  30-inch  pulley  17,  revolving  in  a  horizontal  plane  and  placed  cen- 
trally over  the  ring.  The  pulley  has  two  journals  27  and  26,  attached  above  tod 
below  respectively,  on  which  it  runs;  the  supporting  step  or  collar  21  is  below 
the  lower  bearing ;  the  axis  of  the  roller  passes  up  through  the  lower  journal  and 
is  attached  to  the  center  of  the  pulley  by  a  universal  joint  9,  enabling  it  to 
receive  rotation  from  the  pulley  and  also  to  gyrate  in  its  path  around  the  die 
ring. 

The  30-inch  mill  weighs  10,500  pounds.  The  die  ring  is  30  inches  inside 
diameter  and  weighs  250  pounds;  the  roller  is  18  to  20  inches  in  diameter  and 
its  shell  weighs  100  pounds.  The  width  of  contact  between  roller  and  die  ring 
is  6  inches.  Under  the  roller  are  placed  plows  5  to  keep  the  ore  stirred  up.  The 
die  ring  and  shell  last  8  to  10  days  of  24  hours  on  the  hardest  quarte.  On 
phosphate  rock  they  last  7  months  of  24  hour  days.*^*  The  plows  last  the  same 
length  of  time  as  the  ring  and  shell.  The  roller  revolves  190  to  200  times  per 
minute  on  its  own  axis.  The  crushing  operation  is  started  by  pushing  the  revolv- 
ing roller  out  of  line  until  it  touches  the  ring.  It  immediately  bites  upon  tiie 
surface  of  the  latter  and  the  roller  then  rolls  around  on  the  insiae  of  the  die  ring 
exerting  a  presssure,  said  to  be  6,000  pounds,  upon  it.  The  number  of  gyra- 
tions per  minute  of  an  18-inch  roller  will  be  from  285  to  300  calculated  accord- 
ing to  the  formula  ^=-i — 1  where  D  is  the  inside  diameter  of  the  ring,  d  is 
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the  outside  diameter  of  the  roller  and  N  is  the  number  of  revolutions  of  the 
roller  on  its  own  axis  for  one  gyration. 

The  curious  fact  will  be  noted  that  when  the  roller  rotates  to  the  right  it 
will  be  found  to  gyrate  backward  or  to  the  left.  The  machine  is  not  balanced 
and  therefore  requires  a  very  solid  foundation;  15  to  25  horse  power  are  re- 
quired^  according  to  the  work  it  does. 


PIO.     182. — SECTIONAL    VIEW    OF    30-INCH    OBIFFIN    MILL    AKRANGED    FOB    DBT 

PULVERIZING. 

The  mill  is  fed  with  stuff  1^  inches  maximum  diameter  from  a  breaker  and 
is  constructed  for  dry  or  wet  crushing.  When  used  for  dry  it  has  fans  7  attached 
to  the  suspending  rod  1  over  the  roller  which  force  a  current  of  air  out  through 
the  screen  to  the  screw  conveyor  below  and  dust  chamber.     When  used  wet 
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it  has  a  screen  placed  all  around  the  mill  at  a  level  just  above  the  die  ring.  The 
mill  is  found  to  crush  finer  than  this  screen  would  indicate,  for  when  a  16-mesh 
screen  was  used,  90%  of  the  pulp  passed  through  60-mesh  screen.  The  30-inch 
mill  crushed  per  hour  3  to  4  tons  of  phosphate  rock  and  1}  to  2^  tons  of  Portland 
cement  or  hard  quartz  according  to  the  size. 

G.  A.  Barnhart  gives  screening  test  when  using  30-mesh  screen  on  gold  ore, 
at  Mammoth,  Arizona:  Through  30  on  40  mesh,  3.90% ;  through  40  on  60  mesh, 
33.62%;  through  60  on  80  mesh,  5.64%;  through  80  on  100  mesh,  0.67%; 
through  100  mesh,  66.27%. 

J.  B.  de  Lamar  says  that  when  fed  by  breaker  each  mill  crushed  20  tons  of  the 
hardest  rock  in  24  hours  to  40  mesh  and  finer  without  screening.  The  screen 
used  was  4  mesh.  The  mill  makes  excellent  pulp  for  cyanide  leaching,  better 
than  either  rolls  or  stamps.  With  rolls  the  tailings  ran  $4.66 ;  with  Gr^n  they 
ran  from  $0.89  to  $1.66  per  ton. 

Parkhurst  &  Whipple  say  it  crushes  40  to  60  tons  per  day  of  Breckenridge, 
Colo.,  ore,  with  a  cost  of  wearing  parts  not  to  exceed  10  cents  per  ton.  F.  M. 
Johuson,  Gunnison,  Colo.,  and  J.  H.  Edwards^  Morrisville,  Ya.^  both  say  ronning 
cost  will  not  exceed  that  of  a  stamp  mill. 

Thb  Cabb  Disinteqbatob. 

§  240.  This  machine,  originally  invented  in  England,  is  known  in  the  United 
States  as  the  Stedman,  and  in  Germany  as  the  Brink  &  Hiibner.  This  is  a 
true  impact  crusher  and  consists  of  several  oppositely  revolving  cages  of  round 
bars.  Fragments  of  coal,  or  other  material  fed  in  the  center,  are  struck  by  the 
bars  of  the  inner  cage,  being  partly  broken,  and  receive  tangential  velocity  in 
one  direction  as.  they  pass  outward.  The  bars  of  the  second  cage,  revolving 
rapidly  in  the  opposite  direction,  meet  the  particles  and  strike  them  blowa  of 
double  energy.  The  third  and  the  fourth  cages  of  bars  repeat  this  work,  reduc- 
ing the  size  of  the  particles  at  each  cage. 

Fig.  183a  shows  the  machine  in  section,  which  consists  of  two  discs ;  one  car- 
ries two  cages  of  forward,  the  other,  two  cages  of  backward  revolving  bars.  Each 
cage  is  reinforced  by  a  ring  at  the  opposite  end  of  the  bars.  Each  disc  is  mounted 
on  a  flange  with  a  shaft,  two  bearings,  a  pulley  and  a  fly  wheel.  Fig.  183ft  shows 
the  pillow  blocks  slipped  from  their  places  to  allow  the  discs  to  be  pulled  apart 
for  repairs ;  it  also  shows  the  removable  housing  which  has  a  feed  hopper  at  the 
side  and  a  delivery  spout  below. 

The  Stedman  machines  are  made  in  five  sizes,  ranging  from  30  to  60  inches 
in  diameter.  The  bars  vary  from  1  to  If  inches  in  diameter  according  to  the 
size  of  the  machine.  Steel  bars  give  the  best  wear.  The  length  of  the  bars 
increases  outward  from  the  center,  diminishing  the  tendency  to  clog. 

A  bar  projecting  into  the  inner  cage  breaks  lumps  and  prevents  banks.  Two 
revolving  scrapers  attached  to  the  outer  cage  prevent  accumulation  in  the  hous- 
ing. The  machine  is  not  suited  for  very  hard  materials  on  account  of  rapid 
wear,  but  it  is  extensively  used  for  coal,  especially  in  briquet  manufacturing, 
as  it  is  a  good  mixer  for  the  cementing  material  as  well  as  a  good  pulverizer. 
For  coal  it  should  be  run  dry ;  not  more  than  4  or  6%  moisture  is  allowed.  With 
hard  substances  water  may  be  used  and  frequent  cleaning  is  then  not  necessary. 

The  Carr  machine  at  Ahun  collieries,  must  be  cleaned  every  twelve  hours 
when  crushing  coal  with  3%  moisture,  every  4  hours  with  6%  moisture.  One 
half  hour  is  consumed  in  cleaning.  The  fineness  can  be  regulated  by  the  speed, 
and  the  capacity  diminishes  with  the  fineness.  The  capacity  also  diminishes 
with  the  wear  of  the  bars. 
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PIG.   183a. — SECTION  OP  STEDMAN  DISINTEGRATOR. 


Total  weight  15,000.  Ibt, 

Eitrome  width.  €^ 
CiM{«  bars  IfC  dJamater 


FIG.     183&. — ^PERSPECTIVE     OF     THE     STEDMAN     DISINTEGRATOR     WITH     HOUSING 
RAISED  AND  CAGES  PULLED  APART. 

The  details  of  the  Carr  machine  are  given  in  Table  162  and  capacities  of  the 
Stedman  and  the  Brink  and  Hiibner  are  given  in  Tables  163  to  16^. 

At  Eagle,  West  Virginia,  a  48-inch  Stedman  machine  crushes  300  to  350  tons 
of  coal  per  day  of  10  hours  to  the  size  of  cracked  wheat. 

TABLE  162. — CARR  DISINTEGRATOR.*** 


Blnff. 

Diameter  of 
RiDR. 

Number  of 
Bars. 

Diameter  of 
Bars,   (a) 

Length  of 

Space  Apart 
of  Bars. 

Meters. 
1.8 
1.08 
0.844 
0.078 

84 

81 
87 

» 

Mm. 
86 
87 
80 

86 

Mm. 

800 

SBO 

880 

860 

Mm. 
110.0 
104.4 
08.8 
0B.8 

Second 

Third 

Fourtb 

(a)  The  bars  on  the  two  outer  rings  are  round;  those  on  the  two  inner  are  square. 
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TABLE    163. — CAPACITY   OF   STEDMAN,    CRUSHING    FERTILIZERS. 


Diameter. 

Revolutions 
per  Minute. 

Capacity  per  10 
Hours  on  Bones 

xxorse  Power 
Required. 

Inches. 
50 

650 
560  to  600 
560  to  600 
600  to  660 
600  to  650 

700 

Tons. 
20  to  SO 
12  to  25 
8to25 
7  to  18 
6tol2 
8to5 

86  to  45 

85  to  SO 
20  to  25 
12  to  18 
12  to  15 
6to0 

44 

40 

42 

86 

80 

TABLE  164. — CAPACITY  OP  STEDMAN,  CBUSHINQ  GOAL. 


Diameter. 

Capacity  per  10 
Hours. 

Horse  Power 
Required,  (a) 

Inches. 
40 

Tons.  ■ 
175  to  800 
200  to  250 
8S0to400 

soo 

85  to  50 
40  to  60 
70  to  100 
100  to  125 

44 

50 

60 

(a)  1  horse  power  per  every  4  or  5  tons  treated  in  10  hours. 
TABLE   165. — CAPACITY  OP  STEDMAN,  CRUSHING  CLAY. 


Diameter. 

Revolutions 
per  Minute. 

Capacity  per  10  Hours. 

Horse  Power 
Required. 

Inches. 
86 

600  to  700 
600  to  550 

Clay  for  15,000  to  25,000  bricks. 
Clay  for  25,000  to  85,000  bricks. 

12  to  15 
15  to  20 

40 

TABLE   166.2®' — CAPACITY  OF  A 

BRINK  AND  H^BNER  AT  MANNHEIM,    (a) 

Kind  of  Feed. 

Size  of  Feed. 

Revolutions 
per  Minute. 

Capacity  per 

Hour  through 

2  mm. 

Water  per 
MiuuteT 

(Indicated.) 

Jig  middlings 

Mm. 

460 
460 
460 
460 
460 
460 

Kilos. 
2,800 
1,600 
1,200 
8,000 
2,700 
2,600 

Liters. 
78 
78 
78 
78 
78 
78 

6to7 

Jig  middlings 

6to7 

Jlsr  middlings 

6to7 

Blende  and  lead  sand 

8to0 

Blende  and  lead  sand 

8to0 

Blende  and  lead  sand 

8to0 

(a)  The  diameter  of  the  outer  rin«  of  the  machine  was  800  ram.  The  product  had  fn%  over  a85  mm.,  19% 
between  0.85  and  0.1  mm.,  and  IQjt  below  0.1  mm.  Yearly  statistics  show  the  wear  to  be  about  four  times  thai 
of  rolls. 

Stubtevant  Mills. 

§  241.  This  consists  of  a  cylindrical  die  ring  A,  (Pig.  184),  wifli  horizontal 
axis.  Entering  the  two  ends  of  it  and  facing  each  other  are  two  cups  JD.  These 
are  mounted  on  horizontal  shafts  E  with  pulleys  F  and  are  revolved  at  high 
speed,  usually  in  opposite  directions.  The  two  cups  D  quickly  fill  up  with  com- 
pacted crushed  rock  to  conical  concave  surfaces,  and  crushing  then  takes  place 
when  ore  is  fed  in  through  the  hopper  0  above  by  blows  received  from  the  cups 
and  from  lump  hitting  lump. 

The  die  ring  A  is  made  up  of  small  sections,  of  chilled  cast  iron,  4  inches 
wide  and  5  inches  long,  laid  around  the  cylinder.  They  are  perforated  with 
slots  J  inch  wide,  3^  inches  long,  with  bars  -f^  inch  thick  between  them.  The 
upper  portion  of  the  die  ring  is  left  out  to  provide  for  the  feed  hopper.  A 
housing  H  of  cast  iron  is  placed  all  around  the  die  ring  and  conveys  the  crushed 
ore  to  the  hopper  K  beneath.  The  air  within  the  housing  is  exhausted  by  a 
suction  fan  to  remove  fine  dust. 
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Tills  housing,  with  its  axis  lengthwise,  is  bolted  firmly  to  the  center  of  a  long 
bed  plate  L.  The  two  boxes  B  of  each  shaft  are  mounted  upon  short  bed  plates 
M,  sliding  in  guides,  which  are  in  turn  bolted  to  the  long  bed  plate  L.  This 
construction  gives  perfect  freedom  for  sliding  the  cups  with  their  shafts  and  bed 
plates  toward  the  housing  for  taking  up  the  wear  on  bushings,  which  is  done 
about  every  five  hours  on  hard  materials,  not  for  days  on  some  soft  materials,  or 
away  from  the  central  housing  for  replacing  bushings  and  screen  blocks. 

The  wear  takes  place  on  the  ends  of  the  cups  D  and  on  the  chilled  sections  of 
the  die  ring  A.  The  former  is  made  good  by  the  use  of  replaceable  bushings, 
the  latter  by  replacing  the  die  sections  when  they  are  worn  out.  The  sizes, 
speeds,  capacities  and  power  required  are  given  in  Table  167.  On  trap,  granite 
and  quartzite,  J.  Heard,  Jr.  obtained  the  following  in  an  8-inch  mill :  Through 
8  on  10  mesh,  7.4% ;  through  10  on  20  mesh,  19.8% ;  through  20  on  30  mesh, 

TABLE  167. — STURTEVANT  MILL. 


niftmeterof 
Cup  Inside. 

•1«^ 

Revolutions 
per  Minute. 

Hone  Power 
Required. 

Material 
Crushed. 

SiseofFeed. 

Siie  of  Prod- 
uct. 

Inches. 
8 

78 

gs 

i90tol« 
144  to  188 
144  to  108 

940 

940 
648toTK) 

884 

888 

.  188to8Q0  . 

1.800 

i;wo 

1,000 
860 

80 
80 

60 
60  to  76 

Quarts. 

PhosDbate... 
-  Baryfa.:;:... 

Ck>pper  matte 

Phosphate... 

TinquarU... 

Limestone... 

Iron  ore.. .... 

Inches. 

Mesh. 
90 

19.,.,. 

10(a) 

18., , , 

8 

10(a) 
80(6) 

ik 

le 

90 

Iron  ore 

j  Ducktown.. 
J  copper  ore. 
Phosphate... 
N.  Y.  cement 

5to6 

5to6 

5to6 
6to6 

,0(«, 

ia)  Through  10  on  60  mesh,  4M;  through  60  mesh,  6Q|{.  (5)  Through  90  on  80  mesh,  8S.5)(;  through  80  on  40 
u<^,  7.6^;  through  40  on  50  mesh,  10.0!^;  through  GO  on  60  mash,  1.8^;  through  60  on  70  mesh,  10l8Q)(;  through 
70  mesh,  48.6(^. 

11.6% ;  through  30  on  40  mesh,  5.0% ;  through  40  on  60  mesh,  5.0% ;  through 
60  on  60  mesh,  6.0% ;  through  60  on  70  mesh,  6.0% ;  through  70  on  80  mesh, 
1.6% ;  through  80  on  90  mesh,  1.7% ;  through  90  on  100  mesh,  2.6% ;  through 
100  on  120  mesh,  7.0%;  through  120  on  140  mesh,  6.5%;  through  140  mesh, 
22.0%. 

The  bushings  which  are  If  inches  thick  and  enter  the  die.  ring  about  1 J  inches, 
wear  about  f  inch  per  20  hours  when  crushing  magnetic  iron  ore  or  quartz  in  a 
20=iB^  mill.  Hoffman^**'  reports  that  one  complete  set  of  bushings  and  screen 
blocks,  weighing  1,000  pounds  for  a  20-inch  mill,  crush  4,000  to  6,000  tons  of 
Port  Henry  magnetite  corresponding  to  0.167  pounds  of  metal  worn  out  per  ton 
of  ore  crushed.  Sahlin*®®  claims  to  have  evidence  that  a  set  will  crush  only  600 
tons. 

The  mill  is  suited  only  for  dry  crushing  from  4  inches  down  to  20  mesh.  The 
work  of  this  mill  is  said  to  be  selective  and  acts  upon  the  minerals  somewhat  in 
proportion  to  their  hardness  and  tenacity.  For  example,  Wm.  Foster  found, 
when  working  the  tin  ore  of  Irish  Creek,  Va.,  that  the  cassiterite,  being  harder 
than  the  gangue  rock,  had  a  larger  per  cent,  of  coarser  grains  than  the  latter. 
This  favored  the  subsequent  concentration.  This  quality,  however,  in  case  of 
soft  ores  like  galena  or  chalcopyrite  would  be  adverse  to  the  mill  as  the  softer 
minerals  would  probably  slime  more  than  the  gangue. 

Cyclone  Pulverizer. 

§  242.  This  machine  consists  of  two  fans,  with  six  arms  each,  in  tlie  form  of 
propeller  blades  facing  one  another  and  making  from  1,000  to  3,000  revolutions 
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per  minute  in  opposite  directions.  In  the  earlier  form  the  shafts  were  inclined 
upward,  in  the  later  they  are  horizontal.  The  two  fans  are  placed  a  few  inches 
apart  and  a  piece  of  ore  fed  between  them  is  batted  from  one  to  the  other,  the 
vortex  of  air  contributing  to  the  crushing  action.  The  disintegration  is  due  to 
impact.  The  chamber  in  which  the  crushing  is  done  is  in  the  form  of  two  trun- 
cated cones,  the  bases  of  which  are  united  by  a  short  cylinder;  this  is  made  of 
plate  iron  and  is  lined  with  chilled  cast  iron  liners.  The  ore  is  fed  by  roller  feed- 
ers and  is  discharged  by  a  suction  fan.  The  feed  should  be  of  nut  size.  Table 
168  shows  the  details. 


TABLE   168. — CYCLONE   PULVBBIZBB. 

Slse. 

Dtemetorof 
Famk 

WelRhtofReplaoeabto 
Pto  Blades/ 

Hone  Power  Run- 
ning Empty. 

Hone  Power 
Cruflbing. 

Capacity  per  81  Hours. 

1 

%. 

8 

Inches. 
18 
81 

88 

^ 

,?* 

Pounds. 

]0«060  of  flinty  quarts. 

94,790  of  plumbago. 

Bessemer  steel  with  0.3  to  0.4%  carbon  has  been  adopted  as  best  material  for 
blades.  On  raw  heating  cinder  one  set  of  blades  lasted  28,000  pounds,  costing 
17  cents  per  ton  for  wear.  The  mill  is  used  for  crushing  talc,  graphite,  slags, 
etc.,  where  very  fine  grinding  is  desired. 

Whelplet  and  Stobeb  Pulvebizeb. 

§  243.  This  is  cylindrical  in  shape  with  a  horizontal  shaft  revolving  1,025 
times  per  minute.  On  it  are  four  hubs  with  six  paddles  each.  The  ore  is  fed 
at  one  end  through  a  hopper  and  passes  in  front  of  the  paddles  of  the  first  three 
wheels  in  succession,  being  broken  by  impact  against  the  paddles,  the  shell,  and 
of  particle  against  particle.  The  fourth  paddle  wheel  is  a  suction  fan  drawing 
a  blast  of  air  through  the  mill  and  discharging  the  crushed  ore  at  its  circumfer- 
ence through  a  tangential  orifice  like  that  of  fan  blowers;  15  horse  power  will 
crush  18  tons  in  24  hours,  of  which  80%  will  go  through  a  100-mesh  sieve. 

Dr.  W.  H.  Eames*  modification  of  this  mill  at  Wine  Harbor,  Nova  Scotia,  is 
50  inches  in  diameter,  makes  800  to  880  revolutions  per  minute  and  crushes 
24  tons  per  24  hours  of  hard  dry  quartz  from  2  mesh  through  80  mesh,  using  12 
horse  power.    The  wear  of  iron  is  3  pounds  per  ton. 

Vapabt^s  Disintegrator. 

§  244.  This  consists  of  three  rapidly  revolving  horizontal  discs,  one  above  the 
other,  with  radial  fins  on  their  surfaces.  Ore  is  fed  at  the  center  of  the  top 
disc  and  is  thrown  by  centrifugal  force  against  a  surrounding  ring  and  broken 
by  impact.  The  ore  is  then  delivered  by  a  chute  to  the  center  of  the  second  disc 
and  is  thrown  out  again.  The  same  action  is  repeated  on  the  third  disc.  It  is 
claimed  that  the  impact  due  to  this  machine  can  be  so  perfectly  adjusted  that 
blende,  for  example,  may  be  broken  while  pyrite  is  not,  and  a  sieve  will  then 
separate  the  fine  blende  from  the  coarse  pyrite.  A  description  of  this  process 
of  disintegration  and  screening  as  used  at  Lintorf  is  given  in  §  615. 
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cost  and  method  of  working.    Abstract  of  A.  /.  M.  E.,  Vol.  XIX.,  p.  195. 

50.  Ibid.,  Vol.  LX.,  (1895),  p.  560.    L.  W.  Tatum.    Method  of  working. 

61.  Qenie  Civil,  Vol.  XXV.,   (1894),  p.  116.    P.  Ferrand.    Method  of  working  at 

Ouro  Preto,  Brazil. 

62.  Inst.  Civ.  Eng.,  Vol.  CVIII.,  (1892),  p.  128.    A.  H.  Curtis.    Description  of  Ber- 

dan's  pan. 
53.  Min.  Ind.,  Vol.  III.,  (1894),  p.  348.    L.  Janin,  Jr.    Method  of  working. 

64.  Min.  d  8ci.  Press,  Vol.  LIX.,  (1889),  p.  297.    No  author.    Description  of  the  Boss 

pan. 

65.  Prod.  Gold  d  Silver  in  V.  B.,  (1881),  p.  566.    C.  G.  Yale.    Description  of  the 

Huntington  pan. 
56.  Raymond's  Rep.,  (1870),  p.  683.    R.  W.  Raymond.    Description  of  the  several 

pans. 
67.  Ibid.,  (1871),  p.  395.    R.  W.  Raymond.    Description,  wear  or  cost  and  method 

of  working,  of  several  pans. 

58.  Ibid.,  (1873),  p.  465.    R.  W.  Raymond.    Description  and  capacity,  of  several  pans. 

59.  Ibid.,  (1874),  p.  407.    J.  M.  Adams.    Method  of  working.    Same  as  A,  /.  M.  E., 

Vol.  XL,  p.  159. 

60.  Tenth  U.  8.  Census,  Vol.  XIII.,  (1880),  p.  258.    S.  F.  Emmons  and  G.  F.  Becker. 

Description,  capacity,  wear  or  cost  and  method  of  working,  of  several  pans. 

61.  Zeit.  Berg.  Hutt.  u.  Salinenwesen,  Vol.  XXVI.,  (1878),  p.  571.    Koch.    Descrip- 

tion, capacity  and  method  of  working,  on  Comstock  loae. 

Clean  Up  Pan: 

62.  Rose,  T.  K.,  (1894),  "Gold,"  p.  128.    Description. 

63.  Cal.  Bull.,  No.  6,  (1895),  p.  29.    E.  B.  Preston.    Description,  power  and  method 

of  working. 

64.  Coll.  Eng.,  Vol.  XVII.,  (1897),  p.  302.    H.  Van  F.  Furman.    Description. 
Qbibt  Mux  ob  Buhbstonb  Mux: 

65.  Gaetzschmann,  M.   F.,    (1864),  "Aufbereitung,"  Vol.  L,  p.  638.     Description, 

capacity  and  power. 

66.  Hunt,  R.,  (1884),  "British  Mining,"  p.  741.    Capacity. 

67.  Rittinger,  P.  R.  von,  (1867),  "Aufbereitungskunde,"  p.  52.    Description,  capacity 

and  power. 

68.  Am.  Inst.  Min.  Eng.,  Vol  XXI.,  (1892),  p.  587.    A.  Sahlin.    Capacity,  power  and 

wear  or  cost,  in  grinding  talc. 

Bock  Eickbt  Mux: 

69.  Eng.  d  Min.  Jour.,  Vol.  LXI,  (1896),  p.  256.    No  author.    Description. 
FsdBEL's  Mux: 

70.  Freiberger  Jahrb.,  (1880),  p.  14.    A.  F.  Wappler.    Description,  capacity  and 

wear  or  cost. 
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Caret  Mill: 

71.  Eng.  d  Min,  Jour,,  Vol.  XLVII.,  (1889),  p.  119.     No  author.    Description. 
KoLSHOBN  &  Stbeckeb'8  Gbindeb: 

72.  Thonlnd,  ZeiL,  Vol.  XX.,  (1896),  p.  714.    No  author.    Description. 
CuMMiNOB  Mill: 

73.  Am.  Inat.  Min,  Eng„  Vol.   XXI.,    (1892),  p.   516.    C.  M.   Ball.    Description, 

capacity,  power  and  wear  or  cost. 
Cons  Mnx: 

74.  G^etzschmann,   M.   F.,    (1864),   "Aufbereitung,"   Vol.   I.,  p.   567.    Description, 

capacity,  power  and  advantages  and  disadvantages. 

75.  Lamprecht,  R.,   (1888),  "Kohlenaufbereitung,"  p.  8.    Description,  capacity  and 

power. 

76.  Rittinger,  P.  R.  von,  (1867),  "Aufbereitungskunde,  p.  53.    Description,  capacity, 

power  and  wear  or  cost 

77.  Am,  Inat.  Min.  Eng.,  Vol.  XVI.,  (1888),  p.  681.    O.  Hoffman.    Description  of  a 

modified  form  with  very  flat  cone. 

78.  Engineering,  Vol.  XV.,  ( 1873),  p.  375.    No  author.    Description  of  a  mill  without 

teeth. 

79.  Eng.  d  Min,  Jour.,  Vol.  XXII.,  (1876),  p.  296.    No  author.    Description  of  a 

form  called  Baugh's  mill. 

80.  Min,  d  8ci.  Press,  Vol.  LVIII.,  (1889),  p.  247.    No  author.    Description. 
Samfub  Gbindeb: 

81.  Coll.  Eng.,  Vol.  XVII.,  (1897),  p.  267.    H.  Van  F.  Furman.    Description. 
Nicholas  Pulvebizeb: 

82.  Gaetzschmann,  M.  F.,   (1864),  "Aufbereitung,"  Vol.  I.,  p.  564.    Description  of 

several  mills  acting  on  same  principle  as  Nicholas. 

83.  Hunt,  R.,   (1884),  ''British  Mining,"  p.  740.    Description,  capacity  and  power. 

Sizing  tests. 

84.  Berg,  u,  Hutt.  Zeit,,  Vol.  XUV.,   (1885),  p.  550.     B.  Kossmann.     Description, 

capacity  and  power,  compared  to  others. 

85.  Rev,  des  Mines,  Vol.  XXI.,  (1893),  p.  311.    L.  Demaret    Description,  capacity 

and  power. 
Tf^mgttf.T  Mnx: 

86.  Bilharz,  O.,  (1896),  "Mech.  Aufbereitung,"  Vol.  I.,  p.  126.    Description,  capacity, 

power  and  wear  or  cost. 

87.  Kunhardt,  W.  B.,  ( 1884 ) ,  "Ore  Dressing/'  p.  52.    Description,  capacity,  wear  or 

cost  and  water  used.    Quality  of  crushing. 

88.  Linkenbach,  C,  (1887),  "Aufbereitung  der  £rze,"  p.  42.    Description,  capacity, 

power,  wear  or  cost  and  water  used.    C]lomparison  with  Schranz  mill. 

89.  Berg,  u.  Hutt,  Jahrh,,  Vol.  XXX.,  (1882),  p.  24.    J.  Habermann.    Sieve  attach- 

ment. 

90.  Berg.  u.  Butt.  Zeit.,  Vol.  XXXVII.,   (1878),  p.  159.    E.  Heberle.     Description, 

capacity,  advantages  and  disadvantages  and  water  used. 

91.  Ihid,,  Vol.  XL.,    (1881),  p.   154.    J.  Habermann.     Description  and  advantages 

and  disadvantages.    Abstract  from  Oest,  Zeit.,  Vol.  XXVIII. 

92.  Ihid.,  p.  400.     E.  Heberle.    Description,  capacity,  wear  or  cost,  advantages  and 

disadvantages  and  water  used.    Results  of  tests  for  extraction. 

93.  Ibid.,  Vol.  XLII.,   (1883),  p.  80.     No  author.     Capacity  and  wear  or  cost,  at 

Tamoivitz 

94.  Dingier" s  Polyt.  Jour.,  Vol.  233,  (1879),  p.  365.    No  author.     Description. 

95.  Ihid.,  Vol.  237,  (1880),  p.  189.    No  author.    Description.    Quality  of  crushing. 

96.  Eng.   d   Min.  Jour.,  Vol.    XXXII.,    (1881),   p.    371.     E.   Heberle.     Description, 

and  capaci^.^  Abstract  from  B.  d  E,  Z,,  Vol.  XL.,  p.  400. 

97.  Ihid.,  Vol.  LIII.,  (1892),  p.  665.    J.  W.  Meier.     Description,  capacity,  wear  or 

cost  and  advantages  and  disadvantages.    Abstract  from   Oest,   Zeit.,  Vol. 
XXVIII. 

98.  Oest.    Zeit.,   Vol.    XXVI.,    (1878),    p.    233.    J.    Habermann.    Description    and 

capacity  of  the  Dingey  mill. 

99.  Ihid.,  Vol.  XXVIII.,    (1880),  pp.  384,  581,  596.    J.  Habermann.    Description, 

capacity,   wear   or   cost   and   water   used.    Comparison   with    stamps   and 
Dingey  mill. 
BooABDUs  Mill: 

100.  Gaetzschmann,  M.   F„    (1864),   "Aufbereitung,"  Vol.   I.,  p.   544.     Description, 

capacity,  power  and  wear  or  cost.    Elaborate  article. 

101.  Dingler'a  Polyt.  Jour.,  Vol.  LVI.,    (1835).  p.  285.     No  author.     Description. 

102.  Ihid.,  Vol.  LXX.,   (1838),  p.  343     No  author.     Description. 

103.  Ibid.,  Vol.  cm.,   (1847),  p.  18.     No  author.    Description  and  advantages  and 

disadvantages. 
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104.  Ibid.,  p.  312.    No  author.    Capacity. 

105.  Ibid.,  Vol.  CIV.,  (1847),  p.  18.    No  author.    Capacity  and  power. 

106.  Ibid.,  Vol.  CVI.,  (1847),  p.  15.    No  author.    Description,  capacity,  power  and 

wear  or  cost. 
Cunnack'b  Pulveqizes: 

107.  Hunt,  R.,  (1884),  "British  Mining/'  p.  739.    Description,  capacity,  power  and 

wear  or  cost.    Sizing  tests. 
DlIfQET  Mux:* 

108.  Bilharz,  O.,    (1896),  "Mech.  Aufbereitung,"  Vol.  I.,  p.    124.    Description  and 

advantages  and  disadvantages. 

109.  Hunt,  R.,  (1884),  "British  Mining,"  p.  737.    Description  and  capacity. 

110.  Kunhardt,  W.  B.,   (1884),  "Ore  Dressing,"  p.  51.     Description. 

111.  Berg.  u.  Hutt.  Jahrb,,  Vol.  XXX.,   (1882),  p.  261.     J.  Habermann.     Capacity, 

power,  wear  or  cost  and  water  used.    Comparison  with  other  mills. 

112.  Ibid.,  Vol.  XXXI.,   (1883),  p.  207.     J.  Habermann.     Capacity,  power,  wear  or 

cost  and  water  used.    Comparison  with  other  mills. 

113.  Eng.  d  Min.  Jour.,  Vol.  LIII.,  (1892).  p.  666.    J.  W.  Meier.    Description. 

114.  Inst.  Mech.  Eng.,  (1873),  p.  131.    H.  T.  Ferguson.    Description  and  capacity,  in 

Cornwall. 

115.  Zeit  Berg.  Hutt.  u.  8alinenwe8en,  Vol.  XXVI.,    (1878),  p.    134.     £.   Althans. 

Description,  capacity,  power  and  advantages  and  disadvantages.    Sizing  test. 
Bdttkb's  Pan: 

116.  Min.  d  Sot.  Press,  Vol.  LXIII.,   (1891),  p.  285.    No  author.     Description  and 

capacity. 
Nkukbbero'b  Mill: 

117.  Dingler's  Polyt.  Jour.,  Vol.  228,  (1878),  p.  229.    No  author.    Description. 
US:  Ibid.,  Vol.  246,  (1882),  p.  46.    No  author.    Description. 

BbOckneb  Ball  Mill: 

119.  Zeit.  Berg.  Hutt.  u.  8alin€nu>esen,  Vol.  XXXVII.,   (1889),  p.  255.    No  author. 

Description,  capacity,  power  and  wear  or  cost. 
QsusoN  Ball  Mm.: 

120.  Bilharz,  O.,  (1896),  "Mech.  Aufbereitung,"  Vol.  I.,  p.  110.    Description,  capacity 

and  power. 

121.  Davies,  £.  H.,  (1894),  "Mach.  Metal.  Mines,"  p.  245.    Description. 

122.  Eissler,  M.,  (1896),  "Metallurgy  Gold,"  p.  148.    Description  and  advantages  and 

disadvantages. 

123.  Foster,  C.  Le  N.,  (1894),  "Ore  &  Stone  Mining,"  p.  557.    Description. 

124.  Kirschner,    L.,    (1898),   "Erzaufbereitung,   p.    68.     Description,    capacity   and 

power. 

125.  Eng.  d  Min.  Jour.,  Vol.  LVII.,  (1894),  p.  464.    No  author.    Description. 
Other  Ball  Mills  and  Tube  Mills: 

126.  Egleston,  T.,   (1887),  "Metallurgy,"  Vol.  I.,  p.  129.    Description,  capacity  and 

wear  or  cost,  of  ball  mills  as  a  class. 

127.  Gaetzschmann,  M.  F.,    (1864),   "Aufbereitung,"   Vol.    I.,   p.   591.    Description, 

capacity  and  power,  for  several  varieties. 

128.  Berg.  u.  Hutt.  Zeit.,  Vol.  XLVIII.,  (1889),  p.  150.    No  author.    Description  of 

Lohnert's. 

129.  Clay  Worker,  Vol.  XXVI.,   (1896),  p.  442.    No  author.    Description,  capacity 

and  power,  for  Groke's. 

130.  Dingler*s  Polyt.  Jour.,  Vol.  306,   (1807),  pp.  38,  59,  83.    L.  Sell.    Description. 

Very  complete,  describing  over  20  forms. 

131.  Inst.  Civ.  Eng.,  Vol.  CVIII.,  (1892),  pp.  124,  163,  181.    A,  H.  Curtis.   CJapacity, 

power  and  advantages  and  disadvantages  of  ball  mills  as  a  class. 

132.  Min.  d  Bci.  Press,  Vol.  LXXV.,   (1897),  p.  386.     No  author.     Description  of 

Paul's. 

133.  Oest.  Zeit.,  Vol.  XXXVIII.,  (1890),  p.  284.    A.  Gmehling.    Description,  capacity 

and  power,  for  Lohnert's. 

134.  Ibid.,  Vol.  XLV.,   (1897),  p.  328.    C.  Bl5meke.    Sizing  tests. 

135.  Btahl  u.  Eisen,  Vol.  XI.,  (1891),  p.  507.    No  author.    Description  of  Ehmke's. 

136.  Thon-Ind.    Zeit.,    Vol.    XIX.,    (1895),    p.    397.      No    author.      Description    of 

Lohnert's. 

137.  /6id.,  p.  641.    Rasch.    Description,  capacity  and  power,  of  Siller  &  Dubois. 

138.  Ihid.,  p.  642.    Foss.    Description,  capacity,  power  and  wear  or  cost,  of  "rohr- 

mOhle." 

139.  Ibid.,  Vol.  XX.,  (1896),  p.  860.    No  author.    Description  of  Cohn's. 

*  See  also  reference  9S. 
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140.  Ibid.,  Vol.  XXI.,   (1897),  p.  203.    No  author.    Description  of  Heinstein's. 

141.  Ibid.,  p.  1052.     No  author.    Description  and  advantages  and  disadvantages,  of 

a  chamber  mill. 
DoooE  Mux: 

142.  Eng.  d  Min,  Jour.,  Vol.  XLVIII.,  (1889),  p.  601.    No  author.    Description. 

143.  Ibid.,  Vol.  LXI.,  (1896),  p.  613.    No  author.    Description,  capacity  and  power. 

144.  Min,  d  8oi.  Press,  Vol.   LXXIII.,    (1896),  p.   71.    No  author.     Description, 

capacity  and  power. 
Lowe's  Mill: 

145.  Egleston,  T.,  (1890),  "Metallurgy,"  Vol.  II.,  p.  420.    Description,  capacity,  power 

and  advantages  and  disadvantages. 
MiOHELL  &  Tbegonino  Pulvebizeb: 

146.  Hunt,  R.,  (1884),  "British  Mining,"  p.  738.    Description,  capacity,  wear  or  coet 

and  water  used. 
Babtlb  Pulvebizeb: 

147.  Bev.  des  Mines,  Vol.  XXI.,  (1893),  p.  311.    h,  Demaret    Description,  capacity 

and  power. 
TucmN  Mill: 

148.  Egleston,  T.,  (1890),  "Metallurgy,"  Vol.  II.,  p.  422.    Description,  capacity  and 


power. 
at  I 


149.  Col,  Rep.,  Vol.  VI.,  (1886),  Part  2,  p.  41.    F.  B.  Morse.    Capacity,  power  and 

water  used. 

150.  Eng.  d  Min.  Jour.,  Vol.  XXXVII.,  (1884),  p.  63.    L.  Wagoner.    Description  and 

capacity.    Abstract  from  Tcoh,  8oc.  Poo.  Coast. 
161.  Prod.  Oold  d  Silver  in  U.  8,,  (1881),  p.  573.    C.  G.  Yale.    Description. 

152.  Tech.  8oo.  Poo.  Coast,  Vol.  III.,    (1886),  p.  45.    L.  Wagoner.     Descriptian, 

capacity,  sizing  tests  and  gold  extracted. 
NIA0AB4  Cbusheb: 

153.  CoU.  Guard.,  Vol.  LXX.,  (1895),  p.  652.    No  author.    Description,  capadty  and 

power. 
164.  Inst.  Civ.  Eng.,  Vol.  CIVIIL,  (1892),  p.  127.    A.  H.  Curtis.    Description,  capac- 
ity and  power. 
Clean  Up  Babbel: 

155.  Col.  Bull.,  No.  6,  (1895),  p.  29.    £.  B.  Preston.    Description  and  power. 
Albino  Ctundeb: 

156.  Am.  Inst.   Min.  Eng.,  Vol.   XXI.,    (1892),  p.  586.     A.  Sahlin.     Deseriptiaii, 

capacity,  power  and  wear  or  cost. 
Fbisbee  Lucop  Mill: 

157.  Lock,  A.  G.,  (1882),  "Gold,"  p.  1029.    Capacity  and  power. 

158.  Eng.  d  Min.  Jour.,  Vol.  XXXIV.,    (1882),  p.   147.    No  author.    Description* 

capacity  and  power,  of  the  Lucop  &  Cook  form. 
169.  Ibid.,  Vol.  XL.,  (1885),  p.  58.    No  author.    Description,  capacity  and  power. 

160.  Ibid.,  Vol.  XLIIL,  (1887),  p.  453.    No  author.     Description. 

161.  Ibid.,  Vol.  LVIIL,  (1894),  p.  320.    J.  L.  Wills.    Description. 

162.  Thon-Ind.  Zeit.,  Vol.  XIX.,  (1895),  p.  695.    No  author.    Description,  capacity, 

power  and  advantages  and  disadvantages. 
Wabino  Pulvebatob: 

163.  Eng.  d  Min.  Jour.,  Vol.  XL.,  (1885),  p.  336.    No  author.    Description. 

164.  Ibid.,  Vol.  XUI.,   (1886),  p.  457.    No  author.    Description. 
Planet  Mill: 

165.  Eng.  d  Min.  Jour.,  Vol.  XUV.,    (1887),  p.  871.     No  author.     Description, 

capacity  and  power. 
Lion  Mill: 

166.  Davies,  E.  H.,  (1894),  "Mach.  Metal.  Mines,''  p*  241.    Description,  capacity  and 

power. 
Cyclops  Mux: 

167.  Eissler,  M.,  (1896),  "Metallurgy  Gold,"  p.  146.    Description  and  capacity. 

168.  Rose,  T.  K.,  (1894),  "Gk>ld,"  p.  165.    Description  and  capacity. 

169.  Coll.  Eng.,  Vol.  XVII.,   (1897),  p.  266.    H.  Van  F.  Furman.    Description  and 

advantages  and  disadvantages. 

170.  Inst.  Civ.  Eng.,  Vol.  CVIII.,  (1892),  pp.  123,  180.    A.  H.  Curtis.    Description, 

capacity  and  power. 
Trompson's  Pulvebizeb: 

171.  Lock,  A.  G.,  (1882),  "Gk)ld,"  p.  1029.    Capacity  and  power. 

172.  Eng.  d  Min.  Jour.,  Vol.  XXXIII.,    (1882),  p.  5.      No  author.      Description, 

capacity  and  power. 
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Amsugan  Ball  Pulvkbizeb: 

173.  Eng,  d  Min.  Jour.,  Vol.  LIV.,  (1892),  p.  297.    No  author.    DeBcription,  capacity 

and  power,  advantages  and  diBadvantages. 

174.  Ibid.,  ^1.  LV.,   (1893),  p.  682.    No  author.    Description  and  capacity. 
Lamberton  Mill: 

175.  Inat.  Civ.  Eng.,  Vol.  CVIII.,  (1892),  p.  123.    A.  H.  Curtis.    Description. 

MOBET   &  8FEBBT   PULVEBIZEB: 

176.  Eng.  d  Min.  Jour.,  Vol.  XXXV.,  (1883),  pp.  191,  209.    No  author.    Description, 

capacity^  power  and  water  used. 
Cbawvobd  Mill: 

177.  Rose,  T.  K.,  (1894),  "Gk)ld,"  p.  152.    Description  and  capacity. 

178.  Coll.  Eng.,  Vol.  XVII.,  (1897),  p.  266.     H.  Van  F.  Furman.    Description  and 

capacity. 

179.  Eng.  d  Min.  Jour.,  Vol.  UV.,    (1892),  pp.   82,  99,    147,   196.    "Discussion." 

Description,  capacity,  wear  or  cost  and  advantages  and  disadvantages. 

180.  Inat.  Civ.  Eng.,  Vol.  CVIIL,  (1802),  pp.  145,  184.    A.  H.  Curtis.    Description. 

181.  Min.  d  8ci.  Press,  Vol.  LXX.,  (1895),  p.  247.    No  author.    Description,  capacity, 

power,  wear  or  cost^  advantages  and  disadvantages  and  water  used. 
Pji'BiFFJSB's  Mill: 

182.  Btahl  u.  Eisen,  Vol.  XIV.,  (1894),  pp.  132,  486.    F.  W.  Ltthrmann.    Description, 

capacity,  power  and  wear  or  cost. 

183.  Thon-Ind.  Zeit.,  Vol.  XIX.,  (1895),  p.  641.  J.  Pfeiffer.    Description,  power  and 

advantages  and  disadvantages. 

184.  Zeit.  Ver.  Deut.  Ing.,  Vol.  XXXVIII.,  (1894),  p.  1083.    J.  Pfeiffer.    Description, 

capacity,  power  and  wear  or  cost. 
Mobbl  &  Hall's  Mill: 

185.  Inst.  Civ,  Eng.,  Vol.  CVIII.,  (1892),  p.  124.    A.  H.  Curtis.    Description. 
Jordan's  Cbntrifuoal  Gbindeb: 

186.  Foster,  C.  LeN.,  (1894),  "Ore  &  Stone  Mining,"  p.  557.    Description. 

187.  Rose,  T.  K.,  (1894),  "Gold,"  p.  166.    Description. 

188.  Inst.  Civ.  Eng.,  Vol.  CVIII.,   (1892),  p.  124.    A.  H.  Curtis.    Description. 
KiNKEAO  Ball  Mux: 

189.  Min.  d  8oi.  Press.,  Vol.  LXVI.,  (1893),  p.  163.    No  author.    Description. 
Edqb  Runnebs: 

190.  Bilharz,  O.,  (1896),  "Mech.  Aufbereitung,"  Vol.  I.,  p.  76.    Description,  capacity 

and  power. 

191.  Egleston,  T.,   (1887),  "Metallurgy,"  Vol.  I.,  p.  269,    Description. 

192.  Foster,  C.  LeN.,  (1894),  "Ore  &  Stone  Mining,"  p.  666.    Description. 

193.  Gaetzschmann,  M.  F.,    (1864),  "Aufbereitung,"   Vol.   I.,  p.   672.    Description, 

capacity  and  power. 

194.  Hunt,  R.,  (1884),  "British  Mining,"  p.  741.    Capacity. 

196.  Rittinger,  P.  R.  von,   (1870),  "Erster  Nachtrag,^'  p.  9.    Description,  capacity, 
power  and  wear  or  cost. 

196.  Am.  Inst.  Min.  Eng.,  Vol.  VI.,   (1877),  p.  618.     R.  H.  Richards.    Description 

of  a  laboratory  form. 

197.  Ibid.,  Vol.  XVI.,   (1888),  p.  753.    T.  A.  Blake.    Description,  capacity,  power 

and  wear  or  cost.    Quality  of  crushing  at  Haile  gold  mine. 

198.  Ibid.,  Vol.  XXIV.,   (1894),  p.  113.    O.  F.  Pfordte.    Description  and  capacity, 

at  Cerro  de  Pasco,  Peru. 
100.  Clou  Worker,  Vol.  XXIII.,  (1895),  p.  48.  No  author.    Description  and  capacity. 

200.  CoU.  Eng.,  Vol.  XVII.,   (1897),  p.  266.    H.  Van  F.  Furman.    Description  and 

capacity. 

201.  Eng.  d  Min.  Jour.,  Vol.  XXIV.,  (1877),  p.  472.    R.  H.  Richards.    Description. 

Same  as  A.  L  M.  E.,  Vol.  VI.,  p.  618. 

202.  Ibid.,  Vol.  XXXIII.,    (1882),  p.   104.    M.  Rul.    Description  and  capacity,  at 

Guanaxuato,  Mexico. 
203. /ron.  Vol.  XXXVIII.,  (1891),  p.  367.    No  author.    Description. 
204.  Tenth  U.  B.  Census,  Vol.  XIII.,   (1880),  p.  394.    8.  F.  Emmons  and  O.  F. 

Becker.    Description. 
Bbtan  Mill: 

206.  Cal.  Bull,  No.  6,  (1895),  p.  62.    E.  B.  Preston.    Description,  capacity,  power, 

wear  or  cost  and  method  of  working. 

206.  Coll.   Eng.,  Vol.   XVII.,    (1897),   p.   266.    H.   Van  F.   Furman.    Description, 

capacity  and  power. 

207.  Inst.  Civ.  Eng.,  Vol.  CVIIL,  (1892),  p.  118.    A.  H.  Curtis.    Description  and 

capacity. 
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208.  Min.  d  8ci.  Press,  Vol.  LXVI.,  (1893),  p.  339.    No  author.    Capacity. 

209.  Ibid.,  Vol.  LXX.,  (1895),  p.  193.  No  author.    Descriptioii,  capacity,  power,  wear 

or  coet  and  advantages  and  disadvantages. 

210.  Gest.  Zeit,,  Vol.  XXXVII.,   (1889),  p.  83.    H.  Stefan.    Description,  capacity, 

power  and  wear  or  cost. 

L^RGLBT'8  CbUSHEB: 

211.  Eng,  d  Min.  Jour.,  Vol.  LX.,  (1895),  p.  81.    No  author.    DescripUon,  capacity 

and  power. 

212.  Ibid.,  p.  582.    No  author.    Description,  capacity  and  power. 

liEBBALL'8  MiLL: 

213.  Eng,  d  Min.  Jour,,  Vol.  LX.,  (1895),  pp.  517,591.    No  author.    Description  and 

capacity. 

214.  Min.  d  8oi.  Press,  Vol.  LXX.,  (1895),  p.  312.    No  author.     Description  and 

capacity. 

WlBWKLL  PULVKBIZXB: 

216.  Eng.  d  Min.  Jour.,  Vol.  XXXIX.,  (1885),  p.  403.    No  author.    Description  and 
advantages  and  disadvantages. 

216.  Ibid.,  Vol.  XLII.,  (1886),  p.  25.    No  author.    Description  and  advantages  and 

disadvantages. 

217.  Min.  d  8oi.  Press,  Vol.  L.,  (1885),  p.  153.    No  author.    Description  and  advan- 

tages and  disadvantages. 
Hanctin's  Mill: 

218.  Iron,  Vol.  VI.,  (1875),  p.  200.    No  author.    Description,  capacity  and  power. 
Wood's  Mill: 

219.  Iron,  Vol.  XL.,  (1892),  p.  68.    No  author.    Capacity. 
Compound  Edoestonb  Mill: 

220.  Iron,  Vol.  XXXVII.,   (1891),  p.   137.    No  author.    Description,  capacity  and 

power. 
SCH1IA.NZ  Mill: 

221.  Kirschner,  L.,  (1898),  *'Erzaufbereitung,"  p.  62.    Description,  capacity,  power, 

wear  or  cost  and  water  used.    Sizing  test. 

222.  Kunhardt,  W.  B.,   (1884),  "Ore  Dressing,"  p.  55.    Description,  capacity,  power 

and  water  used. 

223.  Ann,  des  Mines,  Series  VIII.,  Vol.  XX.,  (1891),  p.  18.    M.  Bellom.    Description, 

capacity,  power  and  wear  or  cost. 

224.  Berg.  u.  Butt.  Jahrb.,  Vol.  XXXI.,  (1883),  p.  207.    J.  Habermann.    Description, 

capacity,  power  and  wear  or  cost    Comparison  with  other  mills. 

225.  Berg.  u.  Uutt.  Zeit.,  Vol.  XL.,  (1881),  p.  357.    C.  Bl(5meke.    Capacity,  power  and 

wear  or  cost.    Comparison  with  stamps. 

226.  Ibid.,  Vol.  XLIIL,   (1884),  pp.  281,  297.     C.  B15meke.     Description,  capacity, 

power,  wear  or  cost  and  water  used.    Comparison  with  roll  and  other  mills. 

227.  Ibid.,  Vol.  XLVIL,  (1888),  p.  341.    K.  von  Reytt.    Power. 

228.  Dingler's  Polyt.  Jour.,  Vol.  238,   (1880),  p.  388.    No  author.    Description. 

229.  Eng.  d  Min.  Jour.,  Vol.  XXXIL,    (1881),  p.  252.    C.  Bl5meke.    Abstract  of 

B.  d  E.  Z.,  Vol.  XL.,  p.  357. 

230.  Ibid.,  Vol.  LIII.,  (1892),  p.  665.    J.  W.  Meier.    Description. 

231.  Inst.  Civ.  Eng.,  Vol.  CVIII.,   (1892),  p.  183.    A.  H.  Curtis.    Description. 
282.  North  Eng.  Inst.  Min.  d  Meoh.  Eng.,  Vol.  XLIIL,    (1893-4),  p.  342.    A.  G. 

Charleton.     Description,  capacity,  power  and  water  used.    Sinng  tests. 

233.  Oest.  Zeit.,  Vol.  XXXVL,  (1888),  p.  247.    K.  von  Reytt.    Capacity  and  power. 

Sizing  tests. 

234.  fife*.  Mines  Quart.,  Vol.  XIV.,  (1892),  p.  218.    M.  Bellom.    Description,  capacity, 

power  and  wear  or  cost    Same  as  Ann.  des  Mines,  Vol.  XX.,  p.  18. 

235.  Zett.  Ver.  Deut.  Ing.,  Vol.  XXV.,  (1881),  No.  6. 
KnvKKAO  Mill: 

236.  Min.  d  8ci.  Press,  Vol.  LXXIL,   (1896),  p.  61.    No  author.    Description  and 

capacity. 
UoHTNKB  Mux: 

237.  Min.  d  8oi.  Press,  Vol.  LXX.,  (1895),  p.  149.    No  author.    Description. 
HuNTiNOTON  Mill: 

238.  Bilharz,  O.,  (1896),  <'Mech.  Aufbereitung,"  Vol.  L,  p.  125.    Description,  capacity 

and  power. 

239.  Davies,  E.  H.,  (1894),  "Mach.  Metal.  Mines,"  p.  237.    Description  and  advantages 

and  disadvantages. 

240.  Egleston.  T.,  (1890),  "Metallurgy,"  Vol.  II.,  p.  414.    Description,  capacity,  wear 

or  cost  and  advantages  and  disadvantages* 
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241.  Eissler,  M.,  (1896),  "Metallurgy  Gold,"  p.  135.    Description. 

242.  Foster,  C.  LeN.,  (1894),  "Ore  &  Stone  idniDg,"  p.  662.    Description  of  the  Pax- 

man  mill. 

243.  Louis,  H.,   (1894),  "(Sold  Milling,"  p.  258.    Description,  capacity,  power  and 

advantages  and  disadvantages. 

244.  Rose,  T.  K.,  (1894),  "Gold,"  p.  148.    Description,  capacity,  power,  wear  or  cost 

and  advantages  and  disadvantages. 

245.  Am.  Inst.  Uin.  Eng.^  VoL  XXVI.,  (1896),  p.  623.    C.  W.  Goodale.    Compared 

with  rolls. 

246.  Berg.  u.  Hutt.  Zeit.,  Vol.  XLIX.,   (1890),  p.  61.    T.  Rauft    Description  and 

advantages  and  disadvantages. 

247.  Col.  BuU.,  No.  6,  (1895),  p.  60.    E.  B.  Preston.    Description,  capacity,  power, 

method  of  working  and  advantages  and  disadvantages. 

248.  Coll.  Eng.,  Vol.   XVII.,    (1897),   p.   266.    H.   Van   F.   Furman.    Description, 

capaci^,  power  and  method  of  working. 

249.  Engineering,  Vol.  L.,  (1890),  p.  421.    }fo  author.    Description  of  the  Paxman 

mill. 

250.  Inst.  Civ.  Eng.,  Vol.  CVIIL,  (1892),  pp.  119,  135,  154,  195,  199.    A.  H.  Curtis. 

Description,  capacity,  power  and  wear  or  cost.    Compared  to  stamps. 

251.  Min.  d  8ci.  Press,  Vol.  LXIX.,  (1894),  p.  97.    No  author.    Latest  improvements. 

252.  North  Eng.  Inst.  Min.  d  Mech.  Eng.,  Vol.  XLIII.,    (1893-4),  p.  343.    A.  G. 

Charleton.    Capacity,  wear  or  cost,  method  of  working  and  advantages  and 
disadvantages. 

253.  Zeit.  Ver,  Deut.  Ing.,  Vol.  XXXVI.,  (1892),  p.  7.    W.  Schulz.    Capacity,  power 

and  wear  or  cost. 

254.  Ibid.,  Vol.  XXXVIIL,  (1894),  p.  52.    C.  Schnahel.    Capacity,  power  and  method 

of  working. 

HOWLAND  PULVBBIZSB,  NO.    1: 

255.  Lock,  A.  G.,  (1882),  "Gold,"  p.  1026.    Description,  capacity  and  power. 

256.  Dingler*s  Polyt.  Jour.,  Vol.  241,  (1881),  p.  100.    No  author.    Description  and 

capacity. 

257.  Eng.  d  Min.  Jour.,  Vol.  XXXI.,  (1881),  p.  161.    No  author.    Description,  capac- 

ity and  power. 

258.  Inst.  Civ.  Eng.,  Vol.  CVIIL,  (1892),  p.  127.    A.  H.  Curtis.    Description. 
Kabod  Pulvebizeb: 

259.  Eng.  d  Min.  Jour.,  Vol.  XLIX.,    (1890),  p.  732.     No  author.     Description, 

capacity  and  power. 
Pbopfb  Mill: 

260.  CoU.  Guard.,  Vol.  LXXI.,    (1896),  p.  846.     Kosmann.    Description,  capacity, 

power  and  wear  or  cost. 

261.  Ibid.,  Vol.  LXXIV.,  (1897),  p.  165.    No  author.    Description,  capacity  and  wear 

or  cost. 

262.  Thon-Ind.  Zeit.,  Vol.  XX.,.  (1896),  p.  581.     Kosmann.     Description,  capacity, 

power  and  wear  or  cost 
Fbeidebebo  Mnx: 

263.  Coll.  Guard.,  Vol.  LXXI.,  (1896),  £.  846.  Kosmann.    Description,  capacity  and 

power. 
Tbeoonino  Pttlvksizeb: 

264.  Rev.  des  Mines,  Vol.  XXI.,  (1893),  p.  310.    L.  Demaret    Description,  capacity 

and  power. 

GSDTIN  ROLLEB  MILL: 

265.  Bilharz,  O.,   (1896),  "Mech.  Aufhereitung,"  Vol.  I.,  p.  125.     Description  and 

capacity. 

266.  Am.  Inst.  Min.  Eng.,  Vol.  XXI.,  (1892),  p.  687.    A.  Sahlin.    Capacity  and  power. 

Compared  with  Buhrstone  mill  and  Cyclone  pulverizer. 

267.  Cal.  Bull.,  No.  6,  (1895),  p.  64.    E.  B.  Preston.    Description  and  capacity. 

268.  CoU.  Eng,,  Vol.  XVII.,  (1897),  p.  267.    H.  Van  F.  Furman.    Description. 

269.  Eng.   d   Min.   Jour.,   Vol.   XLIX,,    (1890),   p.    689.    No   author.    Description, 

capacity  and  power. 

270.  Ibid.,  Vol.  LV.,  (1893),  p.  510.    No  author.    Description. 

271.  Iron  Age,  Vol.  L.,  (1892),  p.  1036.    No  author.    Description. 

272.  Thon-Ind.  Zeit.,  Vol.   XVIIL,    (1894),  p.   425.      M.   Gam.      Description   and 

capacity. 

273.  Ibid.,  Vol.  XIX.,   (1895),  p.  103.    No  author.    Description  and  capacity. 

274.  Ibid.y  p.  628.    Goslich.    Description,  capacity,  power  and  wear  or  cost.    Com- 

pared with  Buhrstone  mill. 

275.  Ibid.,  Vol.  XX.,  (1896),  p.  727.    No  author.    Where  used. 
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Caiib  Disintbgratob: 

276.  Bilharz,  O.,  (1896),  "Mech.  Aufbereitung,"  Vol.  I.,  p.  87.    Description,  capacity, 

power  and  advantages  and  disadvantages. 

277.  Foster,  C.  LeN.,  (1894),  "Ore  &  Stone  Mining,"  p.  559.    Description. 

278.  Gaetzschmann,  M.  F.,    (1872),  "Aufbereitung,"  Vol.  II.,  p.  667.     Description, 

capacity,  power  and  advantages  and  disadvantages. 

279.  Goupilli6re,  Haton  de  la,   (1885),  "Exploitetion  des  Mines,"  Vol.  II.,  p.  706. 

Description,  capacity  and  power. 

280.  Hunt  R.,   (1884),  "British  Mining,"  p.  742.    Description,  capacity  and  power, 

for  copper  ores. 

281.  Lamprecht,  R.,  (1888),  "Kohlenaufbereitung,"  p.  11.    Description,  capacity  and 

power,  for  coal. 

282.  Rittinger,  P.  R.  von,  (1873),  "Zweiter  Nachtrag,"  p.  10.    Description,  capacity 

and  power. 

283.  Ann,  dea  Mines,  Series  VII.,  Vol.  VI.,  (1874),  p.  363.    A.  Pemolet    Description, 

capacity  and  power.    Compared  with  rolls. 

284.  Bull   8oo.   d'Encourag,,  Vol.   XVI.,    (1869),   p.   656.     M.    Carr.     Description, 

capacity  and  power,  for  coal. 
286.  Bull  8oc.  Ind.  Min.,  Vol.  XV.,  (1869-70),  p.  557.    No  author.    Description  and 
advantages  and  disadvantages. 

286.  /bid.,  p.  569.     F.  Robert.    Capacity,  power  and  wear  or  cost,  at  Ahun  collieries. 

287.  Coll  Guard.,  Vol.  LXXII.,   (1896),  p.  1028.    J.  Gilchrist.     Used  for  coal. 

288.  Dingler'a  Polyt.  Jour,,  Vol.  201,    (1871),  p.  387.      P.   Haurez.      Description, 

capacity,  power  and  advantages  and  disaavantages,  for  coal. 

289.  Engineering,  Vol.  XIII.,  (1872),  p.  98.    T.  Carr.    Description  and  capacity,  for 

flour. 

290.  Min.  Ind.,  Vol.  V.,  (1896),  p.  153.    R.  Cremer.    Used  for  coal. 

291.  Rev,  dea  Minea,  Vol.  XXVII.,  (1870),  p.  623.    P.  Haurez.    Description,  capacity, 

power  and  advantages  and  disadvantages,  for  coal. 
Bbink  ft  HCbneb  Disinteqbatob: 

292.  Kunhardt,  VV.  B.,   (1884),  "Ore  Dressing,"  p.  54.    Description,  capacity,  power 

and  wear  or  cost.    Comparative  tests  with  other  mills. 

293.  Berg,  u,  Uutl  Jahrb.,  Vol.  XXX.,  (1882),  p.  261.    J.  Habermann.    Description, 

capacity  and  power.    Comparative  tests  with  other  mills. 
Stedman  Disinteobatob: 

294.  Eng.  d  Min,  Jour,,  Vol.  LVIII.,  (1894),  p.  129.    No  author.    Description. 
Stubtevant  Mill: 

296.  Foster,  C.  LeN.,  (1894),  "Ore  ft  Stone  Mining,"  p.  563.    Description. 

296.  Am,  Inst.  Min.  $ng„  Vol.  XX.,  (1891),  p.  576.    W.  H.  Hoffman.    Capacity  and 

power,  at  Croton  iron  mines. 

297.  Ibid,,  p.  602.    W.  H.  Hoffman.    Capacity,  power  and  wear  or  cost,  on  magnetite. 

298.  Ihid,,  Vol.  XXL,  (1892),  p.  126.    W.  H.  Hoffman.    Description,  capacity,  power 

and  wear  or  cost,  at  Croton  iron  mines. 

299.  Ihid.,  p.  521.    A.  Sahlin.    Capacity,  power  and  wear  or  cost.    Compared  to  rolls. 

300.  Ihid,,  p.  530.    S.  R.  Krom.    Capacity,  power  and  wear  or  cost.    Compared  to 

rolls. 

301.  Ihid.,  p.  533.    "Discussion."    Capacity  and  power.    Dynamometer  tests. 

302.  Am,  Mfr,,  Vol.  XLIX.,  p.  468.    Description,  capacity  and  power. 

303.  Eng,  d  Min.  Jour,,  Vol.  XXXVIII.,   (1884),  p.  244.     No  author.     Description, 

capacity  an4>  power. 

304.  Ihid.,  Vol.  XX:5^IX.,  (1885),  pp.  189,  204,  240.  259,  276.    J.  Heard,  Jr.    Capacity 

and  advanta||es  and  disaavantages.    Sizing  tests. 
306.  Inat,  Civ.  Eng.,  Vol.  CVIII.,  (1892),  pp.  126,  163.    A.  H.  Curtis.    Capacity  and 
power. 

306.  Uorth  Eng,  Inat.  Min.  d  Mech.  Eng.,  Vol.  XUII.,    (1893-4),  p.  343.    A.  6. 

Charleton.    Description,  capacity,  power  and  wear  or  cost.    Sizing  tests. 
Ctolonb  Pitlvebizeb: 

307.  Foster,  C.  LeN.,  (1894),  "Ore  ft  Stone  Mining,"  p.  563.    Description. 

308.  Am.  Inat.  Min.  Eng.,  Vol.  XX.,  (1891),  p.  387.    A.  Sahlin.  Description  and  wear 

or  cost 

309.  Ihid.,  p.  589.    "Discussion."    Discussion  of  uses. 

310.  Ibid.,  Vol.  XXL,  (1892),  p.  587.    A.  Sahlin.    Capacity  and  power.    Compared  to 

other  mills. 

311.  Eng.   d    Min.   Jour.,   Vol.    XLIIL,    (1887),   p.    312.     No   author.    Description, 

capacity  and  power. 

312.  Ibid.,  VoL  LVIII.,  (1894),  p.  296.    J.  T.  Donald.    Cyclone  Fibreizer. 
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313.  Inst,  Civ.  Eng,,  Vol.  CVIIL,  (1892),  p.  125.    A.  H.  Curtia.    Description,  capacity 

and  power. 

314.  Oeat.  Zeit,,  Vol.  XXXVIII.,  (1890),  p.  582.    No  author.    Description,  capacity, 

power  and  advantages  and  disadvantages. 
316.  Rev,  dea  Mines.,  Vol.   XVIII.,    (1892),   p.   272.    A.   Gillon.    Description   and 
capacity. 

316.  Inst,  Civ,  Eng.,  Vol.  CVIII.,  (1892),  p.  126.    A.  H.  Curtis.    Description. 
Meihe's  Pulvebizeb: 

317.  Berg.    u.    HUtt.    Zeit.,   Vol.    XL.,    (1881),   p.   407.    No    author.      Description. 

318.  Dingler's  Polyt.  Jour.,  Vol.  240,  (1881),  p.  430.    No  author.    Description. 
Joboan's  Pulvebizeb: 

319.  Lock,  A.  G.,  (1882),  "CJold,"  p.  1028.    Description. 

320.  Hunt,  R.,   (1884),  ^'British  Mining,"  p.  740.    Description. 
Whelplet  &  Stobeb  Pulvebizeb: 

321.  Gaetzschmann,  M.  F.,    (1872),  "Aulbereitung,"  p.   656.    Description,  capacity 

and  power. 

322.  Berg.  u.  HUtt.  Zeit.,  Vol.  XXXI.,    (1872),  p.  416.    No  author.     Description, 

capacity,  wear  or  cost. 
WAiiKEB  Pulvebizeb: 

323.  Dingler's  Polyt,  Jour,,  Vol.  263,  (1884),  p.  111.    No  author.    Description. 

324.  Eng.  d  Min,  Jour,,  Vol.  XXXVIL, .  (1884),  p.  368.     No  author.     Description, 

capacity  and  wear  or  cost.  • 

Rtebson  Pulvebizeb: 

325.  Eng.  d  Min.  Jour.,  Vol.  XXX.,  (1880),  p.  397.    W.  H.  Winslow.    Description 

and  capacity. 

SCHUGUDEBMiJHLE : 

326.  Gaetzschmann,  M.  F.,    (1872),  "Aufbereitung,"  p.  654.    Description,  capacity, 

power  and  advantages  and  disadvantages. 

327.  Rittinger,    P.    R.    von,     (1867),    "Aufbereitungskunde,"    p.    66.      Description, 

capacity,  power  and  wear  or  cost. 
Vapabt  Disintegbatob: 

328.  Foster,  C.  LeN.,  (1894),  "Ore  &  Stone  Mining,"  p.  607.    Separating  pyrite  from 

blende. 

329.  Goupillidre,  Haton  de  la,    (1885),  "Exploitation  des  Mines,"  Vol.  IL,  p.  707. 

Description.    Mathematical  discussion. 

330.  Berg.  u.  HUtt.  Zeit.,  Vol.  XL.,   (1881),  p.  294.    No  author.     Description  and 

capacity.    Separating  pyrite  from  blende. 

331.  Ibid.,  Vol.  XLL,   (1882),  p.  163.     No  author.    Description.     Separating  pyrite 

from  blende. 

332.  Ibid.,  Vol.  XLII.,   (1883),  p.  68.     No  author.    Description.     Separating  pyrite 

from  blende. 

333.  Bull.  8oc.  Ind.  Min.,  Series  II.,  Vol.  IX.,  (1880),  p.  391.    E.  Cordier.     Descrip- 

tion, capacity,  power  and  wear  or  cost.    Mathematical  discussion  of  blow. 

334.  Engineering,  Vol.  XXXII.,  (1881),  p.  329.    No  author.    Separating  pyrite  from 

blende. 

335.  Eng,  d  Min.  Jour.,  Vol.  XXXIX.,    (1885),  p.  387.     No  author.     Description, 

capacity,  power  and  wear  or  cost. 
Pboobessivb  Pulvebizeb: 

336.  Eng.  d  Min.  Jour.,  Vol.  XL.,  (1885),  p.  23.    No  author.    Description. 
Bolzen-MChle: 

337.  Berg.  u.  HUtt.  Zeit,,  Vol.  XLVIII.,   (1889),  p.  330.     No  author.    Description. 
Magic  Cbusheb: 

338.  Eng.  d  Min.  Jour.,  Vol.  LVL,  (1893),  p.  323.    No  author.    Description. 
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339.  Berg.  u.  HUtt.'  Zeit.,  Vol.  XLII.,   (1883),  p.  391.  No  author.     Description  and 

capacity. 

340.  Engineering,  Vol.  XLIV.,  (1887),  p.  38.    No  author.    Description,  capacity  and 

power. 

341.  Eng.  d  Min.  Jour.,  Vol.  XXXIV.,  (1882),  p.  270.    No  author.    Description  and 

capacity. 

342.  Ibid.,  Vol.  XLIII.,   (1887),  p.  165.  No  author.     Description  and  capacity. 

343.  Industrial  Rev.,  Vol.  I.,   (1886),  p.  56.     Description. 

344.  Iron  d   Steel  Inst.,    (1882),   Part  I.,   p.   243.     No   author.     Description   and 

capacity. 

345.  Inst.  Civ.  Eng.,  Vol.  CVIII.,  (1892),  p.  125.    A.  H.  Curtis.    Description. 


CHAPTER  VII. 

LAWS  OF  CRUSHING. 

§  245.  In  discussing  this  question  of  crushing  under  different  conditionB  there 
are  four  lines  to  be  considered:  . 

(a)  Compressive  strength  of  stone, '^^ 
(6)  Extent  of  crushing  desirable.'^  / 

(c)  Work  or  power  required  for  crushing.*'^ 

(d)  Comparison  of  various  machines,  '''^^ 

There  are  also  four  ways  that  the  force  may  act  in  crushing  rock:  (1)  By 
direct  pressure  as  in  rolls  where  there  is  a  strong  force  acting  at  low  velocity; 
(2)  by  a  blow  on  an  anvil  as  in  stamps  where  there  is  a  medium  force  acting  at 
a  moderate  velocity;  (3)  by  a-blow  in  space  as  in  the  Carr  Disintegrator  where 
there  is  a  weak  force  acting  at  high  velocity;  (4)  by  grinding  as  in  the  amal- 
gamating pan.  In  the  first  three  cases  the  force  acts  perpendicularly  to  the  sur- 
face to  produce  rupture  by  compression ;  in  the  last  case  it  acts  obliquely  produc- 
ing rupture  by  compression  combined  with  shearing. 

COMPHESSIVE  StBENQTH  OF   SXONE. 

§  246.  Watebtown  Arsenal  Tests. — A  summary  of  tests  on  cubes  at  the 
Watertown  Arsenal  between  the  years  1884  and  1894  is  given  in  Table  169. 

TABLE  169. — WATERTOWN  ARSENAL  TESTS  ON  STONE. 


Number  of  Tests. 

Kliidof  Boek. 

Mazimom. 

Miofanuin. 

Avenge. 

BuidBtone 

12 
11 
1 
S 

10,588 
14,600 
20,416 
21,566 

i;2i6 

6:05S 
20,416 
12,875 

6,74S 
11.106 

TJiTMHrtnnft  ,,,..,,.,*.#• 

nmnitfl T«.«..,.r 

20,416 
20,715 

Quartsite 

The  cubes  were  of  various  sizes^  but  it  has  been  found  that  the  crashing 
strength  per  square  inch  does  not  seem  to  depend  upon  the  size  of  the  specimen, 
but  rather  upon  the  shape.    To  illustrate  this,  Table  170  shows  Watertown 

TABLE  170. — ^WATERTOWN  ARSENAL  TEST  ON  HAVERSTRAW   SANDSTONE. 


Cubes. 

Prisms.                                   1 

ComprensiTe 

ComprcsslTe 

Slie. 

StreoKth  per 
Square  Inch.* 

Section. 

Length. 

Strength  per 
Square  IuSl 

Inches. 

Pounds. 

Inches. 

Inches. 

Pounds. 

1x1  zl 

7.088 

4x4 

16,428 

2z2z2 

6,004 

4x4 

8,088 

8z2z2 

6,215 

4x4 

6,«:» 

4x4x4 

5,962 

8x8 

9,687 

6x5x6 

6,467 

8x8 

8,560 

0x6x6 

7.855 

8x8 

7,?88 

7x7x7 

6.166 

8x8 

6,584 

8x8x8 

6,272 

Sxfl 

6,618 

9x9x9 

6,685 

10x10x10 

6,584 

llxllxU 

6,418 

'  Average,  6,457. 
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Arsenal  tests  on  various  sizes  of  cubes  and  prisms  of  Haverstraw  sandstone. 
Each  value  in  the  case  of  cubes  is  an  average  of  four  tests  while  those  for  prisms 
are  averages  of  two  tests.  The  cubes  are  very  nearly  of  equal  strength  per 
equate  inch  while  the  strength  of  the  prisms  increases  as  the  length  of  the  prisms 
decreases.  It  will  also  be  noticed  that  here,  as  in  cubes,  those  pieces  of  similar 
shape  but  different  size  have  the  same  strength  per  square  inch;  compare  the 
8X8X4  with  the  4X4X2,  also  the  8X8X6  with  the  4X4X3.  Unfortunately 
the  series  does  not  extend  to  the  case  where  the  length  is  greater  than  the  diame- 
ter, but  it  is  to  be  presumed  that  the  law  still  holds  good. 

The  method  of  testing  is  of  great  importance  in  obtaining  the  compressive 
strength.  The  maximum  stren^h  is  obtained  where  the  sample  has  smooth 
faces  which  bear  evenly  against  the  smooth  pole  faces  of  the  testing  machine. 
Thus  a  2-inch  cube  of  freestone  (sandstone)  from  Kanawha,  Virginia,  gave  a 
strength  of  9,429  poimds  per  square  inch  when  the  force  was  applied  to  its  faces, 
but  only  8,604  pounds  (calculated  on  the  same  sectional  area)  when  the  force 
was  applied  to  two  diagonally  opposite  edges. 

§  247.  German  Tests. — Very  exhaustive  sets  of  tests  on  various  rocks  under 
different  conditions  have  been  made  abroad  at  Munich  and  Berlin.  Summaries 
of  them  are  given  in  Tables  171  and  172.  Including  so  many  tests,  as  they  do, 
they  are  of  great  value.  These  tests  were  made  on  cubes  which  were  as  a  rule 
6  cm.  in  diameter.  The  great  differences  shown  between  the  maximum  and 
minimum  are  to  be  expected  when  one  considers  that  the  stones  tested  came  from 
different  localities  and  varied  greatly  in  quality.  Where  stones  from  only  one 
locality  are  tested,  for  example  as  in  Table  170,  no  such  differences  occur.  All 
the  values  are  for  stones  that  are  air  dry.  In  the  original  reports  however, 
values  are  given  in  many  cases  for  the  strength  when  wet  and  also  when  frozen 
both  in  air  and  in  water.    There  is  little  difference  between  wet  and  dry,  but 

TABLE   171. — SUMMABY  OF  TESTS  AT  BERLIN. 


dSM  of  Stone. 

Number  of 
Stones  Tested. 

OompreniTe  Strength  in  Pounds  per 
Square  Ineh. 

Maximum. 

Average. 

8andHtOQ«. .......    r 

819 

968 

184 

11 

91 

8 

6 

90 

4 

9 

6 

88,918 
30,980 
88,6B9 
94,9B0 
48.916 
98,669 
91,818 
15,645 
95,874 
15,546 
99,046 

4,860 
8,8r7 
8.868 

11,904 
8,818 
7^966 

14,109 
4,409 
6.969 

7,804 
8,648 
17,687 
18,754 
96,887 
81,849 
18,754 
11,194 
17,840 
8,704 
19,680 

I«iiiM«ton<».  t  - .  T  T 

Granito 

Ov'^HsIte. ,  ^  T  T  T . .  t .  T  -  -  - 

ftjTDhrrv 

Basalt 

DIorite..... 

Slate 

Serpentine 

Tra^te 

Auglte... 

TABLE  172. — SUMMABY  OP  TESTS  AT  MUNICH. 


OoBS  of  Stone. 

Number  of 
Ston^  Tested 

Compressive  Strength  in  Pounds  per 
Squarelnch. 

Maximum. 

Minimum. 

Average. 

Sandstone 

178 
41 
41 
19 

99,869 

tt;768 

.*      81,426 

18,486 

1,899 
11460 
7,760 
5646 

6,704 
10,811 
18,754 
10.764 

T.l-mMrtAn#» 

Qranite 

Dolomite  t  t  t  1 1 ,  t  r  t 

frozen  stone  almost  always  runs  a  little  lower  in  strength  per  square  inch  than 
that  which  is  not  frozen.  In  many  cases  the  transverse  strength  was  taken. 
This  was  generally  found  for  square  beams  to  be  considerably  less  than  half  of 
the  compressive  strength.  The  relative  strength  of  cubes  and  prisms  of  a  sample 
of  sandstone  and  also  of  limestone,  both  air  dry,  are  shown  in  Table  173. 
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TABLE  173.— STRENGTH  OF 

CUBES  AND 

PRISMS  TESTED  AT  BERLIN. 

Kind  of  Rock. 

Size  of  Piece 

Tested,  (a) 

cm. 

Number  of 
Tests. 

Compressive  Strenjfth  in  Pounds  per 
Square  Inch. 

Minimum. 

ATcra^. 

Sandstono 

10x10x6 
6x6x6 

10x10x50 

7.1x7.1x4 
6x6x6 

lOxlOxSO 

10 
10 
10 
10 
10 
6 

18,981 
15,818 
18,678 
18,678 
8,818 
6,748 

17.907 
18,887 
7;088 
liJ,047 
8,164 
6.348 

18,476 

Sandstone 

14,451 

Sandstond.  .••... 

10,0(1 

Limestone 

12.800 

Limestone. 

%Mi 

Limestone 

6,608 

(a)  The  leoi^  Is  giren  last. 

Table  174  shows  how  in  stratified  rocks  the  strength  is  less  when  they  are 
tested  parallel  than  when  tested  perpendicular  to  the  bedding  planes, 

TABLE  174. — STRENGTH  PARALLEL  AND  PERPENDICULAR  TO  THE  BEDDING  PLANES 

TESTED  AT  BERLIN. 


Kind  of 
Rock. 

Direction 
of  Pressure. 

Siae  of  Piece 

Tested,  (a) 

cm. 

Number 
of  Tests. 

Compressive  Strength  in  Pounds  per 
Square  Inch. 

Maximum. 

Minimum. 

Average. 

Slate 

Slat'e 

Limestone- 
Limestone.. 
Limestone. 
Limestone.. 

ParaUeltobed 

Perpendicular  to  bed. 

ParaUeltobed 

Perpendicular  to  bed. 

ParaUeltobed 

Perpendicular  to  bed. 

6x6x6 
6x6x6 
6x6x6 
6x6x6 
10x10x6 
10x10x6 

10 
10 
10 
10 
8 
10 

10,588 
15,645 
6,860 
6,187 

7,986 
11,877 
4,488 
6,063 

6;748 

8,988 
18,406 
6,880 
5,708 
5,888 
7^ 

(a)  In  the  case  of  prisms  the  length  is  given  last. 

Four  examples  to  show  how  the  strength  decreases  when  rock  is  heated  and 
cooled  are  given  in  Table  176.  These  tests  were  all  made  on  cubes  5  or  6  cm. 
in  diameter. 


TABLE  175. — STBENQH  BEFORE  AND  AFTER  HEATING,  TESTED  AT  BERLIN. 


Kind  of 
Rock. 


Granite.... 

Granite.... 

Limestone. 

Limestone. 

Limestone. 

Sandstone.. 

Sandstone. 

Sandstone.. 

Porphyry. 

Porphyry. 

Porphyry. 


How  Tested. 


Before  heating 

After  heating  8  hours  and  slowly  cooling. . . 

Before  heating 

After  heating  8  hours  and  slowly  cooling. . . 
After  heating  S  hours  and  cooling  in  water. 

Before  heating 

After  heating  8  hours  and  slowly  cooling. . . 
After  heating  8  hours  and  cooling  in  water. 

Before  heating 

After  heating  and  slowly  cooUng 

After  heating  and  cooling  in  water 


Number 
of  Tests. 


10 
10 
10 
10 
10 
10 
6 
6 
10 
5 
6 


Ck)mpre8sive  Stren^rth  in  Pounds 
per  Square  Inch. 


Maximum. 


18,805 
18,768 
80,880 
88,848 
81,788 
16,814 
18,000 
11,906 
87,106 
89,186 
86,088 


Minimum. 


16,541 
0,700 
85,817 
80,140 
18,884 
14,687 
11,781 
10,995 
88,188 
84,006 
10,180 


Average. 


17,551 
10,987 
87,560 
21,908 
80,056 
16,880 
18,888 
11,878 
86,045 
86,866 
88,878 


§  248.  Cutter's  Tests. — Mr.  Geo.  A.  Cutter  in  the  preparation  of  his  thesis  at 
the  Massachusetts  Institute  of  Technology  tested  rock  in  an  Emery  horizontal 
testing  machine  using  corrugated  pole  pieces  similar  to  those  used  on  jaw  break- 
ers, and  also  using  smooth  pole  pieces.  The  results  obtained  from  some  old 
rectangular  paving  blocks  of  tough  granite  are  given  in  Table  176.  Two  values 
of  pressure  are  given ;  the  first  is  that  required  to  make  the  first  break,  the  sec- 
ond is  the  maximum  load  observed  while  the  compression  was  continued  untU 
the  samples  crumbled.  The  thickness  represents  the  dimension  between  the 
pole  pieces.  The  second  and  eighth  tests  were  made  with  smooth  pole  pieces, 
the  rest  with  corrugated.  The  pressures  given  are  total  pressures  and  it  will  be 
seen  that  if  these  were  reduced  to  pressures  per  square  inch  of  sectional  area,  the 
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TABLE   176. — cutter's  TESTS   ON  GRANITE   PAVING   BLOCKS. 


Length. 


Height. 


Thickness. 


Total  Load  at 
First  Break. 


Number  of 
Points  of  Bear- 
ing. 


Movement  to 
First  Break. 


Total 

Maximum 

Load. 


Pounds. 
4,000 
6,000 
10,000 
14,600 
16,000 
19,000 
90,000 
46,000 
48,000 


1-8 

8-2 
8-1 
2-2 
8-2 
8-2 
1-2 
8-2 


Inches. 


Pound& 
70,000 
70,000 
71,000 
66,000 
88,000 

100,000 
98,000 
40,000 
48,000 


resulting  values  would  be  much  lower  than  those  given  in  previous  tables  for 
smooth  cubes  on  smooth  pole  pieces.    The  reason  for  this  is  given  in  §  250. 

Extent  op  Crushing  Desired. 

§  249.  At  first  sight  it  would  seem  desirable  to  crush  rock  down  to  a  size 
which  shall  be  equal  to  the  size  of  the  smallest  particle  of  valuable  mineral. 
This  would  ensure  perfect  separation.  In  practice  however  there  are  several 
objections  to  this  plan.  It  causes  all  the  coarser  particles  of  valuable  mineral 
and  gangue  which  were  unlocked  at  larger  sizes,  to  be  crushed  unnecessarily, 
thereby  using  an  extra  amount  of  power  and  causing  an  increase  in  the  amount 
of  slimes  which  are  difficult  to  separate  and  which  cause  loss.  This  trouble  of 
slimes  is  aggravated  by  the  fact  that  in  a  majority  of  cases  the  valuable  mineral 
is  softer  than  the  gangue  and  hence  slimes  more.  This  is  shown  in  the  following 
sizing  tests. 

The  first  one  is  of  a  coarsely  crushed  Missouri  galena-blende  ore.  The  galena 
appears  to  be  crushed  finer  than  the  quartz  gangue  while  the  blende  appears  to 
be  crashed  coarser. 


Ore. 

Galena. 

Blende. 

On  4  niMih  fnvAr  6.1  mm.) r ...•'..t 

,^.0 
81.1 
4.0 
8.8 
7.8 
4.8 
1.4 
7.0 
15.0 

10.0 
7.8 
10.0 
25.0 
6.0 
0.7 
10.0 
20.0 

40 

4 
Id 
8 

4 
4 
4 
4 

Through  4  on  8  mesh  (5.1  to  2.42  mm.). 

Through  8  on  10  mesh  (2.42  to  1 .86  mm.) 

Through  10  on  80  mesh  (1 .85  to  0.86  mm.). .... 

Through  20  on  80  mesh  (0.85  to  0.685  mm.) 

Through  80  on  40  mesh  (0.585  to  0.874  mm.). . . 
Through  40  on  80  mesh  (0.374  to  0.171  mm.). . . 
Through  80  on  100  mesh  (0.171  to  0.189  mm.). . 
Through  100 mesh (0.180  toOmm.). 

Total 

90.8 

100.0 

100 

The  second  is  finely  crushed  stamp  mill  pulp  in  Mill  68.    An  assay  of  the 
stuff  before  sizing  gave  2  ounces  gold  and  1.7  ounces  silver  per  ton. 


Ore. 

Assay  for  Gold. 

Assay  for  Silver. 

On  80  mesh 

0*«, 
0.12  f 
9.10 
11  99 
10.16 
68.68 

Ounces  per  Ton. 

0.(» 

0.10 
1.20 
1.80 
2.00 

Ounces  per  Ton. 

0.50 

0.70 
0.90 
1.09 
2.09 

Through  80  on  40  mesh. . . . 
Through  40  on  60  mesh. . . . 
Through  60  on  80  mesh. . . . 
Through  80  on  100  mesh. . . 
Through  100  mfflh. ........ 

Total 

99.97 
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The  third  is  of  stamp  mill  pulp  in  Mill  55. 


Ore. 

Aiisay  for  Gold. 

Assay  for  Silver. 

On  90  mesh 

0.02 
18.17 
18.98 
9.40 
4.98 
4.90 
9.04 
84.55 

Ounces  per  Ton. 

Ounces  per  Ton. 

Through  90  on  40  mesh. . . . 
Through  40  on  60  meeh. . . . 
Through  60  on  80  mesh. . . . 
Through  80  on  100  mesh. . . 
Throtigh  100  on  190  mesh. . 
Through  190  on  150  mesh. . 
Through  150  medhT  t  ...... . 

0.95 
0.66 
0.88 
1.90 
0.08 
1.18 
0.61 

• 

7.68 
8.88 
10.17 
10.90 
11.07 
18.68 
19.64 

T6tal 

100.00 

In  Mill  92  they  have  found  that  the  zineite  is  mostly  in  the  two  finest  con- 
centrates; garnet  goes  to  fines  less  than  zineite;  franklinite  less  than  garnet; 
willemite,  tephroite  and  fowlerite  are  about  equal  to  each  other,  but  less  than 
franklinite ;  calcite  forms  fines  least  of  all.  It  might  be  added  that  with  many 
ores  there  seems  to  be  no  limit  to  the  fineness  of  the  particles  of  valuable  mineral. 

For  all  these  reasons  it  is  an  advantage  in  most  cases,  except  where  the  mineral 
is  all  finely  disseminated,  to  crush  first  to  a  much  coarser  size  than  the  finest 
particle,  then  to  separate  out  as  much  clean  mineral  and  clean  gangue  as  possible, 
and  to  recrush  the  residue.  This  process  can  be  repeated  indefinitely,  but  in 
practice  the  added  cost  and  the  mechanical  difficulties  limit  the  number  of  repe- 
titions to  one  or  two.  The  sizes  to  be  crushed  to  and  the  number  of  repetitions 
will  vary  for  different  ores  and  can  only  be  determined  by  experiment.  The 
things  to  be  considered  are  the  quantity  and  value  of  the  products  and  the  cost 
of  crushing  and  separating. 

For  s<Jme  ores  such  as  free  milling  gold  and  silver  ores,  graphite,  cassiterite, 
etc.,  it  is  necessary  to  crush  very  fine  at  the  start  and  in  this  case  there  is  no 
repetition.  S.  I.  Hallett  of  Aspen,  Colorado,  advocates  this  method  for  other 
ores.  He  claims  that  any  given  ore  has  its  crystals,  (not  masses  of  crystals),  in- 
cluded within  a  very  limited  range  of  sizes  and  that  by  crushing  to  a  size  within 
this  range,  practically  all  of  the  values  wiU  be  unlocked.  He  further  claims  that 
by  the  use  of  a  jerking  table  of  the  Wilfley  type  he  is  able  to  save  the  fine  stuff 
which  would  usually  go  to  waste. 

The  ideal  thing  in  crushing  would  be  to  have  every  grain  of  mineral  remain 
intact  and  be  entirely  cleaned  from  all  adhering  particles  of  gangue.  This  is 
impossible  to  obtain  in  practice  and  there  will  always  be  some  particles  of  min- 
eral which  have  particles  of  gangue  attached  to  them  or  which  are  entirely  sur- 
rounded by  gangue.  Such  particles  are  known  as  attached  or  included  grains 
and  help  to  make  up  the  middling  product  in  the  subsequent  separation. 

Work  Required  for  Crushing. 

§  250.  Bittingbr's  Theory. — Rittinger  has  proved  mathematically  that  the 
work  of  crushing  is  proportional  to  the  reduction  in  diameter.    Assume  a  homo- 
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FIG.  185. 


FIG.  186. 


geneous  1-inch  cube  which  requires  A  foot  pounds  of  work  to  divide  it  on  a  plane 
parallel  to  one  of  its  faces.    To  divide  it  into 

8  ^-inch  cubes  requires  3  planes  (see  Fig.  185),  and  work  is  34  foot  pounds; 
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27 i- inch  cubes  requires  6  planes  (see  Fig.  186),  and  work  is  6^1  foot  pounds; 
64  J-inch  cubes  requires  9  planes  and  work  is  dA  foot  pounds; 
1251 -inch  cubes  requires  12  planes  and  work  is  12^1  foot  pounds; 
n* i-inch  cubes  requires  3(n-l)  planes  and  work  is  Z{i\rl)A  foot  pounds; 
m*i-inch  cubes  requires  3(w-l)  planes  and  work  is  3(wi-l)2l  foot  pounds. 
The  ratio  of  the  work  required  in  two  different- cases  will  be  as  n-1:  m-\  where 
n  and  m  are  the  reciprocals  of  the  diameters  crushed  to.    In  most  cases  the 
values  of  m  and  n  are  large  enough  so  that  the  1  can  be  neglected  and  the  law 
then  stands  that  the  work  is  very  nearly  proportional  to  the  reciprocals  of  the 
diameters  crushed  to.    Thus  to  crush  a  1-inch  cube  into  ^inch  cubes  will 
require  about  5  times  as  much  work  as  to.  crush  it  into  J-inch  cubes. 

The  above  figures  also  show  that  the  work  required  is  proportional  to  the 
number  of  planes  of  fracture  or  in  other  words  to  the  increase  in  surface  of  the 
particles.  This  gives  a  measure  of  the  work  required  where,  as  is  the  case  in 
practice,  the  particles  of  the  product  are  not  cubes,  but  are  of  irregular  shapes. 
Rittinger  suggested  that  the  increase  of  surface  on  irregular  shaped  grains  might 
be  determined  by  weighing  the  water  necessary  for  wetting  the  surface  both  before 
and  after  crushing. 

Rittinger's  theory  explains  why  the  strength  of  rough  granite  blocks  in  Table 
176  is  so  much  less  than  smooth  granite  cubes  in  Table  171.  In  the  former 
case  the  stones  had  but  a  few  points  of  bearing  and  were  split  or  broken  into  only 
a  few  fragments,  while  in  the  latter  case  the  cubes  were  bearing  all  over  two  faces 
and  were  more  or  less  crumbled  when  they  broke,  thereby  requiring  more  work 
and  consequently  more  pressure. 

§  251.  Von  Bbytt'b  Tests. — Von  Eeytt  has  recently  made  an  exhaustive  series 
of  tests  at  Przibram  to  determine  how  nearly  RittingePs  theory  holds  in  practice. 
The  average  Przibram  ore  consists  mainly  of  quartz,  calcite,  argentiferous  galena 
and  blende.  The  specific  gravity  of  average  ore  is  3.13  and  of  calcite  2.75.  He 
first  showed  that  while  the  adhering  moisture  is  approximately  proportional  to 
the  amount  of  surface  on  coarser  particles,  it  does  not  hold  on  particles  below 
0.35  mm. 

He  tested  crushing  in  a  Blake  breaker,  in  rolls  working  under  various  condi- 
tions, in  a  one-runner  mill  (much  like  the  Heberli  mill  except  that  one  of  the 
discs  is  stationary),  in  a  Schranz  mill  and  in  gravity  stamps.  The  results  of 
his  work  are  given  in  Tables  177  and  178.  The  method  of  making  a  test  was 
as  follows:  Lumps  of  one  size  were  fed  to  the  machine.  The  power  used  was 
measured  over  a  space  of  8  to  15  minutes  by  means  of  a  Seyss  dynamometer,  both 
while  crushing  and  while  running  empty.  The  crushed  products  were  carefully 
sized,  as  shown  in  Table  178.  The  surface  of  the  particles  in  the  coarser  sizes 
was  measured  directly  and  the  surface  of  an  average  particle  multiplied  by  the 
number  of  particles  in  a  kilogram  gave  the  surface  of  a  kilogram.  From  the 
coarser  sizes  he  was  also  able  to  obtain  a  factor  showing  the  relation  of  the  aver- 
age particle  of  any  given  size  to  the  mean  sieve  hole,  that  is,  the  mean  of  the 
sieve  hole  through  which  it  passed  and  of  that  on  which  it  rested.  This  factor 
served  on  the  finer  sizes  to  reckon  the  surface  of  a  kilogram  of  any  size,  when  the 
number  of  particles  per  kilogram  was  known.  With  round  hole  sieves  the  sur- 
face of  a  mean  particle  was  3.4  to  4.2  times  the  area  of  the  mean  sieve  hole,  or 
1.27  times  the  surface  of  the  mean  particle  changed  to  a  sphere  where  the  diame- 
ter of  the  sphere  was  about  0.87  times  the  diameter  of  the  mean  sieve  hole.  For 
square  hole  sieves  the  surface  of  a  mean  particle  was  4.0  to  4.2  times  the  area  of 
the  mean  sieve  hole.  The  greatest  assumption  made  in  the  calculation  was  in 
putting  into  one  class  the  finest  particles,  namely  those  from  0.1  mm.  to  0,  and 
dividing  the  sum  of  these  diameters  by  two  to  get  the  average  diameter.  It  is 
of  course  impossible  at  this  point  to  obtain  a  value  that  is  entirely  satisfactory. 
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All  conclusions  were  based  on  gross  power  since  the  figures  given  in  Table  177 
for  net  power  obtained  by  subtracting  the  power  when  running  empty  from  the 
gross  power^  do  not  properly  express  the  power  applied  to  crushing. 

The  conclusions  arrived  at  were  that  the  ratio  of  work  done  to  increase  of  sur- 
face is  fairly  constant  with  coarser  sizes,  but  with  finer  sizes  the  increase  of 
surface  is  much  more  rapid  than  the  work  required  to  produce  it.  For  Przibram 
ore  he  advanced  the  conclusion  that  the  increase  of  surface  per  horse  power  varies 
between  20  and  40  square  meters  and  approaches  an  average  of  25  square  meters 
only  under  similar  conditions  of  crushing  when  the  quantities  of  feea  are  chosen 
to  correspond,  since  the  power  used  is  dependent  upon,  but  is  not  proportional 
to  the  amount  of  feed. 

Incidentally  the  work  brought  out  the  following  additional  facts.  It  should 
be  borne  in  mind  that  in  his  tests  the  rolls  were  all  doing  free  crushing.  Slow 
running  rolls  produce  more  fines  than  fast  running,  the  quantity  of  returns  to 
be  recrushed  being  the  same  and  the  capacity  per  horse  power  less  with  the  slow 
rolls.  With  spaced  rolls  crushing  moderately  fine  material  the  quantity  of  re- 
turns is  considerably  higher  than  with  close  rolls,  the  amount  of  fines  being  the 
same  and  the  capacity  per  horse  power  higher  in  the  former  case.  Spaced  rolls 
are  to  be  recommended  for  coarse  crushing  only.  Spaced  rolls  counteract  the 
tendency  of  slow  running  to  produce  fines.  For  economy  rolls  should  be  run  as 
nearly  to  full  capacity  as  possible  since  the  capacity  per  gross  horse  power  in- 
creases with  the  increased  capacity.  Strongly  compressed  rolls  increase  fines, 
decrease  the  returns  and  reduce  the  capacity  per  horse  power.  The  Schranz  mill 
produces  less  returns  and  more  fines  than  rolls,  but  rolls  would  give  just  as 
many  fines  if  the  extra  amount  of  returns  was  recrushed.  The  one-runner  mill 
gives  more  returns  and  less  fines  than  the  Schranz  and  has  less  capacity  per 
horse  power.  Stamps  give  no  returns,  produce  the  most  fines  and  have  the  least 
capacity  per  gross  horse  power.  The  most  economical  crushing  machine  is  that 
which  keeps  the  amount  of  returns  as  low  as  possible  and  at  the  same  time  makes 
the  least  fines,  since  it  is  the  making  of  fines  which  consumes  the  greater  part 
of  the  power. 

Yon  Beytt  was  also  able  to  estimate  from  the  data  obtained  the  amount  of 
work  necessary  to  reduce  a  given  weight  of  Przibram  ore  consisting  of  lumps 
all  of  the  same  size,  to  any  given  size.    These  figures  are  given  in  Table  179. 


TABLE  179. — ^WORK  NECESSARY  FOR  CRUSHING  1 

ORB. 


KILO   OF  DIFFERENT   SIZES   OF 


Slae  of  Feed  in  mm. 

M 

89tol6    [     letoS           8to4 

4tol 

ItoOJ 

Work  Required  In  KiloKTunmeten. 

8S  nnd  16  mni  ..........  t  •.  1 1  .•  t .  1 1  *  •  t  t  , 

86 

990 

890 

WO 

1,000 

9,000 

1ft  fuid  8iniii>.i  •••!.•  *«..t.«ttttt.i.*i 

166 
965 
72S 

066 
1,966 

S  and  4  mnii « ......•.•■••••••t>.«tTi^.. 

100 
560 

800 
1,800 

4  Mid  1  mm .. t. ..•.•.«!..«. ••••■. ...i.t 

400 

700 

1,700 

1  and  0.8  mm.... 

940 
1,940 

Bfllow  0.8  mm t  . , . .  ^  t  . . . .  -  t  . .  ^ . 

1,000 

This  table  shows  for  example  that  1  kilogram  of  Przibram  ore  ranging  be- 
tween 8  and  4  mm.  in  size  requires  700  kgm.  of  work  to  reduce  it  so  that  the 
product  shall  all  lie  between  1  and  0.3  mm.  in  size.  While  the  figures  in  this 
table  are  not  sufficiently  verified,  tests  that  have  been  made  by  Von  Beytt  show 
a  fairly  good  correspondence  between  results  calculated  by  the  table  and  those 
obtained  by  power  measurement. 

The  figures  for  work  obtained  by  experiment  show  more  favorably  than  the  fol- 
lowing figures  from  actual  mill  work  at  Przibram,  which  are  averages  for  a  year. 
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Bolls  crushing  64-32  mm.  grains  to  pass  through  8-mm.  screen  used  144^500 
kgm.  per  100  kilograms;  a  Schranz  mill,  a  one-runner  mill  and  a  stamp  mill 
all  crushing  8-6  mm.  grains  to  pass  through  a  2-mm.  screen  used  230,857, 
385,143  and  542,061  kgm.  respectively  per  100  kilograms.  These  figures  are 
larger  than  those  given  in  Table  177  in  the  experimental  trials.  The  product 
of  rolls  in  mill  work  yielded  the  following  sizes:  8  to  4  mm.,  46.20%;  4  to  1 
mm.,  32.22% ;  1  to  i  mm.,  11.65% ;  i  to  0  mm.,  9.93% ;  making  a  little  more 
fines  than  in  the  experiments.  The  Schranz  mill  yielded  more  fines  in  mill 
work  than  in  the  experiment,  while  the  one-runner  mill  gave  about  the  same 
sizes  under  both  conditions.  The  stamps  in  mill  work  gave  60  to  70%  below 
i  nun.,  which  is  considerably  larger  than  that  in  the  experiments.  The  increased 
amount  of  work  required  in  the  mill  over  and  above  what  is  required  in  the 
experiment  is  due  to:  (1)  the  machines  not  being  fed  up  to  their  full  capacity 

EQmiof  Ore  GrainB.  Each  division'eqnals-jjijf  of  an  inch. 
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DDbAi  imr  liniBar inch  olBattcry  Screen  ( Brass'Wire  CloCh. ) 
FIO.   187. — ^DIAOBAM  OF  SIZING  TESTS  OF  THE  FBODUOTS  OF  TUSTIN  HILLS  AND 

OF  STAMPS. 

all  the  time ;  (2)  the  recrushing  of  ore  already  suflSciently  fine ;  (3)  poor  arrange- 
ment ;  (4)  greater  friction  of  machine. 

§  252.  Rough  Bulbs  fob  Power. — Figuring  horse  power  from  Table  179  we 
find  that  the  use  of  2,020  kgm.  to  reduce  1  k.  of  64-mm.  lumps  so  that  the  product 
shall  all  be  below  0.3  mm.  (0.012  inch),  is  equivalent  to  1  horse  power  for 
every  3.6  tons  crushed  in  24  hours.  There  are  a  few  rough  rules  which  are  very 
often  applied  for  estimates  of  power,  and  which  are  well  within  safe  limits  for 
average  ore.  Among  them  are  Gates^s  rule  that  breakers  need  not  over  1  horse 
power  to  crush  24  tons  per  24  hours  to  pass  through  a  2i-inch  ring ;  a  rule  given 
by  C.  M.  Ball  that  1  horse  power  will  crush  3.84  tons  of  average  ore  per  24 
hours  to  -^  inch ;  a  rule  given  by  Hallett  that  1  horse  power  will  crush  1  ton  of 
quartz  per  24  hours  to  60  mesh.     In  addition  to  these  rules.  Mill  94  reports  that 
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1  horse  pow^r  crushes  1.7  tons  per  24  hours  to  20  mesh ;  this  figure  include  also 
the  power  used  for  elevating  and  screening.  At  the  Lake  Superior  steam  stamp 
mills,  1  horse  power  crushes  1.6  to  1.8  tons  per  24  hours  from  3^  or  4  inches 
down  to  1^  inch.  All  of  these  preceding  figures  agree  more  closely  than  at 
first  appears,  if  one  takes  into  account  the  amount  of  reduction  in  each  case. 
Edison  at  Mill  91  does  much  better  than  any  of  them.  He  is  able  to  make  1 
horse  power  reduce  13.2  tons  to  0.06  inch  or  8.2  tons  to  0.02  inch.  His  power 
measurements  were  made  by  the  use  of  a  motor  and  a  wattmeter. 

§  253.  Wagoner's  Theory. — In  discussing  the  Tustin  mill,  which  yields  an 
extraordinarily  large  percentage  of  coarse  grains  because  the  product  is  discharged 
nearly  as  fast  as  it  is  crushed  to  the  size  of  the  limiting  screen,  Luther  Wagoner 
has  shown,  by  the  sizing  test  of  its  work  on  hard  quartz  (Fig.  187),  that  an 
almost  equal  weight  of  grains  for  any  diameter  was  in  that  case  made.  This, 
taken  in  connection  with  the  fact  that  for  a  given  weight  of  ore  the  total  surface 
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FIG.  188. — ^DIAGRAM  OF  GRUSHING  TESTS. 

of  all  the  particles  varies  inversely  as  their  average  diameter,  shows  that  in  the 
product  of  a  Tustin  mill  lying  between  1  and  0.001  mm.,  the  particles  between 
0.001  and  0.01  mm.  in  size  have  i  of  the  total  surface,  but  only  amount  totir 
of  the  total  weight,  the  particles  between  0.01  and  0.1  mm.  in  size  also  have  \  of 
the  total  surface  and  amount  to  i^  of  the  total  weight,  and  the  particles  be- 
tween 0.1  and  1  mm.  in  size  have  the  remaining  \  of  the  total  surface  and  amount 
to  tV  of  the  totel  weight.  Further,  if  work  expended  is  proportional  to  surface 
produced,  then  270  times  as  much  work  is  expended  on  19©  of  the  ore  at  the 
fine  end  as  on  1%  of  the  ore  at  the  coarse  end.  In  the  case  of  stamps  where 
the  grains  are  not  systematically  discharged  as  soon  as  crushed,  there  will  be 
a  decrease  in  the  grains  of  larger  diameter  and  a  corresponding  increase  in 
those  of  smaller  diameter.  (See  curve  of  stamps  on  hard  quartz,  Pig.  187.) 
In  these  two  specific  cases  oi  Fig.  187  he  has  calculated  that  the  sunace  on 


§  254 


LAWS  OF  0BV8HmG. 


811 


grains  between  0.037  and  0.00004  inch  (0.940  and  O.QOl  mm.)  is  about  7 
times  as  great  in  the  ease  of  stamps  as  in  the  ease  of  the  Tustin  mill  and  con- 
sequently the  stamps  should  take  about  7  times  as  much  power  as  the  Tustin. 
This  is  nearly  borne  out  by  actual  power  measurements,  which  gave  1.33  horse 
power  for  Tustin  mill,  6.14  for  stamps. 

§  264.  The  Authob's  Tests. — The  author  made  19  tests  of  various  weights 
of  pure  quartz  rock  (specific  gravity  2.640),  ranging  from  277  to  991  grams,  to 
get  at  the  average  pressure  to  be  exerted  in  crushing  by  rolls.  Incidentally  some 
figures  were  obtained  on  work  required  in  cruslung.  The  samples  had  been 
crushed  in  a  Blake  breaker  set  at  IJ  inches  and  all  below  0.393  inch  (10  mm.) 
was  screened  out.  Each  sample  was  placed  between  the  faces  of  the  Olsen  vertical 
testing  machine,  the  particles  being  spread  out  so  as  not  to  interfere  with  one 
another,  and  the  sample  was  gradually  crushed  until  the  distance  between  the 
faces  of  the  machine  was  \  inch.  The  pressure  exerted  was  read  at  various  in- 
tervals and  at  the  same  time  the  distance  between  the  crushing  faces  noted.  The 
pressures  were  all  reduced  by  proportion  so  as  to  read  for  one  pound  of  quartz, 
these  results  plotted,  their  averages  calculated  and  from  them  an  average  curve 
drawn  as  shown  in  I^g.  188.  The  lines  connecting  consecutive  points  of  each  test 
are  omitted  for  sake  of  clearness.  From  this  curve  can  be  seen  at  a  glance  the 
average  pressure  acting  at  any  point  during  the  compression. 
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To  apply  these  results  to  the  case  of  rolls,  an  average  pair  of  rolls  was  assumed, 
24  inches  in  diameter,  running  at  a  periphery  speed  of  600  feet  per  minute 
(95 J  revolutions)  and  crushing  100  tons  of  quartz  rock  per  24  hours  from  1^  to 
I  inch,  that  is,  they  are  set  i  inch  apart.  Then  for  various  values  of  the  angle 
r  (see  Fig,  189)  measured  up  from  the  horizontal,  the  distance  d  between  the 
rolls  will  be  as  shown  in  Table  180. 

TABLE    180. — ^DISTANCES    BETWEEN    THE    ROLLS    FOR    VARIOUS    ANGLES. 


Value  of  T. 

Distanoe  Between 
Bolls. 

Value  of  T. 

Distance  Botween 
Bolls. 

Value  of  T. 

Distance  Between 
Bolls. 

16 
14 
18 
12 
11 

Inches. 
1.487 
1.864 
1.260 
1.148 
1.047 
0.068 

0 
8 
7 
.     6 
6 

Inches. 
0.878 
0.806 
0.741 
0.684 
0.686 
0.606 

Degrees. 

Inohfft 

0.660 

0.884 

0.616 

0.606 

0.600 

24X)r 
360 


or 


The  diameter  of  the  rolls  being  24  inches,  1**  of  arc  corresponds  to 

0.20944  inches.    The  amount  of  ore  upon  1°  of  the  circumference  where  the 

rolls  crush  100  tons  per  24  hours  (138.9  pounds  per  minute),  and  run  at  a 

,     .      ^.    .  .     .       .„  1^     100X2,000X0.20944         nAA>iA>. 

periphery  speed  of  600  feet  per  minute  will  be     24X60X600X12    '  ^^  0.00404 

pounds. 
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From  Table  180  the  average  horizontal  distance  between  the  rolls  for  each 
degree  counting  upward  from  the  horizontal  may  be  calculated  and  it  is  shown 
in  the  second  column  of  Table  181.  The  pressures  for  1  pound  of  quartz  for 
eachof  these  distances  may  be  obtained  from  Fig.  188  and,  reduced  to  correspond 
to  0.00404  pounds,  are  shown  in  the  third  column  of  Table  181.  The  fourth 
column  shows  the  horizontal  distances  through  which  the  forces  act  when  the 
rolls  revolve  through  1"*  and  the  fifth  column  gives  the  total  horizontal  distances 
through  which  the  forces  act  per  minute  with  the  rolls  running  at  95^  revolu- 
tions, or  600  feet  periphery  speed  per  minute.  The  sixth  column  giving  the 
foot  pounds  of  work  done  on  each  degree  of  arc  per  minute,  is  obtained  by  multi- 
plying the  third  column  by  the  fifth.  The  sum  gives  the  total  foot  pounds  per 
minute  and  divided  by  33,000  gives  the  horse,  power  which  is  0.805.  The  sum 
of  the  third  column  amounting  to  328  pounds  is  the  average  pressure  exerted 
by  the  journals  of  the  rolls  in  crushing.  These  figures  may  be  somewhat  lower 
than  those  obtained  in  practical  running  owing  to  the  fact  that  in  the  tests  the 
pressure  was  applied  very  gradually.  It  is  a  known  fact  that  where  the  pres* 
sure  is  applied  quickly^  the  strength  of  a  sample  increases  until  it  is  sometimes 
double. 

TABLE   181. — COMPUTATION    OF    WORK    FOB   CRUSHING. 


Number  of  the  De- 
KTee  of  Arc  Counting 
from  the  Horizontal. 

AverageDistance 
Between  Rolls. 

Average  Load 
for  each  Degree. 

Horizontal  Dis- 
tance Passed 
Through  per 

Total  Horizontal 

Distance  per 

Minute. 

Work  Done  per 
lOnute. 

16th 

Feet. 
0.1188 
0.1089 
0.0W7 
0.0M9 
0.0886 
0.0766 
0.0701 
0.0644 
0.0S94 
0.0660 
0.0619 
0.0480 
0.0466 
0.0487 
0.O4S5 
0.0419 

Founds. 

0.90 

0.60 

1.01 

1.89 

4.84 

7.87 

11.86 

16.17 

19.89 

94.14 

99.69 

86.86 

40.00 

48.68 

46.06 

47.96 

Feet. 
0.0099 
0.0099 
0.0085 
0.0077 
0.0070 
0.0064 
0.0067 
0.0060 
0.0044 
0.0088 
0.0069 
0.0084 
0.0019 
0.0019 
0.0006 
O.O009 

Feet 
840.868 
816.896 
898.980 
964.796 
840.660 
880.088 
196.966 
171.900 
161.878 
180.644 
110.016 
88.618 
66.888 
41.866 
80.688 
6.876 

Foot  Poanda. 
68  8 

16th 

180.8 

14th 

896.8 

18th 

888.0 

IBth 

1464.8 
1,781.7 
8J8I.S 
8,607.7 
8.968.8 
8,168.7 
84m.4 
8,916.8 
8,618.9 
1,800.0 
949.9 

nth. 

10th 

%h 

gth. 

7th. 

6th. 

6th 

SS.:.::::::::..::;:::: 

Srd 

£d.........:::::::::: 

l8t 

8S60 

Tbtal 



887.77 

86,557.6 

It  should  be  noted  that  the  0.805  horse  power  is  brought  up  to  the  6  to  10 
horse  power  used  by  rolls  in  practice,  by  the  journal  friction,  and  the  328  pounds 
pressure  of  springs  is  brought  up  to  the  5,000  to  10,000  pounds  pressure  sup- 
posed to  exist  in  practice,  by  the  variation  in  the  work.  At  one  instant  the 
rolls  are  idle,  at  the  next  they  may  be  asked  to  do  many  times  the  average  work. 

Sizing  tests  of  the  products  of  some  of  the  tests  were  made  and  are  as  follows: 


Test  No 

1 
688 

a 

594 

8 

4 
681 

10 
868 

11 
879 

19 
807 

Weiflrht  In  flrrams. 

On  8  mesh  (a) 

97.76 
88.70 
10.84 
-6.08 
8.04 
8.48 
8.61 
18.54 

86.85 
85.61 
7.47 
4.71 
8.09 
8.86 
8.58 
8.75 

81.86 
18.78 
6.88 
8.19 
4.09 
8.77 
11.86 

84.08 
10.88 
6.98 
9.86 
8.97 
8.97 
14.60 

48.48 
6.80 
4.96 
1.98 
8.48 
8.80 
7.44 

89.48 
8.80 
6.88 
8.66 
8.18 
8.44 

18.70 

87.64 
88.77 
0.80 
4.78 
9.08 
9.10 
9.08 
8.11 

Through  9  on  8  mesh 

Through  8  on  4  mesh. 

Through  4  on  6  mesh 

Through  6  on  6  mesh 

Through  6  on  8  mesh 

Through  8  on  10  mesh. . . . 
Thi^uirh  10  tnMih 

TotaL 

99.99 

99.97 

99.99 

100.00 

100.00 

100.01 

100.01 

(a)  For  actual  sizes  of  the  holes  in  these  screens  see  Table  96& 
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§  255.  Effect  of  Strength  and  Specific  Gravity  on  Power  used. — Vezin 
has  pointed  out  that  the  variation  in  power  due  to  the  varying  specific  gravity 
and  strength  of  the  rock  is  frequently  lost  sight  of.  Thus  in  Table  171  the  com- 
pressive strength  of  granite  is  twice  as  great  on  an  average  as  that  of  sandstone. 
Consequently  it  will  take  twice  as  much  power  to  crush  a  ton  of  granite  as  to 
crush  a  ton  of  sandstone.  In  the  case  of  porphyry,  in  the  same  table,  the  differ- 
ence between  the  strongest  and  weakest  samples  coming  from  different  locali- 
ties shows  that  over  twelve  times  as  much  power  is  required  for  the  strongest 
rock  as  for  the  weakest.  Regarding  specific  gravity,  barite  is  almost  twice  as 
heavy  as  quartz  so  that,  even  if  the  strength  was  the  same,  it  will  take  only  about 
one  half  as  much  power  to  crush  a  ton  of  barite  as  to  crush  a  ton  of  quartz, 
since  the  bulk  is  only  half  as  great.  To  carry  things  to  an  extreme  case,  sup- 
pose that  pure  quartz  and  pure  galena  are  to  be  crushed.  The  galena  is  about 
three  times  as  heavy  as  the  quartz  and  according  to  Hittinger  it  is  only  about 
\  as  strong.  Then  the  final  result  will  be  that  it  will  take  only  g^  or  -jij^  as 
much  power  to  crush  the  galena  as  the  quartz ;  that  is,  assuming  that  it  costs  $1 
to  crush  a  ton  of  quartz  then  it  would  cost  only  6f  cents  to  crush  a  ton  of  galena 
under  the  same  conditions. 

Goodale  reports  a  practical  illustration  of  this  at  Mill  40,  where  in  treating 
their  hardest  ores  their  capacity  is  218  tons  per  24  hours  and  the  engine  gives 
177  indicated  horse  power  or  0.812  horse  power  per  ton.  On  softer  ores,  however, 
they  have  treated  as  high  as  376  tons,  using  171  indicated  horse  power  or  0.455 
horse  power  per  ton.  It  should  be  noted  in  this  case  that  the  engine  supplies 
power  for  concentrating  as  well  as  crushing. 

It  will  be  seen  from  Table  175  that  power  might  be  saved  by  heating  the  ore 
and  quenching  it  with  water  previous  to  crushing.  The  cost  of  the  heating, 
and  the  introduction  of  greater  losses  in  other  directions,  as  shown  in  §  5,  how- 
ever, generally  prevent  any  ultimate  saving  in  this  way.  Rittinger  reports 
that  for  a  special  case  in  stamping  quartz  ore  the  capacity  with  the  same  power 
was  15%  higher  on  roasted  than  on  imroasted  ore. 

Comparisons  of  Various  Machines. 

§  256.  Comparisons  in  General. — Summing  up  the. preceding  theory  it  will 
be  seen  that  if  it  is  desired  to  crush  with  the  least  expenditure  of  power  and  to 
make  the  least  slimes,  then  the  rock  should  be  broken  as  far  as  possible  by  split- 
ting and  the  particles  of  the  product  that  are  sufficiently  crushed  should  be  gotten 
out  of  the  way  immediately,  that  is,  there  should  be  "free  crushing." 

In  choosing  the  machine  the  points  to  be  considered  are  the  first  cost,  weight, 
number  of  wearing  parts,  power,  speed  and  wear.  These  should  all  be  as  low 
as  possible  consistent  with  strength  and  efficiency.  At  the  same  time  the  machine 
should  be  simple  in  construction,  easy  to  erect  and  operate  and  the  wearing  parts 
should  be  easily  renewed.  The  chief  drawback  to  the  impact  machines  is  the 
high  speed.  The  use  of  water  is  in  general  to  be  recommended  since  it  aids  "free 
crushing''  by  removing  the  crushed  product  and  it  also  prevents  dust  and  perhaps 
consequent  loss.  For  grinding  machines  those  which  have  the  grinding  faces 
running  concentric  are  liable  to  wear  in  grooves  while  eccentric  grinders  do  not. 
There  is  more  wear  in  grinding  machines  than  in  pressure  machines  and  conse- 
quently there  is  more  neating  of  the  product  unless  the  machine  is  run  wet. 
This  may  be  seen  from  the  action  of  the  grinding  surfaces.  A  particle  of  ore 
coming  between  them  is  acted  upon  in  two  ways : — if  it  is  much  larger  than  the 
space  between  the  surfaces  it  may  be  drawn  in  and  crushed  by  pressure  more 
or  less  modified  by  shearing;  or  if  of  nearly  the  same  size  its  surfaces  will  simply 
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be  worn  off  by  a  grinding  or  abrading  action  of  surface  on  surface,  the  harder 
surface  of  the  machine  being  but  slightly  acted  upon.  In  grinders  less  pressure 
is  required  to  break  the  particles  than  in  direct  pressure  machines,  just  as  a  nut 
is  more  readily  broken  under  one's  heel  when  a  twisting  motion  is  given  to  it 
than  when  the  weight  of  one's  body  alone  is  used. 

The  selection  of  the  particular  machine  to  be  used  will  depend  upon  the  char- 
acter of  the  ore  and  the  method  of  extraction  to  be  adopted.  Eolls  are  the  stand- 
ard machine  for  crushing  all  the  brittle  ores  in  preparation  for  concentration 
except  where  very  fine  crushing  is  needed.  The  steam  stamps  used  at  or  near 
Butte,  Mont.,  are  the  only  exception.*  The  large  steam  stamps  are  the  standard 
crushers  of  ores  containing  malleable  minerals  such  as  the  native  copper  of  Lake 
Superior.  Gravity  stamps  hold  their  own  for  fine  crushing.  When  acting  on 
brittle  minerals  they  tend  to  produce  large  quantities  of  slimes,  owing  to  the 
fact  that  the  particles  cannot  escape  from  the  force  of  the  blow  until  it  is  spent 
and  the  stamp  lifted,  and  even  then  the  stamp  may  fall  again  upon  particles 
that  are  fine  enough  to  be  discharged. 

When  crushing  ores  containing  malleable  substances  as  copper  and  gold,  the 
Ftamp  tends  to  break  up  the  flaky  leaf -like  forms  and  to  turn  out  smaller  grains, 
but  they  are  grains  which  will  settle  to  their  proper  place  in  the  concentration 
work.  Secondly  these  metallic  grains,  when  buried  by  quartz,  are  scoured  and 
brightened  by  the  following  blow  of  the  stamp  yielding,  in  gold  milling,  particles 
which  amalgamate  readily.  In  the  process  of  scouring,  however,  an  exceedingly 
minute  grade  of  particles  is  made,  too  fine  to  be  caught  perfectly  by  vanner  and 
for  which,  in  gold  milling,  the  amalgamated  plate  is  the  chief  corrective.  In 
concentrating  native  copper  this  fine  grade  of  abraded  metal  is  partly  saved  on 
the  slime  washers,  but  a  portion  is  lost.  Several  other  fine  pulverizers  are  com- 
peting for  the  place  occupied  by  gravity  stamps,  of  which  prominent  examples 
are  the  Huntington  and  Bryan  mills  and  ball  mills.  Bolls  also  are  preferrel 
to  stamps  for  fine  crushing  where  the  ore  is  to  be  roasted  or  leached,  and  it  is 
desirable  to  keep  the  percentage  of  slimes  as  low  as  possible. 

The  grinding  machines  are  employed  to  some  extent  for  pulverizing  the  mid- 
dling products  from  jigs,  products  which  contain  the  portions  of  the  rich  mineral 
that  are  most  difficult  to  serve  from  the  gangue.  Acting  as  they  do,  partly  by 
abrasion  and  partly  by  pressure,  they  are  apt  to  make  less  slimes  than  stamps 
and  more  than  rolls.  On  malleable  metals,  for  example  native  copper,  the  effect 
of  this  grinding  is  to  roll  up  some  of  the  copper  into  spheres  and  cylinders  and 
to  slime  an  insignificant  amount  by  the  abrasion. 

§  257.  Comparison  of  Bolls  and  Stamps. — The  relative  advantages  of  rolls 
and  stamps  have  been  the  cause  of  considerable  discussion.    The  great  differences 

TABLE  182. — ^VBLOOITY  OP  APPROACH  IN  ROLLS. 


Value  of  T. 

Distance 
between  Rolls. 

Velocity  with  which 
the  Points  of  Contact 
approach  each  Other. 

10 
6 
0 

Inches. 
1.487 
0.878 
0.6W 
0.500 

Inches  per  Second. 

41  > 
90.0 
0.0 

in  their  action  will  be  brought  out  if  one  compares  the  acting  velocity  of  stamps 
and  rolls  at  the  moment  when  the  attack  upon  the  ore  is  made  and  also  the 
manner  in  which  each  machine  parts  with  that  acting  velocity.     Rolls  24  inches 

*  Now  almost  entirely  replaced  by  rolls  CTen  there. 
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in  diameter,  set  J  inch  apart,  and  revolving  96J  times  per  minute  have  a  circum- 
ferential velocity  of  120  inches  per  second,  but  the  acting  velocity  is  the  velocity 
at  which  the  points  of  contact  of  a  particle  of  ore  (see  Fig.  36),  approach  one 
another.  This  velocity  is  obtained  by  multiplying  120  by  twice  the  sine  of  the 
angle  r  (see  Fig.  189),  and  its  values  are  shown  in  Table  182. 

This  table  shows  that  the  acting  velocity  diminishes  according  to  a  trigono- 
metrical law  without  regard  to  the  hardness  or  strength  of  the  ore. 

If  one  considers  a  stamp  on  the  other  hand  as  the  typical  blow-striking  machine, 
we  have  the  acting  velocities  at  the  moment  of  attacking  the  ore,  given  in  Table 
183,  and  we  know  tliat  it  loses  its  velocity  at  a  rate  dependent  on  the  hardness 
and  strength  of  the  ore. 


TABLE 

183. — ^VELOCITIES  OF  FALL  IN  STAMPS. 

Height  of  Drop. 

Velodtv  aogulred  at 
End  of  Drop. 

Height  of  Drop. 

Velocity  acquired  at 
End  of  Drop. 

Inches. 
8.6 
4.8 
6.0 
7.8 
0.6 

Inches  per  Seoond. 
^80 
60.84 
68.16 
74.64 
86.16 

Inches. 
19.0 
14.4 
16.8 
lO.S 
81.6 

Inches  per  Seoond. 

106148 
114.00 
121.80 
190.84 

From  comparing  the  two  tables  it  appears  that  rolls  attack  at  low  speed  and 
lose  velocity  gradually  while  stamps  attack  at  high  speed  and  lose  velocity  sud- 
denly.    The  two  operations  are  therefore  totally  different. 

Sizing  tests  of  the  products  of  rolls  and  stamps  as  well  as  two  other  machines 
all  wor&ng  on  similar  ore,  are  given  in  Table  184  and  serve  to  show  how  the 
characteristics  of  the  machines  are  indicated  by  the  quality  of  the  product.** 
Other  sizing  tests  are  given  under  individual  machines. 

TABLE  184. — SIZING  TESTS  OF  DIFFERENT  CRUSHING  MACHINES. 


NameoCXadilnei 

• 
Kind  of  Ore. 

Sise  cnudied  to 
in  meshes  per 
linear  Inch. 

Peroents  which  pass  the  next  coarser 

sieve  and  remain  on  sieves  with  the 

following  meshes  per  linear  Inch. 

80 

40 

60 

90 

Wet  stamps. 

Pyritio  banket  (o) 

Chiefly  pyritio  banket. . . . 
Pvrltic  banket 

80 

96.46 

90 

90 

98.86 

89.86 

11.15 
90.80 
96.68 
9.80 
90.07 
90.17 

98.68 
0.80 
88.00 
41.86 
91.88 
94.80 

,7*« 
0.91 
91.80 
18.06 
15.88 
18.86 
94.80 

•fie 

w«t  stamps.. 

51.11 

SJi^fr:::::::::::::: 

40.10 

Pyritio  banket 

96.80 

RollB. 

Pvritio  banket 

88.47 

Ball  mill 

l4ritic  banket 

41.67 

Nlsgan  pulTerizer 

Pvritio  banket 

81.98 

(o)  The  local  name  in  South  Atrioa  for  quarts  conglomerate  carrying  some  pyrite. 
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SEPARATING,  CONCENTRATING,  OR  WASHING. 

The  purpose  of  the  second  part  of  Ore  Dressing  ("Concentration"  proper),  is 
to  separate  the  valuable  minerals  from  the  waste,  or  to  separate  one  valuable 
mineral  from  another  (thereby  enhancing  their  value),  or  both,  by  utilizing  the 
various  physical  properties  of  the  minerals  that  are  available  for  those  ends. 

Separating,  like  crushing,  generally  divides  into  preliminary,  final  and  auxili- 
ary work.  The  preliminary  machines  (log  washers,  screens  and  classifiers)  are, 
as  a  rule,  unable  to  do  finished  work ;  they  simply  divide  up  the  ore  into  a  set  of 
preliminary  products  which  are  well  suited  for  treatment  by  the  final  or  finishing 
machines  (picking  tables,  jigs,  vanners,  slime  tables,  magnetic  concentrators, 
etc.).  These  latter  machines  separate  the  valuable  minerals  from  the  waste, 
but  they  often  yield  middling  products  needing  further  treatment.  These  mid- 
dling products  may  be  made  up  of  either  or  both,  of  two  classes  of  grains:  (1) 
"included  grains,"  that  is,  grains  in  which  particles  of  valuable  mineral  are 
attached  to  or  included  in  particles  of  gangue;  and  (2)  "unfinished  grains," 
that  is,  grains  which  are  composed  wholly  of  valuable  mineral  or  of  gangue, 
but  which  have  escaped  separation  owing  to  their  shape  or  relative  size. 


CHAPTER  Vlll. 

PBELIMINARY   WASHEBS. 

§  258.  Preliminary  washers  include  trough  washers,  log  washers,  wash  trom- 
mels, washing  pans  and  hydraulic  giants.  Their  province  generally  is  to  disin- 
tegrate and  float  adhering  clay  or  fine  stuff  from  the  coarser  portions.  The 
latter  may  or  may  not  be  turned  over  to  other  processes  for  further  concentra- 
tion. Some  forms  deliver  the  coarse  and  fine  products  separately;  others  do 
only  the  work  of  disintegrating,  and  require  a  subsequent  machine  to  make  the 
separation.  The  disintegrating  is  done  by  using  a  considerable  amount  of  run- 
ning water,  aided  by  some  form  of  stirring  device.  These  same  machines  are 
also  sometimes  used  to  enrich  partly  concentrated  products.  Several  such  are 
described  in  this  chapter  because  their  construction  and  mode  of  operation  place 
them  here.     These  washers  are  of  three  classes: 

(a)  Those  using  hand  tools  for  stirring:  trough  washers. 

(b)  Those  using  some  form  of  rotating  stirrers  driven  by  power:  log  washers, 
wash  tronmiels  and  washing  pans. 

(c)  Those  using  the  force  of  a  water  jet:  hydraulic  giants. 

§  259.  The  Trough  Washer,  in  its  simplest  form,  is  a  sloping  wooden  trough 
1|  to  2  feet  wide,  8  to  12  feet  long  and  1  foot  deep,  open  at  the  tail  end,  but 
closed  at  the  head  end.  Other  forms,  ingeniously  combining  riffies  and  sieves, 
are  described  by  different  authors,*  •"**  ^  but  they  rob  the  apparatus  of  its  sim- 
plicity, which  is  its  main  advantage. 

Trough  washers  are  used  in  large  works  in  a  subordinate  way,  for  working  up 
small  quantities  of  a  rich  product  where  more  expensive  apparatus  is  not  war- 
ranted.    They  are  also  used  in  small  works  as  part  of  the  main  process. 

In  Mill  2  a  trough  washer  is  used  which  is  2  feet  wide,  11  feet  long,  1  foot 
deep,  with  the  bottom  3  inches  higher  at  the  tail  than  at  the  head  end.  The  tail 
end  is  open,  but  the  head  end  is  closed^.  The  water,  which  is  supplied  at  the 
head  in  liberal  quantity,  falls  into  the  trough  from  a  height  of  12  inches,  exert- 
ing considerable  washing  force.  The  ore,  which  is  mine  ore  ranging  from  3 
or  4  inches  to  0,  is  shoveled  over  and  worked  toward  the  head  until  the  fine 
.stuff  is  removed,  and  is  then  shoveled  to  a  gravel  screen.  The  rise  of  the 
bottom  toward  the  tail  allows  larger  charges  to  be  worked,  and  prevents  the  loss 
of  certain  small  sizes  of  rich  ore  which  would  be  carried  off  in  the  case  of  a  down- 
ward slope.  The  quantity  of  water  used  is  such  as  to  make  it  about  1  inch  deep 
at  the  tail.     About  8  tons  of  ore  are  treated  in  10  hours. 

In  Mill  12  a  trough  washer  is  used  for  removing  fine  clay  from  sand,  prepara- 
tory to  jigging.  It  has  a  level  bottom  46  inches  long,  with  the  head  end  sloping 
down  to  the  bottom  at  an  angle  of  about  65°.  The  remaining  dimensions  are  as 
follows : 


Top  width. 

Bottom  Width. 

Depth. 

Headend 

96  ioches. 
134  inches 

24  inches. 
20  inches. 

12  inches. 
6  inches. 

TWl  end ..,. 
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It  is  fed  with  drainings  from  the  finest  washing  plate  (w&ich  has  holes  § 
inch  in  diameter)  by  a  feed  box  running  across  the  upper  end,  with  a  slit  the 
whole  length,  and  a  water  pipe  regulated  by  a  cock.  During  charging  the  sand 
is  pushed  back  by  a  shovel.  A  dam  at  the  tail  made  of  bars,  one  on  another,  held 
between  side  cleats,  is  heightened  as  needed.  The  washer  yields:  (1)  Coarse 
sand,  left  in  the  washer;  (2)  fine  sand  in  a  little  tailings  tank;  (3)  day  waste. 

Mill  22  has  a  "trunking  table'*  6  feet  wide,  4  feet  long,  nearly  horizontal, 
covered  with  steel  plate.  It  has  raised  edges,  4  inches  high,  on  Uie  two  sides 
and  the  upper  end.  The  concentrates  from  the  jigs  ranging  from  over  12  mm. 
down  to  less  than  3  mm.  in  size,  are  raked  back  and  forth  to  rid  them  of  the 
last  of  the  limestone,  which  is  carried  to  a  hopper  beneath,  by  running  water. 
This  hopper  has  sides  sloping  45"*  to  a  2J-inch  spigot,  which  delivers  the  coarser 
sand  by  a  centrifugal  pump  to  the  first  trommel.  The  overflow  of  the  hopper 
goes  to  No.  3  settling  tank.  The  cleaned  ore  is  shoveled  from  the  table  to  a 
car,  and  wheeled  away. 

At  Mills  46  and  48  trough  washers  are  used  for  cleaning  up  the  residues  left 
in  the  steam  stamp  mortars,  called  cover  work,  consisting  of  rounded  nuggets 
of  copper  of  all  sizes  from  4  inches  in  diameter  down,  mixed  with  rock  ofthe 
same  range  of  size.  They  are  12  feet  long,  18  inches  wide,  12  inches  deep  at 
the  head  end  and  6  inches  deep  at  the  tail  end;  and  are  built  of  plank,  with 
plate  iron  lining  for  bottom  and  sides.  They  slope  down  toward  the  tail  end 
3"*  35  or  I  inch  in  1  foot,  A  similar  trough  is  used  in  Mill  45.  The  operation 
is  as  follows:  A  large  quantity  of  water  is  let  in  at  the  head,  and  the  rock  and 
copper  are  shoveled  into  the  stream,  and  by  a  skilful  turning  over  of  the  mass, 
not  only  is  the  fine  stuff  washed  away,  but  the  rock  is  separated  from  the  copper, 
the  former  being  sent  back  to  the  stamps,  the  latter  to  the  smelter,  and  the 
fines  sent  to  the  jigs. 

In  Mill  72  a  rocking  table  is  used  to  further  clean  the  concentrates  from  the 
vanncrs.  It  is  12  feet  long,  20  inches  wide  and  5  inches  deep,  and  slopes  down 
toward  the  tail  end  \  inch  in  1  foot  (1**10').  It  is  mounted  on  two  transverse 
rockers,  which  are  24  inches  long,  2|  inches  deep  at  the  ends  and  6  inches  deep 
in  the  middle.  The  rocking  motion  is  imparted  by  a  side  arm  and  a  vertical 
connecting  rod  leading  to  an  eccentric.  The  sides  rise  and  fall  1^  inches  at 
each  stroke.  The  vanner  concentrates  are  fed  with  water  to  this  table  through 
a  screen  at  the  upper  end,  and  are  shoveled  over  and  over  toward  the  head. 
The  product  is  raised  about  50%  in  value  by  this  treatment  The  tailings  go 
to  the  canvas  plant. 

A  trough  washer  may  have  the  hand  work  replaced  by  mechanical  stirring. 
In  one  instance^  a  trough  10  feet  3  inches  long,  2  feet  10^  inches  wide,  slopinjg 
10®,  having  a  semi-cylindrical  bottom  of  IB^-inches  radius,  carries  a  longi- 
tudinal shaft  with  stirring  arms,  the  ends  of  which  swing  within  1  inch  of  the 
curved  surface  of  the  trough.  This  shaft  is  placed  at  the  geometrical  center 
of  the  trough.  When  it  is  oscillated  (by  hand  or  power)  the  arms  stir  the  ore 
and  the  lighter  grains  are  carried  rapidly  down  the  slope  by  the  water,  while 
the  heavier  grains  move  but  slowly.  Scaife  has  improved  this  machine  by 
putting  in  rSles  to  hold  back  the  heavy  minerals;  and  by  adopting  a  hinged 
bottom,  which  is  dropped  by  a  lever  at  the  proper  time,  and  the  accumulated 
product  thus  removed  without  wasting  time  and  water  to  wash  it  down  the  slope. 

§  260.  Loo  Washers. — ^A  log  washer  is  a  slightly  inclined  trough  in  which 
revolves  a  thick  shaft  or  log,  carrying  blades  set  obliquely  to  the  axis.  The  ore 
is  fed  near  the  lower  end,  and  water  at  the  upper  end.  The  blades  slowly 
convey  the  lumps  of  ore  up  hill  against  the  current,  discharging  them  at  the 
upper  end,  while  the  clay  is  gradually  disintegrated  and  floated  down  to  over- 
sow at  the  lower  end.    The  disintegrating  action  of  the  blades  is  due  partly 
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to  lifting  and  dropping  the  ore  and  partly  to  a  knifing  or  cutting  of  the  lumps 
with  the  front  edges  of  the  blades.  The  bottom  of  the  trough  may  be  con- 
structed semi-cylindrical,  with  sides  raised  a  little  above  the  level  of  the  axis 
to  prevent  slopping,  or  it  may  be  a  natural  bottom  formed  by  Inmps  of  ore. 
At  the  lower  end  tiiere  is  a  dam  to  partially  hold  back  the  water.  The  upper 
end  is  open  for  the  free  discharge  of  the  lump  ore.  The  ore  is  fed  near  the 
lower  end  on  the  rising  side  of  the  log.  This  confines  the  work  of  the  log  to 
disintegrating  and  conveying;  while,  if  fed  on  the  descending  side,  it  would 
become  a  crusher  and  would  probably  break  the  blades,  except  where  the  ore 
bottom  is  used.  The  blades  are  put  upon  the  logs  in  several  ways:  in  spiral 
rows,  having  the  blades  either  with  the  same  or  with  less  pitch  than  the  row; 
or  in  TOWS  parallel  to  the  axis,  with  the  blades  oblique.. 

In  Mill  26  a  "trunking  machine"  is  used  for  removing  the  last  of  the  dolo- 
mite from  the  concentrates  of  the  No.  1  or  preliminary  jigs.  The  trough  is  a 
plank  box  about  15  feet  long,  into  which  is  set  a  semi-cylindrical  cast  iron 
lining,  16  inches  inside  diameter.  This  lining  is  made  in  sections  3  feet  long, 
and  3ie  space  between  it  and  the  box  is  filled  with  wooden  blocks.  The  trou^ 
slopes  4°  (0.84  inch  in  1  foot).  The  log  is  15  feet  3  inches  long,  and  has 
bearings  at  each  end  and  in  the  middle.  Its  core  is  8  inches  in  diameter.  The 
thread  preferred  is  of  Y-shaped  blades  of  chilled  iron  cast  upon  screws  (see  Fig. 
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FIO.  190. — LOG  WASHER  BLADES  USED  AT  MILL  25. 

190).  These  blades  make  an  almost  continuous  thread.  This  form  does  better 
work  than  the  form  consisting  of  annular  segments  of  circles,  which  makes  a 
practically  solid,  continuous  blade.  The  reason  for  this  is  that,  in  the  first 
form,  the  triangular  spaces  between  the  individual  blades  and  the  body  of  the. 
log  give  the  dolomite  a  better  chance  to  be  washed  down  the  slope.  The  radius 
of  the  circle  described  by  the  blades  is  1\  inches,  that  of  the  surface  of  the 
trough  is  8  inches,  leaving  ^-inch  space  between  the  tips  of  the  blades  and  the 
trough.  The  ore  is  fed  on  the  rising  side  of  the  log,  over  a  space  beginning  at 
2  feet  and  ending  4  feet  from  the  lower  end.  There  are  two  J-inch  cocks  near 
the  upper  end,  for  wash  water.  The  log  is  driven  by  beveled  gears,  pulley 
and  belt  at  the  upper  end,  making  18  revolutions  per  minute.  At  the  upper 
end  it  yields  smelting  lead  ore,  and  at  the  lower  end,  middlings.  The  material 
fed,  which  has  passed  through  holes  0.117  inch  X  0.109  inch,  contains  20  to 
25%  of  lead,  the  finished  product  72  to  75%.  Thus  the  trunking  machine 
enriches  about  3  to  1.     Each  machine  receives  about  100  tons  in  24  hours. 

The  log  washer  in  Mill  4  has  a  trough  24  feet  long,  2  feet  deep,  and  about 
2  feet  wide.  It  slopes  14  inches  in  the  24  feet  (2**  47').  The  log  is  octagonal, 
with  flanged  blades,  each  fastened  by  two  bolts.  The  ore  is  charged  over  the 
lower  6  feet,  water  is  fed  from  a  trough  with  8  holes  spaced  along  the  remain- 
ing 18  feet  The  slush  is  used  as  waste  to  fill  in  the  pits.  The  coarse  material 
goes  to  a  screen  for  further  dressing. 
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Mill  5  contains  two  pairs  of  log  washers,  or  four  logs  in  all  (see  Fig.  101a), 
The  description  of  one  log  is  here  given.  The  trough,  which  is  made  of  3-inch 
pine  plank,  is  3  feet  wide,  1  foot  5  inches  deep  and  18  feet  5  inches  long,  inside 


SCALE  Ti^l 

PIG.     191a. — ^BND    ELEVATION    OP    LONQDALE    LOO  WASHER. 


•CALE^'-l' 

FIG.    1916. — SIDE   ELEVATION   OF   LONGDALE   LOO   WASHER. 

measures.  Into  it  are  put  15-in9h  lengths  of  cast  iron  semi-cylinders,  1  inch 
thick,  with  side  flanges  by  which  lag  screws  hold  them  to  the  sides  of  the  trough. 
When  these  sections  are  laid  close  together,  end  to  end,  they  make  practically  a 
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continuous  semi-cylindrical  cast  iron  trough,  18  feet  5  inches  long,  1  foot  5 
inches  deep  and  2  feet  G  inches  wide,  inside  measures.  The  slope  of  the  trough 
is  }  inch  in  1  foot,  or  3*"  36'.  The  log,  of  which  Fig.  192a  is  a  cross  section, 
is  a  cast  iron  pipe  17  feet  5^  inches  long,  11^  inches  outside  diameter  and 
f-inch  walls.  It  is  flanged  at  each  end  to  a  cast  iron  gudgeon  (Fig.  192ft).  The 
prolongation  of  the  lower  gudgeon  forms  a  journal  5^  inches  in  diameter^  that 
of  the  upper  4^  inches  diameter.  The  blades  or  spoons  (Fig.  192c)  of  chilled 
iron,  are  put  on  in  two  threads,  180**  apart,  with  a  pitch  of  5  feet,  which  makes 
the  pitch  angle  66**  16'  at  the  outer  ends  of  the  blades;  while,  on  the  other  hand, 
the  plane  of  each  blade  has  a  pitch  angle  of  26**.  There  are  eight  blades  to  the 
circle,  each  8^  inches  long,  4  inches  wide,  sweeping  a  circle  28^  inches  in  diameter. 


FIG.   1926. — ^ATTACHMENT  OF  LOG 
TO  GUDGEON    (LONGDALE). 


PIG.  192a. — CROSS  SECTION  OF 
LONGDALE  LOG  WITH  BLADES 
ATTACHED. 


ELEVATION 

FIG.      192c. — ^BLADE     OF     LONGDALE     LOG 
WASHER. 


They  are  flanged  at  their  bases,  with  under  surfaces  concave  cylindrical,  to  flt 
the  pipe.  Each  pair  of  two  opposite  blades  is  fastened  by  two  |-inch  bolts 
passing  through  their  flanges  and  through  the  log.  The  radius  of  curvature  of 
the  trough  being  15  inches  and  that  of  the  blades  14J  inches,  the  space  between 
the  trough  and  the  ends  of  the  blades  is  f  inch.  The  upper  gudgeon  is  pro- 
longed to  form  a  shaft,  which  carries  a  conical  sizing  trommel  {Q,  Fig.  1916), 
for  treating  the  enriched  product.  At  the  lower  end,  the  gudgeon  of  the  log  is 
joined  to  the  horizontal  driving  shaft  by  a  flexible  clutch  coupling,  by  means  of 
which  the  log  may  be  thrown  in  or  out  of  gear.  The  log  makes  12  revolutions 
a  minute. 

The  feed  will  all  pass  through  an  8-inch  ring.     It  comes  from  a  large  hopper 
by  a  chute,  and  is  fed  on  the  rising  side  of  the  blades  at  about  two  feet  from  the; 
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lower  end.  Water  is  fed  at  the  upper  end  at  the  rate  of  150  gallons  per  minute. 
The  capacity  of  a  single  log  is  200  tons  of  mine  ore  in  24  hours,  yielding  70.8% 
of  washed  ore,  which  is  practically  a  sized  product,  the  oversize  of  a  14-me8h 
screen  {W,  Fig.  1916),  placed  at  the  head  end.  An  experiment  with  a  20-mesh 
screen,  in  place  of  the  14-mesh,  increased  the  yield  of  washed  ore  4%,  the  per- 
centage of  silica  and  iron  remaining  practically  the  same. 

The  weights  of  the  component  parts  of  a  log  are  as  follows :  The  shaft,  allow- 
ing 35  pounds  for  the  flanges,  weighs  about  750  pounds;  the  two  gudgeons,  at 
125  pounds  each,  250  pounds;  the  54  blades  at  27  pounds  each,  1,458  pounds; 
the  54  bolts  and  nuts  at  2  pounds  each,  108  pounds ;  total,  2,566  pounds.  The 
cost  of  a  complete  log  would  probably  be  1^  cents  per  pound. 

The  blades  wear  perhaps  three  months,  more  or  less,  according  to  the  depth 
of  chill  on  the  wearing  face.  The  gudgeons  last  about  one  year.  The  logs  may 
last  five  years  or  more.  The  power  required  is  6^  horse  power  for  a  single  log 
and  its  trommel. 

Johnson®  gives  the  following  figures  for  one  day^s  work  of  the  four  logs,  it 
being  the  average  of  six  days:  Pounds  of  coal  burned  per  day,  1,479.16;  tons  of 


FIG.  193. — molanahan's  double  log  washer  with  wooden  logs. 

ore  washed,  196.2 ;  tons  of  washed  ore,  138.9 ;  percentage  of  washed  ore  to  ore 
washed,  70.8;  number  of  hours  run,  5.375;  number  of  men,  including  engineer, 
6;  cost  per  ton  of  mine  ore  for  labor,  $0,032;  cost  per  ton  of  washed  ore  for 
labor,  $0.045 ;  pounds  coal  burned  per  ton  of  mine  ore,  10.6". 

The  Thomas  log  washer  was  the  first  to  have  two  logs  in  one  trough.  Its 
trough  is  usually  about  25  feet  long,  5  feet  wide  and  2  feet  deep,  inside  measures. 
The  bottom  and  sides  are  of  heavy  oak,  the  ends  of  cast  iron.  In  it  are  two 
parallel  logs  geared  together.  The  pitch  angle  of  the  blades  is  about  30°.  The 
logs  are  hexagonal  in  section,  and  there  are  three  rows  of  blades  on  each  log, 
placed  along  the  three  alternate  faces  of  the  hexagonal  prism.  The  diameter 
of  the  outside  blade  circle  is  about  27f  inches,  the  blades  are  about  7|  inches 
high.  It  treats  50  to  75  tons  per  day  and  uses  30  to  50  gallons  of  water  per 
minute,  consuming  12  to  15  horse  power.** 

McLanahan  &  Stone  make  both  wooden  and  iron  logs.  Their  wooden  log 
(Fig.  193)  is  octagonal,  17  inches  in  diameter  between  the  faces,  sheathed  with 
iron  straps  2  inches  X  J  inch  to  guard  the  comers  and  as  a  support  for  the 
bases   of  the  blades,   and   has  blades   put   on   in   two   rows   in   the   form    of 
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screw  threads,  eight  blades  to  the  circle.  The  pitch  of  these  threads  is  5  feet. 
The  blades  are  ^  inches  wide  and  1  inch  thick,  and  their  outer  ends  sweep  a 
circle  38  inches  in  diameter.  Their  bases  are  2^  inches  thick.  The  blade,  there- 
fore, projects  8  inches  in  the  clear.  The  blades  are  removable  and  when  worn 
out  are  replaced  by  new  ones.  The  bases  are  screwed  to  the  logs  and  have  two 
taper  dove-tailed  lugs.    The  chilled  blades  have  taper  dove-tailed  bases  which 
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PIG.  194. — molanahan's  steel  log  washer. 

drive  to  a  tight  fit  between  the  lugs,  wooden  wedges  holding  them  in  place. 
The  pitch  angle  at  the  outer  ends  of  these  blades  is  20"*,  which  corresponds  to 
a  pitch  of  3  feet  7^  inches.  The  gudgeon  consists  of  a  journal  and  flange  bolted 
to  a  flanged  octagonal  socket,  into  which  the  end  of  the  log  is  fitted  and  pinned. 
The  steel  log,  as  made  in  1898  (see  Fig.  194),  is  composed  of  four  steel  angle 
irons,  having  flanges  6  inches  wide  and  f  to  }  inch  thick,  with  angles  inward. 
They  are  spaced  wide  enough  for  bolting  the  blades  between  them.    These  angle 
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irons  aid  in  the  washing.  The  blades  are  of  chilled  iron  on  log  and  of  rolled  steel 
on  gudgeon.  Blocks  are  placed  to  line  up  and  rigidly  hold  the  blades.  The  steel 
blades  are  f  inch  thick  at  the  tip  and  1^  inches  at  the  base  and  5  inches  wide. 
They  are  twisted  to  suit  the  pitch  angle,  22^"*,  making  the  pitch  46  inches.  Each 
blade  is  held  by  two  bolts.  Their  tips  sweep  a  circle  35|  inches  in  diameter. 
There  are  only  four  blades  to  the  circle,  as  there  are  but  four  spaces  in  which  the 
blades  can  be  bolted.     The  gudgeon  consists  of  a  journal  and  a  flange,  bolted 
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to  a  flange  with  an  Z-tenon,  which  fits  between  the  angle  irons,  and  to  which 
the  latter  are  bolted.  The  length  of  the  logs,  whether  of  wood  or  iron,  is  about 
30  feet^  measured  from  outside  the  flanges  of  the  two  gudgeons.    The  iron  logs 
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have  16  blades  every    14   inches;  the  wooden  logs,  with  blades  in  two  helical 
tlirtads,  have  10  blades  every  60  inches.     The  lower,  immersed  gudgeon  has  an 


§  260  PRELIUINAET  WASSEBS.  327 

octagonal  spindle  (D,  Fig.  195)  fitted  with  a  chilled  thimble  which  serves  as  a 
journal.  This  journal  revolves  in  a  chilled  step  which  sets  in  a  permanent  step. 
The  two  chilled  wearing  parts  can  be  quickly  replaced  when  worn  out.  Some- 
times special  stuffing  boxes  and  ordinary  bearings  are  used. 

The  trough  for  two  logs  is  31  feet  long,  7  feet  4  inches  wide,  4  feet  IJ  inches 
deep,  made  of  2-inch  plank  with  a  lengthwise  slope  of  1  to  1^  inches  per  foot 
(see  Fig.  196) .  It  has  splash  boards,  aa,  at  the  lower  end  and  running  about  half 
way  up  on  the  two  sides.  The  ends  are  of  cast  iron  with  flanges  all  around 
The  lower  end  is  called  the  back  plate  and  contains  the  pillow  blocks  for  the 
two  bearings.  The  upper  end  is  called  the  front  plate  and  contains,  in  addition 
to  the  pillow  blocks,  the  central  outlet  spout  for  concentrates.  At  6  inches  from 
the  lower  end  and  in  the  plane  of  rotation,  is  a  bulk  head  of  2-inch  plank,  with 
a  circular  hole  in  it,  in  which  revolves  the  flange  of  the  lower  gudgeon.  This, 
in  large  measure,  prevents  the  grit  from  getting  into  the  journal  of  the  lower 
gudgeon.  The  two  logs  are  so  set  that  the  tips  of  their  lower  teeth  are  10^  inches 
above  the  bottom  of  the  trough.  The  logs  revolve  so  that  the  under  blades  are 
approaching  one  another,  and  the  obliquity  of  the  blades  is  such  that,  by  a 
plowing  action,  every  lump  struck  by  a  blade  is  moved  up  hill.  The  logs  make 
12  to  15  revolutions  a  minute  on  3-inch  to  4-inch  lumps,  and  20  to  25  a  minute 
if  the  lumps  are  not  over  1^  inches  in  diameter.  The  two  logs  are  geared  together 
at  the  upper  end,  in  such  a  way  as  to  bring  the  teeth  of  the  odd  quadrants  of  one 


PIG.   197. — HASKELL'S  LOG  WITH  BLADES  ATTACHED. 

log  to  mesh  with  those  of  the  even  quadrants  of  the  other.  Power  is  delivered 
to  one  of  the  logs,  by  reducing  gears  from  the  line  shaft.  Logs  are  sometimes 
driven  at  the  lower  end,  but  this  requires  special  stuffing  boxes.  The  ore  is  fed 
near  the  lower  end  between  the  two  logs,  upon  the  rising  blades  of  both  logs. 
The  bottom  soon  fills  with  ore,  making  a  working  bottom  that  saves  the  wear  on 
the  planks.  When  this  working  bottom  is  established,  the  systematic  washing 
and  conveying  of  the  lumps  up  the  slope  goes  on.  Wash  water  is  fed  in  a  spray 
between  the  logs,  near  the  upper  end.  The  water  overflows  at  the  lower  end  by 
a  mud  trough  which  discharges  at  one  side  just  above  the  bulk  head.  The  lump 
ore  is  discharged  at  the  upper  end  into  a  trommel,  to  give  it  a  flnal  washing. 

The  iron  log  is  stronger  than  the  wooden  log,  is  driven  faster,  has  more  teeth 
and  greater  capacity.     It  is  more  durable,  and  less  time  is  lost  in  repairs. 

In  Mill  7  a  pair  of  log  washers  is  used  upon  land  pebble  phosphate.  They  are 
12  feet  long,  and  the  blades  sweep  a  circle  21  inches  in  diameter.  The  blades 
have  a  pitch  of  16  inches,  are  4  inches  wide,  and  are  mounted  as  shown  in  Fig. 
197.  The  blade  and  the  part  which  hugs  the  shaft  are  made  of  one  piece  of  flat 
bar  iron  4  inches  wide,  1  inch  thick,  forged  into  shape.  Blades  1  and  3  are 
bolted  together,  as  are  also  blades  2  and  4.  The  latter  pair  is  4  inches  in  advance 
of  the  former.  The  whole  log  is  provided  with  alternate  pairs  similar  to  the 
above. 
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§  261.  Horizontal  Logs, — Log-washers  have  been  built  with  two  or  three 
horizontal,  immersed,  parallel  logs  in  one  tank,  with  partial  partitions  between 
them.  The  first  log  pushes  the  ore  forward  by  the  end  of  the  dividing  parti- 
tion, and  delivers  it  to  the  second  log.  This  carries  it  back  and  delivers  it  in 
like  manner  to  the  third  log,  which  carries  it  forward  to  the  point  where  it  is 
discharged  by  the  revolving  scraper.  The  water  moves  in  the  opposite  direction 
from  the  ore.  This  form  has  not  met  with  the  favor  given  to  those  previously 
described. 
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PIG.  198. — ^ball's  "revolving  knifb  buddle." 


Bairs  "revolving  knife  huddle,"  (Figs.  198a  and  1986),  is  a  variety  of  log 
washer  differing  from  the  usual  form.  The  trough,  which  is  from  9^  to  16 
feet  long,  has  a  curved  bottom  of  about  3  feet  radius  lined  with  sheet  iron ;  but  in- 
stead of  being  semicircular  it  covers  only  72**  of  a  circle,  the  lower  edge,  as  shown 
in  the  figure,  being  a  little  beyond  the  lowest  point  of  the  curve.  The  trough 
is  set  horizontal  and  the  wash  water,  which  is  fed  all  along  the  upper  edge  of  the 
curve,  at  B,  flows  down  at  right  angles  to  the  axis.  Ore  being  fed  at  one  end, 
from  the  hopper  A,  is  moved  forward  and  at  the  same  time  carried  up  the  slope, 
against  the  stream  of  wash  water,  by  oblique  blades  attached  to  a  revolving  frame. 
These  blades  revolve  close  to  the  trough,  at  about  20  revolutions  a  minute.  They 
agitate  the  ore  bed,  thereby  bringing  the  gangue  to  the  surface;  and  then  the 
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water  carries  the  gangae  down  into  the  boxes  C  and  D.  The  concentrates  are 
discharged  into  the  box  E.  The  obliquity  of  the  blades  can  be  varied  to  suit 
the  conveying  speed  required  at  any  point  in  the  length.  The  machine  makes 
a  very  complete  separation  of  tin  ore  in  a  single  operation.  In  one  instance, 
when  treating  unsorted  pulp,  the  contents  of  the  first  box,  C,  contained  some 
slime  tin  which  required  re-treatment,  but  that  of  the  second  box,  D,  was  too 
poor  to  pay  for  re-treatment.  At  the  Lisbume  mines,  Cardiganshire,  Wales,  an 
ore  containing  15%  lead,  with  quartz,  blende,  calcite  and  slate,  was  treated  at 
the  rate  of  2\  tons  per  hour,  yielding  a  concentrate  with  50%  of  lead,  which  was 
raised  to  75%  by  a  second  treatment.*^  In  another  case  a  concentrate  containing 
80%  of  galena  was  produced  in  a  single  operation  from  an  ore  carrying  only  3% 
of  galena.^'  The  percentage  of  lead  in  the  tailings  is  not  stated  for  either  of 
these  cases.  The  size  of  material  treated  is  not  stated,  but  it  is  presumably 
stamp  mill  pulp  below  1  mm.  in  size. 

§262.  Wash  Trommels  are  hollow,  revolving  cylinders  or  cones  (set  with 
their  axes  horizontal)  which  disintegrate  and  float  the  clayey  matter  while  ore 
and  water  are  passing  through  them.  This  is  accomplished  by  impact  between 
the  lumps  of  ore,  sometimes  assisted  by  the  lifting  and  cutting  action  of  blades, 
spikes  or  longitudinal  slats.  In  the  cylindrical  form  the  ore  is  conveyed  for- 
ward by  oblique  blades,  acting  on  the  principle  of  a  propeller,  or  by  continuous 
screw  threads ;  but  in  the  conical  form  the  ore  moves  forward  by  gravity.  There 
are  two  chiefs  classes  of  wash  trommels: 

(a)  Those  with  a  partially  closed  discharging  end,  in  which  the  lumps  are 
immersed  in  a  pool  of  water  for  washing;  and 

(6)  Those  with  the  discharging  end  completely  open,  in  which  the  ore  is 
washed  by  either  a  stream  or  sprays  of  water,  or  by  both.  In  class  (a)  the  ore 
is  discharged  either  by  a  contracting  cone  with  screw  threads  or  by  a  little  sand 
wheel  elevator;  in  class  (&)  it  discharges  by  gravity. 

Continuous  screw  threads  are  troublesome  both  to  construct  and  maintain, 
and,  beside,  they  do  too  much  conveying  and  too  little  disintegrating.  Oblique 
knives  or  blades  appear  to  be  generally  preferred  to  continuous  threads. 

Friction  wheels  are  more  commonly  used  for  the  support  of  these  trommels 
than  spiders  upon  central  shafts.  The  latter,  however,  are  not  infrequently 
used  for  trommels  of  class  .(&). 

Bittinger  says  that  the  most  satisfactory  peripheral  speed  is  2^  feet  per 
second.  If  the  speed  is  too  slow  it  not  only  wastes  time,  but  the  operation  is 
less  effective;  and  if  too  fast,  the  time  of  exposure  is  too  short  for  the  proper 
softening  of  the  clay. 

In  this  country  log  washers  appear  to  have  pretty  much  driven  out  the  wash 
trommels,  and  on  this  account  there  is  a  dearth  of  data  upon  the  latter.  The 
author  therefore,  places  before  his  readers  machines  described  as  standard  by 
foreign  authors. 

§  263.  Wash  Trommels  with  Ore  Immersed  in  Water, — ^The  wash  trommel 
shown  in  Figs.  199a  and  199&  is  an  expanding  cone  with  partially  closed  ends, 
running  on  friction  rollers.  The  ore  is  fed  from  the  hopper  a  and  wash 
water  is  run  in  from  the  pipe  6.  The  disintegration  is  accomplished  wholly 
by  impact  among  the  lumps  of  ore  as  they  tumble  down  the  slope.  The  ore  and 
water  are  raised  by  the  sand  wheel  buckets  at  c,  and  discharged  upon  the  launder 
d.  If  there  is  too  much  water  for  the  sand  wheel  to  remove,  the  excess  over- 
flows at  e  into  a  trough  placed  to  receive  it.  There  can  be  no  overflow  at  f,  be- 
cause /  is  higher  than  e. 

The  walls  of  the  trommel  consist  of  two  layers  of  wooden  staves,  each  1^  to 
2  inches  thick.  It  is  bound  with  six  iron  hoops.  Thore  are  pixteeen  of  the  elo- 
vator  buckets  each  8  inches  wide  and  14  inches  long,  made  of  plate  iron  with 
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bent  edges  2  inches  wide.  They  are  laid  out  bo  as  to  be  tangent  to  a  circle  2^ 
inches  in  diameter. 

The  capacity  is  200  to  300  cubic  feet  of  mine  fines  per  hour,  or,  if  very  clayey, 
100  cubic  feet;  1,000  to  2,000  gallons  of  water  are  required  per  hour,  and  the 
power  used  is  ^  to  f  horse  power.'  This  style  of  trommel  sometimes  has  longi- 
tudinal ribs  for  lifting  the  ore.* 

A  Bradford  washer,  consisting  of  a  cylindrical  wash  trommel  8  feet  long  and 
52  inches  in  diameter,  was  formerly  used  at  the  Copake  Iron  Works.*^  The 
cylinder,  made  of  iron  staves  perforated  with  J-inch  holes,  is  carried  on  three 
spiders.  On  the  inside  are  inclined  blades  for  disintegrating  and  conveying 
forward  the  ore.  The  lower  portion  of  the  cylinder .  dips  into  water  deeply 
enough  to  completely  immerse  the  ore.  At  the  discharge  end,  perforated  Lifting 
blades  deliver  the  ore  to  the  rinser,  38  inches  in  diameter  and  20  inches  long, 
where  it  is  washed  with  clean  water,  and  then  passes  to  the  separator,  the  water 
flowing  back  into  the  trommel.  The  separator  is  simply  a  sizing  trommel  30 
inches  in  diameter  3  feet  long  and  made  of  spaced  rings.  The  trommel,  the 
rinser  and  the  separator  are  all  on  the  same  axis.  The  undersize  of  the  wash 
tronmiel,  which  collects  in  the  tank,  is  carried  by  the  water  to  a  10-mesh  sizing 
trommel.    The  products  are:  Glean  lump  ore  from  separator;  small  ore,  under- 
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FIG.  199. — WASH  TROMMEL  (AFTER  RITTINGER). 

size  of  separator;  small  ore,  oversize  of  10  mesh;  clay  and  mud,  undersize  of 
10  mesh.  The  machine  yields  20  tons  clean  ore  per  hour  from  ore  carrying  20% 
of  waste. 

At  Cabarceno,  Spain,  a  cylindrical  wash  trommel,  15  feet  long,  6  feet  6  inches 
in  diameter,  is  used  to  clean  limonite  ore.^®  It  has  an  internal  screw  thread  of 
1  foot  pitch,  about  10  inches  high.  Between  the  threads,  at  intervals  of  1  foot 
and  parallel  to  the  axis,  are  lifting  blades  4  inches  broad  and  4  inches  high. 
The  discharge  end  is  made  conical,  and  the  ore  is  carried  up  the  slope  of  the  cone 
by  the  screw  blades,  and  thus  discharged.  The  trommel  is  supported  on  friction 
rollers  and  is  driven  directly  by  gear  and  pinion,  at  a  speed  of  12  revolutions  a 
minute.  It  treats  6  cubic  feet  of  ore  per  minute,  using  80  gallons  (10.7  cubic- 
feet)  of  water  per  minute  with  the  ore,  and  70  gallons  (9.4  cubic  feet)  addi- 
tional for  rinsing  the  ore  in  the  discharging  cone.  The  water  and  clay  are  dis- 
charged at  the  feed  end.  In  10  hours  it  produces  70  to  100  tons  of  cleaned  ore, 
carrying  2%  or  less  of  clay.  A  cubic  yard  of  mine  ore  yields  600  pounds  of 
cleaned  ore. 

The  Crickboom  wash  trommel  (Fi^.  200),  is  a  steel  plate  cylinder  98.4  inches 
(2,500  mm.)  long,  49.2  inches  (1,250  mm.)  diameter.  At  the  feed  ond  is  a 
truncated  cone  12.1  inches  (307  mm.)  long  on  the  axis  and  29  inches  (736  mm.) 
diameter  at  the  small  end.     At  the  discharge  end  is  a  truncated  cone  12.1  inches 
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(307  mm.)  long  and  39.1  inches  (993  mm.)  diameter.  Within  the  cylinder 
are  fourteen  longitudinal  lifting  slats  of  flat  iron,  each  of  which  is  attached  by 
seven  short  angle  irons  to  the  shell,  leaving  a  clear  space  under  the  slats  of  \ 
inch  (19  mm.).  Upon  each  of  these  slats  are  attached  nine  blades,  the  tops 
and  bottoms  of  which  are  even  with  the  top  and  bottom  of  the  slat,  and  the 
blades  are  set  at  an  angle  of  about  70"*  with  the  axis  of  the  machine.  The 
cylinder  is  supported  on  four  friction  rollers.  Passing  through  the  center  is  a 
shaft,  supported  in  independent  bearings  and  carrying  sixty-two  arms  placed 
in  four  longitudinal  rows.  The  radius  of  the  revolving  arms  is  15.6  inches 
(395  mm.) ;  the  radius  of  the  inner  ends  of  the  blades  on  the  cylinder  is  18.8 
inches  (477  mm.) ;  leaving  a  dear  space  of  3.2  inches.    The  cylinder  makes 
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(o)  Longitudinal  Seotkm. 


(b)  Crofls  Section. 
FIG.    200. — CRICKBOOM    WASH   TROMMEL. 

10  revolutions  a  minute  in  one  direction;  the  arms  make  220  revolutions  per 
minute  in  the  opposite  direction.  The  ore,  which  is  fed  with  water  from  a 
hopper  at  the  feed  end,  is  raised  by  the  longitudinal  slats  to  a  point  somewhat 
above  the  center,  and  at  the  same  time  moved  forward  by  the  diagonal  blades. 
As  it  falls,  it  is  struck  by  the  rapidly  descending  arms,  and  disintegrated.  The 
f -inch  spaces  under  the  slats  save  the  water  and  fine  ore  from  being  lifted.  The 
mixed  water,  sand  and  lumps  of  ore  are  discharged  by  overflowing  at  the  lower 
end  of  the  machine.  At  the  Altonborg  mine  in  Aachen,  one  of  these  trommels 
treats  4,500  to  5,000  kilos  (5  to  5.5  tons)  of  tough  clayey  ore  per  hour,  using 
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8  cubic  meters  (2,110  gallons)  of  water.  The  trommel  lasts  nine  to  ten  years, 
except  that  the  conical  receiving  and  dischar^ng  ends  wear  somewhat  faster.* 
§264.  Wash  Trommels  Washing  the  Ore  in  a  Running  Stream  of  Water. 
— Fig.  201  shows  a  simple  form  of  wash  trommel  consisting  of  a  plate  iron  cone 
1,960  mm.  (77.2  inches)  long,  with  a  small  diameter  of  1,100  mm.  (43.3  inches) 
and  a  large  diameter  of  1,300  mm.  (51.2  inches).  The  whole  is  carried  on  a 
six-armed  spider  at  each  end,  the  spiders  being  keyed  to  a  wrought  iron  shaft 
100  mm.  (3.9  inches)  diameter.  At  the  feed  end  is  a  cone  820  mm.  (32.3 
inches)  small  diameter,  310  mm.  (12.2  inches)  long  on  the  axis.    The  first  750 


FIG.   201. — ^PLAN    (partly   IN   SECTION)    OF   A   COMBINED   WASH   TROMKEL   AND 
SIZING  TROMMEL  (AFTER  LINKENBACH). 

mm.  (29.5  inches)  length  beyond  the  feed  cone  carries  three  rings  of  spikes, 
115  mm.  (4.5  inches)  long,  projecting  toward  the  center.  There  are  22  spikes 
in  each  ring.  The  remaining  1,210  mm.  (47.7  inches)  of  the  length  is  perfor- 
ated with  30-mm.  holes.  The  ore  is  fed  from  the  hopper  a  into  the  receiving 
cone  h  by  means  of  a  stream  of  water.  Water  is  also  used  on  the  outside  of  the 
screen,  in  the  form  of  a  spray.  The  trommel  makes  15  revolutions  a  minute, 
treats  99  tons  of  ore  in  24  hours,  and  if  the  latter  does  not  contain  too  much 
clay,  uses  26.4  gallons  (100  liters)  of  water  a  minute,  consuming  about  0.5  horse 
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FIG.   202. — SKETCH   OP   WASH  TROMMEL  USED  AT   MILL  47. 

power.*    It  yields:  Oversize,  which  is  cleaned  lump  ore;  undersize  which  is  fine 
ore,  clay  and  water. 

A  conical  plate  iron,  wash  trommel  (Fig.  202)  is  used  in  Mill  47  for  treating 
the  cover  work  from  the  steam  stamps.  It  is  42  inches  long  on  the  axis.  The 
large  diameter  is  36  inches,  and  the  small  diameter  30  inches.  It  is  carried  on 
a  shaft,  by  a  six-armed  spider  at  each  end.  At  the  lower  end  is  an  annular  dam 
6  inches  high  and  extending  around  nearly  half  the  circle.  In  the  base  of  this 
dam  are  square  perforations  2  inches  wide,  2^  inches  high  and  2  inches  apart 
The  remainder  of  the  circle  has  retaining  fins  2^  inches  high,  2  inches  wide,  with 
2-inch  spaces  between  them.     At  the  ond  of  each  revolution,  the  material  which 

•  PriTate  oommunication  from  Oberbergrath  O.  BOhan  to  the  author. 
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has  not  found  its  way  out  through  these  holes  and  spaces,  is  guided,  by  a  diagonal 
fin,  to  a  discharge  hole  6X18  inches  in  the  body  of  the  trommel,  a  few  inches 
from  the  lower  end,  and  around  three  sides  of  which  is  a  shield  6  inches  high. 

In  comparing  log  washers  with  wash  trommels,  Benedict  states  that  the  latter 
do  more  work  than  the  former,  but  the  ore  is  not  so  well  cleaned  by  them,  and 
the  running  expense  is  probably  higher.** 

§  266.  Washing  Pans. — Large  circular  pans  are  sometimes  used,  in  which 
the  ore  is  disintegrated  by  revolving  blades,  or  by  rollers  and  scrapers.  The 
ore  being  fed  with  water  at  one  side,  the  clay  and  fine  sand  overflow  at  the  center 
while  the  heavy  product  collects  in  the  bottom  of  the  pan. 

In  the  South  African  diamond  fields,  in  order  to  free  the  weathered  diamond- 
bearing  ''blue  ground"  (see  §  616)  from  the  finest  sand  and  mud,  an  iron  pan, 
14  feet  in  diameter  and  12  inches  deep,  is  used.*®  ^^  **  In  the  middle  of  the 
pan  is  a  circular  dam  4  feet  in  diameter  and  8  inches  high.  A  vertical  central 
shaft,  revolving  8  or  9  times  a  minute,  carries  10  horizontal  arms,  each  provided 
with  6  or  7  vertical  blades,  which  are  arranged  in  a  spiral  between  the  dam  and 
the  edge  of  the  pan.  The  *T)lue,"  after  passing  through  the  (f  inch?)  holes  of 
a  trommel,  is  fed  with  water  at  the  outer  edge  of  the  machine.  It  is  disinte« 
grated  by  the  revolving  blades,  and  the  water  carries  the  clay  over  the  inner  rim 
into  a  Ixough,  while  the  heavy  gravel  is  worked  toward  the  outer  rim.  To 
avoid  possible  loss  of  diamonds  in  the  overflowing  clay,  the  overflow  from  two 
pans  passes  through  one  safety  pan  of  the  same  construction^  except  that  the  bot- 


PIG.  203. — MONITOR  HYDRAULIO  GIANT. 

tom,  instead  of  being  flat,  slopes  gently  toward  the  outer  rim.  One  pan  treats  400 
to  450  loads  in  10  hours,  leaving  a  deposit  of  3  or  4  loads,*  which  is  removed 
through  a  gate  in  the  bottom,  by  means  of  scrapers  attached  to  the  revolving 
arms.  These  pans  resemble  the  basin  washers^'  that  are  used  in  Europe  to  dis- 
integrate clay. 

A  pan,  in  some  respects  similar  to  those  just  described,  is  used  for  washing 
corundum  and  emery.**  It  consists  of  a  shallow  wooden  tub  5  feet  in  diame- 
ter, with  a  cast  iron  bed,  on  which  two  heavy  wooden  rollers  revolve  about  12 
times  a  minute.  The  material  is  stirred  by  an  iron  fork  that  precedes  each  roller. 
Constantly  flowing  water,  carefully  regulated,  carries  the  lighter  portion  through 
outlets  in  a  raised,  central  platform,  the  heavy  corundum  remaining  in  the  pan. 
The  operation  is  continued  3  to  5  hours.  One  man  can  tend  8  pans,  each  of 
which  requires  3  to  5  horse  power.  Much  care  must  be  exercised  not  to  round 
the  grains  of  corundum,  which  will  take  place  rapidly  after  a  certain  point  in 
the  process  is  reached,  and  will  greatly  impair  their  cutting  edges. 

§  266.  Hydraulic  Giants  are  specially  designed  nozzles  which  serve  to  con- 
trol and  direct  the  powerful  jets  of  water  that  are  sometimes  used  to  disinte- 
grate large  bodies  of  ore.  Fig.  203  represents  the  Monitor,  which  is  one  of  the 
forms  that  has  found  favor  in  auriferous  gravel  mining.  The  movements  to 
right  and  left,  or  up  and  down,  are  upon  vertical  and  horizontal  pivots  re- 

*  A  load  of  "  blue  Kround  "  wcf-'hs  about  1,000  pounds. 
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spectively.  The  guiding  parts  consist  of:  A,  the  iron  nozzle,  B,  the  deflector, 
attached  by  a  gimbal  joint ;  and  C,  a  lever  to  govern  the  movement  of  B,  When 
C  is  moved  in  any  direction,  the  force  of  the  water  jet  acting  upon  B  moves 
the  whole  nozzle  to  the  same  side  that  C  was  moved.  The  size  of  nozzles  ranges 
from  4  to  9  inches  in  diameter,  5^  to  7  inches  being  the  most  common  sizesi 
To  provide  the  necessary  force  for  the  jets,  water  columns  of  55  to  1,720  feet 
have  been  used  at  California  placer  mines,  the  usual  heights  ranging  from  200 
to  400  feet.  For  details  the  reader  is  referred  to  Bowie's  "Hydraulic  Mining." 
A  hydraulic  nozzle  was  formerly  used  at  Iron  Mountain,  Missouri,  for  washing 
away  the  light  clay  in  a  superficial  deposit  of  hematite,  preparatory  to  jigging. 
The  method  used  was  to  hydraulic  down  the  bank,  taking  out  the  larger  part  of 
the  day;  to  hydraulic  it  a  second  time;  and  then  to  haul  the  gravel  to  the  mill^ 


FIG.   204. — ^HASKELL'S  JET  WASHER. 

where  a  series  of  revolving  screens  and  Bradford  jigs  completed  the  concentra- 
tion of  the  hematite. 

Hydraulic  nozzles  are  used  in  Mill  7,  in  washing  land  pebble  phosphate.  A 
nozzle  1  to  2  inches  (generally  1^  inches)  diameter  is  used.  One  of  these 
nozzles  disintegrates  the  rock  in  place,  another  is  used  to  discharge  the  rock 
from  the  transporting  barge,  and  a  third  nozzle  is  used  in  the  jet  washer 
(Fig.  204),  which  is  an  iron  cylinder  6  feet  long,  2  feet  diameter,  with  one  end 
closed,  and  with  a  feed  hopper  above.  A  jet  1^  inches  diameter,  delivered  from 
a  steam  pump  under  50  pounds  pressure  per  square  inch,  plays  in  at  the  open 
end  and  gives  a  final  disintegration  ta  the  clay.-  Although  the  log  washer  is 
used  at  this  establishment,  the  jet  is  found  to  be  a  far  more  efficient  disinte- 
grator, and  hence  its  use  in  the  variety  of  ways  indicated. 
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CHAPTER  IX. 

SIZING   SCREENS. 

§  267.  Screens  or  Sieves  are  surfaces  with  holes  in  them,  which  serve  to 
separate  the  finer  particles,  which  can  pass  through  the  holes,  from  the  coarser, 
which  cannot;  the  purpose  of  screen  sizing  being  to  divide  the  ore  into  such  a 
series  of  products  that  the  concentrating  machines  which  follow  (jigs,  magnetic 
concentrators,  etc.),  can  readily  separate  the  values  from  the  waste.  They  may 
be  classified  as  follows : 

statimiArv  flenwma  i  Grizzlies  or  bar  screens,  and  gravel  screeiiB. 

0u»i«wiarjr  cn^mouB "i  Perforated  plate  and  wiro  cloth  screens  for  medhim  and  fine  work. 

Plane  shaking  screens,  or  riddles. 

MoTlog  Screens. -  Vibrating  grizzlies,  or  oscillating  bar  screens 

I  Revolving  screens,  or  tronunels. 

Stationary  Screens. 

§  268.  Grizzlies  or  Bar  Screens. — These  are  screens  for  separating  coarse 
ore  from  fine.    They  are  usually  made  of  stationary  bars,  placed  at  a  definite 


FIG.  205. — grizzly  or  bar  screen. 


distance  apart  (see  Fig.  205).  This  distance  limits  the  size  of  pa^^'®^  which 
can  pass  through  the  screen.  The  two  products  they  yield  are  calle\^^^®^^^^ 
and  oversize,  the  former  containing  the  particles  that  are  small  enoX^  ^^  ^^ 
through  between  the  bars,  the  latter  those  that  are  not.  The  grizzly  il-^i-4^ 
such  an  angle  that  the  ore  will  slide  upon  the  bars  automaticalI}^  -  Th^  angle 
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for  quartz  ores  is  usually  45°.  Some  minerals  slide  at  much  less  angle. 
Grizzlies  used  in  mills  (see  Table  185),  are  naturally  divided  into  two  classes: 
(1)  Those  which  relieve  the  breaker,  the  sorting  table  or  the  spalling  floor  of 
llie  fine  ore;  (2)  those  upon  which  hand  sorting  is  done  at  the  same  time  with 
the  screening.  In  the  first  class  the  bars  are  nearly  always  set  at  an  angle  at 
which  the  rock  will  slide  freely ;  in  the  second  class  a  much  gentler  slope  is  used. 
To  make  the  ore  slide  as  easily  as  possible,  the  bars  are  always  placed  with 
their  lengths  in  the  direction  of  steepest  slope.  They  are  supported  at  both 
ends,  as  shown  in  Fig.  206.  Their  lateral  flexibility,  which  might  cause  the 
bars  to  spring  apart  and  allow  large  lumps  to  pass  through,  is  overcome  by 
bolts  running  across  the  grizzly  through  holes  in  the  bars^  with  space  thimbles 


FIO.    206. — ^METHOD   OP   SUPPORT-      FIG.  207. — GRIZZLY  BARS  AT  MILL  44. 
ING  GRIZZLIES. 

placed  on  the  bolts  between  the  bars  (see  Pig.  206).  At  Mill  44  very  heavy, 
stiff  bars  are  used  and  the  spaces  are  maintained  by  means  of  flanges  cast  on 
the  ends  (see  Fig.  207).  The  sides  of  the  grizzly  should  be  walled  in  with 
heavy  planks  to  confine  the  ore.  The  bars  are  generally  strong  enough  to  bear, 
without  intermediate  supports,  the  heavy  loads  of  ore  that  are  sometimes  dumped 
upon  them,  the  strength  and  weight  being  proportioned  to  the  weight  of  ore 
dumped  at  one  time.*  The  loads  are  very  heavy  at  Mills  44,  46,  47  and  48; 
at  all  the  others  they  are  lighter.  The  length  and  width  are  proportioned  to 
the  volume  of  ore  dumped  at  one  time,  and  to  the  percentage  of  fines.  The 
bars  should  have  such  a  cross  section  that  the  spaces  will  widen  from  the  upper 
to  the  under  side,  thus  insuring  a  free  discharge  of  the  undersize.  Fig.  205 
shows  the  commonest  form  of  bar.  The  following  list,  taken  from  the  Union 
Iron  Works  catalogue,  gives  several  sizes  of  grizzlies  using  this  form  of  bar: 


width. 

T.f'npfth. 

Spaces. 

Bars. 

Weight. 

^Feet. 

F.et. 

Inches. 

Inches. 

Pounds. 

6 

2 

ft^x8 

QOO 

8 

/2 

9^x8 

800 

10 

8 

Lcx3 

1,000 

8 

2 

^aA\i^ 

1.200 

10 

2 

f^Tif£L 

1,600 

12 

2 

^x8^ 

1,80(1 

10 

2 

K2xgL^ 

2,400 

12 

2 

Hx^ 

2,900 

Mill  36  uses  round  bars  with  the  ends  bent  at  right  angles  and  driven  into 
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two  supporting  timbers  (see  Fig.  208).  Mills  65,  73  and  74  use  old  stamp 
stems  3  inches  in  diameter  and  11  feet  long.  Various  designs  have  been  made 
to  get  the  most  wear,  and  throw  away  the  least  material  when  the  bars  are  worn 
out.  A  thick  head  gives  metal  to  withstand  the  wear;  and  a  narrow,  deep 
web  gives  the  stren^h  to  resist  bending.  This  form  also  clears  itself  well, 
because  of  the  widening  space  below.  Special  forms,  designed  for  this  purpose, 
are  used  in  Mills  22,  28,  46,  47,  48,  61  and  92. 

Mill  61  has  a  grizzly  consisting  of  two  sets  of  bars,  one  following  the  other, 
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PIG.  208. — ^A  METHOD  OF 
SUPPORTING  ROUND 
GRIZZLY   BARS.  FIG.  209. 


FIG.  210.  FIG.  211.         FIG.  212. 

CROSS  SECTIONS  OF  SPECIAL  GRIZZLY  BARS. 


with  a  drop  of  2^  inches  from  the  end  of  the  first  set  to  the  beginning  of  the 
second.  The  upper  set  takes  the  hardest  wear  and  is  replaced  oftener  than  the 
lower  set.  The  special  narrowing  of  the  bar  and  widening  of  the  space  down 
the  slope  of  these  bars  is  to  make  them  clear  themselves.  Except  that  their  lower 
ends  are  supported  they  are,  in  every  sense,  finger  bars,  that  is^  bars  supported 


LM 
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FIG.  213. — ELEVATION  OF  GRIZZLY  MADE  OF  INVERTED  RAILS. 


only  at  the  upper  end  and  having  a  decreasing  width  of  bar  and  consequently 
an  increasing  width  of  space  toward  the  lower  end.^^ 

Mill  22,  also,  uses  two  sets  of  bars.  In  this  case  the  first  set  has  a  steeper 
slope  than  the  second.  The  bar  used  in  this  mill  has  a  heavy  head  supported  by 
a  deep,  narrow  web  below  (see  Fig.  209). 

Mills  46  and  48  use  a  spruce  timber  capped  with  a  square  iron  bar  (see  Fig. 
210).  When  the  iron  is  worn  out  the  timber  will  generally  be  worn  out  also. 
Mill  92  uses  a  wooden  bar  capped  with  half-round  iron  bolted  on  (see  Fig.  211). 
Mill  47  uses  cast  iron  bars  capped  with  steel  angle  irons  (see  Fig.  212).  The 
steel  wears  out,  but  the  iron  is  permanent.     Of  the  various  designs  seen  by 


SIZING  SCRBBNS, 


339 


the  author  this  probably  has  the  least  material  to  throw  away.  Mill  28  uses 
8-pound  iron  rails  with  the  flanges  up  (see  Fig.  213).  These  are  probably 
adopted  in  order  to  utilize  old  rails.  They  do  not  last  well,  and  they  rapidly 
wear  to  wider  spaces.    They  make  the  spaces  wider  at  the  bottom  than  at  the  top. 

Tabulated  data  of  grizzlies  in  the  mills  are  given  in  Table  185. 

Oravel  screens  are  inclined  flat  screens  for  coarse  sizing,  generally  made  of 
wire  cloth.  They  are  used  for  similar  work  to  grizzlies,  but  on  a  smaller  scale. 
They  are  often  portable  and  worked  by  shoveling  the  ore  upon  them  from  the 
front.  Oravel  screens  are  used  in  Mills  1,  2,  12,  14  and  54.  For  details  see 
Table  185. 


TABLB    185. — ^DIMENSIONS,    MATEBIAL    AND    LIFE    OF    GRIZZLIES    AND    GRAVEL 

SCREENS  IN  THE  MILLS. 
Abbreviatioiis.— Ftsfeet;  Hor.shorlsontal;  Iii.=incheB;  lb.=pouiid;  No.=number. 
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% 
6 

18 
14 


flS 

ao 

88 
84 
86 

88 
40 
48 
48 
44 


54 

m 

69 
61 
68 
64 
65 
68 
78 
78 
74 


84 


end 

ivy 


Slope. 


Degrees. 
46 

45 

Hor.  (d) 

80 

85 


Ft    In. 


Istpwrt,  88 
adpiurt,  161 

(fc)4 

46 

46 
18 
86 
About  40 
86 
45 
Oc)  80(d) 

(d) 
84 

9 

id) 
87 
87 


48 

Horisontal. 
84 
45 
46 

45 
(d)40 
(d)40 


(.,81 


Length 


Ft.    In. 


8 
18 

8    10 
4     6 


6 
6 

6     1 

18 

18 

8 

7 

8 

5 
18 

8     6 

4 
14 

7 


m 
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Width. 


t    \ 

1     7 

6 
6 
8 

4 

8     6 
8 
89 

1     4 
4 

4     6 
4     6 

4  9^1 

7     4H 
1     8 
6 
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4 
8 

8     4 
4 
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8     6 
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Bar. 


Width.      Depth. 


Inches. 


Mi  (wire) 
8 


1V4 


1 
1 


z^^^' 


»ttom. 


f^lron. 
wood. 


Inches. 


^(wlre) 


1 
8 
8 
6 

[    ^ 

14 


«» 

tH 


8 

9 
8 
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IMiron. 
8  wood. 


Space.  Seotian  of  Bar. 


Inches. 


Round. 


See  Fig.  909.... 

(8-lb.  rails,   ) 
(    flange  up.  i 


Rectangular.. 


!^ 


Round  bars... 
Rectangular. , 


Wire  cloth 

Wire  cloth 

Iron 

Wire  cloth 

Wrought  iron . 

Bars 

Bars 

Bars 

Wire  cloth 

Caat  iron 


Round 

Rectangular. . 
Rectangular .. 


See  Fig.  810..  ] 
See  Fig. 818..  I 


Rectangular 
See  Fig.  810..  { 


Rectangular. 
Rectangular... 
Rectangular.. 
Rectangular.. 

Round  

Rectangular.. 
Rectangular.. 

Round 

Round 


Rectangular ., 
Rectangular.. 

See  Fig.  811..  { 
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Wrought  Iron.. 

Steel 

CSast  steel 

CSast  steel 

Wood  capped  with 

iron 

Cast  iron  capped 

with  steel 


Wood  capped  with 
iron..! 


Wire  cloth 

Wrought  iron 

Chilled  cast  iron . 
Chilled  cast  iron. 

Wrought  iron 

Iron 

Old  stamp  stems 


Old  stamp  stems.. . 
Old  stamp 


Wrought  iron.. 


s  u 


(6) 
(ft) 
(6) 

(•) 
(e) 


Wood  capped  with 
I    iron I 


Picking  floor.    (6)  Picking  table,    (c)  Washing  table.    (d)Hand  picking  takes  place  on  this 

w.  T/)  Rolls,    ig)  Steam  stamp.  ^  (*)  "    *  —"-'-     '^  "^  *  —.-'«-    /.-n  tf.x.-^.t .„ 

'  ~   at  upper  end;  1  at  lower  end.    u 
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at  lower  end.   (r)  Log-washer  bin. 


ashing  table,  (d)  Hand  picking  takes 
I  No.  9  grisslj.  (0  No.  8  griszly.  (k) 
o)  Jig.  (p)  ifi  at  upper  end;  l}i  at  lov 
t)Mmbiii:    (^Dump.    (ii)gMon8gi 


vibrating 


lower  end.    (o)^atup 
griisUes;  lii<m  1 1 


Summary  of  Grizzlies  and  Oravel  Screens. — Of  the  grizzlies  that  simply 
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screen  the  ore,  among  the  30  whose  slopes  are  given,  twelve  slope  45',  five  slope 
from  35®  to  43**,  and  the  others  range  all  the  way  down  to  horizontal.  Some 
ores  will  slide  properly  at  35'*,  but  40°  or  45°  is  usually  preferred.  At  a 
steeper  slope  than  45°  the  ore  moves  too  fast  to  be  properly  screened;  at  less 
than  35°  the  ore  will  generally  have  to  be  raked  forward.  The  duties  of  the 
grizzlies  in  this  class  (without  hand  picking)  are  as  follows:  Twenty  relieve 
breakers,  eight  relieve  spalling  floors,  three  relieve  picking  tables,  two  relieve 
shipping  ore,  and  one  relieves  steam  stamps  of  fine  ore. 

The  grizzlies  that  are  used  for  hand  picking  combined  with  screening,  with 
one  exception,  range  in  slope  from  23°  to  32°.  At  these  angles  the  ore  does  not 
slide  automatically,  but  is  easily  raked  forward,  thus  facilitating  both  the  pick- 
ing and  the  delivery  to  the  next  machine.  In  one  case  the  grizzly  is  horizontal. 
The  duties  of  the  grizzlies  in  this  class  are  as  follows :  Six  relieve  breiJcers  and 
one  relieves  steam  stamps  of  fine  ore,  one  relieves  log  washers  and  one  relieves 
a  jig  of  coarse  ore,  and  one  serves  merely  to  remove  the  fines  in  order  to  facilitate 
the  work  of  the  pickers. 

A  satisfactory  size  of  grizzly  for  gold  mills  appears  to  be  about  4X12  feet 
In  the  mills  using  jigs  to  concentrate  ordinary  lead  or  copper  ores,  the  practice 
varies  greatly;  a  grizzly  6X12  feet  would  meet  the  largest  demand  recorded. 
The  grizzlies  used  for  the  native  copper  of  Lake  Superior  vary  from  5  to  8 
feet  in  width  and  from  7  to  14  feet  in  length.  Their  bars  are  all  made  to 
stand  very  heavy  work. 

Inspection  of  Table  186  shows  that  grizzly  bars  for  extra  heavy  work,  and 
having  wide  spaces,  are  made  of  chilled  cast  iron,  of  cast  steel,  of  wood  capped 
with  wrought  iron  or  steel,  and  cast  iron  capped  with  steel  angle  bars;  while 
grizzly  bars  for  lighter  work  and  smaller  spaces  are  of  fiat,  wrought  iron  or 
steel  bars,  on  edge. 

The  wear  upon  grizzlies  is  so  small  that  the  cost  per  ton  of  ore  is  insignificant. 
The  life  of  a  few  grizzlies  is  here  given:.  200,000  tons  ot  ore  in  Mill  13;  25,000 
tons  in  Mill  28;  3,675  tons  in  Mill  42;  200,000  tons  in  Mill  61;  18,000  tons 
wore  off  less  than  J  inch  from  3-inch  bars  in  Mill  62;  140,000  tons  in  Mill  64; 
"worn  but  little  in  10  years"  in  Mill  57;  lasted  10  year^  in  Mill  59;  5  years  in 
Mill  68. 

There  does  not  seem  to  be  much  need  of  the  grizzly  to  relieve  the  breaker  of 
the  fines,  for  it  is  everywhere  economy  to  have  a  breaker  of  greater  capacity  than 
the  mill.  A  grizzly  must  be  used,  however,  where  the  tendency  to  form  slimes 
is  to  be  avoided,  and  it  saves  some  wear  on  the  jaws.  Of  the  mills  using 
breakers,  stamps,  amalgamating  plates  and  vanners,  17  have  grizzlies  and  7 
have  not;  of  the  mills  using  rolls,  trommels  and  jigs,  15  have  grizzlies  and  18 
have  not;  of  the  mills  using  steam  stamps,  classifiers  and  jigs,  all  of  the  six 
described  use  grizzlies. 

§269.  Perforated  Plate  and  Wire  Cloth  Screens  for  Medium  and 
Pine  Work. — Mill  91  has  two  sets  of  stationary  sloping  screens  made  of  perfor- 
ated plates,  both  used  for  dry  screening.  The  coarse  set  is  about  the  same  as 
a  14-mesh  cloth  screen,  and  is  capable  of  screening  crushed  ore  and  the  re- 
crushed  oversize  to  the  extent  of  300  tons  of  undersize  per  hour.  Each  screen 
slopes  45°  and  has  a  net  perforated  surface  22  inches  long  and  16  inches  wide. 
One  inch  of  blank  margin  is  left  all  around  for  attaching  it  to  its  frame.  The 
screen  is  made  of  crucible  steel  0.03  inch  thick,  and  has  slots  0.5  inch  long  and 
0.06  inch  wide.  The  percentage  of  opening  is  17.62%.  Sand  to  be  screened  is 
fed  to  a  tier  of  four  screens,  placed  one  above  the  other,  but  sloping  opposite 
ways  (see  Fig.  214).  The  oversize  of  the  first  goes  to  the  second,  that  of  the 
second  to  the  third  and  so  on.  The  final  oversize  has,  therefore,  traversed  88 
inches  of  screen.    Three  tiers,  mounted  side  by  side,  12  screens  in  all,  make 
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a  bank.  Two  banks  are  placed  back  to  back  for  convenience.  Four  banks 
make  a  block,  which  are  boxed  in  dust  tight,  48  sieves  in  all.  There  are  5 
blocks,  making  a  total  of  240  screens  to  turn  out  300 
tons  of  undersize  per  hour,  about  equivalent  to  14- 
mesh  wire  cloth  in  size.     It  makes  200  tons  per  hour 

/^  of     oversize,  which  is  recrushed  and  returned  to  the 

\  screen. 

\.  Edifion  has  studied  the  trajectory  of  the  particle  on 

^  ^  these  screens  and  finds  that  vdth  slots  less  than  i  inch 
long,  the  particles  would  largely  fail  to  get  through 
the  holes.  This  ruled  out  horizontal  and  diagonal  slots. 
The  objection  to  placing  the  slots  in  line,  one  below  the 
other,  is  overcome  by  the  irregularity  of  the  path  of 
the  particle.  He  has  not  found  anything  to  be  gained 
by  staggering  the  slots,  which  weakens  the  plates. 

The  fine  set,  made  up  of  screens  with  slots  some- 
what coarser  than  SO-mesh  wire  cloth,  make  135  tons 
of  undersize  per  hour.  These  plates  are  of  0.02-inch 
crucible  steel  plate.  The  slots  are  0.5  inch  long,  0.02 
inch  wide.  The  spaces  both  ways  are  ^  inch,  making 
11.03%  of  opening.  Mr.  Edison  estimates  the  wear 
at  almost  nothing  after  screening  80,000  tons  of  per- 
fectly dry  ore.  He  finds  1%  of  moisture  in  the  ore 
multiplies  the  wear  by  about  seven. 

In  regard  to  the  thickness  of  plates  for  this  class 
of  screening,  he  prefers  thin  plates,  as  the  tendency 
to  blind  is  much  less  where  there  are  fewer  chances 
for  points  of  contact,  as  is  the  case  in  the  thin  plates. 
The  screens  of  thia  plant  have  never  shown  the  slightest 
indication  of  blinding. 
A  test  with  a  hand  screen  showed  that  85%  of  the  ore  that  was  fine  enough 
to  pass  through  the  mill  screens  did  so. 

The  author  understands  that  these  screens  have  recently  been  adopted  to  dis- 
place trommels  in  Mill  92. 

Stationary  sloping  screens  of  wire  cloth  are  used  in  the  rock  house  of  Mill 
13;  also  in  Mills  6  and  7.    The  details  of  those  in  Mill  13  are  as  follows: 
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214. — CROSS  SEC- 
TION THROUGH  A 
DOUBLE  BANK  OF 
EDISON  SCREENS. 
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Slope. 
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Width. 

Diameter  of 
wire. 

SlseofHole. 

Overaixe 
goes  to 

Undersiie 
goes  to 

9a 
85 

D.^ 

Feet 
18 

4 
4 
4 

Feet. 

8 

8 

Inches. 
0.8S9 
0.969 
0.8GO 
0.88 

Inches. 
0.75 
0.76 
0.75 
0.5 

No.SbGriBly 
Picking  table 
Acid  works.. 
Acid  works. . 

TronuneL 
Trommd. 

8 

4 

45 
45 

No.4  0risdy. 
TronuneL 

The  oversize  of  No.  2a  is  shoveled  upon  No.  26  in  order  to  remove  the  fines 
that  No.  %a  does  not  remove. 

BiDDLES  AND   VIBRATING    GRIZZLIES. 

§  270.  BiDDLES  are  shaking  screens  with  plane  surfaces.    They  may  have  less 
slope  than  fixed  plane  screens  because  the  motion  of  the  screen  is  transmitted 
to  the  ore,  conveying  the  oversize  toward  the  discharge  end.    Riddles  are  divisi- 
ble into  four  groups:  (a)  Shaking  screens,  which  have  an  endwise  or  sidewise  / 
motion  in  the  plane  of  the  screen,  or  nearly  so,  with  or  without  a  bump;  (6) 
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Pulsating  screens,  which  have  an  up  and  down  motion^  perpendicular,  or  nearly 
80,  to  the  plane  of  the  screen;  (c)  Gyrating  screens  with  a  circular  or  elliptical 
motion  in  the  plane  of  the  screen;  {d)  Gyrating  screens  with  motion  in  a 
vertical  plane  parallel  to  their  lengths.  The  screen  plates  or  cloths  of  all  ^eae 
classes  are  mounted  in  frames  of  wood  or  iron,  with  or  without  supporting  bars 
beneath  the  screen  as  may  be  needed. 

The  frames  of  the  shaking  screens  are  supported  from  suspending  rods  or 
chains  above,  and  their  slope  regulated  by  winding  or  unwinding  the  chains 
at  one  end,  holding  it  in  place  by  rachet  and  pawl ;  or  they  may  be  supported 
upon  toggles  or  wheels  below,  and  their  slope  varied  by  elevating  or  depressing 
the  supports  of  these  at  one  end,  by  screws  or  wedges.  The  frames  of  the  pulsat- 
ing screens  are  pulsated  by  eccentrics  below,  transmitting  power  through  springs, 
or  by  a  cam,  spring  and  bumping  post  above.  These  screens  move  in  guides. 
The  frames  of  gyrating  screens  are  supported  from  suspending  rods  or  by  conical 
or  spherical  wobblers  beneath,  and  the  slopes  regulatea  in  the  same  way  as  for 
shaking  screens.  Shaking,  pulsating  and  gyrating  screens  will  all  run  more 
smoothly,  and  will  shake  the  mill  less  if  they  have  counterpoises  to  balance  the 
shake. 

In  Mill  77  the  tailings  from  the  No.  1  Gilpin  County  bumping  tables  go  to 
flat  screens  attached  to  and  bumping  with  the  No.  2  bumping  tabled  120  times 
a  minute.  These  screens  slope  20°  and  are  made  of  dO-mesh  brass  wire,  the 
width  of  the  holes  being  0.016  inches  (0.38  mm.).  Their  undersize  is  treated 
on  the  No.  2  tables;  their  oversize  is  waste.  The  attempt  to  use  trommels  for 
this  work  was  a  failure,  on  account  of  the  chokage  and  of  excessive  wear  on  the 
screen.  Mill  86  uses  the  same  method,  with  40-mesh  brass  screen,  bumping  150 
times  a  minute,  the  oversize  of  this  screen  being  re-ground.  These  two  mills 
are  under  the  same  management. 

In  1895  the  Mayflower  mill  of  Idaho  Springs,  Colo.,  had  a  screen  with  end- 
wise throw,  having  6  feet  length  and  3  feet  width,  26**  slope,  suspended  by  rods, 
shaken  by  cam  and  gravity,  having  five  sieves  (2  mesh,  5  mesh,  10  mesh,  20 
mesh  and  40  mesh),  but  the  author  understands  it  has  since  been  given  up  for 
trommels. 

At  the  Philadelphia  and  Beading  Coal  and  Iron  Co.'s  coal  washer  in  Mahanoy 
City,  Penn.,  two  sets  of  end-shaking  screens  are  arranged  on  opposite  sides  of  a 
single  shaft  so  as  to  balance  one  another.  As  a  further  means  of  preventing 
jar  to  the  mill,  they  are  run  at  136  to  146  six-inch  throws  per  minute  instead 
of  the  200  throws  of  2  to  3  inches  recommended  by  Bittinger.  The  screens  are 
9  feet  long,  4  to  6  feet  wide,  with  a  slope  of  only  J  inch  per  foot  (4°  10'),  and 
do  excellent  work.  Three  screens  are  arranged  one  above  another  in  a  single 
frame.    The  holes  are  round  and  range  from  4^  inches  to  ^  inch  in  diameter. 

The  Sauer-Mayer  riddle  consists  of  three  screens  one  above  another  in  the 
same  frame,  which  is  suspended  from  above.  The  second  and  third  screens 
•slope  in  the  opposite  direction  from  the  first,  the  slope  in  each  case  being  10°. 
The  net  lengths  are  respectively  IJ,  2  and  IJ  meters,  the  width  ^  meter. 
Beneath  the  first  half  of  the  upper  screen  is  a  shelf  to  carry  the  undersize  to 
the  head  end  of  the  second  screen.  The  whole  apparatus  is  shaken  sidewise  at 
the  rate  of  180  to  200  throws  per  minute,  by  means  of  two  cranks  and  connect- 
ing rods.  When  using  screens  with  40,  20  and  10  mm.  holes  respectively  the 
length  of  the  throw  is  80  nmi.,  and  the  capacity  is  from  50,000  to  65,000  kilos 
(110,000  to  143,000  pounds)  of  coal  per  hour.'' 

The  Ferraris  shaking  screen^'^  is  set  horizontally  on  the  upper  ends  of  four 
laminated  beechwood  supports  on  each  side.  Driving  is  done  oy  an  adjustable 
eccentric  running  at  350  revolutions  a  minute  with  a  throw  of  26  to  32  mm. 
(1  to  1}  inches).    The  supports  slope  upward  and  backward  to  the  screen  frame 
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at  au  angle  of  about  65^  with  the  horizontal,  and  act  as  springs.  The  screen 
thus  receives  an  upward,  forward  motion  on  the  forward  stroke  and  a  downward, 
backward  motion  on  the  return  stroke,  which  causes  thje  ore  to  move  rapidly 
forward.  At  Monteponi,  Sardinia,  a  screen  frame  700  mm.  (27^  inches)  wide, 
and  4  m.  (13  feet  1  inch)  long  has  a  14-mm.  round  hole  screen  on  the  first  half 
of  its  length,  followed  by  20-  and  30-mm.  round  hole  screens.  Four  transverse 
spray  pipes  above  the  14-mm.  screen  assist  in  removing  the  fines.  The  ore 
finer  than  14  mm.  goes  to  another  screen,  having  5-,  7-  and  10-mm.  round  holes. 
When  run  in  the  usual  way  the  screen  does  not  work  well  for  ore  finer  than  6 
mm. ;  but  Sanna  has  designed  a  successful  modification  for  fines,  in  which  the 
screen  is  suspended  on  sloping  spring  rods  over  a  hopper-shaped  box  full  of 
water,  and  just  dips  into  the  water  on  each  backward  downward  stroke.  This 
keeps  the  holes  free,  but  the  immersion  must  be  only  very  slight  or  the  forward 
movement  of  the  ore  will  be  hindered.  Water  is  fed  to  the  hopper-box  con- 
stantly, to  supply  the  spigot  discharges,  and  the  level  is  maintained  by  a  con- 


FIG.  215. — COLUMBIAN  PULSATING  SCREEN  WITH   COVER  RAISED. 

stant  overflow.  With  this  arrangement  the  screen  is  said  to  work  without  diflB- 
culty  on  ore  as  fine  as  0.5  mm. 

These  screens  have  displaced  trommels  at  Monteponi  and  other  Sardinian 
plants;  and  at  the  former  place  3  m.  (9  feet  10  inches)  of  mill  height  was 
thereby  saved.  They  require  less  power  and  have  about  double  the  capacity  of 
trommels  1  m.  (39.4  inches)  in  diameter,  and  the  wear  is  so  slight  that  the 
screen  plates  at  Monteponi  have  not  needed  repairs  in  a  year. 

The  Columhian  pulsating  screen  (see  Fig.  215),  made  by  the  Jeffrey  Mfg. 
Co.,  is  a  wire  cloth  screen  A  mounted  in  a  wooden  frame  with  cross  bars  to 
support  the  screen,  and  set  at  a  slope  of  about  40°.  On  each  side  of  the  frame 
is  placed  a  hickory  spring  bar  B,  attached  at  its  ends  to  the  ends  C  of  the  screen 
frame.  The  eccentric  rods  D,  which  are  perpendicular  to  the  screen,  are  at- 
tached at  the  middle  of  these  hickory  bars.  The  screen  frame,  as  it  rises  and 
falls  with  the  eccentrics,  slides  in  guides  E,  the  amount  of  throw  being  limited 
by  eight  little  adjustable  buffers  F,  one  above  and  one  below  each  end  of  oacli 
spring  bar.  These  buffers  are  held  in  place  by  lock  nuts  0.  The  slope  of  the 
screen  can  be  varied  by  changing  the  positions  of  the  buffers ;  also  by  changing 
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the  positions  of  the  brackets  E  that  support  the  buffers.  The  slope  has  a 
marked  influence  on  the  undersize  product — the  steeper  the  slope  the  finer  will 
be  the  undersize.  This  fact  permits  the  use  of  a  screen  that  is  considerably 
coarser  than  the  desired  undersize,  the  advantage  being  that  the  coarser  screen 
is  more  durable. 

The  machine  is  made  with  a  screen  surface  measuring  6  feet  on  the  slope  and 
either  4,  6  or  8  feet  wide.  It  is  run  at  360  revolutions  per  minute,  the  usual 
length  of  throw  being  ^  inch.  A  Portland  cement  works  reports  that  30  tons 
are  screened  in  10  hours  through  cloth  with  40X50  mesh.  The  screen  lasts  6 
months,  and  the  machine  uses  5  horse  power.  A  hard-pebble  phosphate  mill 
reports  that  the  machine  has  10  to  15  times  the  life  of  a  round  or  hexagonal 
trommel,  and  will  screen  8,400  pounds  of  hard-pebble  phosphate  per  hour 
through  60  mesh. 

The  Coxe  gyrating  screen}'^  usually  has  four  sieves,  4  feet  wide,  6  feet  long, 
sloping  about  5°,  placed  one  above  another  in  a  box  made  of  cast  iron,  1  foot 
to  2  feet  deep  according  to  the  number  of  sieves.  Four  sieves  require  a  depth 
of  15  inches.  The  box  is  supported  at  the  four  comers  upon  rolling  pieces,  each 
in  the  form  of  two  obtuse  cones,  placed  base  to  base  (see  Pig.  216).  They  roll 
with  their  lower  apices  at  the  centers  of  discs  upon  the  supporting  frame. 
Upon  the  cones  and  attached  to  the  under  side  of  the  screening  box,  are  four 
other  discs  which  roll  upon  the  cones  and  complete  the  support  of  the  box. 

The  gyrating  crank  is  placed  beneath  the  sifting  box  on  a  short  vertical 
shaft,  and  for  coal  has  a  radius  of  about  2  inches,  and  a  counter  weight  to 
balance  the  centrifugal  force  of  the  screens.  The  screens,  when  used  for  dry 
screening,  make  1^5  gyrations  per  minute;  when  water  is  used,  a  higher  rate 
is  needed. 

The  capacity  of  this  screen  for  anthracite  coal  is  as  follows:  Pea  (on  f  inch) 
16,800  pounds  per  hour;  buckwheat  (on  f  inch)  12,000  pounds;  rice  (on  -f^ 
inch)  9,600  pounds;  barley  (on  ^  inch)  6,000  pounds  per  hour. 
Other  gyrating  screens  are  noticed  in  the  bibliography. 
In  comparing  the  different  riddles  with  each  other,  we  may  say  in  regard  to 
capacity  that  the  pulsating  screen  with  steep  slope  has  the  greatest  capacity. 
Next  follow  the  gyrating  screens  and  finally,  the  shaking  screems.  In  regard  to 
wear,  the  order  has  not  been  well  proved,  but  it  will  probably  be  the  same,  the 
pulsating  screen  having  the  least,  and  the  shaking  screen  the  most.  In  regard 
to  slope,  the  gyrating  screen  will  have  the  least  slope,  next  will  follow  the  shak- 
ing screens,  and  finally  the  pulsating  screen  with  its  steep  slope.  In  regard  to 
slime  making,  those  with  least  capacity  will  make  the  most  slimes.  In  regard 
to  expenditure  of  power  and  shaking  of  the  mill,  there  is  no  reason  in  principle, 
why  one  should  be  placed  before  another,  unless  some  special  design  may  give 
that  screen  an  advantage.  In  favor  of  the  gyrating  screen,  the  gentle  slope 
admits  of  placing  several  screens  under  one  another,  which  saves  mill  floor  and 
height.    The  gyrating  action  also  prevents  blinding  of  holes. 

ViJJBATiNO  Grizzlies  are  used  in  two  of  the  mills  (see  Table  185).  Mill  28 
has  a  grizzly  5  feet  1  inch  long  and  1  foot  7  inches  wide,  sloping  4®,  made  of 
8-pound  iron  rails  inverted.  It  is  fed  by  a  large  hopper  which  narrows  down 
to  a  discharge  opening  30X15  inches.  The  bars  are  held  upon  the  axles  of  two 
pairs  of  flang:ed  wheels,  which  roll  upon  supporting  rails.  This  grizzly  is  given 
a  6-inch  longitudinal  vibration  25  times  a  minute  by  means  of  a  crank  and  con- 
necting rod. 

Mill  42  has  little  grizzlies  24X30  inches,  sloping  30"*,  which  are  vibrated  by 
a  hammer  motion  like  that  of  a  Collom  jig  (see  Fig.  217),  the  lower  ends  of 
the  bars  making  200  one-inch  vertical  throws  per  minute.  As  the  double  ham- 
mer a  oscillates,  the  stirrup  d  is  raised  by  the  levers  h  and  c  alternately.    Both 
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of  these  grizzlies  have  small  size  and  gentle  slope  compared  with  the  stationary 
form. 

A  Briart  bar  screen  is  used  in  Mill  94.  Each  bar  is  supported  by  an  eccentric 
at  the  upper  end,  and  is  hung  on  a  swinging  support  at  the  lower  end.  The 
eccentrics  for  half  the  bars  are  set  at  180°  from  those  for  the  alternate  bars; 
and,  at  the  lower  ends  each  set  rests  on  its  own  cross  bar,  the  latter  being  sus- 
pended freely  by  links  at  the  side  of  the  screen.  Either  set  of  bars  has  an 
upward  forward  motion,  while  the  other  set  is  moving  backward  and  downward. 
As  the  screen  slopes  only  about  10  ^^  the  movement  of  the  ore  depends  wholly 
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on  the  conveying  action  of  the  bars.  The  object  of  this  device  is  to  prevent  a 
sudden  rush  of  ore;  and  in  coal  cleaning  plants  (where  it  is  chiefly  used)  the 
men  can  stand  in  front  of  it  on  the  picking  floor  without  danger.  In  Mill  94. 
it  serves  as  an  automatic  feeder  to  a  breaker. 


Bevolving  Scbsens. 

§271.  Bevolvikg  Sorbens  or  Trommels  may  be  divided  into  three  classes: 
(a)  Cylinders  and  prisms;  (6)  Cones  and  pyramids;  (c)  Spirals.  They  are 
designed  to  screen  ore  with  but  little  fall,  and  to  avoid  the  vibrations  caused  by 
shalong  screens.  This  is  made  possible  by  causing  the  particles  to  slide  by 
the  revolution  of  the  screen,  instead  of  by  the  steep  slope  or  the  shaking  move- 
ment used  in  other  forms.  When  the  ore  is  once  in  motion,  a  very  slight  slope 
in  the  direction  of  the  length  will  cause  it  to  move  forward.  The  achial  path 
of  a  particle  upon  the  surface  of  the  screen  is  in  the  form  of  a  screw  thread  or 
helix,  and  it  will  be  called  the  helical  path.  The  capacity  of  a  trommel  when 
doing  good  work  depends  upon  the  speed  with  which  it  can  separate  grains 
above  a  certain  size  from  those  below  that  size. 

In  the  use  of  trommels  there  are  two  practices.  One  seeks  the  minimum  fall 
by  using  a  very  gentle  slope,  and  to  remedy  the  consequent  thick  bank  of  ore 
by  increasing  the  length ;  but  the  result  is  that  the  thick  ore  bank  hinders  good 
screening,  there  is  increased  wear  on  the  screen,  and  more  power  is  required  for 
driving.  The  other  practice  seeks  for  more  individual  treatment  of  the  parti- 
cles by  using  steeper  slope.  Incidentally,  by  the  rapid  passage  of  ore,  and  the 
consequent  thin  bank  of  ore,  and  by  the  lightness  of  the  load  at  any  moment, 
it  obtains  increased  capacity,  diminishes  the  necessary  length  of  screen  and  the 
power  to  drive,  and  lessens  the  wear  on  the  screen. 
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The  dimensions  and  operation  of  tronunels  in  the  mills  are  shown  in  Tables 
186  and  193. 


TABLE    186. — ^DIMEKSIONS   AND   OPEBATION   OF   TBOMHELS. 

Abbr«vtotioi».— CsTwo  diameters  of  conical  trommelfl;  GlsBeveled  gears  at  lower  end;  nsGears  with 
idler  from  trommel  below:  In.=Inches:Iu=Qear8  with  idler  from  trommel  above;  L=Directly  connected 
to  losr-waaher  shaft;  Ubs.sFoands;  Pl=Pttlley  and  belt  at  lower  end;  Pu=:Pnlley  and  belt  at  upper  end;  81= 
Sproeket  at  lower  end  from  counter  shaft;  StlsSprocket  from  trommel  at  lower  end;  8tu=Sproeket  from 
trominel  at  upper  end;  Su=Sprocket  at  upper  end  from  counter  shaft 
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(a)  Lenffths  of  conical  trommels  are  measured  on  the  slope,  (b)  The  first  two  tronunels  In  this  mill  are 
given  in  Table  106.  (c)  A  cone  followed  by  a  cylinder,  (d)  This  screen  is  in  three  sections  (tandem),  each  with 
different  siae  of  holes.  («)  Sampler.  (/)  Side  or  radii  of  hexagonal  prism,  (g)  Side  or  radii  of  hexagonal 
pyiainid. 
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Table  186  shows  that  there  are,  in  the  mills  visited  by  the  author,  143  cylinders, 
14  cones,  1  cone  and  cylinder  combined,  1  hexagonal  prism,  and  1  hexagonal 
pyramid,  in  a  total  of  160;  from  which  it  appears  that  cylindrical  trommels 
meet  with  far  more  favor  than  any  other  form.  They  will  therefore  be  disciiBsed 
first. 

§  272.  A  Ctlindbical  Trommel  consists  of  a  sloping  shaft  mounted  upon 
boxes,  and  driven  generally  at  the  lower  end  (see  Figs.  218  and  219).    On  the 


PIQ.  218. — K  SERIES  OF  TROMMELS  DRIVEN  BY  TOOTHED  GEARS. 


PIG.  219. — SHEET  IRON  TROMMEL  HOUSING. 

shaft  are  two  or  more  spiders  with  radial  spokes,  to  the  ends  of  which  is  attached 
the  screen  plate  or  wire  cloth  wrapping  around  the  spiders  in  cylindrical  form. 
At  the  upper  end  of  the  cylinder  is  a  short  receiving  cone  of  plate  iron  to  pre- 
vent ore  from  backing  out  of  the  feed  end.  To  catch  the  undersize,  there  is 
beneath  the  trommel,  a  casing  of  wood  or  iron,  with  either  a  semi-circular  or  a 
V-shaped  cross  section,  and  having  its  sides  extended  vertically  somewhat  above 
the  axis  of  the  trommel.  The  casing  is  so  constructed  that  it  delivers  the  under- 
size, which  passes  through  the  screen,  in  a  spout  near  the  lower  end,  and  the 
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oversize  in  a  second  spout  at  the  lower  end.     A  dividing  partition  prevents 
these  products  from  mixing.     The  casing  has  a  steeper  slope  than  the  trommel. 
The  dimensions  and  adjustments  of  trommels  deserve  special  study. 
The  Diameter  of  the  cylinders  in  the  mills  visited  varies  from  20  to  48 
inches.    Of  the  135  diameters  of  cylindrical  trommels  recorded  in  Table  186, 
six  are  less  than  30  inches ;  18  are  30  inches ;  8  are  32  or  34  inches ;  92  are  36 
inches,  and  11  are  more  than  36  inches,  showing  36  inches  to  be  the  favorite 
diameter.    The  number  of  revolutions  per  minute  and  other  factors  being  the 
same,  the  larger  the  diameter  of  the  trommel  the  wider  and  shallower  will  be 
the  bank  of  ore,  and  consequently  the  better  will  be  the  screening;  but  the   \ 
greater  will  be  the  tendency  to  blind  up  the  holes,  due  to  increased  centrifugal    \ 
force. 

The  Length  of  the  cylinders  varies,  in  the  mills  visited,  from  34  to  168 
inches.  Of  the  140  lengths  of  cylinders  recorded,  17  are  from  34  to  64  inches; . 
31  are  60  inches;  8  are  from  63  to  69  inches;  35  are  72  inches;  10  are  from  80 
to  84  inches;  14  are  from  90  to  100^  inches;  11  are  from  103  to  108  inches;  4 
are  120  inches;  and  10  are  from  123  to  168  inches,  showing  that  5  and  6  feet 
are  favorite  lengths,  but  that  there  is  a  considerable  number  up  to  9  or  10 
feet,  and  also  below  5  feet  in  length.  The  trommel  must  be  long  enough  to 
insure  each  particle  a  reasonable  number  of  chances  to  pass  through  a  hole. 
Evidently  the  deeper  the  ore  bank  the  longer  the  trommel  must  be;  but  if  the 
bank  is  too  deep  good  screening  is  impossible.  It  is  also  aflEected  by  the  size  of 
the  ore:  the  greater  the  proportion  of  undersize  that  is  nearly  as  large  as  the 
screen  holes  the  more  diflBcult  is  the  separation  and  therefore  the  longer  should 
the  trommel  be.  In  the  No.  1  trommel  of  Mill  23,  which  is  very  long  (9  feet), 
the  fines  are  well  enough  removed  in  the  first  half  so  that  the  undersize  of  the 
second  half  is  sent  directly  to  a  jig,  while  that  of  the  first  half  goes  to  the  next 
trommel.    The  holes  are  7  mm.  in  diameter  in  both  halves. 

The  SLOPig  is  ^  rx\€\p\  ^rrlp/^^ny^f  ffi^fnr  f»p  it  ^«^yg^ly  «ffpf^<-«  both  th_e  capacity 
oflhe  troyriniPi  nj^^  f^^  T^°Vfy  ^f  thfi  pT^f^^ii<^|^g  Other  things  being  t&e  same, 
the  steeper  ike  slope  the  more  rapid  will  be  the  passage  through,  the  shallower 
will  be  the  bank  of  ore,  the  more  nearly  will  individual  treatment  of  the  particles 
be  secured,  and  in  consequence  the  greater  will  be  the  capacity.  Obviously  the 
slope  cannot  be  increased  to  advantage  indefinitely,  because  at  45°  a  flat  screen. 
works  freely  (when  run  dry),  and  the  flat  screen  uses  the  whole  area  while} 
the  trommel  uses  only  a  narrow  band  of  screen  plate  tit  one  time.  ' 

The  practice  is  as  follows:  12  trommels  slope  from  1°  5'  to  2**;  18  slope 
from  2**  1'  to  3** ;  23  slope  from  3^  1'  to  4° ;  38  slope  from  4*^  1'  to  5° ;  11  slope 
from  5**  V  to  6°;  9;  slope  from  7*"  to  8**  30';  16  slope  from  9  to  lO*";  and  2 
slope  14°  and  22°  35'  respectively.  Stated  in  inches  per  foot:  4  trommels  slope 
about  i  inch  per  foot;  18  about  i  inch;  32  about  J  inch;  36  about  1  inch;  11 
about  1\  inches;  8  about  li  inches;  1  about  If  inches;  16  about  2  inches;  1 
about  3  inches;  and  1  about  5  inches  per  foot. 

Revolutions  range  from  8  to  30  per  minute,  16  to  20  being;  most  common ; 
4  tronmiels  make  from  8  to  10  revolutions  per  minute;  19  make  12  to  15 J"  revo- 
lutions; 64  make  16  to  20  revolutions;  26  make  20^  to  25  revolutions;  and  22 
make  26  to  30  revolutions  per  minute. 

Increase  of  revolutions  within  certain  limits  increases  speed  of  conveying  the 
particles  through  the  trommel,  which  thins  the  ore  banks  and  thereby  improves 
screening.  This  speed  is  dependent  on  two  facts:  (a)  The  particle  is  carried 
up  the  side  of  the  trommel  and  rolls  down  to  a  point  nearer  the  lower  end  of 
the  trommel  than  that  at  which  it  started,  its  path  in  space  having  the  form  of  a 
saw  tooth;  (6)  Centrifugal  force  makes  the  ore  cling  to  the  side  and  carries  it 
higher,  but  makes  the  angle  of  the  saw  tooth,  or  pitch  angle  of  the  helical  path. 
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narrower.  The  more  rapid  revolution,  then,  loses  on  conveying  speed  by  dimin- 
ishing the  pitch  angle,  but  gains  more  than  it  loses,  by  the  increased  number  of 
saw  teeth  in  its  path  per  minute.  This  increase  of  speed  of  conveying  the  ore 
through  the  trommel  goes  on  with  increased  revolutions  until  that  speed  is 
reached  at  which  the  ore  will  be  carried  over  by  centrifugal  force,  and  when  this 
speed  is  attained  conveying  power  is  at  an  end.  Another  fact,  however,  com- 
pletely vetoes  this  use  of  rapid  revolutions  for  gaining  speed  of  screening,  and 
that  is  the  fact  that  as  centrifugal  force  increases  it  tends  to  blind  the  holes 
of  the  screen,  and  this  hindrance  is  so  serious  that  it  condemns  altogether  the 
seeking  of  great  capacity  by  high  speed  of  revolutions;  20  revolutions  for  a 
36-inch  trommel  is  as  fast  as  should  be  reconmiended.  In  Mill  35,  trommels  36 
inches  in  diameter  were  run  at  24  revolutions,  which  proved  to  be  too  fast.  In 
the  opinion  of  the  manager  18  revolutions  would  have  been  right. 

§  273.  The  construction  of  tronmiels  and  details  of  the  screens  are  given  in 
Tables  187  and  188. 

TABLE    187. — CONSTRUCTION    OP    TROMMELS;    AND    MATERIAL    OF    THE    SCREENS. 

Abttreriatlons.— AcsHubs  are  cast  on  to  wrought  Iron  spider  arms;  Ar.sFlat  wrought  iron  spider  anna 
«re  rireted  to  bosses  on  the  hubs;  As.=:Spider  arms  are  screwed  into  the  hubs,  and  held  iu  place  by  lock  nuts; 
Alh.s Shoulders  on  ends  of  spider  arms  to  carry  the  bands,  see  §  975;  Bb.=:  Wrought  iron  bands  are  bolted  to 
the  T  ends  of  the  spider  arms;  Dr. = Wrought  iron  bands  are  riveted  to  the  T  ends  of  the  spider  arms;  H.= 
An  outside  wrought  iron  hoop  at  each  spider,  drawn  together  by  tightening  bolts;  In. = Inches:  P. = Punched 
plate;  Pc.=:Cast  iron  plate;  Pf.=Punched  tlange  iron  plate;  Pi.==Punched  iron  plate;  Ps.sPuncbed  steel 
plate;  Sbb.s8creens  are  bolted  to  the  wrought  iron  bands;  SbtsSoreens  are  bolted  to  the  T  ends  of  the  spider 
arms:  Sf.=Screens  are  held  in  segraontol  wrought  iron  frames  that  are  carried  by  the  spiders;  Srb.=:Screens 
are  riTeted  to  the  wrought  iron  bands;  W.= wire  cloth;  Wb.=Brass  wire  cloth;  Ws.=8teel  wire  doth. 
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TABLE   187. — CONSTRUCTION   OF  TROMMELS;  AND  MATERIAL  OF  THE  SCREENS. — 

Conclicded. 
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(a)  Screeo  and  bond  riveted  together  to  T  ends  of  arms,  (d)  Friction  roller  support  at  one  end,  see  Fig.  890. 
(e)  Cams  and  hammers,  see  1 880.    (I;)  The  first  two  trommels  in  this  mill  are  giren  in  TSble  198.    («)  Sampler. 

Shafts  are  made  of  wrought  iron  or  mild  steel,  and  Table  186  shows  a 
range  of  diameter  from  1|  to  3|  inches,  according  to  size  of  trommel.  A  2i-inch 
shaft  is  satisfactory  for  a  30-inch  trommel,  60  inches  long;  and  a  3-inch 
shaft  is  satisfactory  for  a  36-inch  trommel,  72  inches  long.  Mill  22  reports 
that  a  2^-inch  shaft  proved  too  light  for  a  36  X  96-inch  trommel,  and  that  a 
3-inch  shaft  proved  satisfactory.  Mill  5  uses  a  4i-inch  shaft  for  a  conical 
trommel  with  42-inch  and  60-inch  diameters  and  40-inch  length.    This  large 


FIG.   220. — ^A   TROMMEL   WITHOUT    INTERNAL   SHAFT. 
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size  is  needed  because  the  trommel  is  supported  at  one  end  only  (see  Q,  Fig. 
1916). 
Very  heavy  trommels,  using  cast  iron  screen  plates  are  sometimes  mounted 
with  friction  rollers  at  the  upper  end  and  a  gudgeon  at 
the  lower  end  (see  Fig.  220).  In  the  sides  of  the  gud- 
geon are  large  holes  to  let  the  oversize  fall  out  No. 
1  trommel  in  Mill  26  is  an  instance  of  this. 

The  Spidebs  are  generally  attached  to  the  shaft  by 
key  and  set  screw,  the  key  being  desirable  to  guarantee 
the  exact  position  of  the  spider  on  the  shaft.  The 
arms,  which  are  generally  of  round  iron,  are  attached 
to  the  hubs,  in  75  of  the  trommels  shown  in  Table  187, 
by  screwing  them  into  bosses  on  the  hubs  and  holding 
them  in  place  by  lock  nuts  (see  Fig.  221) ;  and  in  13 
trommels  by  casting  the  hubs  on  the  wrought  iron 
arms.  The  ends  of  these  arms  are  usually  provided 
with  T  pieces  welded  to  them.  In  3  trommels  the 
arms  are  attached  by  riveting  flat  iron  arms  to  flat 
bosses  cast  on  the  hubs.  The  outer  ends  of  these  flat 
arms  are  bent  at  right  angles  to  give  a  support  for 
the  screen. 

The  number  of  spiders  is  from  1  to  5,  depending 
on  the  length  of  the  trommel:  1  trommel  has  one;  10 
have  two;  56  have  three;  18  have  four;  and  7  have 
five  spiders.  A  spider  has  from  3  to  6  arms,  generally  4.  The  argument  for 
numerous  arms  is  that  they  will  make  a  more  perfect  cylinder;  the  argument 
for  a  small  number  is  that  with  fewer  arms  to  wear  out  the  cost  of  repairs  is 

'  88. 

The  distance  between  spiders  should  depend  on  the  strength  of  the  screen 
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TABLE    188.- 

— UFB, 

COST  xiSD  DETAILS  OF  TROMMEL  SCREENS. — Concluded, 
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(o)  6.4 
(a)   2.8 
(a)    1.5 
(a)  86.4 
(o)      .04 
(a)      .81 
(a)      .58 
(a)      .85 
6 

8.6 
8 

Mm 
60.8 
81.7 
16.0 
7.0 
4.8 
4.8 
15.0 
81.7 
7.0 
60.8 
78 
96.4 
50.8 
14.8 
7.0 
34.0 
19.7 
7.0 
6.4 
6.4 

60 
44 

39 
86 
96 
96 
82 
44 
86 
60 
60 
89 
60 
89 
90 
80 
98 
29 
20 
90 

168 
84 
66 
66 

14 

16.9 
18.7 
10.8 
8.8 
4.4 
8.8 
(r)8.8 

(6)81.8. 

.(r)8.8 

18 
8 
6 
8.6 

«9 

49 
49 
49 
68 
40 
98 
168 
119 

70 

si69!a6' 

40.60 
45.65 

8.6 
(r)J«.l 

6 

4 
8 

(018.7- 
10 

8 

8 

6 

4 

8 

8.5 
10 
16 
86 

8 

6 

7 

8.6 

6 

8.6 

8 
18 

8 

6 

6 

8 

6 

7.9 
18.7 

8.8 

6.1 
16 
11 
18 

7 

9 

8 

6 

8 
10 

9 

6 

8 

8.6 
18.7 

7.9 

6.1 

8.8 
96.4 
86.4 
18.7 

\ 

8 

1.6 

8.6 

41.00 

e9 

41.00 

.... 

.... 

.... 

15.0 
0.5 
0.4 

>5)95.4 
12.7 
19.7 

■(irV85:4" 

... 

15.9 
88.8 

0.4 
11.1 
14.8 

,!:t 

86 
41 
80 
90 
18 
10 
14 
18 

(fc)190 

(A)  150 

(/t)240 

49-50 

42-66 

84-118 

150 

150 

"iiioo' 

600 

80 

49 

iiii 

49 
866 
60 

81 

8 
(6)76.8 
(6)88.1 

.. .. 

18 

8    • 

7.9 

.... 

.... 

98 
40 
20 
96 
168 
40 
66 

63.5 

000 

9S 

.... 

.... 

(rVia.'f* 

0 

6.6 

8 

Vr)i8.*7" 
(r)6.4J 

.... 

.... 

80 
85 
96 
86 

.... 

.... 

8: 

.«■• 

*• . . 

•  •  •  • 

.... 

... 

.... 

84 

.... 

.  •* . 

» 1 
"1 

9 

6 

.... 

.... 

.... 

.  •*  • 

.... 

.... 

... . 

(r)  12.7 

(fc)120 
(fc)l90 
(/019C 

.... 

.... 

. .  • . 

VftVio.'i" 

.... 

35 

85.4 
16.0 
7.0 
6.4 

86 
80 
86 
80 

&1 
84 
66 
48 
81 

9.00 
0.00 
0.00 
0.00 
0.00 

(r)38.1 

63.5 

8.8 

8C 

3.2 
9.5 

47 
86 

18.7 
7.9 
6.1 

.... 

.... 

.... 



93 

.... 

...  ... 



1.6 
.04 
.81 
.58 

1.60 
1.06 
.85 
.60 
0.9 
5.0 
8.6 

80 
60 
40 
95 
30 
89 
98 

87 

**** 

.... 

(A)  960 
(;i)960 
(fc)96(> 

::::::::•( 



.... 



(a^Sauare  hnles;  those  not  designated  are  round.  (6)  Breaker  set  for  this  size;  there  are  undoubtedly 
DA  famr  pieces,  (c)  The  flrst  two  trommels  In  this  mill  are  given  in  Table  108.  (d)  Include  cost  of  put- 
ting oo.  (e)  0.4  mm.  to 90  mesh.  Screen  varied  to  suit  customers.  (/)  Sampler,  ig)  Width  of  grizzly  spaces; 
looger  tlat  pieces  may  pass  through  the  grizzly,  (h)  Approximately,  (r)  Rolls  set  for  this  Biie;  there  are 
andonbtedly  some  larger  piecea. 


plate  or  cloth,  and  the  weight  of  ore  carried  at  one  time, 
millfl  are: 


The  distances  in  the 
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Plato  Screens, 
Number  of 
Trommela 

Wire  Cloth 
Screens.  Num- 
ber of  Trom- 
mels. 

Spaces. 

Plato  Screens. 
Number  of 
Troimnels. 

Wire  Cloth 
Screens.   Num- 
ber of  Trom- 
mels. 

Spaces. 

8 
9 

Inches. 
90 
94 
80 
88 
88 
84 
86 

10 
8 

10 

1 
1 
1 

Inches. 
40 
41 
48 
60 
68 
68 

8 
14 

1 

8 
2 
8 

a 

9 

For  plate  screens  the  most  common  distance  is  36  inches,  but  for  wire  cloth 
screens  it  is  only  30  inches.  It  is  necessary  to  have  the  spiders  nearer  together 
for  cloth  screens  on  account  of  the  flexibility  of  the  cloth.  At  the  Rapid  City 
Chlorination  Works,  where  the  trommels  were  covered  with  16-mesh  wire  cloth, 
the  weight  of  the  ore  caused  the  cloth  to  sag  between  the  spiders,  and  this  con- 
stant bending  back  and  forth  broke  the  screen." 

§  274.  Material  fob  Screens. — The  screening  surface  or  screen  proper  is 
made  of  various  materials:  77  trommels  use  steel  plate;  6  wrought  iron  plate; 
4  flange  iron  plate;  4  cast  iron;  and  22  plate  (kind  not  named) ;  while  30  use 
steel  wift  cloth;  9  brass  wire  cloth;  and  4  wire  cloth  (kind  not  named);  a 
total  of  113  plate  screens  and  43  wire  cloth  screens.  From  this  list  it  is  evi- 
dent that  plate  is  preferred  to  wire^  and  that  steel  predominates  over  other 
material  for  both  plate  and  wire. 

In  regard  to  the  relative  advantages  of  punched  plate  and  wire  cloth,  the 
following  notes  embody  the  experience  of  various  mill  men  and  other  authori- 
ties. Plate  lasts  longer  than  cloth  (Mills  16,  17,  32,  86  and  93),  and  gener- 
ally costs  less  per  ton  of  ore  screened  (Mill  86),  though  occasionally  it  is 
more  expensive  on  account  of  high  freight  charges,  due  to  its  greater  weight. 
It  is  stronger  and  therefore  less  liable  to  breakage  than  cloth  (Mill  84),  and  it 
is  more  easily  repaired  when  broken.  In  wire  screens  the  size  of  the  holes  is 
not  increased  so  much  before  wearing  out  as  in  the  case  of  plate,  and  therefore 
there  is  less  variation  in  the  screen  products;  but  ordinary  cloth  has  the  dis- 
advantage that  the  wires  are  liable  to  spread  and  leave  the  holes  very  irregular 
in  size.  This  difficulty,  however,  is  overcome  by  the  **double  crimped"  cloth 
such  as  is  made  by  the  W.  S.  Tyler  Co.  This  "double  crimped"  cloth  has  been 
found  to  wear  about  twice  as  long  as  '^single  crimped"  at  Mill  20.  Wire  cloth 
generally  has  a  larger  percentage  of  opening  and  therefore  somewhat  greater 
capacity  than  punched  plate.  It  however  has  the  disadvantage  that  the  round 
section  of  the  wire  makes  the  holes  taper  downward,  and  this  with  the  square 
shape  of  the  holes  and  the  uneven  surface  of  the  cloth  tends  to  blind  up  the 
screen,  especially  when  there  is  considerable  fibre  and  chips  (Mills  32,  38  and 
86).  Mill  86  discarded  wire  screens  for  mine  ore  on  account  of  chips  and 
fibre,  but  uses.it  for  reground  middlings  on  account  of  the  smaller  variation 
in  the  size  of  holes  by  wear.  Cloth  is  more  liable  to  break  before  wearing  out 
than  plate,  because  its  flexibility  permits  it  to  bend  more. 

The  corroding  agents  which  call  for  a  special  metal  are  sulphuric  acid  in 
iron  pyrites  mines,  and  copper  sulphate  in  mines  carrying  copper  sulphides. 
Carbonic  acid  may  be  a  source  of  trouble,  but  it  is  not  so  powerful  an  agent  of 
destruction  as  the  other  two  substances.  Copper  and  its  alloys  are  the  best 
materials  for  overcoming  these  difficulties.  Kunhardt®  says  that,  for  plate 
screens  with  holes  finer  than  2  mm.,  copper  is  better  than  iron;  the  former 
wears  by  abrading  only,  the  latter  by  abrading  and  corroding.  At  Clausthal, 
in  one  case,  copper  cost  1.8  times  as  much  as  iron,  but  lasted  2.4  times  as  long, 
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12  months  and  5  months  being  their  respective  lives.  Mill  20  uses  brass  cloth 
for  all  sizes,  steel  plate  and  cloth  having  both  been  discarded  in  favor  of  this. 
The  life  is  much  longer,  owing  to  acid  water,  and  the  freight  is  less,  owing  to 
the  lightness  of  the  doth. 

The  W.  S.  Tyler  Co.  recommend  phosphor  bronze  cloth  as  being  more  durable 
than  copper  or  brass  for  use  with  acid  water,  etc.  Harrington  &  King  recom- 
mend manganese  bronze  for  plate  screens. 

§  275.  Attachment  of  Screens. — The  screen  plate  or  cloth  is  attached  to 
the  T  ends  or  bent  ends  of  the  spider  arms  in  a  variety  of  ways.  In  33  trom- 
mels wrought  iron  tires  are  riveted  to  the  T  ends,  and  the  plate  or  cloth 
wrapped  around  these  tires  and  held  by  tightening  hoops,  to  the  ends  of  which 
lugs  are  riveted  for  the  insertion  of  draw  bolts;  and  in  11  others  this  same 
method  is  used  without  the  inside  tires.  Fig.  222  shows  the  latter  method. 
The  lugs  and  draw  bolts  are  shown  in  Fig.  223.  In  7  trommels  the  tires  are 
riveted  or  bolted  to  the  T  ends,  and  the  screens  are  bolted  to  these  tires,  in 
addition  to  having  the  outside  tightening  hoops ;  while  in  7  other  cases  they  are 


FIG.  223. — ^DETAIL  OP 
A  HOOP  TIOHTENBR 
FOR  A  TBOMMBL. 


FIG.  222. — ^ATTACHMENT  OF  TBOMMBL 
SCREEN. 


riveted  to  the  tires  and  do  not  have  the  tightening  hoops.  In  12  trommels 
the  screen  is  bolted  directly  to  the  T  ends,  and  also  has  the  tightening  hoops ; 
while  in  5  others  it  is  bolted  to  the  T  ends  without  the  tightening  hoops;  and 
in  5  cases  the  tire  is  put  on  outside  the  screen  and  the  two  are  riveted  together 
to  the  T  ends.  Six  trommels  in  one  mill  (Mill  27)  have  the  ends  of  the  spider 
arms  swaged  down  to  a  smaller  diameter,  making  little  shoulders  upon  which 
the  inside  tires  rest,  and  the  screen  plates  are  bolted  to  these  tires.  Another 
method  is  to  have  heavy  spider  arms,  to  which  the  screen  is  attached  by  large 
square-headed  screws,  which  enter  the  arms  radially.  Finally,  3  trommels 
carry  wrought  iron  frames  in  quadrants,  into  which  the  screen  plates  are  bolted. 

In  Mill  24,  No.  2  trommel  has  four  supporting  rods  running  lengthwise 
from  the  tire  of  the  first  spider  to  that  of  the  last.  They  are  riveted  by  T 
ends  to  the  end  tires  midway  between  the  spokes  and  are  bolted  to  the  inter- 
mediate tires.  They  modify  screening  by  lifting  the  bank  of  ore  and  dlowing 
it  to  fall  again.     They  also  add  something  to  the  stiffness  of  the  trommel. 

The  inside  tires  and  even  the  T  ends  bolted  direct  to  the  screen  plate,  although 
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they  seem  to  be  much  favored,  are,  in  the  opinion  of  the  author,  very  harmful 
in  several  ways.  They  cause  a  heaping  up  of  the  ore  just  above  the  tire, 
which  hinders  good  screening,  increases  wear  of  the  screen  plate,  increases  the 
constant  load  of  the  trommel  and  therefore  the  power  to  drive  it,  increases  the 
abrasion  of  the  particles  and  the  formation  of  slimes.  If  it  were  not  for  the 
clumsiness  of  the  method  by  gudgeon  and  friction  rollers,  its  ability  to  obviate 
the  above  difSculty  by  the  omission  of  spiders  and  inside  tires,  would  be  a 
strong  argument  for  its  adoption. 

In  Mill  84,  No.  1  trommel  has  holes  6X8  inches  in  the  last  foot  of  its  length, 
through  which  the  oversize  is  discharged  and  the  wear  on  the  last  spider  saved. 

For  large  trommels  Eraser  &  Chalmers  use  channel  irons  on  the  ends  of  the 
spider  arms.  These  channels  are  placed  parallel  to  the  shaft,  with  flanges 
turned  inward,  and  with  perforations  for  the  arms  of  the  spiders.  They  are 
held  in  place  by  two  nuts,  one  outside  and  one  inside,  and  furnish  bases  to 
which  segments  of  screen  cloth  can  be  bolted  edge  to  edge. 

Screens  are  generally  put  on  with  lap  joints,  except  in  the  case  of  very  thick 
plates,  and  then  butt  joints  are  used,  with  or  without  fish  plates.  In  Mill  40 
the  first  trommel  has  4  punched  steel  plates,  ^  inch  thick,  2  lengthwise  and  2 
to  the  circumference.  They  are  put  on  wilJi  butt  joints,  and  where  the  four 
comers  join  they  are  united  by  inside  and  outside  fish  plates,  16  inches  long,  3 
inches  wide  and  i  inch  thick,  each  fastened  by  eight  ^-inch  bolts.  The  ends 
are  also  attached  with  fish  plates.  The  spider  arms  have  T  ends,  which  are 
attached  to  the  screen  by  two  bolts  each.  For  screen  plates  that  are  sufSciently 
flexible,  one  segment  of  plate  is  used  to  the  circle. 

Wear  of  Screens — ^The  plates  of  many  trommels  are  regulated  according  to 
wear:  the  first  half  wears  out  faster  than  the  second  half,  and  a  party  worn         I 
second  half  may  be  put  with  a  new  first  half,  thus  getting  a  little  more  wear  out 
of  the  screen.    In  No.  3  trommel  of  Mill  27  the  plan  was  tried  of  having  a         I 
first  plate  41  inches  long,  followed  by  a  second  32  inches  long  with  the  idea         I 
that  when  the  first  plate  was  worn  out  at  its  receiving  end  it  could  be  trimmed 
and  used  as  a  second  plate,  but  the  first  plate  was  found  to  wear  at  its  receiv- 
ing end  by  the  blow  and  at  the  lower  end  by  interference  due  to  the  spider  and 
inside  tire,  and  so  the  scheme  was  abandoned.  I 

A  short  length  of  unperforated  plate,  called  a  "dead  plate,*'  is  frequently  | 
placed  at  the  upper  end  of  the  trommel  to  receive  the  excessive  wear  due  to  the  | 
tail  of  the  ore  into  the  trommel.  I 

To  patch  broken  screens.  Mill  22  uses  short,  diagonal  binders,  one  inside  and  i 
one  outside,  connected  by  bolts  at  the  ends. 

§  276.  Driving  Mechanism. — ^The  following  summary  from  Table  186  shows 
the  different  methods  of  driving  trommels,  and  the  number  of  instances  of  the 
different  methods  in  the  mills  visited:  29  tronmiels  are  driven  by  pulley  and 
belt  at  the  lower  end,  1  by  pulley  and  belt  at  the  upper  end,  29  by  beveled 
gears  at  the  lower  end,  12  by  gears  with  idler  from  the  trommel  below,  11  by 
gears  with  idler  from  the  trommel  above,  17  by  chain  and  sprocket  at  the  lower 
end  from  a  counter  shaft,  2  by  chain  and  sprocket  at  the  upper  end  from  a 
counter  shaft,  4  by  chain  and  sprocket  from  the  trommel  below,  2  by  chain 
and  sprocket  from  the  trommel  above,  and  1  is  directly  connected  to  a  log 
washer  shaft.  This  list  shows  that  driving  with  beveled  gears  and  driving 
with  direct  pulley  are  about  equally  common.  The  use  of  beveled  gears 
has  the  advantage  of  belting  to  a  horizontal  shaft,  and  is  probably  cheaper 
in  the  end  than  the  complications  arising  from  sloping  counter  shafts  and 
direct  pulleys.  A  number  of  trommels,  also,  are  driven  by  sprocket  chains.  At 
Mill  27  half  of  all  the  stops  were  caused  by  the  sprocket  and  chain  drive  of  the 
trommels  getting  out.  of  order,  but  this  niay  have  been  due  to  weak  chains  or 
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sprockets.  At  a  number  of  cement  mills  in  Pennsylvania  the  sprocket  drive 
is  very  successfully  used  and  gives  no  trouble. 

Three  trommels  in  a  row  may  be  driven  at  the  lower  end  of  the  middle  one, 
the  other  two  connected  to  it  by  gears  and  idler,  or  they  may  be  driven  indi- 
vidually. Individual  trommels  are  a  little  more  independent  and  therefore 
easier  to  repair  and  handle,  and  their  first  cost  is  about  the  same  as  where  the 
gears  and  idler  are  used.  This  arrangement  would  seem  to  be  preferable  to 
connecting  trommels  together. 

The  second  trommel  in  Mill  20  has  two  beveled  gears  on  the  driving  shafts, 
one  on  each  side  of  the  driven  gear,  and  either  of  these  can  be  thrown  into 
gear,  thus  enabling  the  mill  man  to  revolve  the  trommel  in  either  direction. 
This  device  sends  the  oversize  to  one  or  other  end  of  the  rolls  which  crush  it, 
distributing  the  wear. 

Bope  driving  does  not  seem  to  have  found  its  way  into  the  mills  for  trom- 
mels, but  it  appears  to  have  peculiar  advantages  for  connecting  shafts  that  are 
irregularly  placed  with  reference  to  each  other,  and  for  the  rough  work  of 
milling.     Fig.  219  shows  an  application. 

Power. — No.  1  trommel  in  Mill  26  requires  1\  horse  power,  but  the  trommel 
has  a  heavy  half-inch  steel  screen  and  is  96  inches  long,  36  inches  in  diameter, 
so  that  the  power  required  is  considerably  above  normal.  At  Przibram,  Bohemia, 
dynamometer  tests*'  showed  that  three  conical  trommels  31^  inches  in  diameter 
at  the  small  end,  39^  inches  at  the  large  end,  and  50  inches  long,  driven  inde- 
pendently by  spur  gears  from  a  single  shaft,  and  running  at  30  revolutions  a 
minute,  required  2.658  horse  power.  Fraser  &  Chalmers  estimate  power  as 
follows  for  trommels  36  inches  in  diameter  and  72  inches  long:  1  horse  power 
for  a  single  trommel,  IJ  horse  power  for  either  2  or  3  tronmieTs,  2  horse  power 
for  either  4  or  5  trommels,  and  2^  horse  power  for  6  trommels,  to  which  16% 
should  be  added  for  friction  of  shafts,  slip  of  belts,  etc.  This  shows  that  the 
power  is  not  considered  to  increase  proportionally  with  the  number  of  trommels. 
The  power  to  drive  30-  and  36-inch  trommels,  72  inches  long,  run  at  20  revolu- 
tions a  minute,  screening  150  tons  in  24  hours,  is  computed  to  be  as  follows: 


Slope. 

80-iDch  Trommel. 

86-liicb  TrommeL 

DecrreeB. 

6 
14 

Hone  Power. 
0.48S 
0.906 

o.oeo 

0.680 
0.S88 
0.101 

In  these  computations  it  is  assumed  that  the  trommels  weigh  550  and  700 
pounds,  and  have  shafts  2\  and  3  inches  in  diameter  respectively.  The  coeffi- 
cient of  journal  friction  is  taken  at  iV?  ^^^  ^1^®  other  necessary  data  are  taken 
from  Tables  202,  203a,  and  205.  The  figures  given  include  the  power  necessary 
to  overcome  the  friction  of  the  journals  and  the  friction  of  the  ore  on  the  screen, 
but  not  the  friction  of  the  driving  gear.  The  friction  of  common  cast  gears, 
the  friction  of  the  bearings  due  to  thrust,  etc.,  would  probably  bring  the  figures 
for  the  gentlest  slope  up  to  that  found  at  Przibram  and  those  used  by  Fraser  & 
Chalmers. 

The  above  figures  show  that  the  increase  in  power  is  not  at  all  proportional  to 
the  increase  in  diameter:  a  36-inch  trommel  requires  but  slightly  more  power 
than  a  30-inch  trommel;  and  when  its  increased  capacity  is  considered,  it  will 
be  found  that  the  power  per  ton  of  ore  screened  is  less  in  a  36-inch  trommel 
than  in  a  30-inch  trommel ;  that  is  to  say,  the  power  per  ton  diminishes  as  the 
trommel  increases  in  diameter. 

§  277.  Feeding. — A  steady  feed  of  ore  to  a  trommel  is  essential  to  good  work. 
If  the  trommel  is  overdriven  at  times,  it  will  surely  carry  into  the  oversize  a 
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larger  proportion  of  the  undersize  than  is  allowable.  The  Tullock  or  some 
similar  iorm  of  feeder  is  suitable,  or  the  trommel  may  be  fed  by  the  undersize 
of  a  previous  trommel,  or  by  any  steady  machine.  Mills  20,  27  and  28  use 
automatic  feeders  before  the  first  trommel.  The  last  has  one  also  for  re-ground 
middlings.  The  usual  practice  in  the  mills  appears  to  be  to  trust  to  the  breaker 
or  rolls  for  regulation. 

At  the  upper  end  of  the  trommel  there  is  commonly  a  receiving  or  feed  cone, 
which  projects  4  to  8  inches  beyond  the  upper  spider  so  that  the  feed  spout  can 
enter  without  interfering  with  the  spider.  On  account  of  the  gentle  slope  of 
the  trommel^  this  cone  is  inclined  15°  to  50°  to  the  axis,  to  prevent  the  possi- 
bility of  the  ore  being  thrown  out.  The  details  for  some  of  the  trommels  are 
given  in  Table  189. 


TABLE   189.— RECEIVING  CONES   FOB 

TB0MMEL8. 

Mm  No. 

Lengrth  of  Cone  od 

Small  and  Large 

Inclination  of  Side  of 

^the  Slope. 

Diameter  of  Cone. 

Cone  to  the  Axis. 

Inches. 

Inches. 

^-   T 

6 

6 

86  and  42 

16 

8.6 

20  and  81 

6          45 

98 

7 

98  and  86 

84          60 

94 

7.8 

90  and  86 

96          40 

96 

7.9 

98  and  86 

88          40 

96 

8.6 

94  and  86 

44          66 

:' 

6.6 
4.8 
7.8 

a0V4and86 

28          90 
90          90 
83          40 

a? 

6.6 

40  and  48 

46          40 

41 

6 

88  and  86 

14          80 

ffiASH  Water  in  the  Trommel. — This  is  generally  fed  upon  the  outside  of 
the  up-coming  side  of  the  trommei  by  a  spray  pipe.  In  Mill  88  the  water  comes 
from  an  overflowing  trough.  An  internal  spray  pipe  can  be  used  in  the  trom- 
mel shown  in  Fig.  220.  Sometimes  the  shaft  is  made  hollow  and  holes  bored 
in  it  give  a  spray  of  water  applied  inside.  The  object  of  the  water  is  to  hasten 
sifting  by  washing  the  fine  stuff  quickly  through  the  holes.  It  also  prevents 
blinding  up  of  the  holes  and  lays  the  dust.  Water  must  be  used  on  damp  or 
wet  ore.  If  the  ore  is  previously  dried,  screening  can  be  done  without  water, 
but  in  this  case  the  trommels  must  be  completely  housed  in  and  provided  with 
suction  from  a  fan,  to  avoid  the  otherwise  intolerable  dust  that  would  be  made. 
A  disadvantage  of  water  lies  in  the  fact  that  wet  or  even  moist  ore  wears  out 
screens  much  more  rapidly  than  dry  ore ;  it  also  dilutes  the  pulp  and  so  leads  to 
loss  in  slimes.  It  is  not  uncommon  to  omit  the  use  of  water  on  the  earlier, 
larger  trommels  (for  practice  see  Table  190).  In  7  mills  out  of  23,  dr}*  screen- 
ing precedes  wet ;  in  the  other  16  water  is  fed  to  the  first  trommel.  Among  the 
former,  water  is  nowhere  fed  to  a  screen  coarser  than  9.5  mm.;  but  among  the 
latter  it  is  fed  to  screens  as  coarse  as  54  mm. 

TABLE  190. — ^THE  USE  OF  WATEB  IN  TROMMELS. 


Mill 
No. 

ffiies  of  Holee  In  TW>m- 
mels  Bon  Dry.    Mm. 

Sizes  of  Holes  in  Trom 
mete  Run  Wet   Mm. 

Mill 
No. 

Sixes  of  Holes  In  IVom- 
mete  Run  Dry.    Mm. 

Sizes  of  Holes  in  ThmiP 
mete  Ran  Wet   Mm. 

10 

None 

18.7 

12.4,  4.7,  8.8 
90. 10,  6,  8 
7,  6,  8.6, « 
2.1,1.6,1.3 

6  mesh,  8  meeh,  10  mesh 
6.4,8.6,2.7,1.6 
4.6,8.6,1.8 
18,  6,  3 
7,6,8 

10,  7,  6,  8                              , 

None                                     ! 

1 

26 

27 

28 
80 
31 

88 

81.8 

6.7,8.6,8.1,1.6,0.9 
.38.1,26.4,16.9,18.7,10.8, 

8.8,  4.4,  8.8,  2 
40,85,16.18,^6,8.6,8 
26,  16,  10,  7,  5,  a,  9.6 
18, 16.  9.  6,  4.  8T6 
88.1,22.2,9.6,6,9.6 
54,88.1,15.8.6.4.6 
9  5  6  4  8  9 

16 
16 

None. 

None 

None. ] 

None • 

17 

16,10 

8.6 

18 

None 

19 

8  mesh 

None 

None 

W 

None 

81 

None 

89 

41 
43 
87 
8. 

None.. 

22 
28 

24 
25 

None ; 

l.'S.O 

None 

None 

None 

fl 

ii.i.s,2  * 

vJ  mt'sh,  a  me»b,  4  raesb. . 
None   • 

6  mesh,  8  mesh,  19  mc^ 
3  mesh,  6  mesh,  10  mesh 
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§  278.  The  duty  ob  capacity  of  a  trommel  is  the  quantity  of  ore  that  it  can 
screen  satisfactorily  in  a  given  time.  It  depends  upon  the  slope,  the  diameter, 
the  speed  of  revolution,  and  the  length  of  the  trommel.  Table  191  shows  the 
actual  quantities  handled  in  some  of  the  mills. 


TABLE    191. — ^DUTIES   OF  TB0MMEL8 

IN   THE'  MILLS. 

Mffl 

Number. 

Trommel 
Number. 

Tons  Screened 
per  94  Hoars. 

Slope. 

Diameter. 

per  Minute. 

Length. 

Diameter  of 
Boles. 

10 

1 

t 

8 
1 

lA 

8 

9 
8 

1 

9 
1 

Sampler. 

884  to  489 

9) 

66  to  75 

40  to  60 

175 

(a)  100 

940 
(a)  175 
(a)  175 

175 

>S 

9B0to800 

150 

160 

960 
(5)175 

195 

75 

Deg.Mln. 
r    46 

Inches. 
86. 
81-18 
80 
80 
86 
86 
86 
86 
86 
80 
84 

90 
91 
95 
95 
17 

Inches. 

64 

78 

86 

60 

96 
108 

84 
106 

06 

60 
120 

60 

60 

60 

90 
190 
190 

60 

48 

48 

79 

80 

96 

78 

60 

Mm. 
19  7 

16... 

19.4 

81 

4     45 
4     46 
8       0 
8     85 
1     60 
8     66 

7  5 
4     46 

8  10 

9  80 
9     80 
9     80 
8       0 
7     10 

4  6 

21 

8.6 

19 

88 

7 

84 

95 
18 
17 
80 
80 
80 
15 
17 
17 

19 
90 
10 
90 

10 

86 

6 

86 

81.6 

86 

6.7 

88 

16,96,40 

80 

80 

6 

80 

4 

80 

48 
86 
86 

86 
86 
80 
86 
86 
88 

r.j^i..r 

as 

33 

84 

9     80 
5     90 
9     80 
5     66 
4     46 
4     45 
9      0 
•9      0 

36 

16 

as 

88.1 

38 

99.9 

89 

8&1,64 

84.......... 

96.4 

87 

9mesh. 

88 

95 

8  mesh. 

(a)  FlUB  retains  from  rolls.   (6)  900  tons  could  easily  be  screened. 


The  adjustments  that  affect  capacity  are  discussed  in  §  292  and  §  293^  Chap- 
ter X.  Tests  are  given  in  §  293^  showing  the  quality  of  screening  in  a  few  of 
the  mill  trommels. 

The  following  figures  show  approximately  the  quantities  of  ore  delivered  per 
hour  by  the  No.  3  and  following  trommels  in  Mill  26,  the  ore  all  having  previ- 
ously passed  through  5.7-mm.  square  holes:  Over  3.6  mm.,  2,500  pounds; 
over  2.1  mm.,  1,250-1,667  pounds;  over  1.5  mm.,  1,000-1,250  pounds;  over  0.9 
mm.,  833-1,000  pounds;  through  0.9  mm.,  2,750-1,917  pounds;  total,  8,333 
pounds.  The  two  following  examples  are  taken  from  Linkenbach,®  the  material 
treated  consisting  of  galena,  blende,  spathic  iron,  quartz,  graywacke  and  slate. 
The  trommels  are  all  conical.  In  the  first  set,  each  trommel  was  54  inches 
long,  and  the  small  and  large  diameters  respectively  31.5  inches  and  38  inches; 
and  each  makes  15  revolutions  a  minute.  The  ore  treated  had  already  passed 
through  30-mm.  holes.    The  screen  plates  were  of  wrought  iron. 


Diameter  of  Holes. 

Life  of  Plate. 

OTerslxe  per  Hour. 

Mm. 
90 

1 
1 

9 
^irougli  1^1 

460 
600 
470 
870 
850 
840 

Pounds 
9,814 

1;SS 

947 

165 

1,671 

•fQtsl      

9,018 
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In  the  second  set^  each  trommel  makes  15  revolutions  a  minute.    The  size  of 
the  feed  is  not  stated. 


Smsll  Diam- 
eter. 

Large  Diam- 
eter. 

Length. 

Diameter  of 
Hole. 

Material  of 
Plate. 

Life  of  Plate. 

Orersiaeper 
Hour. 

Inches. 
48.0 
81.6 
81.6 
81.6 
81.6 

Inches.     ^ 
61 
88 
88 
88 
88 

Inches. 
77.0 
68.6 
68.6 
68.6 
68.6 

Mm. 
8 
6 
8 

8 

1 

Through  1  mm. 

Iron. 
Iron. 
Iron. 
SteeL 
Steel. 

•Iff 

880 
800 
980 

960 

Pounds. 

m 

8496 

Total 

11,461 

In  this  second  set,  the  finer  screens  are  worked  much  harder  than  in  the  first 
The  two  following  examples  are  given  by  Blomeke.*^    The  first  is  a  series  of 
cylindrical  trommels,  the  second  a  series  of  conical,  concentric  trommels.     The 
material  bcreened  had  already  been  through  a  grizzly  with  60-mm.  spaces. 


Diameter. 

Length. 

Slope. 

Diameter  of 
Holes. 

Oversixeper 
Hour. 

Inches. 

Inches. 

Degrees. 

Mm. 

Pounds. 

91 

79 

80 

1.080 

91 

60 

90 

486 

91 

60 

18 

486 

91 

60 

8 

418 

91 

60 

809 

91 

60 

187 

91 

60 

198 

91 

60 

188 

91 

60 

0.6 
TliTOUghG.6mm 

66 
447 

Total.... 

8,746 

All  of  the  trommels  in  this  first  set  were  run  at  18  revolutions  a  minute. 
The  total  amount  of  water  used  for  the  set  was  375  liters  a  minute. 


n».ur. 

Length. 

Diameter  of 
Holes. 

Orersise  per 
Hour. 

iBOllSS. 

o*««-..{g 

IndMS. 

TOI 
48 

Throiif 

bn. 
80 
90 
18 

ph  Imm. 

Pounda. 
8.806 

».g 

771 
061 
880 
890 
441 
441 

>...•.».    .       • 

TMal....  ... 

6,815 

The  total  amount  of  water  used  for  this  second  set  was  400  liters  a  minute. 
§  279.  Cost  of  Screening. — ^The  cost  of  screen  plate  or  cloth  per  ton  of  ore 
•^Mllod,  in  fractions  of  a  cent  is  given  in  Table  192.     The  ore  in  every  case  is 
or  at  least  moist. 
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TABLE    192. — COST   OF   TROMMEL   SCREENS. 


PLATE. 

?S! 

WIRE  CLOTH. 

MO! 
Ho. 

Cost  of  Screen  PlatM  io  Fractions  of  a  Cent 

Ckwt  of  Screen  Cloth  in  Fractions  of  a  Cent 

per  Ton  of  Ore  Milled. 

per  Ton  of  Ore  Milled. 

Indlvi(liuaTh)iiimel8. 

Whole  HJIL 

IndlTidual  trommels. 

Whole  MiU. 

10 

0.8»  to  0.884 

O.880  to  0.884 

r0.189  to  0.804 

0.106) 

0.078  to  0.101 

29 

0.879  V 
0.966  ( 

ro.oas 

O.701 

90 

' 

6!085'to*6!i76 
0.066  to  0.176 

0.198 

0.101  to  0.196 

M 

0.867(a) 

0.189 

0.061 

81 

0.449  to  0.661 
0.561  to  0.701 

(«0          1 

l.m  to  1.888(0) 

0.088  to  0.048 

0.181  to  0.167 

m 

- 

0.088  to  0.048 
0.064  to  0.064 
0.071  to  0.086 
0.088  to  0.048 

0.880  to  0.S7V 

86 

• 

0.118  to  0.147. 
0.118  to  0.147 
0.118  to  0.147 
L0.814  to  0.868 

0.699  to  0.860  (6) 

0.908  to  0.831' 

0.147  to  0.161 

40 

0.181  to  0.197 
0.163  to  0.189 
.0.196  to  0.813. 

0.889  to  0.974(5) 

(a)  Includes  the  cost  of  putting  on.  (b)  Copper  sulphate  water,  (e)  Probably  acid  water,  (d)  First  trom- 
mel not  worn  out    (a)  Probably  high  freight  clLirges. 

At  the  Lehigh  Zinc  &  Iron  Co.'s  mill,  for  sizing  franklinite  ore  dry,  through 
10-,  15-,  20-,  30-  and  SO-mesh  cloth  screens,  the  cost  of  the  trommel  screens  from 
July,  1895,  to  January,  1896,  was  $303.93,  screening  in  that  time  6,982  tons 
of  ore,  making  the  expense  per  ton  4.35  cents.*  This  high  figure  is  probably 
due  to  the  fact  that  very  fine  screens  are  used  and  a  number  of  them. 

At  Mill  26,  No.  2  trommel,  5  feet  long,  30  inches  in  diameter,  with  2^  inch 
shaft  and  with  3  spiders,  treating  100  tons  of  quartz  per  day,  wears  out  its  shaft 
and  spiders  completely  in  one  year.  Estimating  the  cost  of  a  trommel  at  $85, 
screening  100  tons  a  day  for  350  days,  the  cost  per  ton  would  be  0.243  cent. 
If  changing  screen  plates  takes  3  men  half  a  day,  at  $3  per  day,  it  would  cost 
$4.50,  and  if  the  screens  last  40  days  and  treat  100  tons  per  day,  the  cost  for 
this  would  be  0.113  cent  per  ton.  The  annual  labor  cost  for  putting  in  a  new 
trommel  would  be  about  the  same,  and  would  take  the  place  of  the  40-day 
change  on  that  occasion.  Suppose  screen  cloth  costs  $5.50  and  lasts  40  days, 
this  would  give  a  cost  of  0.131  cent  per  ton.  Attendance  might  be  -^  of  a 
man  at  $2.50  by  day  and  $2.50  by  night,  equal  to  0.5  cent  per  ton ;  lubricating, 
0.02  cent  per  ton;  1  horse  power  at  13  cents  per  24  hour  day  would  be  0.13  cent 
per  ton  for  power.  Summing  up,  we  get  some  idea  of  what  the  cost  of  screening 
by  a  trommel  might  be: 

first  cost  of  trommel 0.248  oent  per  ton. 

The  labor  of  changing. 0.118     "         " 

The  screen  cloth. 0.181     **         ** 

Thepower 0.180    "         •• 

Lubrication 0.080     "  •• 

Attendance O.BOO    "         •• 

Ttotal ITli?  cents     •• 

If  a  mill  has  a  number  of  trommels,  the  computation  should  be  made  for  each 
trommel  and  the  sum  of  their  costs  will  be  the  total  screening  cost. 

§  280.  Cones,  Pyramids,  Prisms. — These  forms  have  met  but  little  favor  in 
this  country  (see  §271).  The  advantage  claimed  for  the  cones  and  pyramids 
is  that  the  horizontal  shaft  simplifies  the  mechanism,  allowing  of  direct  belt 
and  pulley  connection  with  the  shaft  of  the  trommel.  The  angle  of  the  cone 
or  pyramid  becomes  the  angle  of  the  slope  of  the  screen.  On  the  other  hand, 
both  cone  and  pyramid  have  the  disadvantage  that  they  require  special  shapes 

•  Letter  from  J.  Price  Wetherill. 
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of  plates,  which  are  more  expensive  to  make  and  fit  than  the  simple  rectangalar 
forms  used  upon  the  cylinders.  They  also  have  the  disadvantage  that  the 
greater  work  of  screening  is  put  upon  the  small  end  of  the  trommel  where 
the  screen  surface  is  smallest  and  therefore  least  able  to  sustain  the  wear,  and 
where  the  curvature  is  greatest,  making  the  bank  deeper  and  less  manage- 
able. They  have  the  further  disadvantage  that  the  whole  condition  of  screening 
is  changing  from  the  beginning  to  end  of  the  trommel:  if  the  revolution  be 
made  to  suit  either  the  small  or  large  end  the  other  end  will  be  working  at  a 
disadvantage,  because  the  centrifugal  force  increases  from  the  small  end  to  the 
large  end.  The  spiders,  and  the  methods  of  attaching  the  screens  to  them,  are 
the  same  as  in  the  cylinders,  except  that  the  length  of  the  arms  is  made  to  suit 
the  taper  of  the  cone. 

The  prisms  and  pyramids  are  made  octagonal,  hexagonal  or  square,  the  edges 
being  formed  by  permanent  frames  and  the  planes  being  filled  by  screen  cloth 
or  plate.  Mill  89  has  one  prism  and  Mill  90  has  one  pyramid.  It  would  seem 
that  whatever  advantage  is  gained  by  the  shock  which  the  ore  bank  gives  when 
it  strikes  a  plane,  in  hastening  sifting  and  in  unblinding  the  screen,  is  probably 
more  than  offset  by  the  extra  wear  which  the  first  half  of  the  plane  is  called 
upon  to  bear,  and  by  the  small  amount  of  screening  done  by  the  last  half  of 
the  plane. 

§281.  Tandem  and  Concentric  Trommels  have  screens  of  two  or  more 
sizes  on  the  same  shaft :  in  tandem  trommels  two  or  more  screens  form  one  con- 
tinuous, cylindrical  or  conical  surface;  in  concentric  trommels  two  or  more 
screens  are  placed  one  outside  of  the  other.  In  tandem  tronmiels  the  first  or 
upper  screen  is  always  the  finest  and  the  others  follow  in  order  of  size ;  in  eon- 
centric  trommels  the  inner  screen  is  always  the  coarsest  and  the  others  follow- 
in  order  of  sizes.  The  obiect  of  both  of  these  devices  is  to  save  mill  fall  i>r 
height  and  to  gain'^ompaotmJBS  uf^ant^'T^ut  both^'oF  these" 'advaniages  are 
bbtained  at  the  expense  of""8ifnplicity.  The  tandem  form  can  use  only  two 
screens,  or  at  most  three,  because  the  first  screen,  which  receives  the  most  wear, 
is  the  finest,  and  is  therefore  least  able  to  stand  rough  usage.  The  concentric 
trommel  becomes  greatly  complicated  if  a  number  of  screens  is  used;  and  the 
fine  screen,  which  is  apt  to  be  high  cost  cloth,  has  to  be  made  very  large  and 
is  therefore  very  expensive.  On  this  account  two  screens  appear  to  be  the 
maximum  number  of  concentric  screens  attempted  on  one  trommel. 

The  practice  in  regard  to  tandem  trommels  is  shown  in  Tables  186,  187  and 
188,  that  in  regard  to  concentric  trommels  in  Table  193.  Of  the  162  trommels 
in  Table  188,  22  have  tandem  screens.  Table  193  shows  2  trommels  (Mills  11 
and  13),  with  concentric  screens,  and  3  (Mills  4  and  31),  with  tandem  and 
concentric  combined. 


TABLE    193. — CONCENTRIC    TROMMELS. 


Pint  Put. 


Inner 
Outer 
Inner 
Outer 
Inner 
Outer 
Inner 
Outer 
Inner 
Outer 


It 


ft.  o 

II 


32 


1-inch  mesh 

16-xnesh 

25.4  mm 

1  mm.  punched  hole... 
12.7  mm.  square  hole.. 
6.4  mm.  aquare  hole. . . 
9  mm 


4  mm. 


56 


Second  Part 


Hole. 


K-in.  meBh. 


18  nun. 
15  mm. 

6  mm. 

4  mm. 


Slope. 


h 


[12»10' 
[8*35' 
J  8»35' 


18 


ScneBMatwlBL 


Cloth. 


Steel  wire  doth. 
Punched  steel  plate 
Punched  steel  plate 


28d 


SIZING  acnsBNa. 


363 


The  outer  screen  in  Mill  4  is  pnt  on  only  at  the  upper  end  of  the  trommel. 
Those  of  Mill  31  are  put  on  only  at  the  lower  ends  of  the  trommels.  In  Mill 
13  the  lower  end  of  the  inner  screen  crxtends  6  inches  beyond  the  outer  screen. 

§282.  The  Schmidt  Spiral  Screen  consists  of  a  continuous  wound-up 
ribbon  of  dead  plates  and  of  wire  cloths,  having  a  definite  space  between  suc- 
cessive turns  of  the  coil  (see  Fig.  224).  The  plan  is  to  place  the  coarsest  cloth 
inside,  the  finest  outside,  and  the  other  sizes  in  series  between  the  two.  At  the 
end  of  each  size  of  cloth  is  placed  a  cross  dam  at  a  slight  angle,  which  forces 
the  oversize  to  report  at  one  side  of  the  screen  or  one  end  of  the  drum,  where 


FIG.  224. — SCHMIDT  SPIRAL  SCREEN. 

a  spout  is  placed  to  discharge  it,  each  discharge  being  a  little  more  than  one 
revolution  in  advance  of  the  preceding.  At  the  end  of  each  size  of  cloth,  just 
beyond  the  discharge  aiid  before  the  next  size  begins,  is  a  short  dead  plate. 
These  little  dead  plates  are  put  in  the  series  to  prevent  the  undersize  from  a 
screen  above  from  mixing  with  any  given  oversize  just  as  it  is  discharging.  The 
advantages  claimed  for  the  spiral  screen,  in  addition  to  its  compactness,  are  that 
it  uses  less  water  and  power,  and  requires  less  fall  than  other  forms,  and  has  a 
horizontal  shaft.  The  disdvantage  is  that  it  is  much  more  troublesome  to 
repair  and  more  difficult  to  inspect. 

Linkenbach*  gives  the  following  example  of  a  spiral  screen  with  sieves  600 
mm.  wide,  making  8  revolutions  a  minute,  screening  3,000  kilos  (6,612  pounds) 
of  ore  per  hour,  using  \  horse  power  and  30  liters  of  water  per  minute.  The 
feed  comes  from  a  wash  trommel  through  a  23-mm.  hole: 


Sin  of  Holes. 

Perforated  area, 
8G0«each. 

Dead  PlaUw. 

Diameter  of 
BcreeoB. 

Mm. 
15 
10 

7 
4.6 

9 

?.. 

Sq.M. 

r.oo 

S.IO 
8.84 
2.67 
8.81 
8.09 
8.66 

Sq.M. 
0.00 
0.20 
0.90 
0.29 
0.82 
0.86 
0.00 

Mm. 
1,060 
1.290 
1,880 
1820 

i,oao 

1.800 
1.W0 

This  screen  has  found  some  favor  on  the  continent  of  Europe,  but  its  intro- 
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duction  has  not  increased  as  rapidly  as  the  trommel.  At  Freiberg,  in  1883^ 
there  were  3  spiral  screens  and  16  flat,  shaking  screens;  while  in  1893  there 
were  3  spiral  screens,  34  trommels,  and  3  flat  shaking  screens.** 

§  283.  Systems  of  Screening  by  Trommels. — The  system  which  meets  by 
far  the  most  favor  in  this  country  consists  in  the  use  of  cylindrical  trommels 
with  only  one  size  of  hole  to  each  trommel,  the  set  being  arranged  in  a  series 
beginning  with  the  coarsest  and  ending  with  the  finest  size.  This  is  the  best 
system,  because  it  proportions  fhft  wear  to  the  ahility  r^f  thf  PflTPPT^"  ^'^  yitKai^nil 
^ear— the  coarsest  has  the  hardest  usage  and  the  finest  the  mildest.  It  also 
"maEes  a  more  perfect  separation  of  the  coarse  from  the  fine  ore,  and  very  much 
lessens  the  production  of  slimes.  Abroad,  the  series  has  sometimes  been  divided 
by  the  following  means:  The  ore  first  goes  to  a  screen  with  medium-sized  holes; 
the  oversize  of  this  to  a  series  of  coarse  screens^  the  undersize  to  a  series  of  fine 
screens.  This  system  saves  some  fall,  but  it  causes  excessive  wear  on  the  receiv- 
ing screen,  beside  complicating  the  arrangement.  The  different  systems  of 
arranging  trommels  may  be  classified  as  follows : 

{A)  Trommels  without  special  devices  to  diminish  fall.  A  single  size  of  hole 
for  each  trommel,  the  coarsest  first. 

(a)  The  straight  line  system,  in  which  jrae  trommel  follows  another, ' 

with  their  axes  generally  in  on^^ertical  plane  (see  Fig.  218). 
(6)  The  side  by  side  system,  in  which  the  direction  of  the  ore's  move- 
ment is  reversed  for  each  trommel  (see  Fig.  225).  This  sys- 
tem is  more  compact,  but  uses  a  little  more  height  and  is  not  as 
simple  as  the  preceding. 
{B)  Trommels  with  special  devices  for  minimum  fall. 

(i)  Beginning  with  finest  holes.     Two  or  three  different  sizes  of  holes  in 

a  single  cylinder  or  cone. 
{2)  Beginning  with  medium-sized  holes.     One  trommel,  with  say  9-mm. 
holes,  sends  oversize  to  a  second  trommel  with  two  or  three  sizes  of 
coarser  holes,  and  undersize  to  a  third  trommel  with  two  or  three 
sizes  of  finer  holes  (see  Fig.  226). 
(S)  Beginning  with  coarsest  holes. 

{a)  A  concentric  trommel  (either  cylinder  or  cone)  vrith  two  or  three 

screens. 
(&)  The  Neuerburg  system  uses  as  many  as  three  successive  conical 
trommels  on  one  horizontal  shafts  with  little  sand  wheels  to  lift 
undersize  of  first  to  second,  and  of  second  to  third   (see  Fig. 
227). 

(c)  The  Heberli  system  uses  as  many  as  four  conical  trommels  on  a 

single  inclined  shaft,  the  ore  moving  from  the  large  to  the  small 
end  of  the  cone  (see  Fig.  228). 

(d)  The  Schmidt  spiral  screen  has  successive  sizes  in  a  continuous  spiral 

on  a  single  shaft. 

Comparing  trommels  in  straight  line  with  trommels  side. by  side:  the  former 
require  somewhat  less  fall;  the  latter  arrangement  is  more  compact,  but  it  is 
less  accessible  for  inspection  and  repairs,  and  the  compactness  is  often  uncalled 
for.  The  loss  of  height  from  passing  through  the  trommel  is  much  less  with 
the  spiral  than  with  the  cylinder  or  ordinary  cone,  as  it  omits  the  conveying 
launders  with  their  necessary  grades.  The  Neuerburg  design  of  conical  trommel 
overcomes  this  loss  of  height  by  introducing  little  elevating  sand  wheels,  and 
also  simplifies  the  driving  mechanism  for  a  set  of  trommels ;  but  to  offset  these 
advantages,  it  seriously  complicates  inspection  and  the  replacing  of  worn  out 
screen  plates. 

§284.  Comparison  of  Trommels  and  Riddles. — Owing  to  the  fact  that 
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a  riddle  uses  the  whole  of  the  surface  at  all  times,  while  a  trommel  uses  only  a 
narrow  strip,  the  former  will  have  a  much  larger  capacity  than  the  latter  if  the 
slopes  are  such  that  the  ore  banks  are  kept  thin;  but  as  a  rule  they  require 
greater  slope.  In  regard  to  quality,  the  shaking  action  of  the  riddle  causes  it 
to  do  a  high  grade  of  screening,  provided  it  has  sufficient  slope  to  have  a  thin 
ore  bank ;  but  the  long  path  of  the  particles  in  the  trommel,  if  the  slope  of  the 
latter  is  not  too  gentle,  brings  up  its  quality  to  nearly  that  of  the  riddle,  except 
on  the  finer  sizes.  In  regard  to  power,  the  authorities  agree  that  the  riddles 
take  more  than  the  trommels.  The  trommels  run  more  quietly  than  the  riddles, 
as  they  give  no  jar  or  shake.  In  regard  to  wear,  repairs,  and  frequency  of 
stops  for  repairs,  the  authorities  hold  that  the  advantage  is  largely  with  the 
trommels.  In  regard  to  slime  making,  most  authorities  hold  that  the  wear  of 
the  trommel  makes  less  slimes  than  the  shock  of  the  riddle.     In  regard  to  sim- 
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FIG.  228. — SIDE  ELEVATION. 

plicity,  the  mounting  of  the  screen  is  simplest  in  the  riddle,  while  the  power 
connections  are  simplest  in  the  trommel. 

To  sum  up  the  practice  by  the  number  of  machines  used:  167  positions,  in 
the  mills  visited  by  the  author,  use  trommels,  and  3  use  riddles.  The  opinion 
of  foreign  mill  men  appears  to  confirm  that  of  American,  for  we  find  that  in  the 
Freiberg  district,  from  1883  to  1893,  the  number  of  riddles  was  reduced  from 
fifteen  to  three,  while  in  the  same  period  the  number  of  trommels  was  increased 
from  none  to  thirty-four.'*  For  coal  screening,  however,  riddles  are  consider- 
ably used,  and  do  excellent  work.  They  are  also  considerably  used  in  leaching 
plants  and  other  places  where  the  entire  product  is  ground  very  fine. 

BiBLIOGRAPHT  FOR  SIZING  SCREENS. 

This  will  be  found  at  the  end  of  Chapter  X. 


CHAPTER  X. 

PBINCIPLES  OF  SCREEN  SIZING. 


Under  this  heading  will  be  discussed  the  various  considerations  that  affect 
the  number  of  sizes  into  which  an  ore  should  be*  screened,  and  that  affect  the 
quality  of  the  sized  product. 

§  285.  Sieve  Scale. — The  list  of  successive  screen  sizes  used  in  any  mill, 
taken  in  order  from  coarsest  to  finest,  is  called  the  sieve  scale.  Rittinger  held 
that  in  such  a  set  the  diameter  of  the  holes  in  any  screen  must  bear  some  con- 
stant ratio  to  that  of  the  one  above  it,  thereby  making  the  sieve  scale  a  geo- 
metrical series.  He  adopted  1.414  (=|/2)  for  this  ratio;  and  his  sieve  scale 
starts  with  1-mm.  hole,  and  ranges  up  and  down  from  that  point.  It  is  given 
in  Table  194.  For  convenience  in  designating  different  classes  of  machines 
treating  different  sizes  of  ore,  he  divided  the  sizes  smaller  than  64  mm.  into 
five  classes:  lump  ore  (stufen),  64-16  mm.  (2i-f  inch);  coarse  jigging  ore 
(graupen),  16-4  mm.  (f-^inch);  fine  jigging  ore  (gries),  4-1  mm.  (jV"^-^*^ 


TABLE    194. — RITTINGER'S    SIEVE 

SCALE. 

Diameters. 

Areas,  if  Holee 
are  Square. 

Volumes,  if  Par-  1 
tides  are  Cubes,   j 

Diameters. 

Areas,  if  Holes 
are  Square. 

Volumes,  If  Par- 
ticles are  Cubes. 

Mm. 

•^bS- 

Cu.Mm. 

Urn. 

Sq.  Mm. 

M.0 

868,144 

8.8 

8 

88.6 

45.8 

8,048 

88,668 

8.0 

4 

8.0 

88.0 

1,084 

88,768 

1.4 

8 

8.8 

88.6 

518 

r.,568 

1.0 

1 

1.0 

1«.0 

866 

4,096 

0.71 

0.5 

0.86 

11.8 

188 

1,448 

0.60 

0.86 

0.186 

8.0 

64 

618 

0.85 

0.185 

0.014 

6.7 

68 

181 

0.85 

0.068 

0.016 

4.0 

16 

64 

TABLE  195. — SIEVE  SCALES  IN  AMERICAN  MILLS. 


Mill 
Number. 

Diameters  of  Holes,  in  MOUmeters. 

MiU 
Number. 

Diameters  Of  Holes,  in  MflUmeten. 

10 

18.7. 

86 

S  16.0,  9.0,  6.0,  8.a 
1  8.5. 

11 

85.4.  1.0. 

18 

18.7,  «.*. 

86 

12.7,  7.9,  5.1,  8.8. 

15 

18.4,4  7,  9.8u 

87 

188.4, 18.7,  8.0,  6.0. 8.a 

16 

80. 0,  hHK  S.0,  8.0. 

l«^,»8,9.6,6.0,8iJ. 

17 

15.^^  in.o.  7.0,6.0,  8.5, 8.a 

18 

8.C,  3  1,  1-5,1.8. 

88 

•{8.5. 

80 

6.4.  »  ».  2.7,  1.5. 

122.8,9.5,5.0. 

81 

4.C,  8.5.  1,8. 

80 

610,  88.1, 16.0.  a6,4A 

88 

18f>,  fln,  SO. 

40 

20.0,  7.0,  4.6,  8.a 

88 

7.C 

3.0. 

84 
86 
86 

10.0,  7.0,  5.0,  8.a 

6.0. 

5.7,  8.6.  8.1,  1.5,  0.0. 

41 

15  9.  9.5, 6.4, 8.a 

8.8. 

6.4. 

87 
88 

88  1,  85.4, 16.9, 18.7. 10.8.  a8.  4.4, 8.8,  aa 
j  40.0,  85.0, 16.0, 18.0,  &0,  siO,  8.5,  8.a 
}  8.5,  8.0. 

48 

■ 

18.7.  6.4. 

S-J- 

.8.6. 

88 

8.0,6.0,4.0,8.0,8.5. 
185.0, 15.0, 10.0,  7.0,  5.0, 8.a 
15  0.2.5. 
ne.0, 16.0, 9.0,  6.0, 4.0. 

48 

11.1. 

80 

8.0,  8.a 

84 

S 

5.4. 

81 
88 

86 

9.0.  6.5,  8.0,  IJK. 

j  18.6,  8.0, 6.0, 8.0. 

(a)  89 

(25.4. 
18.1. 

5.0,  8.0. 

(a)« 

ej,  8.5, 1.5,  0.94, 0.81,  a«B,  0.88. 

88 

la,?,  7  8,  5.1,  8.8. 

98 

6.0,  8.5,  8.0. 

M 

)  15.0, 18.0, 11.0,  9.0.  7.0,  6.0,  8.0. 
»8.0. 

(a)  These  are  magnetic  oonoentratiD}?  mills,  and  the  screening  is  done  on  dried  otbl 


§  285 


PBIJSrCIPLES  OF  8GREKN  SIZING, 


367 


TABLE   196. — SIEVE   SCALES   IN   JOREIGN   MILLS. 


MiU. 


Silbenui(a) 

Laatentlial  (b). 


(6).. 


8cba]eDbers(6).. 
Sampson  mine,  at 
8t.Aiuirea8biirg.& 


AmmebersCc)... 


Dombers  &  Aurora 
Works,  at  Rams- 
beck(d) 


Diameters  of  Holes,  in  Millimeters. 


13.0,  8.0,  6.0,  8.0,  2.0, 1.0,  0.5. 
r88.0, 18.3, 10.0,  7.5,  6.6,  4.8,  2.8, 1.6. 
1.0. 

6.4,  5.6,  4.2,  2.6,  1.6,  l.a 
2.0, 1.0. 

18.0,  1.0.  0.5,  0.26. 

60.0,  ^.0,  17.7,  18.8,  10.0,  7.6,  5.6, 
'     4.2,  8.5,  2.0,  1.0. 

20.0, 15.0, 10.0,  6.4,  4.2,  2.6, 1.0. 

80.0,  20.0,  12.0,  6.0,  8.0,  1.0. 

10.0,  6.0,  3.0.  1.0. 

20.0, 18.0,  8.0,  5.0,  2.5. 

6.0,  2.6,  2.0, 1.5, 1.25,  1.0. 

8.5,  2.0, 1.4, 1.0. 
2.0, 1.4, 1.2,  i.a 

1 60.0,  20.0, 12.0,  0.C,  7.0,  5.5,  4.0,  8.0, 
I     2.0,1.0. 


MiU. 


Vaucron(e) 

Friedrichssegem  /) 


Em8(/) 

Laurenburg  (/). . . 

WeiasC/) 

Mechernich  (/).... 

Hlmmelfahrfc  Mill, 
Freiberg  (y) 

Bteyberg(a) 


Diameters  of  Holes,  in  Millimeters. 


25.0,  4.0,  2.8,  2.0,  1.4,  1.0. 

5.5,  4.0,  2.8,  2.0, 1.4,  1.0. 

50.0,  85.0,  80.0,  20.0,  12.0,  8.Q,  6.0, 
8.0,  2.0, 1.0. 

80.0, 18.0, 10.0, 5.00, 8.0, 1.5. 

6.0,4.0,8.0,2.0,1.0. 

4,0,2.5,1.0. 
.85.0,16.0,8.0. 
'  aO,  6.0,  8.0. 

16.0,  8  0,  6.5,  4.0, 2.75,  2.0,  1.5l 

60.0,  80.0,  20, 16.0, 10.0,  6.0, 8.0, 1.5. 
f  50.0,  20.0,  6.2,  5  0. 
1 14.0,  10.0,  7.5,  8.0,  2.0. 

1 16.0, 12.0,  0.0,  7.0,  5.5,  4.0,  8.0,  2.0. 

i  36.0,  28.0,  25.0,  28.0,  20.0,  18.0, 15.0, 
12,0,  10.0,  8.0,  7.0,  6.0,  5.0,  4.0, 
8.0,  2.0. 


(a)  Am.  Inat.  Min,  Eng.,  VoL  XXIV.,  (1894).  p.  087.  (b)  Berg.  u.  Huttenweaen  d€M  Oberharze9y  (Stuttgart, 
18»>,  p.  222  and  foUowing.  (c)  Am.  Inst.  Min.  Eng.,  Vol.  XXIV..  Q«9i),  p.  492.  (d)  Berg.  u.  Hutt  Zeit, 
Vol.  LJII.,  (1894),  p.  167.  (e)  Bull  Soc.  Ind.  Min.,  Series  UL,  Vol.  VIU.,  (1894),  p.  627.  (/)  Ann.  des  Mines, 
Sertoe  VIII.,  Vol.  XX.,  (1801),  P.  101  and  foUowing.    (g)  Berg.  u.  HUH.  Zeit,  VoL  L.,  (1891),  p.  229. 

inch)  ;  coarse  table  ore  (mehl),  1-0.25  mm.  (0.04-0.01  inch) ;  and  fine  table 
ore  (staub),  finer  than  0.25  mm. 

The  sieve  scales  found  by  the  author  in  the  mills  are  given  in  Table  195. 
There  is  but  one  mill  (22)  that  has  a  constant  ratio  or  geometrical  series. 
There  are  several  others  (16,  17,  33  and  36)  that  approximate  to  geometrical 
series.  Mills  23  and  34  have  arithmetical  series.  The  practice  In  regard  to 
sieve  scales  in  some  of  the  European  mills  has  been  collected  from  the  literature 
and  is  given  in  Table  196,  for  comparison.  Of  these  mills,  Lautenthal  has  one 
set  of  screens  with  a  constant  ratio  of  2.  Vaucron,  if  we  omit  the  25-mm. 
screen,  has  two  sets  with  the  ratio  of  1.41.  At  Glausthal,  in  a  set  of  eleven 
screens  the  ratio  of  1.33  occurs  five  times  in  succession.  In  the  other  mills 
the  ratios  are  irregular.  It  will  be  seen  therefore,  that  neither  in  America  nor 
in  Europe  do  constant  ratios  find  favor  as  a  rule. 

Single  or  Mvltiple  Ratio  f — There  are  many  reasons  why  a  single  ratio  run- 
ning through  the  whole  sieve  scale  may  not  be  advisable.  The  scale  may  be 
divided,  having  an  upper  portion  vith  one  ratio,  a  lower  with  another.  Prac- 
tically, the  sieve  scale  is  developed  by  the  exigencies  of  the  mill,  the  ratio 
increased  or  decreased  between  any  two  screens  where  the  particular  work  seems 
to  demand  it.  This  change  can  be  easily  made  when  a  screen  wears  out  and 
is  changed.  The  ratio  to  be  adopted  depends  mainly  upon  the  specific  gravities 
of  the  grains — in  a  general  way  the  greater  the  difference  in  specific  gravity  be- 
tween the  values  and  the  wa^te  the  greater  may  be  the  ratio  between  the  diame- 
ters of  holes  in  successive  screens.  This  is  true  because  the  ease  of  the  subse- 
quent separation  increases  with  the  difference  in  specific  gravity.  Certain 
other  considerations,  however,  modify  the  ratio,  as  follows: 

(a)  The  difficulty  of  the  subsequent  separation  increases  with  the  difference 
in  the  sizes  of  grains  treated  together,  that  is  to  say,  with  an  increased  ratio. 
(6)  A  product  which  consists  mainly  of  cubes  or  compact  forms,  can  have  a 
larger  ratio  than  one  which  has  a  large  per  cent,  of  flat  scales  and  elongated 
grains  mixed  with  compact  forms,  (c)  If  the  minerals  are  near  each  other 
in  specific  gravity  or  if  the  ore  breaks  so  as  to  give  a  considerable  proportion 
of  included  grains,  with  intermediate  specific  gravity,  then  close  sizing  (that 
is,  a  small  ratio)  will  generally  give  cleaner  products  on  the  jigs  following; 
but  if  the  minerals  are  in  a  coarsely  crystallized  condition,  tending  to  make 
but  little  in  the  way  of  included  grains,  a  larger  ratio  may  be  used  than  if  the 
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crystals  are  fine,  (d)  Where  such  a  large  quantity  of  material  comes  on  to 
any  screen  as  to  require  an  increase  of  the  number  of  screens  treating  that  size, 
and  more  than  one  concentrating  machine  to  treat  the  product,  it  may  be  better 
to  diminish  the  ratio,  using  two  successive  screens  with  different  sizes  of  holes, 
rather  than  to  use  two  screens  side  by  side  with  the  same  size  of  hole.  The 
advantage  of  a  closer  sizing  will  thus  be  obtained.  There  may  also  be  cases 
wKere  it  will  be  perfectly  safe  to  increase  the  ratio  in  order  to  get  the  desired 
quantity  of  ore  for  some  following  machine.  The  arithmetical  series  in  Mill 
34  was  found  to  send  too  much  material  to  some  of  the  jigs,  and  too  little  to 
others ;  the  ratio  was  therefore  changed  two  or  three  times  to  correct  this  diflB- 
culty,  but  the  author  does  not  know  what  scale  was  finally  adopted-*  (e) 
The  increase  in  slimes  and  mineral  loss,  due  to  too  much  screening,  may  be 
more  harmful  than  the  imperfect  work  due  to  too  large  a  ratio.  This  would 
point  to  the  use  of  a  large  ratio.  Mill  27  has  been  troubled  by  the  sliming 
due  to  the  large  number  of  screens  used,  and  the  superintendent  expects  to 
make  a  large  saving  by  reducing  the  number  of  screen-sized  products  from 
eight  to  th^e  or  five.  (/)  The  portion  of  the  sieve  scale  devoted  to  hand 
picking  generally  has  a  large  ratio;  but  it  is  not  well  to  have  this  ratio  too 
large,  for  the  eye  and  mind  cannot  deal  as  well  with  1-inch  pieces  and  3-inch 
pieces  together  as  with  either  taken  separately,  {g)  If  the  ore  is  so  friable 
and  tender  as  to  require  careful,  graded  crushing,  the  upper  part  of  the  sieve 
scale  will  need  a  smaller  ratio  than  if  such  graded  cru^ng  is  not  necessary. 
(A)  The  tailings  from  the  coarse  jigs  may  be  so  rich  that  it  is  necessary  to 
re-crush  and  re-wash  them,  in  which  case  the  ratio  of  sizes  fed  to  these  coarse 
jigs  may  be  large,  because  the  quality  of  the  tailings  does  not  require  close 
attention ;  while,  on  the  other  hand,  the  tailings  from  the  fine  jigs,  being  wast^?,. 
will  require  closer  attention,  and  therefore  a  smaller  ratio  may  be  advisable. 

To  sum  up  the  matter,  it  seems  clear  that  there  are  four  regions  of  the  sieve 
scale,  each  one  of  which,  from  considerations  of  its  own,  may  need  a  greater  or 
less  ratio  between  its  screens.  They  are:  (1)  The  hand  picking  region;  (2) 
The  graded  crushing  region;  (3)  The  coarse  jigging  region;  (4)  The  fine 
jigging  region.  The  second  may  cover  the  same  groimd  as  a  part  or  the  whole 
of  the  first  and  third  regions. 

§286.  The  Limits  of  the  Sieve  Scale. — The  size  of  hole  used  in  the 
coarsest  trommel  will  be  determined  by  considerations  of  graded  crushing  and 
of  hand  picking.  The  size  of  hole  in  the  finest  trommel,  down  to  which  screen- 
ing shall  take  place,  and  beyond  which  the  preliminary  separation  shall  be 
made  by  hydraulic  classifier,  will  be  decided  by  three  main  considerations:  (1) 
The  hydraulic  classifier  can  be  run  much  more  cheaply  than  the  last  one  or 
two  trommels;  (2)  On  the  other  hand,  the  tailings  of  the  jigs  treating  classi- 
fier products  are  much  richer  th^n  those  of  jigs  treating  sized  products;  (3) 
The  finer  the  screening  is  carried  (that  is,  the  later  the  hydraulic  classifica- 
tion begins)  the  denser  will  be  the  fine  pulp  sent  to  slime  tables,  because 
there  will  be  fewer  hydraulic  classifiers,  which  are  great  diluters  of  the  pulp. 
This  is  a  distinct  advantage  for  slime  table  work.  The  first  of  these  considera- 
tions is  an  argument  against  fine  screening,  but  the  other  two  favor  it.  Each 
mill  manager  must  decide  whether  fine  screening  or  coarse  classification  is 
better  for  his  particular  case.  In  this  connection,  it  is  debatable  whether  the 
more  common  European  limit  of  1-  to  1.5-mm.  holes  for  the  finest  screen  is  not 
better  than  the  more  common  American  limit  of  2  to  3  mm. 

The  following  figures  show  the  coarsest  and  finest  holes  used  in  the  American 

*  It  should  be  noted  that  the  proportion  of  ore  passing  through  the  holes  of  a  given  screen  win 
the  holes  are  enlarged  by  wear.    This  is  illustrated  by  some  of  the  tests  from  SUU  98,  given  in  $  SHL 
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mills :  Of  108  punched  plate  Bcreens,  the  coarsest  has  40-mm.  holes,  the  finest, 
1.25  nun.;  of  4  cast-iron  screens,  the  coarsest  has  54-mm.  holes,  the  finest, 
25.4  mm. ;  of  43  wire  cloth  screens,  the  coarsest  steel  screen  has  25.4-mm.  holes, 
the  finest,  0.5  nmi.,  and  the  coarsest  brass  cloth  screen  has  6.4-nmi  holes,  the 
finest,  0.25  mm.  In  Mill  21  a  24-mesh  trommel  has  been  discarded,  leaving 
1.2  mm.  (12-mesh)  as  the  finest  screen.  In  Mill  18,  where  the  finest  screen 
has  l.d-nmi.  holes,  two  smaller  sizes  were  tried  and  discarded.  Linkenbach 
recommends  1.5  nmu  as' the  limit  of  fine  screening,  everything  finer  being 
sent  to  hydraulic  classifiers.  Heberle  practically  coincides  in  this  judgment, 
holding  1.4  mm.  to  be  the  limit  of  satisfactory  screening." 

§  287.  Shape  and  Abrangement  of  Holes. — The  practice  is  almost  uni- 
versal in  this  country  to  use  round  holes  ^^  pr^^^fd  p^»^^p  and  approximately 
square  holes  in  wire  cioth  screens.  The  round  holes  of  plate  screens  have  the 
advantage  that  they  give  the  most  even  product;  the  square  holes  of  cloth  and 
long  holes  of  plate  or  cloth  allow  greater  variation  in  the  section  of  the  maxi- 
mum grain.  Cloth  screens  give  a  greater  percentage  of  opening  and,  therefore, 
of  capacity  than  punched  plate.  Thomas  A.  Edison  points  out  that  the  tra- 
jectory of  a  moving  particle  requires  a  hole  to  be  lengthened  in  the  direction 
of  the  path  of  the  particle  in  order  that  the  grain  of  maximum  size  may  pass 
through  the  hole.  Holes  in  rows  making  60°  with  each  other  ("staggered") 
give  greater  area  of  discharge  than  those  with  90**  (see  Figs.  119  and  120). 
All  of  the  punched  plate  screens  recorded  by  the  author  are  laid  out  on  the 
60°  plan. 

§288.  The  Percentage  of  Opening  is  the  ratio  of  the  net  area  of  the 
holes  to  the  whole  area  of  the  screening  surface.  It  depends  upon  the  arrange- 
ment of  the  holes  and  the  amount  of  space  left  between  them.  It  is  obvious 
that  the  greater  the  percentage  of  opening,  the  more  rapid  and  the  more  perfect 
will  be  the  screening.  The  practical  limit  is  reached  when  the  strength  of  the 
screen  is  too  much  reduced.  The  thicker  metal  used  for  coarse  screens  allows 
a  larger  percentage  of  opening  to  be  used  than  in  fine  screens  (see  Tables  197, 
198  and  199) .  The  percentage  of  opening  for  round  holes  with  different  arrange- 
ments and  spaces  is  as  follows:  If  the  space  equals  half  the  diameter  of  the 
hole  the  percentage  of  opening  is  40.3%»  with  the  60®  arrangement,  and  34.9% 
with  the  90°  arrangement;  but  if  the  space  equals  the  diameter  of  the  hole  the 
percentages  of  opening  are  respectively  22.6%  and  19.6%.  Harrington  & 
King's  standard  list  of  plate  screens  with  round  punched  holes  is  given  in  Table 
197,  which  dhows  also  the  space  between  the  holes  and  the  net  percentage  of 
openmg. 

TABLE  197. — SIZES  OF  ROUND  PUNCHED  HOLES  IN  PLATE  SCBEENS,  AS  HADE  BY 

HARRINGTON    A-KINQ. 


Diameter  of 

Spaoee  between 

Feroentage  of 

Diameter  of 

Spaoes  between 

Percentaire  of 

Holes. 

Holes,  (a)    - 

Opening. 

Holes. 

Holes,  (a) 

Opening. 

Mm. 

Mm. 

% 

Mm. 

Mm. 

£ 

1 

1.88 

11 

18.6 

6.56 

t.6 

l.flS 

18 

16 

7.88 

88 

9 

1.97 

16 

80 

8.68 

80 

9.6 

8.26 

17 

96 

18.10 

86 

8 

8.86 

18 

80 

8.10 

87 

4 

8.86 

84 

40 

18.98 

48 

6 

8.94 

84 

6 

8.58 

84 

Inches. 

Inches. 

7 

4.11 

84 

1.76 

0.686 

SS 

7.6 

6.80 

88 

8.00 

0.086 

86 

8 

4.70 

84 

8.86 

0.750 

84 

\l 

6.89 

19 

8.60 

0.750 

86 

« 

6.80 

84 

8.76 

0.750 

87 

to 

4.99 

80 

8.00 

0.760 

80 

(a)  The  holes  are  arranged  in  equilateral  triangles  in  all  cases 
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The  following  ia  a  partial  list  of  Harrington  &  King's  elongated  punched 
holes: 


Dtaneosloiui  of 
iioles. 

Space  between 
Holes. 

iDcheo. 

Inches. 

? 

In  this  list,  the  sizes  between  the  first  and  second,  and  those  between  the  second 
and  third,  are  graded  from  one  to  the  other.  These  holes  are  arranged  in 
either  of  three  different  ways.  The  dimensions  L.,  W.  and  S.,  indicated  in 
Fig.  229,  are  the  length,  width  and  space  in  the  above  list 


^0^ 


mo. 
mi 

000. 
0 


FIO.    229. — ^ELONGATED    PUNCHED   SCREEN    HOLES. 

Table  198  is  a  partial  list  of  the  double  crimped  wire  screens  carried  in  stock 
by  the  W.  S.  Tyler  Co.    This  table  illustrates  the  disadvantage  of  designating 

TABLE   198. — ^TYLEB  DOUBLE   CRIMPED  WIRE   SCREENS.* 


A 

IronorSteeL 

Copper  or  BnH. 

M 

Ranges 

BaacM 

II 

Bangeain 
mametorof 

BiMget  Id  Width  of  Holes. 

^^ 

Rangeain 
Diameter  of 

Ranges  In  Wldtti  Of 

J^fSo 

|3 

Wim. 

of  Open- 
ing. 

Wire. 

of  Open- 

IiHdieB. 

Iq^i^. 

Xm. 

% 

Inches. 

Inches. 

Mm. 

% 

1.0^.875 

1.0-0.9B0 

I.O^.IW 

0.7»-0.1tt 

4 
8 

9 
1 

101. e 
95.4 

64-84 
56-85 
44-88 

88-74 

..•••.  ..•.•.. 

0.44-0.180 
O.IM-O.OM 
0.944-0.079 
O.lOe-0.047 

0.5 

0.95 
0.755^.938 
0.808-0.458 

19.7 

6.85 

19.9-9S.6 

10.6-14.5 

88-66 
8e-58 
67-fl6 
88-82 

0.169-0.047 

0.888-0.468 

8.6-11.5 

46-89 

0.18(M).0S6 

0.198-0.998 

5.06-7.87 

85-SO 

0.185-0.035 

0.19S^.998 

5.08-7.57 

85-80 

0.190-0.028 

O.lSO-0.999 

8.8&<5.64 

97-79 

0.190-O.0S9 

0.180^.918 

8.80-5.54 

97-75 

o.oeo-o.080 

0.087-0.147 

9.91-8.78 

97-78 

0.08(M).085 

0.087-O.148 

9.91-8.61 

97-71 

0.068-O.017 

0.009-0.108 

1.57-9.74 

95-75 

0.068-4.090 

0.089-0.105 

1.67-9,67 

95-71 

10 

0.047-0.015 

0.058-0.085 

l.a&^.16 

98-79 

0.054-0.018 

0.046-0.062 

1.17-9.08 

91-67 

IS 

0.041-0.014 

0.0«M).000 

1.07-1.75 

96-68 

0.047-0.017 

0.086-0.066 

0.91-1.68 

19-63 

1« 

0.08S-0.0006 

0.081-0.058 

0.77-1.85 

85-79 

0.085^.0185 

0.U875-0.049 

0.70-1.94 

19-61 

20 

O.OS5-0.000 

0.Q85-0.041 

0.64-1.04 

95.47 

0.096-O.0095 

0.026-0.0405 

0.64-1.08 

95-66 

W 

0.016-0.009 

0.017-0.094 

0.44-0.69 

96-68 

0.017-0.008 

0.0168-0.0851 

0.41-0.64 

94-68 

IK) 

0.O1O-O.006 

0.0I(M).019 

0.95-0.80 

95-86 

0.011-^.008 

0.009-0.019 

0.99-0.80 

9M6 

SO 

0.0(n9&-0.007 

O.0OB94).O065 

0.188^.140 

17-19 

0.00086 

0.00825 

0.169 

96 

100 

0.0045 

4.0C65 

0.140 

80 

*  ror  tho  1-mesh  screens  there  are  18  slaes  of  holes  between  the  limits  indicated  hi  the  table,  tills  number 
I  for  the  finer  screens,  until  for  80  mesh  there  are  but  two  alses  of  holes  for  steal  and  but  onafor  brass. 


§  2S9 


PRINCIPLES  OF  SCREEN  SIZING. 


371 


gcrecns  by  the  number  of  meshes  per  linear  inch.  With  the  actual  commercial 
sizes,  an  S-mesh  screen  may  have  holes  24%;  wider  than  a  6-mesh,  on  account  of 
different  sizes  of  wire  used,  although  if  the  proportional  sizes  of  wire  are  used 
the  G-mesh  hole  is  25%  wider  than  the  8  mesh. 

The  practice  in  the  mills  is  given  in  Table  199,  which  is  summarized  from 
Table  188.  The  instances  of  very  low  percentages  of  opening  may  be  either 
bad  practice  or  they  may  be  caused  by  some  local  difficulty  to  be  overcome,  such 
as  yeiy  hard  cutting  rock  or  very  acid  water.  In  general  this  table  sustains 
the  claim  that  wire  cloth  screens  have  a  greater  percentage  of  opening  than 
punched  plate. 

§289.  Thb  Thickness  of  the  Plate  or  Wire. — In  deciding  this  there 
are  five  main  considerations:  (1)  The  maintenance  of  the  diameter  of  the  hole. 
The  enlargement  of  the  hole  per  ton  of  ore  screened  will  be  the  same  whether 
the  metal  is  thick  or  thin,  but  the  thinner  metal  will  be  discarded  sooner,  and 
hence  the  change  in  diameter  of  hole  will  be  less  than  with  the  thicker  metal ; 
(2)  The  life  will  increase  with  the  thickness  of  the  metal  up  to  the  limit  of  en- 
largement of  hole  that  can  be  permitted;  (3)  The  running  cost  consists  of  the 
first  cost  and  the  cost  of  changing  screens,  and  is  modified  by  the  life  of  the 
screen.  These  two  costs  have  opposite  effects:  the  thick  screen  costs  more  at 
start,  but  is  changed  less  often ;  the  thin  costs  less,  but  is  changed  more  often ; 
(4)  The  blinding  of  the  hole.  There  can  be  no  doubt  that  blinding  of  the  hole 
is  more  apt  to  take  place  in  a  thick  than  in  a  thin  screen;  and  further,  when 

table  199. — ^variations  in  the  percentage  of  opening   in  the  mill 

screens. 


Diameters 
of  HolM. 

Round  Holes  in 
Punched  PUte. 

Square  Holes  in 
^Wire  Cloth. 

Diameters 
of  Holes. 

Round  Holes  in 
Punched  Plate. 

*««fKgg3!.- 

Mm. 

0.9 
1.S 
1.8 

Percentage  of 
Opening. 

Peroentafce  of 
Ojeninif. 

88 

97 

itifc 

Mm. 

8.8 
8.5 
9.0 
9.5 
10.0 
10.8 
11.1 
18.0 
12.7 
16.0 
15.9 
16.0 
19.1 
90.0 
88.8 
85.0 
85.4 
81.8 
38.1 
40.0 
54.0 

Percentage  of 

88 
89 

88-88 
86-44-44 

47 

44 

86-89 

40 

8»41-41 

86-86 

86-47-47 

8 

80-44 

44-44 

89-44 

11-40 

86 

45-60-5(MM) 

48 

60 

Pereentaice  of 
Opening. 

1.6 

8.0 

S.l 

8.5 

14-8M6 

8.7 

88 

8.8 

88 

8.0 

8.5 

47 

8.6 

4.4 

87 
80-89 

4.5 

4.6 

40 

4.8 

6.0 

5.7 

45 

6.0 

88-89-89 

6.4 

8»^ 

7.0 

]6-19-8»-«) 
84 

8.0 

the  flare  of  a  punched  hole  is  worn  to  a  rounded  shape,  this  effect  will  be  in- 
creased. Cloth  screens  blind  up  more  easily  than  plate;  (5)  The  percentage  of 
opening.  In  punched  plate  screens  with  large  holes  the  percentage  of  opening 
may  be  made  large  by  using  thicker  plate  and  leaving  smaller  spaces  between 
the  holes,  which  will  maintain  the  necessary  strength  in  the  parting  bars.  In 
screens  with  small  holes,  other  conditions  exist  which  have  precisely  the  oppo- 
site effect,  namely,  the  plate  is  apt  to  be  as  thick  as  the  hole  is  wide,  and  any 
attempt  to  thicken  the  plate  further  will  necessitate  placing  the  holes  farther 
apart  to  avoid  tearing  the  plate  in  punching,  and  this  would  decrease  the  per- 
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centage  of  opening.    With  cloth  screens  incfeased  percentage  of  opening  re- 
quires thinner  wire,  whatever  the  net  size  of  hole. 

Table  200,  which  is  a  summary  of  Table  187,  shows  the  variations  in  thick- 
ness of  metal  for  different  sized  holes,  as  found  in  the  mills.  Tables  198  wid 
201  show  manufacturers*  figures.  An  inspection  of  these  tables  shows  that  with 
plate  the  metal  for  fine  screens  is  about  one-half  to  three-fourths  as  thick  as  the 
diamd;er  of  the  holes,  and  for  coarse  screens  about  one-fourth  to  one-third  as 
thick ;  with  cloth  the  metal  has  to  be  somewhat  thicker  than  with  plate,  especially 
for  fine  screens. 

TABLE  200. — ^BELATION  OP  THICKNESS  OP  PLATES  AND  WIRES  TO  DIAMETERS  OF 
HOLES   AS    FOUND   IN   THE    MILLS. 


Diameter 
of  Hole. 

Thlcknen  of  FUte. 

Diameter  of 
Wire. 

Diameter 
of  Hole. 

ThiekneSB  of  Plateu 

Diameter  of 
Wipe. 

Mm. 

Mm. 
0.9 
0.9 

Mm. 

7.0 

8.0 

8.8 

8.5 

9.0 

9.6 

10.0 

10.8 

11.1 

18.0 

18.4 

18.7 

15.0 

15.9 

16.0 

80.0 

88.8 

85.0 

96.4 

81.8 

88.1 

40.0 

Mm. 
8.1-8.4-4.8^.8 
4.8 

8.4-8.4 
6.8 

4.8^.8-4.8 
6.6-6.6 

8.8-8.a4l.a4l.8-6.4 
4.8 
4.8 

4.8-4.6 
4.8 

4.8-4.8-6.4 
8.4-7.6-8.0 
6.4-6.4 
4.6-4.6-6.6 
8.i-18.7 
8.0-8.0 
5.8-9.6 
6.44.4-6.4 
18.7 
6.4 
6.8 

Mm. 

1  86 

0.9 

1.8 
1.7-1.7-1.7-1.7 

iiili'.iliiili!?-!;?-!!? 

1.7 

1.8-1.7-4.1 

8.1-4.1 

8.4 

8.1-«.8^.8 

1.7-8.1-8.1-8.1-8.^8.8 

1.7-4.4-8.4 

1.6 
8.&-8.8-8.8 

8.8 

8.0-8.4 

8.7 

8.4 
1.7-8.1-4.8-8.8-8.4-8.4-8.4-8.4 

8.4-8.4-8.4 

8.8 

TABLE    201. — RELATION    OF    THICKNESS    OF    PLATE    TO    DIAMETER    OF    HOLES    IN 
PUNCHED  SCREENS   AS   QUOTED 


Thicknera  of  Plate. 

Diameter  of 
Hole. 

Thickneis  of  Plate. 

Diameter  of 
Hole. 

BittiBger.  (a) 

Fraaer&Chal- 
mere.  (6) 

Rittinger.  (a) 

Fraser  &  Chal- 
mem.  (6) 

Mm. 
0.86 

Mm. 
0.60 

Mm. 

o.W 

0.660 
0.889 

Mm. 
6.6 
8.0 
16.0 
16.0 
88.0 
88.6 
96.0 
86.4 

Mm. 
8.00 

Mm. 

0.76 

4.750 

1.0 

0.76 

6.850 

1.86 

8.76 

6.860 

1.4 

1.00 

6.860 

1.6 

1.846 
1.661 
8.709 
8.404 

8.00 

8.0 

6.850 

4.0 

1.76 

7.995 

6.6 

(a)  **Aufbereituag8kunde/'  page  880.  He  eive:*  these  figures  as  good  pracUoe  in  1866.  (6)  Catalogue  No. 
7,  p.  7.   These  are  the  maximum  advisable  thicknesses  in  1«)0. 

§  290.  Difficulties  of  Screening. — The  ideal  condition  for  screening  would 
be  to  have  the  ore  spread  over  the  screen  so  that  no  two  grains  ever  touched 
each  other,  but  of  course  this  cannot  be  attained  in  practice.  The  more  crowd- 
ing there  is  the  harder  it  is  for  a  grain  that  belongs  in  the  undersize  to  pass 
through  the  holes.  Of  two  similar  screens  receiving  the  same  quantity  of  ore, 
the  crowding  and  the  diflSculty  of  screening  will  be  greater  in  the  one  where 
the  feed  contains  the  larger  percentage  of  oversize.  Another  important  ele- 
ment lies  in  the  percentage  of  grains  that  are  of  about  the  diameter  of  the 
screen  holes.  The  difficulty  of  screening  increases  with  this  percentage,  both 
because  the  undersize  grains  of  this  class  are  apt  to  go  into  the  oversize,  and 
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because  grains  of  this  class  tend  jto  blind  the  screen  holes  and  so  prevent  the 
finer  material  passing  through. 

The  reasons  that  fine  screening  is  more  difiicult  than  coarse  are  that  the  feed 
to  fine  screens  contains  a  much  larger  'percentage  of  oversize  and  also  a  much 
larger  percentage  of  grains  that  are  about  the  size  of  the  screen  holes.  Jarring 
is  sometimes  used  to  prevent  blinding ;  for  example,  the  No.  1  trommel  in  Mill 
18  has  three  strap-iron  bands  to  which  cams  are  attached.  The  cams  on  each 
strap  raise  a  pivoted  hammer  which  falls  by  gravity  and  clears  the  screen. 
There  are  four  cams  in  the  first  set,  with  lifts  of  3^  inches;  and  five  cams  in 
each  of  the  other  sets^  with  lifts  of  3  and  %\  inches  respectively.  Each  ham- 
mer weighs  7  pounds. 

At  Mill  40,  tailings  from  jigs  whose  feed  had  been  through  3-mm.  round 
holes  and  from  jigs  whose  feed  had  been  through  2.5-mm.  round  holes  (the 
finest  portions  having  been  removed  by  classifiers  before  going  to  the  jigs) 
were  sent  to  a  trommel  with  1-mm.  round  holes.  The  screen  soon  blinded,  and 
all  efforts  to  keep  the  holes  clear,  either  by  water  jets  or  by  automatic  jarring, 
proved  impracticable.  The  cause  of  the  trouble  probably  was  that  the  feed  con- 
tained a  very  large  percentage  of  grains  of  nearly  the  same  diameter  as  the  holes. 

The  removal  of  slimes  by  classifiers  previous  to  the  finest  screen  sizing  is 
sometimes  practiced  in  order  to  prevent  them  from  going  into  the  oversize. 
For  example,  at  Ammeberg,  Sweden,  ore  that  has  been  through  2.5-mm.  screen 
holes  is  freed  from  slimes  in  a  hydraulic  classifier  before  going  to  a  trommel 
having  1,  1.25,  1.5  and  2  mm.  holes.*  At  Clausthal  the  ore  through  4.2-mm. 
screen  holes  goes  to  a  box  classifier,  the  spigot  of  which  is  further  screened 
on  3.5,  2  and  1  mm.  screens. f 

In  regard  to  the  blinding  of  fine  screens,  it  should  be  said  that  a  flaring  hole 
with  the  narrow  part  upward  blinds  less  than  a  cylindrical  hole;  that  a  thin 
plate  screen  blinds  less  than  a  thick  one ;  a  slotted  hole  blinds  less  than  a  round 
one;  and,  finally,  a  screen  inmiersed  in  two  or  three  inches  of  water  blinds  less 
than  one  that  is  simply  sprayed  with  water.  Edison  has  found  (see  United 
States  Patent  648,934,  dated  May  8,  1900),  that  in  dry  screening  the  clogging 
of  fine  screens  can  be  prevented  by  passing  a  large  quantity  of  coarse  materijd 
over  the  screen  with  the  fine.  On  his  inclined  slotted  screens  with  slots  0.004 
inch  wide  about  90%  of  the  whole  load  should  be  coarse,  the  largest  particles 
being  preferably  about  ^-inch  diameter.  With  0.009-inch  slots,  70%  should  be 
coarse;  and  with  0.012-inch  slots,  63%  should  be  coarse. 

For  special  difiiculties  with  trommels  see  §  293. 

The  Action  of  Trommels. 

In  order  to  fully  understand  the  operation  of  trommels,  we  will  now  consider 
the  relations  of  their  slope,  diameter  and  speed  of  revolution. 

§291,  Effect  of  Centbifuoal  Force. — The  increase  in  centrifugal  force 
as  the  speed  of  revolution  increases,  and  the  effect  of  this  increase,  may  be 
shown  as  follows: 
In  Fig.  230  let 

«;=weight  of  an  ore  particle. 
c=centrifugal  force. 

/=natural  angle  of  friction=angle  between  a  horizontal  and  the 
tangent  to  the  circle  at  the  point  where  the  ore  slides,  with 
gravity  acting  alone. 
♦=increase  of  /  due  to  c. 

•  Am,  hut.  Min.  Eng.,  Vol.  XZIV.,  p.  499. 

t  Bery.  «.  BiktUnwemn  dea  Oberhanti^  (Stuttgmrt,  1895),  p.  888. 
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v=peripheral  velocity  of  the  trommel  in  feet  per  second. 
r=radiu8  of  the  trommel  in  feet. 
^=acceleration  due  to  gravity=32.16  feet  per  second. 
8=sliding  angle  due  to  g  and  c  combined,  which,  from  the  similarily 
of  triangles,  is  equal  to  f-^i. 
Now  since  the  sides  of  a  triangle  are  proportional  to  the  sines  of  their  oppo- 
site angles, 
c      sin  %       c 
— =-T — p.  or  —  sin  /=8in  i;  and  substituting,  in  this  formula,  the  value  for 

centrifugal  force,  c= — ,  we  get sin  /  =  sin  t ,   which  by  cancellation, 

gives  the  required  formula,  —  Bin/=Bin  t,  which  shows  the  increase  in  the 

angle  of  friction  due  to  centrifugal  force.  Table  202  has  been  calculated  by 
the  use  of  this  formula,  assuming  that  /=35°.  When  the  sliding  angle  is 
90''  greater  than  the  angle  of  friction  due  to  gravity  alone  (90**+36*'=125**), 
a  particle  of  ore  will  be  carried  completely  aroimd  the  trommeL 

TABLE  202. — INCREASE  IN  THE  ANGLE  OF  FRICTION,  DUE  TO  THE  CENTRIFUOAL 

FORCE  OF  A  TROMMEL,  ASSUMING  35''  AS  THE  ANGLE  OF  FRICTION 

WHEN   THERE   IS   NO    CENTRIFUGAL   FORCE. 


1 

Trommel  80  Inches 
Diameter. 

Trommel  36  Inchee 
Diameter. 

Trommel  48  Inches 
Diameter. 

Trommel  79  Inches 
Diameter. 

Trommel  96  Inches 
Diameter. 

N 

Centrif- 
ugal Force 
Divided  by 
Force  of 
Gravity. 

SUdlng 
Angle. 

Centrif. 

iigal  Force 

DlTlded  by 

Force  of 

Gravity. 

Sliding 
Angle. 

Centrif- 
ugal Force 
Divided  by 
Force  of 
Gravity. 

Sliding 
Angle. 

Centrif- 
ugal Force 
Divided  by 
Force  of 
Gravity. 

Sliding 
Angle. 

Centrif. 

ugal  Force 

Mvlded  by 

Force  of 

Gravity. 

Angwi 

8 
10 
18 
16 
16 
17 
18 
19 
9U 
86 
97.1 

0.08 
0.04 
0.06 
0.10 
0.11 
0.19 
0.14 
0.16 
0.17 
0.97 

86»64' 
a6»84' 
87«  V 
88*  9 
88»85' 
88*8' 
80»88' 
40-4 
40*87' 
48«47' 

0.08 
0.06 
0.07 
0.19 
0.18 
0.16 
0.17 
0.18 
0.90 
0.89 

W  5' 
86-41' 
87-86' 
a8»47' 
89«18' 
39«52' 
40»97' 
41*05' 
41*44' 
46*84' 

0.01 
0.07 
0.10 
0.16 
0.17 
0.90 
0.99 
0.86 
0.S7 
0.48 

86*96' 
87*15' 
88*14' 
40*  3' 
40*45 
41*80' 
42*17' 
43*07' 
44*  0* 

40*or 

0.07 
0.10 
0.15 
0.98 
0.95 
0.80 
0.88 
0.87 
0.41 
0.64 

87*00' 

89*61' 
48*35' 
48*38' 
44*46' 
45*57' 
47*14' 
48*34' 
66*31' 

0.00 
0.14 
0.90 
0.81 
0.86 
0.80 
0.44 
0.49 
0.56 
0.85 
1.00 
1.98 

'■"i'.is" 

1.74 

87*58' 
89*80' 
41*98' 
45*06' 
46*8r 
48*01' 
49*41' 
51*91' 
58*14' 
64*16' 
70*  0' 

80.0 
81.8 

0.88 

47048' 

0.46 

^IV 

0.61 

56*87' 

0.99 
1.00 

66*59' 
70*  0' 

79*46' 

88.4 

90*  0' 

86.8 

186*  0* 

87.4 

1.48 

90*  0* 

88.8 

1.00 
1.00 

70*0' 
78*45' 

40.0 

0.68 

68«9' 

0.89 

69*50' 

1.64 
1.74 

104*51' 
196*  0' 

41.8 

44.9 

1.00 

70*0' 

45  8 

1.48 

90*  0' 

48.4 

1.00 

wV 

60.6 

1.74 

196*  0* 



89.8 



1.48 

00*  V 

17.0 

1.49 

OO-V 

SiS 

1.74 

186*  0' 

64.0 

■'"i'.m"' 

196-  0' 

Fig.  231  shows  graphically,  for  a  36-inch  trommel,  the  rapid  increase  of 
centrifugal  force  due  to  increase  of  revolutions;  and  also  the  different  heights 
to  which  the  ore  will  be  carried.  W,  C  and  R  represent  the  magnitude  respec- 
tively of  the  force  of  gravity' (weight),  the  centrifugal  force  and  the  resultant 
force;  and  also  their  respective  directions. 

§  292.  Bate  of  Tbavel  of  the  Ore. — The  rate  at  which  ore  passes  through 
a  trommel  depends  on  the  slope  of  the  trommel  and  the  speed  of  revolution.  As 
the  trommel  revolves,  the  ore  fragment  is  carried  upward  to  a  point  where  the 
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line  of  steepest  declivity  makes  an  angle  with  a  horizontal  plane  equal  to  the 
angle  of  friction  of  the  ore. 

The  pitch  angle  of  the  helical  path  that  a  free  particle  of  ore  will  follow  over 
the  surface  of  the  trommel,  may  be  calculated  as  follows:  In  Fig.  232  let  the 
angle  %  between  the  plane  P,  and  the  horizontal  plane  be  the  angle  at  which 


FIG.  230. 


PIG.    231. — CENTRIFUGAL   FORCE 
TROMMEL. 
Tr=weight  of    C=centrifugal  force, 
ore  partiolea.     i2= resultant. 


A  36-INCH 


FIG.  232. 

the  ore  slides.  Let  the  line  d  be  a  line  of  steepest  declivity  in  the  plane  P. 
Let  the  line  e  represent  an  element  of  the  cylindrical  surface  of  a  trommel. 
Let  *  be  a  tangent  to  the  cylinder  in  a  plane  of  revolution  of  the  trommel,  and 
in  the  plane  P.  Let  fc  be  the  distance  from  the  point  a  on  the  trommel  to  the 
horizontal  plane.    The  angle  x,  then,  is  the  slope  angle  of  the  trommel,  and 
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the  angle  p  between  d  and  t  is  the  pitch  angle^  and  is  the  same  as  the  angle 
between  e  and  y.    Then : 


h 


=sin  8y  hence  d  • 


sm  8 


A      .        ,  A 

-  =  8m  X,  hence  6=-. 

e  sm  X. 


„  d      sm  8      sm  X 

Hence,  sm  »=-=  — t — =-; 

6    _  A sm  s 

sin  X 


which  gives  the  value  of  the  required  pitch  angle.  If  the  axis  of  a  cylindrical 
trommel  is  horizontal^  the  pitch  angle  is  0"^  and  the  ore  will  not  move  in  an 
axial  direction.  If  the  slope  of  the  axis  is  the  same  as  the  angle  at  which  the 
ore  glides,  the  pitch  angle  is  90°  and  the  ore  will  pass  out  of  the  tronmiel  along 
an  element  of  the  cylinder  when  the  tronmiel  is  still. 

Tables  203a  and  203&  give  the  rotations  made,  and  also  the  helical  distances 
traveled  by  an  ore  particle  to  get  through  a  trommel  under  varying  condi- 
tions of  diameter,  slope,  revolution  and  lengthy  as  computed  from  the  formula 

sin  X 
smp=—. — -  and  from  simple  equations  depending  on  this  formula. 


TABLE  203a. — ^ROTATIONS  OF  TROMMELS  TO  DELIVER  A  GRAIN  OF  OVERSIZE,  AND 
THE  HELICAL  DISTANCE  TRAVELED  BY  THE  GRAIN. 

AbbreTiatioii8.~Deg.=degreeB;  In.  finches. 


Trommel  80  Inches  Diameter. 

• 

16  B«YolutioD8  a  Minute. 

18  Revolutions  a  Minute. 

90  Revolutions  a  Ifinute. 

SUding  Angle,  88«  ay. 

Sliding  Angle,  89o  88'. 

Sliding  Angle,  40- 87'. 

Rotations  to 

Helical  Dis- 

Rotations to 

Helical  Dis. 

Rotations  to 

Helical  Dis- 

Slope of 

Deliver  a 

tance  Trav- 

Deliver a 

tance  Trav- 

DeUvera 

tance  Trav> 

Trommal. 

Grain  of 

eled  by  a 

Grain  of 

eled  by  a 

Grain  of 

eledbya 
Orainwhen 

Pitch 
Angle. 

Orenise 

Grain  when 

Pitch 

Oversize 

Grain  when 

Pitch 

Oversixe 

whenLength 
of  Tronunel 

Length  of 
Tlomznel 

Angle. 

WhenLength 
of  Trommel 

Length  of 
Trommel 

Angle. 

whenLeofTth 
of  Trommel 

Length  of 

is 

is 

is 

is 

is 

is 

Deg. 

IiLper 
Foot. 

00  In, 

78  In. 

00  In. 

78  In. 

60  In. 

78  In. 

60  In. 

78  In. 

00  In. 

78  In. 

60  In. 

7«n. 

In. 

In. 

In. 

In. 

In. 

In, 

«• 

^ 

S'ly 

11.86 

18.68 

1,072 

1,886 

8«09' 

11.00 

18.98 

1,096 

1,814 

8^' 

11.86 

14.88 

1,119 

1,848 

••W 

V- 

4*01' 

9.06 

10.90 

868 

1.090 

8»56' 

9.87 

11.18 

W6 

1,061 

8«61' 

9.48 

11.88 

806 

1,074 

Bl'dQ' 

f- 

s^sr 

C.4T 

?*77 

CA3 

735 

S^HlT 

e  61 

7,&a     6i*6 

751 

fi^^i-^' 

G.Tti 

s.u 

640 

TfA 

fi' 

1  + 

s^or 

4,51 

fi.41, 

42(1: 

515 

7^62* 

4.61 

&.33i     4)3B 

536 

7°  42^ 

4.71 

&M 

448 

fm 

7* 

m- 

n^w 

3.8(^ 

z.m 

m 

ma 

IVOS' 

B.ST 

Bm     314 

aro 

io*n' 

s.at 

4.01 

3^ 

!A5 

••SO* 

9 

i5«3r 

£.32 

2. 78 

227 

2i% 

i5*or 

8.37 

9.m     fS32 

s^ 

14*  4  F 

«.43 

S.9t 

237 

8M 

14* 

3 

2S^AW 

I.St 

i.es 

165 

186 

fli«ao# 

1.55 

i:m\    1G& 

1^ 

21'49' 

IM 

i.m 

Ul 

IM 

Trommel  36  Inches  DLmneter. 

16  Revolutions  a  Minute. 

18  R^votuttons  a  MlnutA. 

^  KflvolutionB  a  BfinateL 

31id1ag  Angle.  S?"  IS'  . 

aildinff  Angle.  ^J"  37^ 

Sliding  Anj3rl<».  41»  44'. 

B" 

%j- 

3»Cia' 

9.B4 

11.56 

l,os<> 

i.aEie 

3^(55' 

9,rj5 

n,m 

IJlfi 

T,338 

S-O' 

in.ts 

18  JS 

1,144 

1,«78 

8<»«K 

^i4- 

S*57' 

7.m 

9.^1 

sm 

1.046 

3*sr 

7.87 

9.45 

,^53, 

1,071 

3*45 

g.oe 

9,70 

916 

1,009 

fao' 

^  _ 

fi'SSr 

5.4B 

6,57 

G«a 

1     747 

5=aJ' 

5.51 

a. 74 

6:lH 

7US 

5=16' 

a, 76 

0.91 

664 

im 

R* 

1    -h 

7«5I»' 

3.e2 

4.m 

4^6 

523 

:^4iy 

3.9t 

4,70 

447 

530 

T'-sr 

AM 

1.^ 

45H 

mt 

T-      ' 

1J4— 

Ti*ac^ 

3.T1 

3. as 

til 

874 

v^m' 

a. 77 

8.^^ 

ilD 

ass 

lu*a:r 

^m 

3.43 

WS3 

'm 

9W 

3 

15*00' 

1.97 

2. BO 

£30 

a7l>( 

11=44' 

*.os 

S.4g 

SS6 

289 

14»S1* 

a.or 

2.49 

1*42 

m\ 

mm^^^ldfi        ^' 

S 

88«a7^ 

t.328 

1,54 

JB7  '     189  1 

Ln*M' 

1.S2 

1.58 

161 

t^i 

SI '1 9* 

1  36 

1.63 

166 

196 

I 
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TABLE  2036. — ^BOTATIONS  OF  TBOMMELS  TO  DELIVEB  A  GRAIN  OF  OVEESIZE^  AND 
THE  HELICAL  DISTANCE  TRAVELED  BY  THE  GRAIN. 


Pommel  48  Inches  Diameter. 

ISBerohitionsaBflnute.    SUdlzig  Anj^le,  40»  8'. 

17  Revolutions  a  Hinate.    Sliding  Angle,  41»  Sy 

a2!!!?<>L 

Drommel 

Pitoh 
Angla 

Rotations  to  DeUver 

a  Grain  of  Oversize 

when  Lenfrth  of 

Trommel  is 

Helical  Distance 

Traveled  by  a  Grain 

when  Length  is 

Pitch 
Angla 

Rotations  to  DeUver 

a  Grain  of  Oversize 

when  Length  of 

Trommel  is 

Helical  Distance 

Traveled  by  a  Grain 

when  Length  is 

Degrees. 

00  In. 

78  In. 

00  In. 

79  In. 

00  In. 

78  In. 

00  In. 

79  In. 

8»07' 
8«68' 

7047» 

7.38 
6.86 
4.18 
8.91 
8.06 
1.50 
0.96 

8.79 
7.08 
6.01 
8.49 
8.48 
1.80 
1.18 

886 
688 
448 
817 
884 
100 

1388 

768 
681 

198 

8O01' 
8047' 
6*17' 
7»84' 
10»86' 
14«86' 
81<»96' 

7.64 
6.06 
4.80 
8.00 
8.18 
1.66 
1.01 

9.06 
7.88 
6.16 
8.60 
8.66 
1.86 
1.88 

1,189 
911 
061 
466 
886 
941 
164 

781 
547 
891 
889 
197 

Trommel  78  Inches  Diameter. 


18  Revolutions  a  Minute.     Sliding  Angle,  89o  6r. 

16  RevduUons  a  Minute.     Sliding  Angle,  49»  86'. 

8»0' 

8«07' 

4.86 

6.84 

1,108 

1,888 

9»67' 

6.14 

6.16 

1,164 

1,896 

8»ao' 

8«»64' 

8.89 

4.07 

881 

1,068 

8<»48' 

4.11 

4.98 

961 

1,117 

8«»80' 

6»88' 

8.77 

8.88 

080 

766 

6*11' 

9.98 

8.61 

666 

796 

6«  C 

704y 

1.98 

8.88 

441 

689 

7^' 

8.04 

9.46 

406 

669 

7*0' 

IQFSBf 

1.87 

1.64 

816 

879 

10»88' 

1.46 

1.74 

888 

400 

o^ao* 

U^W 

1.00 

1.19 

888 

980 

14«»0r' 

1.06 

1.87 

846 

906 

14«  0' 

2Sf>iy 

0.66 

0.78 

169 

191 

90»fi7' 

0.60 

0.88 

166 

901 

Trommel  96  Inches  Diameter. 


10  Revolutions  a  Micuteu     Sliding  Angle,  89«  99^. 

13  EevoluUons  a  Minute.    SUding  Angle,  41*  88" 

9*0' 

8»09' 

8.68 

4.84 

1,098 

1,818 

8^' 

8.77 

4.08 

1,189 

1,866 

9»80' 

8«66' 

8.99 

8.47 

875 

1,060 

8*47' 

8.01 

8.68 

911 

1,008 

s-ay 

6«81' 

8.06 

8.48 

086 

750 

6<»17' 

9.16 

8.68 

661 

781 

5«0' 

TW 

1.44 

1.78 

438 

686 

7»84' 

1.60 

1.80 

466 

647 

7*(K 

It'W 

1.08 

1.98 

818 

876 

lO^W 

1.06 

1.87 

886 

801 

o^ao' 

^'OO* 

0.74 

0.89 

881 

977 

14-98' 

0.77 

0.98 

941 

880 

14-  (/ 

8*»99' 

0.48 

0.58 

168 

189 

Sl-96' 

0.51 

0.61 

164 

197 

Effect  of  Slope. — This  may  be  stated  in  two  ways:  Other  things  being 
equal,  with  the  same  depth  of  bank  increase  of  slope  increases  enormously  the 
conveying  power  of  the  trommel;  or  we  may  say  that  for  the  same  quantity  of 
ore,  with  the  steeper  slope,  the  bank  will  be  much  thinner,  and  hence  the  screen- 
ing much  better.  These  facts,  for  a  trommel  36  inches  in  diameter,  72  inches 
long,  revolving  20  times  per  minute,  are  shown  in  Tables  204  and  205.  It 
should  be  stated  that  where  such  thin  banks  as  i  inch  thick  are  given,  it  simply 
means  that  that  is  the  average  depth  of  continuous  layers  that  would  equal  in 
weight  the  sum  of  the  scattered  ore  fragments.  These  tables  are  based  on 
Table  203a. 

TABLE  204. — CAPACITY  IN  24  HOURS  OF  A  TROMMEL  36   INCHES  DIAMETER,   72 

INCHES  LONG,  REVOLVING  20  TIMES  A  MINUTE,  FOE  GIVEN  DEPTHS  OF 

BANK,  AND  AT  DIFFERENT  SLOPES;  ASSUMING  THAT   1   CUBIC 

FOOT  OF  BROKEN  ORB  WEIGHS   94   POUNDS. 


Slope  of  TmnmeL 

Ore  Bank  Mr  in.  Deep. 
Trommel  Contains 

Ore  Bank  U  in.  Deep. 
Trommel  Contains 

Ore  Bank  1  in.  Deep. 
Trommel  Contains 

Ore  Bank  8  in.  Deep. 
Trommel  Contains 

8.01  Pounds  of  Ore 

11 .08  Pounds  of  Ore 

81.06  Pounds  of  Ore 

87.14  Pounds  of  Ore 

at  any  time,  (a) 

at  any  time,  (a) 

at  any  time,  (a) 

at  any  time,  (a) 

Degrees. 

In.perFbot 

4.6  tons. 

18.1  tons. 

86.8  tone. 

106.8  tons. 

VW 

f 

6.8  tons. 

16.4  tons. 

46.1  tons. 

190.4  tons. 

9W 

'    r^ 

8.1  tons. 

98.0  tons. 

64.7  tons. 

181.6  tons. 

6" 

1^ 

11 .7  tons. 

88.0  tons. 

09.8  tons. 

960.8  tons. 

7* 

IH- 

16.6  tons. 

46.4  tons. 

180.8  tons. 

866.0  tons. 

0*80' 

fT 

98.6  tons. 

68.8  toes. 

170.6  tons. 

608.0  tons. 

14* 

8 

84.5  tons. 

97.4  tons. 

974.4  tons. 

760.8  tons. 

(a)  Including  the  undersiae. 
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TABLE  205. — ^THICKNESS  OF  BANE  AND  WEIGHT  OF  ORE  IN  TROMMELS  30  AND  36 

INCHES  DIAMETER,  72  INCHES  LONG,  REVOLVING  20  TIMES  A  MINUTE, 

WITH  DIFFERENT  RATES  OF  FEED  AND  AT  DIFFERENT  SLOPES; 

ASSUMING   THAT    1    CUBIC    FOOT    OF    BROKEN    ORE 

WEIGHS  94  POUNDS. 

AbbreTiatiODS.— Deg.ssdogrees;  Ftsfoot;  IiLsinchM;  x>.=per. 


Trommel  80  Inches  Diameter,  78  Inchee  Long. 

100  Tons  Screened 

186  Tons  Screened 

150  Tons  Screened 

800  Tons  ScrseDBd 

Slope  of 

in  M  Hours. 

in  84  Hours. 

in  84  Hours. 

in  84  Hours. 

in  84  Hours. 

Trommel. 

Depth 
of  Ore 

Ore  in 
Trommel 

of  Ore 

Ore  in 

T»x)mmel 

of  Ore 

Ore  in 

Trommel 

Depth 
of  Ore 

Ore  in 
Trommel 

Depth 
of  Ore 

Ore  in 
Trommel 

Bank. 

at  any 
time,  (a) 

Bank. 

at  any 

time,  (a) 

Bank. 

at  any 
time,  (a) 

Bank. 

at  any 
time,  (a) 

Bank. 

at  any 
UmeTCa) 

D8ff. 

In.p.Ft. 

Inches. 

Pounds. 

Inches. 

Founds. 

Inches. 

Pounds. 

Inches. 

Pounds^  finches. 

Pounds. 

«• 

^rt 

2.81 

96.8 

8.60 

183.6 

8.06 

148.8 

8.78 

197.7r 

4.98 

986.6 

Wf 

Irf 

1.90 

79.0 

8.81 

96.8 

8.61 

118.6 

8.80 

168.1 

4.88 

987.1 

V*W 

l- 

i.eo 

60.8 

1.86 

70.4 

8.08 

84.5 

8.58 

118.7 

8.86 

160.0 

6» 

1  + 

1.85 

89.8 

t.46 

49.1 

1.64 

66.9 

1.99 

78.6 

9.60 

117.9 

7» 

IJi- 

0.06 

97.8 

1.16 

84.8 

1.80 

41.7 

1.68 

66.7 

8.07 

88.6 

9«S0' 

9 

0.79 

90.9 

0.98 

85.8 

1.04 

80.8 

1.87 

40.4 

1.67 

60.6 

14' 

8 

0.60 

18.8 

0.69 

16.6 

0.78 

19.9 

0.96 

86.6 

1.86 

80.8 

Trommel  86  Inches  Diameter 

,  79  Inches  Long. 

9» 

Mi* 

1.96 

64.4 

9.98 

105.6 

9.58 

186.6 

8.18 

168.7 

4.18 

963.1 

9*80' 

irf 

1.69 

67.4 

1.96 

84.9 

9.91 

101.0 

8.69 

184.7 

8.66 

908.1 

8^80' 

^F- 

1.85 

48.0 

1.57 

eo.o 

1.76 

78.0 

8.14 

96.0 

8.81 

144.0 

6«» 

1  + 

1.06 

88.6 

1.98 

41.8 

1.89 

60.9 

1.68 

06.9 

8.80 

100.4 

f 

m- 

0.88 

98.7 

0.97 

89.7 

1.10 

86.6 

1.88 

47.5 

1.75 

71.9 

9^W 

9 

0.68 

17.8 

0.78 

91.6 

0.88 

96.9 

1.07 

84.6 

1.48 

51.9 

W 

8 

0.61 

11.8 

0.68 

14.1 

0.6C 

17.0 

0.80 

88.7 

1.06 

84.0 

(a)  Inoiuding  the  underslse. 

The  Effect  of  Length  and  Slope  Combined. — Table  206  shows  relative 
weights  of  ore  conveyed  by  trommels  with  equal  depths  of  bank  in  any  given 
time.  These  quantities  are  calculated  on  the  basis  that  36-inch,  48-inch,  72-inch 
and  96-inch  trommels  contain  respectively  1.1,  1.27,  1.66  and  1.80  times  as 
much  ore  at  any  given  moment  as  a  30-inch  trommel  of  the  same  length.  These 
figures  are  practically  true  for  banks  varying  from  J  inch  to  2  inches  in  depth. 
The  greatest  error  in  the  table  is  0.8%.  To  eliminate  this  slight  error  would 
require  a  separate  table  for  each  depth.  Table  207  shows,  for  the  same  diame- 
ters and  slopes  as  in  Table  206,  the  relative  lengths  that  will  give  the  same 
length  of  helical  path  in  all  cases;  equal  lengths  of  path  being  necessary  to 
yield  the  same  quality  of  screening,  provided  there  is  the  same  depth  of  £ank 
in  each  case.  Both  of  these  tables  are  based  on  Tables  203a  and  203&.  Two 
examples  of  their  use  follow :  If  the  maximum  capacity  of  a  trommel  96  inches 
in  diameter,  sloping  14^,  revolving  12  times  per  minute,  is  called  100  units  of 


table  206. — relative  weights  conveyed  by  trommels  with  ore  banes  of 

ANY   definite   DEPTH   UP   TO   2    INCHES. 


T^txnmel  80  Inches 

Trommel  36  Inches 

Trommel  48 

Trammel  72 

Trommel  96 

Slope  of 
Trommel. 

Diameter. 

Diameter. 

Inches  Diameter 

Inches  Diameter 

Inches  Diameter 

ReTolutions  per  Minute. 

Revolutions  per 
Minute. 

Revolutions  per 
Minute. 

Revolutions  per 
Bilnute. 

Revolutions  per 
Minute. 

Deg. 

Inches 
per  Ft 

16 

18 

20 

16 

18 

20 

15 

17 

12 

15 

10 

IS 

8"  V 

«/■ 

8.3 

8.7 

4.0 

4.3 

4.8 

5.1 

6.1 

6.8 

9.1 

10.7 

11.7 

18.5 

*»80' 

7»"  - 

4.2 

4.6 

6.0 

5.4 

.'S.9 

6.4 

7.7 

8.6 

11.4 

13.4 

14.7 

16.9 

S-BO* 

j^ 

5.8 

6.4 

7.0 

7.6 

S.-'i 

9.0 

10.8 

11.9 

15.9 

18.8 

20.6 

88.7 

S^O* 

1       -f 

8.4 

9.2 

10.0 

10.9 

12.0 

12.9 

15.6 

17.0 

22.9 

27.1 

29.5 

84.0 

7*  V 

1W~ 

11.8 

13.0 

14.1 

15.4      10.9 

18.2 

21.8 

23.9 

82.2 

38.1 

41.7 

48.1 

^W 

2 

16.3         17.9 

19.4 

21.1      23.2 

26.1 

80.0 

82.0 

44.2 

68.6 

sr.4 

66.2 

u^fy 

8 

85.0    1    27.4 

29.7 

82.5     35.5 

88.8 

46.9 

60.5 

67.9 

80.0 

88.5 

100.0 
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TABLE  207. — ^BELATIYE  LENGTHS  OF  TROMMELS  NECESSABY  FOB  THE  CAPACITIES 

OIVBN   IN  TABLE 


Slope  of 

Trommel  ao  Inches 
Diameter. 

Trommel  86  Inches 
Diameter. 

Trommel  48 
Inches  Diameter 

Trommel  78 
Inchea  Diameter 

Tronamel96 
Inches  Diameter 

Thmimel. 

Berolntionaper  Uinttte. 

Revolutions  per 
Minute. 

Revolutions  per 
Minute. 

Revolutions  per 
Minute. 

Revolutions  per 
Minute. 

D««. 

tnches 
per  Ft. 

16 

18 

»i 

16 

18 

90 

16 

17 

18 

16 

10     1     IS 

Relative  I«engtha  of  Trommels. 


s-c 

8 

^ 

14.6 

14.8 

18.9 

14.9 

18.9 

18.6 

14.0 

18.6 

14.1 

18.8 

14.8 

18.6 

wy 

r- 

18.1 

17.7 

17.8 

17.8 

17.4 

16.0 

17.6 

17.0 

17.6 

16.6 

17.7 

17.0 

z^w 

86.8 

94.8 

94.8 

84.0 

94.8 

88.7 

84.8 

88.8 

84.6 

88.8 

94.8 

88.8 

6*0' 

1  "+ 

86.1 

86.4 

84.6 

85.6 

84.7 

88.8 

86.0 

84.0 

85.1 

88.8 

86.4 

84.0 

r  0* 

i>^ 

60.6 

48.4 

48.8 

498 

48.6 

47.8 

4B.9 

47.6 

48.1 

46.6 

49.5 

47.6 

fMfy 

8 

G8.8 

66.8 

66.4 

67.4 

66.7 

64.0 

66.9 

64.8 

66.6 

68.0 

67.1 

64.8 

14*  0* 

8 

100.0 

96.1 

86.8 

08.7 

06.8 

M.O 

06.0 

94.6 

97.6 

98.8 

96.1 

04.5 

weighty  the  same  quality  of  screening  will  be  done  by  a  trommel  36  inches  in 
diameter  with  the  same  slope^  revolving  20  times  per  minute,  with  a  capacity 
of  38.2  units  of  weight,  and  the  relative  lengths  would  be  94.5  and  94.0,  that  is 
to  say,  practically  the  same  length.  If,  on  the  other  hand,  the  36-inch  trommel 
had  sloped  5^  instead  of  14°,  the  capacity  would  be  only  12.9  units  of  weight, 
but  the  necessary  length  would  be  reduced  to  33.8.  The  capacity  is  reduced 
more  than  the  length.  In  like  manner  a  great  variety  of  conditions  may  be 
compared.  Capacity  cannot  be  much  increased,  however,  by  increasing  length 
without  increasing  dope  also.  For  example,  if  a  trommel  5  feet  long  is  screen- 
ing well  to  its  full  capacity,  and  it  is  attempted  to  double  the  capacity  by  dou- 
bling the  length,  the  first  5  feet  will  be  overcrowded  and  screening  poorly,  and 
the  second  5  feet  will  also  be  overcrowded  and  screening  poorly ;  but  by  doubling 
the  length  and  at  the  same  time  increasing  the  slope,  the  capacity  can  be  doubled 
(see  Tables  206  and  207).  If,  however,  there  is  not  enough  fall  to  permit  an 
increase  of  either  length  or  slope,  the  2  five-foot  lengths  may  be  placed  side 
by  side  and  the  ore  divided  between  them. 

Practically,  the  mill  man  aims,  as  a  rule,  not  at  great  quantity  but  at  good 
quality;  and  when  he  seeks  this  by  the  14**  slope,  he  does  not  try  for  the 
enormous  capacity  that  the  trommel  will  give  if  its  helical  patii  is  lengthened  as 
above,  but  rather  for  the  very  much  thinner  bank  that  the  14**  slope  will  give  on 
the  same  quantity,  in  order  to  give  the  greatly  improved  quality  of  screening 
that  will  result.  The  thin  bank  does  away  with  the  necessity  of  increasing  the 
length. 

Effect  of  Speed. — Table  206  shows  that  the  capacity  is  noticeably  increased 
with  the  speed  of  revolution.  For  example:  A  36-inch  trommel,  sloping  6**, 
making  16  revolutions  a  minute,  screens  10.9  units  of  weight,  while  if  its  revo- 
lutions be  put  up  to  20,  it  will  screen  12.9  units.  The  increasing  speed,  to  be 
sure,  increases  the  centrifugal  force,  which  tends  to  blind  the  screen,  but  the 
effect  of  this  probably  is  not  serious  for  a  36-inch  trommel  until  we  go  beyond 
20  revolutions  a  minute.     See  Fig.  231  and  §272  (paragraph  on  Revolutions). 

The  Effect  of  Varying  the  Diameter. — Tables  206  and  207  show  that, 
with  the  same  number  of  revolutions  and  the  same  slope,  the  capacity  of  a 
36-inch  trommel  is  practically  1.3  times  that  of  a  30-inch  trommel  of  the  same 
length.  The  centrifugal  force,  however,  is  greater  in  the  former,  and  to  make 
a  perfectly  fair  comparison,  the  revolutions  must  be  so  regulated  as  to  make 
the  centrifugal  force  the  same  in  the  two  machines.  The  depth  of  bank  and 
the  quality  of  screening  will  then  be  the  same  in  both  trommels,  and  the  36-inch 
trommel  will  have  practically  1.2  times  the  capacity  of  the  30-inch  trommel; 
that  is  to  say,  the  capacities  of  the  two  are  in  proportion  to  their  diameters. 
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In  fact,  when  the  lengths  and  slopes  are  the  same,  and  the  speeds  afe  such  as 
to  make  the  centrifugal  force  the  same,  the  capacities  of  any  two  trommels  are 
practically  proportional  to  their  diameters,  for  the  depths  of  bank  nnder  con- 
sideration (2  inches  or  less).  The  helical  distance  traveled  will  be  exactly  the 
same  for  aU  diameters  if  the  lengths  and  slopes  are  alike,  so  that  the  wear  on 
screens,  per  ton  of  ore,  will  be  the  same.  The  frequency  of  changing  screens 
will  be  the  same,  but  the  labor  of  changing,  per  ton  of  ore,  will  be  inversely  as 
the  diameters.  It  is  clear  then  that  the  running  expense  of  a  large  diameter 
trommel  is  no  greater  and  may  be  even  less  than  that  of  a  small  one,  per  ton 
of  ore  treated.  On  this  account,  diameters  which  are  much  greater  than  those 
commonly  used  have  been  computed  and  placed  in  the  tables  for  convenience 
of  mill  men  who  may  desire  to  experiment  in  this  direction.  Diameters  equal 
to  the  largest  shown  in  the  tables  are  sometimes  used  for  coal.  It  should  be 
stated  that  the  first  cost  of  trommels  will  increase  somewhat  more  rapidly  than 
the  diameters. 

§293.  Depth  of  Bank  and  Quality  of  Work  depend  mainly  upon  the 
slope  of  the  trommel,  the  rate  of  feeding,  and  the  speed  of  revolution.  If  the 
bank  is  too  deep  good  screening  cannot  be  done,  no  matter  how  long  the  trom- 
mel is.    If  the  bank  is  too  thin,  time  is  wasted. 

At  Laurenburg  a  conical  trommel  having  8-mm.  round  holes  with  28  inches 
large  diameter,  49  inches  perforated  length  and  2^  50'  slope,  has  been  replaced 
by  one  with  64  inches  large  diameter,  26  inches  perforated  length  and  5**  45' 
slope  run  at  6  revolutions  per  minute.^®  The  steeper  slope  and  greater  diame- 
ter have  both  helped  to  diminish  the  depth  of  bank  and  to  improve  screening 
to  an  extent  which  warranted  shortening  the  screen.  The  net  result  was  less 
wear  of  screen  and  less  slimes  from  abrasion  of  the  ore. 

The  importance  of  steeper  slope  and  shorter  length  for  a  given  capacity  does 
not  appear  to  be  perfectly  understood.  The  following  figures  have  been  taken 
from  Table  186  to  illustrate  this  point: 


Slope  of  TrommeL 

Number  of  Trom- 
mels 86  Inches  to 
SOlDchesLong. 

Number  of 
Trommels  80 
Inches  Long. 

Number  of 
Trommels  78 
Inches  Long. 

Number  of  Trom- 
mels 80  Inches  to 
168  Inches  Long. 

!•  5'   to  a'sy 

4-  y    to    4<»«' 
6«        to   W^W 

7 
S 

8 

10 
6 

17 

85 

6 

7*  1^    to   7*1<K 

4 

8^80' 

9W 

7 

14« 

i 

There  are  three  large  entries  in  this  list  which  appear  to  indicate  that  this 
problem  is  being  worked  out  by  natural  selection :  25  very  long  trommels  have 
from  1®  5'  to  3°  55'  slope;  17  six-foot  trommels  have  from  5°  to  5**  55*  slope; 
7  five-foot  trommels  have  9®  30'  slope.  Here,  throwing  out  certain  odd  figures, 
which  may  be  considered  exceptional,  we  have  evidence  that  mill  men  recognize 
that  if  a  gentle  slope  is  to  be  used  the  trommel  must  be  long,  while  if  a  steep 
slope  is  used  it  may  be  short.  If  it  can  be  short,  it  should  be,  in  order  to  pre- 
vent wear  of  screen  and  breakage  of  ore. 

Table  186  shows  that  it  is  not  an  uncommon  practice  to  diminish  the  slope 
and  increase  the  length  as  the  size  of  the  ore  diminishes.  This  is  done  on  the 
basis  that  the  fine  sizes  are  harder  to  screen  and  should  therefore  be  kept  longer 
in  the  screen.  There  seems  no  reason,  however,  why  a  fine  size  should  screen 
more  advantageously  at  a  gentle  angle  than  a  coarse  size.  If,  then,  steep  plopes 
thin  the  banks  and  improve  screening  for  coarse  screens,  tbey  will  also  do  it 
for  fine.    It  is  probable  that  short  screens,  5  feet  long,  with  somewhere  from 
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9°  to  14°  slope,  will  be  found  so  much  more  efficient  for  screening,  and  so  much 
less  expensive,  that  they  will  be  adopted  for  all  sizes,  coarse  and  fine. 

Tests  of  Mill  Work. — ^The  author  obtained  samples  of  trommel  products 
from  Mills  22,  28,  30  and  38  in  order,  by  carefully  sizing  them  on  hand  screens, 
to  determine  the  quality  of  the  work  done  in  the  mills;  and  then,  if  possible, 
to  explain  any  differences  in  the  quality  of  the  work  by  studying  the  various 


TABLE  208. — SIZING  TESTS  OF  TROMMEL   PRODUCTS  FROM 

MILL 

22.* 

Mill  81X68. 

Tfarough  18  on  6  mm. 

Through  6  on  8  mm. 

Through  8  nun. 

Nmnbsr  on  Fls.  ft85. 

1 

8 

4 

PorooDt. 

Comulatlve 
Pdrcont. 

PMrcent. 

Camulative 
Percent. 

Percent. 

ComnlatlTe 
Percent 

TbrouRh  16.0   on  11.8    mm. 
"^    11.8     "    8.08     •* 

4.0 
84.8 
46.8 
18.6 
1.7 
0.8 
0.1 

4.0 
88.8 
84.1 
07.6 
00.8 
00.6 
00.7 

*♦         8.08    "    6.61      " 

8.4 
46.8 
48.6 
8.6 
0.5 
0.8 
0.8 
0.1 

2.4 
47.7 
06.8 
06.7 
90.8 
00.5 
00.7 
00.8 

6.61    "    8.04     •• 

8.04    "    8.60     " 

••          8.60    "    180     " 

••          1.80    "    1.40     " 

M          1  49    »*    0.945    •• 

0.2 
80.8 
86.8 
18.5 
14.6 
7.8 
6.1 
1.4 
8.7 
8.8 
0.0 
1.8 
0.8 
1.3 

0.8 
81.0 
47.8 
61.8 
75  0 

**          0.045  "    0.667    " 

88.7 

u          u  607  **    0  493    *' 



88  8 

••          0.408  "    0.871    " 

00.8 

••          0.871  "    0.870    " 

98.0 

M          0.870  "    0  158    *• 

06.1 

M          0  158  **    0.110    " 

07  0 

"          0.110  "    0.078    *• 

08  2 

M          0  078  "    0.060    " 

06  4 

]riii^ 

0.4 

0.8 

Total.... 

100.1 

100.1 

00.7 

•  The  significance  of  the  columns  headed  '*  Cumulative  percent.'^  is  explained  In  f  868^  866. 


TABLE  209. — SIZING  TESTS   OF  TROMMEL  PRODUCTS   PROM   MILL   28.* 


.Number  on  Fig.  537. 


Through 


44.8 

81.0 

88.8 

16.0 

11.8 
8.08 
6.61 
8.04 
8.60 
1.80 
1.40 
0.045 
0.667 
0.408 
0.871 
0.270 
0.158 
0.110 
0.078 
Fines... 


on  81.0     1 
'*  88.8 
"  16.0 
"  11.8 
"    8.08 
•»    6.81 
"    8.04 
"    8.00 
•*    1.80 
»•     1.40 
0.945 
0.667 
0.498 
0.371 
0.270 
0.15S 
0.110 
0.073 
0.069 


Total.... 


Mill  Sizes. 


Feed. 


6.9 
16.6 
13.3 
16.4 


0.8  62 


8.8 


70 


6.2  77 


1.5  94.3 
.1 
,3 
.6 


99.7.... 


Through 

40  on  26 

mm. 


100.0 


100.0 


100 


Through 

25  on  16 

mm. 


17.9  17.9 
82.1  100 


100.0 


Through 

16  on  12 

mm. 


4.5 
04.9 
0.6 


4.5 
99.4 
100 


100.0 


Through 
12on8 


1 


62.4 

86.0 

1.6 


62.4 
98.4 
100 


100.0.... 


Through 
8  on  5 


58 
40.4 
0.5 


58.0 
00.8 
99.8 


99.8.... 


Throujrh 

5  on  8.6 

mm. 


0.8 
72.0 
27.7 


100.0 


0.8 
72.8 
100 


Through 
3.5  on  8 


2 

it 


51.0 

44.2 

4.3 


99.5 


51.0 
95.2 
99.5 


Through 
2  nun. 


5.6 
21.2 
16.8 
13.7 
5.6 
8.9 
18.8 
8.8 
6.6 
0.9 
4.4 


99.8.. 


5.6 
26.8 
48.1 
56.8 
62.4 

1.8 
85.1 
68.9 
04.5 
95.4 


*  The  signiflcance  of  the  columns  headed  **  Cumulative  percent."'  is  explained  in  f  868-§  866. 


382 


OBB  DRB88IN0, 


293 


adjustments  of  the  mill  screens.  The  results  are  shown  in  Tables  208^  209, 
210  and  211.  Before  examining  them  it  will  be  well  to  point  out  the  causes 
of  unsatisfactory  work.  If  the  screen  holes  are  smaller  than  they  are  rated,  the 
oversize  product  will  contain  an  excessive  amount  of  fines;  while  if  the  boles 
are  larger  the  oversize  will  appear  to  be  more  free  from  fines  than  it  should, 
and  the  next  smaller  oversize  will  contain  larger  grains  than  it  should.    If  the 

TABLE  210w — SIZING  TESTS  OF  TROMMEL  PRODUCTS   FROM   MILL  30.* 


Number  on  Fig.  689. 


MUlSizoB. 


Through  96 
on  16  mm. 


Through  16 
onlOi 


Through  10 
oo7mm. 


Through  7     Through  6     Through 
on  6  mm.      on  8  mm.         8  mm. 


Through  81.9  on 

82.8  " 

••        16.0  " 

••        11.8  »* 

"          8.08  " 

"          6.61  " 

••          8.94  " 

••         8.09  ♦» 

••          1.89.  " 

«          1.49  " 

••          0.946  " 

••          0.607  " 

**          0.498  »• 

"          0.8n  " 

0.870  " 

ai58  " 

0.119  *♦ 

0.078  " 


Fines.. 


83.8    c 

16.0 

11.8 
8.08 
6.61 
8.94 
8.69 
1.89 
1.49 
0.945 
0.667 
0.493 
0.871 
0.870 
0.158 
0.119 
0.073 
0.069 


8.8 

28.0 
58.1 
17.0 
8.9 
0.5 
0.2 
0.1 
0.1 


2.8 
86.8 

78.4 
95.4 
96.8 
96.8 
99.0 
99.1 
99.8 


18.8 
51.6 
88.3 
8.7 
1.8 
0.7 
0.8 
0.8 


18.9 
09.6 
98.1 
96.8 
06.0 
98.7 
96.9 
99.1 


7.4 
47.7 
88.4 
9.0 
8.0 
0.5 
0.8 
0.1 


7.4 
56.1 
87.5 
96.5 
96.5 
99.0 
99.8 
99.4 


4.0 
86.5 
40.8 
18.5 
2.9 
1.7 
0.4 
0.1 


4.0 
40.5 
80.7 
94.8 
97.1 
98.8 
99.8 
99.8 


8.6 
88.0 
86.0 
16.1 
19.1 
7.0 
8.8 
0.4 
0.6 
0.4 
0.1 
0.8 


8.6 
85.6 
68.6 
69.7 
88.8 
96.8 
96.1 
96.6 
99.0 
99.4 
99.5 
99.7 


0.9 


0.9 


0.6 


0.5 


0.8 


O.lS 
6.4 
9.4 
80.6 
14.8 
11.8 
8.6 
6.0 
9.7 
8.8 
4.8 
0.9 
9.6 


0.6 
6.9 
16.8 
86.8 
51.0 
68.8 
64.9 
70.9 
80.6 
88.9 
88.8 
89.1 


Total. 


100.1 


100.0 


.99.9 


, 99.8 


.  100.0 


98.6 


•  The  Bignlflcanoe  of  the  columM  headed  "  Cumulative  percent"  is  explained  in  f  868-6  866. 


TABLE  211. — SIZING  TESTS  OF  TROMMEL  PRODUCTS  FROM   MILL  38.* 


Mill  Sfsee. 

Through  88.1  on 
88.8  mm. 

nirough  88.8  on 

Through  9.5  on 
5  mm. 

Through  5  on 
9.6  nun. 

Number  on  Fig  541 

1 

8 

8 

4 

Per- 
cent. 

Cumulative 
Percent. 

Ptor- 
cent. 

Cumulative 
Percent 

Per- 
cent 

Cumulative 
Percent 

Fei^ 
cent 

Ommdative 
Percent 

Through  44.8    on  81 .9  mm. 

84.8 

41.8 

e9.4 

4.8 

0.8 

84.8 
65.6 
94.9 
99.1 
99.8 

"       81.9      "  88.8     " 

0.4 

17.6 

88.8 

86.0 

15.4 

1.6 

0.8 

0.1 

0.4 
18.0 
66.8 
68.3 
97.6 
99.9 
99.5 
99.6 

••       8B.8      "  16.0     » 

••        16.0      "  11.8     ♦ 

••        11.8      "    8.08  '' 

0.8 

48.0 

88.0 

10.1 

8.8 

1.1 

1.8 

0.8 

0.7 

0.8 

0.5 

0.7 

0.6 

0.8 

48.8 
80.6 
90.9 
98.7 
94.6 
96.0 
96.8 
97.6 
97.7 
96.8 
96.9 

••         8.08    "    5.61    - 
••         6.61     ♦•    8.94   *• 
**         8.94    **   8.69   '' 

8.8 
81.4 
48.8 

\X 

8.8 
0.8 
0.8 

8.9 
93.6 
66.9 
87.6 
94.5 
96.8 
99.1 
99.4 

*         8.69    "    1.89   '• 
"         1.89    •*    1.49   •• 

••         1.49    "    0.946" 

•*         0.945  "    0.667" 

••         0.667  "    0.498 '» 

••         0.498  "    0.871" 

••         0.8n   "    0.870" 

••         0.870  "    0.158" 

"6.6* 

Flnea 

0.7 

0.4 

'.r.!!!!!!!!!!* 

Ibtal 

100.0 

100.0 

99.7 

100.0 

•  The  Bignlficanoe  of  the  ooluouis  headed  "  Cumulative  percent."  is  explained  In  f  668-|  666. 
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holes  are  of  the  exact  size  they  are  rated,  some  of  the  following  diflSculties  may 
occur:  the  screen  is  crowded  by  too  rapid  feeding;  it  has  too  little  slope  for  its 
length  or  too  little  length  for  its  slope ;  it  has  too  small  a  percentage  of  open- 
ing; too  little  water  is  used  to  remove  the  adhering  fines;  or  the  holes  are  par- 
tially blinded  by  the  presence  of  a  large  percentage  of  grains  about  the  size  of 
the  holes.  In  any  of  these  cases  thie  percentage  of  fines  in  the  oversize  running 
down  to  small  sizes  will  be  too  large.  It  should  be  noticed  that  a  certain  amount 
of  fines  are  produced  by  abrasion  after  the  screening  is  finidied. 

Examination  of  the  results  plotted  in  Fig.  535,  Chapter  XXI.,  shows  that 
in  Mill  22  the  oversize  of  the  6-mm.  screen  contains  24%  finer  than  6  mm.; 
and  the  oversize  of  the  3-mm.  screen  contains  7%  finer  than  3  mm.;  but  the 
holes  in  the  3-mm.  screen  were  worn  so  that  the  undersize  contained  14% 
coarser  than  3  mm.  These  screens  are  very  long  (124  inches)  and  have  very 
gentle  slope  (3**).     The  first  screen  receives  175  tons  of  ore  in  24  hours. 

The  samples  from  Mill  28  were  too  small  in  quantity  to  give  a  fair  representa- 
tion of  the  work,  especially  the  first  five  (namely  the  feed,  and  the  oversizes  of 
the  25,  16,  12  and  8-mm.  screens).  For  part  of  the  curves  on  Fig.  537  there 
were  so  few  points  to  be  plotted  that  there  is  some  doubt  as  to  the  direction  of 
the  curves.  This  is  especially  true  when  there  is  no  plotted  point  near  the 
zero  per  cent.  line.  However  the  curves  are  sufScient  to  show  that  the  holes 
in  some  of  the  mill  screens  were  considerably  worn;  for  example,  the  size 
'Hhrough  12  on  8  mm/'  contains  about  35%  coarser  than  12  mm. ;  ^'through  5 
on  3.5  mm.''  contains  about  25%  coarser  than  5  mm. 

Fig.  539  shows  that  in  Mill  30  the  15-mm.  oversize  contains  67%  finer  than 
16  mm.;  the  10-mm.  oversize  contains  67%  finer  than  10  nun.;  the  7-mm. 
oversize  contains  77%.  finer  than  7  mm. ;  the  5-mm.  oversize  contains  85%  finer 
than  6  mm. ;  and  the  3-mm.  oversize  contains  82%  finer  than  3  mm.  There  is 
no  evidence  that  the  holes  were  enlarged  by  wear.  The  screens  are  arranged 
tandem,  are  short  (30  and  40  inches)  and  have  gentle  slopes  (from  3®  to  4®  15'). 
The  first  screen  receives  260  tons  in  24  hour& 

.  Pig.  541  shows  that  in  Mill  38  the  22.2-mm.  oversize  contains  34%  finer 
than  22.2  mm.;  the  9.6-mm.  oversize  contains  30%  finer  than  9.5  mm.;  the 
6-mm.  oversize  contains  40%  finer  than  6  mm. ;  and  the  2.6-mm.  oversize  con- 
tains 28%  finer  than  2.5  mm.  These  screens  are  of  medium  length  (72  inches), 
and  of  moderate  slope  (4®  45'  to  5°  55'),  steeper  than  in  the  other  mills.  The 
first  screen  receives  150  tons  in  24  hours. 

Omitting  Mill  28  on  account  pf  the  smallness  of  the  samples,  we  see  that  the 
best  work  is  done  by  Mill  22,  and  the  poorest  by  Mill  30,  the  work  of  Mill  38 
lying  between  the  two.  Looking  for  the  causes,  we  find  that  Mill  30  is  treat- 
ing much  more  ore  than  the  others;  it  is  using  tandem  trommels  (which  Mills 
20  and  38  do  not),  a  system  which  overcrowds  the  earlier  screen;  and  it  uses 
gentle  slopes  combined  with  short  lengths.  Better  work  probably  could  have 
been  done  in  aU  of  the  mills  if  steeper  slopes,  say  9**,  had  been  used,  and  with 
this  the  long  trommels  of  Mill  22  co\ild  have  been  shortened. 

It  will  be  noticed  that  the  percentage  of  fines  in  the  oversize  of  fine  screens  is 
generally  greater  than  in  coarse,  the  reasons  for  which  are  explained  in  §  290. 
In  Mill  38  one  is  surprised  to  see  finer  stuff  in  the  oversize  of  the  6-mm.  than 
of  the  2.5-mm.  screen.  This  appears  to  be  accounted  for  by  the  fact  that  the 
former  has  more  grains  of  about  the  size  of  the  hole  than  the  latter  (25% 
as  against  16%*  within  the  size  limits  10%  above  and  10%  below  the  diameters 
of  the  holes). 

Table  212  shows  the  results  of  tests  made  by  Prof.  H.  A.  Wheeler,  of  St. 
Louis,  on  the  oversize  products  of  trommels  at  Iron  Mo\intain,  Mo.  The 
tests  were  made  by  treating  sampVs  of  about  8  or  10  pounds  on  the  very  screens 
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from  which  they  wore  taken,  at  a  time  when  the  mill  was  idle  and  therefore 
the  screening  could  be  done  accurately. 

TABLE  212. — ^TESTS  OF  OYEBSIZE  PRODUCTS  OF  TR01CKEL8  AT  IRON  KOUNTAIKy  KO. 


Luser 
^^      the 


HolOL 


OMoag 
(o) 


thantbe 

GCi'OSD 

H<deiL 


Diameter 
of 


Effective 
Lenicth  of 
lyomineL 


Revolu- 


.sr 


m-inchiiolee.  Number  of  gnins. 


••      ••hi  Welfrtit 

"^  f  Number  of  grains 

^  \  VumSarci  grains 

^{  Numberof  grains 

"      "        Weisbt 

»»     »  fcj Weight. r.V.V.'!!! 

"  1  Number  of  grains 
**       **        Number  of  grains 


M-iBch 


^  \  Number  of  grains 
**        Number  of  grains 


^ 


inch 
ich 


Weight. 
Weight. 


87 
18 

r 

» 

m 

05 

48 

07 
41 

88 

40 


86 
86 
88 
11 
88 
88 

88 
61 
99 
87 

80 
88 

19 
90.6 


88 
88 
87 
87 


41 

86 
80 
48 
86 
86 


1*48' 


..44. 

80 

88 

SR 

88 

87 

..47. 

80 

40 

..67. 

88 

60 

..76. 



..66. 
..08. 

16 

74 

91 

47 

41 

81 

..68. 

..49. 

..71. 

16 

67 

..61.. 

..„ 

..78. 

1*45' 


9»W 


9»  6* 
9»  C 


.79.4 


48 
48 
48 
48 
86 
88 


86 

86 


86 
86 


86 
86 
86 

86 

48 
48 

80 
80 
80 
80 

86 
80 
30 
80 


87 
87 
87 
87 
44 
44 
44 
44 

44 
44 

44 
44 

44 
44 

44 
44 

44 
44 
44 
44 
88 
88 

81.6 
51.6 
61.6 
61.6 

47 
47 
47 
47 


86 

86 

96 

86 

88.6 

98.6 

98.6 

98.6 

98.8 
98.6 

98.6 
98.6 

98.6 
88.6 

88.6 
98.6 

98.6 
82.6 
88.6 
88.6 


90.6 
90.6 
S0.6 
80.6 

80.6 
19 
19 
19 


(a)  These  are  the  long,  flat  grains  that  could  pass  through  the  holes  endwise,  but  not  if  their  major  axes 
were  parallel  to  the  screen.    (6)  The  wei^^ht  und  count  were  made  on  the  same  sample. 


BiBLIOOBAPHY   FOB  SIZING  SCHEENS   AND   PbINCIPLES   OF   SCBBBN    SIZING. 

1.  Bilharz,  O.,  (1896),  "Mech.  Aufbereitung/'  Vol.  I.,  pp.  41,  56,  70  and  84.    A  short 

discussion  of  grizzlies,  riddles  and  trommels.    Illustrated. 

2.  Davies,  E.  H.,  (1894),  "Mach.  Metal.  Mines/'  p.  267.    Short  description  of  grizzlies 

and  trommels,  and  discussion  of  the  latter.    Illustrated. 
8.  Gallon,  J.,  (1886),  "Mining/'. Vol.  III.,  p.  53.    Discussion  of  sieve  scale,  the  arrange- 
ment of  trommels.,  and  screen  material. 

4.  Gaetzschmann,  M.  F.,  (1864),  "Aufbereitung,"  Vol.  I.,  p.  645.    Details  of  the  construc- 

tion, arrangement  and  adjustments  of  various  forms  of  riddles  and  trommels,  with 
discussions  of  their  uses  and  advantages;  and  discussion  of  screen  material.  Nu- 
merous examples  from  practice,  giving  dimensions,  capacity,  water  consumption,  etc 
Illustrated. 

5.  Ooupillifire,  Haton  de  la,  (1885),  "Exploitation  des  Mines,"  Vol.  II.,  p.  716.    General 

description  of  grizzlies  and  trommels,  and  arrangement  of  the  latter.    Illustrated 
description  of  Briart  har  screen. 
0.  Eunhardt,  W.  B.,   (1803),  "Ore  Dressing,"  p.  8.    Discussion  of  sizing,  and  of  the 
different  forms  and  arrangements  of  trommels  and  riddles. 

7.  Lamprecht,  R.,  (1888),  "Kohlenaufbereitung,"  p.  17.    Fixed  and  movable  grizzly  bars, 

shaking  and  gyrating  riddles,  and  trommels  for  coal.     Illustrated. 

8.  Linkenbach,  C,  (1887),  "Aufbereitung  der  Erze/'  pp.  7  and  51.    Material  and  con- 

struction of  grizzlies.    Sieve  scale.    Screen   material.    Dimensions,   arrangement, 
capacity,  power  and  water  for  trommels  and  spiral  screens.    Illustrated. 
0.  Louis,  H.,  (1894),  "Gold  Milling/'  p.  102.    Details  and  discussion  of  grizzlies. 
10.  Rittinger,  P.  R.  von,  (1867),  "Aufbereituneskunde/'  p.  222.    Discussion  of  sieve  scale 
and  of  material  for  screen  surfaces.    Page  243.    Descriptions  and  comparisons  of 


PRmClPLBB  OF  8CESEN  SIZING.  386 

the  various  fixed  screens,  riddles  and  trommels,  with  their  dimensions,  mechanisms, 
adjustments  and  capacities.    Illustrated. 
11.  Rose,  T.  K.,  (1804),  "Gold,"  p.  209.    Riddles  versus  trommels.    Punched  plate  versus 
T^ire  cloth. 


12.  Am.  Inat.  Min,  Eng,,  Vol.  VI.,  (1879),  p.  476.    John  C.  F.  Randolph.    Dimensions, 

speed  and  capacity  of  trommels,  with  the  sieve  scale,  at  Clausthal. 

13.  /Mtf.,  Vol.  IX.,  (1880),  p.  447.    Ellis  Clark,  Jr.    Sieve  scale,  dimensions  and  power 

for  trommels  at  Przibram«  Bohemia. 

14.  Ihid,,  Vol.  X.,  (1881),  p.  98.    A.  J.  Bowie,  Jr.    Grizzlies  in  the  Father  de  Smet  mill. 

15.  Ibid.,  Vol.  XI.,  (1882),  p.  91.    W.  L.  Austin.    Grizzlies  in  the  Harshaw  mill. 

16.  Ibid.,  Vol.  XVII.,  (1889),  p.  509.    H.  0.  Hofman.    Grizzlies  in  the  Black  Hills. 

17.  Ibid,,  Vol.  XIX.,  (1890),  p.  401.    Eckley  B.  Coxe.    Full  deUils  of  Coxe's  finger  bar 

grizzly,  oscillating  grizzly  bars  and  gyrating  screen.    Illustrated. 

18.  Ann,  des  Mines,  Series  VIII.,  Vol.  XX.,  (1891),  p.  24.    Maurice  Bellom.    Relation  of 

capacity  of  trommels  to  diameter  and  to  speed  of  revolution.    Description  and  dis- 
cussion of  Schmidt  spiral  sieve. 

19.  Berg.  u.  Hiitt.  Jakrb.,  Vol.  XXIX.,    (1881),  p.  331.    Johann  Habermann.    Various 

constructions  for  trommels,  materials  for  screens,  and  effect  of  diameter  and  speed 
of  revolution.    Systems  of  arranging  trommels. 

20.  Ibid.,  Vol.  XXXIV.,  (1886),  p.  139.    Johann  Habermann.    Modification  of  the  Neuer- 

berg  trommel,  used  for  fine  screening  (to  0.75  mm.).    Illustrated. 

21.  Berg.  u.  Butt.  Zeit.,  Vol.  XXXI.,   (1872),  pp.  101,  117  and  137.    Conrad  Bldmeko. 

Sieve  scale,  dimensions,  arrangement,  adjustment  and  capacity  of  trommels  at  Bad- 
Ems. 

22.  Ibid.,  Vol.  XL.,  (1881),  p.  105.    C.  BlGmeke.    Capacity  and  power  for  riddles,  trom- 

mels and  spiral  sieves  for  coal. 

23.  Ibid.,  Vol.  XLV.,  (1886),  p.  81.    C.  Bl5meke.    Methods  of  keeping  the  screen  dear^ 

on  a  Schmidt  spiral  sieve. 

24.  Ibid.,  Vol.  XLVI.,  (1887),  pp.  97  and  107.    Adolph  Schmidt-Manderbach.    Discussion 

of  the  principles  and  advantages  of  spiral  sieves.    Page  351.    Certain  points  in 
operating  spiral  sieves;  with  details  of  two  installations. 

25.  Bull.  8oc.  Ind.  Min.,  Series  II.,  Vol  XV.,  (1886),  p.  33.    Lucien  Parent.    Discussion 

of  the  principles  of  Karlik  oscillating  grizzly  bars,  and  of  trommels. 

26.  Coll.  Eng.,  Vol.  XII.,  (1892),  p.  124.    Greenwell's  conveying  grate  and  picking  table 

combined. 

27.  ColL  Guard.,  Vol.  LX.,  (1890),  p.  177.    C.  M.  Percy.    Details  of  mutually  balanced 

shaking  riddles.    Illustrated. 

28.  Dingler'B  Polfft.  Jour,,  Vol  CCIX.,     (1873),  p.  22.         Description  of  Briart's  bar 

screen.    Illustrated. 

29.  Engineering,  Vol.  LVIII.,  (1894),  p.  263.    An  end  shake  riddle  in  which  the  shodc 

is  taken  up  by  an  ingenious  arrangement  of  springs. 

30.  Eng.  d  Min.  Jour.,  Vol.  XLVIII.,  (1889),  p.  249.    Coxe's  gyrating  screen.    Illustrated. 

31.  Ibid.,  Vol.  LV.,  (1893),  p.  77.    William  M.  Brewer.    A  perforated  spray  pipe  for  the 

shaft  of  a  trommel. 

32.  Ibid.,  Vol.  LVIII.,  (1894),  p.  270.    Same  as  Engineering,  Vol.  LVIIL,  p.  263. 

33.  Ibid.,  Vol.  LXI.,  (1896),  p.  278.    Description  of  the  "vibromotor"  screen.    Illustrated. 

34.  Freiberg's  Berg.  u.  BUttentoesen:  Freiberg,  1883,  p.  168;  1893,  p.  193.    The  number 

of  trommels,  riddles  and  spiral  sieves  in  the  Freiberg  district  m  1883  and  1893. 

35.  Inat,  Civ,  Eng.,  CXVI.,   (1894),  p.  7.    Robert  E.  Commans  describes  and  discusses 

various  forms  of  fixed  and  moving  grizzly  bars,  riddles  and  trommels.    Illustrated. 

36.  Iron  d  Steel  Inat,  1892,  No.  1,  p.  387.    Briart's  bar  screen. 

37.  Min.  Ind.,  Vol.  V.,  (1896),  p.  157.    Richard  Cremer.    Coal  screening  devices  described 

and  compared.    Illustrated. 

38.  Ibid.,  Vol.  VI.,  (1897),  p.  370.    Philip  Argall  says  thitt,  after  drying,  ore  screens 

more  rapidly  when  hot  than  when  cold. 

39.  Min.  Jour.,  Vol.  XLL,  (1871),  p.  366.    E.  G.  Spilsbury.    Purpose  of  screening.    Rid- 

dles and  trommels  compared.      Screen  material.      Trommel  speed.      Submerged 
trommels. 

40.  Ibid.,  Vol.  XLI.,  (1871),  p.  485.    John  Darlington.    Dimensions,  speed  and  sieve  scale 

for  trommels  at  several  plants. 

41.  North  Eng.  Inst.  Min.  d  Mech.  Eng.,  Vol.  XXL,   (1871-72),  p.  295.    Robert  Miller 

describes  the  Hick  revolving  grizzly  bars  for  screening  coal.    Illustrated. 

42.  Oeat.  Zeit.,  Vol.  XXXV.,  (1887),  p.  1.    E.  Ferraris.    A  riddle  bumping  against  rubber 

buffers,  and  with  power  transmitted  through  a  rubber  spring,  to  overcome  jarring. 
Illustrated. 
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CHAPTER  XI. 

CLASSIFIERS. 

§294.  Definition  and  Classification. — Classifiers  are  devices  for  sub- 
jecting sands  or  slimes  to  the  action  of  water  under  free  settling  conditions, 
either  to  obtain  a  series  of  products  diminishing  in  size,  preparatory  to  subse- 
quent treatment,  or  to  settle  the  whole  material  as  completely  as  possible  from 
the  water. 

They  all  have  a  carrying  current,  by  which  is  meant  a  current  of  water  which 
carries  forward  whatever  grains  may  remain  suspended  in  it.  Some  of  them 
have  also  rising  hydraulic,  or  clear  water  currents  added  from  below.  According 
to  the  purpose  to  be  served,  the  design  of  the  apparatus  and  the  mode  of  employ- 
ing the  above  currents,  these  appliances  may  be  classed  in  nine  groups,  as  follows : 

(a)      USING  HYDRAULIC  WATER. 

I.  Trough  or  shallow  pocket  hydraulic  classifiers. 
II.  Deep  pocket  hydraulic  classifiers. 
IIL  Tubular  hydraulic  classifiers. 

(6)    NOT  USING  HYDRAULIC   WATER. 

IV.  Surface  current  box  classifiers. 
V.  Whole  current  box  classifiers. 
VI.  Distributing  boxes. 
VII.  Unwatering  boxes. 
VIII.  Settling  tanks. 
IX.  Clarifying  reservoirs. 

Groups  I.,  II.,  and  HI. 

§  296.  Principles  of  Action. — ^These  subject  the  sands,  while  being  moved 
forward  by  the  carrying  current,  to  a  series  of  upward  hydraulic  currents, 
each  of  which  acts  in  its  own  pocket.  The  effect  produced  is  that  grains  of  sand 
which  are  heavy  enough  to  settle  against  the  hydraulic  current,  may  do  so  and 
can  pass  out  at  an  orifice  or  spigot  designed  for  that  purpose,  while  the  lighter 
ones  are  lifted  and  carried  forward  to  the  next  hydraulic  current.  A  series  of 
these  pockets,  with  their  quantities  of  "hydraulic  water  graduated  so  as  to  have 
less  and  less  upward  current,  will  yield  products  ranging  from  the  coarse  size 
of  the  first  to  the  fine  size  of  the  last,  and  the  finest  grains  will  be  in  the  over- 
flow from  the  last  pocket. 

The  tube  or  orifice  up  through  which  the  hydraulic  water  passes  will  be  called 
the  sorting  column  and  its  size  and  shape  are  of  great  importance  as  affecting 
the  quality  of  the  products,  as  in  it  the  true  work  of  separation  takes  place. 

The  use  of  dial  cocks  for  regulating  the  quantity  of  hydraulic  water  is  to  be 
recommended  for  restoring  the  conditions  after  fiushing  out  the  spigots,  as  well 
as  for  inspection  to  see  that  the  mill  boys  are  not  deranging  the  machines. 
Constant  hydraulic  water  is  essential  to  good  work.  This  may  be  obtained  from 
a  tank  or  reservoir  with  constant  level.     Constant  feed  water  for  the  carrying 
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current  is  likewise  essential  for  good  work.  A  strainer  to  remove  fibre,  chips 
and  large,  abnormal  particles  from  the  feed  where  fine  pulp  is  treated  is  an  im- 
portant adjunct.  This  strainer  may  often  be  required  for  the  hydraulic  water. 
This  fibre  screen  should  be  large  enough  to  run  some  time  without  being  cleaned, 
should  be  arrranged  for  easy  cleaning  and  should  be  cleaned  at  regular  intervals. 
§  1296.  Spigots. — ^The  size  of  the  opening  will  depend  upon  the  head  of  water, 
the  quantity  of  material  to  be  discharged,  and  the  size  of  the  grain.  It  must 
be  large  enough  for  free  flow.  The  spigot  may  be  a  short  lengtii  of  iron  pipe, 
fitted  into  a  perforated  wooden  plug,  and  it,  in  turn,  fitted  to  a  nipple  screwed 
into  the  plank  wall  of  the  classifier.  This  pipe  and  plug  spigot  is  the  simplest 
of  all  forms ;  it  retains  its  size  fairly  well ;  it  is  cheap  and  instantly  replaced  by 
a  new  one,  kept  in  stock,  and  the  spigot  is  flushed  free  from  obstructions  more 
easily  and  completely  than  with  any  other  form. 

Dial  cocks  are  sometimes  used  for  spigots,  but  they  are  open  to  three  seriouB 
objections:  they  are  costly;  they  wear  out  quickly,  so  that  the  reading  loses 
its  significance;  and  finally,  the  spigot  is  not,  in  the  opinion  of  the  author,  the 
place  for  an  easily  and  often  used  adjustment  The  spigot  should  be  set  once 
for  all,  and  the  adjusting  should  be  done  by  the  hydraulic  water. 

A  nipple,  a  bit  of  hose  and  a  pinch  cock  form  a  convenient  spigot,  but  the 
orifice  is  not  circular,  so  that  this  form  does  not  run  so  smoothly  as  the  pipe 
and  plug.  It  offers  the  temptation  of  adjusting  the  outgoing  stream,  which  is 
of  doubtful  benefit,  and  it  is  more  expensive  than  the  pipe  and  plug.  It  has  the 
advantage  that  it  can  easily  be  elevated  to  discharge  at  a  higher  level  if  desired. 
A  molasses  spigot  which  has  a  swing  gate,  cutting  off  part  of  all  orifice  at  the 
flanged  end  of  a  pipe  ^as  the  disadvantages  that  it  wears  rapidly,  does  not 
form  a  round  opening,  and  it  introduces  the  adjustment  of  the  spigot  discharge. 
A  triangle  and  gate  is  practically  the  same  as  the  molasses  spigot,  except  that 
it  uses  the  sliding  gate;  and  the  orifice,  whatever  may  be  its  size,  is  always  an 
equilateral  triangle. 

The  rising  discharge,  or  goose  neck  (see  Fig.  254c),  is  a  scheme  for  using  a 
larger  pipe  for  the  spigot,  since  small  spigots  under  high  head  are  liable  to 
choke  with  fibre  unless  the  water  has  been  through  a  fine  screen.  The  goose 
neck  discharges  the  spigot  product  at  a  higher  level  than  that  at  which  it  leaves 
the  classifier,  thereby  diminishing  the  speed  of  fiow  and  allowing  a  larger  pipe 
to  be  used.  Owing  to  the  fact  that  a  spigot  stream,  overcharged  with  sand, 
will  certainly  choke  this  kind  of  a  spigot,  it  cannot  be  used  except  with  very 
fine  sand,  and  then  only  by  one  who  thoroughly  understands  its  use.  An  X 
below  and  a  T  above,  both  with  plugs  in  them  (see  Fig.  2776),  will  allow  it  to 
be  flushed  out  thoroughly  in-  all  parts.  It  can  probably  be  run  with  less  water 
than  the  short  pipe  and  plug  spigot,  and  it  saves  mill  height.  It  may  be  made 
with  adjustable  column,  either  as  a  hose  or  as  an  iron  pipe  turning  upon  an 
elbow  thread  at  the  bottom. 

Linkenbach^^  describes  a  spigot  discharge  consisting  of  a  disc  with  holes  of 
varying  diameters  arranged  concentrically  around  its  center.  The  disc  revolves 
in  front  of  and  close  to  the  end  of  the  discharging  pipe.  Thus  a  larger  or 
smaller  hole  may  be  rotated  into  line  and  the  amount  of  discharge  varied  accord- 
ingly. 

In  Mill  28  a  nest  of  two  removable  flanged  thimbles,  set 
into  the  top  of  the  spigot  pipe,  as  shown  in  Fig.  233,  is  used 
in  the  unwatering  boxes.  If  the  smaller  does  not  discharge 
a  sufficient  amount,  it  is  removed  and  the  larger  then  con- 
stitutes the  spigot.  If  a  still  larger  opening  is  desired,  the 
larger  thimble  may  also  be  removed  and  the  pipe  itself  forms 
FIG.  233.        the  spigot. 
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§  297.  Purpose  and  Essential  Qualities. — Hydraulic  classifiers  of  a  great 
variety  of  forms  are  used  for  handling  the  products  which  are,  in  the  judgment 
of  the  mill  men,  too  tine  to  size  economically  with  screens,  and  the  products 
they  yield  form  a  decreasing  series  differing  from  those  of  the  screens  in  that 
they  are  not  truly  sized  but  sorted  products,  obeying  approximately  the  various 
laws  of  free  settling  in  wafer  given  in  Chapter  XII.  The  spigot  products  are 
in  almost  every  instance  treated  on  jigs.  The  fine  overflow*  of  the  last  hydraulic 
treatment  is  usually  sent  to  the  box  classifier ;  then  to  vanners  or  tables,  or  occa- 
sionally to  jigs;  it  is  often  sent  directly  to  these  machines. 

table  213. — sizes  of  feed  to  hydraulic  classifiers. 


Slae  of  Maximum  Grain 
in  Feed. 

Nnmber  of  HiUs  that  have 
this  Slie  of  Feed. 

Size  of  Maximum  Grain 
in  Feed. 

Number  of  Mills  that  have 
this  Size  of  Feed. 

Wm. 

6.0 

4.76 

Inches. 
0.M 

..» 

0.10 
0.09 
0.06 
0.G6 

10 

Mm. 

1.85 

1.8S 

0.88 

0.686 

6  mesh. 
10  mesh. 
12  mesh. 
14  mesh. 
S4  or  80  mesh. 

Inches. 
0.06 
0.048 
0.086 
O.OW 

1 
1 

1 
S 

i 

s 

1 

1 

1.6 

80  mesh. 

1 

The  sizes  fed  to  hydraulic  classifiers  in  the  mills  are  given  in  Table  213. 
As  shown  in  Table  213,  the  size  of  the  maximum  grain  in  the  feed  material 
ranges  from  5  mm.  down  to  0.635  mm.  That  in  the  final  overflow  ranges  per- 
haps from  0.50  mm.  down  to  0.25  mm.  (see  §352).  Linkenbach  recommends 
1.5  mm.  as  the  best  maximum  grain  to  feed  to  hydraulic  classifiers  and  0.25 
mm.  as  the  best  maximum  size  of  grain  in  the  overflow.  For  a  discussion  of 
the  coarser  limit  of  classifier  work,  the  reader  is  referred  to  §  286. 

The  following  are  the  essential  qualities  of  a  good  hydraulic  classifier,  which 
should  be  borne  in  mind  in  designing  or  studying  this  form  of  apparatus:  (1) 
It  should,  in  mill  phrase,  ^T)e  able  to  stand  up"  and  do  good  work  with  little 
care.  (2)  The  rising  current  in  the  sorting  column  should  rise  with  uniform 
velocity  over  all  parts  of  any  given  horizontal  section.  (3)  It  should  require 
little  mill  height.  (4)  It  should  be  capable  of  easy  and  positive  adjustment. 
(5)  It  should  not  require  an  excess  of  water  which  may  dilute  the  pulp  too 
much.     (6)  It  should  be  capable  of  being  fed  and  discharged  continuously. 

I.  The  Trough  or  Shallow  Pocket  Hydraulic  Classifiers. 

§298. — ^These  have  a  nearly  horizontal  carrying  current  which  is  retarded 
momentarily  over  any  given  sorting  column  just  long  enough  to  allow  the  proper 
sands  to  drop  out,  and  then  is  passed  on  to  the  next.  In  order  to  get  this 
moment  of  retardation,  shallow  pockets  built  in  the  bottom  of  the  trough,  may 
be  used,  or  small  dams  oir  riffles  may  be  placed  just  beyond  the  sorting  columns, 
or  a  combination  of  defiectors  over,  and  dams  beyond  the  sorting  columns,  or 
finally,  the  classifier  may  be  set  so  nearly  horizontal  that  a  layer  of  sand  collects 
upon  the  bottom  in  which  shallow  pockets  form  over  the  sorting  columns. 

These  are  adapted  for  the  classification  of  coarser  sizes  of  sands.  They  all 
have  more  or  less  the  quality  of  allowing  any  one  spigot  to  be  plugged  a  few 
minutes,  for  example  while  a  jig  is  being  skimmed.  In  this  case  the  product 
which  should  issue  from  the  plugged  spigot  is  carried  on  to  the  next  without 
causing  the  mill  work  to  suffer  serious  derangement.  The  various  forms  will 
be  taken  up  and  described  in  detail. 
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§299.  The  Lake  Superior  Hog  Trough  Classifier — Old  Form. — (For 
new  form  see  Figs.  236a-236c.) — This  is  a  trough  hydraulic  classifier  consist- 
ing of  two  y  troughs,  a  smaller  within  a  larger,  with  surfaces  parallel  and  tops 
on  the  same  level.  The  carrying  current  runs  the  whole  length  of  the  inner  V 
trough  which  has  a  slight  slope  for  that  purpose.  The  space  between  the  two 
troughs  is  used  as  a  j)res8ure  box  and  is  usually  divided  by  cross  partitions,  so 
that  the  hydraulic  water  and  therefore  the  pressure  in  the  pressure  box  for  each 
of  the  spigots  is  kept  independent  from  that  of  all  the  others.  The  upper  end 
of  both  troughs  is  headed  up  water  tight,  as  is  also  the  lower  end  of  the  pressure 
box.  The  hydraulic  water  flows  from  a  pipe  with  a  regulating  valve  into  the 
open  top  of  the  pressure  box.  The  several  sorting  colunms  consist  of  longi- 
tudinal slots  cut  in  the  bottom  of  the  inner  trough.  These  are  usually  ^  inch 
wide  and  increase  in  length  toward  the  tail  end  of  the  classifier.  The  spigot 
pipes  and  plugs  are  placed  adjacent  to  the  slots  at  one  side  of  the  apex  of  the 
outer  V  and  discharge  their  products  directly  upon  the  feeding  aprons  of  the 
jigs.  This  classifier  often  has  a  receiving  box  at  the  upper  end  to  take  the  wear 
of  the  feed  sand  and  deliver  the  stream  quietly  to  its  first  pocket. 

This  classifier  has  been  used  for  treating  sand  from  steam  stamps  which  has 
been  through  round  holes  VV  i^ch  in  diameter.  This  classifier  has  a  serious 
defect  in  that  it  is  not  a  positive  apparatus.  The  increase  of  hydraulic  water 
does  not  increase  proportionally,  and  instantly,  the  pressure  in  the  pressure  box, 
but  does  so  gradually.  After  adjusting  the  water  one  must  wait  to  ascertain 
the  effect  of  it.  Also,  if  much  water  is  used  on  the  first  hydraulic,  the  sand  is 
liable  to  bank  over  the  first  sorting  column  until  the  head  has  increased  in  the 
pressure  box  enough  to  burst  through  and  send  material  to  the  second  slot, 
where  it  does  not  belong,  thereby  deranging  the  work.  This  inability  to  con- 
trol hydraulic  water  tends  to  send  down  fine  stuff  into  the  earlier  spigots  and 
may  even  send  coarse  to  the  overflow.  This  classifier  uses  more  water  than  the 
positive  forms.  The  details  of  it  in  the  mills,  as  obtained  by  the  autiior,  are 
given  in  Table  214. 

table   214. — ^DETAILS   OF   LAKE   SUPERIOR  CLASSIFIER. 
Abbfrevfations— DefC.sdegrees;  rt.=feet;  Gal.sgallons;  In. cloches;  Min-sminate;  No.=numb0r. 


¥ 


i. 


s 

?l 

|i 

^  a 

1^ 


o 
J 


tt 


$ 


II 


HydrMdlo 

Water  Used 

per  ClavlAer. 


GaL 


TODl 

jMrM 

HOWB. 


Ft.In 

16   8 
16  0{ 


In. 


Id. 


Dei?. 


16 


about 
19 


67 


about 
60 


In, 


Inches. 


In. 


In. 


In. 


In. 


In. 


j»,60 
148,82 


4H 

about 
3 


[tflH 


(a) 

Ha) 

(a) 


Tons. 
76 


00 


660 


(a)  Steam  stamp  stuff  4.78  mm.  to  0.  (6)  Spigots  to  Jigs:  overflow  to  slime  tables  by  unwaterer.  (c)  Lake 
Superior  practice  from  Rolker>«.  {d)  There  are  two  hydraulic  pipes,  one  for  Na  1  spigot,  and  one  for  Nos.  8, 
8  and  4  spigots.  («)  Spigots  to  Jigs;  overflow  to  slime  table. 


The  sand  treated  and  the  water  used  in  Mills  45  and  46,  as  given  by  H.  S. 
Munroe,^*  are  shown  in  Tables  215  and  216  respectively.  The  ratio  of  the 
volume  of  water  to  the  volume  of  sand  ha<  been  calculated  by  assuming  the 
specific  gravity  of  the  ore  to  be  3. 
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TABLE   215. — ^PRODUCTS   OF   LAKE   SUPERIOR   CLASSIFIER   IN    MILL   45. 


Solid  Material 

Delivered  per 

84  Hours. 

Per  Cent.  Each 
is  of  Total. 

Water  Delivered 

with  Sand  per 

84  Hours. 

Ratio  of  Volume 
of  Water  to 

Flnt  spigot 

Pounds. 
84,660 
11,804 
6,964 
46,606 

85.1 

11.6 

7.1 

46.8 

Cubic  Feet. 
8,188.8 
8,880.0 
1,818.8 

11.6 

Seooncf  BDiffot ■ 

86.8 

Third  spigot 

86.8 

Overflow 

Total 

(a)  98,644 

100.0 

(a)Tbiswa8tbe<»4>acitrottheclaasiflerlnl68U.    It  has  siiioe  been  gieaUy  incraMed. 


PIG.   23ia. — PLAN  OF  RICHARDS-COOOIN   HYDRAULIC   CLAS8IPIBB. 
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FIG.  2346. — LONGITUDINAL  SECTION  ON  LINE  ob. 
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FIG. 


234c. — SECTION     ON  FIG.  234:d. — SECTION  ON 

LINE   mn.  LINE   VW, 

TABLE   216. — PRODUCTS   OF   LAKE   SUPERIOR    CLASSIFIER   IN    MILL    46. 


Solid  Material 

Delivered  per 

84  Hours. 

Per  Cent.  Each 
is  of  Total. 

Water  Delivered 

with  Sand  per 

84  Hours. 

Ratio  of  Volume 

of  Water  to 
Volume  of  Sand. 

First  spigot. 

liPI 

88.4 
17.4 
11.8 
8.0 
46.4 

Cubic  Feet. 
8,088.0 
1,840.8 
1,889.0: 
884.0 
18,684.0 

18  8 

Seoonaspigot. 

10  0 

Hiird  spfgot. it....... 

16  8 

Fourth  BiHffot. 

60.7 

Ovorflow  ...........a.. 

67  7 

Ttotal 

ias,5i8 

100.0 

§300.  RiCTiARDS-CooGiN,  OR  Calumet  CLASSIFIER. — (See  Figs.  234a-234r/.) 
<— This  is  a  sloping  trough,  gradually  widening  in  its  length,  in  the  bottom  cf 
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which  at  intervals,  are  placed  pockets  B,  generally  four  in  number,  near  the 
bottom  of  which  the  ore  is  subjected  to  the  action  of  the  hydraulic  water.  For 
each  pocket  the  hydraulic  pipe  C  and  spigot  pipe  D  are  both  horizontal  and 
their  axes  are  in  the  same  line.  By  decreasing  or  increasing  the  hydraulic 
water,  respectively,  as  much  or  as  little  of  the  sand  as  is  desired  will  be  dis- 
charged. In  fact  the  spigot  cuts  a  core  from  the  center  of  the  hydraulic  stream, 
leaving  the  remainder  to  form  an  upward  current  in  the  pocket.  The  greater 
the  amount  of  the  hydraulic  water,  the  less  will  be  the  quantity  and  the  heavier 
the  quality  of  the  sand  which  is  able  to  penetrate  the  walls  of  this  current  and 
go  out  of  the  spigot. 

As  used  at  Mill  44,  the  classifier  is  made  of  1^-inch  planks  and  is  14  feet, 
10  inches  long,  8  inches  wide  at  the  feed  end,  widening  to  12  inches  at  the  tail 
end.  Its  sides  are  llf  inches  high  at  the  feed  end  diminishing  to  8^  inches  at 
the  middle  of  the  second  pocket  and  continuing  8^  inches  to  the  tail.  It  has 
four  pockets.  The  length  of  these  are  respectively  24,  24,  21^  and  20  inches; 
the  depths  are  all  11^  inches;  the  length  of  the  bottoms  are  15,  15,  13  and  12 
inches.  The  sides  of  the  pockets  and  of  the  trough  are  all  vertical.  The  dis- 
tances between  the  pockets  are  24J,  28^  and  25  inches.  These  distances  are, 
however,  simply  a  matter  of  convenience  to  suit  the  position  of  the  jigs.  The 
receiving  space  E  is  about  3  feet  3  inches  long  to  give  time  for  the  particles  to 
arrange  themselves.  The  total  length  is  18  feet,  including  9J  inches  for  the 
overflow  spout  F  at  the  end.  The  hydraulic  pipes  are  1^,  1^,  1,  and  1  inch  in 
diameter  and  formerly  entered  through  a  stuffing  box  0  on  one  side,  allowing 
adjustment  toward  and  away  from  the  spigot.  The  best  position  having  been 
found  by  experiment,  elbows  are  now  used  instead  of  stuffing  boxes.  It  was 
found  that  the  hydraulic  C  used  too  much  water  in  the  first  two  pockets.  To 
correct  this,  the  size  of  the  opening  is  reduced  to  i  inch  by  a  perforated  wooden 
plug  which  works  well.  Spigots  of  the  ordinary  pipe  and  plug  form  are  used. 
At  one  time  f,  J,  i  and  i  inch  diameter  for  the  four,  were  used.  Later,  i,  i, 
I  and  f  inch  diameter  of  spigot  pipes  for  the  four  were  found  satisfactory.  The 
plugs  are  in  all  cases  2  inches  in  diameter.  The  spaces  between  the  hydraulic 
and  the  spigot  pipes  are  respectively  2^,  2^,  3  and  3  inches  for  the  four.  The 
effect  of  increasing  the  distance  is  to  let  more  sand  discharge,  of  diminishing  it 
is  to  make  the  sorting  more  perfect  even  to  the  point  where  it  ceases  to  be 
economical.  The  centers  of  the  hydraulic  and  spigot  pipes  are  If  inches  above 
the  bottom.  Adjustable  shields  //  of  cast  iron  are  attached  to  the  walls  just 
over  the  spigots  to  break  the  upward  current  and  to  distribute  it  near  the  bot- 
tom of  the  pocket  so  as  to  loosen  up  the  sand.  The  shields  of  the  first  and 
second  pockets  are  flat  and  are  6  inches  wide  and  extend  2}  inches  from  the 
wall.  Those  of  the  third  and  fourth  are  arched  with  3J  inches  span,  and  3^ 
inches  height  extending  3^  inches  from  the  wall.  The  crown  of  the  arch  is  ex- 
tended IJ  inches  further  and  is  IJ  inches  wide. 

Sometimes  deflectors  extending  across  the  width  of  the  trough,  are  used  to 
force  the  carrying  current  down  into  the  pockets  and  help  to  keep  the  sand 
loose.  In  Mill  26  this  deflector  extends  to  within  6  inches  of  the  bottom  of  the 
pocket  and  is  3  inches  beyond  the  edge  of  the  pocket. 

This  classifler  is  used  for  treating  steam  stamp  stuff  crushed  through  a  screen 
punched  with  -j^-inch  (4.76-mm.)  round  holes,  or  for  the  undersize  of  the 
last  trommel  (see  Table  217).  For  the  former  it  treats  60  to  65  tons  in  24 
hours,  using  700  to  800  gallons  of  hydraulic  water  per  ton  of  ore,  and  yielding 
approximately:  No.  1  spigot  (J-inch  diameter),  20  tons,  coarse-heavy;  No.  2 
spigot  (J-inch  diameter),  12  tons,  coar^^e-light ;  No.  3  spigot  (i-inch  diameter), 
8  tons,  medium;  No.  4  spigot  (J-inch  diameter),  5  tons,  fine;  overfiow,  16  tons, 
slimes.     Its  dimensions,  as  found  in  the  mills,  are  shown  in  Table  217. 
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This  is  a  positive  classifier  which  responds  instantly  to  the  hydraulic  water. 
It  was  designed  to  take  the  place  of  the  old  Lake  Superior  hog  trough  classifier 
and  was  the  first  positive  trough  classifier  used  in  this  country.  It  also  has  the 
advantage  that  the  water  from  the  spigot  is  discharged  under  little  head,  and 
the  classifier  uses  very  little  mill  height. 

TABLE    217. — RICHAHDS-COGGIN    HYDRAULIC    CLAS8IFIEB. 

AblireviatloDa.— dist  taolcsdistributing  tank;  Ft.=foet;  Heb.  pr.sHeberli  mill  product;  In.asinches; 
mm-smlilimetera;  No.=number;  Ov.=overflow;  sL  t.=8lime  table;  Sp.=spigot8;  Stm.  stp.ssteam  stamp; 
tr.strommel;  UxL—undersizeof;  ▼aQ.=vann6rs;  w.  cmt.=whoIe  current  box. 
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(a)  Cock  oo  IH-lnoh  pipe.    (6)  Six  inches  long,  6  inches  wide,  8  inches  above  bottom,    (c)  To  spigot,  .id) 
Depth  of  layer  of  water  and  sand  is  4^  inches,  (e)  One  and  one  quarter  inches  wide.    (/)  Same  as  preceding. 


§301.  The  Evans  Classipieb. — ^This  is  a  trough  classifier.  At  Mill  38 
(see  Figs.  235a-235c)  it  is  15  feet  11  inches  long  with  flaring  sides.  At  the 
head  end  it  is  13  inches  wide  at  the  top,  9  inches  at  the  bottom  and  16  inches 
deep;  at  the  tail  end^  16^  inches  wide  at  the  top,  13  inches  at  the  bottom  and 
13  inches  deep.  The  slope  is  I''  20',  or  about  J  inch  (0.278  exactly)  per  foot. 
For  the  sorting  columns  it  has  four  round  holes  A  4  inches  in  diameter,  and 
standing  vertically  in  these  holes  are  the  hydraulic  pipes  B  bringiog  the  water 
from  above.  Upon  these  pipes  are  sleeves  C  held  at  the  desired  height  by  thumb 
screws  D,  and  at  the  bottom  of  the  sleeves  are  circular  horizontal  discs  E  4J 
inches  in  diameter.  By  elevating  or  depressing  these  discs  the  area  of  the 
annular  opening  which  forms  the  sorting  column  can  be  varied  at  will.  The 
quantity  of  hydraulic  water  also  can  be  varied  by  a  valve  F.  Beneath  each 
hole  is  a  pressure  box  0  of  cylindrical  shape,  4  inches  in  diameter  and  9^  inches 
deep.  In  the  side  of  each  pressure  box,  3|  inches  above  the  bottom,  is  a  round 
hole  H  1^  inches  in  diameter  for  the  spigot  plug.  At  distances  of  6,  7,  8  and 
16  inches  respectively,  beyond  the  center  of  each  sorting  column  are  cross  dams 
K  4,  6,  6  and  10  inches  high  respectively.  There  is  also  a  cross  dam  L  3  inches 
high,  Si  inches  before  the  first  sorting  column,  which  makes  a  dead  box  to 
deliver  the  feed  quietly.  The  sand  running  through  this  trough  fills  all  the 
spaces  up  to  the  level  of  the  tops  of  the  dams  with  permanent  solid  banks  leav- 
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ing  basin-shaped  pockets  around  each  hole  in  which  the  separation  takes  place. 
The  slope  may  be  varied  either  by  tilting  the  whole  classifier  or  by  altering  the 
height  of  the  dams  so  as  to  increase  or  decrease  the  slope  as  desired.  For  uses 
and  dimensions  as  found  in  the  mills,  see  Table  218. 

The  capacity  at  the  Atlantic  mill  of  a  classifier  of  presumably  about  the  same 
size  as  those  in  the  table,  was  66  tons  per  24  hours,  treating  steam  stamp  stuff 
passing  through  4.76-mm.  round  hole.  The  quality  of  its  work  was  found  at 
Mill  40  to  be  practically  the  same  as  that  shown  by  the  sizing  test  of  the  Carkeek 
classifier  (see  §  315).  Sizing  tests  of  the  productis  of  the  No.  1  hydraulic  classi- 
fier of  Mill  38  are  given  in  Table  256. 
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(a)  At  top.  (b)  At  bottom,    (c)  At  head  end.    (d)  At  tail  end.   (e)  Spigots  to  Jigs:  OTerflow  to  No.  1  whole 
eoirent  box  clasBifler.   (/)  SpiROtf  to  Jigs;  OTerflow  to  No.  2  whole  ourrent  box  ( 


PIG.    236a. — PLAN   OP  ANACONDA   HYDRAULIC    CLAS8IPIER. 


PIG.   2366. — LONGITUDINAL  SECTION. 


FIG.  236^. — CROSS  SECTION. 

§302.  The  Anaconda  Ci.assifieu  (see  Figs.  236a-236c),  if  a  later  improved 
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form  of  the  Lake  Superior  classifier  (see  §299).  The  construction  is  in  ail 
respects  the  same  as  the  latter  except  that  the  space  A  between  the  outer  and 
inner  V  troughs  is  blocked  up  air  tight  at  the  top^  by  a  strip  of  plank  B  held  by 
horizontal  bolts.  The  effect  of  this  change  is  to  use  the  confined  air  as  a  cushion 
and  to  make  the  classifier  much  more  nearly  a  positive  classifier  than  is  the  old 
Lake  Superior  form. 

Table  219  gives  the  practice  in  the  mills.  There  are  a  few  variations  which 
should  be  noted:  In  Mills  33,  36,  42,  43  and  46  the  slots  are  all  longitudinal, 
and  the  trough  has  no  obstructions  in  it.  In  Mills  39  and  41  the  bottom  of  the 
trough  is  flat  and  somewhat  wide,  the  slots  run  across  the  bottom,  and  beyond 
the  slot  is  a  dam  or  riffle.  In  Mill  39  the  bottom  of  the  trough  is  3  inches 
thick ;  the  dam  between  the  two  slots  is  10  inches  high  and  that  at  the  lower  end 
is  9  inches  high.  The  dams  of  Mill  41  are  much  lower.  In  Mill  39  the  planks 
of  the  outer  V  are  held  together  by  wooden  buckstaves  1^  inches  thick  and  about 
7  inches  wide.  Used  as  No.  1  classifier  in  Mill  46  the  capacity  is  58  tons  in  24 
hours. 


TABLE 
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ANACONDA  HYDRAULIO  0LAS8IFIEB. 


AbbTBTiatloiia.— Ftsfeet;  hyd.shydmullc;  In.sinches;  J.  H.=Jig  hutches;  Na=i 
wof;  tr.= trommel;  Un.=undersizeof. 
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(a)  Nos.  8  and  4  classiflers  of  this  mill  do  practically  the  same  work  as  No.  1,  and  arc  similAr  to  tt  c ,. 

that  tney  have  but  four  splits  each.  (6)  Tmis  classifier  is  made  In  three  divisions  and  has  altogether  abc  slots 
And  eleven  spigots,  (e)  4  inches  at  bottom,  (d)  6  inches  at  bottom.  («)  96  inches  at  head,  19  at  tail.  (/)  About 
90P.  (0)  Triangle  and  gate,  {h)  Spigots  to  jigs;  overflow  to  No.  1  surface  current  box  dassifler.  (f)  Nos.  1 
and  8  spigots  to  jigs;  No.  8  spigot  and  overflow  to  No.  1  surface  current  box  classlfler.  (i)  Spigots  to  jigs; 
overflow  to  No.  2  hydraulic  classlfler.  (k)  Spigots  to  jigs;  overflow  to  No.  1  whole  current  box  dassttler.  (2) 
Spigots  to  jigs;  overflow  to  No.  1  whole  current  box  classifier  by  No.  1  unwaterer.  (m)  Spigota  to  jigs;  <wcr 
flow  to  slime  tables  by  No.  1  distributing  tank. 


C.  W.  Goodale,"  in  discussing  the  losses  in  jig  tailings,  has  given  some  siring 
tests  showing  the  imperfections  of  the  classifier  work  (see  §462). 
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§  303.  The  Tamarack  Classifier. — This  is  a  hydraulic  classifier  with  ver- 
tical or  flaring  sides,  with  flat  bottom,  with  pressure  boxes  below  and  with  slots 
running  across  the  bottom  which  are  of  special  construction,  so  that  they  can 
be  varied  in  width. 

Table  220  gives  the  practice  in  the  mills.  Special  notice  should  be  taken  of 
the  slots  and  the  hydraulic  pipes.  In  Mills  46  and  48  (see  Figs.  237a  and 
2376),  there  is  a  rectangular  hole  A  several  inches  wide,  running  across  the 


#IG.     237a. — ^PART     OP     LONGITUDINAL 
SECTION  OF  TAMARACK  CLASSIFIER. 


PIG.  2376. — CROSS  SECTION. 


whole  width  of  the  classifier.  Covering  this  hole  is  a  plate  5  12  inches  long, 
10  inches  wide  and  \  inch  thick.  It  is  so  hinged  at  the  down  hill  side  of  the 
hole  that  when  it  is  slightly  raised,  it  presents  an  adjustable  slot  facing  the 
coming  stream  and  extending  the  whole  width  of  the  classifier.  It  is  adjusted 
by  a  vertical  rod  C  with  a  nut  D  which  suspends  it  from  a  cross  bar  E,  In 
Mill  47  the  hole  is  7X4  inches  and  the  hinged  plate  is  replaced  by  two  plates, 
permanently  fastened  to  the  bottom,  leaving  a  fixed  slot  between  them. 


TABLE   220. — ^DETAILS   OF   TAMARACK   HYDRAULIC    CLASSIFIER. 
Abbreyiations.— Ft=feet;  In.=inche8;  mm.=inillimeter8;  Stm.  gtmp.=Steam  stamp. 
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(a)  In  a  IH-inch  plug.    (6)  Spigotii  to  Jigs;  overflow  to  slime  tables  by  No.  1  distributing  tank. 

In  Mills  46  and  48,  in  order  to  slacken  the  current  and  distribute  the  pres- 
sure equally  in  the  pressure  box  F,  the  hydraulic  water  is  brought  in  through 
stand  pipes  0  3  inches  in  diameter  with  easy  elbows  and  open  tops,  which  extend 
above  the  top  of  the  classifier.  The  hydraulic  water  is  fed  into  the  top  of 
these  stand  pipes  by  hydraulic  pipes  H  and  is  regulated  by  valves.  The  heights 
of  the  stand  pipes  above  the  spigots  and  the  size  of  the  hydraulic  pipes  are 
given  in  Table  221. 
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TABLE   221. — HEIGHT   OF   STAND   PIPES   AND   DIAMETER   QF    HYDRAULIC    PIPES  01 
TAMARACK   CLASSIFIER   IN    MILLS   46   AND   48. 


No.  of  Spigot  in 
a  Four-spigot 

No.  of  Spigot  In 

a  Six-spigot 

Classifler. 

Height  of  Stand 

Pipe  above  Spigot. 

Feet.      Inches. 

Diameter  of 

Hydraulic  Pipe. 

Inches. 

1  and  2 

1  and! 
8  and  4 

Sand  6 

2          4 
2          0 
2           0 

■8 

8  and  4 

The  amount  of  hydraulic  water  and  sand  for  the  classifier  in  Mill  48  when 
treating  72  tons  of  ore  with  93,600  gallons  feed  water  in  24  hours,  is  shown  in 
Table  222. 

TABLE  222. — TAMARACK  CLASSIFIER  IN  MILL  48. 


Hydraulic  Water  Used 
per  24  Hours. 

Amount  of  Dry  Prod- 
uct Discharged  per 
24  Hours. 

First  spigot. 

GaUons. 

7,999 
6,416 

Tons. 
20 
16 
10 
6 
20 

Secondspigot 

Third  spigot 

Fourth  spigot. ......... 

Overflow 

§304.  The  Dalton  Classifier. — (See  Figs.  238a-238c.) — This  is  a  trough 
classifier  and  is  used  in  Mill  37  as  Nos.  1  and  2  hydraulic  classifiers.    It  has 


PIG.  238a. — PLAN  OF  THE  DALTON  CLASSIFIER. 


PIG.    2386. — LONGITUDINAL    SECTION. 


FIG.  238c. — 
CROSS  SEC- 
TION. 


slots  A  for  its  three  sorting  columns,  which  run  across  the  trough  and  are 
respectively  6X1  inch,  6X|  inch  and  6XJ  inch  in  section.  The  figure  shows 
only  three  sorting  columns,  but  as  now  used  in  the  mill  there  are  four.  The 
height  of  column  of  uniform  sectional  area  is  If  inches  only,  but  these  columns 
are  extended  upward  in  a  wedge  form,  widening  at  an  angle  of  25°  to  a  height 
of  75  inches.  To  prevent  a  troublesome  bank  forming  in  this  pocket  the  open- 
ing at  the  top  is  narrowed  to  2  inches  wide  by  a  piece  of  plate  iron  B  which  also 
furnishes  a  little  dam  for  holding  back  the  sand  from  passing  too  rapidly  over 
any  given  pocket.  The  width  of  each  of  the  slots  is  adjustable  by  using  a  cast- 
iron  block  C  for  one  side  of  the  opening.  The  figure  shows  this  block  only  on 
the  first  slot.  This  block  can  be  moved  toward  or  away  from  the  other  side  by 
lever  D  and  screw  E,  giving  the  slot  the  width  desired.  Below  the  slots  an 
the  pressure  boxes  F,  in  the  sides  of  which  are  the  hydraulic  and  spigot  pipes. 
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In  Mill  37  the  No.  1  classifier  treats  the  unwatered  undersize  of  No.  6  trom- 
mel with  4-mm.  round  hole,  and  No.  2  classifier  treats  the  undersize  of  No.  7 
trommel  3-mm.  round  hole.  Both  deliver  their  four  spigot  products  to  jigs 
and  their  overflows  to  box  classifiers. 

§  306.  The  Yeatman  Classifier.— (See  Figs.  239a-239c.)— This  is  a  trough 


wo.  239a. — ^LONGITUDINAL  SECTION  OP  THE  YEATMAN 
CLASSIFIEB. 


»/ioa- 


a 


a 


FIG.     239c. — 

OBOSS     SEC- 
TION. 


Jl 


FIG.  2396.— PLAN. 

classifier  with  adjustable  slots  running  across  the  bottom.  The  width  of  the 
slots  is  varied  by  a  bevelled  gate  A  which  is  elevated  and  depressed  by  rod  B, 
thumb  screw  C  and  cross-bar  D.  The  sizes  of  the  slots  are  about  8Xj  inch 
and  9Xi  inch  and  the  height  of  the  sorting  column  is  about  2  inches.  The 
gates  being  somewhat  elevated,  serve  as  dams  to  prevent  grains  passing  by  the 
pockets  too  rapidly.    Additional  dams  E  are  put  in  between  the  pockets  to  still 


PIG.  240a. — NO.  1  HYDRAULIC  CLASSIFIER  AT  MILL  22. 


PIG.     240a — 

CROSS     SEC- 
TION. 


PIG.    2405. — ^PLAN. 

further  accomplish  this  result.  The  hydraulic  water  comes  in  through  the 
stand  pipe  F  under  about  2-feet  head. 

In  Mill  15,  No.  1  hydraulic  classifier  of  this  pattern  treats  the  undersize  of 
No.  8  trommel,  2.3-mm.  round  hole,  and  sends  spigot  products  to  jigs  and  over- 
flow to  No.  1  surface  current  box  classifier. 

Mill  22  No.  1  hydraulic  classifier  (see  Figs.  240a-240c),  is  a  modification  of 
the  Yeatman  txlassifier  in  which  the  propsure  box  is  hopper  shaped  and  the  two 
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end  walls  of  it  are  double  walls  with  a  space  between,  in  which  the  hydraulic 
water  rises.  The  heavy  sand  falls  into  the  inner  hopper  A  and  passes  out 
through  two  end  spigots  BB,  two  side  spigots  CC,  or  out  of  ail  four.  These 
spigots  have  plugs  and  nipples  in  them.  This  device  prevents  sand  from  fall- 
ing into  the  hydraulic  pipe  D.  The  classifier  treats  the  undersize  of  No.  3 
trommel  with  3-mm.  round  holes,  and  delivers  products  of  the  spigots  to  jigs 
and  overflow  to  No.  1  surface  current  box  classifier.  Sizing  tests  of  the  products 
of  this  classifier  are  given  in  Table  253. 

§  306.  Other  Hopper-Shaped  Shallow  Pocket  Classifiers. — ^In  Mill  17, 
hopper-shaped  shallow  pocket  classifiers  Bre  used.  No.  1  classifier  has  one  hop- 
per-shaped pocket  (see  Figs.  241a,  2416).  This  is  fed  with  the  undersize  of 
No.  4  trommel  2  mm.  in  diameter.  The  spigot  product  goes  to  a  jig,  the  over- 
flow to  No.  2  hydraulic  classifier.    No.  2  hydraulic  classifier  has  two  hoppers. 


1 

m 

PIG.  241a. 


IHydnnlk 
pipe 

FIG.    2416 
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PIG.    241a. — longitudinal   section    of    no.    1 
hydraulic   classifier  in   mill  17.     fig. 

2416. — PLAN. 
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fig.  242a. 


PIG.  242c 


^<i^^ 


PIG.  243. — section  op  thb 

FERRARIS  CLASSIFIER. 


PIG.  2426. 

PIG.     242a. — LONGITUDINAL     SECTION     OP     NO.     2 
HYDRAULIC     CLASSIFIER    IN     MILL     17.       PIG. 

2426. — PLAN.     PIG.  242c. — section  AB. 
One  is  square,  the  other  oblong,  the  latter  having  a  slot  for  its  sorting  column 
(see  Figs.  242a-242c).    It  is  fed  by  overflow  of  No.  1  hydraulic  classifier.    The 
spigots  and  overflow  all  go  to  jigs. 

The  No.  2  hydraulic  classifiers  of  Mill  48  are  shallow  pockets  with  sides 
drawing  together  and  a  T  and  plug  discharge  below,  placed  in  the  aprons  feed- 
ing the  No.  1  jigs.  The  material  which  this  treats  is  the  first  spigot  product  of 
No.  1  hydraulic  classifier  (4.76  mm.  maximum  size),  and  the  hydraulic  is  so 
regulated  as  to  draw  from  the  spigot  a  highly  concentrated  copper  product  and 
thereby  lighten  the  work  of  the  No.  1  jigs. 

§307.  The  Ferraris  Classifier  is  used  at  Monteponi,  Sardinia.  It  con- 
sists of  a  pipe  96'  mm.  inside  diameter,  22  meters  long.  The  first  3  meters  of 
length  bends  by  a  gentle  curve  from  vertical  to  horizontal  with  a  fall  of  about 
1.6  m.  The  remainder  is  horizontal  and  straight.  Lateral  bends  would  make 
eddies  which  would  interfere  with  the  working.  At  intervals,  suitable  for  the 
jigs  and  tables,  the  sorting  columns  (see  Fig.  243),  are  placed,  taking  care  not 
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to  put  any  two  loo  close  to  each  other,  1.2  m.  center  to  center  being  the  least 
distance  shown.  The  sorting  column  consists  of  a  vertical  cylinder  A  flaring 
at  top  and  bottom,  a  removable  spigot  B  having  its  hole  tapering  toward  the 
bottom,  with  hydraulic  water  fed  into  the  annular  space  C  around  the  sorting 
column  and  brought  into  contact  with  the  pulp  by  an  annular  opening  below. 
It  is  fed  with  the  undersize  of  a  5-mm.  screen  and  delivers  eight  spigot  products 
to  six  jigs  and  two  bump  tables,  the  overflow  going  to  a  settling  tank  outside 
the  mill.  It  receives  240  liters  of  pulp  per  minute,  containing  not  over  17.5% 
of  solid  material  which  is  the  maximum  per  cent,  the  tube  will  carry  without 
choking.  The  first  pocket  uses  60  liters  hydraulic  water  per  minute,  of  which 
40  go  down  and  out,  while  20  rise,  lifting  grains  of  2  mm.  diameter.  The 
last  pocket  uses  15  liters  hydraulic  water,  of  which  12  go  down  and  3  go  up, 
lifting  grains  of  0.1  nam.  diameter.  The  others  are  graded  between  the  two. 
The  spigots  range  from  16  mm.  diameter  for  the  first  products  to  8  mm.  diame- 
ter for  the  last.  The  total  hydraulic  water  is  300  liters  per  minute.  The  advan- 
tages claimed  are  compactness  and  the  ease  and  small  cost  of  replacing  the 
wearing  parts. 

§  308.  The  Bichards  Shallow  Pocket  Hydraulio  Classifier,  designed 
by  the  author,  consists  of  a  rectangular  trough  e  (see  Figs.  244a-244c),  with 
pockets  b  in  the  bottom  and  adjustable  gates  c  dipping  into  them  to  check  the 
heavier  grains  over  each  sorting  column  d  in  series.  The  sorting  columns  con- 
sist of  vertical  iron  pipes  d  of  a  height  sufficient  for  clean  work — about  three 
times  their  diameter.  Screwed  to  these  pipes  are  vortex  fittings  f,  giving  a 
whirling  motion  to  the  hydraulic  water  admitted  at  h,  and  pipe  and  plug  spigots 
g,  to  discharge  the  products.  These  hydraulic  appliances,  shown  in  section  in 
Figs.  244d  and  244e,  require  fins  w  and  x  to  arrest  the  whirling  motion  below 
the  vortex  /  and  at  the  top  of  the  pipes  d,  respectively.  The  top  fins  x  are 
needed  only  when  sorting  fine  grains. 

The  sorting  columns  d,  are  furnished  with  rotation  to  give  helical  paths  to 
the  ascending  water  currents,  which  abolish  any  tendency  toward  downward 
currents  at  one  side,  carrying  light  grains  into  the  spigot  product  or  strong 
upward  currents  on  the  other  side,  lifting  over  grains  which  should  be  allowed 
to  settle.  If  any  difficulty  is  found  from  too  light  grains  descending  in  the  idle 
center  of  d,  the  difficulty  is  overcome  by  suspending  a  core  in  this  space.  Other- 
wise the  core  is  not  used.  The  diameter  of  the  sorting  column  must  be  large 
enough  to  let  the  grains,  destined  for  the  spigot,  pass  down  without  having  too 
large  a  percentage  of  sand  over  water  in  the  column  at  any  given  time. 

Since  data  upon  the  complete  study  of  the  action  of  classifiers  used  in  the 
mills  are  not  at  hand  at  this  writing,  the  author  will  enter  at  some  length  upon 
computations  in  regard  to  this  classifier.  The  laws  and  proportions  deduced 
will  be,  in  the  main,  true  of  all  classifiers.  The  quantities  and  sizes  are  true  to 
the  best  of  the  author's  belief,  although  they  have  not  been  proved  by  .experiment 
in  all  cases. 

The  basis  on  which  the  computations  are  made  is:  (1)  That  an  ore  of  3.00 
specific  gravity  with  a  gangue  of  quartz,  specific  gravily  2.64,  is  being  treated; 
for  example,  an  ore  carrying  74.5%  of  quartz  and  25.5%  of  pyrite,  specific 
gravity  5.0,  would  have  a  specific  gravity  of  3.00;  (2)  that  one  volume  of  sand 
will  everywhere  need  at  least  ten  volumes  of  water  to  carry  it  in  the  trough,  in 
the  sorting  columns  and  in  the  spigots,  this  figure  being  based  on  the  ratio  shown 
by  Munroe  in  Tables  215  and  216  of  Lake  Superior  hog  trough  classifier;  (3) 
that  sufficiently  universal  for  adoption  are  McDermott's  figures  on  the  capacity 
and  yield  in  tons,  of  a  Calumet  classifier,  treating  material  that  has  passed 
through  a  ^V-iiich  (4.765-mm.)  diameter  round  hole,  at  the  rate  of  60  tons  in 
24  hours,  and  having  an  overfiow  with  0.0 1  inch  (0.264  mm.)  maximum  diame- 
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ter  of  grain,  and  spigot  products  ranging  in  geometrical  progression  as  to  diame- 
ters between  these  values,  and  yielding  20  tons,  12  tons,  8  tons  and  5  tons  respec- 
tively, for  the  four  spigot  products  and  16  tons  for  ihe  overflow ;  (4)  that  an 
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area  of  4.783  square  inches  or  3,087  sq.  mm.  (inside  section  of  a  2i-inch  pipe), 
is  sufficient  for  all  the  four  sorting  columns  of  the  average  vertical  current  classi- 
fier used  in  the  mills  to  treat  the  above  amount.  This  last  figure  is  based  upon : 
Mill  39,  No.  1  sorting  column,  4XJ  inch  or  2  square  inches;  Mill  40,  No.  1 
sorting  column,  4Xj  inch  or  3  square  inches;  Mill  42,  No.  1  sorting  column, 
4X1 J  inches  or  5  square  inches;  Mill  43,  No.  1  sorting  column,  4X1  inch  or 
4  square  inches;  Mill  46,  No.  1  sorting  column,  9XJ  inch  or  4.5  square  inches; 
Mill  47,  No.  1  sorting  column,  7X1  inch  or  7  square  inches.  In  regard  to  the 
sizes  of  the  second,  third  and  fourth  sorting  columns  of  the  above  six  mills, 
three  have  the  areas  in  a  decreasing  series,  one  has  the  same  size  for  all  columns, 
the  other  two  are  slightly  irregular,  but  average  up  about  the  same  throughout. 
For  reasons  which  will  be  given  later,  the  author  has  adopted  the  same  area 
throughout  for  all  his  sorting  columns.  Owing  to  the  fact  that  the  helical 
path  is  longer  than  the  direct  path  and  the  sorting  column  itself  is  longer  than 
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FIG.  244e. — CROSS  section  on  CD, 

PIG,       244d — ^VERTICAL       SECTION       OP 
VORTEX. 

those  of  the  above  vertical  current  classifiers,  a  3-inch  pipe  (sectional  area  7.388 
square  inches  or  4,766.5  sq.  mm.),  and  vortex  is  assumed  to  be  needed  in  this 
classifier  instead  of  a  2J-inch  pipe.  An  ore  with  lighter  specific  gravity  than 
3.00  (that  of  the  assumed  ore),  will  have  more  volume  and  will  require  an 
increase  in  sectional  area  of  the  sorting  columns  in  inverse  ratio  to  the  specific 
gravity  or  else  the  capacity  of  the  classifier  in  tons  will  have  to  be  reduced 
directly  as  the  specific  gravity. 

Using  the  above  facts  and  the  average  velocities  of  settling  of  quartz  computed 
from  Table  262,  Table  223  has  been  calculated.    Two  columns  for  the  amount 

TABLE  223. — ^MEASURES  OP  A  FOUR  SPIGOT  HYDRAULIC  CLASSIFIER  WITH  SORTING 

COLUMNS  OP  3-INCH   PIPE. 


Product 


aruJt  spigot  .  .  . 

Second  spiffot. 
Third  epi0Ot.. 
Fourth  spigot. 
Otwflow 


Range  of  the 
Diameters  of 

the  Quarts 

Grains  In  the 

Product. 


Mm. 
4.785  to  8.989 
8.SS0  to  1.100 
1.100  to  0.529 
0.529  to  0.254 
0.254  to  0.000 


Direction 
of  Move- 
ment of 
Grains. 


Fall. 
Fall. 
Fall. 
Fall. 
Rise. 


Amount 
of 

Product 
TOr  24 
Hours. 


Tons. 

20 

13 

8 

6 

15 


RisingVe- 
locity  of 

Water  In 
Sorting 
Column 
per  Sec- 
ond. 


Mm. 
218 
104 
57 
26 


Velocity  of 

Settling  of 

Largest 

Grain  of 

Quartz  per 

Second  in 

the  Sorting 

Column. 


Mm. 
886 

114 
47 
81 


Amount  of  Rising 
Water  per  Minute. 


Neglect- 
ing the 
Sand  in 
Sorting 
Column. 


Kilos. 
68.85 
29.74 
16.80 
7.48 


Allowing 
for  Sand 
in  Sorting 
Column. 


Kilos. 
54.57 
26.18 
12.22 
5.67 


III 


Kilos. 

12.68 
7.58 
5.06 
8.16 
9.47 


Kilos. 
48.10 
25.27 
16.88 
10.58 
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of  rising  water  are  given.  The  first  makes  no  allowance  for  the  volume  of  sand 
in  the  water  of  the  sorting  columns.  In  the  second  the  volume  occupied  by  the 
sand  has  been  computed  assuming  that  the  mean  velocity  of  the  falling  grains 
in  the  sorting  column  is  half  that  of  the  fastest  grain.  ^ 

With  the  adjustments  indicated  in  the  table,  and  taking  into  account  the 
volume  of  the  sand  in  the  sorting  columns,  the  quantities  will  be  as  follows :  Ore 
treated  per  minute,  37.88  kilos  (60  tons  in  24  hours) ;  feed  water  per  minute, 
126.27  kilos;  rising  water  per  minute,  97.59  kilos;  spigot  water  per  minute, 
94.73  kilos;  total  water  per  minute,  318.59  kilos;  amount  of  water  per  kilo  of 
ore,  8.410  kilos;  carrying  current  of  water  reaching  first  sorting  column  per 
minute,  126.27  kilos;  carrying  current  of  water  reaching  second  sorting  colunm 
per  minute,  180.84  kilos;  carrying  current  of  water  reaching  third  sorting 
column  per  minute,  205.97  kilos;  carrying  current  of  water  reaching  fourth 
sorting  column  per  minute,  218.19  kilos;  carrying  current  of  water  reaching 
overflow  per  minute,  223.86  kilos. 

§  309.  In  regard  to  the  sizes  of  the  spigot  pipes,  theoretically,  the  diameter 
of  the  spigots  to  discharge  any  given  amount  will  depend  upon  the  head  of 
water.  The  column  of  water  pressing  at  the  aperture  of  this  classifier,  will  be 
about  20  inches  high  and  will,  theoretically,  deliver  water  at  a  velocity  of  10.3 
feet  per  second,  using  a  coefScient  of  efflux  of  0.75*  we  have  a  velocity  of 
7.725  feet  (2,354  nmi.)  per  second.  Computing  the  areas  of  spigots  which  will 
discharge  the  volumes,  including  weight  of  water,  plus  weight  of  ore  in  Table 
823,  we  find  that  the  diameters  of  pipe  must  be :  20.4  muL  for  first  spigot  (about 
{i  inch) ;  15.8  nmi.  for  second  spigot  (about  f  inch) ;  12.9  nmi.  for  third  spigot 
(about  i  inch) ;  10.2  mm.  for  fourth  spigot  f  about  ^  inch).  Since  the  assump- 
tion of  ten  volumes  of  water  to  one  volume  of  ore  is  a  liberad  allowance,  it  follows 
that  a  temporary  increase  in  sand  can  be  carried  for  two  reasons:  First,  because 
the  spigot  can  discharge  more  sand  in  proportion  to  the  water,  and  second  the 
water  so  crowded  out  of  the  spigot,  rises  in  the  sorting  column  and  causes  the 
sorting  to  be  more  cleanly  done.  In  case  of  an  extraordinary  fiooding  of  the 
classifier  with  sand,  the  pluff  can  be  momentarily  withdrawn,  as  is  done  with 
all  classifiers  having  pipe  and  plug  spigots  of  this  class. 

The  above  spigot  pipes  conform  nearly  to  those  that  are  used  in  practice,  as 
shown  in  Table  224,  only  they  are  graded  exactly,  according  to  demand,  and  to 
save  water  instead  of  being  made  according  to  pipe  sizes.  In  every  case  the 
diameter  of  the  spigot  in  order  that  the  grains  shall  not  stick  should  be  at  least 
three  times  the  diameter  of  the  maximum  grain  that  it  has  to  discharge.  In 
most  instances  the  diameters  will  have  to  be  larger  than  that,  to  be  able  to  dis- 
charge the  required  quantity. 

TABLE  224. — ^DIAMETERS  OF  SPIGOTS  IN  SOME  OF  THE  HILLS. 


MiUNo. 


80 

40 
48 
48 

«{ 

46 


Diameter  of 
First  Spigot 


Inches. 


DIaxneter  of 
Second  Spigot. 


Inches. 


Diameter  of 
Third  Spigot 


Inches. 


Diameter  of 
Fourth  Spigot. 


Referring  to  Table  223,  it  will  be  seen  that  while  the  last  spigot  only  dis- 
charges i  as  much  sand  as  the  first,  the  rate  of  settling  of  this  last  product  is 
about  i  that  of  the  first  product.  It  follows  that  with  sorting  columns  of  the 
same  area,  the  pulp  in  the  last  column  will  have  to  be  about  twice  as  thick  as 
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that  in  the  first  column.    It  does  not,  therefore,  seem  wise  to  diminish  the  areas 
of  the  later  sorting  columns  and  thus  require  the  pulp  to  be  thicker  still. 

For  comparison  with  the  d-inch  pipe  for  sorting  column  which  is  adopted 
in  the  above  discussion.  Table  225  has  been  computed  to  show  what  the  yield 
would  be  if  smaller  or  larger  pipes  were  used  for  the  sorting  columns.  The 
mill  work  on  other  classifiers  together  with  laboratory  tests  on  small  sizes  of  this 
classifier  indicate  that  these  figures  can  be  reached.     The  classifier,  however,  to 

TABLE  225. — ^ESTIMATED  CAPACITIES  OF  THE  RICHARDS  CLASSIFIER  WITH  DIFFER- 
ENT  SIZES  OF  SORTING  COLUMNS. 


Diameter  of 

Grain  of  QuarU 

in  Product. 

Mm. 

Diameter  of  Sorting  Colusuis.  in  Inches. 

Dflrigiuitloo  oCPirodiiot. 

1 

1  'H 

m 

8  1  m 

8 

8H 

4 

Products  Yielded  per  Oi^Hours,  in  Tons. 

Flfst  spigot .••••••••... 

Beoond^lgot 

Overflow. 

4.76S 
2.889 
1.100 
0.680 
0.854 

9.88 
1.40 
0.98 
0.58 
1.76 

4.06 
8.4S 

i.es 

1.01 
8.04 

6.58 
8.81 
8.81 
1.86 
4.14 

9.00 
6.46 
8.68 
8.87 
6.81 

18.0 
7.77 
6.18 
8.84 
9.V8 

90 
18 
8 
6 

16 

90.8 
16.1 

10.7 
6.70 
80.1 

84.6 
90.7 
18.8 

8.ei 

86.9 

T^ytal... 

0.99 

18.16 

16.66 

87.86 

88.91 

60 

80.4 

106.88 

do  these  amounts  has  to  sacrifice  the  quality  of  the  work.  For  example  tests 
have  been  made  on  some  limonite  tailings  from  Mill  5.  These  were  almost 
all  below  1.5  mm.  in  size  and  almost  all  of  the  fines  had  been  removed  so  that 
the  feed  contained  less  than  10%  below  0.159  mm.  Estimating  from  Table 
225  it  seems  .that  a  li-inch  sorting  column  ought  to  treat  this  stuff  at  the  rate 
of  perhaps  5  tons  in  24  hours.  Table  226  gives  the  quality  of  the  work  for 
tlifferent  rates  of  feed  and  shows  how  the  quality  improves  with  the  slower 
rates  of  feed.  The  one  current  tubular  classifier  in  this  table  is  taken  as  stand- 
ard of  very  nearly  perfect  work.  In  no  case  was  there  anything  in  the  spigot 
product  below  0.159  mm. 

TABLE  226. — ^BESULTS  OF  0LA8SIFYINO  LIMONITE  ORE. 


Bicbards'  Classifler  with  IH-inch 
Sorting  Ck>lumn. 


A  One-Olirrent 

Tabular  Oas- 

sifler. 


Rate  of  feed  in  tons  per  84  hours 

Analysis  of  feed  in  per  cent  iron 

Amount  of  splKOt  product  in  per  oent 

Analysis  of  spuot  in  per  cent,  iron 

Per  cent  of  spiffot  through  0.871  on  0.270  mm. . 
Per  oent  of  spigot  through  0.970  on  0.159  mm. . 


1.00 
40.88 
86 
46.48 

0.9 
0 


8.11 
40.88 
86 
47.88 

0.0 
0 


8.17 
40.88 
88 
48.86 

0.6 
0 


6.34 
40.88 
87.5 
46.95 
4.1 
1.8 


40.88 
89 

48.81 

0.6 

0 


For  use  in  this  work.  Table  227  has  been  computed  to  show  the  dimensions  in 
millimeters  of  various  sizes  of  iron  pipe. 


TABLE  227 

.—IRON 

PIPE. 

Trade  Sixc 
of  Pipe. 

Inside  Diameter. 

Inside  Araa. 

Outiide  Diameter. 

OuteldeAiea. 

Velocity  per 
Second  due  to  1 
Kilo  of  Water 

per  BUnute. 

Inches. 

Inches. 

Mm. 

Sq.  Ifm. 

Inches. 

Mm. 

Sq.  Mm. 

Mm. 

^ 

0.870 

6.868 

86.98 

0.406 

10.80 

88.16 

461.0 

0.864 

9.146 

65.09 

0.540 

18.73 

147.8 

968.7 

0.494 

19.56 

188.78 

0.07S 

17.16 

881.0 

184.7 

■  1 

0.683 

16.066 

194.66 

0.840 

81.34 

887.7 

86.6 

' 

0.884 

90.985 

844.85 

1.050 

96.67 

658.6 

48.4 

1 

1.048 

96.68 

566.08 

1.816 

88.405 

876.4 

99.9 

^H 

1.880 

85.065 

965.4 

1.660 

48.17 

1,806.7 

17.8 

i3 

1.610 

40.98 

1,815.4 

1.900 

48.965 

•  1,889.6 

19.7 

8 

8.007 

68.605 

2,165.5 

9.875 

60.88 

2.868.6 

7.7 

9K 

8.468 

62.69 

8,067.8 

8.875 

78.04 

4,190.0 

6.4 

tr 

8.067 

77.90 

4.786.5 

8.500 

88.90 

6,907.8 

8.6 

8H 

8.548 

90.18 

6,880.5 

4.000 

101.60 

8,113.6 

9.6 

p 

4.086             103.27 

8,915.5 

4.500 

114.88 

10964.6 

2.0 
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111  regard  to  the  proportions  of  the  pockets  in  the  trough,  the  depth,  the 
width  and  the  space  between  the  gate  and  dam  should  all  be  not  less  than  twice 
the  diameter  of  the  sorting  column.  The  gate  should  dip  at  least  one  inch 
below  the  level  of  the  top  of  the  dam  to  prevent  coarse  stuff  from  passing  over. 
The  area  between  the  gate  and  the  dam  is  .preferably  square  and  its  size  is  cal- 
culated so  that  the  carrying  current  plus  the  hydraulic  water  will  have  a  velocity 
about  equal  to  the  rising  velocity  of  the  water  in  the  sorting  column.  For 
example  the  second  pocket  has  a  carrying  current  coming  to  it  of  180.84  kilos 
per  minute  and  a  hydraulic  current  of  25.13  kUos,  total  205.97  kilos.  To  give 
this  a  velocity  of  104  mm.  per  second  (the  velocity  in  the  second  sorting  column) 

..         .,  .  ..        .205.97X1,000,000      ^^  ^^^ 

it  must  have  an  area  of  cross  section  of ^  ^      ^ — or  33,008  square  mm., 

which  corresponds  to  a  square  of  182  mm.  or  about  7  inches.  This  role  would 
give  the  third  and  fourth  pockets  such  great  size  and  lose  so  much  head  that 
less  dimensions  are  used.  Precedent  for  this  is  found  in  the  classifiers  in  use 
in  the  mills.  The  area  between  the  gate  and  the  entering  side  of  the  pocket 
should  increase  from 'the  first  to  the  last  pocket  somewhat  faster  than  tiie  volume 
of  the  canying  current  increases.  The  slope  of  the  troughs  between  pockets 
should  be  ^  inch  per  foot.  This  will  also  be  sufficient  for  the  feed-sole  except 
where  the  ore  is  heavy  or  coarse  in  which  case  a  greater  slope,  even  up  to  3 
inches,  may  have  to  be  used,  or  else  the  quantity  of  carrying  current  will  have 
to  be  increased  beyond  the  ratio  of  10 : 1.  The  capacity  of  the  classifier  de- 
creases in  proportion  to  the  size  of  the  feed.  Thus  if  the  stuff  was  2.289  mm. 
maximum  size,  then  the  capacity  of  a  classifier  with  3-inch  sorting  columns  would 
be  reduced  by  20  tons  (the  amount  of  the  first  spigot  product  in  Table  225), 
leaving  a  capacity  of  only  40  tons. 

Table  228  shows  a  sizing  test  of  Newfoundland  chromite  ore  with  serpentine 
gangue,  crushed  by  rolls  through  20  mesh  and  sorted  in>  small  Bichards  hydraulic 
classifier  with  three  spigots.     This  classifier  probably  did  as  good  work  as  can 

TABLE    228. — SIZING   TEST    ON    PRODUCTS    OF    RICHARDS    HYDRAULIC    CLASSIFIER. 


Feed. 

First  Spigot 

Second  Spigot 

Third  Spigot. 

Overflow. 

On  90meflh(a)L 

80.66 

o'o 

18.66 

7.81 

0.07 

^0 

0.08 

14.84 

6.48 

8.08 

0.96 

0.05 

Through  40  on  SOmeeh 

18.89 

8.78 

9.61 

0.64 

0.07 

Through  60  on  60  mesh 

9.87 

1.86 

7.88 

1.19 

0.18 

Through  60 on  SOmesh...... 

9.05 

0.68 

>      8.87 

8.09 

0.07 

Through  80  on  100  mesh 

10.08 

0.86 

8.80 

6.10 

0.69 

Through  100  on  190  mesh 

8.69 

0.88 

1.48 

0.10 

Through  180  on  140  mesh 

4.06 

0.10 

0.78 

6.G8 

S         0.05 
\        15.01 

Through  140  mesh 

16.26 

. 

Ty)Cal 

100.06 

96.10 

40.89 

17.SQ 

16.09 

99.77 

(a)  For  actual  slses  of  holes  in  these  sieves  see  Table  866. 

be  expected  of  a  commercial  classifier.  The  average  grain  of  the  first  spigot  is 
30  mesh,  that  of  the  second  is  between  40  and  60  mesh,  that  of  the  third  is 
between  80  and  100,  and  that  of  the  overfiow  finer  than  140  mesh. 

Figs.  244/  to  244%  show  an  annular  form  of  the  Richards  classifier  which  is 
used  to  treat  all  the  limonite  tailings  in  Mill  5.  During  a  particular  run  of 
seven  days  it  treated  51.5  tons  per  24  hours  of  stuff  which  had  not  over  6% 
larger  than  1.5  mm.  and  less  than  10%  smaller  than  0.159  mm.  The  feed  con- 
tained 42.08%  iron,  the  spigot  product  or  concentrates  which  amounted  to  26.19 
tons  per  24  hours  contained  45.56%  iron  and  the  tailings  contained  38.47% 
iron  (see  also  Table  226,  giving  results  of  laboratory  tests  on  another  batch  of 
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FIG.  244/.— VEBTICAL  SECTION  OF  BIOHABDS  ANNULAI6  OLASSIFIEB  USED  IN  HILL  5. 


FIG.  244flr, — HALF  PLAN  SHOWING  TOP  OF  CORE  AND  CIBCULAB  OVBBFLOW  TBOUGH. 


FIG.  244A. — SECTION   AB. 


i^K 
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3-iiich  pipes.    Another  notable  feature  is  the  spiral-shaped  vortex  0  which  gives 
the  same  velocity  in  all  the  jets  H. 


II.  The  Deep  Pooeet  Hydeaulio  Classifiebs. 

§  310.  General. — These  are  used  in  many  instances  to  do  the  same  work  as 
the  shallow  pocket  classifiers,  but  as  a  rule,  the  stuff  fed  to  them  is  finer,  and 
the  pockets  are  of  considerably  larger  size  and  connected  by  troughs  or  launders. 
The  pockets  are  graded  in  series,  the  earlier  being  smaller,  the  later  larger.  In 
them  the  volume  of  the  pocket  is  so  large  in  comparison  with  the  section  of  the 
carrying  current  in  the  connecting  launder,  that  tiie  opportunity  for  retardation 
is  enormously  increased,  probably  far  beyond  the  necessities  of  the  case.  They 
are  made  in  a  variety  of  forms.  They  may  be  cones  of  plate  iron,  cast  iron,  or 
vitrified  clay,  V  boxes,  rectangular  boxes,  or  hopper-shaped  boxes  (pointed  boxes), 
all  of  wood.  In  them,  moderately  fine  material  is  subjected  to  the  action  of  a 
hydraidic  current,  the  province  of  which  is  to  prevent  the  fine  slime  from  enter- 
ing the  earlier  spigots.  These  appliances  are  none  of  them  really  satisfactory 
in  their  action.  There  is  a  fimdamental  difficulty  in  their  way  which  prevents 
good  work,  which  depends  upon  the  fact  that  the  hydraulic  current,  after  rising 
through  the  sorting  column,  enlarges  rapidly  in  area  and  hence  decreases  in 
velocity.  If  they  are  run  on  Eittinger's  spitzkasten  principle,  that  is,  fed  with 
a  horizontal  current  on  the  basis  that  the  heavier  grains  will  settle  out  and  the 
lighter  grains  overfiow,  a  body  of  material  will  report  at  the  sorting  column 
below,  made  up  of  two  classes  of  grains,  those  that  are  heavy  enough  to  face  the 
hydraulic  current,  and  those  that  are  not.  The  former  will  descend  and  go  out 
at  the  spigot  as  they  should;  the  latter  will  fail  to  go  out,  but  since  these  are 
heavy  enough  to  settle  in  the  box,  but  not  heavy  enough  to  go  out,  they  will 
collect  until  a  considerable  bank  forms  which  will  either  have  a  convulsion  and 
go  down  in  a  mass  into  the  spigot,  where  it  does  not  belong,  or  it  will  stay  and 
paralyze  the  work  of  the  apparatus.    Either  is  bad. 

The  usual  way  of  overcoming  this  unfortunate  condition  of  things  is  to  give 
up  the  Rittinger  horizontal  current  and  use  instead  a  plunging  current,  which 
continually  descends  to  the  bottom,  breaks  up  the  bank  and  keeps  the  whole  pulp 
continually  stirred  up.  The  grains  which  would  naturally  form  the  bank  are 
forced  to  rise  and  go  over  into  the  next  compartment.  But  this  advantage  is 
gained  at  the  expense  of  poorly  cleaned  spigot  products,  some  fines  being  carried 
down  by  the  plimging  current. 

§311.  Browne  Hydrombtrio  Conical  Sizer. — (See  Figs,  245a  and  2456.) 
— ^This  is  a  classifier  in  which  the  carrying  current  is  allowed  to  fall  nearly  verti- 
cally into  the  first  of  a  series  of  four  cones  A  connected  by  short  launders  or 
troughs  B.  It  then  passes  in  succession  over  the  second,  t^e  third  and  the  fourth 
cone.  The  sorting  columns  0  are  at  the  apices  of  the  cones  and  are  short, 
vertical  pipes  up  through  which  the  hydraulic  water  passes.  For  each  cone  one 
dial  cock  D  furnishes  a  graduated  quantity  of  hydraulic  water,  and  a  second 
cock  E  regulates  the  quantity  of  water  to  be  let  out  with  the  sand  through  the 

TABLE  229. — ^dimensions  OF  BROWNE  SIZER. 


WniBbflf  of  OOOOi 


First;.. 
Second. 
Third.. 
Foorth. 


It 


Id, 


^1 

is 


In. 


Id. 
2 
8 
8 
8 


III 


Inches 

6 
4 


Inches 


In. 
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spigot.  These  three  parts  are  connected  by  tee  fittings.  The  dimensions  of  the 
apparatus  are  given  in  Table  229. 

The  cones  and  connecting  launders  are  made  of  vitrified  clay  1^  inches  thick. 
The  sorting  columns,  tees,  spigots,  and  hydraulic  pipes  are  all  of  iron.  No  de- 
flectors are  used.  The  overflows  of  the  last  three  cones  are  on  the  same  levels 
as  their  feeds.  The  whole  fall  from  the  top  margin  of  the  flrst  cone  to  the 
outlet  of  the  fourth  spigot  is  2  feet  9^  inches. 

This  classifier  is  designed  for  pulp  passing  through  a  30-mesh  screen,  and  it 
should  not  be  required  to  deliver  its  finest  spigot  with  maximum  grain  finer 
than  100  mesh.  It  is  claimed  that  it  does  its  best  work  in  preparing  pulp  for 
Frue  vanners.  On  the  other  hand,  mill  men  do  not  favor  using  classifiers  before 
vanners,  on  account  of  the  dilution  of  the  pulp,  and  of  the  fact  that  they  intro- 
duce a  serious  element  of  uncertainty  into  the  rate  of  feeding. 

The  manufacturers  recommend  one  set  of  cones  for  10  stamps,  to  treat  15  to  35 
tons  per  24  hours.  One  set  of  four  cones  at  the  Columbia  mill,  Marshall  Basin, 
Colorado^  treats  30  to  35  tons  of  stuff  crushed  through  20  mesh  per  24  hours. 
Bernard  McDonald  reports  a  set  of  four  cones  treating  30  tons  of  stuff  through 
30  mesh  per  24  hours.  He  uses  a  dead  box  to  feed  the  ore  quietly  to  the  first 
cone.  For  the  spigots  he  uses  a  piece  of  hose  2  inches  in  diameter,  with  a  clamp 
attached,  to  replace  the  dial  cocks  which  soon  become  leaky  from  wear.  He 
gives  sizing  tests  of  the  spigots,  as  shown  in  Table  230.    This  cannot  be  said  to 


TABLE  230.— SIZING 

OP  PBODUCTS  OF  BBOWKE  SIZEB. 

nnt  Spigot 

Third  Spigot. 

Fourth  Spigot. 

Orel 'flow. 

Weights  of  the  Products  in  Pounds  per  Twenty-four  Hours. 

18.600 

14.400 

14,986 

6,190                   7.8W 

Bishig  Test  of  Products. 

Tlmwgfa  80  on  40  mfiBh 

Through   40  OD   00  mesh 

Through   OOoD    80  znesh 

Through   80  on  100  mesh 

Through  100  on  190  mesh 

Through  190  on  160  mesh 

Through  ISO  mesh 

6.W 
8.44 
6.88 
7.07 

11.04 
9.46 

68.66 

91.44 
4.89 
13.64 
10.08 
10.80 
84.60 

8.68)( 
6.86 
18.88 
19.44 
90.89 
88.49 

8.91 
94.90 
91.94 
89.77 

0.9«f 

6.67 

16.96 

16.n 

60.96 

100.01 

100.01 

99.99 

90.98 

100.01 

be  ffood  classification,  for  the  average  diameter  of  grain  in  the  first  spigot 
product  is  smaller  than  that  in  the  second,  and  further,  the  first  spigot  contains 
too  much  fines  and  the  later  spigots  too  much  coarse  material.  This  is  probably 
a  fair  illustration  of  the  imperfection  of  the  deep  pocket  classifiers. 

Mill  86  uses  a  Browne  Hydrometric  Conical  Sizer  which  has  but  three  cones 
with  inner  diameters  13^,  14^  and  16  inches  respectively.  It  is  fed  with  the 
undersize  of  No.  5  trommel  with  square  holes,  0.0345  inches  (0.88  mm.),  or 
practically,  ^  inch.  The  three  spigots  go  to  Nos.  1,  2  and  3  Gilpin  County 
bumping  tables  respectively.  The  overflow  goes  to  a  canvas  table  6X10  feet, 
but  it  is  too  variable  for  good  work  on  account  of  imperfections  in  the  mounting. 

§  312.  In  Mill  18,  No.  1  Hydraulic  Classifier  has  two  cones  A  and  B 
with  60**  angle  (see  Fig.  246).  The  first  is  2  feet  6  inches,  the  second  4  feet 
6  inches  in  diameter.  The  third  cone  C,  which  follows,  having  no  hydraulic, 
is  described  in  another  place  (see  §  334).  The  application  of  the  hydraulic  in 
these  two  cones  is  by  placing  a  small  cone  D  near  the  bottom,  rising  vertically 
toward  the  apex  of  which  is  fed  the  hydraulic  water  E.  The  effect  of  this 
"rangement  is  to  make  a  pressure  box  of  the  space  beneath  the  little  cone  and 

orting  column  of  the  annular  opening  ^  inch  to  1  inch  wide  between  its  base 
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and  the  wall  of  the  large  cone.  The  heavier  grains  which  pass  down  are  dis- 
charged at  the  spigot  F  below.  The  cones  are  fed  through  steeply  sloping  feed 
soles,  the  ends  of  which  are  elevated  5  inches  above  the  level  of  the  overflows. 
The  little  inverted  cone  was  mounted  on  a  vertical  shaft  with  a  pnlley  0  for 
applying  a  rotary  motion  to  it,  but  the  rotation  was  given  up.  This  classifier 
is  fed  with  the  undersize  of  No.  4  trommel  with  lO-mesh  cloth  screen  and  holes 


FIG.     246. — SECTION     OF     NO.      1     HY- 
DBAULIO    CLASSIFIER   IN    MILL    18. 


FIG.  247a. — PLAN  OF  NO.  2  HYDRAULIO 
OLASSIFIEB   IN   MILL   85. 
A 


FIG.   247c. — CROSS   SECTION  AB. 


FIG.    2476. — ^LONGITUDINAL   SECTION. 


0.051  inch  (1.30  mm.),  in  size.    It  delivers  spigots  to  jigs  and  overflow  to  No.  1 
whole  current  box  classifier. 

§  313.  Eittingeb's  Pointed  Boxes  with  Ascending  Current*'  consist  of 
a  series  of  pointed  boxes  in  each  of  which  there  is  a  vertical  descending  hydraulic 
water  pipe  .widening  into  a  mushroom  shape  at  its  lower  end,  forming  a  pent-up 
space  or  pressure  box  beneath  it  and  an  annular  sorting  column  around  it. 
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In  Mill  85,  No.  2  Hydraulic  Classifier  (see  Figs.  247a-247c),  has  two 
deep  hopper-shaped  pockets  which  are  built  in  a  V-shaped  trough  with  sides 
widening  from  the  feed  end  toward  the  tail  end.  Each  pocket  has  a  1-inch  T 
and  plug  discharge  below.  It  is  fed  with  battery  pulp  after  it  has  passed  over 
amalgamated  plates.  The  spigot  products  go  to  bumping  tables  and  the  over- 
flow to  waste. 


MO.    248a. — ^plan    of   a    hydraulic  classifier  from  linkenbach. 
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pro.  2486. — ^LONGITUDINAL  SECTION.      FIO.  248c.— CROSS  SECTION  ON  AB. 

LiNKENBACH  describes  a  classifier  for  treating  1^-0  mm.  stuflE  at  the  rate  of 
800  liters  pulp  per  minute  (see  Figs.  248a-248c). 

Linkenbach  also  gives  a  device  for  saving  height  by  using  two  series  of  six 
hoppers  each,  side  by  side,  instead  of  one  series  of  three.  The  total  width  and 
capacity  are  the  same  as  in  the  last,  but  the  height  is  only  half  as  great.  The 
Nos.  1  and  2  spieots  of  both  sets  go  together,  the  Nos.  3  and  4  also,  and  the 
Nos.  5  and  6,  making  therefore  three  products  as  in  the  preceding  case. 
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Wenolbb  and  Lowe's  Classifier  consists  of  five  pointed  boxes  differing 
from  the  last  in  having  long  vertical,  tubular  sorting  columns  and  T  and  plug 
or  goose  neck  spigots.  It  treats  l^-mm.  pulp  from  gravity  stamps  at  the  rate 
of  1^080  liters  per  minute,  containing  18.2  kilos  of  solid  material,  and  yields : 
First  spigot,  76.5  liters  per  minute,  containing  4.9  kilos  solid  material ;  second 
spigot,  72.0  liters  per  minute,  containing  3.1  kilos  solid  material;  third  spigot, 
65.2  liters  per  minute,  containing  2.1  kilos  solid  material;  fourth  spigot,  45.0 
liters  per  minute,  containing  1.55  kilos  solid  material;  fifth  spigot,  39.3  liters 
per  minute,  containing  1.35  kilos  solid  material;  overflow,  782  liters  per  minute, 
containing  5.20  kilos  solid  material ;  total,  1,080.0  liters  per  minute,  containing 


PIG.  249a. — ^PLAN  OP  NO.  1  HTDBAULIO  CLA88IFIEB    IN   MILL  21. 


PIG.   2496. — ^LONGITUDINAL  SECTION. 


PIG.  249c. — SECTION  AB. 


18.20  kilos  solid  material.  The  ore  was  from  the  Himmelfahrt-fund  mine  at 
Freiberg,  and  contained  argentiferous  galena,  blende,  iron  pyrites,  copper  pyrites, 
arsenical  pyrites  and  quartz. 

In  Mill  21,  No.  1  Hydraulic  Classifier  consists  of  three  rectangular  hop- 
pers, each  one  larger  than  its  predecessor  (see  Fig.  249a-249c).  It  is  fed  by  the 
undersize  of  No.  3  trommel,  12  mesh  with  0.048-inch  (1.22-mm.)  hole  and 
treats  from  18  to  28  tons  in  24  hours.  The  first  two  spigot  products  go  to  jigs, 
the  third  to  a  slime  table  and  the  overflow  to  waste.  The  overflow  is  5%  of  the 
total  tailings  of  the  mill. 

The  No.  2  hydraulic  classifier  of  Mill  21  consists  of 
one  hopper,  3  feet  square  and  32  inches  deep.  The  sides 
are  vertical  for  3  inches  from  the  top  and  then  slope  68**. 
,It  receives  from  a  Huntington  mill  pulp  which  has  passed 
through  a  slot  ^  inch  (0.635  mm.)  wide,  at  the  rate 
of  15  tons  per  24  hours.  Its  spigot  is  divided  between 
No.  5  and  No.  6  jigs  and  its  overflow  goes  to  slime  tables. 
In  Mill  87,  No.  1  Classifier  (see  Fig.  250),  is  a  hop- 
per 30  inches  long,  24  inches  wide  and  about  21  inches 
deep,  coming  to  a  short  edge  below,  with  a  vertical  rising 
hydraulic  pipe  C  1  inch  in  diameter,  and  three  side  nip- 
ples for  the  spigots.  One  A  is  of  1-inch  pipe  close  to  the 
hydraulic,  the  other  two  B  are  of  2-incn  pipe  6  inches 
above  the  hydraulic.  The  apex  angle  of  the  hopper 
is  about  60  degrees.  It  is  fed  with  the  undersize  of  No.  4  trommel,  12  mesh. 
The  spigots  go  to  jigs  and  the  overflow  to  vanners.    • 


FIG.  250. — SECTION 
op  NO.  1  HY- 
DRAULIC CLASSI- 
FIER IN  MILL  87. 
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§314.  In  Mill  24,  No.  1  Classifier  (see  Figs.  251a-251c),  consists  of  a 
rectangular  part,  29  inches  long,  14  inches  wide  and  14  inches  deep,  with  two 
hoppers  in  the  bottom,  each  14^  inches  long,  14  inches  wide  and  10  inches  deep. 
The  sides  of  the  hoppers  slope  55**  and  the  ends  53**.  The  feed  launder  A  is 
7  inches  wide  and  10  inches  deep,  entering,  therefore,  4  inches  above  the  top  of 
the  hoppers.  The  overflow  spout  B  is  7  inches  wide  and  12  inches  deep,  or  2 
inches  above  the  top  of  the  hoppers.  At  10  inches  above  the  apex  of  the  first 
hopper,  or  at  the  level  with  the  top  of  the  hopper,  is  a  rose  G  (see  also  Fig.  251c), 
consisting  of  a  T  end  to  a  vertical  1-inch  hydraulic  pipe,  and  running  across  the 
current,  having  seven  jets  discharging  vertically  downward  toward  the  apex  of 
the  hopper,  in  which  is  a  cast-iron  block  D  If  inches  thick,  to  take  the  wear.  A 
vertical  baffle  plate,  E  running  across  the  separator  6  inches  from  the  feed  end, 
extends  down  to  the  top  of  the  first  hopper.  The  second  hopper  has  neither 
hydraulic  nor  baffle  plate.  The  first  hopper  has  two  discharge  spigots  F  f  inch 
in  diameter  with  centers  3J  inches  above  the  top  of  the  iron  block.  The  second 
has  one  spigot  0  1\  inches  in)  diameter,  near  the  apex.    The  classifier  is  fed  with 


VIQ.  251a. — PLAN  OF  NO.   1  HY- 
DRAULIC CLASSIFIER  IN  MILL  24. 


PIG.  251c. — ^ROSB, 


FIG.   2516. — SECTION  ON  EK. 


the  undersize  of  No.  3  trommel,  3  mm.-O,  and  sends  its  three  spigots  and  one 
overflow  to  jigs. 

In  Mill  88,  No.  1  Classifier  (see  Pigs.  252a-252c),  is  a  hopper-shaped 
box  with  a  flat  bottom.  The  pressure  box  A  is  partitioned  off  below  by  four 
ahields  B  mitered  together  at  the  corners,  sloping  at  a  less  angle  than  the  sides 
of  the  hopper.  Between  these  four  shields  is  left  the  slot  U  for  the  sorting 
column.  The  hydraulic  is  of  J-inch  pipe,  and  two  spigots  are  used,  J  inch  and 
f  inch  in  diameter  respectively.  The  overflow  current  is  confined  between  the 
wall  of  the  hopper  and  a  shield  D  placed  parallel  to  it  and  extending  to  a  dis- 
tance of  12  inches  below  the  surface  of  the  water.  This  aids  in  the  prevention 
of  the  formation  of  a  bank  by  lifting  out  heavier  particles  than  would  otherwise 
rise.  The  feed  is  the  undersize  of  No.  3  trommel,  10-mesh  wire  cloth.  The 
spigots  go  to  jigs,  the  overflow  to  No.  2  hydraulic  clasifler,  which  is  like  this, 
except  that  it  has  only  one  spigot  of  ^-inch  pipe,  which  delivers  its  product  to 
a  jig.    The  overflow  is  used  as  feed  water  for  stamps. 

The  No.  3  Classifier  of  Mill  88  differs  from  the  preceding  in  that  it  is 
fed  at  both  ends  and  overflows  at  the  middle  of  one  side  (see  Figs.  253a-253c). 


§  314 


0LA88IFIBR8. 


415 


The  slot  is  6XJ   inch.     It   is   fed   with   pulp   from   stamps   through  ^-inch 
(0.635-imn.)  screen  and  it  delivers  its  spigot  to  a  jig  and  overflow  to  a  vanner. 


PIG.  252a. — PLAN  OF  NO.  1 
HYDRAULIC  CLASSIFIER  IN 
MILL  88. 


PIQ.   2526. — ^LONGITUDINAL 
SECTION. 
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FIG.  252c. — CROSS 
SECTION. 


In  Mill  39,  No.  3  Hydraulic  Classifier  is  a  hopper  23  inches  square  at 
the  top,  4  inches  square  at  the  bottom,  and  21  inches  deep.     The  overflow  spout 
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PIG.  253a. — PLAN  OF 
NO.  3  HYDRAULIC 
CLASSIFIER  IN  MILL 
88. 


PIG.     2536. — LONGITU- 
DINAL SECTION. 


PIG.    263c. — CROSS 
SECTION. 


is  8^  inches  deep,  14  inches  wide,  and  the  overflow  stream  is  3  inches  deep. 
The  pressure  box  is  partitioned  off  by  two  shields  sloping  downward  toward  each 
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other,  leaving  a  slot  1^X4  inches  for  a  sorting  column,  4  inches  above  the  bot- 
tom. These  two  shields  extend  about  half  way  up  on  the  two  ends.  Tlie  length 
of  the  slot  is  across  the  classifier.  A  hydraulic  pipe  1^  inches  in  diameter,  two 
li-inch  nipples  and  plugs  with  ^-inch  spigots,  complete  the  apparatus.  The 
slope  of  all  four  sides  is  65**.  There  are  two  of  them  and  they  are  fed  with 
Huntington  mill  pulp,  %\  mm.-0.  The  spigots  go  to  jigs  and  the  overflow  tc 
No.  4  hydraulic  classifier. 

In  Mill  39,  No.  4  Hydraulic  Classipier  is  similar  to  No.  3  hydraulic  classi- 
fier, except  that  it  is  31  inches  long  at  the  top,  29  inches  wide,  and  about  28 
inches  deep.  The  overflow  is  7  inches  deep  and  18  inches  wide.  It  has  but  one 
spigot.  The  spigot  product  goes  to  a  jig  and  the  overflow  to  No.  2  whole  current 
box  classifier. 

The  Dodge  Sizing  Box,  made  by  the  Parke  &  Lacy  Co.,  is  in  principle  the 
same  as  the  above.  The  chief  difference  lies  in  the  fact  that  it  has  a  pyramidal 
stopper  in  the  slot  by  raising  or  lowering  which,  the  cross  section  of  the  sorting 
column  can  be  decreased  or  increased. 

LiNKENBACH  glvcs  a  classificr  consisting  of  widening  hoppers  a  (see  Figs. 
254a- 254c),  three  in  number,  with  pressure  box  h  and  dot  d  for  the  hydraulic 
columns.  The  slots  run  lengthwise  and  are  8^X1  J  inches  for  the  first  two,  and 
9X1^  inches  for  the  last.  The  width  at  the  receiving  end  is  14^  inches  and  at 
the  overflow  is  47  inches.  The  total  length  of  the  apparatus  is  93  inches  and  it 
treats  600  liters  of  pulp  per  minute. 

§  316.  James  Caekeek  Classifier. — In  this  classifier  the  whole  length  is 
occupied  by  pockets.  The  carrying  current  in  every  case  plunges  into  the  next 
pocket.  The  pockets  are  deep  with  practically  hopper  bottoms  terminating  in 
slots  for  sorting  columns.  As  used  in  Mill  40,  No.  1  hydraulic  classifier,  the 
slots  are  4x3  inch,  4X.f  inch,  4Xi  inch  and  4Xf  inch  respectively,  and  all  are 
2  inches  high.  The  spigots  are  J,  i,  f  and  \  inch  in  diameter  respectively,  and 
all  the  hydraulic  pipes  are  1  inch  in  diameter.  Its  construction  is  well  shown 
in  Figs.  255a-255&.  It  treats  the  undersize  of  No.  4  trommel  with  3-mm.  round 
holes.  The  spigots  go  to  jigs  and  the  overflow  to  No.  1  whole  current  box  classi- 
fier. The  No.  2  hydraulic  classifier  in  Mill  40  is  similar  to  the  No.  1,  but  has 
only  two  pockets.  It  treats  the  undersize  of  No.  5  trommel  3  mm.-O  and  sends 
spigots  to  jigs  and  overfiow  to  No.  1  whole  current  box  classifier.  Some  idea 
of  the  work  done  by  this  classifier  may  be  gained  by  reference  to  a  sizing  test 
of  jig  tailings  (see  §462). 

Fraser  &  Chalmers  Hydraulic  Classifier  is  a  hopper  with  a  pocket,  21 
inches  long,  12  inches  wide  at  the  top  and  2^  inches  square  at  the  bottom,  and 
13  inches  deep,  with  ends  sloping  55**  and  sides  sloping  45®,  having  an  adjust- 
able baffle  plate  across  the  stream,  3f  inches  from  the  receiving  end,  and  an 
overfiow  spout  2  inches  deep  and  12  inches  wide.  A  T  and  plug  spigot  is  used 
with  a  sorting  column  of  l^-inch  pipe,  or  larger,  hydraulic  pipe  \\  inches  in 
diameter,  and  spigot  nipple  \  inch,  or  larger.  They  recommend  a  low  head  for 
the  hydraulic.  This  sorting  column,  to  be  on  a  par  with  mill  practice,  treating 
perhaps  60  tons  per  24  hours,  would  probably  have  to  be  as  large  as  2i-inch  or 
3-inch  pipe. 

§  316'.  Deep  Double  Trough  Classifiers. — ^A  hydraulic  classifier  shown  by 
Eittinger,  also  the  Altenberg  classifier  and  another  of  the  same  class  at  the 
Vaucron  mill,"^^  all  have  a  V  trough  within  a  trough  on  the  principle  of  the 
Lake  Superior  classifier  (see  §  299),  but  differ  from  that  in  widening  and  deepen- 
ing the  trough  as  the  water  moves  forward,  and  in  placing  a  dam  at  the  lower 
end  high  enough  to  fill  with  water  the  whole  apparatus.  Open  slots  are  placed 
in  the  bottom  of  the  V  to  act  as  sorting  columns,  and  hydraulic  water  is  intro- 
duced in  the  space  between  the  V  and  the  outer  trough,  which  is  compartmented 
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FIG.    254a. — ^PLAN   OF  A   HYDRAULIC   CLASSIFIER  FROM   UNEENBACH. 
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PIG.    2546. — LONGITUDINAL   SECTION.      FIG.    254c. — SECTION  AB. 
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PIG.   255a. — LONGITUDINAL   SECTION      FIG.   2556. 
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to  suit  the  independent  hydraulics  and  spigots.  The  Altenberg  apparatus  and 
that  at  the  Vaucron  mill  both  place  hoppers  in  the  outer  trough.  At  the 
Vaucron  mill  the  feed  ranges  from  1  mm.  to  0,  and  there  are  formed  eight 
spigot  products  and  an  overflow. 

G.  G.  Gates'  Hydraulic  Classifier  (''segregator")  (see  Figs.  256a-256c), 
consists  of  a  V  box  A  6  feet  long,  18  inched  wide  at  the  top  and  4  inches  at  the 
bottom  and  12  inches  deep,  with  sides  sloping  60°.  At  the  discharge  end  a  pocket 
B  is  placed  in  the  bottom  of  the  box,  consisting  of  an  extension  downward,  30 
inches  long,  4  inches  wide,  with  the  front  and  rear  ends  sloping  60**,  the  sides 
being  vertical.  Extending  down  vertically  from  this  is  the  sorting  column  G, 
consisting  of  a  pipe  2^  inches  in  diameter  and  8  inches  long.    At  its  lower  end 
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FIG.    256a. — PERSPECTIVE    OF    O.    O.    GATES 
HYDRAULIC  CLASSIFIER. 


FIG.    256c. — SEC- 
TION  KL. 


FIG.  2566.— 

SECTION  OF 
SORTI NG 
COLUMN. 


it  has  a  rubber  stopper  D,  wooden  nipple  E  and  iron  jet  F,  with  a  hole  |  inch 
in  diameter  for  discharging  the  heavy  product  (see  Fig.  2566).  The  hydraulic 
water  is  brought  in  from  above  by  a  vertical  J-inch  pipe  0  bored  below  with 
J-inch  holes  in  four  vertical  rows,  90®  apart,  8  holes  in  a  row,  1  inch  apart 
vertically  (see  Fig.  2566).  They  extend  down  to  the  plug  at  the  bottom  of  the 
sorting  column.  The  sorting  is  probably  done  by  the  upper  six  rings  of  holes. 
A  plate  screen  H  4  feet  long,  12  inches  wide,  punched  over  part  of  its  length 
with  |-inch  round  holes,  serves  to  feed  an  even  current  to  the  apparatus  and 
incidentally  to  remove  chips,  etc. 

As  used  in  Mill  78,  four  of  these  classifiers  treat  the  whole  tailings  of  Mill 
71,  stamping  through  30-mesh  brass  cloth,  amounting  to  about  93  tons  per  24 
hours.  They  are  fastened  together  in  pairs  side  by  side.  The  spigot  product 
is  about  70%  and  goes  to  waste,  while  the  overflow  amounts  to  30%  and  is  sent 
by  launders  to  canvas  tables.  The  distribution  is  made  as  the  pulp  rises  to 
pass  out  of  the  overflow  of  the  classifier  by  split  launders  I,  a  more  perfect 
distribution  than  could  be  had  probably  in  any  other  way.  For  the  four  classi- 
fiers 12  miner's  inches  of  water  come  with  the  pulp  and  3  more  are  required 
by  the  hydraulics.  Of  these  1  goes  away  in  the  spigots  and  14  go  by  the  over- 
flow to  the  canvas  tables.  Assuming  the  miner's  inch  to  be  equal  to  IJ  cubic 
feet,  or  11.22  gallons  per  minute,  we  have  for  four  classifiers: 

Water  with  pulp,  184 .  04  f^Uoni  per  minute.   Splfrot  dlachanres,   1 1 .  22  gallons  per  minute. 
HydianUo  water,  88.80  gallons  per  minute.    Orerflow  to  tables,  167.08  gallons  per  minuta 


188.80 
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A  sizing  test  of  the  spigot  product  of  this  classifier  is  given  in  Table  320. 

The  No.  1  and  No.  2  Classifiers  of  Mill  86  are  alike  except  that  the 
fonner  has  f-inch  spigot  and  the  latter  a  i-inch  spigot.  They  are  in  the  form 
of  hoppers  (see  Figs.  257a-257c),  24  inches  long  and  24  inches  wide  at  the 
top,  with  vertical  sides,  the  ends  sloping  60°  to  a  transverse  edge.  Two  blocks 
of  wood  C  are  put  in,  one  at  each  end  near  the  bottom,  forming  a  pressure  box 
D  beneath  them  and  a  transverse  slot  E  for  a  sorting  column  between  them.  On 
the  blocks  are  screwed  two  adjustable  iron  strips  F  with  straight  edges  to  give 
a  true  slot  of  the  width  desired.  The  hydraulic  water  comes  in  from  below  by 
a  1-inch  pipe  0  running  horizontally  just  beneath  the  slot,  with  holes  bored  in 
it  all  along.  The  current  so  delivered  moves  upward  through  the  slot.  The 
heavy  grains  discharge  through  the  central  spigot  H  below,  consisting  of  f-inch 
or  i-inch  holes  in  a  2i-inch  plug.  On  the  end  of  the  pipe  is  a  cap  K,  which  can 
be  removed  for  cleaning.    A  vertical  sliding  cross  partition  L  serves  to  force 


fig.  257a. — PLAN  OF  NO.  1  hy- 
draulic CLASSIFIER  IN  MILL 
86. 


PIG.  2676. — ^LONGITUDINAL  SECTION. 


FIG.    257c. — SECTION    AB. 


the  whole  current  to  pass  down  for  treatment  to  the  neighborhood  of  the  slot. 
A  distributor  with  adjustable  buttons  M  and  N  feeds  the  pulp  across  the  whole 
width.  No.  1  is  fed  by  the  undersize  of  No.  4  trommel  with  1.25-mm.  round 
holes.  It  sends  spigot  to  percussion  table  and  overflow  to  No.  2  classifier,  which 
sends  its  spigot  to  Frue  vanner  and  overflow  to  slime  tables  by  No.  1  unwatering 
tank. 

§  317.  In  Mill  30,  Classifier  No.  1  (see  Figs.  268a-258c),  consists  of  three 
short  V  boxes  in  series,  measuring  at  the  top  10  inches  long,  12  inches  wide, 
15  long,  18  wide  and  22^  long,  27  wide,  respectively.  The  sides  of  the  V's  slope 
54**,  63^  and  55**  respectively.  The  depths  to  the  top  of  the  slots  are  7 J,  17 
and  19  inches.  The  two  sides  come  to  an  edge  below,  leaving  a  slot  C  running 
lengthwise.  The  three  slots  or  sorting  columns  are :  10  inches  long,  1  wide,  2 
deep;  15  inches  long,  f  wide,  2  deep;  22  inches  long,  \  wide,  2  deep.  Two 
little  blocks  D  are  inserted  to  preserve  the  width  of  the  slots.  The  pressure 
boxes  B  below  are  in  the  form  of  hoppers,  8,  13  and  15  inches  deep  respectively. 
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below  the  sorting  column,  with  hydraulic  pipe  F  entering  on  one  side  and 
spigot  0  discharging  on  the  other,  near  the  apex. 

Adjustable  distributors  with  pointers  //  distribute  the  current  the  whole 
widtii  of  the  boxes.  The  streams,  in  every  case,  plunge  into  the  boxes  from  a 
feed-sole  at  least  1  inch  above  the  water.  The  pulp  overflows  the  whole  width 
into  a  collecting  box  K  and  is  then  contracted  into  a  narrow  launder  to  convey 
it  to  the  distributor  of  the  next  box.  The  hydraulic  pipes  are  all  IJ  inches  in 
diameter.     The  spigots  are  1,  f  and  ^  inch  in  diameter. 

It  is  fed  with  the  undersize  of  No.  2  and  No.  3  trommels  with  3-mm.  and  2.5- 
mm.  round  holes,  respectively.  It  delivers  spigot  products  to  jigs  and  overflow 
to  No.  1  whole  current  box  classifier.  Sizing  tests  of  the  products  of  this 
classifier  are  given  in  Table  255. 

Linkenbach's  Fig.  23  is  the  design  from  which  the  above  classifier  was  prob- 
ably taken;  his  dimensions  are  shown  in  Table  231.    One  used  at  Ems  has  four 

TABLE   231. — ^DIMENSIONS   BY   LINKENBAGH    FOR   V    BOXES    DESIGNED    TO    TBEAT 

800  LITERS  PER  MINUTE. 


Length. 

Width. 

Depth. 

NalVbox 

No.2Vbox 

No.  8  V  box 

Inches. 
90 

Inches. 

Inches. 

16 

boxes  of  which  the  first  three  are  of  the  same  size  as  those  given  by  Linkenbach^ 
while  the  fourth  is  ^%  inches  long,  65  inches  wide  and  47  inches  deep.  It  treats 
800  liters  pulp  per  minute. 

Mill  20  has  a  Hydraulic  Classifier  (see  Fig.  259), 
in  the  form  of  a  rectangular  box  18  inches  long,  14J 
inches  wide  and  13  inches  deep.  The  receiving  launder 
A  is  3i  inches  down  and  6  inches  wide.  The  overflow 
JS  is  6  inches  wide  and  4  inches  down.  In  front  of  the 
feed  launder  is  a  deflector,  or  baffle  board  G,  8  inches 
wide.  In  the  center  of  the  bottom  and  extending  vertic- 
ally 4i  inches  above  the  bottom,  is  placed  a  IJ-inch  pipe 
D  to  act  as  sorting  column.  The  hydraulic  water  is 
brought  in  by  a  IJ-inch  T ;  the  spigot  is  drawn  oflE  through 
a  IJ-inch  cock  E  below,  and  divides  in  two  parts  by  a  T, 
feeding  two  jigs.  The  overflow  goes  to  vanners.  The 
classifier  is  fed  with  the  undersize  of  No.  5  trommel  with 
0.06-inch  (1.52-mm.)  round  holes.  The  fact  that  the 
bottom  is  always  full  of  sand  saves  the  box  from  wear- 
ing out.  This  is  practically  a  very  shallow  hopper,  be- 
cause the  sand  takes  that  form  as  soon  as  the  spaces  are 
filled. 

The  "Heberwasche,*'  or  Siphon  Classifier,  invented  by  Osterspey  and 
used  at  Mechernich,  would  at  first  sight  appear  to  fall  into  this  group,  but  the 
author  conceives  that  its  work  is  done  according  to  the  laws  of  hindered  settling 
and  it  has,  therefore,  been  placed  with  jigs  and  other  hindered  settling  machines 
(see  §395). 

III.  Tubular  Hydraulic  Classifiers. 

§  318.  Oeneral. — ^These  may  be  used  for  treating  the  same  sizes  as  either  the 
shallow  pocket  or  the  deep  pocket  classifiers.  They  include  all  the  different 
forms  of  spitzluiten.    The  word  spitzlvtie  signifies  a  pointed  tube,  and  if  we 


fig.  259. — longi- 
tudinal sec- 
tion OF  NO.  1 
H  Y  D  R  A  U  Lie 
CLASSIFIER  IN 
MILL  20. 
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examine  the  operation  of  Rittinger's  spitzlutte,  the  first  to  claim  the  name,  we 
find  it  has  its  carrying  current  brought  in  by  a  steeply  descending  tube,  a  sorting 
column  below  with  adjustable  upward  current,  and  its  receding  carrying  current 
leaving  by  a  tube,  rising  steeply,  of  uniform  adjustable  area  of  cross  section. 

The  essential  features  of  this  apparatus  appear  to  be :  First,  an  upper  sorting 
column  of  uniform  sectional  area,  in  which  the  rising  carrying  current  acts,  and, 
second,  a  lower  sorting  column  of  uniform  sectional  area  in  which  the  rising 
hydraulic  water  acts.  In  all  the  tubular  classifiers  these  features  are  present  to 
greater  or  less  extent. 

§319.  The  Eittinoer  Spitzlutte  is  made  in  two  forms:  Figs.  260a-260c 
for  heavier  grains  which  fall  in  a  current  rising  with  a  velocity  of  31  mm. 
per  second,  and  Figs.  261a  and  2616  for  lighter  grains  which  rise  in  31  nun.  per 
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FIG.    260a. — ^PLAN    OP    THE  BITTINQEB  RAPID  CURRENT  SPITZLUTTE. 


FIG.      26J)6. — LONGITUDINAL 
SECTION. 


FIG.     260c. — CROSS 
SECTION. 


second  current.  The  former  consists  of  a  box  with  a  transvere  V  section  with 
the  sides  b  of  the  V  sloping  60°.  Inside  it  is  a  V-shaped  displacer,  or  prism  c; 
which  can  slide  up  and  down  between  vertical  guides.  The  displacer  is  always 
thus  centered  in  the  V  box,  and  between  the  sloping  sides  of  the  two  parts  will 
be  left  adjustable  spaces  or  tubes  for  bringing  in  and  for  taking  out  the 
carrying  current.  The  length  of  these  two  tubes  for  coarse  stuflf  must  be  about 
914  mm. ;  less  is  insufficient  for  good  settling,  more  is  unnecessary.  The  width 
may  be  620  mm.,  and  the  thickness  will  depend  upon  the  size  of  grain  it  is 
desired  to  lift,  and  upon  the  quantity  of  water  in  the  carrying  current.  An 
apparatus  of  the  above  width,  designed  to  treat  283  liters  (10  cubic  feet)  per 
minute,  will  require  a  thickness  of  61  mm.  for  a  speed  of  current  of  125  mm. 
^T  second.  The  lower  sorting  column  below  y  is  wedge-shaped,  38  mm.  wide 
comes  to  a  T  discharge  below. 
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At  the  Anna  stamp  mill  at  Przibram,  a  set  of  four  spitzlutten  receiving  2- 
mm.  stuff  from  stamps,  had  the  dimensions  shown  in  Table  232.  The  length 
given  is  from  feed  to  discharge,  which  is  approximately  the  same  as  the  length 
of  the  upper  sorting  column. 

TABLE  232. — ^DIMENSIONS  OF  SPITZLUTTEN  AT  ANNA  STAMP  MILL  IN  PBZIBRAM. 


Length. 

Width. 

Thickness  of 
Current. 

Nal 

Meters. 
0.86 
1.00 
1.16 
1.82 

Meters. 
0.82 
0.48 
0.64 
0.04 

Meters. 
0.06 
0.06 
0.08 
0.10 

No.  2 

No.  8 

No.  4(a) 

(a)  There  are  two  of  these  side  by  side. 

Eittinger  held  that  the  thickness  of  the  current  between  b  and  c  should  not 
be  too  great  (not  over  76  mm.),  lest  disturbing  eddies  should  come  in.  The 
height  H,  of  the  feed-sole  above  the  overflow  must  be  suflBcient  according  to  the 
law  of  falling  bodies  to  give  the  computed  velocity  V  as  determined  by  the  well- 
known  formula,  V^=2gH,  where  g  is  the  acceleration  due  to  gravity.  As  shown 
by  the  drawing,  Eittinger  used  a  very  small  head  of  water  for  his  hydraulic 


bL. 


X 


PIG.  261^. — ^LONGITUDINAL  SEC- 
TION OF  THE  niTTINGER  GEN- 
TLE   CURRENT    STITZLUTTE. 


FIG. 


2616. — CROSS 
TION. 


8E0- 


water  Je  and  he  used  a  rising  discharge  or  goose  neck  I  for  removing  the  spigot 
product. 

0.  Bilharz  has  designed  a  spitzluUe,  adding  to  the  essential  features  of  Rittin- 
ger's  apparatus  several  points.  He  makes  it  of  plate  iron,  using  iron  pipe 
fittings  for  the  hydraulic  attachments.  He  widens  the  later  boxes  to  diminish 
the  velocity  of  the  upward  current,  to  suit  the  settling  of  the  finer  grains.  His 
hydraulic  water  is  brought  in  under  full  hydrant  pressure  and  the  quantity  for 
each  box  is  regulated  by  an  independent  faucet.     His  spigots  also  have  inde- 
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pendent  faucets  to  regulate  the  amount  of  discharge.  "For  increased  capacity, 
a  larger  number  of  boxes  of  the  proper  breadth  are  introduced ;  for  a  temporary 
reduction  of  capacity,  some  of  the  boxes  are  simply  shut  off." 

Eittinger's  form  for  gentler  currents  (see  Figs.  261a  and  2616),  has  its  receiv- 
ing tube  and  upper  sorting  column  both  vertical.  This  reduces  the  friction  for 
the  ascending  particles  and  avoids  the  tendency  of  grains  to  settle  on  the  sloping 
side,  which  thereby  contract  the  area  and  change  the  velocity  of  the  current. 
The  width  of  the  upper  sorting  column  in  Rittinger^s  figure  is  630  mm. ;  the 
thickness  is  630  mm.  These  dimensions  will  vary  with  the  quantity  of  pulp 
and  the  size  of  the  grain  to  be  lifted,  but  the  dimensions  must  be  adopted  in 
the  original  design,  as  the  thickness  of  the  current  is  not  adjustable  as  in  the 
other  form.    The  vertical  height  of  the  column  is  1,100  mm. 

In  sorting  the  undersize  of  a  screen  with  holes  0.6  mm.  in  diameter  to  make 
four  spigots  and  an  overflow,  using  both  forms  of  spitzlutten,  Eittinger  recom- 
mends the  adjustments  given  in  Table  233.    It  is  stated  that  each  spigot  uses 

TABLE   233. — ^ADJUSTMENTS   RECOMMENDED   BY   RITTINGEB   FOR   A   BET   OP   FOUR 

SPITZLUTTEN. 


Velocityper  Sec- 
ond of  Water  in 
Sorting  Column. 

Percent,  of  Total, 

Yielded  by  each 

Spigot. 

Depth  of  Spigot 

Below 

Water  Level. 

Head  of  Hydraulic 
Water  above 
Water  LeveL 

Nal 

§S:i:::::: 

No.  4 

Mm. 
68.4a 
M.97 
9.808 
8.81 

SO 

ao 

(a)  16 

Mm. 
014 

Mm. 
168 

638 

208 

(a)  This  teavee  lOjC  in  the  overflow  of  the  last  spitsluiU. 

an  average  of  7^  liters  of  hydraulic  water  per  minute.  It  is  not  advisable  to 
use  many  spitzlutten  in  series,  since  a  change  in  the  adjustment  of  any  one 
necessitates  a  readjustment  of  all  those  that  follow. 

In  Mill  41,  Nos.  2  and  5  hydraulic  classifiers  are  of  the  form  of  Eittinger's 
gentle  current  spitzlutte.  The  No.  2  hydraulic  classifier  consists  of  six  spitzlut- 
ten, yielding  four  spigot  products:  two,  like  spitzlutten,  side  by  side,  give  the 
third  product  and  two  give  the  fourth  product.  The  details  are  given  in 
Table  234.  The  discharges  are  by  a  T  and  goose  neck.  It  is  fed  with  the 
overflow  of  No.  1  hydraulic  classifier  and  delivers  spigots  to  vanners  and  over- 

TABLB  234. — ^DETAILS  OP  NO.   2  HYDRAULIC  CLASSIFIER  IN  MILL  41. 


Width. 

Height. 

Thicknes-s  of  De- 
scending (Column. 

Thickness  of 
Ascending  Column 

Diameter  of 
8pi«ot. 

No.  1 

Inches. 
86 
42 
49 
48 

Inches. 
88 
17 
14 
18 

Inches. 

8 
18 

0 
18 

Inches. 

8 

18 

46 

18 

Inches. 

No  2 

? 

No.  .3  (two  of  them) 

No.  4  (two  of  them) 

3 

flow  to  No.  1  whole  current  box  classifier.  No.  5  hydraulic  classifier  is  similar 
to  No.  2,  except  that  it  consists  of  two  spitzlutten  only.  It  is  fed  with  the 
overflow  of  No.  4  hydraulic  classifier  and  delivers  spigot  products  to  vanners 
and  overflow  to  No.  1  whole  current  box  classifier. 

At  Schemnitz,  Hungary,*'  a  number  of  U-shaped  iron  pipes  are  placed  side 
by  side  to  take  the  place  of  one  large  V  spitzlutte.  With  this  arrangement,  the 
quality  of  the  product  may  be  varied  according  to  the  number  of  U  pipes  in 
operation.     If  finer  adjustment  is  needed,  one  U  is  made  adjustable. 
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§  320.  Mbinbckb  Spitzluttb.— (See  Figs.  262a  and  2626.)— This  consists  of 
a  number  of  concentric  cylinders  and  cones,  with  sides  sloping  60°,  so  united 
and  combined  as  to  make  annular  spaces  in  which  the  current  can  rise  and  fall. 
The  carrying  current  has  two  periods  of  rising,  the  first  more  rapid  than  the 
second.  The  sands  which  settle  out  of  each  of  these  rising  currents  have  to  face 
a  hydraulic  current  in  order  to  find  their  way  to  their  respective  spigots.  In 
this  way  the  grains  are  cleaned  from  the  finer  sizes.  Referring  to  the  figure, 
the  pulp  comes  in  through  a,  b,  c^.  It  then  rises  through  d^,  e^,  overfiows  into 
Cjj,  descending  to  rise  in  dzy  e^y  and  finally  overflows  into  the  circular  launder  f. 


-^-rB 


FIG.     262a. — SECTION     OF  FIG.      2626. — ^EN- 

MEINECKE  SPITZLUTTB.  LARGED      SEC- 

TION   OF   THE 
SAME. 

Hydraulic  water  is  admitted  by  a  pipe  into  the  spaces  t'l,  and  passes  up 
through  A'l,  h'\,  and  A^,  g^,  allowing  the  heavier  pari^icles  to  pass  out  through 
•the  goose  neck  k^,  and  preventing  the  finer  sizes  from  entering.  The  second 
hydraulic  is  admitted  through  /j?  ii^to  the  space  tj  and  discharges  the  heavier 
pari:icles  through  fcj,  in  the  same  manner  as  the  first  hydraulic.  Two  sizes  of 
the  spitzlutte  are  made,  as  given  in  Table  235.  Water  may  be  saved  by  dividing 
up  the  annular  spaces  by  radial  vertical  partitions. 

TABLE  235. — MBINBCKB  SPITZLUTTB. 


Outer 
Diameter. 

Caoacitj 
perlfinute. 

Difference  of  Level.                                 | 

The  Orerflow  is 
Below  the  Feed. 

The  Spigots  are 
Below  the  Feed. 

The  Spiffot  is 
Above  the  Bottom. 

Meters. 
1.1 
1.4 

Liters. 
900  to  850 
800  to  400 

Meters, 
0.86 
0.86 

Meters. 
0.75 
0.86 

Meters. 
1.1 
1.86 

Mill  28  formerly  used  this  machine  as  its  No.  2  hydraulic  classifier.  It  was 
of  the  second  size  mentioned  in  the  table.  The  spigot  pipes  were  both  1  inch 
in  diameter,  the  hydraulic  IJ  inches.  The  feed  to  this  spitzlutte  in  Mill  28 
was  the  overflow  of  the  No.  1  hydraulic  classifier  and  contained  nothing  larger 
than  0.4  mm.  in  diameter.  It  delivered  spigots  to  No.  1  surface  current  box 
classifier  and  overflow  to  No.  1  whole  current  box  classifier. 

For  good  work  it  is  essential  that  the  apparatus  shall  be  set  plumb  and  that 
the  overflow  lips  shall  be  perfectly  true,  otherwise  the  currents  will  be  uneven. 

§  321.  M.  P.  Boss  used  successfully  at  the  Harshaw  mill"  a  classifier  for 
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stamp  pulp,  which  consisted  of  an  acute  cone  with  a  deflector  delivering  the 
feed  near  the  bottom  (see  Fig.  263).  A  central  rod  or  pipe  C  serves  to  regulate 
the  size  of  the  discharge  opening  g  at  the  bottom,  but  it  does  not  furnish  water. 
It  differs  from  the  other  tubular  classifiers  in  having  an  expanding  upper 
sorting  column  and  in  omitting  the  lower  sorting  column  altogether.  It  is  fed 
with  stamp  pulp  and  sends  the  coarse  sand  to  No.  1  grinding  pan  of  a  Boss 
system  and  the  fine  sand  to  No.  3  pan,  where  amalgamation  begins. 

§  322.  Double  Cone  Hydraulic  Classifiers. — If  a  cone  is  placed  within 
a  cone,  an  annular  space  intervenes  between  the  two,  which  has  been  used  by 
several  designers  as  the  upper  sorting  column  of  a  tubular  classifier.  If  the 
inner  cone  has  a  wider  angle  than  the  outer,  there  will  be  one  standard  position 


LlJ  w- 

FIG.     263. — SECTION     OF     THE     BOSS      FIG.  264. — ^DOUBLE  CONE  CLASSIFIER. 
CLASSIFIER. 

for  the  former  in  which  the  horizontal  sectional  area  of  the  annular  space  will 
be  the  same  all  the  way  up,  and  the  current  rising  therein  will  be  uniform.  If, 
however,  the  inner  cone  is  raised  above  the  standard  position,  the  area  at  the 
upper  end  will  be  greater  than  that  at  the  lower  end,  and  the  current  will  be 
retarded,  but  if  lowered  below,  it  will  be  less,  and  the  current  will  be  accelerated. 
Raymond®*  and  Armitage'^  both  describe  such  classifiers.  The  chief  manufac- 
turers of  mill  machinery  of  Colorado  all  advertise  this  machine,  and  it  seems 
to  have  found  some  favor  in  that  State. 

As  shown  in  Fig.  264,  the  pulp  is  fed  into  the  central  cone  B  and  passes 
through  holes  around  the  apex  at  the  junction  between  the  lower  and  upper 
sorting  columns.     The  heavy  grains  sink  through  the  lower  sorting  column  and 
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go  out  of  a  molasses  spigot  I,  the  hydraulic  water  being  brought  into  a  pressure 
box  through  a  dial  cock  F;  the  light  grains  rise  through  the  annular  space  or 
upper  sorting  column  between  A  and  B  and  overflow  all  around  the  cone  into  a 
collecting  launder  E.  A  series  of  these  cones  will  yield  a  series  of  products. 
The  cones^  and  therefore,  the  sectional  area  must  increase  in  size  as  the  grains 
diminish.    Four  sizes  are  recommended,  as  shown  in  Table  236. 

TABLE  236. — SIZES  OF  DOUBLE  CONE  HYDBAULIO  CLA8SIFIEBS. 


Diameter  of 
Outer  Ck>ne. 

Size  of  Grain  to 
be  Treated. 

Inches. 
18 
90 
80 
40 

Mesh. 

8to90 

20  to  80 

80  to  40 

Finer  than  40 

Mill  87  has  one  of  these,  made  by  Hendrie  and  Bolthoff,  for  its  No.  2  hydraulic 
classifier.  The  outer  cone  is  12  inches  in  diameter  and  its  sides  slope  60''.  It 
has  a  |-inch  hydraulic  pipe  and  a  molasses  gate  spigot.  It  is  fed  with  pulp 
from  stamps  passing  through  screens  24  or  30  meshes  to  the  linear  inch,  and 
yields  spigot  product  to  jig  and  overflow  to  vanner.  Two  machines  treat  the 
pulp  from  20  stamps,  perhaps  40  tons  of  solid  material,  per  24  hours. 

In  Mill  19,  No.  1  hydraulic  classifier  consists  of  seven  double  cone  classifiers 
of  sheet  iron  arranged  as  shown  in  Fig.  265,  with  sides  sloping  60^^  put  together 


FIG.  265. 

as  follows:  Three  cones  side  by  side,  15  inches  in  diameter,  yield  No.  1  spigot 
product;  two  cones  side  by  side,  18  inches  in  diameter,  yield  No.  2  spigot 
product;  two  cones  side  by  side,  21  inches  in  diameter,  yield  No.  3  spigot  product. 
It  is  fed  with  undersize  of  No.  4  trommel  with  10-mesh  screen,  and  yields: 
Spigot  products  to  three  sets  of  jigs  and  overflow  to  No.  1  whole  current  box 
classifier.  The  hydraulic  water  comes  through  a  pipe  1  inch  in  diameter,  with 
a  regulating  valve.  The  dimensions  of  the  three  sets  of  cones  are  given  in 
Table  237.  Both  outer  and  inner  cones  have  their  sides  sloping  60°  and  are 
therefore,  parallel. 

TABLE  237. — NO.  1  HYDRAULIC  CLASSIFIER  OF  MILL  19* 


Diameter  of 

Outer  Cones  at 

Top. 

Diameter  of 

Inner  Cones  at 

Top. 

Width  Of  Annular 
Space. 

Inches. 
15 
18 
U 

inch... 

Inches. 

r 

C.  Le  Neve  Foster®  describes  a  double  cone  hydraulic  classifier  used  at  the  Pron- 
goch  mine,  which  is  similar  to  that  last  described  in  that  the  cones  are  parallel. 
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The  outer  is  of  wood^  the  inner  of  sheet  iron,  and  the  space  between  forms  the 
upper  sorting  column.  The  truncated  apex  of  the  outer  cone  connects  with  a 
pressure  box  below  with  hydraulic  water  and  spigot,  and  in  the  truncated  apex 
is  a  conical  plug,  with  an  annular  space  around  it,  forming  the  lower  sorting 
column.  Thiis  plug  is  adjustable  up  and  down  at  will  by  a  screw,  thus  giving 
a  variable  section  to  the  lower  sorting  column.  The  spigot  is  a  disc  sliding 
over  a  hole,  shutting  off  much  or  little  as  desired. 

§323.  The  Chableton  Ore  Concentratob. — (See  Figs.  266a  and  2666.) 
— This  is  a  tubular  classifier  which  uses  no  hydraulic  water,  but  yet  has  both 
upper  and  lower  hydraulic  columns.  The  pulp  fed  at  d  divides  itself  into  the 
clearer  water  a,  and  the  sand  c.  The  former  descends  to  the  bottom,  as  shown 
by  the  arrows  and  rises  to  discharge  as  an  overflow  at  6.  The  sand  entering  at 
c  is  subjected  to  the  action  of  this  rising  current  which  lifts  the  lighter  grains 
to  overflow  at  6  and  allows  the  heavier  grains  to  fall  and  find  their  way  out 


HO.     266a.— 

L  0  NGITU- 
DINAL  SEC- 
TION ON 
AB,  OF 
C  H  A  RLE- 
TON  CLAS- 
SIFIER. 


s 


FIG.  2670. 


FIG.  2666. — 

CROSS  SEC- 
TION. 


FIG.  2676. 
FIG.  267a. — PLAN  OF 
RICHARDS  TUBULAR 
CLAS  8  I  F  I  E  R  FOR 
COARSE  WORK.  FIG. 
2676.  —  LONGITUDI- 
NAL SECTION. 


FIG.  2686. 

FIG.  268a. — PLAN  OF 
RICHARDS  TUBULAR 
CLASSIFIER  FOR  FINE 
WORK.  FIG.  2686. — 
LONGITUDINAL  SEC- 

TION. 

through  the  spigot  e.  A  series  of  boxes  would  yield  a  series  of  products.  The 
price  that  is  paid  for  this  economy  of  water  is  that  some  of  the  fine  slimes  go 
over  at  a  and  out  at  e,  with  the  heavy  product.  A  test  would  tell  whether  this 
loss  was  serious  or  not  with  any  given  ore.  The  apparatus  must  be  built  of  a 
size  to  suit  its  work,  as  it  has  no  means  of  adjustment. 

§  324.  The  Richards  Tubulab  Classifieb,  designed  by  the  author,  is  shown 
in  Figs.  267a  and  2676  for  coarse  work  and  Figs.  268a  and  2686  for  fine  work. 
It  has  long,  vertical  sorting  columns  both  above,  h,  and  below,  t^"the  former  to 
allow  a  stray  heavy  grain  6  to  settle,  and  the  latter  to  allow  a  stray  light  grain 
c  to  rise.  To  make  the  sorted  product  from  the  spigot  still  more  perfect,  a 
vortex  fitting,  previously  described  in  §308,  is  placed  below,  which  gives  a 
helical  rising  current  in  the  lower  sorting  column,  guaranteeing  like  treatment  of 
all  grains  in  it.  A  vertical  plate  k  is  used  to  stop  the  rotation  above,  and  fins 
to  stop  it  below.  The  vertical  form  of  the  upper  sorting  column  also  guarantees 
no  settling  on  the  sides  and  consequent  chaoge  in  section  and  in  the  speed  of 
vv,^ «^*     iTjj^  hydraulic  water  is  fed  through  a  pipe  e  and  the  heavy  product 


'he  current. 
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discharged  through  a  plug  spigot  /.  The  upper  column  h  is  made  of  any  desired 
size,  2X3  inches,  3X4,  4X6',  6X8,  8X12  or  12X16,  and  the  lower  sorting  column 
t  also  may  be  of  any  diameter,  1  inch,  1^,  IJ,  2,  2i,  3,  or  larger.  The  size  or 
sectional  area,  of  the  upper  column  h,  will  be  made  to  suit  the  quantity  of  pulp 
to  be  treated  and  the  size  of  quartz  to  be  lifted.  Its  size  will  increase  with  the 
quantity  of  pulp  and  as  the  diameter  of  the  particles  to  be  lifted  diminishes. 
The  size  of  the  lower  tube  i,  of  the  vortex  g  and  the  spigot  /,  depends  upon  the 
quantity  of  heavy  product  to  be  discharged.  The  greater  the  product,  the  larger 
the  pipe.  It  also  depends  to  a  certain  extent  upon  the  size  of  the  grains,  for 
with  veiy  small  sizes  of  grain  it  is  difficult  to  adjust  the  upward  current,  unless 
the  pipe  is  large.  The  effect  of  this  apparatus  is  to  obtain  a  very  perfect  separa- 
tion between  spigot  and  overflow,  but  it  requires  careful  adjustment  of  the  two 
columns,  and  so  becomes  too  complicated  when  more  than  two  are  used  in  series. 
This  classifier  serves  veiy  well  to  illustrate  the  use  of  the  theory  of  free  set- 
tling in  designing  and  adjusting  classifiers,  and  will,  therefore,  be  considered 
at  some  length.  Table  238  shows  the  velocity  of  current  which  1  kilogram  of 
water  per  minute  gives  in  each  size. 

TABLB  238. — ^VELOCITIES  OF  CUBBENTS  FOB  1  KILOGBAM  OF  WATEB  FEB  HIKUTE. 


DbnenrioMof 

Velocity  per  Sec- 

£^ 

Area  of  Upper  Sorting 
Oolumn. 

ond  for  1  kUo 
Water  per 

Oolumn.. 

MinuteT 

llHrtlflg. 

8q.In. 

Sq.  Mm. 

Mm. 

teS 

6 

8,871 

4.806 

8x4 

18 

7^748 

8.160 

4z« 

84 

1S«484 

1.077 

0x8 

43 

80,866 

0.6881 

8zlS 

08 

61,885 

0.8600 

18x16 

188 

188,671 

0.1884 

The  experimenter  will  probably  know  the  quantity  of  water  in  kilograms  per 
minute  which  he  wishes  to  handle  and  the  diameter  of  quartz  grain  in  millime- 
ters that  he  wishes  to  lift.  His  next  need  will  be  answered  by  Fig.  287  or  by 
Table  262,  which  gives  figures  obtained  by  experiment  upon  the  speed  of  current 
required  to  lift  his  quar^. 

Suppose  he  has  50  kilograms  per  minute  of  water  to  handle,  and  he  wishes 
to  lift  a  grain  of  quartz  about  1  mm.  in  size,  Table  262  shows  that  he  will  require 
a  current  of  97  mm.  per  second  to  lift  it.  Keferring  to  Table  238,  we  see  that 
a  3X4-inch  tubular  classifier  gives  a  velocity  of  2.15  mm.  per  second  for  a  1 
kilogram  per  minute  feed.  It  will  then  give  107.5  mm.  per  second  velocity  when 
fed  with  50  kilos  per  minute.  This  size  is  probably  near  enough  for  his  purposes. 
If  he  wishes  it  exact,  he  can  cut  down  the  water  a  little  to  45.1  kilos  per  minute, 
which,  multiplied  by  2.15,  gives  a  velocity  of  97  mm.  per  second,  or  he  can  make 
a  tubular  classifier  that  is  larger  in  section,  in  the  proportion  of  97  to  107.5 
(3X4.54  inches),  which  would  then  handle  the  exact  quantity  and  yield  the  size 
of  grain  neededl 

If  he  has  chosen  a  velocity  of  97  mm.  per  second  for  his  upper  sorting  column, 
he  will  want  the  same  for  his  lower,  that  is  to  say,  the  velocity  cannot  be  greater 
below  without  forming  serious  banks,  due  to  particles  which  rise  in  the  lower 
sorting  column,  but  will  fail  to  rise  in  the  upper,  and  it  cannot  be  much  less 
without  injuring  the  work  of  sorting,  because  it  wiU  allow  particles  to  pass  down 
into  the  spigot  that  are  less  than  the  standard  size.  The  size  of  this  lower  sort- 
ing column  and  of  the  spigot  may  be  decided  according  to  the  principles  laid 
down  in  §  308  and  §  309. 

After  choosing  the  size  of  lower  sorting  oolumn  and  spigot  which  will  give 
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approximately  the  separation  desired,  the  final  adjustment  may.  be  made  accord- 
ing to  theory,  as  follows:  The  feed  water  is  shut  off  temporarily,  the  spigot 
being  left  open,  and  the  hydraulic  water  turned  on  until*  the  weight  of  the  water 
overflowing  per  minute  is  that  weight  shown  by  Table  227  to  be  necessary  to 
lift  the  desired  particles  in  the  size  of  lower  sorting  column  used.  The  feed 
may  then  be  turned  on  and  classifying  begun.  One  may  say  that  this  adjuBt- 
ment  of  the  lower  sorting  column  deranges  the  adjustment  of  the  upper  sorting 
column,  but  the  weight  of  the  water  rising  in  the  lower  sorting  column  makes 
such  a  small  addition  to  that  already  rising  in  the  upper  sorting  column,  that 
it  is  negligible.    This  classifier  may  be  adjusted  by  the  eye,  of  course^  as  are 


FIG.    269a. — ^MEINECKE    CLASSIFIER. 


other  forms.  It  is  well,  however,  in  this  case,  to  shut  off  the  feed  temporarily 
and  note  the  position  of  the  hydraulic  cock  when  the  water  overflows  the  very 
least  amount,  that  is,  when  there  is  practically  a  balanced  hydraulic.  This  gives 
the  least  amount  of  hydraulic  that  can  be  used  without  allowing  fine  slimes  to 
pafis  out  of  the  spigot. 

LocKHART^s  Automatic  Gem  Separator  is  a  tubular  classifier,  using  an 
upward  current  in  the  annidar  space  between  two  glass  tubes.  It  is  nsdl  to 
treat  closely  sized  sands  for  diamonds  and  other  gems. 

§325.  Meinecke  Classifier.— (See  Figs.  269a  and  2696.)— This  classifier 
eoDfiiBts  of  a  single  V-shaped  hopper  A  34^  inches  long,  20  inches  wide  and  20^ 
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inches  deep,  with  ends  sloping  to  an  edge  and  slot  below,  while  the  sides  are  ver- 
tical. The  heavy  sands,  settling  to  the  slot,  meet  in  the  first  sorting  column  B  a 
gentle  rising  current  of  water,  which  raises  the  lightest  grains  and  passes  them 
oflf  in  the  overflow  into  C.  Most  of  the  grains  then  descend  to  the  second  sorting 
column  D,  where  they  meet  a  stronger  hydraulic  current,  which  raises  a  second 


FIG.    269b. — ^LONGITUDINAL   SECTION    OF    MEINECKE    GLASSIFIEB. 

sort,  a  little  heavier  than  the  first,  and  carries  it  out  by  a  side  discharge  E  pro- 
vided for  the  purpose.  A  third  and  fourth  sorting  columns  F  and  H,  lift  out 
two  more  sorts  by  side  discharges  0  and  I,  and  the  heaviest  grains  pass  down 
through  the  fourth  sorting  column  and  are  lifted  out  through  the  side  dis- 
charge K. 
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The  hydraulic  water,  the  quantity  of  which  is  regulated  by  a  cock,  enters 
under  a  considerable  head  by  the  pipe  L,  passes  down  through  the  chamber  M, 
which  harmonizes  currents  and  gives  uniform  motion  to  the  water.  The  whole 
hydraulic  water  then  passes  through  a  slot  N  running  the  whole  width  of  the 
apparatus  beneath  the  fourth  hydraulic  column  H,  It  then  rises  through  the 
fourth,  the  third,  the  second  and  the  first  sorting  columns  successively,  parting 
with  a  portion  of  its  volume  at  each  of  the  successive  side  discharges.  The 
velocity  of  the  rising  current  in  any  sorting  column  can  be  increased  by  diminish- 
ing the  width  of  the  column  and  by  contracting  the  side  discharge  orifice  next 
below  it.  For  the  former  adjustments,  thumb  nuts  a*,  a^,  o*  and  a*,  to  move 
gates  6*,  6*,  6*  and  6*,  are  provided,  and  for  the  latter,  hand  screws  c^  c*,  c* 
and  c*,  to  move  gates  d^  d*,  d^  and  d*,  are  provided. 

While  the  ordinary  form  of  classifier  takes  out  the  heaviest  grains  first  and 
passes  the  mass  of  lighter  grains  forward  for  further  classification,  this  apparatus 
does  the  exact  opposite,  in  that  it  takes  out  the  lightest  grains  first  and  passes 
the  mass  of  heavier  grains  forward  for  further  classification. 

Again,  since  classification  undoubtedly  takes  place  in  the  discharge  chambers 
E,  0,  I  and  K,  which  are  enclosed  by  four  walls,  to  quite  as  great  a  degree  as 
in  the  spiizlutte,  the  apparatus  deserves  to  be  regarded  rather  as  a  special  form 
of  tubular  classifier,  than  as  a  special  form  of  hydraulic  classifier. 

According  to  Bellom,*'  it  treats  10  liters  of  pulp  per  minute  for  a  centimeter 
of  inside  width,  the  water  containing  6  to  8%  of  solid  matter  by  volume.  This, 
for  20  inches'  width,  would  be  500  liters  pulp  fed  per  minute.  To  this  must 
be  added  the  whole  of  the  hydraulic  water. 

In  Mill  27  the  No.  1  hydraulic  classifier  is  of  this  kind,  and  is  fed  by  the 
undersize  of  No.  8  trommel  with  holes  ^inch  (2  mm.)  in  diameter.  It  delivers 
products  of  the  side  discharges  to  unwaterers  and  thence  to  jigs,  and  overflow  to 
No.  1  whole  current  box  classifier.  In  Mill  28  No.  1  classifier  is  also  of  this 
pattern,  of  the  size  shown  in  the  figure,  and  is  fed  with  the  undersize  of  No.  7 
and  No.  9  trommels  and  with  pulp  from  the  Huntington  mill,  all  having  2-mnL 
diameter  maximum  grain.  It  delivers  products  of  side  discharges  to  jigs  by 
unwaterers,  and  overflow  to  No.  1  surface  current  box  classifier.  It  formerly 
went  to  a  Meinecke  spitzluite.  The  quantity  of  water  used  is  so  large  that  un- 
waterers are  used  in  both  mills,  to  prepare  the  products  to  be  fed  to  the  jigs. 
The  apparatus  is  reported  as  hard  to  regulate  and  lacks  simplicity. 

The  large  quantity  of  water  used  in  this  apparatus  appears  to  be  due  to  the 
fact  that  carrying  currents  pass  up  from  the  four  sorting  columns  to  the  side 
discharges.  These  are  as  large  as  those  of  a  series  of  spitzlutien,  but  in  the 
latter,  the  same  water  acts  successively  in  all  these  rising  spaces,  while  in  this 
apparatus,  they  all  must  receive  separate  supplies  of  water. 

For  the  quality  of  work  done  by  this  classifier  in  Mill  28,  see  Table  254. 

Groups  IV.,  V.  and  VI. 

IV.  Surface  current  box  classifiers. 
V.  Whole  current  box  classifiers. 
VI.  Distributing  boxes. 

§  326.  General. — ^These  three  groups  will  be  treated  somewhat  together,  be- 
cause the  mill  men  of  the  country  are  using  one  or  other  of  them  for  the  same 
class  of  work.  They  all  omit  the  hydraulic  current  and  depend  upon  the  be- 
havior of  grains  of  sand  or  slime  in  a  carrying  current  of  water,  which,  in  the 
majority  of  cases,  is  horizontal.  The  faster  the  current  moves,  the  further  will 
the  grains  be  carried.  The  slower,  the  earlier  will  they  settle.  The  various 
forms  of  apparatus  have  been  designed  according  to  their  ability  to  accelerate 
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or  retard  the  eettlmg  of  the  sand.  They  treat  slimes  which  overflow  the  last  of 
the  hydraulic  classiflers,  and  the  practice  in  regard  to  the  size  treated  is  quita 
variable  in  this  country.  The  maximum  grain,  as  a  rule^  ranges  from  0.02 
inch  (0.5  mm.)  to  0.01  inch  (0.25  mm.)  in  diameter.  Linkenbach  recommends 
0.25  mm.  as  the  proper  size  for  this  treatment.  Their  products,  with  a  few 
exceptional  cases,  are  suitable  for  treatment  on  tables  and  vanners. 

The  hydraulic  is  omitted  from  these  groups  for  the  following  reason:  The 
process  has,  up  to  this  point,  been  adding  water  to  the  pulp  at  every  step.  It  is 
advisable  from  this  point  on,  to  distribute  the  pulp  without  further  addition  of 
water,  unless  the  consequent  sacrifice  of  fine  slime  which  passes  down  with  the 
spigot  product  and  is  lost  in  the  subsequent  concentration,  is  too  great.  The 
spigots  used  with  the  box  classifiers  are  similar  to  those  used  in  the  hydraulic 
classifiers.  They  are  chiefly  the  pipe  and  plug  spigot  and  goose  neck.  Of  these, 
the  latter  finds  more  application  here  than  with  the  hydraulic  classifiers,  owing  to 
the  great  depth  of  these  boxes  and  to  the  fact  that  the  slimes  flow  more  freely  than 
the  coarser  sands  of  the  former  class.  A  most  excellent  device  is  a  large  screen 
with  holes  1  mm.  in  diameter,  to  screen  out  the  fibre  from  all  the  pulp  running 
to  box  classifiers.  This  allows  the  use  of  small  spigots  and  of  concentrated  pulp 
in  the  spigots.  It  will  be  some  trouble  to  keep  this  screen  clean,  but  the  addi- 
tional ore  saved  may  much  more  than  offset  it. 

The  capacity  of  a  box  classifier  is  measured  by  the  quantity  of  water,  rather 
than  by  the  quantity  of  dry  slime  fed  to  it.  To  do  its  best  work,  it  must  have 
the  right  quantity  of  water  to  establish  its  regular  washing  currents.  The  con- 
ditions of  the  hydraulic  classifier  are  such  that  it  will  never  send  pulp  that  is 
too  dense  for  treatment  in  a  box  classifier.  The  overflows  of  hydraulic  classifiers 
probably  contain  less  than '3%,  and  in  some  mills  they  will  not  have  over  1% 
of  solid  dry  slime. 

There  are  two  logical  methods  of  supplying  and  using  the  carrying  current, 
namely,  a  surface  current  flowing  over  a  stagnant  bottom,  and  a  whole  current 
in  which  all  the  water  is  moving  at  a  nearly  uniform  rate  from  the  receiving 
end  to  the  delivering  end  of  the  box. 

IV.   SUBFACE  CURBENT  BOX   ClASSIFISBS. 

§  327.  General. — This  group  includes  Bittinger's  spitzlcasten  apparatus  and 
all  the  various  forms  of  apparatus  in  which  the  sorting  is  done  by  Bittinger's 
surface  current,  without  the  hydraulic  current  or  the  plunging  feed.  They  re- 
semble, in  figure,  many  of  the  forms  included  under  deep  pocket  hydraulic 
classifiers,  only  they  are  made  larger,  and  are  used  for  treating  finer  products. 
In  these  classifiers  there  is  a  reason  which  is  additional  to  those  already  given, 
for  omitting  the  hydraulic  water,  for  a  positive  rising  current  of  hydraulic  water 
cannot  be  used  without  making  troublesome  banks  (see  §310).  The  omission 
of  hydraulic  water  causes  each  spigot  product  to  be  more  or  less  contaminated 
with  fine  slimes,  which  properly  belong  in  later  spigots  or  in  the  final  overflow. 

If  a  horizontal  current  of  pulp  passes  over  the  surface  of  a  tank  of  stagnant 
water^  all  of  the  particles  contained  in  the  pulp  begin  to  settle,  and  they  do  so 
according  to  the  law  of  free  settling  particles.  Those  having  the  greatest  set* 
tling  power  fall  out  first,  and  those  with  less,  later,  ranging  in  a  series  from  the 
beginning  to  the  end  of  the  current,  according  to  their  settling  power  in  water. 
If  now,  we  divide  up  the  current,  so  that  it  takes  place  in  a  series  of  boxes,  each  a 
little  wider  than  the  previous,  we  can  obtain  from  the  set  so  arranged,  a  series  of 
products  each  of  which  is  finer  in  size  than  the  one  preceding  it,  and  the  grains 
in  these  products  are  arranged  approximately  acording  to  the  law  of  free  set- 
tling particles,  namely,  the  quartz,  for  example,  in  any  product,  will  be  larger 
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in  diameter  than  the  galena.  Theoretically,  this  horizontal  current  seems  to 
be  a  very  perfect  means  of  sorting  slimes ;  practically,  it  is  capable  of  doing  only 
approximate  work,  and  it  can  only  do  this  when  the  laws  controlling  it  are 
understood. 

§  328.  Method  of  Investigation. — In  order  to  study  these  laws  an  investi- 
gation** was  made  by  the  author,  assisted  by  Mr.  Locke.  This  investigation 
required  some  means  of  coloring  the  liquid  composing  the  surface-current,  of 
seeing  it  when  it  has  been  colored,  and  of  picturing  it  for  further  study  and  com- 
parison. Milk  of  lime,  added  to  the  water,  was  found  to  be  the  best  coloring 
matter;  a  tank  with  one  side  of  plate-glass  permitted  the  colored  current  to  l^ 
seen,  and  photography  furnished  the  means  of  preserving  its  form,  so  that  it 
could  be  studied  at  leisure. 

The  tank  (see  Figs.  270-273),  which  served  for  a  pointed  box,  was  1,206  mm. 
long,  603  mm.  deep  and  203  mm.  wide  (inside  measures).  The  outlet  was  60 
mm.  below  the  top  of  the  tank.  It  had  a  plate-glass  front,  and  was  otherwise 
painted  black  inside.  Within  it  were  two  adjustable  cross-partitions,  431  mm. 
long  and  203  mm.  wide,  usually  sloping  68**  from  the  horizontal.  One,  called 
the  tail-partition,  sloped  downward  and  inward  from  the  outlet ;  the  other,  called 
the  head-partition,  sloped  downward  and  inward  from  the  end  of  the  feed-sole 
at  the  inlet.  Both  were  beveled,  to  give  a  sharp,  true  edge  of  contact.  They 
were  loaded  with  lead,  to  sink  them ;  suspended  by  fine  wires,  to  support  them ; 
and  wedged  in  place  and  made  practically  water-tight  at  the  sides  by  tacking 
on  a  strip  of  gunny-sack.  The  feed-sole,  305  mm.  long  by  203  mm.  wide,  was 
packed  and  held  by  the  same  means  as  the  partitions.  Water  was  brought  by 
two  hose-pipes  and  distributed  by  two  pipes  with  many  holes,  to  give  an  even 
current.  Thus  made,  the  box  classifier  was  like  the  Bittinger  spitzkasten  in 
every  respect,  except  that  it  had  no  spigot  to  discharge  water  below  and  its 
sides  were  vertical  (which,  indeed,  is  the  case  also  in  some  of  Bittinger's  boxes). 

As  representing  nearly  the  speeds  of  the  three  boxes  of  Linkenbach  for  a 
width  of  203  mm.,  three  rates  of  current  were  selected,  namely,  86.4,  67.3  and 
38.6  kilos  of  water  per  minute  respectively.*  In  each  experiment,  the  feed-sole 
and  the  partitions  were  adjusted  as  desired;  the  water-quantity  was  weighed, 
using  a  bucket  and  spring  balance;  the  water-current  was  allowed  to  establish 
itself  thoroughly ;  the  milk  of  lime  was  added  till  it  had  just  defined  the  main 
currents;  and  the  flash-light  picture  was  then  taken.  Figs.  270,  271,  272 
and  273  are  copies  of  a  few  of  those  taken  during  the  investigation.  They  show 
that  the  current  is  not  of  equal  section  and  velocity,  but  is  in  the  form  of  a 
wedge,  widening  downward  and  diminishing  in  velocity  as  it  moves  onward,  and 
when  it  reaches  the  overflow  it  has  received  so  much  added  water  from  the  stag- 
nant pool,  that  only  the  top  portion  of  the  current  can  pass  off  by  the  overflow ; 
the  rest  passes  down  as  a  return  eddy,  disturbing  the  stagnant  pool  and  send- 
ing fine  slimes  into  the  spigot  product,  which  belonged  in  the  overflow. 

§329.  Besults  of  the  Investiqation. — ^The  following  considerations, 
derived  from  the  above  investigation,  show  how  the  quality  of  the  work  is 
affected  according  as  the  formation  of  a  uniform  current  is  helped  or  hindered : 
(1)  The  relative  height  of  feed-sole  and  overflow.  (2)  The  slope  of  the  feed- 
sole.     (3)  The  quantity  of  pulp  per  unit  of  width. 

In  regard  to  the  height  of  the  feed-sole,  the  experiments  of  the  author  cor- 
roborate the  position  held  by  Bittinger,  namely,  that  the  surface  of  the  feed-sole 
at  the  junction  with  the  box  should  be  exactly  level  with  the  overflow.  If  it  is 
25.4  mm.  above  the  level,  a  plunging  stream  (see  Fig.  273),  which  seeks  the 
bottom  of  the  box,  will  be  obtained ;  less  elevations  will  tend  in  the  same  direo- 

•  Tbe  exact  flgnres  idionld  have  been  SOil,  69.8  and  89.6  kilos  for  the  width  of  908  mm.  Tteerrar  waamede 
bF  MoMattt,  tat  the  diff ennea  Is  of  no  momflBt  hi  this  eooneetloB. 
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tion  to  a  less  degree.  Tf  it  is  depressed  25.4  mm.  below  the  overflow,  the  velocity 
is  greatly  retarded" and  the  current  wedge  widened;  less  depressions  have  the 
same  effect  to  a  less  degree. 


FIG.   270. — ^FEED  HORIZONTAL  AND  LEVEL   WITfi   OUTLET. 
PER  MINUTE.      WEDGE  ANGLE,   10''. 


CURRENT,   86.4  KILOS 


In  regard  to  the  slope  of  the  feed-sole,  it  is  found  that  if  it  is  horizontal,  an 
irregular  bank  of  sediment  will  settle  upon  the  feed-sole,  deranging  the  evenness 


FIG.   271. — FEED  HORIZONTAL  AND   LEVEL  WITH   OUTLET.      CURRENT,   38.6   KILOS 
PER   MINUTE.      WEDGE   ANGLE,    20°. 
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than  half  of  that  made  by  the  surface  of  the  water  with  the  plane  of  the  head 
end  of  the  box,  then  the  current  will  dive  down  and  hug  the  head  end  of  the 
box.  The  slope  angle  of  the  feed-sole,  which  gives  the  best  results  is  5°,  possi- 
bly varying  to  10"*.  Compare  Fig  272  with  270  and  271,  with  all  the  different 
water  quantities.  It  gives  the  highest  speed  of  current,  the  narrowest  wedge 
angle  and  no  sediment  on  the  feed-sole.  On  the  other  hand  it  is  true  that  the 
higher  the  velocity  of  the  water,  the  narrower  will  be  the  wedge  angle.  It  is 
al^  true  that  the  5^  feed  slope  appears  to  reach  a  minimum  in  this  respect,  and 
when  high  speed  of  water  was  attained  by  using  a  cycloidal  feed-sole  with  152.4 
mm.  fall,  no  gain  was  found  in  the  angle. 

In  regard  to  the  quantity  of  pulp  per  unit  of  width,  it  is  found  that  the 
retarding  of  the  current  and  the  increase  of  the  wedge  angle  are  less-  with 
larger  and  more  with  smaller  quantities  of  pulp.  For  example,  with  5**  slope 
of  feed-sole,  feeding  pulp  at  the  level  of  the  overflow,  angles  of  the  current 
wedge  were  obtained  as  given  in  Table  239.     Compare  also  Figs.  270  and  271. 

TABLE    239. — WEDGE   ANGLES    FOB   DIFFERENT    QUANTITIES    OF    PULP    PEB    UNIT 

OF  WIDTH. 


width. 

width,  Corre- 

spondlngjto  100 

LltOTBPulp 

per  Minute. 

Angles  of  the 
Current  Wedga 

Liters. 

sn.o 
igo.o 

Mm. 
885.8 
864.6 
606.4 

16 
80 

To  show  the  proportion  between  the  overflow  and  the  eddy  current,  an  ap- 
proximate estimate  was  made  of  the  two  quantities,  which  yielded  the  values 
given  in  Table  240.    These  figures  give  an  approximate  idea  of  the  amoimt  of 

TABLE   240. — SHOWING   THE   PBOPOBTIONS   BETWEEN   THE   OVEBFLOW   AND   EDDY 
CUBBENTS  FOB  VABIOUS  BATES  OF  FEED. 


Feed  Water 
per  Minute. 

Overflow  per 
Minute. 

Eddy  Current 
per  Minute. 

Batio  of  Eddy 

Current  to  Feed 

Water. 

Kilofl. 
86.4 
67.9 
38.6 

Kiloe. 
86.4 
CT.8 
88.6 

Kiloe. 
188.1 
868.7 
886.5 

1.6 
4.5 
6.9 

water  picked  up  by  the  main  current,  while  forming  the  wedge,  during  its 
passage,  which  amount,  of  course,  is  equal  to  that  given  up  in  the  return  eddy 
current.  It  should  be  noted  that  the  top  of  the  wedge  is  moving  much  more 
rapidly  (275  mm.,  211  mm.  and  179  mm.  per  second,  for  the  three  ratios  of 
feed  given  above),  than  the  bottom  of  the  wedge  at  the  widest  part  (76  mm., 
63  mm.,  and  35  mm.  per  second).  To  try  to  reduce  the  eddy  current,  the 
author  experimented  with  a  horizontal  board  perforated  with  holes  6.36  mm. 
in  diameter  and  25.4  mm.  from  center  to  center,  one  row  staggered  with  the 
next,  placed  over  the  stagnant  pool,  for  confining  the  current  at  the  surface, 
and  finds  that  it  largely  does  away  with  the  mixing  of  fine  silt  with  the  spigot 
product,  if  a  balanced  hydraulic  is  used.  The  advantage  is  more  marked  with 
the  higher  speed  than  with  the  lower. 

The  author's  conclusions  are  that  the  box  classifier  is  a  scientifically  imper- 
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feet  apparatus.    It  cannot  be  fed  with  such  a  product  or  at  such  a  rate,  or 
with  such  adjustments  that  it  will  do  perfect  work.    There  is  always  the  return 
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FIG.  274a. — PLAN  OF  RITTINQER^S  8PITZKASTEN  APPARATUS. 


FIG.    ?746. — LONGITUDINAL    SECTION. 
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FIG.     275a. — LONGITUDINAL 

SECTION      OF      FIRST 

BOX. 

Milhmeton 
1000600        0 


J. 


U. 


FIG.  2756. 

— CROSS 
SECTION. 


PIG.    276a. — ^LONGITUDINAL    SECTION 
OF   SECOND  BOX. 


FIG.  2766.— 
CROSS  SEC- 
TION. 


eddy  current  to  contaminate  the  spigot  product.     In  this  respect  it  diflfers  from 
the  best  of  the  hydraulic  classifiers,  for  they  can  do  perfect  work  if  they  are 
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run  slowly  with  plenty  of  hydraulic  water,  and  their  departure  from  perfect 
work  is  due  to  the  rush  and  drive  to  get  commercial  results.  To  get  the  best 
results  from  it  with  normal  running,  use  6**  slope  for  the  feed-sole,  enter  the 
feed  at  the  level  of  the  overflow  and  have  the  overflow  perfectly  level.  To  get 
the  best  results  where  it  is  desired  to  keep  rich,  fine  slimes  out  of  the  earlier 
spigot  products,  use  slightly  deficient  hydraulic  water,  which  nearly  supplies 
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PIG.     2776. — CROSS      FIG.  277a. — longitudinal  section  of  thibd 

SECTION.  BOX. 
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Fio.  278a. — longitudinal  section  of 
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fig.  2786. — CBOSS  section. 


FOURTH  BOX. 

the  spigot  with  water.  This  will  be  commercially  wise  only  when  the  fine 
slimes  are  very  rich.  The  supply  of  hydraulic  water  is  better  introduced  frcnn 
below,  so  as  not  in  any  way  to  disturb  or  interrupt  the  surface  current.  The 
hydraulic  pipe  in  this  case  is  best  of  large  size  in  order  that  the  hydraulic  water 
may  have  a  low  velocity. 

Comparing  a  surface  current  with  a  whole  current,  the  former  stretches  out 
the  products  in  space  to  suit  the  positions  of  the  machines  and  at  the  same  time, 
gives  the  more  perfect  sorting.  The  machines  following  a  surface  current  appa- 
ratus get  the  better  sorted  products  for  feed. 

§  330.  Eittingeb's  Pointed  Boxes  or  Spitzkasten  Apparatus. — (See  Figs. 
2740-2786.) — ^This  is  a  series  of  hopper-shaped  or  pointed  boxes  in  which  the 
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width  of  each  is  double  that  of  its  predecessor,  while  the  lengths  increase  by 
arithmetical  progression.  He  recommends  for  each  Austrian  cubic  foot 
(31.6867  liters)  of  pulp  fed  per  minute,  a  width  of  0.1  Austrian  foot  (31.6108 
mm.)  for  the  first  box  and  the  sizes  of  boxes  which  he  gives  for  treating  20 
cubic  feet  (631.7  liters)  per  minute,  making  four  spigot  products  and  an 
overflow^  are  shown  in  Table  241. 

TABLE  241.— SIZES  OF  RITTINGEB'S  POINTED  BOXES. 


Width  of  Box. 

Len^ofBoK. 

Austrian  reet         Bfm. 

Istboz 9                      Oas 

adboz. 4                    1,904 

adbox. 8                    S,S8d 

4th  box 16                    5,068 

AuatriAQ  Feet         Urn. 

Istboz 6                    1,807 

9dboz 9                    8,845 

8dbox. 19                     8,796 

4th  box. 15                    4,749 

The  sides  6  of  the  boxes  must  slope  as  much  as  45**  with  the  horizontal  else 
banks  will  form  which  are  liable  to  slide  down  and  choke  the  spigot.  He  recom- 
mends 50°  as  a  good  minimum  slope  to  adopt.  If  the  slope  is  steeper  than  50** 
for  the  larger  boxes,  they  become  unreasonably  deep  and  require  too  much  mill 
height.  If  a  spigot  is  placed  at  the  apex,  too  large  a  quantity  of  discharge  will 
be  made;  a  rising  discharge  i  (see  also  §296)  will  be  preferred.  For  the 
first  spigot,  the  outlet  of  the  rising  discharge  should  be  3  to  3^  feet  below  the 
surface  of  the  water  in  the  box ;  for  the  last,  2  to  2^  feet. 

Bittinger  gives  the  following  instructions  in  regard  to  the  use  of  his  box 
classifier  or  spitzkasten  apparat  The  feed-sole  h  must  be  horizontal  and  at  a 
level  with  the  overflow.  The  launders  connecting  the  boxes  must  slope  as  follows: 
Feed  to  first  box,  1  to  IJ  inches  in  6  feet ;  between  first  and  second  box,  i  to  f 
inch  in  6  feet;  between  second  and  third  box,  i  to  ^  inch  in  6  feet;  between 
third  and  fourth  box,  i  to  J  inch  in  6  feet  The  launders  need  a  section  of 
5  square  inches  for  each  cubic  foot  of  pulp  passing  through  them  per  minute. 
Distributors  will  be  needed  to  feed  pulp  evenly  to  the  whole  width  of  the  later 
boxes.  Where  the  overflow  is  collected  in  a  launder  across  the  end,  the  water 
should  have  a  drop  of  4  to  6  inches,  to  guarantee  no  backing  up  and  disturbance 
in  the  current  in  the  box. 

In  construction,  No.  1  and  No.  2  boxes  will  have  vertical  sides  and  sloping 
ends;  No.  3  and  No.  4  boxes  will  be  hopper-form  with  all  four  sides  sloping 
to  a  point.  No.  4  needs  a  vertical  gate  or  deflector  q  extending  18  inches  down 
from  the  surface  to  within  6'  inches  of  the  sloping  end,  and  placed  18  inches 
from  the  feed  end.  This  deflector  removes  this  box  from  the  surface  current 
classifiers  and  makes  it  a  whole  current  classifier.  The  goose-neck  spigot  must 
not  choke;  it  can  be  cleared  by  wire  outside,  by  little  spatula  inside,  or  by 
pulling  out  the  plugs. 

The  whole  feed  pulp  may  pass  through  a  screen  with  1-mm.  holes  to  sift  out 
coarse  rock  and  fibre  before  reaching  the  box  classifier.  The  apparatus  should 
run  continuously,  as  it  requires  care  in  starting  and  takes  a  little  time  to  get 
into  good  running  order.  It  should  not  be  stopped  at  the  moment  the  ore  stops, 
as  it  will  choke  with  the  sediment  still  floating  in  its  boxes. 

The  diameter  of  the  spigot  pipes  must  be  from  J  inch  to  f  inch,  according  to 
circumstances.  The  per  cent,  which  each  spigot  product  is  of  the  total,  may 
be  40  for  the  first,  28  for  the  second,  18  for  the  third,  10  for  the  fourth  and 
4  for  the  overflow;  or  stated  in  weight,  the  yield  will  be:  In  No.  1  spigot,  25 
pounds  dry  slime  per  cubic  foot  of  water;  in  No.  2,  20  pounds;  in  No.  3,  15 
pounds;  in  No.  4,  10  pounds;  in  the  overflow,  3  to  6  ounces. 

Separate  boxes  with  connecting  launders  (spitzkasten  apparat)  are  recom- 
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mended,  where  over  10  cubic  feet  of  pulp  per  minute  are  to  be  treated,  and 
where  less,  the  hoppers  are  to  be  made  all  in  one  tank,  widening  from  feed  to 
overflow  (spitzgermne) . 

If  a  box  classifier  has  only  a  portion  of  the  quantity  of  pulp  it  is  designed 
for,  the  quantity  must  be  brought  up  with  clear  water,  or  vertical  longitudinal 
partitions  18  inches  deep  and  not  necessarily  extending  to  the  bottom,  may  be 
dropped  in,  using  a  proportional  part  of  the  boxes.  In  case  the  fine  slime  con- 
taminating the  earlier  spigots  is  very  rich  and,  therefore,  causes  too  much  loss, 
the  use  of  a  balanced  hydraulic  is  recommended  to  supply  sufficient  water  for 
the  spigot  discharge,  but  no  more. 

The  great  advantages  resulting  from  the  displacement  of  the  labyrinth  by 
Rittinger's  spitzJcasten  apparai  are:  The  labor  of  shoveling  is  saved  by  the 
continuous  feed  and  discharge;  the  ore  is  not  settled  down  hard,  requiring  to 
be  softened  up  and  diluted  before  its  final  treatment ;  the  greasy  flotation  and 
loss,  due  to  partial  drying  of  pulp,  is  avoided. 

§  331.    LlNKENBACH^S  POINTED  BOXES,  DIMENSIONS  IN  THE  HaRZ. — Liukcn- 

bach  recommends  for  100  liters  of  pulp  per  minute,  0.25  mm.  to  0  in  diameter, 
a  box  classifier  with  three  hoppers,  widening  from  175  mm.  at  the  feed  end  of 
the  first  to  605  mm.  at  the  overflow  end  of  the  last  (spitzgerinne),  which  has 
a  middle  width  of  first  box  of  228  mm.;  of  second  box  of  342  mm.;  and  of 
third  box  of  513  mm.  A  box  classifier  for  600  liters  per  minute  would  be  six 
times  those  widths.  The  length  of  the  boxes  he  makes  3,600,  4,800  and  6,000 
mm.  respectively,  whatever  may  be  the  width.  The  size  of  the  rising  spigot 
pipes  or  goose-necks,  is  30X30  mm.,  and  their  outlets  are  600  to  700  mm. 
below  the  water  level  inside  the  boxes,  the  earlier  deeper  than  the  later.  He 
recommends  the  50**  minimum  for  slope  of  sides,  a  feed  sole  sloping  6J**  accord- 
ing to  his  drawing,  and  entering  at  the  level  of  the  overflow,  cross  partitions 
between  the  hoppers,  which  come  to  the  level  of  the  overflow.  In  case  a  box 
classifier  for  900  liters  per  minute  is  wanted,  in  which  the  loss  of  mill  height 
would  be  large,  he  recommends  cutting  down  that  height  by  replacing  each  hop- 
per by  several  small  hoppers.  He  would  have  6  hoppers  for  tne  first,  6  for  the 
second  and  9  for  the  third. 

In  the  Harz^  a  spitzkasten  apparatus  with  four  boxes,  treating  9  tons  dry 
weight  of  finely  stamped  ore  in  24  hours,  has  the  dimensions  given  in  Table 
242. 


TABLE  242. — ^DIMENSIONS   OF  A   SPITZKASTEN   APPARATUS   IN   THE   HARZ. 


Length  at 
Water  Level. 

Width  at 
Water  LeveL 

Depth. 

No.  1 

Meters. 
1.78 
8.00 
8.46 
4.88 

Meters. 
0.48 
0.79 
1.896 
8.804 

Meters. 
1.16 
1.788 
8.804 
8.880 

No.  8 

No.  8. 

No.  4 

§  332.  Surface  Current  Box  Classifiers  in  the  Mills. — ^Table  243  shows 
the  box  classifiers  from  the  mills  which  are  believed  to  use  surface  currents. 
The  first  nine  and  the  last  two  in  the  table  are  practically  the  Eittinger  pointed 
boxes.  The  remainder  are  V  boxes,  but  are  so  short  that  they  probably  act  as 
surface  current  and  not  as  whole  current  classifiers.  They  all  discharge  continu- 
ously bv  spigots  and  have  no  hydraulic  water.  The  slope  angle  of  the  sides  and 
ends  01  the  boxes  is  generally  steeper  than  Rittinger's  50°. 

The  material  fed  is  in  almost  every  case  the  overflow  of  a  preceding  classifier. 
There  are,  however,  two  cases  of  entirely  exceptional  character.  In  Mill  31, 
there  is  one  apparatus  treating  ore,  which  is  fed  with  undersize  of  a  4-mm. 
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TABLE  243. — SUBFACE  OUBBENT  BOX  0LASSIFIEB8. 

AbbravlAtloii8.-<li8.=dJfltribaton:  dis.  b.=di8tribatiiic[box;  Ftsfeet;  Hy.shydnuiUe;  hv.  cL^hydmulie 
daarifler;  In.=in<dies;  J.  H.=JiehutciieB;  1.  d.  slower  deck:  mid. smiddUngB:  No.snumber;  Or.sOTerflowof; 
RitsRitthiger:  8.  c.  b.  cl.=8urnoe  current  box  claasifler;  si.  t.=8lline table;  8p.=8pigotB;  tr.= trommel;  u.  d. 
supper  deck;  un.=:underiiaeof '  unw.=uDwsteriiig;  Ver.=v6rtlcAl;  w.  c. box  cLswholeenirent  box  clAasUler. 


16 
» 
» 

25 

96 

96 
95 
95 
98 

SI 

n 

81 
81 

88 

88 
86 


1  Two  pointed  boxes. 


(See  Fig.  A.) 
Two  pointed  bojcoB. 

(See  Fig.  B.) 
Two  TOinted  boxes 

with  8  spigots  in 

lBtand9in9d. 

Pointed  box  (d)..., 
Pointed  box  (e)..., 


Design. 


Ft  In. 
8   7 

610  8 
8  4 
6     8 


Potaited  boiQC/). 

Pointed  box  (^).... 

FdlntedboxOk).... 

Two  pointed  boxes 
(0 

Vboz  with  8  Fplg- 
Ota.  (Bee  Fig.  C). 

V  box  with  6  sp. 
(*).(8eeFlg.D). 
Imuar  to  preced- 
ing. 

V  box  with  8  spig- 
ots (See  Fig.  E.) 

Tsnk  with  6  hop- 
pers and  6  qiigotB. 

V  box  with  8  hop- 
pers. 

Two  potaited  hoses. 


86  IPOintedbox. 6     0 


Length 


9  8 

9  6 

4  0 

4  0 

19  0 

19  0 

4  0 

90  0 

18  0 

4  0 

94  0 

95  0 


Width. 


9  8 

8  0 

4  0 

4  0 

8  0 


1     6 


8     8 


8     8 


Depth. 


Ft.  In. 
8  0 
6     6 

c8   Oi 

6  or 


9  0 

9  6 

6  0 

6  0 

10  0 

8  9 

8  0 

8  0 

8  0 

8  0 

%  0 


4     0 


u 

00 


W 


60<» 
88H- 

68» 
48* 

71H« 
88«' 


e^< 


H 

t 


Q'S 


60<» 


eo» 

68M< 

84H« 

40" 

«^< 

Ver. 

Ver. 
Ver. 
Ver. 


isr> 


Or.   Ko.  1  by. 

olassifler. 
Ov.   No.  1  by. 


IM 


H 


TtieA. 


Ov.No.lh7.cl. 
and  mid.  from 
slime  table. 

Part  of  J.  H. 

9.97  mm.  to  0. 
Restof  J.H.& 

or.  No.  1  s.  c.  b. 

d.  9.97 mm  too 
Ov.  No.  8  s.  c. 

box  classlfler. 
Ov.  No.  8  8.  c. 

box  dassiiler. 
Or.  No.  4  8.  c. 

box  claasifler. 
ofNo.8 


ri)  To  No  1  table 
9)ToNo9table 
l)ToNo.lsLt. 

!S)ToNo.9sLt. 
1)  (8)  To  No.  1 
slime  table. 

(8)  (4)  (5)  To  No. 
8  Blime  table. 

To  trunking 


To  trunking 


To  distributors 
for  jigs. 
To  dirtributorB 


Undersiae  of 
No.  9  trommel 
4  mm.  toO. 

Or.  No.  1 A  No. 
4  s.  c.  b.  cL 

Or.  No.  9  s.  c. 
box  claasifler. 

Undersiae  of 
No.  8  trommel 
9.6  mm.  to  0. 

Ov.  No.  1  by. 
olassifler. 

Or.  No.  1  s.  c. 
box  daaalfler. 

Third  sp.  and 
ov.  No.  i  by.  cl. 


Destination  of 


Spigot 
ProductsL 


^ 


for  jigs. 
To  dis.  fc 


for  Bit 


(nTo  u.d.  No. 

1  slime  table. 
(1^  To  1.  d.  No. 

8  slime  table. 
(l)ToNo.611g. 
(9iToNo.  7 


T0N0.8JI 
All  to  No. 

slime  table. 
All  to  No. 

slime  table. 
;i)To^No.  Ojlg. 

9)ToNo.l0lig. 
!8)ToNo.ll3ig. 
(1)  To  dis.  b.  for 

slime  table. 
(9-6)  Not  used. 
8  sp.  to  dl&  b. 

for  slime  table 
5  8p.  not  used. 

(1)  To  si.  tor  to 
No.  1  Tanner. 

(2)  To  No.  9  Tan- 


....  Ov.   No.  1  hy.  ToNo.  1  bump-  Waste, 
claasifler.  ing  table.        I 


Overflow. 


No.  1  w.  c. 
boxcL 
water 


No.  9  B.  c. 

boxd. 
No.  8  s.  c. 

boxoL 

No.  4  s.  o. 

box  cL 
No.  6  s.  o. 

boxcL 
No.  1  unw. 

>box. 

Na  1  w.  a 

boxoL 


No.  9  a  o. 
boxcL 

No.  8  a.  a 

boxoL 
No.  1  w.  o. 

boxoL 
No.  9  a  a 

boxoL 

No.  9  a.  a 
boxcL 

Waate. 


Waste. 


(o)  These  are  averagea.    (6)  The  total  length,  straight,  is  13  feet  8  inchea.    (c)  These  are  approximate,    (d) 
"*  '    d  at  one  end,  and  overflow  at  one  side.   Both  are  on  the  same  level  and  are  10  inches  widcL 


Pointed  box  with  feed 

7  inches  high  and  6  inches  below  the  top. 


(e)  Pointed  box  with  vertical  Bides  at  the  top  19  inches  his^.   Fed 


at  one  end,  and  baa  overflow  18  inchea  wide  and  12  inches  deep.  (/ )  Pointed  box  wiUi  vertical  sideR  at  the 
top  80  inches  high.  Fed  at  one  end  by  a  spout  18  inches  wide  and  12  inches  deep.  (0)  Pointed  box  with  verti- 
cal sides  at  thetop  80  laches  high.  Fed  at  end  over  the  full  width.  (A)  Pointed  box  with  two  spifrots  and  verti> 
cal  sides  at  the  top  61  inches  high.  Fed  at  end  over  a  width  of  4  feet  (0  Two  pointed  boxes  with  flve  apigptB. 
Fed  over  a  board,  delivering  backward  at  one  end.  (i)  These  two  valuea  are  the  top  and  bottom  widths 
reapecUvely.  (le)  This  has  four  erosB  partitlooa,  each  9  feet  hi|^. 


jna.B 


i-i^j 


frCS? 


Yto^D 


ria.x 
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trommel  and  another  treating  middlings,  which  is  fed  with  the  nndersize  of  a 
2^-mm.  trommel.  In  these  two  cases,  the  first  spigot  product  will  contain  mineral 
grains  as  large  as  the  largest  grain  of  gangue ;  the  later  only  will  be  true  sorted 
products. 

In  Mill  15  the  first  box  has  a  horizontal  checker  work  of  wood  strips  fX2i 
inches  on  edge^  leaving  holes  If  inches  square,  which  has  for  its  object  the  con- 
fining of  the  surface  current  at  the  top  of  the  water. 

Sizing  tests  of  the  classifiers  of  Mills  22  and  28  are  given  in  §  352. 

V.  Whole  Cubbent  Box  Classifibbs. 

§  333.  Oenebal. — ^The  ideal  classifier  of  this  group  is  provided  with  a  feed 
apparatus  which  distributes  the  pulp  over  the  whole  cross  section,  starting  all 
parts  of  the  current  alike,  and  maintaining  its  flow  at  a  uniform  rate  to  the 
further  end.  It  should  be  designed  according  to  the  rules  given  for  settling 
tanks,  which  are  preferably  square  with  bottom  divided  up  into  small  hoppers 
(see  §341-348). 

The  speed  of  the  current  is  much  slower  than  that  of  the  surface  current  box, 
and  its  carrying  power  for  the  coarser  grains  is  very  much  less.  Grains  of 
any  specified  size  will,  therefore,  be  dropped  very  much  nearer  the  head  end 
than  in  a  surface  current  apparatus.  If  it  is  discharged  continuously  by  spigots, 
each  spigot  product  will  be  contaminated  with  fine  slimes  which  belong  in  later 
spigots  or  in  the  overfiow. 

These  classifiers  in  the  square  form,  with  hoppers  below,  are  the  most  perfect 
settlers  there  are,  but  they  yield  the  products  so  nearly  together  at  the  start  that 
unless  this  has  been  allowed  for  in  mill  construction,  the  mill  man  finds  his 
first  vanner  or  table  overloaded  and  his  last  with  nothing  upon  it.  This  diffi- 
culty is  easily  remedied  by  launders,  if  the  mill  has  a  little  height  to  spare,  and 
the  advantage  of  the  good  settling  may  be  utilized  in  one  of  two  ways: 

(1)  If  it  is  desired  to  feed  the  machines  which  follow,  with  classified  prod- 
ucts, then  the  collecting  launders  for  the  spigots  will  run  across  under  the  tank, 
collecting  all  the  No.  1  spigots  together  (see  Fig.  279),  the  No.  2  together,  and 
so  on.  Thus,  in  a  case  where  four  grades  of  products  were  being  made,  the 
first  coarser  product  may  be  sent  to  two  or  more  machines  designed  to  treat  it. 
The  No.  2  spigots  will  probably  supply  one  machine.  The  No. 
3  and  No.  4  spigots  may  need  to  be  combined  to  feed  one 
machine. 

(2)  If  it  is  desired  to  feed  whole  pulp  to  every  machine, 
then  the  collecting  launders  may  run  lengthwise  under  the  tank 
and  each  launder  receives  a  like  quantity  and  size  as  its  neigh- 
bor from  its  set  of  spigots,*  one  each  of  No.  1,  No.  2,  No.  3 
and  so  on,  and  all  tne  machines  which  follow  are  fed  alike, 
110.  879,      ^^^  ^®  ^^  quality  and  quantity  of  pulp.    Whichever  of  these 
schemes  is  adopted,  the  overflow  is  thoroughly  settled  waste 
water. 
Such  a  tank  will  require  at  the  feed  end  a  large  surface  of  fine  screen,  1-mm. 
holes  punched  in  plate,  to  remove  the  fibre  and  chips  of  wood  fioating  in  the 
water,  and  a  vertical  screen  plate,  with  perhaps  ^-inch  holes,  to  break  up  the 
current  and  start  uniform  velocity. 

A  V  box  may  give  almost  equally  good  results  if  it  has  sufficient  size,  both 
in  section  and  length,  and  has  a  row  of  spigots  along  the  bottom.  The  two 
qualities  of  products  may  easily  be  obtained  here  as  in  the  other  case,  by  send- 
ing successive  spigot  products  to  the  successive  machines  where  approximately 
forted  products  are  wanted,  or  by  collecting  all  the  spigot  products  together 
and  then  distributing  them  where  like  whole  pulp  is  desired  on  all  machines. 
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TABLE    244. — WHOLE    CURRENT    BOX    CLASSIFIERS. 

Abbreriations.— «.  t^canvas  tables;  dis.= distributors;  dis.  t.= distributing  tank;  Ft.=feet;  H.=:headaof; 
hy.  cL=h7dnuilic  classifier;  In^inches;  1.  d.=lower  deck;  mid. = middlings;  N.=none;  No.=number;  Ot.= 
OTerflow  of;  Rect. =rectAngiilar;  Rit.  t=Rittinger  tables;  s.  c.  b.  cl.=surfaoe  current  box  claasifler;  seLt.^ 
settling  tank;  si.  t.=slime  table;  Ta.=tailing8  of;  van.^vanner;  Ver.= vertical;  w.  c  box  cL = whole  curreat 
box  classifier. 


82   1 

85 

88 

88 

89 

89 


40 
41 
41 
48 
48 

48 

78 


r2v 


£l«iSigIL 


Pointed  box 
(See  Fig.  A.> 

Cose  ia) 

A  cone  with  S 
SpigritS, 

Rect.  box  {bbX 

Rect.  boxic) 
t^ee  Fig.  0-) 

Pointed  box  (cf) 
(Bee  Fig.  D.) 

Box  idd).  {See 
Fig.  E.) 

V  boxie*)..... 

V  tAnk{if).  , 
(See  Fig.  F.; 


tank  Gw)... 
See  Fig.  G.) 
V  tank(^). 


(See 

J  tank  ynn). . . . 
(See  Big.  H.) 


V   box  (0... 
(See  Fig.  I.) 


V  box  wHh  4 
spigots, 
r  box  with  4 


>x  with  4 

spigots. 
V  box    with  4 

spigots. 
Tanks 


(See  Fig.  X) ' 

T  tank    (A;)... 

(See  Fig.  k.) 


Two  V  tanks  (f). 

(See  Fig.  L.) 

V  tank  with  4 


anks  iq). 
(See  Fig.  If.) 

V  tank  with  8 

cross  Vs  (0. 
Tank  (u).   (See 

Flg.O.) 
y  tanks,  each 

with4spii 
A  V 

(See  Fig. 


n« 
Ig.  P.) 


V  tank  (*).... 
Rect.  tank  (y). 


Lengili 


Ft.  IQ. 

8  1 

bfi  0 

a  t 

«  i(» 

3  8 

11  0 

la  0 

16  0 

18  10 

85  8 

9  4 

1  4 

1  4 

1  4 

1  4 


86     0 
19     0 


WMth, 


Ft.  In. 
8      1 

S     0 


I  £ 

a  8 

i  8 

a  6 

ft  8 

a  8 

6  7 

8  0 

>«  1 

0  m 


1 

'I 
'I 

4 
4 

'\  \ 

jA     0 

0     6 

86     0 


6  0 

8  6 

8  8 

1  6 


Depth. 


Ft.  In. 

4      0 

7     4 
f     0 

K  m 

4     0 


4  D 

5  0 

7  0 

8  9 
7  8 

6  10 
1  9J4 


6  0 

4  8 

8  4 

9  0 


sl 

OQ 


60» 

Ver. 
Ver. 

66» 

as* 

68«o 

64» 

e^o 

86«* 
67H« 

78«» 
78«> 
«W 

eo» 

60«» 
m60« 


58« 

Ver. 

68H' 

78« 

Ver. 

m75« 


60<» 


60* 
Ver. 


SI'S 


45* 

60«» 
60* 

Ver. 

Ver. 

e9« 

mi' 

Ver. 

6S« 

Ver. 

66H" 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

Ver. 

60«» 

Ver. 


Ver. 

Ver. 
Ver. 


S«5 


H 

H 

H 

H 

on 

Al 
8 


Or.  No.  9  w.  c. 

box  clasaifler. 
Or.  No.  8  w.  c. 

box  classifier. 
(/) 

Or.  No.  1  hj.  cL 

Or.  No.   1  w.  c. 

box  classifier. 
Oy.  No.  9  hy.  cl. 

&No.  ls.c.b.  cl. 
Ov.  No.  1  hy.  cL 


9^0T.No.ldis.t 


H 


Feed. 


Destination  of 


Bplgot  Products.   Orerflow. 


Ov.  No.  1  S.C  b.cl. 

Ov.  No.  1  hy.  cl... 
Ov.  No.  1  hy.  cl. 


Ta.  No.  6  Jig 

Or.  No.  1  w.  c.  b. 
cl.  (oc) 


To  No.  8  sL  table. 


Ov.  No.  9  w.  c. 
box  classifier. 
Ov.No.88.c.b.cl. 

Ov.  No.  1  w.  c. 

box  classifier 
Ov.  Nos.  1  and  2 

hy.  cl. 
Mid.  l.d.  ofsl.  t. 


Ot.  Nob.  1  and  9 
hy.  cl. 

ip) 

(PP) 

Ov.  No.  9  hy.  cl. 

Ov.  No.  4hy.  cl.. 

Ov.  Nos.  1  and  8 

hy.  cl. 
Ov.  Nos.  9  and  5 

hy.cl. 
Ov.  No.  1  w.  c. 

box  classifier. 
Ov.  hy.  cL 


AU  to  No.  6  Jigs. 

;ia)ToNo.  lsl.t. 
lb)ToNo.9sLt 

;9a)  Not  used 

(9b)ToNo.8sLt 
ToNo.  8sLt 

AlltoNa4sLt.. 

TV)  dis.  for  Rit  t. 

To  Woodbury 
▼annera 
To  slime  table. 

AUto  l.d.of  Ho. 

2  slime  table. 
(l)ToNo.  IsLt.. 
(8)ToNo.8sl.t.. 
(8)  To  Nos.  1  and 

8  8l.  t. 
;4)ToNo.  8  8l.  t 

l)(8)ToNo.7van. 
[3X4)  To  No.  8  van. 
(l)(9)ToNo.9van. 
(8X4)ToNo.lOvan 
ToNo.9sL  t.... 

ToNo.  98l.t .... 

To  slime  tables... 

(kk) 

inn) 
To  slime  tables... 
To  slime  tables.. . 

(M) 
T6^ 
Toi 
To^ 

Tovanners..... 
To  slime  table- 


pond. 
No.  8  w.  o. 

boxcL 
Waste. 

Wasta 

No.  1  dIs.  t 


Spigot  of  No.  1 
unwateringbox. 


Or.  No.  1  w.  c. 

box  clasirifier. 

H.  1st  set  of  c.  t.. 


m  To  No.  1  table. 
(9)  To  No.  9  table. 

(3)  To  No.  8  table. 

(4)  To  No.  4  table. 
ToSvanners... 


(«) 


Waste. 

No.  1  set  t. 
No.  1  set.  t. 

No.  9  w.  c. 

boxcl. 
No.  8  w.  e. 

boxcL 


No.  4  w.  a 
boxcL 
(e) 


No.  8  w.  c 
box  cL 
No.  1  set  t 

No.  9  w.  c. 
boxcL 
Vannexs. 

Waste. 

Wastei 

WastaL 

WastaL 

WastaL 

WastaL 

Waste. 

Nooei 

No.  9  w.  e. 
box  cL 
NalaelLt. 

No.  1  set  I. 

No.  9  w.  Q. 
box  cL 

Na  1  set  t. 
9d8etofe.t 


(a)  Gone  with  feed  about  6  inches  above  overfiow  (see  C,  Fig.  946).  (6)  Diameter,  (bb)  Rectangular  box 
with  a  cross  dam  91^  inches  hi«:h  and  a  vertical  deflector  1  inch  thick  and  8  inches  deep  plaoea  10  Inches 
from  the  feed  end.    (c)  Rectangular  box  with  a  cross  dam  to  its  full  height  and  four  spigots,    (cc)  MiddUaga 


and  each  side  slopine  65*.  (dd)  Box  with  two  compartments  each  with  one  side  vertical,  one  side  sloping  40*  and 
each  end  sloping  69k*  .  (e)  SomeUmes  to  No.  1  settling  tank  but  usually  to  pond,  (ee)  A  V  box  with  1  n>igot. 
Ends  are  vertical  and  sides  are  vertical  for  19  inches  and  then  slope  eSU*  to  the  bottom.  (/)  Spigot  ofNo.  1 
»— -^tering  box  and  middlings  of  No.  1  and  No.  9  slime  tables,    (ff)  A  V  Unk  with  hoppers,    (g)  This  also 
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has  a  9j-lDch  eooee  neck  which  is  not  used,  (gg)  A  V  tank  with  6  spigots  and  no  hoppers;  the  sides  are  verti- 
cal  for  12  inches  from  the  top;  the  feed  launder  is  at  one  end  and  is  84  inches  wide  and  3  inches  deep;  the 
overflow  is  over  the  whole  width  of  the  other  end  and  is  8  inches  deep,  (h)  This  is  a  goose  neck,  (hh)  A  V 
tank  with  5  spigots;  it  is  fed  by  a  transverse  launder  with  forward  pointing  auger  holes,  (t)  A  V  box  with 
three  cross  partitions  and  a  catch  hopper  at  the  end;  partitions  do  not  extend  to  the  bottom;  water  is  4  inches 
deep  over  tine  first  partition  and  8  inches  over  the  last,  ij)  These  two  values  are  the  top  and  bottom  widths 
respectively,  (i/)  V^ur  tiers  of  tanks  all  with  the  same  cross  section  and  with  several  spigots  in  each  tank. 
Ik)  A  V  tank  with  four  compartments  and  sixteen  spigots,  (kk)  Each  compartment  feeds  a  vanner.  ({)  Two  V 
tanks  side  by  side  with  twenty-four  spigots,  (m)  ApDroximately.  (n)  m  inch  for  first  tank,  ^  inch  for  sec- 
ond tank,  inn)  (1-4)  to  No.  1  slime  table;  (7—12)  to  No.  8  slhne  table;  (18—16)  to  No.  1  vanner;  (1&-18)  to  No. 
8  vanner;  (19—21)  to  No.  8  vanner;  (88—24)  to  No.  4  vanner.  (o)  Two  sets  with  4  in  series  in  each  set.  (oo)  A 
V  tank  with  4  spigots;  a  G-mesh  screen  catches  sticks  in  the  feed,  (p)  Overflow  of  No.  1  unwaterer.  of  Noe.  1 
and  2  hydraulic  classifiers  and  second  hutches  of  N.-w.  8  and  18  Jigs,  (pp)  Overfiow  of  Nos.  8  and  4  hydraulic 
classifiers  and  No.  8  un watering  box.  (q)  V  tanks  with  one  side  vertical;  there  is  a  distributor.  8  feet  6  inches 
long,  20  inches  wide  and  8  feet  deep  for  each  two  tanks;  each  tank  has  three  spigots,  (gq)  Each  tank  feeds 
four  vanners.  (r)  A  V  tank  with  two  spigots.  («)  Two  in  series,  (m)  A  V  tank  with  eight  spigots  and  three 
cross  partitions  with  openings  in  them  6  inches  above  the  bottom  of  the  tank  18  inches  high  taui  extending 
the  width  of  the  tank,  (t)  A  tank  with  eight  cross  V's  on  the  bottom  about  1  foot  9  inches  ^p;  a  distributor 
feeds  over  the  whole  2B  feet  at  one  end;  there  are  six  spigots  in  each  V  but  only  those  in  the  first  three  V's 
are  used,  (u)  Tank  with  two  cross  gates  and  one  cross  dam  and  with  four  spigots,  (p)  Four  sets  with  four  in 
series  in  eacli  set.  (to)  A  V  tank  with  four  spigots;  hoppers  formed  by  mud  reach  to  within  18  inches  of  the 
top  of  the  water,  (x)  A  V  tank  with  twelve  spigots  of  which  every  fourth  one  runs  at  a  time  while  the  other 
nine  are  catching  settlings,  (y)  Rectangular  with  a  dam  8  feet  from  the  feed  end  and  8  feet  below  the  top, 
making  two  compartments.    («)  Elach  compartment  separately  to  a  vanner. 
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Where  wooden  hoppers  are  not  provided  on  the  bottom  of  rectagolar  tanks, 
or  where  V  tanks  are  used  and  these  tanks  have  spigots  for  continuons  dis- 
charge distributed  over  the  bottom^  then  the  sediment  will  shortly  make  its 
own  hoppers  with  almost  the  same  regularity  as  those  made  of  wood.  These  sand 
or  slime  hoppers  are,  however,  not  regarded  with  favor,  as  they  are  liable  to 
petty  land  slides,  which  may  cause  derangement  and  temporary  clogging  of  the 
spigots. 

§  334.  Data  from  the  Mills. — ^In  this  group,  however,  the  author  is  forced 
to  place  a  great  variety  of  irregular  current  classifiers  which  only  imperfectly 
realize  the  ideal  whole  current  (see  Table  244).  Many  of  them  use  plunging 
streams  which  give  a  rapid  current  along  the  bottom  toward  the  tail,  favoring 
the  holding  of  particles  in  suspension  for  the  purpose  of  distribution  and, 
therefore,  hindering  settling.  Some  of  them  give  surface  currents  which  rush 
toward  the  tail  until  dissipated,  but  their  forms  are  not  calculated  to  realize 
the  advantage  of  surface  currents,  if  that  was  their  purpose.    Others  seek  by 


SECTION  ON  XY. 


PIO.  280. — SKETCH  OF  ERSKINE  RAMSEY  SLUDGE  TANK. 


other  means  the  accomplishment  of  the  same  result;  for  example,  Mill  24  uses 
a  series  of  four  tanks,  the  feed  to  each  of  which  has  a  tube  or  deflector  to  force  a 
strong  current  to  the  bottom,  and  thereby  prevent  quiet  settling,  while  favoring 
distribution.  Mill  40  has  cross  partitions  with  openings  in  them  near  the  bottom. 
These  hasten  the  current  and  prevent  settling,  again  favoring  distribution.  The 
idle  top  in  this  case  has  the  further  curious  effect  that  the  surface  water  is 
almost  perfectly  clear,  it  having  no  office  to  perform.  Mill  30  has  cross  parti- 
tions with  notches  cut  in  the  top  and  holes  left  at  the  bottom,  both  for  hasten- 
ing the  current  to  prevent  settling,  and  favoring  distribution.  In  all  cases, 
except  Mill  78,  the  discharge  is  by  a  continuous  spigot. 

Sizing  tests  of  the  products  of  the  classifiers  in  Mills  28,  30  and  38  are  given 
in  §  352. 

§335.  The  Ramsey  Sludge  Tank  (see  Fig.  280),  used  for  removing  waste 
from  fine  coal,  is  worthy  of  being  brought  to  the  notice  of  concentrating  works. 
It  consists  of  a  short  vertical  cylinder  with  a  conical  bottom  and  a  gate  c,  at  the 
apex,  for  removing  the  sludge.    Near  the  top  is  a  circular  deflecting  plate  a. 
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to  distribute  radially  the  water  and  sludge.  Above  it  is  a  vertical  pipe  for  feed- 
ing the  same,  and  beneath  it  a  vertical  discharge  pipe  b,  leading  to  pulsometer 
steam  pumps.  A  fresh  water  pipe  with  a  regulating  ball  cock  g,  is  also  pro- 
vided to  furnish  additional  water  in  case  the  quantity  falls  off.  The  water 
currents  are  indicated  by  the  long  arrows  and  the  falling  sludge  by  the  short 
arrows.  The  principle  of  distributing  and  settling  appears  to  be  very  perfect. 
It  yields  slate  and  pyrite  in  the  sludge,  while  the  lighter  coal  is  carried  over 
through  the  pulsometer  pumps  to  a  Bobinson  coal  washer. 

§  336.  BtJTTGENBACH's  SEPARATOR,  uscd  at  Tamowitz,  belongs  in  this  group. 
This  is  a  box  about  1  meter  square  at  the  top,  1X2  meters  at  the  bottom  and 
about  2  meters  high  (see  Figs.  281a  and  2816).  In  it  are  four  hoppers;  each 
about  1  meter  square ;  the  lower  two,  la  and  lb,  are  side  by  side,  the  other  two, 
II  and  III,  are  above  them,  and  one  over  the  other.  The  pulp  enters  the 
lower  two  through  a  column  tube  i,  being  divided  equally  between  them,  then 
rises  over  the  side  of  the  third  and  finally  over  the  fourth,  overflowing  from  it 
and  delivering  a  spigot  product  from  each  of  the  four  boxes,  the  first  two  being 
alike  and  mixed  together.  It  is  fed  with  2-mm.  stuff  at  the  rate  of  1.7  cubic 
meters  (1,700  liters)  pulp  per  minute,  containing  about  27  kilograms  of  solid 
material.    The  stuff  in  the  first  two  boxes  is  between  2  and  1  mm.  in  size. 


MUliBMten 

wo.  281a. — ^LONGITU-  FIG.      2  81  6. — 

DINAL  SECTION  OF  CROSS    SECTION. 
B  tJ  T  T  O  ENBACH^S 
SEPARATOR. 

About  18  kilograms  are  discharged  from  the  first  two  and  the  rest  from  the 
last  two  spigots  and  overflow.  The  apparatus  is  compact,  but  not  convenient 
to  control. 

§  337.  Labyrinths  and  Runs  are  whole  current  box  classifiers  in  which  the 
settled  product  is  allowed  to  accumulate,  the  apparatus  being  stopped  periodic- 
ally for  its  removal.  It  is  difficult  to  draw  lines  and  give  exact  definitions  of 
the  apparatus  included  under  this  head,  since  writers  differ  somewhat.  The 
author  will  use  the  word  labyrinth  to  signify  those  long,  narrow,  shallow  boxes 
which  increase  in  section  in  series  and  each  successive  member  of  which  is  fed 
by  the  overfiow  of  the  predecessor.  They  act  upon  the  principle  of  free  settling 
particles.  He  will  use  the  term  run  to  signify  those  boxes  of  like  form  which 
have  the  tail  built  up  by  additions,  as  the  sand  builds.  These  depend  in  the 
main  upon  the  free  settling  conditions,  but  instances  may  be  found  where,  by 
lessening  the  water,  widening  the  box  or  steepening  the  slope,  they  become  more 
like  tyes  (see  §  507),  which  act  by  the  sizing  action  of  a  film  of  water. 

Such  forms  as  these,  which  come  between  the  deeper  settling  box  and  the 
shallower  tye,  must  of  necessity  have  a  conflict  of  two  opposite  principles, 
namely,  that  of  the  settling  tank,  which  settles  the  largest  particle  at  the  earliest 
point,  and  that  of  the  film  sizing  huddle,  which  rolls  the  largest  grain  to  the 
furthest  point 
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The  labyrinth  is  practically  out  of  date  now,  but  as  it  does  exist  in  some 
places,  for  example,  in  Cornwall,  an  instance  is  given.*  It  is  composed  of  the 
following  parts  arranged  in  series  which,  after  being  charged  with  sand  or 
slime,  must  be  stopped  and  shoveled  out. 

let.  Two  shallow  troughs  in  series,  each  4  to  6  feet  long  and  10  inches  wide, 
the  head  end  being  deeper  than  the  tail.  The  first  yields  coarser  sand,  the 
second,  finer  material. 

2d.  A  number  of  troughs  in  series,  each  12  inches  wide,  12  inches  deep,  the 
total  length  being  90  to  100  feet.  The  width  may  increase  toward  the  taiL 
The  first  trough  may  slope  slightly,  say  0.06  or  0.07  inch  per  foot,  and  the 
last  one  not  at  all,  or  they  may  all  have  no  slope.  • 

3d.  Boxes,  6  to  10  feet  square  and  3  feet  or  more  deep,  there  being  three  or 
four  of  them  in  series. 

4th.  Boxes  similar  to  the  preceding,  but  of  larger  dimensions. 

6th.  Two  reservoirs,  each  with  an  area  of  several  hundred  square  yards,  may 
also  be  needed.    If  these  are  used,  some  of  the  other  boxes  may  be  omitted. 

The  disadvantages  of  this  apparatus  are:  (a)  It  is  an  intermittent  washer. 
(6)  The  shoveling  is  expensive.  (c)  The  settling  makes  compact  masses 
which  must  be  wetted  again  for  subsequent  treatment,  (d)  The  partial  drying 
causes  loss  by  greasy  flotation.  In  case  it  is  desired  to  run  continuously,  a 
duplicate  set  is  necessary,  one  set  being  filled  while  the  other  is  being  cleaned 
out. 

§  338.  Buns  formerly  had  an  extensive  application,  but  to-day  they  are 
found  in  but  a  very  few  mills  in  places  where  it  is  desired  to  extract  a  small 
amount  of  partially  concentrated  material  from  a  large  amount  of  low  grade 
sand.    They  have  the  same  disadvantages  as  labyrinths. 

As  described  by  Eittinger,  for  use  on  sand  up  to  1  mm.  diameter,  the  runs 
should  be  10  to  12  inches  deep  and  should  have  at  the  head  ends,  gates  elevated 
2  inches,  followed  by  dams  3  inches  high,  to  get  even  distribution.  At  the  tail 
end,  the  dam  is  built  up  of  1-inch  square  pieces  running  across  and  held  in 
place  by  cleats  on  the  sides.  A  new  piece  is  added  as  soon  as  the  building  of 
the  sand  demands  it.  The  sizes  recommended  for  each  cubic  foot  of  pulp  fed 
per  minute,  are  given  in  Table  245.  The  tail  of  No.  1  box  should  be  above  the 
feed  of  No.  2  and  so  on. 

TABLE  245. — SIZES  OF  RUNS  FOR  EACH  CUBIC  FOOT  OF  PULP  FBD  PER  UINUTB. 


Width. 

Length. 

Slope  in  18  Feet 

First  box 

Feet 

Feet. 
12 
18 
84 

ao 

Incfaea. 

LeveL 
Level 

QAcond  box 

Third  box 

Fourth  box 

In  Mill  45,  the  tailings  of  the  finishing  jigs  go  to  two  No.  1  runs,  the  over- 
flows of  which  go  to  one  No.  2  run.  The  dimensions  of  these  are  given  in 
Table  246.    They  yield  settlings  to  jigs  and  final  overflow  to  waste. 

TABLE  246. — RUNS  IN  MILL  45. 


Length. 

Width. 

Depth. 

Slope. 

Interval  of 
Cleaning. 

No.  1  run 

No.  8  run 

Ft.    In. 
12     8 
53     0 

Ft.    In. 
8     0 
8     7 

Ft.    In. 
1      IK 
0    11 

Deg.  Min. 
1     85 
0     46 

Hoan. 

6 

84 

Mill  79  has  a  rough  form  of  classifier  without  hydraulic  water,  and  with  a 
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whole  current,  and  it  is  somewhat  similar  to  tyes  and  runs  m  its  action.  It 
consists  of  a  launder  15  feet  long,  16  inches  wide  and  16  inches  deep.  Vanner 
tailings  are  fed  at  the  middle  and  flow  toward  the  two  ends,  discharging  graded 
products  through  1-inch  holes,  of  which  there  are  six  distributed  through  the 
length  of  each  half  and  one  in  the  middle,  thirteen  in  all.  These  products  go 
to  13  riflBe  boxes,  where  some  of  the  heavier  stuff  is  caught,  while  the  lighter 
material  passes  over  to  three  other  classifiers  similar  to  the  preceding.  The 
one  for  the  coarser  material  is  30  feet  long,  10  inches  wide  and  13  inches  deep. 
The  bottom  is  level  and  has  sixteen  holes  in  it,  each  1  inch  in  diameter,  which 
deliver  graded  products  to  sixteen  canvas  tables.  The  two  classifiers  for  the 
finer  material  have  no  slope  and  are  each  .42^  feet  long,  10  inches  wide  and  13 
inches  deep  and  each  has  23  holes  1  inch  in  diameter  for  spigots  with  a  dam  or 
riffle  block  1  inch  high  and  1  inch  thick,  running  across  the  trough  just  beyond 
each  hole.  The  water  is  3  inches  deep  at  the  head  end  and  2|  inches  at  the  tail. 
The  products  of  these  spigots  go  to  46  canvas  tables. 

VI.  Distributing  Tanks. 

§  339.  These  are  usually  long  tanks  fed  at  one  or  more  points  along  the  side 
(see  Table  247).  They  give  a  simple  way  of  getting  like  quality  and  quantity 
of  whole  pulp  to  a  number  of  slime  machi^^s,  but  they  tend  to  give  a  rich, 
unsettled  overflow.  All  the  distributing  tanks  in  the  table  are  of  V  section 
and  discharge  by  continuous  spigots.  The  author  is  in  doubt  as  to  whether 
the  tank  of  Mill  46,  Table  247,  may  not  belong  in  whole  current  box  classifiers. 
The  capacity  of  these  tanks  is  unknown,  but  the  reader  can  get  an  idea  of  the 
quantity  of  ore  and  the  number  and  kind  of  machines  which  contribute  the 
pulp,  by  consulting  the  scheme  of  mills.  Chapter  XX.  The  capacity  of  each 
tank  in  Mill  48  is  40  tons  dry  weight  per  24  hours. 

,      TABLE   247. — ^DISTRIBUTING   TANKS. 

Abbreriatlona— Ftsfeet;  hy.  cl.= hydraulic  classifier;  Iii.=iiiche8;  M.=middlliig8of;  No.=number; 
Oy.sorerflow  of;  bL  t=8lime  tables;  Ver.= vertical;  w.  c.  box  c].= whole  current  box  claasifler. 


80 

84 
84 
44 

46 
47 

48 


Design. 


AVtankCa). 
(See  Pig.  A.) 

V  tank(6y... 

V  tank  (e)... 
A  V  box  id). 

,  ee  Tig.  R) 
A  V  tank  (e).. 

V  tanks (0^... 
(fcXSee^.C) 


Length 


Width 
at  Top. 


Ft  In. 

60  d 

90  0 

90  0 

9  6 

15  0 

14  0 


Ft.  In. 

4  0 

2  8 

8  8 

4  5 

4  0 

4  6 

4  6 


Width 

at 
Bottom 


Ft  In. 
1    8^^ 


1  9 
1  8 
8   6 


Depth. 


Ft  In. 

8  ^ 

9  6 
8  6 
8  6 

4  0 

4  0 

6  0 


Slope  from 
Horizontal 


of       of 
Sides.  Ends. 


70« 
70« 
61» 

74H« 

68» 

Sla- 


ver. 

Ver. 
Ver. 
Ver. 

Ver. 
Ver. 

Ver. 


n 


In. 


%qv. 


Fsed. 


No.  1  w.  c. 
box  classifier. 
Gt.  No.  Ihy.d.. 
Mid.  si.  table.... 
Or.  No.  Ihy.d.. 

Oy.No.lhy.cl.(/) 

(0 
Ov.No.lhy.cl.. 


Destination  of 


Settlings.   Oveiilow. 


To  6  vanner 

To48l.  t... 
To  7  vanner 
TosLt.... 

TosLt.... 

Tosl.  t 

To  si.  t  (m) 


No.  8  w.c. 
boxcl. 
Waste. 
Waste. 
Waste. 

Wasta 
Waste. 
Waste.     . 


(a)  A  V  tank  with  18  spigots.  Fed  at  side  by  three  distributing  boxes  each  8  feet  long,  8  inches  wide,  4 
inches  deep,  and  feeding  over  a  straight  edge  8  feet  long.  (6)  A  vtaak  ¥rlth  86  spigots.  Fed  over  the  side  at 
various  DOints.  (e)  A  V  tank  with  40  spigots.  Fed  over  the  side  at  various  points.  (<l)  A  V  box  made  of 
8-inch  pumk;  one  for  every  steam  stamp,  (e)  A  V  tank  with  two  or  three  spigots.  (/)  Also,  middlhigs  of 
table;  settlings  of  No.  8  settling  tanks;  Ideve  tops,  (a)  V  tanks  with  four  spig(^;  larger  ones  are  fed  at  mid- 
dle and  overflow  the  ends;  smiJler  ones  fed  at  one  end  and  overflow  at  the  other,  ih)  Two  are  90  feet  and  four 
ara  16  feet  «)  Five  treat  overflow  of  No.  1  hydraulic  classifier;  one  treats  kieve  tops  and  table  middUngs.  U) 
There  are  two  for  each  of  four  steam  stamps  and  one  for  one  steam  stamp,  (k)  Each  tank  has  four  spigots 
and  two  hydraulic  classifiers  feed  each  tank.  (2)  Each  tank  has  two  ^-inch  spigots  and  two  9^inch  spigots, 
(m)  A  ^-inch  and  a  i^inch  spigot  to  each  table. 
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At  Priedrichessegcn  an  apparatus  is  used  with  48  pointed  boxes  in  two 
rows,  side  by  side.  The  pulp  moves  forward  through  24,  and  returns 
through  24.  Each  box  is  6  feet  long,  6  feet  4  inches  wide  and  6  feet  8  inches 
deep.  Each  box,  after  the  first  four,  has  at  95  mm.  below  the  surface  of  the 
water,  a  pipe  for  taking  off  surface  water  to  be  carried  back  and  used  on  the 
dime  tables.  In  this  way,  the  need  for  widening  the  boxes  is  avoided.  The 
spigot  products  are  grouped,  taking  four  spigots  from  each  row  to  contribute 
to  each  product ;  for  example,  the  first  product  receives  pulp  from  Nos.  1,  2,  3, 
4,  46,  46,  47  and  48  spigots ;  the  second  from  Nos.  5,  6,  7,  8,  41,  42,  43  and  44 
spigots,  and  so  on.  While  the  pointed  boxes  would  naturally  place  it  among 
sumoe  current  box  classifiers,  the  mo<}e  of  combining  the  spigot  products  undoes 
this  work  and  the  apparatus  appears,  therefore,  to  be  more  of  a  distributing 

VII.  Unwaterino  Boxes. 

§  340.  These  are  used  to  lessen  the  water  carried  by  an  unfinished  product, 
wluch  may  range  up  to  quite  coarse  sand  (see  Table  248).  As  a  rule,  the 
spigot  product  contains  all  the  value.  The  overflow  is  thrown  away,  unless 
the  water  is  to  be  saved  and  used  over.  As  their  sole  use  is  to  settle  the  sands, 
without  any  attempt  at  classification,  the  ideal  design  should  use  a  whole  current. 
The  great  variety  of  designs  found  in  the  mills  show  that  this  plan  has  not 
been  adopted  as  a  rule,  and  the  unwaterers  are,  therefore,  often  larger  than  is 
needed,  although  smaller  than  the  classifiers  of  groups  IV.,  V.  and  VI.  They 
may  be  used  to  unwater  the  earlier  spigots  of  a  classifier  previous  to  jigging. 
They  may  unwater  the  tailings  of  an  earlier  jig  sieve  before  feeding  them  to 
the  later  sieve.  They  may  unwater  the  feed  pulp  of  a  classifier  (see  Mills  25, 
41  and  43),  in  which  case  the  overflow  may  be  of  value  and  is  treated  accord- 
ingly. They  may  unwater  the  middlings  or  tailings  of  jigs  preparatory  to 
recrushing.  They  may  unwater  the  middlings  of  slime  tables  preparatory  to 
finishing  them.  The  designs  given  in  Table  248  all  discharge  continuously  by 
spigots,  except  two  (Mills  87  and  88),  and  from  these  the  sand  is  easily 
shoveled  to  stamps.  A  sizing  test  of  the  overflow  of  an  unwatering  box  in 
Mill  38  is  given  in  §  352. 

The  Mayflower  mill  of  Colorado  uses  the  boot  of  its  elevator  box  as  an  un« 
waterer  for  the  tailings  of  jigs,  the  fine  overflow  being  sent  to  amalgamated 
plates,  and  the  coarse  elevated  to  stamps. 

VIII.  Settling  Tanks. 

§  341.  General. — ^These  are  used  to  settle  finished  products,  whether  con- 
centrates or  tailings,  from  currents  of  water.  Settling  tanks  are  of  Iwo  kinds : 
(1)  Those  which  collect  the  great  quantity  of  coarser,  heavier  grains;  (2). 
Those  which  take  the  overflow  of  (1),  collecting  the  last  of  the  fine  grains  that . 
it  will  pay  to  save.  In  regard  to  the  first  kind,  they  are  generally  designed  for 
ease  of  receiving  their  products  and  of  delivering  the  settlings  to  the  store  bins 
or  cars.  Many  good  designs  of  these  in  the  mills  are  given  in  Table  252.  In 
regard  to  the  second  class,  or  settling  tanks  proper,  the  mill  man  will  desire 
to  get  the  greatest  effect  from  the  least  cubic  contents  of  the  tank  and  the  prin- 
ciples involved  will  be  discussed  with  that  idea  in  view. 

To  make  the  most  of  a  settling  tank,  it  must  have  a  whole  current,  that  is 
to  say,  one  of  uniform  velocity  from  side  to  side,  from  end  to  end  and  from  top 
to  bottom.  The  means  of  getting  a  whole  current,  the  relation  of  speed  of 
current  to  size  of  grain  to  t«  settled,  and  the  relations  of  length,  width  and 
depth,  are  the  important  factors. 
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TABLE   248. — UNWATERINQ  BOXES. 

Abbreviations. ->Coiicent.=concentrate8;  el.=elevator;  Ft.=feet;  hy.  cl.=  hydraulic  classifier;  H.  M.= 
Huntington  Mill;  In. = inches;  mid. = middlings  of;  N.=none;  No. = Dumber;  Ov.= Overflow  of;  Rect.= rect- 
angular; Re8er.= Reservoir;  s.  c.  b.Gl.=surface  current  box  classifier;  set. = settling;  sp.=8pigot;  T.=tailing8 
of;  Un.=underslze  of;  yer.= vertical;  w.  c.  box  cl.=whole  current  box  classifier. 


i 

1 

81 

1 

86 

8 

87 

87 

87 

87 

41 

48 

48 

48 

86 

87 

88 

98 

OS 

Design. 


Length 


Width. 


Depth. 


u 


5*5 


Feed. 


Destination  of 


Spigot  Products.   Overflow. 


Pointed  box  d 
Pointed  box  b 

(See  Fig.  A.) 
Same  as  pre- 
ceding. 
Same  as  pre- 
ceding. 
lect.ta  _ 
(See  Fig. 


ftect.tank(/) 
(See  Fig.  B.) 
Ytank. 


Vtank(i)... 

spigots. 
RectCO 


Pointed  box.. 
Rect.(o)... 


Rect(o).  (See 

Fig.D.) 
Cone.  (C 

Fig.  E.) 
Cone.   (See 

Fig.F.) 


Ft.  In. 
8     U 

18     0 

1    11 

1    11 

1    11 

8     0 

6     0 

16     0 

18     0 

6     0 

0 

0 

8 

6 

6 


Ft.  In. 
8     0 

8 

1 

1 
1 

1 

6 

4 
8 
8 
10 
6 


Ft.  In. 
8     8 


68» 
68- 


tse* 


eoo 


68» 
46» 
48« 
48» 
48« 

Ver. 

Ver. 

Ver. 

Ver. 


c\ 


Mid.  Jigs,  4.6  mm. 

to  0. 
Ov.  No.  6  s.  c.   b. 

cl. 
Istsp.  No.  1  hy.  cl. 

8d  sp.  of  same 


Byel.  toH.  M 

No.  1  w.  c.  box  cl. 

No.9jig 

No.  10  Jig 


68« 


68« 


1    1« 


78«» 
67» 


N. 
N. 


8d  sp.  of  same. 

T.  Noe.  6,  8,  8  A  10 
iigs,  8.88mm.  too. 
Jn.  No.  4  trommel, 
8.8  mm.  to  0. 

Ov.  No.  Ihy.  cl.... 

Un.  No.  8  trommel, 

8  mm.  toO.' 
Concent,  from  No. 

6el.,  11.1  mm.  too. 
T.  Nos.l,8&3jig8, 

4-mesh  to  0. 
T.Nos.  1,8,8,4^6 

jigs,  8-mesh  to  0. 

r.No8.1and8jigs, 

8  to  10-mesh. 
T.Nos.land4JigB, 

10-mesh  to  0. 
Between     two 

halves  of  Jigs. 


No.  11  Jig 

Feeder  for  H.  M... 

No.  1  hy.  classifler. 

By  el.  to  No.  8  hy. 
classifier. 
No.  8  hy 


(1)  No.  8  set  tanks. 
(8)  No.  5  set.'tanks. 
Stamps  (n) 


Stamps.. 
Stamps. 


Wsste  or  to  anoth- 

Jig- 
Second  half  of  Jig. 


Waste. 

Reser.  (d) 

Waste. 

Waste. 

Waste. 

Waste. 

(0 

No.  1  set 
tank. 
(*) 

(m) 
Waste. 

(P) 
Waste. 
Waste. 
Waste. 


(a)  Pointed  box  with  8  inches  vertical  at  top.  (6)  Pointed  box  with  4  feet  8  inches  vertical  at  top .  Fed  at  one 
end  over  full  width.  Two  spigots  at  bottom  and  one  in  side  18  inches  below  top  and  6  inches  from  overflow,  (c) 
This  is  the  lower  spigot;  the  upper  is  6  inches  diameter,  (d)  Top  spigot  to  trommel,  (e)  Feed  board  at 
one  end  is  level  and  1  inch  above  the  overflow.  (/)  Rectangular  tank  with  sloping  bottom,  and  also  the  lower 
part  of  the  sides,  {g)  This  is  at  the  top;  the  bottom  width  is  6  inches,  ih)  About.  (Q  Some  later  tank.  (J) 
A  V  tank  with  its  upper  89  inches  vertical  and  with  4  spigots,  (fc)  Pipes  to  No.  8  and  No.  9  Jigs  and  over- 
-       ^_  _^  .  ..V  «   _.         .         ....  .  .     .  __.     .  .        -.    .      J      ^^Yi  a  gate.    Pipe  is 

rfth  valve,     (m)  Water  for 

__     ,,  „  _)  Rectangular,  with  overflow 

18  inches  above  bottom,    (p)  Clear  water  for  stamps,   (g)  Rectangular,  with  two  cross  dams,   (r)  Diame- 
ter,  (s)  In  a  8-inch  hole. 


no.  A 


jf^r 


§  342.  Means  of  Getting  a  Whole  Current  will  be  first  considered.  The 
water  may  be  made  to  lose  its  quality  of  a  plunging  stream  by  being  fed  in 
through  a  perforated  grating  /  (Fig.  282),  behind  a  partition.  If  it  then 
passes  through  a  perforated  partition  e,  the  stream  will  issue  in  little  jets,  each 
widening  until  they  coalesce  into  one  whole  current.  If  at  the  other  end  the 
water  finds  a  perforated  partition  g,  and  behind  it  the  suction  due  to  the  ove> 
flow,  it  will  be  drawn  from  the  bottom,  as  well  as  from  the  top,  as  a  whole  cur- 
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rent  and  discharged.  The  perforated  partitions  e  and  g,  if  made  removable, 
would  simplify  the  cleaning  up.  Pulp  must  have  first  passed  through  a  screen 
to  remove  fibre  and  chips,  before  coming  to  this  tank. 

A  simpler  scheme,  which  theoretically  is  not  quite  so  good,  is  to  distribute 
the  pulp  evenly  across  the  inlet  end  and  to  break  up  local  currents  by  two 
gratings,  made  up  of  vertical  bars  1  inch  square,  with  1-inch  spaces,  the  bars 
of  the  second  grating  staggered  with  those  of  the  first.  A  similar  set  should 
be  placed  at  the  tail  end  of  the  tank.  If  it  is  desired  to  discharge  continuously 
either  of  these  tanks,  the  bottom  can  be  divided  up  into  hoppers  with  sides  slop- 
ing 50^,  and  spigots  may  be  chosen  small  enough  to  give  pulp  of  the  desired 
density,  provided  the  fibre  and  chips  are  out  of  the  pulp. 

§  343.  The  Eelation  op  Speed  of  Current  to  Size  op  Grain. — The 
smaller  the  grain  of  any  given  mineral,  other  things  being  equal,  the  slower 
will  it  settle,  and  the  slower  must  be  the  current  from  which  it  is  to  be  settled. 
In  general  any  given  particle  of  water  must  remain  in  the  settling  tank  a 
length  of  time  equal  to  the  time  needed  for  the  smallest  particle  of  ore  to 
settle  from  the  top  of  the  tank  to  the  bottom.  This  will  be  understood  by 
referring  to  the  discussion  of  the  path  of  the  particle,  in  the  next  paragraph. 

The  path  of  a  particle  settling  in  a  horizontal  whole  current  of  water  will 
be  the  diagonal  of  the  parallelogram  of  which  the  vertical  component  ab  (Fig. 
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FIG.  284. 


283),  represents  the  velocity  of  falling  in  water  and  the  horizontal  the  velocity 
of  the  current  in  the  tank.  This  diagonal  at  the  start  will  vary  slightly  from 
a  straight  line,  because  the  particle  has  a  short  period  of  acceleration  to  reach 
its  full  velocity,  and  it  will  probably  vary  somewhat  all  along,  owing  to  the 
inversion  of  the  current,  that  is,  the  occurrence  of  upward  currents  in  any 
horizontal  stream  of  water.  This  inversion,  however,  diminishes  as  the  current 
lessens  its  speed,  and  the  speeds  here  discussed  are  very  small. 

As  the  different  sizes  and  specific  gravities  of  grains  have  different  speeds  of 
settling  in  water,  it  follows  that  their  paths  will  have  different  slopes,  the  quick 
settling,  steeper,  and  the  slow  settling,  gentler.  There  will  be  some  particles 
so  fine  that  they  will  not  settle  in  a  week.  It  becomes  necessary,  therefore,  to 
decide  upon  a  minimum  size  of  grain  that  the  tank  is  to  settle,  and  to  run  the 
current  at  a  rate  which  will  settle  that  grain. 

§  344.  Belations  op  Length  and  Width  to  the  Settling. — Before  dis- 
cussing the  relations  of  the  length,  width  and  depth,  let  it  be  assumed  that  one 
foot  of  water  above  the  sediment  in  a  settling  tank  is  deep  enough  for  settling, 
and  that  this  distance  is  a  minimum  upon  which  the  deposition  of  sediment  is 
not  to  be  allowed  to  encroach.  That  is  to  say,  the  tank  must  be  made  deep 
enough  so  that  after  it  has  settled  its  charge  and  it  is  time  to  clean  it  out,  there 
18  still  one  foot  of  water  above  the  sediment. 

''laving  the  minimum  depth  at  one  foot,  let  us  next  consider  the  relations  of 
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length  and  width  to  the  settling  of  ore  particles.  For  this  purpose  let  us  suppose 
we  have  three  tanks,  as  shown  in  Fig.  284,  with  the  following  dimensions :  Tank 
A  is  76  feet  long,  3  feet  wide;  tank  B  is  16  feet  long,  16  feet  wide;  tank  C  is 
3  feet  long,  75  feet  wide.  These  all  have  225  square  feet  of  area.  If  in  all 
these  tanks  a  perfect  whole  current  exists,  then  A  will  be  the  poorest  and  G 
the  best  settling  tank,  because  the  faster  the  current,  the  more  will  the  settling 
be  disturbed  by  inversion  current  and  the  poorer  will  be  the  settling.  Suppose 
each  of  these  tanks  is  fed  at  the  rate  of  15  cubic  feet  per  second,  then  tank  A 
has  a  current  whose  velocity  is  5  feet  per  second;  tank  B,  1  foot  per  second, 
tank  C,  0.2  foot  per  second.*^  In  each  tank  it  takes  15  seconds  for  a  particle  of 
water  to  traverse  the  tank,  so  that  in  ^i  a  particle  has  16  seconds  to  settle  in  a 
current  of  5  feet  per  second;  in  £  a  particle  has  15  seconds  to  settle  in  a  cur- 
rent of  1  foot  per  second ;  in  0  a  particle  has  15  seconds  to  settle  in  a  current  of 
0.2  foot  per  second.  The  inversion  current  will  be  strong  in  A,  weak  in  B,  and 
almost  absent  from  0. 

Other  things  being  equal,  then,  it  is  clear  that  0  is  a  much  more  perfect 
tank  than  B,  and  B  than  A.  To  realize  these  conditions,  however,  a  perfect 
whole  current  feed  and  whole  current  discharge  (see  Fig.  282),  must  be  pro- 
vided. The  longer  the  tank,  the  easier  it  is  to  get  these.  For  this  reason,  tank 
C  is  clearly  impossible  and  for  the'  reason  previously  given,  tank  A  is  certainly 
unwise.  There  will  be  between  the  two  a  tank  that  will,  with  the  most  perfect, 
practical  distribution  of  feed  and  gathering  up  of  overflow,  be  as  short  and  as 
wide  as  is  practicable,  and  this  is  probably  tank  B.  Tank  B  may  be  said  to 
largely  overcome  the  disturbing  quick  current  of  A  on  the  one  hand,  and  on 
the  other,  the  diflSculty  of  perfect  distribution  of  feed  and  gathering  up  of 
overflow  of  tank  C 

'  §345.  Relation  of  Length  to  Depth. — ^The  relation  of  length  to  depth 
may  be  understood  by  referring  to  Fig.  283,  from  which  it  will  be  clear  that 
there  are  two  extreme  paths  a  water  particle  may  take,  namely,  from  a  to  d 
direct,  or  by  the  longer  path,  a,  h,  c,  d.  The  two  perforated  plates  largely  over- 
come the  tendency  of  the  water  to  take  the  shorter  path.  If  the  taii  is  very 
short  and  deep,  the  tendency  may  be  increased  and  it  may  be  necessary  to  plug 
the  alternate  holes  of  the  upper  part  of  the  perforated  partitions  e  and  g. 

The  longer  the  tank  with  reference  to  the  depth,  the  less  is  this  tendency  to 
hasten  the  surface  current.  This  is  well  shown  in  Table  249,  which  gives  the 
ratios  of  the  shortest  to  the  longest  path  for  different  lengths  of  tank,  the  depth 
being  taken  as  unity  in  each  case.  A  decrease  of  depth  not  only  diminishes 
the  difference  of  the  paths,  but  it  may  save  mill  height 

TABLE  249. — ^RATIO  OF  PATHS  FOB  DIFFERENT  LENGTHS. 


Dei»tlL 

Length. 

Ratio. 

ab 
abed 

Depth. 

Length. 

Batto. 
ab 

abed 

1 

1 
1 

9.6 
6.0 
7.6 

0.666 
0.714 
0.789 

1 
1 

10.0 
16.0 

0.888 
0.888 

§346.  Helation  of  Width  to  Depth. — Considering  next  the  relation  of 
width  to  depth,  we  find  that  in  two  tanks  with  the  same  cross  section,  an  ore 
particle  reaches  the  bottom  sooner  in  the  shallow  tank.  For  example,  if  a 
tank  16  feet  wide  and  1  foot  deep  be  compared  with  one  3.873  feet  wide  and 
3.873  feet  deep  which  has  a  cross  section  of  the  same  area,  both  tanks  having 
the  same  velocity  of  current,  the  latter  will  take  just  3.873  times  as  long  to 
settle  particles  from  its  top  layer  to  the  bottom,  and  must,  therefore,  be  just 
3.873  times  as  long  as  the  shallow  tank,  to  do  the  same  work.    This  increase  of 
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length  increases  the  cubic  contents  of  the  deep  tank  to  3.873  times  that  of  the 
shallow  tank. 

§  347.  Calculation  op  Dimensions. — From  the  facts  already  presented  we 
see  that  it  is  possible  to  calculate  the  quantity  of  pulp  a  given  size  of  tank  will 
settle  when  the  minimum  size  of  grain  to  be  saved  is  known,  or  on  the  other 
hand,  what  is  more  of  importance  to  the  mill  man,  to  calculate  the  dimensions 
of  a  tank  necessary  to  treat  a  given  quantity  of  pulp.  The  various  steps  of 
the  latter  calculation  are  shown  in  Table  250.  The  first  column  gives  a  range 
of  sizes  of  quartz.  The  second  gives  the  velocities  of  settling  of  the  slowest 
grains  taken  from  the  curve  (Pig.  287).  The  tank  is  assumed  to  be  1  foot 
(304.8  mm.)  deep  in  all  cases.  The  third  column  gives  the  time  that  the 
.  particles  must  be  in  the  tank  to  settle  the  distance  of  1  foot,  by  dividing  304.8 


TABLE  250. — ^DIMENSIONS  OP  TANKS  1   POOT 

DEEP,  FOB 

SETTLING  VARIOUS  SIZES 

OP  QUAETZ  FROM 

1   CUBIC   FOOT 

OP  PULP 

PER  MINUTE. 

For  a  Tank  Fifteen  Feet  Long 

For  a  Square  Tuik. 

Diameter 

Velocity  of 

Time  to  Settle 
One  Foot 
(804.8  mm.). 

(4»579  mm.). 

of  QuarU 
Particlee. 

Width  for  each 
Cubic  Foot  Fed 

Velocity  of 
Current 

Lansth  and  Width 
for  £ach  Cubic  Foot 

Velocity  of 
Current 

per  Second. 

per  Second. 

Fed  per  Second. 

per  Second. 

Mm. 

Mm. 

Seconds. 

Mm. 

Mm. 

Mm. 

Mm. 

1.6 

117 

9.M6 

69.04 

1,766 

491.9 

189 

1.9 

100 

8.048 

61.94 

1,600 

689.9 

175 

1.0 

86 

8.666 

72.87 

1,975 

6T7.9 

161 

0.9 

77 

8.968 

8D.48 

1.166 

606.9 

168 

0.8 

68 

4.489 

91.07 

1,090 

645.8 

144 

0.7 

60 

6.060 

108.8 

900 

667.0 

136 

0.6 

61 

6.976 

191.4 

786 

744.9 

196 

0.6 

49 

7.957 

147.6 

680 

891.1 

118 

0.4 

88 

0.996 

187.7 

496 

996.8 

100 

0.8 

98 

18.86 

981.6 

890 

1,184 

81.9 

0.8 

19 

96.40 

616.1 

180 

1686 

60.6 

0.1 

4 

76.80 

1,548.4 

60 

9,661 

84.9 

0.075 

(o)8    ^ 

101.60 

9,066     * 

46 

8,079 

80.9 

0.060 

(o)«    • 

169.40 

8,007 

80 

8^764 

94.7 

0.096 

a  1 

804.80 

6,194 

16 

6^889 

17.5 

(a)  These  were  estimated. 

successively  by  the  rates  in  the  second  column.  The  fourth  column  gives  the 
width  necessary  for  each  cubic  foot  fed  per  second  in  a  tank  15  feet  (4^572 
mm.)  long.  It  is  obtained  by  multiplying  1  cubic  foot  (28,316,847  cu.  mm.), 
by  the  time  and  dividing  the  result  by  the  product  of  the  length  by  the  depth. 
The  fifth  column  gives  the  velocity  of  current  in  a  tank  15  feet  long,  by  divid- 
ing the  length  by  the  time.  The  sixth  column  gives  the  length  and  wiath  of  a 
square  tank  receiving  1  cubic  foot  of  pulp  per  second,  and  is  obtained  by  multi- 
plying 1  cubic  foot  by  the  time,  dividing  by  the  depth  and  taking  the  square 
root  of  the  result.  The  velocities  of  the  currents  in  these  tanks  are  shown  in 
the  seventh  column  and  are  obtained  by  dividing  the  length  by  the  time.  It 
should  be  noted  that  for  a  tank  15  feet  long,  the  width  in  the  fourth  column  will 
increase  directly  as  the  number  of  cubic  feet  of  feed,  while  for  a  square  tank 
the  dimensions  in  the  sixth  column  increase  directly  as  the  square  root  of  the 
number  of  cubic  feet  of  feed. 

As  it  may  be  important  to  decide  the  length  and  width  of  a  tank  for  settling 
fine  material  of  other  sizes  than  those  given  in  Table  250,  the  following  formula 
is  given: 

Let  i;  be  the  velocity  in  mm.  per  second  that  the  grain  settles;  let  jD  be  the 

depth  of  tank  in  mm.;  then  — =seconds  for  the  grain  to  settle  to  the  bottom; 
let  L  be  the  length  of  tank  in  mm. ;  then  -^=  -^^=velocity  of  current  in  tank 
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in  mm.  per  second ;  let  W  be  the  width  of  tank  in  mm. ;  let  V  be  the  volume 
of  feed  water  in  liters  per  second;  then  WD  -^=Tfii;= volume  in  cubic  mm. 

of  feed  to  tank  per  second;  and  77^7^777^7^=  T^= volume  of  feed  water  in  liters 

per  second.  If  we  are  given  all  but  one  of  these  values,  the  remaining  one 
may  be  obtained.  Ordinarily  the  mill  man  knows  V  and  v,  or  if  he  does  not 
know  V,  he  will  know  the  diameter  of  the  particle  to  be  settled,  from  which  he 
can  get  v  by  reference  to  Fig.  287.  All  he  will  then  need  to  know  is  W  and  L. 
On  the  square  tank  basis,  which  the  author  favors,  T7=L  and  the  formula  then 
gives  the  value  of  these  two.  If  a  rectangular  tank  15  feet  long  be  desirable, 
then  the  formula  will  give  W  by  inserting  in  it  the  value  L=:4,572  mm.  (15 
feet).  Thus,  if  we  assume  that  0.0125  mm.  diameter  quartz  is  as  fine  quartz 
as  it  will  pay  to  settle,  and  that  this  particle  settles  one  foot  in  610  seconds, 
then  we  must  provide  a  tank  which  takes  610  seconds  for  the  current  to  traverse. 
Such  a  tank  for  1  cubic  foot  per  second,  if  4,572  mm.  (15  feet)  long,  will  be 
12,395  mm.  (41  feet)  wide,  and  being  twice  as  wide  as  it  is  long,  it  should  be 
divided  into  two  nearly  square  tanks. 

The  author  is  of  the  opinion  that  square  tanks,  with  1  foot  minimum  depth 
of  surface  water,  are  best  in  all  cases,  but  when  the  tank  would  figure  out  larger 
than  15  feet  on  a  side,  it  is  better  to  use  two  or  more  square  tanks.  For  practical 
use.  Table  251  has  been  computed  from  the  formula  to  show  the  cubic  feet  of 
pulp  that  can  be  fed  per  second  to  a  tank  15  feet  square  for  various  sizes  of 
quartz  grains. 

TABLE  251. — CAPACITIES  OF  A  TANK  15  FEET  SQUARE. 


Size  of  Grain 

Amount  that  Can 

Size  of  Grain 

Amount  that  Can 

to  be  Settled. 

be  Fed  per  Second. 

to  be  Settled. 

be  Fed  per  Second. 

Mm. 

Cubic  Feet. 

Mm. 

Cubic  Feet 

1.5 

86.86 

0.4 

84.86 

1.8 

78.88 

0.8 

16.84 

1.0 

68.74 

0.8 

8.86 

0.0 

66.84 

0.1 

8.968 

0.8 

60.80 

0.075 

8.814 

0.7 

44.80 

0.060 

1.476 

0.6 

87.65 

0.085 

0.788 

0.6 

81.00 

§348.  Practical  Limits  of  Settling. — If  tests  on  the  overflow  of  the 
tank  show  the  grains  going  off  to  be  rich  in  precious  metals  (arsenides  or  chloride 
of  silver,  telluride  of  gold,  etc.),  the  cure  will  be  to  diminish  the  current  by 
increasing  the  number  of  tanks  in  parallel.  This  principle  is  particularly  worthy 
of  consideration  in  the  case  of  tailings  of  amalgamation. 

If  1  foot  depth  of  water  is  the  minimum  allowed,  then  the  tank  may  be  made 
sufficiently  deep  to  catch  the  settlings,  and  when  it  fills  with  sediment  within 
1  foot  of  the  top  of  the  water,  it  is  time  to  clean  it  out  and  start  again.  This 
increased  depth  during  the  earlier  settling  might  seem  to  require  a  longer  tank, 
but  this  is  not  so,  for  it  corrects  itself.  The  extra  depth  of  2,  3  or  more  feet 
will  reduce  the  speed  of  the  current  to  i,  J,  or  less,  and  therefore  give  the  desired 
time,  two,  three  or  more  times  as  long,  for  settling  the  minimum  particle.  This 
fact  that  the  capacity  of  a  tank  for  settling  is  independent  of  the  depth  has  been 
also  shown  in  §  347,  where  the  depth  cancels  out  in  the  derivation  of  the  formula 
and  does  not  appear  in  the  final  result. 

A  tank  of  this  description  will  fill  up  at  the  feed  end  with  the  heaviest  grains ; 
the  Jbank  will  slope  downward  toward  the  tail  end,  where  the  finest  settlings  will 
be  found.    If  then,  15  feet  is  long  enough  for  a  unit  tank  to  fill  up  at  the  feed 
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TABLE   252. — SETTLING   TANKS. 

Abbre?iatkmi.~Ain. sftmalgamatlng;  C.sconoentrates  of;  can.  tscanvas  tables;  Ooo.=coiitliiuoiidT; 
Oon.  Bp.=ei>Igot8  run  continuously;  or.  par.scroes  partitions:  dr.ssdrainings  of ;  Ft.=feet;  H.  L  d.=heaaa 
of  lower  deck  of :  In.sinches;  lot = intermittently;  Int.  g.sf^ite  opened  intermittently:  Int  sp.sspigota  run 
intermittently;  j.=jiga;  No.=number;  OT.=Oyerflow  of;  p^poods;  Rect.= rectangular;  Rii  t.=Rittinger 
tablet;  aet.= settling;  set  t.=iettling  tank;  Bb.=shoTeled;  8hip.=shipping;  81.=slime;  T.=tailing8  of;  ts 
tables;  tr.  t.=tninldng  table;  unw.=unwaterer;  van.=vanner8;  w.  c.  b.  ol.= whole  current  box  classifler. 


27 
80 

ao' 

80 
Bl 

m 
u 

85 
86 
85 
85 


Deslgo. 


Bectangutar. 
RuctaQguior.. 

(See  Fig,  A).. 


Bflctangular 
RectaugulmfCa] 
Rectangular  lb] 
EectatiKttlar  tcj 

Rectan^lar 

Beet.  witbGcr.par. 
RecL  with  I  cr.  par, 
Sect  witbScr.  par. 
8  taniEB  in  senps,  aU 
rect.    hast  haa  * 
cross  dams  and  ] 
Inverted  dam. 
EectadpuJar. , .  „ 
Rectangular.*..* 
Recta  tigutar, , . , , 
(S«>  Fig.  B)  if). 

Rect&t2i^\&r 

KectaDgiilftr 

liecEJLng\ilar.*,#. 

RectaDguiar 

Recu&gylar, 

Rectangular***** 

Rectangular 

Rectangular*, »,, 

RectanguLBr 

Rectangular.*..* 
Rectan^iLor.**** 
Bectangular...,, 

Rectangular. 

Rectangular  Hi) , 


Rectangular* 
Rectangular* 
Rectonk'^il&r. 
Rectangular, 


Rectangular  (0  . .  * 
Rectangular  (ll). . . 
Outstdn  p.  with  C6- 

nif  Dt  bottoms. 
EfiXt&agixlsLF  inn} 
Rectangular.*.,.. 

Poinn>dbox. 

Point^'d  box....... 

(Se«  FiK.  C.)  (oooo) 
Same  a»  preceding 
Rect.  with  I  cr.  par, 
gSeeFig  D.)(5gli,. 

RectaUKulaJ" 

(See  Fig.  E.)  iqqqql 
Llk«  No.  1  Bet.  tank 

in  Mill  46. 
Rectangular..**... 

Ui?ctaugular 

Rect.  with  2  cr.  par 
Rectangular..*. 


Lengtb 


Ft.  III. 

10     0 
5     0 

IS     0 

20 

101 


30 
10 
30 
14 
100 
18 

19 
20 

e 

48 
12 
10 
25 
SS 
30 


30 

6 
40 
40 
10 

10 
10 
10 
20 
160 

m 


lAOCm) 


Width. 


Ft.  In. 
S      0 

\\ 

G 
15 

4 

6 

0 
10 

6 
10 

B 

1 

0 


Bepth. 


Ft.  Id, 
a  fi 
1      C 

U     e 


0 
Q 
6 
6 
0 
0 
0 

6 
0 
0 
0 
0 
0 
100  (m)  t 


0cc6 
6  0 
5  6 
0 
6 
0 
0 
0 

10 

e 

0 
0 
0 
0 
0 
0 
0 


Feed. 


20     0 

£0      0 

28     0 

4      0 

S     0 

a    0 

4      0 

3      0 

33     0 

8      3 

32     0 

3      8 

17      6 

7    10 

13      0 

4      4 

180      0 

1    IH 

14      3 

1      0 

la    G 

4      4 

180      0 

I  m 

4      0 

t       0 

G      0 

4      0 

4      0 

S      fl 

1  2^ 

0  Ui 

4  0 

8  a 


O*-.  Ko.  1  w.c.  b,  cL.». 
Heads^  of  sK  table. ..... 

Ot.  No  ]  Bet  tank.. .. , 

Ov.No.  2set.t.&:tr.  t.*. 

iaa} 

C.  jigs  and  Rit,  t 

T.J.  &Rlt.t  .6mm  too 

idd) 
Ot.  Noa,  1  &  4  set,  t, . 

Ov,  No,  2  nuw 

Ov.  No.  Sijet.  tank.... 
Heads  of  8lime  tablea. 


Ov.  Tan*  heads  utik. . 

ieec} 

Heads  of  il.  table 

Ot.  No.  3  w.  c.  b.  cl... 

(gggy 

Ot.  Nob,  2  and  3  set.  t 
CJ.  t.&van.,lflnmi.toO 
Ov.  No.  1  »et   tank..  .. 
C.j.t  &van  .15  mm.  toO 

Ov,  No.  !  »Bt.  tank 

C.  jij;st   10  mm.  toO... 

Conei^ntrat+'a  of  van 

Concr^n trates  of  tables 
Ov.  Noa,  1,  a  &  '.i  8(-t.  t 
Ov.  No  4  Bettlin>?  tank. 
C'.Jigs.  tables  ana  vnn., 
7,&mm.  t-oO. 
Ov  jini  dr.  No.  1  set.  t 
Con c"t rates  7  mm.  to  0, 
Ov.  No,  1  set.  tank,*... 

All  c,  12?  mm.  toO..,. 
Ov.  No.  1  set.  tank. . . . 
Ov.  Ko.  2set  tank 


innn} 

H.  L  d.  of  nUme  tables. 

i,oo) 

a  Jigs  and  tables 

iP) 

Ov,  Ko.  Esft.  tatik 

Ov.  No,  0  set.  tank 

Heads  of  siiine  tiables. . 
Ov,  No,  IseT,  tank.,... 
Heads  of  Rlime  fableH. . 
Heivds  of  slime  tables, . 


Beatinatlon  of 


SetitlDgs.        OTorflow, 


Smelter *.. 

Ship,  car ...... 

Ship  car 

No,  2  rolts..**. 
Vanner 

{bb) 

{ccc} 
Dump.,  ....*.., 

[tump. 

Ihmip. 

Immp. 

Concentrates.. . 


Con  centrales... 
Coij  cent  rales,.. 
Concentrates.. 

Stored 

Shipped, ....... 

ShipptKl.. 

Shipped.  

Market *.. 

Market 

Market 

Market 

Market  ...*.*.. 

Market - 

Miirket.*. 

Market,* 

Market 

Storage  bin*... 


Waste... *. 

No.  2  set.  t. 

Ko.  a  set.  t 

Waste...... 

Waste 

Reservoir, . 
Reservoir. . 
No.  8  set.  t 

(ddd) 
No.  4  Bet  t. 
No.  2  set  t 
Waste 


Storage  bio* 

Smelter 

ikkj 
Smelter..,. 

Smflter. 

Hmelter. 

Smeller 


Smelter.... 
Smelter..,. 
Smelter..*. 

(oooj 
Smelter,... 
Smelter..,. 
Smelter .. .  * 
Kieve.....* 
No,  1  unw.. 

<r) 
Kieve 


Ov.  No.  1  set,  tank. , ...  (rrr> 

uv.  ran.  heads  tank. . . !  Concent  rales. . 
Ov.  No.  1  set  tank. ....  jctincentralea , . 
(M  Rocking  Ubie. 


Waste. 

Wssttt. 

Waste 

Waste 

Waste. 

No.  4  set.  t 
No.  4  set.  t 

Waste 

No.  2  set  t 
Waste...... 

No.  2  set  t. 

Waste. 

Ko.  4  set.  t 
No-  4  set  t 
No.  4  set  t 
No.  ft  set  t 
Waste...... 

am 

No.  S  set  t 

No.  8  set.  t 

{l^k} 

Waste 

No.  S  set  t 
No,  S  set  t. 
Waaie 


Waste 

Waste,.*... 
No,  S  set.  t 
No.  S  set  t 
No.  6  «et.  t 
No.  7  set.  t. 
Waste...... 

I  No,  a  set  t. 
Wastei..*.. 

WasteL 

NaSset  t 

Waste. 

No,  8 sect 

Waste 

I 


HowDlB- 
chargea. 


out 

Sb.  out 

Sb.  out 

Sk  out 
(noa) 

Int,  sp. 

Int.  g. 

Int   g. 

(el 

(<5 
Sh.  out 


6fa*  ont 
Sb.  out. 
Sb.  out 

Sfa.  out 

Sh.  out 
Sb,  out 
Sh,  out 
Sh.  out 

ihh) 
Sh.  out 
8h.  out 
Sh.  out 
Sh.  out 
Sh.  out. 
Sh.  out. 
Sh.  out. 
Int  g, 

Sh.  otit 
Int,  g. 
Ceo.  «p. . 
Sb.  out. 
Int.  g. 
Sh,  out 
Sh.  out 

Sb.  out 
fib.  out 
Int  g* 
Con. 

i-PPP) 
Sh.  out 

Int 

Daily. 
Sh.  out 
Sh.  out 
Sh,  out 


Rectangular  ((t).. . . 

Rci'tang-ular. 

Ri^-tangular  (ww>. . 
Rectangular  (v). . . . 
Hectanguiar  {ti). . . . 
RectanguJar  (v)  (w) 
Reetiuigular,.... 
Rectanguliu-  (xz> 


{tm  \  (It) 

C  can.  t,.  n.Tfl  mm.  to O  Cyanide  plant 


3  iy} 


Ov.  No.  1  set  tank 
T.  van.,  0.51  mm.  to  0. 
Ov.  No.  1  set.  tank, . , , 

Of.  No.  2  s+^t.  tank 

T.  van.*  0.43  mm.  toO, 
T.  van.,  0,41  mm,  to  0. 


Cyanide  plant 
Am.  pans  ,.,,.. 
Am.  pans ...... 

Am.  pans ...... 

Am.  pans...... 

Am.  ^laoe ...... 


No.  8  set  t 
Waste...... 

No.  S  set  t 
No.  8  set  t 
Bet  pond. . 

(W) 


Sb,  out 
Sh.  out 
Sh.  out 
Sb.  out 
Sb.  out 

<inne> 
(*> 


(a)  Reetangnlar  with  a  16z4-inch  spout  falling  in  from  above,  {aa)  Drainage  of  tailings  cars;  overflow  of 
•Mvator  weU;  sometimes  overflow  of  No.  4  whole  current  box  classifler.  {aaa)  Stirred  up  and  pumped  out  oo 
atteraate  days.  (6)  Rectangular  with  cross  partiUons  every  10  feet  and  a  spigot  in  the  last  comparti 
Khb)  SoMlter.  sxcept  Unb  last  oompartamit  whteb  goes  to  No.  1  whole  current  box  classifler.   (656)  Nine 
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partmentg  are  ihoveled  and  one  compartment  has  a  continuous  spigot,  (c)  Rectaninilar  with  bottom  doping 
to  the  front  and  plug  spigots  in  front  6  inches  apart,  (cc)  In  front,  {ccc)  Waste— used  for  ballast  and  embank- 
ments on  the  railroad,  (d)  Two:  used  alternately,  {dd)  Overflow  of  No.  1  unwaterer  and  tailings  of  Nos.  1, 9 
and  8  Jiga;  0.67  nun.  to  0.  {dddi  Pumped  to  water  tank,  (e)  Flushed  out  every  04  hours,  (ee)  Overflow  of  oonoen- 
trates  boxes  of  Jigs  No.  8-11.  (eee)  Drainlngs  of  jig  boxes  for  concentrates  of  No.  8-8  jigs.  (/)  Rectangular 
with  four  oompartmenta  connected   by  holes  18  inches  wide  and  8  inches   high.    (//)  Concentrates 


out  monthly  when  mill  shuts  down,  (t)  There  are  four  in  series  in  each  section  of  the  mill,  (ti)  Rectangular  with 
four  hoppers  and  each  hopper  has  two  screens  at  the  bottom— 20  mesh  and  6x6  inches  size;  bottom  of  hopper 
is  1x8^  inches;  gate  at  bottom  worked  by  bar  nut  and  socket  wrench,  (lit)  Overflow  and  drainings  to  No.  8 
settling  tanks,  u  )  There  are  eight  in  each  section  of  the  mill  in  two  series  of  4  each,  (k)  Three;  in  series,  {kk) 
No.  1  lettlinff  tank  by  elevator.  (leUi;)  Clean  water  for  the  mill.  Qckkk)  Overflow  of  No.  8  whole  current  box 
dawiflffl'  andT  of  Na  9  settling  tank.  (I)  Rectangular  with  hoppers  at  the  bottom  and  with  partitions ;  made  of 
wood.  (U)  Rectangular  cement  tanks  on  the  ground;  no  partitions;  tracks  laid  in  them  for  cars  to  run  on  and 
haul  away  the  settungs.  (m)  About,  (n)  Three;  one  used  at  a  time,  {nn)  Rectangular;  it  is  fed  by  a  V  launder 
with  19  lK>les  A-inch  diameter  in  the  bottom  and  has  an  overflow  at  each  end  going  to  waste,  (nnn)  Overflow 
of  Na  1  unwaterer  and  No.  8  whole  current  box  classifler.  (o)  Ten;  there  are  two  rows  of  Ave  tanks  each,  {oo) 
Spigot  of  No.  8  unwaterer,  11.1  mm.  to  0.  {ooo)  Elevated  to  No.  8  unwaterer.  {oooo)  Rectangular  with  cross 
partitions.  Each  partition  has  a  6x6-inch  hole  at  the  bottom  with  a  gate  to  remove  all  the  water  when  cleaned; 
also,  a  6z0>inch  gate  in  the  end  to  drain  off  the  water;  spigot  is  a  6-inch  pipe  with  gate,  (p)  Spigot  of  No.  8 
unwaterer  and  overflow  of  No.  8  and  No.  4  settling  tanks,  11.1  mm.  to  0.  (pp)  Shoveled  out.  Oate  to  drain  off 
the  water,  (ppp)  Shoveled  out  every  two  months,  when  full.  (9)  These  are  5  double  tanks,  one-half  of  each 
being  run  at  a  time,    iqq)  Rectangular,  ¥rith  head  and  tail  compartments  and  longitudinal  partition.    The 


runs  wnile  the  other  half  is  being  cleaned,  {rrr)  No.  1  distributing  tank,  (a)  One;  used  only  at  the  tmie  of 
dean  up.  («*)  From  a  set  of  auxiliary  amalgamated  plates,  (t)  These  tanks,  used  at  the  time  of  clean  up,  are 
described  in  1 238  under  clean  up  barrels,  (tt)  Rectangular,  with  flve  partitions  9  inches  thick,  causing  streams 
to  meander  backward  and  forward,  (jttt)  First  compartment  gets  concentrates  from  riflles,  the  second  gets 
the  overflow  of  the  first  and  heads  of  canvas  tables.  The  rest  only  settla  0.56  nun.  to  a  (u)  First  oompart- 
ment  to  chlorination  works;  rest  to  vanners.  (uu)  Rectangular,  with  a  oentned  partition  forcing  the  current 
to  go  and  come,  (v)  These  tanks,  together  with  the  other  tanks  in  this  mill,  are  in  two  sets  of  forty  In  series 
In  each  set.  TueV  are  so  arranged  that  one  may  be  cut  out  while  being  cleaned,  (w)  Rectangular,  with  a 
direct  dam  every  10  feet  and  an  inverted  dam  between,  {vw)  Flushed  out  by  gate,  {w)  There  are  00  tanks 
arranged  in  two  banks—SS  in  one  and  86  in  the-other.  Banks  are  placed  end  to  end.  Each  bank  has  three 
rows  of  tanks.    Current  goes  forward  in  first  row,  returns  in  second  and  g^oee  forward  again  in  the  third.  The 


feed  launder  runs  over  the  central  row'  and  can  be  tapped  into  any  tank  in  that  row.  The  earlier  tanks  can  be 
switched  out  of  circuit  while  pulp  is  shoveled  out.  The  later  tanks  are  fiushed  out.  (uno)  Pumped  to  stamps 
and  vanners.    (vyww)  Part  are  shoveled  and  part  are  fiushed  out.    (x)  These  tanks  are  arranged  in  a  bank  195. 


feet  long,  28  feet  wide— three  rows  each  9  feet  wide.  The  current  runs  the  length  of  the  first  row,  back  the 
second  and  forward  again  in  the  third.  Stream  is  defiected  from  the  tank  whUe  being  dumped,  (as)  Rectan- 
gular with  hopper  bottoms  below,  (y)  Plus  the  hopper,  (yy)  Pumped  to  stamps,  (s)  Pomped  through  a 
9-foot  liola 


SLJi-_J> 

•D.  A. 

•i     -*• 

^^^>rif^1 


FIO.B 


rv  v^  v^ 


-^rs^' 


?      -     : 


JP^ 


end  with  sediment,  to  within  1  foot  of  the  surface,  and  a  tank  should  be  made 
60  feet  long,  such  a  tank  would  have  periods  of  action  of  diflferent  kinds.  For 
example,  during  the  first  period,  1  to  15  feet  are  filling  with  sediment  and  15 
to  60  feet  are  practically  idle;  during  the  second  period,  1  to  15  feet  are  dis- 
tributing pulp,  15  to  30  are  filling  and  30  to  60  are  idle;  during  the  thirdi 
period,  1  to  30  are  distributing,  30  to  45  are  filling  and  46  to  60  are  idle;  during 
the  fourth  period,  1  to  45  are  distributing  and  45  to  60  are  filling.  After  this 
the  whole  tank  must  be  cleaned  out.  It  will  be  observed  that  f  of  this  tank  is 
idle  all  the  time ;  during  thd  early  part  it  is  the  tail  end  and  during  the  later  part^ 
the  feed  end. 

It  will  be  noticed  that  in  all  the  foregoing  theory  and  calculations,  the  velocify 
of  quartz  is  taken  for  the  computations.  This  was  done  for  simplicity.  All 
the  metal-holding  minerals,  unless  in  flat  scales,  will  settle  more  rapidly  than 
quartz  of  the  same  size.  The  theory  as  worked  out,  is  based  upon  the  best  facts 
the  author  has  at  his  command  and  apply  only  in  cases  where  no  precipitant  is 
used  in  the  water.    It  may  be  that  particles  much  finer  than  those  considered 
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will  have  to  be  settled ;  these  must  be  experimented  upon  and  then  the  same  laws 
may  be  applied  for  computing  the  tanks  to  do  the  work. 

A  good  rule  in  regard  to  the  limit  of  settling  is  to  increase  settling  capacity 
as  long  as  the  added  catch  pays  the  expense  of  getting  it.  The  author  on  one 
occasion  settled  slimes  from  a  steam  stamp^  crushing  Lake  Superior  copper  rock, 
which  failed  to  reach  the  bottom  of  an  oil  barrel  in  24  hours,  but  settled  in  a 
week.  The  slime  so  caught  was  as  fine  as  clay  and  assayed  0.2%  copper.  No 
possible  use  could  have  been  made  of  it  unless  it  had  been  rich  enough  to  smelt 
or  leach  at  once,  which  it  was  not. 

The  slowest  grains  given  in  Fig.  287,  were  the  grains  when  90%,  as  estimated 
by  the  eye,  had  passed.  The  few  straggling  residual  grains  take  an  indefinitely 
longer  time  to  come  down. 

§  349.  Data  from  the  Mills. — ^A  study  of  Table  262  shows  that  most  of 
the  tanks  in  use  are  rectangular  in  shape,  and  they  are  generally  narrower  in 
proportion  to  their  length  than  the  discussion  suggests  would  give  the  best  set- 
tling. A  few  have  bottom  cross  partitions  exten£ng  up  part  way.  These  serve 
to  prevent  a  sweeping  bottom  current,  but  do  so  at  the  expense  of  a  quickened 
top  current,  losing  settling  power  thereby.  A  few  have  partitions  causing  a 
meandering  current  backward  and  forward,  or  up  and  down.  These  partitions 
simply  hurry  the  current  and  hinder  it  from  doing  its  best  settling.  The  best 
settling  is  done  by  diminishing  speed,  not  by  lengthening  the  course.  Two 
tanks  in  parallel  do  much  better  work  than  two  in  series.  Many  of  iiie  tanks 
lose  efficiency  due  to  rapid  local  currents  caused  by  feeding  and  overflowing  over 
only  part  oi  the  width.  The  bafile  plate  or  deflector,  for  breaking  up  a  sur- 
face current,  does  not  occur  in  any  of  the  settling  tanks.  The  concentrates 
bank  will  have  coarsest,  heaviest,  deepest  and  richest  deposit  at  the  feed  end  of 
the  tank,  sloping  off  and  becoming  poorer  and  finer  toward  the  overfiow  end. 

Unless  otherwise  stated  in  the  design,  the  tanks  are  shoveled  out  periodically 
and  it  will  be  seen  that  most  of  them  are  so  cleaned.  Some  tanks  have  gates  with 
or  without  hopper  bottoms  to  drop  or  fiush  out  the  product.  In  a  few  instances 
a  continuous  spigot  is  used.  Mill  38  has  a  20-mesh  screen  in  the  bottom  for 
draining  off  the  water  preparatory  to  dumping  the  concentrates.  A  few  grains 
may  pass  through  this,  but  a  natural  filter  almost  immediately  forms  and  pre- 
vents more  concentrates  from  coming.  The  drainage  water  issues  continuously 
and  goes  to  a  later  settling  tank. 

The  settling  tanks  of  the  combination  mills  82,  83  and  84  are  arranged  in 
series  with  short,  narrow,  connecting  launders,  so  arranged  that  any  one  may 
be  cut  out  and  shoveled  or  fiushed  out  through  the  bottom.  They  are  in  a 
measure  distributore,  since  the  settlings  are  to  be  charged  to  the  amalgamating 
pans,  with  the  shortest  distance  to  shovel. 

Mill  42  deserves  a  special  note  on  account  of  the  magnitude  of  the  operation. 
Here  all  the  coarser  concentrates  are  caught  in  hopper  tanks  which  discharge 
direetlj-  by  gates  below  into  cars,  while  the  fine  overfiows  run  to  very  large, 
shallow  tanks,  40  feet  wide  and  80  feet  long,  which,  when  full,  are  discharged 
by  opening  a  side  and  running  a  car  in  on  tracks  on  the  bottom  of  the  tank  tor 
ease  of  shoveling.  A  small  amount  of  quicklime  is  shoveled  in,  chiefly  to  drj 
the  mud,  and  incidentally  to  precipitate  the  copper  from  sulphate,  and  flux  the 
ore.  This  mill  is  noteworthy  because  the  final  overfiows  of  all  its  box  classifiers 
are  concentrates  and  are  sent  to  be  settled  in  the  above  tanks.  The  order  of 
depositing  and  of  idleness  probably  exists  in  this  tank,  as  indicated  in  §  348, 
although  the  tank  is  not  computed  on  the  fifteen-foot  basis,  but  it  is  considered 
better  economy  to  let  a  portion  of  the  tank  be  idle  in  order  to  gain  the  advan- 
tages of  the  long,  inexpensive  period  of  catching,  followed  by  the  large  scale 
clean  up. 
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The  use  of  burnt  lime  is  also  practiced  in  the  cyanide  plants  of  South  Africa, 
but  it  is  added,  not  to  the  settled  mud  as  in  Mill  42,  but  to  the  water  carrying 
fine  slimes  in  suspension,  and  it  throws  them  down  in  such  a  flocculent,  porous 
condition  as  to  permit  of  easy  leaching.  The  Bonanza  Company®^  uses  about  5^ 
pounds  of  lime  for  every  ton  of  solid  slime  contained  in  the  pulp,  and  has 
thereby  reduced  the  time  required  for  settling  from  12  hours  to  2^  hours,  and 
its  pumping  charges  from  £185  to  £25  per  month.  In  kaolin  washing  alum  is 
frequently  used  to  settle  the  very  fine  stuflE  from  the  water. 

Albert  Williams,  Jr.,'®  advocates  hopper  bottomed  tanks  for  settling  stamp 
pulp  for  pan  amalgamation  and  the  setting  the  pans  low  enough  to  sluice  the 
pulp  direct  to  the  pan ;  24%  of  the  labor  in  a  silver  mill  is  for  tank  men,  usually 
shoveling  30  inches  deep.  The  added  cost  of  construction  need  not  be  over 
$1,000  for  a  20  stamp  mill,  a  sum  which  could  be  saved  on  wages  in  three 
months'  run. 

§  350.  Bapflb  Boabd  Settling  Tank. — This  form  of  apparatus  is  reported 
by  Courtenay  De  Kalb  (private  communication)  as  being  in  use  at  Cocheno, 
Mexico,  for  settling  fine  slimes.  As  shown  in  Figs.  285a  and  285&^  it  consists 
of  a  rectangular  tank  with  hoppers  PP  in  the  bottom  and  with  60** 


FIG.     285a. — LONGITUDINAL    SECTION    OP    BAPFLB 
BOABD  SETTLING  TANK. 


no.  285&. — BEonoN  on 

XY. 


boards  BB  set  3i  inches  apart  horizontally.  The  height  of  the  overflow  is 
adjustable  and  is  such  that  there  is  just  room  enough  for  the  current  to  flow 
over  the  tops  of  the  baffle  boards  without  rippling.  The  box  K  serves  as  a  dead 
box.  The  principle  of  the  apparatus  is  that  between  any  two  adjacent  baffle 
boards  currents  are  set  up  as  indicated  by  the  arrows.  The  downward  current 
causes  the  slimes  to  slide  down  on  the  upper  side  of  the  baffle  boards,  but  the 
upward  current  is  not  sufficient  to  lift  them  again.  The  settled  slimes  are 
discharged  intermittently  through  f-inch  rubber  goose  necks,  R,  adjusted  to 
give  slow  flow  and  hung  up  above  the  level  of  the  water,  as  shown,  when  not 
discharging.  There  are  three  of  these  in  use  at  Cocheno.  The  feed  contains 
on  an  average  4.67%  solid  material,  the  overflow  averages  0.64%  solid  and  the 
settlings  21.91%  solid  material.  The  settlings  are  drawn  off  at  intervals  of 
every  four  hours,  the  time  of  drawing  lasting  about  an  hour,  and  the  feed  not 
being  interrupted.  The  surface  velocity  of  the  current  in  the  tank  is  7^  feet 
per  second.  Formerly  instead  of  these  three  tanks,  settling  boxes  and  five  set- 
tling ponds,  each  about  an  acre  in  extent,  were  used.  The  circulation  was 
always  through  two  of  these  ponds  and  sometimes  through  three.    Treating  the 
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same  material  as  abore  (4.67%  solid)  these  ponds  gave  an  overflow  which 
averaged  0.7%  solid  material,  and  the  settlings  pumped  out  carried  20%  solid. 

The  design  given  in  Figs.  285a  and  2856  is  not  adapted  to  slimes  canying 
more  than  60%  granular  matter,  of  which  the  maximum  grains  must  not  be 
more  than  0.08  mm.  diameter.  The  effectiveness  of  the  apparatus  appears  to 
be  due  to  the  fact  that  grains  have  only  to  settle  i  inch  in  a  length  of  30  feet 
before  they  are  caught  in  the  slow  moving  water  between  the  baffle  boards. 

The  Geyer  Slime  Concentrator  consists  of  intermittent  settling  tanks. 
It  uses  four  tanks,  each  with  a  3  m.  diameter  and  1  m.  high  cylinder,  with  60** 
cone  bottom,  with  no  overflow,  but  with  a  constantly  flowing  small  spigot  at 
the  apex.  The  pulp  stream  fills  the  first  tank  and  is  then  shifted  automatically 
to  the  second,  and  so  on,  till  the  last  is  reached,  no  overflow  having  been  made. 
When  it  is  almost  time  to  return  to  the  first,  a  gate  in  the  first  tank,  which  is 
placed  at  the  junction  of  the  cylinder  and  the  cone,  is  opened  automatically  and 
the  clear  water  above  this  level  flows  out.  This  gate  is  closed  automatically 
when  it  is  time  for  the  pulp  to  be  fed  to  the  first  tank  again.  With  1,000  liters 
pulp  fed  per  minute,  each  tank  has  twenty  minutee  in  which  to  settle  before 
the  top  clarified  water  is  drawn  off. 

IX.  Clariftino  Besbrvoirs. 

§  361.  These  are  reservoirs  for  settling  out  the  sediment  from  water  which 
has  once  been  used,  preparatory  to  using  it  again.  The  principles  discussed 
under  settling  tanks  apply  here,  except  that  the  particles  to  be  settled  are  in 
this  case  much  smaller  than  in  the  former,  and  the  sediment  is  generally  of  no 
value. 

In  Mill  26  all  the  water  which  has  done  its  work  of  concentration  flows  by 
(a)  a  canal  600  feet  long,  6  feet  wide  and  6  feet  deep,  to  (b)  a  tank  30  feet 
long,  16  feet  wide  and  6  feet  deep,  thence  to  (c)  a  tank  46  feet  long,  30  feet 
wide  and  6  feet  deep,  which  is  divided  up  by  cross  partitions  into  nine  compart- 
ments, thence  to  (d)  a  tank  200  feet  loDg,  30  feet  wide  and  6  feet  deep.  The 
canal  and  tanks  are  all  built  of  stone  and  lined  with  cement  and  have  a  smooth 
cement  floor,  (a)  is  flushed  out  for  removing  sediment  twice  a  week,  (b) 
and  (c)  are  flushed  out  once  in  two  months,  (d)  is  hydraulicked  out  with  a 
hose  once  in  nine  months.  The  sediment  contains  about  6%  of  lead  and  is  not 
worth  saving.  • 

Mill  26  sends  all  the  drainage  water  from  the  mill,  including  the  flushing 
from  the  settling  tanks  for  tailings,  to  a  reservoir  with  40,000  square  feet  of 
surface  area  at  the  foot  of  the  hill,  about  600  feet  away,  the  sides  of  which  are 
built  of  coarse  tailings,  made  water-tight  by  the  finest  slimes.  The  silt  is  there 
settled  and  the  clear  water  drawn  off  into  a  tank  36  feet  wide,  20  feet  long  and 
7  feet  deep,  and  from  there  is  pumped  by  a  Miller  Duplex  pump,  at  the  rate  of 
100  to  126  gallons  per  minute,  to  No.  1  receiving  tank,  which  it  reaches  almost 
clear  of  sediment.  So  perfect  is  the  water  system  in  this  mill,  that  no  portion 
of  the  water  goes  off  except  that  due  to  evaporation.  In  order  to  maintain  the 
banks  of  the  reservoir  above  the  slime  deposit,  the  tailings  of  the  vanners  and 
fine  jigs  are  settled  in  unwatering  boxes  which  yield  overilow  to  settling  tanks 
and  spigot  products  which  are  conducted  down  the  hill  in  launders  and  are  dis- 
tributed along  the  bank  all  around  the  reservoir,  by  a  V  launder.  This  launder 
has  small,  triangular  openings  with  area  of  1  square  inch  placed  4  feet  apart 
along  the  bottom  of  the  launder  which  enables  the  reservoir  man  to  direct  the 
sand  deposits  to  any  desired  point  along  the  bank  of  the  reservoir. 

Mills  83  and  84  also  have  settling  ponds  for  recovering  the  last  of  the  water. 
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At  Tamowitz  a  space  enclosed  by  a  dike  of  coarse  tailings,  made  tight  on  the 
inside  by  fine  tailings,  has  been  used  for  impounding  mill  tailings. 

At  the  washing  plant  of  the  Longdate  Iron  Co.,  Virginia,  ponds  several  acres 
in  extent  and  20  or  30  feet  deep  are  formed  by  making  embankments  of  slag 
from  the  blast  furnaces  and  lining  the  inside  slope  with  clay.  The  slimy  water 
from  which  the  sand  has  previously  been  removed  by  an  unwatering  apparatus, 
called  the  Johnson  mechanical  sand  shoveler  (see  §  637),  runs  into  these  ponds 
and  filters  through  the  embankment  perfectly  clear.  In  this  particular  in- 
stance the  water  is  not  used  again,  the  clarifying  being  done  merely  to  prevent 
deposition  in  the  streams. 

§  362.  Quality  of  Work  op  Classifiers. — ^To  test  the  efiSciency  of  classifiers 
in  the  mills,  the  author  obtained  complete  sets  of  samples  from  Mills  22,  28,  30 
and  38.  These  samples  were  all  sized  upon  a  nest  of  sieves,  and  the  results 
are  given  in  the  columns  headed  "Per  cent."  in  Tables  253  to  256.  The  other 
columns  will  be  explained  later  under  Testing,  in  Chapter  XXI.  The  results 
are  also  plotted  graphically  in  Figs.  536,  538,  540  and  542. 

Sorted  products  of  a  classifier  might  be  tested  either  in  a  perfect  sorting 
instrument  which  would  determine  how  nearly  the  classifier  had  approached  to 
perfect  sorting,  or  by  sizing  sieves  and  microscope  which  would  show  the  actual 
sizes  obtained  and  the  approximate  proportions  of  minerals  present.  On  the 
samples  here  considered  sieves  were  used  down  to  the  limit  of  sifting,  and 
sorting  in  a  beaker  for  finer  sizes. 

An  inspection  of  the  sizing  tests  and  of  the  diagrams  shows  how  each  classi- 
fier product  stretches  out  over  a  considerable  range  of  sizes,  that  is,  the  classi- 
fiers in  the  mills  are  all  doing  more  or  less  imperfect  work.  Looking  over  the 
graphical  plots  of  Figs.  535  to  542,  one  ^eees  a  series  of  products  less  and  less 
perfectly  bounded  from  the  coarsest  sieve  down  to  the  last  spigot  of  the  box 
classifier.  The  limits  of  the  trommel  sizes  are  fairly  sharply  defined,  those  of 
the  first  spigot  product  of  the  hydraulic  classifier  are  less  so  and  the  decrease 
goes  on  through  the  later  spigots  of  the  hydraulic  classifiers  and  the  spigots  of 
the  box  classifiers. 

Regarding  the  respective  merits  of  the  hydraulic  classifiers  the  work  of  the 
Meinecke  classifier  of  Mill  28  excels  all  the  others  in  keeping  fine  material  out 
of  the  spigot.  It  is  logical  that  it  should  do  the  best  work  when  one  considers 
that  its  action  (see  §  326)  is  to  successively  eliminate  the  lighter  grains. 

Tables  253  to  256  also  show  that  the  amount  larger  than  0.270  mm.  in  the 
overflow  of  the  hydraulic  classifiers  is  3.6%  in  Mill  22,  less  than  1.0%  in  Mill 
28,  about  6  or  10%  in  Mill  30  and  0.5%  in  Mill  38.  This  indicates  that  the 
lower  limit  of  work  of  hydraulic  classifiers  is  about  i  mm.  {^h  inch)  and  the 
practice  is  to  send  stufiP  finer  than  this  to  box  classifiers. 
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TABLE  253. — SIZING  TESTS  OF  SORTED  PBODUCTS  IN  MILL 


Number  In  Fig.  6SQ. 


No.  1  Hydraulic  Classifier. 


Feed.     Ist  Spigot  8d  Spigot  Overflow. 


4  (Fig.  536) 


Through  6, 
Through  3 
Through  2 
Through  1 
nurough] 
Through  0, 
Through  0 
Through  0, 
Through  0, 
Through  0 
Through  0 
Through  0. 
Through  0. 
Through  0. 
Through  0. 
Through  0. 
Through  0, 
Through  0. 
Through  0. 

Total, 


61  on  8, 
.91  on  8 
60  onl, 
,89  on] 
49  onO, 
915  on  0. 
.607  on  0. 
493  on  0, 
871  on  0. 
.270  on  0. 
.158  on  0. 
,119  on  0. 
.078  on  0. 
.069  on  0. 
047  on  0. 
0S4on0. 
oes  on  0. 
019  on  0. 
,012  mm 


94  mm  (a).. 
.69  mm..... 

,89  mm 

49  mm 

946  mm..... 

667  mm 

498  mm  (a).. 

871  mm 

870  mm 

158mm...  . 
119mm..... 

078  mm , 

069mm(a).. 
047  mm...... 

064  mm...... 

085  mm 

019  mm 

018  mm 


0.8 
20.8 
96.8 
13.5 
14.6 
7.8 
6.1 
1.4 
8.7 
3.8 
0.9 
1.8 
0.8 


1.8 


99.7 


0.8 
81.0 
47.8 
61.3 
75.9 
83.7 
88.8 
90.8 
98.9 
96.1 
97.0 
96.8 
96.4 


8.4 
7.8 
6.1 
13.1 
14.8 
17.0 
8.9 
18.4 
15.8 
3.3 
8.8 
0.6 


1.8 


99.4 


ll 

s 


8.4 
9.6 
15.7 
88.8 
48.0 
60.0 
68.9 
75.8 
91.1 
94.4 
97.7 
98.8 


1.0 
8.9 
8.6 
7.1 
8.8 

10.8 
1.8 

10.8 

17.9 
8.8 

14.7 
8.4 


11.7 


99.0 


1^ 


1.0 
8.9 
6.4 
13.5 
81.7 
88.0 
88.6 
44.1 
68.0 
70.8 
84.9 
87.8 


99.6 


I.- 
I* 


0.8 

0.9 

1.6 

3.6 

18.8 

18.9 

88.7 

84;8 

40.6 

66.7 

67.9 

75.6 

81.0 


No.  1  Surface  Current  Box 
Classifler. 


Ist  Spigot  9d  Spigot.  Overflow. 


0.3 

0.6 

1.6 

1.0 

4.8 

88.0 

18.8 

88.5 

4.8 

18.0 

7.7 

8.5 

1.8 

0.6 

8.6 


98.7 


0.8 

0.8 

8.8 

8.8 

8.1 

80.1 

48.8 

66.8 

70.0 

88.0 

90.7 

94.8 

96.5 

96.1 


0.4 
1.8 
10.9 
8.7 
13.6 
88.8 
85.9 
6.7 
8.8 
11.6 


99.6 


0.4 
1.7 
18.6 
15.8 
88.9 
58.1 
TB.O 
84.7 
88.0 


99.7 


10 


0.4 
1.6 
0.4 
6.7 
14.4 
18.9 
18.8 
7.4 
87.1 


0.4 
8.0 
8.4 
9.1 
88.6 
48.4 
66.8 
68.6 


«  The  significance  of  the  columns  headed  ''  Cumulative  percent''  is  explained  in  |  S68-S  886b 
(a)  Bound  hole  sieves  were  used  down  to  and  including  0.493  mm. ;  then  square  boles  down  to  and  inclwl> 
ing  0.068  mm.  Below  0.009  mm.  settling  in  water  was  used  and  the  sises  given  are  merely  diameters  of  quarta 
which  correspond  to  settling  velocities  of  7.88,  8.67,  1:88,  0.917  and  0.866  mm.  per  second  actually  used.  All  d 
the  settled  products  contained  grains  of  mineral  heavier  than  quarts  and  these  grains  were  smaller  than  the 
quarts  grains. 

TABLE  254. — SIZING  TESTS  ON   SOBTED  PBODUCTS  IN   MILL   28*. 


Number  in  Fig.  538. 


9(Flg6S7) 


lliroiigli 


No.  1  Hydraulic  Classifler. 


Feed. 


First 
Spigot 


10 


If 


Second 
Spigot. 


11 


Third 
Spigot 


18 


Fourth 
Spigot 


No.  1  Surface  Current 
Box  Ciaqsif  er. 


First 
Spigot 


14 


Second 
Spigot 


15 


(a) 


EMot 


16 


8.69  onl 
1.89  onl 
1.49  onO 
0.916  on  0 
0.667  on  0. 
0.498  on  0. 
0.871  on  0. 
0.870  on  0, 
0.158  on  0, 
0.119  on  0. 
0.078  on  0. 
0.009  on  0. 
0.047  on  0. 
0.084  on  0. 
0.085  on  0. 
0.019  on  0. 
0.018  mm. 


,89  mm  (6).. 

.49  mm. 

,945  nun 

.667  nun 

,498  mm  (b). . 

.871  mm 

,870  nmi 

158  mm 

,119  mm 

078  mm 

069  mm  (6).. 

,047  mm 

034  mm 

085  mm 

019  mm..... 
018  mm 


5.6 
81.2 
16.8 
13.7 
6.6 
8.9 
13.8 
3.8 
5.6 
0.9 


4.4 


0.3 

28.8 

95.9 

.0 

99.8 


0.1 
64.0 
86.8 
7.7 
0.9 
0.7 


0.1 
64.1 
90.4 
98.1 
99.0 
99. 


0.8  99.9 


0.1 


86.4 
48.8 
10.7 
8.0 
8.0 
8.4 
0.5 
0.4 


V  0.8 


86.4 
79.7 
90.4 
98.4 
96.4 
96.8 
99.8 
.7 


8.1 
80.8 
38.6 
18.1 
18.8 
7.7 
0.8 
0.8 


8.1 
83.9 
4 
78.6 
91.7 
99.4 
99.6 
99.8 


0.8 


0.04 

0.1 

0.1 

0.6 

8.8 

8.0 

81.1 
6.8 

58.8 
8.0 
1.8 
0.8 
0.8 
8.0 


0.04 
0.1 
0.8 
0.7 
8.9 
6.9 
88.0 
84.8 
87.6 
95.6 
97.4 
97.7 
97.9 


0.1 
0.8 
0.9 
0.7 

16.4 
6.6 

66.6 
7.1 
1.9 
0.6 
1.4 


0. 

0. 

1. 

1. 
17. 
88. 

80.880.5^  88.4 
96. 
98. 
96. 


1.1. 

L8. 
8^0.08 
0.1 
0.1 
0.8 


0.1 
0.8 
1.1 
1.9 


66.5 


84.1 

88.8  79.7 
9.8  89.5 
8.8  98.5 
6.6.. 


Total 


99.8 


99.8 


100.0 


100.0 


100.0 


99.94 


10.0 


98.9. 


*  The  significance  of  the  columns  headed  "  Cumulative  percent**  is  ezplafaied  In  1 86M  866. 
(a)  Na  1  whole  current  box  classifler.  (h)  Bound  hole  sieves  were  used  down  to  and  Incloding  0.495  mm.; 
then  square  holes  down  to  and  including  O.060  mm.  Below  0.069  mm.  settling  in  water  was  used,  and  the  rIms 
given  are  merely  diameters  of  quarts  which  correspond  to  settling  velocities  of  7.83,  &07,  1  J8«  0.917  and  Ol806 
mm.  per  second  actually  used.  A.U  of  tbesettled  products  contained  somegradnsoC  mineral  heavier  tliaa 
^marta  and  these  grains  were  smaller  than  the  quarts  frrains. 
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TABLE  255. — SIZING  TESTS  ON   SORTED  PBODUOTS   IN   MILL   30.* 


Nmnber  Is  F%.  MO. 


Through  b 
Throuijh  ^i 
Tlifou^h  2 
ThrouK^i  J 
ThrouKlj  1 
Through  fJ 
Throu^^fa  0 
*rhToii^h  0 
Tlu-oiij^h  0. 
Thfoiigh  0 
Throupb  0 
Throtifjb  a 
Through  i). 
ThrwiJph  0 
Throupfh  0 
ThroMKh  0 
ThrriiTifh  0 
TbrQiiirh  0 
Through  0 

Total, 


,ci   on  a 

M   oq2 

m  oti  1 

80    ODl 

mi  OQ  0 
4U3cta(J 

.a?!  on  0 
'SO  tin  0 
IdN  oh  0 
n&OTiC> 

.CfTTi  on  iK 
.UfiJ+  on  U 
,047  oil  0 

jm  oil  0 

.035  on  0 
,019  on  0 


.04  mm  (a).. 

Gfl  mm...... 

.B9  [iini...... 

,40  mm...... 

Ml  mm...... 

.41)3  mm  (aX  . 

.3T1  [um...... 

.  270  mm, .... 
tBfimro...,  , 

.nwmni.,.*.. 
irta  mm....,, 
(•Cflnina  {a).> 

Kt^7  rank.,.,, 

,0S5  nim.f.,,, 
.019  mnu,..., 
.OiamnL.,,., 


No.  1  Hfdraulic  CtAMifivr. 


Feed,      liit  Bpfgot'Sd  Spigot.  3d  Spigot 


6(FIj?.KJ|) 


0.5 
a. 4 
©■I 
SO. 5 

11. a, 
4.e 

0.0 


O.b: 


2S 


OJj 
0.9 
10.3 

61.0 


|£ 


ig 


0,1 

It  s 
17.< 

16.3 
10.1 


64  fl  I  S.l 
TO.a  I  3.8 

so.e  I  3.7 


0.1 


08.6 09.8 


0,1 

I.S 

15.4 

6S.0 
78. S 
88.4 

06.0 

i>e,7 

!30.9 
00,4 


0.5 

0.7 

10.5 

SI.4 

SL4 

t7.B. 

t.T 

7.0 

«.B 

l.f 

o.e 

0.1 


0,3 


:!' 


..KJ.u 


O.B 
7.2 

17,7 
42.1 

ei.o 
«a,7 

W.7 

^.a 

W.4 
OO.'J 
90,3 


0.^ 

o.s, 

S.8 
10.3 
^,0 

6.  a 

5 
0.0 


11 


o.a 

1.0 
4,8 

S8,l 
48,7 

m.^ 

SS.7 
91.0 
97.0 
07.6 


09.S, 


Whole  Curf^nt  Box  ClASslfler. 


lilt  Spigot  M  Bpti^t.  Overflow 


ID 


0.6 
0.3 
0.6 
1.5 
8.2 
4J 
0.4 
1.5 
J1.5 
IS.S' 
11.4 

a.s 

6.4 
S3.6 


00.5 


t.6» 
OS 

o.s 

10.5 
14,5 

ai.o 

35.5 
87  0 
40.  a 
60.7 

fle,^ 

75.3 


11 


0.8 

l.t 

a.5 

2.7 
7.3 

T3.0 

4.0 
&.8 
<J.2 
S.4 
I.] 
0.6 
S.4 


P'J.O 


0,3 
f,4 

a.o 
6.a 

13.0 
40,2 
53, a 
72, ri 
76.5 
Sfl,S 
DS.& 
04.0 
OS.i-t 


IS 


04 
O.S 
1.3 
l.Oi 

I0.3| 
^.5 
17.7 
27.1 
17.1 
5.5 
3.1 
11. S 


00.3 


1 


{h} 
0,2 
I,S 
3.4 
13,7 
16,2 

61.0 
78.1 

sr.7 


*  Tlie  signiflcanoe  of  the  columns  headed  **  Cumulative  percent''  is  explained  in  1 86S-{  866. 
(a)  Bound  bole  sieves  were  used  down  to  and  indudinff  a488  mm.;  then  square  holes  down  to  and  includ- 
ing 0.009  nun.  Bctow  0.060  mm.  settling  in  water  was  used  and  the  sises  given  are  merely  diameters  of  quarts 
which  correspond  to  settling  velocities  of  7.88, 8.87, 1.8S,  0.917  and  0.866  mm.  per  second  actually  used.  All  of 
the  settled  products  contained  some  grains  of  mineral  heavier  than  quarts  and  these  grains  were  smaller  than 
the  quarts  grains,    {b)  This  was  all  foreign  material  such  as  chips,  etc. 

TABLE   256. — SIZING  TESTS   OP  80KTED   PRODUCTS   IN   MILL   38.* 


*  The  signiflcanoe  of  the  columns  headed  ''  Cumulative  percent"  is  explained  in  1 863-f  866. 
(a)  Round  hole  sieves  were  used  down  to  and  including  0.493  mm. ;  then  square  holes  down  to  and  Includ- 
ing 0.069  mm.  Below  0.009  mm.  settling  in  water  was  used,  and  the  sises  given  are  merely  diameters  of  quarts 
which  correspond  to  settling  velocities  of  7.88,  8.67, 1.03, 0.917,  and  0.866  mm.  per  second  actually  used.  All  of 
the  settled  products  contained  sonie  grains  of  mineral  heavier  than  quarts,  and  these  grains  were  smaller  than 
the  quarts  grains. 

Bibliography  op  Classipibrs. 
This  will  be  found  at  the  end  of  Chapter  XIL 


CHAPTER  XII. 

LAWS  OF  CLASSIFYING  BY  FEEE  SETTLING  IN  WATBB. 

§  353.  Free  Settling  and  Hindered  Settling  Defined. — In  order  to  intel- 
ligently design  hydraulic  classifiers^  box  classifiers,  settling  tanks  and  jigs,  the 
laws  governing  the  rate  of  settling  of  particles  in  water  must  be  understood. 

There  are  two  conditions  of  settling  of  grains  that  are  recognized  as  distinct 
from  each  other  and  whose  laws  must  be  studied  independently.  They  are  called 
falling  under  free  settling  conditions  and  falling  under  hindered  settling  condi- 
tions. 

Free  settling  is  where  individual  particles  fall  freely,  either  in  still  water  or 
against  an  opposing  upward  current,  without  being  hindered  by  other  particles. 
The  classifiers  and  settling  tanks  are  instances  of  this  principle. 

Hindered  settling  is  where  particles  of  mixed  sizes,  shapes  and  gravities  in  a 
crowded  mass,  yet  free  to  move  among  themselves,  are  sorted  in  a  rising  current 
of  water,  the  velocity  of  which  is  much  less  than  the  free  falling  velocity  of  the 
particles,  but  yet  enough  so  that  the  particles  are  in  motion.  The  arrangement 
of  the  particles  is  so  positive  that  if  one  of  them  be  moved  either  upward  or 
downward  from  its  chosen  companions,  it  will  be  found,  when  set  free,  to  return 
immediately  to  practically  the  same  group  as  before.  The  jig  beds  are  instances 
of  this  principle.  The  consideration  of  hindered  settling  will  be  reserved  for 
the  chapter  on  jigs,  and  only  free  settling  will  be  here  taken  up. 

§  354.  Free  Settling,  General  Principles. — The  conditions  affecting  free 
settling  will  be  first  considered.  The  rate  of  falling  of  particles  under  free  set- 
tling conditions  depends,  other  things  being  equal  in  each  case,  upon : 

(i)  Specific  gravity, — Of  two  particles  having  different  specific  gravities, 
that  having  the  higher  will  fall  faster  than  that  having  the  lower. 

(2)  Size. — Of  two  particles  the  larger  will  settle  faster  in  the  water  than  the 
smaller. 

The  specific  gravity  and  size  have  a  further  effect  upon  the  rate  of  acceleration 
of  the  particles  during  the  time  they  are  acquiring  their  full  velocity,  that  is, 
before  they  reach  the  point  where  the  friction  of  the  water  plus  the  force  of  the 
rising  current,  if  there  be  any,  balances  the  force  of  gravity.  This  effect  is,  that 
of  two  particles  which  are  equal  settling,  the  smaller  particle  with  higher  specific 
gravity  reaches  its  full  velocity  quicker  than  the  larger  particle  with  lower  specific 
gravity,  or  in  other  words,  it  has  greater  acceleration. 

(8)  Shape. — Of  particles  which  just  pass  through  the  same  screen,  the 
roundish  grain  settles  faster  than  the  long,  narrow  grain,  and  the  latter  settles 
faster  than  the  flat  grain. 

(^)  Air  bubbles. — Of  two  particles,  one  of  which  retains  adhering  air  bubbles, 
while  the  other  does  not,  the  latter  will  settle  most  rapidly.  Water  is  sometimes 
BO  charged  with  air  that  bubbles  form  upon  immersed  grains  and  tend  to  float 
them. 

(5)  Magnetism. — Of  two  groups  of  particles,  one  of  which  is  strongly  mag- 
netic, while  the  other  is  not,  the  former  may  form  a  clot,  owing  to  the  mutual 
attraction  of  the  particles,  and  fall  much  more  rapidly  than  the  latter  in  which 
the  particles  fall  individually. 
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{6)  Density  of  Liquids. — In  two  liquids  of  different  density,  the  rate  of 
settling  of  a  particle  is  more  rapid  in  the  lighter  liquid.  This  idea  may  be 
carried  so  far  as  to  have  a  liquid  of  a  density  greater  than  the  specific  gravity 
of  the  ore  particles,  and  the  particles  will  then  float  on  its  surface.  Again,  there 
may  be  particles  of  two  different  specific  gravities  and  the  density  of  the  liquid 
lies  between  them,  in  which  case  the  particles  of  low  specfic  gravity  will  float, 
while  those  of  high  will  sink,  and  a  separation  will  be  effected  thereby,  accord- 
ing to  the  principle  of  intermediate  density. 

(7)  Viscosity. — In  two  liquids  of  different  fluidity,  the  rate  of  settling  of  a 
particle  is  more  rapid  in  the  more  fluid  liquid. 

§  355.  Sorting  Tube  Investigation. — The  author  has  investigated  this  ques- 
tion of  the  rate  of  settling  under  free  settling  conditions.  The  purest  available 
samples  of  a  number  of  minerals  were  obtained  and  their  specific  gravities  care- 
fully determined.  The  results  are  shown  in  Table  257.  They  are  averages  of 
three  or  four  closely  agreeing  tests. 


TABLE  257. — SPECIFIC  GRAVITIES  OP  MINERALS  USED  POR  TESTS. 

llineral. 

Specific  Gravity. 

Mineral. 

Specific  GraWty. 

Anthracite 

1.478 
2.640 
8.880 
4.046 
4.606 
4.987 
6.884 

Arsenopyrite 

6.687 

Quartz t .  r  - 

CaBsiterlte 

6.861 

Epidote 

Antimony  (artificial)..... 

6.706 

Sphalerite 

Wolframltfl. , 

6.987 

Pvrrhotite 

Galena  (cubic) 

7.686 

Mafirnetite 

Copper  (Laice  Superior) 

8.479 

A  series  of  sieves  arranged  in  a  nest  was  prepared  and  the  diameters  of  the 
holes  were  carefully  determined,  as  shown  in  Table  258.    Each  mineral  was  then 


TABLE  258. — COMPUTATION  OP  GRAIN  SIZES. 

Methet 

Net 
Linear 
Size  of 
Hole. 

Meshes 

Net 
Linear 
Size  of 
Hole. 

Average 

Ratio  of 

Mesh. 

Lf?Iar 

Inch 

oneway. 

Diameter 

of 

Wire. 

Linear 

Inch  the 

other 

Diameter 
of     . 
Wire. 

Average  Net 

Linear  Rfze 

of  Hole. 

OfSfaM 

and  of 

one 
above  it. 

Linear 

Size  of 

Hole  to 

one 

way. 

Below  it. 

Inches. 

Inches. 

Inches. 

Inches. 

Inches. 

Mm. 

Mm. 

8 

8 
8.75 

0.0608 
0.0171 

0.8880 
0.S106 

8 
4^ 

0.0608 
0.0447 

0.8880 
0.1977 

0.2880 
0.2067 

7.188 
6.801 

1.86 

4 

6.844 

1.86 

6 

6.85 

0.0404 

0.1500 

6^ 

0.0404 

0.1596 

0.1548 

8.968 

4.616 

1.17 

6 

6 

0.0658 

0.1816 

6.9 

0.0966 

0.1880 

0.1322 

8.858 

8.646 

1.81 

8 

8 

0.9880 

0.0970 

7.5 

0.0879 

0.1054 

O.IOIS 

S.670 

S.964 

a  1.88 

1  6  1.86 

1.84 

10  (old)  (c) 
10(newXc) 

10 

0.0860 

0.0760 

B^ 

0.0S50 

0.0909 

0.0880 

8.106 

8.889 

10.4 

0.0850 

o.ons 

10^ 

0.0220 

0.0780 

0.0746 

1.896 

2.888 

1.81 

IS 

18 

0.0881 

0.0618 

11.8 

0.0221 

0.0626 

0.0619 

1.678 

jal.840 
1m.784 

1.20 
1.10 

14 

14 

0.019? 

0.0617 

14 

0.0197 

0.0617 

0.0517 

1.818 

1.448 

16 

16 

0.0188 

0.0448 

14.6 

0.0188 

0.0502 

0.0172 

1.199 

1.266 

1.88 

18 

18 

0.0170 

0.0886 

18.4 

0.0158 

0.0886 

0.0886 

0.960 

1.090 

1.06 

SO 

18.8 

0.0161 

0.0871 

80 

0.0166 

0.0844 

0.0357 

0.907 

0.944 

1.19 

84 

88 

0.0188 

0.08S8 

84 

0.0188 

0.0279 

0.0300 

0.768 

0.886 

1.85 

80 

88 

0.0184 

0.0888 

80 

0.0121 

0.0218 

0.0828 

0.566 

0.664 

1.88 

40 

36 

0.0100 

0.0186 

40 

0.0100 

0.0150 

0.0168 

0.427 

0.496 

1.22 

60 

40 

0.0090 

0.0100 

60 

0.0088 

0.0117 

0.0138 

♦  0.851 

0.889 

1.27 

00 

61.5 

0.0081 

0.0061 

47 

0.0076 

0.0186 

0.0109 

0.877 

0.814 

1.85 

80 

er 

0.0056 

0.0094 

81 

0.0065 

0.0068 

0.0081 

0.206 

0.841 

1.60 

100 

101 

0.0047 

00068 

103 

0.0OI3 

0.0056 

0.0054 

0.187 

0.178 

1.06 

180 

116 

0.0034 

0.005S 

120 

0.0084 

0.0049 

0.0051 

0.180 

0.184 

1.81 

140 

1S8 

0.0034 

0.0044 

186 

0.0084 

0.0089 

0.0048 

0.107 

0.119 

(a)  With  old  10  mesh,    (b)  With  new  10  mesh,    (c)  The  old  sieve  was  used  for  sixing  during  the  free  and 
hindered  settUng  and  the  pulsion  jig  experiments.    The  new  sieve  was  used  on  the  later  Jigging  experimento. 

sized  by  the  series  of  sieves,  yielding  a  series  of  products  ranging  from  the  coars- 
est to  the  finest.  The  average  diameter  of  the  grains  contained  in  any  one 
product,  for  example  those  particles  which  passed  through  30-mesh  sieve  and 
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rested  on  40-me8h,  was  assumed  to  be  the  average  of  the  diameters  of  the  two 
sieve  holes.  Some  writers  have  used  factors  obtained  by  experiment  for  obtain- 
ing these  values,  but  the  author  thinks  that  this  simple  basis  for  computation, 
which  can  be  at  any  time  reproduced,  is  preferable  to  one  which  involves  the  use 
of  a  coefficient  which  may  or  may  not  be  correct. 

TABLB  259. — SORTING  TUBE  RESULTS — ^FASTEST  ORAINB. 


i 

I 


I 


a 
5 


Bpedftc  Gravity 


8.479 


6.087 


6.706 


6.261 


5.687 


6.884 


4.967 


4.506 


4.046 


8.880 


8.640 


1.473 


II 


tta^ 


l>.9! 


5S, 


'-1 


u 


10-18 
1»-14 
14-16 
16-18 
18-4W 
80-94 
84-80 
80-40 
40-60 
50-60 
60-80 
80-100 
100-180 
190-140 


1.840 
1.448 
1.966 
1.090 
0.944 
0.885 
0.664 
0.496 
0.889 
D.814 
0.841 
0.178 
0.184 
0.119 


447.1 
416.8 
887.0 
867.9 
819.8 
816.7 
894.8 
225.9 
188.8 
147.8 
188.7 
94.6 
67.0 
58.5 


484.0 
406.4 
885.7 
857.0 
886.7 
810.6 
275.7 
226.4 
185.R 
154.0 
182.4 
90.9 
07.4 
50.6 


407.2 
880.2 
857.9 
884.6 
803.8 
273.9 
246.6 
202.8 
168.2 
140.9 
117.9 
86.1 
62.8 
56.0 


411.0 
362.9 
835.9 
812.9 
278.3 
265.4 
238.5 
188.3 
165.2 
189.0 
112.4 
84.2 
72.4 
66.9 


406.1 
869.8 
848.9 
380.7 
294.7 
275.1 
244.4 
194.1 
163.7 
140.5 
112.4 
82.2 
60.6 
54.7 


891.7 

344.0 

829.2 

810.6 

909.8 

861.5 

833.6 

178.8 

149.1 

126.6 

102.7 

75.0 

51.4 

48.8 


8S8.0 

806.6 

283.5 

275.1 

2S5.8 

221.1 

802.8 

165.8 

133.6 

116.8 

08.1 

67.8 

49.9 

45.8 


841.0 
819.0 
289.9 
270.4 
288.1 
221.2 
202.6 
165.9 
121.0 


8S5.7 
806.7 
877.1 
860.3 
228.2 
210.6 
187.9 
161.5 
181.8 
105.5 
81.8 
68.0 
48.6 
44.3 


266.0 
247.5 
231.7 
216.8 
19r.4 
181.8 
159.0 
132.7 
106.0 
88.8 
70. 
63.8 
89.7 
86.5 


267.8 
887.9 
224.0 
218.0 
185.9 
170.8 
164.6 
186.7 
108.9 
84.9 
09.4 
49.7 
86.9 
84.8 


221.1 
185.8 
167.1 
156.7 
142.2 
183.8 
116.7 
89.5 
78.1 
61.3 
51.8 
86.0 
M.8 
80.8 


96.1 
81.1 
76.9 
68.7 
50.9 
56.7 
48.8 
41.4 
38.5 
96.4 
18.8 
16.8 
12.5 
(o)9.8 


(a)  Meuured  upon  806  mm.  fall,  loBtead  of  9.438  mm.  [From  a  to  ft.  Fig.  886.] 
TABLB  260. — SORTING  TUBE  RESULTS — SLOWEST  GRAINS. 


I 


Spedflc  Gravity 


8.479 


6.997 


6.706 


6.961 


5.6S7 


5.884 


4.987 


4.606 


4.046 


8.880 


9.640 


1.478 


II 


10-12 
18-14 
14-16 
16-18 
18-90 
90-94 
94-80 
9(^-40 
40-^ 
50-60 
60->80 
80-100 
100-120 
190-140 


HI 


til 


III 


n 
n 


Hi 


til 


882.7 
208.4 
188.6 
176.0 
146.9 
189.9 
110.8 
a  79.4 
57.0 
44.8 
88.1 
83.1 
16.1 
18.6 


326.7 
806.4 
884.4 
245.5 
830.0 
207. 1 
167.1 
188.2 
101.6 
84.7 
58.0 
88.7 
88.7 
21.0 


267.8 

944.5 

209.7 

189.0 

159.9 

146.0 

116.1 

86.3 

63.8 

a  48.6 

84.8 

19.5 

13.5 

11.7 


2S2.2 

210.5 

206.2 

173.4 

154.4 

185.5 

112.6 

87.0 

65.9 

85.5 

a  30.0 

14.2 

11.5 

9.9 


279.5 

218.4 
194.8 
179.0 
166.4 
146.0 
114.2 
96.8 
78.2 
55.0 
36.4 


846.3 

210.6 

185.2 

147.8 

188.2 

106.7 

75.2 

56.4 

42.0 

29.3 

15.2 

8.6 

8.4 


190.8 

168.0 

147.8 

128.7 

111.8 

102.2 

85.0 

58.0 

a  41 .8 

33.0 

19.0 

9.8 

6.2 

6.7 


287.3 
200.5 
185.9 
158.7 
186.6 
119.5 
101.6 
80.9 
66.4 


195.1 

161.0 

149.4 

180.9 

117.9 

106.6 

80.1 

51.1 

a  89.5 

86.1 

16.5 

10.8 

6.3 

5.4 


184.1 
164.2 
150.2 
185.3 
121.6 
104.8 
77.8 
57.4 
41.4 
32.4 
20.3 
12.2 
7.7 
7.4 


159.9 

147.1 

126.6 

107.9 

109.0 

90.4 

a  40.4 

:S.4 

96.8 

18.5 

9.9 

6.9 

8.9 

8.6 


196.8 

100.5 

110.8 

97.7 

86.8 

71.1 

66.4 

40.0 

82.0 

86.1 

16.8 

9.0 

5.8 

5.8 


85.1 

90.9 

95.9 

a91.4 

90.8 

19.0 

14.9 

10.5 

8.0 

5.8 

8.8 

8.1 

1.5 

1.1 


(a)  This  value  and  all  below  it  in  the  same  oolamn  was  measured  on  805  mm.  fall  instead  of  9.488  mm. 
[From  a  to  6,  Tig.  986.] 


A  sorting  tube,  abont  50.8  mm.  diameter,  was  prepared,  having  the  spaces 
marked  upon  it  as  indicated  in  Fig.  286.  The  velocities  of  settling  under  free 
settling  conditions  were  then  obtained  by  allowing  a  number  of  grains,  perhaps 
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.^         fifty,  from  each  of  the  products  obtained  by  the  sizing,  to  fall 
^   _  |S        the  distance  from  a  to  c  in  the  sorting  tube,  and  noting  the  period 
j     \         required  for  the  passage  of  the  fastest  grain,  and  also  the  time  re- 
^  _  I  quired  for  approximately  90%  of  the  grains  to  pass.     This  pro- 

j  portion  of  90%  was  preferred  to  the  observation  of  the  slowest 

j  grain,  because  the  slowest  often  lags  an  indefinite  distance  behind. 

I         The  results  of  these  tests  are  given  for  fastest  grains  in  Table 
J         259,  and  for  slowest,  that  is,  for  90%,  in  Table  260.    Each  result 
1         in  the  table  is  an  average  obtained  from  several  tests,  in  some 
instances  as  many  as  20.     The  distance  of  152  mm.  at  the  top, 
was  allowed  for  the  grains  to  reach  full  speed,  and  the  short  dis- 
tance, db,  of  305  mm.  was  used  with  the  smallest  sizes  of  grains. 
\         In  all  cases  the  grains  were  thorouffhly  wetted  and  in  some  cases 
Bl        were  boiled  in  water  before  being  dropped,  in  order  to  guarantee 
|[^         their  freedom  from  air  bubbles. 

ogg §356.  Discussion    op    Sorting    Tube    Results. — Some    re- 

soRTiNO  °*^^^^  ^^^  called  for  by  apparent  inconsistencies  in  Table  259, 
TUBE  ®'  fastest  grains.  In  nearly  every  instance,  cassiterite  fell 
faster  than  antimony,  although  its  specific  gravity  is  lower. 
The  low  specific  gravity  given  is  explained  by  the  presence  of  a  little  quartz 
in  included  grains  with  the  cassiterite,  while  the  free  grains  probably  have 
a  higher  specific  gravity  than  antimony,  and  fall  ahead  of  that  metal,  as 
they  should.  The  inconsistency  between  chalcocite  and  magnetite  is  due  to  the 
shape  of  the  particles;  magnetite  has  rounded  or  cubical  grains;  chalcocite  is 
very  flat  and  scaly.  Copper  does  not  lead  galena  nearly  as  much  as  one  would 
expect.  This  is  due  to  the  shape  of  the  particles.  The  copper  was  Calumet  and 
Hecla  stamp-copper,  as  free  as  possible  from  rock,  the  pieces  being  all  more  or 
less  flattened,  and  the  finer  particles  to  some  extent  arborescent  and  leaf-like, 
while  the  galena  was  taken  from  large  cubes  of  pure  Wisconsin  mineral.  The 
work  upon  magnetite  broke  down  at  the  60-mesn  sieve,  sizes  below  attracting 
each  other  so  much  that  the  large  flakes  resulting  made  a  test  impossible. 

The  velocities  of  the  slowest  grains,  given  in  Table  260,  are  perhaps  of  less 
value  than  those  of  the  fastest  particles,  since  there  is  a  certain  personal  equa- 
tion in  estimating  the  90%,  which  may  vary.  But  for  other  reasons,  these  values 
are  of  very  great  interest,  and  play  an  important  part  in  the  whole  ore-dressine 
discussion.  Toward  the  lower  ends  of  these  columns  frequent  inconsistencies  wiU 
be  noted.  They  are,  however,  not  very  serious,  and  are  accounted  for,  partly  as 
in  the  case  of  the  fastest  grains,  and  partly  by  the  difficulty  in  judging  the  90%. 
The  results  given  in  Tables  259  and  260  have  been  plotted  with  the  ordinates 
representing  diameters  of  grains  in  millimeters,  and  abscissas  representing  veloci- 
ties of  fall  in  millimeters  per  second,  and  from  the  plotted  points  smooth  curves 
have  been  drawn  which  show  directly  the  velocity  of  either  the  fastest  or  the 
slowest  grains  of  any  diameter  for  the  thirteen  different  minerals.  The  curves  for 
six  of  the  thirteen  minerals  are  shown  in  Fig.  287.  These  were  chosen  as  represen- 
tative as  it  would  obscure  the  plot  to  put  the  curves  of  all  thirteen  minerals  in 
one  figure.  These  carves  are  further  designed  to  be  used  for  all  calcidations 
and  je^imates  where  the  velocity  of  fall  has  to  be  known.  To  make  the  work 
complete,  curves  would  have  to  be  drawn  for  each  individual  mineral  with 
which  the  ore  dresser  has  to  deal,  but  the  author  believes  that  from  the  curves 
of  the  six  minerals  sufiSciently  accurate  figures  for  velocities  of  other  minerals 
may  be  found  by  interpolation,  if  the  specific  gravity  and  peculiarities  of  cleav- 
age of  the  other  minerals  are  known.  It  will  be  noticed  that  one  cannot  obtain 
average  figures  directly  from  these  curves,  but  that  one  gets  for  a  given  size  of 
grain,  a  range  of  velocities  with  which  it  may  fall  or^  on  the  other  hand,  for  a 
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given  velocity  of  fall,  the  range  of  diameters  of  particles  that  may  have  that 
velocity.  The  curve  of  the  average  grains  would  lie  somewhere  between  the 
curves  of  the  fastest  and  slowest  grains,  but  not  necessarily  midway.  The  im- 
pression that  the  author  received  by  the  eye,  from  watching  the  experiments,  was 
that  the  curve  of  average  grains  would  lie  about  one-third  the  distance  from  the 
fastest  to  the  slowest  grains. 

This  relation  of  various  minerals  may  be  expressed  approximately  by  means 
of  free  settling  ratios,  that  is,  the  ratios  of  the  diameters  of  the  grains  of  dif- 
ferent minerals  which  are  equal  settling.  To  illustrate  this,  the  columns  headed 
"Diameter^^  in  Table  261  have  been  taken  from  the  curves  of  fastest  grains  and 
show  the  diameters  of  grains  which  correspond  to  various  velocities.  From  these 
diameters  the  free  settling  ratios  referred  to  quartz  have  been  computed  by  divid- 
ing the  diameter  of  the  quartz  successively  by  each  of  the  diameters  of  the  other 
minerals  in  the  same  vertical  column.  The  things  to  be  noticed  in  this  table 
are:  (1)  that  the  ratios  increase  as  the  specific  gravity  of  the  mineral  increases, 
(2)  that  the  ratio  increases  with  each  mineral  as  the  size  of  grains  increases,  (3) 
that  the  ratios  for  the  lighter  minerals  are  larger  than,  and  those  for  the  heavier 
minerals  are  smaller  than  the  ratios  given  in  the  last  column,  which  are  calcu- 
lated by  substituting  the  proper  values  for  specific  gravity  and  diameters  in 
Rittinger's  formula  as  given  in  §  358. 


TABLE    261. — ^DIAMETERS    CORRBSPONDINO    TO    VARIOUS    VELOCITIES    OJ    PALL 
FASTEST  GRAINS  AND  RATIOS  FOR  OBTAINING  THE  DIAMETER  OF  QUARTZ 
WHICH  WILL  BE  EQUAL  SETTLING  WITH  THE  MINERAL  SPECIFIED. 


OP 


Anthracite.... 

guartz 
pldote 

Sphalerite . . . . 
Pyrrhotite.... 
Cnaloodte.... 
Araenopvrlte., 
Cassiterite.... 
Antimony . . . . 
Wolframite. . . 

Galena 

Copper  


Velocities  of  Fall  In  Milliraeters  per  Second. 


8S 


Mm. 
0.80 
0.16 
0.111 
0.101 


II 


0.41 


1.4 
1.5 


45.2 


Mm. 

0.58 

0.22 

0.16 

0.14 

0.12 

0.118 

0.112 

O.OQT 


0.87 


1.5 
1.6 
1.8 
1.9 
1.9 
2.8 


84 


Mm. 
0.98 
0.88 
0.22 
0.21 
0.18 
0.16 
0.15 
0.14 
0.13 
0.18 
0.12 
0.12 


I 


0.84 


1.6 
1.6 
1.8 
2.1 
2.2 
2.4 
2.5 
2.5 
2.7 
2.7 


90.5 


Mm. 
1.68 
0.51 
0.88 
0.81 
0.26 
0.24 
0.21 
0.19 
0.18 
0.18 
0.17 
0.17 


0.80 


1.6 
1.6 
2.0 
2.1 
2.4 
2.7 
2.8 
2.8 
8.0 
8.0 


128 


Mm. 

"olsi 

0.51 
0.49 
0.89 
0.86 
0.81 
0.28 
0.28 
0.27 
0.25 
0.25 


1.6 
1.7 
2.1 
2.2 
2.6 
2.9 
2.9 
8.0 
8.2 
8.2 


181 


Mm. 

'iiai' 

0.87 
0.84 
0.68 
0.68 
0.48 
0.44 
0.45 
0.48 
0.88 
0.88 


12 


1.6 
1.6 
2.2 
2.8 
2.8 
8.1 
8.0 
3.2 
8.6 
8.6 


266 


Mm. 


1.68 
1.57 
1.06 
1.02 
0.82 
0.7B 
0.77 
0.70 
0.60 
0.58 


868 


Mm. 


1.56 
1.87 
1.46 
1.88 
1.11 
1.06 


0.288. 


1.46 
1.86 
2.14 
2.64 
2.88 
8.82 
8.48 
8.64 
4.01 
4.56 


§  357.  Tubular  Classifier  Investigation. — As  a  check  upon  the  work  just 
given  and  as  a  means  of  preparing  a  perfect  set  of  sorted  products  for  the  investi- 
gation of  sizing  upon  a  surface,  the  following  apparatus  was  designed  and  tests 
made: 

The  tubular  classifier  (see  Fig.  288),  was  fed  with  hydraulic  water  at  e  at  a 
constant  rate,  admitted  by  a  dial-cock,  at  constant  pressure,  guaranteed  by  an 
overflow  column-pipe  to  give  constant  head.  This  passes  up  and  overflows  at  ♦, 
at  any  desired  speed.  If  fc  be  the  average  area  in  square  millimeters  of  the  tube 
cd,  then  the  milligrams  or  cubic  millimeters  I  of  water  delivered  per  minute  at  ♦, 
divided  by  k,  will  give  the  upward  velocity  m  of  the  water  in  millimeters  per 
minute. 
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The  same  result  may  be  obtained  in  inches  per  minute  by  weighing  the  water 
in  pounds  as  follows:  The  pounds  of  water  at  62 ®F.,  p,  delivered  per  minute  at 
i,  multiplied  by  27.712,  gives  cubic  inches,  and  this  product  divided  by  the  area 
r  in  square  inches  gives  the  ascending  velocity  8  in  inches  per  minute. 

.27.712  o 
-  =  8. 


1 


7r\ 


The  sorted  products,  for  example  of  quartz  and  galena,  were  obtained  by  feed- 
ing at  a,  in  very  small  quantities  at  a  time,  mixed 
grains  of  these  minerals,  which  had  passed  through 
a  limiting  sieve  of  10  meshes  to  the  linear  inch  with 
2.108-mm.  holes,  and  therefore  contained  grains  of  both 
minerals  ranging  from  that  size  down  to  dust.  The 
quantity  of  sand  fed  was  so  small  that  the  volume  of 
sand  in  the  tube  at  any  given  time  was  far  less  than 
tV  that  of  the  water.  The  grains  became  subject  to  the 
action  of  the  current  at  6.  If  they  were  light  enough 
to  rise  in  the  current  flowing  at  any  given  time  they 
were  discharged  at  t.  If  heavy  enough  to  fall,  they 
passed  down  to  the  bulb  g.  The  rising  portion  c  of 
the  tube  is  305  mm.  long,  to  give  a  heavy  grain  that 
distance  to  repent  and  return.  The  falling  portion  d 
of  the  tube  is  also  305  nmi.  long,  to  give  a  light  grain 
the  same  opportunity.  A  rotary  motion  is  given  to 
the  water  in  d,  to  prevent  a  downwajd  current  on  one 
side  and  an  excess  of  upward  current  on  the  other.  If 
the  mixed  quartz  and  galena  is  fed  slowly,  so  that  "free 
settling"  conditions  prevail,  while  the  water  is  rising 
— ^for  example,  40  millimeters  per  second — ^it  yields 
two  products:  the  overflow  grains  which  rise  in  a 
40-mm.  current ;  the  bulb-grains  which  fall  in  the  same 
current.  If,  now,  the  above  bulb-grains  are  fed  to  the 
tube  when  the  water  is  rising  50  mm.  per  second,  it 
again  yields  two  products:  overflow  grains  which  rise 
in  a  50-mm.  current;  and  bulb-grains  which  fall  in  the 
same  current.  This  second  overflow  is  defined  as  con- 
sisting of  grains  of  quartz  and  galena  which,  under 
free-settling  conditions,  fall  in  a  40-mm.  current  and 
rise  in  a  50-mm.  current,  and  is  called  a  sand  sort  or 
a  slime  sort,  according  to  the  size  of  grains  it  con- 
tains. 
To  obtain  a  complete  set  of  products,  as  perfectly  defined  as  the  above,  tiie 
water  current  was  rated  at  frequent  intervals  all  the  way  from  0.0496  inches 
(1.261  mm.)  per  second  to  7.8259  inches,  (198.777  mm.)  per  second.  And  to 
obtain  further  information,  the  length  and  width  of  each  of  ten  grains  of  quartz 
and  also  of  galena  were  measured  bv  microscope-micrometer  for  each  product 
The  average  of  the  ten  measures  of  length  and  of  width  (twenty  m  all),  is 
called  the  average  diameter  of  the  grains.  The  thickness  was  not  obtained. 
These  figures  are  given  in  metric  measures  in  Table  262  together  with  the  ratio 
of  the  average  diameters  of  quartz  and  galena.  The  specific  gravity  of  the  quartz 
is  2  640  and  that  of  the  galena  is  7.586.  The  second  part  of  the  table  shows  the 
re*?ults  of  similar  experiments  made  with  quartz  and  chalcopynte,  whose  specific 
gravity  was  4.167.  This  table  brings  out  to  a  more  marked  degree  than  the 
previous  work,  the  fact  that  the  free  settling  ratio  of  the  quartz  and  galena  is 


FIG.    288.— TUBULAR 
CLASSIFIER. 
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TABLE  262. — ^DIAMETERS  OF  QUAETZ  AND  GALENA  PARTICLES  AND  OF  QUARTZ  AND 

CHALCOPYRITE    PARTICLES    WHICH    ARE    EQUAL    SETTLING    IN    THE 

UPWARD  CURRENTS  SPECIFIED. 


Velocity  of  Curront 
per  Second 

Ratio  of 
Diameter 
of  Quarts 

Diameter 
of  Galena 

Velocity  of  Current     ^             ^ 

per  Second          Average  Diametera 

RaUoof 
Diameter 

In  which 
Ondns 
Rise. 

in  which 
Grains 
FaU. 

of  Quartz 
Grains. 

of  Galena 
Grains. 

in  which 
Grains 
Rise. 

in  which 
Grains 

of  Quarts 
Grains. 

ofChaloo- 
Grains. 

of  Quarts 
toDiame- 
terofChal- 
oopjrrite. 

Mm. 

Mm. 

Mm. 

Mm. 

Mm. 

Mm. 

Mm. 

Mm. 

l.M 

0. 
1.96 

a  0.0801 
0.0886 

a  0.0194 
0.0198 

1.56 
1.69 

1.96 
9.60 

0. 
1.96 

a  0.0186 
0.0444 

aO.O908 
0.0879 

2.61 

.......J... 

6.0 

9.61 

0.0668 

0.0898 

1.96 

6.0 

9.60 

0.0744 

0.0658 

1.88 

7.4 

6.0 

0.0778 

0.0419 

1.87 

7.6 

6.0 

0.0984 

0.0748 

1.88 

10.0 

7.4 

0.0989 

0.0488 

9.01 

10.0 

7.6 

0.1989 

0.0999  « 

1.89 

14.7 

10.0 

0.1498 

0.0618 

9.89 

16.0 

10.0 

0.1666 

0.1918 

1.86 

10.8 

14.7 

0.1876 

0.0791 

9.60 

90.0 
96  0 

16.0 
90  0 

0.1890 
0.9968 
0.9896 

0.1906 
0.1666 
0.1980 

1.69 
1.46 
1.47 

"to 

'"oiiwi"' 

"oiidw"' 

""i.'ie" 

80' 

95!o 

40 

80 

-mwio 

0.1806 

9.09 

40 

80 

0.8679 

0.9314 

1.64 

60 

40 

0.8880 

0.1404 

9.78 

60 

40 

0.4691 

0.9744 

1.68 

60 

60 

0.6941 

0.1708 

8.07 

60 

60 

0.4960 

0.8970 

1.61 

70 

60 

0.6899 

0.1997 

9.96 

TO 

60 

0.6108 

0.8769 

1.68 

80 

70 

0.6090 

0.9S81 

9.77 

80 

TO 

0.6896 

0.4446 

1.81 

90 

80 

0.8604 

0.2750 

8.18 

90 

80 

0.8454 

0.6006 

1.60 

100 

90 

1.0984 

0.8428 

9.99 

100 

90 

1.0086 

0.5580 

1.80 

110  « 

100 

1.1494 

0.8504 

8.96 

110 

100 

1.0998 

0.6940 

1.75 

190 

110 

1.8916 

0.8648 

8.68 

190 

110 

1.9896 

0.6848 

1.88 

180 

190 

1.4984 

0.8778 

8.77 

180 

190 

1.8760 

0.7898 

1.88 

140 

180 

1.4956 

0.4908 

8.89 

140 

180 

1.6690 

0.8888 

9.01 

160 

140 

1.6089 

0.4660 

8.69 

150 

140 

1.6176 

0.8768 

1.84 

100 

150 

1.6848 

0.4599 

8.67 

160 

150 

1.7866 

0.9668 

1.87 

170 

160 

1.7488 

0.4694 

8.78 

170 

160 

1.9088 

1.0648 

1.76 

181 

170 

1.8089 

0.5948 

8.44 

180 

170 

1.9066 
9.1948 

1.1068 

1.79 

109 

181 

1.9744 

0.5776 

8.49 

190 

180 

1.9060 

1.76 

(a)  These  averages  have  less  value  than  the  others,  because  the  diameters  in  this  case  range  down  to  0. 

lower  than  that  given  by  Rittinger^s  formula  and  is  a  variable,  being  smaller  for 
finer  sizes.  The  results  on.  ehalcopyrite  and  quartz  offer  similar  evidence  to 
those  on  galena  and  quartz. 

Further  comparison  with  the  curves  of  the  fastest  and  slowest  grains  of  Fig. 
287  shows  that  these  average  figures  lie  about  three-fourths  of  the  distance  from 
the  fastest  to  the  slowest,  instead  of  only  one-third,  which,  as  previously  stated, 
was  the  impression  received  by  the  eye.  This  discrepancy  is  probably  due  to 
differences  in  the  nature  of  the  two  methods  of  measuring  the  grains.  In  the 
first  work,  the  diameter  of  the  grains  was  taken  as  the  average  of  the  diameters 
of  a  square  hole  through  which  they  were  just  able  to  pass,  and  a  square  hole 
through  which  they  just  failed  to  pass.  In  the  later  work,  the  diameter  of  the 
grains  was  taken  as  the  average  of  the  length  and  width  of  several  individual 
grains  as  they  lay  in  the  field  of  a  microscope.  It  is  clear  that  the  taking  of  aver- 
ages of  length  and  width  gives  too  high  result  for  comparison  with  the  sifting 
work,  as  it  is  the  width  which,  as  a  rule,  determines  whether  or  not  the  particle 
will  pass  through  a  given  sized  hole.  It  was  found  by  taking  averages  of  widths 
instead  of  both  lengths  and  widths,  that  instead  of  being  three-fourths,  the 
average  curve  is  about  two-fifths  (not  quite  down  to  one-third)  of  the  way  from 
the  fastest  to  the  slowest  curves.  This  verifies  again  the  former  work.  It 
should  be  noted  that  the  specific  gravity  of  ehalcopyrite  is  only  slightly  greater 
than  that  of  sphalerite,  and  hence  it  would  be  presumed  that  the  average  figures 
for  ehalcopyrite  would  be  slightly  less  than  three-fourths  of  the  way  from  the 
fastest  to  the  slowest  of  sphalerite.  Inspection  shows  that  this  is  true,  three- 
fifths  being  about  the  figure. 

§  368.  Bittinger's  Parabolic  Formula. — Formulas  for  the  rate  of  settling 
of  particles  in  water  have  been  derived  by  Rittinger,  Wagoner  and  others.  The 
parabolic  formula  of  Rittinger,  which  has  been  most  generally  accepted  by  other 
authors  and  which  will  be  taken  up  first,  does  not,  as  he  himself  acknowledges. 
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hannonize  with  the  facts  observed  upon  small  grains.  The  principle  of  the  com- 
putation is  to  equate  the  force  of  gravity  against  the  resistances  which  the  falling 
particles  have  to  overcome.  For  free  settling  particles,  he  gives  in  his  treatise 
three  fonnulas  to  represent  the  relation  between  the  diameter  of  the  grains 
and  the  rate  of  falling  in  water  for  irregular  shaped  grains : 

V=2.73  4/  D  (^— 1)  for  roundish  grains, 

Y=2.44  4/  D  (^ — 1)  for  average  grains, 

V=1.92  4/  D  (d—l)  for  flattish  grains, 

in  which  V  is  the  velocity  in  meters  per  second ;  D  the  diameter  of  the  particles 
in  meters ;  and  *  is  the  specific  gravity  of  the  mineral. 

From  the  formula  for  the  average  grains,  he  computes  the  ratio  of  the  diameters 
of  quartz  and  galena  particles  that  will  be  equal  settling  in  water.  Taking  the 
specific  gravities  as  given  in  Table  257,  for  quartz,  2.640,  and  for  galena,  7.586, 
and  using  his  formula  for  the  average  grain,  we  should  have : 

for  quartz,  V*=5.9536  DiXl.64, 

for  galena,  V^=5.9536  D2X6.586, 
where  D^  is  the  diameter  of  the  grain  of  quartz  and  Dj  is  the  diameter  of  thfi 
grain  of  galena.    For  equal-settling  particles,  we  equate  the  two  values  of  VS 
and  deduce: 

Di_6.586_ 

D=i:6r=^-^^^- 

This  is  the  method  of  calculating  the  diameter  ratios  or  Eittinger^s  multipliers 
for  various  minerals  referred  to  quartz  which  have  been  given  already  in  Table 
261. 

The  formula  given  by  Bittinger  is  that  of  a  parabola,  which  for  average 
particles  may  be  written: 

rr-=2.44(^ — 1),  or  ^=C=a  constant  for  each  mineral. 

Referring  to  the  curve  of  fastest  grains,  the  velocity  of  1-mm.  galena  is  352  mm. 
per  second.    Then  the  value  of  G  in  this  case  is : 

?^^=  123.904. 

Having  obtained  the  value  of  C,  the  various  values  of  V  may  be  found  by  sub- 
stituting various  values  for  D  in  the  equation    ^^123,904.    In  the  same  way 

a  value  of  C  is  found  from  the  curve  of  slowest  grains  of  galena,  as 

234X234     ^,  „^^ 
=54,756 

and  from  this  the  various  values  of  V  for  the  slowest  grains.  In  Fig.  289, 
a  and  b  are  the  actual  and  computed  curves  respectively  for  the  slowest  grains 
of  galena;  c  and  d  are  the  same  for  the  fastest  grains.  It  will  be  seen 
that  the  actual  and  computed  curves  have  extremely  few  points  in  common. 
Similar  formulas  have  been  calculated  and  curves  plotted  for  all  the  minerals 
examined,  with  practically  the  same  results.  This  proves  that  the  parabolic 
formula  is  not  true  for  small  particles.  The  fact  that  the  parabolic  formula 
does  not  apply  to  the  slowest  grains  is  evident  from  an  inspection  of  the  actual 
curve  a  of  slowest  grains,  in  Fig.  289,  as  it  clearly  reverses  its  direction  of 
curvature  as  it  approaches  the  origin  of  coordinates. 
§  359.  Wagoner's  Formula. — Luther  Wagoner,  after  an  elaborate  series  of 
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experiments  upon  grains  below  1  mm.  in  diameter,  finds  that  the  parabolic 
formula  does  not  apply  and  concludes  that  the  discrepancy  is  due  to  the  fact 
that  Bittinger's  formula  did  not  take  into  account:  (a)  the  adhesion  of  the 
molecules  of  liquid  to  each  other,  (6)  the  adhesion  of  the  liquid  to  the  immersed 
body,  and  (c)  the  temperature.  The  force  (6)  causes  the  moving  particle  to 
have  a  skin  of  water  adhering  to  it.  The  force  (a)  opposes  (6)  and  cuts  the 
skin  of  water  down  to  a  constant  minimum  thickness  for  each  velocity.    If  with 
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FIG.    289. — ^ACTUAL   AND   COMPUTED   CURVES   OF   FALL. 

a  given  velocity,  the  skin  of  water  is  2  mm.  thick,  then  a  cube  of  quartz  20  mm. 
in  diameter  will  be  much  less  affected  by  it  than  one  which  is  1  mm.  in  diameter ; 
for  in  the  first  case,  the  one  volume  of  quartz  will  be  accompanied  by  only  0.73 
volumes  of  water,  while  in  the  second  case  one  volume  of  quartz  will  drag  along 
with  it  124  volumes  of  water.  But  the  discrepancy  is  still  greater,  for  the  larger 
cube  falls  with  a  much  greater  velocity,  which  tears  off  more  of  the  water  skin. 

The  formulas  derived  by  Wagoner  in  this  early  paper,  conforming  to  the  re- 
versed curve,  are  not  here  given,  because  they  were  based  upon  a  different  scheme 
of  measuring  the  size  of  grains.  He  has,  however,  by  using  the  author's  figures, 
derived  a  formula  for  slowest  grains,  expressing  the  relations  between  the  diameter 
and  rate  of  fall  of  the  particles  as  follows : 

V=(?  ■ 

where  V  is  velocity  in  mm.  per  second ;  D  is  the  diameter  of  the  particle  in  mm. 
and  a,  b  and  c  are  constants  for  each  specific  gravity,  having  values  as  shown  in 
Table  263.  He  points  out  that  the  mean  value  of  (a+6)  is  1.4156,  which  is 
almost  equal  to  V2,  but  is  unable  to  explain  it ;  and  further  states  that  if  the 
relations  of  form,  surface  and  weight  to  the  diameter  were  known,  a  more  perfect 
formula  might  be  derived.  It  should  be  noted  that  in  all  his  work,  Wagoner  has 
simply  dealt  with  the  author's  figures  on  slowest  grains. 

§  360.  Investigations  on  Fine  Grains. — On  moderately  fine  grains  the 
field  does  not  seem  to  have  been  so  thoroughly  explored.    The  author's  experi- 
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ments  in  no  case  extended  below  0.01  mm.  and  in  most  cases  not  below  0.1  nmi. 
From  this  point  down  until  the  finest  particles  are  reached,  the  author  is  unable 
to  give  any  accurate  figures  showing  the  rate  of  settling.  Figures  which  are 
probably  approximately  true  may  be  obtained  by  extending  the  lower  ends  of  the 


TABLE  263.— VALUES 

OF  THE  CONSTANTS  IN  WAGONER'S  FORMULA. 

Minerals. 

Spedflc 
Gravity 

e. 

a. 

6. 

o+ft. 

Minerals. 

Specific 
Gravity 

c. 

a. 

6. 

a^-b. 

GaJena.*!!!!! 
Wolframite.. 
Antimony.... 

8.479 
7.686 
6.087 
6.706 

187.8 
883.0 
905.6 
191.4 

1.0680 
l.OTTO 
0.9084 
0.8799 

0.8510 
0.8S30 
0.4887 
0.5486 

1.4140 
1.3990 
1.8921 
1.4284 

Chaloodte... 
Pyrrhotite.. 

Quarts 

Anthracite.. 

5.884 
4.606 
2.640 
1.478 

IS:! 

100.4 
85.86 

0.6896 
0.5M8 
0.9080 
0.7815 

0.7908 
0.9168 
0.5196 
0.6887 

1.4296 
1.4407 
1.4183 
1.4068 

curves  for  fastest  and  slowest  grains  in  Fig.  287,  it  being  assumed  that  all  the 
curves  started  from  the  origin  of  coordinates.  For  want  of  definite  evidence, 
however,  it  seemed  best  not  to  do  this,  as  later  experiments  may  prove  that  the 
curves  do  not  continue  regularly  to  the  origin. 

On  the  behavior  of  finest  grains,  which  are  for  the  most  part  below  the  range 
of  microscopic  measurement,  that  is,  below  0.00025  nmi.,  several  investigations 
have  been  made.  These  have  been  done  more  from  the  standpoint  of  the  geol- 
ogist, to  determine  the  laws  of  sedimentation,  than  from  that  of  the  ore  dresser. 
The  grains  are  probably  finer  than  any  that  the  ore  dresser  will  have  to  consider, 
but  the  author  has  thought  it  best  to  give  an  outline  of  the  more  important  work 
done,  in  order  that  the  reader  may  imderstand  the  new  forces  that  come  into  play 
in  the  settling  of  such  small  grains. 

J.  Thoulet^^  finds  after  experimenting  on  kaolin  and  foraminiferse  (chalk 
fossils),  which  were  so  fine  that  they  were  not  discernible  under  the  microscope, 
that  very  fine  particles  settle  at  a  practically  uniform  rate  in  the  same  ratio  as 
the  diflference  of  density  between  the  solid  and  liquid;  that  at  and  below  23''C. 
fine  particles  remain  suspended  indefinitely  in  distilled  water;  that  above  23**C. 
the  rate  of  settling  in  distilled  water  increases  with  the  temperature;  that 
pressure,  up  to  12  atmospheres,  has  no  effect  upon  settling  fine  particles. 

Dr.  Barus*^  finds  in  regard  to  the  rate  of  settling  of  clay  and  tripolite  particles 
of  perhaps  0.00005  mm.  diameter  and  less,  that  some  may  be  so  fine  as  to  be 
held  up  for  years;  that  the  velocity  of  settling  has  no  relation  to  the  viscosity 
of  the  liquid;  that  they  settle  much  more  rapidly  at  100**C.  than  at  0°C.;  that 
they  settle  much  more  rapidly  in  solutions  of  acids  and  salts,  and  in  stronger 
than  in  weaker  solutions.  In  an  opaque  mixture  where  the  particles  are  nearer 
together,  they  settle  faster  than  in  a  translucent  mixture.  For  particles,  the 
diameter  of  which  was  estimated  to  be  about  0.0002  mm.,  the  velocity  of  settling 
in  distilled  water  at  15**C.  was  0.0000278  mm.  per  second  and  at  lOO^'C.  0.000556 
nmi.  per  second. 

Some  experimental  results  showing  the  effect  of  salts  and  acids  upon  the  rate 
of  settling  are  given  under  "Testing^'  in  Chapter  XXI. 

§  361.  Classification  by  Free  Settling. — The  practical  application  of  the 
principles  of  free  settling  for  the  purpose  of  obtaining  a  set  of  sorted  products, 
may  be  understood  by  referring  to  Fig.  290,  which  represents  the  relative  posi- 
tions in  vertical  columns  of  particles  of  two  specific  gravities,  ranging  from  a 
maximum  diameter  to  dust,  that  were  started  at  the  same  level  and  have  all  fallen 
the  same  length  of  time.  In  each  case  the  diameters  increase  downward,  but 
the  largest  grain  of  the  heavier  mineral,  for  example,  galena,  has  fallen  much 
farther  than  the  largest  grain  of  the  light  mineral,  for  example,  quartz. 

The  distances  these  particles  have  fallen  in  a  unit  of  time,  may  also  represent 
velocities,  that  is  to  say,  the  velocity  of  a  rising  current  that  will  just  lift  them. 
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The  grains  above  g  will  all  be  lifted  by  a  current  ag  in  velocity ;  the  grains  above 
e  will  all  be  lifted  by  a  current  ae  in  velocity;  the  grains  above  d  will  all  be 

lifted  by  a  current  ad  in  velocity ;  the  grains 
Qiwrfir       Qtftta  .  AntBoonttt  .Btonde     q\^qjiq  q  wiU  all  be  lifted  by  a  current  ac  in 

:        velocity ;  the  grains  above  6  will  all  be  lifted 

I        by  a  current  oft  in  velocity.     If  then,  the 

I        grains  be  first  submitted  to  a  current  ae, 

g  o  o        second  to  ad,  third  to  ac  and  fourth  to  ah, 

I  g  8       ^®  ^^  ^^^  ^^®  products,  the  grains  eg,  de, 

l  o  Q^       cd  and  be,  which  settle  in  the  four  currents 

8o  o  O       respectively,  and  the  grains  ab,  which  rise  in 
§-           g           O       the  last  current. 
><->.           o            O          O  We  further  notice  that  the  three  products 
(J           o            O          O      ^^'  ^^  ^^^  ^^  *^®  ^^^®  sorted  products.     The 

/ g-  O  /^      galena   is   always   much   smaller  than   the 

O  2  ^      quartz  in  each  case,  and  we  notice  that  this 

O  y  \y      is  not  the  case  in  eg  or  in  ab,  the  two  end 

O  ^         /^      products,  neither  of  which  is  a  truly  sorted 

O  ^         ^1:=^      product.    The  product  ai,  differs  so  slightly 

O  U         (J      that  it  is  usually  treated  as  a  sorted  product, 

O  O  but  e/  is  totally  different  and  requires  treat- 

O  Q  ment  adapted  to  its  peculiar  constitution. 

O  r^  We  may  still  further  note  that  if  instead 

O  ^  of  the  current  ae,  the  current  af  was  used 

Q  v^,  first,  then  only  pure  galena  would  be  found 

r^         Q  in  the  product  that  settled  in  this  current. 

ScT  /^  This   method   conmiends   itself   where   the 

O         v-/  heavy    mineral    is    of    very    high    specific 

Q  gravity,  or  where  the  gangue  is  in  very  small 

/^  per  cent.    D.  W.  Brunton  reports  that,  using 

^^  a  cone  hydraulic  classifier  (see  Fig.  246), 

with  three  cones,  fed  by  material  which  had 
passed  through  a   60-mesh  screen,  he   ob- 
tained a  first  spigot  product  as  rich  as  the 
best  jig  concentrates.     In  some  of  the  Lake 
Superior  copper  mills  a  highly  concentrated 
PIG.   290. — GRAPHICAL  REPRE-    product  is  obtained  in  this  way  (see  Mill  48 
SENTATiON  OF  FREE  SET-    in  §306).    Likewise  in  a  chromite  mill  in 
TLiNG.  Newfoundland  the  first  spigot  of  the  classi- 

fier yields  the  best  product  in  the  mill  and 
its  amount  forms  a  considerable  proportion  of  the  total  concentrates.  Mill  5 
has  recently  put  in  a  hydraulic  classifier  (see  Figs.  244/  to  244/i,)  to  treat  all 
the  tailings  of  the  mill  below  0.17  inch  (4.32  mm.)  which  formerly  went  to 
waste.     They  report  a  considerable  saving  of  good  concentrates. 

Fig.  290  also  illustrates  the  relations  of  arsenopyrite  and  quartz,  and  blende 
and  quartz. 

BlBUOORAPHT    FOB   CLASSIFIEBS    AND   THE    LAWS    OF    CLASSIFTIKO    BT    FBEE    SeTTLINO   IN 

Wateb. 

1.  Bilharz,  O.,   (1896).  "Mech.  Aufbereitung,"  Vol.  I.,  pp.  11,  43,  57,  86.    Theory  of 

free  settling.     Bilharz  hydraulic  classifier.     Siphon  separator.    Altenberg  classifier. 
Bilharz  spitzlutte. 

2.  Gallon,  J.,  (1886),  "Mining,"  Vol.  III.,  pp.  47,  58.    Theory  of  free  settling.    Laby- 

rinth.   Pointed   boxes.    Engis,   Thirion   and   Dorr   hydraulic   classifiers.     Siphon 
separator. 
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8.  Charleton,  A.  G.,  (1884),  "Tin  Mining,"  pp.  16,  53,  59.    Labyrinth.    Pointed  bozea. 

4.  Davies,  D.  C,  (1886),  "Metal.  Min.  and  Mining,"  p.  363.    Free  settling  velocities. 

5.  Davies,  E.  H.,  (1894),  "Mach.  Metal.  Mines,"  p.  265.    Free  settling  velodUes.    Hy- 

draulic classifier.    Pointed  boxes. 

6.  Eissler,  M.,  (1896),  "Metallurgy  Gold,"  p.  152.    Pointed  boxes.    Bpitzlutte, 

7.  Eissler,  M.,    (1891),  "Metallurgy  Silver,^'  pp.  226,  229.    Theory.    Pointed  boxes. 

Spitzlutte.    Cone  classifier. 

8.  Foster,  C.  LeN.,  (1894),  "Ore  and  Stone  Mining,"  p.  568.    Free  settling  velocities. 

Pointed  boxes.    Cone  classifier.    Lockhart's  tubular  classifier.    Siphon  separator. 

9.  Oaetzschmann,  M.  F.,    (1872),  "Aufbereitung,"  Vol.  IL,  p.  210.    Many  forms  oh 

classifiers. 

10.  Goupilli^re,  Haton  de  la,   (1885),  "Exploitation  des  Mines,"  Vol.  II.,  pp.  725,  761, 

769.     Theory.     Siphon  separator.     Dor  and  Bttttgenbach  hydraulic  clauifiers. 
Pointed  boxes. 

11.  Hunt,  R.,  (1884),  "British  Mining,"  pp.  706,  748.    Theory.    Pointed  boxes.    Hodge's 

classifier.    Cone  classifier. 

12.  Kirschner,  L.,  (1899),  "Erzaufbereitung,"  Part  II.,  p.  47.    Pointed  boxes.    Bpitsdutte. 

13.  Kunhardt,  W.  B.,  (1893),  "Ore  Dressing,"  pp.  43,  58.    Siphon  separator.    Pointed 

boxes.    SpitzluUe, 

14.  Lamprecht,  R.,  (1888),  "Kohlenaufbereitung,"  p.  63.    Several  classifiers  for  ooaL 

15.  Linkenbach,  C,   (1887),  "Aufbereitung  der  Erze,"  p.  72.    Theory.    Pointed  boxes. 

16.  Lock,  A.  O.,  (1882),  "(3old,"  p.  1064.    Labyrinth.    Pointed  boxes.    SpiisMte. 

17.  Louis,  H.,  (1894),  "Gold  Milling,"  p.  327.    Pointed  boxes. 

18.  Rittinger,  P.  R.  von,  (1867),  "Aufbereitungskunde,"  pp.  165,  325.    Theory.    Pointed 

boxes.    Spitzlutte.    Runs. 

19.  Ibid.,  (1870),  "Erster  Nachtrag,"  p.  18.    Theory. 

20.  Ibid.,  (1873),  "Zweiter  Nachtrag,"  p.  18.    Spitzlutte. 

21.  Rose,  T.  K.,  (1894),  "Gold,"  p.  163.    Pointed  boxes. 

22.  Sparre,  J.  von,  (1869),  "Theorie  der  Separation."    Criticism  of  Rittinger's  theory. 

23.  Ulzer,  F.  and  Fraenkel,  A.,  (1898),  "Chem.  Tech.  Analysis,"  p.  43.    SchOne's  tubular 

dassifier  for  the  mechanical  analysis  of  days. 


24.  Am.  Inat.  Min.  Bng.,  Vol.  V.,  (1877),  pp.  593,  604.    C.  M.  Rolker.    Description  of 

hog  trough  classifier  used  at  Lake  Superior  with  dimensions,  capacity  and  water 
us^. 

25.  Ibid.,  Vol.  VI.,  (1877),  p.  483.    J.  C.  F.  Randolph.    Dimensions  of  pointed  boxes 

used  at  Clausthal. 

26.  Ibid.,  Vol.  VIII.,   (1880),  p.  433.    H.  S.  Munroe.    Description  and  dimensions  of 

old  Lake  Superior  hog  trough  classifier  with  figures  on  capacity  and  water  used  by 
each  division. 

27.  Ibid.,  Vol.  IX.,  (1881),  p.  318.    R.  H.  Richards.    Description  of  small,  experimental 

Bpitzlutte  wiUi  results  obtained  therewith. 

28.  Ibid.,  pp.  437,  438.    Ellis  Clark,  Jr.    Dimensions  of  pointed  boxes  and  description 

of  Kittinger  spitzlutte  used  at  Przibram. 

29.  Ibid.,  Vol.  XL,   (1883),  p.  231.    R.  H.  Richards.    Description  and  advantages  of 

the  Richards-Coggin  classifier. 

30.  Ibid.,  p.  321.    Albert  Williams,  Jr.    Recommends  the  use  of  bottom  discharge  tanks 

for  settling  slimes  for  pan  amalgamation.    Their  advantages  over  those  which 
are  shoveled  out,  are  given. 

31.  Ibid.,  Vol.  XVIII.,    (1889),  p.  257.    H.  E.   Armitoge.    Description  of  the  double 

cone  tubular  classifier  or  spitzlutte,  also  of  a  hopper-shaped  unwaterer. 

32.  Ibid.,  p.  644.    R.  H.  Richards  and  A.  E.  Woodward.    Curves  drawn  from  Rittinger's 

formula  for  free  settling  particles. 

33.  Ibid.,  Vol.  XXII.,  (1893),  p.  227.    O.  Bilharz.    Advantages  of  the  Bilhars  over  the 

Rittinger  Bpitzlutte. 

34.  Ibid.,  p.  647.    H.  S.  Munroe.    Description  of  the  Evans  classifier  with  its  mode 

of  action  and  advantages  over  other  hydraulic  classifiers. 

35.  Ibid.,  Vol.  XXIV.,  (1894),  pp.  80,  339.    F.  M.  F.  Cazin.    Mathematical  discussion 

of  theory  of  settling  and  criticism  of  Rittinger's  formula  for  free  settling. 

36.  Ibid.,  p.  409.    R.  H.  Richards.    Results  of  tests  on  the  velocity  of  particles  falling 

in  water  under  free  settling  conditions. 

37.  Ibid.,  Vol.  XXVI.,  (1896),  p.  624.    C.  W.  Goodale.    Discussion  of  siriM  tests  and 

assays  of  jig  tailings,  showing  the  losses  resulting  from  poor  work  done  by  the 
Carkeek,  the  Evans,  the  Anaconda  and  other  hydraulic  classifiers. 

38.  Ibid.y  p.  76.    R.  H.  Richards.    Kesiiltfl  of  tests  on  the  velocity  of  partides  falling 

in  water  under  free  settling  conditions. 
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39.  lUd.,  Vol.  XXVII.,  (1897),  p.  249.    R.  H.  Richards  and  C.  £.  Locke.    ResulU  of 

tests  on  a  surface  current  box  classifier. 

40.  /bfd.,  Vol.  XXVIII.,   (1898),  p.  225.    J.  £.  Johnson,  Jr.    Description  of  settling 

reservoirs  for  tailings  of  the  Longdale  Iron  Ompany. 

41.  Am.  Jour.  Science,  Vol.  XXXVII.,  (1889),  p.  121.    C.  Barus.    Discussion  of  results 

of  experiments  on  the  rate  of  settling  of  very  fine  particles. 

42.  Am.  Sac.  Civ.  Eng.,  Vol.  XXXVI.,  (1896),  p.  239.    £.  H.  Hooper.    Elaborate  article 

on  the  suspension  of  solids  in  and  the  movement  of  solids  by  a  horizontal  current 
of  water. 

43.  iinii.  dea  Mines,  Series  V.,  Vol.  IV.,  (1853),  p.  143.    V.  Pemolet    Results  of  ex- 

periments on  velocity  of  particles  falling  in  water  and  air. 

44.  Hid.,  Series  VI.,  Vol.  XIX.,   (1871),  pp.  310,  342.    A.  Henrv.    A  general  article 

containing  some  theory,  also  takinjy^  up  labyrinths,  pointed  boxes,  both  with  and 
without  hydraulic  water,  the  En^s  trough  classifier,  the  Dor  classifier  and  the 
siphon  separator  used  at  Mechemich. 

45.  Ilnd.,  Series  VII.,  Vol.  II.,  (1872),  pp.  285,  298.    A.  Henry.    Description  of  Rittin- 

ger  spitzlutte  used  at  Przibram  with  dimensions.    Dimensions  of  pointed  boxes. 

46.  Ihid.,  Series  VIII.,  Vol.  V.,  (1884),  p.  507.    J.  Thoulet.    Results  of  experimenU  on 

the  fallinff  velocities  of  spheres  of  different  densities  and  sizes. 

47.  Ibid.,  Vol.  VII.,  (1885),  p.  521.    A.  Badoureau.    Mathematical  discussion  of  veloci- 

ties of  particles  falling  freely  in  water. 

48.  lUd.,  Vol.  XIX.,  (1891),  p.  5.    J.  Thoulet    Results  of  experiments  on  the  rate  of 

settling  in  water  of  very  fine  kaolin  below  the  range  of  microscopic  measurement* 

49.  Ibid.,  Vol  XX.,  (1891),  pp.  44,  52.    M.  Bellom.    Description  of  pointed  boxes  used 

at  Friedrichssegen.  Description  and  capacity  of  a  deep  pocket  V-box  hydraulic 
classifier,  of  the  Meinecke  hydraulic  classifier  both  new  and  old  form,  and  of  the 
Meinecke  concentric  spitzlutte. 

50.  Ass.  Eng.  Soo.,  Vol.  XVII.,   (1896),  ^.  73.    L.  Wagoner.    Mathematical  discussion 

of  the  velocity  of  particles  falling  in  water. 

51.  Berg.  u.  Hutt.  Jahrh.,  Vol.  XXXI.,  (1883),  p.  154.    K.  von  Reytt    Enumeration  of 

apparatus  for  classifying. 

52.  Berg.  u.  Hutt.  Zeit.,  Vol.  XXXII.,  (1873),  p.  21.    Meinecke.    Description  of  pointed 

box  without  hydraulic  water,  used  at  Clausthal. 
63.  Ibid.,  Vol.  XXXIII.,   (1874),  p.  153.    E.  Ferraris.    Mathematical  discussion  of  the 
velocity  of  particles  falling  freely  in  water. 

54.  Ibid.,  Vol.  XL.,  (1881),  p.  432.    No  author.    Description  of  the  Qeyer  slime  settling 

apparatus. 

55.  Ibia.,  Vol.  XLV.,  (1886),  p.  477.    No  author.    Description  of  the  siphon  separator 
{hebenvUsche)  used  at  Mechemich  with  capacity,  water  used  and  results  obtained. 


5G.  Ibid.,  yol.  LL,   ( 1892 ),  p.  188.     No  author.    Description  of  the  Bilharz  spitzlutte. 
Dornberg  and  Aurora  mill. 


57.  Ibid:,  Vol.  LIII.,    (1894),  p.    168.    C.   Bldmeke.    Dimensions  of  pointed  boxes  in 


58.  BuU.  Soo.  Ind.  Min.,  Series  III..  Vol.  VIII.,  (1894),  p.  532.  Ch.  Mouchet  De- 
scription of  pointed  boxes  used  at  the  Vaucron  mill. 

69.  Col.  Bull.,  No.  6,  (1895),  p.  56.  K  B.  Preston.  Description  of  the  Gates  hydraulic 
classifier. 

60.  Cal.  Rep.,  Vol.  VI.,  Part  II.,  (1886),  p.  92.    J.  M.  Adams.    Description  and  capacity 

of  a  hydraulic  classifier  in  the  form  of  pointed  boxes. 

61.  Can.  Min.  Inst.,  Vol.  I.,  Part  I.,  p.  30.    F.  Hille.    Description  of  Bilharz  spitsflutte 

used  in  a  gold  mill. 

62.  Can.  Min.  Rev.,  Vol.  XVI.,  (1897),  p.  308.    Copy  of  paper  by  Mr.  J.  Williams  in 

8.  Afr.  Min.  Jour,  on  the  use  of  burnt  lime  for  settling  slimes. 

63.  CoU.  Eng.,  Vol.  XVII.,  (1897),  p.  309.    H.  K.  Landis.    Illustration  of  the  Yeatman 

hydraulic  classifier. 

64.  Ibid.,  pp.  433,  486.    H.  Van  F.  Furman.    A  general  article  giving  description  of 

spitzUasten  or  pointed  box,  principles  of  settling  tanks,  discussion  of  various 
forms  of  spigots  and  descriptions  of  the  Eraser  &  Chalmers  deep  pocket  classifier, 
the  single  cone  classifier  made  by  the  Colorado  Iron  Works  and  the  Carkeek 
classifier. 
66.  CoU.  Guard.,  Vol.  LXVII.,  (1894),  pp.  592,  755.  Same  ae  A.  I.  M.  B.,  Vol.  XXIV., 
pp.  80,  339. 

66.  Ibid.,  Vol.  LXXIIL,  (1897),  p.  822.    No  author.    Description,  dimensions,  capacity 

and  water  used  on  Uie  Wunderlich  coal  washer,  which  is  a  form  of  trough 
classifier. 

67.  Ibid.,  Vol.  LXXIV.,  (1897),  p.  781.    Same  as  Zeit.  B.  H.  u.  8.,  Vol.  XLV.,  p.  233. 

68.  Comptes  Rendus  Soo.  Ind.  Min.,  (1896),  pp.  113,  137.    P.  £.  Maurice.    Mathematical 

discussion  of  the  motion  of  solid  particles  in  a  liquid. 
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09.  Engineering^  Vol.  LVIII.,  (1894),  p.  777.    No  author.    Desoription  of  the  Ferraris 
hydraulic  classifier. 

70.  Eng,  d  Min.  Jour.,  Vol.  XXII.,  (1876),  p.  139.    No  author.    Description  of  Wengler 

and  Lowe's  pointed  boxes  using  hydraulic  water  with  figures  on  capacity,  water 
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71.  Ibid.,  Vol.  XXIII.,  (1877),  pp.  314,  335.    Same  as  A.  I.  M.  B.,  Vol.  V.,  p.  593. 

72.  Ibid.,  Vol.  XXXI.,  (1881),  p.  179.    W.  L.  Austin.    Description  of  the  Boss  tubular 
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73.  Ibid,,  Vol.  XXXIIL,   (1882),  p.  21.    No  author.    Description  and  capacity  of  the 
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74.  Ibid.,  Vol.  XXXIV.,  (1882),  p.  169.    Abstract  of  Zeit.  B.  H.  «.  8.,  Vol.  XXX.,  p.  279. 
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77.  Ibid.,  Vol.  XLIII.,  (1887),  p.  8.    No  author.    Description,  capacity  and  advantages 

of  the  siphon  classifier  or  heberwdache  used  at  Mechernich. 

78.  Ibid.,  Vol.  LVII.,  (1894),  p.  153.    Abstract  of  A.  /.  M.  E.,  Vol.  XXIV.,  p.  409. 

79.  Ibid.,  p.  464.    No  author.    Description  of  Uie  Bilharz  improved  Rittinger  spitzhUte. 

80.  Ibid.,  Vol.  LIX.,  (1895),  p.  199.    Abstract  from  Engineering,  Vol  LVIII.,  (1894), 

p.  777. 
8L  Ibid.,  Vol.  LXIV.,  (1897),  p.  551.    Abstract  from  B.  Afr.  Min.  Jour,  on  the  use  of 
burnt  lime  for  settling  slimes. 

82.  Freiberger  Jahrb.,   (18941,  p.  36.    L.  Seeman.    Description  of  a  classifier  without 
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83.  Inst.  Civ.  Eng.,  Vol.  CXVI.,   (1894),  pp.  22,  36.    R.  E.  Conmians.    General  article 

treating  theory,  runs,  j^ointed  boxes  with  hydraulic  water,  Richards-Coggin  classi- 
fier, Bttttgenbach's  pointed  boxes,  Bilharz  improved  Rittinger  epitzlutte,  the 
Osterspey  siphon  separator  {hebertodsche)  used  at  Mechernich,  pointed  boxes 
without  hydraulic  water  and  settling  tanks. 

84.  Inat.  Mech.  Eng.,  (1873),  p.  123.    H.  T.  Ferguson.    Note  on  rmis  in  Cornwall  for 

tin  ore. 
86.  Iron  Age,  Vol.  LIIL,  (1894),  p.  458.    No  author.    Description  of  the  Robinson  coal 
washer,  which  is  a  deep  pocket,  conical  classifier  with  a  mechanical  stirring 
arrangement. 

86.  Min.  d  Soi.  Press,  Vol.  LXVII.,  (1893),  p.  83.    No  author.    Illustration  and  capacity 

of  Dodge's  sizing  box. 

87.  Ibid.,  Vol.  LXXIV.,  (1897),  p.  234.    Abstract  of  A.  I.  M.  E.,  Vol.  XXVII.,  p.  240. 

88.  Oest.  Zeit.,  Vol.  XXXVI.,  (1888),  p.  168.    L.  Buchal.    Description  and  dimensions 

of  pointed  boxes  both  with  and  without  hydraulic  water,  used  at  Przibram,  with 
quantities  of  pulp  treated  and  water  used,  and  sizing  tests. 

89.  Ibid.,  Vol.  XXXVIL,  (1889),  p.  456.    No  author.    Description  of  a  series  of  pointed 

boxes  over  which  the  water  is  confined  so  that  instead  of  fiowing  horizontally, 
it  fiows  up  a  slope. 

90.  Ibid.,  Vol.  XXXVIIL,   (1890),  p.  213.    O.  Bilharz.    Description  of  the  Altenberg 

classifier  and   its  advantages  and  disadvantages  as   compared   to   a  Rittinger 
spitzlutte. 
01.  Ibid.,  Vol.  XXXIX.,  (1891),  p.  589.    J.  PircU.    Results  obtained  by  use  of  Meinec^e 
classifier  and  spitzlutte. 

92.  Ibid.,  Vol.  XLII.,  (1894),  p.  421.    E.  Ferraris.    Description  of  the  Ferraris  classifier. 

93.  Ibid.,  Vol.  XL  v.,   (1897),  p.  357.    V.  Waltl.    Description,  capacity  and  dimensions 

of  the  Wunderlich  trough  classifier  for  coal  washing. 

94.  Ibid.,  p.  622.    Abstract  of  Zeit.  B.  H.  u.  8.,  Vol.  XLV.,  (1897),  p.  233. 

95.  Raymond's  Rep.,    (1870),  p.  707.    W.   P.  Blake*    Description  of  Huet  &  Geyler's 

settling  cylinder,  Hundrs  settling  tub  and  Rittinger's  setzrad,  in  all  of  which 
stuff  falls  freely  in  a  column  of  water  and  by  the  revolution  of  the  machine  is 
deposited  by  classes  in  radial  compartments  below.  Double  cone  tubular  classi- 
fiers and  Rittinger's  pointed  boxes  with  hydraulic  water  are  described. 
06.  Ibid.,  (1873),  pp.  427,  446.  W.  P.  Ward.  Hundt's  settling  tub,  Rittinger's  setmrad, 
Rittinger's  pointed  boxes  both  with  and  without  hydraulic  water,  and  double 
cone  tubular  classifier,  are  all  described  and  some  dimensions  given.  Mathematical 
discussion  of  the  velocity  of  particles  falling  in  water. 

97.  B,  Afr.  Min.  Jour.,  Vol.  VII.,  (1898),  p.  447.    No  author.    Slime  settling  apparatus 

for  the  Windsor  cjranide  plant  in  the  West  Rand. 

98.  Boh.  Mines  Quart.,  Vol.  XIV..  (1892-3),  p.  343;  Vol.  XV.,  (1893-4),  p.  17.    Same  as 

Ann.  des  Mines,  Series  VIIL,  Vol.  XX.,  pp.  44,  52. 

99.  Tech.  8oc.  Pac.  Coast,  Vol.  V.,  (1888),  p.  32.    L.  Wagoner.    Results  of  tests  on  the 

velocities  of  particles  falling  in  liquids  and  mathematical  discussion  of  Uie  same. 
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100.  U.  S.  Oeol,  Survey  Bull,  No.  36,  (1886).    Carl  BaruB.    Results  of  experiments  on 

the  rate  of  settling  of  very  fine  particles  in  liquids. 

101.  Zeit.  Berg.  Hiitt.  u.  Halinenwesen,  Vol.   XXX.,    (1882),  p.  270.     Hochstrate.     De- 

scription of  a  tubular  classifier  used  in  washing  coal,  with  results  obtained  thereby. 

102.  Ihid,,   Vol.    XXXIV.,    (1886),    p.    42.      T.    Qregorj.    Description,    dimensions    and 

capacity  of  the  Ferraris  hyaraulic  classifier,  with  amounts  of  water  and  pulp 
dischkrged  by  spigots  and  overflow. 

103.  Iltid.,  Vol.  XXXVI.,  (1888),  p.  245.    No  author.    Description  of  pointed  boxes  used 

at  Friedrichssegen,  and  of  a  trough  classifier  used  at  Lautenthal.  Description 
and  capacitv  of  Bfittgenbach's  classifier  which  consists  of  a  series  of  pointed  boxes 
one  above  the  other^  over  which  the  current  fiows  successively  from  bottom  to  top. 

104.  llid,,  Vol.  XLII.,   (1894),  p.  232.    No  author.    Description  of  a  tubular  classifier 
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107.  Ibid.,  Vol.  XLV.,   (1897),  p.  233.    No  author.    Description  of  a  settling  tank  for 

coal  with  a  filter  pipe  in  the  center  for  draining  off  the  water. 


CHAPTER  XIII. 

HAND  PICKING. 

Final  Separators,  which  include  hand  picking,  jigs,  vanners,  slime  tables, 
magnetic  separators,  etc.,  are  treated  in  Chapters  XIII.  to  XVIII.  inchisive. 

§  362.  Hand  Piceinq  is  the  process  of  separating  into  classes,  by  hand,  ores 
that  have  already  been  broken.  It  is  of  service  in  many  ways.  It  saves  rich 
ore  from  being  crushed  and  made  into  slimes.  It  saves  the  expense  of  dressing 
(and  in  some  cases  also  of  shipping)  waste  rock,  and  at  the  same  time  increases 
the  virtual  capacity  of  the  mill.  In  this  connection  it  is  especially  applicable 
to  ores  that  occur  in  such  narrow  veins  that  considerable  country  rock  has  to 
be  mined  with  them.  The  picking  out  of  wood,  rope  ends,  etc.,  is  sometimes 
adopted  to  rid  the  following  screens,  spigot  discharges,  etc.,  of  those  trouble- 
some stoppages  that  cause  so  much  derangement  of  mill  work.  Picking  is  often 
advantageous  as  relieving  the  concentrating  machines  of  some  of  their  most 
diflScult  work,  for  example,  blende  may  be  picked  from  chalcopyrite,  barite 
from  blende,  etc.  In  either  of  these  cases  the  two  minerals  are  so  nearly  equal 
in  specific  gravity  that  they  cannot  be  separated  by  the  concentrating  machines. 
In  like  manner,  two  grades  of  concentrating  ore  may  be  made,  one  of  which  is 
easy  and  the  other  difficult  to  concentrate,  or  one  of  which  has  one  mineral 
prominent,  and  the  other  another.  In  Mill  17,  zinc  ore  is  picked  from  lead 
ore,  each  going  to  its  own  department  for  concentration. 

Sledging  and  Spalling. — ^When  the  large  lumps  of  mine  ore  are  broken  by 
hammers  weighing  say  10  pounds  or  more,  the  operation  is  called  sledging, 
whether  the  product  is  hand  picked  or  not.  When  ore  that  has  already  been 
selected  is  broken  down  to  2-  or  2i-inch  cubes  by  two-hand  long  handled  ham- 
mers weighing  from  2  to  6  pounds,  the  operation  is  called  spalling,  whether  or 
not  the  product  is  hand  picked.  It  will  be  seen  from  Tables  264  and  265  that 
sledging  or  spalling  accompanies  hand  picking  on  the  picking  floors  of  rock 
houses  of  Mills  5,  13,  14,  17,  46,  47  and  48. 

Cobbing  consists  in  hand  picking  accompanied  by  breaking  with  a  one-hand 
hammer  weighing  2  to  4  pounds.  As  a  rule,  the  ore  should  be  already  broken 
as  small  as  4  inches  in  diameter.  The  richer  the  valuable  mineral,  and  the 
more  easily  and  cleanly  it  cleaves  from  the  waste,  the  stronger  will  be  the  argu- 
ment for  cobbing,  since  it  produces  cleaner  products  than  machine  work,  and 
causes  less  loss  by  sliming.  It  will  naturally  produce  cleaner  products  than 
spalling.  Linkenbach  says  that  a  strong  boy  can  cob  165  pounds  (75  kilos) 
of  ordinary  sulphide  ore  per  hour,  making  6%  of  fines.  At  a  mine  in  Saxony, 
cobbing  set  aside  25%  of  the  material  from  further  %treatment."  Cobbing  is 
used  in  Mill  27,  but  as  a  rule  it  is  not  found  in  the  mills  of  this  country. 

Hand  Picking  Accompanied  by  Sledging. — In  regions  where  labor  is  not 
too  expensive,  hand  picking  with  sledging  may  be  resorted  to  with  great  advan- 
tage, saving  the  expense  of  crushing  and  washing  the  richer  ore,  and  avoiding 
the  loss  in  slimes ;  and  in  regions  where  ore  is  rich  and  concentration  by  machines 
is  unavailable,  hand  picking  with  sledging  must  be  used.  On  the  other  hand, 
in  localities  where  the  price  of  labor  is  high,  and  mill  work  is  available,  the 
tendency  is  to  abolish  the  sledge  almost  entirely,  and  to  use  large  breakers,  but 
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the  advantage  of  hand  picking  may  still  be  retained,  while  the  ore  is  being  fed 
to  the  bin,  the  rock  breaker,  tiie  rolls  or  the  stamps.  This  form  of  hand  pick- 
ing costs  so  little  per  ton  of  picked  ore  produced,  and  the  yield  can  be  so  easily 
compared  with  the  cost  of  getting  it,  that  it  is  commending  itself  to  mill  men; 
for  example.  Mills  30,  31,  42,  44,  46  and  48. 

General  Considerations. — Some  systematic  method  mnst  be  provided  of 
bringing  the  materials  to,  and  removing  them  from  tl^  pickers,  so  as  to  avoid 
wasting  their  time  and  energy. 

The  work  of  picking  shoiild  be  inspected  to  see  that  it  is  properly  done. 

The  keener  sight  of  boys  makes  them  better  pickers  than  men,  but  the  latter 
are  required  for  inspection  and  responsibility  and  for  the  heavy  sledging  and 
spalling.  The  spalling  floor  and  the  hand  picking  house  should  both  be  well 
lighted.  If  hand  picking  must  be  done  at  night,  electric  lights  are  to  be  pre- 
ferred. The  natural  colors  of  the  minerals  show  better  by  £e  light  of  the  arc 
lamp  than  by  other  artificial  lights.  Picking  by  night,  however,  is  undesirable 
and  should  not  be  resorted  to  if  it  can  be  avoided. 

In  most  cases  picking  will  be  best  done  upon  rock  freshly  rinsed  with  water. 
This  brings  out  the  colors  of  the  minerals  to  the  best  advantage,  and  it  also 
lays  the  dust.  Cases  often  occur,  however,  where  washing  preparatory  to  pick- 
ing is  impracticable. 

The  fines  are  usually  screened  out  before  hand  picking,  and  sometimes  the 
coarser  part  is  divided  into  two  classes.  The  more  nearly  uniform  the  size  of 
the  ore  particles,  the  easier  is  the  work. 

§  363.  Hand  picking  may  be  considered  in  the  order  of  the  places  where  it 
is  done,  namely,  in  the  mine,  at  the  rock  house,  or  in  the  mill. 

Picking  in  the  Mine. — Under  this  heading  may  be  included  several  different 
ideas,  as  follows: 

Waste  for  Stowing. — ^The  separation  of  easily  distinguishable  barren  rock 
from  ore,  to  save  the  cost  of  hoisting  and  to  make  filling  for  the  mine,  may  be 
adopted,  but  it  does  not  appear  to  be  much  favored  in  this  country,  probably 
on  account  of  the  losses  of  ore  which  occur,  owing  to  poor  light,  limited  space 
and  the  diflSculty  of  inspection.  In  Mine  24,  however,  25  to  60%  of  the  rock 
broken  is  left  in  the  mine  as  refuse.  In  Mine  12  a  small  amount  of  refuse, 
amounting  to  30  tons  a  year  from  a  daily  product  of  100  tons,  is  picked  out 
and  left  in  tiie  mine.  In  Mine  93  a  little  limestone  is  picked  out  in  the  open 
cut  At  Idria,  Austria,  where  the  dressing  is  wholly  by  hand,  with  65,000  to 
70,000  tons  of  quicksilver  ore  hoisted  per  year,  3,600  to  4,000  tons  of  waste 
rock  are  left  in  the  mine  by  hand  picking.*^ 

Rich  Ore  for  Economy. — ^Pure,  soft  ores  that  are  easily  recognizable,  for 
example  galena,  may  be  selected  in  the  mine,  to  minimize  the  losses  due  to  attri- 
tion. This  is  done  at  Mines  26,  30,  31,  35,  54,  83  and  87.  In  Mine  31  this 
work  yields  about  2%,  and  in  Mine  35  about  25%  of  smelting  ore. 

At  Friedrichssegen,  Ehenish  Prussia,  sloping  gratings  with  50-mm.  square 
holes  are  placed  in  the  ore  chutes  at  all  of  the  workings  in  the  mine.  As  the 
ore  passes  over  the  gratings,  clean  galena,  blende,  siderite  and  copper  ore  are 
picked  out.  The  system  is  made  a  success  by  the  payment  of  small  bonuses.** 
It  is  not  uncommon,  in  Europe,  for  the  miner  to  receive  a  slight  premium  for 
selected  ore,  but  this  premium  is  not  so  large  that  he  is  tempted  to  devote  any 
of  his  time  to  spalling  or  true  dressing  to  the  neglect  of  mining.* 

Block  System. — The  valuable  and  refuse  minerals  may  be  so  distributed  in  a 
mine  that  a  species  of  block  system  may  be  adopted,  handling  ores  by  blocks 
or  masses,  one  whole  stope  being  sent  to  the  smelter,  another  to  the  mill.  This 
method  is  adopted  in  Mines  38  and  42,  and  undoubtedly  in  many  others. 

For  purposes  of  management,  the  ore  from  various  shaft  sinking,  level  driv- 
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ing  or  stoping  operations  may  be  hoisted  and  stored  separately,  en  ronte  to  the 
mill  process.  By  this  method,  their  separate  valuation  by  mill  run  approves 
or  condenms  each  section  of  workings  in  the  ordinary  routine  of  business. 
Mines  and  Mills  59,  67  and  77  are  run  upon  this  principle.  Mill  59  is  pro- 
vided with  a  large  receiving  floor.  Three  tracks  are  brought  in,  11  feet  above 
the  floor,  on  trestles.  Under  each  track  are  four  compartments  or  dumping 
heaps,  making  12  heaps  in  all.  Each  heap  is  12  feet  lengthwise  of  the  track 
and  20  feet  wide.  Vertical  plank  partitions  are  placed  across  under  the  tracks 
between  the  heaps,  and  aisles  are  left  6  feet  wide  between  the  heaps  for  wheel- 
ing any  particular  parcel  of  ore  from  its  heap  to  its  stamp  battery,  thus  enabling 
the  mill  run  to  make  a  complete  test  of  the  value  of  the  stope  or  winze  from 
which  the  parcel  of  ore  came.  Mill  67  uses  five  bins  in  a  block  38  feet  long, 
16  feet  wi(fe,  15  feet  deep  in  front,  the  bottom  sloping  up  45**  from  the  front. 
The  five  bins  have  a  total  capacity  of  225  tons.  The  contents  of  each  bin  is 
sent  by  itself  to  the  stamps;  and  a  complete  record  of  the  yield  is  balanced 
against  the  cost  of  mining,  and  tells  the  profit  or  loss  from  the  treatment.  Mill 
77  has,  behind  each  stamp  battery,  a  bin  9  feet  long,  7  feet  wide,  10  feet  deep. 
The  mill  treats  custom  ores,  each  lot  of  which  is  dumped  into  a  particular  bin, 
and  the  ore  from  each  bin  is  treated  separately  throughout,  and  complete  returns 
made  thereof.    This  illustrates  the  method  adopted  in  custom  mills. 

Summary. — In  the  mines  visited,  the  author  finds  mine  sorting  carried  on 
as  follows:  In  Mines  24,  25  and  57  the  ore  is  sorted  into  concentrating  ore  and 
waste;  in  Mines  26,  39  and  87,  the  ore  is  sorted  into  smelting  ore,  concentrat- 
ing ore  and  waste;  in  Mines  1,  30,  31,  35,  40,  41,  54  and  83  the  ore  is  sorted 
into  smelting  ore  and  concentrating  ore;  in  the  mine  supplying  Mills  68  and 
82,  the  ore  is  sorted  into  silver  ore  and  gold  ore;  and  in  Mine  12,  the  ore  is 
sorted  approximately  into  pieces  larger  and  pieces  smaller  than  6-inch  cube  to 
be  treated  separately  in  the  mill.  In  all  of  these  cases  the  different  products  are 
hoisted  separately,  except  as  otherwise  indicated.  The  author  has  no  data  upon 
the  remaining  mines,  as  to  whether  or  not  any  sorting  is  done  below  ground. 

§  364.  Hand  Picking  in  the  Rock  House. — ^The  rock  house  is  either  an 
addition  to  the  shaft  house,  or  a  separate  building  near  by.  It  generally  has  a 
track  for  bringing  the  ore  to  the  pickers;  a  grizzly  and  bin  for  screening  out 
and  receiving  the  fines;  a  picking  floor  or  table  for  sorting  the  oversize  of  the 
grizzly;  and  tracks  for  removing  the  waste,  the  lump  ore  and  the  fines.  The 
material  subjected  to  picking  is  the  oversize  of  the  grizzly;  and  this  work  is 
done  either  on  large  spalling  floors  with  the  aid  of  sledges,  drop  hammers,  etc. ; 
on  picking  tables;  on  the  grizzlies;  or  on  both  grizzlies  and  floor. 

Table  264  shows  that  picking  yields  shipping  ore  and  concentrating  ore  m 
1  rock  house;  shipping  ore  and  waste  in  2  rock  houses;  concentrating  ore  and 
waste  in  4  rock  houses;  shipping  ore,  concentrating  ore  and  waste  in  5  rock 
houses.  The  waste  from  the  rock  houses  of  Mills  65,  73  and  74  consists  simply 
of  wood  chips ;  and  as  a  certain  amount  of  gold  adheres  to  these,  they  are  burned 
and  the  ashes  worked  up  to  extract  the  gold.  Some  wood  is  also  picked  out  from 
the  stamp  mortars  of  these  mills  and  treated  in  the  same  way.  In  the  rock 
house  of  Mill  55,  10  to  15%  of  rich  smelting  ore  is  picked  from  the  chutes 
as  the  ore  is  loaded  on  cars.  In  rock  houses  of  Mills  46  and  47  the  quantity  of 
native  copper  picked  out  is,  respectively,  about  8%  and  30%  of  the  total  copper 
product,  and  the  quantity  of  waste  rejected  is,  respectively,  about  12%  and  10% 
of  the  rock  hoisted.  In  the  rock  house  of  Mill  48  about  7%  of  the  rock  hoisted 
is  rejected  by  hand  picking. 

At  most  of  the  gold  mines  on  the  Rand,  in  South  Africa,  where  the  ''reef  is 
often  80  narrow  as  to  require  the  mining  of  a  good  deal  of  waste  rock,  consider- 
able attention  is  given  to  removing  barren  quartzite  from  the  are  as  it  passes 
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through  the  rock  houses.  At  some  of  the  mines  the  ore  is  screened  into  three 
sizes,  the  fines  going  direct  to  the  mill,  while  the  two  coarser  sizes  are  hand 
picked.  The  good  ore  remaining  in  the  coarsest  size  is  then  crushed  and  sent 
to  a  grizzly,  the  oversize  of  which  is  again  hand  picked.    In  some  cases  as  much 


FIG.  291. — ^END  BLBVATION  OP  ROCK  HOUSE  OP  MILL  40. 


as  30%  or  even  40  or  50%  of  the  rock  hoisted  is  removed  by  hand  picking,  though 
Webb  and  Yeatman*^  estimate  that  the  average  for  the  district  is  probably  from 
12  to  16%. 

The  rock  house  of  Mill  40  is  shown  in  Fig.  291,  where  a  is  the  receiving  car,  6 
the  grizzly,  c  the  bin  for  fines,  d  the  picking  floor,  e  the  car  for  removing  waste 
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no.   892. — SIDE  ELEVATION  OF  A  OBIPFLB  OBEEK  BOCK  HOUSE. 


PIG.    293a. — END    ELEVATION    OP    COWEN-         PIQ.   2936. — SIDE  BLB- 
HOYEN  TUNNEL  OO/s  ROCK  HOUSE  AT  VATION. 

ASPEN^  COLOBADO. 


nxi.  294.-— ^nznRfl  sT^nTrnxr 
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or  lump  ore,  and  f  the  track  for  removing  the  fines.  A  section  of  a  Cripple 
Creek  rock  house  is  shown  in  Fiff.  292.  The  receiving  car  a  has  been  turned 
90**  from  the  direction  of  the  track  on  which  it  comes  in,  6  is  the  grizzly,  c  the 
bin  for  fines,  d  the  picking  table,  e  the  car  for  removing  lump  ore  or  waste, 
and  /  the  bins  for  the  various  grades  of  lump  ore.  The  rock  house  of  the 
Cowenhoven  Tunnel  Co.,  of  Aspen,  Colorado,  is  shown  in  Figs.  293a  and  2936. 
a  is  the  receiving  track,  6  the  grizzly,  c  the  bin  for  fines,  d  the  picking  floor,  e 
the  track  for  shipping  waste,  and  /  the  track  for  shipping  .fines.  These  last 
two  designs  are  by  D.  W.  Brunton.  The  Guston  mine  rock  house,  of  Guston, 
Colorado,  shown  in  Fig.  294,  is  30X100  feet,  a  is  the  receiving  car,  6  the  pick- 
ing table,  c  the  working  fioor  for  barrows,  and  d  an  outside  platform  for  wheel- 
ing waste  to  thfe  dump  and  ore  to  the  cars.  The  contour  of  the  ground  is 
unfavorable  to  the  shipping  of  ore  from  both  sides,  which  the  design  contemplated. 
A  great  variety  of  designs  is  used.  The  rock  houses  at  the  Lake  Superior 
copper  mines  are  .capable  of  handling  very  large  quantities  of  ore. 

TABLE   264. — HAND   PICKING   IN   ROOK   HOUSES. 


Picked. 
Inches. 


Area  of 
Floor  or  Table. 


With  or  withoat 
SpalUng  or  Cobbing 


QuaU^  of  Products. 


Destination  of  Products 


IS 

14 
14 

40 

44 


(a)  8 
(a)  9^ 


Floor  about  18x18  ft 


WIthspalling.. 


Table,  18  ttiZl 
!    feet  1  Inch.     ( 

Spacious 

Table,  18ic8 feet.  I 


Withoat 

With  spelling.. 
Without 


46    (a)^ 


47    (a)8K 


48    (a)4 


Two  floors,  80z6  ft 

J  On  grisaly,  14  ' 
1  ftdft%4ln. 

Floor,  70x40  feet. 


Without.. 


Without.. 


^(a)l« 


Floor,  68x88  feet.. 

Floor,  40x80  feet. 

OrisBly,  6x5  feet.. 
ChuteCr) 

OngrlsiUes,llz-ft 


With  sledging. 


With  sledging... 


With  sledging.. 


Without . 
Without. 

Without. 


IPyrite 

8  Irrlte  and  chalcopyrite 
8  IMtto  with  enargfte... . . 

4  Pure  chaloopynte  and 

quarts. 
SAreenopyrite..... 

68chist 

1  Pyrite  and  chaloopyrite 

SSchlst 

1  Clean  ore 

88paU8 

5  Waste 

1  Clean  ore 

8  Waste 

1  Chaloopyrite,    bomite 

tm^  enargitn. 
8  Ditto,  with  blende, 
8  Conoentrating  ore. 
4Waste 


1  Nuggets  or  barrel  work 
SMUIrock 


To  add  works. 

To  copper  works. 

To  copper  electrolytio  prnff 

Flux  ore  for  refinery. 


Dumped. 

To  waste  dnmpi 

To  copper  wonoL 

To  dump. 

To  acid  works  and  copper 

Togris»ly,«inch. 


large 


and 


8  Waste 

IHass    copper, 

lumps. 

8  Lump  rock 

8  Fine  stuff 

4Waste 

1  L  a  r  g  e     lumps 

mass  copper. 
8  Small  mass  copper 

8  Lump  rock 

4Waate 

1  Nuggets  or  barrel  work 

8Large  pieces 

8  Lump  rock 

4Wa8te 

1  Concentrating  rock. . 

2  Waste 

1  High-grade  ore 

8  Concentrating  ore. . . 

1  Wood  chips 

8  Concentrating  ore. . . 


To  acid  works  and  copper  smelter. 

To  dump. 

To  copper  smelter. 

To  copper  smelter. 
To  mm. 
To  dump. 

To  smelter. 
To  breaker. 
For  wmiring  land. 

To  drop  hammer. 

To  two  sizes  of  breaker. 

To  miU  bin. 

To  dump. 

To  drop  hammer. 

To  steam  hammer. 

To  two  sises  of  breaker. 

To  dump,  mostly  fit  for  building. 

To  smelter. 

To  drop  hammer. 

To  two  siies  of  breaker. 

To  dump. 

To  mill  bin. 

To  dump. 

To  smelter. 

TomilL 

Burned  for  gold. 
To  breaker. 


(a)  Run  of  mine,  with  ore  finer  than  this  sise  screened  out 


§  365.  Hand  Picking  in  the  Mill  is  done  on  chutes,  grizzlies,  tables  or  floors. 
The  practice  is  showii  in  Table  265,  from  which  we  see  that  picking  yields  smelt- 
ing ore  and  concentrating  ore  in  8  mills;  smelting  ore  and  waste  in  5  mills; 
concentrating  ore  and  waste  in  4  mills;  and  smelting  ore,  concentrating  ore 
and  waste  in  4  mills.    In  4  cases  the  waste  consists  simply  of  wood  chips^  etc., 
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TABLE  265. — ^HAND  PICKING  IN  THE  MILLS. 


Sises 
Picked. 


Area  of 
Floor  or  TKble. 


With  or  without 

SmOling  or 

Cobbing. 


QuaUtjr  of  Products. 


Deetination  of  Flrodiict& 


On  the  ground., 


8      (a)lM 


6 


(a)l 


On  boards  on  the 
ground. 

Table,  8sd^  ft.. 

Table 

Table 


Without... 
[without. 

Without... 


(a)8M 
(a)  6 


18     lMto6 


HtolH 


arizily(e) 

Floor,  SQrlO  feet.. 

Table,  iiSza  feet... 

1U>le,85K8feet... 


WithspalUng.. 
^thout  (?).... 


Runof  mine  Floor,  spacious. . 


Without  (n... 
^thout  (?)... 
WithspalUng., 


Bunofmlne 
Bun  of  mine 

Runofmine 

Bunofmlne 

(a)l 

(b)8 
lto9 

(6)4 
IHtoi 


I  Equilateral  tri 
i  angle.  Oft  side. 

l^ble,  7x4  feet..., 

Picking  chute 

Picking  chute 

Floor 

ris 


With  cobbing. 

Without 

Without 

(») 
Without 


Picking  chute  ( 


^thoot. 


Picking  dmte  («). 

(Picking  chute, 
1    84*  slope. 

arizzly,15xl6lncfae8 

(Picking  chute, 
)     Sl«8&  slope. 

On  grizslj,  ISxB  ft 

(Rubber  belt,  26  ft 
I  long,  86^.  wide. 


(Without 
<  Water  with 
i    rock. 

Without...., 
Without 


Water  fed  with 
rock. 


Without... 
Without. 


1  Purple  copper.. 
SChaloopyrite.. 
SWaste. 

1  Lead  ore 

2  Zinc  ore 

SWaste 


1  Clean  Umonlte. . 

2  Waste 


1  Lump  ore. 

SWaste 

1  Concentrating  ore. 

SWaste 

Smelting  ore,  1st  class. 
8        ''         *'     2A  class. 

8  Concentrating  ore 

4  Waste 

1  Rich  ore 

SWaste... 

1  Clean  lead  ore 

8  ConoentratiDg  lead  ore. 
8  Clean  zinc  ore 

4  Concentrating  sincere. 

1  Clean  galena 

2  Clean  blende. 

8  Concentrating  ore 

1  Qray  copper 

5  Concentrating  ore 

1  Qalena 

S  Concentrating  ore 

1  Rich  ore 

8  Concentrating  ore 

1  Rich  ore 

8  Concentrating  ore 

1  Rich  ore 

8  Concentrating  ore. 

1  Copper  nuggets  or  bar- 
rel work. 

8  Mass  copper 

8  Concentrating  rock. . . . 

4  Wood  diips 

1  Mass  copper 

8  Concentrating  rock. . . . 

8  Wood  chips,  etc 

1  Concentrating  rock. . . . 

8  Wood. 

1  Copper. 

SsSck 

1  Nuggets  or  barrel  work 
8  Concentrating  rock 
8  Wood  chips,  etc. . . . 

1  Rich  ore , 

8  Concentrating  ore. 
1  Concentrating  ore. 
SWaste 


To  smelter. 
To  smelter. 
To  dump. 
To  smelter. 
To  smelter. 
To  dump. 

To  furnace. 
To  dump. 

To  furnaces. 

Broken  to  pass  through  grisily. 

To  breaker. 

To  dump. 

To  furnaces  for  spelter. 

To  oxide  furnaces. 

To  breakers. 

To  dump. 

To  furnaces  for  i 

To  dump. 

To  furnaces. 

ToleadmlU. 

To  furnaces. 

To  sine  mOL 

To  smelter. 

Stored. 

To  breaker. 

To  smelter. 

To  breaker. 

To  smelter. 

To  rolls. 

To  smelter. 

To  breaker. 

To  smelter. 

To  breaker. 

To  smelter. 

To  steam  stamps 

To  smelter. 

To  stamps  just  before  dean  up. 

To  stamps. 

Waste. 

To  stamps  Just  before  dean  vpw 

To  stamps. 

Waste. 

To  stamps. 

To  waste. 

To  smelter. 

Returned  to  steam  stamp. 

To  smelter. 

To  stamps. 

Towasta 

To  smelter. 

To  breaker. 

To  breaker. 

To  dump. 


(a)  Run  of  mine,  with  ore  finer  than  this  else  screened  out  (6)  Run  of  mine,  with  ore  coarser  than  this 
sise  screened  out.  (c)  10  feet  8  inches  long  by  18  feet  wide,  (d)  About  10  feet  long,  4  feet  wide  at  top,  1  foot 
wide  at  bottom,  (e)  0  feet  8  inches  long,  4  feet  0  inches  wide  at  top,  T^i  IndieB  wide  at  bottom;  stops  5  Indies 
to  1  foot,  or  88"  ST. 


which  would  be  troublesome  in  the  mill.  In  some  of  thennills  two  grades  of 
concentrating  ore  or  of  smelting  ore  are  produced.  In  addition  to  the  cases 
shown  in  Table  265,  native  silver  is  separated  from  native  copper  in  Mills  44, 
46,  47  and  48.  The  material  treated  is  the  washed  residue  from  the  steam 
stamp  mortars  larger  than  ^  inch,  and  skimmings  from  the  No.  1  roughing 
jigs  between  ^  and  jjy  inch.  At  Mill  27  about  10%  of  all  the  concentrates 
is  obtained  by  hand  picking.  In  Europe,  where  more  attention  is  given  to 
hand  picking  than  in  this  country,  a  large  number  of  products  is  sometimes 
produced:  for  example,  at  Freiberg  fifteen  different  products  are  made." 

§  366.  Size  of  Ore. — An  idea  of  the  sizes  that  are  hand  picked  in  American 
and  European  mills  may  be  obtained  from  Tables  264,  265  and  266.    The  over- 
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size  of  the  coarse  grizzlies  often  contains  lumps  9  inches  in  diameter  or  even 
larger.  There  is  very  little  picking  of  sizes  smaller  tiian  i  inch.  It  will  be 
seen,  however,  that  there  is  a  great  variation  in  the  lower  limit  of  size  below 
which  hand  picking  ceases;  and  it  would  appear  impossible  to  assign  a  limit 
above  which  picking  may  be  profitable,  and  below  which  it  will  not  be  so.  Each 
manager  must  decide  this  for  his  own  mill.  It  will  be  further  noticed  that  in 
a  number  of  instances  the  picking  of  all  sizes  mixed  is  resorted  to  with  profit. 
However,  while  this  is  proper  in  some  cases,  it  is  not  in  general  to  be  recom- 
mended, since  the  eye  and  mind  cannot  easily  follow  large  and  small  pieces  at 
the  same  time,  and  the  result  is  therefore  less  complete. 

TABLE  266. — SIZES  OF  QBE  HAND  PICKED  IN  EUBOPEAN  MILLS. 


Plaoa. 


Sises  Picked.   Inches. 


AlkTard,  Isci^  Fmtic***. 

Cl&ustlml,  HarzMouQtainBi^, 

FriedrichBBOf^eQ,  fUbsQleh  Prueetiii* 

Lautt^nburK-fln  tbo-Lahn^*""  »*...» 

Lautbentbal,  Har2  MotmtalD£<** 

Malanu  Austria".. 

PrElbram,  Bohemia'......*,, 

Bainab*clr,  Wcetphalla  J'  (DOrnberg  and  Aurora  Works). 

flehuleDWrj;.  Harz  MmmtJilQS*"* 

Wel£a,ml©uJJ3hF^usaia■^.,. 


1.2  fax 

1J»  to  8.4:  ar  to  1 J6;  a6  to  0.7. 

1.4  (a);  1.4  to  8;  IJB  to  1.4;  1  to  1.4;  0.8  to  1.8;  0l6  to  aS. 

9.6(a):  1.4  to  8.6:  0.0  to  1.4. 

8.8  la):  1.86  to  &8;  0.6  to  1.86. 

1.8  to  8:  ltol.8;0.6tol.a 

3.  4  to  &8:  1.86  to  8.4;  a86  to  1 J6;  0.0  to  ass. 

1.8(a);  ad  to  8.4;  ao  to  aa 

2.4  (a);  0.8  to  8.4. 

2  (a);  1.8  to  8;  0.8  to  1  J;  0.6  to  0.a 


(a)  Bun  of  mine  witb  siaes  finer  than  this  screened  oat. 


§  367.  The  Cost  op  Hand  Picking  depends  on  the  percentage  that  is  picked 
out,  the  size  of  the  ore^  the  ease  with  which  the  different  minerals  can  be  dis- 
tinguished, the  mechanical  facilities  and  the  price  of  labor.  The  labor  re- 
quired is  generally  the  cheapest  about  the  mill.  Hatch  and  Chalmers*  state  that 
the  average  cost  of  hand  picking  on  the  Sand  in  1895  was  about  14  cents  per 
ton  picked  out,  while  figures  quoted  by  them  show  that  the  average  cost  of 
stamp  milling  in  11  mills  was  $1.10  per  ton,  and  the  average  cost  of  cyaniding 
the  mill  tailings  in  9  mills  was  $1.24  per  ton ;  showing  that,  by  picking  out  the 
waste  instead  of  sending  it  all  to  the  mills,  there  was  an  average  saving  of  about 
$2.20  per  ton  of  waste  picked  out,  beside  the  cost  of  transporting  from  the  rock 
houses  to  the  mills.  The  native  laborers  employed  for  this  work  receive  only 
$0.50  per  day,  but  there  would  be  a  large  saving  even  if  the  price  of  white 
labor  was  paid  ($3.00  to  $3.50  a  day).  As  an  illustration  of  the  relative  value 
of  the  waste,  the  annual  report  of  the  Geldenhuis  Deep  mine  for  1897  stetes 
that  the  average  assay  of  the  hand  picked  waste  (amounting  to  9.7%  of  the 
ore  mined)  was  $1.16  per  ton,  while  the  assay  of  the  final  taiungs  after  passing 
through  the  stamp  mill  and  cyanide  works,  was  $1.08  per  ton.  At  the  Ferreira 
mine,  the  hand  picked  waste  (amounting  to  31.9%  of  the  ore  mined)  assayed 
less  than  the  final  tailings  from  the  cyanide  plant.® 

Table  267  gives  estimated  costs  of  picking  galena  of  different  sizes  when  the 
ore  passes  automatically  in  front  of  the  pickers.  Where  the  larger  sizes  are 
picked  on  floors  instead  of  on  belts  or  revolving  tables,  the  quantities  steted  in 
the  table  are  probably  too  high  and  the  cost  too  low ;  and,  moreover,  the  picker 
would  probably  become  exhausted  when  picking  6-inch  cubes  at  the  rate  indi- 
cated. The  table,  however,  has  its  value  as  showing  how  rapidly  the  quantity: 
diminishes,  and  the  cost  per  ton  increases,  as  the  size  of  the  individual  particle 
diminishes.  Estimates  for  other  minerals  can  easily  be  made:  for  example,  in 
picking  quartz  the  quantity  would  be  |^  times  that  in  the  teble  for  any  size, 
and  the  cost  per  ton  would  be  ^  times  that  given  in  the  table,  2.6  and  7.5 
being  the  specific  gravities  of  quartz  and  galena  respectively. 
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TABLE  267. — ^ESTIMATED  COST  OF  HAND  PICKING  GALENA. 

WeiglitofaSliiKto 
Lump  of  Qaleaa. 

Seconds  Required 
to  Pick  one  Lump 

Weight  of  Galena 
Picked  in  Tton  Hours. 

Cost  per  Ton  Picked 

Out    Wages  at  $1.00 

for  Ten  Houra. 

Fbuodfl, 

Pounds. 

fr-Incli  cubes. 

68.48 

48 

60,100 

$0,010 

6     "        ** 

88.88 

94 

60,780 

0.089 

^         i»               u 

17.881 

19 

61,970 

0.068 

•           M                  •« 

7.806 

68,680 

0.088 

g           U                 •• 

S.IW- 

96,960 

0.077 

IM    ••                  "             

0.9184 

16,448 

0.188 

j'"    M               It 

0.97061 

9,748 

0.8Q6 

g*.    "  ::::::: 

0.11481 

4,119 

0.486 

0.08388 

1,918 

1.649 

§  368.  Picking  Tables. — There  are  five  classes  of  picking  tables  in  use:  (1) 
stationary  horizontal  tables;  (2)  stationary  sloping  chutes;  (3)  shaking  tables; 
(4)  belt,  rope  or  plate  conveyors;  and  (5)  revolving  circular  tables.  Station- 
ary, horizontal  tables  may  be  fed  automatically  or  by  barrow,  but  they  are  dis- 
charged by  hand.  Sloping  tables  or  chutes,  are  fed  automatically  and  may  be 
discharged  automatically.  Tables  of  the  three  remaining  classes  are  fed  and 
discharged  automatically. 

Stationary  Tables,  on  which  the  ore  rests,  are  horizontal  or  nearly  so.  They 
are  generally  long  and  narrow,  with  a  tank  at  one  side  for  cleaning  the  ore 
before  it  is  shoveled  to  the  table.  The  rinsing  is  sometimes  done  on  the  table 
with  a  hose.  They  have  a  track  for  barrow  or  car  for  bringing  the  ore,  and 
have  means  for  disposing  of  the  various  products  by  boxes,  hoppers  or  chutes. 

The  table  used  at  Mine  13  (Fig.  295)  is  12  feet  long,  3  feet  1  inch  wide,  with 


fig.  !&95. — CROSS  section  of  washing  box  and  picking  table  at  mill  13. 


a  tank,  A,  on  one  side,  which  has,  an  inch  or  two  below  the  surface  of  ^e  water, 
a  horizontal  plate  perforated  with  J-inch  holes,  on  which  the  ore  is  dumped  and 
rinsed,  and  from  which  it  is  shoveled  to  the  table,  B,  for  the  pickers.  The  table 
glopes  toward  the  tank  1^  inches  per  foot  (7**  8')  for  drainage.  Four  pickers 
sit  in  a  row  upon  tha  seat,  C,  which  consists  of  a  plank  supported  by  brackets. 
They  pick  poor  rock  into  wheelbarrows  behind  them,  and  scrape  the  good  ore 
into  the  hopper  beneath,  which  discharges  by  a  gate  into  a  car  on  the  floor  below. 
It  would  be  easier  for  the  pickers  to  deliver  the  ore  forward  rather  than  back- 
ward, but  no  convenient  way  of  doing  this  seems  to  have  been  found.  In  cold 
weather  the  pickers  are  warmed  by  exhaust  steam  which  passes  through  pipes 
over  the  table,  thence  beneath  the  seat,  and  finally  through  the  washing  tank. 

Mine  14  uses  a  table  somewhat  similar  to  the  above,  12  feet  long,  3  feet  wide, 
2i  feet  high,  ft*  the  side  of  which  is  a  washing  tank  5  feet  long,  7  feet  wide,  1 
foot  deep.  The  pickers  sort  the  good  ore  into  boxes  and  scrape  the  waste  into 
a  hopper  beneath  the  table. 

At  Mill  12,  the  picking  tables  are  25  feet  long,  3  feet  wide,  with  the  picking 
surface  made  of  old  trommel  screens,  to  drain  the  ore.  Alongside  of  each  is  a 
rinsing  table,  20  feet  long,  2  feet  wide,  sloping  1  inch  per  foot,  made  up  of 
five  cast-iron  plates,  1  inch  thick,  perforated  with  round  holes,  J  inch  in  diam- 
eter for  No.  1  table  and  2  inch  for  No.  2.  Under  the  plate,  to  catch  the 
water  and  fines,  is  a  tank  extending  beyond  the  plate,  leaving  an  open  space 
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from  which  water  may  be  dipped  by  bucket.  The  ore  is  shoveled  on  the  rins- 
ing plate  and  washed  either  with  bucket  or  hose,  according  to  whsether  the  tank 
is  full  of  water  or  not.  The  ore  is  then  shoveled  to  the  picking  table.  Boys 
pick  the  three  grades  of  good  ore  into  boxes,  and  scrape  the  waste  to  the  floor, 
from  which  it  is  later  wheeled  to  the  dump.  The  fines  from  the  tank  go  to 
the  jigs. 

At  Mill  27,  a  table  7  feet  long,  4  feet  wide,  sloping  3**  60'  from  end  to  end, 
is  used.  On  each  side  is  a  ledge  8  inches  wide  and  3  inchies  high,  on  which  are 
old  Blake  breaker  toggles,  which  serve  as  pounding  blocks  for  cobbing.  The 
run  of  mine  is  raked  along  the  central  trough,  which  is  32  inches  wide,  while 
men  stand  at  the  sides  and  cob  the  ore.  It  yields  smdting  ore  to  a  bin  and 
concentrating  ore  to  a  breaker. 

Mill  19  hi^  a  fixed  picking  table  in  the  form  of  an  equilateral  triangle,  6  feet 
on  a  side. 

Picking  Chutes.— In  Mill  30  there  are  18  picking  chutes,  each  4  feet  6 
inches  long,  32  inches  wide,  26  inches  deep,  sloping  39"*,  with  checks  in  them  to 
control  the  fiow  of  ore,  and  seats  on  which  the  pickers  sit  over  the  chutes.  The 
whole  contents  of  a  large  store  bin,  with  run  of  mine  which  has  been  through  a 
Blake  breaker,  passes  automatically  before  the  pickers,  who  pick  out  clean  smelt- 
ing ore  and  toss  it  into  a  bin.  The  rest  of  the  ore  goes  automatically,  by  a 
plate  conveyor  and  elevator,  to  the  rolls.  The  men  are  paid  so  much  per  ton  on 
the  product  picked,  provided  it  assays  up  to  the  standard.  This  is  a  most  simple 
device  for  inviting  the  picker  to  get  high  quantity  while  holding  him  to  good 
quality.  About  ^%  of  the  concentrating  ore  is  &us  picked  out.  In  Mill  31, 
about  1|%  of  the  concentrating  ore  is  picked  out  as  it  passes  from  bin  to  breaker. 

Mills  44,  46,  47  and  48  all  have  picking  chutes  6  to  10  feet  long,  sloping  20° 
to  30®,  narrowing  toward  the  lower  end,  on  which  the  rock  is  easily  pushed, 
with  the  aid  of  wetting,  from  the  bins  to  each  steam  stamp.  Bich  'barrel" 
copper  is  picked  out  to  be  sent  to  the  furnace;  and  a  second  grade  of  rich  cop- 
per rock  is  saved,  to  be  fed  to  the  stamp  during  the  last  half  hour  before  chang- 
ing a  shoe.  Chips  of  wood^  rope  ends,  etc.  are  also  picked  out,  while  the  rest 
goes  direct  to  the  stamp. 

An  automatic  slate  picker,  consisting  of  a  chute  with  a  specially  desimed 
slotted  bottom,  is  used  for  cleaning  coal.  It  operates  by  virtue  of  the  fiat  shape 
of  the  slate.** 

§  369.  Shaking  Tables. — ^Bartlett's  picking  table  is  an  inclined,  flat  table, 
divided  into  a  number  of  conveying  troughs  by  longitudinal  partitions,  and 
receiving  a  lengthwise  shiaking  motion  from  eccentrics.  The  table  is  inclined 
about  1  inch  in  9  inches,  or  sufficiently  to  cause  the  ore  to  move  down  the  slope. 
A  screen  at  tho  upper  end,  with  0.25-inch  holes  and  a  spray  pipe  for  wash  water, 
removes  the  fines;  a  wide  central  conveying  trough  brings  the  rock;  and  three 
narrow  troughs  on  each  side  receive  three  qualities  of  picked  material.  These 
troughs  extend  from  the  screen  at  the  upper  end,  the  whole  length  of  the  table, 
and  deliver  the  various  products  into  separate  bins.  The  table  is  18  feet  long, 
4  feet  4  inches  wide,  and  moves  back  and  forth  on  rollers,  200  times  a  minute, 
a  distance  of  2  inches.  The  table  treats  5  to  10  tons  per  hour,  and,  with  breaker 
and  elevator,  the  cost  of  treatment  was  15  cents  per  ton.** 

Belt,  Bope  and  Plate  Conveyors  are  endless  belts  passing  over  two  drums, 
with  means  of  taking  up  the  slack  and  of  supporting  tne  two  horizontal  parts 
of  the  belt  The  belts  are  made  of  rubber,  of  steel  plates  or  pans,  and  some- 
times of  rope  matting,  of  wire  cloth,  or  of  wire  matting.  Pickers  can  stand  on 
each  side  and  pick  into  either  boxes  or  barrows,  or  into  a  central  trough  upon 
the  belt.    For  detailed  description  see  §  627. 

In  Mill  92,  a  chain  plate  conveyor,  25  feet  long  between  centers  of  drums, 
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and  35  inches  widey  was  formerly  used.  It  was  divided  longitudinally  into  three 
parts  by  two  iron  fins  on  each  plate.  The  center  part  was  10  inches  wide,  each 
side  part  12  inches  wide.  It  traveled  32  feet  per  minute.  The  ore  was  fed  to 
the  two  side  parts^  and  the  waste  picked  into  the  center  part  by  one  or  two 

men.  The  two  side  parts  de- 
livered to  a  double-jaw  breaker 
and  the  center  by  a  chute  to  the 
waste  dump.  This  plate  conveyor 
has  been  replaced  by  a  rubber  belt, 
from  which  waste  is  now  picked 
oflf. 

A  plate  conveyor  has  been  used 
for  coal,  of  such  form  that  the 
waste  can  be  picked  from  the 
upper  part  of  the  belt  and  put 
upon  the  lower  part.  Each  part 
delivers  its  pnwiuct  automati- 
cally.* 

A  Revolvino  Circulab  Table 
has  an  annular  picking  surface, 
upon  which  the  ore  is  fed  from  a 
chute  and  from  which,  after  the 
circuit  is  completed,  all  that  has 
not  been  picked  oflE  is  automatic- 
ally removed  by  a  fixed  diagonal 
scraper.  Pig.  296  shows  a  table 
having  an  outer  diameter  of  11 
feet  6  inches,  with  the  picking 
surface,  d,  26  inches  wide.  It  is 
supported  on  nine  horizontal 
arms,  c,  radiating  from  a  central 
hub,  h,  which  is  keyed  to  the 
vertical  shaft,  a.  These  arms  are 
supported  mainly  by  the  rods  f. 
Around  the  inner  margin  is  a 
raised  border  e,  5.3  inches  high, 
which  prevents  ore  being  knocked 
oflf  the  inner  edge.  The  table  is 
driven  by  the  worm  gearing  a„  a^  ; 
and  requires  only  about  0.1  horse 
power.''  •"•*  1^  the  ore  fed  at  h 
is  rinsed  with  water  from  the  pipe 
fe.  The  pickers  stand  round  the 
table  and  throw  either  waste  or 
rich  ore,  as  the  case  may  be,  into 
the  hopper  I;  and  what  remains 
on  the  table    is    delivered  into 


FIG.  296. — REVOLVING  PICKING  TABLE. 


the  chute,  m,  by  a  scraper  not  shown  in  the  figure.  Another  method  is  for  each 
boy  to  pick  into  a  box  by  his  side.  Assays  of  the  products  obtained  by  the  last 
picker  will  show  whether  the  picking  is  carried  too  far  or  not  far  enough.  The 
surface  of  the  table  is  cither  wood  or  plate  iron.  When  the  latter  is  used  it 
may  be  perforated  to  drain  oflF  the  rinsing  water,  or  the  table  may  slope  gently 
vard  the  edge  so  that  the  water  will  run  oflf  into  a  launder.  The  rinsing, 
Tever,  is  sometimes  done  before  the  ore  reaches  the  table. 
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In  the  Eand  district,  South  Africa,  circular  tables  are  used  which  consist  of 
an  annular  picking  surface  25  to  30  feet  outside  diameter  and  without  any  cen- 
tral construction,  the  table  being  supported  on  rollers  beneath  as  shown  in  Fig. 
297.  It  is  driven  by  bevel  gearing  beneath.  Pickers  stand  inside  as  well  as 
outside  of  the  table.  This  construction  is  used  instead  of  that  shown  in  Pig. 
296  on  account  of  the  large  diameter.  Rollers  fastened  to  the  under  side  of 
the  table  and  running  on  a  fixed  rail  have  been  tried,  but  were  given  up  because 
pieces  of  rock  fell  on  the  rail  and  caused  trouble. 

An  intermittent  motion  has  been  applied  to  round  tables,  by  means  of  a  ratchet 
and  pawl,  because  a  uniform  speed  of  revolution  tends  to  make  the  pickers  dizzy.** 

The  Speed  of  the  moving  tables,  in  practice,  appears  to  vary  from  15  to  40 
feet  per  minute.  The  more  pickers,  or  the  less  material  to  be  picked  out^  the 
higher  may  the  speed  be. 

§  370.  Summary. — Of  the  plants  visited  by  the  author,  two  (13  and  14)  have 
stationary  picking  tables  in  the  rock  houses;  four  (4,  12,  19  and  27)  have  sta- 
tionary tables  in  the  mills;  seven  (30,  31,  44,  46,  47,  48  and  55)  have  picking 
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chutes;  seven  (5,  44,  48,  65,  73,  74  and  82)  pick  on  fixed  grizzlies;  one  (42) 
picks  on  a  vibrating  grizzly,  and  one  (92)  picks  on  a  rubber  conveying 
belt.  Of  the  22  instances  here  noted,  14  pick  on  chutes  or  grizzlies,  showing 
that  it  is  more  common  to  sacrifice  height  than  to  install  the  mure  complex 
conveying  belts.  In  many  of  these  instances  the  fall  was  necessary  for  other 
reasons,  and  these  simple  designs  are  found,  in  these  cases,  to  serve  as  well  as 
the  moving  tables.  The  chief  argument  in  favor  of  tables  is  that  they  furnish 
picking  facilities  without  loss  of  height. 

Comparisons. — Moving  tables  are  discharged  automatically,  while  stationary 
horizontal  tables  must  be  discharged  by  hand.  When  more  than  one  mineral  is 
to  be  picked  out,  moving  tables  have  the  advantage  that  each  picker  selects  only 
one  grade,  and  therefore  does  better  work ;  but,  on  the  other  hand,  some  mana- 
gers prefer  to  have  a  single  picker  do  all  of  the  work  on  any  batch  of  ore,  because 
that  fixes  the  responsibility,  and  in  such  cases  fixed  tables  must  be  used.  The 
fixed  tables  have  the  further  advantage  that  they  cost  much  less.  Of  the  mov- 
ing tables,  the  circular  form  shown  in  Fig.  296  is  much  simpler  and  cheaper 
to  construct  than  the  belts. 
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CHAPTER  XIV. 

JIGS. 

§  371.  Pbinciple,  PtJBPOSE  AND  DEFINITIONS. — The  work  of  hydraulic  jigs 
depends,  as  a  rule,  upon  the  action  of  two  currents  of  water,  an  upward  and  a 
downward,  alternating  with  each  other  in  quick  succession,  upon  a  bed  of  sand 
supported  by  a  screen.  Sands  of  two  or  more  specific  gravities,  during  the  up- 
ward movement,  called  pulsion,  arrange  themselves  according  to  the  law  of 
liindered  settling  (see  §  466).  During  the  downward  movement,  called  suction, 
i  mall  grains  wherever  they  are  free  to  do  so,  move  downward  through  the  inter- 
stices between  the  large  grains.  In  continuous  jigs  there  is  generally  also  a 
rurface  carrying  current  which  serves  to  transport  the  lighter  grains  forward 
until  they  are  discharged  over  the  tail ;  sometimes  this  is  done  by  a  mechanical 
device. 

The  machines  to  be  described  under  this  heading  are  of  two  classes :  jigs  with 
movable  sieves,  which  obtain  the  currents  by  pushing  the  sieve  up  and  down  in 
the  water,  either  by  hand  or  by  power ;  and  jigs  with  fixed  sieves  in  which  the 
currents  of  water  are  produced  either  by  a  plunger  or  by  a  stream  of  hydraulic 
water  brought  from  a  hydrant  into  the  hutch,  that  is,  the  space  beneath  the 
sieve,  or  by  both.  The  fixed  sieve  jigs  are  by  far  the  more  common.  This 
hydraulic  water  acts  to  modify  both  pulsion  and  suction.  Its  increase  adds  to 
the  former  and  diminishes  the  latter.  It  may  be  increased  to  an  amount  that 
will  stop  suction  altogether;  this,  however,  is  more  a  theoretical  idea  than  a 
practical  method,  on  account  of  the  large  amount  of  water  required  to  accomplish 
the  result.  If  on  the  other  hand,  the  hydraulic  water  is  reduced  to  zero,  then 
suction  is  increased  to  the  maximum  and  suction  equals  pulsion. 

The  jigs  have  proved  the  most  valuable  concentrators  yet  devised  for  all  the 
coarse  products  and  they  succeed  also  upon  comparatively  fine  products,  but 
have  never  been  used  to  advantage  for  slimes.  For  this  reason  there  is  only  one 
instance  where  they  are  used  in  gold  stamp  mills — ^in  Mill  66,  where  they  are 
reported  to  be  run  successfully.  They  can  be  used  in  the  separation  of  two, 
three  or  four  minerals,  for  example,  quartz,  blende,  pyrite  and  galena.  The 
coarse  jigs  can  be  used  to  save  clean  lump  ore  and  to  send  the  lumps  of  included 
grains  to  the  crushers  to  be  recrushed.  The  fine  jigs  can  be  used  to  yield  pure 
heads,  middlings  for  recrushing  and  washing,  and  tailings  clean  enough  to 
throw  away.  The  feed  to  jigs  may  be  sized  products,  sorted  products,  or  natural 
products.  Jigs  are,  as  a  rule,  final  washers,  that  is  to  say,  among  the  products 
which  they  turn  out  are  one  or  two  finished  products — heads,  or  tailings,  or  both* 
Besides,  they  generally  yield  one  unfinished  product  which  may  be  either  the 
heads,  the  middlings  or  the  tailings,  according  to  the  method  of  running. 

The  products  of  a  jig  are  designated  as  follows:  (1)  Tailings,  which  form 
the  top  layer  and  are  either  skimmed  off  the  top  intermittently  by  hand,  or  are 
carried  over  the  tail  continuously  by  the  carrying  current.     (2)   Coarse  con* 
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centrales,  which  form  the  heavy  or  lower  layer  upon  the  sieve,  and  are  composed 
of  grains  too  coarse  to  go  through.  These  may  be  removed  intermittently  by 
skimming,  or  continuously  by  devices  called  discharges.  (3)  Hutch  product, 
the  "Hutch"  or  fine  concentrates,  is  the  part  which  goes  through  the  sieve.  It 
is  discharged  intermittently  by  shoveling  or  by  a  gate,  or  continuously  by  a  run- 
ning spigot  or  by  an  elevator.  A  jig  may  be  run  to  make  any  two  or  all  three 
of  the  preceding  products.  Before  taking  up  the  details  of  jigs,  the  following 
definitions  will  be  given  of  three  terms  as  they  will  be  used  by  the  author:  The 
bottom  bed  is  the  lower  layer  on  the  sieve,  consisting  of  heavy  mineral.  The 
top  layer  is  the  upper  layer,  consisting  mainly  of  gangue  from  which  the  heavy 
mineral  is  in  the  process  of  being  separated.  The  whole  bed  is  the  phrase  used 
when  the  above  two  are  spoken  of  collectively. 
Movable  Sieve  Jigs  are  divided  into: 

Movable  sieve  hand  jigs. 

Continuous  movable  sieve  power  jigs. 

Intermittent  movable  sieve  power  jigs. 

Movable  Sieve  Hand  Jigs. 

§  372.  This  form  of  jig  is  used  where  concentration  is  being  proved,  or 
where  the  plant  is  small,  or  where,  as  in  Missouri,  the  mines  are  pockety,  and  a 
large,  elaborate  mill  will  not  pay.  For  these  reasons,  the  hand  jig  will  be  con- 
sidered in  considerable  detail. 

The  jig  (see  Figs.  298a  to  300c)  consists  of  a  jig  box  G  with  a  screen  bottom 


PIG.  298a. — SIDE  VIEW  of  hand  jig  at  mill  13. 


FIG.  298c. — m[j}  VIEW. 


FIG.  298J. — PLAN. 


A.  Jigging  Tank.         0.  Jigging  Box. 

B.  Hcreen.  H.  Lattice, 
e.  Crjimf  cting  Bcilts.    J.  Counterweight  Box. 

D.  Main  Lever.  J.  Slip  Joint. 

E.  Secondary  Lever.  K.  Adjusting  Arc5S. 

F.  Supporting  Posts.  O.  Auxiliary  Connecting  Rod. 


B,  two  connecting  rods  C,  a  jigging  lever  D,  and  often  a  secondary  lever  E,  two 
supporting  posts  F,  and  a  jigging  tank  A  filled  with  water.  The  jigging  tank 
is  made  of  wood.     In  Mill  2  it  is  also  lined  with  plate-iron  ^  inch  thick.     The 
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jig  box  is  a  horizontal,  rectangular  frame  of  boards  on  edge.  The  screen  is 
placed  from  2  to  3  inches  above  the  bottom  to  destroy  the  evil  effect  of  side  cur- 
rents upon  the  whole  bed.  This  space  is  also  used  for  lattice  supports  for  the 
screen  if  it  is  needed  (see  Fig.  298c.)  When  a  grating  is  used  as  a  sieve,  how- 
ever, no  lattice  is  required  (see  Fig.  300d.) 

The  connecting  rods  C  are  arranged  with  adjusting  arcs  K  to  level  the  screen 
sidewise  (see  Fig.  299a.)  The  endwise  leveling  is  done  upon  the  posts.  If 
out  of  level,  the  whole  bed  will  work  to  one  side  or  the  other.  The  jigging  lever 
is  made  in  two  ways.  Either  the  pivot  is  between  the  point  of  application  and 
delivery  of  power,  or  by  using  two  levers  the  pivot  is  virtually  at  the  end  of  the 
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Fia.  299a. — ^ELEVATION  OF  HAND  JIG  AT  MILL  1. 
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FIG.  2996. — PLAN. 

Jever.  The  first  scheme  (Fig.  300a)  requires  an  upward  push,  the  second  (Pigs. 
298a  and  299a)  a  downward  push  on  the  lever  to  give  the  downward  strong 
impulse  to  the  jig  box,  which  is  necessary  for  effective  jigging.  The  second 
form  appears  to  be  easier  to  work  than  the  first.  The  long  leverage  shown  in 
Pig.  299a  is  probably  due  to  the  fact  that  this  jig  is  used  in  a  mill  11,000  feet 
above  the  sea.  The  jigging  lever  is  best  at  the  height  of  the  hips,  although 
sometimes  used  up  over  the  head  of  the  operator,  and  his  labor  is  easier  and 
more  effective  if  he  stands  on  a  spring  board. 

To  make  the  downward  movement  of  the  screen  more  sudden  and  therefore 
uove  momentarily  the  screen  support  from  under  the  ore  bed  more  effectively, 
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a  slip  joint  J  is  used,  causing  a  downward  blow  to  be  imparted  to  the  screen.  In 
Figs.  298a  and  300a  this  is  a  slot  in  the  top  of  the  connecting  rods.  In  Fig. 
299a  a  connecting  rod  0  slides  through  the  secondary  lever  E, 

A  counter  weight  may  be  required,  as  in  Fig.  298a,  to  balance  the  jigging 
levers;  this  is  not  needed  in  Fig.  300a  because  of  the  weight  of  the  loaded  jig, 
and  in  Fig.  299a  on  account  of  the  length  of  the  secondary  lever. 

Rittinger  speaks  of  hand  jigs  supported  on  spring  timbers,  with  the  jigging 
lever  omitted,  the  jigging  being  done  by  hand  directly  over  the  jig.  This  can  be 
done  only  in  a  small  sized  jig  box. 

§  373.  The  method  of  working  is  to  charge  up  the  jig  box  with  ore  of  proper 
size  and  depth.  The  coarser  the  ore,  the  deeper  the  whole  bed  may  be,  and  the 
deeper  the  whole  bed,  the  greater  the  output,  but  when  too  deep  the  separation 
by  gravity  is  hindered.    It  is, jigged  with  the  proper  amount  of  stroke  and  num- 


^xl 


Fia.  300a. — bide  elevation  of  hand  jia  at 

HILL  2. 


PIG.  300(?.— END  ELEVATION. 


FIG.  300ef. — ONE  SECTION 
OF  SCREEN. 


FIG.  3006.— PLAN. 


ber  of  strokes  per  minute  (the  coarser  the  ore,  the  longer  the  stroke  and  the 
less  the  number  per  minute),  giving  a  sharp  downward  motion  to  the  screen 
to  release  the  whole  bed  from  it  and  so  allow  the  ore  particles  to  settle  through 
the  water  under  hindered  settling  conditions.  The  motion  should  be  stronger 
with  coarse  than  fine  ore.  The  return  movement  brings  the  water  back  through 
the  screen  and  uses  suction  to  draw  down  the  fine  concentrates.  Experience 
only  will  give  exact  data  on  the  speed,  the  amount  of  throw  and  the  number 
of  strokes  required  for  different  ores,  but  a  general  idea  of  the  adjustments  used 
may  be  gained  from  Table  268. 

When  the  jiggiug  is  finished,  the  lever  is  raised  or  lowered,  as  the  case  may 
be,  and  fastened  to  its  hitching  post  L  (see  Figs.  300a-300c).  The  screen 
is  thereby  lifted  out  of  water.     The  top  layer  is  skimmed  off  with  a  short 
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handled  hoe  and  thrown  upon  its  heap.  More  ore  is  charged  and  the  operation 
repeated  until  the  concentrates  have  accumulated;  then,  after  the  top  layer  is 
removed,  the  middle  portion  is  skimmed  off,  generally  to  be  returned ;  the  bot- 
tom layer,  which  has  accumulated  up  to  2  or  4  inches  deep,  is  skimmed  off  as 
concentrates.  The  hutch  product  which  accumulates  vertically  beneath  the 
screen,  is  shoveled  out  when  suflBcient  material  has  accumulated,  and  the  fine 
sludge  which  settles  in  the  rear  part  of  the  jig  tank,  is  taken  out  separately- 
Some  of  the  tanks  are  made  large  on  purpose  to  secure  this  fine  product  and  in 
this  case  a  partition  coming  up  two-thirds  of  the  way,  will  keep  the  coarse  hutch 
out  of  the  fine  sludge.  The  coarse  concentrates  and  hutch  products  are  gen 
erally  treated  again  on  a  finishing  jig  with  finer  screen  and  make  concentrate^ 
and  hutch  ready  to  ship.  The  sludge  may  be  rich  enough  to  ship,  or  it  may 
need  huddle  treatment  to  bring  it  up  to  the  required  standard.  Where  two 
minerals  which  belong  to  different  markets,  for  example,  galena  and  blende, 
are  concentrated,  they  may  be  separated  on  a  finishing  jig. 

Where  recrushing  of  middlings  is  not  to  be  resorted  to,  the  jig,  after  several 
times  having  had  tailings  skimmed  off  from  it  and  new  ore  charged,  will  be 
skimmed,  yielding  tailings  or  top  layer,  middlings  to  be  returned,  and  coarse 
concentrates  or  bottom  layer.  The  object  of  taking  these  middlings  is  in  order 
that  the  concentrates  may  be  freer  from  quartz  and  the  tailings  freer  from 
ore.  It  also  furnishes  a  layer  on  the  sieve  which  prevents  gangue  from  rattling 
down  into  the  hutch  while  the  next  charge  is  being  put  on.  After  these  mid- 
dh'ngs  have  been  returned  a  few  times,  making  an  accumulation  of  them,  the 
attendant  will  insensibly  take  off  his  tailings  a  little  richer  and  his  coarse  con- 
centrates a  little  poorer.  This  is  his  only  way  of  disposing  of  the  included 
grains  for  which  his  plant  has  no  special  provision. 

A  hydrant  with  water  almost  shut  off,  an  overflow  pipe  and  a  little  settling 
tank,  may  be  provided  for  keeping  the  water  at  a  constant  level  in  the  jig  tank, 
or  water  may  be  added  by  a  bucket  from  time  to  time.  One  or  more  holes  are 
placed  in  the  side  of  the  jig  tank,  near  the  bottom,  one  below  the  other,  for 
drawing  off  the  water  when  it  is  desired  to  remove  the  sludge. 

§  374.  Table  268  gives  the  practice  in  the  mills.  They  all  yield  products 
as  follows:  (1)  Top  layer,  which  is  waste  except  in  Mill  3,  No.  3  jig,  and  Mill 
2  when  re-treating  hutch,  in  both  of  which  the  top  layer  is  clean  blende.     (2) 

TABLE  268. — ^HAND  JIOS. 
AbbrerlatfoiiB.— Ftsfeet;  In.=ixiche6;  No.=iiumber;  scr.sscreeBB.. 


d 

Jig  Box. 

Jig  Tank. 

3? 

Length  of 

s. 

Length 

Width. 

Depth. 

Length 

Width. 

Depth. 

Siieof 
Sieve  Hole. 

Long 
Lever 
Arm. 

Short 
Lever 
Arm. 

IML 

1 

9 

8 

If 

Ft    In. 
8-7 
44 

44) 

4-0 

Pt.In. 

1-a 

1-10 
M 
M 

Inches. 

(3)18 
10 
10 
18 

S4) 
5-0 

Ft.  In. 
4-8 
6-0 

8-0 

Ft.  In. 
4-0 
1-10 

(6) 
(«) 

In. 
H 

Mm. 
9.5 
9.6 

16.9 

9.6 

(i)6.86 

Ft.  In. 
cl6>ll)4 

Ft.  In. 

Undersiseofaer. 
From  screen,  81.8 

mm.  to(k  (g) 
From    rolls,  19.) 

mm.  to  0.  {k 
From  No.  1  .  ig, 

19.1  mm.  to  0. 
18.7  mm.  to  a  «) 

8 

8 
18 

11-0 

8-0 

(o)  The  stove  is  8  inches  above  the  bottom.  (6)  A  9-me8h  wire  screen,  (c)  This  is  the  virtual  length  of  tbe 
lever,  (d)  The  sieve  is  8  inches  above  the  bottom,  (e)  Cast-iron  grating.  </)  The  grate  bars  are  tnangular, 
U  inch  deep,  %  inch  wide,  and  have  the  apex  downward.    (0)  In  Jigging  this  a  bottom  bed  is  mad  6  rnchea 

"       ' ^ena  and  8  inches  for  blende,   (a)  The  jig  treats  this  stuff  at  the  rate  of  * 

oke  of  the  Jig  sieve  of  about  1  inch,    (i)  About 
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The  second  layer  which  is  returned  to  the  same  jig  except  in  Mill  2  on  zinc  ore 
where  it  is  blende.  (3)  The  bottom  layer  or  coarse  concentrates,  which  are 
all  finished  except  in  the  No.  1  and  No.  2  jigs  of  Mill  3  where  they  are  sent  to 
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the  following  jig.  (4)  Hutch  products,  which  in  Mill  1  are  re-treated  on  the 
same  jig,  using  an  8-mesh  sieve  laid  on  top  of  the  coarse  sieve,  and  yield  top 
layer  which  is  waste,  middle  layer  which  is  returned,  bottom  layer  and  hutch 
which  are  both  shipped.  In  Mill  2,  when  treating  galena  ore,  the  hutch  is  a 
finished  product,  but  on  blende  ore  the  hutch  is  re- jigged  with  a  galena  bot- 
tom bed  and  then  yields  only  galena  in  the  hutch,  the  blende  remaining  up 
in  the  coarse  concentrates.  For  jigging  coarse  galena  ore  60  throws  per  min- 
ute, for  blende  ore  100  per  minute  and  for  the  blende  hutch  120  per  minute  are 
used.  In  Mill  3,  the  hutches  of  No.  1  and  No.  2  jigs  each  go  to  the  next  follow- 
ing jig;  that  of  No.  3  jig  is  finished  galena.*  The  number  of  throws  is  120 
per  minute  and  the*  time  of  jigging  is  four  minutes. 

In  Mill  13  the  jigs  here  described  were  formerly  used,  but  have  since  given 
way  to  power  jigs. 

The  labor  required  in  all  the  mills  is  one  man  to  a  jig,  which  is  high  com- 
pared with  machine  jigs.  The  capacity  given  by  Eittinger  for  his  hand  jig 
is  3  to  4  cubic  feet  of  ore  per  hour  for  each  square  foot  of  sieve  surface.  Hand 
jigs  cost  about  $20  each  and  require  little  repairs.  They  can  be  put  together 
anywhere  with  a  saw,  axe,  chisel,  auger  and  a  few  simple  iron  pieces. 

In  practice,  the  walls  of  the  jig  box  may  or  may  not  project  above  the  water 
during  all  parts  of  the  stroke.  When  it  projects  above,  then  suction  is  equal 
to  pulsion,  that  is  to  say,  just  as  much  water  will  go  down  through  the  jig 
bed  per  stroke  as  rises  up  through  it.  When,  however,  the  box  is  immersed, 
according  to  the  amount  of  immersion,  suction  will  be  more  or  less  diminished, 
leaving  pulsion  as  much  as  before  and  giving  a  much  softer  and  more  open 
whole  bed  and  one  which  would  complete  the  separation  into  layers  in  much 
shorter  time.  This  is  true  because  of  the  lift  pump  action  of  a  jig,  referred 
to  by  Hoppe'*,  which  allows  the  water  to  rise  more  easily  than  to  go  down 
through  a  jig  bed ;  here  the  water  so  pumped  up  flows  over  the  sides  when  the 
jig  is  immersed.  The  latter  method  would  be  preferable  for  closely  sized  ma- 
terial, the  former,  probably,  for  mixed  sizes. 

The  hand  jig  is  a  valuable  means  of  testing  the  best  conditions  for  treating 
any  ore  by  jigging  as  it  can  be  varied  so  easily  and  the  results  obtained  so 
directly. 

For  small  hand  jigs  with  either  movable  or  fixed  sicTes^  the  reader  is  referred 
to  the  subject  of  testing  in  Chapter  XXI. 

Continuous  Movable  Sieve  Power  Jigs. 

§375.  All  of  these  jigs  have  in  common  a  jig^ng  tank,  a  jigging  screen 
and  frame,  and  in  most  cases  some  special  connecting  joint  between  the  tank 
and  frame;  some  mechanism  for  giving  the  sieve  its  vertical  oscillations;  a 
feeder  for  bringing  ore  at  a  constant  speed;  and  hydraulic  water  supplied  to 
the  hutch.  They  also  have  devices  for  removing  the  tailings,  the  coarse  concen- 
trates and  the  hutch  product,  and  for  elevating  the  tailings  water,  in  general 
returning  it  into  the  hutch  of  the  machine.  These  devices  enable  them  to  have 
a  high  capacity  and  a  low  consumption  of  water.  As  generally  run  they  have 
strong  suction  owing  to  the  fact  that  most  of  the  water  that  passes  up  through 
the  bed  has  to  pass  down  again. 

§  376.  Movable  Sieve  Jig  at  Przibram." — A  movable  sieve  jig  used  at  Przi- 
bram  (see  Figs.  301a  and  3016)  has  a  screen  frame  of  sheet  iron  sides  and  ends,  6 
feet  long,  1  foot  6  inches  wide,  8  inches  deep,  with  a  horizontal  screen  and  a  cross 
partition  4  4.13  inches  high,  dividing  it  in  halves.  The  screen  frame  is  oscil- 
lated up  and  down  by  two  eccentrics,  connecting  rods  B  and  cross  bars  attached 
to  it.    The  eccentrics  are  capable  of  giving  2.07  inches  throw  and  less,  and 
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make  140  throws  per  minute.  The  feeder  is  a  hopper  and  trough,  jerked  by 
cam  H  and  spring.  The  tank  has  under  the  two  halves  of  the  screen  two  hop- 
pers with  front  side  vertical  and  with  continuously  discharging  spigots  F  for 
removing  the  hutch  products.  Around  the  frame,  upon  the  tank  a  wooden 
strip  and  a  small  angle  iron  make  an  approximately  tight  joint  to  prevent  splash- 
ing. The  tail  0  is  of  sheet  iron,  curved  to  allow  the  waste  to  pass  over  into  the 
well  of  a  screw  elevator,  which  removes  the  sand  with  but  little  water.  The 
water  is  elevated  about  4  inches  by  a  revolving  propeller  and  is  sent,  probably, 
back  into  the  two  hutches.  The  coarse  concentrates  are  discharged  through  a 
short,  vertical  tube  C  attached  to  the  screen,  which  sliHes  in  a  fixed  tute  D 
below  for  conducting  away  the  concentrates.  A  poppet  valve  over  the  mouth 
of  this  tube  is  opened  from  time  to  time  to  let  the  concentrates  pass  out.  A 
sheet  iron  cylinder  6  inches  in  diameter  and  covered  by  a  1-mm.  screen  is  placed 
over  this  poppet  valve  to  prevent  the  quartz  from  coming  down  with  the  coarse 
concentrates.  This  cylinder  is  made  adjustable  up  and  down.  This  jig  is  de- 
signed for  treating  sized  products  from  4  mm.  to  20  mm.  in  diameter.    At 
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VIQ.  301a. — LONGITUDINAL  SECTION 

OF      MOVABLE      SIEVE      JIG      AT 

PRZIBRAM. 


Przibram  it  is  used  on  6-mm.  product,  with  a  stroke  of  1.24  inches.  It  requires 
2.9  horse  power.     The  tailings  discharge  continuously,  the  heads  periodically. 

§377.  The  Bradford  Eccentric  Jig. — ^This  is  a  movable  sieve  power  jig, 
and  Pigs.  302a-302d  illustrate  the  pattern  used  for  many  years  in  concentrat- 
ing hematite  at  Iron  Mountain,  Missouri.  The  jigging  box  d  is  of  cast  iron, 
3  feet.  1  inch  long,  1  foot  7f  inches  wide  and  1  foot  7  inches  deep.  The  screen 
JE;  is  6  inches  below  the  top  at  the  feed  side  and  ends  and  2^  inches  below  the 
top  at  the  tail  side;  an  adjustable  slide  j,  held  in  place  by  bolts,  enables  the 
last  to  be  increased  as  desired,  up  to  5  inches.  The  screen  is  supported  by  a 
lattice  of  three  lengthwise  bars  I  resting  edgewise  upon  six  crosswise  bars  m 
all  of  which  are  i  inch  thick,  If  inches  high  and  are  cast  in  one  piece  in  a 
frame  which  is  bolted  inside  the  jig  box. 

At  the  bottom  of  the  jigging  box  are  extension  fins  p  on  the  sides  2  feet  11 
inches  long,  7f  inches  wide,  -^  inch  thick,  and  on  the  ends  1  foot  5^  inches 
long  and  of  the  same  width  and  thickness  as  those  on  the  sides.  The  jigging 
box,  at  its  lower  end,  extends  into  a  fixed  frame  r  of  ^-inch  thick  cast  iron,  3 
feet  3  inches  long,  1  foot  9J  inches  wido  find  15  inches  high,  which,  as  the 
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jig  box  rises  and  falls,  confines  the  currents  and  guides  the  concentrates  and 
tailings  each  to  its  proper  destination.  This  fixed  frame  is  bolted  to  the  walls 
of  the  jig  tank.  The  power  is  applied  by  a  shaft  t  with  fly-wheel  u  and  speed 
cone  pulley  v,  imparting  motion  to  the  jigging  box  by  two  eccentrics  /  and  con- 
necting rods  e.    The  boxes  for  this  shaft  are  upon  cast-iron  standards  a  bolted 
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A 


:^ 


'.^t 


j'fP-. 


:|i 


■^1 


—Ti.  kl 


1 


f 


u   u   u   u   u 

Pia.  302c. — KND  VIEW  OP 
TANK. 
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FIG.  302(1. — SIDE  SECTION  OF 
TANK. 


to  the  jig  tank.  The  jigging  box  at  c  runs  in  its  vertical  path  between  adjusta- 
ble guides  upon  the  standards.  The  weight  of  the  jigging  box  and  charge  is 
taken  up  by  two  helical  springs  w,  one  at  each  end,  to  even  the  work  of  the 
eccentrics.  On  the  tail  side  is  a  discharge  spout  z  for  discharging  the  tailings 
outside  of  tbe  fixed  frame. 
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The  jig  tank  «  is  9  feet  long  and  7  feet  deep  and  is  mounted  for  two  jigging 
boxes.  It  is  built  of  wood  with  two  compartments  4  feet  6  inches  and  2  feet 
10  inches  wide  respectively,  the  former  A  for  the  heads,  which  pass  through  the 
screen,  and  the  latter  B  for  the  tailings,  which  overflow  at  the  tailings  side  and 
pass  down  through  the  spout  supplied  for  that  purpose.  The  tailings  side  of 
the  fixed  frame  r  forms  an  upward  extension  to  the  partition  y,  dividing  the 
two  compartments.  The  bottoms  of  the  two  compartments  are  hopper-shaped 
and  form  the  boots  of  the  elevators  which  remove  the  two  products,  the  heads 
being  delivered  to  a  bin  and  the  tailings  to  a  car. 

The  feed  to  the  jig  was  a  sized  product  and  its  amount  was  regulated  by  a 
corrugated  cylindrical  feeder  run  by  worm  gear.  The  jigging  is  done  upon  a 
bottom  bed  of  coarse  ore,  and  the  concentrates  pass  down  through  the  screen, 
while  the  tailings  go  over  the  tail  side.  The  jigging  tanks  are  automatically 
kept  full  of  water. 

In  Mill  4  a  Bradford  jig  is  used  which  has  but  one  sieve  i  in  a  tank  (see 
Pigs.  303a-303d),  for  separating  limonite  from  quartz.    The  general  construc- 
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tion  is  the  same  as  that  used  for  the  Iron  Mountain  jig,  with  the  exception  that 
automatic  rakes  are  used  for  removing  the  ore  and  the  waste  up  inclined 
troughs  a.  For  this  purpose  the  bottom  of  the  jigging  tank  slopes  in  two  direc- 
tions from  a  dividing  partition  6.  The  concentrates,  passing  through  the  sieve, 
roll  down  into  one  &ough  d  while  the  tailings  going  over  the  edge  of  the  jig 
box  go  into  another  c.  Two  rakes  e  operate,  one  in  the  concentrates  trough, 
the  other  in  the  tailings  trough.  Each  rake  handle  /  is  attached  to  a  crank- 
pin  g  having  a  radius  of  3  feet,  and  as  the  crank-pin  is  returning  on  the  under 
part  of  its  path,  the  rake  handle  lies  upon  a  guide  pulley  h  and  holds  up  the 
rake.  When  the  crank-pin  has  returned  and  starts  away  again,  it  rises  to  the 
upper  part  of  its  path  and  the  rake  descends  to  withdraw  the  product  in  the 
trough. 

No.  1  jig  of  Mill  4  is  fed  with  stuff  which  passes  through  a  1-inch  (25.4 
mm.)  screen  and  rests  on  a  ^-inch  (12.7  mm.)  screen;  No.  2  jig,  through  a 

indi  on  a    ^V-iiicJi  (1-56  mm.)  screen.     No.  1  has  a  throw  of  \  inch  and 


§  378 


JIGS, 


503 


makes  188  throws  per  xninnte.    Both  use  bottom  beds  of  lump  ore  on  the  sieves^ 
and  yield  heads  to  picking  table  and  tailings  to  waste. 

§  378.  The  CoNKLiNG  Jio.^®— (See  Fig.  304.)— This  is  a  circular,  movable 
sieve  jig  which  is  fed  near  the  circumference  and  discharged  at  the  center.  The 
screen  is  3  feet  10  inches  in  diameter^  has  a  ^^-inch  (7.9  mm.)  hole,  and  re- 
volves 7  times  per  minute,  to  give  an  even  distribution  of  the  feed.  It  is  fed 
with  dry  ore,  \  inch  (6.35  mm.)  to  0  in  size  and  uses  a  bottom  bed  consisting 
of  ore  of  the  size  of  hickory  nuts.  It  has  260  pulsations  per  minute  of  |  inch 
given  to  it  and  yields  tailings  and  hutch  products  only,  botii  of  which  are  taken 
out  by  elevators.  The  downward  movement  of  the  sieve  is  rapid;  the  upward 
is  slow.  The  capacity  on  magnetite  at  Lyon  Mountain,  New  York,  was  5  tons 
per  hour  and  it  used  135  gallons  of  water  per  minute,  or  1,620  gallons  per  ton 
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1.  Bevel-wheel. 

2.  Pinion. 

8.  Upright  shaft 
4.  Shoe. 
6.  Link. 

6.  Upper  collar. 

7.  Trunnion-piece. 

8.  Lower  collar. 

9.  Outside  nut. 

10.  Flange. 

11.  Inside  nut. 

12.  Standard. 
U.  Hoop. 


16.  Screen-plates. 

18.  Spider. 

19.  Key. 

20.  Cone. 

21.  Water-sleeve. 

22.  Water-box. 

28.  Lower  elevator-box. 

24.  Lower  elevator-shaft. 

25.  Band-arioa. 

26.  Cam-wheel. 

27.  86-inch  pulley. 

28.  Pinion-shaft. 
80.  Lever-beam. 

46.  Splash-rim. 


81.  Yokes. 

82.  Lever-shaft. 
88.  Driving-shaft 

84.  Top  elevator-shaftb 

85.  24-inch  pulley. 

86.  Flange-pulleys. 

88.  Spring-pole. 

89.  Strap. 

40.  Bumper. 

41.  8-inch  water-pipa 

42.  Regulating- valve. 

48.  Outlet-pipe  to  tail-raca 
44.  Tub. 


of  ore  treated.  One  man  or  boy  tended  two  jigs.  The  feed  contained  43.6% 
iron;  the  concentrates  66.9%  iron,  and  the  tailings  22.9%  iron. 

§  379.  The  Schbanz  Jig. — This  is  a  rectangular  jig  with  a  screen  frame  9 
feet  6  inches  long,  3  feet  3  inches  wide,  divided  into  seven  panels.  It  has  a 
water-tight  bellows  joint  of  leather  or  rubber  connecting  it  with  a  V  tank  below, 
which  is  divided  into  as  many  hutches  as  desired,  each  with  a  separate  spigot. 
It  receives  motion  from  vertical  rods  which  are  driven  from  rocking  eccentrics. 
It  is  used  for  jigging  slimes  and  has  a  bottom  bed  which  decreases  in  thickness 
toward  the  tail.  "One  machine  treats  450  kilos  of  the  finest  crude  ore  per  hour, 
using  65  liters  water  per  minute,  requiring  less  water  (i),  but  more  power  than 
a  16-foot  slime  table,  and  making  cleaner  tailings."" 

§  380.  BiLHARZ  Oblong,  Movable  Sieve  Poweb  Jig,  used  in  Freiberg,  has 
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an  iron  screen  frame  30  inches  long,  13  inches  wide  at  the  head,  10  inches  wide 
at  the  tail  and  1^  inches  height  of  tail.  It  is  made  narrower  at  the  tail  to 
hasten  the  work,  as  most  of  the  work  is  done  in  the  first  third  of  the  length.  It 
is  oscillated  by  a  single  eccentric  with  T  rod,  driving  two  forks  running  in 
guides.  The  four  feet  of  these  two  forks  are  bolted  to  the  screen  frame.  All 
round  the  screen  frame  is  a  leather  packing  to  prevent  the  water  from  rising 
between  it  and  the  tank.  The  tank  is  hopper-shaped  with  a  cross  partition  for 
making  two  hutch  products.  Two  or  more  of  these  jigs  are  usually  run  in 
series.  The  tail  of  the  jig  frame  has  a  spout  extending  over  the  edge  of  the 
tank  and  conveying  the  sand  and  water  to  the  next  jig.  This  is  possible,  owing 
to  the  lift  pump  action  of  the  jig,  which  elevates  the  water  above  the  jigging 
sand  to  a  higher  level  tJian  that  in  the  tank.  There  may  be  an  under  launder 
conveying  the  tank  overflow,  should  there  be  any,  to  the  next  jig.  The  concen- 
trates are  wholly  made  in  the  hutch,  and  screens  and  bottom  beds  are  used  to 
suit  these  conditions.  The  spigots  have  goose-necks  or  rising  discharges.  It 
has  220  pulsations  per  minute  of  5  mm.  each,  and  is  designed  for  treating  sand. 
Three  spitzlutten,  two  jigs  and  two  Bilharz  tables,  treat  3  tons  in  10  hours; 
the  jigs  treat  1  ton  each;  the  tables  i  ton  each. 

The  Bilhabz  Circular  Sieve  Power  Jig. — This  machine  has  an  annular 
moving  jig  frame  divided  into  six  sectors,  2.2  m.  outer  diameter  and  0.674  m. 
inner  diameter.  It  receives  pulsations  from  a  central  eccentric  rod  through 
levers.  The  feed  is  distributed  at  the  outer  rim;  the  tailings  are  discharged 
inward  in  a  central  pipe;  and  the  hutches,  which  are  separate  for  each  com- 
partment, are  discharged  through  rising  goose-necks  around  the  circle.  With 
200  to  220  pulsations  per  minute  of  5  to  6  mm.,  it  treats  in  one  hour  30  cubic 
meters  of  pulp,  containing  1,200  kilos  of  dry,  solid  material. 

§  381.  The  Bobinson  Jig  is  a  movable  sieve  jig  in  which  the  head  end  pul- 
sates the  most  and  the  tail  end  the  least.  This  movement  is  obtained  by  pivot- 
ing the  tail  end  to  the  tank  and  oscillating  the  head  end  by  means  of  a  crank. 
The  tank  is  12  feet  long,  6  feet  wide  and  6  feet  deep.  The  sieve  is  10  feet  long 
with  grate  bars  extending  the  whole  length.  Above  the  sieve  are  cross  dams  4 
inches  high  to  keep  the  bottom  bed  in  place.  It  jigs  through  the  sieve  into  the 
hutch  and  also  has  side  discharges  to  prevent  the  bottom  be^  from  getting  too 
deep,  which  discharge  coarse  concentrates  into  the  hutch.  It  has  80  pulsations 
per  minute  and  requires  500  pounds  of  material  for  the  bottom  bed.  The  water 
reaches  1  foot  above  the  sieve.  In  Southern  Missouri,  where  both  are  used,  it 
saves  10%  more  than  a  hand  jig  on  unsized  zinc-lead  ores.  The  tailings  pass 
over  the  tail  board  and  are  removed  by  an  elevator. 

§382.  The  Hancock  Vanning  Jig,"**  used  at  Broken  Hill,  New  South 
Wales,  and  in  other  parts  of  Australia,  has  a  jig  box  jSf  (see  Figs.  3050-305^) 
about  2.5X20  feet  inside  dimensions,  with  tail  board  about  4  inches  high. 
This  jig  box  is  suspended  in  the  jigging  tank  by  four  T-bolts  and  two  cross 
bars  J.  The  cross  bars  extend  horizontally  beyond  the  sides  of  the  jigging 
tank  and  are  supported  upon  four  vertical  connecting  rods  D.  These  receive, 
at  their  lower  ends,  an  up  and  down  motion  from  four  short  levers  C  which  are 
moved  by  the  cam  wheel  A  through  the  long  weighted  levers  B.  A  hand  wheel 
H  raises  or  lowers  the  stop  F  and  controls  the  amount  of  the  motion.  There 
are  also  two  links  K,  one  on  each  end  of  the  head  cross  bar  which  connect  the 
latter  to  the  sides  of  the  jig  tank  and  thereby  maintain  the  stability  of  the  jig 
box.  The  points  of  connection  of  the  links  to  the  jig  tank  are  made  adjustable 
by  means  of  a  slot.  This  serves  to  vary  the  direction  of  motion  of  the  sieve 
to  any  desired  degree  from  about  25**  to  about  70**  with  the  horizontal.  The 
position  commonly  used  causes  the  jig  box  to  move  on  a  slope  of  about  45**  and 
*^<»reby  gives  a  vanning  motion  to  the  sieve  and  compels  the  material  under- 
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going  concentration  to  travel  toward  the  tail  end  of  the  sieve.  Water  is  sup- 
plied in  the  hutch  as  shown  and  the  concentrates  pass  through  the  sieve  and 
fall  into  compartments  in  the  hutch  from  which  they  are  drawn  off  as  desired, 
while  the  tailings  pass  over  the  end  of  the  sieve  into  a  special  compartment. 

At  the  Moonta  mines  where  most  of  the  rock  is  crushed  through  a  sieve  with 
twenty  holes  to  the  square  inch,  one  of  these  jigs  treats  as  much  as  175  tons  per 
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day  (probably  24  hours),  and  requires  about  two  horse  power.  The  feed  con- 
tains 2  to  4%  copper  and  the  concentrates  19  to  20%  copper.  In  other  places, 
the  capacity  varies  from  140  to  240  tons  in  24  hours. 

Hooper's  Vanning  Jig,  used  in  this  country  to  treat  garnet,  is  a  movable 
sieve  jig  which  has  the  tail  end  of  its  jig  box  suspended  from  a  pivot  by  a  ver- 
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tical  rod  with  rigid  connection  to  the  box  and  of  adjustable  length.  The  head 
end  is  given  an  approximately  np  and  down  motion  by  a  vertical  connecting 
rod  leading  to  an  eccentric  while  the  tail  end  has  a  motion  very  nearly  horizontal. 
In  one  case  the  lengths  of  th^  suspending  rods  at  the  tail  end  and  of  the  connect- 
ing rods  at  the  head  end  are  7  inches  and  69|  inches  respectively.  The  jig  box 
is  24  inches  wide  and  50.5  inches  long.  The  sieve  does  not  extend  all  the  way 
to  the  tail  end,  however,  but  is  replaced  by  a  solid  bottom  for  the  last  14.5  inches. 
The  sieve  has  a  slope  up  toward  the  head  end  which  is  adjustable  but  averages 
about  2.5**.  The  depth  of  material  on  the  sieve  varies  from  1.5  to  3  inches. 
The  throw  of  the  eccentric  varies  from  f  inch  to  1  inch.  The  jig  is  fed  at  the 
middle  and  the  vanning  motion  is  such  that  the  coarse  concentrates  work  up  to 
the  head  end  and  pass  over  automatically  in  case  of  an  easily  concentrating  ore, 
otherwise  they  are  skimmed  off;  the  concentrates  which  pass  through  the  sieve 
into  the  hutch  are  lifted  out  by  a  bucket  elevator;  the  tailings  overflow  con- 
tinuously at  the  lower  end  of  the  sieve. 

This  jig  is  adapted  to  different  jigging  problems  on  stuff  between  i  inch  and 
30  mesh.  Its  capacity  ranges  from  5  tons  per  24  hours  on  the  finer  material 
to  7  tons  on  the  coarser. 

Intebmittent,  Movable  Sieve,  Poweb  Jios. 

§  383.  These  differ  from  the  continuous,  movable  sieve  jigs  in  that  the  feed- 
ers, the  hydraulic  water,  the  discharges  for  coarse  concentrates,  hutches  and 
tailings,  are  all  left  out.    They  are  practically  hand  jigs  adapted  to  power. 

Mill  12  has  as  No.  1  jigs  four  movable  sieve,  Cornish  jigs,  which  are  much 
like  the  hand  jig  in  Figs.  300a-300d  except  that  they  are  driven  by  power.  The 
jigging  box  is  22  inches  wide,  46  inches  long,  7  inches  deep  above  the' screen  and 
3  inches  below  it.  It  is  made  of  1-inch  boards  and  has  a  5-mesh  screen  in  it. 
The  jigging  lever  has  a  long  arm  of  4  feet  2  inches  and  a  short  arm  of  10  inches. 
The  long  arm  is  driven  by  an  eccentric  with  a  throw  of  5  inches ;  giving  the  jig 
a  throw  of  1  inch.  The  tank  is  30  inches  wide,  64  inches  long  and  7  feet  deep. 
Its  feed  is  from  2  mesh  downward.  Ore  is  shoveled  into  the  jigging  box  until 
it  is  8  inches  deep ;  then  the  jigging  box  is  connected  with  power  and  allowed  to 
jig  for  6  minutes.  Next,  the  lever  is  disconnected  with  the  power;  the  sieve 
IS  lifted  out  of  the  water  and  held  there  by  a  hitching  post.  The  skimming 
by  hand  yields  top  skimmings  which  are  waste,  middlings  which  are  returned, 
coarse  concentrates  which  go  to  the  smelter,  and  the  hutch  which  is  allowed  to 
accumulate  until  it  is  finally  shoveled  to  No.  2  jigs.  There  are  two  No.  2  jigs 
and  nine  No.  3  jigs  similar  to  the  No.  1  jigs. 

At  the  Hartman  mine,  Friedensville,  Pennsylvania,  the  jig  is  similar  to  that 
in  Mill  12,  but  its  method  of  working  is  as  follows:  Starting  with  a  bed  of 
coarse  tailings  1  inch  thick  from  the  previous  skimming,  a  layer  2  inches  thick 
of  ore  to  be  concentrated  is  fed.  After  jigging  for  five  minutes,  another  layer 
of  2  inches  is  added  and  the  jigging  repeated,  after  which  the  jig  is  lifted  out 
of  water  and  the  top  layer  of  limestone  tailings  is  skimmed  off.  This  is  re- 
peated until  the  box  is  half  full  of  coarse  concentrates,  when  the  top  layer  of 
limestone  skimmings  is  scraped  to  one  end,  the  concentrates  removed,  the  skim- 
mings being  thrown  back  in  the  place  of  the  concentrates,  the  other  half  of  the 
concentrates  shoveled  out,  the  limestone  bed  spread  evenly  and  work  resumed. 
The  coarse  limestone  bed  prevents  the  new  charge  at  the  start  from  falling 
through  the  screen  'without  being  enriched. 

At  the  Saucon  mine  at  Friedensville,  Pennsylvania,  a  similar  jig  is  raised 
by  a  cam  and  dropped  by  its  own  weight.  It  has  an  automatic  bell  discharge 
for  coarse  concentrates,  which  makes  the  machine  more  nearly  a  continuous 
lachine. 
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Eittinger  describes  a  similar  jig,  raised  by  a  cam  and  forced  down  by  a  spring. 
For  the  capacity  of  it  he  gives  the  rule  that  every  square  foot  of  sieve  surface 
will  treat  3  to  4  cubic  feet  of  ore  per  hour.  He  further  says  that  one  man  can 
attend  to  two  jigs. 

Fixed  Sievb  Jigs. 

§  384.  In  these  machines  the  screen  is  stationary  and  the  water  is  forced  to 
rise  and  fall  through  it  by  the  action  of  a  piston  or  plunger  which  is  generally 
placed  in  an  adjacent  compartment  connected  with  the  hutch  or  space,  below 
the  screen.  These  machines  are  almost  always  driven  by  power  and  are  the 
forms  in  general  use  to-day.  There  are  two  classes  of  these  jigs:  (1)  The  Harz 
type,  where  the  plunger  receives  its  up  and  down  motion  from  an  eccentric  re- 
volving at  uniform  rate.  (2)  The  accelerated  jigs,  in  which  some  form  of 
mechanism  is  adopted  to  give  the  plunger  more  rapid  motion  during  pulsion 
than  during  suction.  The  term  Harz  jig  has  been  used  loosely  in  the  literature 
of  the  subject.  The  author  has,  therefore,  adopted  the  above  definition  which 
is  the  one  commonly  accepted  in  the  United  States. 

§  385.  The  Harz  Type  of  Jigs. — This  machine  has  found  far  more  favor 
than  any  other  jigging  machine.  It  is  used  successfully  for  coarse  and  fine 
ores,  for  higher  and  lower  specific  gravity  minerals.  By  it  two,  three  and  even 
four  mineral  separations  can  be  made. 

It  consists  of  a  jigging  tank  with  vertical  longitudinal  partition,  on  one  side 
of  which  is  the  screen  upon  which  the  ore  rests ;  on  the  other  side  is  the  plunger 
for  creating  the  currents.  As  the  partition  does  not  reach  the  bottom,  there  is 
free  passage  for  the  water  from  the  plunger  to  the  sieve  compartment  and 
return.  The  jig  may  have  one  or  more  jigging  compartments,  each  with  its 
own  sieve  and  plunger,  separated  by  cross  partitions;  two,  three  and  four  are 
the  most  common  number  of  these  compartments,  although  as  many  as  seven 
have  been  used  in  Southwest  Missouri. 

The  Harz  jigs  used  in  Mill  37  are  shown  in  Figs.  306(i,  3066  and  306c. 
These  are  the  4-sieve  jigs  used  in  that  mill  for  medium  and  fine  work.  For 
coarser  work,  jigs  with  two  sieves  are  used  (see  Fig.  307),  which  are  constructed 
just  like  the  first  half  of  the  4-sieve  jigs.*  Each  sieve  compartment  A  is  34^ 
inches  long  and  16^  inches  wide,  net  size  inside  the  lining  P,  and  the  plunger 
compartments  B  are  34^  inches  long  and  14^  inches  wide,  net  size.  Beneath 
every  sieve  and  plunger  is  a  hopper  C  which  serves  for  connecting  the  two  and 
also  for  collecting  and  discharging  the  hutch  product.  For  convenience,  the 
apex  of  the  hopper  is  brought  nearly  to  the  front  side  of  the  jig.  Near  the 
apex  of  each  hopper  is  a  spigot  which  consists  of  a  round  hole  D  2  inches  in 
diameter  passing  through  the  plank  and  through  an  outside  plate.  This  hole 
has  a  plate  cover  E  outside,  which,  sliding  around  a  pivot,  serves  to  shut  ofE  or 
regulate  the  flow.  Between  each  sieve  and  plunger  compartment  is  a  con- 
tinuous longitudinal  partition  F  which  extends  down  12,  11,  10  and  9  inches 
respectively  below  the  sieves  N  and  serves  to  distribute  the  pulsion  from  the 
plunger  U  evenly  over  the  sieve.  The  ends,  sides,  bottom  and  partitions  are 
all  built  of  2i-inch  planks. 

Two  jigs  are  placed  back  to  back  and  their  tanks  are  supported  and  bound 
by  timber  frames  of  which  there  are  three  sets  on  the  2-compartment  jig  and 
five  on  the  4-compartment.  Each  set  consists  of  a  sill  Q,  two  outside  posts  H, 
a  center  post  /  and  a  cap  J.  The  caps  serve  as  supports  for  the  driving  mech- 
anism and  while  the  posts  likewise  serve  this  purpose,  they  are  also  made  to 
do  the  important  duty  of  buckstavcs  by  two  g-inch  tie  rods  K  for  each  set. 

*  Later  reports  state  that  these  2-sieve  Harz  jiga  are  not  now  used. 
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The  screen  frame  is  built  of  2  X  1-inch  strips  L  on  edge,  with  cross  bars  M 
i  inch  thick.  The  screen  N  is  tacked  to  the  top  of  this  and  the  whole  thing 
rests  upon  a  ledge  or  lining  0  of  ^-inch  boards  extending  all  around  the  com- 
partment. It  is  held  down  by  J-inch  board  linings  or  cleats  P  above.  This 
arrangement  makes  the  surface  of  the  wall  of  the  compartments  nearly  continu- 
ous without  obstructions.  Between  each  sieve  and  the  one  following  is  a 
cross  partition  or  tail  board  R  4  inches  above  the  sieve.  The  top  of  the  parti- 
tion slopes  downward  toward  the  following  sieve,  which  is  placed  1  inch  lower. 
The  slope  is  such  that  the  ore  is  delivered  on  a  sieve  at  the  same  level  as  it 
leaves  it.  Before  the  first  sieve  is  a  dead  box  S  16  inches  deep  and  8  inches 
wide,  which  serves  to  deliver  the  feed  quietly  to  the  whole  width  of  the  sieve 
through  a  slit  3  inches  high  and  6  inches  above  the  bottom.  A  gap  is  cut  at 
the  tail  end  of  the  last  sieve  and  a  spout  T  put  on  for  carrying  away  the  tailings 
from  the  whole  width  of  the  sieve. 

The  plimgers  V  fit  loosely  in  their  compartments  and  are  made  of  five  thick- 
nesses of  f-inch  board.  The  second  and  fourth  layers  have  their  grains  at  90** 
with  that  of  the  others.  They  are  also  i  inch  smaller  in  length  and  width  to 
form  the  water  packing.  The  plunger  compartment  is  lined  with  J-inch  boards 
V  to  take  up  the  wear.  To  confine  the  swash  it  has  a  cover  W  of  1-inch  board 
with  a  hole  in  the  center  for  the  plunger  and  one  at  the  side  for  the  hydraulic 
water  pipe.  The  top  of  the  plunger  is  3  inches  below  that  of  the  sieve  when  at 
the  middle  of  its  stroke.  A  reciprocating  motion  is  given  to  each  plunger  from 
an  eccentric  X  through  a  IJ-inch  eccentric  rod  Y.  The  plunger  is  attached  to 
the  rod  by  means  of  a  shoulder  and  washer  a  above  and  lock  nuts  and  a  washer 
6  below.  The  eccentrics  are  adjustable  to  give  any  throw  from  0  to  2  inches 
and  are  all  placed  upon  the  same  shaft,  so  as  to  pulsate  approximately  together. 
Details  of  the  eccentrics  are  given  in  Figs.  306d-306gr.  The  shaft  d  is  %^ 
inches  in  diameter  and  is  supplied  with  a  tight  and  a  loose  pulley  e,  each  24 
inches  diameter  and  4f  inches  face.  There  are  also  five  boxes  /,  one  on  each 
of  the  frames  and  there  are  two  collars  g  for  guiding  the  shaft. 

The  hydraulic  water  is  put  in  on  top  of  the  plungers  and  is  distributed  to  each 
compartment  from  a  trough  A  running  the  whole  length  of  the  jig  on  the  longi- 
tudinal partition,  in  the  bottom  of  which  are  nipples  i  of  IJ-inch  pipe  covered 
by  sliding  gates  h  for  regulating  the  quantity. 

The  discharge  for  coarse  concentrates  consists  of  an  iron  pen  I  which  acts 
as  a  gate  for  them  to  pass  under  and  a  pipe  m  which  acts  as  a  dam  for  them  to 
pass  over.  The  pipe  may  be  slid  into  the  wall  of  the  jig,  thereby  adjusting  the 
height  of  its  inlet  end.  The  details  of  the  discharge  are  given  in  Pigs.  306fc 
and  306i. 

§  386.  The  Collom  Jig.— (See  Pigs.  308a-308c.)— This  is  an  accelerated  jift 
formerly  made  of  wood,  but  now  generally  made  of  cast  iron.  As  made  by 
Charles  J.  Hodge,  the  iron  jig  tank,  f  inch  thick,  is  rectangular  above  with  two 
hoppers  AA  below.  In  each  hopper,  the  side  B  next  to  the  plimger  slopes  43®, 
the  other  three  sides  slope  60°,  down  to  a  base  4  inches  square.  The  upper 
part  of  the  tank  is  divided  by  two  longitudinal  partitions  CC  of  f-inch  iron 
into  three  nearly  equal  parts ;  the  two  outside  ones  are  for  the  two  sieves,  each 
24X36  inches,  while  the  center  part  is  again  divided  by  a  cross  partition  D  of 
iron  into  two  parts,  each  22X17f  inches,  for  the  two  plungers.  Each  sieve 
has  its  own  plunger  and  the  bottom  of  each  plunger  compartment  is  closed 
by  a  horizontal  partition  covering  about  f  of  its  area ;  the  remaining  J,  which 
is  9|X10f  inches,  is  left  open  to  convey  out  the  impulse  to  its  sieve.  This 
restricted  opening  is  for  the  purpose  of  distributing  the  pulsion  to  the  more 
distant  parts  of  the  sieve.  The  hydraulic  water  is  introduced  into  the  hutch 
through  either  of  the  openings  at  E,  but  generally  at  the  head  end.    It  will 
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be  noticed  that  the  plunger  for  one  sieve  is  adjacent  to  the  head  half  of  the 
sieve,  and  for  the  other,  to  the  tail  half.  In  consequence  of  this  arrangement, 
the  two  sieves  are  called  head  plunger  sieve  and  tail  plunger  sieve  respectively. 
The  plunger  movement  consists  of  a  vertical  rod  F  attached  to  the  plunger 
P,  running  in  upper  and  lower  guides  OG.  A  helical  spring  H,  in  state  of 
compression,  rests  on  the  lower  guide  and  presses  upward  against  a  collar  / 
on  the  rod  by  which  it  lifts  the  plimger  during  suction.  This  collar,  by  strik- 
ing the  upper  guide,  limits  the  upward  journey  of  the  plunger.  At  the  top  of 
the  rod,  a  cap  K  and  a  lock  nut  are  placed  and  upon  the  cap  a  rubber  buffer 
which  takes  the  blows  of  the  hammer.  These  blows  give  the  pulsion  to  the 
sieve.  The  two  heavy  hammers  LL  are  at  the  ends  of  the  arms  of  a  double 
oscillating  bell  crank.  The  amount  of  the  blow  and,  therefore,  of  the  pulsion, 
can  be  varied  by  raising  or  lowering  the  cap.    Washers  may  be  put  beneath  or 


FIG.  306c. — CROSS  SECTION. 

above  the  spring  to  increase  its  compre^ion  in  case  a  quicker  movement  during 
suction  is  desired.  The  lower  guide  is  sometimes  made  adjustable  for  this  same 
purpose.  The  oscillating  bell  crank  is  driven  by  a  shaft  with  tight  and  loose 
pulleys,  fly-wheel,  crank  and  connecting  rod.  For  most  places  in  the  mill,  two 
or  three  jigging  tanks  are  connected  by  aprons  (see  Pig.  309).  Power  is  trans- 
mitted from  the  bell  crank  of  the  first  by  connecting  rod  to  that  of  the  second, 
and  in  the  same  way  from  the  second  to  the  third.  The  sieves  on  each  side  act 
together  in  tandem  connection,  the  second  re-treating  the  tailings  of  the  first 
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FIG.  306A. — ^ENLARGED  ELEVA- 
TION OF  AUTOMATIC  DI8- 
CHABGE  IN  MILL  37. 


FIG.  306i. — ^ENLARGED  PLAN. 
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PIG     307. — SECTION    OF   TWO-SIEVE  HARZ   JIG   OF   MILL   37. 
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and  the  third  of  the  second.  The  two  sides  are,  therefore,  in  effect  two  sepa- 
rate jigs  with  two  or  three  compartments,  and  may  be  treating  two  separate 
products,  each  with  its  own  special  adjustments.  The  author  has  treated  them 
as  such  in  every  case. 

The  eccentricity  of  the  crank  (see  Fig.  3086),  is  IJ  inches;  the  length  of 
the  vertical  and  horizontal  arms  of  the  bell  crank  are  8^  inches  and  9^  inches 
respectively,  giving  the  total  movement  of  the  hammer  to  be  2.72  inches.  The 
plunger  throw  used  in  the  mills  ranges  from  f  inch  to  ^  indi.  The  hammer, 
therdore,  strikes  its  blow  when  very  near  the  end  of  its  stroke,  but  its  motion 
is  sufficiently  rapid  to  give  a  quick,  sharp  down  stroke  to  the  plunger,  and  since 


FIG.  308a. — ^END  VIEW  OF  COLLOM  JIO. 


FIO.  3086.— «IDB  SEOnOK. 


FIG.   308c. — ^PLAN. 

the  spring  returns  the  plunger  slowly,  it  is  an  accelerated  jig.  On  account  of 
the  difficulty  of  lifting  a  heavy  jigging  bed,  the  tail  boards  of  this  jig  are  set 
low.     They  vary  in  the  mills  from  3  to  3^  inches  in  height. 

The  advantages  of  the  Collom  jig  are:  (1)  It  is  an  accelerated  jig,  reducing 
the  speed  during  suction,  preventing  the  blinding  of  the  sieve  and  the  forma- 
tion of  hard  bwiks.  This  probably  actually  diminishes  suction,  owing  to  the 
Teak  of  the  plunger  and  the  inflow  of  the  hydraulic  water  beneath  the  sieve. 

')  The  throw  can  be  adjusted  in  a  moment  while  the  jig  is  at  work,  placing* 
^  among  the  frequently  used  adjustments.     (3)  The  whole  machine  is  opea 
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and  free  from  obstructions  and  very  handy  to  work.  These  advantages  are 
obtained  by  a  sacrifice  of  plunger  area  and  by  a  restriction  of  the  opening  be- 
tween the  plunger  and  sieve  compartments. 

In  Mill  35  Collom  and  Harz  jigs  have  been  run  side  by  side  and  the  follow- 
ing opinions  are  given  as  a  result:  The  Collom  jig  uses  more  water  than  the 
Harz  and  has  less  capacity,  four  Harz  jigs  being  thought  to  do  the  work  of 
eight  CoUoms.  The  Collom  jig  has  a  higher  running  cost,  owing  to  springs 
which  have  to  be  frequently  replaced. 

At  Lake  Superior  the  roughing  jigs  probably  do  quite  as  much  work  as  would 
a  Harz  jig  if  similarly  placed,  while  the  fine  finishing  jigs  do  less  than  any  Harz 
known  to  the  author,  but  there  are  no  Harz  jigs  doing  that  class  of  work  with 
which  to  make  a  fair  comparison. 

The  use  of  the  Collom  jig  is  restricted  to  certain  localities.    It  is  used  in 


FIG.  309. — WOODEN  COLLOM  JIG  SHOWING  TANDEM   CONNECTION. 


Mill  35  and  at  Broken  Hill,  Australia,  upon  silver  lead  ores,  in  Mill  42  upon 
copper  silver  ores,  and  in  Mills  44,  45,  46,  47  and  48  upon  native  copper. 
While  it  is  standard  in  all  these  mills  except  35,  its  use  does  not  seem  to  be  on 
the  increase.  In  fact  there  is  a  tendency  even  at  Lake  Superior  in  working  the 
coarse  material  to  design  new  jigs  which  shall  have  the  advantage  of  the  Col- 
lom, but  have  the  more  positive  motion  of  the  Harz  jig,  while  on  the  finer 
material  they  are  being  driven  out  in  many  cases  by  tables  of  the  Wilfley  type. 
§  387.  Modifications  op  the  Collom  Jig. — ^In  Mill  13  the  Collom  jig  is 
used  as  a  single  compartment  jig,  that  is,  two  sieves  are  mounted  in  one  tank, 
side  by  side,  and  the  tailing  are  waste  after  passing  over  one  sieve.  The  tail 
board  is  5  inches  high  and  the  machines  are  jigging  grains  up  to  f  inch  in 
diameter,  all  of  the  concentrates  going  into  the  hutch.  Owing  to  the  extraor- 
dinarily heavy  work,  the  common  helical  springs  of  steel  or  brass  gave  great 
trouble,  breaking  at  times  as  many  as  six  per  day  on  eight  sieves.    A  fiat  steel 
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PIG.  310a.— ELEVATION 
OP  DUDLEY  SPRING 
AT  MILL  13. 
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PIG.  3106.— PLAN. 


PIG.      311.— EVANS      JIO 
HE0HANI8M. 


PIG.  312a. — ^LONGITUDINAL  SECTION  OF  THE 
PARSONS   AND   FISHER   JIG. 


FIG.  3126. — TRANSVERSE 
SECTION. 
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PIG.  312c. — ^TOP  VIEW. 


PIG.  S12d, — SECTION  ANT 
TOP  VIEW  OF  FBED££. 


A.  Jig  Box.  F.  Piston  Plates.  K,  Spade  Handle.  O.  Shaft. 

B.  Screen  Frames.  G.  Piston  Rod.  L.  Pitman.  P.  Journal  Box. 

C.  Tailing  Spout.  H.  Stuffing  Box.  Jkf.  Eccentric.  Q.  Pulley. 

D.  Jig  Cylinder.  J.  Gland.  N.  Yoke.  B.  Loose  Collar. 

E.  Packing  Ring.  J.  Guide  Box. 
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spring  (see  Figs.  310a  and  310&),  invented  by  A.  P.  Dudley,  has  been  adopted, 
which  lasts  six  months.  This  is  a  flat  steel  spring  with  both  ends  forked  and 
the  two  ends  placed  under  the  lock  nuts  of  the  two  plungers.  The  spring  rests 
on  a  fulcrum  at  A  midway  between  the  plungers.  At  A  the  width  of  the  spring 
is  2^  inches,  while  the  thickness  for  heavy  work  is  f  inch  and  for  light  work, 
i  inch.  At  B  the  width  and  thickness  are  IJ  and  i  inches  respectively.  It 
will  be  seen  that  the  blow  of  the  hanmier  upon  one  plunger  rod  causes  the  spring 
to  react  and  lift  the  other.  This  modifies  the  return  velocity  of  the  plunger 
by  causing  the  repose  at  the  lowest  point  perhaps  to  be  slightly  longer  and  the 
return  to  be  at  a  higher  speed. 

In  Mill  43  the  expense  of  the  springs  suggested  the  following  experiment: 
One  collar  was  attached  by  a  set  screw  to  the  neck  of  the  hammer;  a  second  in 
the  same  manner  to  the  plunger  rod ;  a  connecting  rod  with  nin  joints  connected 
these  two  collars  to  each  ol£er.  This  device  caused  the  plunger  to  rise  with 
the  hammer  and  did  away  with  the  spring  and  with  the  accelerated  and  retarded 
motion  of  the  CoUom  jig,  making  it  virtually  a  Harz  movement.  This  arrange- 
ment not  only  saved  the  cost  of  springs,  but  it  caused  the  jigs  to  do  better  work. 

The  Evans  jig,  used  in  Mill  38,  is  a  CoUom  jig  which  has  been  modified  so 
as  to  get  a  rectilinear  motion  (Harz  type),  (see  Fig.  311),  consisting  of  an 
adjustable  eccentric  A,  a  friction  ring  B,  two  horizontal  cross  bars  C,  one 
above  and  one  below,  with  sliding  bearings,  two  plunger  rods  D  held  to  the 
cross  bars  by  lock  nuts  E  and  running  in  four  guides  F,  and  held  to  the 
plunger  P  by  nuts  O  above  and  below.  The  shaft  8  runs  across  above  the  center 
of  the  two  plungers  and  drives  them  both  in  opposite  phases  of  the  movement 

The  jigging  tank  is  divided  by  longitudinal  partitions  into  halves  below,  and 
into  four  parts  above.  The  under  parts  consist  of  two  hoppers  leading  to  the 
spigots.  The  upper  divisions  consist  of  two  sieve  compartments  outside  and 
two  plunger  compartments  inside;  the  latter  are  half  the  width  of  the  former, 
but  are  of  the  same  length.  It  will  be  seen,  therefore,  that,  unlike  the  CoUom 
jig,  the  sieve  receives  symmetrical  action  of  the  plunger  throughout  its  entire 
length. 

Charles  J.  Hodge,  of  Lake  Superior,  has  designed  two  jigs,  both  of  which 
have  much  the  same  arrangement  of  sieve  and  plunger  compartments  as  the 
Evans  jig;  one  form  has  the  Harz  plunger  motion;  the  other  has  a  positive  accel- 
erated and  retarded  motion  obtained  by  the  disc  transmission  (see  §410). 

§388.  The  Pabsons  and  Fisher  Jig.— (See  Figs.  312(^-312^.)— This  in 
effect  belongs  to  the  Harz  type.     It  is  mounted  in  pairs  of  two  jigs  with  two 
sieves  each,  four  sieves  in  all,  in  one  tank.    The  net  jigging  size  of  the  sieves  is 
22X37  inches.     The  plungers  are  arranged  to  do  away  with  the  plunger  com- 
partments by  placing  a  plunger  for  each  jig  in  the  vertical  partition  between  its 
two  sieves.    This  plunger  is  circular  and  executes  its  reciprocating  motion  in 
a  short  cast  iron  cylinder,  15^  inches  in  diameter  and  4  inches  long,  built  into 
the  partition.    It  is  driven  by  a  horizontal  piston  rod  coming  in  through  a 
stuflRng  box  in  the  head  end  of  the  hutch  of  the  first  sieve,  connected  to  an  eccen- 
tric through  a  cross  head  and  connecting  rod.-   The  pistons  of  the  two  jigs  are 
driven  from  the  same  shaft  by  one  pulley  and  belt.    The  piston  is  of  wood  1 
inch  thick,  made  tight  by  a  steel  spring  packing  ring  and  iron  followers.     On 
its  forward  motion  it  gives  pulsion  to  the  second  sieve  and  suction  to  the  first ; 
on  its  return  motion  the  effects  on  the  two  sieves  are  reversed.     The  hydraulic 
water  is  admitted  into  both  hutches  and  not  into  one  only  as  shown  in  Fig.  312c. 
This  jig  is  used  as  the  No.  4  jig  in  Mill  24  and  as  the  No.  1  jig  in  Mill  25. 
In  the  latter  case  it  has  two  spigots  in  each  hutch.     One  is  J  inch  in  diameter 
and  flows  continuously.    The  other  is  1  inch  in  diameter  and  is  drawn  down 
occasionally  to  let  out  the  ore  that  has  collected.     In  this  mill  the  jig  is  fed 
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with  unsized  product  passing  through  a  6-mm.  round  hole  and  treats  10  tons 
per  24  hours,  using  a  sieve  with  holes  2.8X3.0  mm.  It  uses  in  the  hutches 
of  a  single  jig  26,000  gallons  of  water  in  24  hours,  and  for  feed  water,  23,000 
to  26,000  gallons. 

The  advantage  of  this  jig  is  its  economy  of  space,  and  it  is  probably  the 
handiest  jig  on  the  whole  list  to  work  around.  The  disadvantages  are  the 
troublesome  wear  of  the  piston  and  stuffing  box,  both  of  which  have  to  work  in 
gritty  water,  and  the  inaccessibility  of  the  piston. 

§  389.  McLanahan^s  Jig  has  no  acceleration.  It  is  a  single  sieve  jig  for 
jigging  iron  ore.  As  shown  in  Fig.  313,  it  has  a  circular,  tight  fitting  plunger^ 
at  the  head  end  of  the  sieve  instead  of  at  the  side.  The  lattice  bars  B  support- 
ing the  sieve  are  given  a  slope  upward  toward  the  tail  of  the  sieve,  which  causes 
the  pulsion  water  to  convey  forward  the  ore  at  the  same  time  that  it  lifts  it. 
The  concentrates  pass  out  at  the  tail  end  through  two  gate  and  dam  discharges 
to  a  compartment  below,  from  which  they  are  drawn  periodically  by  a  gate. 
The  tailings  flow  with  the  water  direct  to  another  compartment  below  from 
which  they  are  withdrawn  by  a  bucket  elevator,  while  the  water  flows  around 
the  side  of  the  jig  to  the  head  end  and  is  there  drawn  into  the  hutch  through  a 


PIG.    313. — LONGITUDINAL   VERTICAL  SECTION   OP   MCLANAHAN'S   JIG   AND  TANK 


check  valve  V  by  the  suction  of  the  plunger.  It  is,  therefore,  a  true  pulsion 
jig.     Four  sieves  are  generally  mounted  in  one  tank. 

§  390.  Circular  Jigs. — The  Bilharz  circular  plunger  jig  uses  direct  eccentric 
motion.  It  is  designed  for  slimes.  This  has  a  circular  jigging  tank  with  an 
annular  sieve  2.35  m.  outside  diameter  and  a  central  plunger  0.880  m.  in  diame- 
ter, and  makes  180  strokes  per  minute.  The  hutch  is  cylindrical  outside,  while 
in  its  center  is  a  truncated  cone  whose  lower  base  is  equal  to  the  base  of  the 
cylinder.  The  ore  is  fed  by  a  central  distributor  all  around  the  inner  circum- 
ference of  the  sieve,  and  tailings  discharge  around  the  outer  circumference.  It 
treats  12  to  14  tons  (dry  weight)  of  slime  in  10  hours.  The  advantage  of  this 
form  of  jig  is  its  compactness.  The  disadvantage  is  that  a  series  of  sieves  for 
making  a  series  of  products  is  impossible.  It  does  not  seem  to  have  found 
favor  either  in  this  country  or  in  Europe. 

R.  Hunt"  describes  a  form  similar  to  the  Bilharz,  which  he  calls  a  slime  or 
huddle  jig.  The  outer  diameter  of  its  sieve  is  9  feet,  and  of  its  plunger  3  feet. 
It  has  a  sieve  with  l^-mm.  holes,  and  its  bottom  bed  consists  of  ^-inch  stuff,  3^ 
inches  deep.  For  slime,  with  scarcely  a  sandy  feel,  the  piston  stroke  should  be 
about  i  inch  and  the  number  not  less  than  300  per  minute.    Its  capacity  is 
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nearly  double  that  of  a  round  bnddle  25  feet  in  diameter  and  its  tailings  are 
cleaner.     It  uses  18  gallons  of  clear  water  per  minute. 

A  circular  jig  was  used,  as  jigs  No.  6  and  No.  7,  in  Mill  42,  for  re-treating 
tailings  of  the  coarser  classifier  jigs;  it,  however,  has  been  replaced  by  Collom 

jigs. 

§  391.  The  Baum  Jio. — (See  Pig.  314.) — ^This  is  an  accelerated  jig,  used  for 
coal.  It  has  plunger  compartment  A  and  sieve  compartment  B,  but  substitutes  for 
the  plunger  the  action  oi  compressed  air  directly  upon  the  surface  of  the  water. 
The  return  of  the  water  is  by  gravity.  This  gives  a  pulsion  of  the  desired 
strength  with  little  or  no  suc- 
tion. The  admission  and  ex- 
haust of  compressed  air  is  by 
a  piston  valve  a  operated  by  an 
eccentric.  The  valve  is  spe- 
cially designed  to  give  nill 
opening  during  pulsion  and  an 
instant  of  closure  between  the 
close  of  admission  and  the 
opening  of  exhaust,  during 
which  the  air  can  expand.  The 
number  of  strokes  per  minute 
varies  from  50  to  75  for  coarse 
coal  and  75  to  100  for  fine. 
The  air  pressure  is  40  to  50 
pounds  per  square  inch. 

Its  advantages  are  that  the 
rise  of  water  is  accelerated 
during  the  whole  stroke,  and 
the  amount  of  suction  is  small ; 
its  disadvantages  are  that  the 
jig  requires  both  pipes  and 
shafts  for  its  power  connec- 
tions, and  the  slow  speed  would 
be  against  it  for  use  on  ore  in 
American  mills. 

§  392.  Francou  Jig.— This 
is  an  accelerated,  steam  jig 
which,  instead  of  using  an  ec- 
centric, has  a  nicely  fitted  pis- 
ton and  cylinder  to  impart  the 
motion  to  the  water,  and  the 
piston  rod  connects  c&rectly  with  a  steam  piston  and  cylinder  above,  which  lifts 
the  jigging  piston,  and  fulows  it  to  fall  by  gravity.  Additional  weights  are 
added  as  needed.  The  claim  is  constant  pressure,  so  that  if  the  jig  bed  is  tight 
there  is  less  action;  if  loose,  more  action.  The  author  doubts  the  wisdom  of 
this  departure  from  the  positive  action  of  an  eccentric,  as  the  cost  of  running 
little  engines  distributed  about  a  mill,  is  not  an  economical  use  of  power. 

Hand  Jigs  with  Fixed  Sieves. — A  fixed  sieve  jig  run  by  hand  has  been 
tried  in  Prance  for  washing  coal.  Small  testing  jigs  with  fixed  sieves  and 
driven  by  hand,  are  used  to  some  extent  in  this  country  and  are  described 
under  Testing  in  Cfhapter  XXI. 

§  393.  The  Utsoh  Jig  is  an  accelerated,  multi-sieve  jig,  each  sieve  having 
its  own  side  plunger.  The  sieves  each  slope  a  little  in  tne  direction  of  motion 
of  tiie  ore  and  there  is  a  slight  drop  from  one  to  the  next.    Instead  of  having 
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the  lightest  portion  pass  from  an  earlier  to  a  later  sieve  over  a  tail  boards  the 
heavier  grains  pass  on  beneath  a  gate.  The  jig  is  therefore  re-treating  the 
heavier  product  at  each  successive  compartment,  instead  of  the  lighter,  as  is 
usual  with  jigs.  The  successive  top  layers  are  removed  by  devices  worMng  on 
the  principle  of  the  gate  and  dam  discharge  (see  §432),  so  arranged  that  the 
first  shall  take  the  ligatest  and  the  last  the  heaviest  ^ains.  and  the  others  graded 
between.  The  macUne  is  described  as  being  tried  at  Ammeberg,  Sweden,  in 
competition  with  a  Harz  jig,  and  the  latter  i>roved  slightly  more  advantageous, 
owing  to  its  easier  repairs  and  higher  capacity.  It  is  mentioned  here  simply 
to  illustrate  the  principle. 

§  394.  Undbb-Piston  Jigs. — In  these  jigs  the  whole  bed  is  moved  only  dur- 
ing pulsion.  These  have  a  horizontal  piston  beneath  the  sieve  oscillating  ver- 
tically. Either  the  hydraulic  water  is  admitted  beneath  the  piston  and  passes 
up  tmrough  check-valves  in  the  piston,  thereby  cutting  down  suction,  an  instance 
of  which  is  the  machine  described  by  Bittinger,  or  the  hydraulic  water  is  ad- 
mitted above  the  piston  and  the  latter  has  no  check-valves ;  of  this  the  Diescher 
coal  jig  is  an  instance  used  at  the  present  day  in  this  coimtry.  In  both  cases, 
the  piston  is  constructed  with  a  few  small  holes,  so  that  any  material  that  passes 
through  the  sieve  can  pass  down  through  the  piston  continually  or  be  drawn 
down  intermittently.  This  form  of  jig  guarantees  an  even  pulsion  all  over  the 
sieve  and  it  is  compact,  but  the  plunger  is  not  easily  accessible. 

Bittinger's  jigging  pump  (setzpumpe)  is  an  under-piston  jig  having  a  tight 
fitting  piston  with  valves  in  it  to  let  water  up  through,  and  valves  below  to  pre- 
vent a  backward  flow,  thereby  making  it  a  pulsion  jig  with  no  suction  whatever. 

§395.  The  Siphon  Sepabator  (Heberwdsche) ,  used  at  Mechemich,  is  a 
continuous  hindered  settling  washer.  As  shown  in  Figs.  315a-315c  this  ap- 
paratus resembles  the  deep  pocket  classifiers  in  having  deep  pits  for  concentra- 
tion placed  in  the  bottom  of  a  conveying  trough.  It  differs  from  those  classi- 
fiers in  having  vertical  sides  to  the  pocket,  in  having  the  pocket  and  the  sorting 
column  one  and  the  same,  in  having  a  restricted  intermittent  discharge  from  the 
spigot,  and  finally,  as  a  result  of  all  these,  and  a  more  conspicuous  difference 
than  all  the  rest,  namelv,  in  having  the  whole  pocket  filled  with  sand  which  is 
being  sorted  under  hindered  settling  conditions,  by  a  continuous  upward  cur- 
rent distributed  over  its  whole  area. 

The  apparatus  is  a  tank  made  of  boiler  iron  attached  beneath,  and  by  the 
dde  of  the  conveying  trough  Q.  The  tank  has  two  main  compartments:  B, 
the  pocIoBt,  and  E  the  water  reservoir.  At  the  bottom  of  the  pocket  £  is  a 
Bcreen,  &&^  made  as  a  fiat  hopper  for  admitting  water  from  E  to  B  and  for 
preventing  the  sand  in  the  pocket  from  finding  its  way  into  E.  At  the  apex  of 
this  hopper-shaped  sieve  is  a  pipe  q,  venting  into  a  launder  r,  with  a  plug  p,  to 
clear  it  out  if  it  becomes  clogged.  This  pipe  q,  has  a  plu?  v,  which  closes  or 
opens  it  for  the  passage  of  sand  or  water.  The  hydraulic  water  is  fed  in 
through  the  cock  a,  into  the  small  compartment  A  of  the  tank,  the  plunger 
stream  being  broken  by  the  screen  u;  thence  it  fiows  up  through  B,  doing  the 
work  of  sorting.  When  the  accumulation  of  heavy  ore  upon  the  sieve  b,  be- 
comes so  great  as  to  hinder  this  current,  the  fioatiS>  in  the  little  compartment  C^ 
rises  and  operates  the  lever  k,  on  the  pivot  i,  opening  the  plug  v,  by  the  rod  dv, 
and  thereby  discharging  the  accumulation  of  concentrates.  This  act  loosens 
the  sand  bed  in  B,  relieves  the  pressure  in  E,  allows  the  fioat  8^  and  the  plug  v, 
to  return  to  their  places  and  the  period  of  accumulation  to  stert  again.  The 
two  adjustmente  are  the  hydraulic  water  a,  which  regulates  the  amount  of 
florting,  and  the  rod  /  of  the  fioat  S,  which  causes  the  fioat  to  be  lifted  by  little 
or  much  accumulation  of  concentrates,  as  may  be  desired.  The  apparatus  may 
have  one,  two  or  three  pockete,  as  desired. 
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An  apparatus  with  three  pockets,  all  of  the  size  indicated  in  the  figure,  treats 
at  Mechemich  stuff  from  5  mm.  diameter  downward,  at  the  rate  of  8  to  9 


-  I- 


-13 


i 


O.liim ^ 


FIG.  815a. — BIDE  VIEW  OP  THE 

SIPHON  SBPABATOBy  (  Heber' 
wasche). 


no.  815b.— END  VIEW. 


mo.  315c.— PiAN. 


cuhic  meters  per  hour  (dry  measure),  or  about  17  to  20  tons,  and  yields  first 
spigot,  galena  nodules  for  stamps;  second  and  third  spigots  to  another  washer. 
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and  overflow  to  pointed  boxes.    The  water  used  is  45  cubic  meters  per  hour. 
In  the  washing  and  re-washing  at  these  works^  there  are  124  of  these  used. 

It  has  remarkably  high  capacity  and  low  cost,  and  on  material  free  from  in- 
cluded grains,  does  work  equal  to  a  pulsion  jig,  that  is  to  say,  a  jig  which  has 
no  suction.  It  has  not  yet  found  its  way  into  mills  in  the  United  States,  but 
the  position  of  the  intermediary  jig  would  be  a  natural  place  in  which  to  try  it. 

General  Considerations  of  Jios. 

The  jigs  just  described  represent  leading  types  of  good  modem  practice,  to- 
gether with  others  which  are  inserted  simply  to  illustrate  principles.  Consider- 
able variation  is  found  in  certain  of  the  cietails  and  the  engineer  will  welcome 
the  opportunity  to  select  from  these.  To  meet  this  demand,  the  following  re- 
marks are  maae. 

§  396.  Frames. — ^Wooden  frames  are  generally  used  on  the  Harz,  the  slid- 
ing block  and  the  crank  arm  jigs  (see  §  408  and  §  409),  to  bind  the  lig  tank 
together  and  to  support  the  mechanism.  There  is  one  more  set  than  there  are 
sieves  of  the  jigs.  Each  set  consists  of  a  cap,  two  posts,  or  three  posts  where 
two  jigs  are  framed  together  back  to  back,  and  a  sill,  all  notched  and  bolted 
together  and  further  strengthened  by  horizontal  tie  rods.  The  dimensions  of 
these  pieces  in  some  of  the  mills  are  shown  in  Table  269. 


TABLE  269 

. — ^FRAMES  AND  TIE  RODS. 

MiU  No. 

Number  of 
SlevM  in  Jig, 

Sfaeof 
Cap. 

Slieof 
Posts. 

81X6  of 
SUI. 

Nnmber  of 

Tie  Bods 

Used  per  Set 

Diameter 
of  Tie  Bods. 

9 

iDches. 
6x10 
6x8 
4x6 
•6x8 
6x8 

Inches. 
5x6 
4x6 

6x6 
(ft)5x6H 

Inches. 

Inches. 

15  (ooane  Jiff). 

6x6 
4x4 

6x6 
6x6 

4 

(ONone. 

S 

I 

15  {fine  jijrtTr'.. ...,.,,. 

I 

is.Tr;.....;....:.;;.:;;.:..: 

80 

ti 

87 

(a)  This  jig  has  also  a  Sx4-iiiofa  post  at  either  end  of  its  longitildlnal  partition  ooaneoted  by 
H  inch  in  diameter.  (6)  In  this  mill  two  jigs  are  framed  together  so  that  each  set  has  a  third 
inohes  (see  Figs.  806a-a06c).  (c)  The  posts  are  Tory  solidiy  mortised  and  bolted  to  the  cap  and  " 
tie  bolts  are  used. 


two  ye  rods 
5H 
no 


Cast-iron  frames  are  sometimes  in  part  substituted  for  wooden  frames  by 
putting  iron  standards  upon  all  the  cross  partitions  and  on  the  two  ends.  They 
are  bolted  at  the  ends  down  to  the  sills  below,  and  serve  to  support  the  eccentric 
shaft.  While  these  are  neater  to  look  at  and  make  the  sieves  more  open  and 
easy  to  approach,  they  do  not  furnish  buckstaves  for  the  tank.  This  deficiency 
is  in  part  made  up  by  several  tie  rods  running  through  the  cross  partitions  from 
side  to  side.  The  planks  of  the  tank  are  too  thin  to  support  properly  the  stand- 
ards. The  author,  however,  is  unable  to  quote  a  single  instance  of  this  being 
used  on  a  Harz  jig,  although  it  has  been  noticed  in  a  few  instances  on  accelerated 

jigs- 

§  397.  Matebials  fob  Jig  Tanks. — ^Wood  is  the  usual  material.  Soft  wood 
is  more  commonly  used  than  hard.  It  is  generally  put  together  with  tongue 
and  groove  joints  and  is  held  together  and  supported  by  the  frame.  The  thick- 
ness of  planks  used  in  most  cases  is  2^  or  3  inches ;  sometimes  as  low  as  2  inches, 
or  even  less  is  found,  but  it  is  not  to  be  recommended  except  for  light  work. 
The  Cooley  jig  used  in  Southwest  Missouri  and  in  Mill  93,  is  built  up  of  2X4- 
inch  soft  pine  planks  spiked  flat  one  upon  the  other,  and  dovetailed  at  the 
comers  and  paiiition  joints. 

Cast  iron  jig  tanks  for  the  Collom  jigs  (see  Pigs.  308a-308c),  are  used  in 
Mills  44,  47  and  48.     Charles  J.  Hodge's  new  jig  and  the  Ferraris  jig  (see  Fig. 
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330),  used  at  Monteponi,  Sardinia,  both  have  cast  iron  tanks.  Plate  iron  tanks 
are  used  in  the  Baum  coal  jig  (see  Fig.  314).  The  use  of  plate  iron  requires 
special  care  in  riveting  comers  with  angle  iron,  owing  to  the  constant  jar  and 
racking  action  of  the  plunger  movement.  Mine  waters  are  often  acid  and  when 
they  are  used  in  the  mill,  frequent  applications  of  paint  are  needed  to  protect 
the  iron  suflSciently  to  prevent  its  decay.  The  cutting  oflf  of  forests  is  proceed- 
ing 80  rapidly  that  the  use  of  cast  iron  or  plate  iron  for  jigs  will  probably 
increase. 

§398-  Hutches. — ^The  development  of  the  modem  jig  may  thus  be  traced: 
The  first  continuous  jig  (Fig.  316),  had  a  square  tank  and  a  longitudinal  par- 
tition extending  but  Kttle  below  the  sieve.  The  bed  was  treated  very  unevenly ; 
the  inner  part  was  too  active,  the  outer  too  stagnant.  Guide  boards  (Fig.  317), 
to  catch  and  appropriate  proportional  amounts  of  pulsion  for  each  part,  im- 
proved it.  A  rounded,  tubular  tank  (Fig.  318),  improved  it  still  more,  but  was 
costly-  The  inner  cylindrical  bend  was  replaced  by  a  straight  partition  (Fig. 
319),  diminishing  expense  and  still  retaining  the  improved  quality.  The  last 
two,  however,  were  found  to  bank  with  sand  to  a  hopper  form,  as  indicated. 
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FIG.  316.      FIG.  317.        FIG.  318.        FIG.   319.       PIG.  320.      FIG.  321. 

So  the  next  step  was  to  make  the  hopper  of  wood  (Fig.  320),  and  at  the  same 
time  the  impoiiance  of  elevating  the  sieve  some  distance  above  the  bottom  of 
the  partition  (see  §  399),  and  of  depressing  the  piston  below  the  sieve  (see  §402), 
was  recognized.  Finally,  the  side  hopper  for  discharging  the  hutch  near  the 
front  margin  (Fig.  321),  was  devised.  This  last  appears  to  be  the  Harz  jig  of 
to-day,  although  there  are  many  more  of  the  regular  hoppers  still  in  use  than 
of  the  side  hoppers.    A  few  of  the  cylindrical  bottomed  jigs  Also  are  still  in  use. 

It  should  be  said  that  the  end  parts  of  the  hopper  are  generally  used  with  the 
side  parts,  but  they  are  left  out  of  the  cylindrical  bottomed  jigs.  In  case  they 
are  omitted,  two  spigots  for  each  hutch  should  be  used,  as  otherwise,  sand  banks 
will  fill  in  and  make  sand  hoppers.  Mill  18,  however,  has  side  parts  of  the 
hopper  only  with  but  one  spigot. 

Mill  30  has  a  rectangular  hutch  with  only  an  inclined  partition  extending 
from  the  spigot  part  way  across  the  hutch. 

Mill  22  has  a  side  hopper  with  the  rear  angle  between  the  sloping  bottom 
and  the  vertical  side  replaced  by  a  cylindrical  surface,  the  center  of  the  cylinder 
being  at  the  bottom  of  the  longitudinal  partition.  It  is,  in  fact,  a  side  hopper 
modified  by  a  cylinder. 

The  Stutz  coal  jig  has  a  false  bottom  or  hutch  with  holes  in  it  through  which 
slime  may  settle  to  the  true  hutch  below.  This  clarifies  the  hydraulic  water 
which  is  used  over  and  over  again. 

The  slope  of  the  hutches  in  a  few  of  the  mills  is  given  in  Table  270.    In 


TABLE  27< 

}. — ^SLOPE  OF  JIG  HUTCHES. 

MfllNo. 

Slope  of 
£od8. 

Slope  of 
SiSes. 

Mill  No. 

Slope  of 
Ends. 

Slope  of 

SidOB. 

18 

De^ses. 
Vertical. 

45 

Deirrees. 
68 
46 
86 
44 
95 

82  (two^ieve  Jiff) 

DeicreeB. 

45 

4»^ 

Vertical. 

« 

66 

De^j^e.. 

15  fooame  iiflr).. 

82  (Paraons) 

65 

1R  fflne  11?i 

80. 

60 

87  (ooarse  lljC) 

87  (fine  jljr)  (o) 

88&60 

SB  fthree-fdeve  \\a^ 

40&50 

(a)  See  Figs.  806a-4»6c. 
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regard  to  the  slope  of  hntclieB,  it  is  probably  true  that  a  nrach  smaller  slope  can 
be  used  safely  in  these  than  in  classifiers  without  trouble  from  the  material  lodg- 
ing on  the  sides,  owing  to  the  fact  that  the  oscillations  of  the  plunger  water 
tend  to  move  the  grains  on  a  slope,  where  without  them,  they  would  remain  at 
prest.  For  example,  in  Mills  16  and  22,  bottom  slopes  of  35**  and  20**  respec- 
tively are  used.  The  author  cannot  state  positively  that  sand  does  not  lodge 
on  these  gentle  slops,  but  the  jigs  are  doing  good  work  and  giving  no  trouble 
from  plugging  of  nutcb  spigots. 

§  399.  LoNorruDiNAL  Pabtition. — The  depth  of  this  partition  below  the 
sieve  is  a  very  important  consideration.  If  not  deep  enough,  the  action  is 
uneven  upon  the  whole  bed;  the  pulsion  is  too  strong  on  the  side  next  to  the 
partition,  too  weak  on  the  farther  side;  if  too  deep,  imnecessary  height  and 
clumsiness  are  given  to  the  ji^.  The  depths  in  the  mills,  as  shown  in  Table 
271,  range  from  3  inches  in  Mill  20  up  to  12  inches  in  Mills  9,  16,  22  and  37. 

In  Mill  38,  8  inches  depth  for  a  sieve  24  inches  wide,  that  is  to  say,  a  ratio 
of  0.333,  was  found  to  be  too  little  for  the  coarser  sizes,  but  to  work  satisfac- 
torily for  the  finer.  Also  for  the  Evans  jig,  with  a  sieve  18}  inches  wide,  a 
partition  4  inches  deep,  or  with  a  ratio  of  0.213,  was  found  to  be  too  little  and 
8  inches,  or  a  ratio  of  0.427,  was  found  to  work  well.  In  Mill  9  jigging  f-inch 
stuff.  No.  1  jigs,  30  inches  wide,  have  a  depth  of  partition  of  10  to  12  inches,  or 
a  ratio  of  0.33  to  0.40,  which  is  satisfactory.  Mill  37  whose  jigs  have  been 
taken  by  the  author  as  standard,  uses  a  ratio  of  at  least  0.48  on  all  jigs. 
These  facts  seem  to  point  to  0.4  as  a  ratio  for  coarse  jigs  and  0.33  for  fine. 
These  figures  are  to  apply  to  the  last  sieve  of  a  jig,  since  it  is  there  that  the 
depth  of  the  partition  is  less  than  at  any  other  point. 

To  illustrate  the  practice  in  the  mills,  the  ratio  has  been  computed  from  as 
many  jigs  as  possible  and  they  are  given  in  Table  271.  They  show  more  or  less 
irregularity,  but  as  a  rule,  are  above  those  advanced  by  the  author. 

TABLE   271. — CONSTRUCTION    OP   JIOS. 
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n 


IT 


fS 


19 


JlglTo. 


I 

9 
1 
2 
4 

1  A3 

1 
» 

i 

4 
S 
t 
1 
8 
1 

7 
1 

8 
B 
4 

I,  SAO 

4 
1 

4 

6 


Kind. 


Hon, 

Wan.... 

B&n. 

Han...., 

Hftra  m..... 
GJollom  ....... 

CoUom 

W^iddt 

Weadt. ....... 

Hon. 

Hsrs. 

Barv.  *,.,.».*. 

n&rz.,.. 

SUdlQs  block. 
SIJdtD^  block. 

Hftn.: 

SiidtDS  blook. 
3tldtii«  block. 

Hais. 

Han. .-> 

Ha». 

Ban 

Han....*..... 

Han 

Han. 

Han,..„ 

Han. 

Han. 

Han. 


5 

6 
4 
t 
1 
2 
% 
4 
4 
4 
4 

'"I 

S 
4 

4 
S 
4 
4 
4 
4 
4 
8 
4 
iA:4 
3 
8 
8 
8 


Sieve  Box. 


Length 
intbe 
Clear. 


iDchee. 
48 
48 
86 
86 
80 
46 
88 
40 
40 
88 
86 
88 

81 
86 
80 
80 
86 
88 
88 
88 
88 
88 


80 
80 
80 
80 


Width 
in  the 
Clear. 


Drop 

between 

Screens. 

(a) 


Inches. 


8 
8 

*8 


•ft 


Height  of 

Tail  Board. 

(a) 


Inches. 
6 


8 
6 
6 
8 
0 
6 
4 

6 

4 
4 
4 
4 


9* 

A. 


Depth  of 
Lr>tiritnrtJ- 

rial  r&rii- 
tlon  B^low 


Inches. 
10  to  18 
10  to  IS 

6 

0 


18 
18 
18 
18 


Batfo  of  l>ptb 

of  PartltJon  to 

Width  of  Sieve. 

(a) 


0.88  to  0.40 
0.48  to  0.60 
0.86 
0.86 


0.07 
0.07 
0.07 
0.07 


0.61 
0.61 
0.61 
0.61 
0.61 


0.18 
0.18 
0.18 
0.18 


•■••••••••• 
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» 


JigNa 


1 
% 

8ft4 
6 
6 
1 
8 
8 
4 
6 
l,8ft8 

4 

6 

6 

1 

8 

8 

1 
8ft8 
4ft6 

6 

1 

8 
8ft4 

6 

6 

7 

8 

0 
10ft  11 

1 

8 

8 

4 

6 

6 
7ft8 
Oft  11 

10 

18 
lto6 

1 

8 

8 

4 

6 

6 

7 

8 

1 

8 

8 

4 

6 

6 

7 
8,0,10ftll 

8,8ft4 
6ft0 

7 
8,  Oft  10 

8ft8 

4 

6 
l,8,8ft4 
^oTr.Sftl 


1 

8 
8 
4 
7ft8 


B.0,7ft8 
il  10ft  11 


Stud. 


Hats. 

Han. 

Hats. 

Han. 

Han. 

Han. 

SUdlng  block.. 

Han. 

Han. 

Han. 

Han. 

Han. 

Cnnk  ami .... 
Gmnkann.... 
Cnnkann.... 
Crank  ami.... 

Panoni 

Han. 

Han. 

Paraoni. 

Han. 

Han. 

Han. 

Han. 

Han 

Han. .......... 

Crank  ann ... . 

Crank  ann.... 

Han. 

Crank  ami .... 

Han 

Han 

Han. 

Crank  ami.... 
Crank  am ... 
Crank  ami.... 
Crank  ami  — 
Crank  am .... 
Crank  ami .... 
Crank  arm.... 
Crank  arm .... 
Crank  arm .... 
Crank  arm .... 

Han 

Han. 

Hars. 

Han 

Hars. 

Han. 

Hars, 

Hars. 

Han 

Sliding  bk>ok.. 

Hars. 

Hars. 

Han 

Hars. 

Hars. 

Hars. 

Hars. 

Hars. 

Hars. 

Hars. 

Hars. 

Hars. 

Hars. 

Han 

Hars. 

Hars. 

Han 

Hars. 

Hars. 

Hars. 

Han 

Bars. 

Collom 

Hars... 

Han 


|l 


i 


Sieve  Box. 


Length 
intile 
dear. 


88 
88 
88 
88 
87 
85 
80 
80 
86 
86 
84 
84 
80 

S?* 
I?* 
J?* 

84 

87 


84 
84 
80 
80 
88 
80 
84 
84 
84 
84 
84 
84 
84 
84 
84 
89 
89 
89 
89 
89 
80 
89 
89 
88 
88 
88 
88 
88 
86 
88 
88 
88 
86 
84 
84 
84 
84 
84 
84 
84 
88 
84 


84 
84 
84 
84 
84 
85 
84 
84 
84 
84 
84 
84 
84 
88 


Width 
in  the 
Clear. 


16 
16 
16 
16 

16 
16 
16 
16 
16 
16 
16 
18 
18 
18 
18 
18 
18 
18 
18 
18 
18 
81 
18 
18 
18 
16 
16 
18 
16 
16 
18 
16 
16 
16 
16 
16 
16 
16 


Drop 

between 

Screens. 

(a) 


Inches. 
8 
8 
S 

1 
8 

1 
1 
1 
1 
1 


SM 


lit 


m 


Height  of 

Tail  Board. 

(a) 


8«8.4H 


^ 


6 
6 


Depth  of 
LoDfl^tudi- 

nalParti- 
tion  Below 

Sieve,  (a) 


Inches. 

8 

8 

8 

9 

8 
10 
18 
18 
10 
10 


lOH 

(/)11 
(/)10 
(/)11 


6 


Ratio  of  Depth 

of  Partition  to 

Width  of  r 

(a) 


0.47 
0.47 
0.47 
0.68 
0.87 
0.47 
0.67 

o.or 

0.71 

o.n 


0.64 
0.00 
0.61 
0.60 


0.88 
0.46 


0.88 

0.88 

0.60, 0.41, 0.81 

0.60, 0.41, 0.81 

0.60,0.41,0.81 

0.60,0.41 


0.88 
0.88 
0.88 
0.88 
0.88 
0.88 
0.88 
0.88 
0.88 
0.88 


0.44 
0.44 
0.44 
0.60 
0.60 
0.44 
0.00 
0.60 
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TABLE 

271. — CONSTRUCTION  OP 

JIGS. — Continued. 

o 

Jiff  Na 

Kind. 

ll 

1^ 

Sieve  Box. 

Drop 

between 

Screens. 

(a) 

Height  of 

TallBoartl 

(a) 

Depth  of 
Loneitudi 

nal  Parti- 
tion Below 

Sieve,  (o) 

Ratio  of  Depth 

& 

Clear. 

Width 
in  the 
dear. 

of  F^EUtiUon  to 

Width  of  8iev«. 

(a) 

86 

9,8ft4 

5 

1 

9  to  18 

1 

9 

8ft4 

5  to  19 

18  ft  14 

IB  ft  16 

17  ft  18 

lft8 

8 

4 

5ft6 

7ft8 

9 

10 

1 

9,8.4,5ft6 

«••;** 

6,7ft8 

9 

10 

11  ft  19 

1 
9  to  17 

1 

9ft8 

4,5,«ft7 

8 

0 

1 

9 

8ft4 

5 

0 

7 

8 

>S 

11 
18 
18 
14 
16 
l,9ft8 
4ft5 

0 
lft9 

8 
4ft5 

6 

7ft8 

9ft  10 

11  ft  19 

8,8.4ft5 
«,7,8ft9 

9 
8 
4 
5 
6ft7 

.1. 

1 
8 

8 

i.«.8,*4ft5 

lft9 
8 

4 
5 

Vian, 

Inches. 
89 
89 

P 

80 
36 
48 
80 
81 
81 
81 
80 
80 

Inches 
16 
16 

P 

84 
84 
94 
17 
15 
15 
15 

Inches. 

Inches. 

InchiHi. 

Hats. 

SUdliigblodc.. 
Han. .......... 

8 

4 
4 

1 

87 

1 
1 

18,  lIjB,  0 

0.48 

0.78, 0.67, 0.61,  0.56 

88 

Har*. 

Han  .....•••.. 

8 

8 

Evans  (fc) 

EranaCfc) 

Han 

Han. 

Harz. 

fg 

Han     ........ 

4 
4 
4 
4 
4 
4 
4 

Han. 

Han. 

Han 

8 

Han 

Han 

Han 

40 

Han 

Han 

85 
80 
80 
80 
80 
80 
80 
84 
87 
84 
49 

84 
86 

84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 

Vi 

84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
84 
87 
97 
89 
88 
88 
88 
88 
84 
81 
81 

98 
18 
18 
18 
18 
18 
84 
14 
17 
99 
94 

80 
84 
89 
99 
89 
88 
88 
88 
88 
99 
88 
82 
98 
22 
22 
82 
82 
88 
28 
«i 
22 
28 
88 
22 
88 
88 
28 
82 
88 
98 
89 
92 
98 
22 
99 
18 
18 
16 
16 
16 
16 

16 
16 

1§J 

P 

4 
4 

10,7H.5 

0.99,  0.91,  0.14 

41 

Han 

Han. 

Han 

Han 

Han. 

Han 

Han 

48 

Han. 

CoUom 

Han. 

49 

Han 

Han 

44 

OoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom ;.. 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

OoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

CoUom 

Han. 

«?•&% 
^M^ 

45 

40 

8 

S 

9 

9 

9 

1 

fl 

4 

9 

8^ 

8 

47 

48 

8 
8 

4 

8U 

85 

Han. 

1!$ 

86 

Han. 

Han 

Han 

[{an 

87 

Han 

Han. 

68 

Han 

Ran. .......... 

^Sl^ 

Han 

Han 

'"1 

S  400 


iiaa. 
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TABLE  271. — CONSTRUCTION  OP  JIGS. — Continued. 

6 

JlcNo. 

Kind. 

1? 

Sieve  Box. 

Drop 

between 

Screens. 

(a) 

Height  of 

TaUBoard 

(«) 

Depth  of 

Uon  Below 
Sieve,  (a) 

Ratio  of  Depth 

of  ParUtion  to 

Width  of  Sieve. 

(a) 

Leoffth 
in  the 
Clear. 

Width 
in  the 
Clear. 

88 

6 

J 

4ftl4b 

HAim. 

iDchea 

80 
M 
94 

Inches 

J?* 

90 
18 
18 

Inches. 

Inches. 
4«,4)i.4 

Inches. 

9t 

1 
1 
1 
1 

Hftn.! 

Hw. 

Hm. 

(a)  Where  two  or  more  values  are  given  they  are  for  the  different  compartments  of  the  Jig  taken  In  order 
from  the  first  sieve  to  the  last  (6)  A  Spilshary  Jig,  which  is  of  theHarstype.  (c)  This  jig  is  really  twojigs 
placed  head  to  head,  each  having  two  sieves:  two  sieves  treat  10  to  5-mm.  stuff  and  two  sieves*  treat  6  to 
8-mm.  stuff,  (d)  There  are  three  uarz  Jigs  and  one  sliding  block,  (e)  For  No.  8  Jigs  there  is  one  lanre  Jig  and 
two  smalljigs;  the  latter  were  made  bv  rearranging  a  four-sieve  Jig  so  that  ore  is  fed  at  the  middle  cross 
dam  and  flows  both  ways.  {f\  This  is  the  depthoefow  the  first  sieve,  {g)  There  is  one  crank  arm  (not  used) 
and  one  Bars,  {h)  There  is  one  crank  arm  and  one  Hars.  (t)  Graduated  from  4M  inches  on  first  sieve  to  4 
inches  on  Isst  sieve.  (J )  Each  Jig  is  pract4cally  the  same  as  two  one-sieve  Jigs,  the  stuff  being  fed  at  tne  mid- 
dle cross  partition  and  going  both  ways,  (ft)  A  modified  OoUom  Jig  (seel  8N>  (I)  The  plunger  is  forced  dowii 
by  a  cam  and  lifted  by  a  spring. 

The  space  for  the  plunger  current,  even  when  the  hutch  product  is  present 
before  being  drawn  off^  should  at  no  point  be  less  in  area  of  section  than  the 
area  of  the  plunger.  This  is  a  good  rule  and  in  accordance  with  the  principles 
of  hydraulics.  There  are,  however,  many  jigs  which  violate  it  more  or  less  and 
yet  are  doing  work  whidi  is  regarded  as  satisfactory.  For  example,  there  are 
4,500  or  more  CoUom  jig  sieves  at  Lake  Superior,  in  all  of  which  the  plunger 
water  has  to  go  through  a  hole  that  is  but  little  more  than  one-quarter  ttie  area 
of  the  plunger. 

§  400.  The  Linings. — ^These  are  to  take  the  wear  on  the  plunger  side  and  to 
provide  for  holding  the  sieve  in  place  on  the  jigging  side.  They  are  made 
almost  invariably  of  wood.  The  No.  1  and  No.  2  jigs  of  Mill  39,  however,  have 
their  plunger  compartments  lined  with  iron.  In  Mill  30,  the  grain  of  the  wood 
in  the  plunger  lining  is  vertical  which  seems  the  logical  arrangement.  The 
lining  on  the  sieve  compartment  is  generally  1  inch  thick  and  is  interrupted  or 
divided  into  two  parts  by  the  sieve  frame.  The  lower  part  forms  the  ledge  upon 
which  the  sieve  frame  rests,  while  the  upper  serves  as  a  cleat  to  hold  down  the 
sieve  frame.  The  importance  of  these  linings  in  giving  smooth  sides  to  the 
sieve  compartment  cannot  be  emphasized  too  much.  The  imder  lining  should 
reach  down  so  far  that  all  irregular  currents  are  broken  up  before  they  reach 
the  sieve.  To  the  bottom  of  the  longitudinal  partition  is  probably  deep  enough. 
To  insure  this  result,  the  inside  of  the  sieve  frame  should  be  flush  with  the 
lining  above  and  below.  The  jig,  under  the  best  conditions  will  have  a  dead 
margin  all  around,  due  to  friction  on  the  sides,  but  this  precaution  will  reduce 
it  to  a  minimum. 

§401.  Spigots  for  continuous  discharge  of  the  hutch  products  are  found 
in  a  great  variety  of  forms.  Most  of  those  used  for  hydraulic  classifiers  (see 
§  296),  may  be  used  on  jigs.  The  use  of  the  rising  discharge  on  fixed  sieve 
jigs,  however,  is  not  known  to  the  author. 

The  author  is  of  the  opinion  that  there  is  no  better  spigot  than  the  pipe  and 
plug,  which  is  probably  the  most  common.  It  has  the  advantages  that  it  yields 
a  full,  round  orifice  at  all  times;  that  it  can  be  cleared  in  an  instant  if  plugged; 
that  it  can  be  replaced  in  an  instant  by  the  next  size  larger  or  smaller,  if  found 
too  small  or  too  large ;  that  it  is  inexpensive  and  easily  replaced  when  worn  out ; 
that  the  attendant  is  not  tempted  to  be  adjusting  this  discharge,  which  should 
be  kept  constant  to  avoid  deranging  the  action  of  the  jig.  This  form  cannot, 
however,  be  stopped  or  opened  by  a  handle  from  above,  but  must  be  tended  by 
hand. 
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The  size  of  the  spigot  will  be  ^-inch  pipe  for  the  fine  jigs.  Occasionally  ^-inch 
pipe  has  been  used  successfully  and  the  advantage  of  lessened  water  obtained. 
In  Mill  24,  No.  1  jig  has  a  f-inch  spigot;  in  Mill  25,  No.  3  jig  has  a  J-inch  spigot. 
At  Mill  31,  adjustable  triangular  gate  spigots  are  used  which  maintain  an  equila- 
teral opening.     Mill  26  uses  common  molasses  spigots  on  its  jigs. 

When  coarse  jigs  discharge  their  whole  product  through  the  sieve,  a  continu- 
ously running  spigot  large  enough  to  discharge  the  grains  without  choking  uses 
an  excessive  amount  of  water  and  some  intermittent  device  is  needed;  for  ex- 
ample, a  large  pipe  nipple,  1^  inches,  2  inches  or  more  in  diameter,  with  a 
wooden  plug  is  used.  At  Clausthal  and  other  works  an  inside  conical  plug  is 
used,  which  is  lifted  by  a  rod  coming  up  through  the  central  partition  to  a 
lever,  and  operated  from  time  to  time  by  hand  (see  Fig.  337). 

In  Mill  13,  using  modified  CoUom  jigs,  where  material  in  the  hutch  has 
passed  through  sieves  with  holes  If  inches,  f  inch  and  \  inch  in  diameter  re- 
spectively, pipes  A  are  used  against  the  flanged  ends  B  of  which  covers  C  are 

held  with  weighted  levers  D  (see  Fig.  322). 
The  diameters  of  the  pipes  for  the  above 
three  products  are  6  inches,  2  inches  and  6 
inches  respectively.  The  products  are  dis- 
charged upon  the  floor  below  the  jigs,  the 
jig  being  stopped  in  the  meantime.  The 
discharging  covers  are  opened  by  handles  E 
upon  the  jigging  floor. 

§  402.  The  Plunger  is  generally  made  of 
practically  the  same  size  as  the  sieve  except 
m  jigs  of  the  Collom  tjrpe.  This  may  seem 
at  first  sight  a  useless  enlargement  of  the 
machine,  but  theoretically  it  is  the  best  prac- 
tice, as,  in  hydraulics,  for  even  work,  uni- 
form velocity  of  water  should  be  maintained 
at  all  parts  of  a  stream.  Where  the  plunger  is  smaller  than  the  sieve  it  must 
have  a  longer  stroke  to  do  the  same  work,  and  give,  therefore,  a  higher  velocity 
to  the  water,  and  this  high  speed  current  is  liable  to  reach  some  portion  of  the 
sieve  before  it  is  slowed  down  to  the  average  speed,  causing  violent  boiling  of 
that  portion  of  the  whole  bed,  while  other  portions  are  too  stagnant  and  dead. 
Of  the  mills  visited  10,  12,  15,  16,  17,  20,  22,  23,  26,  27,  30,  85,  87,  88  and 
92  have  all  their  jigs  with  the  plunger  the  same  size  as  the  sieve.  In  addition 
to  these  are  the  following:  Mill  9,  No.  1  jig;  Mill  21,  all  the  jigs  except  No. 
6;  Mill  24,  two  of  the  No.  2  jigs  and  Nos.  5  and  6  jigs;  Mill  25,  Nos.  2  and  3 
jigs;  Mill  32,  Nos.  5  to  10  jigs;  Mill  42,  No.  1  jig. 

TABLE   272. — ^SIZES   OP   SIEVES   AND   PLUNGERS. 


PIG.  322. — SPIGOT  AT  MILL  13. 


MfflNo. 

Jig  No. 

Siae  of  Sieve 
Compartment. 

Slxe  ot  Plunger 

PeTxsent  Plunger 

AreaisofsSre 

ATea. 

9 

8 

All. 
6 

]  Sands 
j  lands 
1  8  to  18 
9,8and4 

1    8tol8 
All. 

An. 

Inches. 
48x84 
88Z16U 
27r81U 

^^ 
84x18 
89x18 
84x90 

88x16 

Inches. 
48x86 
88x18 
87x18 

80x18 
86x18 
84x18 

84x18 

78.7 
88.7 
97.0 
81.8 
88.8 
86.S 
90.0 

109.0 
96.8 
76.6 

119.6 

18 

81  

94 

99 

88 

87 

40 

86 

§  403 


JI08. 
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The  jigs,  except  those  of  the  CoUom  type,  which  have  sieves  of  different  size 
from  these  are  given  in  Table  272.  The  table  shows  that  the  plunger  area  in 
no  case  is  less  than  three-fourths  of  the  sieve  area  in  the  most  of  the  mills. 
In  Mills  9  and  86  the  plunger  is  slightly  larger  than  the  sieve.  In  the  CoUom 
jig  and  its  modifications,  as  well  as  in  the  Parsons  jig,  the  area  is  i  or  less,  as 
shown  in  Table  273. 


TABLE   273. — SIZES   OP 

SIEVES   AND 

PLUNGEBS. 

Mm  No. 

Jig  No. 

Kind  of  Jig. 

SIxe  of  Sieve 
Compartment. 

Sice  of  Plunger 
Compartment. 

Percent  Plunger 

Area  is  of  Sieve 

Area. 

18 

j      lands 
1           2 
4 
1 
8tol9 
9tol7 
1 
1 
9tol5     1 
All. 
AU. 
9to9 
AU.        J 

CJoUom 

Inches. 
46x92 
88x29 

86x94 
84x99 

84x98 

Inches. 

99x99 

16x99 

16K  diameter. 

16    diameter. 

84x10 
84x11 

16xffi 

1. 

94 

Oollom 

ParaoDB  (a) 

48.6 
98  6 

26 

Paraons  (a).. 

91  7 

88 

EyaiiB 

60  0 

49 

CoUom   .... 

44  1 

44 

Cam  driyen,  spring  return. 
CoUom 

89.4 
60.0 

47 

44 

45 

46 

47.1 

47 

48 

(a)  This  jig  is  not  a  side-plunger  jig,  strictly  speaking. 

Side  plunger  jigs  have  been  constructed  in  which  one  plunger  served  for  two 
sieves,  one  on  each  side  of  it,  thereby  making  the  sieve  area  double  the  plunger 
area.  This  arrangement,  however,  is  open  to  the  objection  that  it  is  poorly 
regulated,  that  is  to  say,  if  the  whole  bed  is  lighter  on  one  sieve  than  on  the 
other,  the  lighter  whole  bed  will  absorb  greater  pulsion,  where  it  really  needs 
less  than  the  other. 

The  height  of  the  walls  of  the  plunger  box  are  suflBcient  to  prevent  water 
from  escaping.  The  cover  placed  over  the  compartment  restrains  the  swash 
due  to  waves. 

It  is  important  that  the  upper  face  of  the  plunger  should  never  be  high 
enough  to  suck  air  and  give  the  resulting  pounding  motion.  For  this  purpose, 
a  safe  rule  is  that  the  top  of  the  plunger  should  never,  even  at  the  top  of  the 
stroke,  be  above  the  level  of  the  sieve. 

In  regard  to  the  construction  of  the  plunder,  all  practice  agrees  that  to  pre- 
vent warping  and  twisting,  the  plunger  should  be  made  of  several  parts,  prefer- 
ably an  odd  number,  and  made  of  wood,  with  the  grain  running  lengthwise  on 
the  outside  layers  and  at  right  angles  on  alternate  pieces.  The  top  and  bottom 
parts,  where  three  are  used,  or  the  top,  middle  and  bottom,  where  five  are  used, 
are  of  the  full  size ;  the  other  parts  of  about  1  inch  smaller  length  and  width,  to 
give  one  or  two  rings,  respectively,  of  water  packing.  Linkenbach  recommends 
plungers  with  no  water  packing  rings,  but  has  the  sides  of  the  coarse  jig  plunger 
rounded  to  suit  the  eccentricity. 

§  403.  Clearance  of  the  Plunger  and  its  Attachment  to  the  Connect- 
ing Rods. — ^The  clearance  is  the  space  between  the  edges  of  the  plunger  and 
walls  of  the  compartment  in  which  it  moves.  A  space  is  needed  to  provide  for 
any  slight  swelling  of  the  wood  and  for  dirt  in  the  water,  so  that  the  plunger 
shall  not  lose  power  by  friction,  or  cause  wear  on  the  lining.  Since  the  plunger 
is  usually  driven  by  an  eccentric  without  a  cross  head,  the  rocking  motion  will 
require  either  an  increased  clearance  or  a  rounding  of  the  side  of  the  plunger. 
The  latter  may  easily  be  done  on  a  five-part  plunger  with  two  rings  of  water 
packing,  by  making  the  center  part  slightly  larger  than  the  top  and  bottom 
parts. 
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The  clearance  required  for  the  rocking  motion  is  comparatively  little;  for 
example,  with  a  plunger  rod  48  inches  long,  a  plunger  5  inches  thick  and  a 
throw  of  2  inches,  the  total  side  clearance  is  0.2  inch,  or  0. 1  inch  on  each  side,  or  if 
it  is  gained  by  rounding  top  and  bottom  it  would  only  be  0.05  inch  shaved  off 
from  the  two  top  and  bottom  edges  of  the  sides,  leaving  the  center  width  un- 
affected. More  clearance  will  be  required  when  the  hutch  water  is  fed  above 
the  plunger  than  when  fed  below. 

It  should  be  said  that  as  clearance  increases,  the  action  of  the  piston  becomes 
less  and  less  positive;  for  example,  a  jig  with  a  heavy,  tight,  whole  bed,  will 
be  less  moved  by  a  loose  than  by  a  tight-fitting  plunger.  The  mill  man  who 
has  a  loose-fitting  plunger  overcomes  this  difficulty  by  giving  it  more  movement. 
The  advantage  of  a  tight-fitting  plunger  is  in  the  fact  that  it  will  recover  quickly 
if  overfed  with  heavy  material,  while  the  loose  plunger  will  not,  because  the 
attendant  would  not  be  likely  to  give  it  the  momentary  added  thiow  required. 

Mill  37  has  a  clearance  of  about  ^  inch  all  around  (see  Fig.  3066).  Mill 
30  uses  ^-inch  clearance  all  around  the  plunger,  and  the  blende  jigs  of  South- 
west Missouri  are  reported  to  have  the  same  clearance.  Rittinger  recommends 
for  under-piston  jigs,  without  rocking  motion,  a  clearance  of  A^  to  ^  inch  all 
around.  Vezin  holds  that  iV-inch  clearance  all  around,  which  on  a  piston 
18X36  inches  yields  an  area  of  6.76  square  inches  or  1.04%  of  the  piston  area, 
usually  furnishes  sufficient  area  for  the  passage  of  the  water  and  for  other  pur- 
poses. Eunhardt,  (1884),  says  that  jig  plungers  in  Europe  have  \  inch  of 
play  on  all  their  vertical  sides. 

The  attachment  of  the  plunger  to  the  rods  differs  somewhat.  They  all  have 
wide  washers  above  and  below.  They  occasionally  have  a  shoulder  on  the  rod 
above  and  nut  below,  as  in  Mill  37  (Fig.  306c),  but  generally  have  nuts  both 
above  and  below  which  admit  of  adjustment  of  the  plunger  up  and  down. 

Mill  30  has  lock  nuts  above  and  below.  Mill  18  has  one  nut  above  and  lock 
nuts  below,  and  Mill  16  has  lock  nuts  above  and  one  nut  below.  The  author 
is  inclined  to  favor  the  first  of  the  three. 

§  404.  Connecting  Rods. — The  common  practice  is  to  use  one  connecting 
rod,  running  from  the  eccentric  to  the  center  of  each  plunger.  This  is  screwed 
into  a  boss  0  on  the  lower  side  of  the  eccentric  strap  F  with  a  lock  nut  H  set 
up  against  the  boss  (see  Figs.  323a  and  3232)),  or  the  eccentric  strap  has  an 
extension  downward  (see  Fig.  306c)  of  two  rods  and  a  cross  bar.  The  eccentric 
rod  is  held  to  this  cross  bar  by  nuts  above  and  below  it. 

In  exceptional  cases,  where  the  plunger  is  very  long,  two  rods  are  used;  for 
example,  on  some  of  the  30X42-inch  blende  jigs  in  Southwest  Missouri,  also 
at  Przibram.  On  jigs  of  the  accelerated  types,  the  use  of  two  rods  is  more  com- 
mon, as  on  the  Wendt  jig  of  Mill  14  and  others.  On  coal  jigs  which  usually  have 
large  sieves,  it  is  the  rule  to  use  two  rods. 

In  one  Colorado  mill  a  double  Harz  jig  is  used  in  which  two  adjacent  plun- 
gers are  driven  by  only  one  shaft  and  eccentric  (see  Fig.  324).  The  sieves  are 
16i  inches  wide  by  31  inches  long;  the  plungers  are  9 J  inches  wide  by  31  inches 
long.  The  disadvantage  is  that  the  two  adjacent  plungers  must  have  the  same 
throw,  but  this  may  not  be  serious,  as  the  hydraulic  water  can  equalize  the 
matter. 

The  plunger  receives  a  rocking  motion  from  the  eccentric  from  the  absence 
of  a  cross  head.  This  has  been  claimed  by  some  authorities  to  injure  the  even- 
ness of  the  current  upon  the  sieve,  but  others  think  this  effect  is  so  small  that 
it  can  be  neglected.  To  do  away  with  the  rocking  motion  of  the  plunger  at 
Przibram,  a  hinged  plunger  rod,  the  lower  part  of  which  runs  in  guides,  is 
used.  In  the  Diescher  coal  jig  the  arrangement  is  similar  except  that  the  guides 
are  done  away  with  and  a  horizontal  arm  with  one  end  attached  to  the  hinged 
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joint  and  the  other  end  pivoted  to  the  frame,  makes  the  line  of  motion  of  the 
plunger  practically  vertical.  At  Clausthal  the  plunger  rod  is  actuated  by  a 
short  rocking  arm,  and  this  again  by  a  long  rocking  arm,  the  two  arms  being 
pivoted  on  the  same  shaft.  The  long  arm  is  oscillated  by  a  crank  and  connecting 
rod.  The  rectilinear  motion  of  the  Collom  jig  and  some  of  its  modifications,  has 
already  been  described  (see  §§  386  and  387).  In  jigs  with  the  crank  arm  and 
sliding  block  mechanisms  the  motion  is  practically  rectilinear,  owing  to  the  fact 

that  the  eccentric  or  plunger 
arm,  as  the  case  may  be,  gen- 
erally rocks  back  and  forth 
over  a  small  arc,  instead  of 
making  a  complete  revolution. 
§405.  The  Eccentric. — 
This  must  have  the  right 
throw  to  suit  the  work  the  jig 
is  called  upon  to  do,  and  as 
the  work  varies  from  time  to 
time,  the  eccentrics  must  be 
adjustable.  The  eccentric 
should  have  a  graduated  scale 
to  show  at  once  the  amount  of 
throw  at  which  it  is  set.  The 
eccentricity,  to  meet  all  emer- 
gencies, must  be  greater  than 
that  which  is  likely  to  be  called 
for.    It  will  be  greater  for  the 


FIG.  3836. — SECTION. 


FIG.  323a. — ^ECCEN- 
TRIC AND  CON- 
NECTING ROD  IN 
MILL  30.  ELEVA- 
TION. 


FIG.  324. — DOUBLE  JIG  WITH 
ONE  SHAFT. 


coarse  products  and  less  for  the  fine.  For  further  discussion,  see  §§  451  and  452. 
Many  different  designs  for  making  this  adjustment  have  been  made.  In  Mill 
37  there  are  two  eccentrics  (see  Figs.  3066?-306^),  one  outside  the  other.  The 
inner  eccentric  n  fits  upon  the  shaft  and  is  attached  to  it  by  two  set  screws  p. 
The  outer  r  fits  upon  the  eccentric  surface  of  the  inner  and  is  adjustable  in  any 
position  by  a  split  collar  and  bolt  s.  The  strap  t  slides  upon  the  surface  of 
the  outer  eccentric  and  conveys  the  movement  through  the  rod  to  the  plunger. 
The  eccentricity  of  each  is  ^  inch  and  the  throw  of  each  is  1  inch.  The  rela- 
tive position  of  the  outer  eccentric  upon  the  inner  causes  the  throws  of  the  two 
to  add  to  or  subtract  from  each  other,  so  that  the  throw  may  be  varied  from  0 
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to  2  inches.  A  pointer  u  on  the  inner  eccentric,  indicating  by  graduations  on 
the  outer,  serves  to  set  the  machine  at  any  given  throw. 

Mill  30  (see  Figs.  323a  and  3236),  has  a  flanged  eccentric  wheel  C  with  an 
eccentricity  of  |  inch,  keyed  to  the  shaft  A  at  B.  Fitted  to  the  outer  surface 
of  this  is  a  second  eccentric  wheel  D  also  with  eccentricity  of  f  inch  and  capa- 
ble of  being  set  in  any  position  on  the  first,  at  which  position  it  is  held  by  two 
bolts  E  of  which  the  heads  take  hold  in  a  dovetail  groove  L  in  the  flange.  This 
combination  allows  a  variation  in  the  eccentricity  from  0  to  1\  inches,  or  in 
the  throw  from  0  to  2J  inches. 

A  form  commonly  used,  consists  of  a  concentric  disc  keyed  to  the  shaft  with 
an  eccentric  disc  held  to  its  face  by  two  bolts,  one  of  which  serves  as  a  hinge  for 
the  eccentric  disc  to  swing  upon,  while  the  other  holds  the  eccentric  disc  when  it 
has  been  swung  off  center  to  any  desired  throw.  The  eccentric  disc  requires  in 
it  two  slots,  one  for  the  shaft,  the  other  for  the  second  bolt.  The  amount  of 
throw  is  graduated  on  the  edge  of  the  eccentric  disc  with  a  pointer  on  the  con- 
centric disc  and  can  be  easily  read. 

Ferraris  has  designed  an  adjustable  eccentric  with  a  positive  set  to  avoid  the 
possible  slipping  by  the  clamp  forms  just  described.  It  consists  of  an  inner 
eccentric  with  a  flange  and  an  outer  eccentric  on  the  inner.  The  two  throws  are 
capable  of  adding  to  or  subtracting  from  each  other,  as  those  in  Mills  30  and 
37.  In  the  outer  eccentric  there  are  five  holes  and  in  the  flange  of  the  inner 
eccentric  are  six  holes  which  bear  vernier  relation  to  those  in  the  outer.  By 
passing  a  bolt  through  only  one  hole  in  the  outer  eccentric  and  through  any  one 
of  the  holes  in  the  inner,  six  different  throws  may  be  obtained,  say  10,  20,  30, 
40,  50  or  60  mm.  By  using  also  any  one  of  the  other  four  holes  in  the  outer 
eccentric  the  difference  between  throws  may  be  cut  down  to  2  mm.  and  the  device 
will  thus  have  a  positive  set  for  throws  varying  by  2-mm.  intervals  from  0  to 
60  mm. 

Habermann^^  has  enumerated  a  great  variety  of  different  forms,  to  which  the 
reader  is  referred. 

In  regard  to  the  relative  position  of  the  eccentrics  on  the  shaft,  the  almost 
universal  practice  is  to  set  the  eccentrics  on  the  shaft  so  that  all  the  pulsions  on 
the  several  sieves  take  place  approximately  at  the  same  instant.  In  Mill  30,  No. 
1  jig,  with  three  sieves,  has  its  eccentrics  placed  at  120**  with  each  other,  divid- 
ing tiie  circle  into  three  parts.  The  author  has  no  record  in  regard  to  the  other 
jigs  of  this  mill.  At  the  Breinigerberg  mine  at  Stolberg,  a  four-sieve  jig  has 
the  pulsions  of  contiguous  sieves  at  90**  with  each  other.  While  the  scheme  illus- 
trated in  these  two  instances  is  undoubtedly  a  better  distribution  of  power,  it  is 
doubtful  if  it  does  as  good  jigging  as  where  the  plungers  act  together.  Pulsion 
is  the  first  act  of  jigging;  suction  is  the  second,  and  it  would  seem  to  be  better 
to  feed  No.  2  sieve  during  its  pulsion  rather  than  during  its  suction.  This  is 
probably  better  done  with  the  eccentrics  working  together,  or  with  No.  1  slightly 
anticipating  No.  2,  than  when  No.  1  is  at  90**  or  120**  in  advance  of  No.  2. 

§  406.  Shaft  and  Pulleys. — ^There  is  generally  one  shaft  running  the  whole 
length  of  the  jig,  which  is  supported  upon  boxes  resting  upon  the  timber  frames, 
or  more  rarely  upon  special  pedestal  castings.  The  Cooley  jig  has  two  shafts  for 
its  seven  sieves  on  the  finishing  jig  used  in  Southwest  Missouri.  One  drives  the 
first  four  plungers  at  200  revolutions;  the  other  drives  the  last  three  plungers 
at  300  revolutions  per  minute.  The  diameter  of  the  shaft  varies  from  2W  to  3 
inches,  as  shown  in  Table  274. 

It  is  usual  to  drive  jigs  by  tight  and  loose  pulleys  to  avoid  the  interference 
which  would  otherwise  result  from  the  stops  which  are  needed  for  skimming, 
adjustment  or  repairs.  Where  the  use  of  the  jig  upon  a  given  product  is  still 
n  experimental  condition,  step  pulleys  for  two  or  more  speeds  may  be  used  to 
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give  quickly  the  desired  change  in  speed.  Cone  pulleys  are  sometimes  used  for 
this  same  purpose.  When,  however,  the  most  favorable  speed  has  been  deter- 
mined;  it  is  better,  for  simplicity,  to  use  one  size  only  of  pulley  for  each  jig. 

TABLE    274. — ^DIAMETERS    OP    SHAFTS. 


MiUNo. 

Diameter  of  Shaft. 
Inches. 

Number  of  Plunders 
Driven  from  the  Shaft. 

9 

8 

16 

18 

83 

27 

80* 

SUejig!!«>;: 

§  407.  Accelerated  Mechanisms. — The  early  idea  of  jigging,  as  stated  by 
Eittinger  and  others,  was  to  have  the  whole  bed  lifted  on  the  down  stroke  of  the 
plunger,  while  on  the  up  stroke  it  was  allowed  to  settle  back  again  in  as  nearly 
as  possible  still  water.  One  of  the  methods  of  reducing  suction  in  order  to  par- 
tially attain  this  end,  has  been  by  accelerated,  or,  as  they  are  sometimes  called, 
slow  return  mechanisms ;  that  is,  mechanisms  which  give  a  quick  upward  motion 
of  the  water  through  the  whole  bed  on  the  down  stroke,  and  a  slow  return  of  the 
water  on  the  up  stroke.  They  are  used  to-day  to  some  extent,  especially  on 
coarse  jigs,  the  prevailing  idea  being  that  on  fine  jigs,  which  are  run  with  a  short 
stroke  and  a  high  number  of  strokes  per  minute,  the  difference  between  the  accel- 
erated mechanism  and  the  ordinary  eccentric  is  so  slight  as  to  cause  no  appreci- 
able difference  in  the  separation,  and  the  added  complications  of  the  former 
render  it  objectionable.  There  are  several  ways  of  producing  this  acceleration, 
the  most  important  of  which  will  now  be  described. 

§  408.  Sliding  Block  Mechanism  (see  Figs.  325a-325c),  is  a  device  for 
giving  a  rapid  movement  to  the  plunger  during  pulsion  and  a  slow  movement 


no.  325a. — ^END  VIEW  of  sliding  block  mechanism  at  mill  30. 

during  suction  or  return.  It  consists  of  a  driving  shaft  a  driven  by  the  pulley 
h  and  driving  the  crank  c;  a  plunger  shaft  d  with  short  arms  e  driving  the  plun- 
ger /.  Attached  to  the  plunger  shaft  <:?  is  a  slotted  arm  g  with  a  sliding  block 
h  which  connectes  the  crank  pin  c  with  the  slotted  arm  g,  and  as  the  crank  c 
revolves,  the  block  h  slides  in  the  slotted  arm  and  causes  the  latter  to  move  over 
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a  space  which  has  i  for  its  highest  position  and  ;  for  its  lowest  This  distance 
is  traversed  on  the  down  stroke  while  c  moves  from  c^  to  c^  by  way  of  c„  which 
is  a  short  arc.  The  return  stroke  is  brought  about  while  c  moves  from  c^  by  way 
of  c^  to  C4,  which  is  a  long  arc.  It  follows  that  the  downward  pulsion  trans- 
mitted to  /  is  rapid,  while  the  upward  return  is  slow.  The  relative  difference 
between  these  speeds  may  be  increased  by  increasing  the  radius  of  c,  or  by  bring- 
ing a  nearer  to  d. 

The  design  used  in  Mill  37  has  14  inches  between  centers  and  4  inches  radius 
of  driving  crank.  This  gives  a  variation  on  the  slotted  arm  of  acting  radius  from 
10  to  18  inches  in  length,  and  the  period  of  descent  is  40.7%  of  the  time  of  the 
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whole  stroke,  and  of  ascent  59.3%.  The  highest  velocity  in  the  middle  of  the 
down  stroke  is  1.8  tijnes  the  velocity  at  the  middle  of  the  up  stroke. 

This  device  is  used  in  Mills  16,  17,  22,  31  and  37,  upon  only  the  coarse  jigs> 
the  plain  eccentric  being  used  on  the  fine  jigs. 

The  adjustment  of  the  amount  of  stroke  is  obtained  by  lengthening  or  shorten- 
ing the  driving  radius,  the  crank  pin  moving  in  a  slot  on  its  crank.  The  details 
of  this  mechanism  in  the  mills  are  given  in  Table  275. 


TABLE    276. — SLIDING 

BLOCK   MECHANISM. 

MOlNo. 

JffirNo. 

1 

2 

2 

land  2 

Radius  of 

Drlvinff  Ann. 

IncneB. 

Distance  Between 

Centers  of  Shafts. 

Inches. 

Radius  of 

Plunger  Arm. 

Inches. 

Ratio  of  Maximum 

Veiocitiesof  Down 

and  Up  Stroke. 

Ratio  of  TlBai. 

UptoDova 

Stroke 

16 

16 

22 

8 
8 

14 

14 

?* 

1.546 
1.645 
1.19 
1.8 

i.as 

1.13 

87 

4^ 

1.4S 
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The  advantages  of  the  sliding  block  mechanism  as  compared  with  the  plain 
eccentric  are,  that  it  gives  with  the  same  number  and  length  of  stroke  a  much 
quieter  suction,  which  has  less  tendency  to  blind  up  the  sieve  and  to  felt  together 
the  sand  into  a  hard  cake.  It  gives  also  a  parallel  action  of  the  plunger,  while 
the  plain  eccentric  gives  a  rockmg  motion  faster  on  one  side  than  on  the  other. 
Mill  31  finds  after  running  the  two  jigs  side  by  side  that  the  sliding  block  keeps 
the  whole  bed  more  free.  Mill  39,  after  trying  both  jigs,  thinks  that,  while  the 
sliding  block  gives  a  better  action  on  the  plunger,  the  extra  cost  more  than  offsets 
the  advantage.  The  extent  of  the  bearing  surfaces  exposed  to  the  dust  in  the 
mill,  forms  a  serious  objection  to  the  sliding  block  mechanism. 

§  409.  Crank  Arm  Mechanism, — This  is  what  is  called  in  mechanism  a  four- 
bar  linkage.  As  shown  in  Fig.  326a^  it  consists  of  a  revolving  driving  shaft  a 
from  which  the  driven  shaft  d  imparts  to  an  eccentric  a  motion  of  oscillation 
which  it  receives  through  the  crank  ab,  the  connecting  rod  he,  and  the  cruik  cd. 
To  better  illustrate  the  character  of  the  motion,  the  skeleton  (Fig.  3266),  has 
been  constructed  showing  9  different  positions  of  the  two  cranks  and  connecting 
rod.    From  this  it  will  be  seen  that  the  driven  crank  is  given  a  quick  motion 
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corresponding  to  the  down  stroke  of  the  plunger  while  the  driving  crank  is  pass- 
ing over  the  arc  2,  1,  8,  and  it  has  a  slow  motion  for  the  up  stroke  of  the  plunger 
while  the  driving  crank  is  passing  over  the  arc  8,  5,  2.  The  ratio  of  the  time 
of  the  up  stroke  to  that  of  the  down  stroke  is  as  the  arc  8,  5,  2  is  to  the  arc  2, 1,  8. 
This  ratio  may  be  varied  by  changing  the  distance  dd  between  centers  or  the 
lengths  of  the  cranks  db  or  dc,  A  very  slight  change  makes  a  great  difference 
in  the  ratio.  The  parts  may  be  so  proportioned  that  the  driven  crank  makes  a 
complete  revolution,  although  this  is  not  customary.  It  will  be  further  noticed 
that  the  two  periods  of  maximum  velocity  of  the  driven  crank  come  when  the 
driving  crank  is  practically  at  right  angles  with  the  connecting  rod,  that  is,  about 
midway  of  the  arc  9,1  on  the  down  stroke,  and  about  midway  of  the  arc  5,6  on 
the  up  stroke. 

The  crank  arm  mechanism  is  used  upon  the  coarse  jigs  of  Mills  24  and  27  and 
upon  all  the  jigs  of  Mill  28.  The  details  of  it  in  these  mills  are  shown  in  Table 
276.  In  regard  to  these  movements,  those  in  Mill  27  were  very  harsh  and  trying 
to  the  jig  tanks,  while  those  in  Mill  28  were  quiet  and  gentle.  This  difference 
must  have  been  in  the  adjustments,  which  gave  a  greater  discrepancy  between 
the  velocities  and  times  of  pulsion  and  suction  in  the  former  than  in  the  latter 
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mill  (see  Table  276).    It  could  not  have  been  due  to  the  strokes  per  minute,  as 
they  were  practically  alike. 

TABLB  276. — ORAKK  ABM  MECHANISM. 


Jig  No. 


lands 
4,5ft7 


\.%i\ 


5,«.7&8 

0, 10, 11  ft  12 


Length  of 
Driving 
Radius. 


^ 


Length  of 
Dmen 
Radius. 


Length  of 
Ck>nnecUng 
Rod. 


Inches. 


IMstanoe  Cen- 
ter to  Center 
of  Shafts. 


Inches. 
15 

10 


Plunger  Arm 
Radius. 


RaUo  of  liaxi- 

mum  Velocity 

of  Down  Stroke 

to  that  of 

Up  Stroke. 


fi 


8.0 
9.0 
S.4 

8.0 


Ratio  of 

Times,  Up 

to  Down 

Stroke. 


1.00 
1.00 
1.70 
1.07 


§410.  The  Disc  Motion, — This  is  another  form  of  four-bar-linkage.  In 
Figs.  327a  and  3276  let  a  be  the  driving  shaft  and  6  a  disc  or  flange  upon  it, 
and  let  c  be  the  driven  shaft,  a  little  out  of  line  with  a,  and  d  a  flange  upon  it; 
e  is  a  crank  pin  on  h,  and  /  is  a  crank  pin  on  d;  ^  is  a  connecting  rod  uniting 
the  two  crank  pins.  The  two  flanges  face  one  another  and  are  a  short  distance 
apart,  to  give  room  for  the  crank  pins  and  connecting  rod.  When  a  revolves,  c 
receives  an  accelerated  and  retarded  motion,  as  shown  by  the  eight  different  posi- 
tions drawn  on  Fig.  327a,  the  amount  of  which  can  be  varied  by  varying  the 
distance  between  the  centers,  or  the  length  of  the  connecting  rod,  or  the  length 
of  the  crank  arms.  This  device  has  been  put  upon  a  newly  designed  jig  by 
Charles  J.  Hodge,  to  gain  varying  speed  in  the  different  parts  of  the  stroke. 

As  usually  constructed,  the  lengths  of  the  parts  are  such  as  to  cause  the  driven 


FIG.   327&.— 
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FIG.         328. — ^ELLIPTICAL      GEAR 
MECHANISM  IN  MILL  14. 


FIG.  327a. — END  VIEW 
OF  SKELETON  OP 
DISC  MOTION  MECH- 
ANISM. 

shaft  to  revolve  instead  of  oscillate,  as  in  the  crank  arm  mechanism.  The  con- 
ditions, however,  may  be  so  varied  that  the  driven  disc  may  simply  make  an  accel- 
erated and  retarded  oscilllation,  instead  of  a  complete  revolution. 

Hammer  and  Spring. — This  method  of  obtaining  accelerated  motion  used  on 
the  CoUom  jig,  has  already  been  described  under  that  head  (see  §  386). 

§  411.  Elliptical  Oear. — This  requires  two  shafts,  the  driving  shaft  with  heavy 
pulley  to  receive  power  and  serve  as  a  fly«-wheel,  which  revolves  at  imiform 
velocity,  and  the  driven  shaft,  which  revolves  with  velocity  varying  from  fast  to 
slow,  according  to  the  ratio  of  the  driving  and  driven  radii  of  the  two  transmit- 
ting elliptical  gears.  Upon  this  second  shaft  the  plunger  eccentrics  are  so  placed 
that  the  acceleration  shall  take  place  during  the  downward  stroke  and  the  retarda- 
tion during  the  upward. 

Mill  14  uses  the  Wendt  jigs  which  have  gears  of  this  pattern,  as  shown  in 
Fig.  328,  on  which  the  large  radius  of  each  gear  is  8^  inches  and  the  small  radius 
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4^  inches.  Beferring  to  the  jSgore^  if  o  is  the  center  of  the  driving  gear  about 
which  it  revolves  in  the  direction  of  the  arrow,  and  o'  the  same  of  the  driven 
gear;  then  the  arcs  ab,  hd,  de,  ef,  fg,  gh,  hk  and  ka  on  the  driving  gear  and  the 
corresponding  arcs  a'  V,  V  d',  etc.,  on  the  driven  gear  are  arcs  passed  over  by 
each  gear  all  in  equal  spaces  of  time,  viz. :  J  of  a  revolution  of  the  driving  gear. 
During  the  quickest  half  revolution  of  the  driven  gear  it  revolves  180**  over  the 
arc  d  a*  %',  while  the  driving  gear  is  revolving  101  over  the  arc  c  a  i.  During 
the  slowest  half  revolution  of  3ie  driven  gear  it  revolves  180**  over  the  arc  t  f  d, 
while  the  driving  gear  revolves  259°  over  the  arc  ifc.  If  the  radius  of  eccen- 
tricity of  the  plunger  eccentric  is  in  the  same  phase  as  the  shortest  radius  o'  a' 
of  the  driven  gear,  then  the  ratio  of  the  time'  of  the  up  stroke  to  that  of  the  down 
stroke  will  be  as  259 :  101  or  as  2.56 : 1.  On  the  other  hand,  if  the  radius  of 
eccentricity  is  in  the  same  phase  as  the  radius  o'  i,  then  the  time  of  the  up 
stroke  will  be  equal  to  that  of  the  down  stroke  or  the  ratio  will  be  as  1 : 1,  but 
the  plunger  will  have  a  gradually  accelerated  velocity  on  nearly  the  whole  of  its 
down  stroke,  and  a  gradually  retarded  velocity  on  nearly  the  whole  of  its  up 
stroke.  At  any  intermediate  phase  between  o'  a'  and  o'  %',  the  ratio  will  be 
intermediate  between  2.56 : 1  and  1:1.  In  this  mechanism  the  ratio  of  the 
maximum  angular  velocity  of  the  driven  gear  to  its  minimum  angular  velocity 
is  as  8iX8i :  4^X4^  or  3.  57 :1. 

§  412.  Cam  and  Oravity. — The  Stutz  coal  jig  lifts  the  plunger  slowly  by  a 
cam  and  allows  it  to  fall  rapidly  by  gravity,  loading  it  with  a  heavy  weight  for 
that  purpose.  The  connecting  rod  passing  down  through  the  plunger  and  tiarough 
a  stuffing  box  in  the  bottom  of  the  hutch,  Ixas  a  rubber  buffer  on  its  lower  end 
to  stop  the  fall. 

Cam  and  Spring. — ^This,  as  used  in  the  c5ver  jigs  of  Mills  44  and  47,  is  a 
short  one-armed  cam,  working  on  the  same  principle  as  a  gravity  stamp  cam,  which 
pushes  down  the  plunger  rod  a  distance  from  IJ  to  IJ  inches,  and  the  plunger 
is  raised  again  by  a  spring.  The  result  is  a  quick  downward  movement  during 
pulsion  and  a  slow  return  during  suction.  This  was  substituted  for  the  CoUom 
motion  because  a  more  positive  motion  was  necessary  for  the  very  coarse  stuff 
jigged. 

Rittinger  describes  a  motion  consisting  of  a  cam  which  lifts  the  plunger  rod 
slowly  and  a  spring  which  forces  it  down  rapidly.  This  principle  is  also  used  in 
the  New  Century  Drop  Motion  Jig  of  the  American  Concentrator  Company. 

Air  Pressure  and  Oravity. — The  use  of  air  pressure  and  gravity  to  give  a  quick 
pulsion  and  slow  suction  in  the  Baum  coal  jig,  has  been  already  described  (see 
§391). 

§  413.  Hydraulic  Water. — This  is  either  put  in  above  the  piston,  passing 
down  through  the  clearance  space,  or  it  is  fed  below  the  piston.  On  side  plunger 
jigs,  16  mills  (15,  18,  20,  21,  22,  24,  25,  26,  27,  28,  30,  31,  37,  39,  87  and  88), 
put  the  hydraulic  water  in  above  the  plunger,  and  &ix  mills  (10,  44,  45,  46,  47 
and  48),  put  it  in  below  the  plunger,  that  is,  into  the  hutches.  Of  this  last 
group,  however,  all  but  Mill  10  are  Collom  jigs,  with  which  it  is  the  rule  to  put 
the  hydraulic  water  into  the  hutches.  In  putting  it  below,  one  does  not  need 
quite  so  high  sides  for  the  plunger  compartment  and  a  tighter  and  more  posi- 
tive fitting  plunger  can  be  used.  On  the  other  hand,  water  beneath  the  plunger 
may  bring  in  air  bubbles  which  may  give  trouble  under  the  plunger  or  sieve. 
The  Parsons  jigs  used  in  Mills  24  and  25,  introduce  the  water  directly  into  the 
hutches. 

An  idea  has  long  existed  that  a  jig,  to  do  its  best  work,  should  diminish  the 
suction  due  to  the  return  of  the  plunger  as  far  as  possible,  or  in  other  words, 
a  better  separation  would  be  obtained  by  allowing  the  mass  of  grains  to  fall 
back  of  their  own  accord,  as  in  quiet  water,  instead  of  having  them  sucked 
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down  by  the  returning  current.  There  are  several  means  of  attaining  this  end, 
sach  as  (1)  introducing  the  water  above  the  plunger  and  placing  check  valves 
in  the  plunger,  which  would  open  and  allow  the  water  to  pass  down  through 
as  the  plunger  rose,  and  close  as  it  fell,  or  (2)  introducing  the  water  into  the 
hutch  beneath  the  plunger  through  a  check  valve  in  the  opening  leading  to  the 
source  of  supply,  which  vfdve  would  open  and  shut  similarly  to  those  in  the  plunger. 
The  supply  opening  must  be  large  enough  to  deliver  water  as  fast  as  the  rise  of 
the  plunger  calls  for  it.  Jigs  working  in  this  way  may  be  called  pulsion  jigs. 
They  are  not  used  to  any  great  extent  to-day,  except  on  coal  washing,  where  it 
is  claimed  that  suction  is  very  undesirable,  as  tending  to  pull  fine  coal  down  into 
the  hutch  along  with  the  slate.  As  examples  of  pulsion  jigs,  there  are  the  Mc- 
Lanahan  (see  Fig.  313),  Sheppard,  Stutz,  Luhrig,  Osterspey  and  other  coal  jigs, 
in  the  majority  of  which  the  tailings  water,  after  being  settled,  returns  through 
check  valves  to  the  hutch. 

The  hydraulic  water  is  delivered  to  the  jigs  by  a  water  pipe  with  branches  for 
each  compartment  and  cocks  regulating  the  amount  Dial  cocks  may  be  used 
to  advantage  for  restoring  adjustment  after  shut  down.  Mill  37  (see  Pigs.  306a- 
306c),  and  some  of  the  manufacturers  deliver  it  by  a  trough  running  upon  the 
longitudinal  partition  with  shut  oflf  gates  in  the  bottom  for  the  different  com- 
partments.   The  sizes  of  the  pipes  used  are  given  in  Table  277. 


TABLE  277. — ^HYDRAULIC 

WATEB  PIPES. 

BfiUNo. 

Jig  No. 

Diameter  Hatai  Pipe. 

Diameter  BranohPfpeB 

:J?::::: 

85 

80 

87 

« 

AU. 

1 

6 

1 

8and8 

AU. 

AU. 

AU. 

Inchea. 
9 

Inches. 

1 

Trough  tel9<x4H 

§  414.  Sieve  Frames  are  of  wood  or  of  iron.  Wooden  frames  to  which  the 
sieves  may  be  easily  tacked,  are  the  more  common,  and  consist  of  two  ends  and 
two  sides,  of  soft  or  hard  wood  boards  on  edge,  joined  at  the  comers^  and  on 
account  of  the  flexibility  of  wire  cloth  or  thin  plate  screen,  cross  bars  are  required 
when  these  materials  are  used.  These  bars  of  soft  or  hard  wood  on  edge  are 
placed  across  the  screen.  Sometimes  a  lattice  made  up  of  lengthwise  and  cross- 
wise bars  is  used.  The  former  form  is  less  expensive  and  gives  sufficient  support. 
The  bars  are  generally  placed  vertical.  In  the  McLanahan  jig,  however,  wnich 
has  its  plunger  at  the  head  of  the  sieve,  the  cross  bars  slope  upward  toward  the 
tail,  which  helps  the  whole  bed  to  move  forward  (see  Fig.  313). 

The  tops  of  the  bars  are  in  the  same  horizontal  plane  as  that  of  the  frame. 
The  screen  is  tacked  to  the  bars  by  copper  tacks  or  fastened  by  wire,  and  when  it 

TABLE  278. — ^details  OP  WOODEN  FRAMES  FROM  SOME  OP  THE  MILLS. 


Jig  No. 

Sise  of  Pieces  of  Frames 

Lattice 
or  Ban. 

Bise  of  Cross  Ban; 

Space  between 
Ban. 

HUlNo. 

Heiglit. 

Width. 

Height. 

Width. 

16 

81 

All 

All 

AD 

AU  but  No.  4, 1st  sieve. 
No  4.  IststeTe 

Inches. 

8 
8 
8 

9 

Inches. 

1 
1 

1 
1 
1 

Lattice 

Bars 

Inches. 
8 

1 
8 

F 

8 
8 
8 
9 

inches. 

(a)S 
(6)1 

8 

Indi 
9 
9 

9 
1 

a 

1 

« 

88 

94 

84 

Lattice 

Lattice 

Bars 

25 

All.... 

Bars 

27 

A.11 

Bars 

28 

AU 

Lattice 

Lattice 

Bars 

SO 

St/vS 

87 

t 

r 

(a)  Beveled  to  ^  hich  at  top.  (b)  Beveled  to  %  inch  at  bottom,    (e)  Beveled  to  A  hieh  at  the  bottom. 


§  415 


JIQS, 


639 


is  worn  out  the  whole  frame  is  replaced  by  another  with  a  new  sieve.  The  sieve 
frames  are  quickly  taken  out  by  removing  the  linings  above  them.  A  stock  of 
frames  with  new  sieves  on  them  is  kept  on  hand.  Table  278  shows  the  details 
of  wooden  frames  from  some  of  the  mills.  It  is  not  uncommon  to  use  bars  i 
inch  thick  and  in  that  case  the  top  is  chamfered  to  about  |  inch  wide. 

The  outside  dimensions  of  a  sieve  frame  are  a  little  smaller  than  the  space  into 
which  it  is  dropped,  so  that  it  may  be  easily  removed.  In  Mill  25  this  space  is 
filled  with  twisted  hemp  tamped  in  to  hold  the  sieve  in  central  position  and  avoid 
possible  trouble  from  the  sand.  In  Mill  30  this  space  is  \  inch  and  is  filled  with 
packing. 

The  sieve  frame  should  be  made  of  such  a  thickness  that  inside  it  is  just  fiush 
with  the  linings  above  and  below  it,  in  order  to  obtain  as  even  currents  as  possible 
in  both  directions. 

The  use  of  bars  for  supporting  the  jigging  sieve  is  necessary  but  it  to  some 
extent  impairs  the  operation,  particularly  with  fine  jigs.  When  they  are  made 
thick,  for  example  J  inch,  they  make  dead  lines  across  the  sieve,  alternating  with 
bands  of  too  great  activity;  when  i  inch,  the  same  is  true  to  a  less  degree.  The 
object  of  chamfering  is  to  lessen  this  evil.  The  author  has  used  for  overcoming 
this  diflBculty,  on  little  laboratory  jigs,  bars  c  of  brass  plate  iV  inch  thick  and  l| 
inches  high,  the  sieve  d,  being  held  to 
them  by  bent  soft  brass  wire  a  b,  (see 
Fig.  329).  The  upper  bend  6  in  the 
wire  is  made  beforehand  and  then 
slipped  into  place;  the  lower  bend  a 
is  easily  made  with  pincers  and  holds 
the  sieve  tightly  in  place.  Supports  of 
this  kind  placed  2  inches  apart  with 
clamp  wires  also  2  inches  apart,  fur- 
nish a  support  for  the  sieve  which 
does  not  give  any  visible  imperfection 
in  the  jigging. 

§415.  Iron  Sieve  Frames. — Mill 
18  has  a  sieve  frame  of  cast  iron  di- 
vided horizontally  into  two  parts,  one 
above  and  one  below,  with  the  sieve  be- 
tween them.  Each  has  four  longitudi- 
nal grate  bars.  These  bars  widen  both 
downward  and  upward  toward  the 
screen  from  i  inch  to  i  inch  thick  and 
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PIG.  329. 


pig.  330. — section  op  the  pebraris 
intermediate  jig. 

(Dimensions  in  miUlmetors.) 


the  vertical  height  of  each  of  the  bars  is  about  1  inch.  The  lower  part  rests  on 
four  lugs;  the  upper  part  is  held  down  by  four  wedgos  driven  between  it  and 
four  upper  lugs.  The  upper  and  lower  lugs  arc  in  pairs  and  each  pair  is  con- 
nected by  a  flat  cast  bar  of  iron  which  is  let  into  the  wooden  wall  of  the  jig. 
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Mill  20  uses  iron  sieve  frames  for  No.  1  and  No.  2  jigs  which  differ  from  the 
above  in  the  fact  that  the  frames  are  of  f-inch  wide,  1-inch  high  pieces,  and  the 
two  longitudinal  bars  are  i  inch  wide  and  1  inch  high,  all  cast  in  one  piece. 
Nos.  3,  4  and  5  jigs  use  also  two  cross  bars  ^  inch  wide,  1  inch  high,  making  a 
lattice  work.  These  rest  upon  a  wooden  ledge  f  inch  wide  all  around  and  are 
held  down  by  wooden  lugs,  one  on  each  side,  and  wedges  on  the  jig  walls  above. 

In  Mill  26  jigs  Nos.  1,  2  and  3  have  iron  frames  in  two  parts  above  and 
below  the  sieve.  The  frames  are  1  inch  thick,  IJ  inches  high,  with  three  longi- 
tudinal bars  J  inch  thick,  IJ  inches  high.  Jigs  4,  6  and  6  are  the  same,  except 
that  they  have  but  two  bars. 

Ferraris  at  Monteponi,  Sardinia,  uses  an  iron  lattice  supporting  frame  with 
diagonal  cross  bars,  in  an  iron  jig  tank,  with  a  top  frame  which  has  no  bars 
upon  it  (see  Fig.  330).  The  joint  is  made  tight  with  red  lead.  This  sieve 
appears  to  be  held  down  only  at  the  margin.  If  so,  there  is  an  objection  to  it 
which  does  not  exist  in  the  other  mountings.  If  the  sieve  blinds  up  with  sand, 
the  middle  of  it  will  rise  and  fall  with  the  whole  bed  and  interfere  with  the 
settling. 

At  Przibram,  iron  cross  bars  alone  have  been  used  to  support  the  screen,  the 
usual  wooden  cleats  or  linings  serving  to  keep  it  down  at  the  margin. 

The  use  of  the  double  iron  frame  saves  the  necessity  of  keeping  a  complete 
supply  of  duplicate  screen  frames.  It  saves  the  expense  of  tacking  the  screens 
to  the  frames.  It  simplifies  the  changing  of  screens,  and  where  a  lattice  is  used, 
it  prevents  the  forward  motion  of  the  bottom  bed.  On  the  other  hand,  while 
the  narrow  central  bars  may  lessen  the  dead  lines  on  the  jigging  bed,  the  mar- 
ginal bars  make  a  much  worse  dead  edge  than  is  found  with  the  usual  wooden 
screens  held  down  by  linings.  Screens  mounted  in  this  way  cannot  be  deaned 
as  well  as  those  of  tiie  ordinary  wooden  pattern  (see  §431). 

TABLE   279. — JIG  SCREENS. 
Abbreviations.— B.  W.  0.=Binniiigham  Wire  Gauge;  In.=iiiche8;  No.snumber. 


i 

Jig  No. 

Bieye 
No. 

Material  Of  Screen. 

Tbidt- 
ness  of 
Wire  or 

Plate. 

Meshes 

Lu^ar 
Inch. 

Net  Rise  of 
Hole. 

Percent 
of 

Life  of 
Screens 

Slaeof 

Feed  to  the 

Jig. 

10 

5A6 

lto5 
ItoO 
lto4 

1 

1 

1 
1&8 
1&9 
lto4 
lto4 
lto4 
lto4 
lto4 

1 
lt04 

1 

2 

8 
1&8 
lto4 
lto4 
lto4 
lto4 
lto4 
lto4 
lto4 
1  to4 
lto4 

1 

9 

8 

Iron  grating 

B.W.O. 

kinch. 

itoC 

InchAB. 
0.196 

Mm. 
3.18 

88 

Davg. 
(a)  800 
(a)  160 

Mm. 
12.7  to  0 

steel  clothT. 

8  9 toO 

19 

Cloth 

16 

........ 

9 

4 

6 
10 
16 
96 

16 
10 
10 

7 

7 
10 
19 
16 

4 

6 

8 
10 
18 

12  in«wh  ti%  0 

18 

Steel  cloth 

0.9«  inch. 
0.15     *' 
0.19     »' 
0.15     " 
0.125   " 

19 

16 

18 

99 

1.95 
0.75 
0.25 
0.85 
0.875 
0.141 
0.109 
0.061 
0.086 

81.76 
19.06 
6.86 
21.69 
0.58 
8.68 
2.69 
1.80 
0.80 

78 
69 
46 
79 
56 
82 
87 
96 
81 

(a)  800 
(a)  460 
(a)4e50 

(a)  190* 

(a)  79 
(a)  79 
(a)  79 
(a)  600 
(a)  800 
(a>865 
(a)  600 
<a)600 

20to60 
60  to  100 

19  1  to  12  7 

it 

12  7  to  S  SK 

«» 

6  86 toO 

]4 

Cloth 

28  8  to9  6 

9.5  to  0 

15 

Steel  doth 

Over  19  4 

it 

18.4  to  4  7 

Bram  cloth 

4  7  to9  4 

9  4  toO 

tt 

9.4  to  0 

16 

Castriron  grating  (6)... 
Ck>DDer  cloth 

99 
18 
18 
15 
15 
18 
19 
82 
14 
18 
18 
90 
90 
9 
9 
8 

0.187 
0.071 
0.085 
0.051 
0.051 
0.071 

o.on 

0.061 
0.011 
0.085 
0.167 
0.118 
0.076 
0.065 
0.048 
0.9S2 
0.252 
0.338 

4.76 
1.80 
0.80 
1.80 
1.80 
1.80 
1.80 
1.80 
1.04 
0.89 
4.94 
8.00 
1.98 
1.66 
1.99 
6.40 
6.40 
8.60 

46 
96 
81 
96 
96 
95 
95 
96 
94 
81 
46 
60 
87 
48 
88 
40 
40 
46 

90  to  10 
10to5ft6toS 

\ 

»• 

>9to0 

M 

17 

•• 

10  to  7 

••         '/, 

7to5 

M 

5toM(e) 
9  toO 

M 

»• 

8to0 

IB 

Steel  cloth 

i^Sfmntb 

6  to  8  mMh. 

•1 

8t4>lflinM|h 

i» 

10  mesh  to  0 

t« 

10  m^^  to  0 

*• 

80 

tt 

■6.4  toS.7 

*t 
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TABLE  279. — Jio  SCREENS. — Continued. 


i 

JlffNa 

Siere 
Nol 

Material  of  Screen. 

Thick- 
nessof 
Wire  OP 
Plate. 

Meshes 
Linear 

NetSiseof 

Percent 

of 
Open- 
tag. 

Life  of 
Screena 

Site  of 
Feed  to  the 

i 

Inch. 

Hole. 

Jig. 

9 

8 

4Ae 

1 

9 

8 
4 
6 
6 
1 
9 

8 

4ft6 

1 
9 

8 

4- 
6 

6 

1 

9 
9 

1 
9 

8 

4 
5&6 
li 
9 

1' 

6 
7 

Si 

lO&ll 

ji 

4) 
Bf 
6 
7 
8 
9&10 
11  ft  19 

I 
8 

4 
5 

u 

«f 

8- 

4 
6 

6 

7ft8 

lto8 
lto8 
lto4 
lto4 
lto4 
lto4 
lto8 
ItoS 

1&8 

1&8 

1&8 
1 
9 

1 
1&9 

8 

lft8 

lto8 
lto8 
lto8 
lto8 
lto8 
ItoS 
lto8 

1&8 

lto4 

lto4 
lto4 
lto4 

lto5 

lto6 

1 

lto4 

lto4 

lto4 
lto4 
lto4 
lto6 
lto6 
lto4 
lto4 
lto4 
lto4 
lto4 

ItoS 

1 
8 

8 

lto8 

1 

1 

lto4 

Steel  doth 

B.  w.  a. 

11 

11 
9 

18 

18 

18 

16 

16 

18 

80 

88 

88 

88 

10 

10 
(d)10 
(cl)n 
(<D19 
(<f)18 
(d)14 
(<l)14 

i    w 

18 
19 
18 
19 
1     18 
14 

{  s 

19 

i     » 

19 

96 
1     10 

16 

10 
14 
10 
90 

10 

%l 

8 

4 
6 
6 

8 

5 

8 
8 
10 

16 

90 

4 

4 

6 

18 
16 
18 

6 
18 

4 

5 

8 

Inches. 
0.818 
0.818 
0.868 
0.146 
0.106 
0.108 
0.060 
0.185 
0.151 
0.065 
0.0B6 
0.085 
0.086 
0.866 
0.199 
0.148 
0.109 
0.086 
0.071 
0.061 
0.061 

0.066 
0.118 
0.068 
0.118 
0.058 
0.118 
0.189 
0.046 
0.118 
0.068 
0.046 
0.068 
0.088 
0.068 
J0.109X 
1  0.117 

Mm. 
6.41 
5.41 
6.40 
8.68 
8.74 
8,74 
1.68 
4.70 
8.84 
1.66 
1.40 
0.89 
0.69 
9.80 
5.06 
8.76 
8.77 
8.18 
1.80 
1.66 
1.66 

1.47 
8.00 
1.47 
8.00 
1.47 
8.00 
8.58 
1.17 
8.00 
1.47 
1.17 
1.47 
0.81 
1.47 
8.77*) 
8.W    \ 

41 
41 
40 
84 
89 
89 
88 
66 
67 
48 
44 
81 
81 

SI 

86 
80 
97 
85 
84 
94 

84 
60 
84 
60 
84 
60 
89 
41 
60 
84 
41 
84 
41 
84 

40 

Days. 
80  to  60 
80  to  60 

sb'io'M 

60  to  180 
60  to  180 
60  to  180 
60 
60 
90 
90 
90 
90 

:::::•• 

78t 

>«? 
1,800  r 

800) 
180  V 

1,800 
800 
8401 

1,800 

108  r 
I1800J 

660 

400 
600 

ootoiso 

■■•«( 
»| 

48  to  66 

88  to  48 

88 

«) 
'J 

86  to  48 

Mm. 

80 

tt 

'8.7  to  8.7 

»* 

t4 

Bran  cloth 

>8.7tol.5 

»* 

it 

1.5  too 

81 

Steel  doth 

4.6  to  8.6 

«» 

8.5  to  1.98 

it 

1.88  too 

M 

1.88  too 

Bran  doth 

0.64  too 

t» 

0.64  to  0 

88 

Steddoth 

Over  19 

«t 

•« 

18  to  6 

•» 

•• 

6to8 

u 

«» 

8to0 

•• 

<88 

CkypperdothCf) 

(/) 

(/) 

M 

10  tor 

7to6 
5to8 

(/) 

M 

8to0 
StoO 

86 

(/» 

(/) 

8to0 
6toO 

U 

t» 

StoO 

986 

Sttf«ldoth 

18 
11 
18 
14 
14 

(A)  10 

(A)  18 

(A)  16 
ih)lt 
(A)  19 
(fc)98 
(A)  84 
^.inch. 
A  inch. 
19 

19 
98 
19 
19 
19 
16 
16 
16 

0.884 
0.818 
0.141 
0.064 
0.064 

0.196 

0.106 

0.068 
0.088 
0.060 

0.086 

0.087 

0.187 

0.187 

0.185 

0.041 
0.085 
0.041 
0.185 
0.041 
0.185 
0.186 
0.060 
0.096 
O.OTO 

0.091 

0.091 
0.049 
0.048 

0.066 

0.048 
0.085 
0.085 
0.065 

6.09 
6.41 
8.68 
8.18 
8.18 

5.08 

8.74 

1.67 
1.67 
1.50 

0.89 

0.69 

4.76 

4.76 

8.18 

1.04 

0.89 

1.04 

8.18 

1.04 

4.70 

8.48 

1.68 

8.5 

8.0 

8.81 

8.81 
1.07 
1.07 

0.89 

1.07 
0.89 
0.89 
0.89 

46 
41 

88 
85 
85 

85 

89 

85 
85 
86 

81 

89 

66 

66 

66 

84 
81 

^ 

84 
66 

46 
88 

5.7  to  8.0 

t» 

8.6to8.1 

II 

8.1  to  1.5 

M 

1.5  to  0.81 

•I 

0.91  too 

97 

•I 

36  to  85 

II 

85  to  15.9 
15.9  to  18.7 

•1 

18.7  to  10.8 

10.8  to  8.8 

M 

8.8  to  4.4 

II 

4.4  to  8.78 
8.78  to  1.86 
1.96  too 
1.96  toO 

II 

98 

Iron  doth 

40  to  86 

II 

85  to  10 
16  to  18 

Braadoth 

II 

18to8 
8to6 
6  to  8.6 

II 

8.5  to8 

II 

8.5  to9 

II 

8to0 

II 

8to0 

89 

Steddoth 

6to4 

M 

4to8 

41                     ^  ^  ^  ^ 

Punched  steel  date ' ! 

8  to  8.6 
8.6  too 

It               i»*^ 

8.5  too 

80 

Steddoth 

18 

19 
14 

14 

16 

14 

16 
16 
16 

5 

'6 
8 
8 

10 

8 
10 
10 

10 

81 

81 
11 
11 
18 

11 
18 
18 
18 

.  840 

840 

V  800 

85  to  16 
16  to  10 

Brass  doth 

10  to  7 

II 

M 

7to5 

U 

6to8 

M 

atAO 

II 

1 

II 

800 

|8to0 

542 
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TABLE  279. — JiQ  SCREENS. — Continued. 


/ 


6 

Jig  No. 

Sieve 
No. 

Material  of  Screen. 

Thick- 
ness Of 
Wire  or 

Plate. 

Meshes 

lScap 
Inch. 

Net  Sixe  of 
Hole. 

Percent 
of 

Size  of 
lifeof    Feedtothe 
Screens         Jifr. 

81 

1 

4 
6 
6 
71 
8 
0 
10 

n 
1 

9 

3 

4 
6 
6 
& 
7 
9&10 

!> 

4 

6  ; 

7 

8 
0 

1 
9 
8 
4 
6 
6,7A8 

10  A 11 

J 

8 

4 

5&0 

6A10 
18A14 

7A11 

8A19 

15 
16 
1 
9 
8 

4 

5' 

6. 
7- 

8 
0 
10. 

Ift2 
1A9 
lto4 

lto4 

lto4 

lto4 
lto4 

lto8 

ItoS 
ItoS 

lto4 

1 

9 

8 

4 
lto4 
lto4 
lto8 
lto8 
lto8 
lto8 
1&9 
1A9 
lto8 
lto8 

1A8 
1A8 
1A9 
1A9 

1 

9 

lto4 

1 
9 

1 
9 

lto8 
ItoS 

1 
1 
1 
1 
9 
8 
1 
9 
8 
1 
t 
8 
4 
1 
9 
8 
4 
1 
8 
8 
4 
1 
8 
8 
4 

Braas  cloth 

B.  W.  O. 
19 

16 

18 

90 

18 

90 

tt 

16 

17 
17 

18 

18 
18 
90 
90 

tt 
94 

14 
14 

iS 

18 

10 
10 
14 

16 
16 
18 

18 

10 
90 
10 
90 
18 
16 

4 
6 
6 

19 

8 

10 
18 

8 

4 
5 

6 

8 
8 
10 
10 
12 
16 

7 
6 
8 
8 
10 

6 
6 

8 

8 

10 
18 
10 
14 
8 
6 

Inches. 
0.141 

0.108 

0.118 

0.048 

0.076 

0.066 
0.055 

0.968 

0.102 
0.148 

0.118 

0.076 
0.076 
0.065 
0.066 
0.055 
0.041 
J  0.157 
J  0.118 
0.064 
0.060 
0.064 
0.060 
0.060 
0.051 

10.81 

2  0.81 
0.167 
0.102 
0.102 
0.076 

0.076 

0.068 
0.048 
0.058 
0.086 
0.224 
0.102 
mO.875 
n  0.815 
0.141 
0.105 
0.084 
0.060 
0.064 
0.060 
0.060 
0.060 
0.061 
0.061 
0.041 
0.041 
0.041 
0.086 
0.086 
0.064 
0.060 
0.060 
0.060 
0.060 
0.060 
0.051 
0.051 

Mm. 
8.58 

2.68 

8.00 

1.22 

1.08 

1.66 
1.40 

6.81 

4.88 
8.61 

8.00 

1.98 
1.06 
1.66 
1.66 
1.40 
1.04 
4.00 
8.00 
2.18 
1.58 
8.18 
1.58 
1.58 
1.80 

7.04 
7.04 
4.84 
2.H0 
2.50 
1.08 

1.08 

1.47 
1.22 
1.47 
0.01 
6.60 
2.60 
9.68 
8.00 
8.58 
9.67 
8.18 
1.68 
2.18 
1.62 
1.68 
1.68 
1.80 
1.80 
1.04 
1.04 
1.04 
0.01 
0.01 
2.18 
1.58 
1.52 
1.68 
1.52 
1.52 
1.80 
1.80 

88 
87 
60 

82 

87 

48 
44 

65 

68 

60 

60 

87 
87 
48 
48 
44 
48 
81 
17 
95 
18 
26 
28 
98 
96 

61 
61 
46 
87 
87 
87 

87 

84 
88 
34 
96 
45 
87 
90 
95 
82 
98 
85 
98 
85 
88 
88 
88 
96 
96 
94 
94 
84 
96 
25 
26 
88 
98 
98 
88 
88 
96 
96 

Days. 

""oo" 

00 

00 
860 
800 
780 
780 

42 
84 
98 
66 

84 

«] 

70 
70 

Mm. 
Over  18 

18  to  16 
15  too 

t« 

9to6 
6to4 
4toO 
4to0 
4to0 
2.5  too 

M 

& 

•• 

2.5  too 

8.6  too 
On  18 
18to8 

8to6 
6to8 

Bmm  oloth 

8to0 
8to0 
8to0 
StoO 

i» 

9to0 

16  to  18 
18  to  11 
11  toO 

«S8 
84 

(« 

ti 

i« 

0to7 

u 

ttoO 
6to8 

8to0 

M 

M 

»» 

44 

tt 

8to0 

tt 

StoO 

85 

Steel  plate 

Over  16 

Dveeipwwi 

16to0 

Bnifiii  cloth 

9to6 

It 

5to8 

tt 

StoO 

•t 

StoO 

fe86 
88 

t« 

44 

Steel  pUte 

8.6  to  0 
8.6  too 

88.1  to  88.9 

82.2  to  9.6 
0.5  to  6 

5  to  8.5 

BnuncJoth!!!*.!!!!!!!! 

tt 

t4 

44 

2.5  too 

•• 

2.5  too 

M 

1.5to0 

44 

8.5  to  0 

«« 

«« 

8.6to0 

44 

28.2  to  0.6 

80 

44                 ^  ^  ^  ^ 

White  flaafc  iron  niate! ! 

9.6  to  6 
54.0  to  88.1 

Steel  plate...... ^...... 

18 
14 
16 
14 
18 
16 
16 
18 
18 
10 
10 
10 
90 
90 
14 
16 

iS 

16 
16 
18 
18 

6 

6 
8 
6 
8. 
8 
8 
10 
10 
19 
19 
19 
14 
14 
6 
8 
8 
8 
8 
8 
10 
10 

88.1  to  16 

Copper  doth •  •  •  • 

15  to  8.6 

44 

8.5  to  4.6 

44 

4.6  too 

44 

M 

4.6  too 
4.6  too 

4.6  too 

M 

•«         ,,,,,, 

•4      **" 

H 

** 
44 

9.6  to  0 
9.6  to  0 

44 

•« 

a 

44 
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TABLE  279. — JIG  SCREENS. — Continued. 


JteKa 

No. 

MAtetialor  Seraen. 

[|l%S  of 

Wire  or 
Plate. 

Inch. 

KetSiieaf 
Hole. 

Percent 

of 
Open- 
ing. 

Life  of 
Screens 

Siseof 

Feed  to  the 

Jig. 

40 

1 

9 

8- 

4,6A( 

9- 

8 
4 

6 

0 
7 
8&19 
9&10 
11 

J| 

8 

4) 

14  f 

6ft8toll 

16  to  17 

19&18 

1 

:i 

4] 

6 

7f 

o] 

8< 

0- 

1 
9| 

8 

*1 
6| 

0 

"1 

9l 
18 

14- 

1 
9 
8 

*\ 

6 

•) 
') 

1 
lto8 

lto8 
1&9 

lto8 

lto4 
lto4 
lto4 
lto4 
lto8 
1U>8 

{ 1 
% 

lft9 
1A9 

lft9 
1A9 

Braas  cloth 

B.  W.  Q. 

4 
8 
4 
4 
6 
10 
4 

Indies. 

Mm. 

Days. 

Mm. 
90to7 

Steel  doth 

19 
18 
19 
14 
18 
10 

0.994 
0.141 
0.141 
0.117 
0.061 
0.186 
0.96 
0.96 
0.186 

0.186 

0.100 
0.076 
0.061 
0.018 
0.118 
0.004 

6.09 
8.68 
8.68 
9.97 
1.80 
4.70 
0.86 
0.86 
8.48 

8.48 

9.77 
1.98 
1.80 
1.28 
8.00 
8.80 

46 
89 
88 
84 
80 
66 

"*40' j 

40 

48 
87 
88 
88 
60 
48 

940 
186) 
110  V 

•"ieo** 

7  to  4.6 

it 

»» 

4.6  to  8 

«i 

It 

8to0 

41 

Brass  doth 

15.9  to  9.6 

Plate  (o) 

Plate  (o) 

9.6  to  0.86 

Rnun  doth 

10 

10 

17 
18 
18 
90 
18 
18 

6 

6 

0 

8 
10 
19 

0 

7 

4 

4   t 

10   f 
10  t 
19   f 
19   ( 
14    f 
14 

4 

0 

8 
10 
10 
19 

14 

10 
14 

8 

8 
10 

8 
10 
10 

4« 

0.86  to  8.9 

*t 

8.9  too 
8.9  to  0 

tt 

8.9  to  0 

t« 

8.9  too 

It 

8.8  to  0 

tt 

8.9  to  0 

tt        • 

8.9  too 

48 

Cloth 

19.7  to  0.86 

Brass  doth 

0.86  too 

tt 

0  86toO 

t» 

0.85  too 

u 

9.64  too 
6.86  too 

,»       

9.64  to  0 
6.86  too 

48 

Iron  doth 

18 
90 
90 
91 

91 

90 
91 

18 
18 
90 
18 
90 
90 

0.109 
0.064 
0.078 
0.066 
0.066 
0.061 

0.069 

0.066 
0.089 
0.078 
0.078 
0.066 
0.078 
0.066 
0.066 
p0.60 
0.090 
0.068 
0.068 
0.061 
0.061 
0.048 
0.043 
0.089 
0.068 
0.061 
0.048 
0.061 
0.048 
0.048 
0.048 
0.089 
0.08X 
0.061 
0.048 

0.048 
0.048 
0.068 
0.000 
0.068 
0.068 
0.061 
0.061 
0.061 
0.046 
0.046 
0.040 
0.048 
0.068 
0.061 
0.061 

4.99 

9.18 
1.96 
1.06 
1.66 
1.80 

0.99 

1.66 
0.99 
1.98 
1.98 
1.06 
1.08 
1.06 
1.06 
19.7 
9.99 
1.78 
1.78 
1.66 
1.66 
1.09 
1.00 
0.81 
1.78 
1.66 
1.09 
1.66 
1.09 
1.09 
1.09 
0.81 
0.81 
1.66 
1.09 
0.81 
1.09 
1.00 
0.81 
9.99 
1.78 
1.78 
1.80 
1.80 
1.80 
1.17 
1.17 
1.17 
1.09 
1.78 
1.80 
1.80 

40 
95 
87 
48 
48 
87 

80 

48 
80 
87 
87 
49 
87 
49 
48 

86 

00 

60] 
60 

96.4  to  11.1 

OoDDer  doth,  t  * . . .  t .  ^ .  ^ 

uopiioruubu. 

11.1  toO 

t4 

11.1  too 

M 

»t 
M 

11.1  toO 
11.1  too 

•• 

1.80  to  0 

U 

1.65  to  0 

«• 

•» 

8to6 

t4 

«» 

«» 

8to0 

»t 

41 

Plate 

78.6  to  0 

RrAflS  doth 

90 
91 
91 
94 
94 
95 
95 
90 
91 
94 
95 
94 
95 
95 
95 
96 
90 
94 
96 
90 
95 
96 
96 
90 
91 
91 
81 
91 
91 
88 
88 
88 
95 
91 
91 
21 

8 
10 
10 
19 
19 
10 
10 
90 
10 
18 
10 
19 
10 
10 
10 
90 
90 
19 
10 
90 
10 
16 
90 

8 
10 
10 
19 
19 
19 
14 
14 
14 
10 
10 
19 
19 

66 
40 
40 
64 
64 

41 
46 
64 

47 

54 
47 
47 
47 
41 
41 
64 
47 
41 
47 
47 
41 
68 
40 
40 
87 
87 
87 
41 
41 
41 
47 
40 
87 
87 

996 

800 
460 
[460 
460 
800 

-  800 

4.78  to  0 

u 

»» 

4.78  too 

tt 

tt 

4.78  too 

u 

»»          *  *  *  * 

4.78  too 

tt 

It 

1.78  too 

M 

It 

1.78  too 
8.64  too 

tt 

l< 

tt 

1.65  too 

•t 

tt 

1.00  too 

tt 

It 

9.64  to  0 

tt 

tt 

tt 

9.64  to  0 

tt 

4.78  too 

40 

tl 

tt 

tt      "',  i  *!!!!*!! ! 
tt 

4.78  too 
4.76  to  0 

It 

4.78  too 

It 

tt 

4.78  too 

It 

4.78  too 

M 

U 

u 

9.99  too 

»»        

544 
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TABLE  279. 

— JIG  SCREENS 

. — Concluded. 

s 

Jig  No. 

Sieve 
No. 

Material  of  Screen. 

Thick- 
ness of 
Wire  or 
PUte. 

Meshes 

Linear 
Inch. 

Net  Size  of 
Hole. 

Peroent 

of 
Open- 
ing. 

Life  of 
Screens 

Size  Of 

Feed  to  the 

Jig. 

8- 
0< 
lo- 
ll- 

18 

1 
8 

8 

4 

6 

0- 

7- 

8. 
8 

1 

8 

8 

4 

6- 
6- 
7- 
8 

1 

8 

8 

4 

1 
8 

8 

4 
6 

1 

8 

4aA4b 

1&8 

lto8 
lto8 
lto8 

lto4 
lto4 
lto4 
lto8 
lto8 

lto8 
1&8 

KnuiB cloth ,  .... 

B.  W.  G. 
81 
88 
88 
21 
88 
88 
28 
88 
85 
88 
85 
25 
25 
86 
86 
28 
80 
88 
88 
84 
84 
85 
85 
86 
28 
84 
85 
84 
85 
86 
85 
86 
86 
80 
81 
81 
81 
81 
88 
88 
85 
81 
81 
81 
81 
81 
88 
88 
88 
85 
85 
86 
86 
11 
18 
18 
14 
16 
17 

18 

14 
14 

S 
}J 

14 
16 
14 
16 
16 
16 
18 
18 
10 

\ 
>l 

18 
14 
14 
16 
10 
18 
14 
18 
14 
16 
14 

? 

10 
10 

IS 

14 

IS 

18 
14 

14 
14 
16 
16 
18 
18 

8 
4 
6 

8 

8 
4,6,6.6 

10,10,16 
8      . 

8, 

18 
14 

14 

.t.,4,,^ 

Inches. 
0.061 
0.046 
0.046 
0.051 
0.046 
0.046 
0.046 
0.046 
0.048 
0.046 
0.018 
0.048 
0.048 
0.068 
0.088 
0.075 
0.188 
0.097 
0.097 
0.061 
0.061 
0.061 
0.061 
0.045 
0.076 
0.061 
0.051 
0.061 
0.061 
0.046 
0.061 
0.046 
0.045 
0.090 
0.068 
0.066 
0.061 
0.061 
0.046 
0.046 
0.048 
0.068 
0.051 
0.051 
0.051 
0.061 
0.046 
0.046 
0.046 
0.048 
0.048 
0.088 
0.088 
0.280 
0.888 
0.888 
0.167 
0.188 
0.067 

Mm. 
1.80 

i.n 

1.17 

1.80 

1.17 

1.17 

1.17 

1.17 

1.09 

1.17 

1.09* 

1.09 

1.09 

0.97 

0.97 

1.91 

8.85 

8.46 

8.46 

1.66 

1.65 

1.80 

1.80 

1.14 

1.91 

1.55 

1.80 

1.55 

1.80 

1.14 

1.80 

1.14 

1.14 

8.89 

1.78 

1.78 

1.80 

1.80 

1.17 

1.17 

1.09 

1.78 

1.80 

1.80 

1.80 

1.80 

1.17 

1.17 

1.17 

1.09 

1.09 

0.97 

0.97 

7.11 

6.05 

6.06 

4.84 

8.85 

1.70 

87 
41 
41 
87 
41 
41 
41 
41 
47 
41 
47 
47 
47 
47 
47 
66 
68 

SS 

54 
64 

61 
61 
68 
66 

64 

51 
54 

61 

68 

51 

68 

68 

68 

46 

46 

87 

87 

41 

41 

47 

46 

87 

87 

87 

87 

41 

41 

41 

47 

47 

47 

47 

49 

51     ■ 

51 

45 

«   Y 
89 

Dajrs. 
800 

'  450 

450 

.  600 

-  600 



150) 

8oor 

[  800 

450 
460 

■  800 

•  460 
600 

•  600 

About 
76 

Aboutt 
76    j 

Mm. 

46 

u 

1.73  too 

tt 

»i 

tt 

1.80  too 

»t 

tt 

»t 

1.80  too 

tt            * 

M 

U 

1.17  too 

•• 

«» 

t« 

1.17  too 

tt 

47 

«» 

86.4  too 

t« 

4.76  too 

*4 

tt 

4.76to0 

M 

»» 

4.76  too 

»« 

tt 

4.76  too 

«» 

*t 

it 

8.86  too 

tt 

u 

tt 

8.46  too 

tt 

tt 

1.56  too 
1.80  too 

4.76  to  0 

tt 

48 

tt 
tt 
tt 

tt 

4.76  too 

tt 

tt 

4.76  too 

tt 

M 
tt 
•t 

4.76  too 

tt 

8.89  too 

tt 

tt 

tt 

1.78  too 

••              

U 

tt 
tt 

1.80  too 

tt 

tt 

1.17  too 

tt 

Steel  doth 

) 

86 

tt       ^^^^ 

tt 

So  to  6.5 

tt 

6.5  to  8 

tt 

8  to  1.86 

Cloth 

gO.545  to  0.8B 

r87 
86 

Steel  <doth 

8  to  6  mesh. 

6  to  10  mesh. 

tt 

10  mesh  to  0. 

tt 

10  mesh  to  0. 

tt 

10  mesh  to  a 

tt 

86 

tt 

lOtolOmeih. 

Bnesdoth 

tt 

tt 

tt 

16  to84infiah 

tt 

M 

tt 

84to80DMsh. 

It 

80to50iiiedi'. 

(o)These  are  lO-bour  days.  AU  the  others  are  84-hour  days.  (6)  See  Fig.  881.  (c)  Or  8H  to  «  mna.  C^ 
This  is  American  Wire  Oauga  (e)  This  mUl  has  six  jigs,  aU  with  10-mesh  copper  doth  screen.  The  siaM 
fed  are  respecUvely  7  mm.,  7to5,5to8,8to0,  8toO  (first  spigot),  and  8  to  0  (second  spigot).  (/)!*«■»  •« 
double  screens,  the  lower  layer  being  coarser  and  used  to  support  the  upper,  whidi  is  finer,  (a)  Tlils  miU  una 
old  trommd  screens,    ih)  These  are  Washburn  and  Moen  gauge.    («)  lUs  miU  has  tire  Jigs  with  sieves  S,  8,  8, 


g  416 


JIGS. 


545 


12  and  14  mesh  respectively.  Ilie  sices  fed  are  respectively  12  to  7.9  mm.,  7.0  to  5.1  mm.,  5.1  to  8.3  mm., 
3.8  to  U  (first  spigot),  and  8.3  to  0  (second  spif^ot).  ij )  These  are  old  trommel  screens  and  the  holes  are  H  inch ' 
apart,  center  to  center,  ik)  This  mill  has  five  jigs,  of  which  the  first  three  have  8, 12  and  12  mesh  iron  cloth 
sieves  respectively,  and  the  last  two  have  12  and  16  mesh  brass  cloth.  The  sixes  fed  are  the  same  as  in 
Mill  .SS.  (f)  These  are  square  holes  with  ^inch  space  between  the  holes,  (m)  These  holes  are  round  and  are 
^  inch  apart,  center  to  center,  in)  These  holes  are  round  and  are  A  inch  apart,  center  to  center,  punched  In 
No.  4  steel,  (o)  This  is  old  screen  plate  of  No.  8  tronmiel  with  round  holes,  (p)  This  is  a  round  hole,  (o)  The 
former  is  a  slot,  the  latter  a  square  hole,  (r)  This  mill  has  six  iigs  with  steel  doth  sieves  of  4,  6,  8, 10,  is  and 
24  or  8U  (depending  upon  the  battery  screen  with  which  it  is  identical)  meshes  respectively.  The  materials  fed 
are:  Through  8  or  4  mesh  on  0,  6  on  8, 8  on  12,  through  12  (first  spigot),  through  12  (seoona  spigot),  and  through 
24  or  80. 

§  416.  Materials  for  Jig  Screens. — The  practice  of  the  mills  in  the  use 
of  jig  screens  is  given  in  Table  279. 

The  materials  used  in  the  mills  are  white  cast  iron^  steel  punched  plate,  steel, 
iron,  brass  and  copper  wire  cloth.  Bronze  wire  cloth  was  tried  in  Mill  39,  but 
the  results  were  unsatisfactory.  Furman  finds  also  punched  Russia  iron  plate 
and  copper  plate  in  use  on  jigs.  White  cast  iron  and  steel  pimched  plate  have 
the  advantage  of  cheapness  and  stand  the  rough,  hard  usage  for  coarse  jigs. 
For  fine  screens,  however,  punched  plate  has  too  small  a  percentage  of  opening 
and  tends  to  blind  up  more  than  cloth.  The  sharp  edges  of  the  holes  in  plate, 
causing  a  vena  contracta,  reduce  the  fiow  of  water  still  more  than  the  percent- 
age of  opening  would  imply.  White  cast  iron  with  round  holes  is  used  in  the 
coarse  jig  of  one  mill  only  (39).    This  screen  is  made  in  two  sections.     The 

holes  are  conical,  f  inch  diameter  at  the  top  and 
i  inch  diameter  at  the  bottom,  to  avoid  blinding. 
Cast  iron  gratings  are  used  in  the  coarse  jigs  of 
two  mills ;  that  in  Mill  16  is  made  in  eight  panels 
or  sections  with  V-shaped  bars  running  across  the 
jig.  One  section  is  shown  in  Fig.  331.  The  con- 
struction of  the  screen  in  Mill  10  is  very  similar 

to  the  preceding.    Steel  punched  plate  is  used  in 

seedonof Bar  the  coarsc  jigs  of  fouT  miUs,  in  the  medium  jigs  of 
one  mill  and  in  the  fine  jigs  of  one  mill. 

Steel  cloth  has  a  larger  percentage  of  opening 
than  castings  or  plate  and  is  used  on  coarse  and 
fine  jigs.    It  is  used  in  all  the  jigs  of  nine  mills, 
in  the  coarse  jigs  of  six  mills  and  in  the  fine 
jigs  of  one  mill.    Iron  cloth  is  cheaper  than  steel 
cloth,  but  it  corrodes  more  rapidly.    It  was  found 
in  the  coarse  jigs  of  three  mills.     Brass  cloth  is 
aTTatr-iii  comparatively  hard,  though  softer  than  steel  and 
FIG.  331.— CAST  IBOK  SIEVE  j^  ^^^j^^^  corrosion  much  better  than  steel.    It  is 
AT  MILL  lb.  ^^^  jjj  ^lY  ^Yie  jigs  of  ten  mills  and  in  the  fine 

jigs  of  nine  mills.  Mill  86  has  no  difficulty  in  using  brass  cloth  screens,  while 
punched  plates  were  discarded  on  account  of  their  low  percentage  of  opening. 
The  heavy  pyritic  ore  did  not  work  down  into  the  hutch  tfreely  enough.  At 
Mill  34,  brass  cloth  was  used  to  replace  steel  cloth  which  rusted  out  while 
the  mili  was  shut  down.  It  is  probable  that  either  steel  or  brass  screens 
could  be  prevented  from  corroding  during  the  time  when  the  mill  is  idle  by 
a  thick  coat  of  black  varnish.  Copper  cloth,  although  quite  soft,  resists  co^r- 
rosion  better  than  any  other  of  the  materials  named.  It  is  used  in  all  the  jigs 
of  four  mills  and  in  the  fine  jigs  ot  three  mills. 

Summing  up,  it  will  be  seen  that  in  jigs  cloth  screens  greatly  predominate, 
while  in  revolving  screens  plate  predominates,  and  in  gravity  stamps  the  two  are 
about  equally  divided.  For  a  further  discussion  of  the  properties  of  various 
metals  for  screens,  the  reader  is  referred  to  §  154  in  gravity  stamps,  and  §  274 
in  revolving  screens.  He  should  boar  in  mind,  however,  that  jig  screens  do 
not  have  such  hard  usage,  because  they  are  better  supported  and  they  are  less 
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subjected  to  attrition.  The  utilization  of  old  trommel  screens  for  purposes  of 
economy  is  practised  in  Mills  26,  35  and  41.  Mill  24  is  noteworthy  as  using 
two  sieves,  a  coarser  beneath  and  a  finer  above,  in  addition  to  the  usual  support- 
ing bars.  This  device  is  to  prevent  flexure  of  the  finer  sieve  and  thereby  to 
lengthen  its  life. 

§417.  Peecentaqe  op  Opening, — The  mill  man  should  decide  upon  the 
size  of  hole  that  he  wants,  rather  than  the  meshes  to  the  inch,  and  should  order 
sieves  on  that  basis.  For  logical  reasons,  the  size  of  hole  is  discussed  later 
(see  §427). 

Then,  for  any  given  size  of  hole,  a  large  wire  would  appear  at  first  sight  to 
have  the  advantage  of  greater  durability  than  a  fine  wire ;  but  it  gives  a  smaller 
percentage  of  opening,  making  the  jigging  less  free,  requiring  greater  piston 
pressure  for  the  pulsion  and  suction  and  causing  greater  flexure  and  strain 
upon  the  sieve,  which  will  partially  reduce  the  advantage  sought  and  may  even 
give  a  shorter  life  than  the  fine  wire.  The  author  is  unable  to  prove  this  state- 
ment from  Table  279.  Comparing  Mills  28  and  30,  the  figures  on  life  seem  to 
disprove  it,  but  comparing  Mill  30  with  Mills  24  and  40,  it  would  seem  that 
notiiing  has  been  gained  by  the  large  wires  of  Mill  30.  The  size  of  the  wire 
also  aflfects  the  tendency  of  the  sieve  to  blind  up.  The  smaller  the  wire,  the 
more  fiexible  will  be  the  sieve  and  the  less  will  be  the  tendency  to  blind.  Cloth 
made  of  too  fine  wire  will  have  its  wires  spread  and  lose  its  size  of  mesh,  even 
if  the  cloth  is  double  crimped.  The  cost  of  the  cloth,  which  diminishes  rapidly 
as  the  wires  are  reduced  in  size  (see  Table  281),  furnishes  an  additional  reason 
for  using  small  wire.  The  tables  show  that  natural  development  has  recog- 
nized these  advantages  and  that  the  sieves  used  for  jigs  have  smaller  wires  and 
larger  percentages  of  opening  than  those  used  in  the  revolving  screens  or  gravity 
stsmips. 

Where  punched  plate  is  used  it  will  probably  be  advantageous  to  punch  the 
holes  closer  together  than  for  revolving  screens,  and  it  may  also  be  better  to  use 
thinner  plate.  The  tin  plate  which  has  found  so  much  favor  in  California 
stamp  mills  might  serve  well  for  jigs. 

§  418.  Life  of  Sieves. — Table  279  of  the  life  of  jig  sieves  is  interesting  in 
a  general  way,  but  there  will  have  to  be  a  certain  reservation  in  regard  to  all 
comparisons  drawn  from  it,  for  the  conditions  differ  greatly  in  the  mills.  The 
ore  may  be  hard  and  cutting,  or  it  may  be  soft.  The  water  may  be  acid  and 
corrosive,  or  not  so.  Sieves  that  are  overcrowded  with  work  will  probably  have 
shorter  lives.  The  action  of  the  mechanism  may  or  may  not  be  severe  upon  the 
sieve.  The  height  of  the  tail  and  other  adjustments  may  be  more  or  less  favor- 
able to  long  life  of  sieves. 

In  Mill  27  the  action  of  the  jig  mechanism  is  more  severe  than  that  in  any 
other  of  the  mills  visited,  and  the  life  of  the  sieves  is  shorter.  In  Mills  21, 
38  and  43  the  life  of  all  the  sieves  is  shorter  than  the  average.  In  21  it  may 
be  due  to  the  cutting  action  of  pyrite  and  the  corrosion  of  acid  water;  in  38  and 
43  it  may  be  due  to  corrosive  action  of  acid  and  of  copper  salts.  In  Mills  16 
and  25  the  sieves  have  long  life.  This  may  be  due  to  the  softness  of  galena  and 
the  lack  of  corrosive  action. 

Taking  an  average  of  all  the  lives  of  sieves  that  have  been  obtained  from  the 
mills,  we  find:  108  steel  sieves  have  68.5  days  average  life;  177  brass  sieves  have 
243.7  days  average  life;  39  copper  sieves  Have  213.6  days  average  life.  This 
suggests  the  fact  that  corrosion  is  much  more  effective  in  destroying  jig  sieves 
than  is  attrition,  for  if  this  were  not  so,  copper  would  be  the  shortest  lived  and 
steel  the  longest.  The  extraordinary  jump  between  jigs  2  and  3  in  Mill  30 
seems  hardly  to  be  explained  in  any  other  way. 

A  few  other  points  are  interesting.    Mills  27  and  40  demonstrate  that  the 
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life  of  steel  screens  is  shorter  for  the  finer  sieves;  Mill  13,  however,  shows  the 
reverse.     Mills  30,  35,  38,  46  and  48  show  that  the  life  of  brass  sieves  is  longer 

TABLE  280. — LINK£NBACH'S   FIGURES  ON   JIO  SCREENS. 


Siseof 
Feed. 

SlMofHole 
in  Sieve. 

Kind  of 
Sieye. 

Life  of  Sieves. 

Tfen-Hour 

Shifts. 

Length  of 
Plunger 
Strole. 

Number  of 

Strokes  per 

MinutoT 

Mm. 

Mm. 

Mm. 

SO-80 

10 

Steel  plate. 

400 

76 

110-190 

18-ao 

Steel  plate. 

800 

00 

110-190 

8-28 

Steel  plate. 

960 

60 

110-180 

fr-« 

Brass  doth 

100 

48 

180 

8-5 

Brass  cloth 

00 

86 

180 

»-« 

IH 

Brass  cloth 

75 

85 

140 

J^« 

1 

Brass  doth 

60 

16 

140 

for  the  finer  than  for  the  coarser  sieves.  Mill  25  shows  the  same  to  be  true  for 
copper;  but  Mills  24  and  43  show  no  regular  increase  or  decrease  for  copper. 
Linkenbach^s  figures  are  given  in  Table  280.  These  figures  differ  from  those 
of  the  author,  steel  lasting  longer  than  brass  and  coarser  screens  much  longer 
than  finer,  probably  owing  to  some  difference  of  condition.  The  author's  figures 
are,  however,  taken  from  a  large  number  of  mills. 
Kunhardt  finds  in  practice  that  the  head  end  of  the  sieve  wears  faster  than 

TABLE  281. — SIEVE  WIRES  AND  PRICES. 


4-mesh. 

8-mesh. 

le-mesh. 

80mesh. 

Diameter 

of  Wire  in 

Inches. 

Price  pep 
Square  Foot. 

Diameter 

of  Wire  in 

Inches. 

Price  per 
Square  Foot. 

Diameter 

of  Wire  in 

Inches. 

Price  per 
Square  Foot. 

of  Wire  in 
Inches. 

Price  per 
Square  Foot. 

IRON  OR  STEEL. 


0.190 

$0.73 

0.068 

80.00 

0.088 

$0.00 

0.016 

$0.66 

0.08 

0.88 

0.041 

0.88 

o.oao 

0.88 

0.014 

0.47 

0.068 

0.27 

0.088 

0.82 

0.016 

0.17 

0.018 

•     0.81 

0.041 

0.14 

0.088 

0.19 

0.0136 

0.18 

0.01 

0.88 

0.088 

0.08 

0.0^7 

0.07 

0.0006 

0.08 

0.009 

aio 

BRASS  OR  COPPER. 


0.190 

94.00 

0.068 

S8.00 

0.085 

S8.00 

0.017 

$1.75 

0.06 

1.7B 

0.047 

1.75 

0.086 

1.90 

0.0146 

0.90 

0.068 

0.86 

0.085 

0.85 

0.09 

0.60 

0.018 

0.66 

0.047 

0.50 

0.088 

0.60 

0.017 

0.46 

0.01 

0.48 

0.088 

0.86 

0,08 

0.85 

0.0186 

0.80 

0.006 

a80 

TABLE  282. — COST  OF  JIO  SCREENS. 
Abbrerlations.— B.  W.  O.sBirmingham  Wire  Gauge;  C.  LsCast  iron;  In.=inch;  Ncanumber. 


Mill 

No. 

Material  of 
Screens. 

Meshes  per 
Linear  In. 

Size  Wire. 

Cost  per 

Square 

Foot. 

Hill 
No. 

Material  of 
Screens. 

Meshes  per 
Linear  In. 

SiseWire. 

Cost  per 
Square 
Foot 

B.  W.  G. 

Cents. 

B.  W.  Q. 

Cents. 

10 

C.  L  grating. 

^.in.  space 

M-in.  bars 
0.99  inch. 

44 

94 

Copper  doth 

6 

18 

86 

18 

Steel  cloth... 

Ui  inch. 

40 

10 

19 

67 

i»       tt 

^inch. 

0.15  inch. 

46 

44                     t« 

14 

88 

86 

41              t» 

Hinch. 

0.19  inch. 

86 

44                     44 

a> 

96 

84 

17 

Coj^per  cloth 

7 
10 

16 
18 

60 
60 

86 

Steel  plate... 

il         "^    44 

4  mm. 
8  mm. 

A  in.  thick. 
A  in.  thick. 

94 
94 

ti         •» 

19 

10 

60 

Brass  doth.. 

14 

80 

t»         »» 

16 

99 

00 

44                 44 

14 

80 

91 

Steel  doth... 

4 

16 

15 

44                 44 

16 

80 

4»                14 

6 

18 

16 

44                44 

10 

18 

80 

M             It 

10 

90 

90 

40 

Steddoth... 

19 

88 

U             44 

19 

99 

90 

44              44 

19 

98 

M             44 

16 

99 

80 

44              44 

14 

98 

94 

Copper  cloth 

^H 

14 

75 

10 

18 

94 

the  tail  end,  and  in  certain  mills  the  head  wears  out  at  two-thirds  of  the  life 

of  the  sieve;  this  part  is  then  patched  and  the  sieve  serves  the  remaining  third. 

§  419.  Cost  of  Screens. — Owing  to  the  uncertainty  of  figures  quoted  from 
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practice,  which  may  or  may  not  include  varying  freight  charges,  the  author 
quotes  prices  from  a  trade  catalogue.  The  W.  S.  Tyler  Co.  give  in  their  cata- 
logue, prices  and  sizes  of  wire  for  screens  from  which  Table  281  is  compiled. 
These  prices  are  presumably  subject  to  a  discount,  but  they  serve  to  show  how 
much  the  cost  is  lessened  if  smaller  wires  are  used  and  also  to  show  the  relative 
cost  of  the  different  materials.  Table  282  shows  the  cost  of  screens  in  a  few 
of  the  mills.  These  figures  are  much  more  closely  in  harmony  with  Tyler's 
figures  than  they  at  first  appear.  The  variation  in  the  thickness  of  the  wire 
causes  the  apparent  inconsistency. 

§  420.  Slope  op  Jig  Sieves. — In  this  country  nearly  all  the  sieves  are  level. 
A  few  exceptions  may  be  noted,  all  of  which  seek  to  even  up  the  conditions  of 
the  whole  bed.  The  sieves  which  slope  downward  seek  to  give  more  load  toward 
the  tail  to  counterbalance  the  overload  at  the  head,  due  to  fast  feeding.  The 
sieves  which  slope  upward  toward  the  tail  seek  to  maintain  a  thin  bottom  bed 
of  equal  depth  all  over  the  sieve,  and  on  this  account  to  use  less  thickness  of 
bottom  bed,  and  by  this  thinness  and  lightness  to  secure  more  rapid  treatment 
or  greater  capacity. 

In  Mill  14  on  No.  1  and  No.  2  jigs,  the  sieves  are  40  inches  long,  20  inches 
wide,  with  tails  8  and  9  inches  high  respectively.  They  slope  down  i  inch  and 
1  inch  respectively  toward  the  tail.  These  jigs  have  also  three  cross  partitions 
on  each  sieve,  of  wrought  iron  \  inch  thick,  1^  inches  high,  to  prevent  the  bot- 
tom bed  from  moving  too  rapidly  toward  the  tail  end. 

On  CoUom  jigs  (see  Figs.  308a-308c),  it  has  often  been  found  on  the  tail 
plunger  sieve,  that  is,  the  sieve  which  has  the  plunger  opposite  its  tail,  that  the 
plunger  gave  more  pulsion  at  its  end  of  the  sieve  than  at  the  other.  To  correct 
this,  the  sieve  has  sometimes  been  given  a  slight  slope  toward  the  tail,  thereby 
lightening  the  whole  bed  at  the  head  end  and  evening  the  pulsion.  On  the 
head  plunger  sieve  it  was  found  that  the  heavier  load  on  the  head  of  the  sieve 
was  sufficient  to  equalize  the  pulsion  without  inclining  the  sieve.  The  amount 
of  slope  used  on  the  three  CoUom  jigs  of  Mill  13  is  1  inch  in  46  inches,  1  inch 
in  33  inches  and  \  inch  in  45  inches  respectively. 

Many  coal  jigs  use  a  down  slope  toward  the  tail  to  increase  capacity. 

In  Mill  9  the  Henry  Faust  jig  is  used,  which  is  the  only  jig  known  to  the 
author  which  has  a  slope  upward.  In  it  the  sieves  are  42  inches  long  and  30 
inches  wide,  with  a  tail  board  6  inches  high.  The  sieve  is  1  inch  higher  at  the 
tail  end  than  at  the  head.  The  tendency  of  the  blende  to  be  carried  forward  so 
as  to  form  a  thicker  bottom  bed  of  concentrates  at  the  tail  than  at  the  head,  is 
in  this  way  balanced,  yielding  a  bottom  bed  of  blende  of  the  same  thickness 
from  head  to  tail.  This  even  thickness  enables  the  jig  to  be  run  with  a  thinner 
and  more  active  bottom  bed.  These  modifications  are  probably  partly  the  cause 
of  the  great  speed  of  jigging  by  this  jig — 80  tons  in  24  hours — as  compared  with 
that  of  other  jigs  of  the  same  class — 40  tons  in  24  hours. 

Foreign  practice  is  indicated  by  the  following  notes :  Rittinger*^  recommends 
a  slope  5°  to  8°  downward  toward  the  tail  of  the  jig.  Commans"^  recom- 
mends a  slope  downward  toward  the  tail  of  1^  inches  in  3  feet  for  coarse  jigs 
and  i  inch  for  fine  jigs.  The  jigs  at  Przibram  have  a  gentle  slope  downwaSl 
toward  the  taiP*.  Kunhardt*'  reports  a  slope  of  1  in  36  as  being  used  to  help 
the  sand  move  forward  where  water  is  scarce.  Linkenbach"  recommends  level 
sieves.  The  sieves  on  the  jigs  at  Clausthal  are  level"*.  In  conclusion,  it  would 
seem  that  the  high  slope  recommended  in  the  early  days  by  Rittinger  and  others 
has  given  way  both  in  this  country  and  in  Europe,  as  a  general  thing,  to  the 
level  sieve. 

§  421.  Methods  of  Feeding  Jigs. — In  most  cases  the  material  is  fed  to  the 
jig  at  the  head  end  of  the  first  sieve  and  pasFOs  over  it  and  the  succeeding  sieves. 
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In  three  mills,  however — 16  No.  2  jig,  24  No.  2  jig  and  28  No.  1  and  No.  2 
jigs — ^the  material  is  fed  at  the  middle  cross  partition  and  passes  in  both  direc- 
tions. On  many  coal  jigs  which  have  but  one  sieve,  the  material  is  fed  at  the 
longitudinal  partition  between  the  plunger  and  sieve. 

It  is  important  that  the  feed  to  jigs  be  steady.  A  jig  with  an  automatic  dis- 
charge for  coarse  concentrates,  if  fed  irregularly,  will,  unless  very  carefully 
watched,  when  overfed,  send  good  ore  into  the  tailings  and,  when  underfed,  send 
waste  into  the  concentrates,  owing  to  the  fact  that  these  discharges  are  slug- 
gish in  responding  to  changed  conditions;  in  fact,  they  cannot  respond  suffi- 
ciently to  meet  any  considerable  change.  A  jig  which  discharges  its  concen- 
trates through  a  bottom  bed,  if  overfed  will  send  good  ore  into  the  tailings;  if 
underfed  it  may  send  a  little  waste  into  the  heads,  but  it  is  not  so  likely  to  do 
this  as  in  the  above  instance. 

The  rate  of  feeding  of  jigs  is  controlled  by  the  fact  thkt  they  are  nearly 
always  fed  from  revolving  screens,  classifiers,  or  other  jigs,  all  of  which  machines 
deliver  their  products  at  an  almost  uniform  rate.  The  rate  of  feeding  may  also 
be  controlled  by  the  use  of  automatic  feeders.  Thus,  at  Clausthal  in  the  Harz, 
hoppers  are  used  for  feeding  jigs  with  dry,  sized  products  down  to  1  mm.  The 
hopper  has  its  discharging  slot  at  the  head  end  of  the  sieve  extending  nearly, 
if  not  quite  its  whole  width  (see  Fig.  337).  The  sand  works  down  through  the 
slot  as  fast  as  the  jigging  work  takes  it  away.  The  width  of  the  slot  is  adjust- 
able to  suit  the  capacity  of  the  jig  on  the  material  treated.  A  hopper  so  run  is 
an  automatic  feeder.  This  device  is  quite  common  in  this  country  on  coal  jigs 
which  have  only  one  sieve  and  are  fed  at  the  partition  between  the  plunger  and 
sieve.  At  Przibram  an  automatic  feeder,  consisting  of  hopper  and  shaking 
feed  sole,  similar  to  the  TuUoch  feeder  in  principle,  is  used. 

It  is  important,  not  only  that  a  jig  be  fed  regularly,  but  that  the  material  be 
distributed  over  the  whole  width  of  the  sieve,  so  that  every  part  of  the  jig  may 
have  full  jigging  duty  to  do.  It  is  also  important  that  the  feed  material  Siould 
come  to  the  jig  in  a  quiet,  gentle  manner,  so  as  not  to  disturb  the  whole  bed,  as 
would  be  the  case  with  a  swift  plunging  current.  To  effect  both  these  results, 
aprons  or  feed  boxes  are  employed.  The  aprons  used  at  Lake  Superior  are  usu- 
ally of  wood,  covered  with  J-inch  iron  plate,  of  the  width  of  the  sieve  and  about 
one  and  one-half  times  as  long  as  they  are  wide,  with  a  slope  of  7°,  or  1^  inches 
to  1  foot,  entering  the  sieve  box  exactly  level  with  the  top  of  the  tailboard. 
This  form  has  the  advantage  that  it  can  distribute  evenly  and  gently  the  mixed 
sand  and  water  falling  upon  it.  Steeper  aprons,  up  to  45**  slope,  are  shown  in 
the  catalogues  of  some  of  the  large  manufacturers  (see  Fig.  3416),  but  the  jigs 
could  hardly  be  fed  as  gently  with  this  form. 

The  feed  box  (see  Fig.  306a),  is  a  very  common  method  of  feeding  the  jig. 
It  consists  of  a  little  box  S  running  across  the  head  end  of  the  jig  outside,  with 
an  overflow  slot  cut  in  its  side  through  which  the  sand  flows  to  the  whole  width 
of  the  jig.  The  bottom  of  this  slot  is  generally  horizontal  and  level  with  the 
top  of  the  tail  of  the  sieve.  In  Mill  30  it  slopes  down  and  enters  3^  inches  above 
the  tail.  The  bottom  of  the  box  is  from  2  to  6  inches,  more  or  less,  below  the 
slot  and  in  it  rests  always  a  bed  of  sand  which  prevents  the  bottom  from  wearing 
out. 

When  feed  hoppers  are  used,  as  previously  described,  aprons  or  feed  boxes  are 
not  necessary. 

Mill  25  feeds  its  jigs  by  a  2-inch  pipe,  discharging  nearly  horizontally  at  a 
height  of  3i  inches  above  the  tail  level. 

§422.  Drop  Between  Sieves. — The  tailboard  or  partition  between  sieves, 
should  always  have  a  horizontal  straight  edge,  in  order  that  the  waste  sand  may 
overflow  with  equal  speed  from  all  parts  of  the  preceding  sieve,  and  it  should  be 
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beveled,  sloping  downward  toward  the  following  sieve,  so  as  to  clear  itself 
freely,  thereby  forming  the  feed  apron  of  that  sieve.  The  almost  universal  con- 
struction is  shown  in  Fig.  306a.  In  the  coarse  jig  of  Mill  15,  however,  the 
tailboard  is  in  the  form  of  a  gable,  sloping  toward  each  sieve.  The  ultimate 
purpose  of  this  drop  between  sieves  is  to  facilitate  the  forward  flow  of  the  sand. 
Coarse  jigs  need  more  drop,  because  the  larger  lumps  are  less  mobile  than  the 
finer  sands ;  that  is  to  say,  they  do  not  become  level,  drop  into  layers,  or  move 
forward  toward  the  tail  with  the  same  speed  as  finer  sizes. 

From  Table  271,  we  find:  Mill  40  uses  2^  inches  drop  throughout.  Mill  20 
uses  2i  inches  drop  throughout.  Mills  10  and  21  use  2  inches  drop  throughout. 
Mills  16,  17,  26,  27  and  31  use  li  inches  drop  throughout.  Mills  22,  28,  37 
and  92  use  1  inch  drop  throughout.  Mills  15,  30,  32,  35,  39,  41  and  86  use  a 
descending  drop  from  coarse  to  fine ;  of  these,  Mill  32  has  further  a  descending 
scale  on  each  jig  from  the  first  to  the  last  sieve.  Mills  24,  26  and  38  show 
irregularity  in  the  amount  of  drop.  The  blende  jigs  in  Southwest  Missouri 
(Mills  9  and  10)  use  1^  to  2  inches  on  the  No.  1,  or  roughing  jigs,  and  for 
a  four-sieve  No.  2,  or  finishing  jig,  the  drops  are  f,  f  and  0  inch  respectively. 
Kunhardt  recommends  1  to  2  inches  for  coarse  and  f ,  ^  and  0  inch  respectively 
for  a  four-sieve  fine  jig.  Linkenbach  recommends  40  mm.  for  coarse  jigs,  20 
mm.  for  fine. 

It  is  clear  from  the  above  summary  that  a  large  proportion  of  mill  men  (thir- 
teen out  of  twenty-three),  think  it  better  to  have  one  standard  drop  sufiicient 
for  the  coarsest  size,  than  to  vary  it.  It  is  significant  that  the  four  mills  which 
upe  only  1-inch  drop  throughput  are  first  class  modem  mills. 

§  423.  Height  of  Tailboard. — ^The  height  of  the  tailboard  above  the  sieve 
will  be  the  measure  of  the  depth  of  the  whole  bed-  The  height  to  be  used  de- 
dends  upon  the  difference  in  the  specific  gravities  of  the  valuable  mineral  and 
the  waste,  and  upon  the  size  of  the  grain.    A  greater  difference  in  specific  gravity. 
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that  is,  an  easy  separation,  requires  less  depth  because  the  bottom  bed  holds  its 
level  better  than  when  the  difference  in  specific  gravity  is  less  (see  Figs.  332  and 
333).  Compare  in  Table  271,  Mills  22,  24,  27,  28  and  30,  jigging  galena,  with 
Mills  9,  10,  12  and  14,  jigging  blende  or  pyrite. 

The  coarser  grain  requires  a  greater  height  of  tail  than  the  finer,  in  order  to 
have  a  sufficient  number  of  particles  in  vertical  column.  A  jig  with  a  tail  only 
2  inches  high,  but  jigging  2-mm.  sand,  would  have  a  whole  bed  twenty-five  grains 
deep.  On  the  other  hand,  a  jig  treating  38-mm.  lumps  with  a  tail  6^  inches 
high,  will  have  a  whole  bed  only  four  lumps  deep. 

A  study  of  Table  271,  of  mill  practice,  taken  from  thirty-five  mills,  brings 
out  the  following  points:  A  descending  scale,  that  is  higher  tailboards  on  the 
coarse  jigs  and  lower  on  the  fine,  is  used  in  twenty-one  mills.  In  Mill  30,  using 
Harz  jigs,  and  48,  using  CoUom  jigs,  the  figures  show  that  great  care  is  taken  of 
this  adjustment  A  uniform  height,  approximately,  for  all  jigs,  is  used  in  ten 
mills.  A  rising  scale,  that  is  the  finer  with  higher  tailboards  than  the  coarser, 
is  used  in  two  mills,  14  and  86.     Irregularity  is  found  in  two  mills,  24  and  88. 

The  last  sieve  with  a  higher  tailboard  than  the  previous  sieves  on  a  multi-sieve 
jig,  or  with  tailboards  increasing  in  height  from  the  first  sieve  toward  the  last 
^ue  on  a  multi-sieve  jig,  in  a  more  or  less  perfect  series,  occurs  in  Mill  30.    The 

act  reverse  is  found  in  Mill  18.    There  seems  to  be  a  logical  reason  for  having 
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the  tail  of  the  last  sieve  higher  than  those  of  the  earlier  sieves,  because  the  heaviest 
of  the  ore  has  been  all  taken  out,  and  jigging  lighter  material  needs  a  deeper 
whole  bed. 

The  extremes  of  height  are  found  in  Mills  12  and  14,  which  have  the  highest 
tails  and  in  20,  which  has  the  lowest  and  which  uses  a  bottom  bed  of  lead  bullets 
which  are  very  heavy. 

The  CoUom  jigs,  not  including  the  modified  forms,  will  be  noticed  to  have  very 
much  lower  tailboards  than  the  Harz;  the  maximum  is  3|  inches  in  height  in 
Mills  35  and  42,  and  3  inches  at  Lake  Superior.  On  the  other  hand,  with  a  few 
exceptions,  mostly  on  the  finest  jigs,  the  Harz  jigs  have  tailboards  over  3^  inches 
in  height  The  reason  for  this  is  that  the  positive  eccentric  and  large  plunger 
of  the  Harz  give  a  quiet,  easy  action,  while  the  CoUom  jig,  if  loaded  up  with  a 
whole  bed  4  to  6  inches  deep,  would  pound  badly  and  be  hard  upon  the  mechanism. 
Mill  13  is  an  exception.  There  the  CoUom  jig  has  been  very  much  modified  as 
to  its  spring  and  the  opening  between  plunger  and  sieve  compartments,  to  increase 
its  power  and  avoid  the  pound.  Mill  43  uses  a  4i-inch  tail,  but  to  do  so,  has 
joined  the  hammers  of  CoUom  jigs  directly  to  the  plunger  by  connecting  rods, 
giving  them  a  positive  motion. 

§  424.  Jigging  with  a  Stay  Box. — The  following  is  given  by  Kunhardt  as 
European  practice :  "To  economize  in  the  use  of  water  and  prevent  the  fine  ma- 
terial from  being  carried  oflE  the  jig  too  quickly,  the  water  in  such  fine  jigs  is 
almost  always  stayed ;  that  is,  the  tailings  are  discharged  through  a  long  slit  in 
the  end  board  of  the  jig,  beyond  and  immediately  adjoining  which,  there  is  a 
stay  box.  The  latter  may  have  the  form  of  a  small,  hydraulic  classifier,  which 
delivers  the  heavier  material  through  the  bottom  and  the  lighter  stuflF  as  overflow. 
The  overflow  level  is  set  at  least  2  inches  higher  than  the  discharge  slit  of  the  jig, 
so  as  to  produce  a  slight  head  pressure  and  a  deep  layer  of  water  over  the  whole 
bed,  with  a  tendency  to  check  the  main  current  of  the  jig.  In  another  form  of 
stay  box  the  jig  discharge  is  similarly  made  through  a  slit'  a  couple  of  inches 
below  the  water  surface,  while  in  the  stay  box  there  is  a  float  from  which  hangs 
a  plug  that  regulates  the  discharge  opening  in  the  bottom,  according  to  the  water 
level  in  the  jig.  The  sands  and  meals  sink  to  the  bottom,  and  escape,  while 
most  of  the  water  is  retained.'* 

The  stay  box  gives  a  freer,  looser  whole  bed  and  one  in  which  the  various 
layers  find  their  level  better  than  without  it.  This  makes  up  for  the  lack  of  the 
carrying  current  for  transporting  forward  the  quartz,  and  avoids  carrying  un- 
finished fine  ore  into  the  tailings.     It  does  not  appear  to  be  used  in  this  country. 

C.  M.  Rolker*'  (1877),  speaks  of  the  use  at  Lake  Superior  of  flat  cross  bars 
on  edge,  dipping  slightly  into  the  pulp,  to  cause  the  carrying  current  to  pass 
beneath  them  and  thereby  to  break  up  the  hardened  cake  and  enable  the  fine  cop- 
per to  settle. 

§  425.  Method  of  Eunnino  Jigs. — The  work  of  the  jig  is  on  one  of  three 
lines:  A.  The  jig  makes  coarse  concentrates  and  tailings,  with  a  small  amount 
of  hutch  incidentally  from  attrition  of  the  large  grains.  B.  The  jig  makes  coarse 
concentrates,  hutch  and  tailings.     C.  The  jig  makes  only  hutch  and  tailings. 

The  work  done  by  jigs  is  shown  in  Table  283,  and  the  class  in  which  it  belongs, 
whether  A,  B  or  C,  according  to  the  above  classification,  is  given  in  the  third 
column.  The  table  shows  that  of  300  jigs  there  are  76  in  class  A,  106  in  class 
B,  116  in  class  C,  1  doubtful,  either  A  or  B,  and  1  with  first  sieve  C  and  second 
sieve  B.  In  the  Freiberg  district,  Germany,  in  1893,  out  of  126  jigs,  94  were  in 
class  A. 

The  following  summary  of  the  table  shows  the  360  jigs  divided  into  groups 
according  to  the  material  which  is  treated  and  each  group  subdivided  into  the 
separate  classes: 


^li 


ORE  IfSESSnfG. 


§  *^ 


TAAIZ  Z*-:. — mP*>sE  A51>  ABJ^STMMSTS  OF  JIGS. 
L— 4.ir  ^JL-cvTOBrar    Ait   aa.  =  A-iawatic  ^wefcanpec  fc.  cL=  ^  . 


(a)  Clatt*  A  makes  courtk^  cunct^iiir^tes  and  tallinf^s;  Class  B  makes  coarse  concentrates,  hutches  and  tail 
(r)  V.Tv  similar  to  thosn  of  Mill  10.  («)  Tho  n4>cond  sieve  of  this  jij?  has  a  double  dischnrge  of  which  tbi» 
low«4r  <lisi;har&cra  respectively  of  Uie  double  discharnre  on  the  second  sieve,  (g)  These  are  treated  aeparatciy, 
draullf  clasHlfWr.    (0  First,  second  and  third  spigots  of  No.  1  hydraulic  clasaifler. 


§  425 


JIG8. 


553 


TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OF  JIGS, 
jig  taken  In  order  from  the  head  to  the  tidl. 

Br.=Bryan;  hrVr=  breakers:  c.=coDceiitrateB:  C.  c.=Coarse  concentrates;  CI.=Cleanlng;  cLsclassifler; 
ington  mill;  Hunt  =  Huntington;  hy.= hydraulic;  hy.  cLshydraulie  classifier;  inf.  =: infinity;  ].=Jig;  K.= 
pr.  or  precea*g= preceding;  p.  t.=picking  table;  r. trolls;  8.=8ieTe;  8C.=8creen;  Bm.=smelter;  8p.=8plgot; 
unw.sanwatererorunwatered;  Unw.  b.=Un watering  box;  Z.=Zinc. 
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...• 

** 

.... 

"          . 

••] 

»• 

M 

.... 

•t 

.... 

It 

Rolls.. 

.... 

Waste. 

u 

•1 

}"  • 

'   ** 

.   «• 

„ 

11 

tt 

. "  . 

•1 

It 

tt 

It 

tt 

m 

Graded] 
from  8 
tol       { 

1 
M 

H 

1.71 


84 
84 

84 

188 

188 

144 

100 
810 

880 


100 
140 

800 
140 

140 

140 

180 
800 
800 

^800 

840 
845 
848 
848 
850 


1» 


•] 


B'low 
8.07 


[0.60 


f" 
f 


8.17 
1.81 
8.64 
8.54 


0.70 
0.75 
0.08 
0.75 


m 


6.85 


0.6S 


8 
/8 


1.01 
1.81 
5.08 

8.78 


8.81 
5.44 


0.51 


0.50 
0.50 
0.68 

0.60 


-0.60 


0.67 
0.57 


Inge;  Class  C  makes  hutches  and  tailings.    (6)  Tliese  are  the  ratios  of  the  maximum  grains  of  each  material. 

upper  discharge  goes  to  rolls  and  the  lower  goeR  to  smelter.    (/)  Those  figures  are  for  the  upper  and 

■-A..^.,  __^_,.  ^__:._  W-* —  — J  *-  1-^1  J  *i ,1..^*  *!._*.  I 1^1 —     /i.vi:<j_i. — J -.« — ^1 — ^*iofNo.  Ihy- 


a  little  catch  iSasin  being  used  to  hold  the  product  that  is  waiting.'  (A)  First  and  second  spigots  c 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OF  JIGS. 

Nan.— In  some  caaes  Boveral  valuee  will  be  found  for  one  Jig.    These  are  for  the  different  RieTes  of  the 

Abbreviations.— A.ut.= Automatic;  Aut.  dis.= Automatic  discharge;  b.  cI.=box  claasiller:  B*low=Belotr; 

dis  ^discharge;  dist.=diBtributor;  Gr.= Graded  from;  H.= Hutches  of;  h.=hutch;  H.  m.  or  Hunt.  m.=Hunt- 

Ktave;  L.=Lead;  lb8.=poundi;  m.=mill:  ma.=machine;  Max.=Maximum;  No.=Number;  O v. = Overside  cf; 

8t.=8tamp;  at.  Bt.=8team8tamp;T.=TaillDgsof;  tr.=trommel;  Tr.  ma.  =Trunking  machine;  Un.^Undersixe; 


14 


IE 


17 


1^ 


1    A 


?    C 


UndersUe  of  tr.  ■ . 
Hatches  No.  1  jig. 


Material  of  Feed. 


Underslie  No,  1  tr. 


Hutches  No,  I  M. 


Hutch  of  No.  9  Jig 
From  No.  1  tr. . . . . , 


rrom  »e.  and  p.  t. 


OTeralse  No.  llr.. 

OersLseNo.  atr.. 
OvemtzeNo.  9  tr,. 

Ittip,  No.  It^.  cl 


M  sp.  of  tame.., 
From  tronmieL, 


No.  Sir.. 


From  Ko.  4tr...*  j 

lat  sp.  No.  I  hy.  el 
]at»p.  No.  S  hf.  cL 
%A  spigot  of  same^ 

OTerflow  of  same. 

Oversize  No.  *  tr,. 
OveniiEff  No,  a  tr . , 
Ovnraize  Nn.  4  tr. , 

(A) 

8d  Bp.  No.  1  by.  d 
Overaixe  No,  8  tr, . . 
OvorpUe  No  3tr. 
\i  iPerslzfii  No.  4  tr. . 

(0 


giie  of  Feed 


Mm. 


lS.7toO 


848  too 

tS  mceh  toQ 
19.1  to  1«. 7 
l!2.7to«.35 

6>a5  to  0 
O.GtoO 

OTerlS.4 

19.4  to  4.7 
4.7  to  fl. a 

S.StoO 

s.atoo 

10  to  fi  oti  1st 
two  fijevi^, 

5  to  3  on  Lnsl 
two  slevei. 

StoO 

10  to  7 


Tto5 


5  to  SU  or 
(ff)8Mto5 

StoO 
2LoQ 
StoO 

StoO 

4  to  6  mesh. 

0  toS  tnefilj. 
%  to  10  meeh. 
10  m*:'3h  lo  ii 
Ifimi^h  to  0 
3  lo  fl  iw^sh. 
5  to  8  iiieflh. 
8  to  la  m«fth 
lOiut'sU  toU 


Net 

Diamtiter 

til  Sorfttfu 

Hole. 


Mm. 


8. IB 


Ratio  of 
DJiftiTn^ter  of 
Scpt^eo  Hoh^ 

uf  l^'tiod. 


a.  25  to  iuf. 


30  meflb. 
8K75 
19.06 

21. 5ft 
9.58 


S.59 
1.80 


nM 


SS  mesh. 
4.70 


1.30 


I. BO 

i.sa 

1.80 


l.SO 


1.30 

1.04 
0.69 

o.at» 


1,7  to  9.6 
1.5tQS,0 

l.OtoUif.) 

1.0  to  S. 3 

i.otoitirj 

—  to0.2Q 

O.SntoO.55 
0,3S  to  0.57 

D.ae  to  lof. 


0.«4COD.4S 
i  O.lBtoO.SG 


f,00f 


4.34 

3. DO 
l.OB 
I.6S 


0.3<MoO, 


0.45tollit 
0.65  Uj  ^' 
0.05  to  " 

O.lStoO.80 


O.SOtoO.SO 


I  QM  to  0.87 
1 0.37  to  0.65 


a.EStolcf. 


Material  of  Bottom 
Bed, 


Makes  own  bed.. 


Hand-picked  ore ... 

Hutch  No.  S  Jig.  is! 7 

to  0.35  mm. 
SO.St-mm.  stuff..... 
Hut^Th  No.  1  M^  2£^ 

to  9.5  mm. 


Makes  own  bed. 


Ist  discharge  No.  4  JJjj 
Makes  own  bed... 


**  II 


U  II 


Thjclt- 

neisol 

Bed. 


Ratio  of 
Diameter 
of  Bed 
Material 
to  Diame- 
ter of 
Feed. 
(6) 


Inches. 


1J4 
] 

H 

3 
3 


8.0 
8.8 
8.8 


(a)  Class  A  makes  coarse  concentrktt^s  and  tailings;  Class  B  makes  coarse  concentrates,  hutches  and  tail 
(c)  v«>ry  similar  to  those  of  Mill  10.    («)  Tho  second  sieve  of  this  jig  has  a  double  discharge  of  which  th«^ 
lower  aischarges  respectively  of  the  double  discharge  on  th»  second  sieve.    {g\  Tliese  are  treated  separately, 
*aulic  classifler.    (0  First,  second  and  third  spigots  of  No.  1  hydraulic  chissifler. 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OF  JIQ8. 
JJg  taken  In  order  from  the  head  to  the  taU. 

Br.sBryan;  brVrsbreakers:  c.=concentrateB:  C.  c.=CoaiiBe  concentrates;  Cl.=Cleanlng;  cl.=cla88ifler: 
Ington  mill;  Hunt = Huntington;  hv.shydrauUc;  hy.  cl.=hydraulic  classifier;  inf.=inflnit7;  J.=Jig;  K  = 
pr.  or  preced'gspreceding;  p.  t.=pickinK  table;  r.=roll8;  8.=8ieTe;  8c.=8creen;  Bm.=8melter;  sp.sspigot; 


unw.sunwatorer  or  unwan 


Unw.  b.=Un watering  box;  Z.=Zinc. 


Ooam 

Oonoentrates. 
How  BemoTed. 


Destination  of  Products. 


Ooam 

OoDoentrates 
to 


Hutch 

Products 

to 


Tailings 
to 


Amount  of 
Plunger 
Throw. 


B 


Automatic 
Discharge. 


II 


^1 

Ml 


1.^ 
ill 


10 


16 


16 


17 


18 


Aut  discharge . 


By  skinuning. 


i  Automatic 
I    discharge. 


No.  2  Jig... 
(c) 


No.  8  jig 
(l)Leadsm. 
Z,  sm.. 


Waste. 


Inches. 
94 


...j 


aded) 
•omM}- 
>«      1 


Oraded] 
fromf 
to! 


(8)  V  Smelter. 

C4)  Rolls 

Same  as  preced'g 


rCDAutdis. 
I  (8)  None. . . . 


one 

Aut  discliarge.. 


(l)Aut.  dis.. 
None 


Aut  discharge.  | 


Aut.  discharge. 


None.< 


Smelter. 
(1)  Smelter.. 

(8)  Rolls 

(8)  Smelter.. 
(4)  Smelter.. 
(1)  Smelter 
(8)  None, 
(8)     "    . 

;i)LeadmiU 

8)       («)       .... 

(l)LeadmiU 

Ili  [  Zinc  smelter. 

(4)  Rolls 

(l)Lead  miU..... 

m  Zinc  smelter. 

(4)RoUs 

Same  as  preoed'g 

None. 


imelter... 


(8)|.Sm.... 

C4)  Rolls.... 
Same  as  pr. 


Smelter. 
Smelter., 


(l)Leadsm. 
(8)  SOnc  sm, 

(l)L.mUl... 
|iz.sm.. 
(l)LmiU.. 

Z.sm.. 

teaspr. 


Graded) 
from  A 
toA 


180 
170 


178 


875 


In. 


In. 


1^ 

IH 

Graded! 
from  8 
tol       j 

1 
H 


Rolls.. 
Waste. 


1.71 


(8)1 
(8)V 


(l)L.miIl.. 


( -  ...{ 


84 
84 

84 

188 

188 

144 


190 
810 


100 
140 

800 
140 

140 

140 

180 
800 
800 

^800 

840 
845 
848 
848 
850 


1» 


»] 


B^low 
8.07 


0.60 


^ 


8.17 
1.91 
8.54 
8.54 


0.70 
0.75 
0.08 
0.75 


8M 


6.85 


0.68 


8 
/8 
/8H 


1.01 
1.91 
5.08 

8.78 


8.81 
5.44 

9.51 


0.50 
0.50 
0.68 

0.60 


[0.50 

0.67 
0.57 


Ings;  Class  C  makes  hutches  and  tailings.  (6)  These  are  the  ratios  of  the  maximum  grains  of  each  material, 
upper  discharge  goes  to  rolls  and  the  lower  goes  to  smelter.  (/)  Those  figures  are  for  the  upper  and 
a  little  catch  basin  being  used  to  hold  the  product  that  is  waiting,    {h)  First  and  second  spigots  of  No.  1  hy- 


554 


OBE  DRESSING. 


§  425 


TABLE  283. — ^PURPOSE  AND  ADJUSTMENTS  OF  JIGS. — Continued. 

NoTB.— In  some  cases  several  Talues  will  be  lound  for  one  jig.     These  are  the  different  sieves  of  the 

Abbreviation8.~Aut.=Automatio;  Aut  dis.= Automatic  discharge;  b.  cL=boz  classifler:  B'lowaRetow; 

di8.=discharge;  distsdistributor;  Qr.=Oraded  from;  H.=Hutchesof;  h.=hutch;  H.  m.  or  Hunt.  m.sHunt- 

Kieve;  L.sLead;  lbfl.=pounds;  m.=mill:  ma.=machine;  Maz.=Mazimum;  No.=Number;  Ov.sOversise  of; 

Bt.sstamp;  st.  8t.=8team  stamp;  T.=Tailing8  of ;  tr.=trommel;  Tr.  ma.=Trttnkingnuw:hine;  Un.sUndersise; 


Material  of  Feed. 


Siieof  Feed. 


Net 

Diameter 

of  Screen 

Hole. 


RaUoof 
Diameter  of 
Screen  Hole 
to  Diameter 

of  Feed. 


Material  of  Bottom 
Bed. 


Thick- 
ness of 
Bed. 


Ratio  of 
Diameter 
of  Bed 
Material 
to  Diame- 
ter of 
Feed. 
(6) 


21 


9i 


88 


4th  ft  6th  sp.  same. 
6th  ft  7th  sp.  same. 

OversixeNo.  8tr... 
OversIseNo.  4tr... 

OversiaeNo.6tr... 

Spigot  No.  1  hy.  cl. 
ndersizeNo.  Otr. 

Oversiie  No  8  tr. . . 
OversIseNo.  8 tr... 

Ist  sp.  No.  1  hy.  cl. 
9d  spigot  of  same.. 

1st  sp.  No.  9  by  cL. 
»»  it 

Oversise  No.  1  tr. . 

jOv.  No.  8  tr.... 
lH.No.lJig 

Oversixe  No.8tr.. 
1st  sp.  No.  1  hy.  cL 

9d  spigot  of  same. 

I  Undersise  second 
I     halfNo.  Itr.. 

Oversise  No.  8  tr. 

Oversise  No.  8  tr. 

Undersise  Na  8  tr. 
(IstandSd  spigots 
<  No.  1  hydraulic 
(    classifler. 

8d  sp.  of  same. . 


Un.No.  IBtr... 
From  No.  8  tr.. 


lstsp.No.lhy.cl 
(r) 
Istsp.  No.  lb.d. 
goes  to  2  Jigs;  8d 
sp.  to  8  other  jigs 


\ 


Mm. 
10  mesh  to  0 
10  mesh  to  0 


6.4  to  8.7 
8.7  to  8.7 

8.7  to  1.5 

1.6  too 
1.6  too 

4.60  to  8.48 

8.48  to  1.88 

1.88  too 
1.88  too 
0.64  too 
0.64  too 

Over  18 

18to6 
0.80  too 

6to8 
8to0 

8to0 

7to6 

6to8 
8to0 

UtoO 

8to0 

10to7 

7to6 

5toS 

8to0 
StoO 

UtoO 


Mm. 


Inches. 


6.40 
6.40 
8.69 
5.41 
5.41 
6.40 
8.68 
8.74 
8.74 
1.58 
1.68 

4.70 


8.84 

1.65 
1.40 
0.80 
0.89 

9.80 

5.06 
8.76 
8.77 
8.18 
1.80 
1.55 
1.66 
1.80 
1.66 
1.66 

10  mesh. 


10  mesh. 


10 


l.«7 
1.47 

1.47 

8.68 
1.17 
1.47 

1.17 

1.17 
0.81 


Itol 
Itol 
1.8  to 
1.6  to 
1.5  to 
1.7to 
1.4  to 
1.0  to 
1.0  to 
l.Oto 
1.0  to 


7 

7 

8.8 

8.0 

8.0 

8.4 

8.4 

1.8 

1.8 

inf. 


'Lead  shot,  11.8  mm. 


\  « 


)  Worn  shot  of  jigs 
V  1  and  8  with  4.6- 
)     mm.  shot  added. 


1.9 
8.0 

1.7 

3.1 
S.1 


1.0  to  1.4 

1.1  to  8.1 
1.4tohif. 
1.4  to  inf. 


Makes  own  bed. 


j  Hutch  No.  1  jig,  t 
1     4.60  to  8.48  mm.  f 

J  Hutch  No.  8  jig,  I 
1     8.48  to  1.88  nun.) 

j  Hutch  No.  S  Jig,  i 
1     1.28  mm.  to  0.    f 


(i) 

m 

IH 
IH,   1 


14 
8.0 


1.9 


-to  0.78 

0.48  to  0.84 
0.81  to  inf. 
0.46  to  0.98 
0.86  to  0.78 
0.60  to  inf. 
0.68  to  " 
0.68  to   " 


Makes  own  bed. 


^  Hutch  No.  8  Jig, ) 
I     8.77  mm.  to  0.     } 

Makes  own  bed 


( Discharge  of  No.  I 
1  8  Jig,  6  to  8  nun.  ( 


1.7 


0.16  to  0.81 
0.81  to  0.90 

0.89  to  0.49 

1.8  to  Inf. 
0.89  to  " 


Makes  own  bed. 


)  ii  (I- 


1st  sieve  has  bed  pat 
on;  8d  makes  own. 

Makes  own  bed..... 

Ist  8.  has  1st  h.  No.  4 
Jig,  8  mm.  to  0;  8d  ft 
8d  have9d  h.  No.  4 
jig,  1.17  mm.  to  0. 


1-8 

1^ 


(a)  Class  A  makes  coarse  concentrates  and  tailiufcs;  Claas  B  makes  coarse  concentrates,  hutches  and  tail- 
U )  ^H  inches  and  less,  {k)  Skimmed  when  the  bottom  bed  becomes  2H  inches  deep.  «)  Huntington  mill  by 
charges  but  they  are  not  used,  (p)  il  inch  on  the  two  small  Ji^s.  1 A  inches  on  the  Luge  Jig.  (9)  This  is  a  Pisr^ 
fietM  of  figures  are  for  the  two  coarse  Jigs  and  the  two  fine  jigs  respectively. 
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TABLE  283. — PUBPOSE  AND  ADJUSTMENTS  OF  JIGS. — Continued. 

jig  taken  In  order  from  the  head  to  the  tail. 

Br.sBryan;  br'k'rsbreaken;  c.=ooncentrates:  C.  c.=Coar8e  concentrates:  CLsOleaniofr;  cLsclaasifler; 
Ington      —    —     ■     — -       .  -     .  - 

pr.  or 

unw.sunwaterer  or  unwal 


mill;  Hunt.=:HunUngton;  hv-.=hydraulic;  hy:  d.shydraulic  claaaifler;  inf.=lnfinity;  J.sjig;  K.= 
preced'g=preceding;  p.  t.=pickin(!r  toble;  r.srolls;  s^ssieye;  8c.=s8creen;  sm.^smelter;  8p.=:q;>fgot; 


)red;  Unw.  b.rsUnwaterlnirbox;  Z.=Zinc. 


Ooane 

Ck>noentrate8. 

How- BemoTed. 


Destination  of  Products. 


Ooarse 

Concentrates 

to 


Hutch 

Products 

to 


Tailings 
to 


Amount  of 
Plunger 
Throw. 


Automatic 
Discharge. 


la 


19 


90 


None., 


82 


(fc) 


None.. 


J  Automatic      . 
1     discharges. 


None. 


Automatic 
discharges. 


((l)None 


None.( 


None.  < 


None.. 


((l)Aut.dis 

n\    <»>    

(o) 

Automatic 
discharges. 


(1)  Trunklng  i 
Sj-BoUs 

1)  Trunldng  o 

2)  Bolls.. 

1)  Tnmking  z 

S)  Bolls 

1)  Trunklng  i 

i^^None...... 

None 


(1)  Smelter, 
(i)  Bolls.... 
(1)  Smelter. . 
[S)  Bolls.... 
(1)  Smelter. 
(2) Bolls  ... 
Smelter 


None. 


(1)  Smelter { 

(2)BoUs f 

(1)  Smelter i 

(2)  Bolls f 

(1)  Smelter I 

(2)  Bolls S 

;i)None 

'2)  Smelter... 
Smelter 


Nona. 


Smelter.. 

(8)No.8r.. 
(8)No.8r.. 


Waste.., 


Inches. 


In. 


In. 


(8)No.  8r. 
Smelter... 

{8)Sm.or(l; 

(4)Sm.or(0 

Same  as  pr. 
«« 

Smelter.... 

u 

No.  8  Jig. 
Tr.  ma. . . 

I  ■■  ••• 


(1)  Smelter. 
i2)  Bolls.... 
(1)  Smelter. 
2)BoU«.... 
.1)  Smelter. 
(2)Uolls.... 
Smelter. 
(1) 


(0 
iV) 

(0 
Waste... 


[Sm.. 


(3)BoUs-.-, 

(8)  Bolls.... 
Bolls. 


No.  1  hy.  cl 
Waste.... 


(1)  Smelter. 
(2)BoU8.... 
Smelter.... 
(1)  Smelter. 
(2)Sm.  or 
No.lb.cl. 
(8)No.lb.cl 


No.  lb.oL 
Waste... 


(P) 

1 


860 
800 

860 

400 
400 

868 

868 

880 
880 
250 
860 

160 

127 
160 

168 
168 


120 

180 

186 

140 
184 
800 


6.86 
8.70 
6.89 
8.16 
11.64 
7.41 
18.70 
14.88 


8.66 
8.08 
8.78 
6.90 
8.81 
&86 


0.66 
0.66 
0.56 
0.66 
0.66 
0.45 
0.77 
0.60 
0.60 
0.60 
0.S8 
0.68 
0.78 


0.68 
0.68 
0.66 

aeo 

0.66 
0.60 


ings;  Class  C  makes  hutches  and  tailings,  {b)  These  are  the  ratios  of  the  maximum  gralQR  of  each  material, 
unwaterer.  (m)  Below  8.70.  (n)  Discharges  only  when  bottom  bed  gets  too  deep,  (o)  Has  automatic  dis- 
sons  Jig,  see  1 888.    (r)  Second  spigot  and  oyerflow  of  the  same.    («)  Probably  by  skimmhig.    (()  These  two 
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TABLE  283. — ^PURPOSE  AND  ADJUSTMENTS  OF  JIGS. — Continued. 

Note.— In  some  cases  several  values  will  be  found  for  one  Jig.    Tliese  are  for  the  different  sieves  of  the 

Abbreviations.— Aut.= Automatic;  Aut.  dis.= Automatic  discharge;  b.  cI.=box  claasifler;  BUow= Below; 

di8.8sdi8charge;  dist. = distributor;  Or.=Graded  from;  H.=HutcheeOT;  h.=:hutch;  H.  m.  orHunt^  m.=Huat- 

Kieve;  L.=Lead;  lbe.=pounds;  m.=mill;  ma.=niachine;  Max.=Maximum;  No.=Number;  Ov. s Oversize  of ; 

st.=8tamp;  St  st.=steam  stamp;  T.=TaiIingBOf;  tr.=trommel;  Tr.  ma.  =Trunking  machine;  Un.=Undersize; 


i 
1 

9 

1 

S 

1 

Material  Of  Faed. 

SlieofFeed. 

Net 
Diameter 
of  Screen 

Hole. 

Ratio  of 
DUmeter  of 
Screen  Hole 
to  Diameter 

of  Feed. 

Material  of  Bottom 
Bed. 

Thick. 

neesof 

Bed. 

Ratio  of 
Diameter 
of  Bed 
Material 
to  Diame- 
ter of 
Feed. 
(S) 

86 

1 
8 
8 

1 

8 

8 

4 
6 

0 

1 
8 
8 

4 

6 

0 

7 
8 
9 
10 
11 
1 
8 

8 

4 
S 

0 

7 

8 

9 

10 
11 
12 
1 
2 
8 
4 
5 

1 
8 
8 

4 
5 

B 
C 
C 

C 

0 

c 
c 
c 

0 

A 
A 
A 
A 

A 

A 

A 
A 
B 
C 
C 
A 
A 

A 

A 

A 

A 

A 
A 

C 

C 
C 
C 

B 
B 
A 
B 
C 

A 
A 
A 
A 
A 

Undersuse  No.  1  tr. 

From  dist.  after  r. 

(w) 

Oversize  No.  8  tr... 

Oversize  No.  4  tr... 
Oversize  No.  6  tr. . . 
Oversize  No.  0  tr. . . 
Ist.  sp.  No.  1  hy.  cl. 

9d  spigot  of  same.. 

FromNo.l  tr. 

Oversize  No.  8  tr... 
OversiteNo.  4tr... 

Oversize  No.  6  tr... 

Oversize  No.  6  tr... 

Oversize  No.  7  tr... 
Oversize  No.  Str... 

(«) 
Unw.  ad  sp.  same.. 
Unw.  8d  sp.  same. . 
FromNo.  Itr 

»» 

Oversize  No.  Str... 
Oversize  No.  4  tr... 
OverBiaeNo.Str... 

Oversize  No.  Str... 

Oversize  No.  7  tr . . 
Oversize  No.  9  tr... 
j  Unw.  1st  spigot 
1     No.  Ihy.cl.... 
Unw.  8d  sp.  same.. 
Unw.  8d  sp.  same.. 
Unw.  4th  sp.  same. 
Oversize  No.  3  tr. . . 
Oversize  No.  4  tr... 
Oversize  No.  Str... 
Istsp.  No.  Ihy.cl. 
2d  spigot  of  same.. 

FromNaltr....  . 
«« 

FromNaStr. 

•* 

Mm. 
OtoO 

Mm. 
8.77x8.97 
7^x3  mesh. 
7^x8  mesh. 

6.09 

6.41 
8.58 
8.18 
8.18 

8.13 

6.08 
5.08 
8.74 
8.74 

1.67 

1.67 

1.60 
0.89 
0.89 
0.09 
0.09 
4.76 
4.75 

4.76 

8.18 

8.18 

1.04 

0.89 
1.04 

8.18 

8.18 
1.04 
1.04 
4.70 
8.48 
1.68 
8.6 
8 

8.81 

8.81 

8.81 

-      l.W 

1.07 

0.89 
0.89 

0.5  to  inf. 

Makes  own  bed 

C.c.No.1  Ji^,  6  toSmm 

(About  88 lbs.  lead 
<  shot  on  each  sieve, 
(  11.2  noim.  diameter 

tt 

(«) 
Makes  own  bed 

Inches. 
8-4 
8 
8 

StoO 

6.7  to  8.6 

8.6  to  8.1 
8.1  to  1.6 
1.5  to  0.9 
0.91  too 

0.91  to  0 

88.1  to  25.4 
25.4  to  16.9 
16.9  to  12.7 

18.7  to  10.8 

10.8  to  8.8 

8.8  to  4.4 

4.4  to  8.8 
2.8  to  2.0 
2.0  too 
8.0  too 
8.0  too 
40  to  86 
86  to  10 

10  to  18 

18to8 

8toS 

6  to  8.6 

8.6  to  8 

8.5  to  8 

[8to0 

2to0 
2to0 
2to0 
0to4 
4to8 
8  to  8.6 

8.6  to  0 
8.6  too 

26  to  16 
16  to  10 
lOtoT 
7to6 
6to8 

8.0 

90 

l.Otol.S 

1.6  to  8.0 
1.7to8.4 
1.4  to  8.8 
8.8  to  inf. 

0.13  to  0.90 
0.80  to  0.88 
0.17  to  0.22 
0.88  to  0.87 

0.16  to  0.19 

0.19  to  0.86 

0.84  to  0.64 
0.82  to  0.46 
0.45  to  inf. 

*6!i2toO.'l9' 
0.19  to  0.80 

0.80  to  0.40 

0.27  to  0.40 

0.40  to  0.04 

0.81  to  0.80 

0.25  to  0.45 
0.80  to  0.68 

1.0  to  inf.  1 

S.0 

8.1 

6.8 

4.7AS.4 

7.8  ft  4.0 

97 

tt 

tt 

tt 

tt 

tt 

tt 

tt 

C.c.No.8j.8.8-8.0mm 
Makes  own  bed ...... 

m 

86 

tt 

tt 

M 

M 

tt 

tt 

tt 

C.c.  Noe.6&  0  jigs, 
8  to  8.6  mm. 

tt 

C.c.No.7  Jig,  8.6-8  mm 
Makes  own  bed 

4 

29 

oiTStol.i"" 
0.9tol.l 
0.51  to  0.01 
1.0  to  inf. 

tt 

tt 

C.c.  No.  4  jig,  8.6  mm. 
Makes  own  bed 

80 

0.00  to  0.15 

0.16  to  0.88 

0.83  to  0.83 
0.11  to  0.16 
0.11  to  0.16 

0.18  to  0.18 
0.18  to  0.80 

M 

• 

••                     

# 



(a)  (^UisH  A  iimkes  coarKc  coiicentrnt*'s  and  tailitiKs;  C1xis.k  H  niukps  ooarw  concent rattn;.  hutches  and  tail* 

(ii)  Kvery  two  hours  whon  the  bottom  bedA  Ixconie  A  iiicheH  thick  ihey  are  Kkiinmcd  to  2  im'b€«.    (v)  No.  I 

'h  Hieve  has  about  83  pounds  of  lead  shot,  7.1  mm.  in  diameter  and  100  pounds  of  the  hutch  of  No.  2  Jig.  8.6 

red  first  spigot  of  No.  1  hydraulic  classifier.    (aO  To  smelter  as  first  class  concentrates.    (S')  To  i — '^ 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  ov  JIGS. — Continued. 

Jig  taken  in  order  from  the  head  to  the  tail. 

Br.sBryan;  hr'k'r=  breakers;  c.=roDCpntrates;  C.  c.=Coar8e  concentrates;  Cl.=Cleaning;  cl.=clan{fler; 
ington  mill;  Hunt. = Huntington:  hy.= hydraulic;  hy.  cl.=hydraulic  classifier;  inf.=inflnity;  J.=Jig;  K.= 
pr.  or  preced'K= preceding;  p.  t.=picking  table;  r.^rolls;  8.=8ieve;  BC.=8creen;  sm.ssmelter;  ip.=8pigot; 
unw.sunwaterer  or  un watered;  Untr.  b.=Unwateringbox;  Z.=Zinc. 


SNone. 


SO 


Coarse 
Ckmoentratas. 
How  BemoTed. 


(«) 


Ant.  discbarges 


Syskimmiiig., 
one 


Ant  discharges 


Destination  of  Products. 


Coarse 

Concentrates 

to 


Rolls.. 
None.. 


■{ 


Smelter. 


•I 


Smelter.... 

gu'sm:::: 

(3)  Br.  mill. 
Same  as  pr. 


(l)8m 

(8)Br.niiU. 
Smelter.... 


None.... 
ameltir.' 


^[smelter. 

mRolU...., 
Same  as 


None.. 


Bolls 

Smelter. . 

Hunt  mill. . . 
Same  asjpreced^g 

None 


Aut.  disofaarges. 


Smelter. 


None 

Aut.  discharges 


1 


preoed*g 
Smelter, 


None < 

1)       (a')       .. 
No.  8  rolls. 


ill 


Same  as  preced*g 


(8)No.4r 


rolls.... 


Sameaspraoed^g 


Hutch 

Products 

to 


Waste.. 


TalUngs 
to 


\ 


Rolls.. 


StorH.m 

Stamps... 
H.  m 


Vanners. 
Rolls..... 


|«lBon... 

Same  as  pr. 

(JHBon... 

Same  as  pr. 


Amount  of 
Plunger 
Throw. 


(y)i 
lorl«-l« 


Wsste... 


Smelter.... 


(1)    (aO 
[^{^No.8r. 

Same  as  pr. 


(1)  (aO 

(2)  \h\ 
(8)Na4r.. 

Same  as  pr. 


I- Stored. 


( 


1A 
lA 


145 
906 
961 

990 

900 
800 
840 
884 

400 

96 
119 
106 
190 
188 
160 
159 
148 
160 
106 
900 
919 
919 

96 
106 


191 
128 
188 

188 
186 

Mi? 

800 
860 
850 
400 

110 
116 
180 
160 
190 


0.66 
0.58 
0.64 
0.76 
0.68 
0.46 
1.00 
0.90 
0.89 

aso 

1.00 
0.70 
0.81 
0.78 
0.60 

h)  These  are  the  ratios  of  the  maximum  grains  of  each  material. 

''  box  classifier  and  tailings  of  trunkUig  machine,    ix) 

crank  arm  jigs  and  the  Han  jigs  respectirely.    (s)  un- 


Automatlc 
Discharge. 


1^ 


In. 


19 


M 


H 


In. 


1 


f 


1.17 
1.96 
1.90 
1.60 


1.11 
1.87 


1.08 
1.69 
1.69 
1.97 
1.00 
1.00 
1.27 
9.64 
9.64 
1.81 
8.68 
8.68 
9.54 
8.64 
8.81 


bOoH 


0.17 
0.20 
0.88 
0.88 


0.78 
0.44 


ings:  Class  C  makes  hutches  and  tailings,  (b)  These  are  tl 
or  No.  8  surface  current  box  classifier,  (to)  Spigots  of  box 
to  2. 1  m m.  diameter,    (y)  These  tw  o  figures  are  for  the  cranl 


as  second  class  concentrates. 


560 


onE  DREsamo, 
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TABLE  283. — ^PURPOSE  AXD  ADJUSTMENTS  OP  JIGS. — Continued. 

NoTB.^In  some  caaes  seTeral  values  « ill  be  found  for  one  jig.    These  are  for  the  different  sieves  of  the 

Abbreriationa.— Aut.=Autoinattc;  Aut.  dis.= Automatic  discharge;  b.  cl.=box  classifier:  B'low=Below 

dl8.= discharge;  di8t.=distributor;  Gr.rrGraded  from;  H.= Hutches  of;  h.=hutch;  H.  m.  or  Hunt.  m.=r Hunt 

Kieve;  L.=Lead;  lbs.=pounds;  m.smill:  ma.=machiiie;  Maz.=Maxiroum;  No.=Nuraber;  Ov.=C)ver8iaeof 

8t.=8(amp;  st.  stssteam  stamp;  T.sTailings  of;  tr.=trommel;  Tr.  ma.=TruDkiiig  machine;  Un.sUDd6r8iae 


» 


c 
c 

A 

A 
A 

A 

B 

B 

8 

B 

10 

B 

B 

Material  or  Tted. 


From  No.  2  tr.. 
From  No.  8tr.. 


From  No.  4  tr,. 


Ist  sp.  No.  1  hy.  cl. 


9dft8dn>.of 

4th  ft  6th  sp.  same. 

OversiseNo.  1  tr... 

Oversise  No.  8  tr. . . 
OTerslie  No.  8  tr. . . 

Oversiae  No.  4  tr. . . 

Iflt  sp.  No.  1  hy.  cL 

Sd  spigot  of  same. . 
8d  spigot  of  same. . 
4th  spigot  of  saooe. 

Ist  sp.  No.  %  hy.  cl. 


Sd  sp.  of  same 

8d  spigot  of  same.. 

OversiieNo.  8tr... 
OveraiafiNo.8tr... 


SiaeoCFeed. 


Net 
Diameter 
of  Screen 

Hole. 


Oreniae  No.  4  tr. . 


1st  sp.  No.  1  hy.  cl. 

8d  spigot  of  same. . 

Oversise  No.  2  tr. . . 

Ov.  No.  8  tr.  and 

hutch  No.  1  Jig. 

Oversise  No.  4  tr. . , 
Oversixe  No.  6  tr. . . 
Istsp.  No.  Ihy.  cl. 
dd  spigot  of  same. . 
8d  spigot  of  same. . 
4th  spigot  of  same. 


Mm. 
18  to  11 

llto9 

9to7 

7to6 
6to8 

StoO 

8to0 
StoO 

Orerie 

ieto9 
0to6 

5to8 

StoO 

StoO 
StoO 
StoO 

8.6  too 

8.6  too 
8.6  too 

18.7  to  7.9 
7.9  to  6.1 


6.1  to  8.8 


8.8  to  0 

8.8  toO 
88.1  to  22.8 
28.8  to  0.6 
and  7.04  to  0 

9.6  to  6 
6  to  8.6 
8.6  too 
8.6  too 
8.6  to  0 
8.6  too 


Mm. 
0.81 

4.88 

8.01 

8.00 

8.00 

1.98 
1.98 
1.66 
1.66 
1.40 
1.04 


8 

8.18 

1.68 

8.18 

1.88 
1.68 
1.60 

1.68 

1.80 
1.80 

8  mesh. 


19 


18me8h. 


18  mesh. 


16  mesh. 
7.94 

\  '-^  \ 

4.84 

8.60 
J  8.69 
1     1.98 

1.08 

I  }:S  [ 


1.28 
1.47 
0.01 


RaUoof 
Diameter  of 
Screen  Hole 
to  Diameter 

of  Feed. 


Material  of  Bottom 
Bed. 


0.58  to  0.88 
0.44  to  0.64 
0.40  to  0.88 

0.43  to  0.60 

0.80  to  1.0 

0.04  to  inf. 
0.64  to  " 
0.56  to  *' 
0.66  to  *' 


-to  0.86 


0.18  to  0.88 
0.84  to  0.48 


0.80  to  0.61 


0.71  to  inf. 


0.61  to  inf. 


0.21to0.8G 
0.86to0.&4 
&  1.0  to  inf. 

0.46  to  0.86 

0.61  to  1.04 

1.0  to  inf.  ( 
0.77  to"     ( 


Makes  own  bed. 


From  next  coarser  sc. 


Makes  own  bed. 


0  to  5  mm.  stuff. 


Makes  own  bed. 


Makes  own  bed. 

I 


I  Coarse  c.  No.  4  jig, 
!     5  to  8.50  mm. 


Thick- 

neasof 

Bed. 


Inches. 


8 
8 

1 

1^ 

1 
1 

m 


Ratio  of 
Diameter 
of  Bed 
Material 
to  Diame- 
ter of 
Feed. 
(6) 


8.6 


(a)  Class  A  makes  coanie  concentrates  and  tailings;  Class  B  makes  coarse  oouoeutrates,  hutches  and  tail- 
(y')  Probably  none,    (h')  To  suit  the  bottom  bed. 
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TABLE  283. — PUBPOSE  AND  ADJUSTMENTS  OF  JIGS. — Continued, 

Jig  taken  in  order  from  the  head  to  the  tail. 

Br.=Bryan;  hr'kV= breakers    c.=ooncentrates:  C.  c.= Coarse  concentrates;  Cl.=Cleanlne;  cl.=claii8ifler; 
ington  mill;  Hunt. = Huntington;  hy.shydraulic;  hy.  cl.=hydraulic  claasifler;  inf.sinflnity;  j.sjig;  K.s 
;  p.  t.=ptckinjc  table;  r.=roU8;  B.=8ieve;  sc.=screen;  Bm.=8melter;  8p.=8pigot; 


pr.  or  preced'g=^ 
unw.sunwaterer  or  unwai 


1;  Unw.  b.=Un watering  box;  Z.=Zlnc. 


Ooane 
Oonoentratea. 
How  RemoTed. 


Destination  of  Products. 


Ooarse 

Ck>noentrates 

to 


Hutch 

Products 

to 


Tailings 
to 


Amount  of 
Plunger 
Throw. 


It 


Automatic 
Discharge. 


n 


84 


Aut  discharge. 


Same  as  preced^g 
^^H  Smelter... 


Is 

aspreced'g 


No.2r.... 
Bolls.... 


Waste.. 


|8)  v  Smelter.. 
[4)  Rolls 


Same  as  pr.. 


}■ 


Aut  discharge. 


{^H  Smelter... 

[8)  No.  8  roUs.. 
Same  as  jpreoed'g 


None.. 


(1)  Smelter 

(8)No.9rolls.... 
Banaeaspreoed'g 
None 


88 


|g>}None... 

1(8)  Aut  dis.... 
lameaspreoed'g 

Aut  discharges 


E Aut  dis.. 
one , 

i  (4)  Aut  dis...., 

None 

Aut  discharges. 


l^i^one 

(8)No.  Srolls.... 
Same  as  preced'g 


(1)  Smelter 

(8) No.  8  rolls... 

<J>[  Smelter 

|JJ[No.8rolls.. 
|J>f  Smelter....! 
>5][No.8rolls.J 

|.jj[  Smelter... 

,8)  None 

\A)  No.  8  rolls. 


la; 


)Nooe 

I)  Aut  dis. . 

Same  as  preoed'g 


Same  as  pr. 


(1)  Smelter. 
||}N0.2r. 
same  as  pr. 

%\^.... 

(8)No.8r... 
(1)  Smelter. 
;2)No.  2r.. 
aspr. 

(8)No.8r.. 
Same  as  pr. 

(1)  Smelter. 

(2)No.  8r.. 

gUsn..... 
g][No.8r. 

Same  aspr. 


one.... 
Smelter. 


No.  8  Jig. 
•  No.  8  jig 
,  orsm. 

Smelter. . . 


(l)None I 

(8)  Hunt  mill.,  f 

Sameaspreced*g 


(1)  Smelter. 
(8)Boxcl.. 


No.  1  rolls.. 
[No.8rolls 

jUnw.  to 

1  Na8r.. 

•t 

Waste....  ^ 


} ..  ...\ 


9^ 
H 


160 
170 
170 

160 
900 

885 

860 
800 

160 

160 
170 

170 

146 

145 
146 
146 

800 

850 
875 


In. 


In. 


8H| 


Be- 
low 
8.88 
8.88 
8.18 

854 


-0.70 

a70 
0.67 

0.88 


175 
175 

160 

180 

800 

800 

800 

800 


8 

8 

8 


8.00 
8.80 
8.66 
4.67 
5.88 
10.16 
18.70 


0.87 
0.88 
0.88 
0.81 
0.81 

ai4 

0.14 


(V) 


80.88 


^ 


(*0 


(V) 


ings;  Class  C  makes  hutches  and  tailings,    (h)  These  are  the  ratios  of  the  maximum  grains  of  each  material 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  01*  JIGS. — Continued, 

Nor.— In  some  cases  seTenl  Taluee  will  be  foimd  for  one  jig.    These  are  for  the  different  sieTes  of  tho 

Abbreviations.— Aut.= Automatic;  Aut.  dis.= Automatic  discharfce;  b.  cl.=box  classifier:  BMow=Belotr; 

dis.sdischArge;  di8t.= distributor;  Or. = Graded  from;  H.= Hutches  of;  h.=hutcb;  H.  m.  or  Hunt.  m.=Hunt- 

Kleve;  L.=Lead;  lb8.=pounds;  m.=mill;  ma.smachine;  Max.=Maximum;  No.=Number;OT.=OTeraizeo!f; 

8t.a:8tamp;  St  ttssteam  stamp;  T.s=Tailings  of;  tr.=trommeI;  Tr. ma.  =TrunlEing machine;  Un.sUndersiae; 


Material  of  Feed. 


SiieofFeed. 


Net 
Diameter 
of  Screen 

Hole. 


Ratio  of 
Diameter  of 
Screen  Hole 
to  Diameter 

of  Feed. 


Material  of  Bottom 
Bed. 


TUck* 

neasof 

Bed. 


Ratio  of 
Diameter 
of  Bed 
Material 
to  Diame- 
ter of 
Feed. 
(6) 


88 


18 


^(d) 


41 


Ifltsp.  No.  Shy.  d. 

ftliplgotof  same. 

From  No.  7  tr 

J  Or.  No.  8  tr.  and 
1  hutches  No.  16  Jig 

iBtsp.  No.4h7.  cl 

Sdqilgotof  same. 
From  No.  1  tr..... 

From  No.  2tr 

OversiseNo.  8tr.. 

OyerBiieNa4tr.. 
lit  sp.  No.  1  hy.  cL 
9d  ipigot  of  Mune. 

lstip.No.Sli7.  d. 
9dsp.Na9h7.cl. 
Spigots  No.  3I17.CL 

8pip:otsNa41i7.cl. 

Oversise  No.  9  tr. . 
OrerslzeNaStr... 

0?er8iaeNo.4tr.. 

Ist,9d,8dand4th 
sp.  No.  1  hy.  d. 

Istsp.  No.9h7.d. 


B  9d  spigot  of  same. 
OTerBiseDo.9tr.. 
OrendBDNaStr... 
«iseNo.4tr.., 
lstspwNo.lh7.  d, 


(d) 
1.6  too 

1.6  too 

82.9  to  9.6 
0.5  to  Sand 
6.00  too 

&to0 

6to0 

64.0  to  88.1 

88.1  to  16 
16  to  8.6 

8.6  to  4.6 
4.6  too 
4.6  too 

4.Sto0 
4.6  too 
9.6  too 

9.6  too 

90to7 
7  to  4.6 

4.6  to  8 

[8toO 

8to0 

8to0 
16.9  to  0.6 
9.6  to  6.4 
e.4to8.9 
8.9  too 


(d) 
1.98 

1.98 
6.09 


(d) 
1.8  to  inf. 


■■{ 


(d) 


0.96  to  0.00 
0.27  to  0.68 
&  0.46  to  inf. 


(l)i  Co.  of  No.  8  Jig, 
(9)f  9.6  to 5 nun.... 
/«vjC.c.  No.4J.,6to 
W^    2.6  mm. 

Same  as  preceding. . . 

Makes  own  bed... 


Inches, 
(d) 

f 


(d) 

6.3 
6.8 
8.8 


68 


I  Coarse  c  No.  6  Jig, 
t    4.6  to  9.60  nun. 


D.86tofaif.l 
0.61  to  "  I 
0.61  to  "  f 
0.61  to  "  J 


9M-8 
9«-8 
9M-8 
9M-8 
l%-8 


1.8 


6.09 

8.58 
8.68 
9.97 

1.80 


1.80 


1.80 

4.70 
6.86 
6.86 
8.48 
8.48 

8.48 


0.81  to  1.8 

0.80  to  1.9  ) 
0.80  to  1.2  V 
0.66  to  0.90 1 

0.48  to  inf. 


0.48  to  "« 


0.80  to  0.60 
0.07  to  1.0) 
0.07tol.0V 
0.86  to  0.64  ( 
0.64  to  1.1 

1.1  to  inf. 


(a)  Class  A  makes  coarse  concentrates  and  tailinfirs;  Class  B  makes  coarse  concentrates,  hutches  and  tail- 
ed) Ji|^9, 10,  Hand  19  are  Just  like  Nos.  6, 6, 7and  8  respectiTely, except  they  aie  fed  from  Na  9  hydrMillo 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OF  JIGS. — Continued. 

jig  taken  in  order  from  the  head  to  the  tail. 

Br.sBrran;  br*k'r=breaker«;  c.=conoentrate8:  C.  c.=Coar8e  concentrates;  Cl.=Cleanin(r;  cl.=c]a88ifl<>r; 
ington  mlU;  Hunt. = Huntington;  bT.sbydrautic;  hy.  cl.=bydraulic  classifler;  inf.=iuflnity;  j.=jjg;  K.= 
pr.  or  preced'gs preceding;  p.  t.=picking  table;  r.=rolte;  8.=sieve;  scsscreen:  Bm.=smelter;  sp.ssplgot; 
unw.sunwaterer  or  untratered;  Unw.  b.=Un watering  box;  Z.=Zinc. 


88 


40 


18 


Ooane 

OoBcentratfls. 
How  Bemoved. 


(d) 

-[SUNone 

(8)Aut.  dis.... 

Sameaspreoed*g 
Ant  dischargeB. 


Aut.  tail  dia.. 
Autiidedlt.': 


W 


«') 


(D) 

.(4)Autdls.. 
Sameaipraoed*g 
Aut  discharge... 


■  I 


Destination  of  Prodneta. 


Coarse 

Ck>Doentrates 
to 


(d) 
(8)  Smelter. . 


Sameaspreced^g 
Smelter.... 


■] 


m^ 

Hunt  m. 

Same  as  pr. 

No.  Itfjigs. 
Smelter. . . . 

man..... 

(8)  Hunt  m. 
Same  as  pr. 
No.  2tr.... 


Smelter. 


None. 


None.. 


(D) 

(8)VNone. 

(8)1 

(4)  Hunt  mill... 


Same  as  preoed'g 

No.erolls.... 
Smelter 


gH  Smelter.... 
(S)No.4  rolls.. 

Same  as  pr..... 


Smelter.. 


^IH  Smelter.. 
fS)No.  8  rolls... 


Hutch 

Products 

to 


Steam  St. 
Hunt  m.. 


(4)  Hunt  m. 

Same  as  pr. 

No.  4  rolls. . 
Smelter.... 


C8)No.4r.. 
Same  as  pr. 

No.  8  rolls.. 

(1) 


(3)No.4r.. 
Same  as  pr. 

(8)  No.  8  r. . 


TUUags 
to 


»- Waste... 


Waste.. 


No.  8  br'kY 
No.  1  rolls. 
No.  9  rolls.. 

Hunt  m. 


Waste.. 


No.  8  rolls.. 
No.  8  rolls.. 

No.  4  rolls.. 

Waste 


No.  8  rolls., 
4  rolls 


VNo.4 


•Waste... 


Amount  of 
Plunger 
Throw. 


(d) 


(d) 
900 

900 

170 


K.K,A.A 


90O 

900 

140 
140 
140 

100 
ISO 
180 

900 

910 
810 

910 

140 
100 

100 

910 

910 

910 
60 
100 
115 
180 


Automatic 
Discharge. 


B 
In. 
(4) 


\-i 


OO'" 

1^' 


In. 
id) 


(d) 


^ 


M 


<H 


^ 


1.18 
1.87 
1.00 

8.94 

8.68 
9.88 
9.89 


2H  10.10 


8H 


Kl.bO 
10.80 
14.51 
m.08 
Ifi.OS 
89.68 
86.40 
26.40 
38.87 


•-Hit 


(d) 

'an" 
'afi" 


0.88 
0.68 
0.68 


a68 
0.68 
0.68 

a68 


0.68 


0.68 


1.00 
1.00 
1.96 
1.00 
1.00 
1.95 
1.00 
1.00 
1.96 
1.00 
1.00 
1.85 
1.00 
1.00 
1.96 


Ings;  Class  C  makes  hutches  and  tailings.    (6)  These  are  the  ratios  of  the  maximum  grains  of  each  material 
rlMSlflnr    {jL')  Skimmed  occasionally  to  clean  the  sieve. 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OP  JIGS. — Continued. 

IToTB.— In  some  cases  several  Talues  will  be  found  for  one  jig.    These  are  for  the  dilTerent  sieves  of  the 

Abbreviations.~Aut.= Automatic;  Aut.  dis.  =  Automatic  discbarge;  b.  cl.=box  classifier*  B'lowsBelow; 

dis.=:  discharge;  dist.=di8tributor;  ar.=Qraded  from:  H.= Hutches  of;  h.=hutcb;  H.  m.  or  Hunt.  m.=Hunt- 

Kieve;  UsLead;  lb6.=pound8;  m.=mill;  ma.=iiiachioe;  Max.=Maximum;  No.=Number;  OT.=OTerBize  of; 

■t=8tamp;  st  8t.=steam  stamp;  T.=Tailing8  of;  tr.=trommel:  Tr.  ma.=Trunking  machine;  Un.=Under8i»; 


c 

8 
9 

|10 

11 

12 

481  1 

I  ^ 
8 

4 

6 

6 
7 

8 

0 
10 

11 

12 

18 

14 
16 
16 

17 

1 
8 

8 

4 
6 
6 
7 


B 

1  B 

2  B 


Maiedal  of  Feed. 


9d  q>igot  of  same. 


3d  spigot  of 
4th  spigot  of 
5tb  spigot  of  same . 

\  1st  and  2d  spigots 
)     ofNo.8hy.cI. 

8d  ft  4th  sp.  same. . 
jlst&2dsp.  No.  4 


ft% 


classifier. 
8dft4thBp.  same.. 
Ov.  Nos.  8  and  4  tr, 

1st  tp.  No.  1  hy.  cl. 

2d  spigot  of  same. 

3d  spigot  of  same. 

4th  spigot  of  same. 

TftiIsofNo.2Jigs.. 
Tailsof  No.  8jigs.. 
Istsp.  No.  2hy.  cl. 

2d  spigot  of  same. . 

1st  sp.  No.  8  hy.  cl. 

2d  spigot  of  same. . 

1st  sp.  No.  4  hy.  cl. 
2d  spigot  of  same. . 

Ist  sp.  No.  6  hy.  cl. 

2d  spigot  of 

Istsp.  No.6hy.  cl. 

2d  spigot  of  same. 
Qyersize  No.  1  tr.. 
Istsp.  No.  1  hy.  cl. 

2d  spigot  of  same. 

3d  spigot  of  same. . 

4th  spigot  of  same. 

W) 
2dh.  No.4ft5Jig8. 

OTorsise  No.  8  tr. . . 
Spigot  No.  2  hy.  cl. 

1st  sp.  No.  1  hy.  cl. 


SijB  of  reed* 


8.9  too 

8.2  too 
8.2  too 
8.2  too 

[8.2  too 

8.8  too 

[8.2  to  0 

8.2  to  0 
12.7  to  6.4 

6.4  too 

6.4  too 

6.4  too 

6.4  too 

6.4  to  0 
6.4  too 
6.4  too 

6.4  too 

6.4  too 

6.4  too 

6.4  too 
6.4  to  0 

10 mesh  too  I 


25.4  to  11.1 
11.1  too     I 

11.1  too 

n.itoo    I 

11.1  too 
1.66to0    I 
1.80  too 

to2        -j 

«  I 

76.2  too 
4.70  too    ] 


8 
2to 


Net 
Diameter 
of  Screen 

Hole. 


Mm. 

2.77 

1.08 
1.80 
1.22 

8.00 

8.C0 
2.89 

1.22 

4  mesh. 

4     »* 

8     " 

8  " 
10  " 
10  " 
12  " 
12  " 
14     ♦• 


12me8h| 

14 

12 

14 

12 

14 

12 

14 

14 

14 

10 

12 

12 

14 

12 

14 

12 

14 


4.29 
2.18 
1.98 

1.66 

1.66   ) 
1.80   f 

0.99 

1.66 
0.99 

0.99 

1.98 
1.98 
1.65 
1.98 
1.66 
1.66 

12.7 

2.29 
1.78 


Ratio  of 
Diameter  of 
Screen  Hole 
to  Diameter 

of  Feed. 


Material  of  Bottom 
Bed. 


Make  own  bed. 


0.94  to  inf. 


H.No.4  ^.8.43  mm.to0 
tt 

Makes  own  bed... 


0.17  to  0.89 
0.19  to  inf.  t 
0.17  to  "    f 


1 .0  to  inf. » 
0.60  to  *'    j 

0.76  to  " 

0.64  to  0.96 
0.64  to  0.96 
0.55  to  0.82 
0.96  to  inf. 
0.82  to  " 
0.82  to  ** 

0.17  to  " 
0.48  to   "    i 
0.36  to  "    S 


H.No.9j.,8inm.toO. 
Btakes  own  bed 


Makes  own  bed.. 


Makes  own  bed. 


j  Hutch  No  2  jig, ) 
(     2.18  mm.  too     ) 


-Makes  own  bed.... 

(1)  Makes  own  bed. ) 
(2)iHutchNo.2jigA 
(3)) 2.18 mm.  too     ) 

Makes  own  bed 


Thick- 
ness of 
Bed. 


Ratio  of 

Diameter 

of  Bed 

Material 

toDlaroe- 

ter  of 

FVied. 

(6) 


Inches. 


1.S 
1.6 


1.06 


(a)  Class  A  makes  coarse  concentrates  and  tailings;  Class  B  m  \k^s  coarse  concentrates,  hutches  and  tail- 
W)  Second  hutoh  of  No.  8  jig  and  third  hutch  of  Nos.  8  and  9  jigs,  ikf)  Battery  residue  of  steam  stamps.  iV) 
gether  with  the  discharge  of  the  first  sieve  go  to  smulter;  the  discharge  of  the  second  sieve  goes   to 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OF  Jios.—  Continued. 

Jfg  taken  in  order  from  the  head  to  the  tall. 


!■ 


^aiVNone 

a4)Autdi8.... 
None 


AatdischargesH 
None 


AnttaUdis.. 

Ant.  Bide  dis.. 

J  (1)  None 

1(;B)AutaidedS8. 

4|Nooe 


Ant.  side  dJfl., 
None 


Coane 
Ooncentrates. 
How  Bemoyed. 


(4)  No.  2  rolls... 


;J| [smelter...  . 

!8)No.  Srolls.... 
3ame  as  preoed'g 

None..... 


Aut.  discharge... 


None.. 


Aut.  discharge. 


;i)  i  Automatic 
(S)  C  discharge. 
(3)  None 


Skimming 

Aut  dis.  (m').. 


Destination  of  Products 


Coarse 

Concentrates 

to 


Smelter. 


(l)None i. 

(2) Smelter.....  f 

None I 


BoUs.. 
None., 


Hutch 

Products 

to 


\ 


Smelter. 


(1)  Smelter... 

(2)  No.  1  rolU 
(1)  Smelter, 


■:.\ 


(2)No.  IroUs... 
None [ 


^  \  Smelters .... 


»^H Smelter....  I 
:3)None f 


(1)  Smelter. 
(2)No.2hycl 

Same  as  pr. 

1)  Smelter. 

Same  as  pr. 
(1)  Smelter. 
(2)No.4h7cl 
Same  as  pr. 


Smelter.... 

(1)  Smelter 
(2)No.6hycl 

Same  as  pr. 

(1)  Hmelter. 
(2)No.4hycl 

Same  as  pr. 

No.  1  roUa. 

Smelter. . . . 

(1)  Smelter. 

(2)  No.  6  Jig 
(1)  Smelter. 
(2)No.71ig. 

(1)  Smelter. 

(2)  No.  7  jig. 

(1)  Smelter. 

(2)  Rolls.... 

(1)  Smelter. 

(2)  Rolls.... 

g[8m..... 
(8)  No.  6  Jig. 


(3) 
Smelter, 


(mO 


Same  as  pr. 

Smelter. . . 

(1)  Smelter. 
(a>  No.  6  Jig. 


Tattings 
to 


Waste.., 


Ball  St  St 
No.  6  Jig 
bvunw. 
No.7Jig 
byunw. 

Waste., 


Steam  st. 


Waste.., 


Vanner. 
Waste... 


St.  St.  dO.. 
No.  10  Jig 


Amount  of 
Plunger 
Throw. 


Inches. 


8 

IH 

1 

H 
H 
H 

1 

» 


II 


140 

100 
180 
200 

180 

140 

160 

180 
110 


110 
120 

120 

leo 
leo 

800 
200 

225 
860 


U2&- 

I    130 

184 


Automatic 
Discharge. 


II 


In. 


1 


H 


In. 


4M 
^ 


1.60 
8.89 


6.86 
0.68 


1.88 


1.00 
1.00 


J  0.78 
I0.8O 


ings;  Class  C  makes  hutches  and  tailings.  (6)  These  are  the  ratios  of  the  maximum  grains  of 
This  includes  the  top  skimmings.  (mO  Both  sicTes  are  also  skimmed  every  six  hours.  The 
Heberit  mill. 


each  material, 
skimmings  to- 
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TABLE  283. — ^PUBPOSB  AND  ADJUSTMENTS  OP  JI08. — Continued, 

Note.— In  some  cases  several  values  will  be  found  for  one  Jig.    These  are  for  the  different  sioTes  of  the 

AblMreTiatlon8.—Aut= Automatic;  Aut  di8.= Automatic  discharxe;  b.  cl.=box  dassifler;  B*k>w=BeIow; 

di8.=di8chance;  dist.=:di8tributor;  Gr.=Gradedfrom;  H.=Hutches  of;  h.=hutcli;  H.  m.orHunt  m.=Hunt- 

Kieve;  L.=Lead;  lbs.=pound8;  m.=roin;  ma.=machine;  Maz.=Mazimum;  No.=Number;  Ov.sOverBise  of ; 

■t.=8tamp;  st  8t.=steam  stamp;  T.=:TaillngB  of;  tr.= trommel;  Tr.  ma.=Trunklnfr  machine;  Un.sUndenAae; 


Material  of  Feed. 


Site  of  Feed. 


Net 
Diameter 
of  Screen 

Hole. 


Ratio  of 
Diameter  of 
Screen  Hole 
to  Diameter 

of  Feed. 


Material  of  Bottom 
Bed. 


Thick- 
ness of 
Bed. 


Ratio  of 

Diameter 

of  Bed 

Material 

toDiam»> 

terof 

Feed. 


44 


SO    B 
11 

IS    B 


9d  spigot  of  same. 
8d  spigot  of 
4th  spigot  of 

9d  hutch  No.  S  jig.. 
lstftMh.No.8Jig. 
lstftftih.No.4Jig. 

l8tft9dh.No.6Jig. 

T.Nos.9ft81igs... 
Hutches  No.  10  Jigs 

Ist  sp.  No.  S  hy.  d 
9d  spigot  of  same. 


8d  spigot  of 

J  HutcbeeNos.18, ) 
1  18andl4Jig8.f 
Ist  sp.  No.  1  hy.  cl. 

Sd  spigot  of  same. 

8d  spigot  of  same. 

4th  spigot  of 

6th  spigot  of 

6th  spigot  of  same. 

i  IM  hutch  Nos.  t 
1     1  andSJigs.    f 

j  Sd  hutch  Nos.  ) 
1     landSJigs.    f 

J  Ist  hutch  Nos. ) 
1     8and4JigB.     f 

j8d  hutch  Nos.) 
1     8and4Jigs.    f 

J  1st  hutch  Nos.  i 
1     6and6Jig8.    f 

j9d  hutch  Nos.) 
1     6and0Jig8.    f 

1st  sp.  No.  1  hy.  d 


Mm. 
4.76toO   < 

4.76  too 

4.76  too 

1.78  too 

1.78  too 

1.66  too 

l.OOtoO   ^ 
4.76  too 


8.&4to0   \ 
8.64  too 

8.64  too 

1.66  too 
4.76toO    I 
4.78to0    I 
4.76  too 
4.76toO    ] 
4.76  too 
4.76  too 

8.99  too 
1.78to0   - 
1.80  too 
1.80  too 
1.17  too 

1.17  too 

86.4  too 
4.76toO    ] 


00   \ 
?1   \ 


Mm. 
1.78 
1.56 
1.66 
1.00 
1.00 
0.?1 
1.78 
1.&6 
1.09 
1.86 
1.09 
1.09 
1.09 
0.81 
0.81 
1.09 
0.81 
0.81 


Inches. 


Makes  own  bed... 

(C.  o.   No.  8  Jig,) 
1     4.76to8.99mm.f 


1.0  toinf. 

0.90  to  '* 

0.68  to  *' 

0.90  to  " 

0.68  to  '' 

0.68  to  " 

0.70  to  »* 

0.58  to  " 

0.68  to  " 

1.0  to  *^ 

0.74  to  " 

0.74  to  " 


Makes  own  bed. 


1.56 
1.09 
1.09 
1.66 
1.09 
0.81 
1.09 
1.09 
0.81 


0.61  to  inf. 

0.481 

0.481 


ltoinf.1 
Ito  "  y 
Ito  "   J 


Ooppersand.... 
Makes  own  bed. 


8.80 

0.48  to  inf. 

1.78 

0.86  to  " 

1.78 
1.80 

1.80 

1.80  ) 
1.17 

1.17 

1.17  1 
1.09  f 

1.78 

0.76  to  Inf. 

1.80 

0.57  to  " 

1.80 

0.67  to  " 

1.80 

0.75  to  " 

1.17 

0.68  to  " 

1.17 

0.68  to  •* 

1.80 

1.0  to  ** 

1.17 

0.90  to  »• 

1.17 

0.90  to  " 

1.17 

0.90  to  " 

1.17 

0.90  to  " 

1.09 

0.84  to  »• 

1.17 

1.0  to  " 

1.09 

0.98  to  ** 

1.09 

0.98  to  ** 

1.00 

0.98  to  " 

0.97 

0.88  to  ♦• 

0.97 

0.88  to  »* 

1.01 

0.08  to  " 

8.85 

0.70  to  " 

8.46 

0.58  to  •* 

Makes  own  bed. 


(C.  c  No.  1  Jig,) 
1    4.76  to  8.89  mm.) 


every  i,nree  aays.  Kp')  uy  sKininiiDg  everv  seven  uays.  \q)  /vuiomauc  ai^cnargeB  on  uie  nnu  as 
go  to  »nielter  and  HkimminfirR  to  Hoberll  mills,  (r*)  By  skiniining  every  twelve  hours.  (fO  By  skimm 
six  hours.  («')  By  skimming  every  six  hours,  (u/)  By  automatic  cfiwLarges  on  the  Ivst  and  thj 
three  sieves.    (yO  By  skimmiug  occasionally.    UO  By  skimming  every  two  or  three  hours,    (a")  By  i 


(a)  Class  A  makes  coarse  coDcentrates  and  tailings:  Class  B  makes  coarse  concentrates,  hutches  and  tall- 
(iP)  Battery  residue  of  steam  stamps,  (n*)  Both  sieves  skimmed  every  six  hours  and  the  skimmings  go 
every  three  days.  (pO  By  skimming  every  seven  days,    {q')  Automatic  discharges  on  the  first  and  m 

■*  "   ' •     ^     ..     .ft       . . '*)  By  skimming « 

1  third  s 
r  skimming 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OF  JIQS. — Continued, 

jig  taken  in  order  from  the  head  to  the  tail. 

Br. = Bryan;  br'k*r=  breakers;  c.=coDoentrates;  C.  c.= Coarse  conoentrates;  CI. = Cleaning;  cl.=cla88ifler; 
ingtonmill;  Hunt. s^ Huntington;  hy.= hydraulic;  hy.  cl.=hydrauUo  daasifler;  lnf.=lnflnii^;  J.=Jig;  K.= 
pr.  or  preoed'g= preceding;  p.  t.=piclcing  table;  r.=roll8;  8.=sieTe;  8c.=8creen;  snL=8melter;  8p.=8pigot; 
unw.=unwatereror  unwatered;  Unw.  b.=Un watering  box;  Z.=Zinc. 


Coarse 

Concentrates. 
How  Removed. 


Destination  of  Products. 


Coarse 

Ocmoentntfls 

to 


Hutch 

Products 

to 


Tailings 
to 


AmooBtof 
Plunger 
Throw. 


Automatic 
Discharge. 


3^ 


No.  t  jig... 
No.  4  Jig... 


NaT  jig.. 
NaSJig.. 
Na9jig... 


No.  10  Jig. 
Waste..... 


Inches. 
H 


In. 


(«0 

;i)8melt«r \ 

;2)HeberUmil]8V 
i)No.61ig....( 
(l)Heberli  mills  1 
(2) No.  11  Jig...  V 
(8)  Smelter ) 


Smelter 

HeberU  mills.. 


Smelter.. 


OsO 


Samesspraced^g 


Sameaspreoed^g 


IsiAttkdls.. 


Smelter 

1)  Smelter. 

,S)  Steam  stamp. 

Same  as  pr... 


(^  Steam  Kiunp. 
Same  as  pr...., 


i' 

»» 


No.  16  Jig... 

Smelter.... 

:i)No.711g. 
;«)No.8;lg. 
l5No.7;ig. 
«)No.8;ig. 

No.l(fj& 
l^No."'' 
,  No.  ,  „ 
1)  No.  11  Jig 
8)No.l8}iff 
1)  Nail  Jig 
S)Nal8]ig 


IM 
184 
184 

188 
188 
188 

188 

188 
188 

188 
188 
188 


In. 


0.78 


8.87 


8.87 


Iteam  stamp. 
Same  as  preoed^g 


(rO 
Skimming. 


• 


Smelter . 


m  Picking  tables 


Same  as  pr. 


(1)  Smelter. 

Same  as  pr. 
No.  1  hy.  cl 


(DNaeiig. 
Steam  stamp.  (2)  No.  7  Jig. 


Steam  st. . . 
Waste. . . 


Itol 


\    S  } 


188 
188 
188 
188 
188 
188 

188 
188 
188 
188 
188 
188 


188 


m 


1.86 


a44 


ings;  Class  C  makes  hutches  and  tailings,  (b)  Theee  are  the  ratios  of  the  maximum  grains  of  each  material. 
toNo.  2  Jig.  The  second  sieve  has  also  an  automatic  discharge  which  goes  to  HeberU  mill.  {&)  By  skimming 
sieves;  the  second  sieve  is  also  sidmmed  every  twelve  hours  and  the  third  sieve  every  three  hours.  Dischargee 
three  hours,  {f)  By  skhnming  every  three  weeks,  (u')  Automatic  discharges  and  also  skimming  e^OT 
and  by  skimming  on  all  three  sieves,  (x';  By  automatic  discharge  on  the  third  sieve  and  by  skimming  on  all 
every  twenty-four  hours. 
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TABLE  283. — PUBP08E  AND  ADJUSTMENTS  OP  JIGS. — Continued. 

NoTB.— In  some  cases  seTeral  values  will  be  found  for  one  Jig.    These  are  for  the  different  aieyes  of  the 

Abbreviations.— Aut.= Automatic;  Aut.  dig. = Automatic  discharge;  b.  cl.=boz  classifler;  BMowssBelow; 

di8.=dlscharge;  dist.= distributor;  Gr.=Graded  from:  H.=Hutche8of;  h«shutch;  H.  m.  or  Hunt.  m.=rHunt- 

Kieve;  L.=Lead;  lbs.=:pound8;  m.=mill:  ma.smachine;  Maz.=Maximum;  No.=Number;  Ov.=OTer8lzeof; 

st=8tamp;  st.  Bt=steam  stamp;  T.=TaiiingB  of;  tr.ctrommel;  Tr. ma.  =T^nking machine;  Un.sUnderslse. 


Material  of  Feed. 


SlMofineed. 


Net 
Diameter 
of  Screen 

Hole. 


Ratio  of 
Diameter  of 
Screen  Hole 
to  Diameter 

of  Feed. 


Material  of  Bottom 
Bed. 


Thick- 
ness of 
Bed. 


Ratio  of 
Diameter 
of  Bed 
Material 
to  Diame- 
ter of 
Feed, 
(ft) 


4 

6    B 

6   B 


1/" 

8    0 

C 

B 

B 

8    C 


87 


fld  spigot  of  same. 

8d  spigot  of  same. 

4th  spigot  of  same. 

i  1st  hutoh  Nos.  i 
1    SandSJigs.    f 

JSd  hutch  Noe.) 
1    SandSJigs.    f 

j  Ist  hutch  Nos.  I 
1    4and5JigB.    f 

Jfld  hutch  Noe.  I 
1     4and6Jig8.    f 

Istsp.  N0.lh7.cl. 

8d  spigot  of  same.. 

8d  spigot  of 

4th  spigot  of 


j  Ist  hutch  Nos.  I 
1    landSJigs.    f 

j8d  hutch  Nos.  I 
1    landSJigs.    f 

j  Ist  hutoh  Nos.  I 
1    8and4Jig8.    f 

(8d  hutch  Noe.) 
1    8and4JigB.    f 

OTersiseNo.8tr... 
OTer8iseNo.8tr... 
Spigot  No.  1  hy.  ol. 

OrenizeNo.  8tr.. 


0TenlieNa8tr... 
(hrenixeNo.4tr... 
OTeriiseNo.6tr... 

OrendieNo.  8tr... 

OrerslseNaStr... 

OyenlxeNo.  4tr... 
1st  sp.  No.  1  hy.  d. 
9d  spigot  of  sama . 

Spigot  Na  8  by.  d. 

Oversize  No.  8  tr... 


Mm. 
4.76  too 

4.76  too 

4.76  too 

8.86  to  0 
8.4etoO   - 
1.66  too 

1.80  too 

4.70  too 
4.76to0    \ 
4.76  too 
4.76  too 

8.80  too 
1.78  too 
1.80  too 

1.17  too; 

4  to  8  mesh.' 
8  to  18  mesh, 
18 mesh  too. 

9 

6.6  to  8 

8tol.8( 


to  6.6     •! 


(VO 
|8or4to6l 


6to8 

8  to  18  mesh. 
18 mesh  too 
18 mesh  too 
|94  or  80 
I  mesh  to  0 
8  too  mesh. 


Mm. 
8.46 
1.66 
1.66 
1.80 
1.86 
1.14 
1.01 
1.56 
1.80 
1.56 
1.80 
1.14 
1.80 
1.14 
1.14 
1.80 
1.14 
1.14 
8.99 
1.78 
1.78 
1.80 
1.80 
1.17 
1.17 
1.00 
1.78 
1.80 
1.80 
1.80 
1.80 
1.17 
1.17 
1.17 
1.00 
1.00 
0.97 
0.97 


Inches. 


7.11 
6.06 
6.06 

4.94 


8.86 


1.90 


6; 

8     " 

10     " 

18     " 

94  or  80     ( 

mesh.    ( 

8  mesh. 


Makes  own  bed 

J  0.  c.  Na  8  Jig  J 
(    4.76  to  8w85  mm.  { 


0.57 

0.46 

0.89 

0.68 

0.68 

0.46 

0.84 

0.74 

0.74 

1.0 

0.88 

0.88 

0.48 

0.86 


to  inf. 
to  " 
to  " 
to  " 
to  ♦* 
to  " 
to  " 
to  " 
to  " 
to 
to 
to 
to 
to 


:: 


Blakes  own  bed. 


J  C.  c.  No.  6  jig,  \ 
i    ZM  to  1.91  mm.  f 


Makes  own  bed. 


0.76  to 
0.67  to 
0.67  to 
0.76  to 
0.75  to 
0.68  to 
0.90  to 
0.90  to 
0.84  to 
0.98  to 
0.88  to 
0.88  to 


inf. 


jC.  0.  Na  1  Jig,) 
1    4.76  to  8.80  mm.  f 


Makes  own  bed.. 


( C.  0.  No.  6  Jig, ) 
1    8.88tot78inm.r 


Makes  own  bed. 


^ 

.98) 


0.79tol.l 
0.67  too. 
0.07  too. 


0.66  to  1.4 


1.1  to  8.6 


—  tol.9 


Makes  own  bed 

Hutch  No.  1  Jig, ) 
8  or  4  to  6  mesL  f 

H.No.  9J.,6to8mesh 


1^ 
8.0 


eignt  nours.    (d")  By  skimming  evei 
Qnviiy  stamps  tqr  unwatering  booK. 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OP  JIGS. — Continued. 

Jig  taken  in  order  from  the  head  to  the  talL 

Br.sBryan;  br*kY=breaker8:  c.=conoentrate8;  C.  c^Coarse  oonoentrates;  Cl.=Cleaninfir;  cl.=c]a8Bifler; 
ington  mill;  Hunt. = Huntington;  hT.= hydraulic;  hy.  cl.=h7drau]ic  classifier;  inf.=inflnity;  J.=Jig;  K.= 
pr.  or  preoed*g=preceding;  p.  t.=pfcking  table;  r.=roIl8;  8.=8ieve;  Bc.=8creen:  8m.=smelter;  8p.=8pigot; 
unw.=unwaterer  or  unwatered;  Unw.  b.=:Un watering  box;  Z.=Zinc. 


47 


86 


88 


SklmmUy;,.***.  V 


Coarse 
Ootitsyatrates- 
How  HemoTfid. 


(11  Smeilter*  * , 
(9)  Steam  stamp 

Ko.8iig.... 


(rO 
I^Autdis..... 


ri)  Picking  table. 
Jlj  I  Smelter 

( 
'1 


Smeltef^. 


No.  7  Jig. 


(1)  Smelter 

OB)  Steam  atamp. 

Same  as  pr... 


Aut  disohargea 
None 


Aut  discharges 


3  None.  < 


Aut  discharges 


None., 


Destination  of  Frodncia. 


Coarie 

ConeeDtratei 

to 


Hutch 

Pi-odticti^ 

to 


Steam  stamp. . 
Smelter 


(!)No.§iig. 
(2)No.7W. 
(DNoSlig, 

,^2)  No.  9  Jig, 

i3j  Bm.orK. 
ri)  8melt«3r. 
m  SraorK. 
13)  Kleve. . . 
(l)  Smelter, 

J]  Smelter. 

.1)  No.  6  Jig. 
.2)No.6:ig. 
l)No.6;ig. 
»)No.e;lg. 

«)No.8;lg. 
l)No.7iig. 
S^  No.  8  Jig. 

jUsm  ... 

(3)  Rejigger 

Same  as  pr. 


None.  I 


None.. 


Smelter.. 


None. 


Smelter.. 


8)  CI.  jig... 
1)  Smelter. 

ia.jig... 

)Hunt.m, 


Smelter., 


TaiUngs 


WaAte... 


Nclunw.b. 


Hunt  mill 
after  un- 
watering. 


Waste... 


(i'O 

\n 

Waste..., 
(i'O 


AmoiiDt  of 
Pitingwr 
Throw. 


% 
H 

H 

H 


78«  fit  78»  7% 


si 


183 
189 

laa 

133 

laa 

IJK 
185 
186 
186 

186 
195 
195 
196 


160 
190 
886 
980 

168 

166 

178 
178 
90« 


900 


AlltCl^QJatjc 

r>liicharKe. 


m 


In. 


li 


fa 


In, 


f' 

m 


if^i 


M 

"li 
1^' 


0.TI 
0.86 
1.00 
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TABLE  283. — ^PURPOSE  AND  ADJUSTMENTS  OF  JiQS. — Concluded. 

NoTK.— In  some  cases  several  yalues  will  be  touod  for  one  Jig.    These  are  the  different  sieves  of  the 

Abbreviations.— Aut.=Automatlo;  Aut.  dis.= Automatic  discharge;  b.  cl.=boz  classifler:  B'lowsRelow; 

diB.s:di8charge;  di8t.=di8tributor;  Or.=Gnided  from;  H.sHutcfaes  of;  h.=hutch;  H.  m.  or  Hunt.  m.=Hunt- 

Kieve;  L.=Lead;  lb8.=pound8;  m.=m{ll:  ma.=machme;  Max.=Maximum;  No.=Number;  Ov.=Oversiae  of; 

8t=stamp;  st.  st.=steam  stamp;  T.=Tailing8  of;  tr.=trommel;  Tr.  ma. =Trunking  machine;  Un.=Under8iae; 


Material  of  Feed. 


Size  of  Feed. 


Net 
Diameter 
of  Screen 

Hole. 


Ratio  of 
Diameter  of 
Screen  Hole 
to  Diameter 

of  Feed. 


Material  of  Bottom 
Bed. 


Thick- 
ness of 
Bed. 


Ratio  of 
Diameter 
of  Bed 
Material 
to  Diame- 
ter of 
F^ed. 
(ft) 


Orenriie  No.  8  tr. . . 

Istsp.  Nclhj.  ol. 

fld  spigot  dt  same. . 

Istsp.  No.  2  by.  d. 

Spigot  No.  8  by.  cL 

{Tailings  mag- 
netic conoen- 
traUm. 


MOL 

6  to  10  mesh 
10  mesh  too 


10 


too 


'-I 


lOmeshtoO 

O.OftoO 

10  to  16 
mesh. 


letoM 
mesh. 


MtoaO 


4 

6 
6 
6 
8 
10 
10 
10 
8 
10 
10 
10 
10 
16 


Inches. 


j  Hutch  No.  1  Jig,  j 
1  8to6i      " 


••••••••••••• 


J  Hutch  No.  1  Jig,  I 
I    8to6me8h.       f 


80to60meth. 
80  to  60 


8  mesh 

8  " 

18  " 

12  " 

18  " 

14  " 

14  " 

16  •» 

14  " 

14  " 

16  " 

18  " 

18  •* 


MakMOwnbed. 


to)  Class  A  makes  coarse  concentrates  and  tailings;  Glass  B  makes  coarse  concentrates,  hutches  and  tail- 
{ff)  Gravity  stamps  by  unwatering  box. 

Jigs  treating  sized  products  from  screens:  Class  A^  76;  class  B^  12;  class  C, 
26;  class  A  or  B^  1;  total,  115. 

Jigs  treating  first  spigot  product  from  classifiers:  Class  A,  0;  class  B,  33; 
class  C^  21 ;  class  B  and  C,  1 ;  total^  55. 

Jigs  treating  later  spigot  products  from  classifiers:  Class  A,  0;  class  B,  32; 
class  C,  55;  total,  87. 

Jigs  treating  natural  or  unsized  products:  Class  A,  0;  class  B,  7;  class  C,  5; 
total,  12. 

Jigs  treating  hutoh  products  of  preceding  jigs:  Class  A,  0;  class  B,  17;  class 
C,  8;  total,  25. 

Jigs  treating  tailings  from  preceding  jigs:  Class  A,  0;  class  B,  2;  class  C,  1; 
total,  3. 

Jigs  treating  both  sized  products  from  screens  and  hutoh  products  from  pre- 
ceding jigs:  Class  A,  0;  class  B,  3;  class  C,  0;  total  3. 

Class  A,  including  jigs  which  make  coarse  concentrates  and  tailings  with  ind- 
dental  hutch. — This  method  of  jigging  is  applicable  only  to  sized  products,  it 
being  used  in  this  country  on  about  two-thirds  of  all  the  jigs  of  the  group.  The 
advantages  of  jigging  sized  products  by  this  method  are,  that  the  jig  makes  its 
own  bottom  bed  and,  therefore,  saves  the  wear  on  special  bottom  bed  material, 
as  well  as  the  trouble  and  expense  of  providing  it,  and  that  there  is  no  grain  in 
the  feed  which  is  the  same  size  as  the  sieve  hole  to  cause  blinding  of  the  sieve. 

There  is  one  jig  in  this  group  (No.  2  jig  of  Mill  16),  which  is  noteworthy  as 
making  no  coarse  concentrates  on  its  last  sieve.    This  is  probably  due  to  the  fact 
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TABLE  283. — PURPOSE  AND  ADJUSTMENTS  OF  3iQt^,— Concluded. 

jig  taken  in  order  from  the  head  to  the  tail. 

Br.sBryan;  br'k'r=breakers;  c.=ooncentrate6;  C.  csCkMu-se  oonoentrates;  CI.=C1eanlDff;  cl.= classifier; 
Ington  mill;  Hunt. = Huntington;  hy.  =hydraulic;  by.  cl.=hydraulic  classifier;  inf. = infinity;  j.=Jig;  K.= 
oed*g=preceding;  p.  t.=picking  table;  r.:=rolls;  s-ssieve;  8C.=:8creen;  sm.=smelter;  8p.=8pigot; 


pr.  or  preced^t    .  „.  .         ^  -      .. 

unw.=unwatereror  unwatered;  Unw.  b  =Unwaterins:  box;  Z.=Zinc. 


Ooarse 
Concentrates. 
How  Remoyed. 


Destination  of  Frodacts. 


Coarse 

Concentrates 

to 


Hutch 

Products 

to 


Tailings 
to 


Amount  of 
Plunger 
Tlirow. 


Automatic 
Discharge. 


^1 
§1 


-I 


111 


Inohee. 


In. 


None. 


None.. 


Snielter., 


••••••••••••I 


«") 


Stamps. 


Ant  diacliarge.  \ 


Waste.., 


None., 


None., 


Same  as  pr. 

Wftejigged 
smelter.... 
(1)  Smelter. 
(8)ReJigged 


}  " 


900 


910 


900 
210 

160 

900 

9S6 

960 
960 


ings;  Class  C  makes  hutches  and  tailings.    (6)  These  are  the  ratios  of  the  maximum  grains  of  each  materiaL 


that  the  previous  sieves  remove  all  the  concentrates^  so  that  the  last  one  has  noth- 
ing to  do  or  simply  acts  as  a  ^ard. 

Class  B,  incmding  jigs  which  make  coarse  concentrates,  hutch  and  tailings. — 
This  method  of  jigging  is  used  on  more  jigs  than  class  A.  It  is  used  on  all  kinds 
of  products,  but  it  is  especially  applied  to  the  first  spigot  products  from  classifiers 
and  natural  products,  such  as  the  entire  undersize  of  a  trommel  in  the  Missouri 
lead  and  zinc  mills  (9,  10,  16  and  25),  the  product  coming  to  an  intermediary 
jig  (Jig  4,  Mill  23),  and  that  coming  to  the  cover  jigs  of  Lake  Superior  (No.  1 
jigs  of  Mills  44  and  47). 

The  advantages  of  jigging  sized  or  unsized  products  by  this  system  are:  It 
makes  its  own  bottom  bed,  with  a  relatively  coarse  sieve ;  there  is  a  freer  passage 
of  the  water;  and  greater  capacity  is  obtainable,  since  the  concentrates  are  re- 
moved from  both  discharge  and  hutch.  With  strong  suction  it  may  not  cause  a 
serious  loss  of  fines.  It  may  do  away  with  more  or  less  preliminary  screening  and 
classifier  work,  that  is,  do  away  with  the  necessity  of  close  sizing,  owing  to  the 
fact  that  the  bottom  bed  is  more  open  for  the  action  of  suction. 

The  disadvantage  is  that  there  is  a  large  percentage  of  particles  of  the  same 
size  as  the  holes  of  the  sieve,  and  these  tend  to  blind  the  sieve ;  they  do  so  all  the 
more,  owing  to  the  strong  suction  which  is  needed.  There  are  exceptions  to  this 
rule.  The  jigs  treating  the  first  spigot  products  from  classifiers  in  Mills  44,  46, 
47  and  48  liave  their  screens  protected  by  flat,  heavy  scales  of  copper,  which 
guard  the  sieve,  and  also  by  the  gentle  suction  action  given  by  the  Collom  jig. 

The  Missouri  zinc  jigs  (Mills  9  and  10),  are  not  reported  as  giving  serious 
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trouble  in  this  respect  This  may  be  due  to  the  coarseness  of  the  sieve  and  to  the 
fact  that  it  is  freed  by  blows  of  the  coarse  fragments  of  the  bottom  bed.  Some 
of  the  jigs  in  this  class  deserve  especial  attention ;  for  example.  Mills  15,  jig  4, 
16-3,  30-6,  31-7,  32-5-6-8-9,  33-4,  35-9-10-11,  36-4,  38-5-9-13-14,  39-9-10,  41-5, 
42-3  and  43-9,  all  omit  the  automatic  discharge  on  one  or  more  sieves,  the  reason 
being  that  there  are  not  enough  coarse  concentrates  formed  to  run  continuously 
from  all  the  sieves.  The  choice  of  the  discharges  to  be  plugged  varies  on  different 
jigs.  Of  the  above  22  jigs,  15  plug  the  earlier  discharges,  4  plug  the  later  ones, 
and  3  plug  the  middle  ones.  On  other  jigs,  for  example.  Mill  22,  jig  No.  4,  the 
diflSculty  is  overcome  by  running  the  discharges  intermittently. 

Jigs  No.  9  and  No.  10  of  Mill  39  vary  from  all  the  others  of  this  class  in  that 
there  is  put  upon  them  a  thin  bottom  bed  in  addition  to  the  bottom  bed  which 
they  make  themselves,  making  a  total  thickness  of  bottom  bed  of  2^  to  3  inches. 
In  this  case  the  gate  of  the  automatic  discharge  has  to  be  high  enough  so  that 
the  coarse  concentrates  may  pass  out  over  the  bottom  bed  material  without  dis- 
turbing it.  Jigs  No.  7,  8, 10,  11,  12, 13  and  14  of  Mill  38  and  jig  No.  9  of  Mill 
43  also  have  a  bottom  bed  put  on. 

§426.  Class  C,  including  ji-gs  which  make  only  hutch  and  tailings. — ^Tliis 
method  is  used  upon  all  kinds  of  fine  products  and  more  jigs  are  run  this  way 
than  by  either  of  the  two  other  methods.  It  is  especially  applied  to  the  later 
spigot  products  from  classifiers,  which  are  necessarily  fine.  It  is  also  conmionly 
used  for  jigging  coal  with  a  feldspar  bottom  bed. 

The  advantages  of  this  method  of  jigging  sized  or  unsized  products  are:  It 
increases  the  capacity  of  a  jig  over  Class  A  by  discharging  concentrates  all  over 
the  sieve  instead  of  in  one  place  only,  making  it  particularly  favorable  for  an  ore 
with  a  large  percentage  of  concentrates,  and  sometimes  even,  the  capacity  may  be 
over  Class  B,  because  a  coarser  bottom  bed  and  sieve  can  be  used;  it  requires  less 
attention  than  A  or  B,  it  being  easier  to  regulate  the  discharge  of  concentrates 
through  the  sieve  than  in  other  methods  of  discharging ;  no  size  of  grain  is  fed  to 
it  which  tends  to  blind  the  screen,  the  only  grains  of  that  character  being  those 
which  accidentally  crumble  off  the  bottom  bed;  close  sizing  is  not  so  necessary 
with  sized  feed ;  it  uses  a  coarser  screen  and,  therefore,  has  a  freer  passage  for 
the  water  and  a  freer  working  whole  bed. 

The  disadvantages  are  that  the  heavy,  coarse  bottom  bed  required  for  large 
sizes  consumes  more  power  to  raise  it,  and  the  bottom  bed  wears  out  more  or  less 
rapidly  and  must  be  replaced.  There  will  naturally  be  a  limit  beyond  which  it 
will  not  pay  to  take  advantage  of  this  method.  Examples  of  the  limits  in  the 
mills  are  as  follows:  Mill  13  has  a  maximum  grain  of  19.1  mm.;  Mill  14,  22.2 
mm. ;  Mill  20,  6.4  mm. ;  Mill  26,  5.7  mm. ;  Mill  86,  9.0  mm.  Kunhardt  gives 
the  maximum  at  Lauremberg  as  35  mm. 

In  this  class  will  be  found  many  jigs  which  would  appear  at  first  sight  to  belong 
in  Class  B,  that  is,  the  maximum  grain  fed  to  them  is  larger  than  the  size  of  the 
hole  in  the  sieve.  The  reason  that  no  coarse  concentrates  are  made  is  that,  for 
the  most  part,  these  jigs  treat  the  later  spigot  products  from  classifiers  in  which 
the  coarser  grains  are  all  gangue  and  the  finer  portions  contain  the  mineral,  and 
the  screens  used  need  be  only  coarse  enough  to  allow  the  latter  to  pass,  but  not 
necessarily  the  former.  Mill  43,  jigs  7  and  8,  Mill  47,  jig  8  and  Mill  48,  jig  7, 
are  not  spigot  jigs  and  cannot  be  explained  in  that  way.  The  inconsistency  in 
them  is  probably  due  to  the  fact  that  the  feed  is  finer,  or  the  screen  hole  is  larger 
than  given  in  Table  283,  but  as  to  which  is  in  error,  the  author  is  unable  to  say. 

Many  mills  have  products  which  seem  well  adapted  for  this  treatment,  but 
yet  it  is  not  used.  This  is  accounted  for  in  some  mills  by  the  fact  that  no  suit- 
able bottom  bed  material  is  at  hand  to  supply  to  the  jig,  and  in  others  because 
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the  quantity  of  concentrates  is  not  large  enough  to  warrant  its  use.  In  the  latter 
case  the  gangue  would  tend  to  work  down  into  the  concentrates,  to  prevent  which, 
a  bottom  bed  too  thick  to  be  economical  would  need  to  be  used. 

In  this  connection,  the  experience  of  Mill  21  is  noteworthy.  Here  the  dis- 
charge of  coarse  concentrates  was  tried  and  condemned  as  too  slow  for  an  ore 
with  so  large  a  percentage  of  concentrates.  As  a  consequence,  all  the  jigs  form 
concentrates  in  the  hutch  only,  except  No.  1  jig,  which  has  to  make  its  own  bot- 
tom bed,  there  being  no  other  material  suitable  to  put  on  it. 

§  427.  Size  of  Sieve  Hole. — ^This  affects  the  jigging  in  other  ways  than  by 
the  percentage  of  opening  already  discussed  (see  §  417).  The  larger  the  hole, 
relatively  to  the  feed,  the  more  freely  will  the  fine  grains  reach  the  hutch  and  the 
less  will  the  whole  bed  be  clogged  by  their  presence. 

The  practice  in  this  matter  jnay  be  expressed  by  the  ratio  of  the  diameter  of 
the  hole  in  the  sieve  to  the  diameter  of  the  grains  in  the  feed.  This  ratio  has 
been  computed  and  is  given  in  Table  283.  These  ratios  are  divided  into  three 
groups  corresponding  to  the  three  classes  of  jigs  just  considered. 

The  jigs  of  class  A  make  their  own  bottom  beds  and  the  ratio  is  less  than  1.0. 
The  range,  as  shown  in  the  table,  is  from  0.09  to  1.0.  It  is  probably  best  to  use 
a  large  ratio,  as  the  coarse  sieve  will  last  longer  and  cost  less.  This  jig  will  be 
run  with  little  suction.  Linkenbach  (see  Table  280),  recommends  for  tiiis  class 
of  jigs  the  ratio  for  the  size  of  hole  to  the  minimum  size  of  feed,  1:2  for  the 
grains  above  5  mm.,  1  :  1|  for  3-mm.  and  1  :  1  ^  for  2-mm.  grains,  and  below  2 
mm.  he  recommends  that  the  jig  treating  sized  products  be  put  into  Class  B. 

Jigs  of  Class  B  make  their  own  bottom  beds  and  the  ratios  for  the  diameter 
of  the  hole  to  the  maximum  grains  of  the  feed,  range  from  0.08  to  1.3  and  for  the 
minimum  grains  from  0.93  to  1.4  on  sized  products  and  to  infinity  on  other 
products.  For  consistency,  the  ratio  for  the  maximum  grain  must  be  below  1.0 
and  that  for  the  minimum  above  1.0,  and  the  inconsistencies  in  the  table  are  prob- 
ably due  to  inaccuracy  in  designating  screens.  It  would  seem  best  to  have  the 
ratio  for  maximum  grains  nearly  equal  to  1.0,  as  this  secures  large  interstices  and 
as  free  passage  as  possible,  in  which  the  suction  may  act.  This  jig  needs  a  thicker 
bottom  bed  than  a  Class  A  jig,  because  it  will  be  run  with  strong  suction,  but 
thinner  than  a  Class  C  jig,  because  its  interstices  are  so  small. 

The  jigs  of  Class  C  should  have  the  ratio  greater  than  1.0  on  all  products 
except  the  later  spigot  products  of  a  classifier  and  the  tailings  of  jigs,  in  order  to 
let  the  concentrates  through  the  sieve.  On  these  two,  however,  it  may  be  less 
than  1.0,  owing  to  the  fact  that  the  concentrates  are  all  in  the  finer  part  of  the 
feed.  No  ratios  are  given  on  the  later  spigot  products  from  the  classifiers,  as 
the.  data  on  the  size  of  grains  is  too  uncertain.  On  other  products  the  ratios 
range  for  the  maximum  grains  from  0.6  to  2.3  and  for  the  minimum  grains  from 
1.6  up  to  3.1  for  sized  products  and  up  to  infinity  for  other  products.  Any  incon- 
sistencies are  probably  due  to  irregularities  of  sieve  holes.  The  ratio  should 
never  be  large  enough  to  allow  the  bottom  bed  material  to  pass  through,  probably 
never  greater  than  3.5  (see  §  430). 

Jigs  of  Classes  B  and  C  in  many  mills  use  a  larger  hole  in  the  first  sieve  than 
in  the  later  ones,  because  the  first  sieve  is  called  upon  to  make  so  much  more 
hutch  work  than  the  others  and,  therefore,  needs  to  work  freely.  Mills  22  and 
30  use  this  principle  even  in  jigs  of  Class  A. 

§  428.  Material  of  Bottom  Bed. — The  remarks  in  general  under  this  head 
apply  not  only  to  the  bottom  beds  which  are  put  upon  jigs,  but  to  the  bottom  beds 
which  naturally  form  on  them.  The  bottom  bed  should  be  as  nearly  as  possible 
of  the  same  specific  gravity  as  that  of  the  concentrates;  in  fact,  the  same  mineral 
should  be  used  whenever  possible.    If  much  heavier,  it  requires  excessive  power 
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to  lift  it  and  in  that  case  causes  excessive  boiling  of  the  top  layer,  and  if  it  is  not 
lifted,  the  quicksand  effect  of  the  liquid  bottom  bed  is  lost  and  it  simply  acts 
under  hindered  settling  conditions  in  many  small  tubes.  These  remarks  do  not 
apply  when  a  few  shot  are  mixed  with  the  ore.  If  the  bottom  bed  is  much  lighter 
it  lets  gangue  into  the  hutch. 

From  the  above  statement  of  principles  it  will  be  seen  that  it  is  suitable  to 
supply  the  earlier  sieves  of  a  jig  with  a  bottom  bed  of  the  purest  mineral  and  the 
later  sieves,  which  are  used  to  remove  the  last  and  most-difficult-to-catch  particles, 
with  one  of  middlings  composed  of  included  grains  of  gangue  and  concentrates. 
This  practice  is  quite  general. 

If  the  bottom  bed  is  of  low  specific  gravity,  for  example,  middlings  or  even 
blende,  it  refuses  to  remain  level  (see  Fig.  333) ;  it  forms  much  deeper  at  the 
tail  than  at  the  head  and  is  in  danger  of  working  off  over  the  tail.  This  difficulty 
is  met  in  two  ways :  In  Mill  9  the  sieve  slopes  up  one  inch  in  its  length,  so  that 
the  sieve  becomes  approximately  parallel  to  the  surface  of  the  blende  bottom  bed. 
In  this  way  a  bottom  bed  of  even  thickness  is  obtained  and  it  may  be  made  of 
less  depth.  In  Mills  13  and  14  cross  partitions  are  used  to  prevent  the  crawling 
of  a  p3rrite  bottom  bed.  In  the  former  there  are  two  on  each  sieve,  \  inch  high ; 
in  the  latter  there  are  three  on  each  sieve,  \  inch  thick  and  IJ  inches  high.  On 
the  fine  jigs,  Nos.  3,  4  and  5,  of  Mill  20,  two  cross  partitions  are  used  even  where 
the  specific  gravity  is  high. 

The  bottom  bed  should  not  be  of  too  soft  mineral,  as  excessive  abrasion  will 
take  place,  causing  loss  and  requiring  frequent  renewal.  Fortunately,  most  of 
the  abraded  particles  of  a  heavy  mineral,  like  galena,  go  into  the  hutch,  which 
largely  overcomes  the  loss.  The  most  unfortunate  combination  would  be  where 
chalcopyrite  is  used,  as  this  mineral  is  both  soft  and  of  low  specific  gravity,  and 
its  fine  abraded  particles  would  be  largely  lost  in  the  tailings. 

As  an  exception  to  the  statement  previously  made  in  regard  to  the  specific 
gravity  of  the  material  of  the  bottom  bed,  galena  has  been  replaced  by  iron  shot 
or  iron  punchings;  for  example,  iron  shot  has  been  successfully  employed  at 
Ammeberg  as  bottom  bed  material,  jigging  galena,  blende  and  limestone.  It 
should  be  noted  that  iron  punchings  or  shot  rust  into  a  solid  cake  in  an  idle  mill. 
They  should,  therefore,  be  removed  when  the  mill  is  stopped.  Pyrite  has  like- 
wise been  used  to  replace  chalcop3rrite  or  blende,  on  account  of  its  hardness. 
Davies  reports  the  use  of  shot  made  of  an  alloy  of  iron  and  aluminum  which  has 
the  advantage  that  any  desired  specific  gravity  may  be  obtained  by  mixing  the 
metals  in  suitable  proportion. 

As  shown  in  Table  283,  lead  shot  in  a  thin  layer  has  been  used  successfully  in 
Mills  20,  26  and  28,  either  alone  or  with  some  coarse  ore — in  the  first  case,  for 
jigging  pyrite ;  in  the  last  two,  galena.  In  Mill  20  the  bottom  bed  of  the  No.  1 
jig  is  but  \  inch  thick.  Mill  28  used  it  mixed  with  ore  on  fine  jigs  where  the 
whole  bed  hardened  up  badly,  probably  from  barite,  obtaining  thereby  a  much 
freer  and  more  lively  whole  bed,  and  when  very  soft  lead  ore  was  being  concen- 
trated, lead  shot  alone  gave  good  results.  Mill  2^  found  it  gave  a  nice,  clean 
screen  and  prevented  blinding,  requiring  less  frequent  cleaning  of  the  sieves.  In 
South  Africa  lead  shot  are  used  as  bottom  beds  on  jigs  for  washing  diamondif- 
erous  earth. 

Certain  hard,  heavy  minerals  are  occasionally  available  to  be  used  as  bottom  bed 
material,  for  example,  magnetite.  Feldspar  is  much  used  for  jigging  coal  on 
account  of  its  weight,  which  is  the  same  as  that  of  the  slate,  and  of  the  fact  that 
it  breaks  into  elongated  and  flattish  fragments  which  are  considered  favorable  to 
jigging.  In  regard  to  this,  Lamprecht  holds  that  when  the  grains  have  become 
rounded  by  wear  they  should  be  replaced  by  new  feldspar. 

Armitage'*  recommends  that  a  strip  of  screen  plate  6  inches  wide  with  larger 
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holes  in  it  be  put  in  the  trommel  which  feeds  a  jig,  to  furnish  suflRcient  coarse 
material  to  keep  up  the  bottom  bed  automatically. 

§  429.  Thickness  of  The  Bottom  Bed. — The  thicker  the  bottom  bed,  the  less 
freely  the  concentrates  pass  through;  therefore,  the  cleaner  will  be  the  hutch 
work.  With  a  thin  bottom  bed  the  opposite  is  true,  as  is  shown  by  the  No.  1  jig 
of  Mill  20  which  has  a  bottom  bed  only  ^  inch  thick  and  makes  a  small  amount 
of  tailings.  If  the  bottom  bed  is  too  thick,  a  portion  of  what  should  go  to  the 
hutch  fails  to  do  so,  and  may  be  lost  in  the  tailings.  For  an  ore  with  a  large 
percentage  of  concentrates,  we  need  a  thin  bottom  bed ;  for  the  reverse,  a  thick 
bottom  bed.  This  may  be  construed  as  an  argument  for  placing  a  thicker  bottom 
bed  on  a  later  sieve,  as  is  shown  in  jigs  3,  4,  13  and  14  of  Mill  38.  An  argu- 
ment may  be  given  for  the  exact  reverse,  namely,  in  order  to  guarantee  that  the 
tailings  are  completely  robbed  of  values,  it  may  be  better  to  let  a  little  quartz  go 
into  the  last  hutch  with  the  fine  concentrates.  If  so,  then  the  bottom  bed  on  the 
last  sieve  will  be  made  thinner.  The  mill  man  will  have  to  decide  between  these 
two  arguments  which  to  follow.  If  he  is  trying  to  keep  quartz  out  of  the 
concentrates,  then  the  former  will  be  the  method;  if  to  extract  the  last  possible 
grain  of  value  from  the  tailings,  then  the  latter. 

Table  283  gives  the  thicknesses  of  bottom  beds  used  in  the  mills.  It  will  be 
seen,  on  comparing  this  with  Table  271,  that  the  bottom  bed  is  generally  about 
one-half  the  height  of  the  tail.  A  good  method  is  to  make  the  bottom  bed  of  this 
height  and  if  it  proves  too  thick  or  too  thin,  the  desired  change  may  be  made. 
On  a  jig  that  makes  its  own  bottom  bed  and  has  automatic  £scharges,  this  is 
done  by  running  the  automatic  discharge  a  little  more  freely  to  thin  the  bottom 
bed  and  less  freely  to  thicken  it.  On  jigs  which  have  bottom  beds  provided,  the 
material  may  be  added  or  removed,  as  desired. 

In  Mills  9  and  10,  for  the  No.  1  jigs,  separating  blende  from  limestone,  the  near- 
ness of  the  specific  gravities  of  the  two  minerals  would  seem  to  suggest  a  thick 
bottom  bed,  but,  on  the  other  hand,  thjp  jigs  are  called  upon  to  treat  a  large 
amount  of  ore  with  high  percentage  of  concentrates,  to  jig  all  sizes  together,  mak- 
ing finished  coarse  concentrates  and  tailings  as  clean  as  possible  and  unfinished 
hutch  work.     To  accomplish  all  these,  the  bottom  bed  of  blende  is  kept  quite  thin. 

Kunhardt  found  that  in  European  practice  bottom  beds  varied  from  20  to  80 
mm.  thick  and  that  the  top  layers  were  from  30  to  100  mm.  thick. 

§  430.  The  Size  of  Grains  of  the  Bottom.  Bed. — This  affects  the  quality 
of  the  hutch  product  more  than  almost  any  other  factor.  If  coarse,  the  bottom 
bed  will  have  large  interstices  and  will  discharge  hutch  freely ;  if  fine,  the  reverse 
will  be  the  case.  According  to  the  author's  measurements,  the  particles  of  ore 
will  freely  move  down  in  the  interstices  of  the  bottom  bed  when  the  diameter  of 
the  grains  of  the  latter  is  3.5  or  more  times  that  of  the  former  (see  §  474).  We 
can,  therefore,  regulate  the  freedom  of  discharge  as  readily  by  the  size  of  the  grains 
as  by  the  thickness  of  the  bottom  bed,  or  both.  These  adjustments  may  be  used  at 
the  same  time.  A  thinner,  finer  bottom  bed  may  have  the  same  rate  of  discharging 
hutch  as  a  thicker,  coarser  bottom  bed,  but  the  latter  will  have  a  thinner  top 
layer  which  is  more  advantageous  when  jigging  very  fine  material. 

When  the  bottom  bed  is  extremely  coarse,  the  interstices  will  be  so  large  that  it 
does  not  move  during  pulsion,  and  the  interstices  act  like  so  many  tubes,  the 
specific  gravity  of  the  grains  having  no  effect  upon  the  operation.  Under  these 
conditions  the  jig  simply  acts  by  the  law  of  hindered  settling  and  gangue  is  pre- 
vented from  entering  the  hutch  only  by  the  application  of  sufficient  hydraulic 
water.  When,  however,  the  interstices  are  smaller  and  the  bottom  bed  nses,  be- 
coming liquified  (quicksand)  during  pulsion,  then  all  the  gangue  is  pushed  above 
it,  and  if  the  bottom  bed  is  thick  enough,  or  the  suction  not  too  great,  no  gangue 
can  come  into  the  hutch. 
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Referring  to  Table  283,  we  see  that  in  the  mill  practice,  for  jigs  which  have 
bottom  beds  put  on  them,  the  ratio  of  the  bed  material  to  the  feed  ranges  from  1.06 
to  7.8,  with  an  average  of  2.9,  indicating  that  the  author's  figure  3.5  may  work 
a  little  too  freely  in  the  majority  of  cases.  Or,  in  other  words,  the  process  of 
natural  selection  has  settled  upon  a  figure  below  that  which  works  with  perfect 
freedom ;  in  fact  there  are  only  8  out  of  the  33  that  are  above  the  author's  ratio. 

In  all  this  discussion  the  author  uses  the  maximum  diameter  of  ore  and  of  bot- 
tom bed  material  in  calculating  his  ratios.  The  finer  grains  associated  with  the 
coarser  part  of  the  bottom  bed  give  smaller  interstices  than  if  the  finer  grains 
were  left  out;  but,  on  the  other  hand,  the  finer  grains  of  the  feed  pass  through 
to  the  hutch  more  freely  than  the  maximum  grains.  These  two  errors,  therefore, 
in  a  measure  balance  each  other  and  prevent  the  resulting  error  from  being 
serious. 

Mills  13  and  39  recommend  that  the  bottom  bed  be  of  the  smallest  size  that 
will  not  go  through  the  sieve.  Kunhardt,  in  giving  European  practice,  states 
that  a  bottom  bed  of  3-mm.  stuff  will  prevent  gangue,  though  it  is  finer  than 
1  mm.,  from  passing  into  the  hutch.  On  jigs  which  bring  their  own  bottom  bed 
material  in  the  feed,  me  ratio  is  1.0  and  these  jigs  will  always  be  tight,  unless 
the  bottom  bed  is  rather  thin,  the  sieve  is  coarse,  tiie  pulsion  is  increased,  or  the 
hutch  water  is  increased. 

Removal  of  Coabse  Conoentrates. — This  may  be  done  in  either  of  the  two 
following  ways : 

(1)  By  skinmiing. 

(2)  By  automatic  discharges  run  continuously  or  intermittently. 

§  431.  (1)  Skimming  the  Sieves. — To  do  this,  the  feed  sand,  the  feed  water 
and  hutch  water  are  all  shut  off  and  the  water  drawn  down  till  its  top  is  below 
the  level  of  the  sieves.  The  spigots  are  then  plugged.  The  top  layer  of  gangue 
is  now  skimmed  off  and  laid  one  side  upon  either  a  fixed  or  movable  apron,  by  a 
hoe,  the  handle  of  which  is  cut  off  to  about  1  foot  long.  Instead  of  a  hoe,  a  bent 
piece  of  metal,  6  inches  by  8  inches,  may  be  used,  and  for  the  bottom  bed,  wooden 
skimmers  are  recommended  by  Linkenbach,  to  prevent  injury  to  the  sieve.  If 
desired,  a  middling  product  is  then  skimmed  off  and  placed  by  itself.  Then  the 
concentrates  are  skimmed  off  and  the  sieve  is  cleaned,  if  necessary.  This  is  done 
by  scraping  it  with  the  edge  of  a  spatula  2  inches  wide  and  10  inches  long,  of 
galvanized  iron  with  rounded  end,  and  by  slapping  it  with  the  flat  side.  Then  a 
small  portion  of  the  concentrates  are  put  back  for  a  bottom  bed ;  the  top  sand  is 
replaced,  the  hydraulic  water  turned  on  and  the  feed  started,  the  spigot  plugs 
removed  and  jigging  thus  resumed.  Sometimes  a  rough  skimming  is  made 
quickly  without  stopping  the  jig.  For  example  on  a  2-pieve  jig  the  first  sieve 
of  which  had  automatic  discharge  and  the  second  did  not,  the  author  has  seen 
some  of  the  coarse  concentrates  quickly  skimmed  from  the  second  sieve,  when 
the  bottom  bed  became  too  thick,  and  transferred  back  to  the  first  sieve  to  be 
discharged. 

Even  when  no  coarse  concentrates  are  made  it  is  frequently  necessary  to  skim 
the  sieves  in  order  to  clean  them,  as  the  sieves,  especially  of  the  finer  sizes,  become 
blinded  periodically,  that  is  to  say,  grains  of  ore  become  wedged  into  the  meshes, 
preventing  the  passage  of  water  or  hutch  product  through  them.  In  jig  No.  1 
of  Mill  20  which  has  a  bottom  bed  of  large  shot,  the  sieves  are  cleaned  by  running 
a  copper  scraper  back  and  forth  while  the  jig  is  running,  the  shot  doing  the 
cleaning. 

As  shown  in  Table  283  skimming  is  not  used  nearly  so  much  in  American  mills 
as  automatic  discharges.  In  the  Freiberg  district  of  Germany  in  1892,  out  of 
32  jigs,  26  used  skimming,  while  6  had  automatic  discharges. 

Skimming  has  advantages  over  automatic  discharge  where  there  is  a  small  pro- 
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portion  of  concentrates,  as  it  would  be  impossible  under  these  .onditions  to  regu- 
late a  continuous  discharge.  It  may  do  better  work  thaii  the  discharge,  because 
the  attendant  selects  the  quality  of  products  desired ;  and  again  the  sieve  is  cleaned 
and  the  bottom  bed  carefully  readjusted  at  frequent  intervals.  The  disad- 
vantages are :  the  amount  of  labor  required  if  there  is  a  large  proportion  of  con- 
centrates, the  time  lost,  the  derangement  of  the  mill  work,  and  finally,  the  depth 
of  the  bottom  bed  is  too  variable  for  the  best  work,  beginning  at  the  smallest 
allowable  thickness  and  increasing  to  the  maximum. 

Skimming  is  the  rule  in  the  native  copper  mills  of  Lake  Superior,  where  there 
are  but  very  few  cases  of  automatic  discharge,  while  it  is  the  exception  in  all  the 
other  mills.  In  the  former,  the  percentage  of  concentrates  is  not  large  enough, 
as  a  rule,  for  automatic  discharges ;  the  bottom  beds  of  copper  do  not  wear  out 
and  lose  by  attrition.  The  sieves  need  to  be  cleaned  perhaps  more  often  than 
with  the  brittle  minerals.  In  the  latter,  the  percentage  of  concentrates  is,  as  a 
rule,  much  larger,  so  that  continuous  discharges  may  be  easily  nm  and  the  cost 
of  labor  and  derangement  of  the  mill  from  stopping  to  skim,  would  be  very  serious. 

The  jigs  which  have  their  coarse  concentrates  removed  by  skimming  are  shown 
in  Table  283.  Of  them.  Mill  21,  jig  No.  1  is  fed  with  a  |>ed  product;  Mill  31, 
jig  No.  9,  with  the  first  spigot  of  a  classifier.  In  both  cases  the  hole  in  the  sieve 
is  of  about  the  same  size  as  the  maximum  grain  of  concentrates  and  under  these 
conditions  a  bottom  bed  accumulates  so  slowly  that  skimming  must  be  used.  This 
avoids  the  loss  by  attrition  of  a  bottom  bed  which  is  put  on 
and  avoids  the  poor  jigging  tight-bottom  bed,  which  would 
result  if  a  fine  sieve  was  used.  In  Mill  24,  jig  No.  5  and 
Mill  30,  jig  No.  7,  both  are  fed  by  the  second  spigot  of  classi- 
fiers. Their  sieve  holes  are  much  smaller  than  the  maximum 
quartz  grain  and  yet  large  enough  to  slowly  accumulate  a 
bottom  bed.  These  are  skimmed  for  the  same  reasons  as  the 
two  preceding  jigs.  In  Mill  12,  jig  No.  4  is  the  only  continu- 
ous plunger  jig  in  a  mill  supplied  with  movable  sieve  jigs. 
It  is  natural  that  it  should  be  skimmed,  therefore,  to  keep  the 
method  uniform.  In  Mill  25  the  No.  1  jigs  are  skimmed 
every  two  hours  to  reduce  the  bottom  bed  from  4  inches  deep  to 
2  inches  deep.  All  the  sieves  in  mills  other  than  native 
copper  are  skimmed  occasionally  to  clean  the  sieves. 

Considering  the  native  copper  mills  (44  to  48  inclusive), 
Mill  44,  No.  2  jig  has  discharge  on  both  sieves;  No.  3 
on  second  sieve ;  No.  6  jig  on  first  two  sieves ;  No.  7  on  first  sieve ; 
No.  10  on  its  sieve;  No.  12  jig  on  first  and  third  sieves  and 
No.  13  on  the  third  sieve.  In  Mills  46  and  48  automatic 
discharge  is  used  on  the  second  sieves  of  No.  1  jigs.  These  discharges  are  in  every 
case  on  jigs  which  run  freely  enough  to  run  discharges.  All  the  other  jigs  of  the 
Ijake  Superior  mills  are  skimmed  periodically,  as  shown  in  Table  283,  in  some 
cases  merely  to  clean  the  sieve ;  in  others  to  remove  coarse  concentrates  as  well. 

Rittinger  describes  jigs  with  fixed  sieves  used  in  the  early  days,  from  which  all 
the  products,  even  the  tailings  were  removed  by  skimming,  as  is  the  case  now  in 
hana  jigs. 

(2)  Automatic  Discharges  may  be  divided  into  two  groups: 

{a)   Gate  and  dam  discharges; 

(6)   Other  forms. 

§432.  (a)  Gate  and  Dam  Discharges— (See  Fig.  334.)— These  consist  of 
a  dam  A,  with  an  opening  5  at  a  height  C  above  the  sieve,  running  in  guides  and 
adjustable  as  to  height,  and  a  gate  or  enclosure  E  so  arranged  that  coarse  con- 
centrates in  order  to  pass  out  through  B,  must  first  pass  under  E.  The  theoiy 
of  the  apparatus  is  as  follows:  If  0  is  the  depth  of  the  coarse  concentrates  and  H 
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of  the  top  layer  outside  the  enclosure,  and  if  C  is  the  depth  of  coarse  concentrates 
inside,  then,  owing  to  the  fluidity  of  the  bed,  C  will  balance  H  and  G,  just  as 
a  shorter  column  of  heavy  liquid  will  balance  a  longer  column  of  light  liquid.  For 
example,  sunpose  quartz,  specific  gravity  2.6,  and  galena,  specific  gravity  7.5,  are 
being  jigged,  and  0  and  H  each  equal  2  inches.  If  a  column  one  square  inch  in 
section  is  considered,  the  weight  of  a  cubic  inch  of  galena  being  0.2700  pound  and 
of  quartz  0.0936  pound,  then  the  column  0  weighs  2X0.27=0.5400  pound,  and 
the  colunm  H  weighs  2X0.0936=0.1872  pound,  and  the  column  O^H  weighs 
0.7272  pound.    The  height  of  the  column  C  of  galena,  necessary  to  balance  G+ 

0.7272 
H  is  TToToo^^^-^^^  inches.     The  apparent  error  in  assuming  both  columns  to  be 

Bolid  rock  is  eliminated  by  the  fact  that  they  are  both  made  up  of  particles  of 
approximately  the  same  size  with  the  same  proportion  of  interstices. 

It  is  essential  that  the  concentrates  in  the  pen  C  behind  the  gate  E  shall  be 
loosened  up  and  pulsated  by  the  action  of  the  plunger.  This  prevents  the  use 
of  too  small  a  pen  in  which  the  friction  on  the  sides  would  hinder  the  loosening 
action  of  the  plunger,  and  also  prevents  the  placing  of  the  dam  outside  the  jig, 
where  the  concentrates  would  not  be  pulsated  at  all. 

The  liquidity  of  the  bottom  bed  is  such  that  it  will  approximately  find  its  own 
level,  and  if  galena  comes  to  the  sieve  in  the  feed,  the  bottom  bed  0  will  increase 
in  depth  and  the  galena  will  rise  above  the  height  C  and  will  overflow  through  B. 
Owing  to  this  fact,  this  discharge  is  approximately  automatic;  for  example,  if 
galena  ceases  to  come  in  the  feed,  the  depth  0  decreases  imtil  the  depth  of  the 
galena  is  equal  to  the  height  C  and  it  ceases  to  overflow  B.  The  condition  under 
which  it  fails  to  be  automatic  is  when  C  has  been  set  low  on  account  of  a  rush  of 
galena,  and  it  is  followed  by  a  cessation  of  concentrates.  Then  the  top  layer  of 
gangue  is  almost  certain  to  flow  out  under  E  into  the  concentrates. 

TABLS  284. — ^RATIOS  OF  HEIGHT  OF  GATE  TO  THE  DIAMETEB  OF  THE  HAXIHnil 

GRAIN  OF  THE  FEED. 


Ranges  between 
which  the 

of  Feed  Lies. 

Number  of 

Sieves 
Considered. 

Lowest 
Ratio. 

Higrhest 
RaUo. 

Average 
Ratio. 

Mm. 
fi4to8S 
as  to  16 
16  to  8 
8to  4 
4to  0 

7 
IS 
89 
86 
84 

1.11 
l.OS 

i.ao 

1.88 
0.79 

2.00 

8.17 

6.88 

8S.68 

88.87 

1.86 
1.68 
8.48 
6.99 
9.48 

It  is  generally  held  by  mill  men  that  with  heavy  concentrates  like  galena  or 
native  copper,  the  liquidity  of  the  bottom  bed  is  so  perfect  that  it  matters  not 
whether  the  discharge  is  placed  on  the  side,  the  center,  or  on  the  tail  end  of  the 
jig,  the  flow  of  concentrates  will  be  toward  the  discharge  from  all  parts  of  the 
sieve.  Where  lighter  ores,  as  blende,  are  concentrated,  the  concentrates  layer  O 
is  much  less  perfect ;  in  fact  it  is  much  thicker  toward  the  tail,  and  in  this  case 
a  discharge  either  at  the  side  or  center  of  the  jig,  works  less  perfectly  than  one  at 
the  tail. 

§  433.  Height  of  the  Oate. — ^The  space  F,  that  is  the  height  of  the  gate,  must 
be  just  sufficient  to  allow  the  particles  of  coarse  concentrates  to  pass  freely  beneath 
the  gate.  If  the  height  is  much  increased,  there  is  danger  of  gangue  coming  into 
the  concentrates.  The  ratio  which  the  height  of  the  gate  above  the  sieve  bears 
to  the  diameter  of  the  maximum  grain  of  feed,  differs  with  the  size.  This  is 
shown  in  Table  284,  which  is  a  summary  of  Table  283.  In  this  the  jigs  have 
been  divided  into  groups  according  to  the  size  of  the  maximum  grain  of  the  feed 
and  ranging  from  coarse  to  fine. 
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The  lighter  the  specific  gravity  of  the  coarse  concentrates  the  higher  the  gate 
should  be  above  the  sieve.  The  reason  for  this  is  that  as  the  motor  power  weak- 
ens, the  friction  must  be  lessened  by  increasing  the  area  of  the  passage.  In 
Mills  16,  22,  24,  30  and  40  the  above  argument  appears  to  hold,  because  the 
gates  of  the  later  sieves  are  higher  than  those  of  the  earlier  on  any  particular  jig. 
In  most  of  the  mills,  however,  this  variation  is  not  found  and  in  them  the 
diminished  quantity  of  material  to  be  discharged  on  the  later  sieves  is  presumably 
considered  to  give  sufficient  relief  from  friction.  In  a  few  instances  the  author 
found  the  height  of  the  gate  to  be  about  the  same  as  the  diameter  of  the  maximum 
grain  and  in  one  case  even  less.  There  probably  were  spaces  where  the  sieve 
bellied  down,  making  the  hole  really  larger  than  the  measure  obtained. 

It  is  sometimes  customary  to  place  the  gate  at  a  high  level  in  order  to  dis- 
charge the  lighter  portions  of  coarse  concentrates  which  are  near  the  top  of  the 
bottom  bed,  without  disturbing  the  heavier  grains  below.  In  Mill  38,  jigs  No. 
13  and  14,  with  tailboards  3^  inches  high,  the  dams  are  2^  inches  high  and  the 
gates  2  inches  above  the  sieve.  This  plan  eflfectually  prevents  the  bottom  bed 
of  coarse  concentrates  from  rising  above  2|  inches  high,  maintains  a  good  bot« 
torn  bed  of  coarse  material  for  suction  with  very  little  attention  and  removes  the 
finer  grains  of  ore  and  middlings,  which  would  tend  to  clog  the  bottom  bed. 
The  tail  discharge  used  at  Monteponi  (see  §  439),  is  a  high  discharge. 

§434.  The  Height  of  the  Dam  C  (see  Fig.  334),  must  be  regulated  by  trial. 
It  must  be  low  enough  to  keep  the  layer  O  from  fiowing  over  the  tail  of  the  jig, 
and  yet  not  so  low  as  to  let  gangue  pass  under  the  gate  E  into  the  concen- 
trates. It  is  customary  to  adopt  some  thickness  of  bottom  bed  and  then  run  the 
jig  in  such  a  way  as  to  maintain  that  thickness.  To  do  this,  when  concentrates 
form  a  large  proportion  of  the  feed,  owing  to  the  friction  in  passing  through  Fj 
the  height  C  must  be  low  to  give  a  free,  rapid  discharge  through  jB.  When  the 
proportion  is  small,  C  must  be  high  to  prevent  too  rapid  discharge.  The  height 
of  the  dam  also  depends  to  some  extent  upon  the  coarseness  of  the  ore;  the 
coarser  it  is,  the  less  lively  is  its  movement  and  the  lower  should  the  dam  be. 
The  necessity  for  lowering  the  dam,  as  the  specific  gravity  of  the  coarse  concen- 
trates becomes  higher  has  been  already  indicated  in  §  432. 

This  not  only  applies  to  the  jigging  of  different  minerals,  for  example,  galena 
(specific  gravity  7.5)  and  native  copper  (specific  gravity  8.8),  requiring  a  lower 
dam  than  chalcopyrite,  or  blende  (specific  gravity  4),  but  it  also  holds  in  regard 
to  the  heights  of  dams  of  the  several  sieves  in  series  of  a  single  jig.  The  later 
sieves  always  have  coarse  concentrates  of  lighter  specific  gravity  than  the  earlier, 
and  in  consequence  their  dams  will  naturally  be  higher.  The  quantity  of  coarse 
concentrates  on  the  later  sieves  will  generally  be  less  than  on  the  earlier  and 
this  too  would  call  for  higher  dams.  On  the  other  hand,  lower  dams  on  the  later 
sieves  may  be  desirable  for  the  purpose  of  making  the  bottom  bed  thinner,  thereby 
throwing  more  fine  concentrates  into  the  hutch  and  helping  to  complete  the  re- 
moval of  values  from  the  tailings.  With  jigs  so  run,  the  later  sieves  will  be 
making  middlings  with  more  or  less  gangue. 

For  purpose  of  comparison,  the  ratios  of  height  of  dam  to  the  height  of  the 
tailboard  have  been  computed  in  Table  283.  Referring  to  this  it  will  be  seen 
that  some  jigs  are  ruled  by  the  arguments  which  call  for  higher  dams  on  later 
sieves ;  others  by  the  arguments  for  lower  dams ;  and  still  others  have  no  varia- 
tion. It  will  be  noticed  that  the  ratios  in  the  table  range  from  0.14  up  to  unity. 
There  are  only  a  few  below  0.50,  and  of  them  those  in  Mill  38  are  known  to  have 
a  restricted  outlet  and  not  to  depend  entirely  upon  the  height  of  dam  for  the 
regulation  of  discharge. 

Many  forms  of  gate  and  dam  discharge  have  been  designed  which  may  be 
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divided  according  to  their  position  into  three  classes:  {a)  Side  discharges,  (6) 
tail  discharges  and  (c)  center  discharges. 

§435.  The  Side  Discharge  is  used  in  a  very  large  majority  of  cases.  It  is 
placed  for  convenience  against  the  side  of  the  jig  and  generally  a  little  nearer 
the  tail  than  the  head.  The  tail  corner  has  not  succeeded,  owing  to  the  stagna- 
tion of  the  bottom  bed  due  to  friction  on  the  side  and  on  the  end  of  the  compart- 
ment.   Among  the  various  forms  of  side  discharges  are  the  following: 

The  Captain  John  Richards  discharge,  used  at  Mill  44,  has  a  gate  of  sheet 
copper,  semi-cylindrical  in  form  with  3-inch  radius,  flanged  and  nailed  to  the 
side  of  the  jig.  Through  the' plank  wall  of  the  jig  a  hole  is  bored,  sloping  in- 
ward and  upward  about  30^  to  suit  a  lead  pipe,  with  about  f-inch  bore  and  8 
inches  long.  This  pipe  fits  looselv  in  the  hole  and  has  its  inner  end  within  the 
gate.  The  discharge  is  slackened  by  pushing  the  pipe  inward  a  little  in  the  slop- 
ing hole,  thereby  raising  its  inlet  to  a  higher  level,  and  it  is  hastened  by  pushing 
it  outward.  The  stream  flows  directly  into  a  bucket  in  the  bottom  of  which  is 
an  inch  hole  covered  with  20-me8h  wire  screen  to  drain  the  concentrates  as  they 
are  caught. 

The  discharge  on  the  fine  jigs  of  Mill  37  (see  Pigs.  306A  and  306t),  consists  of 
a  pen  I  of  No.  14  galvanized  iron  which  acts  as  a  gate,  and  a  pipe  m  which  acts 
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as  a  dam.  The  total  height  of  the  gate  is  6  J  inches  above  the  sieve  and  its  lower 
edge  is  f  inch  above.  The  dam,  as  set  in  the  drawing,  is  3^  inches  above  the 
sieve,  but  this  may  need  to  be  adjusted  differently  for  each  size  and  weight  of  ore. 
The  dam  is  an  inclined  iron  pipe  1  inch  in  diameter,  sliding  in  the  side  wall  of 
the  sieve  box,  the  leakage  being  prevented  by  passing  the  pipe  through  an  elliptical 
hole  in  -^V^^ch  sheet  rubber.  It  is  supported  and  held  in  place  by  a  strap  v,  eye- 
rod  w,  clamp  X  and  thumb  screw  y,  affording  easy  adjustment. 

The  coarse  jigs  of  Mill  37  have  a  piston  which  is  pushed  down  in  the  enclosure 
by  a  hand  screw,  to  modify  the  discharging  action,  by  cutting  off  part  of  the 
opening  in  the  side  wall  of  the  jig. 

The  discharge  in  Mill  30  (see  Figs.  335a-335o)  has  a  gate  or  enclosure  of  plate 
iron  in  the  form  of  a  semi-cylinder  ^  inch  thick  with  a  radius  of  3  inches,  and 
bolted  to  the  side  by  two  f-inch  TJ  bolts.  The  adjustable  dam  is  of  |-inch  plate 
iron  with  a  discharge  opening  4  inches  wide  by  1^  inches  high  cut  in  it.  This 
can  be  raised  and  lowered  in  guides  so  as  to  give  any  desired  height  of  dam. 
The  center  of  the  discharge  is  5  inches  from  thp  tail  of  a  sieve  32  inches  long. 
This  form  is  probably  more  universally  adopted  than  any  other.  In  comparing 
this  discharge  with  those  used  on  the  fine  jigs  of  Mills  37  and  44  we  note  that  the 
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former  changes  suddenly  from  no  discharge  to  a  discharge  over  a  dam  4  inches 
wide^  while  the  latter  change  to  a  discharge  through  part  or  the  whole  of  the  area 
of  a  moderately  small  pipe.  The  latter  are  much  more  restricted  openings  and 
will  not  draw  down  the  concentrates  so  fast  as  the  former.  They  are,  therefore, 
less  liable  to  draw  over  the  gangue  into  the  concentrates  than  is  the  wide  gate 
of  Mill  30. 

The  Baum  coal  jig  has  the  gate  and  the  dam  suspended  from  the  opposite  arms 
of  a  rocking  lever,  so  that  as  the  lever  is  moved  by  a  third  arm,  the  gate  goes  up 
as  the  dam  goes  down,  and  vice  versa  (see  Fig.  314). 

The  Heberle  discharge  (see  Fig.  336),  is  like  that  of  Mill  30  except  that  the 


FIO.  336. — HKBKRTiB 
DISGHABQS. 


1 1 1  >.  ^  I  r>  t ,  y 


SM  0  ^1000  fOOO 

FIO.   337. — ^LONGITUDINAL  SECTION  OP  JIG  AT 


CLAU8THAL. 

dam  D  is  of  constant  height,  made  in  wood  and  a  plate  iron  piece  B  shuts  down 
upon  it  to  limit  or  cut  off  the  discharge. 

In  regard  to  the  enclosure  which  is  necessary  in  the  preceding  forms,  it  sub- 
tracts just  so  much  surface  from  that  doing  active  jigging  work  and  it  im- 
pedes the  canning  current  which  conveys  the  gangue  from  tne  head  toward  the 
tail  of  the  jig ;  it  should,  therefore,  be  made  as  small  as  possible  and  still  work 
freely.  The  adjustment  of  the  dam  should  be  simple,  as  the  whole  control  of 
the  bottom  bed  depends  upon  its  regulation. 

§  436.  Tail  Discharges. — The  forms  just  described  under  side  discharge,  can 
be  easily  applied  to  the  tail  of  the  sieve  on  a  one-sieve  jig  or  a  GoUom  ]ig>  or  to 
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the  last  sieve  on  a  jig  with  several  compartments.  The  advantage  of  this  posi- 
tion is  that  it  is  the  place  on  the  sieve  where  the  bottom  bed  of  heavy  concentrates 
will  be  the  deepest.  The  construction  of  the  enclosure  will  need  to  be  built  up 
above  the  tailboard  at  the  back,  to  prevent  tailings  from  mixing  with  the  heads. 
For  the  earlier  sieves  of  multi-sieve  jigs  this  arrangement  complicates  the  con- 
struction and  is  not  commonly  used.  The  author  found  it,  however,  in  Mill 
31.    As  used  at  Mill  44  on  the  No.  6  and  No.  7  jigs,  the  gate  or  enclosure  is 

8 laced  in  the  middle  of  the  tailboard.  The  dam  is  a  pipe  brought  in  through 
le  tailboard,  which  has  a  prolongation  of  rubber  tube.  The  end  of  this  tube 
may  be  elevated  or  depressed  by  a  thumb-nut  and  screw,  for  retarding  or  hasten- 
ing the  discharge  of  concentrates.  The  reason  for  using  a  tail  discharge  on  these 
jigs,  instead  of  a  side  discharge,  is  because  the  bottom  bed  is  not  quite  so  soft  as 
th^t  of  the  jigs  using  the  Captain  John  Richards  discharge. 

As  used  in  Mill  39  on  No.  1  and  No.  2  jigs,  the  enclosure  is  in  the  form  of  a 
V,  6  inches  wide  and  6^  inches  long. 

Tail  discharges  proper  extend  across  the  sieve  and  draw  off  concentrates  from 
the  whole  width.  At  Clausthal  a  tail  discharge  is  used  on  the  jigs  for  sizes 
ranging  from  17.78  mm.  down  to  2.37  mm.  This  discharges  concentrates  through 
a  slot  running  the  whole  width  of  the  sieve,  under  the  edge  of  a  gate,  and  they 
are  lifted  over  a  dam  by  the  pulsion  into  a  discharge  launder.  The  gate  is  ad- 
justable up  and  down  by  thumb-screws  and  is  of  curved  form  to  allow  the  tailings 
to  pass  over  it  (see  Fig.  337).  This  practice  was  adopted  in  the  European  mills 
in  the  seventies.  It  has  a  capacity  for  discharging  continuously  a  large  propor- 
tion of  concentrates  and  if  required  to  discharge  small  quantities,  the  tailboard 
may  have  spaced  holes,  instead  of  a  continuous  slit,  or  it  may  be  run  intermit- 
tently. This  discharge  requires  a  drop  of  at  least  2^  inches  between  the  sieves, 
to  prevent  the  water  and  sand  of  No.  2  sieve  from  splashing  back  into  the  con- 
centrates of  No.  1. 

An  ingenious  method  of  cutting  down  the  amount  of  opening  is  shown  in  Figs. 
338a  and  3386^  the  Osterspey  discharge.      Here  what  is  practically  a  set  of  tri- 


Fio.    338a. — ^SEO-         pig.  3386. — regulator  for  osterspey  dis- 

TION  OF  OSTER-  charge. 

SPEY       dis- 
charge. 

angular  holes  is  made  to  be  raised  or  lowered  in  front  of  the  discharge  slit,  thereby 
giving  any  amount  of  opening  desired. 

§437.  Center  Discharges,  sometimes  called  bell  discharges  (see  Fig.  337). 
These  have  circular  enclosures  or  gates  placed  centrally,  nearer  the  tail  than  the 
head.  In  the  middle  of  the  enclosure  a  pipe  passes  down  through  the  sieve  and 
out  at  one  side  of  the  jig  tank,  and  carries  off  the  concentrates.  The  extension 
upward  of  this  pipe  above  the  sieve  is  adjustable  as  to  its  height  and  it  serves  as 
a  dam.  The  changing  of  sieve  frames  from  time  to  time  makes  the  connection 
with  the  central  pipe  troublesome.  This  was  tried  in  some  of  the  mills  at  I^ke 
Superior  between  1866  and  1872  and  given  up.     As  used  at  Przibram,  the  gate 
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is  10  inchles  high  and  6  inches  in  diameter;  the  pipe  dam  is  1|  to  2^  inches  in 
diameter. 

§438.  (6)  Other  Forms  of  Discharges  than  Gate  and  Dam. — These  are 
not  so  commonly  used  and  a  description  of  two  types  only  will  be  given. 

The  Captain  Harris  Atmospheric  Discharge, — ^Tnis  discharge  is  nsed  in  Mills 
44  and  46  for  taking  off  coarse  concentrates^  which  are  in  this  case  middlings^ 
from  tiie  whole  width  of  the  tail  of  the  coarse  jigs  which  treat  stuff  ^  inch 
(4.76  mm.)  in  diameter.  It  is  used  in  Mill  44  on  both  sieves  of  No.  2  jig,  on 
the  second  sieve  of  No.  3  jig,  on  jig  No.  10,  on  the  first  and  third  sieves  of  No.  12 
jig  and  on  the  third  sieves  of  No.  13  and  No.  14  jigs ;  in  Mill  46  on  the  second 
sieve  of  No.  1  jig. 

As  shown  in  Fig.  339,  it  consists  of  an  enclosure  A  with  an  air-tight  top, 
sides  and  ends,  2  inches  wide  and  not  quite  reaching  the  sieve  to  allow  the  passage 
of  concentrates.  It  is  made  of  ^-inch  steel  plate  bent  at  right  angles  and  screwed 
to  the  tail  cleat    At  the  top  in  the  center  is  a  }-inch  pipe  B,  10  inches  high. 


PIG.  339. — ATMOSPHERIC  DISCHARGE.   FIG.    340. — PIPE   DISCHARGE   IN    MILL   28. 

with  a  little  cock  C  which  can  be  opened  for  passage  of  air,  or  closed.  At  the 
level  of  the  sieve  is  a  f -inch  pipe  D  through  wnich  the  concentrates  flow.  When 
the  cock  is  closed,  no  concentrates  discharge;  when  it  is  wide  open  the  concen- 
trates discharge  very  rapidly;  by  regulating  the  air  cock  the  quantity  of  con- 
centrates is  regulated. 

Pipe  Discharge, — In  Mill  28  on  jigs  No.  3  to  No.  8  inclusive,  the  coarse  con- 
centrates are  discharged  from  the  center  of  the  sieve  through  a  2i-inch  pipe  P 
(see  Fig.  340),  sloping  55°,  the  upper  end  of  which  is  flush  with  the  sieve.  This 
pipe  passes  out  through  the  wall  of  the  jig.  The  flow  of  the  concentrates  is  regu- 
lated by  a  check-plate  h,  hinged  at  a,  which  is  held  up  by  a  rod  d  and  thumb-nut  c. 
When  the  plate  is  lowered  the  concentrates  flow  more  freely,  when  raised,  less  so. 
It  can  be  screwed  up  to  a  point  where  it  shuts  ofiE  both  concentrates  and  water. 
The  man  who  tends  the  jig  judges  by  the  depth  of  coarse  concentrates  on  the 
sieve  whether  to  run  the  discharge  faster  or  slower.  This  is  one  of  the  simplest 
forms  of  discharge  and  one  which  is  available  for  all  but  the  coarsest  jigging 
sizes. 

Kunhardt  found  this  discharge  used  abroad,  with  the  lower  end  partially  closed 
by  a  sliding  gate  or  nozzle  of  given  diameter.  In  using  this  form  of  discharge 
Linkenbach  recommends  that  for  material  over  13  mm.  the  diameter  of  the  pipe 
should  be  three  times  the  size  of  the  stuff  discharged,  and  for  small  stuff,  four 
times. 

§  439.  Double  Discharges  are  sometimes  used  upon  a  sieve  in  the  effort  to 
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accomplish  upon  one  sieve  what  is  usually  done  upon  two  sieves  in  series.  The 
capacity,  however,  is  diminished  or,  if  not,  the  quality  of  the  work  suffers. 

In  Mill  17  No.  1  jig,  on  the  first  sieve,  makes  galena  by  a  gate  and  dam  dis- 
charge; on  the  second  sieve,  it  makes  blende,  etc.,  by  a  low  gate  and  dam  dis- 
charge, and  quartz-blende  middlings  by  a  high  gate  and  dam  discharge,  while 
the  teilings  are  clean  enough  to  throw  away.  The  galena  gate  and  dam  are  f 
and  2  inches  high  respectively.  The  blende  gate  and  dam  are  f  and  2  inches 
high  respectively.  The  quartz-blende  middlings  gate  and  dam  are  2  and  2^ 
inches  high  respectively. 

The  following  notes  are  given  of  European  practice  about  1870:  (1)  Braxm's 
jig  at  Perm  works**  used  two  tail  discharges,  one  above  the  other.  (2)  At 
Bleyberg*^,  two  discharges  were  used  on  one  sieve;  one  was  a  center  discharge, 
the  other  was  a  tail  gate  and  dam.  (3)  At  Angleur  and  at  Rocheux*',  two- 
compartment  jigs,  were  used,  each  with  two  tail  discharges  one  above  the  other, 
and  yielded  on  first  sieve,  galena  in  the  lower  discharge  and  galena  and  pyrite 
in  the  upper;  on  the  second  sieve,  pyrite  in  the  lower  and  pyrite  and  blende  in 
the  upper.  The  tailings  were  waste.  The  two  mixed  products  were  returned  to 
the  jig.  (4)  At  Welkenraedt*^,  a  three-sieve  jig  had  center  discharge  on  all 
the  sieves  and  tail  discharge  on  the  first  two.  It  yielded  on  the  first  sieve  in  the 
center  discharge,  galena;  in  the  tail  discharge,  galena  with  pyrite  and  blende, 
which  was  re-crushed ;  on  the  second  sieve  in  the  center  discharge,  pyrite  with  a 
little  blende  and  galena,  which  was  re-crushed ;  in  the  tail  discharge,  blende  witii 
pyrite,  which  was  returned  to  the  jig ;  on  the  third  sieve  in  the  center  discharge, 
blende,  and  overfiow  which  was  waste. 

A  one-sieve  jig,  called  Ferraris  Intermediate  Jig  (see  Fig.  330),  used  at 
Monteponi  for  blende  and  galena,  has  a  sieve  400  mm.  wide  and  1,200  mm.  long, 
and  at  950  mm.  from  the  head  end  the  tailings  are  taken  out  by  a  central  vertical 
pipe  a;  at  the  tail  end  are  two  gate  and  dam  discharges  dd  with  circular  open- 
ings 60  mm.  in  diameter.  These  may  both  be  run  together,  making  the  same 
quality  of  blende,  or  they  may  be  run  to  take  coarse  concentrates  from  different 
levels  and  give  two  qualities  of  blende.  The  gates  are  kept  high  enough  so  that 
the  galena  is  allowed  to  remain  on  the  sieve  till  suflSciently  concentrated  and  is 
skimmed  off  once  a  day. 

§  440.  Intermittent  Automatic  Dischakqe. — It  is  possible,  when  the  pro- 
portion of  coarse  concentrates  is  not  large  enough  to  run  the  various  forms  of 
automatic  discharges  continuously,  to  run  them  intermittently  instead  of  resort- 
ing to  skimming.  This  is  the  case  on  the  second  and  third  sieves  of  No.  4  jig 
in  Mill  22,  on  the  second  sieve  of  No.  4  jig  in  Mill  24,  and  on  the  first,  second 
and  fourth  sieves  of  No.  4  jig  in  Mill  33.  Kunhardt  states  that  this  intermit- 
tent method  is  often  applied  to  a  pipe  discharge,  to  prevent  a  serious  waste  of 
water,  where  grains  in  the  concentrates  are  large.  The  jig  is  run  until  the 
coarse  concentrates  have  nearly  reached  the  top  of  the  tail.  They  are  then  drawn 
down  by  opening  the  discharge  gipe  until  tailings  begin  to  appear.  Then  the 
discharge  is  clos^  and  the  operation  repeated.  He  does  not  recommend  it,  how- 
ever. 

In  comparing  skimming  with  intermittent  discharge,  the  latter  has  the  advan- 
tage that  it  does  not  necessitate  the  stopping  of  the  jigging,  and  it  costs  less  labor. 
The  former  has  the  advantage  in  the  oft-repeated  readjustment  of  the  sieve  and 
in  the  better  selection  or  quality  of  the  concentrates.  Both  have  in  common  the 
following  disadvantages :  Danger  of  concentrates  getting  into  the  tailings ;  danger 
of  gangue  getting  into  the  heads ;  increased  loss  by  attrition ;  less  perfect  jigging, 
due  to  varying  depth  of  bottom  bed. 

§441.  Stay  Boxes  for  Automatic  Discharges  (see  Figs.  341a  and  3415), 
are  small  water-tight  compartments  with  hopper-shaped  bottoms,  communicating 
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with  the  delivery  of  the  automatic  discharge.  Into  this  compartment  the  coarse 
concentrates  can  move  without  the  passage  of  any  water.  In  fact,  as  they  move 
in  they  displace  a  certain  amount  of  water  which  passes  back  on  the  sieve.  After 
the  concentrates  have  suflSciently  accumulated  they  may  be  drawn  oflE  through  a 


PIG.  341a. — ^END  SECTION 
OF  JIG  WITH  STAY  BOi. 


PIG.  3416. — BIDE  ELEVATION. 


gate  below  and  the  operation  repeated.  They  save  water  and  guard  against  too 
great  a  flow  of  ore.  Kunhardt  found  them  employed  only  on  jigs  treating  stuflf 
larger  in  diameter  than  |  inch.  In  Mill  28,  jigs  No.  1  and  2,  treating  stuflE 
above  16  mm.,  both  have  stay  boxes  which  are  10  inches  wide,  22  inches  long  and 
37  inches  deep^  with  a  nipple  at  the  bottom  closed  by  an  inside  plug  which  may 


no.    342a. — LONGITUDINAL   SECTION 

OP  THE  FERRARIS  STAY  BOX. 

(Dimensions  in  millimeters.) 


FIG.  3426.— CROSS  SECTION. 


be  lifted  by  a  wire  to  discharge  them.    Mill  27  also  uses  stay  boxes  on  the  coarser 

jigs- 
Ferraris  uses  at  Monteponi  a  stay  box  which  holds  back  the  rush  of  water,  but 
draws  off  the  ore  from  the  discharge  continuously  (see  Figs.  342a  and  3426). 
In  construction  and  mode  of  running,  it  is  similar  to  the  Frenier  spiral  sand 
pump  (see  §  631),  run  backward.    The  concentrates  are  free  to  enter  the  cen- 
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tral  part  of  this  spiral^  but  they  can  only  pass  on  as  the  spiral  slowly  revolves, 
giving  increased  cubic  contents  for  their  reception.  The  total  capacity  of  the 
spiral  is  1  to  1^  liters  per  revolution,  and  the  speed  may  be  varied  from  1.7  to 
14  revolutions  per  minute.  The  dimensions  given  on  the  figures  are  in  milli- 
meters. 

DiscHABQES  WITH  Unwaterino  Sieves. — The  discharged  coarse  concentrates 
are  sometimes  unwatered  by  passing  over  an  inclined  screen  of  smaller  mesh 
than  that  used  in  the  jig.  At  Clausthal  the  sieve  for  grains  17.78  mm.  to  4.22 
mm.  diameter  'slopes  33  ;  for  the  several  smaller  sizes  the  slope  is  45®.  They 
yield  concentrates  to  a  box  and  water  which  is  returned  to  the  mill. 

DiscHABGES  INTO  THE  HuTCH. — In  somc  coal  jigs  it  frequently  happens  that 
the  coarse  concentrates  and  hutch  product  are  both  collected  together  in  the  hutch, 
both  being  waste  products.     The  Sheppard  jig  is  an  example  of  this. 

§  442.  Disposal  of  Concentrates. — ^When  the  concentrates  flow  automatic- 
ally from  the  jig,  they  may  be  handled  in  several  ways  as  follows,  of  which  the 
first  four  are  where  the  products  are  finished,  and  the  last  four  where  additional 
treatment  is  needed: 

(1)  The  product  of  each  jig  may  be  unwatered  separately  in  boxes  which  send 
their  overflows  to  a  settling  tank,  while  the  concentrates  are  shoveled  to  a  barrow 
or  a  car.  This  arrangement  is  well  illustrated  in  the  Lake  Superior  copper  mills 
(44,  46,  46,  47  and  48),  where  the  hutch  products  of  a  pair  of  finishing  jigs  go 
to  a  compartmented  tank  or  ^'copper  boxes.*^  The  tank  used  in  Mill  48  has  seven 
compartments,  as  shown  in  Fig.  343.     Assuming  for  a  specific  example  that  this 

, ^ ^     is  treating  the  hutches  of  No.  1  and  No.  2  finisher  jigs, 

then  the  first,  second  and  third  sieves  of  No.  1  finisher 
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go  to  boxes  1,  2  and  3  respectively,  and  in  the  same 
way,  those  of  No.  2  go  to  boxes  4,  5  and  6  respectively. 
The  boxes  overflow  one  to  another  as  indicated  by  the 
arrows,  everything  flnally  coming  to  box  7.  The 
overflow  of  box  7  goes  to  a  long,  horizontal  launder  or 

settling  tank,  which  in  turn  overflows  into  the  main 

I.  -  uui^K  tailings  launder.  For  the  quality  of  these  products  the 
BOXES  OF  mill  4b.  ^^^^^^  -g  referred  to  the  mill  scheme  in  Chapter XX.  The 
No.  3  and  No.  4  finishing  jig  hutches  are  handled  in  like  manner,  but  yield  a 
different  quality  of  products.  The  copper  boxes  of  Mills  44,  45  and  46  are 
very  similar  to  those  of  Mill  48.  In  general,  the  richer  box  overfiows  into  the 
poorer,  although  this  is  not  a  universal  rule.  In  Mill  47,  four  more  compart- 
ments are  added  for  settling  the  overflow  and  the  long  settling  tank  is  dispensed 
with.  In  Mill  47  the  depth  at  the  upper  margin  of  the  copper  boxes  is  14 
inches,  at  the  lower  margin  18  inches.  The  cover  jig  of  Mill  47  delivers  its 
hutch  into  a  box  2  feet  long,  1  foot  wide  and  3  feet  deep.  This  method  is  not 
uncommon  in  other  mills  than  those  of  Lake  Superior.  For  example,  it  is  used 
in  Mills  15,  30,  70,  85  and  87. 

(2)  The  concentrates  may  be  unwatered  in  boxes  with  a  fine  filter  screen  in 
the  bottom,  a  gate  for  sluicing  out  the  settled  ore  and  a  car  for  transporting  it. 
Mill  28  has  a  special  story  in  the  mill  beneath  the  jigs  for  these  boxes  and  each 
sieve  of  each  jig,  from  No.  3  to  No.  8,  has  its  own  box.  These  boxes  are  built 
as  two  long  compartmented  tanks  side  by  side,  each  50  feet  long.  There  arc 
twelve  boxes  or  compartments  in  each  tank  and  each  box  is  4  feet  6  inches  deep, 
2  feet  8  inches  wide  and  about  4  feet  long.  The  bottoms  of  the  boxes  slope 
toward  the  discharge  gate  and  the  latter  has  a  spout  or  chute  for  convenient  de- 
livery into  the  car.  The  screens  are  of  wire  cloth  and  are  placed  in  the  side  near 
the  lowest  point  where  the  wear  will  be  least,  and  the  water  with  the  small 
amount  of  ore  which  passes  through  is  carried  to  the  No.  1  settling  tank.     The 
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earlier  and  later  jigs  have  no  under  story;  their  concentrates  are  treated  by  the 
first  method.  Mill  27  and  some  others,  dispose  of  the  concentrates  of  a  portion 
of  the  jigs  by  this  method.  The  Lake  Superior  native  copper  mills  use  this 
scheme  in  a  very  simple  way  for  the  coarse  concentrates  which  go  into  little 
buckets  with  a  hole  about  1  inch  in  diameter  in  the  bottom  covered  with  a 
fine  screen.  When  the  bucket  is  full,  in  most  cases  it  is  carried  by  boys  to  the 
shipping  car  or  barrels  or  in  the  case  of  Mill  44,  the  boys  dump  it  into  a  special 
jerking  conveyor  which  delivers  it  to  the  shipping  car.  The  drainings  of  the 
buckets  are  saved  in  a  settling  tank. 

(3)  All  the  jig  concentrates  are  run  together  into  a  large  system  of  settling 
tanks.  In  general,  these  consist  of  a  set  of  large  settling  boxes  with  or  without 
filter  screens,  with  gates,  chutes  and  cars  for  ease  of  draining,  discharging  and 
shipping  the  products,  and  of  very  large  settling  tanks,  for  settling  the  fine 
overflows.     Mills  38  and  42  are  instances  of  this  method  (see  §349). 

(4)  All  the  jig  concentrates  are  run  into  one  of  a  set  of  very  deep  tanks. 
These  tanks  are  in  different  stages  of  a  cycle  of  operations ;  one  will  be  receiv- 
ing concentrates;  a  second  is  draining  and  a  third  is  being  emptied.  Mills  30^ 
31,  32,  34,  35  and  40  are  instances  of  this  method  (see  §  349). 

(5)  The  concentrates  are  sent  by  launders  to  a  trunking  table  or  trunking 
machine,  where  by  a  hand  hoe  or  by  mechanical  device  the  little  remaining 
gangue  is  taken  out,  leaving  pure  concentrates  for  the  smelter  and  middlings 
returned  for  further  treatment.  Mills  22,  26,  and  the  Desloge  mill  in  Missouri 
all  use  this  method. 

(6)  Certain  fine  jig  products  are  made  on  jigs  which  have  bottom  beds  with 
large  interstices  and  free  suction,  and  as  a  result,  contain  too  much  gangue. 
Their  hutch  products  are  fed  to  jigs  that  are  run  slower,  with  smaller  interstices, 
and  yield  finished  products.  Examples  of  this  are :  Mills  9,  10,  22,  38,  42,  43, 
44,  45,  46,  47,  48  and  86. 

(7)  Certain  very  fine  jigs  yi^ld  hutch  products  with  too  much  gangue.  This 
is  removed  by  kieves.     Mills  46  and  47  are  instances. 

(8)  Jigs  making  middling  products  containing  concentrates  attached  to 
gangue  and,  therefore,  requiring  re-crushing,  send  these  products  to  some  crush- 
ing machine,  as  rolls,  Huntington  mill,  Bryan  mill  or  gravity  stamps.  This 
treatment  of  re-crushing  middlings  exists  in  nearly  all  the  mills. 

§  443.  Eemoval  of  Tailings. — ^The  usual  American  practice  is  to  allow  the 
tailings  to  overflow  the  tailboard  of  the  jig,  the  water  washing  them  away  in 
a  launder.  At  Monteponi,  Sardinia,  Ferraris  uses  a  vertical  pipe  a  extending 
up  through  the  whole  bed  near  the  tail,  for  taking  off  the  tailings  from  his  inters 
mediate  jig  (see  Fig.  330). 

Sometimes  it  may  be  desirable  to  unwater  the  tailings;  for  example,  first, 
where  the  sand  is  unfinished,  requiring  further  jigging  or  further  crushing; 
second,  where  there  is  fine  stuff  of  value  in  the  jig  tailings  which  can  be  sepa- 
rated by  a  hydraulic  classifier  attached  to  the  tail  of  the  jig,  the  overflow  being 
sent  for  further  treatment,  the  spigot  being  waste" ;  and  third,  where  economy 
of  water  is  to  be  practised.  This  last  is  sometimes  the  purpose  in  European 
mills,  but  in  this  country  labor  as  well  as  water  would  need  to  be  economized. 
To  this  end,  it  will  generally  be  cheaper  to  have  the  water  carry  the  sand  to  the 
tailings  pond  and  then  it  can  be  pumped  back  to  the  mill. 

There  are  several  methods  of  obtaining  practically  dry  tailings,  among  which 
are  the  following: 

(1)  TJnwatering  is  done  by  a  steeply  inclined  sieve,  the  tailings  passing  over 
and  the  water  passing  through  the  sieve.  In  Mill  27  (see  Fig.  344),  a  screen 
of  the  width  of  the  jig,  sloping  45°,  and  16-mesh  with  No.  22  wire  (0.0345  inch 
diameter  of  hole)  is  used  on  the  tailings  of  No.  6  and  No.  7  jigs.    At  the  lower 
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end  of  the  sieve  is  a  little  cross  dam  1  inch  high  to  prevent  the  water  from  pass- 
ing down  with  the  sand.     The  sand  is  discharged  to  the 
hopper  of  a  Hendy  Challenge  feeder  and  sent  to  stamps, 
while  the  water  goes  to  waste.    The  tailings  of  No.  1  jig 
in  Mill  86  (through  9  on  6^  mm.)  pass  over  a  10-mesh 
steel  wire  inclined  screen  which  is  the  same  width  as  the 
jig  sieve  and  slopes  40°.       The  water  is  settled  in  a  set- 
tling   tank    and    then   runs    back    to    the    mill     tank. 
The  tailings  are  still  wet  enough  to  slide  in  the  trough  to 
the  Huntington  mill.     For  the  tailings  of  No.  2  jig  (6^        ^V^ 
to  3  mm.)   the  arrangement  is  similar,  except  that  the      ""ISfcr 
screen  is  16  mesh.     A  similar  arrangement  is  used  in  an-  fig  344. — unwatek- 
other  Colorado  mill.     Coal  is  not  infrequently  unwatered      ing     screen     in 
by  passing  it  over  a  sieve,  as  it  leaves  the  jig.     It  was  used      mill  27. 
in  Germany  as  far  back  as  the  days  of  Kittinger. 

(2)  Unwatering  boxes,  fastened  to  the  tail  of  the  jig  are  used  for  removing  a 
part  of  the  water  as  overflow  to  be  used  on  other  machines,  while  the  remaining 
water  carries  forward  the  sand.  In  Mill  44  unwatering  boxes  are  put  in  be- 
tween the  second  and  third  sieves  of  the  finishing  jigs  (CoUom  jigs).  In  Mill 
48  they  are  18  inches  long  by  24  inches  wide  and  are  put  in  between  the  first 
and  second,  as  well  as  between  the  second  and  third  sieves  of  the  finishing  jigs 
(CoUom  jigs) ;  the  settled  sand  goes  by  two  little  spigots  to  the  next  sieve  and 
the  overflow  water,  after  settling  out  its  fine  slimes  for  slime  tables,  is  sent  to 
waste. 

(3)  The  disposal  of  tailings  by  jigging  with  a  stay  box  has  already  been 
described  (see  §424). 

(4)  The  tailings  of  many  jigs  go  to  unwatering  boxes  located  at  a  distance 
from  the  jig.     They  are  treated  under  that  head  (see  §  340). 

(6)  A  mechanical  device  is  used  on  the  Luhrig  jig.  It  consists  of  an  end- 
less chain  scraper  which  carries  the  coal  from  the  tail  up  an  inclined  plane. 
This  saves  the  large  quantity  of  water  which  would  be  required  to  carry  so 
coarse  a  product  over  the  tail,  so  that  no  water  is  removed  except  that  adhering 
to  the  coal. 

(6)  Kunhardt  mentions  a  revolving  paddle  wheel  or  a  shovel  at  the  end  of 
an  oscillating  lever  as  simple  devices  commonly  employed  in  Europe  for  sweej)- 
ing  the  tailings  over  a  concavely  round  tail. 

(7)  A  coal  jig  described  by  M.  Evrard^',  as  used  in  Prance,  has  a  movable 
frame  above  the  sieve  with  a  number  of  blades  running  crosswise  of  the  jig.  By 
the  use  of  two  cams,  one  giving  horizontal  motion  and  the  other  vertical,  the 
blades  are  made  to  push  the  surface  coal  toward  the  tail  of  the  jig,  then  to  rise 
and  return  toward  the  head  and  finally  descend  to  the  coal  to  give  it  another 
push.  This  cycle  is  repeated  constantly  and  by  it  the  capacity  of  the  jig  is  in- 
creased and  the  carrjring  current  done  away  with. 

(8)  The  tailings  of  jigs  at  Przibram  flow  over  the  tail  into  a  shallow  compart- 
ment in  the  side  of  which  is  a  sieve,  through  which  the  water  passes  into  a  sec- 
ond compartment.  The  tailings  are  conveyed  from  the  first  compartment  up  a 
trough,  inclined  25"*,  by  an  Archimedean  screw  conveyor.  The  water  is  elevated 
from  the  second  compartment  8  to  12  inches  by  a  little  propeller  at  the  rate  of 
3.4  to  6  cubic  feet  per  minute  and  returns  to  the  hutches.  An  arrangement 
similar  to  this  occurs  quite  frequently  in  coal  jigs  where  the  coal  and  water 
passing  over  the  tail  fall  into  a  compartment  from  which  the  coal  is  removed  by 
a  conveyor  while  the  water  passes  through  valves  into  the  hutch  of  the  jig  again. 

§  444.  The  Number  of  Sieve  Compartments  required  in  a  jig.  In  general 
this  will  depend  upon  three  things:  (1)  the  purpose  for  which  the  jig  is  used; 
'2)  the  capacity  required  of  the  jig;  (3)  the  ease  of  separation. 
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(1)  The  Purpose, — ^It  is  common  to  jig  very  coarse  products  upon  one  sieve 
in  order  to  quickly  take  out  what  coarse  free  concentrates  there  are  and  send 
all  the  rest  to  be  crushed  finer.  A  next  finer  size  is  often  treated  upon  two 
sieves  in  the  same  way.  For  a  third  grade,  where  the  mineral  is  more  per- 
fectly unlocked  and,  therefore,  •  middlings  only  are  re-crushed,  a  tkree  or  four 
sieve  jig  is  good  practice.  For  the  finest  sizes  of  all,  where  the  middlings  may 
be  only  re-washed  or  no  middlings  made,  three,  four  or  even  five  sieves  are  con- 
sidered good  practice.  The  last  sieve  is  run  as  a  guard  to  prevent  loss  in  tail- 
ings. For  this  purpose  it  is  run  with  a  loose  bottom  bed  to  take  into  the  hutch 
all  that  can  be  saved.  The  hutch  so  saved  requires  re-treatment  and  on  coarse 
sizes  it  will  contain  included  grains,  but  on  fine  will* generally  require  only 
further  washing. 

Where  an  intermediary  jig  is  used,  as  in  Mill  24  and  in  one  Colorado  mill,  to 
treat  the  undersize  of  the  last  trommel  and  send  its  tailings  to  the  first  classifier, 
a  one-sieve  jig  is  good  practice. 

Where  rough,  quick  work  is  required,  as  in  Mill  13  for  example,  or  on  iron 
ore  or  coal,  in  order  to  get  rich  heads  with  little  regard  to  the  loss  in  the  tail- 
ings, a  single  sieve  is  used. 

The  clean-up  jigs  for  the  mortar  residues  of  the  Lake  Superior  steam  stamps 
in  Mills  44  and  47,  and  a  few  finishing  jigs,  as  Mills  44  and  45  on  native  copper, 
with  small  duty,  need  only  one  sieve  each. 

Jigs  for  testing  small  batches  of  ore  to  ascertain  the  yield  they  will  give  to 
concentration,  are  often  made  with  one  sieve  only. 

(2)  The  capacity  required  of  a  jig  will  affect  the  number  of  sieves  needed. 
Jigs  required  to  do  a  great  deal  of  work  will  want  more  sieves.  This  loading 
up,  however,  may  easily  be  overdone  and  it  is  probable  that  two  jigs  with  three 
sieves  each  will  do  better  work  than  one  with  six  sieves,  the  quantity  of  ore 
treated  being  the  same  in  both  cases. 

(S)  Ease  of  Separation. — This  is  affected  by  the  coarseness  or  fineness  of  the 
crystalline  dissemination  of  the  heavy  mineral  in  the  gangue.  If  the  minerals 
are  in  large  crystals  which  easily  tumble  apart  when  crushed,  then  fewer  sieves 
will  be  needed.  If  they  are  finely  disseminated,  tending  to  the  formation  of 
much  middlings  of  all  shades  of  composition,  then  more  sieves  will  be  needed 
to  effect  a  satisfactory  concentration. 

It  is  also  affected  by  the  weight  of  the  gangue.  If  the  gangue  is  heavy  as 
siderite,  magnetite,  epidote,  etc.,  the  jigging  becomes  more  difficult  and  more 
sieves  will  be  required  than  in  the  case  of  light  gangue. 

Again,  it  is  affected  by  the  difference  in  specific  gravity.  For  example,  the 
separation  of  galena  from  quartz  is  much  more  easily  done  and  requires  fewer 
sieves  than  the  separation  of  blende  from  quartz. 

Finally,  it  is  affected  by  the  number  of  minerals  to  be  separated.  For  ex- 
ample, a  three  mineral  separation  will  naturally  require  more  sieves  than  a  two 
mineral,  and  a  four  mineral  separation  more  than  a  three. 

§445.  Sieves  for  Two  Mineral  Separation. — The  number  of  sieves  used  in 
jigging  different  sizes  in  two  mineral  separation  found  in  the  mills  is  represented 
in  Table  271,  and  a  summary  of  these  figures  is' given  in  Table  286. 

The  practice  of  the  United  States,  therefore,  for  Harz  jigs,  favors  one  sieve 
for  feed  which  has  a  maximum  grain  lying  between  64-32  mm.,  two  sieves  for 
grains  32-16  mm.,  three  sieves  for  grains  16-8  mm.,  three,  four  or^five  sieves 
for  grains  8-0  mm. 

Linkenbach  recommends  for  a  two  mineral  separation,  where  they  separate 
easily  owing  to  large  difference  in  specific  gravity,  a  two-sieve  jig,  yielding  clean 
concentrates  on  the  first,  middlings  on  the  second,  and  clean  tailings  in  the 
overflow. 
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TABLE  285. — NUMBER  OF   SIEVES   USED   IN   JIGS   FOR  TWO    MINERAL   SEPARATION. 


Maximum  Size 

in  the  Feed  Lien 

Between. 

Number  of  JIj?8  with 

1  Sieve. 

a  Sieves. 

3  Sieves. 

4  Sieves. 

6  Sieves. 

Mm. 
64-82 
8S-16 
16-8 

4-8 

5 
6 
8 

(a)  8 

(6)1 

1 

1 

1 

6 

10 

(a)  14 

(a)  4 

<a)  8 

(a)  89 

0 
8 
12 
18 

19 
(a)  81 

16 

0 
0 
8 
9 
11 

a 

81 

0 
0 
0 
0 
1 
8 

6 

(a)  These  numbers  are  largely  increased  by  the  Collom  Jigs  of  Lake  Superior  and  Montana,  whMi  aro 
"    to  use  fewer  sieves  on  account  of  the  large  amount  of  hydraulic  water,    (b)  This  is  an  intermediaiy  jig 

§  446.  Sieves  for  Three  Mineral  Separation. — The  jigs  in  the  mills  making  a 
three  mineral  separation  have  sieves  as  shown  in  Table  286. 

TABLE  286. — NUMBER  OP  SIEVES  ON  JIGS  MAKING  A  THREE  MINERAL  SEPARATION. 


Maximum  Size 

In  the  Feed  Lies 

Between. 

Number  of  Jigs  with 

1  Sieve. 

8  Sieves. 

8  Sieves. 

4  Sieves. 

5  Sieves. 

6  Sieves. 

Mm. 
16-8 
S-4 
4-8 
8-0 
Later  spigots  of  1 
dasidflers.      t 

0 
0 
0 
0 

0 

1 
0 
0 
0 

0 

0 

1 
1 
1 

8 

8 
8 
8 

6 

6 

(a)l 
0 
0 
0 

0 

0 
0 

(o)l 
0 

0 

The  jigs  marked  (a)  in  Table  286  are  typical  of  a  class  of  mills  in  Southwest 
Missouri  of  which  there  may  be  ten  or  more.  The  many  sieves  are  used  to  get 
high  capacity  when  jigging  blende  with  small  difference  in  specific  gravity  between 
the  concentrates  and  the  waste.  The  Cooley  jigs  used  for  this  work  have  5  and 
7  sieves  on  the  roughing  and  finishing  jigs,  respectively.  The  only  mills  the 
author  found  making  a  three  mineral  separation  on  jigs  are  9,  10,  15,  17,  18 
and  19.  Although  this  table  is  meager  in  number  of  jigs,  it  shows  that  the 
separation  of  three  minerals  in  this  country  generally  calls  for  from  three  to  six 
sieves  on  a  jig. 

Bellom^*  finds  four  compartments  most  commonly  used  in  Europe  for  three 
mineral  separation,  disposing  the  products  as  follows :  No.  1  sieve  yielding  pure, 
heavy  mineral ;  No.  2  sieve  yielding  heavy  and  medium  minerals  mixed ;  No.  3 
sieve  yielding  pure  medium  mineral ;  No.  4  sieve  yielding  medium  and  light  min- 
erals mixed ;  tailings  are  pure  light  weight  mineral.  He,  however,  favors  the 
plan  used  at  Ems,  which  has  only  three  sieves  for  three  mineral  separation,  dis- 
posing the  products  as  follows:  No.  1  sieve  yielding  pure,  heavy  mineral;  No. 
2  sieve  yielding  heavy  and  medium  minerals  mixed ;  No.  3  sieve  yielding  medium 
with  a  little  light  mineral;  tailings  are  pure  light  weight  mineral.  This,  of 
course,  could  only  be  done  where  the  medium  mineral  was  well  unlocked. 

Linkenbach^',  where  hand  picking  is  used  for  coarser  sizes,  gives :  First  sieve, 
clean  heavy  mineral ;  second  sieve,  pure  medium  mineral  mixed  with  included 
grains  of  heavy  and  medium,  which  is  hand  picked ;  third  sieve,  middling  prod- 
uct which  is  re-crushed ;  tailings,  which  are  clean  gangue. 

At  the  Vaucron  mill'*  in  France,  5-sieve  jigs  are  used,  which  yield:  First 
sieve,  pure  galena;  second  sieve,  mixed  galena  and  blende;  third  sieve,  blende; 
fourth  sieve,  blende;  fifth  sieve,  mixed  blende  and  waste;  tailings,  clean  waste. 

§  447.  Four  Mineral  Separation, — At  Diepenlinchen*^  a  six-sieve  jig  was  tried 
and  it  yielded:  First  sieve,  galena  with  80%  lead;  second  sieve,  galena  with 
72%  lead;  third  sieve,  mixed  galena,  pyrite  and  blende;  fourth  sieve,  blende 
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with  52%  zinc;  fifth  sieve,  blende  with  46%  zinc;  sixth  sieve,  mixture  of  blende 
and  gangue;  tailings,  gangue.  The  ore  was  found  to  contain  but  little  pyrite 
and  the  jig  was  found  to  have  too  many  sieves  and  the  above  was  abandoned  in 
favor  of  a  four-sieve  jig,  which  yielded:  First  sieve,  galena;  second  sieve,  mixed 
galena,  pyrite  and  blende;  third  sieve,  blende;  fourth  sieve,  mixed  blende  and 
gangue;  tailings,  gangue. 

In  a  mill  designed  by  Fried.  Krupp  Grusonwerk  for  British  Columbia*^*,  five- 
sieve  jigs  are  recommended,  yielding  products  as  follows:  First  sieve,  clean 
galena;  second  sieve,  galena  and  pyrite;  third  sieve,  clean  pyrite;  fourth  sieve, 
poor  pyrite;  fifth  sieve,  clean  blende  (and  barite  if  present);  tailings,  clean 
gangue. 

§  448.  Width  op  Jig  Sieves. — The  width  of  sieves  together  with  the  length, 
as  used  in  the  mills  is  given  in  Table  271.  A  summary  of  these  dimensions 
with  averages,  is  given  in  Table  287.    The  summary  does  not  include  the  Col- 


TABLE  287. — SUMMARY  OF  LENGTHS 

EXCEPT 

AND  V7IDTHS  OF 
COLLOM   JIGS. 

JIG  SIEVES  IN  THE  MITJiS 

Maximum  Grain 
of  Feed  Lies  be- 
tween these 
Diameters. 

Number  of  Jigs 
Considered. 

Length. 

Width. 

Maximum. 

Minimum, 

Average. 

Maximum. 

Minimum. 

Average. 

Jigs  in  which  the  maximum  size  fed  is  known. 

Mm. 

Inches. 

Inches. 

Inches. 

Inches. 

Inches. 

Inches. 

64-ffi 

5 

48 

88 

85.0 

84 

16.5 

80.8 

S»-16 

11 

46 

96 

86.0 

84 

16 

10.4 

16-8 

» 

40 

84 

81.8 

84 

15 

18.8 

8-4 

38 

88.76 

88 

81.7 

84 

16 

18.8 

4— « 

85 

88.75 

88 

88.0 

84 

14 

18.8 

8-1 

18 

86 

8S 

81.4 

84 

18 

18.8 

1-0 

4 

S9.6 

88 

80.1 

16 

15.6 

15.8 

Jigs  in  which  the  mayimwm  sise  fed  is  unknown,  being  fed  by  later  spigots  of  classifiers.    The  size  given  is 

that  fed  to  the  classifier. 


16-8 

8 

84.5 

84.5 

84.5 

88.6 

88.6 

88.5 

8^ 

4 

86 

81 

88.8 

84 

16 

17.8 

4-8 

86 

88.75 

88.5 

88.7 

84 

18 

17.8 

»-l 

18 

86 

88 

80.8 

84 

14 

17.4 

1-0 

8 

80 

87 

88.6 

81.5 

16 

18.8 

lorn  jigs  which  are  used  in  the  Lake  Superior  and  some  of  the  Montana  mills, 
as  all  have  practically  the  same  dimensions  and,  therefore,  would  unduly  affect 
the  averages  in  the  summary. 

As  is  shown  in  §  454,  the  wider  the  sieve  the  greater  its  capacity  and  it  would, 
therefore,  seem  advisable  to  make  all  jigs  as  wide  as  possible  as  long  as  no  diffi- 
culties of  construction  in  consequence  are  encountered.  The  summary,  however, 
shows  that  there  is  a  regular  decrease  in  width  from  coarse  to  fine.  The  reason 
for  this  is  that  the  finer  the  grains  the  more  necessary  it  is  that  pulsion  be  dis- 
tributed evenly  over  the  whole  width  of  the  sieve,  a  thing  which  offers  less  diffi- 
culty the  narrower  the  sieve.  It  is  true  that  this  difficulty  may  be  at  least 
partially  overcome  by  increasing  the  depth  of  the  longitudinal  partition,  but 
this  soon  reaches  a  limit,  owing  to  the  increased  height  of  the  jig  demanded. 

The  jigs  of  the  blende  mills  of  Southwest  Missouri  are  noteworthy  as  being 
even  larger  than  any  shown  in  the  tables.  Among  them,  the  Henry  Faust  type 
has  sieves  30  inches  wide  and  42  inches  long,  while  the  Cooley  tjrpe  has  sieves 
36  inches  wide  and  48  inches  long.  They  are  treating  coarse  material  and  are 
reported  to  do  excellent  work,  which  is  obtained  by  very  deep  hutches  and  deep 
longitudinal  partitions. 

The  limit  of  width  given  by  Rittinger  is  18  inches  for  a  side  plunger  jig, 
except  where  graded  partitions  are  used  below  the  sieves.    Kunhardt  limits  the 
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widths  of  side  plunger  jigs  to  550  mm.  (22  inches),  for  coarse,  and  450  mm. 
(18  inches),  for  fine  jigging. 

Although  it  is  true  that  an  average  of  all  the  jigs  in  the  mills  shows  a  de- 
crease in  width  from  coarse  to  fine,  it  is  not  true  that  this  decrease  occurs  in 
each  individual  mill.  In  some  it  does,  but  others  have  a  uniform  width  through- 
out, while  still  others  are  irregular.  As  shown  in  Table  288,  out  of  34  mills  there 
are  14  mills  that  decrease,  but  there  are  20  mills  (of  which.  7  use  Collom  jigs), 
that  prefer  to  have  uniformity  throughout  the  mill. 

TABLE  288. — SHOWING  THE  PRACTICE  IN  THE  MILLS  IN  REGARD  TO  THE  VARIA- 
TION OF  WIDTH  WITH  VARIATION  OF  SIZE  OF  GRAIN. 

Narrower  jiea  used  on  finer  sizes-Mills  No.  0, 15. 10, 17, 8S,  83,  26,  27,  81,  88,  8  U  4S,  88,  98-14  milla. 

Uniform  Width  throu|rhout-Mill8  Na  10, 13(a),  14, 18,  20, 26, 28,  SO,  88, 86, 86,  40,  48(a),  44  (a),  46(aX  46(a),  47 (aX 

48  (a),  86,  86—81)  mllig. 
Iiregular  widUi-Maia  No.  81, 84,  80,  87,  88, 80,  41.  87-8  milto. 

(a)  These  are  Collom  jlfi:a. 

§449.  Length  op  Sieves. — In  regard  to  the  lengths  of  the  sieves  as  given 
in  the  summary  in  Table  287,  there  is  a  decrease  from  coarse  to  fine.  This  is 
not,  as  in  the  case  of  width,  due  to  difficulty  of  getting  even  distribution  of 
pulsion.  It  may  be  to  keep  the  proportion  of  length  to  width  constant,  and  to 
do  this  as  the  width  is  diminished  the  length  must  be  also. 

There  are  two  reasons  for  limiting  the  length  of  a  single  sieve,  that  is,  for 
using  two  or  more  short  sieves  in  place  of  one  long  one,  which  are  of  as  much 
importance  for  coarse  as  for  fine  grains.  First,  the  change  in  the  whole  bed, 
due  to  the  separation  of  a  part  of  the  concentrates,  calls  for  changed  conditions 
of  pulsion,  suction  and  hydraulic  water.  This  is  done  by  ending  up  the  sieve 
and  passing  the  material  over  the  tail  board  to  a  new  sieve.  A  further  reason 
for  limit  of  length  is  in  the  crawling  forward  of  the  bottom  bed.  When  it  is 
of  medium  weight,  it  is  always  thinner  at  the  head  of  the  sieve  and  thicker  at 
the  tail,  tending  to  waste  ore  over  the  tail.  A  shorter  sieve  will  have  less  diflS- 
culty  in  this  way  than  a  longer  sieve.  A  series  of  sieves  will  give  a  chance  for 
collecting,  later,  the  ore  grains  which  chanced  to  go  over  the  tails  of  the  earlier 
sieves. 

The  effect  of  length  on  capacity  is  to  increase  it  within  certain  limits,  as  will 
be  discussed  later  under  that  head  (see  §  454). 

The  practice  in  regard  to  variation  of  the  length  with  the  variation  of  size  of 
grain  in  the  individual  mills,  is  shown  in  Table  289.  Thus,  from  Table  289, 
it  appears  that  in  forty-two  mills,  eighteen,  of  which  6  use  Collom  jigs,  have 

table  289. — showing  the  practice  in  the  mills  in  regabd  to  the  varia- 
tion OF  the  length  with  the  variation  of  size  op  grain. 

Lengths  uniform  throuehout-MiUs  No.  0, 10, 14, 18,  20,  29,  38,  86,  86,  40,  42(aX  44(a),  46(a),  46(o),  «7(aX 

48  (a),  86,  86-18  nulls. 
Shorter  jigs  used  on  finer  sises-Mills  No.  18  (a),  15,  28, 25, 96, 27,  88, 81,  84, 48,  W-11  mills. 
IrregulAr-Mills  No.  16, 17,  21,  28,  84,  80.  82.  37,  88,  89,  41,  87,  88-18  Mills. 

(a)  These  are  mills  with  Collom  jigs. 

uniform  length  for  all  their  sieves;  eleven,  of  which  1  uses  Collom  jigs,  use 
shorter  sieves  for  fine  than  for  coarse  stuff;  and  thirteen  are  irregular  in  this 
matter. 

Rittinger  limits  the  length  of  jig  sieves  at  36  inches  for  coarse  stuff  and  24 
inches  for  fine.  Kunhardt  gives  900  mm.  (36  inches)  for  coarse  and  700  mm. 
(28  inches)  for  fine.  The  maximum  length  found  by  the  author  was  48  inches 
on  coarse  jigs. 

§  450.  Number  of  Strokes. — In  general,  the  greater  the  number  of  strokes 
the  greater  will  be  the  capacity  of  the  jig,  but  a  certain  time  is  needed  for  de- 
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veloping  the  full  effect  of  the  stroke,  and  this  limits  the  speed.  The  time 
needed  is  less  for  a  short  stroke  than  for  a  long  one  and,  consequently,  the  jigs 
with  short  strokes  use  a  larger  number  of  strokes  per  minute.  In  fact  the  speed 
may  be  said  to  depend  upon  the  length  of  the  stroke,  and  the  considerations 
which  affect  the  latter  indirectly  affect  the  former.  For  a  further  analysis  of 
the  stroke,  see  §  478. 

Referring  to  Table  283,  practice  seems  to  divide  the  mills  into  three  groups. 
First,  those  which  increase  the  speed  rate  from  the  coarse  jigs  toward  the  fine, 
but  have  moderate  speed  throughout.  There  are  twenty-four  of  these,  includ- 
ing Mills  9,  10,  15,  16,  17,  24,  25,  27,  28,  30,  31,  32,  33,  34,  35,  38,  39, 
40,  41,  43,  86,  87,  88  and  92.  Second,  those  which  increase  speed  toward  the 
fine  jigs,  but  use  high  speed  throughout;  there  are  three  mills  in  this  group  (20, 
26  ana  29).  Third,  those  which  use  practically  a  uniform  speed  throughout; 
there  are  nine  mills  in  this  group  (13,  14,  18,  21,  22,  44,  46,  47,  48).  It  will 
be  seen  that  by  far  the  larger  number  of  mills  belong  to  the  first  class,  which 
agrees  with  European  practice,  as  shown  in  Table  291,  and  also  with  the  prin- 
ciples laid  down  at  the  beginning  of  this  section.  Two  out  of  the  three  in  the 
second  class  use  lead  shot  on  the  sieves.  Five  out  of  the  nine  in  the  third  class 
use  Collom  jigs.  The  Anchor  mill  at  Park  City,  Utah,  formerly  used  400  pul- 
sions per  minute  of  §  inch  each  on  the  4-mesh  sand,  and  544  of  |  inch  each  on 
the  finest  sizes.     These  are  the  fastest  speeds  found  by  the  author. 

It  is  customary  to  decide  upon  the  speed  of  a  jig  when  the  mill  is  designed. 
It  is  important,  therefore,  to  decide  upon  the  best  rate  of  pulsations.  Table 
290  gives  a  summary  taken  from  Table  283,  showing  the  average  number  of  pul- 
sations per  minute  as  well  as  the  ranges  for  the  different  sizes  ranging  from 
coarse  to  fine  for  all  except  the  Collom  jigs.  The  averages  appear  to  the  author 
to  be  well  suited  for  adoption. 

Table  291  has  been  prepared  to  show  the  foreign  practice  as  recommended  by 
authorities  or  found  in  the  mills.  It  shows  that  in  the  majority  of  cases  the 
rates  are  below  the  average  rates  found  by  the  author,  especially  on  the  finer  jigs. 

The  speeds  used  in  the  Collom  jigs  are  given  in  Table  292.  The  pulsions  of 
the  Collom  jig  are  slower  than  those  of  the  others,  because  the  mechanism  re- 
quires longer  time  to  get  through  its  cycle  of  action.  There  is  no  range  of 
speeds  in  the  individual  mills,  probably  because  there  is  not  sufficient  range  of 

TABLE  290. — SUMMARY  OP  THE  NUMBER  OP  STROKES  OP  JIGS  PROM  TABLE  283, 
FOE  DIPPERENT  SIZES  OP  PEED  ON  ALL  EXCEPT  COLLOM  JIGS. 


Bfazimum  grain 
offeedUeebe- 

Number  of  Jigs 

Number  of  Strokes  per  Mhiute. 

tween  theee 
Diamfiten. 

Considered. 

Lowest 

Highest 

ATerage. 

Jig8  in  which  the  maximum  size  fed  is  known.                      | 

Mm. 

64-n 

8 

05 

175 

180 

8»-16 

18 

100 

175 

181 

i»-8 

88 

80 

850 

144 

8-4 

80 

115 

866 

178 

4-8 

81 

180 

860 

885 

8-1 

14 

185 

400 

860 

1-0 

8 

810 

884 

881 

Jigs  in  which  the  maximum  size  fed  is  unknown,  being  fe 
spigots  of  classifiers.    The  size  given  is  that  fed  to  the  c 

d  by  later 

lassifler. 

16-8 

8 

180 

160 

147 

S-4 

4 

180 

810 

107 

4-S 

86 

140 

400 

887 

1^1 

18 

141 

815 

818 

1-0 

8 

80O 

400 

885 
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sizes,  but  by  comparing  Mill  13  with  the  others  it  is  clear  that  the  Collom  ji^ 
in  that  mill  must  be  run  slowly  because  they  treat  coar.<e  material. 

§  451.  Length  of  Stroke,  or  the  Amount  of  Throw. — The  throw  is  ad- 
justed according  to  some  arbitrary  rule  when  the  jigs  are  set  up.  The  man- 
ager varies  the  throw  from  time  to  time  until  the  jigs  are  doing  their  best  work. 

TABLE  291. — LENGTH  AND  NUMBER  OF  STROKES  USED  IN  FOREIGN  PRACTICE. 


Anthori^' 


Bittiiiger"  imigpiumpe) 


Kunhftrdf 

CkymnuuM' "...•.....  •* 

Olark**    (Pnibnin,  i 
1880). 

Henry  4^  (Pnitimn* 
ISH) 

BwidolphM      (Claus- 
thal). 


Size  of 
Grain 
Fed. 


6-2 
80-80 
18-8 

1-0.86 

45-ao 

18-8 

'^ 

8 

28-16 

2-6 

8-0 

17.8S-4.22 

l.(M) 


Number 
of8U>oke8 

BUDute 


8&-120 
110-120 
110-120 

180 

150-180 

75 

186 
100-110 
110-120 
150-200 

140 
100-190 

120 

160 

200 
100-120 
120-180 


Length 
of  Stroke. 


Mm. 
88-80 

75 

60 

86 

20-18 
185 

100-HO 
50-40 
16-10 

65 
8.6-8 

52 

40 
6.6-4.4 

80 

12 


Authority. 


Vestal  (a)(Mecliemlch)  ] 

Udner**  (Sala) ] 

B10mekeM(5) 


BlOmeke«MLiotorf)-. 

Koch«*     (GotteagabeJ 
MIU) "* 


Koch**  (Hamme 
wasche  MIU) 


'■) 


Mouchet^*    (Vaucronj 
MUl) 1 


Siseof 
Grain 
Fed. 


Number 
ofStrokee 

Minute. 


Mm. 

14 

1.26 

4 

ik 

15-11 

4-3 

8(^26 

11-8 

2.8-2 
1-0 


80 
240 

IfO 

260 

160-4100 

80 

106 

160 

66 

96 

820 

110 

180-200 

200-880 

150 

190 


Length 
ofStroka 


51 

e 


185 
88 

9 
90 
60 

8 
68 
lS-8 

15 
6^10 


(a)  Private  oommunication.    (6)  Lohmannsfeld  mill. 
TABLE  292. — NUMBER  OF  THROWS  ON  COLLOM  JIGS. 


MiUNo. 

Sixe  of  Grains  Fed. 

Throws  per  Minute 

forbotbCoarM 

and  Fine. 

Coarsest  Jig. 

Finest  Jig. 

18 

Mm. 

19.1  to  19.7 

8  to  0  (Ist  spigot.) 

4.76  too  (1st  s^got) 

Mm. 

6.86  too 

8  too  (last  spigot) 

1.17  to  0 

84 

146 

184  to  126 

85 

44,46.47.48.... 

It  is  not  usual  to  make  any  further  change  after  the  conditions  of  best  work 
have  been  once  established^  unless  a  radical  change  is  made  in  the  work  of  the 

jig- 
Considerations  which  affect  the  amount  of  throw  are  as  follows: 

(1)  The  coarser  the  grains,  the  greater  must  be  the  throw,  because  coarse 
grains  settle  faster  than  fine  grains  and  require  a  higher  velocity  of  current  and 
a  greater  quantity  of  water  to  lift  them. 

(2)  The  heavier  the  grains,  the  greater  the  stroke  should  be  for  the  same 
reason  as  in  the  last  case. 

(3)  A  deeper  bottom  bed  or  higher  tail  board  on  the  jig  will  generally  call 
for  a  longer  stroke,  because  there  is  more  resistance  to  be  overcome. 

(4)  If  the  amount  of  clearance  space  around  the  plunger  is  large,  a  longer 
stroke  will  be  needed  than  if  it  is  small,  to  make  up  for  the  leak. 

(5)  A  plunger  that  is  smaller  than  the  sieve  will  require  its  stroke  lengthened 
in  proportion  to  the  diminution ;  half  the  size  will  require  twice  the  stroke. 

(6)  If  there  is  any  constriction  in  the  water  passage  between  the  plunger  and 
the  sieve,  as  in  the  Collom  jig,  a  longer  stroke  will  be  required  to  overcome  the 
resistance. 

(7)  We  may  say  in  a  general  way  the  less  hydraulic  water  used,  the  longer 
must  be  the  stroke,  but  since  hydraulic  water  contributes  to  pulsion  and  sub- 
tracts from  suction,  while  increased  stroke  contributes  to  both  pulsion  and  .'auc- 
tion, it  follows  that  increasing  the  hydraulic  water  is  not  equivalent  to  increas- 
ing  the  stroke. 
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(8)  Although  in  §  450,  it  has  been  demonstrated  that  the  number  of  strokes 

depends  on  the  length  of  the  stroke,  practically  in  concentrating,  the  number  of 

strokes  is  settled  in  the  design  of  the  mill  and  the  mill  man  suits  the  length  of 

stroke  to  the  work  he  has  to  do.     It  would  seem,  therefore,  that  the  two  are 

inter-dependent  one  on  the  other  within  certain  limits.     This  has  been  shown 

n  IT  71 
mathematically    by    Bittinger,    who   has    derived    the    formula      ^^     =F 

as  applying  to  a  setzpumpe  where  the  plunger  is  the  same  size  as  the  sieve  and 
has  no  clearance.  In  this,  n  is  the  number  of  strokes  per  minute;  H  is  the 
length  of  stroke  in  inches,  that  is,  twice  the  radius  of  the  plunger  arm ;  and  V 
is  tihe  velocity  of  water  in  inches  per  second  required  to  hold  the  whole  bed  in 
suspension,  whatever  that  may  be,  but  is  a  constant  on  any  given  jig  fed  with  a 
given  size  of  feed.  It  is  clear  from  the  equation  that  as  n  increases,  H  must  de- 
crease, and  vice  versa^  in  order  to  give  the  constant  value  of  V  desired.  This 
formula  might  be  made  applicable  to  modern  jigs  by  introducing  an  individual 
coefficient  for  every  jig,  which  should  correct  for  plunger  clearance  and  any  dif- 
ference between  the  area  of  the  plunger  and  sieve. 

§  452.  It  is  agreed  by  all  that  the  mill  man  must  judge  of  the  condition  of 
his  jig  by  the  appearance  and  feeling  of  its  whole  bed,  and  must  vary  hydraulic 
water  or  throw  of  the  plunger  or  some  other  adjustment,  until  he  gets  it  right. 
The  whole  bed  must  be  loose  and  soft  during  pulsion,  so  that  the  fingers  will 
settle  into  it  without  any  effort  as  into  quicksand,  and  when  the  tips  of  the 
fingers  have  reached  the  sieve  a  decided  suction  will  be  felt  on  the  return  strokes. 
The  particles  in  the  top  layer  must  be  lifted  during  pulsion  and  yet  the  pulsion 
must  not  be  so  strong  as  to  cause  boiling  or  the  breaking  through  of  large  water 
currents  in  spots,  nor  the  suction  so  strong  as  to  cause  hardened  banks  which 
the  pulsion  finds  difficulty  in  softening.  There  is  far  more  danger  of  these 
adverse  conditions  in  fine  jigging  than  in  coarse.  Where  the  jig  is  run  with  a 
bottom  bed  which  is  put  on,  then  in  order  to  get  the  best  action  of  suction  the 
bottom  bed  should  be  lifted  during  pulsion. 

In  this  connection  it  may  be  said  in  the  words  of  Mr.  Carkeek,  ^'If  the  comers 
and  edges  of  the  whole  bed  are  right,  the  middle  will  take  care  of  itself.'^ 

The  amount  of  throw  in  the  mills  visited  by  the  author  •is  given  in  Table 
283.  Foreign  practice  is  shown  in  Table  291.  To  help  the  mill  man  to  judge 
the  amount  of  throw  required  by  the  diflferent  sizes  of  feed,  computations  have 

TABLE   293. — SUMMARY   OP   THE   LENGTH    OF    STROKE   OP   JIGS    COMPUTED   PROM 

TABLE    283. 


The  Maximum 

Grain  of  Feed  Lies 

between  these 

Diameters. 


Number  of 
Jigs  Consid- 
ered. (Isi 
sieve  only.) 


Diameter  of  Maximum  Grain 
in  Feed. 


Highest.    Lowest.    Average, 


Length  of  Stroke  on  First 
Sieve. 


Highest.    Lowest.  Average 


Ratio  of  Aver- 
age Stroke  to 
Average  Siae 
of  Grain. 


Jigs  in  which  the  maximum  siae  fed  Is  known. 


Mm. 

Mm. 

Mm. 

Mm. 

Mm. 

Mm. 

Mm. 

64  to  82 

5 

54.0 

88.1 

41.67 

101.6 

88.1 

67.94 

1.68 

astoifi 

11 

£5.4 

18.0 

91.66 

89.1 

95.4 

49.96 

9.88 

16  to  8 

88 

16.0 

8.8 

11.75 

69.8 

19.7 

86.48 

8.10 

8to  4 

96 

8.0 

4.4 

5.81 

48.4 

9.5 

98.47 

4.06 

4to  9 

98 

4.0 

9.1 

8.08 

41.8 

1.59 

14.84 

4.78 

Sto  1 

18 

9.0 

1.29 

1.71 

19.1 

8.97 

19.97 

7.18 

Ito  0 

8 

0.91 

0.64 

0.78 

6.85 

8.97 

4.76 

6.68 

Jigs  In  which  the  maximum  size  fed  Is  unknown,  being  fed  by  later  spigots  of  classlflers.    The  size  given  is 

that  fed  to  the  classifler. 


16  to  8 

8 

11.1 

11.1 

11.10 

88.1 

19.1 

97.51 

9.48 

6to4 

8 

4.5 

4.5 

4.60 

25.4 

15.9 

90.18 

4.47 

4to9 

88 

4.00 

9.8 

9.91 

38.1 

0.79 

10.15 

8.49 

9tol 

19 

9.00 

1.29 

1.89 

12.7 

8.17 

7.41 

8.08 

ItoO 

9 

0.91 

0.64 

0.77 

6.85 

1.69 

8.97 

5.15 
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been  made  showing  the  relation  of  the  throw  to  the  size  of  feed  as  found  in  the 
mills.     The  results  of  computations  are  given  in  Table  293.     In  preparing  this 

TABLE  294.-— CAPACITY,  HYDRAULIC  WATER  AND  POWER  FOR  JIGS  IN  AMERICAN 

HILLS. 


i 

is 

5 

550 

Siseof 
Feed. 

Capacity 

Net  Area 
of  each 
Sieve. 

Capacity 
per 

SquareFoot 

24  Joar& 

Hydraulic 
Water  per 
94  Hours. 

Hydraulic 
Water  per 

Square 
Foot  per 

Minute. 

Water 

Used 

per  Too 

of  Ore. . 

Horae 

Required 
P«-Ji«. 

10 
14 

1 
1 

2 

1 
2 
8 
4 
5 
6 
7 
1 
8 
8 
4 
5 
6 
1 
2 
8 
1 
2 
8 
4 
5 
6 
1 
2 
1 
2 
8 
4 
5 
6 
7 
8 
9 
10 
11 
1 
1 
2 

5 

1 
9 
8 

4 

5 
6 

7 
8 

5 
2 
2 
2 

4 
4 
4 
4 
4 
8 
8 
4 
4 
4 
4 
2 
2 
8 
8 
8 
8 
8 
8 
3 
2 
1 
1 
2 
2 
2 
4 
4 
4 
4 
4 
4 
4 
4 
1 
2 

1 

2 
2 
2 

2 

8 
8 
8 
8 

Mm. 

12.7-0 

28.2^.5 

9.5^ 

10-7 

7-5 

(W»J^rt«-2 

2-0 

8-0 

9-0 
4.60-8.48 
8.48-1.22 
1.22-0 
1.22-0 
0.64-0 
0.64-0 

6-0 

Tona. 
(a)  100-120 

58 

Sq.  Feet. 
6.000 
5.556 

5.556 
8.542 
8.542 
8.542 
8.406 
8.406 
8.408 
8.111 
2.597 
2.597 
2.507 
2.507 
2.868 
4.081 
5.658 
8.687 
8.687 
8.778 
8.778 
8.778 
8.888 
8.888 
8.888 
4.260 
4.250 
4.500 
8.778 
8.778 
8.T78 
8.778 
8.778 
8.778 

8.778 
8.778 
7.000 
5.194 
5.194 
5.194 
5.194 

5.194 
5.194 
5.194 
5.194 

5.194 
5.194 
5.194 
5.194 

Tons. 

8.00-9.60 

2.61 

5.28 

Qallons. 
(a)  400.000 

Galions. 
22.282 

Tons. 
15.20 

W5 

17 

88,548 

10,772 
10,779 
28,542 
28,548 
28542 
88,542 
40,000 
40,000 
85,000 
80,000 

2.119 
0.588 
0.588 
1.009 
1.009 
1.097 
1.608 
8.565 
9.674 
2.840 
2.005 

(c) 

21 

12 

10 

8 

8 

8 

8 

10 

5 

6 

15 

15-20 

12-15 

10-12 

10-12 

10-12 

18 

18 

1.54 

0.96 

0.77 

0.77 

0.84 

0.99 

0.88 

0.46 

0.55 

1.88 
1.88-1.78 
1.06-1.88 
1.00-1.20 
1.00-1.20 
1.50-1.80 

4.24 

4.24 

1.80 

2.14 

2.14 

0.74 

0.74 

0.74 

0.74 

0.74 

0.74 

0.74 

0.74 

1.48 

1.06 

1.16 

0.77 

0.48 

1.08    ] 
1.54    ] 
0.96    ] 
0.58    ] 

0.16 
0.29 
0.15 
0.96 

18.90 
16.68 
18.24 
15.64 

i 

1 

95 

25,000 

10,500 

18,000 
75,000-100.000 
60,000-75,000 
60,000-60,000 

80,000-50,000 
80,000-40,000 

1.585 
0.668 
0.887 
4.505-6.127 
8.67V-4.S85 
8.064-8.676 
2.778-8.478 
2.088-8.472 
8.125-4.167 

10.42 
8.76 

o.ue  * 

94.88 
16.08 
16.09 
17.06 
15.16 
18.97 

26 
28 

8-0 

5.7-8.6 

8.0-8.1 

2.1-1.5 

1.5-C.91 

0.91-0 

0.91-0 

40-95 

25-16 

Over  18 

18-15 

16-9 

9-6 

6^ 

4-0 

4-0 

4-0 

\n 

2.5-0 
25.4-11.1 
4.76-0 
4.76-0 
4.76-0 
4.76-0 

4.76-0 
4.76-0 
4.76-0 
4.76-0 

2.29-0 
l.TB-0 
1.80-0 
1.17-0 

•t 

M 
•• 
•» 

] 

(d)l 

81 

IM 
1« 

It 

11 

20 
12 

8 

5 

20 
16 
10 
6 

2.6 

8.4 

2.875 

4.0 

48 

44 

48 

(e)  16,687 

16,687 
(e) 15,198 

15,198 
(6)15,006 

10,581 

7,886 

(e)  18,880 

11>96 

^804 

(e)  11,790 

'?:» 

6,800 

4.279 

(e)|.OM 
9.061 

(e)  2.019 
1.406 
0.961 

(e)l.?W 
1.510 
O.T76 

(e)  1.576 
1.885 
1.089 

(e) 1,154 
1.946 
0.842 

18.84 
19.27 
8.90 
21.11 

64.98 

87.88 

'  n.64 

-  26.88 

(a)  These  are  for  10  hours  instead  of  94.  (6)  The  other  jinr  of  this  mill  also  uses  5  horse  power,  fo)  T%e  three 
JlRS  of  Mill  16  use  %  horse  power  each,  (rf)  All  the  Jip  of  this  mill  use  1  horse  power  each,  (e)  ui  tldi  miO 
the  quantities  are  f^iven  for  the  separate  sieves  of  eacn  jiff 

tahle  from  Table  283,  only  the  first  sieves  of  the  jigs  were  considered,  and  such 
jigs  as  had  the  area  of  the  plunger  much  less  than  that  of  the  sieve,  were  omitted. 
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The  first  column  simply  serves  to  throw  the  jigs  into  classes.  The  second 
column  states  the  number  of  sieves  that  were  considered  in  each  class.  The 
third,  fourth  and  fifth  columns  give  respectively  the  highest,  the  lowest  and  the 
average  maximum  grain  fed  to  any  of  those  jigs.  The  sixth,  seventh  and  eighth 
columns  give  respectively  the  highest,  the  lowest  and  the  average  length  of  stroke 

TABLE  295. — CAPACITY,  HYDRAULIC   WATER  AND  POWER  FOR  JIGS,  AS  OBTAINED 

FROM  VARIOUS  AUTHORITIES. 


MUl  or  Authodtj. 

of 

II 

Sl««  of 

Capaeity 
Hoiiri». 

Net 

af  EAch 
Sieve. 

- 

Capacity 

p?r  Bqimre 

Foot  p*r 

24  Hours. 

HirdrtiuiJc 
^  Houju 

Square     ^Jl'^^ 

Hor«e 

Power 
Eequtr- 

H[ttli3R«r .»..». - 

1 

3 

1 

% 
2 
8 
S 
8 
8 
4 

2 

4 
4 
4 

4 
4 
4 
4 
4 

4 

4 
4 
4 
4 
4 
4 

5 

5 

8 

8 
8 
8 
8 
8 
8 
8 

2 

4 
1 
1 

Mm. 

19-1 
4-14 

1-0,35 

!;i;i  \\\ 

8-lH 
Below  2 

80-25 

25-20 
20-15 
15-11 
11-S 
8>-5 

12-S 

8-5 

5-2 

4 

2 

45-25 

80-20 
20-18 
18-8 

8-5 

5-8 

8-2 

2-m 

8 

«« 

24-8 
22-16 
16-12 
12-0 

0-6 

6-4 

6-8 

4-2 

2-0 

3-0 

Toni. 

fa) 

8g.« 
it^.o 

11.9 

48^89.4 

tH.A-4a,2 

19,2^« 

88.4 

10.0 

12-16 
6-12 

15.8 

14.5 
18.2 
18.2 
10.6 

0.2 

7.9 

6.6 

4.0 

18.2 

6.6-10.6 
6.6-7.9 

5.8 

7.9 

5.8 

11.9 

6.6 

44.4 

88.4 
82.9 
27.6 
24.0 
21.1 
19.2 
19.0 

OG.l 

7.9-9.8 
24  cu.  m. 
24  cu.  m. 

89.6 

85.6 

29.0 

29.0 

22.4 
7.92-11.9 
7.92-11.9 

3.3 

3.8 

1:^- 

8.88 
3.88 
4.16 
3.45 
8J5 
3. 45 
AM 
8.50 

Tods. 

QfiUons. 
54.073 
68,383 
4^,588 
87.901 

43>oes 

tl  ,544-26,980 

7.51 
4. 08 

4.^ 

2.Ift-fi.T] 

Toua, 

LiDkeDbai!li......... 

Ditto.,,.,,, *»...... »- 

8.40 
1.63 
0.73 

6,9e^i2.es 

4.17-6.20 

S. 78^.48 
2.W 
1,81 

7.20 
10.00 

2.91 

}« 

Ditto    .......,,.«■»*. 

0  8 

Sunb&nll.t,^.',^,.,, 

I>itto -*--- 

Ditto..,,*,*,. .,, 

5l,730-64,fl00 
48,20(W57,600 

B.06-.1.fiO       6.49 
2.86^.57  ■  iD.nn 

}** 

Ditto. *.,.,♦*,». ....*^ 

7.m 

15.01 

J** 

D{((o        



Ditto 

Koch(Gotte8gabe( 

1 

58,824 

44,900 
«},2S9 
89,618 
84,386 
84,886 
84,.336 
84,886 
81,604 

84,886 

81,694-84.886 
81,094 
81,094 
81,094 
21,180 
13,206 

57,060 

88,08^47,542 

18.94 

12.91 
18.86 
18  51 
18.51 
15.56 
18.12 
21.69 
88.04 

10.85 

16.78 
18.87 
24.98 
16.78 
16.62 
15.49 

19.99 

27.08 

mill) 1 

I>l(^     

Ditto                     ..  . 

Ditto 

Ditto            .      ...... 

Ditto       . . 

Ditto                     .... 

Ditto          .... 

Ditto    

Koch  (Hammer- J 

waacbemill) S 

Ditto         

Ditto 

Ditto      

Ditto    

Ditto       

Ditto  

BIflmeke  (Diepen) 

liDcbenmill) f 

Ditto  

(c) 
(c) 

0.50 
0.28 

1.66 
1.11-1.89 

Qatee*  Catalogue  (. 

No.  6 J 

Ditto         

Ditto                 

u\ 

Ditto 

U 

Ditto                   

1 

Ditto    

1 

Ditto 

1« 

Ditto       

1 

BlOmeke  (Breini-J 
gerberg  mill). . . . .  f 

l»ernuli'  (MonteponV) 
Ditto      

4.28 

2.17 
8.87 
5.27 

7.81 
0.91-1.07 

64,683-86,175 

5.81-7.04 

4.76 

Henry  (Prribram).... 
Ditto  

*  "ii,726 
11,726 
11,726 
11,726 
8,557 
84,868 
84,868 
34,868 
84,863 

i.28 

1.88 

1.60 

1.69 

1.60 

14.67 

14.67 

44.05 

44.05 

1 

1 

Ditto      

1 

Ditto 

1 

Ditto    

1 

Ditto 

1 

Ditto 

1 

Ditto 

1 

Ditto 

.... 

1 

(a)  1,200  to  1,920  cubic  feet    (6)  Third  spigot  of  pointed  boxes. 
4.66, 4.55  And  9.64  square  feet  reqwctiyely  for  the  fire  sieves. 


(c)Thls  varies  in  this  Jig.  being  2.06, 8.06, 


on  the  jigs  of  each  class.  The  ninth  gives  the  ratio  of  the  average  throw  to  the 
average  diameter.  In  the  upper  part  of  the  table,  the  last  column  shows  that  for 
the  largest  sizes  the  throw  can  be  only  a  little  more  (1.6  times)  than  the  diame- 
ter of  the  grain,  but  that  for  the  fine  sizes  it  has  to  be  much  larger  (6.6  times). 
The  intermediate  sizes  are  graded  from  the  smaller  toward  the  larger.     The 
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lower  part  of  the  table  shows  the  same  thing,  but  the  ratios  are  of  less  weight 
since  the  jigs  considered  are  those  treating  later  spigots  of  the  classifier,  and 
the  ratios  are  based  on  the  maximum  sizes  fed  to  the  classifier  and  not  on  those 
fed  to  the  jigs. 

Foreign  practice  regarding  the  length  of  stroke,  as  shown  in  Table  291, 
appears  in  every  case  to  fall  within  the  ranges  given  by  the  author  for  American 
mills.    The  averages  seem,  however,  to  be  a  little  higher,  especially  on  coarse 

jigs- 

In  regard  to  the  amount  of  throw  used  on  the  several  sieves  of  a  multi-sieve 
jig,  the  majority  of  the  mills  gradually  diminish  the  throw  on  the  later  sieves, 
owing  to  the  lighter  bottom  bed.  For  these  amounts  the  reader  is  referred  to 
Table  283. 

The  smallest  throw  recorded  by  the  author  is  -^  inch  on  the  last  two  sieves  of 
the  No.  5  jig  in  Mill  29.  It  should  be  noted  that  this  mill  has  a  very  small 
stroke  throughout  and  the  number  of  strokes  is  among  the  highest. 

One  would  naturally  expect  that  the  amount  of  throw  on  the  Collom  jigs 
would  be  large,  owing  to  the  small  size  of  the  plunger  as  compared  to  the  sieve 
and  to  the  constriction  in  the  passage  between  them.  The  table  shows  this  not 
to  be  true,  however,  as  these  three  factors  appear  to  be  offset  by  the  low  height 
of  the  tailboard  and  the  high  velocity  of  the  stroke,  and  in  some*  cases  by  the 
larger  quantity  of  hydraulic  water,  so  that  their  throw  is  not  above  the  average. 

§453.  Hydraulic  Water  Quantity. — In  general,  jigs  treating  coarse  stuff 
require  more  water  than  those  treating  fine  stuff,  because  larger  grains  settle 
faster  and  because  water  can  pass  up  in  a  small  number  of  large  interstices 
with  much  less  friction  than  in  a  large  number  of  small  interstices,  even  though 
the  total  sectional  area  may  be  the  same  in  both  cases,  and  because  larger  dis- 
charge orifices  are  required  above  and  below. 

The  variation  in  the  quantity  of  hydraulic  water  is  more  used  for  regulatine 
the  jigging  work  from  hour  to  hour  than  any  of  the  other  three  frequently  used 
adjustments,  viz.:  rate  of  concentrates  discharge,  thickness  of  bottom  bed  and 
in  some  cases  the  rate  of  feed. 

Some  of  the  considerations  which  affect  the  work  are  as  follows:  Increase 
of  water  decreases  suction  and  lessens  the  hutch  product;  decrease  of  water  in- 
creases suction  and  with  it  the  amount  of  hutch  product.  Again,  increase  of 
water  increases  pulsion,  while  decrease  diminishes  it.  When  sized  products 
are  jigged,  the  less  the  suction  the  better ;  hence  a  larger  quantity  of  hydraulic 
water,  if  it  can  be  afforded,  will  make  the  jig  work  quicker  and  better.  When 
sorted  products  are  jigged,  much  suction  is  desirable;  hence,  hydraulic  water 
wilL  naturally  be  diminished.  When  first  spigot  products  or  natural  products 
containing  mixed  sizes  and  gravities  are  jigged,  a  conflict  of  interests  occurs. 
The  presence  of  large  grains  of  heavy  mineral  makes  for  little  suction  and  much 
hydraulic  water,  while  the  presence  of  fine  ore  makes  for  much  suction  to  draw 
it  down  into  the  hutch.  A  usual  compromise  seems  to  be  to  use  rather  a  large 
throw  to  the  plunger  to  get  the  suction,  and  rather  a  large  quantity  of  hydraulic 
water  to  soften  up  the  whole  bed  and  favor  the  settling  of  the  large  grains.  In 
other  words,  to  pay  more  attention  to  the  fines  than  to  the  coarse  because  of  the 
two  the  coarse  grains  can  best  take  care  of  themselves.  Probably  the  best  plan 
of  all  is  to  use  a  sieve  and  added  bottom  bed  so  coarse  that  the  whole  concen- 
trates shall  go  into  the  hutch  and  then  run  the  jig  with  diminished  hydraulic 
water  and  strong  suction. 

In  regard  to  the  water  quantities  to  be  uped,  exact  rules  cannot  be  given,  be- 
cause the  quantity  of  water  will  depone!  upon  the  area  of  the  sieve,  the  number 
of  sieves,  the  quantity  and  quality  of  the  ore  fed,  the  number  and  length  of  the 
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strokes  and  the  height  of  the  tailboard.  The  final  regulation  must  be  according 
to  the  appearance  and  feeling  of  the  whole  bed  as  previously  described  under 
length  of  stroke.  However,  to  give  a  general  idea,  the  quantities  used  by  some 
of  the  jigs  in  the  mills  are  shown  in  Table  294,  and  data  from  the  literature  in 
Table  296,  and  to  better  serve  for  comparison,  the  amounts  have  been  reduced 
to  gallons  per  minute  per  square  foot  of  sieve  area,  and  to  tons  of  water  per 
ton  of  ore.  The  following  facts  from  the  table  on  American  mills  are  note- 
worthy : 

The  amount  used  varies  from  10,600  gallons  per  24  hours  on  a  three-sieve 
jig  of  Mill  25  to  400,000  gallons  in  10  hours  on  the  five-sieve  jig  of  Mill  10. 
The  average  of  all  is  about  66,000  gallons  per  jig  per  24  hours.  The  average  of 
all  except  Mill  10  is  about  34,000  gallons  in  24  hours. 

The  amount  per  square  foot  of  sieve  area  varies  from  0.528  gallon  per  minute 
in  Mill  17  to  22.22  gallons  in  Mill  10.  The  average  of  all  is  3.635  gallons. 
The  hydraulic  water  used  per  ton  of  ore  varies  from  8.76  tons  in  Mill  26  to 
64.98  tons  in  Mill  48.  The  average  of  all  is  19.85  tons.  Considering  the 
water  per  square  foot  of  sieve  area,  the  Missouri  blende  jig  (Mill  10)  appears 
as  if  it  were  extraordinarily  lavish  in  water,  while  the  Lake  Superior  finishing 
jigs  (Mill  48)  appear  as  if  they  were  economical;  but  if  the  quantity  of  ore 
treated  is  taken  into  account,  the  former  is  shown  to  be  economical  on  account 
of  its  high  capacity,  while  the  latter  are  the  most  lavish  of  all,  owing  to  their 
low  capacity. 

Table  295,  obtained  from  various  authorities,  most  of  whom  represent  foreign 
practice,  shows  figures  which  come  well  within  the  ranges  given  by  the  author 
for  American  mills.  The  average  of  water  used  per  ton  of  ore  appears  to  be 
somewhat  lower. 

It  would  seem  best  to  use  as  clear  water  as  possible.  Thus,  Mill  28  has 
foimd  that  at  times,  without  any  apparent  cause,  on  the  fine  jigs,  the  whole  beds 
become  as  hard  as  boards,  and  of  course  the  crude  ore  coming  on  passes  over 
into  the  tailings.  To  remedy  this,  they  have  sometimes,  if  the  water  that  was 
fed  to  the  jigs  was  at  all  slimy,  introduced  clear  wjater  instead  of  the  slimy 
water,  the  latter  being  removed  by  unwaterers. 

For  economy  of  water.  Mill  22  uses  the  overfiow  of  the  box  classifier  as 
hydraulic  water  for  the  No.  2  jigs. 

§  454.  Capacity  of  Jigs. — By  this  is  meant  the  quantity  of  crude  ore  that 
can  be  handled  in  a  given  time.  It  is  influenced  by  a  number  of  considera- 
tions which  will  now  be  taken  up.  The  width  of  the  sieve  seems  to  be  one  of 
the  most  important  of  these.  Other  things  being  the  same,  the  capacity  is 
nearly  in  proportion  to  the  width ;  a  jig  with  double  the  width  would  have  double 
the  capacity.  This  is  not  quite  true,  since  all  jigs  have  a  strip  of  about  1  inch 
width  on  each  side  where  poorer  work  is  done  and  this  counts  more  against 
capacity  on  a  narrow  sieve  than  on  a  wide  one. 

The  capacity  increases  as  the  length  increases,  but  not  nearly  in  proportion 
thereto,  and  if  longer  and  longer  sieves  were  tried  a  length  would  soon  be  reached 
where  further  addition  would  gain  nothing.  The  length  of  a  sieve  affects  the 
capacity  in  this  way:  The  act  of  jigging  removes  the  mineral  grains  from  the 
top  layer  and  deposits  them  in  the  bottom  bed  of  heavy  concentrates.  The 
concentrates  are  removed  by  automatic  discharge  or  by  passing  into  the  hutch. 
The  rate  of  settling  of  the  mineral  grains  varies  from  the  heavy,  compact,  pure, 
cubical  grain,  which  settles  from  the  top  layer  almost  immediately,  requiring 
perhaps  only  five  or  ten  pulsions  and  suctions,  to  the  flat  scales  and  the  included 
grains  which  settle  slowly,  requiring  a  large  number  of  strokes.  It  follows  that 
the  longer  the  sieve  the  more  of  these  grains  will  be  caught,  but,  on  the  other 
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hand,  each  additional  inch  of  length  catches  less  than  the  previous  one,  while 
it  calls  for  its  full  quantity  of  hydraulic  water.  To  partially  overcome  this 
diflSculty  is  one  of  the  reasons  for  using  a  series  of  sieves,  instead  of  one  very 
long  one,  for  where  a  series  of  sieves  is  used  the  hydraulic  water,  amount  of 
throw,  depth  of  the  bottom  bed  and  other  adjustments  can  be  varied  to  suit  the 
conditions  in  that  stage  of  the  separation.  As  a  rule,  the  second  sieve  receives 
less  hydraulic  water  and  less  pulsion  and  depends  more  on  suction,  the  third 
more  still,  and  so  on.  In  this  way  the  series  of  sieves  give  a  series  of  products 
graded  in  quality  from  rich  to  poor. 

If  a  jig  is  overdriven,  the  head  end  simply  becomes  solidified  by  the  grains 
which  come  faster  than  the  jig  can  assimilate  them,  and  the  whole  of  the 
hydraulic  water  has  to  come  up  near  the  tail  end,  causing  violent  boiling  and 
ruining  the  work  of  the  jig.  Great  length  of  sieve  aggravates  this  condition. 
With  coarse  work  this  fast  feeding  may  become  allowable  by  using  longer  stroke 
of  the  plunger  and  more  hydraulic  water,  but  little  can  be  done  in  the  way  of 
increasing  capacity  on  the  fine  jigs,  because  the  longer  stroke  is  not  allowable, 
neither  is  greatly  increased  hydraulic  water. 

The  area  of  the  sieve  surface  is  an  important  factor  in  the  capacity  of  jigs, 
as,  within  certain  limits,  the  length  and  width  are  probably  to  some  extent 
interchangeable,  that  is  to  say,  the  capacity  is  proportional  to  the  area,  and  it 
is  not  improbable  that  a  sieve  24X24  inches  (576  square  inches),  would  give  as 
good  or  better  results  than  a  sieve  19.2X30  inches  (576  square  inches),  on  the 
same  quantity  of  ore,  owing  to  the  more  deliberate  rate  of  working  and  the  more 
even  bottom  bed  due  to  the  shorter  sieve.  The  manufacturer,  however,  if  making 
a  sieve  24  inches  wide  would  probably  make  it  40  inches  long,  more  or  less,  and 
thus  gain  the  capacity  due  to  length  and  area.  This  is  probably  because  it  costs 
more  to  make  a  wide  jig  than  a  long  one  and  a  wide  jig  necessitates  a  taller 
structure. 

The  quality  of  the  separation  affects  the  capacity ;  that  is  to  say,  a  jig,  to  do 
good  work,  cannot  be  hard  driven,  but  must  be  run  moderately,  because  the 
particles  must  be  separated  more  perfectly  and  require  more  time.  The  slow 
driven  jig  may  use  higher  quantity  of  water  per  ton  of  ore  treated,  but  does  not 
always  do  so. 

The  size  of  the  grains  affects  capacity  as  follows:  Jigs  working  upon  coarser 
grains  have  higher  capacity  than  those  working  on  finer.  This  is  because  of 
the  longer  plunger  movement  that  can  be  used  on  coarse  jigs,  which  causes  a 
particle  to  settle  farther  in  a  stroke,  and  because  of  the  lesser  number  of  grains 
to  be  separated  in  a  vertical  column.  For  example,  when  jigging  J-inch  grains 
with  a  tailboard  4  inches  high,  the  whole  bed  is  only  16  grains  high,  and  if  the 
bottom  bed  of  coarse  concentrates  is  half  of  that,  a  grain  of  mineral  has  to  settle 
only  a  distance  equal  to  eight  of  its  diameters  in  order  to  find  itself  among  the 
concentrates.  If,  however,  the  grains  are  -^  inch  in  diameter,  the  whole  bed 
will  be  80  grains  high  and  the  heavy  grain  has  to  pass  below  forty  other  grains 
before  it  finds  itself  among  the  concentrates.  The  amount  of  plunger  throw, 
and  the  number  of  them  cannot  be  increased  sufiiciently  to  bring  the  speed  of 
separation  of  the  fine  grain  up  to  that  of  the  coarse. 

§455.  Boils  and  hard  banks  are  very  troublesome  conditions  which  occur 
only  on  very  fine  jigs  and  limit  their  capacity.  The  hard  bank  forms  from  the 
suction  which  felts  the  particles  together ;  the  boils  are  little  craters  or  holes  in 
the  bank,  which  give  vent  to  the  upward  current  due  to  pulsion,  so  violently  in 
spots  that  the  principles  of  good  jigging  are  seriously  interfered  with.  The 
mill  man  finds  himself  perplexed  and  obliged  to  select  a  mean  course  !>etween 
the  various  evils.  A  thick  bottom  bed  of  roar?e  concentrates  and  a  thin  top 
layer  are  most  favorable  conditions  for  avoiding  the  hard  bank  and  boils.     It 
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will  be  necessary  to  look  carefully,  however,  that  the  bottom  bed  does  not  run 
to  waste  over  the  tailboard.  If  strong  suction  is  used  to  draw  down  the  values, 
the  hard  bank  is  thereby  made  a  maximum;  mild  suction  must,  therefore,  be 
used.  If  much  plimger  throw  is  used,  the  boils  are  increased ;  little  throw  must, 
therefore,  be  used.  If  a  moderate  number  of  strokes  is  used  with  little  throw, 
the  rate  of  jigging  is  very  small ;  the  mill  man  therefore,  will  increase  the  num- 
ber. A  high  number  of  strokes  must,  therefore,  be  used,  in  order  to  get  more 
work  done. 

The  per  cent,  of  concentrates  in  the  ore  affects  the  capacity  of  a  jig,  the 
higher  the  per  cent,  the  less  the  capacity.  This  is  because  when  the  concentrates 
form  a  large  proportion  of  the  jig  stuff,  it  is  impossible  to  get  them  away  fast 
enough  for  high  capacity,  even  though  they  are  removed  as  fast  as  possible  by 
both  hutch  and  automatic  discharge,  and  also  because  the  larger  proportion  of 
concentrates  forms  a  heavier  whole  bed  from  which  it  is  more  diflScult  to  lift 
out  the  gangue. 

It  may  be  further  said  that  the  method  by  which  the  concentrates  are  removed 
will  affect  the  capacity.  Skimming  gives  the  least;  automatic  discharge  alone 
is  second;  the  hutch  only  is  probably  third  and  the  automatic  discharge  and 
hutch  is  probably  most  rapid.  Varying  conditions,  however,  may  cause  some 
change  in  this  order. 

The  capacity  is  influenced  by  the  ease  of  separation.  Where  two  minerals  to 
be  separated  are  of  widely  different  specific  gravity,  they  separate  rapidly  upon 
the  sieve  and  make  high  capacity  possible.  Where  the  minerals  are  in  coarse 
crystals  and  break  clean  and  free  without  included  grains,  even  though  their 
specific  gravities  are  not  far  apart,  high  capacity  is  attainable.  The  treatment 
to  get  as  easy  a  separation  as  possible,  will  vary  with  the  kind  of  product  to  be 
jigged.  If  a  sized  product  is  jigged  with  a  large  quantity  of  water,  so  as  to 
have  little  suction,  the  separation  takes  place  at  an  extraordinary  speed.  If  a 
sorted  product  is  treated  with  a  coarse  sieve,  a  coarse,  thick  bottom  bed,  a  thin 
top  layer,  and  little  water,  making  much  suction,  the  treatment  will  be  rapid 
even  with  moderately  fine  jig  stuff.  The  finer  the  bottom  bed  and  the  finer 
the  sieve,  the  slower  will  the  treatment  be.  Where  the  jig  stuff  is  fine,  a  thick 
top  layer  particularly  makes  slow  jigging.  In  jigging  the  product  of  the  first 
spigot  of  a  classifier  or  a  natural  product,  the  method  to  be  pursued  to  get  the 
best  capacity  has  already  been  indicated  in  §  453  under  hydraulic  water. 

The  height  of  the  tailboard  affects  the  capacity  by  making  it  greater  as  the 
height  is  ^minished,  but  a  tailboard  of  moderate  height  must  be  used  for  good 
work. 

Irregularity  of  feed  is  a  great  source  of  loss  of  capacity.  Over  feeding  spoils 
the  work;  under  feeding  wastes  time.  The  feed  of  jigs  should  be,  therefore, 
regulated  to  make  it  as  even  as  possible. 

It  is  impossible  to  give  exact  capacity  of  sieves  for  jigging;  there  are  so  many 
ways  of  increasing  capacity,  some  of  which  are  employed  here  and  others  there ; 
there  are  so  many  grades  of  difficulty  in  the  problem,  some  very  easy,  others  very 
difficult  of  solution;  and  there  are  so  many  grades  of  good  and  bad  work,  one 
of  which  is  called  standard  in  one  place,  another  in  another  place.  The  results 
as  far  as  obtained  in  the  mills  are  given  in  Table  894.  The  fifth  column  gives 
the  total  capacity  of  the  whole  jig,  which  ranges  from  120  tons  in  10  hours  in 
Mill  10  to  2f  tons  in  24  hours  in  Mill  48.  The  decrease  from  coarse  jigging  to 
fine  jigging  is  well  shown  in  Mills  21,  44  and  48.  Since  some  jigs  have  large 
sieve  area  and  others  small,  column  No.  7  has  been  computed  in  order  to  get  a 
comparative  figure  and  gives  the  capacity  per  square  foot  of  sieve  per  24  hours, 
which  ranges  from  0.15  ton  in  Mill  48  to  9.60  tons  in  Mill  10,  while  tlio  most 
of  them  are  between  0.50  and  2.00  tons.    The  large  capacity  of  Mill  10  is  due. 
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first  to  the  fact  that  although  the  gravities  of  the  sphalerite  and  gangue  are 
near  one  another,  the  crystallization  is  coarse,  breaking  easily  to  free  sphalerite 
and  gangue  with  little  included  grains,  which  can  be  jigged  in  coarse  sizes ;  sec- 
ond, to  the  coajse  sieve  that  is  used,  making  a  very  free  working  open  bottom 
bed;  and  third,  to  the  large  sieve  area.  No  scheme  of  saving  the  finest  slime 
ore  has  yet  been  adopted. 

The  small  capacity  of  the  finishing  jigs  of  Mill  48  is  due  to  the  fact  that  they 
are  jigging  fine  stuflE  with  heavy  gangue  and  are  coaxing  out  the  last  of  the  light, 
flaky,  frizzly  leaf  copper.  None  but  the  most  careful  and  deliberate  treatment 
could  succeed  here;  it  is  probably  the  most  difficult  product  for  jigging  that  is 
to  be  found. 

To  illustrate  the  very  high  capacity  of  the  class  of  jigs  to  which  those  of 
Mills  9  and  10  belong.  Table  296  is  given  as  the  average  work  of  a  six-compart- 
ment No.  1,  or  roughing  jig,  with  sieves  30X42  inches,  when  treating  the  under- 
size  of  a  9-mm.  screen.  This  table  is  furnished  by  Mr.  E.  J.  Tutty  and  Mr. 
Henry  Faust  (private  communication).     For  the  No.  2,  or  finishing  jig,  with 

TABLE  296. — CAPACITY  OF  BLENDE  JIGS  OF  SOUTHWEST  MISSOUBI. 


Amount  of  Zinc 
in  the  Ore. 

Capacity  of  Jig 
per  10  Hours. 

Amount  of  Zinc 
in  the  Ore. 

Capacity  of  Jiff 
per  to  Hours. 

10 

Tons. 
160 
126 

80 

Tons. 

100 
80  to  90 

six  compartments,  each  24X42  inches,  the  average  capacity  is  50  tons  in  10 
hours,  of  which  as  much  as  25  tons  may  be  turned  out  as  clean  concentrates. 
Working  at  the  above  capacities,  the  tailings  should  be  free  from  mineral  and 
the  loss  in  slimes  should  be  small. 

Table  295  sums  up  notes  and  opinions  of  authorities  upon  foreign  practice- 
Unfortunately,  the  data  are  not  complete  and  comparisons  cannot  be  readily 
made,  but  in  general,  it  corresponds  to  the  facts  found  by  the  author  in  American 
mills. 

§456.  Power  Used  in  Jigging. — This  may  be  divided  into  and  discussed 
under  the  following  heads: 

Work  of  Lifting  Sand. — During  pulsion  the  whole  bed,  including  the  bot- 
tom bed  and  the  top  layer,  are  opened  up  and  held  in  suspension,  making  large 
interstices  through  which  the  upward  moving  water  passes.  The  lowest  grains 
may  not  be  lifted  at  all;  the  top  grains  are  lifted  the  most;  others  are  lifted 
according  to  their  position,  more  toward  the  top,  less  toward  the  bottom.  A 
rough  computation  of  this  work  may  be  made  by  estimating  the  distance  the 
water  moves  up  and  the  weight  of  sand  held  in  suspension,  and  we  have  weight 
multiplied  by  distance  equals  work. 

Work  of  Drawing  the  Returning  Water  Down  through  the  interstices  in  the 
whole  bed  and  the  sieve  cloth  is  a  case  of  friction  of  water  flowing  through 
small,  irregular  and  crooked  pipes.  If  the  top  layer  and  bottom  bed  were  of 
one  size,  this  might  be  approximately  computed,  but  where  these  vary,  the  value 
can  only  be  obtained  by  some  empirical  method.  It  should  be  said,  however, 
that  during  the  earlier  part  of  the  return  stroke,  the.  work  is  little  or  even  zero, 
and  it  increases  till  it  becomes  probably  one  of  the  greatest  elements  in  the  total 
consumption  of  power  by  the  jig. 

The  Friction  on  the  Jig  Walls  and  Sieve  Cloth,  Dm  to  Moving  the  Large 
Mass  of  Water. — The  large  area  of  section  and  the  rfow  speed  of  the  water  make 
this  a  small  quantity.  The  smallest  movement  with  highest  speed,  in  Mill  29, 
is  400  pulsions  of  0.0156  inch.     The  total  pulsions  are  6i  inches,  or  pulsions 
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and  suctions  12^  inches  per  minute.  The  greatest  movement  with  moderately 
slow  speed,  in  Mill  39,  is  140  strokes  per  minute  of  4  inches  each,  which  gives 
560  inches  for  pulsion  and  1,120  inches,  or  93  feet  per  minute  for  pulsion  and 
suction  together.  This  particular  jig,  however,  gives  a  much  larger  figure  than 
any  other.  As  the  passage  is  crooked  and  its  shape  irregular,  this  friction  prob- 
ably cannot  be  computed.  These  figures  also  show  why  a  coarse  jig  uses  more 
power  than  a  fine  one. 

The  Oscillatory  Action, — There  is  in  a  plunger  jig  a  definite  oscillation  of 
the  water,  consisting  of  a  downward  movement  on  the  plunger  side,  with  an 
upward  on  the  sieve  side,  followed  by  the  return  or  upward  on  the  plunger  and 
downward  on  the  sieve  side.  This  oscillation  has  a  definite  period  of  time  for 
it  to  take  place,  due  to  gravity,  and  if  the  plunger  were  so  speeded  as  to  conform 
to  this  time,  the  forward  work  would  be  nearly  restored  by  the  return  work. 
Practically,  the  rate  of  oscillations  is  much  greater  than  that  of  gravity,  and 
the  machine  works  out  of  harmony  with  this  vibration  and  its  work  is  increased 
in  consequence.     No  value  exists  of  this  work,  but  it  is  probably  not  large. 

Inertia  of  Starting. — A  certain  amount  of  work  is  used  in  accelerating  the 
velocity  of  the  great  mass  of  water  from  the  dead  point  of  the  eccentric  to  half 
stroke.  The  power  so  used  is  given  back  to  the  piston  during  the  retardation 
in  the  remaining  half  stroke,  leaving  probably  a  balance  of  no  work  performed. 

Friction  of  the  Piston  on  the  Water, — A  certain  amount  of  work  is  expended 
in  overcoming  this.  It  increases  as  the  clearance  decreases.  If  the  hydraulic 
water  is  fed  in  above  the  plunger,  this  friction  will  be  greater  upon  the  up 
stroke  than  upon  the  down  stroke. 

Mechanical  Friction  of  the  shaft  in  its  boxes,  of  the  eccentrics  and  of  the  belt, 
will  be,  under  best  conditions,  a  certain  percentage  of  the  whole  power  expended. 

This  analysis  of  the  power  used  in  jigging  is  practically  unexplored  ground 
and  no  figures  exist  to  give  values  to  the  different  contributing  parts.  Lump 
figures  are  given  as  obtained  from  the  mills,  in  Tables  294  and  295.  These, 
with  the  exception  of  the  great  jig  in  Mill  10,  which  uses  5  horse  power,  all  lie 
between  \  and  2  horse  power.  The  figures  given  for  Mill  21  and  from  Gates 
catalogue  both  show  that  coarser  jigs  require  more  power  than  finer,  owing  to 
the  greater  distance  traveled  by  the  piston  per  minute. 

Habermann^',  gives  results  of  a  dynamometer  test  of  the  power  consumed  by 
jigs  at  Przibram,  as  shown  in  Table  297.  Ellis  Clark,  Jr.**,  states  that  accord- 
ing to  a  dynamometer  test,  a  two-sieve  jig  at  Przibram  in  1881,  jigging  28-mm. 
grains,  with  4-mm.  sieve  holes,  with  sieves  1.26  m.  long  by  0.65  m.  wide,  and 
with  140  strokes  per  minute  of  65  mm.  each,  consumed  2.437  horse  power. 

TABLE  297. — POWER  FOR  JIGS  AT  PRZIBRAM  IN   1879. 


Number  of 
Sieves. 

Size  of  Sieye. 

No.  of  Throws 
per  Minute. 

Amount  of 
Throw. 

Horse  Power 
Required. 

4 
3 

Inches. 
15x84 
15x81 

900 
160 

Mm. 

6to8 

18 

2.86 
1.04 

Eraser  &  Chalmers  use  in  computing  new  work  (private  communication) : 
For  a  1-sieve  jig,  1^  horse  power;  for  a  2-sieve  jig,  2  horse  power;  for  a  3-sieve 
jig,  2\  horse  power;  for  a  4-8ieve  jig,  3  horse  power;  and  they  add  15%  for  fric- 
tion of  shafting,  slip  of  belts,  etc. 

Rittinger  estimates  that  jigs  require  -^  ^  -^  horse  power  per  square  foot  of 
surface.     This  figure  is  lower  than  any  of  the  above. 

In  closing,  it  may  be  said  that  the  power  required  to  drive  a  jig  depend?  upon 
the  area  of  the  sieves,  the  height  of  the  tailboard,  the  specific  gravity  of  the  jig- 
ging stuflf,  the  length  of  stroke  and  the  number  of  strokes  per  minute. 
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§467.  Life  of  Jigs. — ^This  depends  upon  the  perfection  of  the  design,  the 
solidity  of  the  construction,  and  the  care  with  which  they  are  handled,  and  also 
in  the  case  of  iron  jigs  upon  the  acidity  of  the  ore  and  water. 

Wooden  Collom  jigs  at  Lake  Superior  were  used  nearly  continuously  for  12 
years  for  24  hours  a  day,  six  days  in  the  week,  and  were  still  doing  good  work, 
but  needed  to  be  replaced.  Cast-iron  jigs  were  put  in,  and  have  been  used  six- 
teen years  and  are  still  in  good  order.  Lake  Superior  practice  lays  off  a  stamp 
head  and  all  its  jigs  for  repairs  from  time  to  time,  so  that  the  above  figures 
should  be  somewhat  reduced,  for  actual  working  time. 

Eunhardt  gives  for  European  practice  that  wooden  jigs  last  in  good  condi- 
tion from  8  to  10  years,  working  11  hours  per  day. 

Jigs  require  but  few  repairs  aside  from  the  sieves,  the  wear  on  them  being 
slight.  Quotations  of  the  cost  of  repairs  from  four  mills  are  as  follows:  Mill 
10,  $25  per  jig  per  year;  Mill  16,  no  repairs  in  years;  Mill  24,  very  small;  Mill 
31,  $16  per  year. 

§  468.  Cost  of  Jigs. — Mill  22  reports  that  Harz  jigs  purchased  cost  $200, 
of  which  $90  is  for  iron  work.  This  figure  probably  applies  to  three-compart- 
ment jigs  and  does  not  include  freight.  A  home  made  jig  can  be  made  for  $115. 
Best  pine  cost  $20  to  $22  per  thousand  at  this  mill. 

Mill  30  reports  for  making  four  two-compartment  Harz  jigs,  twelve  three- 
compartment  and  sixteen  four-compartment: 

Iron  work  at  factory $3,087.00 

Freight fi06.45 

Lunffaer,  99,400  feet  at  $82.60  per  thousand 661 .  60 

Labor  on  88  Jigs 8,670.00 


Total  for  88  jigs $6,873.96 

Average  for  one  jig 814.81 

Mill  16  reports  the  cost  of  four-compartment  Harz  jigs  at  $200  each. 

All  of  the  jigs  above  mentioned  are  wooden  jigs  with  wooden  frames. 

§  469.  Labor  for  Running  Jigs. — ^This  depends  upon  the  manner  in  which 
the  jig  is  run;  if  it  is  fed  and  discharged  automatically,  it  does  not  need  so 
much  labor.  Table  298  gives  the  labor  for  running  jigs  with  fixed  sieves.  In 
Mill  12  there  are  ten  movable  sieve  jigs  and  Harz  jigs,  and  they  use  six  men 
per  10  hours  at  90  cents  per  man.  For  the  labor  for  hand  jigs  see  §  374.  In 
regard  to  European  practice,  Linkenbach  allows  one  man  for  three  4-8ieve 
jigs.    Blomeke  states  that  one  man  can  attend  two  machines  where  the  feed 

TABLE    298. — LABOR    FOR    RUNNING    JIGS. 


MIU 
No. 

Men  per  Shift. 

Number  of 
Jigs. 

Ckwt  per  Mao. 

Mill 
No. 

Men  per  Shift. 

Number  of 

Cost  per  Man. 

10 

18 

ao 

8 

8 

0 

18 
16 
14 
18 
18 
14 

J  11.50 
{  8.50 
4.00 
8.00 
1.60 
1.80 
8.00 

31.... 

88.... 
31.... 
85.... 
40.... 
48.... 
86.... 

(a)  8 
(6)1 

14 

80 
88 
80 

18 

88 
6 

iN.OO 

1   8.50 

8.60 

88 

84 

88 

87. 

8.50 
8.50 
8.50 
8.00 

88 

8.75 

(a)  Th^  bIso  do  the  oUlng.    (b)  He  also  attends  the  revolving 


and  the  cleaning  jig. 


and  products  are  moved  automatically,  or  two  men  to  one  machine  where  these 
have  to  be  wheeled  by  hand.  In  this  connection  it  may  be  noted  that  the  quality 
of  the  labor  employed  is  of  considerable  importance,  as  affecting  the  quality  of 
*he  work  done  by  the  jig. 

Limit  of  Sizes  Jigged. — There  are  three  limits  to  be  considered  in  jigging: 
(1)  The  coarsest  size  jigged,  (2)  the  finest  size  jigged,  (3)  the  range  of  sizes 
jigged  by  any  one  jig.     The  first  two  of  these  are  given  in  Table  299. 


§  460 


jiea. 


605 


TABLE  299.— €0AH8EST  AND 

FINEST  SIZES  FED  TO 

JIGS. 

? 

2 

Range  of 

Baogeof 
Sizes  Ted 

Kind  of  Product  FM 

i 

Range  of 
Sizes  Fed  to 

Range  of 
Sizes  Fed 

Kind  of  Product  Fed 

2 

theOoaraest 

toPinett 

to  Finest  Jig. 

s 

the  Coarsest 

to  Finest 

to  Finest  Jig. 

5^ 

Jig. 

Jig. 

s 

Jig. 

Jig. 

Mm. 

Mm. 

Mm. 

Mm. 

10 
18 

is.7-a 

19.1-12.7 

8.18^ 
6.86^ 

Hutches  of  iig. 
Underaise  of  trommel 

81 
88 

Over  18 
Over  18 

2.5-0 
9.0-0 

Last  spigot  of  classifier. 

14 

S8.S-0.5 

O.CM) 

Undendse  of  screen. 

88 

18.7-7.9 

8.8-0 

M                                            W 

15 

Orer  1S.4 

8.8-0 

Last  spigot  of  dassifler. 

84 

16-18 

8.0-0 

U                                          M 

16 

80-10 

8-0 

Undersise  of  trommel. 

86 

Over  16 

8.5-0 

M                                          U 

17 

10-7 

%4} 

Overflow  of  classifier. 

88 

12.7-7.9 

8.0^ 

M                                         M 

SO 

6.4-S.7 

1.5-0 

Undersiae  of  trommel 

88 

88.1-88.8 

1.6-0 

M                                         M 

SI 

S2 

4.0-8.48 
OrerlS 

0.64^ 
8-0 

Last  spigot  of  classifier. 

89 
40 

54-88. 1 

80-7 

8.5-0 
8-0 

»t                                          tt 

u                            w 

SB 

7 

»-0 

M                                            M 

41 

16.9-9.5 

8.8-0 

M                                         M 

M 

10-7 

8-0 

•t                                                U 

SpigotsofdaasifleraDd 

48 
48 

12.7-0.4 
86.4-11.1 

"iiiW" 

HutdMs'of'l^'**' 

H                       M 

S6 

0-0 

8-0 

tailings  of  trunking 

44 

46 

76.2-0 
4.70-0 

(a)  1.09-0 
1.17-0 

S8 
S7 

6.7-g.O 
88.1-S6.4 

0.91-0 
S-0 

Last  pigotlof  dasedfier. 

47 
48 

85.4-0 
4.76-0 

1.80-0 
1.17-0 

S8 

4M6 

IM> 

•*                     tt 

86 

9-0.5 

0^ 
80-60  mesh. 

Oversiae  of  tromnwL 

SO 

,fcf5 

8.5-0 
8-0 

M                                          M 

88 

Spigot  of  dassifler. 

SO 

Oversize  of  trommel 

(a)  TUs,  andjprobablv  the  three  following  have  a  real  maximum  diameter  of  not  over  0.5  mm.,  although 
tbttg  have  passed  through  Jig  sieves  of  the  sizes  named.    (6)  Through  0.545  slot  on  0.88  square  hole. 

§  460.  The  Coarsest  Size  Jigged  in  a  mill  depends  upon  the  prfection  with 
which  the  mineral  is  unlocked,  upon  the  amount  of  graded  crushing,  sizing,  jig- 
ging and  re-treatment  of  middlings,  and  finally,  in  a  few  cases,  upon  the  maxi- 
mum size  of  grains  that  a  jig  can  treat  on  account  of  the  high  speed  of  water 
currents  necessary  for  coarse  stuff,  and  the  consequent  excessive  power  required. 
The  more  perfectly  the  heavy  mineral  is  unlocked  and,  therefore,  the  less  included 
grains  there  are  found  in  the  feed  to  the  jig,  the  coarser  may  the  feed  be.  Mills 
27,  28,  30,  38,  39  and  43  are  instances  of  cases  where  a  sufficient  amount  of  heavy 
mineral  is  unlocked  to  make  the  coarse  jigging  indicated  worth  while,  and 
thereby  save  some  of  the  loss  in  slimes  which  would  be  caused  by  finer  crushing. 
Mill  40  tried  a  one-sieve  jig  on  stuff  ranging  from  20  up  to  50  mm.,  in  order 
to  save  some  preliminary  crushing,  but  it  was  foimd  that  the  concentrates  had 
too  much  gangue  attached. 

The  above  instances  illustrate  the  higher  limit  of  feed  size  used  when  graded 
crushing,  sizing  and  re-treatment  of  middlings  is  practised.  Mill  10  is  an  in- 
stance where  the  whole  treatment  takes  place  upon  one  jig  without  any  sizing 
whatever,  and  without  any  re-crushing  of  middlings.  The  ore,  which  is  un- 
locked very  freely,  is  all  crushed  to  12.7  mm.  in  order  to  equalize  the  losses  be- 
tween included  grains  on  the  one  hand  and  slimes  on  the  other. 

The  coarse  jig  in  Mill  44  is  an  expedient  for  saving  the  large  nuggets  of  cop- 
per from  the  clean  ups  of  the  steam  stamp  mortars,  and  they  also  incidentally 
save  a  lot  of  small  copper. 

As  to  the  maximum  size  of  grain  that  a  jig  will  treat  satisfactorily,  a  figure 
cannot  be  given  positively.  Mill  44  is  an  instance  where  jigging  76-mm.  (3- 
inch)  stuff  is  considered  worth  while,  even  where  the  largest  lumps  do  not  move. 
It  is  probable  that  the  desired  result  would  be  better  attained  if  the  76-mm. 
material  was  screened  in  a  trommel  with  25-mm.  holes,  the  oversize  hand  picked 
and  the  undersize  jigged.  In  fact  this  is  practically  the  treatment  given  to 
similar  stuff  in  Mill  47.  Some  authorities  have  given  the  maximum  size  that 
can  be  jigged  as  follows:  Eunhardt,  32  mm.  as  usual  European  practice  and 
64  mm.  at  Lintorf ;  Davies,  41.3  mm.  (If  inches) ;  Linkenbach,  30  mm.;  Rit- 
tinger,  64  mm.;  Le  Neve  Foster,  25.4  mm.  (1  inch).  Hand  picking  is  used  on 
stuff  which  is  too  coarse  to  be  jigged.  Some  ideas  on  the  lower  limits  of  hand 
picking  have  been  given  in  §  366. 
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§  461.  The  Finest  Size  Jigged. — In  the  greater  part  of  the  mills  this  is  not 
governed  by  the  peculiarities  of  the  ore  or  the  extent  to  which  graded  crushing, 
graded  sizing  and  graded  jigging  are  used,  but  by  the  finest  stuff  that  a  jig  is 
able  to  treat.  The  jig  has  proved  such  a  perfect  separator,  as  a  rule,  that  it  is 
fed  with  sizes  down  to  its  limit  of  good  work  and  often  beyond  that  point.  The 
tailings  of  jigs  treating  fine  classifier  products,  unless  they  are  worked  slowly, 
with  open,  free-working  bottom  beds,  and  thin  top  layers,  which  is  usually  not 
the  case,  contain  too  much  of  value,  but  the  mill  man  has  done  all  he  can  with 
the  apparatus  at  command,  so  lets  the  tailings  go  to  waste.  Vanners,  Wilfley 
tables  or  slime  tables,  are  fed  with  the  slime  sorts  that  are  too  fine  for  the  jigs. 

Table  299  names  the  products  fed  to  the  finest  jigs  in  thirty-five  of  the  mills. 
Since  many  of  these  are  the  later  spigot  products  or  overflows  of  classifiers,  the 
author  is  unable  to  state  the  exact  maximum  size  of  grain.  They  are  quite  fine ; 
a  number  of  them  are  not  over  0.25-mm.  maximum  grain,  and  are  mostly  mixed 
products,  ranging  from  a  maximum  grain  down  to  very  fine  particles,  and  in 
acme  instances  even  down  to  the  finest  silt. 

The  author,  in  his  computation  for  a  hydraulic  classifier,  has  taken  the  ground 
that  the  overflow  should  contain  all  the  quartz  of  0.25  mm.  diameter  and  less. 
This  places  the  feed  to  the  finest  jigs  as  containing  quartz  of  0.25  mm.  diameter, 
and  other  minerals  of  those  diameters  which  are  equal  settling,  under  free  settling 
conditions,  with  0.25-mm.  quartz. 

The  authorities  give  the  minimum  products  fed  to  jigs  as  follows :  Kunhardt, 
seldom  below  1  mm. ;  Davies,  0.79  nmu  (^  inch) ;  Linkenbach,  0.25  mm. ; 
Le  Neve  Foster,  0.5  nyn.  (^T^inch).  At  Clausthal  two  classes  of  graded  slime 
between  the  sizes  of  1  mm.  and  0.5  mm.  were  formerly  treated  on  jigs.  Experi- 
ment upon  central  discharge  slime  tables  5.5  m.  in  diameter,  however,  showed 
that  the  latter  had  greater  capacity,  better  separation  and  less  cost,  and  they 
were,  consequently,  adopted.  On  the  other  hand,  Bellom  claims  that  on  sands 
between  0.5  and  0.25  mm.,  jigs  have  greater  capacity  than  tables,  cost  less,  use 
less  power  and  are  easier  managed,  but  preliminary  sizing  of  feed  must  be  more 
perfect,  and  they  cause  more  attrition  and,  hence,  more  loss.  This  last  view 
seems  to  be  borne  out  by  the  practice  in  this  country. 

§  462.  Ranges  of  Sizes  Fed  to  a  Single  Jig. — These  have  already  been  given 
and  somewhat  discussed  in  §  286  for  all  jigs  treating  trommel  products.  A  few 
points  which  relate  more  closely  to  the  work  of  jigs  should  be  noted. 

The  smallest  range  of  sizes  shown  in  Table  283,  was  in  Mills  27  and  28,  and 
the  largest  in  Mills  9  and  10.  In  Mill  27  a  decision  has  recently  been  reached 
that  there  are  too  many  trommels  and  instead  of  making  eight  sizes  between 
38.1  mm.  and  2  mm.,  it  is  proposed  to  make  only  three  or  five.  In  the  words 
of  the  superintendent:  "Close  sizing  is  entirely  a  question  of  ore  and  gangue. 
With  the  heavy  ore  of  Mill  27  it  is  not  necessary,  and  it  is  consequently  a  detri- 
ment, since  it  causes  an  increased  loss  in  slimes." 

Close  sizing  always  has  the  advantage  where  it  is  desired  to  do  very  perfect 
work,  for  when  it  is  used  the  whole  bed  is  very  open  and  free  for  the  passage  of 
water  and  in  consequence  a  very  perfect  layering  takes  place,  and  when  the 
concentrates  are  of  rather  low  specific  gravity,  or  there  is  a  considerable  amount 
of  included  grains  or  middlings  of  low  specific  gravity,  such  products  may  be 
saved  to  better  advantage. 

Sieve  scales  of  many  of  the  mills  have  larger  gaps  in  them  at  the  coarse  end 
than  would  perhaps  be  allowed  for  the  best  separation,  because  the  whole  tail- 
ings of  the  coarser  jigs  go  to  re-crushing  machines  to  unlock  the  included  grains, 
and  then  to  reconcentrators.  The  few  grains,  then,  which  may  find  their  way 
into  the  first  tailings,  because  the  sieve  scale  is  not  sufficiently  close  to  save  them, 
all  have  a  chance  to  be  saved  later.     The  loss  from  re-crushing  these  few  grains 
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is  insignificant,  while  the  saving  of  multiplication  of  trommels  and  jigs  to  gain 
a  perfect  sieve  scale  may  be  very  large. 

As  has  been  already  shown  in  §  293,  there  are  some  imperfections  in  the  work 
of  trommels,  so  that  the  range  of  sizes  in  the  jig  feed  is  somewhat  greater  than 
would  be  indicated  by  the  sizes  of  holes  in  the  limiting  trommels.  In  the  case 
of  classifiers,  however,  their  work  is  much  more  imperfect  (see  §352),  there 
being  practically  no  classifiers  which  do  not  allow  very  small  particles  to  dis- 
charge with  the  larger  sizes  and  as  a  consequence  the  range  of  sizes  in  the  feed 
to  jigs  treating  classifier  products  is  quite  large. 

To  illustrate  the  effect  of  fines  when  jigging  natural  products  or  classified 
products,  the  following  sizing  tests  and  assays  are  given: 

In  Mill  40,  treating  Gagnon  ore,  all  the  spigots  of  the  No.  1  or  Carkeek 
classifier  are  jigged  together.  Goodale*'  found  that  the  tailings  of  the  jigs  doing 
this  work  assayed  2.7  ounces  of  silver  per  ton  and  1.65%  copper,  and  yielded  to 
sizing  the  results  given  in  Table  300.  Efforts  were  made  to  improve  this  by  put- 
ting two  classifiers  side  by  side,  giving  each  half  the  work  to  do,  also  by  substi- 
tuting an  Evans  classifier,  but  with  no  better  results. 

TABLE   300. — SIZING  TEST  OF  JIG  TAILINGS  AT  MILL  40. 


Siiee. 

Percent  of  Ma- 
terial. 

Assay  in  Silrer. 

Assay  In  Copper. 

On  10  mash 

8.0 
12.66 
46.80 
18.10 
10.00 
4.09 
4.70 

Ounces  per  Ton. 

2.6 
2.2 
2.4 

2.4 

8.0 
7.0 

h 

1.2 
1.87 
1.66 
1.72 
1.86 
4.00 

Throufcb  10  on  20  mesh 

nirough  20  on  40  mesh 

Through  40  on  60  mesh 

Through  00  on  80  mesh 

In  Mill  39,  treating  ore  from  the  Gray  Rock  mine,  each  spigot  product  was 
treated  on  a  separate  jig.  Goodale*'  found  that  the  jig  tailings  assayed  2.86 
ounces  silver  per  ton,  and  1.41%  copper,  and  yielded  to  sizing  and  assaying  the 
results  given  in  Table  301.  Sizing  tests  from  other  mills  given  by  Goodale, 
show  practically  the  same  results. 

In  Mill  25  ore  containing  limestone  and  galena,  after  passing  through  a 
6-mm.  round  hole,  is  jigged  without  any  sizing  on  No.  1  jigs.     The  sizing  tests 

TABLE   301. — SIZING  TESTS   OP   JIG   TAILINGS   AT   MILL   39. 


SIM. 

Percent  of  Ma- 
terial. 

Assay  In  Silver. 

Assay  In  Copper. 

On  10  mesh • .  • 

2.26 
17.66 
46.00 
16.86 
8.87 
4.16 
5.82 

Ounces  per  Ton. 

2!60 
2.86 
2.28 
2.00 
2.00 
8.44 

1.21 
I.IS 

1.18 
1.16 
1.85 

2.68 

Through  10  on  20  mesh 

Through  20  on  40  mesh 

Through  40  on  60  mesh 

Through  60  on  80  mesh 

Through  80  on  100  mesh 

Through  100  mesh 

and  analyses  of  the  feed  and  products  are  given  in  Table  302.    The  coarse  con- 
centrates of  this  jig  are  quite  rich  in  lead,  but  the  author  has  no  figures  on  the 
quantity  or  quality  of  them.     Other  results  from  the  same  jig  as  obtained  by 
Munroe  and  given  in  Table  303,  show  off  the  assays  better. 
Munroe  also  gives  Table    304,  for  the  No.  2  jig  of  Mill  25. 
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TABLE  302. — 8IZIK0  TESTS  OF  FEED  AND  PRODUCTS  OF  JIQ  NO.  1  IN  MILL  25. 


Sizes. 

percent  of 
Material. 

Assay  in  Lead. 
Percent. 

Feed  to  the  ji^. 

Through  6  mm.  on  4  mm 

2.0 
41.2 
26.0 
81.8 

4     "       *»  1     -   

"        1     "      "  W    "   

H    "      "  cT   "  

Hutch  product  as  caught  by  a  box  classifier. 

On  f^  mm 

11 
6 
18 
89 
33 

79.4 
89.8 
iB.6 
14.1 
17.2 

Tbrougrb  J6  mm.  on  W  mm 

**       A     "      **  tl    ** 

*•       C    **       *'  0>     ** 

7S 

Tailings  of  the  jig.                                                      { 

Throuffh  6    mm.  cm  1    mm , 

60.8 
29.6 
10.2 

1.08 
0.91 
2.85 

»»  "^     1       »k        »*   1^     •» 

"    L  "  "  ^  "  ::;;:::;:::;;:::;::;:;:: 

TABLE  303. — MUNROE^S   SIZING  TESTS   ON   THE   NO.    1   JIG   OP  MILL   25. 


Sise. 

Percentage  of 

Feed  in  Each 

Size. 

Lead  in  Feed. 

Lead  in  Hutch 
Product 

Lead  in  Coarse 
Concentrates. 

Lead  in* 
TaUinga. 

Mm. 
6  tol 
1   to^ 

41.1 
89.6 
9.8 
1.5 
2.8 
16.8 

Percent. 
6.82 
9.10 
18.81 
18.98 
7.84 
12.22 

Percent. 

0 

74.0 
19.8 
14.6 

8.8 
16.4 

Percent 
16.90 
7.97 
0 
0 
0 
0 

Percent 
1.06 
0.96 
0.71 
1.09  . 
1.74 
6.07 

8.98 

22.8 

16.64 

1.68 

TABLE  304. — MUNEOE's  SIZING  TESTS  ON  THE  NO.  2  JIQ  OF  MILL  25. 


Siae. 

Percentage  of 

Feedin 

Each  Size. 

Lead  in  Feed. 

Lead  in  Hutch  Work. 

Lead  in 
Tailings. 

1st  Sieve. 

2d  Sieve. 

8d  Sieve. 

Mm. 
OmU 

6.9 
48.6 
18.8 
84.2 

Percent 
40.99 
16.76 
16.40 
82.58 

Percent 
79.69 

Percent 
70.84 

Percent 
41.80 

Percent 
8.94 
1.09 
0.62 
11.97 

Average. . . 

24.76 

Average  '^^  r.hp(aA  siAVAa.  7i.nn 

5.81 

§  463.  All  the  figures  in  these  tables  show  that  when  jigs  are  treating  either 
classified  products  or  natural  products,  there  is  a  tendency  of  fine  mineral  to  go 
into  the  tailings,  and  by  increasing  the  suction  in  order  to  prevent  this  as  far  as 
possible^  some  of  the  fine  gangue  is  also  sucked  down  into  the  hutch  product. 
The  reason  why  this  is  allowed  is  one  of  expediency.  The  jig  making  hutch 
work  is  a  very  efficient  machine ;  that  is  to  say,  it  does  a  large  amount  of  work 
and  saves  a  large  proportion  of  the  fines  for  the  amount  of  mill  floor  it  covers. 
Its  use,  therefore,  saves  cost  of  mill  construction  and  mill  men  have  not  had  at 
hand  any  better  means  of  handling  this  material.  If  some  means  can  be  de- 
vised for  sizing  accurately  at  1  mm.  or  better  0.75  mm.,  sending  all  above  this 
size  to  jigs  and  all  below  it  to  tables  of  the  Wilfley  type,  then  this  difficulty  will 
be  overcome. 

The  last  hutch  product  of  a  jig  which  has  to  handle  fine  material  with  the 
coarse,  must  always  carry  considerable  gangue  if  the  tailings  are  to  be  brought 
down  to  the  lowest  limit,  and  this  product  will  need  further  treatment  to  bring 
it  up  in  value. 
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An  example  of  how  successfully  a  jig  may  work,  even  though  it  has  a  very 
wide  range  of  sizes  to  treat,  including  the  finest  slimes,  is  found  in  Southwest 
Mifisonri  zinc  practice,  of  which  Mills  9  and  10  are  examples.  Here  the  first 
or  roughing  jig  is  fed  with  stuff  ranging  from  9  or  12  mm.  to  0,  and  its  hutch 
products  are  cleaned  on  a  second  or  finishing  jig.  Average  work  of  tiie  district 
is  to  take  ore  carrying  about  8%  zinc  and  make  tailings  carrying  only  about 
1}%  zinc,  at  a  total  cost  of  about  29  cents  per  ton.  This  is  possible  because 
the  blende  is  in  large  coarse  crystals  and  is  in  large  measure  unlocked  from  the 
gangue  by  coarse  crushing.  The  coarse  crushing  does  not  make  much  slimes. 
The  jigs  are  run  with  coarse  sieves,  so  that  they  have  open,  free-working 
bottom  beds  and  suction  has  full  play  to  save  the  fine  ore. 

A  foreign  example  of  the  application  of  similar  treatment  is  found  in  Corn- 
wall where,  according  to  Eunhardt,  the  practice  exists  of  making  only  two  sizes 
between  32  and  3  mm.,  in  dressing  copper  pyrites  with  a  rock  gangue,  where 
concentrates  of  a  very  poor  grade  answer  the  commercial  requirements;  also  at 
the  dressing  works  at  Lauremburg  in  Nassau,  in  the  treatment  of  an  ore  of 
argentiferous  galena  and  blende,  with  a  siliceous  gangue.  The  results  from  the 
jigging  of  this  material  are  reported  to  have  been  very  satisfactory. 

Another  instance  is  at  Lautenthal,  where  only  two  sizes,  32  to  13.3  mm.  and 
13.3  to  2  mm.^  are  made  in  separating  blende  from  quartz,  using  jigs  with  two 
compartments.    The  details  are  as  follows: 

Slieoffeed 88.  tolS.Smin.  18.S  to  9  mm. 

Stee of iieve hole 0.6  mm.  Smm. 

Heiffht  of  feed  apron 45inm.  Simm. 

Height  above  the  sieTe  of  Inrerted  dam  of  the  discharge.  86  imn.  16  mm. 

LengthofpluDser  stroke 40mm.  80mm. 

Number  of  stroKes  per  minute 140  180 

Capacttr  per  hour U  cubic  meters.  II  cubic  meters. 

QuaUt J  of  bottom  bed Hard.  Soft  ..  .     . 

QoaUt  J  of  tailings Contain  some  dean  blende.  Oontain  Tery  littls  elss& 


§  464.  Minimum  Difperenoe  in  Specific  Gravity  op  Minerals  to  bb 
Separated. — As  has  already  been  stated,  the  greater  the  difference  in  specific 
gravity  the  easier  is  the  separation,  and  conversely,  the  nearer  the  gravities  are  to 
each  other,  of  two  minerals  that  are  to  be  separated,  the  more  difficult  is  the  sepa- 
ration. For  example,  minerals  that  are  as  near  to  each  other  as  blende  (specific 
gravity  4),  and  pyrite  (specific  gravity  5),  are  difficult  to  separate  by  jigging, 
and  indeed  their  separation  at  all  may  depend  on  their  mineral  aggregation  and 
fracture.  If  they  are  perfectly  unlocked  from  each  other  and  are  in  roundish 
grains,  then  they  can  be  separated.  If,  however,  the  pyrite  is  more  in  flattish 
grains,  and  the  blende  in  roundish,  then  they  cannot  be  separated,  since  roundish 
grains  settle  faster  than  flattish  grains.  If  the  pyrite  is  in  roundish  grains 
and  the  blende  is  in  flattish,  then  they  are  easily  separated. 

On  account  of  the  difficulty  of  separating  these  two  minerals,  various  processes, 
such  as  roasting  followed  by  jigging,  roasting  followed  by  magnetic  treatment, 
and  others  are  used,  not  onlv  for  separating  olende  from  pyrite,  but  also  from 
siderite  and  barite.    Some  of  these  processes  are  described  in  Chapter  XYIII. 

Bibliography  of  Jigs. 
This  will  be  found  at  the  end  of  Chapter  XV. 


CHAPTER  XV. 

LAWS  OF  JIGGING. 

§  466.  The  action  of  the  currents  in  the  beds  of  the  various  types  of  jigs  will 
now  be  considered: 

In  the  Harz  or  plain  eccentric  jig,  pulsion  is  given  intennittently,  alternating 
with  suction,  and  the  times  devoted  to  them  are  about  equa\. 

In  the  accelerated  jig,  pulsion  is  given  intermittently,  but  its  time  interval 
is  considerably  shorter  than  that  of  the  alternating  suction. 

In  the  pulsion  jig,  pulsion  is  given  intermittently,  but  the  intervening  times 
are  devoted  to  repose,  in  which  settling  can  take  place  undisturbed  by  suction. 

In  the  siphon  separator  (Heierwdsche)  the  pulsion  is  continuous,  with  no 
breaks  for  either  suction  or  repose. 

In  all  these  types  of  jigs,  the  pulsion  current  acts  under  hindered  settling 
conditions,  and  will  now  be  considered.  The  laws  affecting  the  suction  current 
will  be  taken  up  later. 

§466.  Hindered  Settling,  General  Principles. — This  is  where  particles 
of  mixed  sizes,  shapes  and  gravities,  in  a  mass,  free  to  move  among  themselves, 
are  sorted  in  a  rising  current  of  water,  the  rising  current  having  much  less 
velocity  than  the  free  settling  velocity  of  the  particles,  but  yet  enough  so  that 
the  particles  are  in  motion.  The  arrangement  of  the  particles  is  so  positive 
that  if  one  of  them  be  moved  up  or  down  from  its  chosen  companions,  it  will  be 
found,  when  set  free,  to  return  immediately  to  practically  the  same  group  as 
before.  ♦ 

Hindered  settling  is  affected  by  the  same  qualities  of  both  minerals  and 
liquids  as  free  settling  (see  §354).  It  adds,  however,  the  effect  of  crowding 
grains  together  so  thickly  that  the  spaces  between  them  are  nearly  as  small  as 
they  would  be  in  a  closely  sized  product  piled  in  a  heap.  Every  particle  in  the 
mass  is  poised  in  the  upward-moving  water,  settling  issues  with  those  above  it, 
around  it  and  below  it.  If  a  grain  above  it  has  greater  settling  power  it  quickly 
gets  below,  if  one  below  it  has  less,  it  quickly  rises. 

The  effect  of  this  upon  mixed  sizes  of  any  one  mineral,  quartz,  for  example, 
will  be  to  arrange  them  according  to  size ;  the  largest  grains  will  find  their  way 
to  the  bottom ;  the  smallest  will  rise  to  the  top.  This  order  will  only  be  inter- 
fered with  by  flat  or  elongated  grains  which  will  be  a  little  higher  in  position 
than  their  size  would  seem  to  imply. 

The  effect  upon  mixed  sizes  of  two  minerals  of  two  specific  gravities,  for 
example,  quartz  and  galena,  will  be  to  place  grains  in  groups  which  may  be  said 
to  be  equal  settling  under  hindered  settling  conditions,  but  the  ratio  between 
the  diameters  of  the  quartz  and  galena  in  any  one  of  these  groups,  is  much 
greater  than  that  obtained  under  free  settling  conditions.  This  ratio  is  of 
great  importance,  but  there  seems  no  way  to  get  values  for  it  except  by  direct 
test 

§467.  Tubular  Classifier  Tests  on  Hindered  Settling. — ^Tests  were 
made  by  the  author  to  obtain  values  for  these  ratios  and  to  investigate  the  whole 
subject  of  hindered  settling.    For  this  purpose,  a  tubular  classifier  was  designed 
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of  the  form  shown  in  Fig.  345,  which  consists  of  a  tin  cone,  a,  with  an  overflow, 
/,  united  to  a  tube  of  glass,  h,  by  a  rubber  connector,  c,  and 
having  a  water-supply,  d,  regulated  by  the  cock,  g,  and  a 
bulb,  e,  joined  by  a  rubber  connector,  h.  If  this  apparatus 
be  filled  with  water,  and  a  sample  of  mixed  sands,  which 
pass  through  a  10-mesh  sieve  (an  ordinaiy  8-ounce  bottle- 
ful  represents  the  quantity  used),  be  charged  gradually  at 
the  top,  and  a  slight  upward  current  of  water  be  admitted 
through  the  tube,  d,  the  sands  will  rapidly  assume  a  condi- 
tion of  approximate  equilibrium.  Here  we  have  sands, 
say,  of  two  specific  gravities,  and  of  sizes  ranging  from  10 
mesh  to  finest  slimes,  which  are  held  in  gently-moving  sus- 
pension by  the  slow  upward  current,  and  in  a  crowded  con- 
dition, so  much  so  that  the  volume  of  sand  in  the  tube  at 
any  given  time  is  nearly,  if  not  quite,  equal  to  the  volume 
of  the  water.  This  device  is  well  adapted  to  secure  the 
conditions  of  hindered  settling  and  to  deliver  the  samples 
for  study. 

By  means  of  this  classifier,  the  behavior  of  the  minerals 
named  in  Table  257,  each  paired  with  quartz,  was  tested. 
Each  of  these  pairs  was  treated  in  the  classifier  (Fig.  345), 
by  allowing  from  one-half  hour  to  two  hours  for  the  grains 
to  come  to  equilibrium;  and  since  the  larger  part  of  the 
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FIG.  347. — SEPARATION   OF   QUARTZ  AND    GALENA  BY  TUBULAR    CLASSIFIER    AND 

SIEVES. 

sorting  is  done  in  the  first  minute,  we  may  consider  that  the  work  is  completed  in 
half  an  hour.  While  the  sands  are  still  kept  in  gently-moving  suspension,  the 
current  is  slightly  slackened  by  means  of  the  cock,  g,  and  the  heavier  grains  are  al- 
lowed to  find  their  way  down  into  the  bulb,  e.  When  the  bulb  is  full,  the  rubber 
connector,  h,  is  pinched  with  the  thumb  and  finger,  and  the  bulb  is  replaced  with 
a  new  one,  which  has  been  completely  filled  with  water,  care  having  been  taken 
to  remove  the  bubble  of  air  from  the  neck.  In  like  manner  the  second  bulb  is 
filled  and  removed,  and  a  third,  a  fourth,  and  so  on  until  all  the  sand,  to  the 
finest  slimes,  has  been  drawn  off.  The  finest  silt  will  overflow  above  at  /,  along 
with  a  few  particles  carried  over  by  greasy  flotation.  This  should  be  caught, 
and  may  be  called  the  last  bulb  or  drawing. 

Each  of  these  drawings,  which  were  ten  in  number,  was  carefully  dried,  sized 
in  the  nest  of  sieves  (see  Table  258),  and  note  made  of  the  character  of  each 
size  obtained.  For  example,  the  sizes  in  the  galena  series  (see  Fig.  347),  in 
the  fifth  bulb,  were  found  to  be  perfectly  pure  quartz  down  to  the  SO-mesh 
sieve.  The  40-me8h  contained  a  little  galena ;  the  SO-mesh  was  nearly  all  galena, 
with  a  little  quartz ;  and  all  the  sizes  below  50-mesh  were  pure  galena. 

The  twelve  pairs  of  minerals  were  all  treated  in  this  way,  and  as  a  means  of 
preserving  the  results,  photographs  were  taken  of  the  actual  grains  arranged 
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in  the  form  of  a  graphical  plot.  In  these  photographs  (see  Pigs.  346  to  357), 
the  vertical  columns  Nos.  1,  2,  3,  4,  etc.,  represent  the  successive  bulbs.  The 
horizontal  lines  indicate  groups  of  particles  resting  on  like  sieves. 

§468.  Results  of  the  Tubular  Classifier  Tests. — Examining  the  plots 
of  the  various  minerals  and  gravities,  we  see  a  general  set  of  features  possessed 
in  common,  but  changing  a  little  with  each  successive  photograph.  First,  we 
have,  in  copper  (Fig.  346),  a  range  of  clean,  pure  quartz  hills  and  also  a  range 
of  clean  copper  hills  and,  between  the  two,  a  valley  almost  destitute  of  grains, 
which  is  widest  a  little  above  the  middle.  In  arsenopyrite  (Fig.  351),  the  val- 
ley is  gone  on  the  lOO-mesh  line  and  we  have  a  plateau  instead.  In  chalcocite 
(Fig.  352),  the  plateau  has  reached  up  to  the  50-me8h  line.  In  pyrrhotite 
(Fig.  354),  it  has  reached  Ihe  40-m^8h  line.  In  epidote  (Fig.  356)  the  plateau 
has  disappeared  below  24-mesh,  and  a  single  wide  range  of  hills  has  taken  its 
place.  The  above  change  of  features  is  due  to  the  difference  in  specific  gravity 
of  the  heavy  mineral.  As  the  specific  gravity  lessens,  the  two  ranges  of  hills 
come  nearer  together. 

Estimates  were  made  of  the  percentage  of  the  heavy  mineral  in  every  hill 
and  tables  of  them  are  given  in  Am.  Inst  Min,  Eng,,  Vol.  XXIV.,  pp.  433  to 
446.    Those  of  galena  are  given  here  in  Table  305  for  illustration. 
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FIG.  349. — SEPARATION  OF  QUAKTZ  AND  ANTIMONY  BY  TUBULAR  CLASSIFIER  AND 
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TABLE   305. — ^ESTIMATED  PERCENTAGE   OP   GALENA   IN   THE   HILLS   OP   FIG.    347. 


SieTe-meeh. 

1 

8 

8 

4 

5 

6 

7 

8 

9 

10 

12 

100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 

100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 

14 

16 

18 

100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 

90 

94 

S6 

76 
100 
100 
100 
100 
100 
100 
100 
100 

80 

40 

60 
100 
100 
100 
100 
100 
100 
100 

60 

60 
100 
100 
100 
100 
100 
100 

75 
75 
75 
50 
60 

eo 

75 

60 

80 

40 
90 
100 
100 
100 

100 

190 

80 
40 
96 

"eo" 

140 

Slimes. 

The  weights  of  the  hills  of  three  bulbs  were  taken  for  all  the  figures  except 
that  of  magnetite,  and  from  them  the  estimated  weight  of  each  mineral  in  each 
hill  was  calculated  by  using  the  percentages  previously  estimated.  Those  for 
galena  are  here  given  in  Table  306,  for  illustration.  Those  for  all  the  others 
are  given  in  Am.  Inst,  Min,  Eng.,  Vol.  XXIV.,  pp.  449  to  462. 
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TABLB  306. — ^ESTIMATED  WEIGHTS  OF   QUABTZ  AND  GALENA  IN  THE  HILLB  OF 

FIO.   347. 


SS£ 

Bulb  No.  6. 

BiilbNa6w 

Bulb  No.  7.             1 

OateDA. 
GramB. 

Quartz. 
Grams. 

Galena. 

Quartz. 
Grams. 

Galena. 
Grams. 

ssst 

18 

6.861 
11.718 
5.686 
6.418 
0.4878 
0.1806 
0.0189 

0.0660 
1.447 
1.048 
10.668 
4.486 
6.790 
8.868 
0.0670 

14 

16 

0.0948 
0.8586 
0.6607 
8.466 
18.968 
6.887 
1688 
0.1787 

18 

90 

84 

80 

40 

0.0889 
0.8408 
1.606 
16.886 
7.T05 
0.8978 
0.0680 
0.1810 

60 

0.0466 
0.1170 
4.916 
81.141 
4.588 
8.878 
1.908 

80 

80 

0.1960 
8.966 
8.788 
8.888 
85.040 

100 

180 

140 

Sllmet..... 

Total.... 

86.4870 

88.5018 

85.0275 

88.6140 

86.8100 

86.1498 
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FIG.  361. — SBPABATION  OP  QUARTZ  AND  ARSENOPYRITB  BY  TUBULAB  OLASSIFIEB  AND 
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Having  obtained  all  this  data,  it  was  possible  to  comnute  the  hindered  set- 
tling ratios  of  different  minerals,  that  is,  the  ratio  of  tne  diameters  of  those 
particles  which  are  equal  settling  under  hindered  settling  conditions.  The 
mode  of  computation,  to  obtain  the  ratio  of  diameters  of  the  particles  of  quartz 
and  galena  in  equilibrium,  for  any  given  column  or  bulb,  may  be  shown  by 
taking  as  an  example  Fig.  347,  and  bmb  No.  5  of  Table  306.  Here  the  average 
diameter  of  the  quartz  particles  was  obtained  by  multiplying  all  the  quartz- 
weights  for  bulb  No.  5  by  their  diameters,  (obtained  by  taking  a  mean  of  the 
sieve  hole  through  which  they  pass  and  that  on  which  they  rest),  and  dividing 
the  sum  of  the  products  by  the  sum  of  the  weights.  The  galena  figures  for 
bulb  No.  5,  treated  similarly,  give  an  average  diameter  for  the  galena  particles. 
This  diameter  of  quartz  is  then  divided  by  the  diameter  of  the  galena.  Two 
other  bulbs  were  treated  in  the  same  way.  In  like  manner  computations  were 
made  upon  all  of  the  eleven  minerals,  using  three  bulbs  for  each,  and  these 
hindered  settling  ratios  are  given  for  all  of  the  minerals  except  magnetite  in 
Table  307. 
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TABLE  307. — HINDEBED  8ETTLIN0  BATI08  OB  MULTIPLIEBS  FOB  OBTAINING  THB 

DIAMETEB  OP  THB  PARTICLE  OP  QUARTZ  WHICH  IN  THE  TUBULAR  0LA88IPIEE 

WILL  BE   IN   EQUILIBRIUM   WITH   THE   MINERAL  8PBCIPIED. 


Ratio  of  tlie  Dfameter  of  Quarts  to  that  of  the  MfneraL 

QnarCsand 

Column  4. 

Colimin  6. 

Column  6l 

Column  7. 

Column  6. 

ATenif{0. 

Copper.... 

8.878 
6.826 
4.924 
4.616 
4.944 
8.847 
8.464 
2.795 
2.908 
1.702 

7.791 
5.666 
5.881 
4.982 
4.718 
8.747 
8.246 
2.968 
2.060 
1.610 
0.161 

9.629 
6.544 
6.161 
4.942 
4.486 
8.617 
2.686 

6.S96 

o^S..:. ::.::....:::::. :;::::::.:::. 

5.848 

Wolf  rftinito. 

6.166 

Antimony 

4.887 

Cassiterile. 

4.096 

8.787 

Chalcocue 

8.115 

Pyrphotite 

Sphalerite 

2.640 

8.806 

2.018 
2.796 
0.180 

8.187 

£pidote 



2.067 

Anthracite 

0.175 

0.179 
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FIG.  363. — SEPABATION  OP  QUARTZ  AND  MAGNETITE  BY  TUBULAR  CLASSIFIER  AND 
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These  hindered  settling  ratios  give  us  the  law  by  which  particles  of  difiEerent 
minerals  are  separated  under  hindered  settling  conditions.  They  show  that 
under  such  conditions  as  existed  in  the  tubular  classifier  on  grains  between  10 
and  100  mesh,  a  particle  of  galena  will  go  below  every  particle  of  quartz  whose 
diameter  is  less  thin  5.842  times  the  diameter  of  the  galena  particle;  a  particle 
of  arsenopyrite  will  go  below  every  particle  of  quartz  whose  diameter  is  less 
than  3.737  times  the  diameter  of  the  arsenopyrite  particle,  and  so  on  for  the 
other  minerals.  By  comparing  these  hindered  settling  ratios  with  the  free 
settling  ratios  in  Table  261,  we  see  how  much  larger  the  former  are  and,  there- 
fore, how  much  easier  a  separation  may  be  effected  in  the  former  case.  We  also 
see  how  it  is  that  particles  which  are  equal  settling  under  free  settling  condi- 
tions can  be  separated  under  hindered  settling  conditions. 

§  469.  The  idea  of  classification  by  hindered  settling  of  minerals  taken  by 
pairs,  may  be  also  conveyed  by  Fig.  358,  which  represents  the  relative  sizes  and 
positions  in  the  vertical  columns  of  particles  of  minerals  of  two  specific  gravi- 
ties, both  ranging  from  the  same  maximum  diameters  to  dust,  just  as  they 
Dlaced  themselves  in  the  tubular  classifier.    In  each  case  the  diameters  increase 
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FIG.  354. — SEPARATION  OP  QUARTZ  AND  PYRRHOTITB  BY  TUBULAR  CLASSIFIER  AND 

SIEVES. 


downward,  but  the  largest  grain  of  quartz  cannot  get  below  the  horizon  of  the 
grain  of  galena  which  is  equal  settling  with  it  under  hindered  settling  condi- 
tions. The  same  is  true  of  quartz  and  arsenopyrite,  and  of  quartz  and  blende, 
but  it  will  be  noticed  that  the  quartz  is  associated  with  a  larger  grain  of  arseno- 
pyrite than  of  galena,  and  of  blende  than  arsenopyrite. 

The  effect  of  hindered  settling  may  be  seen  in  still  another  way  in  the  twelve 
Figs.  346  to  357.  If  any  of  these  be  rotated  90°  left  handed  before  the  eye 
of  the  reader,  it  will  then  represent  by  its  horizontal  layers  the  effect  of  an 
upward  current  corresponding  to  the  pulsion  of  a  jig  after  it  has  come  to  equilib- 
rium, it  being  understood  that  the  grains  of  the  two  minerals  of  each  layer  are 
mixed  together,  and  if  we  compare  the  figures  for  galena  (Fig.  347),  arsenopyrite 
(Fig.  351),  and  blende  (Fig.  355),  we  see  that  the  quartz  is  pushed  farther 
away  to  the  left  in  the  galena  figure,  less  far  in  the  arsenopyrite  and  still  less 
in  the  blende  figure.  This  is  because  the  quartz  is  in  equilibrium  with  the 
grain  of  galena  which  is  ^  of  its  diameter,  with  the  grain  of  arsenopyrite  which 
is  ^  of  its  diameter,  and  with  the  blende,  which  is  ^  of  its  diameter,  re- 
spectively. 
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The  results  obtained  in  the  tubular  classifier  tend  to  give  the  impression  that 
there  is  a  sharply  defined  limit  between  free  settling  and  hindered  settling.  This 
is  probably  not  true,  but  rather,  there  is  a  gradual  transition  from  one  to  the 
other,  that  is,  between  the  conditions  which  existed  in  the  sorting  tube  experi- 
ments (§  355),  and  the  tubular  classifier  experiments  (§  467),  there  is  probably 
a  region  where  the  diam<^ter  ratios  may  be  between  those  given  by  the  author  for 
free  settling,  and  those  for  hindered  settling.  This  region  has  not  yet  b€«n 
eicplored.  If  such  is  the  case,  it  may  exist  in  the  sorting  columns  of  some  dafisi- 
fiers  where  the  pulp  is  denser  than  usual. 

Lest  the  proportions  of  the  two  minerals  (equal  volumes)  used  in  the  tubular 
classifier  tests  (Figs.  346'  to  357),  might  have  influenced  the  results,  a  trial  test 
for  comparison  with  Fig.  347  was  made,  using  a  quantity  of  galena  equal  to 
about  T^  of  the  volume  of  quartz,  instead  of  equal  volumes  of  the  two  minerals. 
The  fourth,  fifth  and  sixth  bulbs  were  sized,  and  gave  hills  apparently  at  the 
same  points  as  shown  in  Fig.  347.  To  deknonstrate  the  point  still  further, 
weights  and  computations  were  made  upon  the  fourth  bulb,  and  yielded  the  ratio 
of  the  diameter  of  the  galena  particle  to  that  of  the  quartz — 1 : 6.966.     This 
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PIG.   356. — SEPABATION    OF    QUARTZ    AND    EPIDOTE   BY    TUBULAR    CLASSIFIER   AND 

SIEVES. 


ratio  is  practically  the  same  as  those  given  in  Table  307  for  galena  and  quartz, 
and  therefore  demonstrates  that  the  relative  quantities  of  the  two  minerals  have 
nothing  to  do  with  the  law  of  hindered  settling.     The  ratio  of  diameters  is  fixed. 

One  or  two  interesting  facts  may  be  noted  here,  although  they  are  one  side 
from  the  main  thread  of  this  discussion.  In  the  first  galena  trial,  a  figure  of 
which  is  not  given  here,  it  was  found  that  fine  galena  appeared  in  the  first  bulb 
below  30-mesh.  This  may  be  attributed  to  particles  abraded  during  the  subse- 
quent sifting  operation.  To  test  the  question,  the  galena-quartz  lot  was  mixed 
up  thoroughly  and  run  over  again  (see  Fig.  347),  and  this  time  the  fine  galena, 
below  the  main  range  of  galena  hills,  was  much  reduced,  proving  the  conjecture 
to  be  substantially  correct. 

Again,  the  fall-velocities  of  these  different  heaps  under  free  settling  condi- 
tions, were  taken  in  a  tube  (Fig.  359),  designed  by  C.  Le  Neve  Foster,  in  which, 
by  inverting  the  tube,  the  measure  may  be  taken  over  and  over.  The  results 
are  given  in  Table  308.  They  show  that,  for  example,  on  the  20-mesh  line, 
grains  of  galena  in  No.  1  are  faster  than  No.  2,  and  No.  2  than  No.  3,  also  for 
the  quartz  Nos.  5,  6  and  7  fall  in  that  order,  5  being  the  fastest,  and  7  the  slow- 
est; 5  contains  the  20-mesh  grains  that  are  nearest  to  a  cube;  7  are  the  flat 
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FIG.  357. — SEPABATION  OP  (^UAKTZ  AND  ANTHRACITE  BY  TUBULAB  CLASSIFIEK  AND 

SIEVES. 


TABLE  308. — GALENA  AND  QUARTZ  HILLS  OF  FIG.   347  TESTED  WITH  THE  FBEB- 

FALLINO    TUBE     (FIG.    359),    FOR    FALL-VELOCITIES — SERIES    OP 

BULBS   DRAWN    FROM   TUBULAR   CLASSIFIER. 


Series  of  Bulbs  Drawn  from  Tubular  Classifier. 

SieTaMeah. 

'• 

2. 

8. 

4. 

5. 

6. 

7. 

8. 

9. 

Velocity  in  Millimeters  per  Second  (Mean  of  4  DeterminatlonsX 

On  12 

890.1 
886.8 
836.3 
291.1 
282.7 
267.5 
240.8 
.    169.6 

861.2 
830.5 
314.7 
800.0 
278.6 
260.1 
232.2 
180.6 
162.5 

168.1 
159.9 
188.3 
135.5 

157.8 
157.3 
146.7 
127.5 
115.4 
106.6 

153.6 
144.4 
132.7 
121.9 
108.4 
101.6 
97.1 

•*  14 

109.0 
108.4 
112.1 
103.2 
99.0 
86.7 
73.6 
60.4 
47.8 

•*   16 

"   18 

243.8 
209.7 
246.9 
193.1 
166.7 
146.7 
123.4 
109.6 

»*  20 

»»   84 

86.7 

"   80 

»»  40 

146.6 
"123.4* 

67.7 
54.6 
43.5 
88.7 
96.6 

»*  60 

109.6 
93.8 
88.7 
76.2 
66.1 

50.0 

"   00 

87.4 
76.6 
63.8 
61.0 
46.9 
48.0 

88.S 

"   80 

80.4 

"  100 

76.2 

58.9 
68.8 
44.2 

21.4 

"120 

18.S 

*»  140 

12.1 

Slimes 
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oyster-shell-like  grains,  that  fall  much  slower.  In  this  test  a  group  of  20  or 
30  grains  was  timed.  When  the  average  grain  passed  the  upper  and  lower 
marks  the  time  was  taken.  The  results  are,  therefore,  averages.  In  the  light 
of  these  facts  the  remarkable  resemblance  which  was  observed  between  these  two 

qdm*^        (StaDft     j&seoopTrit*     bimss     ^^^^^  ^^  galcua  and  quartz,  the  second  one  of 

I        which  is  shown  in  Fig.  347,  becomes  more  in- 

I        teresting;  for  it  is  probable  that,  with  certain 

I        latitude,  the  particles  of  the  first  test  found 

g        their  way.  back  to  the  same  identical  heap  in  the 

_  r        second  test.     This  principle  of  almost  absolute 

r^  o  o  o        predestination  of  particles  for  their  own  ap- 

^^  ^  ^  O       pointed  places  in  ore-dressing  is  very  import- 

O      ant. 

r\  It  will  be  noticed  that  the  light  color  of  the 

^      slimes  of  the  9th  bulb,  in  Figs.  346  to  357,  is 
\J      almost  always  marked  when  compared  with  its 

O  neighbors  on  the  right  and  left  of  it.  This  be- 
ing a  truly  sorted  product,  the  finer  dark 
mineral  hides  itself  beneath  th?  coarser  light 
mineral.  This  shows  in  all  the  sets  except  copper 
which  had  no  slimes  in  the  10th  bulb,  magne- 
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FIG.  358. — GRAPHICAL  REP- 
RESENTATION OF  HIN- 
DERED SETTLING. 


FIG.  359.— 
REV  ERSI- 
BLE  FREE- 
F  A  L  L 
TUBE. 


PIG.   360. — ^PULSION  JIG. 


tite  which  had  almost  none,  and  epidoteS  the  fine  powder  of  which  is  extremely 
light  colored  and  of  which  the  tenth  slimes  are,  therefore,  as  light  as  the  ninth. 
§470.  Pulsion  Jig  Tests  of  Hindered  Settling. — Having  obtained  the 
hindered  settling  ratios  for  a  continuous  current,  it  was  next  necessary  to  ascer- 
tain if  an  intermittent,  pulsating  current  would  produce  any  variation  there- 
from. To  test  this  question,  a  pulsion-jig  was  designed,  which  is  shown  in 
Fig.  360.  It  consists  of  a  tin  funnel,  a,  with  overflow,  h,  connected  with  rub- 
ber connector,  c,  to  a  glass  tube,  d,  cut  apart  at  li  for  the  insertion  of  a  disc  of 
sieve-cloth.  The  t^o  parts  are  held  together  by  two  clamps,  e  and  /,  and  two 
bolts,  g,  g,  and  the  joint,  at  h,  is  made  tight  by  a  belt  of  rubber  plaster.  The 
tube  has  a  branch,  Ic,  joined  by  a  rubber  connector,  o,  to  a  common  plug-cock,  p, 
provided  with  a  gear-wheel,  q,  which  intermeshes  with  a  larger  gear,  r,  havinsr 
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a  erauk,  s,  turned  by  hand.  Water  is  supplied  through  the  rubber  hose,  f,  and 
the  hydrant,  u,  Th'  lower  end  of  the  tube  is  drawn  down  to  6.35  mm.  in  diam- 
eter at  /,  and  by  rubber  connector,  m,  is  joined  to  a  bulb,  n,  for  receiving  what 
passes  through  the  sieve. 

The  meth^  of  operating  this  pulsion-jig  is  simply  to  turn  on  the  water  gently 
at  u,  and  revolve  the  crank,  s,  at  the  speed  desired.  The  revolution  of  the  plug- 
cock,  p,  makes  and  breaks  the  water  connection,  and  the  rubber  tube,  t,  is  elastic 
enougn  to  act  as  an  accumulator  for  the  instant  that  the  water  is  €hut  off.  The 
Bjmd  fed  in  at  the  funnel,  a,  quickly  falls  to  the  sieve,  h,  and  then  receives  a 
series  of  intermittent  upward  pulsations  from  the  movement  of  the  water.  The 
sand  is  therefore  subjected  to  an  upward  current  of  water  at  one  instant,  which 
remains  stagnant  the  next  instant.  These  pulsations  may  be  givem  at  any  rate 
up  to  800  per  minute. 


FIG.   361. — SEPARATION  OF  QUARTZ    (SP.   GR.   2.64)    AND  GALENA    (SP.  OR.   7.686) 

BY  PULSION  JIG  AND  SIEVES. 


Two  tests  were  made  with  the  pulsion-jig,  one  upon  galena  and  one  upon 
sphalerite,  each  paired  with  quartz.  For  convenience,  when  in  use,  the  sieve 
was  removed,  it  having  been  demonstrated  to  the  eye  that  the  action  was  pre- 
cisely the  same  whether  the  sieve  was  there  or  not.  This  permitted  the  products 
to  be  drawn  off  by  the  bulb  in  series,  exactly  as  they  were  in  the  tubular  classi- 
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fier  test,  and  the  products  so  drawn  off  were  sized,  and  the  different  little  hills 
were  laid  out  and  photographed  as  before  (see  Figs,  361  and  362). 

The  ratio  for  three  columns  of  hills  computed  by  the  method  adopted  for  the 
tabular  classifier,  yielded  for  the  two  pairs  of  minerals  treated,  ratios  of  diame- 
ters given  in  Table  309,  which  are  practically  identical  with  those  of  Table 
307,  obtained  in  the  tubular  classifier.  It  is  evident,  therefore,  that  nothing 
whatever  has  been  gained  by  substituting  intermittent  pulsion  for  continuous 
current,  and  would  seem  to  indicate  that  Rittinger  was  wrong  in  his  theory 
that  the  advantage  of  a  jig  over  free  settling  was  due  to  the  intermittent  pul- 
sion of  the  former,  which  caused  the  grains  to  have  periods  of  •  acceleration 
during  which  the  smaller  particle  of  the  heavy  mineral  came  to  its  full  velocity 
sooner  than  the  larger  particle  of  the  light  mineral. 


FIG,    362. — SEPARATION    OF    QUARTZ    (SP.    OR.    2.64)    AND    SPHALERITE    (SP.    GB. 
4.046)   BY  PULSION  JIG  AND  SIEVES. 


It  is  interesting  to  notice  how  closely  Fig.  361  for  quartz  and  galena,  and 
Fig.  362  for  quartz  and  sphalerite,  as  obtained  by  the  pulsion-jig,  resemble 
Figs.  347  and  355,  for  the  same  minerals  as  obtained  by  the  tubular  classifier. 
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TABLE    309. — RATIOS    OR   MULTIPLIERS    FOR    OBTAIXIKQ    THE    DIAMETER    OF    THE 

PARTICLE  OF  QUARTZ,  WHICH  IN  THE  PULSION-JIG,  WILL  BE  IN 

EQUILIBRIUM  WITH  THE  MINERAL  SPECIFIED. 


Quarts  with 

Ratio  of  ATerage  Quartz  Diameter  to  ATeraec 
Mineral  Diameter. 

Column  6. 

Column  8. 

OftlnMi. 

7.181 
8.080 

8.108 
8.148 

8.074 
1.978 

8.118 
8.073 

flphali^iit^ 

§  471.  Munroe's  Tests.'* — The  diflference  which  has  been  found  between  the 
free  settling  ratio  and  the  hindered  settling  ratio  of  any  two  minerals  has  been 
explained  by  Prof.  H.  S.  Munroe  in  1889,  as  due  to  the  eflfeet  of  interstitial 
currents. 

He  tested  the  effect  of  confined  space  upon  falling  particles.  He  timed 
different  sizes  of  lead  ^hot,  or  spheres,  falling  in  a  narrow  glass  tube  filled  with 
water  (Fig.  363).  If  d  equals  the  diameter  of  the  shot,  and  D  that  of  the 
tube,  he  found  that  the  larger  the  fraction  ^  the  greater  was  the  retardation 
or  loss  of  velocity  by  the  shot.  When  this  fraction  equals  lenity,  the  shot  stops, 
and  on  the  other  hand,  when  the  fracture  equals  ^  or  less,  then  the  hindering 
effect  has  practically  disappeared  and  free  settling  conditions  exist.  He  applies 
this  principle  to  the  question  of  equal-settling  particles,  as  follows:  If  par- 
ticles of  quartz,  for  example,  Fig.  364,  are  represented  by  the  larger  circles. 
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FIG.  365. — IMAGINARY 
TUBES  OP  INTERSTI- 
TIAL FALL. 


and  those  of  equal-settling  galena  by  the  smaller  circles,  then  when  these  mixed 
particles  are  settling  en  masse,  or,  are  held  in  suspension  by  a  rising  current 
of  water,  each  particle  may  be  considered  to  be  falling  in  a  tube,  the  walls  of 
which  consist  of  the  surrounding  particles.  Substituting  a  circle  in  each  case 
for  the  imaginary  tube,  we  have  Fig.  365,  representing  the  conditions  for 
galena  and  quartz,  the  outer  circle  representing,  in  each  case,  the  imaginary 
tube.  A  glance  is  suflBcient  to  show  us  that  the  fraction  5  is  much  smaller 
for  the  galena  particle  than  it  is  for  quartz.  The  galena  particle  will,  there- 
fore, be  less  impeded  in  its  fall  than  the  quartz,  and,  in  consequence,  the  par- 
ticles of  galena  that  are  found  adjacent  to  the  particles  of  quartz  will  be  smaller 
than  the  ratio  which  the  law  of  free  settling  particles  would  indicate.  Pro- 
fessor Munroe  infers  that  these  interstitial  currents  account  for  the  fact,  madu 
use  of  in  the  mills,  that  a  jig  will  save  galena  which  is  much  finer  than  would 
be  the  case  if  the  law  of  free  settling  particles  was  the  only  law  of  jigging. 
And  he  finally  concludes,  by  equating  his  formulas,  that  the  ratio  of  diameters 
for  the  quartz  and  galena,  after  the  interstitial  currents  have  brought  the 
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grains  to  equilibrium,  will  be  as  30 : 1,  which,  however,  is  much  larger  than 
the  ratio  of  5.8 : 1,  obtained  by  the  author  from  actual  tests.  In  Professor 
Munroe's  own  words: 

*TVe  see,  therefore,  that  if  the  material  to  be  treated  is  sized  between  the 
limits  of  1  mm.  and  30  mm.,  it  will  be  possible  to  separate  the  quartz  from  the 
galena.  All  the  spheres  of  galena  will  have  a  greater  falling  velocity  than  the 
1-mm.  grain;  all  the  quartz  will  rise  more  readily  and  fall  more  slowly  than 
the  30-mni.  grain.^^ 

§472.  Suction,  General  Principles. — This  term  is  used  to  define  the 
period  when  a  water  current  is  passing  down  through  the  sand  resting  on  the 
sieve  of  a  jig.  This  down  current  will  carry  with  it  any  particle  that  is  small 
enough  to  pass  through  the  interstices  between  the  larger  grains ;  but  the  arrange- 
ment which  these  grains  have  derived  from  the  previous  pulsion  (see  §470), 
exercises  a  controlling  effect  upon  the  work  that  suction  is  to  do. 

It  has  been  shown  already  that  the  higher  its  specific  gravity,  the  smaller 
will  be  the  diameter  of  a  grain  of  mineral  which,  under  hindered  settling  con- 
ditions during  pulsion,  is  adjacent  to  and  in  equilibrium  with  any  given  grain 
of  quartz  (compare  galena  with  blende  in  Fig.  358),  and  therefore  the  easier 
will  the  former  pass  down  through  the  interstices  between  its  associated  quartz 
grains,  when  the  suction  of  a  downward  current  begins  to  act  upon  it. 

Carrying  this  line  of  argument  still  further,  one  sees  that  if  it  can  be  proved 
that  the  size  of  the  interstices  between  the  quartz  grains  bears  a  certain  definite 
ratio  to  the  diameter  of  the  quartz,  in  fact  that  there  is  a  definite  interstitial  ratio, 
then  as  a  consequence,  the  heavy  minerals  can  at  once  be  divided  into  two  groups, 
according  to  their  behavior  under  suction:  (1)  Those  higher  gravity  minerals, 
the  diameter  of  which  under  hindered  settling  conditions  is  smaller  than  the 
interstices  between  the  adjacent  quartz  grains.  (2)  Those  lower  gravity  min- 
erals, the  diameter  of  which  under  hindered  settling  conditions  is  larger  than 
the  interstices  between  the  adjacent  quartz  grains;  or,  in  other  words,  those 
minerals  the  hindered  settling  ratios  of  which  is  (1)  greater  than,  and  (2)  less 
than  the  interstitial  ratio  of  quartz.  The  minerals  of  the  first  group  will  be 
easily  sucked  down  by  the  descending  cur- 
rent and  pass  through  the  jig  sieve  into 
the  hutch  below.  The  minerals  of  the  sec- 
ond group  will  be  more  difficultly  drawn 
down. 

§473.  The  Author's  Tests  on  Suc- 
tion.— In  order  to  throw  light  upon  the 
relation  of  the  hindered  settling  ratio  to 
the  interstitial  ratio,  and  to  bring  out  any 
other  facts  which  might  come  to  light,  a 
little,  movable  sieve  jig  shown  in  Fig.  366, 
was  designed.  It  consists  of  a  glass  tube, 
a,a,aA,  127  mm.  long,  32  mm.  in  bore, 
which  is  cut  at  t,t,  into  two  parts, 
102  mm.  and  25.4  mm.  long  respectively 
— ^the  102  mm.  being  above  the  sieve;  a 
disc  of  sieve-cloth,  t^,  is  inserted  between 
them;  the  parts  are  held  together  by  the 
wooden  bars  6,6,  and  the  bolts,  e,e,  with 
nuts,  d,d.    Power  is  transmitted  through 

the  rod,  h,u,  the  beam,  ;,  oscillating  upon  a  pivot,  fc,  a  connecting-rod,  I,  a  small 
pulley,  m,  with  crank-pin,  a  belt,  n,  and  a  large  pulley,  o,  driven  by  a  crank,  p. 
The  cross-bar,  f,  and  the  lock-nuts,  g.g,  are  used  simply  to  stiffen  the  rod,  u.    The 
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jig  is  suspended  in  a  glass  jar^  s,  with  water  level  at  r.  By  turning  the  crank, 
p,  an  oscillating  motion  up  and  down  is  given  to  /,  received  by  u,  and  transmitted 
to  the  jig-sieve,  i,L  The  amount  of  oscillation  may  be  controlled  by  connecting 
u  with  j,  by  means  of  any  of  the  holes,  i.  The  smallest  oscillation  was  3.2  mm., 
the  largest,  15.9  mm.     The  latter  was  preferred  for  the  tests. 

By  means  of  this  jig  and  of  the  pulsion  jig  (Fig.  360),  already  described, 
the  effects  of  pulsion  and  suction  were  studied  in  three  different  combinations, 
namely,  pulsion  with  much,  with  little,  and  with  no  suction. 

1.  Pulsion  with  Much  Suction. — ^When  the  jig  (Fig.  366),  is  run  with  the 
glass  tube  elevated  38.1  mm.  above  the  surface  of  the  water  at  the  lowest  point 
of  its  stroke,  the  jig  operates  during  the  first  few  pulsions  as  a  lift-pump, 
elevating  the  surface  of  the  water  within  its  tube  until  the  inside  water-level 
is,  perhaps,  25.4  mm.  above  the  outside  level,  the  sand-particles  acting  like  so 
many  little  valves.  Thus  it  reaches  equilibrium,  and,  from  this  time  on,  the 
suction  due  to  the  downward  rush  of  water  must  be  equal  to  the  pulsion  due  to 
the  upward  rush  of  water.  The  whole  bed  of  the  jig  so  run  is  tight  and  only 
slightly  mobile.  The  strong  suction  compacts  it  more  or  less.  Mobility  may 
be  partially  restored  by  using  a  long  stroke. 

2.  Pulsion  with  Little  Suction. — ^When  the  jig  (Fig.  366),  is  run  with  the 
glass  tube  inundated  to  a  depth  of  22.2  mm.  below  the  surface  of  the  water  at 
the  lowest  point  in  its  stroke,  then,  during  the  downward  movement  of  the 
sieve,  a  full  pulsion  movement  is  given  to  the  water  as  it  passes  up  through  the 
sieve,  and  the  sand  settles  through  it.  But,  on  the  upward  movement  of  the 
sieve,  the  sand  settles  in  the  sieve,  and  comparatively  little  suction  results  from 
the  inertia  of  the  water.  The  reason  is,  that  there  is  a  free  discharge*  of  the 
water  at  the  top  of  the  glass  tube.  Here  we  have  pulsion  with  little  suction. 
The  whole  bed  of  the  jig  run  in  this  way  is  loose  and  very  mobile.  There  is 
not  enough  suction  to  compact  it.  A  shorter  stroke  suflSces  for  mobility  than 
in  the  case  of  much  suction. 

3.  Pulsion  with  no  Suction. — ^When  the  pulsion  jig  (Fig.  360),  is  used  upon 
mixed  sands,  it  matters  not  whether  we  revolve  the  cock  rapidly,  giving  rapid, 
small  pulsions  with  short  intervals  of  repose,  or,  more  slowly,  giving  fewer  and 
stronger  pulsations  with  longer  periods  of  repose — ^the  result  is  the  same.  The 
sands  are  treated  by  pulsion  without  suction.  The  whole  bed  of  this  jig  is 
extremely  loose  and  mobile,  there  being  no  suction  to  compact  it. 

TABLB   310. — ^JIGGING   QUABTZ  AND  8PHALBRITB    (BLENDE). 


1.785 
1.785 

1.7W 
1.090 

1.785 
0.665 

1.785 
0.495 

1.786 
0.841 

1.785 

TkiamAfAr  e%t  n\t>tkA^  in  mm  .....•••..•• 

0.107 

Seriefl  1,  with  much  Suction. 

Pulsions  needed  for  separation 

Percent  of  blende  brought  down 

^i» 

1,676 
96 

1,760 
96 

997 
96 

906 
99 

888 
99 

Series  2,  with  UtUe  Suction. 

Pulsions  needed  for  sepmtion 

Percent  of  blende  brought  down 

806 
09 

888 

99 

846 
100 

'•IS 

1,7S9 
97 

Infinity  (a) 
0 

Series  8,  with  no  Suction. 

Pulsions  needed  for  separation 

Percent  of  blende  brought  down 

147 
98 

808 
96 

496 
(c)BO 

Infinity  ib) 
*0 

Infinity  (b) 
0 

Infinity  (6) 
0 

(a)  The  sphalerite  all  floated  up.  (b)  Not  tried;  the  sphalerite  would  undoubtedly  hare  nearly  if  not  quite 
all  floated  up.    (c)  No  more  would  come  down. 

In  all  the  tests  upon  jigging  now  to  be  described,  unless  otherwise  stated,  the 
stroke  of  the  jig  was  15.9  mm.;  the  layer  of  quartz  was  51  mm.  thick;  the 
layer  of  the  added  mineral  to  be  separated  from  the  quartz,  was  4.76  mm.  deep. 
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and  placed  on  top  of  the  quartz.  A  IG-mesh  sieve  was  used  in  the  jig  through- 
out the  tests.  The  rate  of  the  pulsations  varied  som^ewhat,  as  will  be  seen  by 
reference  to  the  original  paper,'®  but  the  mean  was  a  little  over  300  per  minute. 
In  each  test,  the  number  of  pulsations  necessary  to  settle  the  heavy  mineral  was 
counted,  and  the  percentage  of  the  latter  settled  was  estimated  by  the  eye. 
These  last  two  values  served  for  comparing  the  tests.  A  high  number  of  pul- 
sions indicates  diflBcult  separation;  a  low  number  indicates  easy  separation. 

A  series  of  tests  was  made  with  quartz  and  blende,  to  note  the  behavior  of  six 
different  sizes  of  blende,  paired  one  at  a  time  with  a  standard  size  of  quartz, 
under  conditions  of  much  suction,  of  little  suction  and  of  no  suction.  The 
results  are  given  in  Table  310. 

§  474.  On  examination  of  these  results,  one  sees  first,  that  much  suction  gives 
very  difficult  separation  on  the  three  coarser  sizes  of  blende,  and  very  easy  on 
the  three  finer  sizes.  There  is,  in  fact,  an  extraordinary  break  between  the 
two  diameters  of  blende,  0.665  mm.  and  0.495  mm.  To  what  does  this  point? 
Clearly  the  0.495-mm.  grain  is  fine  enough  to  be  rapidly  drawn  down  through 
the  interstices,  while  0.665  mm.  is  not.  The  author  considers  that  this  meas- 
ures approximately  the  size  of  the  interstices  in  quartz  of  1.735-mm.  diameter 
to  be  0.495  mm.,  showing  the  quartz  grains  to  be  ^^^=3.50  times  as  large  as 
the  interstices  between  them.    That  is,  the  interstitial  ratio  of  the  quartz  is  3.50. 

The  reader  may  well  say  here  that  there  is  nothing  to  indicate  that  grains  of 
blende  between  0.495  mm.  and  0.665  mm.  will  not  be  readily  sucked  down  between 
grains  of  quartz  1.735  mm.  diameter  and  consequently  that  the  figure  3.50  may 
ba  too  large.  Time  was  not  available  to  answer  this  question,  and  rather  than 
to  make  any  assumption,  the  author  prefers  to  consider  3.50  as  the  interstitial 
factor.  An  indication  that  it  may  be  too  large  is  found  in  §  430,  where  the  study 
of  actual  mill  factors  shows  an  average  of  2.9. 

Secondly,  with  no  suction,  the  first  two  sizes  of  blende  show  easy  jigging, 
while  the  last  four  make  little  or  no  separation. 

Thirdly,  little  suction  is  much  like  no  suction,  differing  from  it  only  in  the 
fact  that  on  the  coarse  grains,  jigging  is  not  quite  so  easy,  and  on  the  fine  grains, 
jigging  is  not  quite  so  difficult. 

A  similar  series  of  tests  was  made  upon  quartz  and  galena,  to  note  the  be- 
havior of  six  different  sizes  of  galena  paired,  one  at  a  time,  with  a  standard  size 
of  quartz.    The  results  are  given  in  Table  311. 


TABLE    311 

L. — JIGGING    QUARTZ    AND 

GALENA. 

DiAmAter  of  ouArtz  in  min 

1.735 
1.785 

1.785 
1.090 

1.786 
0.066 

1.785 
0.495 

1.785 
0.241 

1  785 

DtAmet/nr  of  flral<*n%  In  mm 

0.107 

Series  1,  with  much  Suction. 

PaUdons  needed  for  separation 

Percent  of  galena  brought  down 

867 

100 

803 
100 

748 
08 

887 
99 

190 
100 

86 

100 

Series  2,  with  little  Suction. 

Percent  of  galena  brought  down 

06 
100 

884 

100 

158 
96 

210 
99 

158 

100 

864 

(a) 

Series  a 

I,  with  no  8u 

ction. 

Pulsions  needed  for  separation 

Percent  of  galena  brought  down 

18 
100 

50 
100 

68 
98 

868 
96 

868 
(a)  60 

Innnity. 
(6) 

(o)  The  more  cubical  grains  apparently  went  down  and  tlie  flatt4>r  i?rains  floate<l  up.  (b)  Not  tried  as  the 
galena  would  undoubtedly  have  all  floated  up. 

On  examination  of  these  results,  one  sees  that  galena  is  of  such  high  specific 
gravity  and  the  separation  takes  place  so  easily  that  the  rules  laid  down  above 
do  not  apply  with  the  same  force  as  with  the  blende  set,  but  yet  they  sufficiently 
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corroborate  those  rules  to  let  them  stand  for  heavy  as  well  as  for  light  minerals. 
We  notice  little  suction  is  everywhere  superior  to  much  suction,  except  on  the 
very  finest  size,  where  much  suction  is  more  rapid  and  more  eflfective.  No 
suction  is  extraordinarily  rapid  on  the  three  coarse  sizes,  but  falls  away  on  the 
fourth,  and  breaks  down  entirely  on  the  two  finest  sizes. 

The  author  also  found  that  by  jigging  with  much  suction,  small  grains  of 
quartz  (0.495  mm.  and  less),  can  be  drawn  down  through  the  interstices  between 

large  grains  (1.735  mm.),  of  the  same 
mineral  while  jigging  with  no  suction 
forces  them  up  to  the  top  of  the  bed. 

The  author,  in  considering  the  inter- 
stitial ratio,  sought  some  geometrical 
representation  to  picture  the  small  grain 
of  concentrates  passing  through  inter- 
stices between  the  large  grains  of  quartz. 

FIG.  367  ^^  ^^^'  ^^^  ^^®  diameters  of  the  spheres 

of  quartz  a  a  a,  will  be  6.50  times  that  of 
the  ore,  h,  when  the  ore  can  slip  between  the  quartz,  while  the  diameters  of  the 
quartz  spheres,  c  c  c  c,  will  be  only  2.44  times  that  of  the  ore,  d.  The  interstitial 
ratio  obtained  for  quartz,  3.50,  makes  the  space  smaller  than  d,  but  larger  than  6. 

§  475.  Hoppe's  Tests  on  Suction. — Hoppe"*  proved  the  effect  of  suction  by 
experimenting  upon  a  full  sized  jig  at  an  earlier  date,  though  the  fact  was  un- 
known to  the  author  when  making  his  experiments,  as  follows: 

His  jig  had  92  throws  per  minute  of  60  mm.  each  and  a  3^mm.  screen;  on 
this  screen  he  placed  a  bed  of  calcite,  35  mm.  thick,  composed  of  grains  that 
had  passed  through  an  18-nmi.  hole  and  rested  on  a  13-mm.  hole  and  on  the  top 
of  this  another  layer  of  3-mm.  calcite  35  mm.  thick.  On  starting  the  jig,  the 
whole  of  the  3-mm.  calcite  vanished  at  the  first  stroke  and  after  a  short  time  it 
had  mostly  passed  through  the  sieve  into  the  hutch.  A  second  experiment  was 
made,  using  5-mm.  calcite  instead  of  3-mm.  for  a  top  layer.  This  became  mixed 
only  gradually  with  the  coarse  bottom  layer,  so  that  at  the  end  of  the  jigging 
the  two  layers  were  pretty  uniformly  mixed,  with  the  5-mm.  particles  perhaps 
slightly  in  excess  near  the  top.  Next,  using  a  throw  of  38  mm.  and  a  2-mm. 
screen,  he  put  on  a  lower  layer  50  mm.  thick,  consisting  of  a  mixture  of  13-  to 
18-mm.  calcite,  of  5-mm.  calcite  and  of  3-mm.  calcite.  Upon  this  he  placed 
some  more  of  this  mixture  of  calcite  to  which  had  been  added  a  mixture  of 
similar  sizes  of  galena.  After  100  strokes  or  about  a  minute,  the  minerals  were 
perfectly  separated  into  two  layers,  and  each  layer  had  perhaps  more  coarser 
grains  below  and  finer  grains  above. 

His  final  experiment  was  similar  to  the  last,  except  that  a  mixture  of  all  the 
unfinished  products  of  the  mill  from  18  mm,  downward,  was  added  to  the  top 
layer.  After  100  strokes,  he  found  the  galena  completely  below ;  the  blende  and 
other  middle  products  between,  and  the  calcite  above.  He  concludes  that  this 
would  seem  to  call  for  a  roughing  jig  without  preliminary  sizing  or  classification. 

Hoppe's  work  shows  that  3-mm.  calcite  can  be  sucked  down  freely  through 
13-  to  18-mm.  calcite,  while  5-mm.  calcite  cannot.  Ijooking  for  the  cause,  we  find 
the  mean  of  13  and  18  mm.  is  15.5  mm.  and  the  diameter  ratios  will  be  respectively 
for  3-  and  5-mm.  grains  ^-5=5.2  and  ~^=3.1.  The  3-mm.  particle  has, 
therefore,  a  larger  diameter  ratio  than  the  au thorns  interstitial  ratio  (3.5), 
while  the  5-mm.  has  a  smaller  ratio,  and  therefore,  should  not  be  sucked  down 
easily. 

§  476.  Author's  Tests  on  Jigging  Mixed  Sizes. — ^The  author  tried  jigging 
mixed  sizes  through  10  mesh,  of  each  of  the  twelve  minerals  of  Table  257,  paired 
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with  quartz.  The  tailings  were  in  every  caee  separated  from  the  heads,  and 
sized  on  the  nest  of  sieves  (Table  258),  and  the  per  cent,  of  the  heavy  mineral 
estimated  by  the  eye  in  every  one  of  the  sizes.  Tables  of  the  results'®  from  much 
suction,  little  suction  and  no  suction,  gave  an  idea  of  whether  the  mineral  jigged 
easily  or  not  from  this  point  of  view. 

The  results  of  much  suction,  arranged  in  tabular  form,  showed  that  the  tail- 
^ings  from  jigging  minerals  heavier  than  arsenopyrite  were  decidedly  better  than 
the  tailings  from  jigging  that  mineral,  while  the  tailings  from  jigging  lighter 
minerals  were  very  little  worse.  The  author  is  inclined,  therefore,  to  draw  the 
line  between  easy  and  difficult  jigging  at  arsenopyrite.  The  hindered  settling 
ratio  of  this  mineral,  with  respect  to  quartz,  is  3.7,  and  this  would  make  the 
interstitial  ratio  of  the  quartz  equal  that  amount,  which  is  a  little  above  3.50, 
the  interstitial  ratio  previously  deduced  in  §474.  This  interstitial  ratio  will 
vary  somewhat  with  the  fracture  of  the  quartz  and  also  of  the  heavy  mineral, 
since  it  is  measured  practically  by  the  ease  with  which  the  small  particles  of  the 
latter  pass  through  the  interstices  of  the  quartz. 

It  is  clear  that  suction  ratios  (similar  to  hindered  settling  ratios,  or  inter- 
stitial ratios)  which  shall  represent  the  ratio  of  the  diameters  of  particles  of 
two  different  minerals  which  are  in  equilibrium  under  the  effect  of  suction,  can- 
not be  made,  owing  to  the  fact  that  the  ratio  is  a  variable  under  varying  condi- 
tions. The  only  thing  that  can  be  said  is  that  suction  ratios  will  l^  much 
larger  than  hindered  settling  ratios. 

§  477.  Final  Conclusions. — To  sum  up  all  of  the  preceding  tests  on  hindered 
settling  and  suction,  they  clearly  point  to  the  following  rules  of  jigging: 

(1)  For  jigging  closely  sized  products,  to  get  the  highest  speed  of  separation, 
use  as  little  suction  as  the  water  supply  will  permit. 

(2)  For  jigging  classified  products  where  the  hindered  settling  ratio  is  equal 
to  or  larger  than  the  interstitial  ratio,  or  in  other  words,  where  the  concentrates  are 
smaller  than  the  interstices  between  the  grains  of  the  gangue,  use  suction. 

(3)  For  jigging  classified  products  where  the  hindered  settling  ratio  is  less 
than  the  interstitial  ratio,  or  in  other  words,  where  the  concentrates  are  larger 
than  the  interestices  between  the  grains  of  gangue,  use  suction. 

(4)  For  jigging  mixed  sizes  and  gravities,  natural  products,  or  products  not 
closely  sized,  suction  is  suitable,  as  no  suction  fails  to  save  the  finer  sizes. 

The  amount  of  suction  required  in  each  case  must  be  studied  out  upon  the  spot. 
In  general,  No.  3  will  probably  require  a  little  less  suction  than  No.  4,  and  No. 
4  a  little  less  than  No.  2.  In  this  connection  see  §  455  in  regard  to  the  effect  of 
suction  in  hardening  the  whole  bed. 

The  degree  of  sizing  needed  as  preparation  for  jigging,  if  we  are  looking  for 
the  most  perfect  work,  depends  solely  upon  thle  hindered  settling  ratio  of  the 
minerals  to  be  separated.  If  the  ratio  is  above  3.5  (assuming  this  value  to  be 
sufficiently  proved),  then  sizing  is  simply  a  matter  of  convenience.  The  fine 
slimes,  should,  of  course,  be  removed ;  and,  if  it  is  more  convenient  to  send  egg- 
size,  nut-size,  pea-size  and  sand-size,  each  to  its  own  jig,  the  suitable  screens 
should  be  provided  for  this  purpose,  and  a  hydraulic  separator  for  grading  the 
finer  sizes.  But  if,  on  the  other  hand,  the  ratio  is  below  3.5,  then  the  jigging 
of  mixed  sizes  cannot  give  perfectly  clean  work,  and  the  separation  will  be  ap- 
proximate only.  To  effect  the  most  perfect  separation,  close  sizing  must  be 
adopted,  and  the  closer  the  sizes  are  to  each  other,  the  more  rapid  and  perfect 
will  the  jigging  be.  There  may  be  conditions  where  the  jigging  of  mixed  sizes 
of  this  class  will  be  considered  sufficiently  satisfactory,  as  an  expedient,  under 
the  circumstances. 

In  the  light  of  the  foregoing  work,  it  is  not  possible,  owing  to  the  variable 
effect  of  suction,  to  calculate,  theoretically,  sieve  scales  which  depend  upon  the 
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difference  in  specific  gravity  of  minerals  to  be  separated,  that  i&^  it  la  not  possi- 
ble to  give  an  exact  range  of  sizes  within  which  separation 
is  easy  and  beyond  which  separation  is  difficult. 

§478.  Pulsion  and  Suction  Investigated  in  the 
Mills. — To  investigate  still  further  the  laws  of  pulsion 
and  suction  upon  jigs  in  action,  a  jig  indicator  was  de- 
signed and  tests  of  jigs  made  in  a  number  of  mills.  The 
indicator  (see  Fig.  368),  consists  of  a  cylinder,  a,  of  brass 
203  mm.  long,  152  mm.  diameter,  with  its  axis  vertical, 
suspended  from  and  continuous  with  a  bicycle  ball  bear- 
ing, b,  to  eliminate  friction.  The  cylinder  is  rotated  by 
clock-work,  c,  with  a  wind-wheel  escapement,  d,  and  can  be 
made  to  revolve  from  3  to  25  times  per  minute,  according  to 
the  size  of  the  wind-wheel.  Upon  the  surface  of  the  cylin- 
der is  wrapped  a  piece  of  paper,  203  mm.  wide  and  508  mm. 
long,  upon  which  the  curves  are  drawn.  Two  vertical 
recording  rods,  61,^2,  running  in  anti-friction  roller-guides, 
ffff,  with  pencils,  g  g,  attached,  and  provided  with  de- 
vices for  throwing  them  into  gear  and  out  of  gear,  serve 
to  record  vertical  motion  upon  the  paper.  The  abscissa 
of  the  curve  represents  time,  the  ordinate  represents  movement  up  and  down. 
The  curve  of  the  plunger  is  obtained  by  a  vertical  rod,  h,  held  down  on  the 
top  of  the  plunger  and  transmitting  the  oscillations  of  the  latter  by  a  hori- 
zontal beam,  i,  oscillating  upon  its  center  point,  ;,  as  a  pivot  to  one  of  the 
recording  rods,  Cg.  When  the  plunger  moves  down,  its  pencil  records  an  up- 
ward motion,  and  vice  versa.  To  get  the  curve  of  the  surface  of  the  water, 
a  slab  of  cork,  I,  254  mm.  square  and  25  mm.  thick,  is  floated  upon  it  and 
attached  to  the  other  recording  rod,  e^,  direct.  Here  the  motion  of  the  pencil  is 
the  same  as  that  of  the  water.  The  curve  of  the  top  layer  of  quartz  sand  is 
obtained  by  placing  on  the  sand  a  piece  of  sieve-cloth  a  little  finer  in  mesh  than 
the  grains  of  quartz.  This  pulsates  up  and  down  with  the  sand,  and  when  con- 
nected to  one  of  the  recording  rods,  e^,  gives  the  curve  of  the  quartz.  The  curve 
of  the  ore  bed  which  underlies  the  quartz  may  be  obtained  by  sinking  the  piece 
of  sieve-cloth  to  the  desired  depth  and  attaching  it  to  the  recording-arm,  e,. 

Four  curves  are  thus  obtained :  that  of  the  plunger,  marked  P  on  the  diagrams ; 
that  of  the  water,  marked  W;  that  of  the  quartz  or  rock,  marked  R;  and  that 
of  the  ore  bed,  marked  0.  The  diagrams  are  shown  in  Figs.  369  to  380  inclu- 
sive, all  of  which  are  drawn  to  scale. 

In  the  actual  performance  of  the  tests  two  curves  only  are  taken  at  a  time, 
namely:  those  of  the  plunger  and  the  water;  those  of  the  plunger  and  the  quartz 
or  rock ;  and,  finally,  those  of  the  plunger  and  the  ore  bed.  The  diagrams  have 
been  constructed  by  combining  these  curves.  In  this  operation  it  was  necessary 
to  have  some  stanaard  by  which,  for  example,  the  rock  curve  and  the  ore  curve 
could  be  superposed  upon  the  water  curve.  Such  a  standard  was  found  in  the 
parallel  plunger  curves  that  went  with  each.  Again,  the  superposed  curves 
would  often  come  longer  or  shorter  than  the  water  curve.  In  that  case  a  new 
curve  was  sketched,  making  the  deviation  on  the  abscissa  proportional  to  the  dis- 
tance from  the  starting  point. 

The  curves  here  recorded  were  taken  upon  two  classes  of  jigs  only,  namely, 
those  with  accelerated  pulsion  and  retarded  suction,  and  those  with  equal  pulsion 
and  suction. 

Observations  were  made  upon  forty-one  jigs,  of  which  curves  from  twelve  are 
here  given  in  Figs.  369  to  380.  In  studying  the  curves  one  sees  at  once  the 
difference  between  the  water  curves  of  the  plain  eccentric  jigs  (Figs.  369  to  373), 
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and  of  the  accelerated  jigs  (Figs.  374  to  380).  The  former  give  a  nearly  sym- 
metrical curve,  while  the  latter  give  a  much  steeper  slope  on  the  pulsion  side 
tlian  on  the  suction  side.  One  sees  also  that  the  plunger,  P,  moves  more  than  the 
water,  Yf ,  and  W  more  than  the  gangue,  R,  and  finally,  that  the  heavy  con- 
centrates, 0,  move  the  least  of  all,  and  since  motions  are  less,  the  velocities  are 


FIG.  369. — MILL  39,  JIG  NO.  1.  SIZE  OF  GRAINS,  54  TO  38  MM.;  THROW  OF 
PLUNGER,  4J  inches;  THROWS  PER  MINUTE,  140;  AREA  OF  PLUNGER,  24X48 
inches;  AREA  OF  SIEVE,  24X48  inches;  sieve,  9.5  MM.  ROUND  HOLE. 


less.  The  objection  which  has  been  advanced  against  the  Harz  jig,  that  it  has 
an  accelerated  velocity  up  to  mid-stroke,  and  then  a  retarded  velocity  to  the  end, 
is  shown  to  be  of  slight  account.  The  curves  also  show  how  much  of  the  motion 
of  the  plunger  is  imparted  to  the  water,  the  remainder  being  lost,  owing  to  the 
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FIG.  370. — MILL  38,  JIG  NO.  2.  SIZE  OF  GRAINS,  22.2  TO  9.5  MM.;  THROW  OP 
PLUNGER,  1.77  INCHES ;  THROWS  PER  MINUTE,  174  ;  AREA  OF  PLUNGER,  24X36 
inches;  AREA  OF  SIEVE,  24X36  INCHES;  SIEVE,  7.94  MM.  SQUARE  HOLE. 


wo.  371. — mill  30,  jig  no.  4.    size  of  grains,  7  to  5  mm. ;  throw  of  plungbby 
1.26  inches;  throws  per  minute,  150;  area  of  plunger,  17X32  inchbs; 

AREA  OF  sieve,  15X30  INCHES;  SIEVE,  0.89  MM.  SQUARE  HOLE.     ' 


FIG.  372. — MILL  39,  JIG  NO.  7.  SIZE  OF  GRAINS  (3d  SPIGOT  OF  CLASSIFIER),  4| 
MM.  TO  O.  THROW  OF  PLUNGER,  0.47  INCH  ;THR0W8  PER  MINUTE,  200; 
AREA  OF  PLUNGER,  15X31  INCHES;  AREA  OF  SIEVE,  15X31  INCHES;  SIEVE, 
1.52  MM.  SQUARE  HOLE. 
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FIG.  373. — ^MILL  39,  JIG  NO.  8.  SIZE  OF  GRAINS  (4tH  SPIGOT  OF  CIASSIFIER),  4^ 
MM.  TO  0;  THROW  OP  PLUNGER,  0.28  INCH;  THROWS  PER  MINUTE,  210;  AREA 
OF  PLUNGER,  15X31  INCHES;  AREA  OF  SIEVE,  15X31  INCHES;  SIEVE,  1.04  MM. 
SQUARE  HOLE. 


PIG.  374. — MILL  28,  JIG  NO.  3.  CRANK-ARM  ACCELERATED  JIG ;  SIZE  OP  GRAINS, 
16  TO  12  MM. ;  THROW  OF  PLUNGER,  1.42  INCHES;  THROWS  PER  MINUTE,  121  ; 
AREA  OP  PLUNGER,  18X25  INCHES;  AREA  OP  SIEVE,  18X29  INCHES;  SIEVE, 
4.75  MM.  SQUARE  HOLE. 


PIG.  375. — MILL  28,  JIG  NO.  6.  crank-arm  ACCELERATED  JIG ;  SIZE  OP  GRAINS, 
5  TO  3^  MM.;  THROW  OF  PLUNGER,  1.07  INCHES;  THROWS  PER  MINUTE,  138; 
AREA  OF  PLUNGER,  18X25  INCHES  ;  AREA  OP  SIEVE,  18X29  INCHES  ;  SIEVE,  1.04 
MM.  SQUARE  HOLE. 


clearance  of  the  plunger,  and  the  frictional  resistance  of  the  screen,  the  hed, 
and  the  water  passages. 

Features  of  strong  resemblance  run  through  all  the  figures.    If,  for  example, 
we  refer  to  Figs.  369  and  374,  we  see  that  the  cycle  naturally  divides  itself  into 
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FIG.  376. — MILL  28,  JIG  NO.  9.  CRANK-ABM  ACCELERATED  JIG;  SIZE  OF  GRAINS 
(1st  spigot  of  classifier),  2  MM.  TO  0;  THROW  OF  PLUNGER,  0.51  INCH; 
THROWS   PER   MINUTE,    135;   AREA   OF   PLUNGER,    18X29    INCHES;   AREA    OF 

SIEVE,  18X25  inches;  sieve,  3.18  square  hole. 


FIG.  377. — mill  28,  jig  no.  12.    crank-arm  accelerated  jig;  size  of  grains 
(4th  spigot  of  classifier),  2  MM.  TO  0;  throw  of  plunger,  0.27  inch; 

THROWS  PER  MINUTE,  180 ;  AREA  OF  PLUNGER,  18X29  INCHES;  AREA  OF  SIEVE, 

18X25  inches;  sieve,  1.04  mm.  square  hole. 


PIG.  378. — mill  27,  jig  no.  5.    crank-arm  accelerated  jig;  size  op  grains, 

10.3  TO  8.3  MM.;  THROW  OF  plunger,  1.38  inches;  throws  per  MINUTE, 
130;  AREA  OF  PLUNGER,  17JX245  INCHES;  AREA  OF  SIEVE,  16X23  INCHES; 
SIEVE,  1.57  MM.  SQUARE  HOLE. 

four  periods :  the  first,  a,  is  pulsion ;  the  second,  6,  is  the  return  of  the  heavy 
concentrates  to  the  sieve ;  the  third,  c,  is  the  period  of  suction ;  and  the  fourth, 
d,  is  the  period  of  idleness. 

In  regard  to  the  period,  a,  the  diverging  of  the  lines  shows  that  the  gangue  is 
rising  more  slowly  than  the  water,  and  the  concentrates  more  slowly  than  the 
gangue.  The  effect  is  the  same  as  if  the  mineral  particles  are  settling  in  water 
in  a  mass.  It  is  clear  therefore  that  the  particles  are  being  treated  throughout 
this  period  according  to  the  law  of  hindered  settling. 
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PIG.  379. — MILL  44,  JIG  NO.  2.      COLLOM  ACCELERATED  HAMMEB-DRIVEN  8PRING- 
BETUBN  jig;  SIZE  OF  GRAINS    (IST  SPIGOT  OP  CLASSIFIER,  SECOND  SIEVE  OF 

jig)  4.76  MM.  TO  0;  throw  of  plunger,  0.51  inch;  throws  per  minute, 

134;  AREA  OF   PLUNGER,   22X17   INCHES;  AREA  OP  SIEVE,   22X32   INCHES; 
SIEVE,  1.73  MM.  SQUARE  HOLE. 


PIG.  380. — MILL  42,  JIG  NO.  2.  COLLOM  ACCELERATED  HAMMER-DRIVEN  SPRING- 
RETURN  jig;  sand  (1st  spigot  of  classifier),  has  been  THROUGH  A 
SCREEN  WITH  4.76X9.25  MM.  SLOTS;  THROW  OF  PLUNGER,  1  INCH;  THROWS 
PER  MINUTE,  130;  AREA  OF  PLUNGER,  22X17  INCHES;  AREA  OP  SIEVE,  22X34 
INCHES  ;  SIEVE,  8-MESH  SQUARE  HOLE. 

In  regard  to  the  period,  b,  the  lines  are  all  nearly  parallel.  In  some  of  the 
figures  they  indicate  that  the  water  at  first  moves  downward  slightly  more 
rapidly  than  the  gangue  and  concentrates,  but  that  later,  the  gangue  and  con- 
centrates catch  up  and  move  down  a  little  faster  than  the  water.  Rittinger's 
acceleration  may  be  taking  place,  together  with  suction  during  the  first  portion 
of  this  period  while  in  the  second  pori:ion,  hindered  settling  is  again  at  work. 

The  period,  c,  is  that  in  which  the  main  work  of  suction  takes  place.  It  is 
here  that  the  water  passes  down  through  the  interstices,  not  only  between  the 
grains  of  coarse  concentrates,  but  also  between  the  grains  of  gangue,  so  that  any 
small  particles  of  heavy  mineral  which  were  left  by  pulsion  in  equilibrium  and 
adjacent  to  large  particles  of  gangue,  are  sucked  down  through  the  interstices 
toward  the  hutch,  more  or  less  rapidly,  according  as  they  are  of  smaller  or  larger 
diameter  compared  with  the  gangue  particles. 

d,  is  a  period  of  idleness  which  occurs  on  some  jigs  but  not  on  others.  If  very 
short,  it  is  due  to  the  slowing  down  of  the  plunger  at  the  end  of  the  stroke. 
If  longer>  it  is  due  to  the  disappearance  of  the  water  below  the  surface  of  the 
bed.     In  this  case,  suction  may  still  be  going  on  at  the  bottom  of  the  bed. 

In  Table  312,  the  velocity  of  the  water  during  pulsion  and  the  percentage 
of  the  whole  time  of  a  stroke  which  is  spent  in  each  of  the  four  periods,  have 
been  computed  from  the  curves.  The  figures  on  percentages  show  more  or  less 
irregularity,  due  partly  to  irregularities  in  the  curves,  partly  to  the  varying 
amounts  of  hydraulic  water  used,  and  partly  to  diflSculties  in  estimating  accu- 
rately the  length  of  each  period,  so  that  no  results  are  to  be  obtained  from  com- 
paring individual  figures.     By  taking  averages  for  each  of  the  two  classes,  how- 
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TABLE   312. — MEASUREMENTS   OF   JIGS   AND   CURVES. 

AI>breviAtioD8.<-)L=hutch  of;  hy.  cl.=hydraulic  classUler;  In.— Inches;  No.=Kumber;  Ov.ssOveniae  of; 
SecBfiecoDds;  8p.sBpigotof;  tr.=trommel. 


FtoduotFM. 


Area  of 

Sieve  in  the 

Clear. 


Siseof 
SieTeHoles. 


I  I 

50 


pOco 


>>2    ;  Percentage  o{  Stroke  for 


Plain  Eooentric  Jigs. 


Inches. 

Mm. 

In. 

Sec. 

In. 

20 

Or.  No.  8  tr.,  6.4  to  a.Tmm... . 

17180 

6.4 

0.65 

240 

0.250 

3.82 

48.07 

20.63 

80.28 

6.07 

8p.  No.  1  hy.  d.,  1 .6  mm.  toO. .. 

17x80 

1.52 

0.19 

400 

0.150 

2.24 

45.7 

25.5 

11.6017.2 

27 

l8t  sp.  No.  1  hy.  cL,  8  mm.  to  0. 

18x24 

0.80 

0.26 

198 

0.803 

8S.93 

22.13 

80.43  13.53 

80 

16x28 

0.80 

1.44 

150 

0.400 

4.88 

44.T7 

30.57 

22.4.^ 

2.28 

Ov.  No.  8  tr.,  88 1  to  82.8  mm. . 

18x82 

1.07 

0.66 

162 

0.370 

4.09 

42.87 

44.05 

13.6 

0.0 

88 

"^ 

7.94 

2.60 

166 

0.364 

11.99 

50.0 

18.6 

31.4 

0.0 

Ot.  No.  8  tr,  2si.8  to  9.5  mm. . . 

7.94 

1.65 

174 

0.315 

9.11 

45.6 

24.5 

25.5 

4.4 

Ov.  No.  5  tr.,  5  to  2.6  mm 

Ift  \i^S9i 

2.59 

1.06 

180 

0.333 

6.51 

49.35 

19.5 

28.0 

8.15 

Istsp.  No.  1  hy.  cl.,  2.5  mm.  to  0 
4th  sp.  same,  2.5  mm.  to  0 

18  ^88^ 

2.50 

0.75 

198 

0.311 

1.71 

50.0 

44.5 

5.5 

0.0 

18'  1^x889% 

1.47 

0.80 

193 

0.311 

6.79 

45.25 

16.65 

28.6 

9.5 

80 

24x48 

9.53 

4.25 

140 

0.429 

13.92 

44.9 

15.4 

33.3 

6.4 

From  No.  2  tr.,  88.1  to  15  mm.. . 
Ot.  No.  8 tr.,  15  to  8.6  mm.. ... 

24x48 

6.0 

4.15 

140 

0.429 

10.56 

48.45 

17.05 

33.0 

1.5 

17x80 

8.68 

2.20 

140 

0.429 

9.68 

44.0 

25.0 

25.0 

6.0 

Ot.  No.  4  tr..  8.6  lo  4.5  mm 

1st  sp.  No.  1  hy.  cl.,4.5mm.  to  0 
2d  sp.  same,  4.5  mm.  toO 

15x81 

2.67 

2.00 

160 

O.ffTS 

7.92 

41.7 

!ti8.55 

20.25 

9.5 

15x31 

2.67 

1.15 

180 

0.333 

4.74 

51.4 

12.15 

83.75 

2.7 

15x81 

2.18 

1.20 

180 

0.833 

3.87 

45.23 

26.13 

20.3 

6.83 

Istsp.  No.  2hy.  cl.,  4.5 mm.  to 0 

15x81 

1.58 

0.48 

200 

0.300 

2.15 

46.23 

10.7 

84.13 

8.97 

2d  sp.  same,  4.5  mm.  to  0 

Ot.No.8  tr.,7to4.6mm. 

15x31 

1.04 

0.80 

210 

0.286 

1.44 

46.5 

18.66 

80.85 

4.56 

40 

28x35 

5.60 

1.05 

160 

0.375 

6.64 

41.8 

24.28 

25.«'   8.7 

Sp.  No.  1  hy.  cL,8  mm.  toO.... 

23x85 

1.80 

0.57 

210 

0.286 

4.81 

42.93 

88.0 

9.58  9.58 

Crank-arm  Accelerated  Jigs. 
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Ot.  No.5tr.,10.3to&8mm..... 
From  No.  1  tr.,  40  to  8.5  mm.. . . 
From  No.  1  tr.,  25  to  16  mm. . . . 

Ot.No.  8tr.,  16  to  12  mm 

Ot.  No.  4  tr.,  12  to  8  mm 

Ot.  No.  6  tr.,  8  to  6  mm 

Ot.  No.  6  tr.,  6  to  8.6  mm 

Ot.  No.  7  tr.,  8.5  to  2  mm 

Ot.  No.  9  tr.,  3.5  to  2  mm 

1st  sp.  No.  1  hy.  d.,  2  mm.  to  0. 
2d  spigot  of  same,  2  mm.  to  0.. 
3d  spigot  of  same,  2  mm.  to  0. . 
4th  spigot  of  same,  2  mm.  to  0. 


1 

2 

8 

4 

5 

6  0t 

7 

8 

9 
10 
11 
12 


1.88 

180 

0.462 

8.95 

83.3 

87.83 

22.58 

2.40 

96 

0.624 

9.66 

26.5 

24.5 

5.3 

2.08 

106 

0.571 

13.25 

26.3 

85.0 

46.0 

1.52 

121 

0.496 

10.40 

27.0 

31.0 

33.8 

1.88 

123 

0.488 

8.73 

28.6 

32.8 

26.8 

1.18 

182 

0.455 

11.76 

28.5 

35.3 

25.0 

1.07 

188 

0.433 

10.70 

31.4 

28.6 

80.0 

0.80 

183 

0.451 

7.53 

86.7 

48.5 

18.2 

0.70 

133 

0.451 

6.94 

25.R 

33.9 

87.0 

0.50 

135 

0.444 

4.46 

31.8 

48.4 

4.5 

0.85 

141 

0.426 

2.T7 

34.6 

48.6 

2.8 

0.82 

163 

0.368 

4.36 

34.5 

56.3 

0.0 

0.28 

180 

0.383 

3.88 

24.2 

SO.O 

0.0 

6.88 
44.7 

2.6 
8.2 
12.8 
16.2 
10.0 
7.6 
8.2 
15.2 
13.9 
9.1 
25.8 


Oollom  Accelerated  Jigs. 
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2  Istsp.  No.  1  hy.  cl.,  6.4  mm.  to  0 
8  2d  spigot  of  same,  6.4  mm.  to  0 

4  3d  spigot  of  same,  6.4  mm.  to  0 

5  4th  spigot  of  same,  6.4  mm.  to  0 
1  Battery  residue  of  steam  stamp 

76.2  mm.  to  0 

8 1st  sp.  No.  1  hy.cl.,  4.76  mm.  to  0 
62d  h.  No.  2  Jig,  1.78  nmL  toO. 


3.89 
8.95 
8.08 
3.36 

6.97 
4.80 
4.88 

80.48 
81.2 
28.85 
27.97 

84.2 
80.17 
86.67 

24.0 
81.2 
24.85 
85.8 

11.67 
14.2 
6.0 

48.63 
32.4 

46.8 
44.8 

60.0 
63.0 
68.83 

0.71 
0.50 
0.36 

128 
184 
184 

0.469 
0.448 
0.448 

2.97 
5.2 
0.0 
1.43 

4.18 
8.67 
0.0 


(a)  This  is  the  Telodty  during  pulsion,  expressed  in  inches  per  second, 

ever^  as  shown  in  Table  313^  the  following  important  differences  between  the 
plain  eccentric  and  the  accelerated  jig,  seem  to  appear: 

TABLE  313. — AVERAGES  FROM  TABLE  312. 


Kind  of  Jig. 

Pulsion. 

Return. 

Suction. 

Idtonsfls. 

Plain  eccentric 

45.16 
28.63 
29.93 

24.18 

88.48 
19.46 

24.61 
19.80 
48.14 

6.11 
18.66 
2.40 

Crank-arm  accelerated 

(1)  In  the  accelerated  jig,  the  sum  of  the  times  spent  in  periods  of  retain 
and  suction,  is  10  to  20%  greater  than  in  the  plain  eccentric  jig,  and  therefore, 
the  water  is  passing  down  through  the  sieve  at  a  much  more  gentle  velocity.  The 
accelerated  jig  draws  almost  as  much  water  down  as  the  plain  eccentric  jig,  but 
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it  draws  it  down  at  a  gentle  velocity  which  has  less  tendency  to  "felt''  the  sand 
together  in  a  feh^cake,  and  has  less  tendency  to  blind  the  sieve.  The  harsher 
suction  of  the  eccentric  jig  may  of  course  be  softened  by  the  free  use  of  hydraulic 
water  where  that  is  abundant.  In  reality  the  hydraulic  water  lessens  suction  a 
little  more  in  the  accelerated  jig  than  in  the  plain  eccentric. 

(2)  The  time  for  pulsion  in  the  accelerated  jigs  is  about  15%  less,  and,  con- 
sequently, the  velocity  of  pulsion  is  decidedly  higher  than  in  the  plain  eccentric. 
There  is  no  advantage  in  this  of  itself;  in  fact  if  extreme  speed  is  given  to  the 
jig,  there  is  a  decided  disadvantage,  as  it  both  shortens  the  time  of  pulsion  and 
racks  the  machinery. 

(3)  The  time  of  idleness  is  al)0ut  h%  larger  in  the  crank-arm  accelerated 
jigs  than  in  the  plain  eccentric  jigs. 

(4)  Pulsion  is  not  free  settling.  The  velocities  in  Table  312  demonstrate  the 
fact  that  the  law  of  free-settling  particles  has  no  bearing  upon  jigging,  unless 
it  may  apply  in  the  case  of  a  few  stray,  floating  grains  on  the  surface  of  the  finest 
jigs ;  for,  on  the  one  hand,  the  current  was  in  no  case  strong  enough  to  lift  the 
particles  according  to  the  free-settling  law,  and,  on  the  other  hand,  the  particles 
were  not  under  free-settling  conditions,  even  if  the  current  had  been  strong 
enough. 
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9.  Gaetzschmann,  M.  F.,   (1864),  "Aufbereitung,"  Vol.  I.,  p.  140;  Vol.  XL,  p.  1.  Elab- 
*      orate  article  on  both  fixed  and  movable  sieve  jigs. 

10.  Goupilli^re,  Haton  de  la,  (1885),  "Exploitation  des  Mines/'  Vol.  11.,  p.  726.  Theory. 

Movable  sieve  and  fixed  sieve  jigs  of  several  types. 

11.  Hunt,  R.,    (1884),  "British  Mining,"  pp.  694,  757.    History.    Harz  jig.    Argall's 

jig.    €k>llom'8  jig.     Circular  slime  jig. 

12.  Kirschner,  L.,  (1899),  "Erzaufbereitung,"  Part  II.,  pp.  23,  74.    Movable  sieve  hand 

jig.    Harz  jig  for  coarse  and  fine  work.    Bilharz  rectangular  and  circular  move- 
able sieve  jigs. 

13.  Kunhardt,  W.  B.,    (1893),  "Ore  Dressing,"  pp.  26,  68,  92.    Harz  jigs  for  coarse 

and  fine  work.    Theory.     Comparisons  with  other  machines. 

14.  Lamprecht,  R.,    (1888),  "Kohlenaufbereitung,"  pp.   47,  60,  69.    Various  types   of 

coarse  and  fine  jigs  for  coal. 

15.  Linkenbach,  C,   (1887),  "Aufbereitung  der  Erze,"  pp.  62,  86.     Theory.     Harz  jigs 

for  both  coarse  and  fine  work. 

16.  Lock,  A.  a,   (1882),  "Gold,"  p.  1082.    Comparison  of  Harz  and  Bradford  jigs  on 

gold  ore. 

17.  Rittinger,  P.  R.  von,   (1867),  "Aufbereitungskunde,"  pp.   166,  270*    Theory.    Mov- 

able sieve  jigs.    Fixed  sieve  jigs  with  side  plungers  and  under  plungers.     Hetz- 
pumpe, 

18.  Ibid.,   (1870),  "Erster  Nachtrag,"  pp.  18,  49.    Theory.    Seizpumpe,    Harz  jig. 

19.  Ibid.,   (1873),  "Zweiter  Nachtrag,"  p.  32.    Theory.    Harz  jigs  for  coarse  and  fine 

work.    Movable  sieve  jig. 

20.  Rose,  T.  K..  (1894),  "Gold,"  p.  181.     Harz  jigs. 

21.  Sparre,  J.  von,  (1869),  Criticisms  of  Rittinger's  theory. 

•For  Pneumatic  jigs,  see  Chapter  XVIII.,  on  Miscellaneous  Processes. 
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22.  Am.  Inst.  Min.  Eng.,  Vol.  II.,   (1873),  p.  31.    H.  Engclmann.    Discussion  of  air 

versus  water  jigging.  Description  of  Utsch  side  plunger  jig  which  has  a  sloping 
sieve  and  cross  partitions  beneath  which  the  stuff  moves  forward,  the  lighter  top 
stuff  being  drawn  off  between  each  partition.  Capacity,  water  used  and  results 
obtained.  * 

23.  Ibid.,  Vol.  v.,   (1877),  p.  693.    C.  M.  Rolker.    Detailed  description  of  the  CoUom 

jig  and  the  work  done  by  it  at  Lake  Superior. 

24.  Ibid.,  Vol.  VI.,  ( 1877 ) ,  p.  484.    J.  C.  F.  Randolph.    Description,  adjustments,  capacity, 

etc.,  of  Harz  jigs  used  at  Clausthal  on  various  sizes  of  material. 

25.  Ibid.,  Vol.  VIII.,  (1880),  p.  409.     H.  8.  Munroe.     Discussion  of  the  losses  in  jigging 

native  copper  at  Lake  Superior,  with  figures  on  capacity  and  number  of  strokes. 

26.  Ibid.,  Vol.  IX.,   (1881),  p.  420.     Elli#  Clark,  Jr.    Various  details  of  construction, 

adjustments  and  power  for  Uarz  jigs  working  different  sizes  of  stuff  at  Przibram; 
also  of  a  movable  sieve  jig. 

27.  Ibid.,  p.  468.    S.  Stutz.    Theoretical  discussion  of  water  separation.    Description 

of  several  forms  of  coal  jigs  with  sloping  sieves,  plungers  driven  by  a  cam,  and 
valves  so  arranged  as  to  prevent  any  suction.  Figures  on  capacity  and  water 
used. 

28.  Ibid.,  Vol.  XII.,  (1884),  p.  497.    S.  Stutz.    A  few  improvements  are  given  on  the 

coal  jigs  of  the  previous  article  and  the  advantages  of  the  same. 

29.  Ibid.,  Vol.  XIII.,    (1884),  p.  35.    A.  F.  Wendt.    Description,  capacity  and  power 

of  a  Wendt  jig  which  is  a  side  plunger  jig  having  an  accelerated  motion  through  a 
pair  of  elliptic  gears. 

30.  Ibid.,  Vol.  XVI.,  (1888),  p.  609.    F.  S.  Ruttmann.    Detailed  description,  capacity  and 

water  used  on  the  Conkling  movable  sieve  jig. 

31.  Ibid.,  Vol.  XVII.,   (1889),  p.  637.    H.  S.  Munroe.    Result  of  experiments  to  deter- 

mine the  effect  of  interstitial  currents  on  separation  by  jigs  and  discussion  of 
the  closeness  of  sizing  needed. 

32.  Ibid.,  p.  669.    H.  S.  Munroe.    Description  of  Parson's  jigs  used  at  Bonne  Terre  with 

adjustments,  capacity,  water  used,  sizing  tests,  discussion  of  the  quality  of  their 
work  and  comparison  with  Collom  jigs  at  Lake  Superior;  also  sizing  testa  and 
adjustments  of  Harz  jigs. 

33.  Ibid.,  Vol.  XVIII.,   (1889),  p.  257.    H.  E.  Armitage.    A  few  notes  on  the  adjustr 

ments  of  jigs. 

34.  Ibid.,  Vol.  XIX.,  (1890),  p.  420.    E.  B.  Coxe.    Detailed  description  of  Luhrig  coal 

jig  as  used  at  Drifton,  Pennsylvania.  It  is  a  sliding  block,  accelerated,  fixed 
sieve  jig,  fed  at  the  longitudinal  partition  and  discharging  coal  mechanically  over 
the  side. 

35.  Ibid.,  Vol.  XXII.,  (1893),  p.  326.    Jas.  Douglas.    Statement  that  Ears  jig  is  most 

popular. 

36.  Ibid.,  p.  569.    W.  P.  Blake.    Results  obtained  from  the  application  of  jigs  to  the 

treatment  of  roasted  blende  and  pyrite. 

37.  Ibid.,  Vol.  XXIV.,   (1894),  p.  80.    F.  M.  F.  Cazin.    Theoretical  discussion  of  jig- 

ging. Description  of  Cazin's  circular  jig  which  has  an  annular  sieve  and  a 
central  plunger,  both  divided  into  eight  independent  sections.  The  ore  is  fed  on 
one  section  and  from  thence  the  lighter  part  passes  around  one  way  over  the  tail 
boards  of  three  sections  in  succession  and  is  discharged,  while  the  heavier  part 
passes  around  the  other  way  under  the  ijcil  boards  of  four  sections  in  succession 
and  is  discharged.  fi 

38.  Ibid.,  p.  409.    R.  H.  Richards.    Results  of  experiments  to  determine  the  laws  of 

jigging. 

39.  Ibid.,  p.  486.    P.  G.  Lidner.    Sizes  of  feed  and  adjustments  for  jigs  in  Sweden. 

40.  Ibid.,  Vol.  XXVI.,  (1896),  pp.  3,  1034.    R.  H.  Richards.    Indicator  cards  of  various 

jigs  throughout  the  country. 

41.  Ibid.,  p.  278.    E.  6.  Tuttle.    Description  of  an  arrangement  for  tail  discharges  on 

all  the  sieves  of  a  Harz  jig. 

42.  Ibid.,  p.  284.    E.  G.  Tuttle.    Description  of  an  arrangement  for  double  discharge 

on  the  tail  of  a  jig. 

43.  Ibid.,  p.  623.    C.  W.  Goodale.    Discussion  of  the  losses  in  jig  tailings  at  Butte  and 

the  causes  thereof. 

44.  Am.  Mfr.,  Vol.  XLIV.,   (1899),  Jan.  18.    No  author.    Description  of  the  Diescher 

coal  jig  which  has  its  piston  beneath  the  sieve  and  valves  in  the  hutch  to  prevent 
suction.    Capacity  and  cost  are  given. 

46.  Ibid.,  Vol.  XLIX.,  (1891),  July  3,  p.  15.  No  author.  Description  of  McLanahan's 
ore  jig  with  fixed  sieves,  circular  side  pistons,  and  valves  in  the  hutches  to  pre- 
vent suction. 

46.  Ibid.,  Vol.  LIVw,  (1894),  p.  916. 
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47.  AiHfc  cto  iffiies,  Series  VI.,  Vol.  XIX.,   (1871),  pp.  317,  884.    A.  Henry.    GoierAl 

artide  on  practice  in  Belgium  and  the  Bhenish  proYinoes,  describing  yarious  forms 
of  jigs  and  discussion  of  their  adjustments,  capacities,  etc 

48.  DM.,  Series  VII.,  Vol.  II.,  (1872),  p.  130.    A.  Pemolet.    Deteiled  description  and 

results  obtained  by  the  Rezroth  coal  jig,  which  is  a  side  plunger  jig  with  water 
introduced  below  the  plunger  and  valves  to  prevent  suction;  also  of  the  Siever  coal 

'  and  of  the  Lamarcne  and  Schwarz  jig  for  fine  coal,  whidi  uses  a  quartz  bed. 

,  p.  271.    A.  Henry.    Description  of  Harz  eccentric  jigs  used  at  Przibram,  with 
adjustments,  water,  capacity  and  power. 
SO.  DM.,  Vol.  VII.,   (1875),  p.  244.    £.  SaWage.    Description  of  the  Plumb  circular 
movable  sieve  jig  for  coal.  ^ 

61.  Jhid,t  Vol.  XI.,  ( 1877),  p.  271.    M.  Oppeiimnn.    Description  and  capadty  of  the  Harz 

jig  at  Ammeber|[,  Sweden.    Principles  of  action  of  the  Utsch  jig  and  comparisons 
with  the  Harz  jig. 

62.  /6id.,  Series  VIII.,  Vol.  XX.,  (1891),  pp.  37,  41.    M.  Bellom.    A  somewhat  general 

article  which  discusses  the  method  of  running  jiss,  the  number  of  compartments, 
the  forms  of  discharges  and  compares  jigs  and  tables. 
53.  Berg,  u.  HUtt.  Jahrh,,  Vol,  XXVII.,  (1879),  p.  158.    J.  Habermann.    Results  of  com- 
parative tests  made  on  fine  jigs  and  Salzburg  tables  with  respect  to  capacity, 
power,  cost  and  amount  of  extraction. 

64.  Ihid.,  Vol.  XXVIII.,  (1880),  p.  1,    J.  Habermann.    Elaborate  article  describing  vari- 

ous piston  mechanisms. 

65.  Berg.  if.  HUit.  Zeii.,  Vol.  XXXI.,   (1872),  p.  189.    F.  Cazin.    Description  and  ad- 

justments of  Cazin's  side  piston  jig. 

66.  Ibid.,  Vol.  XXXII.,  (1873),  p.  127.    C.  Blttmeke.  .Description  and  dimensions  of  the 

Braun  sliding  block  piston  jig,  with  semi-cylindrical  hutch;  also  of  a  Harz  eccen- 
tric jig.    Figures  on  w^ter  and  capacity  for  both. 

67.  Ihid.,  pp.  326,  383,  443.    A.  Pemolet.    Same  as  Ann.  dea    iftfies.  Series  VII.,  Vol. 

II.,  p.  116. 

68.  Ihid.,  Vol.  XXXIII.,  (1874),  p.  169.    C.  BlOmeke.    Description,  dimensions,  adjust- 

ments and  capacities  of  four  forms  of  fixed  sieve  side  plunger  eccentric  jigs. 

69.  Ibid.,  p.  263.    No  author.    Description  of  the  Utsch  jig  with  capacity  and  discussion 

of  its  merits  and  advantages  over  air  jigs. 
eo.  lUd.,  Vol.  XXXV.,  (1876),  p.  249.    M.  £.  Sauvage.    Description  of  the  Plumb  cir- 
cular movable  sieve  jig  for  coal. 

61.  Ibid.,  Vol.  XLI.,  (1882),  p.  219.    G.  B16meke.    Adjustments  of  jigs  at  Lintorf,  sep- 

arating galena,  blende,  pyrite  and  gangue. 

62.  Ibid.,  p.  447.    O.  Bilharz.    Description,  dimensions  and  capacity  of  the  Bilharz  cir- 

cular fixed  sieve  jig  with  central  plunger. 

63.  Ibid.,  Vol.  XUV.,  (1885),  p.  5.    E.  Koch.    Adjustments  of  jigs  at  Qottesgabe  and 
Hammerw&sche  mills  in  Westphalia. 


64.  Ibid.,  p.  145.    C.  Blttmeke.    Description,  capacity  and  water  used  by  the  Bilharz 

circular  fixed  sieve  jig  and  by  the  Schranz  movable  sieve  power  jig. 
66.  Ibid.,  Vol.  XLVII.,  (1888),  p.  419.    O.  Hoppe.    Ck>mparison  of  a  jig  bed  to  the  valves 


of  a  lifting  pump. 

66.  Ibid.,  Vol.  L.,  (1891),  pp.  324,  332.    C.  Bl6meke.    Similar  to  A.  I.  M.  E.,  Vol.  XVII., 

p.  637. 

67.  Ibid.,  Vol.  U.,   (1892),  p.   188.     x.o  author.     Description  of  the  Bilharz  oblong 

movable  sieve  jig  and  tne  Bilharz  circular  movable  sieve  jig. 

68.  ibid.,  Vol. LIII.,  (1894),  pp.  141,  167.    C.  Blttmeke.    Sizes  of  material  fed  to  jigs 

in  Aurora  and  DOrnberg  mills  in  Westphalia. 

69.  Ibid.,  Vol.  LIV.,    (1895),  p.  202.    No  author.    Description  of  the  Otto  Abeling 

mechanism. 

70.  Bull  8oe.  Ind.  Min.,  Series  I.,  Vol.  XV.,  (1870),  p.  437.    G.  Ciere.    Theory  of  separa- 

tion by  jigs  and  discussion  of  the  various  methods  of  jigging. 

71.  Ibid.,  p.  649.     F.  Robert.     Article  on  Huet  and  Qej\erB  ug. 

72.  Ibid.,  Series  II.,  Vol.  VIII.,  (1879),  pp.  133,  276,  387,  441.    J.  B.  Marsaut.    Discus- 

sion of  theory  of  separation  by  jigs;  description  of  machines  used  at  various  jig- 
ging plants  and  the  results  obtained. 

73.  Ibid.,  Series  III.,  Vol.  III.,  (1889),  pp.  329,  338.    M.  Evrard.    Details  of  construe- 

tion  and  action  of  two  coal  ji^,  one  a  fixed  sieve  jig  with  piston  run  by  hand; 
the  other  a  fixed  sieve  power  jig  with  a  pushing  blmk  feeder  and  an  apparatus 
lor  moving  the  top  of  the  bed  forward  mechanically  instead  of  by  a  canying 
current  of  water. 

74.  Ibid.,  Vol.  VIII.,  (1894),  p.  631.    Ch.  Mouchet.    Adjustments  of  Harz  jigs  in  the 

Vaucron  mill. 
76.  Can.  Min.  Rev.,  Vol.  XIV.,  (1896),  p.  169.    Similar  to  Bng.  d  Min.  Jour.,  Vol.  LX.. 
p.  196. 
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70.  OoU.  Eng.,  Vol.  X.,  (1890),  p.  266.  Report  of  Committee  of  Min.  Inst,  of  Sootlaad, 
^ving  a  description  of  the  Sheppard  coal  washer  which  is  a  fixed  sieve,  side  plunger 
jig  in  which  suction  is  prevented  by  valves  connecting  the  hutch  with  the  compturt- 
ment  into  which  the  coal  and  water  fall. 

77.  Ihid,,  Vol.  XVII.,  (1806-7),  p.  62.    H.  K.  Landis.    Description  and  method  of  work- 

ing of  movable  sieve  intermittent  poWer  jigs  used  at  Friedensville,  Pa. 

78.  Ihid,y  p.  163.     F.  W.  Hardwick.     Principle  of  action  and  usual  adjustments  of  coal 

jigs.    Description,  adjustments  and  advantages  of  the  Baum  jig. 

79.  Ibid.,  p.  240.    No  author.    Description  and  capacity  of  Stroh's  continuous  movable 

sieve  coal  jig. 

80.  Ihid.,  p.  310.     H.  K.  Landis.    Description  of  hand  jigs  and  Harz  jigs  in  Southwest 

Missouri  and  adjustments  of  the  same  for  jigging  blende. 

81.  Ibid,,  pp.  393,  432.    H.  Van  F.  Furman.    A  general  article  on  ji^,  taking  Up  the 

various  details  of  construction  and  adjustment,  their   applicability  to  different 
classes  of  work,  with  figures  on  capacity,  power,  etc. 

82.  Coll  Guard,,  Vol.  LXVII.,    (1894),  p.  784.    A.  Habets.    Description  of  the  Baum 

jig  for  coal  which  uses  compressed  air  to  pulsate  the  water,  instead  of  a  piston. 

83.  Ibid,,  Vol.  LXVIII.,   (1894),  p.  692.     Same  as  A.  /.  M,  E.,  Vol.  XXIV.,  p.  80. 

84.  Ibid,,  p.  670.    Same  as  A.  I.  M.  E.,  Vol.  XXIV.,  p.  486. 

85.  Ibid,  Vol.  LXXI.,  (1896),  p.  176.    Same  as  Rev.  dea  Mines,  Series  III.,  Vol.  XXXI., 

p.  166. 

86.  Ibid,,  Vol.  LXXII.,  (1896),  p.  883.    Description  and  method  of  working  the  Baum 
for  coal. 

88.  Col,  8ci.  Soc,,  (1887),  Bull.  No.  7.    H.  A.  Vezin.    Discusses  the  use  of  an'interme- 
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87.  Ibid,,  Vol.  LXXIIL,  (1897),  p.  826.    Abstract  of  Comptea  Rendue,  (1896),  p.  113. 


diary  jig. 

89.  Comptea  Rendus  Soc,  Ind,  Min,,   (1891),  p.  241.    Mr.  Grey.    Description,  capacity 

and  quality  of  work  of  a  side  piston  jig  used  at  Karwin  for  extractmg  pynte  from 
schists  from  coal  washing. 

90.  Ibid,,  (1896),  pp.  113,  137.    P.  E.  Maurice.    Mathematical  discussion  of  the  motion 

of  particles  in  a  liquid  with  special  reference  to  jigs. 
.  91.  Dingler'8  Polyt.  Jour,,  Vol.  CCXVII.,   (1876),  p.  374.    No  author.    Description  and 
results  given  by  Bvrard's  coal  jig. 

92.  Engineering,  Vol.  XXIX.,   (1880),  pp.  4,  41,  84,  121,  202,  269.    Same  as  BuU.  8oe. 

Ind.  Min,,  Series  II.,  Vol,  VIII.,  p.  387. 

93.  Ibid,,  Vol.  XXXII.,   (1881),  p.  329.     No  author.     Description  and  adjustments  of 

fixed  sieve  jigs  used  at  Lintorf. 

94.  Ibid.,  Vol.  LVIII.,  (1894),  p.  294.    No  author.    Description  of  the  Ferraris  jig  used 

at  Monteponi. 

95.  Eng.  d  Min.  Jour,,  Vol.  XIII.,  (1872),  p.  177.     F.  M.  Stepff.    Description,  capacity 

and  power  of  the  Stapff  jig,  which  is  a  pulsion  jig  with  the  piston  below  the 
screen  and  valves  in  tne  piston  to  prevent  suction.  Piston  is  worked  by  a  cam 
and  lever  and  weight. 

96.  Ibid,,  Vol.  XV.,  (1873),  p.  33.    No  author.     Description  of  Cazin's  side  piston  jig 

with  three  sieves  and  one  plunger  which  is  hinged  beyond  the  tail  end  and  actuated 
by  eccentric  and  a  connecting  |^od  at  the  other  end. 

II:  ll%:  ZLXv!'!'hs7Z),  p.  296.  [Sa-e  "  ^-  '•  ^-  ^•.  Vol.  II..  p.  31. 

99.  Ibid,,  Vol.  XXII.,  (1876),  p.  88.  E.  D.  Meier.  Short  theoretical  discussion  of  jig- 
ging, with  a  description  of  the  Osterspey  jig  which  has  a  side  plunger  with  valves 
in  it  to  prevent  suction.  Capacity,  water  used,  adjustments  and  quality  of  its 
work  when  jigging  coal,  are  given. 

100.  Ibid,,  Vol.  XXIII.,  (1877),  pp.  274,  294,  314,  336.     Same  as  A.  I.  M.  E.,  Vol.  V.,  p. 

693. 

101.  Ibid.,  Vol.  XXV.,  (1878),  p.  130.    Same  as  A,  I.  M.  E„  Vol.  VI.,  p.  484. 

102.  Ibid,,  Vol.  XXXII,  (1881),  p  216.    Abstract  of  A,  I.  M,  E„  Vol.  IX..  p.  431. 

103.  Ibid,,  p.  389.    No  author.    Description,  capacity  and  power  of  Rogers  jig  which  has 

a  door  formed  plunger  suspended  from  hinges  above  and  with  valves  in  it  to  prevent 
suction. 

104.  Ibid,,  Vol.  XXXIV.,  (1882),  p.  306.    No  author.    AdjustmenU  of  jigs  in  the  Heda 

mill  at  Glendale^  Montana. 
106.  Ibid,,  Vol.  XLIII.,  (1887),  p.  8.    No  author.    Description,  capacity  and  advantages 
of  the  heberwdeohe  used  at  Mechernich. 

106.  Ibid,,  Vol.  XLV.,  (1888),  p.  416.    Same  as  A.  L  M.  E,,  Vol.  XVI.,  p.  609. 

107.  Ibid,,  Vol.  XLVII.,  (1889),  p.  688.    Same  as  A.  /.  M.  E,,  Vol.  XVII.,  p.  669. 

108.  Ibid,,  Vol.  XLIX.,  (1890),  p.  367.    Abstract  of  A.  /.  M,  E.,  Vol.  XVII.,  p.  637. 

109.  Ibid.,  p.  443.    C.  E.  Dewey.    Sizing  tests  of  jig  products. 
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110.  Md.^  Vol.  LVIL,  (1894),  p.  607.    No  author.    Description  of  the  Otto  Abeling  mech- 

anism for  lifting  the  plunger  slowly  by  a  cam  and  letting  it  fall  rapidly  by  gravity. 

111.  /&td.,  Vol.  LVIII.,  (1894),  p.  9.    G.  T.  Cooley.    Description  of  the  jigs  used  for  blende 

in  Southwest  Missouri,  with  adjustments,  capacity  and  water  usra. 

112.  Ibid.,  p.  293.    Same  as  EngineerinOj  Vol.  LVUI.,  p.  294. 
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